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INTRODUCTION, 

This  volume  contains  the  descriptions  of  the  samples  whose  analy- 
ses are  published  in  the  preceding  volume,  Part  I  of  this  bulletin. 
The  descriptions  have  been  compiled  from  the  notebooks  of  the  per- 
sons who  collected  the  samples,  have  been  condensed  from  accounts 
given  in  published  reports  of  the  United  States  Geological  Survey,  or 
have  been  furnished  by  the  collectors  themselves.  Inasmuch  as  the 
descriptions  represent  the  work  of  many  persons  during  a  period  of 
six  years,  and  inasmuch  as  they  were  recorded  under  widely  differing 
conditions,  they  necessarily  vary  in  fullness  of  detail. 

The  descriptions  are  published  for  two  purposes:  (1)  To  present 
such  information  regarding  the  character  of  the  coal,  the  impurities 
in  the  beds  sampled,  and  the  nature  of  the  roof  and  the  floor  of  the 
beds  as  has  a  definite  bearing  on  the  significance  of  the  analyses  of 
the  samples,  and  (2)  to  give  any  supplementary  details  such  as  the 
capacity  or  the  output  of  a  mine,  the  method  of  mining  and  prepar- 
ing the  coal,  and  the  chief  uses  to  which  it  is  put,  that  may  be  of 
assistance  to  Government  engineers  or  purchasing  agents,  and  to  other 
persons,  in  preparing  specifications  and  awarding  contracts  for  fuel. 
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THE  SAMPLING  OF  COAL  IN  THE  MINE.* 

By  Joseph  A.  Holmes. 

GEMEBAL  STATEMENT. 

In  planning  the  fuel-testing  investigations  of  the  Geological  Sur- 
vey at  St.  Louis,  Mo.,  in  1904,  the  committee  having  the  matter  in 
charge,  Messrs.  E.  W.  Parker,  M.  R.  Campbell,  and  the  writer, 
decided  upon  a  plan  of  sampling  coal  in  the  mine  that,  it  was  believed, 
would  satisfy  the  following  requirements:  (1)  Each  group  of  mine 
samples  submitted  for  analysis  to  represent  fairly  the  possible  com- 
mercial shipments  of  coal  from  the  mine  in  which  they  were  col- 
lected; (2)  the  complete  history  of  each  sample  to  be  known  and 
recorded;  and  (3)  each  sample  to  be  analyzed  promptly  and  by  the 
best  standard  method. 

This  plan  of  collecting  mine  samples  was  started  during  1904, 
largely  under  the  personal  supervision  of  Mr.  Campbell.  With 
various  modifications  it  has  been  followed  from  that  time  up  to  the 
present  by  those  geologists  of  the  survey  who,  under  Mr.  Camp- 
bell's direction,  have  been  examining  the  coal  deposits  on  or  near 
the  public  lands,  and  by  those  ei^ineers  of  the  Survey  and  the  Bureau 
of  Mines  who,  under  the  direction  of  the  writer,  have  continued 
the  work  of  analyzing  and  testing  the  coal  from  the  various  fields 
in  the  United  States. 

The  following  statement  of  the  system  of  mine  sampling  used 
by  the  Geological  Survey  and  the  Bureau  of  Mines  has  been  revised 
by  Messrs.  M.  R.  Campbell  and  David  White,  of  the  Geological  Sur- 
vey, and  Mr.  G.  S.  Rice,  of  the  Bureau  of  Mines. 

MEED  OF  CABE  IN  SAMPUNG. 

In  dealing  with  coals  no  less  than  dealing  with  ores,  the  taking 
of  the  sample  requires  fully  as  much  care  as  does  the  making  of 
the  analysis  or  assay.  And  the  difficulties  in  the  way  of  obtaining 
at  reasonable  cost  a  sample  of  coal  that  fairly  represents  the  com- 
mercial product  as  found  in  the  mine  or,  more  especially,  as  loaded 
in  the  cars  or  in  ships,  have  seriously  retarded  the  movement  for  the 
sale  or  purchase  of  coal  on  a  rigid  specification  basis. 

The  purpose  of  this  chapter  is  to  describe  briefly  the  method 
followed  by  the  Bureau  of  Mines  and  the  United  States  Geological 
Survey  in  an  endeavor  to  take  rxune  samples  that  fairly  represent  the 
beds  of  coal  that  are  examined  and  that  show,  for  the  places  sampled, 
the  commercial  possibilities  of  these  beds.  It  is  of  the  utmost 
importance  that  the  sampling  be  done  in  a  systematic  manner, 
according  to  a  prearranged  plan,  and  that  the  same  procedure  always 

•  Yiom  Technical  Paper  1,  Bureau  of  Mines,  1011. 
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be  followed  where  circumstances  permit.  YHierever  it  is  possible, 
unless  special  samples  are  desired  for  a  particular  purpose,  only  clean, 
fresh  coal  should  be  sampled,  and  all  dried,  weathered,  or  long- 
exposed  coal  should  be  avoided.  When  weathered  coal,  either  in 
the  outcrop  or  in  pillars,  or  other  special  samples  are  collected,  the 
particular  characteristics  of  each  sample  should  be  clearly  described. 

COLLECTING  OXTTFIT  OB  SAMPLING  KIT. 

The  coal-mine  sampling  outfit  used  by  the  Bureau  of  Mines  com- 
prises the  following  articles:  Carrying  bag,  sampling  cloth  (heavy 
oilcloth),  portable  mortar  and  pestle,  spring  balance,  screen,  sampling 
scoop,  brush,  measuring  tape,  sample  cans,  adhesive  tape,  pick,  and 
shovel. 

Carrying  bag. — ^The  bag  used  for  carrying  the  sampling  outfit  and 
the  collected  samples  is  of  leather,  has  a  shoulder  strap,  and  measures 
13  by  12  by  3  inches. 

Sampling  doth, — ^For  collecting  the  cuttings  chipped  from  the  face 
of  a  coal  a  stout  sheet  or  blanket  of  waterproof  material  is  used. 
The  heavy  enamel  cloth  known  as  buggy  cloth  gives  good  service. 
The  cloth  should  measure  not  less  than  6  by  7  feet.  The  enameled 
side  of  this  cloth  should  be  laid  next  to  the  ground  to  keep  out 
moisture  and  to  prevent  fragments  of  the  enamel  from  getting  into 
the  coal  sample. 

Portable  mortar. — ^A  piece  of  J-inch  board,  10  inches  square,  cov- 
ered on  the  upper  side  with  heavy  galvanized  sheet  iron,  forms 
the  bottom  of  the  portable  mortar.  The  collapsible  sides  are  of  stout 
duck,  and  are  fastened  at  the  top  to  a  strap-iron  band  that  is  held 
up  by  collapsible  strap-iron  posts  fastened  by  set  screws.  The  sides 
are  5  inches  high,  making  the  contents  of  the  mortar  about  500  cubic 
inches. 

PesUe. — ^The  pestle  for  crushing  samples  consists  of  a  steel  head, 
1  inch  thick  and  3  to  4  inches  square  with  a  screw  socket  to  receive  a 
wood  handle  about  14  inches  long. 

Spring  balance. — ^A  good  spring  balance  of  50-pounds  capacity, 
graduated  preferably  to  one-half  pound,  is  used  for  weighing  the 
samples. 

Screen. — ^The  screen  is  of  galvanized-iron  wire  and  has  a  ^-inch,  or 
preferably  f-inch,  mesh.  It  is  about  10  inches  square  and  has  a 
wood  frame. 

Sampling  scoop. — ^The  scoop  recommended  is  made  of  heavy 
galvanized  sheet  iron,  with  flat  bottom  and  vertical  sides,  and  is  8 
inches  long,  2  inches  deep,  and  1^  inches  wide.  If  such  a  scoop  is  not 
available,  a  bricklayer's  trowel  or  even  a  wooden  shingle  will  answer 
the  purpose. 
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Brush, — ^A  stiff  brush  or  whisk  broom  is  useful  for  brushing  off 
loose  pieces  of  coal,  stone,  or  dirt  from  the  face  or  roof  at  the  place 
where  the  sample  is  to  be  taken  and  for  removing  the  rejected  quar- 
terings  of  coal  from  the  sampling  blanket.  If  such  a  brush  is  not 
available,  a  piece  of  cloth  or  an  old  coat  may  be  used  as  a  substitute. 

Measuring  tape. — For  measuring  coal-bed  sections  a  20-foot  water- 
proof tape  graduated  to  one-fourth  inch  is  used.  A  steel  tape 
graduated  to  one-sixteenth  inch,  though  more  accurate,  is  less  con- 
venient, because  the  figures  are  difficult  to  read  by  the  poor  light 
available  in  mines. 

Sample  can. — The  vessel  ordinarily  used  by  the  Bureau  of  Mines 
and  by  the  Geological  Survey  for  transporting  coal  samples  is  a  9  by 
3  inch  round  can  of  No.  27  galvanized  iron.  The  can  filled  with  coal 
should  not  weigh  more  than  4  poimds,  which  is  the  limit  of  weight  for 
ordinary  transmission  by  mail.  The  edges  of  the  can  are  crimped 
and  carefully  soldered  to  make  them  tight  and  strong;  the  screw  top 
(2  inches  in  diameter)  has  a  gasket  or  washer  of  rubber  or  other  flexi- 
ble material  to  exclude  the  air.  As  a  further  protection,  the  outside 
of  the  cap,  when  in  place  and  screwed  down  tightly,  is  wrapped  care- 
fully with  several  layers  of  adhesive  tape  so  that  the  first  layer  of 
this  tape  completely  covers  the  joint  between  the  lower  edge  of  the 
cap  and  the  neck  of  the  can.  It  is  not  advisable  to  use  solder,  i)araf- 
fin,  or  sealing  wax  of  any  kind.  Before  being  filled  each  can  should 
be  carefully  inspected  as  to  tightness  and  freedom  from  rust. 

Adhe&ive  tape. — For  sealing  the  connection  of  the  cap  and  sample 
can,  bicycle  or  electrician's  adhesive  tape  of  the  best  quaUty  is  used. 

Pick  and  shovel. — Nothing  is  better  than  a  miner's  pick  for  cutting 
samples.  A  miner's  shovel  should  be  taken  along  for  cleaning  up 
the  floor,  etc.  Pick  and  shovel  are  not  regularly  included  in  the  kit, 
as  they  can  be  had  at  any  working  mine. 

The  field  men  of  the  Geological  Survey,  because  they  often  work 
long  distances  from  a  base  of  supplies  and  travel  by  horseback,  usually 
carry  a  simpler  outfit  than  that  described  above,  consisting  of  a 
waterproof  blanket,  a  measuring  tape,  adhesive  tape,  a  screen,  a 
geologist's  pick,  an  improvised  shovel,  and  the  necessary  number  of 
sample  cans.  Instead  of  using  a  portable  mortar  and  pestle,  a  man 
thus  equipped  must  pulverize  the  coal  with  his  pick,  on  a  board  or 
other  hard  surface,  and  instead  of  a  scoop  he  must  use  a  trowel  or 
shingle.  He  does  not  weigh  the  coal;  and  instead  of  using  a  brush 
or  broom,  he  removes  loose  coal,  etc.,  from  the  face  and  roof,  and 
cleans  the  quarterings  off  the  sampling  blanket  with  his  coat  or  a 
piece  of  cloth.  He  will  ordinarily  use  a  miner's  pick,  if  found  in  the 
mine,  instead  of  his  geologist's  pick  for  cutting  down  the  coal. 
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collected.  If  the  tonnage  output  of  the  mfnef  is  knotm^  ike  fAtie^  f<ff 
collecting  samples  should  be  determined  tentatively  before  entering^ 
the  mine,  the  locations  to  be  changed  as  the  work  progresses,  if  such 
changes  prove  to  be  desirable. 

EXAMINATION   OF  THE   MINE. 

To  determine  exactly  where  and  how  it  may  be  best  to  collect 
samples  that  will  satisfactorily  represent  the  character  of  the  coal  bed 
and  to  ascertain  what  portion  of  the  bed  is  excluded  in  mining  and 
loading,  the  collector  with  map  in  hand  should  make  a  preliminary 
examination  of  the  mine  in  company  with  a  guide  who  is  familiar  with 
the  workings.  This  examination  will  enable  the  collector  to  select 
the  exact  places  for  collecting  samples  and  to  indicate  them  on  his 
map. 

NUMBER  OF  SAMPLES  TO   BE   COLLECTED. 

From  any  mine  shipping  coal  the  number  of  samples  should  not  be 
less  than  four  for  a  daily  production  of  200  tons  or  less,  and  the  number 
should  increase  at  the  rate  of  one  sample  for  each  additional  200  tons 
of  coal  mined  per  day.  The  number  should  be  greater  from  mines  in 
which  the  quality  of  the  coal  varies  greatly.  Where  only  a  part  of  a 
bed  is  being  mined  and  the  remainder  (1  foot  or  more  in  thickness)  is 
being  left  underground,  separate  samples  should  be  collected  at  each 
samphng  place  of  both  the  worked  and  the  unworked  parts  or  benches 
of  the  bed.  In  sampling  coal  beds  exposed  in  ordinary  prospect 
openings,  where  the  coal  is  usually  more  or  less  weathered,  one  sam- 
ple from  each  opening  is  considered  sufficient,  unless  the  openings  are 
far  apart;  in  that  case  occasional  second  or  check  samples  are  highly 
desirable. 

SELECTING  PLACES   FOB   SAMPLING. 

Having  decided  upon  the  probable  number  of  samples  to  be  col- 
lected and  approximately  where  they  are  to  be  taken,  the  collector 
during  his  preliminary  examination  of  the  mine  should  decide  upon 
the  exact  location  from  which  each  sample  is  to  be  collected,  so  that' 
it  will  represent  the  coal  mined  in  that  part  of  the  workings.  Further- 
more, certain  of  the  samples  should  be  taken  from  places  in  the 
remoter  parts  of  the  mine,  so  that  the  samples  will  indicate  the  char- 
acter of  the  coal  available  for  future  as  well  as  for  present  shipments. 
Exceptional  features,  such  as  faults,  etc.,  should  b^  avoided  unless 
special  studies  of  the  coal  at  these  places  are  thought  desirable.    Where 
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it  is  possible,  wet  places  should  be  avoided,  as  samples  from  such 
places  may  not  represent  the  coal  as  shipped.  Where  wet  coal  must 
be  collected,  the  surplus  moisture  should  be  drained  off  the  sampling 
doth  before  mixing  the  sample. 

MKTttOD  OF  SAMPUNG. 
CLIBANING  OFF  THE  FACE  OF  THE  COAL. 

At  each  selected  point,  before  a  sample  is  cut,  the  face  of  the  bed 
should  be  cleared  of  burned  powder,  dirt,  or  loose  coal  from  roof  to 
floor  for  a  width  of  about  5  feet.  This  is  done  to  prevent  any  loose 
fragments  or  foreign  matter  from  falling  off  the  face  of  the  coal  onto 
the  sampling  cloth.  Insecure  pieces  of  the  roof  should  be  taken 
down  in  advance  for  the  same  reason.  In  the  middle  of  this  cleared 
area  on  the  face  the  coal  should  be  cut  away  with  the  pick  from  the 
roof  to  the  floor  for  a  width  of  1  foot  and  a  depth  of  at  least  1  inch, 
with  a  view  to  removing  any  discolored,  altered,  or  otherwise  inferior 
coal  that  might  be  near  the  surface,  and  also  to  square  up  this  portion 
of  the  face  in  preparation  for  the  sampling  cut. 

WHAT  TO   INCLUDE  IN   THE   SAMPLE. 

There  should  go  into  the  sample  as  it  is  cut  from  the  face  all  the 
material  that  ordinarily  goes  into  the  daily  shipments  of  coal.  There 
should  be  omitted  from  the  sample  only  such  material  as  is  ordinarily 
discarded  by  the  miner.  Usually  partings  more  than  three-eighths 
of  an  inch  thick  and  lenses  or  concretions  of  "sulphur"  or  other 
impurities  more  than  2  inches  in  maximum  diameter  and  one-half 
of  an  inch  thick  are  excluded,  if  in  the  judgment  of  the  sampler  they 
are  being  excluded  by  the  miner  from  the  coal  as  loaded  out  of  the 
mine  or  as  shipped.  If  such  impurities,  or  other  impurities,  are  not 
generally  excluded  by  the  miner,  they  should  be  included  in  the 
sample.  If  pillars  are  being  "pulled,"  careful  note  should  be  made 
not  only  of  partings,  but  of  materials  from  the  roof  that  are  not 
rejected  by  the  miner.  Where  the  impurity  to  be  rejected,  like  bone 
or  slaty  coal,  does  not  show  conspicuously,  it  is  advisable  to  outline 
the  impurity  with  chalk  before  cutting  the  sample,  to  prevent  its 
being  overlooked  when  the  sample  is  being  cut. 

Imitating  the  miner  in  excluding  impurities  is  the  best  method, 
but  it  requires  care  and  judgment,  especially  where  the  partings  are 
soft  and  crumbly.  No  two  miners  can  be  trusted  to  discard  the 
same  partings  to  the  same  extent,  even  at  mines  where  the  most 
rigid  regulations  for  cleaning  the  coal  are  in  force.  Since  it  is  desired 
to  obtain  samples  that  represent  as  nearly  as  possible  the  coal  that 
is  produced  commercially  from  the  mine  under  examination,  this 
method  should  be  followed  as  closely  and  as  uniformly  as  possible. 
The  carrying  out  of  the  method  demands  experience  and  the  exercise 
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of  judgment  on  the  part  of  the  sampler,  who  must  familiarize  him- 
self with  the  impiuities  in  the  coal  bed  and  their  relation  to  the  coal 
as  shipped. 

Where  the  coal  is  washed  before  being  shipped,  duplicate  samples 
of  the  washed  coal  and  the  tailings  should  be  collected  and  mailed  to 
the  Bureau  of  Mines  with  the  mine  samples. 

CX>LLEOTINa  AND  PREPARING  THE   SAMPLE. 

The  collector  should  smooth  and  clean  the  floor  and  spread  the 
sampling  cloth  on  it  close  to  the  face  of  the  coal.  Then  he  should 
make  a  perpendicular  cut  2  inches  deep  and  6  inches  wide  (or  3 
inches  deep  and  4  inches  wide  in  the  softer  coals)  from  the  roof  to 
the  floor  down  the  middle  of  the  foot-wide  cut  previoiisly  made  in 
the  coal  face.  He  should  be  careful  to  make  this  cut  uniform  in 
width  and  depth  and  should  chip  off  enough  coal  to  make  a  sample 
weighing  at  least  6  pounds  for  each  foot  of  the  thickness  of  the  bed; 
so  that  the  sample  collected  on  the  blanket  from  a  6-foot  bed  will 
weigh  not  less  than  36  pounds.  Inexperienced  collectors  should 
weigh  their  samples  (by  spring  balance  or  otherwise)  as  a  check  on 
the  accuracy  of  their  work. 

As  soon  as  the  cutting  of  the  sample  has  been  completed,  if  the 
full  outfit  previously  described  is  available,  the  finer  portions  of  the 
sample  should  be  put  through  the  i-inch  or  f-inch  screen  and  the 
lumps  should  be  broken  in  the  mortar  imtil  all  the  sample  passes 
through  the  screen.  The  sample  should  then  be  thoroughly  mixed 
by  two  men  grasping  the  opposite  comers  of  the  blanket  and  rolling 
it  diagonally  by  raising  one  comer  at  a  time.  When  the  larger  pieces 
of  coal  are  evenly  distributed  throughout  the  mass,  the  sheet  should 
be  laid  on  the  floor  and  the  top  of  the  pile  flattened  with  a  clean  dry 
shovel,  trowel,  or  board.  The  sample  is  then  quartered  and  two 
opposite  quarters  are  discarded  and  brushed  off.  The  remainder  is 
mixed  as  before,  and  if  the  sample  is  still  too  bulky  for  convenient 
handling  it  is  again  quartered.  The  material  finally  remaining  is 
spread  in  a  circular  mass  about  2  inches  deep  on  the  sheet,  and  the 
sampling  scoop  is  used  to  fill  the  sample  can  compactly  with  portions 
from  opposite  quarters.  The  entire  operation  described  above  from 
the  cutting  of  the  sample  to  the  sealing  of  the  can  should  be  done  in 
the  mine,  so  as  not  to  expose  the  coal  to  the  outside  atmosphere. 

THE  OAN  SHOX7LD  BE  CX>BfPLETELY  FILLED. 

It  is  important  that  the  coal  be  well  packed  in  the  can,  so  as  to 
occupy  as  much  of  the  space  as  possible,  since  in  this  way  the  air  is 
more  nearly  excluded.  This  is  best  accomplished  by  crushing  fine  a 
considerable  propc  tion  of  the  coal  and  by  shaking  or  jarring  the  can 
repeatedly  and  vigorously  whQe  filling  it. 


830  itf^^^AttSfig  6P  66aLS. 

iSALING  TH£1  CAN. 

As  soon  as  tli6  6&n  hM  heen  f^QecI  and  the  label  placed  inside,  tii^  6&p 
should  be  screwed  on  so  iiml  the  top  ei  the  mtefW  fits  tightly  into  the 
rubber  or  other  flexible  material  in  the  cap^;  ftdbesive  taipe  i^tild  theiift 
be  carefully  wrapped  around  the  lower  outer  edge  of  the  cap  in  such  s^ 
manner  as  to  cover  the  joint  and  increase  the  thoroughness  of  the 
seaUng. 

LABELING. 

Each  sample  can  when  sent  out  should  have  a  number  printed  on 
it.  This  number  is  to  be  used  by  the  collector  as  the  field  number 
for  the  sample  placed  in  that  can  for  analysis,  and  is  to  be  recorded 
in  his  notebook  and  on  his  cards.  Before  the  can  is  sealed,  a  label 
should  be  placed  in  it  on  the  top  of  the  coal.  This  label  should  bear 
the  field  number,  the  name  and  location  of  the  mine,  the  exact  loca- 
tion at  which  the  sample  was  taken,  the  name  of  the  collector,  and 
the  date,  and  should  be  sealed  in  a  small  envelope  to  prevent  obUtera- 
tion  of  the  writing.  Around  the  outside  of  the  can  a  second  label 
should  be  attached,  bearing  the  same  field  number,  the  name  of  tlie 
collector,  the  date  of  the  collection,  and  the  address  of  the  Bureau  of 
Mines  at  Pittsburgh. 

NOTES. 

To  facilitate  the  gathering  and  recording  of  data  concerning  the 
samples  of  coal  and  the  mines  from  which  they  are  taken,  blank 
forms  have  been  prepared  for  the  use  of  collectors.  These  forms  can 
be  had  upon  application  to  either  the  Director  of  the  Bureau  of  Mines 
or  the  Director  of  the  Geological  Survey.  The  forms,  which  are  of 
convenient  size  for  the  pocket,  indicate  what  information  is  desired 
concerning  the  nature  and  operations  of  the  mine,  the  number,  depth, 
and  character  of  the  beds  of  coal,  the  specific  location  from  which 
each  sample  was  taken,  and  the  exact  character  of  the  bed  at  the 
point  of  sampling,  and  make  specific  mention  of  bands  of  ''sulphur'* 
(pyrite,  etc.),  shale,  or  other  objectionable  material  that  should  be 
excluded  in  shipment. 

The  record  of  the  coal-sample  section  should  be  made  in  the  mine 
from  actual  measurements,  inunediately  after  the  collection  of  the 
sample  and  the  sealing  of  the  sample  can. 

PROBfPT  FORWARDING  AND  ANALYSIS  OF   SAMPLES. 

The  cans  containing  the  samples  should  be  delivered  by  the  col- 
lector in  person  to  the  nearest  postoffice  for  forwarding  by  the  first 
mail  to  the  Bureau  of  Mines  laboratory  at  Pittsburgh. 

It  is  expected  that  each  sample  on  its  receipt  at  the  laboratory 
will  be  placed  in  a  dark,  cool  place,  and  that  the  analysis  will  be 
completed  within  two  weeks. 


DESCRIPTIONS  OF  SAMPLES. 

The  following  descriptions  of  mines  and  sami)les  are  arranged  in  the 
same  order  as  the  analyses  published  in  Part  I  of  this  bulletin. 
Attention  is  called  to  the  fact  that  the  coal  sections  which  the  samples 
represent  are  described  in  the  terms  used  by  the  collectors  of  the 
samples,  except  that  ^^ shale''  has  been  substituted  for  ^^ slate"  and 
^^bony  coal"  or  **bone"  for  **bone  coal."  The  classification  of  the 
coals  as  anthracite,  semianthracite,  semibituminous,  bituminous, 
subbituminous,  and  lignite  is  based  on  the  findings  of  the  United 
States  Geological  Survey,  as  is  the  nomenclature  of  the  coal  fields 
and  the  geologic  formations. 

ALABAMA. 
BIBB  COX7NTY. 

Bellb  Ellen.    Belle  Ellen  No.  2  Mine. 

Sample. — Bituminous  coal;  Cahaba  field;  analysea  Nob.  9254,  9265  (p.  33). 

Jfin^.— Belle  Ellen  No.  2;  a  slope  mine  in  sec.  15,  T.  22  S.,  R.  5  W.,  at  Belle  Ellen, 
on  the  Louisville  &  Nashville  Railroad. 

Coal  bed. — Coke  (or  Youngblood).  Carboniferous  age,  Potteville  group.  Thick- 
ness, uniform;  dip,  17°  W.,  diminishing  to  8°  at  lower  end  of  slope;  roof,  gray  shale, 
50  feet,  overlain  with  50  feet  of  coarse  sandstone;  floor,  clay,  1  f(K)t,  underlain  with 
shale;  cover,  100  to  500  feet. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  Charles  BuUh,  on 
October  25,  1909,  as  described  below: 

Sections  of  coal  bed  in  Belle  Ellen  No.  2  mine  at  Belle  Ellen. 


Bectlon 

A 

02M 
Ft.  in. 
0      6 

2  9 

3  3 
2      9 

B 

Laboratorv  No 

9255 

Roof,  grey  shale. 

HfV^h « , .   , 

Ft.  in. 
0      2 

Coal 

4      7 

Floor,  clay. 

rniickiiess  of  bed 

4      0 

Thidcness  of  coal  sampled 

4      7 

a  Not  included  in  sample. 


Section  A  (sample  9254)  was  measured  at  the  face  of  north  heading  8,  about  2,000 
feet  west  of  the  slope  mouth. 

Section  B  (sample  9255)  was  measured  in  room  33  off  south  heading  9,  about  2,000 
feet  west  of  the  slope  mouth. 

Notes. — ^The  coal  from  this  mine  has  about  the  usual  hardness  of  bituminous  coal  but 
ia  badly  shattered  when  mined  by  shooting  of!  the  solid.  In  consequence  the  mine 
at  the  time  when  the  samples  were  collected  yielded  much  slack.  The  * '  rash  *  *  immedi- 
ately over  the  coal  and  the  soft  shale  in  the  roof  mingled  with  the  coal  to  such  an 
extent  that  washing  was  necessary;  this  removed  8  to  10  per  cent  of  the  total  output  of 
the  mine,  including  impurities  and  slack .    Much  of  the  output  was  used  by  locomotives. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  33. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

431,  p.  120. 
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Belle  Ellen.    Cane  Creek  No.  2  Mine. 

Sample, — ^Bituminous  coal,  Cahaba  field;  (Alabama  No.  4)  analyses  Nos.  3034,  3035 
(p.  33). 

Mine, — Cane  Creek  No.  2;  3  miles  north  of  Belle  Ellen,  on  the  Louisville  &  Nash- 
ville Railroad. 

Coal  bed. — Youngblood  (or  Coke).  Carboniferous  age,  Pottsville  group.  Thickness, 
2  feet  to  3  feet  6  inches,  averaging  2  feet  10  inches;  free  from  partings;  dip,  about  14^ 
SE.;  roof,  in  many  places  soft  shale,  3  to  4  inches  thick,  with  hard  shale  above;  in 
places  the  soft  shale  is  absent;  floor,  soft  gray  fire  clay. 

The  bed  was  measured  and  sampled  at  two  places  by  J.  W.  Groves  and  W.  J.  Von 
Berries  on  March  14,  1906. 

Sample  3034  was  taken  in  room  26,  off  heading  6,  900  feet  northeast  of  slope,  where 
the  coal  was  2  feet  10  inches  thick. 

Sample  3035  was  taken  in  room  19,  off  entry  9,  1,500  feet  northeast  of  slope,  where 
the  coal  was  2  feet  11  inches  thick. 

Notes, — ^The  coal  is  firm.    The  approximate  output  in  1906  was  500  tons  daily. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  53;  Bureau  of  Mines  Bull.  23,  pp.  58,  145;  pro- 
ducer-gas tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  54;  Bureau  of  Mines  Bull.  13,  pp. 
103,  272;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  56;  washing  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  54;  Bull.  336,  p.  13;  coking  tests:  U.  S.  Geol.  Survey 
Bull.  332,  p.  54;  Bull.  336,  pp.  21,  27,  36;  cupola  tests  of  coke:  U.  S.  Geol.  Survey 
Bull.  332,  p.  55;  Bull.  336,  pp.  65,  68,  70,  72,  74. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  33;  also  U.  S.  Geol.  Survey  Bull. 
332,  p.  53. 

Blocton.    Blocjton  No.  7  Mine. 

Sample. — Bituminous  coal;  Cahaba  field;  (Ann  Arbor  No.  8)  analyses  Nos.  7394, 
7395  (p.  33). 

Mine. — ^Blocton  No.  7;  Birmingham  district;  a  slope  opening,  1}  miles  east  of 
Blocton,  on  the  Mobile  &  Ohio  Railroad. 

Coal  bed. — ^Thompson  (Underwood).  Carboniferous  age,  Pottsville  group.  Thick- 
ness, about  5  feet  5  inches;  roof,  bone  coal  about  5  inches  thick;  floor,  sandstone, 
beneath  which  is  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  P.  M.  Riefkin  on 
March  9,  1909,  as  shown  below: 

Sections  of  coal  bed  in  Blocton  No.  7  mine^  1\  miles  east  of  Blocton. 


Laboratory  No 

Roof,  bony  coal. 

Rasha 

Coal 

Mothor  coal 

Bony  coal 

Coal 

Bony  coal  a 

Coal 

Bony  coal  a 

Coal 

Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


7394 
Ft.    in. 

t  11 

0      1 


s  ii 


7306 
Ft.    in, 
0     3 
0    111 

•    «  •   •   V 

8  i 


0 
0 
2 

5 
6 


1 


a  Not  included  in  sample. 

Sample  7394  was  dry  when  taken;  it  was  measured  1}  miles  east  of  opening,  in  cross 
entry  6,  off  east  heading  14. 

Siunple  7395  was  wet  when  taken;  it  was  measured  in  room  9,  off  left  cross  heading, 
off  eaat  entry  2. 


ALABAMA:  BIBB  COUNTY. 


333 


Notes. — In  1910,  when  the  samplee  were  collected,  the  condition  of  the  mine  and 
the  machinery  equipment  was  good.  The  mine  shipped  three  sizes  of  coal;  all  that 
passed  through  1-inch  perforations  was  designated  nut  coal  and  slack;  all  over  1-inch 
and  under  5-inch,  fancy  lump.  The  daily  output  was  650  tons;  the  capacity  was 
about  800  tons. 

For  results  of  illuminating-gas  tests  of  this  coal,  see  Bureau  of  Mines  Bull.  6,  pp. 
31,  47. 

For  chen^ical  analyses  see  part  I  of  this  bulletin,  p.  33. 

Gabnsbt.    No.  1  Mine. 

Sample. — Bituminous  coal;  Cahaba  field;  analyses  Nob.  3018,  3019,  (Alabama 
No.  3),  and  analyses  Nos.  9249,  9250,  9251  (pp.  33,  34). 

Mine. — ^No.  1;  a  slope  mine,  in  sec.  7,  T.  22  S.,  R.  4  W.,  at  Gamsey,  on  the  Louis- 
ville &  Nashville  Railroad. 

Coal  bed. — ^Thompson.  Carboniferous  age,  Pottsville  group.  Thickness,  fairly 
uniform,  averaging  5  feet  6  inches;  dip,  11°  to  17°  NE.;  roof,  hard  sandy  shale,  or 
sandstone  and  conglomerate;  floor,  soft  fire  clay,  or  ''rash"  (fire  clay  mixed  with 
carbonaceous  material).    The  bed  in  this  mine  carries  a  persistent  shale  parting. 

The  bed  was  measured  and  sampled  by  J.  W.  Groves  and  W.  }.  Von  Borries,  March 
12,  1906,  as  shown  below: 

Sections  of  coal  bed  in  No.  1  mine  at  Gamsey. 


Sectton 

Laboratorv  No 

Roof,  hard  shale,  or  sandstone. 

Coal 

Mother  coal 

Shale  « 

Coal 

Shales 

Sulphur  and  shale  a 

Cod. 


Floor,  fire  clay. 

Thickness  of  bed. 


ThJckness  coal  sampled . 


A 

i 

3018   ! 

Ft. 

in. 

1 

9 

0 

i 

•  • 

1 

m  m 

0 

0 

9 

0 

2 

1 

3 

4 
4 

"1 

B 

3019 
Ft.    in. 
3     0 

6  a 

I     9 


5     8 

4      9 


o  Not  included  in  sample. 

Section  A  (sample  3018)  was  taken  2,700  feet  south  of  slope,  in  east  cross  entry  8. 

Section  B  (sample  3019)  was  taken  in  room  2,  off  west  entry  7,  2,500  feet  southwest 
of  the  slope  opening. 

The  bed  was  also  measured  and  sampled  at  two  points  by  Charles  Butts  on  October 
22,  1909,  as  described  below: 

Sections  of  coal  bed  in  No.  1  mine  at  Gamsey. 


Section 

Laboratory  No 
Roof,  shale. 

Rash 

Coal 

Bone 

Coal 

Clai 


uiay. 
Coal 


Floor,  shale. 

ThJckness  of  bed 

Thickness  of  coal  sampled 


A 

B 

9249 

9251 

Ft.    in. 

Ft.    in. 

«  •    •  • 

0  4 

02   8i 

0  7 

«  *    •  • 

0  n 

•  •    •  ■ 

1   9 

al   0 

0  9) 

1  10 

2   6 

5   6i 

6  1 

1  10 

• 

5  3i 

9250 
Ft.  in. 

*2    *8i 


1      0 
1    10 


6 
2 


n 


o  Not  Included  in  sample. 

Section  A  (sample  9249)  from  the  lower  bench,  1  foot  10  inches  thick,  and  sample. 
9250,  from  the  upper  bench,  2  feet  8}  inches  thick,  were  measured  at  the  face  of  east 
heading  9,  2,000  feet  east  of  slope  mouth. 

Section  B  (sample  9251)  was  measured  at  the  face  of  west  heading  8,  about  2,000 
feet  from  the  slope  mouth. 


334 


ANALYSES  OF  COALS. 


NoUi, — ^The  coal  from  this  mine  has  good  hardness.  When  the  mine  was  sampled 
in  1909  the  coal  was  used  for  steam  and  domestic  purposes.  It  was  screened  into 
lump,  nut,  and  pea  sizes.  All  coal  passing  over  a  4  by  8  inch  screen  was  designated 
lump.  All  passing  over  a  3^inch  screen  was  designated  nut,  and  all  passing  through 
a  Scinch  screen  was  washed  and  afterwards  passed  to  a  revolving  screen  with  2-inch 
mesh.  All  passing  over  this  screen  went  with  the  nut  and  all  passing  through  was 
classed  as  pea  coal.  The  proportions  were  12  per  cent  lump,  68  per  cent  nut,  and  20 
per  cent  pea. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests,  as  follows — steaming 
tests:  U.  S.  Geol.  Survey,  Bull.  332,  p.  51;  Bureau  of  Mines  Bull.  23,  pp.  58,  145; 
washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  51;  coking  tests:  U.  S.  Geol.  Siu*vey 
Bull.  332,  p.  51;  Bull.  336,  pp.  21,  27,  36;  cupola  tests  of  coke:  U.  S.  Geol.  Survey 
Bull.  332,  p.  52;  Bull.  336,  pp.  65,  68,  70,  72,  74. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  33.  Also  U.  S.  Geol.  Survey 
Bull.  332,  p.  50. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  pp.  91,  134. 

Mabvbl.    Dalet  Mine. 

Sample. — Bituminous  coal;  Cahaba  field;  analysis  No.  9666  (p.  34). 

Mine. — Daley;  in  sec.  6,  T.  22  S.,  R.  4  W.,  near  Marvel. 

Coal  bed. — Coke  (Youngblood).  Carboniferous  age,  Pottsville  group.  Thickness, 
imiform;  dip  20°  E.    The  roof  is  shale  and  the  floor  is  sandstone. 

The  bed  was  measured  and  sampled  on  December  3,  1909,  by  Charles  Butts.  The 
sample  represented  a  3i-foot  cut  of  coal  and  was  taken  100  feet  north  of  main  slope, 
300  feet  from  mouth. 

Notes. — New  mine  at  time  of  sampling.    Coal  used  for  steaming  purposes. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  34. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  pp.  121,  144. 

Marvel.    Marvel  Mine. 

Sample. — Bituminous  coal;  Cahaba  field;  analyses  Nos.  10461,  10460,  10465,  10484, 
10462,  10463,  10464,  10485,  9252,  9253  (p.  34). 

Mine. — ^Marvel;  a  slope  mine  in  sec.  7,  T.  22  S.,  R.  4  W.,  at  Mar\'el,  on  the  Louis- 
ville &  Nashville  Railroad  and  the  Southern  Railway. 

Coal  bed. — Clark  (Blocton  No.  1,  Buck,  Woodstock)  and  Black  Shale  (Gholson). 
Carboniferous  age,  Pottsville  group.  The  beds  dip  15°  E.;  thickness,  imiform;  roof 
of  Buck  (Clark)  bed,  IJ  feet  of  shale  or  25  feet  of  sandstone;  floor,  clay  underlain 
with  shale;  roof  of  Black  Shale  (Gholson)  bed,  10  feet  of  shalo;  floor,  6  feet  of  shale 
underlain  with  sandstone. 

The  bed  was  measured  and  sampled  on  October  22,  1909,  by  Charles  Butts  and  on 
April  30  and  May  12,  1910,  by  J.  J.  Rutledge,  as  described  below: 

Sections  of  coal  bed  in  Marvel  mine  at  Marvel. 


lAboretoryNo '   10466  |   10464 

Roof,  gray  shale.  Ft.  in.\Ft.  in. 

Coal 0     7f  I  0     7 

Gravshalea 0     1    [. .    .. 

Motner  coal 0 

Coal 3     34  !  3 

CMav  a 

Dark-gray  shale  o i  0 

Coal 0 

(Mao  a 

V  ^#SvB«  «,■••■•••-•••••••••••••••••••••  •• 

Floor,  shale.  i 

Thickness  of  bed 4       ] 

Thtekness  of  coal  sampled 3    n\    3    llj 


10460 
Ft.  in. 


0 
0 


7 
2i 


10461 
Ft.  in. 
0     8 


10462 
Ft.  in. 
2     8^ 


10463 

Ft.  in. 

3     6 

0       ! 


0252 
Ft.  in. 
2    10 


o  Not  Included  in  sample. 


92S3 
Ft.  in. 
3     1 
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Sample  10465  was  taken  in  room  1,  left  heading  2,  slope  2,  Black  Shale  (Gholson) 
(lower)  bed. 

Sample  10464  was  taken  in  face  of  slope,  air  courae,  Buck  (Clark)  (upper)  bed. 

Sample  10460  was  taken  in  face  of  right  heading  2,  slope  2,  Black  Shale  (Gholson) 
(lower)  bed. 

Sample  10461  was  taken  in  slope  2,  left  heading  1,  room  18,  Black  Shale  (Gholson) 
(lower)  bed. 

Sample  10462  was  taken  in  face  of  left  heading  2,  off  slope  1,  Buck  (Clark)  (upper) 
bed. 

Sample  10463  was  taken  in  face  of  left  slope  3,  off  main  slope,  Buck  (Clark)  (upper) 
bed. 

Sample  9252  was  taken  from  Black  Shale  (Gholson)  bed  in  slope  1  at  face  of  right 
heading  1,200  feet  south  of  mine  mouth. 

Sample  9253  was  taken  at  face  of  left  heading  1  (slope  2,  Clark  bed). 

A  composite  sample  was  made  by  mixing  the  ^e  samples  10460, 10461,  and  10465 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number 
10484;  a  composite  sample  was  also  made  by  mixing  face  samples  10462,  10463,  and 
10464  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number 
10485. 

Notes. — ^The  coal  from  this  mine  is  firm.  At  time  of  sampling  the  output  was  used 
for  domestic  purposes  and  for  steam  production.  The  capacity  of  the  mine  was  500 
tons  daily. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  pp.  34,  35;  also  U.  S. 
Geol.  Survey  Bull.  431,  p.  144. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  431,  p.  91. 

PiPEB.    Piper  No.  1  Mine. 

Sample. — Bituminous  coal;  Cahaba  field;  analyses  Nos.  9243,  9244  (p.  35). 

Mine. — Piper  No.  1;  sec.  2,  T.  24  N.,  R.  10  E.,  at  Piper,  on  the  Louisville  &.  Nash- 
ville Railroad  and  the  Southern  Railway. 

Coal  bed. — ^Thompson  (or  Underwood).  Carboniferous  age,  Pottsville  group. 
Thickness,  uniform;  dip,  12^  £.;  roof,  calcareous  shale;  floor,  sandstone;  cover,  50  to 
500  feet. 

The  bed  was  measured  and  sampled  at  two  points  by  Charles  Butts  on  October  20, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Piper  No.  1  mine  at  Piper. 


SectioD 

Laboxatory  No 

Roof,  gray  calcareous  shale. 
Rasho 

Coal,  bony  « 

Rash  a 

Coal,  mostly  very  hard — 
Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

B 

024:) 

0244 

Ft.  in. 

Ft.  in. 

«  •         •  • 

0     1 

0      4 

0      5 

•     ■                  m    • 

0     6 

5      0 

4     8 

&      4 

6      8 

5      0 

4      8 

a  Not  included  in  sample. 

Section  A  (sample  9243)  was  measured  at  the  face  of  the  east  heading  15,  3,500  feet 
from  the  slope  inouth. 

Section  B  (sample  9244)  was  measured  at  the  face  of  the  west  heading  15,  3,500  feet 
from  the  slope  mouth. 

Notes. — The  coal  at  this  mine  was  hard  and  bright;  much  slickensided ;  cleat 
destroyed;  breaks  into  lumps  with  rounded  contours  and  gnarly  aspect.  In  1909, 
when  these  samples  were  taken^  it  was  mostly  used  for  domestic  purposes.    The  roof 
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was  bad,  Blacking  and  caving  in  the  main  slope  and  headings.  The  production  in 
1909  was  90,822  short  tons.    Output  in  1910, 103,773  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  35;  also  U.  S.  Geol. 
Survey  Bull.  431,  p.  144. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  431,  p.  91. 

BLOUNT  COTJNTY. 
Lehioh.    No.  2  Mine. 

Sample. — Bituminous  coal;  Warrior  field;  analyses  Nos.  4090,  4091  (p.  35,  Alabama 
No.  5). 

Mine. — No.  2;  Birmingham  district;  drift  mine  at  Lehigh  on  the  Louisville  &  Nash- 
ville Railroad. 

Coal  bed. — Black  Creek.  Carboniferous  age,  Pottsville  group.  Bed  lies  nearly 
horizontal  and  was  opened  by  a  drift  at  a  depth  of  80  feet.  It  is  from  2  feet  to  2  feet 
8  inches  thick,  averaging  2  feet  4  inches.  In  places  there  is  6  to  18  inches  of  ''black 
rash"  or  shale  and  coal  above  the  bed;  in  places  the  sandstone  that  overlies  the  bed 
for  80  feet  forms  the  roof.    The  floor  is  a  commercial  fire  clay,  5  feet  thick. 

The  bed  was  measured  and  sampled  by  K.  M.  Way  and  A.  K.  Adams  on  November 
17, 1906,  at  points  showing  the  following  measured  sections: 

Sections  of  coal  bed  in  No.  2  mine  at  Lehigh. 


Section 

Laboratorv  No 

Roof:  Section  A,  18  inches  "rash,"  with  shale  above;  section  B,  14  Inches  "rash," 
with  shale  above. 
Coal 


Mother  coal  a 

Coal 

Floor,  fire  clay. 

Thickness  of  bed 

Thiclmess  of  coal  sampled. 


A 
4090 

Ft.    in. 
1      8 

0     3! 


1 
1 


111 
llj 


B 

40'Jl 

Ft.     in, 

1      6 

0       k 
0    11 


2 

2 


4i 

4 


o  Not  included  in  sample. 

Section  A  (sample  4090)  was  taken  from  left  cross  entry  9,  2,000  feet  south  of  drift 
mouth. 

Section  B  (sample  4091)  was  taken  from  right  entry  10,  2,100  feet  south  of  drift 
mouth. 

Notes. — ^The  coal  is  bright,  friable,  clean,  and  seemingly  free  from  sulphur  balls. 
The  output  of  the  mine  in  1906  was  350  tons  daily.  At  the  time  the  mine  was  visited 
in  1906  the  clay  floor  was  being  shot  up  and  shipped  to  a  tile  factory.  The  output  in 
1910  was  65,731. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  57;  Bureau  of  Mines  Bull.  23,  pp.  58,  146; 
washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  57;  Bull.  336,  pp.  13, 16;  coking  tests: 
U.  S.  Geol.  Survey  Bull.  336,  pp.  21,  27,  36. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  35;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  57. 

Swansea  (Inland).    Faibchild  Mine. 

Sample.— BituminouB  coal;  Plateau  field;  analysis  No.  2191  (p.  35). 

ifin^.^FairchUd;  Birmingham  district;  in  sec.  5,  T.  14  S.,  R.  1  E.,  at  Swansea 
(Inland),  on  the  Louisville  &  Nashville  Railroad. 

Coal  bed. — Swansea,  or  Rosa  of  the  U.  S.  Geological  Survey,  also  called  Jagger  by 
mining  companies.  The  coal  is  of  Carboniferous  age,  Pottsville  group.  The  bed 
lies  nearly  flat,  has  a  gray  shale  roof  and  sandstone  floor;  cover,  200  feet  thick. 
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The  bed  was  measured  and  sampled  by  T.  M.  Campbell  in  September,  1905,  as 
described  below: 


Section  of  coal  bed  in  Fairchild  mine  at  Swansea  (Inland) 

5 

Laboratory  No 

Coal 

Bonea 

Coal 

Floor,  sandstone.  « 

Thickness  of  bed 

Thickness  of  coal  sampled 


2191 

Ft. 

in. 

3 

7 

0 

2 

1 

2 

4 

11 

4 

9 

a  Not  included  in  sample. 

The  section  (sample  2191)  was  taken  450  feet  south  of  the  drift  mouth. 
Notes, — In  1909  the  coal  was  sold  in  run-of-mine  form. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  35. 
For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  400,  p.  170. 

JB7FEBSON  CX)UNTY. 

Adoer.    Blub  Creek  No.  3  Mine. 

Sample.  Bituminous  coal;  Warrior  field;  analyses  Nos.  1145,  1149  (p.  35). 

Mine. — Blue  Creek  No.  3;  a  slope  mine  in  the  Birmingham  district  at  Adger,  on  the 
Louisville  &  Nashville  Railroad. 

Coal  bed. — Blue  Creek;  Carboniferous  age,  Pottsville  group.  Thickness,  some: 
what  variable;  dip  at  entrance,  15^  SE.;  roof,  gray  shale;  floor,  clay,  underlain  with 
shale;  cover,  200  to  500  feet. 

Th^  bed  was  measured  and  sampled  at  two  points  by  Charles  Butts  on  September 
27, 1904,  as  described  below: 

Sections  of  coal  bed  in  Blue  Creek  No.  3  mine  at  Adger. 


Section 

Laboratory  No 

Roof,  shale^ 

Coal 

Parting 

Coal 

Parting 

Claya 

Coal 

Sbaleo 

Coal 

Partings 

Claya 

Coal 

Shaleo 

Coal 

Shalea 

Coal 

Glayo 

Coal 

Clay« 

Coal 

Claya 

Coal 

Flioor,  clay  or  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

1145 

Ft.    in. 

1      4 


}  4 


0    lOi 
2      0 


0 
1 
0 
0 
0 
0 
0 

1 

0 
0 


3 

4 
2 

31 

2 

0 

2 

6 


10    10 
8      4 


B 
1148 
Ft. 
1 
0 
0 
0 

■  * 

1 
0 
0 
0 

•  m 

I 

0 
0 
0 
0 
0 
0 
0 
0 


7 
7 


in. 
5 

i 

5 


I 


2 

6| 

6- 
2 
10 
1 
6 


1 


a  Not  included  In  sampla 
45889*»--Bull.  22,  pt.  2—13 2 
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Section  A  (Bample  1146)  was  measured  in  east  heading  5,  2,000  feet  or  more  south- 
east of  slope  mouth. 

Section  B  (sample  1149)  was  measured  in  room  No.  7  off  rig;ht  heading  3  on  the  west 
cross  slope,  a  long  distance  from  the  slope  mouth. 

NoUb. — Goal  of  usual  hardness.  Excellent  coking  coal,  but  requires  washing. 
Most  of  output  in  1909  made  into  coke. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  35;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  40;  Bull.  260,  p.  379. 

For  a  description  of  ^q  geologic  relations  of  the  coal  bed  se^  U.  S.  Geol.  Survey 
Bull.  260,  p.  361. 

Cardiff.    No.  16  Mine. 

iSamp2«.— Bituminous  coal;  Warrior  field;  analyses  Nos.  1917,  1918,  1920,  1931 
(p.  36). 

Mine, — ^No.  16;  Birmingham  district;  a  drift  mine,  in  sec.  16,  T.  16  S.,  R.  4  W., 
1  mUe  west  of  Cardiff,  on  the  Southern  Railway. 

Coal  bed. — Pratt  and  Nickel  Plate  beds.  The  coal  is  of  Carboniferous  age.  Potts- 
ville  group.  The  coal  in  the  Nickel  Plate  bed  is  uniform  in  thickness  and  at 
point  sample  was  taken  measured  3  feet  6}  inches;  roof,  shale  overlain  with  sandstone; 
floor,  fire  clay;  cover,  100  to  150  feet.  The  Pratt  bed  is  uniform  in  thickness  and 
averages  3}  feet  thick;  roof,  shale  overlain  with  sandstone;  floor,  slate;  cover,  60 
to  150  feet. 

The  beds  were  measured  and  sampled  by  Charles  Butts  in  June,  1905,  as  de- 
scribed below: 

Section  of  Pratt  coal  bed  in  No.  16  mirUy  1  mile  west  of  Cardiff. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Bonea 

Coal 

Floor,  slate. 

Thiokiiess  of  bed 

Tblokness  of  ooal  sampled. 


A 

L 

1917      1 

Ft. 

in. 

0 

4 

0 

2 

2 

loi 

3 

61 

3 

3 

•  B 
1918 
FL     in. 
0       5 
0       2\ 
2     11 


3 
3 


? 


•  Not  indaded  In  sample. 

Section  A  (sample  1917)  was  measured  in  face  heading  3  at  the  mouth  of  left  head- 
ing 4. 
Section  B  (sample  1918)  was  measured  in  right  heading  5,  off  entry  3. 

Section  of  Nickel  Plate  coal  bed  in  No.  16  mine,  1  mile  west  of  Cardiff. 


Laboratory  No 

Roof,  gray  shale  overlain  with  sandstone. 

Cofi 

Parting 

Coal 

Bhale 

Coal,  not  mined 

Floor,  fire  clay. 

Thickness  of  bed 


1920,1931 

Fu      in, 

•  1 

0 

bl 

0 
0 


? 

6 
2 


a  Included  In  sample  1930. 


t  Included  in  sample  1931. 


The  section  was  measured  and  samples  taken  in  right  heading  5  of  entry  No.  1. 
Sample  1920  was  taken  from  the  top  bench  of  1  foot  5|  inches,  and  sample  1931  from 
the  lower  bench  of  1  foot  3  inches. 
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NoUm. — ^There  were  a  number  of  entries  into  each  bed,  around  the  head  of  a  ravine. 
The  coal  was  all  dumped  at  the  same  tipple.  Goal  has  the  usual  characteristics  of  the 
Nickel  Plate  bed  in  this  region. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  35;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  221. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  285,  p.  212. 

Glift.    Guft  Mine. 

Sample. — Bituminous  coal;  Warrior  field;  analysis  No.  1754  (p.  36). 

Mine. — Glift,  a  drift  mine  in  sec.  22,  T.  16  S.,  R.  3  W.,  at  Glift  station,  on  the  Louis- 
ville k  Nashville  Railroad. 

Coal  bed. — Pratt.  Garboniferous  age.  Pottsville  group.  Thickness,  uniform, 
nearly  flat;  roof  and  floor,  shale;  cover,  50  to  100  feet. 

The  bed  was  measured  and  sampled  at  one  point  by  Gharles  Butts  on  June  23, 1904, 

as  described  below: 

Section  ofooal  bed  in  Clift  mine  at  Clifi. 


Laboratory  No 

Roof,  shale. 

Coal 

BotDBO..... 

CJoal 

Flow,  shale  or  aandstone. 

ThicknesBofbed 

ThJckness  of  ooal  sampled 


1754 

Ft.  in. 

0  7 

0  3} 

2  4} 

3  3 
2  Hi 


o  Not  included  in  sample. 

The  section  (sample  1754)  was  measured  on  main  entry  at  No.  3  cut,  about  800  feet 
from  the  drift  mouth. 

Notes. — The  coal  is  firm  and  bright,  with  well-developed  cleat.  Sold  as  run-of- 
mine  for  steam  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  36;  also  U.  S.  Creol. 
Survey  Bull.  285,  p.  221. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  285,  p.  212. 

DoLOMrrB.    No.  2  BIine. 

Sample. — Bituminous  coal;  Warrior  field;  analyses  Nos.  3579,  3580,  4292,  4293 
(p.  36). 

Mine. — No.  2;  a  slope  mine  in  the  Birmingham  district  at  Dolomite,  on  the  Wood- 
ward Iron  Go.  Railway. 

Coal  bed. — Pratt.  Garboniferous  age,  Pottsville  group.  Thickness,  uniform;  dip, 
very  steep  to  west  at  entrance,  becomes  nearly  flat  in  mine;  cover,  400  feet. 

The  bed  was  measured  and  sampled  at  two  points  by  Wm.  F.  Prouty  oi\  August  15, 
1906,  as  described  below: 

Sections  of  coal  bed  in  No.  t  mine  at  Dolomite. 


Laboratory  No. 


Coal  (rather  soft). 
Shale  a 

Coal 

Shale  « 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled. 


3579 

3580 

Ft.   <n. 

Ft.   <n. 

1     0 

0    10 

0     2 

0     3 

3     0 

3     4 

0     3 

0     3 

1     8 

1     6 

6    10 

6     2 

6     6 

5     8 

a  Not  indnded  in  sample. 

The  points  in  the  mine  at  which  the  samples  were  taken  were  not  adequately 
described. 
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The  bed  was  also  measured  and  sampled  by  K.  M.  Way  on  December  6,  1906,  at 
two  places,  as  described  below: 

SectUma  of  coal  bed  in  No.  2  mine  at  Dolomite. 


Section 

Laboratory  No 

Ro<rf,  shale. 

Coal 

Bastard  coal « 

BoDoa 

Bastard  ooala 

Coal 

Motber  coal  a 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

B 

4292 

4208 

Ft.   in. 

Ft.    in. 

0    8i 

0   8i 

0    2 

•  •        «  « 

0    5i 

0    2 

0    2 

I  \ 

2 
0 

1    3 

1    6{ 

y\ 

4    8f 
4    3j 

a  Not  Incladed  in  sample. 

Section  A  (sample  4292)  was  measured  in  room  30,  off  west  heading  31, 2  miles  south- 
east of  the  slope. 

Section  B  (sample  4293)  was  measured  in  east  heading  29,  2  mUes  east  of  mouth  of 
the  slope. 

Notes. — ^The  coal  from  the  Pratt  bed  makes  good  coke,  and  the  output  in  1906  was 
made  into  coKe;at  the  company's  furnaces.  The  mine  is  an  old  one,  and  its  capacity 
in  1906  was  about  1,100  tons  of  coal  daily. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  59;  Bureau  of  Mines  Bull.  23,  pp.  58, 146;  pro- 
ducer-gas tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  59;  Bureau  of  Mines  Bull.  13,  pp. 
104,  272;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  60;  Bull.  336,  pp.  13,  16; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  60;  Bull.  336,  pp.  21,  27,  36. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  36;  also  U.  S.  Geol.  Survey  Bull. 

332,  p.  58. 

Hbnrtellen.    No.  6  Mine. 

Sample. — Bituminous  coal;  Gahaba  field;  analysis  No.  3460  (p.  36). 

Mine. — No.  6;  2  miles  southwest  of  Henryellen,  on  the  Southern  Railway. 

Coal  bed. — Mammoth.    Carboniferous  age,  Pottsville  group;  dip,  32°  E.;  roof,  clay, 

overlain  with  sandstone;  cover,  200  to  400  feet. 

The  bed  was  measured  and  sampled  by  C.  W.  Washburne  on  July  17,  1906,  as 

described  below: 

Section  of  coal  bed  in  No.  6  mine  at  Henryellen. 


Laboratory  No. 
Roofjday. 


Clayo. 
Coal.. 


Thickness  of  bed 

Thickness  of  ooal  sampled , 


3460 

Ft. 

in. 

4 

0 

0 

2 

1 

0 

5 

2 

5 

0 

o  Not  included  in  sample. 

Notes. — Coal  used  for  steam  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  36;  also  U.  S.  Geol. 

Survey  Bull.  316,  p.  114. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol  Survey  Bull. 

316,  p.  78. 

Johns.    Johns  Mine. 

Sample. — Bituminous  coal;  Warrior  field;  analyses  Noe.  1146, 1148  (p.  36). 
Mine. — Johns,  Little  Basin;  a  slope  mine  in  the  Birmingham  district  at  Johns. 
Coal  6erf.— Blue  Creek.    Carboniferous  age,  Pottsville  group.    Dip  40°  at  outcrop; 
roof,  shale;  floor,  shale;  cover,  400  feet. 
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Thifl  bed  was  measured  and  sampled  at  two  points  by  E.  F.  Burchard  on  September 
26, 1904,  as  described  below : 

Sections  of  coal  bed  in  Johns  mine  at  Johns, 


Bection 

Laboratory  No 

Roof,  gray  shale. 

Bcnea 

Shalea 

Coal 

Bhalea 

Coal 

Bhaleo 

Coal 

Shaleo 

Coal 

Shalea 

Coal 

Raaha 

Shalea 

Coal 

Shalea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

1148 

Ft.  in. 

0     7 

0       « 

1     6 

0 

1    10 
0 

0     6 

0   4 

0     2 

0    10 

•  *         «  • 

0    U 

0     5 

0      1 

0     8 

7     71 
6     si 

B 

1146 
FU    in. 


2 
0 
2 
0 
0 
0 
0 
0 
0 
0 

"6 
0 
1 

8 
7 


1 
6 
2 
9 
2 
6 
5 

1 


I 


a  Not  Included  in  sample. 

Section  A  (sample  1148)  was  measured  in  room  30  off  east  heading  3, 1,600  feet  east 
of  tho  slope  mouth. 

Section  B  (sample  1146)  was  measured  in  room  12  off  the  11th  east  headinpr  from  the 
Ramsay  slope,  5,800  feet  south  of  the  slope  mouth. 

Notes, — Goal  of  usual  hardness.  Makes  good  coke,  but  requires  washing.  Most  of 
output  made  into  coke. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  36;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  40. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

BuU.  260,  p.  374. 

Lbwisbubo.    Mabt  Leb  Mine. 

Sample. — Bituminous  coal;  Warrior  field;  analyses  Nos.  2431,  2432  (p.  36). 

Mine, — ^Mary  Lee;  a  slope  mine  in  sec.  1,  T.  17  S.,  R.  3  W.,  at  Lewisburg. 

Coal  bed. — ^Mary  Lee.  Carboniferous  age,  Potts ville  group.  Thickness  uniform; 
dip,  15^  W.  at  entrance;  roof,  gray  shale;  floor,  shale;  cover,  100  to  500  feet. 

The  bed  was  measured  and  sampled  at  one  point  by  Charles  Butts  on  October  4, 
1905,  as  described  below: 

Section  of  coal  bed  in  Mary  Lee  mine  at  Lewisburg. 


Laboratory  No 

Roof,  shale.  ^ 

Bonea 

Coal 

Clay,  with  pyritea 

Rash,  with  pyritea 

Coal 

Parting  (pyritic)  a 

Coal 

Rasha 

Coal 

Shalea 

Coal,  bony 

Coal 

Shalea 

Coal  (not  mined)  a 

Floor,  shale. 

Thickness  of  bed 


2431,2432 

Ft.    in. 

0     3 

0     5 

0    11 

0     3 

0 

0     6 

0      1 

0     3 

0      h 

0      6 

0      6 

0    10 

3      2 

1      0 

0      6 

9      4i 


a  Not  included  in  sample. 
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The  section  was  measured  in  bottom  of  manway,  about  3,000  feet  from  slope  mouth. 

Sample  2431  was  taken  at  bottom  of  main  slope  from  bottom  bench  of  38  inches. 

Sample  2432  was  taken  at  bottom  of  main  slope  from  part  above  the  bottom  bench, 
24-inch  cut. 

Notes. — Coal  requires  washing;  mostly  used  for  coke. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  36;  also  U.  S.  Creol. 
Survey  Bull.  285,  p.  221. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  285,  p.  212. 

LiTTLBTON.    Thomas  Minb. 

i9amp2e.— Bituminous  coal;  Warrior  field;  analyses  Nos.  1919,  1930,  1989,  1990 
(p.  37). 

Mine, — ^Thomas;  a  slope  mine  in  sec.  6,  T.  16  S.,  R.  4  W.,  at  Littleton,  on  the 
Southern  Railway. 

Coal  bed, — Mary  Lee.  Carboniferous  age,  Pottsville  group.  Thickness,  uniform, 
much  parted  by  clay  or  shale;  dip,  7^  E.;  roof,  shale,  overlain  with  sandstone;  floor} 
shale;  cover,  100  to  500  feet. 

The  bed  was  measured  by  Charles  Butts  and  sampled  by  T.  M.  Campbell  in  June. 
1905,  as  described  below: 

Section  of  coal  bed  in  Thomas  mine  at  Littleton. 


LaboretoryNo 

Roof,  shale. 

CI)  Coal 

(2)  Parting  a 

<3)  Coal 

(4)  Partinga 

(5)  Coal 

(6)  Parting  (bone) « 

<7)  Coal 

(8)  Claya 

(»)  Coal 

(10)  Shalea 

(11)  Coal 

(12)  Shalea 

(13)  Coal  (not  mined) a. . . 
Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


1930 

Ft. 

in. 

1 

0 

0 

1 

0 

6 

0 

5 

1 

7 

0 
0 

4 

1 

7 

2 

2 

0 

1 

0 

ft 

0 

4 

0 

H 

9 

SI 

6 

a  Not  included  in  sample. 

The  section  was  measured  at  room  1,  left  cross  heading  10,  except  top  bench  of  19 
inches,  which  was  measured  at  left  heading  9. 

Samples  1919,  1989,  1990  were  taken  from  top,  lower,  and  middle  benches,  respec- 
tively, in  left  heading  9;  sample  1930  was  taken  from  the  whole  bed  at  left  heading  10. 

Sample  1919  represented  an  18-inch  cut  and  included  (1)  and  (3)  of  the  section. 

Sample  1990  represented  a  19-inch  cut  and  included  (5)  and  (7)  of  the  section. 

Sample  1989  represented  a  35-inch  cut  and  included  (9)  and  (11)  of  the  section. 

Notes. — Ooal  is  firm.    Used  in  Alabama  and  neighboring  States  as  steam  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  37;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  221. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  212. 
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LOTICK.      RUTUFFB  MiNB. 

Sample. — ^Bituminous  coal;  Gahaba  field;  analysis  No.  3499  (p.  37). 

Mine. — Rutliffe;  2}  miles  southwest  of  Lovick. 

Coal  bed. — Grould.  Carboniferous  age,  Pottsville  group.  Thickness,  variable;  dip, 
lO**  E. 

The  coal  was  measured  and  sampled  at  one  point  by  William  F.  Prouty  on  July  31, 
1906,  as  described  below: 

Sedion  of  coal  bed  in  RuUiffe  niin^,  near  Lovick. 


Laboratarj  No, 


Goal 

Hard  layer. 
Coal 


Thlckneaiofbed 

ThickDeas  of  ooal  aampled . 


3409 

Ft. 

in. 

0 

6 

0 

I 

1 

9 

2 
2 

it 

Notes. — In  1906,  when  the  sample  was  collected,  this  was  a  small  mine  or  country 
bank  supplying  coal  to  the  brickworks  at  Lovick,  the  coal  being  hauled  in  wagons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  37;  also  U.  S.  Qeol. 
Survey  Bull.  316,  p.  114. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  316,  p.  78. 

Mineral  Springs.    Kosmo  Mine. 

Sample. — Bituminous  coal;  Warrior  field;  analysis  No.  1768  (p.  37). 

Mine. — Kosmo;  a  drift  mine  in  sec.  17,  T.  16  S.,  R.  3  W.,  in  the  Birmingham  dis- 
trict, }  mile  north  of  Mineral  Springs,  on  the  Louisville  A  Nashville  Railroad. 

Coal  bed. — Nickel  Plate.    Carboniferous  age.    Pottsville  group.    Thickness,  uniform; 
dip,  flat;  roof,  sandstone;  floor,  fire  clay;  cover,  50  to  100  feet. 

This  bed  was  measured  and  sampled  by  Charles  Butts  on  June  29, 1906,  as  described 
below: 

Section  of  coal  bed  in  Koemo  mine  at  Mineral  Springe. 


Laboratonr  No.. 
Roof,  aandatona. 

Coal 

Booeo 

Coal. 


Floor,  lira  clay. 
ThlckneaBofbed. 


TbickDeas  of  ooal  aampled . 


17d8 

Ft.  in. 

1  7 

0  li 

1  0 

2  8| 
2  7 


a  Not  Included  In  aample. 

Section  (sample  1768)  was  measured  in  room  3  o£f  right  heading  2,  about  600  feet 
from  the  drift  mouth. 

Notee. — Coal  firm;  used  for  steam  purposes. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  37;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  221. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 
Bull.  285,  p.  212. 

MuLOA.    MuLOA  Mine. 

Sample.— BitnmiaauB  coal;  Warrior  field;  analyses  Nos.  10507, 10509, 10513  (p.  37). 

Mine. — ^Mulga;  Birmingham  district;  a  shaft  mine  at  Mulga,  Jefferson  County,  on 
the  Atlanta,  Birmingham  &  Atlantic  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pratt.  Carboniferous  age,  Pottsville  group. 
Average  thickness,  4  feet  3  inches;  roof,  slate  with  smooth  surface;  floor,  clay. 
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The  bed  was  measured  and  sampled  at  two  points  by  J.  J.  Rutledge  on  May  4, 1910, 
as  described  below: 

Sectwns  of  coal  bed  in  Mulga  mine  at  Mulga. 


Section 

Laboratory  No. 
Roof,  shale. 
Coal. 


Dark  shale  a. 

Boneo 

Coal 

Hard  dark  shale  a 

Goal 

Floor,  clay. 

TbicknesBofbed 

Thickness  of  coal  sampled. 


A 

10507     1 

Ft. 

in. 

0 

6 

0 

n 

0 

u 

2 

5 

0 

6 

0 

8 

4 

4 

3 

7 

B 
10509 

Ft,  in. 

0  41 

0  2 

2  7 
0  (tt 
0  7i 

4  31 

3  7| 


o  Not  included  in  sample. 

Section  A  (sample  10507)  was  cut  from  face  of  last  crosscut  in  right  entry  1,  off  left 
entry  1. 

Section  B  (sample  10509)  was  cut  from  face  of  room  1,  off  left  entry  1,  off  north 
heading. 

A  composite  sample  was  made  by  mixing  samples  10507  and  10509  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  number  10513. 

Notes. — In  1910,  when  these  samples  were  collected,  the  coal  in  this  mine  was 
undercut  both  by  electric  chain  cutting  machines  and  by  hand  pick .  The  steel  tipple 
was  equipped  with  shaker  screens.  The  coal  is  fairly  hard  and  bright  in  appearance. 
It  produces  large  lumps.  The  bed  produced  the  standard  coking  coal  of  the  Birming- 
ham district.  The  daily  output  in  1910  was  from  500  to  600  tons,  but  the  mine  was 
comparatively  new.  The  output  was  expected  to  be  rapidly  increased.  The  equip- 
ment of  the  mine  was  sufficient  to  obtain  an  output  of  from  1,200  to  1,500  tons  per 
day  from  one  shaft. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin  (p.  37). 

Palos.    Palos  Mine. 

Sample.— BitamiaouB  coal;  Warrior  field;  analyses  Nos.  10505,  10506,  10514  (p.  37). 

Mine. — Palos,  Birmingham  district,  a  drift  and  slope  mine,  at  Palos,  on  the  St. 
Louis  &  San  Francisco  Railway. 

Coal  bed. — Known  in  this  field  as  tho  Big  Seam  or  Mary  Lee.  Carboniferous  age, 
Pottsville  group.  Average  thickness,  5  to  6  feet,  with  partings;  immediate  roof, 
strong  shale,  and  above  that,  heavy-bedded  standstones;  floor,  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  J.  Rutledge  on  May  18, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Palos  minej  at  Palos. 


Section , 

Laboratory  No 

Main  roof,  massive  sandstone. 
Immediato  roof,  strong  shale. 

Umvooal , 

CkMU.  clean,  black 

Hard,  dark  shale  a 

Coal 


Fkx^  clay. 

Tnickneasofbed. 


Thickness  of  coal  sampled. 


1 

A 

10G05 

Ft. 
1 
2 
0 
2 

in. 

I' 

1 

6 
5 

nl 

B 

10606 

Ft.  in, 

1  3 

2  4 
0      li 
2      3 

5    Hi 
5    10 


a  Not  included  in  sample. 

Section  A  (sample  10506)  was  taken  at  the  face  of  room  No.  1,  cross  entry  1,  off  right 
entry  4. 

Section  B  (sample  10506)  was  taken  at  the  face  of  room  No.  5,  cross  entry  1,  off  left 
entry  4. 
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A  composite  sample  was  made  by  mixing  the  face  samples  10505  and  10506  for 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  10514. 

Notes. — ^In  1910  the  coal  at  this  mine  was  undercut  more  or  less  with  pick,  and 
was  usually  shot  down  with  permissible  explosives,  but  dynamite  was  used  for 
brushing  the  roof  and  in  shooting  down  the  ' ' middleman  "  where  that  was  thick.  The 
coal  is  hard  and  makes  large  lumps.  The  mine  is  an  old  one  and  it  had  nearly 
reached  the  property  boundaries  at  the  time  of  the  investigation.  The  capacity  of 
the  mine  in  1910  was  500  to  600  tons  per  day.  The  future  output  was  expected  to 
come  laigely  from  pillar  work. 

For  chemical  analjrses  of  this  coal  see  part  I  of  this  bulletin  (p.  37). 

PiNKNEY.      TtJTWEILBB  No.   3  DrIFT. 

i9amp2e.— Bituminous  coal;  Warrior  field;  analyses  Nob.  1793,  1794,  1932,  1933 
(pp.  37,  38). 

Mine, — ^TutweUer  No.  3;  Birmingham  district;  a  drift  mine  in  sec.  22,  T.  16  S., 
R.  4  W.,  at  Pinkney,  on  the  Southern  Railway . 

OmI  beds. — Nickel  Plate  and  Pratt.  Carboniferous  age,  Pottsville  group.  Thick- 
ness, uniform;  dip,  flat;  roof,  shale;  floor,  clay;  cover,  50  to  100  feet. 

The  Nickel  Plate  bed  was  sampled  by  T.  M.  Campbell  and  measured  by  Charles 
Butts  at  two  points  in  June,  1905,  as  described  below: 

Section  of  Nickel  Plate  coal  bed  in  Tutweiler  No,  S  drift  at  Pinkney. 


Laboratoiy  No. 
Roof,  shale. 
Oosl 

PttfHng 

Coal 

Parting 

Coal 


PftrHng 

Coal 

Floor,  clay. 

ThickneflBofbed. 


1703,1794 

Ft. 

in. 

0 

10 

0 

0 

8 

0 

1 

0 

3 

0 

1 

0 

6 

ftf 


Sample  1793  was  collected  in  left  heading  2. 
Sample  1794  was  collected  in  right  heading  4. 

The  Pratt  bed  was  sampled  at  two  points  by  T.  M.  Campbell  and  measured  by 
Charles  Butts  in  June,  1905,  as  described  below: 

Section  of  Pratt  coal  bed  in  Tutweiler  No.  S  drift  at  Pinkney. 


Laboratory  No 

Roof,  shale. 

Coal 

Parting 

Coal 

Parting , 

Coal 

Parting 

Coal 

Floor,  clay. 

Thickness  of  bed 


i«i2, 

1033 

Ft. 

in. 

0 

81 

0 

1 

1 

11 

0 

1 

0 

2 

0 

h 

1 

0 

3    111 


Sample  1932  was  taken  in  right  heading  9,  900  feet  from  the  main  heading. 

Sample  1933  was  taken  in  left  heading  7,  600  feet  from  the  main  entry.  It  included 
a  33-inch  cut. 

For  chemical  analsrses  of  this  coal  see  part  I  of  this  bulletin  (pp.  37,  38);  also  U.  S. 
Geol.  Survey  Bull.  285,  p.  221. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  285,  p.  212. 
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Republic.    Warner  Mine. 

Sample. — BituminouB  coal;  Warrior  field;  analyses  Nos.  1755,  1756  (p.  38). 

Mine. — ^Warner;  a  drift  mine  in  sec.  31,  T.  16  S.,  R.  3  W.  in  the  Birmingham 
district  at  Republic,  on  the  Southern  Railway. 

Coal  bed. — Pratt.  Carboniferous  age,  Pottsville  group.  Thickness,  uniform;  dip, 
flat;  roof,  gray  shale;  floor,  generally  shale;  cover,  50  to  200  feet. 

The  bed  was  measured  and  sampled  at  two  points  by  Charles  Buttfl  on  June  24, 1905, 
as  described  below: 

Section  of  coal  bed  in  Warner  mine  at  Republic. 


Section 

Laboratory  No 

Roof,  gray  shale. 

Cud 

Bonea 

CJoal 

Rasha 

Coal 

Floor,  slate  and  clay. 

Thickness  of  bed 

ThickDMB  of  ooal  samplod. 


A 

1 

1755      1 

Ft, 

<n. 

0 

61 

0 

2| 

2 

3) 

0 

ll 

0 

9 

3 

11 

3 

7 

B 

1756 
PL    Hk 
0     4 
0     8 

2  4 
0     4 
0    11 

3  m 

3  7 


a  Not  included  in  sample. 

Section  A  (sample  1755)  was  measured  in  room  23,  off  right  heading  12,  about  8,000 
feet  from  the  slope  mouth. 

Section  B  (sample  1756)  was  measured  in  room  19,  off  left  heading  12,  about  8,000 
feet  from  slope  mouth. 

Notes. — ^As  at  other  points  in  this  mine,  there  is  5  inches  clay  underlain  with  10 
inches  of  coal  below  the  bed  as  shown  in  the  above  sections.  The  coal  is  firm  and 
bright  with  well-developed  cleat.  In  1905  when  the  samples  were  collected,  the  coal 
was  used  almost  wholly  for  coke  making,  at  the  mine.  The  Pratt  bed  throughout 
the  Warrior  field  is  the  standard  coking  coal  of  the  Birmingham  district. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  38;  also  U.  S.  G«ol 
Survey  Bull.  285,  p.  221. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 

Bull.  285,  p.  212. 

Wabbior.    Watt  Minb. 

Sample. — Bituminous  coal;  Warrior  field;  analyses  Nos.  3944,  3949  (p.  38). 

Mine, — ^Watt;  a  drift  mine  in  sec.  26,  T.  14  S.,  R.  3  W.,  1  mile  southwest  of  Warrior, 
on  the  Louisville  &  Nashville  Railroad. 

Coal  bed, — Black  Greek  and  Jefferson  beds.  The  coal  is  of  Carboniferous  age,  Pott»> 
vUle  group.  The  coal  in  the  Black  Creek  bed  is  uniform  in  thickness,  measuring 
about  3  feet  3}  inches,  with  a  shale  roof  and  floor.  Cover,  200  feet.  The  coal  in  the 
Jefferson  bed  is  variable  in  thickness,  measuring,  at  point  sampled,  2  feet  7  inches, 
with  several  partings. 

The  beds  were  measured  and  sampled  by  W.  F.  Prouty  on  October  6,  1906,  as 
described  below: 

Section  of  Jefferson  eoal  bed  in  Watt  mine  at  Wanior. 


Latxwatory  No 

Roof,  shale. 

Coal 

Bonea 

Coal 

Claya 

Cod 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


3944 

Ft.  in, 

0  11 

0  1 

1  0 
0  3 
0  4 

2  7 
2  3 


a  Not  included  in  sample. 
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Section  of  Black  Creek  coal  bed  in  Watt  mine  at  Warrior. 


LabomtoryNo , 

Roof,  shale. 

Coal  (hard) 

Coal  (not  so  bard) , 

Floor,  shale. 

Tliicknessofbed 

Thickness  of  coal  sampled , 


3049 
Ft.    in. 

1  2 

2  U 


3    3 
3    3 


I 


NoUs. — Coal  hard  to  firm;  well-developed  cleat;  nearly  all  UBed  for  steam  and 
domestic  purposes.    Mine  not  operating  in  1909. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  38. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
286,  p.  212;  Bull.  400,  p.  170. 

Wtlam.    Pratt  No.  4  Mine. 

Sample. — Bituminous  coal;  Warrior  field;  analyses  Nos.  2430,  2433  (p.  38). 

Mine. — Pratt  No.  4;  a  slope  mine  in  sec.  36,  T.  17  S.,  R.  4  W.,  at  Wylam,  in  the 
Birmingham  district,  on  the  Birmingham  Southern  Railroad. 

Coal  bed. — Pratt.  Carboniferous  age,  Pottsville  group.  Thickness,  uniform;  dip 
at  entry,  40**  W.,  nearly  flat  in  body  of  mine;  roof,  sandstone;  floor,  shale;  cover,  200 
to  400  feet. 

The  bed  was  measured  and  sampled  by  Charles  Butts  in  October,  1905,  as  de- 
scribed below: 

Section  of  coal  bed  in  Pratt  No.  4  mine  at  Wylam. 


Laboretonr  No , 

Roof,  saiMUtoiie. 

Coal 

Bhalea 

Coal 

Floor,  shale. 

Thiclmess  of  hed 

Thfokneas  of  ooal  sampled . 


2433 

Ft.  in. 
0  84 
0    l| 

3  8 

4  6| 


o  Not  included  in  sample. 

The  above  section  was  measured  on  the  face  of  the  main  slope. 

Sample  2430  was  taken  in  room  1,  of!  cross  heading  6. 

Sample  2433  was  taken  in  room  5,  off  the  Kelso  entry. 

Notes. — ^The  coal  is  firm  and  bright  with  distinct  cleat.    Mainly  used  for  coke. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  38;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  221. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  285,  p.  212. 

ST.  OLAIB  OOT7NTY. 

Davis  (Tillican  Station).    Maroarbt  No.  1  Mine. 

Sample. — Bituminous  coal;  Cahaba  field;  analysis  No.  3484  (p.  38). 

Mine. — ^Maigaret  No.  1;  a  slope  mine  at  Davis  (Tillman  station),  on  the  Central  of 

Georgia  Railway. 

Coal  hed. — ^Harkness.  Carboniferous  age,  Pottsville  group.  Thickness,  uniform; 
dip,  about  15°  E.;  roof,  shale;  floor,  clay. 
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The  bed  was  measured  and  sampled  atone  point  by  Charles  Butts  on  July  19, 1906, 
as  described  below : 

Section  of  coal  bed  in  Margaret  No.  1  mine  at  Daris  ( Tillinan  stalion). 


Laboratory  No 

Roof,  day  overlain  with  shale. 
Coal 


Clay«... 

Coal 

Clayo.., 

Coal 


Floor,  clay. 

Thickneas  of  bed ' 


Thickness  of  coal  sampled . 


3484 
Ft.  <fi. 

0     7^ 

0 


0 
0 
2 


71 

9 

0 


4    101 
3     81 


o  Not  included  in  sample. 

Section  (sample  3484)  was  measured  in  the  main  entry  800  feet  from  the  slope 
mouth. 

Notes. — Coal  firm,  bright,  medium  hardness,  no  cleat.  Used  for  domestic  and 
steam  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  38. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  78. 

SHBLBY  COT7NTY. 

Aldrich.    Aldrich  Mine. 

Sample. — Bituminous  coal;  Cahaba  field;  analyses  Nos.  9339,  9340  (pp.  38,  39). 

Mine. — Aldrich,  a  slope  mine  at  Aldrich,  on  the  Southern  Railway. 

Coal  bed. — Montevallo.  Carboniferous  age,  Pottsville  group.  Thickness,  uni- 
form; dip,  10^  NW.;  roof,  shale  overlain  with  conglomerate;  floor,  fire  clay;  cover, 
200  feet. 

The  bed  was  measured  and  sampled  at  two  points  by  Charles  Butts  on  November  22, 
1909,  as  described  below: 

Section  of  coal  bed  in  Aldrich  mint  at  Aldrich. 


Section 

Laboratory  No 

Koof.  shale. 

Coal,  bony 

Coal  (clear,  hard) 

Parting  (clay  and  coal) . . . 

Coal 

Sandstone 

Coal  (reported) 

Floor,  clay. 

Thicknen  of  bed 

Thickness  of  coal  sampled. 


A 

0339 

Ft  in. 

aO 

10 

2 

0 

al 

3 

0 

7 

•  2 

0 

al 

0 

6 

10 

2 

7 

B 
9340 
Ft.  in. 
aO  4 
2  2 
aO  11 
•  0     8 


4      1 
2    10 


a  Not  included  in  sample. 

Section  A  (sample  9339)  was  measured  in  west  heading  9,  just  off  the  main  slope, 
about  200  feet  from  slope  mouth. 

Section  B  (sample  9340)  was  measured  in  room  37,  off  west  heading  6,  about  1,000 
feet  in  mine. 

Notes. — Coal  stroni?  and  resistant  to  weathering.  Fragments,  said  to  have  been  on 
the  ground  for  50  years,  have  not  lost  their  sharp  angles.  Used  mainly  for  domestic 
purposes.    Shipped  to  points  throughout  the  Gulf  states. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  38,  39;  also  U.  S. 
Oeol.  Survey  Bull.  431,  p.  145. 

For  geologic  relations  see  IT.  S.  Geol.  Survey  Bull.  431,  p.  91. 


ALABAMA:   SHELBY  COUNTY.  349 

COAUiONT.      COALMONT  MiNB. 

Sample. — ^Bituminous  coal;  Cahaba  field;  analysis  No.  3745  (p.  39). 
Mine. — Coalmont;  a  slope  mine  at  Goalmont,  on  the  Louisville  A  Nashville  Railroad. 
Coal  bed. — ^Thompson.    Carboniferous   age,    Pottsville   group.    Thickness,    vari- 
able; dip,  about  25°  S.;  roof  and  floor,  sandstone;  cover,  300fedt. 
The  bed  was  measured  and  sampled  by  W.  F.  Prodty  on  August  29, 1906,  as  described 

below: 

Section  of  coal  bed  in  Coalnumt  mine  at  Coalmont. 


LaboratorT  No 

Roof,  sanostone. 

Coal 

Shalea 

Coal 

Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


3745 

Ft. 

in. 

2 

0 

0 

3 

2 

10 

5 

0 

4 

10 

o  Not  included  in  sample. 

Notes. — Coal  used  for  making  steam.  Production  in  1909,  70,709  tons.  Output  in 
1910,  63,568  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  39;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  114. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.   S.   Geol.  Survey 

Bull.  316,  p.  78. 

Faluston.    Faluston  Mine. 

iSamp^.— Bituminous  coal;  Cahaba  field;  analysis  No.  3744  (p.  39). 

Mine. — Falliston;  a  slope  mine  i  mile  east  of  Fal listen,  on  the  Louisville  A  Nash- 
ville Railroad. 

Coal  bed. — Buck.  Carboniferous  age,  Pottsville  group.  Thickness,  somewhat 
variable;  dip,  about  35°  £.;  roof,  shale;  floor,  shale;  cover,  40  to  200  feet. 

The  bed  was  measured  and  sampled  by  W.  F.  Prouty  on  August  28,  1906.  Tho 
sample  represented  2  feet  5  inches  of  coal.    It  was  measured  near  the  mine  mouth. 

Notes.— Smsll  mine.    Coal  firm;  used  for  making  steam. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  39;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  114. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

316,  p.  78. 

Glen  Carbon.  Glen  Carbon  Mine. 

iSamp^tf.— Bituminous  coal;  Cahaba  field;  analyses  Noe.  9667,  10502,  10503,  10504, 
10515  (p.  39). 

Mine. — Glen  Carbon;  at  Glen  Carbon. 

Coal  bed. — Black  Shale  (Gholson).  The  coal  is  of  Carboniferous  age,  PottsviUe 
group.    Thickness,  about  3  feet  1  inch,  free  from  partings. 

The  bed  was  measured  and  sampled  by  J.  J.  Rutledge  in  1910. 

Sample  10503  was  taken  in  face  of  C  heading,  37-inch  bed,  37-inch  cut^ 

Sample  10502  was  taken  in  face  of  west  heading  6,  36-inch  bed,  36-inch  cut. 

Sample  10504  was  taken  in  face  of  east  heading  11,  35-inch  bed,  25-inch  cut. 

A  composite  sample  was  made  by  mixing  the  face  samples  10502,  10503,  and  10504 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number 
10515  (p.  39). 

The  bed  waa  also  measured  and  sampled  on  December  31,  1909,  by  Charles  Butts. 
The  sample  (No.  9667)  represented  a  3}-foot  cut  of  coal.  It  waa  taken  in  room  15, 
off  east  heading  12,  3,000  feet  in  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  39;  also  U.  S.  GreoL 
Survey  Bull.  431,  p.  144. 
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Helena.    Prospect  Slope. 

Sample, — Bituminous  coal;  Gahaba  field;  analysis  No.  3769  (p.  39). 

Mine. — Prospect;  a  slope  near  Acton  No.  2  mine  in  Acton  Basin,  4}  miles  north- 
east of  Helena,  }  mile  northwest  of  Acton. 

Coal  bed. — ^Thompson.  Carboniferous  age,  Pottsville  group.  Thickness,  variable, 
dip,  about  30^  E.;  roof,  conglomerate;  floor,  day. 

The  bed  was  measured  and  sampled  by  C.  W.  Washbume,  on  September  14,  1906, 
as  described  below: 

Section  of  coal  bed  near  Acton  No.  2  mine^  4\  milee  northeast  of  Helena. 


Laboratory  No 

Roof,  shale  overlain  with  conglomerate. 

doala 

Claya 

Ck)Bl« 

Clay* 

Ck)Bl« 

Claya 

Ck)Bla 

Clay  a 

Clay  (sandy)  a 

Clay  a 

Coal 


Floor,  clay. 

Thickness  of  bed. 


Thickness  of  coal  sampled. 


3760 
Ft,  in. 


0 
0 
0 
0 
0 
0 
0 
0 
0 
1 
1 


4 

2 
2 
2 
2 
1 
2 
5 
5 
0 
3 


4      4 

1      3 


a  Not  included  in  sample. 

Section  (sample  3769)  was  measured  in  the  slope  (lower  bench)  not  far  from  mouth. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  39;  also  U.  S.  Greol. 

Survey  Bull.  316,  p.  114. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  316,  p.  78. 

Helena.    Acton  No.  2  Mine. 

Sample. — Bituminous  coal;  Gahaba  field;  analysis  No.  3771  (p.  39). 

Mine. — ^Acton  No.  2;  a  slope  mine  5  miles  northeast  of  Helena,  on  the  Louisville 
&  Nashville  Railroad. 

Coal  bed. — Helena.  Carboniferous  age,  Pottsville  group.  Thickness,  variable;  dip, 
about  15^  E.;  roof,  sandy  shale;  floor,  sandstone;  cover,  50  to  300  feet. 

The  bed  was  measured  and  sampled  by  C.  W.  Washbume  on  September  11,  1906, 
as  described  below: 

Section  of  coal  in  Acton  No.  2  mine^  5  miles  northeast  of  Helena. 


Laboratory  No 

RooL  shale  and  clay. 

Rasho 

Clayo 

Coela 

Clayo 

Coela 

Claya 

Coal 

Cla3 


Clay 
Coal. 


Claya 

Floor,  sandstone. 

Total  thickness  of  bed 

Thickness  of  coal  sampled. 


3771 
Ft.  in. 
4     2 


0 
0 
0 
0 
0 
0 

1 

0 
0 
0 


1 

6 
1 


h 


6     7i 
6     8 


o  Not  included  in  sample. 

Section  (sample  3771)  was  measured  at  bottom  of  the  air  shaft. 

Notes. — ^Mine  just  opened  when  sampled.  Goal  firm,  used  for  domestic  and  steam 
purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  39;  also  U.  S.  Ged. 
Survey  Bull.  316,  p.  114. 
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For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  78.    Bull.  431,  p.  136. 

Maylene.    Glihaz  Mine. 

Sample. — ^Bituminous  coal;  Gahaba  field;  analysis  No.  9610  (p.  39). 
ifin«.— Climax;  in  sec.  20,  T.  21  S.,  R.  3  W.,  1}  Tnilea  southwest  of  Maylene. 
Coal  6etf.— Maylene.    Carboniferous  age,  Pottsville  group. 

The  bed  was  measured  and  sampled  on  December  11,  1909,  by  Charles  Butts,  as 
shown  below: 

Section  of  coal  bed  in  Climax  mine,  1{  mUes  southwest  of  Maylene. 


Laboratory  No. 


Boneo. 
Goal... 
8b3lea. 
Coalo., 


Thickness  of  bed 

Thickness  of  ooal  sampled. 


Ft.  in. 

0 

6 

2 

6 

0 

6 

0 

6 

3 

U 

2 

5 

a  Not  Included  in  sample. 

The  sample  was  taken  in  the  face  of  west  heading  14,  2,000  feet  in  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  39;  also  U.  S.  Geol. 

Survey  Bull.  431,  p.  145. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

431,  p.  142. 

Straven.    Stravbn  Mine. 

Sample. — ^Bituminous  coal;  Cahaba  field;  analyses  Nos.  9G11,  9612  (p.  39). 

Mine. — Straven;  in  sec.  7  T.  21  S.,  R.  3  W.,  at  Straven. 

Coal  hed.—Uontevsllo  (?).    Carboniferous  age,  Pottsville  group. 

The  bed  was  measured  and  sampled  at  two  points  on  December  10, 1909,  by  Charles 
Butts. 

Sample  9611  represented  a  2-foot  cut  of  coal.  It  was  taken  in  room  5,  off  west  head- 
ing 5,  900  feet  in  mine. 

Sample  9612,  representing  1  foot  11  inches  of  coal,  was  taken  in  room  15,  off  east 
heading  5,^900  feet  in  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  39;  also  U.  S.  Greol. 
Survey  Bull.  431,  p.  145. 

Sydbnton.    Star-Cahaba  No.  1  (Elvira)  Mine. 

Sample. — Bituminous  coal;  Cahaba  field;  analysis  No.  3646  (p.  39). 

Mine. — Star^Cahaba  No.  1  (Elvira),  Birmingham  district;  a  slope  mine  1  mile  west 
of  Sydenton,  on  the  Louisville  &  Nashville  Railroad. 

Coal  M.— Gould.  Carboniferous  age,  Pottsville  group.  Thickness,  variable;  dip, 
20^  E.;  roof,  thin  layer  of  shale  overlain  with  sandstone;  floor,  fire  clay  underlain 
with  shale;  cover,  50  to  250  feet. 

The  bed  was  measured  and  sampled  by  C.  W.  Washbume  on  August  25,  1906,  as 
described  below: 

Section  of  coal  bed  in  Star-Cahaba  No.  1  (Elvira)  mine^  1  mile  west  of  Sydenton. 


Laboratory  No. 
Roof,  shale: 

Ooal 

Raaho. 


Floor,  clay: 

Thickness  of  bed. 


Thickness  of  ooal  sampled. 


3646 

Ft.  in. 
4  0 
0     8 

4     8 
4     0 


a  Not  Included  in  sample. 
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Section  (sample  3646)  was  measured  200  feet  from  the  slope  mouth. 

NoUb. — Goal  firm.    Used  for  steam. 

For  chemical  analysee  of  this  coal  see  part  I  of  this  bulletin,  p.  39;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  114. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  78. 

Tacoa.    Stab-Gahaba  No.  2  Minb. 

Sample. — Bitimiinous  coal;  Cahaba  field;  analysis  No.  3770  (p.  39). 

Mine. — Star-Cahaba  No.  2,  a  slope  mine  1  mile  west  of  Tacoa,  on  the  Louisville  & 
Nashville  Railroad. 

Coal  M.— Wadsworth.  Carboniferous  age,  Pottsville  group.  Thickness,  imiform; 
dip,  20^  to  40*^  NW.;  roof,  shale  overlain  with  sandstone;  floor,  fire  clay;  cover,  100  to 
200  feet. 

The  bed  was  measured  and  sampled  by  C.  W.  Washbume  on  August  28,  1906. 

The  sample  included  3  feet  of  coal,  and  was  measured  at  entrance  to  mine.  The 
coal  sampled  was  weathered. 

Notes. — Production  in  1907,  3,364  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  39;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  114. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  78. 

TTTSCAIiOOSA  OOT7NTY. 
Abernant.    Abernant  Mine. 

Sample. — Bituminous  coal;   Warrior  field;  analyses  Nos.  2538  and  2540  (p.  39). 

Mine. — ^Abernant;  a  slope  mine  in  sec.  18,  T.  20  S.,  R.  6  W.,  at  Abernant,  on  the 
Lousiville  &  Nashville  Railroad. 

Coal  bed. — Jagger.  Carboniferous  age,  Pottsville  group.  Thickness  uniform;  dip, 
20*»W. 

Notes. — The  coal  bed  at  this  mine  was  sampled  at  two  points  by  E.  F.  Burchard 
on  December  13, 1905.  No  further  data  recorded.  The  coal  is  strong  and  bright.  A 
coking  as  well  as  domestic  and  steam  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  39. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bun.  260,  p.  361,  Bull.  400,  p.  170. 

Brookwood.    Bbookwood  No.  10  Mine. 

Sample. — Bituminous  coal;  Warrior  field;  analysis  No.  1187  (p.  40). 

MiTie, — Brookwood  No.  10;  a  drift  mine  at  Brookwood. 

Coal  bed. — Carter.  Carboniferous  age,  Pottsville  group.  Thickness,  variable,  flat; 
roof,  thin  shale,  overlain  with  sandstone;  floor,  shale;  cover,  50  to  200  feet. 

The  bed  was  measured  and  sampled  by  Charles  Butts  on  October  1, 1904,  as  described 
below: 

Section  of  coal  bed  in  Brookwood  No.  20  mine  at  Brookwood. 


Laboratory  No 

Roof,  thin  shale  overlain  with  sandstone. 

Coal 

Shale  o 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


1187 

Ft. 

in. 

1 

10 

0 

1 

1 

0 

2 

11 

2 

10 

•  Not  included  in  sanqjile. 
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Section  (sample  1187)  was  measorod  at  the  end  of  the  main  entry  about  260  feet 
from  drift  mouth. 

Notes, — ^A  new  mine  at  time  of  visit.    Coal  strong  and  bright;  used  for  making  coke. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  40;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  40;  Bull.  2§0,  p.  380. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  361;  Bull.  400,  p.  170. 

Bbookwood.    Bbookwood  No.  12  Minb. 

Sample. — ^Bituminous  coal;  Warrior  field;  analysis  No.  1185  (p.  40). 

Mine, — ^Brookwood  No.  12;  a  drift  mine  at  Brookwood. 

Coal  bed, — ^Brookwood.  Carboniferous  age,  Pottsville  group.  Thickness,  uniform; 
fiat;  roof,  shale;  floor,  shale;  cover,  50  to  200  feet. 

The  bed  was  measured  and  sampled  by  Charles  Butts  on  October  1, 1004,  as  described 
below: 

Section  of  coal  bed  in  Brookwood  No.  12  mine  at  Brookwood, 


Laboratory  No 

RooLshaAe. 

Goal  (not  mined )  a 

Clay« 

Coal 

Bhalea 

Coal 

fUmittfi 

Coal 

Floqr.ahale. 

Thickness  of  bed 

Thickness  of  coal  sampled , 


lias 

Ft.  in. 
0     2 


0 
1 
0 
0 
0 


1 
2 


0    11 

4      0 
3      2} 


a  Not  included  in  sample. 

Section  (sample  1185)  was  measured  in  right  heading  1. 

Notee. — ^A  new  mine  at  time  of  visit.  Coal  strong  and  bright;  used  for  making  coke 
after  being  washed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  40. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  260,  p.  368;  Bull.  400,  p.  170. 

Bbookwood.    Brookwood  No.  7  Mine. 

iSamp20. —Bituminous  coal;  Warrior  field;  analysis  No.  1186  (p.  40). 
Mine. — Brookwood  No.  7;  at  Brookwood,  on  the  Louisville  A  Nashville  Railroad. 
Coal  bed, — ^Milldale.    Carboniferous  age,  Pottsville  group. 

The  bed  was  measured  and  sampled  on  October  1, 1904,  by  Charles  Butts,  as  shown 
below: 

Section  of  coal  bed  in  Brookwood  No.  7  mine  at  Brookwood. 


Laboratory  No... 


Coal 

PATflfag  O 

Coal 


Thtoknissofbed 

Thickness  of  coal  sampled . 


1186 
Ft.   in. 

8  1 

1    10 


2      3 
2     2} 


a  Not  Included  in  sample. 

The  sample  was  taken  in  west  entry  12. 

For  chemical  anal3rses  of  this  coal  see  part  I  of  this  bulletin,  p.  40. 
For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  260,  p.  369. 
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Kellebman.    Central  Dsdt. 

Sample. — ^BituminouB  coal;  Warrior  field;  analysifl  No.  1164  (p.  40). 

Mine. — Central  drift  mine  at  Kellerman,  on  the  Mobile  &  Ohio  Railroad. 

Coal  bed. — Brookwood.    Carboniferous  age,  Pottsville  group.    Thickness,  uniform; 

flat;  roof,  shale;  floor,  shale;  cover,  50  to  150  feet. 

The  bed  was  measured  and  sampled  by  Charles  Butts  on  September  30,  1904,  as 

described  below: 

Section  of  coal  bed  in  central  drift  at  Kellemvan. 


Laboratory  No 

Roof,  shale. 

Coal 

Boneo 

Ctoal 

Bone  a 

Coal 

Boneo 

Coal 

Bhaleo 

Coal 

Shale  a 

Coal 

Floor,  shale. 

Thickness  of  coal  bed 

Thickness  of  coal  sampled. 


a  Not  Included  In  sample. 

Section  (sample  1164)  was  measured  in  cross  entry  16,  500  feet  from  main  entry. 

iVoteff.— Coal  strong  and  bright,  a  good  coking  coal.  Stratigraphically  the  highest 
minable  bed  in  Warrior  field.    Output  used  for  making  coke. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  40;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  40;  Bull.  260,  p.  380. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  260,  p.  361;  Bull.  400,  p.  170. 

Rock  Castle.    Rock  Castle  Mine. 

Sample. — Bitiuninous  coal;  Warrior  field;  analysis  No.  2539  (p.  40). 

Mine. — Rock  Castle;  a  slope  mine  at  Rock  Castle  (sec.  25,  T.  20  S.,  R.  7  W.),  on  the 
Louisville  &  Nashville  Railroad. 

Coal  bed. — Jagger.  Carboniferous  age,  Pottsville  group.  Thickness,  uniform  dip, 
20**  NW.;  roof,  shale,  overlain  with  sandstone;  floor,  shale;  cover,  100  to  500  feet. 

The  bed  was  measured  and  sampled  by  Charles  Butts  on  December  13,  1905,  as 
described  below: 

Section  of  coal  bed  in  Rock  Castle  mine  at  Rock  Castle. 


Laboratory  No 

Roof,  shale. 

Coal 

Claya 

Coal 

Rasho 

Coal 

Claya 

Coai 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


2530 
Ft.in. 
1     7 
0     6} 
0    U 


0 
2 
0 
1 


3 
4 

0 


7     0 
5    10 


a  Not  included  in  sample. 

Section  (sample  2539)  was  measured  near  the  main  slope  about  500  feet  from  the 
slope  mouth. 

Notes. — Coal  strong  and  bright;  used  for  steam  and  domestic  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  40. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
260,  p.  361;  Bull.  400,  p.  170. 
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Searles.    Searles  Mine. 

Sample, — ^Bituminous  coal;  Warrior  field;  analysis  No.  1210  (p.  40). 

Mine. — Searles;  a  drift  mine  at  Searles,  on  the  Louisville  &  Nashville  Railroad. 

Coal  bed. — ^Brookwood.  Carboniferous  age,  Pottsville  group.  Thickness,  imiform; 
flat;  roof,  shale;  floor,  thin  layer  of  shale  overlain  with  sandstone;  cover,  50  to  200 
feet. 

The  bed  was  measured  and  sampled  by  E.  F.  Burchard  on  October  5,  1004,  as 
described  below: 

Section  of  coal  bed  in  Searles  mine  at  Searles. 


Laboratory  No 

Roof,  shale. 

Coal 

Bonea 

Coal 

Bones 

Coal 

Boneo 

Coal 

Shales 

Coal 

Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled 


1210 
Ft.hi. 


1 
0 
0 
0 
0 
0 
1 
1 
2 


0 
6 
8 

14 

8 

? 

8 
0 


7    3 
6    4 


a  Not  included  in  sample. 

Section  (sample  1210)  was  measured  in  room  3,  off  left  heading  7. 

Notes. — Goal  strong  and  bright;  used  for  coke. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  40;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  40;  Bull.  260,  p.  380. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  260,  p.  361;  Bull.  400,  p.  170. 

Tidewater.    Tidewater  Mine. 

Sample. — Bituminous  coal;  Warrior  field;  analysis  No.  1593  (p.  40). 

Mine. — ^Tidewater;  a  drift  mine  at  Tidewater,  on  the  Mobile  <&  Ohio  Railroad. 

Coal  bed. — Brookwood.  Carboniferous  age,  Pottsville  group.  Thickness,  uniform; 
flat;  roof,  shale;  floor,  shale;  cover,  300  feet. 

The  bed  was  measured  and  sampled  by  Charles  Butts,  on  October  10,  1004,  as 
described  below: 

Section  of  coal  bed  in  Tidetuater  mine  at  Tidewater. 


Laboratory  No 

Roof,  shale. 

Coal 

Shales 

Coal 

Claya 

Coal 

Claya 

CoaS 

Fkxjr.  shale. 

Thiokiiess  of  bed 

Thickness  of  ooal  sampled 


1593 
FtAn. 
0  11 
0  1 
0  3 
0  6 
0    lOi 

0  2\ 

1  1 

3    10 
3      li 


a  Not  included  in  sample. 

Section  (sample  1593)  was  measured  in  main  entry  about  600  feet  from  drift  mouth. 

Notes. — Coal  hard.    Mostly  used  for  steam  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  40;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  40;  Bull.  260,  p.  380. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  260,  p.  361;  Bull.  400,  p.  170. 
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YOLANDB.     YOLAKDB  No.  1  BilNB. 


Sample. — ^Bituminous  coal;  Wanior  field;  analyBiB  No.  2643  (p.  40). 

ifin^.— Yolande  No.  1;  a  dope  mine  (sec.  17,  T.  20  S.,  R.  6  W.),  at  Yokmde,  on 
the  Louisville  &  Nashville  Railroad. 

Coal  &e(/.— Jagger.  CSarboniierous  age,  Pottsville  group.  Thickness,  unifonn;  dip, 
20^  NW.;  roof,  shale;  floor,  sandstone;  cover,  100  to  1,000  feet. 

The  bed  was  measured  and  sampled  by  Hoyt  S.  Gale,  on  December  13,  1906,  as 
described  below: 

Section  of  coal  bed  in  Yolande  No.  1  mine  at  Yokmde. 


Laboratory  No 

Roof,  shale. 

Coal 

Bhalea 

Rash  (bone) » 

Goal 

Fireclay  • 

Coal 

Fireclay  o 

Coal 

Floor,  shale. 

Thickness  of  ooal  bed 

Thickness  of  ooal  sampled . 


2543 

Ft.  in. 

0 

2 

0 

7 

0 

6 

1 

8 

0 

5 

3 

3 

0 

4 

1 

2 

8 

1 

6 

3 

a  Not  included  in  sample. 

Section  (sample  2543)  was  measured  in  the  main  entry,  250  feet  from  slope  mouth. 
Notes. — Goal  used  for  making  coke  and  for  steam  production. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  40. 
For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  8.  Geol.  Survey 
BuU.  260,  p.  361;  Bull.  400,  p.  170. 

WAI^KEB  COTTNPTY. 

Cabbon  Hill.    Chickasaw  No.  5  Mine. 

Sample. — ^Bituminous  coal;  Warrior  field;  (Alabama  Nos.  2A  and  2B) analyses Nos. 
1075, 1076,  3011,  3012  (pp.  40,  41). 

Mine. — Chickasaw  No.  5;  Walker  County  district;  three-fourths  mile  northwest  of 
Carbon  Hill,  on  the  St.  Louis  &  San  Francisco  Railroad. 

Coal  bed. — Jagger.  Carboniferous  age,  Pottsville  group.  Bed  lies  nearly  hori- 
zontal and  seems  to  occur  in  swamps,  or  local  developments  of  thick  coal.  Mine 
worked  by  a  slope  at  a  depth  of  about  30  feet.  Bed  contains  partings  of  shale  and 
bone.    Roof  is  hard  gray  shale;  floor  is  hard  clay. 

Two  mine  samples,  Nos.  1075  and  1076,  were  taken  by  M.  R.  Campbell  in  1904. 
Two  other  samples,  Nos.  3011  and  3012,  were  taken  by  J.  S.  Burrows  and  J.  W.  Groves 
on  March  9,  1906.  The  measured  sections  from  which  the  samples  were  collected 
were  as  follows: 

Sections  of  ooal  bed  in  Chickasaw  No.  5  mine,  }  mile  northwest  of  Carbon  Hill. 


Section 

A 

1075 

Ft.    in. 

0     7 

0  7 

1  0 
0     1 

*  •        ■  • 

2  2\ 

•  •         •  « 

3  S| 

B 

1070 

FL    in. 

0     8 

0     7\ 

0     8 

■  ■         •  • 

0      1 

•  •         •  • 

2  5 

4     H 

3  9 

C 

3011 

FL   in. 

0     7 

0     8 

3     2 

A     6 

3     9 

D 

Laboratory  No 

8012 

Roof,  shale. 

Coal 

Fl.  in. 
0     7 

Shale  « 

0  7* 
0     7 

Coal 

Dirty  ooal « 

Bonv  coal » 

Mother  ooal 

0  1 
0     7 

Coal 

Mother  ooal 

0       i 

2      1 

Coal 

Floor,  shale. 

Thickness  of  bed 

8    IM 

ThiclcDess  o' ooal  sample*, 

a  Not  included  in  samplo. 
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Section  A  (sample  1075)  was  measured  in  west  entry  3,  of!  the  north  main  entry, 
about  2,000  feet  from  the  foot  of  the  slope. 

Section  B  (sample  1076)  was  measiured  in  east  entry  4,  at  about  1,200  feet  from  the 
foot  of  the  slope. 

Section  G  (sample  3011)  was  measured  in  left  entry  3,  off  the  main  north  entry, 
3,500  feet  northeast  of  the  slope. 

Section  D  (sample  3012)  was  measured  in  north  entry  1,  off  the  old  west  entry, 
3,500  feet  north  of  the  foot  of  the  slope. 

Notes, — In  1904  the  ''fancy  lump"  formed  15  per  cent  of  the  output,  lump  30  per 
cent,  nut  47  per  cent,  and  slack  8  per  cent.  About  80  per  cent  of  the  total  was  used 
by  locomotives,  and  about  15  per  cent  by  factories  in  the  Birming^uun  district.  Much 
of  the  fancy  lump  was  sold  for  domestic  use. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  337;  Bull.  261,  p.  80;  Bull.  332,  p.  14; 
Bureau  of  Mines  Bull.  23,  pp.  58,  145;  producer-gas  tests:  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  1017;  Bull.  261,  p.  88;  Bureau  of  Mines  Bull.  13,  pp.  103, 272;  briquetting 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  49;  washing  tests:  U.  S.  Geol.  Survey  Bull.  336, 
p.  13;  Bull.  332,  p.  48;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1328;  Bull. 
261,  p.  122;  Bull.  336,  pp.  21,  27,  36;  Bull.  332,  p.  48;  cupola  tests  of  coke:  U.  S.  Geol. 
Survey  Bull.  336,  pp.  65,  68,  70,  72,  74;  Bull.  332,  pp.  48,  49. 

For  chemical  analyses  see  Part  I  of  this  bulletin,  pp.  40-41;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  197;  Bull.  261,  p.  32;  Bull.  332,  p.  47. 

HoRSB  Crbek.    No.  8  Mine. 

Sample. — Bituminous  coal;  Warrior  field;  analyses  Nos.  1077  and  1078  (Alabama 
No.  1)  (p.  41). 

Mine, — ^No.  8,  in  the  Walker  County  district;  a  slope  mine;  1^  miles  west  of  Horse 
C!reek,  on  the  St.  Louis  <&  San  Francisco  Railroad. 

Coal  bed. — ^Mary  Lee  of  the  Alabama  Geological  Survey;  locally  known  as  the  Horse 
Creek.  Carboniferous  age;  Pottsville  group.  Thickness,  rather  uniform;  roof,  strong, 
sandy  shale,  which  stands  well;  floor,  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  M.  R.  Campbell  in  1904,  as 
noted  below: 

Sections  of  coal  bed  in  No.  8  mine  at  Horee  Creek. 


Section 

Labomtorr  No 

Roof,  sandy  shale. 

cJoal 

Bonea 

Coal 

'    Sltttea 

Bonea 

CJoal 

Blatea 

Coal 

Boneo 

Coal 

Bony  ooal  a 

Coal 

Floor,  fire  clay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

1078 

Ft.    in. 

2      8 

0      1 

0     41 

0     ij 

0      2 

0      5 

1    10 

0      li 

1      0 

0      1 

1      2 

?  4 

B 

1077 

Ft.    in. 

2    10 

0       J 

0     5 


0 
0 
0 
1 
0 
2 


5 
1 

4* 


7    lOi 
7     3 


a  Not  included  in  sample. 

Section  A  (sample  1077)  was  measured  in  left  entry  1,  off  right  entry  3,  about  1,450 
feet  from  mine  mouth. 

Section  B  (sample  1078)  was  measured  in  room  24,  off  left  entry  2,  1,250  feet  from 
mine  mouth. 
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Notes. — In  1904  the  coal  from  this  mine  was  used  mostly  for  steam  production  in 
the  Birmingham  district.  The  slack  coal  from  an  adjoining  mine  on  the  same  bed  was 
washed  and  coked. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  321;  Bull.  261,  p.  80;  Bureau  of  Mines  Bull. 
23,  p.  58;  briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1429;  Bull.  261,  p. 
148;  washing  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1466;  Bull.  261,  p.  66;  coking 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1326;  Bull.  261,  p.  121;  cupola  tests  of  coke: 
U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1371;  Bull.  261,  p.  129. 

For  chemical  analyses  see  Part  I  of  this  bulletin,  p.  41;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  196;  Bull.  261,  p.  32. 

AliASKA. 

AI«ASKA  PENINSXTLA. 

CmoNiK  Bat.      Alaska  Packebs'  Association  Mikb. 

Sample. — ^Bituminous  coal;  Alaska  Peninsula  field;  analysis  No.  6953  (p.  41). 

Location. — On  north  side  Ghignik  River,  2  miles  below  Ghignik  Lake. 

Coal  bed. — ^The  coal  is  of  Upper  Cretaceous  age,  Chignik  formation. 

The  bed  was  measured  and  sampled  in  1908  by  W.  W.  Atwood.  The  cut  was  taken 
across  a  clean  face. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  41;  also  U.  S.  Creol. 
Survey  Bull.  467,  p.  105. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  467,  p.  97. 

Ghignik  Bay.    Hook  Bat  Mine. 

Sample. — ^Bituminous  coal;  Alaska  Peninsula  field;  analysis  No.  6952  (p.  41). 
Mine. — ^Hook  Bay;  on  west  side  of  main  stream,  7  miles  northwest  of  Hook  Bay,  on 
east  side  of  Chignik  Bay. 
Coal  bed. — ^The  coal  is  of  Upper  Cretaceous  age,  Chignik  formation. 
The  bed  was  measured  and  sampled  by  W.  W.  Atwood  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Hook  Bay  minCy  on  east  side  of  Chignik  Bay. 


Roof,  flrm  sandstone. 

Coal 

Clay 

Coal 

Clay 

Coal 

Clay  parting 

Bonyooal 

Coal 

Bone 

Floor,  shale. 

TnJoknessofbed. 


FL 

in. 

1 

3 

0 

8 

0 

4 

0 

7 

1 

(4 

0 

2 

0 

5 

1 

5i 

0 

1 

6    6 


For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  41;  also  U.  S.  Geol. 
Survey  Bull.  467,  p.  105. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  467,  p.  99. 

GmoNiK  Bay.    Outckop. 

Sample. — ^Bituminous  coal;  Alaska  Peninsula  field;  analysis  No.  6956  (p.  41). 
Looatwm.— Outcrop;  in  Thompson  Valley,  }  mile  above  mouth  of  stream. 
Coal  bed. — Not  named.    The  coal  is  of  Upper  Cretaceous  age,  Chignik  formation. 
The  bed  was  measured  and  sampled  by  W.  W.  Atwood  in  1908,  as  shown  on  the 
following  page. 
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Sediona  of  coed  beds  in  otUcrop,  Thompson  Valley,  on  Chignik  Bay, 


LOWEB  BED. 


Boof,  sandy  shale. 

Coal 

Shale  parttuK 

Coal 

Coaly  shale 

Coal 

Bone 

Coal 

Floor,  sandstone. 

Thickness  of  bed 

UFPEB  BED. 

Boof,  OToss-hedded  sandstone. 

Clay 

Coal 

Coaly  shale 

Shale 

Coaly  shale 

Coal 

Clay  parting 

Coaly  shale 

Coal 

Bone 

Coal 

Shale 

Bony  coal 

Thickness  of  bed 


Ft,  in. 

1 

8 

0 

2 

2 

6 

0 

4 

0 

5 

0 

1 

0 

2 

6    4 


Ft,  in. 

0 

2 

0 

4 

0 

4 

0 

8 

0 

4 

1 

0 

0 

1 

2 

6 

0 

8 

4 

0 

0 

8 

0 

5 

0 

5 

0 

8 

12    3 


The  sample  was  taken  from  the  upper  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  41;  also  U.  S.  Oeol. 
Survey  Bull.  467,  p.  105. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  467,  p.  109. 

Chionik  Bay.    Whalers  Greek  Mine. 

Sample. — Bituminous  coal;  Alaska  Peninsula  field;  analysis  No.  6955  (p.  41). 
Mine. — ^Whalers  Creek;  }  mile  above  mouth  of  Whalers  Creek,  at  Chignik  Lagoon. 
Coal  bed. — Whalers  Creek.    The  coal  is  of  Upper  Cretaceous  age,  Chignik  formation. 
The  bed  was  measured  and  sampled  by  W.  W.  Atwood  in  1908. 
For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  41;  also  U.  S.  Geol. 
Survey  Bull.  467,  p.  105. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  407,  p.  110. 

Coal  Harbor.    Outcrop. 

Sample. — ^Lignite;  Alaska  Peninsula  field;  analysis  No.  6954  (p.  41). 

Location. — Outcrop;  on  cliff  J  mile  north  of  coal  mine;  at  Coal  Harbor,  Unga  Island. 

Coed  bed. — Coal  Harbor.    The  coal  is  of  Eocene  age,  Kenai  formation. 

The  bed  was  measured  and  sampled  by  W.  W.  Atwood  in  1908. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  41;  also  U.  S.  Geol. 
Survey  Bull.  467,  p.  105. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
467,  p.  118. 

Herendeen  Bat.    Johnson  Tunnel. 

Sample. — Bitummous  coal;  Alaska  Peninsula  field;  analysis  No.  6951  (p.  41). 
Mine. — Johnson  tuimel;  1}  miles  above  mouth  of  Mine  Creek,  and  about  870  feet 
above  sea  level. 
Coal  bed. — Not  named.    The  coal  is  of  Upper  Cretaceous  age,  Chignik  formation. 
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The  sample  was  cut  across  face  of  dean  bed. 

For  chemical  aiial3rBe6  of  this  coal  see  part  I  of  this  bulletin,  p.  41;  also  U.  S.  Geol. 
Survey  Bull.  467,  p.  105. 
For  geologic  relations  see  U.  S.  (leol.  Survey  Bull.  467,  pp.  96-103. 

Hbrendebn  Bat.    Lower  Tunnel  No.  1. 

Sample. — ^Bitiuninous  coal;  Alaska  Peninsula  field;  analysis  No.  6957  (p.  41). 
Mine. — Lower  tunnel  No.  1;  {  mile  above  mouth  of  Mine  Greek,  on  Herendeen  Bay. 
Coal  bed. — ^The  coal  is  of  Upper  Cretaceous  age,  Chignik  formation.     Roof,  shale; 
floor,  firm  sandstone. 
The  bed  was  measured  and  sampled  by  W.  W.  Atwood  in  1908,  as  described  below* 

Section  of  coal  bed  in  lower  tunnel  No.  1,  }  mile  above  mouth  of  Mine  Creeh. 


Laboratory  No 
RooL  shale. 
Coal.sbaly, 


Coal 

Coal 

Coal 

Floor,  firm  sandstone. 

Tmckness  of  bed 

Thickness  of  ooal  sampled 


0057 
Fi.  in, 
1     1 


0 
1 
0 
1 


2 
1 
3 

4 


8    10 
8    10 


For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  41. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull  467,  p.  99. 

BBBINO  BJVBB. 

Bering  Lake  Shore.    Tunnel  Near  Dick  Creek. 

Sample. — Semibituminous  coal;  Bering  River  field;  analysis  No.  4427  (p.  41). 

Location. — ^Tunnel  on  shore  of  Bering  Lake,  half  way  between  Poul  Point  and 
mouth  of  Dick  Creek. 

Coal  bed. — ^Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness,  6  feet  6 
inches;  roof,  shale;  floor,  soft  shale,  6  inches  thick  with  possibly  some  coal  beneath; 
dip,  72*'  NW. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1906,  as  shown  below: 

Section  of  bed  in  tunfiel  on  Bering  Lake,  halfway  between  Poul  Point  and  mouth  of 

Dick  Creek. 


Laboratory  No . . 
Roof,  shale. 

Coal* 

Sandstone  » . 

Coaly  shale  a , 

Coal 


Floor,  soft  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


4427 

Ft. 

in. 

0 

8 

1 

0 

0 

10 

4 

0 

6 

6 

4 

0 

a  Not  Included  In  sample. 


For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  41;  also  U.  S.  Geol. 
Survey  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  81. 
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Canton  Gbbbk.    PRosPBcr. 

Sample. — SemibituminouB  coal;  Bering  River  field;  axudyaeB  Nob.  4433, 4461  (p.  42). 

Location. — ProBpect  on  tributary  to  Canyon  Creek,  on  east  side  and  next  below 
Hunt's  cabin. 

Coal  bed, — Unnamed.  Tertiary  age,  Kushtaka  fonnation.  Thickness,  6  feet  9 
inches,  with  no  partings;  dip,  31^  NE.;  roof  (sample  4433),  firm  shale;  floor,  shale. 
Thickness  of  what  was  probably  the  same  bed  near  by,  2  feet  7  inches. 

The  bed  was  sampled  and  measured  at  two  points  by  G.  C.  Martin  in  1906. 

Sample  4433  included  2  feet  7  inches  of  coal. 

Sample  4461  included  6  feet  9  inches  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  42;  also  U.  S.  Geol. 
Survey  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  69. 

Carbon  Cbebk.    Tunnbl  on  Sottth  Bank. 

Sample. — Semibituminous  coal;  Bering  River  field;  analysis  No.  2492  (p.  42). 

Mine. — ^Tunnel  on  south  bank  of  Carbon  Creek. 

Coal  bed. — ^Unnamed.  Tertiary  age,  Kushtaka  fonnation.  Thickness,  8  to  11 
feet;  roof,  arkose;  floor,  shale.    Bed  contains  no  partings. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1905.  The  section  (sample 
2492)  represented  8  to  11  feet  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  42;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  74;  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  336,  pp.  31-36,  77. 

Cabbon  Mountain.    Openings  in  Oxttceop  near  Hillside  Trail. 

Sample.— Antbncite  coal;  Bering  River  field;  analyses  Nos.  2480,  2483  (p.  42). 

Location. — Outcrop,  on  east  side  of  Carbon  Moimtain. 

Coal  bed, — ^Unnamed.  Tertiary  age,  Kushtaka  fonnation.  Thickness,  10}  to  15+ 
feet. 

The  bed  was  measured  at  three  and  sampled  at  two  points  in  the  mine  by  G.  C. 
Martin. 

Section  A,  measured  in  the  third  opening  from  the  west  end  on  the  hillside  trail, 
showed  10  feet  6  inches  of  coal. 

Section  B  (sample  2483),  measured  in  the  first  opening,  included  10  feet  6  inches 
of  coal  which  was  overlain  and  underlain  with  shale. 

Section  C  (sample  2480),  meemired  in  the  second  opening,  included  16+  feet  of 
coal,  which  was  underlain  and  overlain  with  shale. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  42;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  74;  Bull.  290,  p.  280;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-^,  68. 

Carbon  Mountain.    Outcrop,  Below  Hillside  Trail  on  East  Side. 

iSompZe.— Anthracite  coal;  Bering  River  field;  analysis  No.  2487  (p.  42). 

Location. — Outcrop^  section  of  bed  200  feet  below  hillside  trail  on  east  side  of  Car- 
bon Mountain. 

Coal  bed. — ^Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness,  4  feet  8 
inches;  floor  and  roof,  shale  dip,  30°  NE.    Bed  contains  no  partings. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1905.  The  sample  included 
4}  feet  of  clean  coal. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  42;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  74;  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  68. 

Carbon  Mountain.    Prospect  on  West  Slope  Opposife  Mouth  of  Canton 

Creek. 

Sample. — Semianthracite  coal;  Bering  River  field;  analyses  Nos.  4459,  4462  (p.  42). 

Location. — ^Prospect,  on  creek  on  west  slope  of  Carbon  Mountain  opposite  mouth  of 
Canyon  Creek;  elevation  of  sample  4459,  900  feet;  sample  4462,  950  feet. 

Coal  bed. — Unnamed.  Tertiary  age,  Kushtaka  formation.  Koof  and  floor,  shale; 
thickness,  variable,  averaging  about  4  feet  8  inches,  with  two  partingd;  dip,  53^  NW., 
but  variable. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1906  as  shown  below: 

Section  of  coal  bed  in  creek  on  west  slope  of  Carbon  Mountain  opposite  mouth  of  Canyon 

Creek. 


Labontonr  No 

Roof:  Sample  4462,  shale;  sample  4459,  arkose. 

Coal* 

Coal  (from  8  to  23  izicbes) 

Shalea 

Coal  (from  3  to  21  Inches) 

Shale  (from  1  to  18  inches )  a 

Coal  (from  14  to  24  inches) 

Floor,  hard  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


4462 

4459 

Ft.   te. 

Ft.  in. 

1   0 

•  •    * 

■  ■    •  « 

1   8 

1   0 

.. 

1   6 

.. 

0   1 

.. 

1   2 

..  .. 

4   8 

1   8 

2   7 

1   8 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  42;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  74;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
335,  pp.  31-35,  70. 

Carbon  Mountain.    Opening  Near  Crest  Between  Trails. 

Sample. — Semianthracite  coal;  Bering  River  field;  analyses  Nos.  2481,  2479  (p.  42). 

Location. — Outcrop,  section  in  opening  near  crest  (west  side)  of  Carbon  Mountain 
between  Hunt's  and  Green's  trails.  This  coal  has  the  physical  characteristics  of  the 
anthracite  at  the  other  openings  in  the  vicinity  but  whose  analyses  indicate  semi- 
anthracite. From  structural  relations  it  seems  probable  that  one  of  the  beds  cones- 
ponds  to  the  lower  bed  in  the  eastern  side  of  the  mountain,  described  elsewhere. 

Coal  bed. — Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness,  4  feet 
(average)  containing  a  parting;  floor  and  roof,  shale;  dip  38^  NW. 

The  bed  was  measured  and  sampled  at  two  points  by  G.  C.  Martin  in  1905,  as  shown 
below: 

Section  of  coal  bed  in  opening  near  crest  {west  side)  of  Carbon  Mountain. 


Section 

Laboratory  No 

Roof,  shale. 

Coal,  impurea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 

a  Not  included  in  sample. 


A. 
2481 
Ft.  in. 

"b     3 

B. 

2479 

FL  in. 
0  3 
2  10 

5   3 
5   3 

3   1 
2  10 
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Section  A  (sample  2481)  was  measured  in  opening  near  crest  (west  side)  of  Carbon 
Mountain  between  Hunt's  and  Green's  trails. 

Section  B  (sample  2479)  was  measured  50  feet  below  adjoining  section. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  42;  also  U.  S.  Geol. 
Survey  Bull,  284,  p.  74;  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Cfeol.  Survey 
Bull.  336,  pp.  31-36,  68-69. 

Cabbon  Mountain.    Outcrops. 

Sample. — ^Anthracite  coal;  Bering  River  field;  analyses  Nos.  2496,  2482  (pp.  42, 43). 

Location. — Outcrops;  Hunt's  hillside  trail  on  west  side  of  Carbon  Mountain. 
This  coal  is  possibly  the  same  as  that  described  on  the  east  side  of  Carbon  Mountain. 

Coal  bed. — Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness,  about  15 
feet,  contaruing  no  partings;  floor  and  roof,  shale. 

The  beds  were  measured  and  sampled  by  6.  C.  Martin  in  1906. 

Section  A  (sample  2496)  included  15  feet  of  coal;  it  was  measured  at  north  end  of 
Hunt's  hillside  trail. 

Section  B  (sample  2482)  included  10  feet  of  coal;  it  was  measured  at  south  end  of 
hillside  trail. 

For  chemical  analyses  of  this  coal^ee  part  I  of  this  bulletin,  pp.  42,  43;  also  U.  S. 
Geol.  Survey  Bull.  284,  p.  74;  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  336,  pp.  31-35,  68. 

Cleab  Cbeek.    Pbospect,  3  Miles  Above  Moxtth. 

Sample, — Semibituminous  coal;  Bering  River  field;  analysis  No.  4451  (p.  43). 

Location, — Prospect  on  east  bank  of  Clear  Creek,  3  miles  above  its  mouth. 

Coal  bed. — ^Unnamed ;  Tertiary  age,  Kushtaka  formation.  Thickness,  11  feet  with 
two  partings;  dip,  67°  N.;  roof,  3  feet  of  shale  with  flaggy  sandstone  above;  floor,  sandy 
shale. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1906,  as  shown  below: 

Section  of  coal  bed  on  east  bank  of  Clear  Creeky  3  miles  above  its  mouth. 


Laboratory  No 

Roof,  shale. 

Shale  a 

Coal 

Diabase  sill  o 

Floor,  sandy  shale. 

Thickness  of  bed 


Thickness  of  coal  sampled 


4451 
Ft.  in. 

3  0 

4  0 
4  0 

11  0 

4  0 


a  Not  Included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  43;  also  U.  S.  Greol. 
Survey  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  72. 

Clear  Creek.    Tunnel  Near  Falls. 

Sample. — Semibituminous  coal;  Bering  River  field;  analyses  Nos.  4431,  4435  (p.  43). 

Location. — Tunnel  on  north  bank  of  Clear  Creek  near  top  of  falls  (laboratory  No. 
4431),  and  section  at  base  of  Clear  Creek  Falls  (laboratory  No.  4435). 

Coal  6«df.— Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness,  18  feet 
with  no  partings;  roof  and  floor,  shale;  dip  of  section  at  base  of  falls,  45**  NW. 
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The  bed  was  meamired  and  sampled  by  6.  G.  Martin  in  1906,  as  shown  below: 

Sections  of  coal  bed  on  north  hank  of  Clear  Creek, 


Sectkm 

Laboratory  No. 

Roof,  shale. 

Coke  (ranges  from  6  to  12  inches)  a ». 

Coal 

Coal  a 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal 


A. 

4436 

Ft. 

in. 

1 

0 

5 

0 

11 

0 

17 

0 

6 

0 

B. 
4481 
Ft.  in, 

•  •        *  • 

18    0 


lA    0 
18   0 


a  Not  Included  in  sample. 

Section  A  (sample  4435)  was  measured  at  base  of  fails. 

Section  B  (sample  4431)  was  measured  at  top  of  falls. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  43;  also  TJ.  S.  Qeol. 
Survey  Bull.  335,  p.  84. 

For  a  description  of  the'geologic  relations  of  the  coal  bed  see  U.S.  Qeol.  Survey  Bull. 
335,  pp.  31-35,  72. 

Clear  Creek.    Outcrop. 

Sample. — Semibituminous  coal;  Bering  River  field;  analyses  Nos.  4430,  4460  (p.  43). 

Location. — Sections  on  tributary  to  Clear  Creek,  in  heading  southeast  of  Monument 
Mountain;  elevation  of  sample  4460,  1,450  feet,  of  4430,  1,200  feet. 

Coal  bed. — Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness  (represented 
by  sample  4460),  8  feet  4  inches;  roof  and  floor,  shale;  thickness  (represented  by 
sample  4430),  15  feet  5  inches;  roof,  firm  shale;  dip,  30^  KW. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1906,  as  shown  below: 

Sections  of  coal  bed  on  tributary  to  Clear  Creek, 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Hard  shale 

Bone 

Soft  shale  with  some  ooal  . 

Coal 

Shale 

Bony  ooal 

Coal 

Shalyooal 

Coal 

Shale  horse 

Shalyooal 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled. 


B. 
4480 
Ft.  in. 
1    10 

a'o  "4 

•  ■        *  • 

0    11 


oo 
0 

aO 
8 

as 

aa 

1 


7 
3 
8 
3 
0 
0 
0 


16     6 
6     3 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  43;  also  U.  S.  Geol. 
Survey  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  TJ.  S.  Qeol.  Survey 
Bull.  335,  pp.  31-35,  71. 

Falls  Creek.    Christopher  Prospect. 

Sample. — Semibituminous  coal;  Bering  River  field;  analysis  No.  2488  (p.  43). 
Location.— Christopher  prospect,  in  opening  of  clifis  of  Falls  Creek,  1  mile  north 
of  Bering  Lake;  elevation,  110  feet. 
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Coal  ftei.— Uniuuned.    Teitkry  age,  Kushtaka  formAtion.    Thicknees,  10  feet, 
with  one  parting;  roof,  arkoee;  floor,  sandy  shale;  dip,  25^  NE. 
The  bed  was  meaBured  and  sampled  by  6.  0.  Martin  in  1905,  as  shown  below: 

Section  of  coal  bed  in  Ckristopher  pro$pect,  1  mile  north  of  Bering  Lake, 


Laboratory  No 

RooLarlnMe. 

Coal 

Goal  and  shale  a , 

Coal 

Floor,  sand  shale. 

Thioknessofbed 

Thlekness  of  coal  sampled , 


2488 

3  0. 
8  0 

4  0 

10  0 

7  0 


a  Not  Included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  43;  also  U.  S.  Geol. 
Survey  Bull.  290,  p.  290;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  XT.  S.  Gtool.  Survey 
Bull.  335,  pp.  31-35,  79. 

Falls  Crebk.    Otttobof  near  Ghristophbr'b  Cabin. 

Sample. — Semibituminous  coal;  Bering  River  field;  analysis  No.  4454  (p.  43). 

Location, — Section  on  tributary  to  Falls  Creek,  \  mile  northeast  of  Christopher's 
cabin;  elevation,  200  feet. 

Coal  bed, — ^Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness,  4  feet  9 
inches,  with  several  partings;  roof,  soft  shale  with  probably  a  little  overlying  coal; 
floor,  arkose;  dip,  60""  SE. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1906  as  shown  below: 

Section  of  coal  bed  on  tribuiary  to  FalU  Creek,  i  mile  northeast  of  Christopher* a  cabin. 


Laboratory  No 

Roof,  shale,  with  probably  Uttle  overlying  ooal. 

Coal 

Shalea 

Coala 

Shalea 

Coalo 

Coaly  sbalea 

Floor,  arkose. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


4454 

Ft 

in. 

2 

7 

0 

7 

0 

0 

1 

10 

0 

6 

0 

6 

6 

8 

2 

7 

a  Not  included  in  8aniple4 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  43;  also  XT.  S.  Geol. 
Survey  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey  Bull. 
335,  pp.  31-35,  79. 

FoUBTH  Berg  Lake.    OtrroBOP. 

Sample. — ^Anthracite  coal;  Bering  River  field;  analysis  No.  2478  (p.  43). 

Location. — Outcrop,  1}  miles  upcreek  from  Fourth  Berg  Lake;  elevation,  1,850  feet. 

Coal  bed. — ^Unnamed.  Tertiary  age,  Kuahtaka  formation.  Thickness,  2  feet  10 
inches,  containing  two  partings  of  coaly  shale;  roof,  dark  shale;  floor,  shale;  dip, 
55^  SW. 
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The  bed  waa  measured  and  sampled  by  6.  G.  Martin  in  1905  as  shown  below: 
Section  of  coal  bed  if  miles  upcreekfirom  Fourth  Berg  Lake, 


Labontoiy  No 

Roof,  dark  shale. 

Coal 

Coaly  shalea 

Coal 

Coaly  shalea 

Coal 

Flocv.  shale. 

TnJctaiessofbed 

Thickness  of  coal  sampled . 


2478 

Ft. 

In. 

0 

8 

0 

4 

0 

11 

0 

3 

0 

8 

2 

10 

2 

3 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  43;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  74;  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  336,  pp.  31-35,  67, 

KusHTAKA  RmoE,  East  SroB.    OuTCBOP  Northwest  op  Cabin. 

Sample. — Semibituminous  coal;  Bering  River  field;  analysis  No.  4455  (p.  43). 

Location. — Section  on  Kushtaka  ridge,  east  side,  1  mile  northwest  of  cabin;  eleva- 
tion, 850  feet. 

Coal  bed. — ^Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness,  3  feet,  with 
no  partings;  dip,  40^  NW.;  floor  and  roof,  shale. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1906.  The  sample  included 
3  feet  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  43;  also  U.  S.  Geol. 
Survey  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  74. 

Kushtaka  Ridoe,  East  Side.    Outcrop  1}  Miles  Northwest  op  Cabin. 

Sample. — Semibituminous  coal;  Bering  River  field;  analysis  No.  4428  (p.  43). 

Location. — Section  on  Kushtaka  Ridge,  east  side,  1^  miles  northwest  of  cabin;  ele- 
vation, 1,600  feet. 

Coal  bed. — Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness,  14  feet, 
with  no  partings;  roof  and  floor,  shale. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1906.  The  .sample  repre- 
sented the  full  section  of  the  bed,  14  feet  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  43;  also  U.  S.  Geol. 
Survey  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  74. 

Kushtaka  Ridge.    Tunnel  on  East  Face. 

Sample. — Semibituminous  coal;  B^dng  River  field;  analyses  Nos.  2497,  4463 
(p.  43). 

Location. — Tunnel  on  east  face  of  Kushtaka  Ridge  (790  feet  above  Lake  Kushtaka). 

Coal  bed. — ^Unnamed.  Tertiary  age,  Kushtaka  formation.  Roof  and  floor,  shale; 
thickness,  14 J  feet,  with  no  partings;  dip,  45°  NW. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1905.  The  sample  repre- 
sented the  full  thickness  of  the  bed,  14)  feet  of  coal.    Contains  some  bone  and  pyrite. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletiii,  p.  43;  aLx)  U.  S.  Geol. 
Survey  Bull.  284,  p.  74;  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  75. 

Leeper  Creek.    Sbction  }  Mile  Above  Mouth. 

Sample. — Semibituminous  coal;  Bering  River  field;  analysis  No.  4453  (p.  43). 

Location. — Section  on  Leeper  Creek,  J  mile  above  its  mouth. 

Coal  bed. — Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness,  8  to  11  feet; 
dip,  75^  NW.  The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1906.  The 
sample  represented  the  thickness  of  coal  in  the  bed,  8  to  11  feet. 

For  chemical  analyses  of  this  roal  see  part  I  of  this  bulletin,  p.  43;  also  U.  S.  Geol. 
Survey  Bull.  335,  p.  84. 

For  a  description  of  tne  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  77. 

Mount  Hamilton.    Outcrop  in  Gulch. 

Sample. — Semibituminous  coal;  Bering  River  field;  analyses  Noe.  4436,  4437,  4452 
(p.  43). 

Location — Outcrop  in  gulch  f  mile  southwest  of  Mount  Hamilton;  elevation,  1,100 
feet. 

Coal  bed. — ^Unnamed.  Tertiary  age,  Kushtaka  foimation.  Thickness,  50  feet  2 
inches,  with  several  partings;  roof,  shale;  floor,  shaly  sandstone;  dip,  52°  NW.  The 
coal  occurs  in  two  benches  separated  by  30  feet  of  shale.  There  is  5  feet  of  coal  in 
the  upper  bench  and  lOf  feet  of  coal  in  the  lower  bench.  The  lower  contains 
numerous  shale  partings. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin,  in  1906,  as  shown  below: 

Section  of  coal  bed  in  guUh  }  mile  southwest  of  Mount  Hamilton. 


LaboiBtoryNo 

Roof,  shale. 

Coalo 

Sliale  at  top  and  bottom,  concealed  between. 

Coaly  sbale 

Coal  (somewliat  Impure  )b ^ 

fibale .' 

Coal  with  sliale  streaks  b 

Shale 

Coal  with  little  shale  ft 

Shalvcoal 

Coal* 

Shale 

Coal,  impure 

Coalc 

Shale 

Coalc 

Floor,  shaly  sandstone. 

Thickness  of  bed 


4436,4437,4452 

Ft.  in. 

5  0 

30  0 

2  0 

1  5 

0  2 

1  4 

0  4 

1  0 
0  6 

0  9 

1  0 

0  4 

1  8 
0  2 
4  6 

60  2 


a  Included  in  sample  4437.  ft  Included  in  sample  4452.  e  included  in  sample  4436. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  43;  also  U.  S.  Geol. 
Survey  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  80. 

Nevada  Creek.    Tunnel  near  Mouth. 

Sample. — Semibituminous  coal;  Bering  Biver  field;  analysis  No.  2491  (p.  44). 
Location. — ^Tunnel  near  mouth  of  Nevada  Creek. 

Coal  6af.— Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness,  19  feet  7 
inches;  roof,  dark  shale  2  feet;  floor  arkose,  10  feet;  dip,  78°  N. 
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The  bed  was  sampled  and  measured  by  G.  C.  Martin  in  1905.  The  sample  repre- 
sented 19  feet  7  inches  of  coal,  the  thickness  of  the  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  44;  also  U.  8.  Geol. 
Survey  Bull.  290,  p.  230;  Bull.  336,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  336,  pp.  31-35,  77. 

Powers  Creek.    Tunnel  1  Mile  North  of  Bering  Lake. 

Sample, — Semibituminous  coal;  Bering  River  field;  analjrsis  No.  2493  (p.  44). 
Location, — ^Tunnel  on  Powers  Creek  1  mile  nordi  of  Bering  Lake. 
Coal  6e(2.— Unnamed.    Tertiary  age,  Kushtaka  formation.    Thickness,  12  feet; 
floor,  sandstone;  dip,  35''  NW. 
The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1906,  as  diown  below: 

Section  of  coal  bed  in  tunnel  on  Powers  Creek  1  mile  north  of  Bering  Lake* 


Laboratory  No. 


Coal  (top  oonoeatod)  a 

Shalea 

Coal 

Floor,  mutetone. 

Tmckness  of  bed 

Thickness  of  coal  sampled . 


3493 

Ft.  in. 

a 

0 

1 

6 

8 

6 

12 

0 

8 

6 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  44;  also  U.  S.  Geol. 
Survey  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  II.  S.  Geol.  Survey 
Bull.  336,  pp.  31-35,  79. 

Queen  Creek.    Outcrop  on  Northwest  Bank. 

Sample. — Semibituminous  coal;  Bering  River  field;  analyses  Nos.  2486,  2495 
(p.  44). 

Location. — Outcrop  on  northwest  bank  of  Queen  Creek. 

Coal  bed. — Unnamed.  Tertiary  age,  Kushtaka  formation.  Thickness  77  feet,  with 
several  partings;  roof  and  floor,  shale. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1905,  as  shown  below: 

Section  of  coal  bed  on  northwest  bank  of  Queen  Creek. 


Laboratory  No 

Roof,  shale. 

Goala 

Shale  (poeketr).. 

Coal 

ghale 

Coal» 

Floor,  shale. 

Thickness  of  bed. 


Ft.  in. 

27  0 

7  0 

2  0 

10  0 

31  0 

77  0 


a  Sample  2486.  t>  Sample  2405. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  44;  also  U.  S.  Greol. 
Survey  Bull.  284,  p.  74;  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  336,  pp.  31-35,  70. 
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QuBBN  Gbbek.    Outcbop. 

Sample. — Semibitummous  coal;  Bering  River  field;  analysis  No.  2494  (p.  44). 
Loeathn. — Outcrop  southwest  of  Queen  Greek. 

Coal  bed. — ^Unnamed.    Tertiary  age,  Eushtaka  formation.    Thickness,  98  feet  6 
inches,  with  three  partings;  roof  and  floor,  shale. 
The  bed  was  measiued  and  sampled  by  G.  C.  Martin  in  1905,  as  shown  below: 

Section  of  coal  bed  in  opening  near  Queen  Creek. 


Laboratory  No 

Boof,  sbale. 

Coal 

Shalea 

Coal  • 

Shalea 

Coal« 

Shalea 

Coala 

Flow,  carbonaceous  shale. 

TlilctoieBsofbed 

Thickness  of  coal  sampled . 


2404 

Ft.  in. 

17 

0 

41 

0 

4 

0 

6 

0 

3 

0 

2 

0 

26 

0 

98 

6 

17 

0 

a  Not  Included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  44;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  74;  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  336,  pp.  31-35,  77. 

Second  Berg  Lake.    Outcbop  in  Gulch  at  Head. 

Sample. — ^Anthracite  coal;  Bering  River  field;  analysis  No.  2485  (p.  44). 
Location. — Outcrop  in  gulch  at  head  of  Second  Berg  Lake. 

Coal  bed. — ^Unnamed.    Tertiary  age,  Kushtaka  formation.    Thickness  of  coal,  2 
feet  8  inches,  with  no  partings;  roof,  sandstone;  floor,  sandy  shale;  dip,  32°  NE. 
The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1905,  as  shown  below: 

Section  of  coal  bed  in  gulch  at  head  of  Second  Berg  Lake. 


Laboratorv  No 

Boof,  sandstone. 

Coal,  bonv  a 

Coal,  hard  and  bright 

Floor,  sandy  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


2485 

Ft.  in. 
0  6 
2     2 

2      8 
2      2 


a  Not  Included  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  ^;  aiso  U.  S.  Geol. 
Survey  Bull.  284,  p.  74;  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  67. 

ToKUN  Creek.    Tunnel  above  Lake  Tokun. 

Sample. — Semibituminous  coaJ;  Bering  River  field;  analysis  No.  2490  (p.  44). 
Location. — ^Lower  tunnel  on  Tokun  Creek,  about  1.5  miles  above  Lake  Tokun. 
Coal  bed. — ^Unnamed.    Tertiary  age,   Kushtaka  formation.    Thickness,  6  feet  8 
inches,  with  no  partings;  roof,  arkose;  floor,  shale. 

45889^~Bull.  22,  pt.  2—13 4 
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The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1906.  The  sample  repre- 
sented 6}  feet  of  coal,  the  thickness  of  the  bed. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  44;  also  U.  S.  Geol.  Survey 
BuU.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  335,  pp.  31-35,  79. 

Tbout  Creek.    Cunningham's  Upper  Tunnel. 

Sample. — Semibituminous  coal;  Bering  River  field;  analyses  Noe.  2484,  2489  (p.  44). 

Location. — Cunningham's  upper  tunnel  on  Trout  Creek  opposite  house,  and  long 
tunnel  J  mile  below  house  on  Trout  Creek. 

Coal  beda. — ^Unnamed;  Tertiary  age,  Kushtaka  formation.  Thickness,  8  feet  and 
33  feet;  roof  and  floor,  shale;  dip,  38°. 

The  beds  were  measured  and  sampled  by  G.  C.  Martin  in  1905. 

Section  A  (sample  2489)  included  8  feet  of  coal  and  was  taken  in  tunnel  opposite 
house. 

Section  B  (sample  2484)  included  33  feet  of  coal  and  was  taken  in  long  tunnel  } 
mile  below  house. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  44;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  74;  Bull.  290,  p.  230;  Bull.  335,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  335,  pp.  31-35,  72-73. 

COOK  INLET. 
Kachemak  Bat.    Piiospects. 

Sample. — Lignitic  coal;  Cook  Inlet  field;  analyses  Nos.  4457,  4429  (p.  44). 

Location. — IVoepects;  on  Kachemak  Bay. 

Coal  bed. — Not  named.    Tertiary  age,  Kenai  formation. 

Tlie  beds  were  measured  and  sampled  by  W.  W.  Atwood  in  1908,  as  described  below: 

Sample  4457  was  taken  from  an  outcrop  at  a  point  about  3  miles  east  of  Homer  Spit. 

Sample  4429  was  taken  from  an  outcrop  on  the  north  shore  of  Kachemak  Bay,  about 
1  mile  west  of  Homer  Spit,  and  represented  a  6-foot  cut. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  44;  also  U.  S.  Geol. 
Survey  Bull.  379,  pp.  125,  126. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  379,  pp.  110-122. 

Kachemak  Bat.    Outcrops. 

Sample. — Lignite;  Cook  Inlet  field;  analyses  Noe.  4426,  4432  (p.  45). 

Location. — Outcrops;  southeast  of  Anchor  Point. 

Coal  bed. — Not  named.    Tertiary  age,  Kenai  formation. 

The  beds  were  measured  and  sampled  by  W.  W.  Atwood  in  1908,  as  described  below : 

Section  of  lignite  bed  in  prospect  }  mile  west  o/Diamjond  Creek. 


Laboratory  No. 


CftrbonaoeouBBhalea 

Lignite 

Carbonaoeoiu  ahalea 

Lignite 

Shalea 

Lignite 

Floor,  day. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


4436 

Ft.  in. 

1  8 

0  S 

0  6 

1  0 
0  2 
9  7 

6  8 

8  10 


o  HQt  Included  In  samplei 
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Section  of  lignite  bed  in  prospect  about  H  miles  east  of  Troublesome  Oulch, 


Latxm  tory  No 

Coarse  sand. 

Lignite 

CarbonaoeouB  shalea 

Lignite 

Floor,  clay. 

lliickness  of  bed 

Thickness  of  coal  sampled . 


4432 
Ft,    H. 

2  0 

0  8 

1  0 

4  0 

8  9 


o  Not  Inohided  in  sample. 

For  chemical  analyBee  of  this  coal  see  part  I  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  379,  pp.  125,  126. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  379,  p.  110. 

Port  Graham.    OtrrcROP. 

Sample. — Lignitic  coal;  Cook  Inlet  field;  analysis  No.  4458  (p.  45). 

Location. — Outcrop;  north  shore  of  Port  Graham,  on  Cook  Inlet. 

Coal  bed. — Not  named.    Tertiary  age,  Kenai  formation. 

The  bed  was  measured  and  sampled  by  W.  W.  Atwood  in  1908.  The  sample  repre- 
sented 8  to  9  feet  of  coal  including  some  bone. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  379,  pp.  125,  126. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  379,  p.  110. 

Tyonek.    Outcrops. 

Sample. — ^Lignitic  coal;  Cook  Inlet  field;  analyses  Nos.  4425,  4464,  4465  (p.  45). 

Location, — Outcrops;  south  of  Tyonek  on  Cook  Inlet. 

Coal  bed, — ^Not  named.    Tertiary  age,  Kenai  formation. 

The  beds  were  measured  and  sampled  by  W.  W.  Atwood  in  1908. 

Sample  4425  consisted  of  some  loose  lignite  pebbles  from  a  conglomerate. 

Sample  4465  was  taken  at  a  point  4  miles  south  of  Tyonek  on  the  west  shore  of  Cook 
Inlet  near  the  south  end  of  Tyonek  beach. 

Sample  4464  was  taken  at  a  point  3  miles  south  of  Tyonek,  from  the  first  outcrop  on 
the  west  shore  of  Cook  Inlet. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  379,  pp.  125,  126. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
379,  p.  110. 

Tyonek.    Outcrops. 

Sample. — Lignite;  Cook  Inlet  field;  analyses  Nos.  4434,  4456  (p.  45.). 

Location. — Outcrops;  on  Beluga  River  above  canyon  and  rapids  (10  and  10^  miles 
up). 

Coal  bed. — Not  named.    Eocene  (?)  age,  Kenai  formation. 

The  beds  were  measured  and  sampled  by  W.  W.  Atwood  in  1908. 

Sample  4434  was  taken  10  miles  above  canyon  and  rapids. 

Sample  4456  was  taken  10^  miles  above  canyon  and  rapids. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  379,  p.  125,  126. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  379,  p.  110. 
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KATANTTSKA. 

BOULDSR  AND  HiCKS  OrBEKS.      OuTCROP. 

Sample, — ^Anthracite  coal;  Matanuska  field;  analysiB  No.  2222  (p.  45). 

Location. — Outcrop;  on  north  side  of  Matannaka  Valley  between  Boulder  and  Hicka 
creeks,  18  miles  (more  or  less)  from  Ghickaloon  Greek. 

Coal  bed. — Not  named.    Age,  uncertain. 

The  bed  was  measured  and  sampled  by  G.  G.  Martin  in  1905;  at  the  point  of  sampling 
it  was  38  feet  thick. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  327,  p.  60. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  327,  pp.  52-56. 

Ghickaloon  Grsek.    Watson's  Tunnel  No.  2. 

Sample, — Semibituminous  coal;  Matanuska  field;  analysis  No.  2215  (p.  45). 

Location. — ^Watson's  Timnel  No.  2«  Ghickaloon  Greek. 

Coal  bed. — Unnamed.  Tertiary  age,  Ghickaloon  formation.  Thickness,  15  feet  1 
inch,  with  several  partings;  dips  almost  vertical  toward  mouth  of  tuimel;  roof,  17} 
feet  of  shale;  fioor,  hard  shale. 

The  bed  was  measured  and  sampled  by  G.  G.  Martin  in  1905  as  shown  below: 

Section  of  coal  bed  in  Tunnel  No.  J?,  Chickaloon  Creek. 


LabontorvNo 

Roof,  hard  shale. 

Bone 

Coal 

Coal,  with  some  bone 

Coal 

Shale  and  bone  o 

Bony  coal 

Coal 

Bone 

Coal 

Bone 

Coal 

Boneo 

Floor,  hard  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


2216 

0  10 

0  2 
2  6 

1  10 

2  8 
0  6 

0  11 

1  11 

2  4 
0  5 
0  8 
0  6 

15  1 

12  0 


aNot  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  98;  Bull.  289,  p.  27;  Bull.  290,  p.  230;  Bull.  327,  p.  60;  BuU.  600, 
pp.  90-91. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  XT.  S.  Geol.  Survey 
Bull.  289,  p.  19;  Bull.  500,  pp.  42-52,  7^-88. 

GmcKALooN  Grbek.    Watson's  Tunnel  No.  2. 

Sample. — Semibituminous  coal;  Matanuska  field;  analysis  No.  2227  (p.  45). 

Location. — ^Watson's  Tunnel  No.  2,  on  Ghickaloon  Greek. 

Coal  bed. — Not  named.    Tertiary  age,  Chickaloon  formation. 

The  bed  was  measured  and  sampled  by  G.  G.  Martin  in  1905;  at  the  point  of  sampling 
it  was  5.2  feet  thick.    The  sample  did  not  represent  the  full  thickness  of  the  bed. 

For  chemical  anal3rBe8  of  this  coal  see  part  I  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  289,  p.  27;  Bull.  290,  p.  231;  Bull.  327,  p.  60;  Bull.  500,  pp.  90-91. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  500,  pp.  42-52,  72-88. 
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CmcxALooN  Cbbek.    Watson's  Tunnel  No.  3,  nsab  Watson's  Gamf. 

Sample. — ^Bituminous  coal;  Matanuska  field;  analysis  No.  2216  (p.  45). 

Location. — ^Watson's  tunnel  No.  3  near  Watson's  camp,  Ghickaloon  Creek. 

Coal  bed. — ^Unnamed.  Tertiary  age,  Ghickaloon  formation.  Thickness,  23  feet  10 
inches,  with  two  partings;  dip,  72®,  75®,  83®,  NW.;  roof,  10  feet  of  shale;  floor,  shale 
with  coal  streaks  4  feet  10  inches  thick. 

The  bed  was  measured  and  sampled  by  G.  G.  Martin  in  1905,  as  shown  below: 

Section  of  coal  bed  in  Watson's  Tunnel  No.  S  near  Wat9on*seampy  Ghickaloon  Creek. 


Laboratory  No 

Roof,  shale. 

Coal« 

Staalea 

Boneo 

Coal 

Floor,  shale  with  coal  streaks. 

Thickness  of  bed 

Thickness  of  coal  sampled 


2216 

Ft. 

in. 

1 

4 

0 

6 

0 

6 

7 

0 

0 

4 

7 

0 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  98;  Bull.  289,  p.  27;  Bull.  290,  p.  231;  Bull.  327,  p.  60;  Bull.  500, 
pp.  90-91. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
500,  pp.  42-52,  72-88. 

Ghickaloon  Gbeek.    Watson's  Tunnel  No.  5. 

Sample. — Semibituminous  coal;  Matanuska  field;  analysis  No.  2220  (p.  45). 
Location. — ^Watson's  tunnel  No.  5,  Ghickaloon  Greek. 

Coal  bed. — ^Unnamed.    Tertiary  age,  Ghickaloon  formation.    Thickness,  10  feet  10 
inches,  with  two  partings;  dip,  51®  NE. ;  roof,  10  feet  of  shale;  floor,  28  feet  of  shale. 
The  bed  was  measured  and  sampled  by  G.  G.  Martin  in  1905,  as  shown  below: 

Section  of  coal  bedxn  Watson's  tunnel  No.  6,  Ghickaloon  Creek. 


Laboratory  No 

Roof,  shale. 

Coal 

Sbaleo 

Bony  coal 

Sliale« 

Coal 

Floor,  shale. 

Thiokness  of  bed 

Thickness  of  coal  sampled . 


222C 

Ft. 

in. 

1 

8 

0 

6 

1 

8 

0 

10 

6 

2 

10 

10 

7 

10 

a  Not  included  In  sample. 


For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  98;  Bull.  289,  p.  27;  Bull.  290,  p.  231;  Bull.  327,  p.  60;  Bull.  500, 
pp.  90-91. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  500,  pp.  42-52,  72-88. 
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Ghickaloon  Creek.    Outgbof. 

Sample. — Semibitiiminous  coal;  MatanuBka  field;  analysis  No.  2214  (p.  45). 

Location. — ^Bed  on  south  bank  of  Mataniiaka  River,  3  miles  above  mouth  of  Chicka- 
loon  Creek. 

Coal  &6(f.— -Unnamed.  Tertiary  age,  Chickaloon  formation.  Thickness,  7  feet  7 
inches;  roof,  10  feet  of  gray  shale;  floor,  gray  shale  with  ironstone  bands. 

The  bed  was  measured  and  sampled  by  6.  C.  Martin  in  1905,  as  shown  below: 

Section  of  coal  bed  on  Matanusha  River,  S  miles  above  Chickaloon  Creek. 


Laboratory  No.. 
Roof,  gray  shale. 

Goala 

Shale* 


Coal. 


Floor,  gray  shale  with  ironstone  bands. 

Tmclmess  of  bed 

Thickness  of  coal  sampled 


2214 

J^.  in. 
0  6 
0  1 
7       0 


7 
7 


7 
0 


•  Not  Included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  98;  Bull.  289,  p.  ^;  Bull.  290,  p.  231 ;  BuU.  327,  p.  60;  Bull.  600, 
pp.  90-91. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

500,  pp.  42-52,  7^-88. 

Coal  Cbeek.    Outcrops. 

Sample. — Semibituminous  coal;  Matanuska field;  analjrses  Nos.  2217, 2219  (p.  45). 

Location. — Outcrops  above  mouth  of  Coal  Creek. 

Coal  bed. — Not  named.    Tertiary  age,  Chickaloon  formation. 

The  bed  was  measured  and  sampled  as  described  below: 

Sections  of  coal  bed  in  outcrops  above  mxmth  of  Coal  Creek. 


Laboratory  No. 


Coal... 
Parting. 
Shale. . 
Coal. 


Shale 

Sandstone  (varying  from  2  to  6  inches) . 
Coal 


Thickness  of  bed 

Thickness  of  coal  sampled. 


2217 

2219 

Ft.  in. 

Ft.  in. 

2     2 

6     8 

•  ■        •  • 

«6    '2 

i    5 

0     6 

. 

aO    11 

aO      5 

^        ^ 

1      0 

oO     0 

6      0 

8      7 

4      7 

6     9 

a  Not  included  in  sample. 

Sample  2219  was  taken  |  mile  above  mouth  of  Coal  Creek. 
Sample  2217  was  taken  }  mile  above  mouth  of  Coal  Creek. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  45;  also  U.  S.  Geol. 
Survey  Bull.  289,  p.  27;  Bull.  290,  p.  231;  Bull.  327,  p.  62;  Bull.  500,  pp.  90-91. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  500,  pp.  42-52,  72-88. 

EsKA  Creek.    Outcrop. 

Sample. — Bituminous  coal;  Matanuska  field;  analyses  Nos.  2224,  2226  (p.  46). 

Location. — Outcrops  on  west  bank  of  Eska  Creek,  elevation  875  feet. 

Coal  bed. — Unnamed.  Tertiary  age,  Chickaloon  formation.  Thickness,  10  feet  2 J 
inches  with  several  partings;  dip,  44^  NW.;  roof,  shale  and  sandstone  10  feet  thick; 
floor,  shale,  6  inches  thick,  below  which  are  2  feet  of  coaly  shale. 
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The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1905,  as  shown  below: 

SecHom  of  coal  bed  an  west  b&nk  of  Eska  Creek. 


Section 

Laboratory  No 

Roof,  shale  and  sandstone. 

Coal 

Shale  « 

Coalo. 

Shale  a 

Coal,  bony  « 

Coal 

Shale  a 

Coal 

Coal,  bony  a 

Shales 

Coal 

Coal  with  some  shale  and  bone  a. 
Shale  a 


Floor,  coaly  shale. 
Thickness  of  bed. 


Thickness  of  ooal  sampled. 


A 

2226 

Ft,  in. 

1     8 

0     1 

1     4 

0     1 

1     8 

•  •        •  • 

0      1 

•  •         •  • 

1     1 

0     1 

2     6 

0     6 

8     2| 

2     7 

B 

2224 

Ft,  in. 

3  3 

0  3 

0  11 

0  5 

•  •  »  • 

0  6 

0  6 

0  4 

•  •  •  • 

0  1 

0  0 


7  0 

8  3 


o  Not  included  In  sample. 

Section  A  was  measured  3  miles  above  trail,  at  an  elevation  of  875  feet. 

Section  B  was  measured  3  miles  above  trail,  at  an  elevation  of  about  1,175  feet. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  46;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  99;  Bull.  289,  p.  28;  Bull.  290,  p.  231;  Bull.  327,  p.  60;  Bull. 
500,  pp.  90-91. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

500,  pp.  42-52,  72-88. 

Kings  Cbeek.    Bed  on  West  Bank. 

Sample. — Bituminous  coal;  Matanuska  field;  analysis  No.  2218  (p.  46). 
Location. — Bed  in  opening  on  west  bank  of  Kings  Creek  at  upper  bridge. 
Coal  bed. — ^Unnamed.    Tertiary  age,  Kushtaka  formation.    Thickness,  9  feet  11 
inches;  dip,  42''  NE. 
The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1905,  as  shown  below: 

Section  of  coal  bed  on  west  bank  of  Kings  Creek  at  upper  bridge. 


Laboratory  No. 


Ooal 

Sandstone  a. 

Coal 

Shale  a 

Coala 

Sandstone  a. 
Bonvooal.. 
Sandstone  a. 
Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


2218 
Ft.  in. 
2     5 


0 
1 
0 
1 
0 
1 
0 
3 


2 

4 
1 
5 
1 
0 
1 
4 


9    11 
5      0 


o  Not  Inolttded  In  saipple. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  46;  also  U.  S.  Geol. 

Survey  Bull.  284,  p.  98;  Bull.  289,  p.  27;  Bull.  290,  p.  231;  Bull.  327,  p.  60. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

289,  p.  19. 

Matanuska  Valley.    Anthraoitb  Ridge.    Outcrop. 

Sample, — ^Bituminous  coal;  Matanuska  field;  analysis  No.  4754  (p.  46). 
Location. — Outcrop;  in  Matanuska  Valley,  at  east  end  of  anthracite  ridge. 
Coal  bed, — ^Not  named.    Roof,  sandstone;  floor,  shale. 
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The  bed  waa  meMored  and  eunpled  by  G.  C.  Martin,  as  described  bdow: 
Section  ofeoaL  bed  in  outerop  in  Matanuika  VaBqf  ai  eoMi  end  ^oMradU  ridge. 


JjahtwtAvrr'Hif.,.                      .  .    . 

1 
'      4754 

Boof .  wiMiiiiiim 

Coal* 

2      • 

Cc«l  ukI  dttk  « 

0      4 

Coal* 

I         0      6 

Coal  ukI  dsT  ' 

0      2 

Coal 

0    10 

Floor,  tfiale. 

Tiatikmmvflf^ 

4      4 

Tlik4»tif  *«^ftoal  Mmpled 

1               A      lO 

a  Not  indnded  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  46;  also  U.  S.  Geol. 
Survey  Bull.  327,  p.  55. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  8.  Creol.  Survey  Bull. 
327^  p.  41. 

MoosB  Crbbk.    Bbd  4  Milbs  Abovb  Trail. 

V 

Sample. — ^Bituminous  coal;  Matanuwka  field;  analysis  No.  2225  (p.  46). 

LoeaHon. — Section  of  coal  on  Moose  Creek  ,  elevation  700  feet. 

Coal  bed, — ^Unnamed.  Tertiary  age,  Ghickaloon  formation.  Thickness,  8  feet  1 
inch;  roof,  fissile  black  shale  and  carbonaceous  shale  and  sandstone,  about  1  foot  8 
inches  thick;  floor,  1  foot  of  shale  with  6  feet  of  massive  sandstone  underneath;  dip, 
24*  NE. 

The  bed  was  measured  and  sampled  by  G.  G.  Martin  in  1905,  as  shown  below: 

Section  of  coal  bed  on  Moose  Creek, 


Laboratoiy  No. 
Roof,  thato. 
Coala 

BaodsUHie  a. 
Brfcbtooal. 

Sbale* 

Bright  ooal. 
DoOooal..., 

Shalea 

Dullooala.. 


'ririftkiMii  of  bad 

Tbickoen  of  ooal  sampled , 


Ft.  in. 

0  2 

0  1 

2  4 

0  6 
2  0 

1  2 

0  4 

1  6 

8  1 

6  6 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  46;  also  U.  S.  Geol. 
Survey  Bull.  284,  p.  99;  Bull.  289,  p.  28;  Bull.  290,  p.  231;  Bull.  327,  p.  61;  Bull.  500, 
pp.  90-91. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  BulL 
600,  pp.  42-52,  72-88. 

TsADAKA  (Moosb)  Crbbk,  4^  MiLBs  Abovb  Trail.    Outcrop. 

Sample. — Bituminous  coal;  Matanuska  field;  analysis  No.  2221  (p.  46). 

Location. — Outcrop,  4}  miles  above  trail,  on  east  bank  of  Tsadaka  (Moose)  Czeek, 
about  100  yards  below  upper  cabin;  elevation  780  feet. 

Coal  bed— Vnn&med.  Tertiary  age,  Ghickaloon  formation.  Thickness,  12  feet  8 
inches;  roof,  shale  2  feet  thick,  overlain  with  3  feet  of  coal  with  ferruginous  inclusions; 
floor,  soft  shale  with  abundant  iron  ore  concretions;  dip,  43^  NW. 
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The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1905,  aa  shown  below: 
Section  of  coal  bed  on  east  bank  of  Teadaia  Creek,  about  100  yards  below  upper  cabin. 


LaboiatoryNo 

Roof,  shale. 

Cool,  blight 

Shatoa 

Coal,  bright  and  hard 

Softdialyooala 

Floor,  soft  shale  with  Iran-ore  ooncietions. 

Thickoeflsofbed 

Thiekoefls  of  ooal  sampled 


2221 

Ft 

ku 

4 

6 

0 

2 

7 

0 

1 

0 

12 

8 

11 

6 

•  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see' part  I  of  this  bulletin,  p.  46;  also  U.  S.  Creol. 
Survey  Bull.  284,  p.  99;  Bull.  289,  p.  28;  Bull.  290,  p.  231;  BuU.  327,  p.  61;  Bull.  500, 
pp.  90-91. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
600,  pp.  42-52,  72-^. 

Young  Grbsk.    Outcbop. 

Sample. — Bituminous  coal;  liatanuska  field;  analysis  No.  2223  (p.  46). 

Location. — Outcrop  on  west  bank  of  Young  Creek,  3  miles  above  trail,  at  elevation 
of  1,585  feet. 

Coal  bed. — ^Unnamed.  Tertiary  age,  Chickaloon  formation.  Thickneas,  16  feet  6 
inches,  with  one  parting;  roof,  shale  4  feet  thick;  floor,  shale  with  sandstone  bands  15 
feet  thick;  dip,  20**  NW. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1905,  as  shown  below: 

Section  of  coal  bed  on  west  bank  of  Young  Creek. 


LabmatoryNo 

Roof,  shale. 

Coal 

Shalea 

Coal 

Floor,  shale,  sandstone  bands. 

Thiokness  of  bed 

Thleknesa  of  ooal  sampled . 


2223 
J^  in, 

1  0 

16  0 

0  6 

16  6 

1  6 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  46;  also  U.  S.  (xeol. 
Survey  Bull.  284,  p.  98;  Bull.  289,  p.  28;  Bull.  290,  p.  231;  Bull.  327,  p.  60;  Bull. 
500,  pp.  90-91. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
500,  pp.  42-52,  72-88. 

SBWABD  FBNINSTTUL. 

CmcAoo  Crbbk.    CmcAoo  Orbek  Minb. 

Sample. — Lignitic  coal;  Seward  Peninsula  field;  analyses  Nos.  6940,  6941,  6942, 
3943,  6944,  6945,  6946,  6947,  6948  (p.  46): 

Mine. — Chicago  Creek;  on  Chicago  Creek,  a  tributary  of  Kujruk  River,  latitude  55° 
66^  N . ,  longitude  162°  25'  W. 

Coal  bed. — ^Not  named.  Thickness  about  88  feet,  with  a  few  thin  partings  of  bone 
and  sandy  shale;  strike,  N.  8°  W.;  dip,  53°  W. 

The  bed  was  measured  and  sampled  by  F.  F.  Henshaw  in  1908  as  described  below: 

Sample  6940  was  taken  at  a  point  60  to  72  feet  from  hanging  wall. 

Sample  6941  was  taken  at  a  point  36  to  48  feet  from  hanging  wall. 

Sample  6942  was  taken  at  a  point  12  to  24  feet  from  hanging  wall. 
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Sample  6943  was  taken  at  a  point  48  to  60  feet  from  hanging  wall. 

Sample  6944  was  taken  at  a  point  in  crosBcut  on  lowest  level,  at  a  point  about  12 
feet  from  hanging  wall. 

Sample  6945  was  taken  at  a  point  96  to  104  feet  from  hanging  wall  to  the  foot  wall. 

Sample  6946  was  taken  at  a  point  24  to  36  feet  from  hanging  wall. 

Sample  6947  was  taken  at  a  point  72  to  84  feet  from  hanging  wall. 

Sample  6948  was  taken  at  a  point  84  to  96  feet  from  hanging  wall. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  46;  also  U.  S.  Geol. 
Survey  Bull.  379,  p.  363. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
379,  p.  362. 

80UTHBASTBBN  ALASKA  (ADMOtALTY  ISLAND). 

MuBDSB  Cove.    Prospect. 

Sample. — Lignitic  (7)  coal;  Southeastern  Alaska  field;  analysis  No.  5796  (p.  47). 

Location, — ^F^pospect;  at  Murder  Cove,  Southeastern  Alaska. 

Coal  bed. — ^Not  named .    Tertiary  age ,  Eenai  formation . 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  47. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  287,  pp.  152-153. 

YUKON  BIVEB. 

Charley  Creek.    Prospect. 

Sample. — ^Bituminous  (?)  coal;  Yukon  River  field;  analysis  No.  5794  (p.  47). 
Looo^ton.— Jim  Henderson  claim;  at  Charley  Creek,  near  Copper  Creek,  Yukon 
River. 
Coal  6«d.— "No.  2.'*  Tertiary  age,  Kenai  (?)  formation. 
For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin  (p.  47). 

Williams  Creek.    Prospect. 

Sample. — ^Lignite  (?)  coal;  Yukon  River  field;  analjrsis  No.  6796  (p.  47). 

Location. — Ihrospect;  at  Williams  Creek,  6  miles  out  from  Eagle,  Yukon  River. 

Coal  6eef.— "No.  3." 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin  (p.  47). 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  218,  pp.  55-58. 

ARIZONA. 

COCONINO  COTTNTY. 

Tuba.    Tuba  Indian  Schooii  Mine. 

Sample. — Subbituminous  (?)  coal;  Black  Mesa  field;  analysis  No.  8122  (p.  47). 

Miru. — ^Tuba  Indian  school;  14  miles  southeast  of  Tuba,  in  Navajo  Indian  Reser- 
vation.   No  railroad  coimection. 

Coal  bed. — No  name.    Cretaceous  age,  in  Mancos  shale.    Thickness,  4|  feet. 

The  bed  was  measured  and  sampled  on  May  15,  1909,  by  M.  R.  Campbell.  The 
sample  included  4  feet  3  inches  of  clean  coal.  It  was  obtained  in  an  old  drift  about 
100  feet  from  the  entrance.    The  coal  was  very  dry  and  was  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  47;  also  U.  S.  Geol. 
Survey  Bull.  431,  p.  237. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  431,  p.  231. 
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NAVAJO  COtJNTY. 

Oraibi.    Oraibi  Indian  School  Minb. 

iS^omp^e.— Subbitiimmous  (?)  coal;  Black  Mesa  field;  analyBis  No.  8123  (p.  47). 

Mine. — Oraibi  Indian  School,  3  miles  east  of  Oraibi,  in  Hopi  Indian  Reservation. 
No  railroad  coimection. 

Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  (?)  formation. 

The  bed  was  measured  and  sampled  on  May  19, 1909,  by  M.  R.  Campbell,  as  shown 
below: 

Section  of  coal  bed  in  Oraibi  Indian  Sdiool  mine^  S  miles  east  of  Oraibi. 


LaboTBtory  No. 
Shale. 

Coalo 

Bone a 

Coal 

Bone  a 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


8123 

Ft.  in. 

0  11 

0  5 

1  8 

0  3i 

1  6 


4      81 
3      1 


a  Not  Included  In  sample. 

Sample  obtained  from  two  lower  benches  in  main  entry,  50  feet  from  entrance. 
Cofld  very  dry  and  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  47;  also  U.  S.  Geol. 
Survey  Bull.  431,  p.  237. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  431,  p.  231. 

ARKANSAS. 
FRANKLIN  COtJNTY. 

Altus.    GABBirz  Mine. 

ii?amp2e.'^-Semibituminous  coal;  Arkansas  field;  analysis  No.  3371  (p.  47). 

ifin«.— Garritz;  Denning-Coal  Hill  district;  in  sec.  17,  T.  9  N.,  R.  26  W.,  2  miles 
west  of  Altus. 

Coal  bed. — ^Hartshome.    Carboniferous  (AUegheny)  age,  Spadra  shale. 

The  bed  was  measured  and  sampled  by  Arthur  J.  Collier  in  1906.  The  sample 
represented  the  thickness  of  the  bed,  2  feet  1  inch.  It  was  taken  in  the  center  cross 
entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  47. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  pp.  143-153;  Bull.  326,  pp.  60-77. 

Dennino.    No.  2  Mine. 

Sample. — Semlbituminous  coal;  Arkansas  field;  analyses  Noe.  1040, 1042  (p.  48). 

Mint.— No.  2;  Denning-Coal  Hill  district;  in  sec.  22,  T.  9  N.,  R.  26  W.,  near  Denning. 

Coal  bed.^LocsXLy  known  as  the  Denning,  at  the  Hartshome  horizon  (probably  iden- 
tical with  the  Hartshome  coal  of  Oklahoma.)  Carboniferous  (Allegheny)  age;  Spadra 
shale.  The  coal  measured  3  feet  7  inches  and  4  feet  6  inches,  respectively,  at  the  points 
where  the  samples  were  cut. 
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The  bed  was  measured  and  sampled  by  J.  W.  Groves  in  1904,  as  shown  below: 

Section  of  coal  bed  in  No,  t  mine,  near  Denning. 


Laboratory  No. 


Coal.. 
Shale. 
Coal.. 


Thicloiess  of  bed 

Thickoess  of  coal  sampled. 


1042 

Ft,  in. 
2  3 
0  3 
2      0 


4     6 

4     3 


Sample  1040  represented  a  43-inch  cut.  * 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  48;  also  U.  S.  Geol. 

Survey  Bull.  326,  p.  96. 
For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

326,  p.  49. 

JOHNSON  OOXTNTY. 

Clajiksville.    Brooks  Mine. 

iSamp/tf.— Semianthracite  (7)  coal;  Arkansas  field;  analysis  No.  3369  (p.  48). 

Mine. — Brooks;  Spadra  district;  sec.  17,  T.  9  N.,  R.  23  W.,  2  miles  south  of  Clarks- 
ville. 

Coal  bed. — Known  as  the  Sx>adra,  at  the  Hartshome  horizon  (probably  identical 
with  the  Hartshome  coal  of  Oklahoma).  Carboniferous  (Allegheny)  age,  Spadra 
shale.    Thickness  34  inches,  with  2-inch  shale  parting  near  the  middle. 

The  bed  was  measured  and  sampled  by  R.  D.  Mesler,  as  shown  below: 

Section  of  coal  bed  in  Brooks  mine  at  Clarheville. 


Laboratory  No. 

Roof,  shale. 
Coal 


Shale*. 
Coal... 


ThlckiMSS  of  bed 

Thickness  of  ooal  sampled . 


3360 
Ft.  in. 

1     7 

0  2 

1  1 


2    10 
2     8 


a  Not  Included  In  sample. 

The  sample  was  taken  from  one  of  the  working  faces  of  the  mine. 

The  mine  shaft  is  240  feet  deep. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  48;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
326,  p.  49. 

Coal  Hill.    No.  4  Minb. 

Sample. — Semibituminous  coal;  Arkansas  field;  (Arkansas  No.  5)  analyses  Nos.  1130, 
1131  (p.  48). 

Mine. — No.  4;  Denning-Coal  Hill  district;  1}  miles  west  of  Coal  Hill,  in  sec.  19, 
T.  9  N.,  R.  25  W.,  on  the  Missouri  Pacific  Railroad. 

Co(d  bed. — ^Locally  known  as  the  Denning  (at  the  Hartshome  horizon  probably 
identical  with  the  Hartshome  coal  of  Oklahoma).  Carboniferous  (Allegheny)  age, 
Spadra  shale.  Dip  irregular,  being  nearly  horizontal.  T^e  mine  shaft  is  135  feet 
deep.    Roof  and  floor,  hard  shale. 
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Two  mine  sampleB  were  collected  by  J.  W.  Groves  in  1904,  at  points  showing  the 
following  sections: 

Seetioru  of  coal  bed  in  No.  4  miney  H  miles  west  of  Coal  Hill, 

• 

Section A  B 

LaboratorrNo 1130  1131 

Roof,  bard  shale.  Ft.     in.  Ft.  in. 

Coal 1        34  1     5 

Shale  mbced  with  coal  • 0        6}  0     7 

Coal  with  streaks  of  sulphur  and  shale 2        0  19 

Floor,  hard  shale. 

Tnickness  of  bed 3        9  3     9 

Thickness  of  coal  sampled 3        3i  3     2 

^ — . ■ 

o  Not  included  in  sample. 

Section  A  (sample  1130)  was  measured  in  room  45,  off  the  east  slope,  entry  3. 

Section  B  (sample  1131)  was  measured  in  room  38,  off  east  entry  2,  on  east  plane. 

Notes. — ^The  coal  from  this  mine,  in  common  with  the  coal  from  many  other  Arkansas 
mines,  is  soft  and  friable;  much  slack  is  made  in  mining  and  preparation,  and  separa- 
tion of  the  shale  and  the  sulphur  is  difficult  without  washing.  In  1904  about  60  per 
cent  of  the  output  was  used  by  the  Missouri  Pacific  Railway  for  engine  fuel.  The  slack 
was  generally  sold  to  Kansas  City  packing  houses. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  409;  Bull.  261,  p.  80;  Bureau  of  Mines 
Bull.  23,  p.  58;  producer-gas  tests:  U.  S.  Geol.  Survey  briquetting  tests:  U.  S,  Geol. 
Survey  Prof.  Paper  48,  p.  1434;  Bull.  261,  p.  151. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  48;  also  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  202;  Bull.  261,  p.  34;  Bull.  316,  p.  159;  Bull.  326,  p.  98. 

Coal  Hill.    Black  Diamokd  Mine. 

Sample. — Semianthracite  coal;  Arkansas  field;  analyses  No.  3370  (p.  48). 

lfin«.— Black  Diamond;  Denning-Coal  Hill  district;  in  the  SW.  1  sec.  30,  T.  9  N., 
R.  25  W.,  2^  miles  southwest  of  Coal  Hill. 

Coal  bed. — Denning,  on  the  Hartshome  horizon  and  probably  identical  with  the 
Hartshome  coal  of  Oklahoma;  Carboniferous  (Allegheny)  age,  Spadra  shale. 

The  bed  was  measured  and  sampled  by  C.  D.  Smith  in  1906. 

The  sample  was  taken  from  one  of  the  working  faces  where  the  bed  was  3^  feet  thick 
with  a  J-inch  parting  near  the  middle. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  48;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  159;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
326,  p.  49. 

Spadra.    Consolidated  Anthbacite  No.  1  Mine. 

Sample. — Semianthracite  coal;  Arkansas  field;  (Arkansas  No.  8)  analyses  Nos. 
2587,  2588  (p.  48). 

Mine. — Consolidated  Anthracite  No.  1;  at  Spadra,  on  the  St.  Louis,  Iron  Moimtain  & 
Southern  Railway. 

Coal  bed. — Spadra,  locally  known  as  Arkansas  anthracite;  probably  same  as  Harts- 
home of  Oklahoma.  Carboniferous  (Allegheny)  age,  Spadra  shale.  Bed  nearly  hori- 
2sontal,  dipping  5°  N.;  opened  by  shaft  87  feet  deep;  average  thickness,  2  feet  10 
inches;  roof,  gray  laminated  shale;  floor,  gray  shale,  in  places  hard. 
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The  bed  was  sampled  by  W.  J.  Von  Borries  and  J.  W.  Groves  on  November  27, 1904, 
at  two  points,  which  showed  the  following  sections: 

SectUms  of  coal  bed  in  Coruolidated  ArUhracUe  No.  1  mine  at  Spadra. 


Section 

A 

2687 
Ft.   in. 
1      6 

0  3 

1  2 

2  11 
2     8 

B 

Laboratory  No 

2588 

Roof,  shale. 

Coal 

Ft.    in. 
1     6 

Rhfth»a 

0     8 

Goal 

1     4 

Floor,  shale. 

TniRknffls  of  bed r  ^ ....  -  ^ ..  r ... . 

3     0 

Thickness  of  coal  sampled 

2     9 

a  Not  Included  in  sample. 

Section  A  (sample  2587)  was  from  a  point  1,300  feet  northeast  of  shaft,  east  entry  6. 

Section  B  (sample  2588)  was  from  a  point  1,650  feet  northwest.of  shaft,  west  entry  8. 

Notes. — ^The  Spadra  coal  is  widely  used  as  domestic  fuel.  At  this  mine,  in  1904,  six 
sizes  were  produced  by  screening;  the  slate  was  separated  by  mechanical  pickers. 
The  slack  was  that  which  passed  through  a  f-inch  screen. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  70;  Bureau  of  Mines  Bull.  23,  pp.  58,  147; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  70;  Bureau  of  Mines  Bull.  13, 
pp.  105,  272;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  71;  Bull.  336,  p.  17. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  48;  also  U.  S.  Geol.  Survey 

Bull.  332,  p.  69. 

Spadra.    Eureka  Mine. 

Sample. — Semianthracite  coal;  Arkansas  field;  analysis  No.  3368  (p.  49). 

Jfin«.— Eureka,  Spadra  district;  in  the  SW.  J  sec.  14,  T.  9  N.,  R.  24  W.,  near 
Spadra. 

Coal  bed, — Spadra;  probably  equivalent  to  Hartshome  of  Oklahoma.  Carboniferous 
(Allegheny)  age,  Spadra  shale.  Thickness  44  inches,  with  a  parting  3  inches  or  more 
near  the  middle.    The  coal  is  mined  from  a  shaft  140  feet  deep. 

The  bed  was  measured  and  sampled  by  G.  D.  Smith  in  1906,  as  shown  below: 

Section  of  coal  bed  in  Eureka  mine  near  Spadra. 


Laboratory  No 

Roof,  shale. 

Coal 

Parting  a 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled 


3368 

Ft. 

in. 

I 

A 

0 

6 

1 

10 

3 

8 

3 

2 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  49;  also  U.  S.  Geol. 

Survey  Bull.  316,  p.  159;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

BuU.  326,  p.  68. 

Spadba.    Needmore  Mine. 

Sample. — Scnianthracite  coal;  Arkansas  field;  analysis  No.  3407  (p.  49). 

Miiu. — Needmore,  Spadra  district;  in  sec.  23,  T.  9  N.,  R.  24  W.,  near  Spadra. 

Coal  bed. — Spadra,  on  the  Hartshome  horizon,  and  equivalent  to  the  coal  mined  at 
Jenny  Lind  and  Huntington,  Ark.,  and  Hartshome,  Okla.  Carboniferous  (Alle- 
gheny) age,  Spadra  shale. 

The  sample  was  taken  by  R.  D.  Mesler  from  one  of  the  working  faces,  where  the  coal 
is  3  feet  5  inches  thick  with  a  2-inch  shale  parting  near  the  middle. 
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Section  of  coal  bed  in  Needmore  mine  near  Spadra, 


Laboratory  No 

Roof,  shale. 

Coal 

Fartinga 

CJoal 

Floor,  sandstone. 

Thickness  of  bed 

,  Thickness  Of  coal  sampled . 


3407 

Ft.  in. 

1  6 

0  2 

1  10 

3  5 

3  3 


a  Not  taiduded  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  49;  also  U.  S.Geol. 

Survey  Bull.  316,  p.  159;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  326,  p.  49. 

LOGAN  COtJNTY. 

Paris.    Pabis  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analysis  No.  3174  (p.  48). 

Mine.—PsuiB]  Paris  district;  in  sec.  10,  T.  7  N.,  R.  26  W.,  at  Paris. 

Coal  bed. — Known  as  the  Paris.  Carboniferous  (Allegheny)  age,  Paris  ahala.  It  is 
from  1,000  to  1,400  feet  vertically  above  the  Hartahome  coal  and  from  400  to  600  feet 
above  the  Charleston  coal.  Roof,  firm  sandstone,  imderlain  with  half  a  foot  or  more 
of  draw  slate;  floor,  a  thin  bed  of  fire  clay. 

The  sample  was  taken  from  one  of  the  working  faces  in  the  deepest  part  of  the  mine, 
and  represents  a  thickness  of  26  inches  without  partings. 

The  bed  was  measured  and  sampled  in  1906  by  C.  D.  Smith. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  49;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  159;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  326,  p.  49.  

OUACHITA  COUNTY. 

Lester.    Lester  No.  2  Mine. 

Sample. — Lignite;  Arkansas  field;  (Arkansas  No.  10)  analyses  Nos.  2647, 2648 
(p.  49). 

Mine. — Lester  No.  2;  a  drift  mine,  7  miles  west  of  Lester,  on  the  St.  Louis,  Iron 
Mountain  &  Southern  Railway. 

Coal  bed. — Unnamed.  Tertiary  age,  Wilcox  formation.  Thickness,  5  to  8  feet, 
averaging  6  feet  or  5)  feet  where  worked;  roof,  gray  clay;  floor,  clay. 

Two  samples  were  taken  by  W.  J.  Von  Boiries  on  December  14,  1905,  at  measured 
sections  of  the  coal  exposed. 

Section  A  (sample  2647)  represented  6  feet  6  inches  of  lignite.  The  sample  was 
taken  in  left  entry  2,  300  feet  from  the  drift  mouth. 

Sectidn  B  (sample  2648)  represented  5  feet  of  lignite.  It  was  taken  in  the  air  couise, 
300  feet  from  the  drift  mouth. 

The  sections  did  not  represent  the  full  thickness  of  the  bed. 

Notes. — This  lignite,  in  1905,  had  only  a  local  use,  as  it  slacks  quickly  on  exposure 
and  will  not  stand  storage  nor  transportation  to  any  considerable  distance.  The  bed 
was  worked  from  an  outcrop. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  73;  Bureau  of  Mines  Bull.  23,  pp.  58,  147; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  74;  Bureau  of  Mines  Bull.  13,  pp. 
106,  272. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  49;  also  V,  &,  Geol.  Survey 
Bull.  332,  p.  73, 
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POFB  COUNTY. 

RnSSELLYtLLB.      SOUTHERN  MiNE. 

Sample. — Semianthracite  coal;  Arkansas  field;  analysis  No.  3176  (p.  49). 

MxTu. — Southern;  Spadra  district;  in  the  Shinn  Basin  south  of  Russellville. 
Sample  3177  was  taken  in  sec.  22,  T.  7  N.,  R.  20  W.;  sample  3176  was  taken  in  sec. 
21,  T  7  N.,  R.  20  W. 

Coal  bed, — Shinn  Basin  (on  the  Hartshome  horizon  and  may  be  identical  with  coal 
mined  in  the  western  part  of  the  field  at  Huntington  and  Jenny  Lind,  Ark.,  and 
Hartshome,  Okla.).  Carboniferous  (Allegheny)  age,  Spadra  shale.  Thickness,  30  to 
36  inches. 

Thabed  was  measured  and  sampled  by  0.  D.  Smith  in  1906,  as  shown  below: 

Section  of  coal  bed  in  Southern  mine  at  Russellville. 


Laboratory  No 

Roof,  shale. 

Goal  (varying  up  to  10  in.) 

Parting  a  (varying  up  to  10  in.) . 

Goal  (varying  up  to  2  ft.  10  in.) . 
^loor,  sandstone. 

Thidmeosofbed 

Thickness  of  ooal  sampled 


3176 
Ft.    In. 
0     8 

0  8 

1  10 

8     0 

2  8 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  49;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  159;  and  Bull.  326,  p.  99. 
For  geologic  relations  of  bed  see  U.  S.  Geol.  Survey  Bull.  326,  pp.  49,  68. 

Russellville.    Russellville  Mine. 

Sample. — Semianthracite  coal;  Arkansas  field;  analysis  No.  3177  (p.  49). 

Mine. — Russellville;  Spadra  district;  in  the  Shinn  Basin  south  of  Russellville  in 
sec.  21,  T.  7  N.,  R.  20  W. 

Coed  bed. — Shinn  Basin  (on  the  Hartshome  horizon  and  may  be  identical  with  coal 
mined  in  the  western  part  of  the  field  at  Huntington  and  Jenny  Lind,  Ark.,  and 
Hartshome,  Okla.).  Carboniferous  (Allegheny)  age,  Spadra  shale.  Thickness,  30  to 
36  inches. 

The  bed  was  measured  and  sampled  in  1906  by  C.  D.  Smith,  as  shown  below: 

Section  of  coal  bed  in  Russellville  mine  sotUh  of  Russellinlle. 


Laboratory  No. 


Coal... 
Shale  a. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


8177 

Ft.in. 

0   0 

0   8 

3    0 


3    6 
2    0 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  49;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  159;  Bull.  326,  p.  99. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  326,  pp.  49,  68. 

SCOTT  COUNTY. 

Bates.    Seymour  Mine. 

Sample. — Bituminous  coal;  Arkansas  field;  analyses  Nos.  3503,  3505  (p.  49). 
Mine.— Seymour;  Bates-Coaldale  district;  in  the  NE.  J  NW.  J  sec.  21,  T.  3  N.,  R. 
32  W.,  at  Bates. 
Coal  &e(/.— Hartshome.    The  coal  is  of  Carboniferous  (Allegheny)  age,  Spadra  shale. 
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The  bed  was  measured  and  eampled  at  two  points  by  G.  D.  Smith  in  1906,  as  de- 
scribed below: 

Sections  of  coal  bed  in  Seymour  mine  at  Bates. 


Laboratory  No.  ^ 

Coal 

fihale 

Coal 

SluUe 

Coal 

Shale 

Coal 

TbicknesBofbed 

Thickness  of  coal  sampled 


3606 

Ft, 

in. 

a2 

0 

oO 

3 

o2 

0 

•  2 

0 

a2 

0 

•  2 

6 

4 

0 

14 

0 

4 

0 

3608 
Ft.    (n. 

2     0 

0 

2 

2 

2 
>2 
•  4 


14     0 
8     3 


•  Not  included  in  sample. 

Sample  3503  represented  the  three  upper  benches  of  the  mine,  including  the  part- 
ings, and  was  obtained  by  boring  a  hole  upward  from  the  roof  of  the  lower  bench 
through  the  upper  three  benches,  the  cuttings  from  the  auger  being  taken  as  a  sample. 

Note. — Only  the  lower  bench  of  the  bed  was  mined. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  49;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  326,  pp.  49,  60-77;  Bull.  316,  pp.  143-153. 

SEBASTIAN  COUNTY. 

AuBtTBN.    Coal  Ridoe  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analysis  No.  3218  (p.  49). 

Mine. — Coal  Ridge;  Bonanza- Jenny  Lind  district;  in  sec.  20,  T.  7  N.,  R.  29  W.,  a 
few  miles  north  of  Auburn. 

Coal  bed. — Charleston  (variously  known  locally  as  the  Sky  vein,  Coal  Ridge  vein, 
etc.).  Carboniferous  (Allegheny)  age,  Fort  Smith  formation.  Thickness,  18  inches 
without  partings;  roof,  sandstone;  floor,  sandstone.  The  bed  is  stratigraphically  from 
800  to  900  feet  above  the  Hartshome  horizon  and  is  provisionally  correlated  with  that 
formerly  worked  near  Caulkesville,  Central,  Fort  Smith,  and  other  places,  and  is 
believed  to  be  at  about  the  same  horizon  as  the  Fhilpot  bed  north  of  Coal  Hill. 

The  sample,  representing  an  18-inch  cut,  was  taken  by  Sidney  Paige  in  1906  from  a 
small  drift  worked  occasionally  at  the  west  end  of  Coal  Ridge.  The  face  from  which 
it  was  cut  had  probably  been  exposed  to  the  air  for  several  months. 

Note. — ^This  bed  had  supplied  coal  for  neighborhood  use  from  a  number  of  strip  pits 
and  other  openings  near  Charleston. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  49;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  159;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  326,  pp.  49,  77. 

Bonanza.    No.  26  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  (Arkansas  No.  9)  analyses  Nos. 
2599,  2600  (pp.  49,  50). 

Mine. — ^No.  26;  2*  miles  east  of  Bonanza  on  the  St.  Louis  &  San  Francisco  Railroad. 

Coal  6«f.— Hartshome,  also  known  locally  as  Huntington.   Carboniferous  ( AU^heny) 
age,  Spadra  shale.    Dip,  5°  to  10®  N.;  thickness,  2  feet  6  inches  to  4  feet,  averaging 
3  feet,  with  a  persistent  shale  parting;  roof,  laminated  gray  shale;  floor,  laminated 
gray  shale.    Mine  shaft  250  feet  deep. 
45889**— Bull.  22,  pt.  2—13 5 
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Mine  Bamples  were  taken  on  December  5,  1905,  by  J.  W.  Groves  and  W.  J.  von 
Boniee  at  two  points  as  described  below: 

Sections  of  coal  bed  in  No.  26  Mine,  2  miles  east  of  Bonanza. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Mother  ooal  and  a  bad  shale  «. 

Goal 

Shalea 

Goal 

Hoot,  shale. 

Tnicknessofbed 

Thickness  of  ooal  sampled . . . 


A 

2509 

FL  in. 

1 

2 

0 

i 

1 

0 

0 

1} 

0 

10 

3 

li 

3 

0 

B 
9600 

J^    In. 

1  6 
0  1 
0  6 
0  2 
0    11 

3     2 

2  11 


o  Not  Included  in  sample. 

Section  A  (sample  2599)  was  measured  1,400  feet  southeast  of  shaft,  main  east  entry. 

Section  B  (sample  2600)  was  measured  1,100  feet  west  of  shaft,  room  16,  main  west 
entry. 

Notes. — ^The  coal  from  this  mine,  like  that  from  some  other  mines  in  the  district,  is 
soft  and  granular  and  breaks  down  in  mining.  The  rated  capacity  of  the  mine  in 
1905  was  about  1,000  tons  daily. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  foUows:  Washing 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  71;  Bull.  336,  p.  13;  coking  tests:  U.  S.  Geol. 
Survey  Bull.  332,  p.  71;  Bull.  336,  pp.  21,  27,  36;  cupola  tests  of  coke:  U.  S.  Geol. 
Survey  Bull.  332,  p.  72;  Bull.  336,  pp.  65,  68,  70,  72,  74. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  49,  50;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  71. 

For  geologic  relations  of  bed  see  U.  S.  Geol.  Survey  Bull.  326,  p.  51. 

Bonanza.    No.  12  Minb. 

Sample. — Semibituminous  coal;  Arkansas  field;  (Arkansas  No.  2)  analyses  Noe. 
1049,  1053,  (p.  50). 

Mine. — No.  12;  Bonanza-Jenny  Lind  district;  a  slope  mine,  about  1  mile  east  of 
Bonanza  on  the  St.  Louis  &  San  Francisco  Railroad  and  the  Kansas  City  Southern 
RaDway. 

Coal  bed. — Hartshome,  also  known  locally  as  Himtington .  Carboniferous  (Allegheny) 
age,  Spadra  shale.  The  mine  is  on  the  southern  edge  of  a  broad  synclinal  trough, 
the  coal  dipping  north  about  6  feet  in  100  feet.  The  bed  is  3  feet  10  inches  to  4 
feet  2  inches  thick,  with  a  bone  coal  parting.  The  roof  is  of  shale  and  good;  the  floor 
is  shale. 

Two  samples  were  collected  by  M.  R.  Campbell  at  points  in  the  mine  as  described 
below: 

Sections  of  coal  bed  in  No.  12  mtn«,  /  mile  east  of  Bonanza. 


SectloD 

Laboratory  No 

Roof,  shale. 

Coal 

Shalea 

Goal 

Floor,  shale. 

Tnicknessofbed 

ThioknesB  of  coal  sampled. 


A 

1063     1 

Ft. 

In. 

2 

6 

0 

1} 

1 

2 

8 

8i 

8 

7 

B 

1040 
Ft.    in. 

2     2 

0  2 

1  3 


I 


8     8 
3     5| 


•  Not  Included  In  sample. 

Section  A  (sample  1053)  was  measured  in  east  entry  4,  and  Section  B  (sample  1049) 
was  measured  in  west  entry  7. 

Notes. — ^The  coal,  like  some  other  Arkansas  bituminous  coals,  is  fnable  and  makes 
considerable  slack,  nearly  30  per  cent;  the  slack,  what  passed  through  a  If-inch  screen, 
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containing  much  of  the  best  part  of  the  coal.  In  1904  about  55  per  cent  of  the  output 
was  sold  for  locomotive  fuel;  about  30  per  cent,  the  slack,  went  to  Kansas  City  packing 
houses,  and  about  IS  per  cent  to  factories. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  F^per  48,  p.  361;  Bull.  261,  p.  80;  Bureau  of  Mines 
Bull.  23,  p.  58;  briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1431;  Bull. 
261,  p.  148;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1329;  Bull.  261, 
p.  122. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  50;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  199;  Bull.  261,  p.  33;  Bull.  326,  p.  96. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  326,  p.  51. 

Burma.    Sunshine  Shaft. 

Sample. — Semibituminous  coal;  Arkansas  field;  analysis  No.  3148  (p.  50). 

Mine. — Sunshine  shaft;  Greenwood-Huntington  district;  a  partially  developed 
mine  located  about  |  mile  northeast  of  the  Red  Rock  mine,  in  sec.  20,  T.  5  N.,  R.  31 W., 
near  Burma  Station. 

Coal  bed. — ^Hartshome  (known  locally  as  Huntington).  Carboniferous  (AUegeny 
age),  Spadra  shale.    The  bed  is  not  as  thick  as  that  mined  in  the  Red  Rock  mine. 

The  mine  was  sampled  by  C.  D.  Smith  in  1906.  The  sample  represented  3  feet  of 
coal. 

Notes. — ^About  4  inches  of  the  coal  near  the  top  is  thrown  out  in  mining.  The  coal, 
which  is  hand  picked  and  sacked,  is  used  for  blacksmithing  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  50;  also  U.  S.  Geol. 
Survey  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  oee  U.  S.  Geol.  Survey 
Bull.  326,  p.  49. 

BuRKA.    Mammoth  Vein  No.  1  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analyses  Nos.  1066, 1068  (p.  50). 

Mine. — Mammoth  Vein  No.  1;  Carboniferous  (Allegheny)  age,  Spadra  shale,  at 
Burma,  in  sec.  1,  T.  4  N.,  R.  32  W.,  on  the  Midland  Valley  Uailroacl. 

Coal  bed. — Locally  known  as  the  Mammoth;  on  the  Hartahome  horizon  and  is 
equivalent  to  the  Hartahome  coal.  Dip,  about  10°;  roof,  sandstone,  with  }  to  2 
inches  of  shale  in  places  between  coal  and  sandstone;  floor,  smooth  black  shale, 
2  to  3  inches  thick;  below  the  shale  is  1  foot  of  coal  and  below  this  coal  is  fire  day. 

The  bed  was  measured  and  sampled  at  four  points  by  J.  W.  Groves  in  September, 
1904,  as  described  below: 

Sections  of  coal  bed  in  Mammoth  Vein  No,  1  mine  at  Burma, 


SeoticQ 

Labontoity  No 

Boof.  nndstone.  ,  .  . 

Coal  with  streaks  of  sandstone  and  shale. 

Bolt  shale  a 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled. 


A 

1066 
Ft.   in. 
4     6 
0    lU 
3      2} 

8     7 
7     71 


B 

•  •  a  •  4 

■  •  •  • 

C 

1068 

FL 

in. 

Ft.  in. 

4 

6 

4     5 

0 

10 

1     0 

8 

1 

3     0 

8 

6 

8     5 

7 

7 

7     5 

Ft.  in. 
4  1 
0  9 
3     0 

7    10 
7     1 


a  Not  included  in  sample. 

For  chemical  analyses  of  coal  see  part  1  of  this  bulletin,  p.  50;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  49;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  326,  pp.  49,  60. 
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BuBiu..    Woodson's  Slops  and  Stbip  Pit. 

Sample. — Semibituminous  coal;  Arkanns  field;  analyBes  Nos.  3155,  3156  (p.  60). 

lftn«.— Woodson's  slope  and  strip  pit;  Greenwood-Huntington  district;  in  sec.  19, 
T.  5  N.,  R.  31 W.,  near  Burma,  near  the  line  of  the  St.  Louis  d  San  Francisco 
Railroad. 

Coal  bed. — ^This  bed  is  regarded  as  eqiiivalent  to  coal  mined  at  Hartshome,  Okla.; 
Carboniferous  (Allegheny)  age,  Spadra  shale.  Thickness,  3  feet  7  inches,  without 
partings;  roof,  shale;  floor,  shale. 

The  bed  was  sampled  at  two  points  by  C.  D.  Smith.  Each  sample  represented  3 
feet  7  inches  of  coal.  Sample  3156  was  collected  from  the  face  of  a  slope  near  rail- 
road for  comparison  with  sample  3155  to  determine  the  effect  of  weathering  on  the 
coal.  The  analyses  of  the  two  samples,  however,  nearly  coincide  and  indicate  that 
the  coal  is  stable  and  only  slightly  affected  by  weathering. 

Notes. — ^At  this  place  the  coal  has  been  mined  by  stripping  for  half  a  mile  or  more 
along  the  outcrop  and  laboratory  No.  3155  was  taken  from  a  face  exposed  in  the  pits. 
Where  the  dip  of  the  coal  has  carried  it  to  such  a  depth  as  to  make  strip  mining  imprac- 
ticable, short  slopes  have  been  driven  from  the  face  as  exposed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  50;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  326,  pp.  49,  66. 

BuBHA.    Red  Rock  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analysis  No.  3154  (p.  51). 

Mine. — Red  Rock;  Greenwood-Huntington  district;  in  sec.  20,  T.  5  N.,  R.  31  W., 
at  Burma  Station. 

Coal  bed. — ^Hartshome.  The  coal  is  regarded  as  equivalent  to  that  mined  at 
Hartshome,  Okla.;  Carboniferous  (Allegheny)  age;  Spadra  shale.  Thickness  36 
inches;  roof,  hard  sandstone;  floor,  sandy  slate. 

The  mine  was  sampled  in  1906  by  C.  D.  Smith  and  A.  J.  Collier,  the  sample  includ- 
ing 3  feet  of  coal. 

The  mine,  when  sampled,  was  worked  from  a  shaft  about  60  feet  deep. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  51;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  326,  pp.  49,66. 

BuBMA.    Denhan  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analysis  No.  3158  (p.  51). 

JbTme.— Denman;  Greenwood-Huntington  district;  in  sec.  19,  T.  5  N.,  R.  31  W., 
near  Burma  Station. 

Coal  bed. — Hartshome  (Hartshome  horizon  and  regarded  as  equivalent  to  coal  mined 
at  Hartshome,  Okla.).  Carboniferous  (Allegheny)  age,  Spadra  shale.  Average 
thickness,  36  inches,  overlain  by  a  thick  bed  of  hard  sandstone;  in  the  western  part 
of  the  workings  shale  of  varying  thickness  intervenes  between  the  coal  and  the  sand- 
stone; roof,  shale;  floor,  shale. 

The  mine  was  sampled  in  1906  by  C.  D.  Smith,  the  sample  representing  3  feet  of 
coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  51;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  326,  pp.  49,  66. 
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Fort  Sxith.    Montqombbt  and  Jones  Mine. 

Sample, — Semibituminous  coal;  Arkanaas  field;  analyais  No.  3372  (p.  51). 

Mine, — ^Montgomery  and  Jones;  Bonanza-Jenny  Lind  district;  in  sec.  30,  T.  8  N., 
R.  31  W.y  on  Maasard  Prairie,  about  5  miles  from  Fort  Smith. 

Coal  bed. — ^Hartshome  (regarded  as  equivalent  to  the  bed  mined  at  Jenny  Lind  and 
Bonanza);  Carboniferous  (Allegheny)  age;  Spadra  shale.  Thickness,  27  to  30 
inches,  with  a  shale  parting  less  than  1}  inches  thick.  Upper  bench  is  said  to  be  softer 
and  freer  from  impurities  than  the  lower. 

The  sample  was  collected  in  1906  by  0.  D.  Smith  from  a  working  face  imder  a 
cover  of  about  30  feet.    The  section  follows: 

Section  of  coal  bed  in  Montgomery  and  Jona  mtn«,  5  miles  from  Fort  Smith. 


Laboratory  No. 

Roof,  shale. 

Coal 

Shalea 

Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


3372 

Ft. 

in. 

1 

10 

0 

U 

0 

8 

2 

7* 

2 

6 

a  Not  included  in  sample. 

The  mine  is  a  small  one,  producing,  when  sampled,  only  2  or  3  tons  of  coal  per  day. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  61;  also  U.  S.  Geol. 
Survey  BuU.  316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  326,  pp.  49,  54. 

Greenwood.    Banneb  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analysis  No.  3175  (p.  51). 

Mine. — ^Banner;  Greenwood-Huntington  district;  in  sec.  16,  T.  6  N.,  R.  30  W.,  a 
few  miles  east  of  Greenwood.  Total  thickness,  about  8  feet,  5  feet  of  which,  in  one 
bench,  is  mined. 

Coal  bed. — ^Hartshome  (Huntington);  Carboniferous  (Allegheny)  age,  Spadra  shale. 

The  bed  was  measured  and  sampled  in  1906  by  0.  D.  Smith,  as  shown  below: 

Section  of  coal  bed  in  Banner  miney  east  of  Oreenwood. 


Laboratory  No. 


ShalT  coal  and  shale  a. 

Coal 

Shale  and  bone  « 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


3176 

Ft.  in. 

2 

6 

5 

3 

0 

3 

8 

0 

5 

3 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  51;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  326,  pp.  49,  56. 

Greenwood.    Greenwood  No.  1  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analysis  No.  3173  (p.  51). 

Mine. — Greenwood  No.  1;  Greenwood-Huntington  district;  in  sec.  12,  T.  6  N., 
R.  31  W.,  near  Greenwood. 

Coal  bed. — ^Hartshome.  Carboniferous  (Allegheny)  age;  Spadra  shale.  Thickness, 
4  feet  to  7  feet,  separated  into  two  benches  by  a  parting  of  soft  shale  near  the  center; 
parting  varies  from  a  thin  layer  to  6  inches. 
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The  bed  waa  measured  and  sampled  in  1906  by  C.  D.  Smith,  as  shown  below: 
Section  of  coal  bed  in  Greenwood  No.  1  mine^  near  Oreenwood. 


Laboiatory  No. 
RooL  shale. 
Coftl 


Parting  o. 
Cioal 


ThlckDfissofbed 

Thickneas  of  cool  sampled. 


3173 

Ft, 

in. 

3 

0 

0 

6 

3 

0 

6 

6 

6 

0 

a  Not  included  in  sample. 

The  sample  was  taken  from  a  working  face  in  the  lower  part  of  the  mine,  as  far  as 
possible  from  the  outcrop. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  51;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  326,  pp.  49,  59. 

Hagkbtt.    Bates  &  Mc Williams  Mine. 

Sample. — Semibitiiminous  coal;  Arkansas  field;  analysis  No.  3157  (p.  51). 

Location. — Bates  &  McWilliams;  Greenwood-Huntington  district;  in  sec.  18,  T. 
6  N.,  R.  31  W.,  2  miles  east  of  Hackett. 

Coal  bed. — Hartshome  (Himtington).  Carboniferous  (Allegheny)  age,  Spadra 
shale.  Thickness,  32  inches,  without  partings.  The  coal  is  in  the  eastern  exten- 
sion of  the  bed  mined  at  Hackett,  Ark.,  and  at  Panama,  Okla.,  and  is  almost  identical 
in  character  but  divided  by  partings.  At  Greenwood,  a  few  miles  farther  east, 
it  is  very  much  thicker  but  divided  by  partings. 

The  sample  was  taken  by  Sidney  Paige  from  a  clean,  dry  working  face.  The  sample 
included  2  feet  10  inches  of  coal. 

For  chemical  analyses  see  x>art  1  of  this  bulletin,  p.  51;  also  U.  S.  Geol.  Survey  Bull. 
316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  326,  pp.  49,  56. 

Hackett.    Hackett  City  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analysis  No.  3497  (p.  51). 

Mine. — Hackett  City;  Greenwood-Huntington  district;  in  sec.  21,  T.  6  N.,  R.  32  W., 
J  mile  west  of  Hackett. 

Coal  bed. — ^Hartshome.    The  coal  is  of  Carboniferous  (Allegheny)  age;  Spadra  shale. 

The  bed  was  measured  and  sampled  in  1906  by  C.  D.  Smith.  The  sample  was  taken 
from  a  3-foot  8-inch  cut.    The  sample  was  wet. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  51. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
316,  pp.  14a-153;  BuU.  326,  pp.  50-77. 

Hartpord.    Patterson  No.  1  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analysis  No.  3500  (p.  51). 

Mine. — Patterson  No.  1;  Greenwood-Huntington  district;  in  the  NE.  J  SE.  {  sec.  14, 
T.  4  N.,  R.  32  W.,  about  2  miles  northeast  of  Hartford. 

Coal  bed. — ^Hartehome.  Carboniferous  (Allegheny)  age;  Spadra  shale.  Thickness, 
62  inches,  with  a  10-inch  clay  parting  near  the  bottom;  lower  bench  not  mined. 

Only  the  upper  bench,  3  feet  6  inches  thick,  is  represented  by  the  sample,  which 
was  collected  in  1906  by  C.  D.  Smith  from  one  of  the  working  faces,  as  shown  on  the 
following  page: 
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Section  of  coal  bed  in  PatUnon  No.  1  mine,  t  milee  eaet  of  Hartford, 


No 
Bool,aaii< 

Coal 

easy* 

Coal* 

Ploor  shale. 

Thiokiicssofbed 

Thickness  of  ooal  sampliwl 


SfiOO 

Ft.  in. 

5  6 
0  10 
0  10 

6  2 
8  8 


•  Noi  Included  In  sample. 

For  chemical  analyses  see  part  I  of  this  buUetin,  p.  51;  also  U.  S.  Geol.  Survey  Bull. 
316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
326,  pp.  49,  62. 

HUNTINOTON.      No.  3  MiNE. 

Sample. — Semibituminous  coal;  Arkansas  field;  (Arkansas  No.  1  and  No.  IB) 
analyses  Nos.  1045, 1046,  2585,  2586  (p.  51). 

Mine. — ^No.  3;  Greenwood-Huntington  district;  1  mile  west  of  Huntington,  on  the 
St.  Louis  &  San  Francisco  Railroad. 

Coal  bed. — ^Hartshome  (Huntington) .  Carboniferous  (Allegheny)  age ;  Spadra  shale. 
Mine  lies  in  center  of  synclinal  basin,  plunging  to  west.  Worked  by  shaft  110  feet 
deep.    Roof,  sandstone  and  shale;  floor,  shale.    The  bed  has  three  benches. 

Four  sections  were  measured  and  sampled — two  (A  and  B)  by  M.  R.  GampbeU  in 
1904,  and  two  (C  and  D)  by  J.  W.  Groves  and  J.  R.  Von  Berries  on  December  5, 1905,  as 
described  below: 

Seetione  of  coal  bed  in  No.  3  mine,  1  mile  west  of  Huntington. 


Section. 

Labocatory  No 

CoaL 

Shale  and  ooal  a 

CoaL 

Shale,  black  • 

CoaL 

Thickness  of  bed 

Thickness  of  coal  sampled 

Sectkni...* 

Laboratory  No 

Roof,  section  C,  slate;  section  D,  sandstone. 

Coal 

Shale  a. 

Coal 

Shale,  soft  • 

Coal 

Shale,  soft* 

Coal 

Shalea 

Coal 

Shale,  softs 

cSoT! 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


B 
1046 
Ft.  in. 
3    10 


c 

2S85 

Ft.  in. 

1     8 

0     1 

1     4 

0     H 

0     8 

0    11 

0     3 

0      1 

0     3 

0     ^ 

1      8 

7      4 

6      10 

D 
2586 
Ft.  in. 
1      6 


0 

a 


1 

7 


0    10 
0     6 


0 
2 


4 
0 


7      0 
6      6 


•  Not  Included  in  sample. 

Section  A  (sample  1045)  was  measured  in  east  entry  4  on  the  north  side  of  the  mine, 
and  section  B  (sample  1046)  was  measured  in  east  entry  4  on  the  south  side. 

Section  G  (sample  2585)  was  measured  in  east  entry  7,  off  the  main  south  entry, 
i  mile  south  of  the  shaft,  and  sectbn  D  (sample  2586)  in  the  back  entry,  first  dip,  900 
feet  west  of  the  shaft. 
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Notes.— The  bed  is  in  placee  rather  dirty.  The  coal  is  soft  and  friable  and  at  the 
time  of  sampling  there  was  considerable  slack  made.  The  output  in  1904  was  largely 
used  as  engine  coal  by  the  St.  Louis  &  San  Francisco  Bailroad  Co.  The  grades  were 
lump,  steam  lump,  coarse  slack,  and  slack.  What  passed  through  a  If-inch  screen 
(nearly  25  per  cent  of  the  total)  was  sold  to  Kansas  City  packing  houses,  but  at  some 
seasons  of  the  year  this  slack  was  treated  as  waste.  The  capacity  of  mine  No.  3  in 
1904  was  about  800  tons  daily. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — Steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  345;  Bull.  261,  p.  80;  Bureau  of  Mines 
Bull.  23,  p.  58;  briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1430;  Bull. 
261,  p.  148;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  64;  Bull.  336,  p.  13;  coking 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1328;  Bull.  261,  p.  122;  Bull.  332,  p.  64; 
Bull.  336,  pp.  21,  27,  36.  Cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  332,  p.  65; 
Bull.  336,  pp.  65,  68,  70,  72,  74. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  51;  also  U.  S.  Geol.  Survey  Plof. 
Paper  48,  p.  198;  Bull.  261,  p.  33;  Bull.  332,  p.  64. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  326,  p.  56. 

Jenny  Lind.    No.  17  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analyses  Nos.  1030,  1031,  3149, 
3153  (pp.  51,  52). 

Mine. — ^No.  17;  Bonanza-Jenny  Lind  district;  a  shaft  mine  212  feet  deep,  in  the 
SW.  i  sec.  32,  T.  7  N.,  R.  31  W.,  at  Jenny  Lind,  on  the  Missouri  Pacific  Railway. 

Coal  bed. — ^Hartshome.  The  coal  is  of  Carboniferous  age;  Spadra  shale.  Thick- 
ness, hirly  uniform;  dip,  2}^  N. 

The  bed  was  measured  and  sampled  at  four  points,  as  described  below: 

Sections  of  coal  bed  in  No.  17  mine,  at  Jenny  Lind. 


Laboratory  No 

Coal 

Shale  a 

Goal 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


8140.8158 

FL  M. 

8     0 

e     4 

8     0 


6     4 
6     0 


a  Not  included  in  sample. 

Sample  3153  was  taken  by  C.  D.  Smith  in  1906  from  one  of  the  west  entries. 

Samples  1030  and  1031  were  taken  by  J.  W.  Groves  on  August  27, 1904;  each  sample 
included  6  feet  of  coal. 

Note.— The  coal  is  soft  and  friable,  yielding  in  1904  about  30  per  cent  fine  coal. 

For  chemical  analyses  of  this  coal  oee  part  I  of  this  bulletin,  pp.  51,  52;  also  U.  S. 
Geoi.  Survey  Bull.  316,  p.  159. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 

Bull.  326,  p.  51. 

Jbkny  Lind.    No.  18  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  (Arkansas  No.  3)  analyses  Nos. 
1115  and  1118  and  analysis  No.  3151  (p.  52). 

Mine. — ^No.  18;  Bonanza-Jenny  Lind  district;  in  sec.  36,  T.  7  N.,  R.  32  W.,  near 
Jenny  Lind,  on  the  Missouri  Pacific  Railway. 

Coal  bed. — ^Known  locally  as  the  Jenny  Lind,  and  is  probably  the  same  as  the 
Hartshome,  Carboniferous  (Allegheny)  1^;  Spadra  shale.  Dip,  lightly  north.  Mine 
shaft  265  feet  deep.  ''Horsebacks"  affect  the  continuity  of  the  bed;  in  places  the 
coal  is  entirely  replaced  by  shale.  Roof,  strong,  being  a  hard  shale;  floor,  soft  clay 
with  hard  clay  a  few  inches  below. 


ARKANSAS:   SEBASTIAN  COUNTY. 


S9S 


Five  0ectiaiD8  of  the  bed  were  measured.  Two  sectionB,  A  and  B,  were  aampled  in 
1904  by  J.  W.  Groves,  and  two,  0  and  D,  were  measured  but  not  sampled.  Subse- 
quently one  section,  £,  was  measured  and  samj^ed  by  Sidney  Paige.  The  sections 
follow: 

Seetiona  of  coal  bed  in  No.  18  miiUj  near  Jenny  lAnd. 


Seetkn 

A 

1115 
Ft.  in. 

0    3} 
2    4 

4    8 

B 
1118 
Ft.  <n. 

2     0 

0  8 

1  6 

8     9 
8     6 

C 

D 

E 

TAboratoiy  No.  ^  x 

8151 

Roof^  auidstane:  No.  8151,  ihale. 

Ft.  in, 

1  2 
0     i 

2  10 

Jo* 

Ft.  in. 

2  2 

0  2} 

1  4 

8    8i 

3  6 

FL  In. 
8     2 

flhiilf^* 

0     2 

Coal 

1     2 

FUmi,  soft  iflsy. 

TniCrkiMMofbed .... 

4     6 

ThifikiMBs  of  coal  sampled 

4     4 

a  Not  Included  in  sample. 

Sample  1115  was  taken  in  the  main  east  slope. 

Sample  1118  was  taken  from  the  main  west  slope. 

Sections  G  and  D  were  measured  at  widely  separated  points. 

Note. — ^The  coal  from  this  mine,  like  that  from  some  other  mines  in  this  district,  is 
soft  and  friable  and  produces  much  slack  in  mining  and  preparation.  In  1904  more 
than  half  the  output  was  used  by  the  Missouri  Pacific  Railway  for  locomotives.  The 
daily  capacity  was  about  530  tons. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows:  Steaming 
tests:  XT.  S.  Geol.  Survey  Prof.  Paper  48,  p.  377;  Bull.  261,  p.  80;  Bureau  of  Mines 
Bull.  23,  p.  58;  briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1431;  Bull. 
261,  p.  149;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1329;  Bull.  261, 
p.  122. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  52;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  200;  Bull.  261,  p.  34. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  326,  p.  49. 

Midland.    Mammoth  Vein  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  (Arkansas  No.  7)  analyses  Nos. 
2593,  2594  (p.  52). 

ifnie. —Mammoth  Vein;  Greenwood-Huntington  district,  4  miles  southwest  of 
Midland,  on  the  Midland  Valley  Railroad. 

Coal  bed. — ^Hartshome.  Carboniferous  (Allegheny)  age,  Spadra  shale.  Dip  10^ 
N.  W.;  worked  by  a  slope;  thickness  averages  about  7  feet,  with  several  shale  part- 
ings that  are  thrown  out  in  mining;  roof,  sandstone  with  4  inches  of  bone  coal 
below  in  places;  floor,  smooth,  hard,  black  shale  about  3  inches  thick,  with  usually 
5  or  6  inches  of  coal  below. 

Two  samples  were  collected  by  E.  W.  Parker  and  J.  W.  Groves  on  November  24, 
1905,  as  described  below: 


Sections  of  coal  bed  in 

Mammoth  Vein  mine^ 

4  miles  southeast  of  Midland. 

Seetfoo 

A 
2593 
Ft.  in. 

•  •        •  • 

0     4 
8    11 
0     9 
8     1 

•  •         •  • 

8      1 
7     0 

B 

2694 

Roor  sandstone. 

ponea........... ,  w 

Ft.  in, 
0     4 

Coala 

Coal 

3    11 

Dirta 

0     9 

Coal 

0     6 

Dirta 

2     5 

Floor,  smooth,  hard,  black  shale. 

Thidnwss  of  hed .  r              

7    11 

ThIckTMnm  ^f  coal  samnled . . , 

4     5 

a  Not  included  in  sample. 
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Section  A  (sample  2593)  was  cut  950  feet  northwest  from  the  slope,  room  4,  west 
entry  3. 

Section  B  (sample  2594)  was  cut  900  feet  northeast  from  the  slope,  entry  1. 

Note. — ^The  coal  from  this  mine,  like  that  from  some  other  mines  in  the  district,  is 
friable;  the  dirt  (shale  and  coal)  partings  are  soft  and  are  difficult  to  separate  in 
mining. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows:  Steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  66;  Bureau  of  Mines  Bull.  23,  pp.  58,  147; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  67;  Bureau  of  Mines  Bull.  13, 
pp.  105,  272;  briquetting  tests:  U.  S.  Geol.  Survey  BuU.  332,  p.  69;  washing  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  67;  Bull.  336,  p.  13;  coking  tests:  U.  S.  Geol.  Survey 
Bull.  332,  p.  67;  Bull.  336,  pp.  21,  27,  36;  cupola  tests  of  coke:  U.  S.  Geol.  Survey 
BuU.  336,  pp.  65,  68,  70,  72,  74. 

For  chemical  anal3n9es,  see  part  I  of  this  bulletin,  p.  52;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  66. 

For  geologic  relations  of  bed,  see  U.  S.  Geol.  Survey  Bull.  326,  p.  60. 

Montreal.    No.  5  Mine. 

Sample, — Semibituminous  coal;  Arkansas  field;  anal3rsis  No.  3152  (p.  53). 

Mine, — ^No.  5;  Greenwood-Himtington  district;  in  sec.  18,  T.  5  N.,  R.  32  W.,  near 
Montreal. 

Coal  bed, — ^Hartshome.  Carboniferous  (Allegheny)  age;  Spadra  ehale.  Avenge 
thickness,  3  feet  4  inches. 

The  bed  was  sampled  in  1906  by  C.  D.  Smith  from  one  of  the  lowest  entries  in  the 
slope,  and  included  3  feet  4  inches  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  53;  also  U.  S.  Gtool. 
Survey  Bull.  316,  p.  158;  Bull.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  BuU. 

326,  p.  49. 

Montreal.    Cherokee  No.  6  Mine. 

Sample, — Semibituminous  coal;  Arkansas  field;  analyses  Nos.  1052,  1054  (p.  53). 
Mine. — Cherokee  No.  6;  in  sec.  13,  T.  5  N.,  R.  32  W.,  near  Montreal. 
Coal  bed. — ^Hartshome.     Carboniferous  (AUegheny)  age;  Spadra  shale.    The  coal 
is  without  partings.    The  bed  is  from  2  feet  8  inches  to  2  feet  9  inches  thick. 

The  bed  was  measured  and  sampled. 
Sample  1052  included  a  34-inch  cut. 
Sample  1054  included  a  33-inch  cut. 

For  chemical  analyses  see  part  1  of  this  buUetin,  p.  53;  also  U.  S.  Geol.  Survey 
BuU.  326,  p.  96. 
For  geologic  relations  see  U.  S.  Geol.  Survey  BuU.  326,  p.  49. 

Montreal.    Brannbr  Mine. 

Sample. — Semibituminous  coal;  Arkansas  field;  analysis  No.  3150  (p.  53). 

Mine. — Branner;  Greenwood-Huntington  district;  a  short  distance  southeast  of 
Montreal  in  sec.  19,  T.  5  N.,  R.  31  W.,  on  the  St.  Louis  &  San  Francisco  Railroad. 

Coal  fted.— Hartshorne.  Carboniferous  (Allegheny) age;  Spadra  shale.  Roof,  shale; 
the  sandstone  lens  which  constitutes  the  roof  in  the  Denman  and  Dallas  mines  thins 
out  and  disappears  before  reaching  this  mine.  The  coal  averages  about  42  inches 
thick  without  partings.    It  has  a  shale  roof  and  a  shale  and  bone  fioor. 

The  mine  was  sampled  in  1906  by  C.  D.  Smith;  the  sample  represented  3  feet  6 
inches  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  53;  also  U.  S.  Geol. 
Survey  BuU.  316,  p.  158;  BuU.  326,  p.  96. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
BuU.  326,  p.  56. 
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CAUFORNIA. 
ALA3CEBA  C0T7NTY. 

Tbsla.    Tbsla  Mini. 

Sample. — Subbituminous  coal,  or  "black  lignite;  **  Corral  Hollow  field;  (Galifomia 
No.  1)  analyBes  Noe.  1606, 1607  (p.  53). 

Mine, — ^Tesla;  at  Tesla,  on  the  Alameda  &  San  Joaquin  Railroad. 

Coal  bed. — Known  locally  as  the  Eureka  or  Summit.  Tertiary  (Eocene)  age; 
Tejon  (?)  formation.  The  bed  lies  in  a  small  synclinal  basin.  Thickness  fairly 
regular. 

Two  samples  (1606  and  1607)  were  collected  by  E.  W.  Parker,  at  widely  separated 
points  in  the  mine,  in  1905. 

Notes. — ^At  the  time  the  samples  were  collected,  the  mines  at  Tesla  were  noteworthy 
for  being  the  only  coal  mines  that  had  been  worked  on  a  considerable  .<«cale  in  Cali- 
fornia. The  coal  was  rather  friable  and  slacked.  It  had  long  been  shipped  to  San 
Francisco  and  other  California  cities  and  had  been  used  for  domestic  purposes  and 
by  railroads  and  factories  for  making  steam. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows:  Producer-gas 
tests:  U.  S.  Geol.  Survey  Bull.  290,*  p.  53;  Bureau  of  Mines  Bull.  13,  pp.  107,  272. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  53;  also  U.  S.  Geol. 
Survey  Bull.  290,  p.  53. 

For  geologic  relations  see  22d  Ann.  Kept.  U.  S.  Geol.  Survey,  pt.  3,  p.  601. 

CONTBA  COSTA  COUNTY. 

Los  Mbdanos.    Black  Diamond  Mine. 

Sample, — Subbituminous  coal;  Mt.  Diablo  field;  analysis  No.  2463  (p.  53). 

Mine. — ^Black  Diamond  (now  not  worked);  a  shaft  mine  near  Los  Medanos  (Black 
Diamond  post  office),  on  the  Atchison,  Topeka  &  Santa  Fe  and  Southern  Pacific  Rail- 
roads. 

Coal  bed. — No  name.  Tertiary  age,  Chico  (?)  formation.  Thickness,  imiform;  dip, 
about  15**  N. 

The  bed  was  measured  and  sampled  at  a  place  about  1,500  feet  from  the  foot 
of  the  shaft  by  M.  R.  Campbell,  on  October  31,  1905,  as  described  below: 

Section  of  coal  bed  in  Black  Diamond  mine  near  Los  Medanos. 


Labontory  No. 


Coal... 
Bone  a. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


2403 
Ft.   <». 
1    .. 

0  1 

1  7 


2     8 
2     7 


a  Not  inchided  in  sample. 

Notes. — ^At  time  of  sampling,  this  mine  was  operated  to  supply  coal  to  a  briquetting 
plant  at  Los  Medanos.  This  plant  was  subsequently  burned  and  the  mine  was 
closed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  53;  also  U.  S.  Geol. 
Survey  Bull.  290,  p.  53. 

For  geologic  relations  see  22d  Ann.  Rept.  U.  S.  Geol.  Survey,  pt.  3,  p.  500. 
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HONTSBEY  0OT7NTY. 

Stone  Canton.    Stone  Canton  Mine. 

Sample, — ^Bituminous  coal;  Stone  Canyon  field;  analyses  Nos.  3772,  3773  (p.  63). 

Miru. — Stone  Canyon;  a  drift  and  inclined  shaft  mine  in  sec.  14,  T.  22  S.,  R.  13  E., 
in  Stone  Canyon,  26  miles  from  San  Miguel. 

Coal  bed. — ^No  name.  Tertiary  age,  Chico  (?)  formation,  quality  of  coal  uniform 
throughout  bed.  Thickness,  uniform  throughout  a  limited  area;  dip,  63°  to  nearly 
vertical. 

The  bed  was  measured  and  sampled  at  two  places  by  M.  R.  Campbell  on  September 
10,  1906,  as  shown  below: 

SectUms  of  coal  bed  in  Stone  Canyon  mine,  t6  miUsfrom  San  Miguel, 


SCOuOQ.  •■...............•..•.•.•.•.••••••••••...••.•••••••••••••••.••••••■••.•....•• 

A 

3772 
Ft,  M. 
6     3 
10     9 

B 

TjAhnrAtory  No. . . ,,..--, , .  - , ^ 

3773 

OoftI 

Ft.  In. 
12     8 

Coalo ^ 

6     1 

ThlcknMS  of  bed 

16     0 
5      3 

18     0 

Thlckn«»»  of  ooal  samDled 

12     8 

a  Not  Indaded  In  aample. 

Section  A  (sample  3772)  was  measured  on  300-foot  level  in  the  shaft  mine  and  1,600 
feet  east  of  the  foot  of  the  shaft. 

Section  B  (sample  3773)  was  measured  2,000  feet  in  drift  opening  at  a  place  1,400 
feet  east  of  the  point  where  sample  3772  was  taken. 

Notes. — Since  this  mine  was  sampled  a  spur  26  miles  long  from  the  Southern  Pacific 
Railway  has  been  built  and  a  great  deal  of  money  spent  in  shipping  this  coal  to  San 
Francisco  and  in  developing  a  market  for  it  as  a  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  53;  also  U.  S.  Qeol. 
Survey  Bull.  316,  p.  437. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  285,  p.  223. 

SAK  BENITO  COUNTY. 

Hernandez.    Trapton  Mine. 

Sample. — Bituminous  (?)  coal;  analjrsis  No.  7914  (p.  53). 

Mn«.— Trafton;  a  slope  mine  in  the  NW.  J  NW.  }  sec.  21,  T.  17  S.,  R.  10  E.,  about 
8}  miles  northwest  of  Hernandez.    No  railroad  connections. 

Coal  bed. — ^Trafton.    Tertiary  age;  thickness,  uniform;  dip,  about  40®  NW. 

The  bed  was  measured  and  sampled  at  a  place  75  feet  down  the  main  slope  by  M.  R. 
Campbell  on  June  4, 1909,  as  shown  below: 

Section  of  coal  bed  in  Trafton  mine^  8^  mHea  northwest  of  Hernandez. 


Laboratory  No. 


Coal... 
Bone  a 

Coal... 


Thidmeasofbed 

TMcknesB  of  ooal  aampled . 


7914 
Ft.  in, 
0       8 
0       3 
4       3 


6       3 
4      11 


a  Excluded  finoin  sample. 

Note. — ^The  mine  was  not  operated  on  a  commercial  scale  when  the  sample  waa 
taken. 
¥or  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  53. 
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COIiORABO. 

ADAMS  OOTTNTT. 
Lafayette.    Parkdalb  Mine. 

^amp2e.— Subbituminous  coal;  Denver  region;  analyses  Nos.  6832,  6833,  6834 
(p.  54). 

Mine. — Parkdale,  in  sec.  6,  T.  1 S.,  R.  68  W.,  about  2}  miles  east  of  Lafayette. 

Coal  bed, — ^Main.  Cretaceous  age,  Laramie  formation.  Thickness  about  13  feet  2 
inches. 

The  bed  was  sampled  and  measured  by  G.  C.  Martin  in  1908  as  described  below: 

Sections  of  coal  bed  in  Parkdale  mine,  2\  mUea  east  of  Lafayette, 


Tiftboratory  NOx ... 

6832 
Ft.  <n. 
a  4    10 
4      0 
aO      8 
as      8 

6833 
Ft.  in. 
a3      6 
5      4 
aO      8 
a3      8 

6834 

Coal 

Ft.  in. 
a  8    10 

Coal 

Done  wwl  ^flle 

aO      8 

Coal 

3      8 

TbiokDMRof  ImmI 

13      2 
4      0 

13      2 
6      4 

13      2 

ThfrlmMpi  of  C09l  Mftpiplwl. r 

3      8 

a  Not  Inchided  In  sample. 

When  the  samples  were  taken  they  were  dry  and  fresh. 

Sample  6832  was  taken  200  feet  east  of  foot  of  slope,  close  to  fault,  at  260-foot  level. 
This  was  a  special  sample  taken  to  show  effect  of  fault  movement. 

Sample  6833  was  taken  150  feet  west  of  foot  of  slope,  at  260-foot  level,  upper  bench. 

Sample  6834  was  taken  150  feet  west  of  sh)pe  at  260-foot  level,  lower  bench. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  54;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  301. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  381,  p.  297. 

ABCHULBTA  COTTNTY. 

Paoosa  Springs.    Kleckker  Mine. 

Sample. — Bituminous  coal;  Pagosa  Springs  field;  analysis  No.  4175  (p.  54). 

Jfin^.—Kleckner;  in  NE.  \  sec.  36,  T.  36  N.,  R.  1  W.,  12  miles  northeast  of  Pagosa 
Springs.    No  railroad  connections. 

Coal  bed. — No  name.    Cretaceous  age,  Laramie  formation. 

The  coal  bed  was  measured  and  sampled  for  Joseph  A.  Taff  by  J.  E.  Chapson  on 
October  30, 1906.    The  sample  represented  5  feet  6  inches  of  coal. 

Note. — ^The  coal  in  1906  was  used  only  for  ranch  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  54;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  363. 

For  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey  Bull.  341,  p.  361. 

BOULDER  COUNTY. 

Lafayette.    Rankin  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  anal3rsis  No.  6840  (p.  54). 
JftTitf.— Rankin;  in  sec.  1,  T.  1  S.,  R.  69  W.,  1  mile  southeast  of  Lafayette. 
Coal  bed. — ^Bed  not  named.    Cretaceous  age,  Laramie  formation.    Thickness,  14 
feet,  with  two  partings. 
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The  bed  was  meacniied  and  eampled  by  G.  C.  Martin  in  1908,  as  shown  below: 
Section  ofcodL  bed  in  Rankin  mine^  1  mile  souiheast  of  Lafayette. 


Laboratory  No. 


Coal 

Bone  and  shales. 

CoaU 

Shalea 

Coal« 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6840 

Ft. 

in. 

6 

1 

4 

0 

3 

11 

0 

4 

1 

0 

14 

4 

6 

1 

a  Not  Incladed  in  sample. 

The  sample  was  taken  200  feet  north  and  200  feet  east  of  foot  of  shaft. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  54;  also  U.  S.  Greol. 

Survey  Bull.  381,  p.  302. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 

BuU.  381,  p.  297. 

Lafayette.    Simpson  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  (Denver  No.  26)  analyses  Noe. 
792-D,  793-D,  and  (Colorado  No.  1)  analyses  Nos.  1383, 1397  (pp.  54, 55). 

Mine. — Simpson;  Northern  district;  a  shaft  mine  at  Lafoyette,  on  the  Chicago,  Bur- 
lington &  Quincy  Railroad  and  the  Colorado  &  Southern  Railway. 

Coal  bed. — ^Lower.  The  coal  is  of  Cretaceous  age,  Laramie  formation.  The  thick- 
ness is  fairly  uniform;  dip  varies,  but  is  nearly  flat.  The  shaft  is  240  feet  deep.  The 
coal  is  black  and  lustrous  with  a  structure  approaching  block  coal.  Floor,  bastard 
fire  clay. 

The  bed  was  measured  and  sampled  at  fwo  points  by  Frank  W.  DeWolf  in  1904,  as 
described  below: 

Sample  1397  was  taken  in  room  5  off  northwest  entry  4,  and  represented  11  feet  of 
clean  coal. 

Sample  1383  was  taken  in  room  23  off  southwest  entry  23,  and  represented  14  feet 
of  clean  coal. 

The  bed  was  also  measured  and  sampled  at  two  other  points  as  described  below: 

Sections  of  coal  bed  in  Simpson  mine  at  Lafayette. 


Section.. < 

Laboratory  No 

Roof.ooaL 

Coal 

Mother  ooal  and  sulphur . . 

Bone  coal 

Coal 

Mother  coal  and  sulphur . . 

Coal 

Floor,  bastard  fire  day. 

TUcknessofbed 

Thickness  of  ooal  sampled. 


A 

t 

782-D    1 

FU 

in. 

2 
0 

"1 

■  ■ 

0 
0 

•  •  * 

1 

3 

6 

7 
7 

\ 

B 

7(»-D 

Ft.    In. 

4    2 

•  m  •  ■ 

0    IJ 


2    9 


7 
7 


1 


Section  A  (sample  792-D)  was  measured  1,500  feet  southwest  of  the  shaft,  in  room  9, 
off  entry  87. 

Section  B  (sample  793-D)  was  measured  3,000  feet  west  of  the  shaft,  in  room  6,  off 
entry  69. 

Notes. — ^Like  other  coals  of  the  same  character,  the  coal  slacks  easily  on  exposure 
to  the  atmosphere,  and  relatively  little  was  mined  during  the  summer.  In  the  winter 
the  maximum  daily  output  in  1904  was  about  1 ,400  tons.  Most  of  the  coal  shipped  was 
used  for  steam  purposes  in  the  vicinity  of  Denver,  and  for  locomotive  fuel;  a  small  per- 
centage was  sold  for  domestic  use. 


COLORADO:  BOULDER  COUNftY. 


899 


For  results  of  tests  of  this' coal,  s^  mention  of  specific  tests  as  follows— Steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  423;  Bull.  261,  p.  80;  producer-gas  tests: 
U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1031;  Bull.  261,  p.  90;  Bureau  of  Mines  Bull.  13, 
pp.  108,  272;  briquetting  testa:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1436;  Bull.  261, 
p.  152;  washing  tests:  XT.  S.  Geol.  Survey,  coking  tests:  Bureau  of  Mines  Bull.  5,  pp. 
21,51. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  54, 55;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  204;  Bull.  261,  p.  35. 

Louisville.    Acmjs  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  analyses  Nos.  6837,  6838,  6839 
(p.  55). 
Mine. — ^Acme;  in  sec.  8,  T.  1  S.,  R.  69  W.,  near  Louisville. 
Coal  bed. — ^The  bed  is  of  Cretaceous  age,  Laramie  formation. 
Thickness,  6  feet  8  inches  to  10  feet  1  inch. 
The  bed  was  measured  and  sampled  by  G.  0.  Martin  in  1908,  as  indicated  below: 


Sections  of  obal  bed  in  Acme  mine, 

near  LouiiviUe. 

LatraratttTT  No 

0837 
Ft.   in. 
05       2 
aO       4 

1  8 

•  ■             *  • 

2  11 

•  •             •  • 

6838 

Ft,   in. 
3       8 

•  •           •  • 

•  •           •  • 

0       i 

3       0 

6839 

Coal , 

Ft.     in. 
al        10 

BYvMe..   

aO         4 

Coal 

3         4 

Parting r   ,    -  . r   -  ,    r   , 

w                 ^-m 

Coal.. 7 

al         8 

Coal ,  .         _  _-_ 

a2        11 

Thlclrnfif^  of  NmI  W^mplftd .       .      _      

10       1 
4       7 

6       8| 
6       si 

10         1 

Thickneffs  of  coal  sampled , 

3         4 

a  Not  included  in  sample. 

The  samples  were  dry  when  taken. 

Samples  6837  and  6839  were  taken  at  points  800  feet  south  and  950  feet  east  of  foot 
of  shaft  and  185  and  180  feet  below  surface,  respectively. 

Sample  6838  was  taken  at  a  point  900  feet  north  and  400  feet  east  of  foot  of  shaft 
(north  of  fault)  and  200  feet  below  surface. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  55;  also  U.  S.  Geol. 
Survey  Bull.  381,  pp.  301,  302. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Greol.  Survey 
Bull.  381,  p.  297. 

Marshall.    MrrcHELL-MoNAROH  Mine. 

Sample. — Subbituminous  coal;  Denver  Basin  field;  analysis  No.  6835  (p.  55). 
Mine. — ^Mitchell-Monarch;  in  sec.  14,  T.  1  S.,  R.  70  W.,  northwest  of  Marshall. 
Coal  bed. — ^Main.    Cretaceous  age,  lAradie  formation.    Thickness,  6  feet  3  inches. 
The  bed  was  measured  and  sampled  by  G.  G.  Martin,  in  1908,  as  described  below: 

Section  of  coal  bed  in  Mitchell- Monarch  mincy  northwest  of  Marshall. 


Laboratory  No. 


Coal.. 
Coala. 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6835 

Ft.  in. 
6  0 
0  3 
6  3 
6     0 


a  Not  included  in  sample. 

The  sample  was  taken  75  feet  north  and  350  feet  east  of  foot  of  shaft,  235-foot  level. 
It  was  dry  and  fresh  when  taken. 
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For  chemical  analyses  see  part  I  of  this  buUetm,  p.  55;  also  IT.  S.  Geol.  Survey 

Bull.  381,  p.  301. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  381,  p.  297. 

Superior.    Industrial  Minb. 

Sample, — Subbituminous  coal;  Denver  region;  analysis  No.  6836  (p.  55). 

Mine, — ^Industrial,  in  sec.  24,  T.  IS.,  R.  70  W.,  at  Superior. 

Coal  bed, — ^No  name.    Cretaceous  age,  Laramie  formation.    Thickness,  7  feet. 

The  bed  was  measured  and  sampled  by  G.  0.  Martin  in  1908,  the  sample  represent- 
ing 7  feet  of  coal. 

The  sample  was  taken  1,250  feet  east  and  450  feet  south  of  foot  of  shaft.  When 
taken,  it  was  dry  and  fresh. 

For  chemical  analyses  of  this  coal  see  x>art  I  of  this  bulletin,  p.  55;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  301. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Qt«A.  Survey 

BuU.  381,  pp.  297. 

DELTA  COUNTY. 

BowiB.    KiKo  Mine. 

Sample, — ^Bituminous  coal;  Grand  Mesa  field;  (Denver  No.  14)  analyses  Nos. 
378-D,  379-D  and  5531,  5532,  5533  (p.  55). 

Miru. — King;  Somerset  district;  a  drift  mine  in  the  NE.  \  NE.  \  sec.  15,  T.  13  S., 
R.  91  W.,  at  Bowie,  on  the  Denver  &  Rio  Grande  Railroad. 

Coal  bed. — ^Known  as  Juanita.  The  bed  is  of  Cretaceous  age;  it  is  about  50  feet 
above  the  base  of  the  Bowie  member  of  the  Mesaverde  formation.  Thickness,  regu- 
lar; bed  nearly  horizontal,  dipping  7°.  Roof,  shale,  a  few  inches  thick,  overlain 
with  sandstone;  in  mining  only  7  to  8  feet  of  coal  is  taken,  leaving  a  coal  roof;  floor 
3  or  4  inches  of  shale,  underlain  with  sandstone. 

The  bed  was  measured  and  sampled  by  J.  W.  Groves  in  1908,  as  described  below: 

Section  A  (sample  379-D)  was  measured  in  the  main  slope,  1,070  feet  northwest  of 
the  main  opening.    The  sample  included  6  feet  5  inches  of  coal. 

Section  B  (sample  378-D)  was  measured  in  room  1,  in  west  butt  entry,  900  feet 
northwest  of  the  main  opening.    The  sample  included  6  feet  10  inches  of  coal. 

The  bed  was  also  measured  and  sampled  at  two  points  by  W.  T.  Lee,  on  August  28, 
1907,  as  described  below: 

Sections  of  coal  bed  in  the  King  mine  at  Bowie. 


Laboratory  No 

Roof^  carbonaceoas  shale. 

Shale 

CobX  "stUphur  streak'' '.  \ '. 

Coal 

Shale,  carbonaoeoas 

Floor,  shale: 

Thickness  of  bed 

Thickness  of  ooal  sampled 


5533 

Ft. 

in. 

1 

2 

>o 

3 

3 

7 

«0 

4 

6 

8 

«0 

8 

12 

8 

4 

9 

6531 
Ft.  fn. 
al      2 


ao 

03 

•  0 

6 


3 
7 
4 

8 


00     8 

6     8 
6     8 


a  Not  indaded  in  sample. 

Sample  5533  was  collected  from  a  working  face  700  feet  from  the  mouth  of  the  mine 
and  included  the  upper  two  benches.  The  3-inch  shale  parting  is  soft,  crumbles 
easily,  and  probably  some  of  the  shale  was  included  in  the  sample. 

Sample  5531  was  taken  at  the  same  point  at  which  sample  5533  was  taken,  but 
included  an  80-inch  cut  from  the  lower  bench. 

The  bed  was  also  measured  and  sampled  at  another  point.  The  sample  (No.  5532) 
was  taken  500  feet  from  the  mouth  of  the  mine  (lower  bench)  and  represented  a  6}-foot 
cut  of  "dead"  coal. 
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JVbte9.— The  coal  10  clean,  bright,  and  of  coking  quality,  and  at  the  time  of  eampling 
(1907)  ma  used  principally  for  steam  and  domestic  purposes.  The  output  then  was 
about  100  tons  per  day. 

For  results  of  teats  of  this  coal  see  mention  of  specific  tests  as  follows:  Washing 
tests:  TJ.  S.  Geol.  Survey  Bull.  368,  p.  27;  coking  tests:  U.  S.  Geol.  Survey  Bull.  368, 
p.  48. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  56;  also  U.  S.  Geol.  Survey 
Bull.  368,  p.  24;  Bull.  341,  p.  333;  Bureau  of  Mines  Bull.  5,  p.  20. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  pp.  319-332. 

Bowie.    Old  Kino  Mine. 

Sample. — Bituminous  coal:  Grand  Mesa  field;  analysis  No.  5760  (p.  55). 

Mine, — Old  King;  an  abandoned  drift  mine  in  the  Somerset  district  in  the  NE.  i 
NW.  J  sec.  15,  T.  13  S.,  R.  91  W.,  J  mile  northwest  of  Bowie. 

CocU  bed. — ^Not  named.  Cretaceous  age,  base  of  the  Bowie  member  of  the  Mesaverde 
formation.  Thickness,  regular;  bed  lies  nearly  horizontal;  roof,  shale;  fioor,  massive 
sandstone. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  27,  1907,  as  described 

below: 

Section  of  coal  bed  in  Old  King  mine  at  Bowie. 


Laboratory  No a  . . . 

Roof.flhale. 

Coal 

Bony  coal  a 

Floor,  maastve  sandstone. 

Thickness  of  bed 

TbioknesB  of  ooal  sampled . 


6760 

Ft.  in. 
4  0 
0     4 

4      4 

4      0 


a  Not  included  in  sample. 

Notes. — ^The  sample  was  collected  from  a  fresh  face,  700  feet  from  the  mouth  of  the 
opening.  The  coal  was  hard  like  most  of  that  mined  in  the  Somerset  district  and  is  not 
Imown  to  coke.    It  was  formerly  used  for  making  steam  and  for  domestic  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  55;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Siuvey 

Bull.  341,  pp.  319-332. 

Bowie.    Cooperative  Mine. 

Sample. — ^Bituminous  coal;  Grand  Mesa  field;  analysis  No.  5527  (p.  55). 

Mine. — Cooperative;  Somerset  district;  a  drift  mine  in  the  SW.  J  SW.  J  sec.  17, 
T.  13  S.,  R.  91  W.,  3  miles  southwest  of  Bowie  and  about  3  miles  north  of  Paonia. 

Coal  bed. — ^Not  named.  Cretaceous  age.  Bed  is  about  175  feet  above  the  base  of  the 
Bowie  member  of  the  Mesaverde  formation.  Thickness,  regular;  bed  nearly  hori- 
zontal; roof,  sandstone;  floor,  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  21,  1907,  as  described 

below: 

Section  of  coal  bed  in  Cooperative  mine,  S  miles  southwest  of  Bowie, 


LaboratonrNo 

Roof,  sandstone. 

Coal  bony  a 

Coal...... 

Shale  oarbonaceousa 

FIoOT.  shale. 

Thickness  of  bed 

Thickness  of  coal  samided . 


6S27 

Ft. 

in. 

2 

0 

8 

8 

0 

6 

11 

2 

8 

8 

a  Not  included  in  sample. 
45889°--Bull.  22,  pt  2—13 6 
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The  sample  was  collected  from  a  working  face,  300  feet  from  the  mouth  of  the  opening. 

Notei.'—This  coal,  like  most  of  that  mined  in  the  Somerset  district,  is  relatively  hard 
and  did  not  slack  on  exposure  to  the  weather.  It  did  not  coke.  In  1907  the  output 
was  used  wholly  as  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  65;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  pp.  319,  332. 

Cbdabedoe.    McGrudbb  Mine. 

Sample, — Subbitiuninous  coal;  Grand  Mesa  field;  anal3rBis  No.  5624  (p.  66). 

iftn«.~McGruder;  Rollins  district:  a  drift  mine  in  the  SW.  i  NE.  ^  sec.  15,  T.  13 
S.f  R.  94  W.,  in  the  south  slope  of  Grand  Mesa  about  2  miles  northeast  of  Cedaredge. 

Coed  bed. — ^Not  named;  Cretaceous  age;  bed  is  at  the  base  of  the  Paonia  member 
of  the  Mesaverde  formation.    Roof,  shale;  floor,  sandstone. 

The  bed  was  measured  and  sampled  by  G.  S.  Blair  on  August  6, 1907,  as  described 
below: 

Section  of  coal  bed  in  MtOruder  mtn«,  2  miles  northecut  of  Cedaredge. 


Laboratory  No , 

Roof,  shale. 

Goal 

Staalea 

Ooala 

Floor.  aandaUme. 

ThlcknesB  of  bed 

ThlcknesB  of  coal  sampled . 


fiGM 

Ft.  in. 

S  6 

8  0 

8  0 

9  6 
8  6 


a  Not  included  In  sample. 

The  sample  was  collected  from  a  freshly  cleared  face  250  feet  from  the  mouth  of  the 
opening  and  represents  only  the  upper  bench  of  coal. 

Notes. — ^The  coal  is  soft  and  slacks  on  exposure  to  the  weather.  It  is  not  a  coking 
coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  56;  also  U.  S.  Greol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 
Bull.  341,  pp.  319^332. 

Cbdabedoe.    Wabd  Mine. 

Sample. — Subbituminous  coal;  Grand  Mesa  field;  analysis  No.  6538  (p.  66). 

Mine. — Ward,  Rollins  district;  a  drift  mine,  in  the  south  slope  of  Grand  Meaa,  in 
the  NE.  i  SE.  i  sec.  12,  T.  13  S.,  R.  94  W.,  4}  miles  northeast  of  Cedaredge. 

Coal  bed. — Not  named.  Cretaceous  age;  at  the  base  of  the  Paonia  member  of  the 
Mesaverde  formation. 

The  bed  was  measured  by  C.  S.  Blair  on  August  17,  1907,  as  described  below: 

Section  of  coal  bed  in  Ward  Mine,  4i  miles  northeast  of  Cedaredge. 


Laboratory  No 

Root  carbonaceous  shale. 

Goal 

Shale,  carbonaoeoas  •. 


Thkkneflsofbed 

Thickness  of  coal  sampled. 


BBSS 

FL  in. 
6  4 
3     0 


8      4 
6      4 


«  Not  Incloded  In  sample. 

The  sample  was  collected  from  a  freshly  cleared  face  200  feet  from  the  mouth  of  the 
opening. 


r 
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Ndtea. — Tike  most  of  the  coals  in  the  Rollins  distnct  this  coal  is  soft  and  slacks 
readily  on  exposure  to  the  weather.    It  does  not  coke. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  56;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  pp.  319-332. 

Cbdarbdge.    Bennett  Mine. 

Sample. — Subbituminous  coal;  Grand  Mesa  field;  analysis  No.  5525  (p.  56). 

Mine. — ^Bennett,  Rollins  district;  a  drift  mine;  in  the  south  slope  of  Grand  Mesa, 
in  the  SW.  i  NW.  J  sec.  23,  T.  13  S.,  R.  93  W.,  8J  miles  east  of  Cedaredge  and  about 
8  miles  north  of  Hotchkiss. 

Coal  bed. — ^Not  named.  Cretaceous  age,  second  bed  above  the  base  of  the  Mesa- 
verde  formation.    Thickness  regular;  bed  lies  horizontal;  roof,  shale;  floor,  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  14, 1907,  as  described 
below.  The  sample  represented  5  feet  6  inches  of  coal,  the  thickness  of  the  bed  at 
the  point  of  sampling. 

The  sample  was  collected  from  a  working  face  50  feet  from  the  mouth  of  the  mine, 
and  represents  the  thickness  of  the  bed. 

Notes. — ^The  coal  is  soft  and  slacks  on  exi)osure  to  the  weather.  It  does  not  coke, 
and  in  1907  was  used  principally  as  a  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  56;  also  17.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  o!  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  341,  pp.  319-332. 

Cedabedoe.    Newman  Mine. 

Sample. — Subbituminous  coal;  Grand  Mesa  field;  analysis  No.  5537  (p.  56). 

Mine. — ^Newman,  Rollins  district;  a  drift  mine  in  the  west  face  of  Oak  Mesa,  SE.  } 
NW.  i,  sec.  26,  T.  13  S.,  R.  93  W,  9  miles  east  of  Cedaredge  and  about  4  miles  north 
of  Hotchkiss. 

Coal  bed. — Not  named;  Cretaceous  age,  Paonia  member  of  the  Mesaverde  formation. 
Thickness,  regular;  bed,  nearly  horizontal;  roof  and  floor,  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  15,  1907,  the  sample 
representing  14  feet  o!  coal,  the  thickness  of  the  bed. 

The  sample  was  collected  from  a  working  face  240  feet  from  the  mouth  of  the  mine. 

Notes. — ^The  coal  is  clean  and  bright,  but  like  most  of  the  coal  in  the  Rollins  district 
it  is  soft  and  slacks  on  exposure  to  the  weather.  It  does  not  coke,  and  in  1907  was 
used  principally  as  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  56;  also  IT.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  IT.  S.  Geol.  Survey  Bull. 
341,  pp.  319-335. 

Hotchkiss.    Burdick  Mine. 

Sample. — Subbituminous  coal;  Grand  Mesa  field;  analysis  No.  5536  (p.  56). 

Mn«.— Burdick,  a  drift  mine,  Rollins  district;  in  the  SE.  J  SW.  J  sec.  30,  T.  13  S., 
R.  92  W.,  in  the  south  slope  of  Oak  Mesa,  about  6  miles  north  of  Hotchkiss. 

Coal  bed. — ^Not  named.  Cretaceous  age;  lowest  bed  in  the  Mesaverde  formation- 
Thickness,  uniform;  bed  is  nearly  horizontal;  neither  the  roof  or  floor  was  exposed  in 
the  mine. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  16, 1907. 

The  sample  represented  a  thickness  of  6  feet  2  inches  of  wet  coal  and  was  collected 
from  a  working  face  800  feet  from  the  mouth  of  the  opening. 
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Notes, — ^The  coal  is  slightly  harder  than  most  of  the  coals  from  the  Rollins  district, 
but  like  them,  slacks  on  exposure  to  the  weather.  It  dpes  not  coke,  and  in  1907  when 
the  sample  was  taken  it  was  used  principally  as  a  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  Ithis  bulletin,  p.  56;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull . 
341,  pp.  319-335. 

HoTCHKiss.    Stucker  Mixb. 

Sample. — Subbituminous  coal;  Grand  Mesa  field;  analysis  No.  5552  (p.  56). 

ifi7i«.— Stucker;  Rollins  district,  in  the  SE.  J  NE.  J  sec.  21,  T.  13  S.,  R.  92  W., 
in  Road  Gap  Ganon,  8  miles  northeast  of  Hotchkiss  and  about  4  miles  northwest  of 
Paonia. 

Coal  bed. — Not  named.  Gretaceous  age;  lies  about  50  feet  above  the  base  of  the 
Mesaverde  formation. 

The  bed  was  measured  and  sampled  by  G.  S.  Blair,  August  17,  1907,  as  described 
below: 

Section  of  coal  bed  in  Stucker  mine,  8  mile$  northeast  of  Hotchkiss. 


Laboratory  No 

Roof,  shale. 

Coalo 

Shalea 

Coal 

Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled  b. 


fiM3 

FU 

<«. 

3 

6 

0 

6 

10 

0 

13 

0 

6 

6 

a  Not  included  in  sample. 


ft  Lower  part  of  10-foot  bench. 


The  sample  was  collected  fiom  a  weathered  face  in  an  open  prospect. 

Notes.— Hhe  coal  has  here  been  hardened  by  burning  and  the  upper  part  of  the  bed 
was  burned  away  in  some  places. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  56;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  (xeol.  Survey  Bull. 
341,  pp.  319-332. 

Paonia.    Gonine  Mine. 

Sample. — Bituminous  coal;  Grand  Mesa  field;  analyses  Nos.  5526,  5551  (p.  56). 

Miiu. — Conine;  Somerset  district;  a  drift  mine  in  the  NW.  \  SE.  }  sec.  24,  T.  13 
S.,  R.  92  W.,  9  miles  northeast  of  Hotchkiss  and  3  miles  northwest  of  Paonia. 

Coal  bed. — Not  named.  Cretaceous  age;  lowest  bed  in  the  Bowie  member  of  the 
Mesaverde  formation.  Thickness,  r^^ular;  bed  lies  nearly  horizontal;  roof,  shale; 
floor,  shale,  below  which  is  massive  sandstone. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  20, 1907,  as  described 
below: 

Section  of  coal  bed  in  the  Conine  mine,  3  miles  northwest  of  Paonia. 


Laboratory  No 

Roof,  shale. 

Coal 

Shale 

Coal 

Shale 

Vloor  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


6551 

Ft. 

in. 

7 

8 

a\ 

6 

a% 

6 

a2 

0 

17 

8 

7 

8 

6526 
Ft.  in. 

«7  8 

al  6 

6  6 

03  0 

17  8 

6  6 


a  Not  included  In  sample. 
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The  samples  were  collected  from  working  faces,  300  feet  from  the  mouth  of  the  mine. 

Notes, — ^The  coal  is  harder  than  most  of  the  coals  in  the  Rollins  district  farther  to 
the  west,  and  like  all  of  the  coals  developed  in  the  Somerset  district  it  does  not  slack 
readily  on  exposure  to  the  weather.  The  coal  does  not  coke  and  at  time  of  sampling 
was  used  principally  as  a  domestic  fuel. 

For  chemical  analyses  of  this  coal,  see  Part  I  of  this  bulletin,  p.  66;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 

Bull.  341,  pp.  319-332. 

Rollins.    Rollins  Mine. 

Sample. — Subbituminous  coal;  Grand  Mesa  field;  analysis  No.  5542  (p.  56). 

Mn«.— Rollins;  Rollins  district;  a  drift  mine  in  the  NW.  J  NW.  J  sec.  35,  T.  13 
S.,  R.  96  W.,  at  Rollins,  10  miles  north  of  the  town  of  Delta.  The  mine  is  situated  in 
the  south  slope  of  Grand  Mesa  at  an  altitude  of  7,700  feet  or  3,000  feet  above  the  town. 

Coal  bed. — ^Not  named.  Cretaceous  age;  lies  at  the  base  of  the  Paonia  member  of 
the  Mesaverde  formation.  Thickness,  7  to  16  feet  (in  the  Rollins  mine  it  is  more 
uniform);  roof,  carbonaceous  shale  which  tends  to  fall  with  the  coal;  floor,  black 
fissile  shale  which  separates  readily  from  the  coal;  cover,  several  hundred  feet  thick. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee,  on  July  17,  1907,  as  described 

below: 

Section  of  coal  bed  in  the  Rouins  miney  at  Rollins. 


Laboratory  No 

Roof,  carbonaceous  shale. 

Coala 

Shalea 

Coal 

Floor,  black  fissile  shale. 

Thickziess  of  bed 

Thickness  of  coal  sampled. 


5542 

FL 

<n. 

3 

0 

2 

0 

11 

0 

16 

0 

11 

0 

a  Not  ioAluded  in  sample. 

The  sample  was  collected  from  a  working  face  in  the  main  workings  of  the  mine, 
285  feet  in,  and  included  11  feet  of  solid  coal  of  the  lower  bench,  the  upper  3-foot 
bench  not  being  exposed  at  the  place  where  the  sample  was  taken. 

Notes. — ^The  coal  from  this  mine,  like  that  from  nearly  all  of  the  mines  in  this 
district,  is  soft  and  friable  and  slacks  readily  on  exposure  to  the  weather.  It  is  used 
for  heating  and  power  purposes  and  is  not  a  coking  coal.  In  1907  the  mine  was 
worked  irregularly. 

For  chemical  analyses  of  this  coal,  see  Part  I  of  this  bulletin,  p.  56;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 

Bull.  341,  pp.  319-332. 

Rollins.    Kuhnlet  Mine. 

Sample. — Subbituminous  coal;  Grand  Mesa  field;  analysis  No.  5541  (p.  56). 

Miru. — Kuhnley;  Rollins  district;  a  drift  mine,  in  the  SE.  J  SE.  J  sec.  34,  T.  13 
S.,  R.  96  W.,  1  mile  southwest  of  Rollins.  It  is  at  an  altitude  of  7,900  feet,  or  3,000 
feet  above  the  town  of  Delta. 

Coal  bed. — Not  named.  Cretaceous  age;  at  the  base  of  the  Paonia  member  of  the 
Mesaverde  formation.  Thickness,  about  7  to  16  feet;  dip,  slight,  toward  the  north. 
Roof,  shale,  above  which  is  an  upper  bench  of  coal  5  to  6  feet  thick;  floor,  shale; 
cover,  100  to  200  feet  thick. 

The  bod  was  measured  and  sampled  by  W.  T.  Lee,  on  July  18,  1907.  The  sample 
represented  7  feet  6  inches  of  coal,  the  thickness  of  the  bed  at  the  point  of  sampling. 

The  sample  was  collected  from  a  freshly  cleared  face  in  the  main  entry,  2,000  feet 
from  the  mouth  of  the  opening. 
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Notes. — ^The  coal  from  this  mine,  like  that  from  nearly  all  the  mines  in  this  dis- 
trict, is  soft  and  friable  and  slacks  readily  on  exposure  to  the  weather.  In  1907  the 
mine  was  operated  only  during  the  winter  months  and  the  coal  was  used  entirely  as 
domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  66;  also  XJ.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  (jeol.  Survey 

BuU.  341,  pp.  319r332. 

Rollins.    Faibview  Mine. 

Sample. — Subbituminous  coal;  Grand  Mesa  field;  analysis  No.  5540  (p.  56). 

Mine. — Fairview,  a  drift  mine,  Rollins  district;  in  the  south  slope  of  Grand  Mesa, 
in  the  SW.  J  NE.  i  sec.  19,  T.  13  S.,  R.  95  W.,  3  miles  northeast  of  Rollins  and  12 
miles  north  of  Delta. 

Coal  bed. — Not  named.  Cretaceous  age;  at  this  locality  the  bed  is  33  feet  above  the 
base  of  the  Paonia  member  of  the  Mesaverde  formation.  Thickness,  uniform;  bed 
nearly  horizontal;  roof,  shale,  above  which  is  sandstone;  main  floor,  sandstone. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  July  25,  1907,  as  described 
below: 

Section  of  coal  bed  in  the  Fairview  miney  3  miles  northeast  of  Rollins, 


Laboratory  No 

Roof,  shale. 

Coal 

Coal  bony  a 

Floor,  sandstooe. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


6640 
Ft.   in. 
6       6 
4       0 

10 
6 

6 
6 

a  Not  included  in  sample. 

The  sample  was  collected  from  the  working  face,  800  feet  from  the  mouth  of  the 
main  entry. 

Notes. — The  coal  is  soft  and  slacks  readily  on  exposure  to  the  weather.  In  1907 
it  was  iised  principally  as  a  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  56;  also  U.  S.  Greol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  G^l.  Survey 
Bull.  341,  pp.  319-332. 

Rollins.    Winton  Mine  (Uppek  Bench). 

Sample. — Subbituminous(?)  coal;  Grand  Mesa  field;  analyses  Nos.  5522,  5539  (p.  57). 

Mine. — ^Winton;  Rollins  district,  in  the  south  slope  of  Grand  Mesa;  a  drift  mine,  in 
the  SE.  i  NW.  i  sec.  16,  T.  13  S.,  R.  95  W.,  5  miles  northeast  of  Rollins,  5  miles  north- 
west of  Cedaredge,  and  about  14  miles  northeast  of  Delta. 

Coal  bed. — Not  named.  Cretaceous  age;  the  lowest  coal  in  the  Paonia  member  of 
the  Mesaverde  formation.  Thickness,  irregular;  bed  lies  horizontal;  roof,  shale; 
floor,  mainly  sandstone. 

The  bed  was  measured  and  sampled  at  two  points  by  W.  T.  Lee  on  July  31, 1907. 

Sample  5522  included  a  4-foot  cut  of  coal  from  the  upper  bench  of  the  11-foot  coal  bed. 

Sample  5539  included  a  5-foot  cut  from  the  lower  7-foot  bench. 

The  samples  were  collected  from  a  working  face,  500  feet  from  the  mouth  of  the  mine. 

Notes. — ^The  coal  is  soft  and  weathers  readily  on  exposure  to  the  atmosphere.  In 
1907  it  was  used  mainly  as  a  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Creol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
3ull.  341,  pp.  319-332. 
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Rollins.    Watson  Mzns. 

^iompltf.— 8abbitiiiniiiou8(?)  coal;  Giand  Mesa  field;  analysiB  No.  5521  (p.  57). 

Mine. — Watson,  Rollins  district;  a  drift  mine  on  the  south  dope  of  Giand  Mesa  in 
the  SW.  i  S£.  i  sec.  11,  T.  13  S.,  R.  95  W.,  7  miles  northeast  of  Rollins  and  about 
4  miles  northwest  of  Cedaredge. 

Coal  bed. — Not  nuned.  Cretaceous  age;  about  100  feet  above  the  base  of  the 
Paonia  member  of  the  Mesaverde  formation.  Thickness,  uniform;  lies  nearly  hori- 
zontal; roof,  shale;  floor,  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  1,  1907,  as  described 

below: 

Section  of  coal  bed  in  the  WaUon  mine,  7  mUee  northeast  of  Rollins. 


Laboratory  No 

RooffSbale. 

Coal 

fihalea 

Goal* 

Floor,  shale. 

Ililckneasarbed 

Thickness  of  ceal  sampled . 


6521 

Ft. 

<». 

8 

6 

0 

8 

1 

6 

6 

8 

3 

6 

a  Not  Included  in  sample. 

The  sample  was  collected  from  a  working  foce,  200  feet  from  the  mouth  of  the  mine. 

Notes. — ^The  coal  is  harder  than  most  of  the  coal  of  the  Rollins  district  and  does 
not  coke.  In  1907  it  was  used  principally  as  a  domestic  fuel.  The  lower  bench  is 
harder  than  the  upper  bench  and  the  coal  was  used  for  blacksmith  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

341,  pp.  31»-^2. 

RoLUNs.    Statis  Minb. 

Sample. — Subbituminous  coal;  Grand  Mesa  field;  analysis  No.  5523  (p.  57). 

if«?3€.*— States;  Rollins  district,  a  drift  mine  in  the  south  slope  of  Grand  Mesa,  in  the 
NW.  i  N£.  i  sec.  13,  T.  13  S.,  R.  95  W.,  8}  miles  northeast  of  Rollins  and  about  2  miles 
northwest  of  Cedaredge. 

Coed  bed. — Not  named.  Cretaceous  age;  at  the  base  of  the  Paonia  member  of  the 
Mesaverde  formation.    Roof,  soft  shale  which  tends  to  Ml  with  the  coal;  fioor,  shale. 

The  bed  was  measured  by  W.  T.  Lee  on  August  4, 1907,  as  described  below: 

Section  of  coal  bed  in  States  mine,  8i  m^es  northeast  of  Rollins. 


Laboratory  No 

Roof,  shale. 

Coala 

Bhalea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled  k. 


6fi23 
Ft.   I*. 

3  0 

1  0 

7  0 

11  0 

6  5 


•  Not  Inchided  In  sami>le.  &  Upper  part  of  7-foot  bench. 

This  sample  (5523)  was  collected  from  a  working  face  110  feet  from  the  mouth  of 
the  opening  and  included  the  upper  6  feet  5  inches  of  the  lower  bench.  In  sampling, 
the  lower  port  of  tJus  bench  was  rejected  because  of  water  standing  in  the  mine.  The 
upper  3-foot  bench  was  not  worked. 

Notee. — ^The  coal  is  soft  and  slacks  readily  on  exposure  to  the  weather,  like  most  of 
the  coals  of  this  district.    It  is  not  a  coking  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  BulL 
341,  pp.  31^-332. 
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Wblls  Gulch.    Abandonkd  Drift  Mine. 

Sample. — ^Bituminous  coal;  Grand  Mesa  field;  analysis  No.  5534  (p.  57). 

Mine. — ^Abandoned  drift;  Gunnison  district;  in  Wells  Gulch,  in  sec.  18,  T.  4  S.,  R. 
3  £.,  on  the  Denver  db  Rio  Grande  Railroad,  12  miles  northwest  of  Delta. 

Coal  bed.— Not  named.  Cretaceous  age,  at  the  base  of  the  Mancos  shale.  Thick- 
ness, variable,  1  to  4  feet;  dip,  slightly  northeast;  roof,  sandstone;  floor,  shale.  The 
coal  is  under  cover  of  5Q  to  100  feet. 

The  coal  was  measured  and  sampled  by  W.  T.  Lee  on  July  11, 1907,  the  sample  rep- 
resenting 1  foot  6  inches  of  coal,  the  thickness  of  the  bed  at  the  point  of  sampling. 

The  sample  was  collected  £rom  a  freshly  cleared  &ce  of  weathered  coal  in  the  main 
entry,  160  feet  £rom  the  mouth  of  the  opening. 

Notes. — ^The  coal  is  hard  and  does  not  weather  readily.  No  coal  had  been  ehipped 
from  this  mine  at  the  time  of  sampling  and  it  was  used  locally  for  domestic  purposes 
and  for  blacksmi thing. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
341,  pp.  319-332. 

EL  PASO  COX7NTY. 

Calhan.    Purdon  Pbospect. 

'Sample. — Subbituminous  coal,  Colorado  Springs  field;  analysis  No.  7128  (p.  57). 

Z^ooo^ion.— Purdon  prospect,  in  SE.  },  NW. },  sec.  27,  T.  11  S.,  R.  61  W.,  6  miles 
northeast  of  Calhan. 

Coal  bed. — ^Not  named;  Cretaceous  age;  Laramie  formation.  Thickness,  1  foot  9} 
inches. 

The  bed  was  measured  by  M.  I.  Goldman  in  1908;  it  showed  1  foot  9}  inches  of  coal 
at  the  point  of  sampling. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  338. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  pp.  319-335. 

Colorado  Sprinos.    Keystoke  Mike. 

Sample. — Subbituminous  coal;  Colorado  Springs  field;  analysis  No.  6546  (p.  57). 

Mine. — Keystone;  in  sec.  4,  T.  14  S.,  R.  66  W.,  3}  miles  northeast  of  Colorado 
Springs. 

Coal  bed. — "A."  Cretaceous  age;  Laramie  formation.  Thickness  about  6  feet  5} 
inches;  roof,  clay,  underlain  with  bony  coal. 

The  bed  was  measured  and  sampled  by  M.  I.  Goldman  in  1908,  as  described  below: 

Section  of  coal  bed  in  Keystone  mim,  S\  miles  northeast  of  Colorado  Springs. 


Laboratory  No. 


Bonea 

Bonvooala.. 
Sandyooala. 
Coal 


Thiekness  of  bed 

Thickness  of  ooal  sampled . 


6646 

Ft. 

M. 

0 

3 

2 

6 

0 

H 

3 

6 

6 

6» 

3 

6 

a  Not  included  In  sample. 

The  sample  was  taken  in  crosscut  being  driven  as  an  airway  to  old  workings,  50  feet 
south  of  main  entry  and  800  feet  from  foot  of  shaft. 
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For  chemical  analyseB  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Geol. 

Survey  BuU.  381,  p.  337. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

BuU.  381,  pp.  319-335. 

Colorado  Springs.    Nber  Mike. 

Sample. — Subbituminous  coal;  Colorado  Springs  field;  analysis  No.  6439  (p.  57). 

Mine. — ^Neer,  in  sec.  13,  T.  13  S.,  R.  67  W.,  4  miles  north  of  Colorado  Springs. 

Coat  bed. — ''A."  Cretaceous  age;  Laramie  formation.  Thickness,  4  feet  7  inches; 
roof,  sandstone. 

The  bed  was  measured  and  sampled  by  M.  I.  Goldman  in  1908.  The  sample  repre- 
sented 4  feet  7  inches  of  coal,  the  thickness  of  the  bed  at  the  point  of  sampling. 

The  sample  was  taken  in  main  entry,  130  feet  south  of  foot  of  shaft. 

For  chemical  analyses  of  the  coal  see  part  I  of  this  buUetin,  p.  57;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  337. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  381,  pp.  319-335. 

Colorado  Springs.    Prospect  Opening. 

Sample. — Subbituminous  coal;  Colorado  Springs  field;  analysis  No.  7129  (p.  57). 

ioca/ion.— Prospect  opening;  in  the  SE.  J  NE.  J  sec.  24,  T.  13  S.,  R.  67  W.,  4 
miles  north  of  Colorado  Springs. 

Coal  bed. — ^'C."  Cretaceous  age;  Laramie  formation.  Thickness,  2  feet  4  inches; 
roof  and  fioor,  shale. 

The  bed  was  measured  and  sampled  by  M.  I.  Goldman  in  1908.  The  sample 
represented  2  feet  4  inches  of  coal,  the  thickness  of  the  bed  at  the  point  of  sampling. 

The  prospect  had  not  been  operated  for  some  time  and  the  coal  was  probably 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  338. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  381,  pp.  319-335. 

Colorado  Springs.    Rapson  Mine. 

Sample. — Subbituminous  coal;  Colorado  Springs  field;  analysis  No.  6441  (p.  57). 
Mine. — ^Rapson;  in  sec.  33,  T.  13  S.,  R.  66  W.,  4  miles  northeast  of  Colorado  Springs. 
Coal  bed. — "A."    Cretaceous  age,  Laramie  formation.    Thickness,  10  feet  3  inches, 
upper  1  foot  3  inches  being  clay;  floor,  bone. 
The  bed  was  measured  and  sampled  by  M.  I.  Goldman,  as  described  below: 

Section  of  coal  bed  in  Rapson  mine,  4  mUes  northeast  of  Colorado  Springs. 


Laboratory  No. 


Claya 

Coal,  bony  a. 
Coal. 


Floor,  bony  coal. 
Thickness  of  bed. 


Thickness  of  ooal  sampled  &. 


6441 

Ft.  in, 

1  3 

1  0 

8  0 

10  3 

5  9 


o  Not  included  In  sample.  b  Only  5  feet  9  inches  of  this  8-foot  bed  was  sampled. 

The  sample  was  taken  £rom  third  room  off  south  entry  4,  and  represented  5  feet  9 
inches  of  main  bench. 

For  chemical  anal3n9es  of  this  coal  see  part  1  of  this  bulletin,  p.  57;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  337. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.S.  Geol .  Survey  Bull. 
381,  pp.  319-835. 
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CuBTis.    Curtis  Mine. 

Sample, — SubbituminouB  coal;  Colorado  Springs  field;  analysis  No.  6440  (p.  57). 
Jfin«.— Curtis;  in  sec.  29,  T.  13  S.,  R.  66  W.,  at  Curtis. 

Coal  bed. — "A."    Cretaceous  age,  Laramie  formation.    Thickness,  17  feet  1  inch; 
roof  and  floor,  clay. 
The  bed  was  measured  and  sampled  by  M.  I.  Goldman  in  1908,  as  described  below: 

Section  of  coal  bed  in  Curtis  mine,  at  Curtis, 


Laboratory  No.. 
Roof,  clay. 

Boneo 

Sandy  coal  a. 

Bony  coal «.. 

Coal. 


Floor,  clay. 

Thickness  of  bed. 


Thiokness  of  coal  sampled  ^ . 


6440 

FU  Hl 

0 

8 

2 

2 

1 

6 

12 

9 

17 

1 

6 

10 

a  Not  included  in  sample. 


b  Only  6  feet  10  inches  of  this  bench  was  sampled. 


The  sample  was  taken  from  back  entry  off  seventh  north  entry  and  represented  6 
feet  10  inches  of  the  lower  bench. 

JVbte.— Output  in  1910,  88,055  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Oeol. 
Survey  Bull.  381,  p.  337. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Qeol.  Survey  Bull. 

381,  pp.  319-^35. 

Curtis.    Danyillb  Mine. 

Sample. — Subbituminous  coal;  Colorado  Springs  field;  analysis  No.  6442  (p.  57). 
l/tn«.— Danville;  in  sec.  29,  T.  13  S.,  R.  66  W.,  near  Curtis. 
Coal  bed. — ''A."    Cretaceous  age,  Luamie  formation.    Thickness,  8  feet  10  inches; 
roof  and  floor,  shale. 
The  bed  was  measured  and  sampled  by  M.  I.  Goldman  in  1908,  as  described  below: 

Section  of  coal  bed  in  Danville  mine  near  Curtis. 


Laboratory  No , 

Roof,  shale. 

Bony  coal 

Coal 

Bony  coal  a 

Coal 

Bony  ooal 

Coala 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


6443 

flhl 

1 

4 

4 

0 

0 

0 

0 

8 

10 

6 

a  Not  included  in  sample. 

The  sample  was  taken  from  main  slope  beyond  ninth  entry. 

iVbte.— Output  in  1910,  45,488  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  GreoL 

Survey  Bull.  381,  p.  337. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

381,  pp.  319-335. 

Francbville.    Cell  (New  Francbvillb)  Mine. 

Sample. — Subbituminous  coal;  Colorado  Springs  field;  analysis  No.  6438  (p.  57). 

i/tn«.— Cell,  or  New  Franceville;  in  sec.  30,  T.  14  S.,  R.  64  W.,  2  miles  south  of 
Franceville. 

Coal  bed. — "A".  Cretaceous  age,  Laramie  formation.  Thickness,  about  5  feet  3 
inches;  roof,  shale. 
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The  bed  was  measured  and  sampled  by  M.  I.  Goldman  in  1908,  as  described  below: 
Section  of  coal  bed  in  Cell,  or  New  Franceville  mine,  2  miles  south  of  Franceville. 


Laboratory  No. 
Roof,  shale. 
Bony  ooala. 

Coal 

Bony  coal  a. 


Thickness  of  bed 

Thickness  of  coal  sampled , 


M38 

FL  in. 

1 

6 

3 

6 

0 

3 

5 

3 

3 

6 

a  Not  included  in  sample. 

The  sample  was  taken  at  a  point  1,050  feet  northeast  of  mouth  of  slope. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Geol. 

Survey  Bull.  381,  p.  338. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

381,  pp.  31^-335. 

Franceville.    Davies  Mine. 

Sample, — Subbituminous  coal;  Colorado  Springs  field;  analysis  No.  6437  (p.  57). 
Mine. — Davies;  in  sec.  29,  T.  14  S.,  R.  64  W.,  2i  miles  southeast  of  Franceville. 
Coal  bed. — ''A."    Cretaceous  age;  Laramie  formation.    Thickness,  4  feet  8  inches; 
roof,  clay;  floor,  clay. 
The  bed  was  measured  and  sampled  by  M.  I.  Goldman  in  1908,  as  described  below: 

Section  of  coal  bed  in  Davies  mine,  t\  miles  southeast  of  Franceville. 


Laboratory  No.. 
Root  clay. 

Sandy  ooala. 
Coal 


FloOT,  clay. 

Tmcknessofbed. 


Thickness  of  coal  sampled . 


6437 
Ft.  in. 

1  1 

1  3 

2  4 

4  8 

3  £ 


a  Not  included  in  sample. 

The  sample  was  taken  at  a  point  425  feet  northeast  of  mouth  of  main  slope. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  338. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  pp.  31^^335. 

Pike  VIEW.    Cablton  mine. 

fi'ompfe.— Subbituminous  coal;  Colorado  Springs  field;  analysis  No.  6443  (p.  57). 
lfin«.— Carlton;  in  sec.  18,  T.  13  S.,  R.  66  W.,  near  Pikeview. 
Coal  bed. — "A.**    Cretaceous  age,  Laramie  formation.    Thickness,  8  feet  10  inches; 
roof,  sandstone. 
The  bed  was  measured  and  sampled  by  M.  I.  Goldman,  as  described  below: 

SecHon  of  coal  bed  in  Carlton  mine  near  Pikeview. 


Laboratory  No.. 
Roof,  sandstone. 

Bony  coal  a.. 

Coal 

Bony  coal  a. 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6443 

Ft. 

in. 

0 

10 

3 

2 

1 

0 

3 

8 

8 

8 

6 

10 

a  Not  Incltided  in  sample. 
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The  sample  was  taken  from  face  of  room  19  off  entry  13. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  337. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  QeoL  Survey  Bull. 
381,  pp.  31^-335. 

PiKEviEw.    Monument  Valley  Mine. 

Sample. — Subbituminous  coal;  Colorado  Springs  field;  analysis  No.  6545  (p.  57). 

IfiiMj.— Monument  Valley;  in  the  SW.  J  sec.  11,  T.  13  S.,  R.  67  W.,  3  miles  north- 
west of  Pike  view. 

Coal  bed. — "B."  Cretaceous  age;  Laramie  formation.  Thickness  2  feet  7  inches; 
roof,  shale;  floor,  sandy  coal. 

The  bed  was  measured  and  sampled  by  M.  I.  Goldman  in  1908,  the  sample  repre- 
senting 2  feet  7  inches  of  weathered  coal  from  36-inch  bed. 

The  sample  was  taken  on  south  wall  of  slope  20  feet  from  mouth. 

The  coal  was  dry  but  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  57;  also  U.  S.  Greol. 
Survey  Bull.  381,  p.  337. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  pp.  319-335. 

7REMONT  COX7NTY. 

Canon  City.    Royal  Gorge  No.  2  Mine. 

Sample. — Bituminous  coal;  Canon  City  field;  analyses  Nos.  6249,  6252,  6253  (p.  58). 

Ifine.— Royal  Gorge  No.  2;  in  sec.  17,  T.  19  S.,  R.  70  W.,  3  miles  south  of  Canon 
City. 

Coal  beds. — Upper,  Lower,  and  Middle.  Cretaceous  age;  Vermejo  formation. 
Thickness  4  feet  6  inches,  4  feet,  and  3  feet  8  inches,  respectively;  roofs,  sandstone; 
dip,  50*»  E. 

The  beds  were  measured  and  sampled  in  1908  by  C.  W.  Washbume. 

Sample  6249  included  4}  feet  of  coal,  and  was  taken  from  the  Upper  bed  in  crosscut 
from  level  No.  5. 

Sample  6252  represented  4  feet  of  coal,  and  was  taken  from  the  Middle  bed  on  level 
No.  6.    It  was  wet  when  taken. 

Sample  6253  represented  3}  feet  of  coal,  and  was  taken  from  the  Lower  bed  on  level 
No.  6,  south  side  of  main  entry.    It  was  wet  when  taken. 

Samples  6252  and  6253  were  from  two  beds  within  7  feet  of  each  other,  separated  by 
fine  sandstone  and  hard  shale.  Sample  6249  was  from  a  bed  about  166  feet  below 
these. 

Notes. — The  relative  percentages  of  the  sizes  obtained  in  1908  were:  Lump  coal, 
40  per  cent;  nut  coal,  25  per  cent;  pea  and  slack,  35  per  cent. 

The  combined  annual  output  was  65,000  tons,  most  of  which  was  shipped  by  rail. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  58;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  373. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  pp.  342-371. 

Canon  Cmr.    Nonac  (No.  5)  Mine. 

Sample. — Bituminous  coal;  Canon  City  field;  analysis  No.  6251  (p.  58). 

Mine. — ^Nonac  (No.  5,  now  known  as  No.  39);  a  slope  mine  in  sec.  5,  T.  19  S.,  R.  70 
W.,  2  miles  south  of  Canon  City. 

Coal  bed. — Name  not  known.  Cretaceous  age,  Vermejo  formation.  Dip  at  mouth  of 
slope  23°  SE.,  but  decreases  to  12°  within  a  short  distance.  This  bed  is  about  70 
feet  above  the  Rock  vale  bed,  and  varies  in  thickness  from  5  feet  8  inches  to  6  feet  2 
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inches,  except  along  northern  margin  of  workings,  where  the  coal  is  only  4  feet  thick, 
with  a  parting  10  to  12  inches  thick.  This  parting  wedges  out  a  quarter  of  a  mile  to 
the  south  and  is  represented  by  only  }  inch  of  shale. 

The  bed  was  measured  and  sampled  by  G.  W.  Washbume  in  1908.  The  sample 
represented  6  feet  of  coal. 

The  sample  was  taken  from  working  face  of  mine  2,600  feet  east  of  mouth  of  mine. 
The  sample  was  wet. 

Notes, — ^The  mine,  when  sampled  in  1908,  was  equipped  with  stationary  screens. 
The  coal  is  comparatively  hard  and  stocks  well.  The  product  was  made  up  of  lump 
coal,  55  per  cent;  nut  coal,  20  per  cent;  pea  and  slack,  25  per  cent.  The  output  before 
the  mine  closed  in  19[07  was  about  300  tons  a  day.  The  mine  was  kept  in  readiness  for 
reopening  at  the  time  it  was  visited. 

For  chemical  analyses  of  this  coal  see  Part  I  of  this  bulletin,  p.  58;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  373. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Creol.  Survey 
Bull.  381,  pp.  342-371. 

Canon  Cmr.    Diamond  Mine. 

Sample. — ^Bituminous  coal;  Canon  City  field;  analysis  No.  62f0  (p.  58). 

Mine. — ^Diamond;  a  small  inclined  shaft  240  feet  deep,  }  mile  east  of  southwest  cor- 
ner of  sec.  17,  T.  19  S.,  R.  70  W.,  about  4  miles  south  of  Canon  City. 

Coal  bed. — No  name.  Cretaceous  age,  Vermejo  formation.  Dip,  75^  E.  in  upper 
100  feet  of  shaft,  and  about  55°  £.  in  the  lower  140  feet;  thickness,  about  3  feet  to  3 
feet  6  inches;  roof,  shale. 

The  bed  was  measured  by  C.  W.  Washbume  in  1908,  as  described  below: 

Section  of  coal  bed  in  Diamond  mine,  4  miles  south  of  Canon  City. 


Laboratory  No. 
Roof,  shale. 

Coal 

Shale 

Coal 


ThickDessofbed 

Thickness  of  coal  sampled . 


6260 
Ft  in. 

1  2 

0       J 

2  2 


3 
3 


w 


The  sample  was  taken  from  level  No.  2. 

Notes. — Coal  is  hard,  but  is  crushed  in  some  places  in  mine.  Bed  is  much  jointed. 
Average  production  of  mine  in  November  and  December,  1908,  reported  as  75  tons 
a  month. 

For  chemical  analyses  of  this  coal  see  Part  I  of  this  bulletin,  p.  58;  also  U.  S.  Creol. 
Survey  Bull.  381,  p.  373. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  pp.  342-371. 

Canon  Cmr.    LrrxBLL  Mine. 

Sample. — Bituminous  coal;  Canon  City  field;  analysis  No.  6257  (p.  58). 

ifin«.--Littell;  a  shaft  mine,  in  Wolf  Park,  in  sec.  16,  T.  19  S.,  R.  70  W.,  3  miles 
southeast  of  Canon  City. 

Coal  bed. — Upper  (Brookside?).  Cretaceous  age,  Vermejo  formation.  Thickness, 
about  2  feet.  When  the  mine  was  visited  the  shaft  was  1,065  feet  deep.  Roof,  shale; 
floor,  clay  imderlain  by  sandstone. 

The  bed,  measured  and  sampled  by  C.  W.  Washbume  in  1908,  showed  2  feet  of  coal. 

The  sample  was  taken  100  feet  south  of  shaft,  in  entry  1  south,  at  a  depth  of  950  feet. 
It  was  wet  when  taken. 

No  samples  were  collected  from  the  main  (Chandler)  bed  at  the  bottom,  but  the 
sample  mentioned  above  was  from  the  upper  bed  (or  Brookside?),  about  99  feet 
above  it. 
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Notes.— The  bed  sampled  hud  been  explored  by  prospects  drifts  when  the  mine  was 
visited.    At  that  time  production  from  the  main  bed  was  curtailed. 

For  chemical  analyses  of  this  coal  see  Part  I  of  this  bulletin,  p.  58;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  373. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  381,  pp.  342-371. 

Chandler.    Chandler  Mine. 

Sample. — ^Bituminous  coal;  Canon  City  field;  analysis  No.  6254  (p.  58). 

Mine. — Chandler;  near  southeast  comer  of  sec.  22,  T.  19  S.,  R.  70  W.,  in  Chandler. 

Coed  bed. — Chandler(?).  Bed  lies  from  75  to  100  feet  below  Brookside  bed.  Creta- 
ceous age,  Vermejo  formation.  Thickness,  4  feet  11  inches  to  5  feet  8  inches.  Roof, 
shale  (''draw  slate"),  overlain  by  sandstone;  in  places  "sand  rolls"  cut  through  this 
roof  and  into  the  coal. 

The  bed  was  measured  and  sampled  by  C.  W.  Washbume  in  1908,  as  described 

below: 

Section  of  coal  bed  in  Chandler  mine  at  Chandler. 


Laboratory  Ko. 
Roof,  shale. 

Coal 

Boneo 

Coal 


Thickness  of  bed , 

Thickness  of  coal  sampled . 


6254 

Ft.  in. 
3  7 
0  10 
0       6 


4     U 
4     10 


a  Not  included  in  sample. 

The  sample  was  taken  from  room  1,  Cuckoo  entry,  and  was  dry  when  taken. 

Notes. — ^The  shale  clings  to  the  overlying  sandstone  and  the  coal  breaks  sharply 
from  the  shale  when  shot.  When  the  mine  was  visited  most  of  the  coal  was  undercut 
with  electric  chain  cutters.    Output  in  1910,  101,082  tons. 

For  chemical  analyses  of  this  coal  see  Part  I  of  this  bulletin,  p.  58;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  373. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 

Bull.  381,  pp.  342-371. 

Radiant.    Briluant  Mine. 

Sample.— Bitummoua  coal;  Canon  City  field;  analyses  Nos.  6377,  6378,  6379  (p.  58). 

i/tn«.— Brilliant  in  sec.  25,  T.  20  S.,  R.  70  W.,  3  miles  south  of  Radiant. 

Coal  bed. — Cretaceous  age,  Vermejo  formation.  Thickness,  about  6  feet;  roof,  shale 
6  inches  to  1  foot  2  inches  thick  overlain  by  sandstone;  dip,  9°  NW.  The  bed  occurs 
probably  at  nearly  the  same  horizon  as  the  Brookside  bed.  In  1908  the  mine  was 
operated  by  a  small  shaft  96  feet  deep. 

The  bed  was  measured  and  sampled  by  C.  W.  Washbume,  in  1908,  as  described 

below: 

Sections  of  coal  bed  in  Brilliant  mine,  S  miles  south  of  Radiant. 


Laboratory  No. 

Sandstone. 

Roof.8hale. 

Bonea 

Shale  a 

Coal 


Thiokneesofbed 

Thickness  of  coal  sampled. 


6379 


Ft. 

in. 

0 

10 

0 

\ 

6 

0 

5 

10* 

6 

0 

a  Not  included  in  sample. 

Samples  6377  and  6378  were  taken  100  feet  southwest  of  foot  of  shaft.  Sample 
6377  included  bright  shiny  layers  abundant  in  bony  coal;  sample  6378  included  dull 
top  coal. 

Sample  6379  was  taken  200  feet  southwest  of  foot  of  shaft. 
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Notes, — ^The  coal  breaks  readily  along  the  bedding  planes,  a  feature  not  observed 
elsewhere  in  this  field.  Neither  face  nor  butt  joints  appear  to  be  very  regular  in 
trend  or  in  spacing. 

The  coal  checks,  but  may  be  kept  in  stock  for  several  months  without  noticeable 
deterioration  and  is  said  to  be  satisfactory  for  domestic  use.  The  output  of  the  mine 
when  visited  was  from  12  to  15  tons  a  day;  it  was  hauled  by  wagons  to  Radiant  and 
there  loaded  on  cars.  The  top  coal,  1  to  3  feet  thick,  is  not  very  clean  but  makes 
a  satisfactory  fuel  for  a  steam  boiler.  In  mining  it  is  separated  easily  from  the  rest  of 
the  coal  and  was  used  in  the  operation  of  the  mine.  The  shale  (''draw  slate")  is 
removed  in  mining,  leaving  a  sandstone  roof.  This  top  coal  has  a  dull  luster,  doubtless 
due  to  its  high  ash  content.  The  rest  of  the  coal  bed,  which  varies  in  thickness 
from  4  feet  to  6  inches  to  5  feet,  is  of  a  uniformly  brilliant  luster  except  for  some  dull 
layers,  not  over  one-eighth  inch  thick. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  58;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  374. 

For  a  dedcription  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  342. 

ROOKVALB.   ROCKVALE  MiKB. 

Sampk, — Bittuninous  coal;  Canon  City  field;  analysis  No.  6376  (p.  69). 

ifin«.— Rockvale;  in  sec.  25,  T.  19  S.,  R.  70  W.,  Rockvale. 

Coal  bed. — ^Rockvale.  Cretaceous  age;  Vermejo  formation.  Dip,  westward,  6  to 
6.5  per  cent.;  thickness,  3  feet  4  inches  to  4  feet;  floor,  sandstone;  roof,  "draw slate" 
in  places,  sandstone  in  places.    The  mine  shaft  is  323  feet  deep. 

The  bed  was  measured  and  sampled  by  C.  W.  Washbume,  in  1908.  The  sample 
represented  3  feet  8  inches  of  coal. 

The  sample  was  taken  in  the  first  dip  of  the  fourth  north  entry. 

Notes. — Coal  is  mined  by  hand;  long- wall  system.  The  coal  breaks  down  in  lumps 
1  to  3  feet  across,  with  considerable  quantities  of  finer  d6bris.  When  the  mine  was 
visited  the  coal  was  dumped  over  screens  directly  into  coal  cars.  The  fine  coal  was 
washed  but  did  not  find  a  ready  market,  and  in  1908  a  laige  amount  of  slack  had 
accumulated.    The  coal  is  mined  principally  for  domestic  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  59;  also  U.  S.  Greol. 
Survey  Bull.  381,  p.  374. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  381,  pp.  342-371. 

RooKVALE.    Bluff  Spbinos  (Blazing  Rao)  Minb. 

Sample. — ^Bituminous  coal;  Canon  City  field;  analysis  No.  6409  (p.  59). 

Mine.—BluS  Springs  (Blazing  Rag);  in  sec.  6,  T.  20  S.,  R.  69  W.,  2  miles  south  of 
Rockvale. 

Coal  bed. — ^Rockvale.  Cretaceous  age,  Vermejo  formation.  Thickness,  3  feet  to 
3  feet  6  inches,  including  a  clay  parting,  1  to  3  inches  thick,  near  middle  of  bed;  roof, 
dark,  carbonaceous  shale. 

The  bed  was  measured  and  sampled  by  C.  W.  Waflhbume,  in  1908,  as  described 

below: 

Section  of  coal  bed  in  Bluff  Springs  mine^  t  mUes  south  ofRochoale. 


Laboratory  No. 
Boof,  shale. 

Coal 

Clayo 

Cod 


Thickzifissofbed 

Thickneas  of  ooal  sampled .. , 


6409 
Ft.   fn. 

1       4 

0  4 

1  8 


8       4 
3       0 


a  Not  included  in  sample. 
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Sample  was  taken  of  3  feet  of  section  of  bed  at  point  not  indicated  by  the  geologist. 

Note. — ^The  output  of  the  mine  in  1908  was  small,  and  was  hauled  by  wagon  to 
Florence  and  neighboring  towns. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bxilletin,  p.  59;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  374. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  381,  pp.  342-371. 

WiLLIAMSBnBG.      MaONET  MiNE. 

Sample.— BitummouB  coal;  Canon  City  field;  analyses  Nos.  10127,  10128,  10142 
(p.  59). 

Mine.  —Magnet  (often  called  the  Ocean  Wave);  a  slope  mine  near  the  center  of  sec. 
19,  T.  19  S.,  R.  69  W.,  Williamsbuig. 

Coal  bed. — Magnet.  Cretaceous  age,  Vermejo  formation.  Thickness,  about  4  feet 
6  inches,  with  a  shale  parting.  The  parting  increases  in  thickness  and  coarseness  of 
grain  to  northwest,  becoming  2}  feet  of  sandstone  at  northwest  end  of  mine.  The  bed 
shows  three  sets  of  joints.  Dip  for  first  300  feet  is  13^  W.,  changing  rapidly  to  5^  W., 
then  to  4^  W. 

The  bed  was  measured  and  sampled  as  described  below: 

Sections  of  coal  bed  in  Magnet  mine  at  WUliamehurg. 


Laboratory  No 

Coal 

Shale  a 

Coal 

Thickness  of  bed 

Thiclqiess  of  ooal  sampled 


10128 

Ft.  in. 

2     2 

0  8} 

1  10 


10137 
FL  in, 
2     8 

0  4 

1  11 


o  Not  included  in  sample. 

Sample  10127  was  taken  in  south  entry  3,  4,200  feet  southwest  of  shaft. 

Sample  10128  was  taken  in  south  entry  5,  3,200  feet  southwest  of  shaft. 

A  composite  sample  was  made  by  mixing  samples  10127  and  10128  for  an  ultimate 
analysis,  the  results  of  which  are  shown  imder  laboratory  number  10142. 

Notes. — ^The  output  of  the  mine  was  about  200  tons  per  day  in  1908.  About  half 
the  coal  was  machine  mined.  Three  electric  chain-breast  machines  were  used. 
Considerable  giant  powder  was  used  in  parts  of  mine  owing  to  hardness  of  coal  and 
tightness  with  which  it  clings  to  roof  and  floor.  Relative  proportions  of  product 
were:  Lump  51  per  cent,  nut  19  per  cent,  slack  and  pea  30  per  cent. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  59. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  pp.  342-371. 

GABFIELD  COTTNTY. 

Carbonera.    Prospect. 

Sample. — ^Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3728  (p.  59). 

Zooatum.— Prospect  on  east  side  of  gulch  opposite  Uinta  mine  (lower  coal);  in  sec. 
11,  T.  7  S.,  R.  104  W.,  at  Carbonera,  18  miles  northwest  of  Mack. 

Coal  bed. — Not  named.  Cretaceous  age,  Mesaverde  formation.  The  rocks  lie 
almost  flat.    Thickness  of  bed  not  on  record. 

Notes. — ^This  coal,  like  most  of  the  coal  in  the  Book  Cliffs  field,  is  traversed  by 
many  joints  and  breaks  easily  after  it  is  mined.  The  lumps,  as  mined,  usually  range 
in  size  from  30  inches  down;  there  is  a  large  amount  of  slack.  The  coal  is  used  for 
domestic  purposes. 
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For  chemical  analyBee  of  this  coal  see  part  I  of  this  bulletin,  p.  69;  alao  U.  8.  Qeol. 
Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Ged.  Survey 
Bull.  871,  p.  11;  BuU.  316,  p.  306. 

Garbonera.    Uinta  Mine. 

i9amp20.— Bituminous  coal;  Book  Cliffs  field;  analyses  Nos.  3729,  3732, 3734  (p.  5I^)« 

Mine, — ^Uinta;  in  sec.  14,  T.  7  S.,  R.  104  W.,  near  Carbonera. 

Coal  bed. — ^The  bed  is  of  Upper  Cretaceous  age,  Mesaverde  formation.  The  rocks 
lie  almost  flat. 

The  bed  was  measured  and  sampled  at  three  points  in  the  mine  by  G.  B.  Richard- 
son in  the  summer  of  1906,  as  shown  below: 

SeetioTu  of  coal  bed  in  Uinta  mine,  near  Carbonera, 


Seotfcm 

lAbontory  No. 


Goal 

Bcnyooal 

Goal 

Bonyooal 
Goal 


Thioknessofbed 

Thickness  of  cool  sampled. 


A 

8739 

Ft,  in. 

3      1 


ao 
0 

•  0 
4 


1 
0 


7     6h 
0    11} 


B 
8733 
J^  in, 
8     0 


ao 
0 

•  0 
4 


1 
8 

4 
8 


7     4 
6    11 


C 
8784 
PL  in. 

I    10 
•  0      1 

1     0 

•  1    1 

8     0 


7  8 

8  4 


a  Not  indnded  In  saniplfl. 

Section  A  (sample  3729)  was  taken  at  the  end  of  the  back  entry. 

Section  B  (sample  3732)  was  taken  near  entrance  of  mine. 

Section  0  (sample  3734)  was  taken  in  room  3. 

Note. — ^This  coal  is  used  for  domestic  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  59;  a}so  U.  S.  Geol. 
Survey  Bull.  316,  p.  295;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  371,  p.  11. 

Carbonera.    Surfacb  Exposure. 

Sample. — ^Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3730  (p.  59). 

LoooUion. — Surface  exposure  under  waterfall;  in  sec.  16,  T.  7  S.,  R.  102  W.,  10 
miles  east  of  Carbonera,  south  of  Turner's  ranch. 

Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation.    Coal  bed  lenticular. 

The  bed  was  measured  and  sampled  by  Geoige  B.  Richardson  on  August  30, 1906. 

The  sample  was  badly  weathered.    It  represented  coal  bed  21  feet  5  inches  thick. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  59;  also  U.  S.  Geol. 
Survey  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  371,  p.  11. 

Cardiff.    Blacx  Diamond  Mine. 

SampU, — Bituminous  coal;  Glenwood  Springs  field;  analyseB  Noe.  4030,  4037,  4038, 
4040,  4050,  9143,  9144  (p.  59). 

Htne.— Black  Diamond;  in  the  NE.  i,  SE.  i  sec.  6,  T.  7  S.,  R.  89  W.,  8  miles 
southwest  of  Glenwood  Springs  and  4  miles  southwest  of  Cardiff,  on  braadi  of  the  Colo- 
rado Midland  Railway. 

Coal  bed. — ^Black  Diamond  4-foot,  12-foot,  and  16-foot.  Cretaceous  age,  Mesaverde 
fonnation.    Dip,  50''  SW. 

45889*— Bull.  22,  pt  2—13 7 
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The  mine  was  measured  and  sampled  on  October  3,  1906,  by  A.  K.  Adams  and  in 
1906  by  A.  L.  Beekly,  as  described  below. 

Sections  of  coal  bed  in  Black  Diamond  mine,  8  miles  southwest  of  Olenwood  Springs, 


SootidQ* ■•«•■«•«••••••««.•.........••■...•....••..••.•••••.••-••••-••-•••• 

A 

4037 
Ft.  in. 

•    A                 •    • 

9  •             mm 

'8    '6 

B 

«M0 

Ft.  «n. 

2     2 

0  1 

1  10 
0     2 
5      0 

c 

Laboretorr  No 

9143 

Coals 

it.  In. 

Partiiur* .- . ■               .  ,  . 

Coal*.. 

Partinff  • , 

Coal 

16     0 

ThIokiiMf  of  Tmk! 

8     0 
8     0 

9     3 
5     0 

16     0 

TtiinVnMn  of  ooal  saiiiDlod r .  , 

16     0 

•  Not  included  in  sample. 

Sample  9143  was  obtained  3,500  feet  from  mine  mouth.  Location  of  samples  Nos.^ 
4037  and  4040  not  known.  Sample  4040  was  taken  from  upper  bench  of  16-foot  bed.' 
Sample  4037  was  taken  from  the  lower  bench. 

Sample  4038  was  a  composite  sample  of  4037  and  4040,  and  consequently  repre- 
sented the  two  main  benches  of  the  bed. 

This  bed  was  also  measured  and  sampled  in  two  places  by  A.  K.  Adams  on  October 
23, 1906,  and  in  one  place  by  A.  L.  Beekly  in  1909,  as  shown  below: 

Sections  of  coal  bed  in  Diamond  mine,  8  miles  southwest  of  Glenwood  Springs. 


Section 

A 

4030 
Ft,  in. 

4   "i 

B 
4050 
Ft,  in. 
0      8 
5      1 
0     8 

C 

Labocatory  No 

9144 

Boneo 

Ft,  in. 

Coal 

4     0 

Booeo 

Thicloien  of  bed 

4      1 
4      1 

6      5 
5      1 

4     0 

TbicknMf  of  ooal  sampled 

4     0 

•  Not  included  in  sample. 

Section  A  was  taken  from  a  5-foot  bench. 

Section  0  was  measured  and  sampled  in  first  entry  north,  800  feet  west  of  mouth  of 
mine. 

Location  of  section  B  not  known. 

Notes. — ^The  coal  was  mined  by  the  room-and-pillar  system. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  59;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  301. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  295. 

Mabion.    Mabion  Mine. 

Sample, — Bituminous  coal;  Glenwood  Springs  field;  analyses  Nos.  9195,  9196,  9197, 
(p.  69). 

iffn€.— Marion;  in  the  SE.  }  SW.  i  sec.  10,  T.  8  S.,  R.  69  W.,  at  Marion,  on  the 
Jerome  Park  Branch  of  the  Colorado  Midland  Railroad. 

Coal  bed. — ^Allen  and  Anderson.  The  coal  is  of  Cretaceous  age,  Measaverde  forma- 
tion. Thickness  of  bed,  4  to  6  feet;  dip  36^  S.  85^  W.  Roof,  lenses  of  carbon- 
aceous shale  overlain  with  sandstone;  floor,  6  to  10  inches  of  shale  underlain  with 
sandstone. 
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The  beds  were  measured  and  ninpled  on  September  30,  1909,  by  A.  L.  Beekly,  as 
described  below: 

Sections  of  Allen  coal  bed  in  MarUm  mine,  at  Marion, 


LabOfstofT  No 

Boof,aanastoiie. 

ffliale  leoKB,  ttaixi,  earbontoeoas  (ap  to  3  fMt) 

Coal 

Shale  parting  a 

Coal./TT. 

Floor,  shale,  hard  thin-bedded. 

TmckaBMofbed 

Thickness  of  coal  sampled * 


9196 

FU  ffl. 

0  0 

4  0 

0  2 

1  0 

5  2 

5  0 


9196 
Ft  in. 
0     0 

4      7 


4      7 
4      7 


a  Not  included  in  sample. 

Sample  9196  was  taken  900  feet  in  mine,  entry  1. 

Sample  9195  was  taken  200  feet  from  mouth  of  entry  on  south  side  of  Marion 
Gulch. 

Section  of  Anderson  coal  bed  in  Mcarion  mine,  at  Marion. 


Laboratoiy  No 

Roor  sandstone. 

Shale  a  (varying  op  to  1  foot  thick). 

Coal  free  fkom  partings 

Floor,  sandstone. 

ThiokaBSS  of  bed 

Thickness  of  ooal  sampled 


9197 

Ft.  <n. 
0  0 
4     0 


4 

4 


0 
0 


a  Not  included  in  sample. 

The  section  (sample  9197)  was  taken  about  1,200  feet  in  the  mine,  from  the  north 
entry,  25  feet  from  fault.    The  coal  was  wet. 

Notes. — ^The  coal  from  the  Allen  bed  is  bituminous  noncoking,  but  occurs  almost 
within  the  zone  in  which  the  Allen  bed  changes  ibpom  noncoking  to  coking  coal. 
The  coal  from  the  Anderson  bed  is  a  clean,  hard,  glossy  coal  of  excellent  quality, 
noncoking.  The  Anderson  bed  furnished  about  half  of  the  200-ton  per  day  output 
of  the  Marion  mine.  The  coal  was  used  for  engine  coal  by  the  Colorado  Midland 
Railway. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  00. 

Marion.    Ketstonb  Pbospbgt. 

Sample. — ^Bituminous  coal;  Glenwood  Springs  field;  analysis  No.  9202  (p.  60.) 

Jfiiw.— Keystone  prospect;  in  SW.  J  SE.  J  sec.  9,  T.  8  S.,  R.  89  W.,  1  mile  west  of 
Marion,  on  the  Jerome  Park  Branch  of  the  Colorado  Midlimd  Railway. 

Coal  bed. — Keystone  of  U.  S.  Geological  Survey;  occupies  about  the  same  horizon 
as  the  Keystone  beds  of  New  Castle  and  South  Canyon  and  is  probably  a  continuation 
of  that  bed.  Cretaceous  age;  Mesaverde  formation.  Thickness  variable;  dip,  34^ 
S.  85^  W.,roof;  sandy  shale  bedded;  floor,  6-inch  bed  of  carbonaceous  shale  under- 
lain with  sandstone. 

The  bed  was  measured  and  ssunpled  by  A  L.  Beekly,  on  September  30,  1909. 
The  sample  represented  3  feet  6  inches  of  coal. 

The  section  (sample  9202)  was  taken  in  prospect  near  surface. 

Note. — ^Analysis  No.  9202  is  not  a  true  representation  of  the  value  of  this  coal  bed 
as  the  sample  was  considerably  weathered  and  contained  some  foreign  material  which 
had  been  washed  in. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  00. 
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Nbwgabtlx.    S^sTcrroNB  Mine. 

Sample. — ^Bituminoua  coal;  Glenwood  Springs  field;  analyses  Nos.  3932,  3936,  and 
8807  (p.  60). 

Mine.—KeyBtone;  in  the  NE. }  sec.  4,  T.  6  S.,  R.  91  W.,  1  mile  southwest  of  New- 
castle, on  the  Denver  db  Rio  Grande  and  the  Colorado  Midland  railroads. 

Coal  beds. — Keystone  No.  1  and  No.  2.  The  coal  is  of  Cretaceous  age,  Mesaverde 
formation.  Thickness  of  bed  No.  2  is  somewhat  variable,  averaging  about  SO  inches; 
dip,  37^  S.  20^  W.;  roof,  hard,  thin  bedded  shale  overlain  with  shale,  alternating 
with  thin  sandstone.  Shale  often  &dls  with  the  coal,  which  necessitates  hand  sorting. 
Floor,  sandstone;  cover  lOP  to  300  feet  thick.    Bed  No.  1  is  about  2  feet  thick. 

The  beds  were  sampled  and  measured  by  H.  S.  Gale,  who  obtained  samples  from  bed 
No.  1  (Nos.  3932  and  3936)  in  October,  1906,  and  A.  L.  Beekly,  who  took  sample  from 
bed  No.  2  (No.  8807)  in  July,  1909,  as  described  below: 

Samples  3932  and  3936  were  taken  600  feet  down  the  slope,  at  the  lowest  level 
from  a  2-foot  bed,  20-inch  cut. 

Sample  8807  was  taken  £rom  face  of  entry,  about  1,200  feet  northwest  of  opening. 
It  represented  a  26-inch  cut. 

Notes. — ^This  coal  is  hard  and  is  said  to  be  good,  though  it  slacks  quickly  and 
must  be  used  soon  after  being  mined.  It  is  an  excellent  domestic  coal,  and  the  entire 
product  was  consumed  in  near-by  towns.  In  1908  and  1909  the  capacity  of  the  mine 
was  approximately  1,000  tons  per  month  in  winter  and  about  100  tons  per  month  in 
sunmier. 

For  chemical  analyses  of  this  coal  see  Part  I  of  this  bulletin,  p.  60,  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  290;  Bull.  416,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

BuU.  415,  p.  112. 

Newcastle.    Cortbll  Mike. 

Sample. — Bituminous  coal;  Glenwood  Springs  field;  analyses  Nos.  8806,  3933, 
3935,  3937,  3938,  and  3939  (pp.  60,  61). 

Jltn€.--Coryell;  in  the  NW.  i  sec.  2,  T.  6  S.,  R.  91  W.,  about  i  mile  southeast  of 
Newcastle,  on  the  Coloiado  Midland  Railway. 

Coal  bed. — ^AUen.  Cretaceous  age,  Meeaverde  formation.  Thickness  diminishes 
slowly  but  gradually  toward  the  east.  Dip,  47^  S.,  17^  W. ;  roof,  hard,  gray  sandstone 
with  occasional  shale  lenses  between  sandstone  and  coal;  floor,  sandstone  with  6  inches 
to  1  foot  of  hard,  carbonaceous  shale  between  sandstone  and  coal.  This  hard  shale  is 
somewhat  difilcult  to  separate  from  the  coal. 

The  bed  was  measured  and  sampled  by  A.  L.  Beekly  on  July  26, 1909,  as  described 

below: 

Section  of  coal  bed  in  Coryell  mine,  }  mile  southeast  of  Newtsastle. 


LaborstoryNo 

Roof,  hftra,  gray  nndstODC. 

Shale  leDies  (▼trying  op  (o  U  inches) 

Cottl 

**  Blaek  Jade "  or  «iiiiiiiiig/'  blade,  cniahed  and  glistening  coal  (varying  from  0  to  12  indM8)a . 

Coal 

Floor,  shale,  hard,  sandy,  carbonaceous. 

Thickness  of  bed 

Thickness  of  coal  sampled 


mm 

Ft. 

in. 

0 

0 

13 

0 

0 

e 

1 

0 

15 

6 

10 

0 

•  Not  incfaided  in  sample. 

Sample  8806  was  taken  near  the  kce  of  entry,  about  1,800  feet  west  of  mine  opening. 

Sample  3933  was  taken  by  A.  K.  Adams  on  October  12,  1905,  1,200  feet  from  the 
mine  mouth.    It  included  the  bottom  4  feet  6  inches  of  the  bed. 

Sample  3935  was  taken  by  A.  K.  Adams  on  October  12, 1906, 1,200  feet  from  mine 
mouth.    It  included  the  upper  9  feet  of  the  bed. 
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Sample  3937  was  taken  by  A.  K.  Adams  on  October  12,  1906,  1,200  feet  in  mine. 
It  included  best  coal  of  5-fbot  bench. 

Sample  3938  was  taken  by  A.  K.  Adams  on  October  11,  1906,  1,200  feet  in  mine. 
It  included  the  upper  9  feet  4  inches  of  14-foot  bed,  except  ''Kack  Jack,'*  2  feet, 
near  middle. 

Sample  3939  was  taken  by  A.  E.  Adams  on  October  12,  1906,  1,200  feet  in  mine. 
It  included  entire  bed. 

JVbtes.— This  coal  is  hard,  clean,  and  of  good  quality.  It  cakes  sufficiently  to  make 
excellent  engine  coal,  for  which  purpose  pmc^ally  all  of  the  product  was  used  by  the 
Colorado  Midland  Railway  Co .  It  will  coke  in  a  retmrt  oven,  but  not  under  the  ordinary 
process.    The  capacity  of  mine  was  about  300  tons  per  day. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  60,  61;  also  U.  S. 
Oeol.  Survey  Bull.  316,  p.  299;  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Oeol.  Survey 
Bull.  316,  p.  291;  Bull.  415,  p.  130. 

Newcastle.    Coal  Ridox  Mine. 

Sample. — Bituminous  coal;  Glenwood  Springs  field;  analysis  No.  8804  (p.  61). 

Mine.-  -Coal  Ridge;  prospect  near  abandoned  Coal  Ridge  mine  in  the  NW.  }  sec.  8, 
T.  6  S.,  R.  90  W.,  3}  miles  southeast  of  Newcastle,  on  the  Colorado  Midland  Railway. 

Coal  bed. — C .  Mesaverde  formation.  Cretaceous  age .  Thickness,  somewhat  variable ; 
dip,  about  50°  S.  18°  W. ;  roof,  hard  grayiah-yellow  shale  of  peculiar  structure;  crushing 
or  stress  of  some  nature  has  apparently  produced  fracture  planes  extending  in  all  direc- 
tions; floor,  shale. 

The  bed  was  measured  and  sampled  by  A.  L.  Beekly  August  2,  1909,  the  sample 
including  5  feet  of  coal. 

The  section  (sample  8804)  was  taken  50  feet  east  of  mouth  of  prospect. 

Notes. — This  coal  is  hard,  clean,  and  apparently  of  good  quality.  The  prospect  has 
been  open  for  years,  and  although  the  face  of  the  bed  was  well  cleaned  off,  the  sample 
was  undoubtedly  somewhat  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  61. 

RiPLE  Creek.    McLbarn  Mine. 

Sample. — ^Bituminous  coal;  Grand  Hogback  field;  analyses  Nos.  3943,  3946  (p.  61). 

Mine. — McLeam;  a  drift  mine  on  Rifle  Creek,  in  sec.  12,  T.  5  S.,  R.  93  W.,  north  of 
Grand  River  and  10  miles  north  of  Rifle.    No  railroad  connection. 

Coal  bed. — Not  named.  Cretaceous  age,  Mesaverde  formation.  Thickness,  7  feet 
3  inches;  roof,  flaggy  sandstone. 

The  bed  was  measured  and  sampled  on  October  4, 1906,  by  Hoyt  S.  Gale. 

Sample  3943  included  a  7}-foot  cut  from  the  lowest  thick  bed. 

Sample  3946  included  a  5}-foot  cut  of  the  best  coal  in  the  bottom  part  of  the  bed. 

The  samples  were  obtained  1,000  feet  in  mine. 

Notes. — ^This  bed  is  without  partings,  although  a  foot  or  so  at  the  upper  or  hanging- 
wall  side  is  softer  than  the  rest  and  usually  breaks  up  in  mining,  so  that  it  is  lost  as  slack. 
The  coal  is  dusty. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  61;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  299. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  316,  p.  289. 

South  CaHon.    Soitth  CaI^on  Mine. 

Sample. — Bituminous  coal;  Glenwood  Springs  field;  analyses  Nos.  3959, 3960, 3961, 
8805,  8808,  8811,  8812  (p.  61). 

Mine.Souih  Cafion;  in  the  NW.  i  sec.  14,  T.  6  S.,  R.  90  W.,  South  Caflon,  about 
2  miles  south  of  station. 
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Coal  bedi. — ^D,  E,  Allen,  and  Wheeler.  The  coal  is  of  Cretaceous  age,  MeBaverde 
formation.    Thickneas,  variable;  dip,  50^  SW. ;  roof,  shale;  floor,  shale. 

The  beds  were  measured  and  sampled  on  August  7, 1909,  by  A.  L.  Beekly  and  in 
1906  by  A.  E.  Adams,  as  shown  below: 

Sample  3961  was  taken  from  the  D  bed,  2,000  feet  from  entrance  of  mine,  and  included 
4  feet  8  inches  of  clean  coal. 

Sample  8812  was  taken  from  the  D  bed  at  the  face  of  entry  3,  2,200  feet  northwest  of 
mine  opening.    The  sample  included  a  4f-foot  cut  of  coal. 

Sample  8805  was  taken  from  the  E  bed  in  entry  1,  about  400  feet  northwest  of  the 
mouth  of  the  east  entry  of  the  mine. 

Seetiont  of  Wheeler  coal  bed  in  South  Cahon  mine,  near  South  Cafkm. 


Laboratory  No 

Roof,  shale. 

Coal,  hardf  brightf  and  clean 

Black  Jack;  croahedf  granular  coal 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


Ft,     in. 
5     4 

a96S 
Ft.  in. 
2     2 

i2     i 

is  io 

18     0 

la    8 

18     0 
15    10 

J^.  In. 
12     6 

0  4 

1  6 

14     4 
9     0 


Sample  8808  was  taken  at  the  face  of  entry  2,  about  2,400  feet  northwest  of  mine 
mouth. 

Sample  3960  was  taken  in  the  mine  on  the  west  side  of  gulch,  2,250  feet  from 
entrance.  The  sample  represented  15  feet  10  inches  of  coal  from  the  lower  part  of 
the  bed.  Sample  3959  was  taken  on  the  east  side  of  gulch,  2,650  feet  from  entrance 
to  mine.    The  sample  represented  12}  feet  of  coal  from  the  lower  part  of  the  bed. 

The  Allen  coal  bed  in  this  mine  was  measured  and  sampled  by  A.  L.  Beekly  on 
August  7, 1909.  The  sample  (8811)  represented  a  5^foot  cut  of  coal.  It  was  taken  at 
face  of  entry,  about  250  feet  west  of  opening.  t 

Notes.— ThiB  coal  is  very  hard  and  clean  and  has  a  black,  glossy  luster.  Except  for 
the  one  parting  of  black  jack,  or  crushed  coal,  the  bed  is  all  coal.  The  South  Gallon 
mine  produced  (in  1909)  about  175  tons  per  day,  practically  all  of  which  came  from 
the  Wheeler  bed.  The  product  was  mainly  used  for  engine  coal  by  the  Colorado 
Midland  Railway. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  61;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  300;  Bull.  415,  p.  130. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Oeol.  Survey 
Bull.  316,  p.  291;  Bull.  415,  p.  249. 

South  CaIJon.    Mabtin  Orkraut  Minb. 

Sample. — Bituminous  coal;  Glenwood  Springs  field;  analysis  No.  8809  (p.  61). 

Mine. — ^Martin  Ohkraut;  a  drift  mine  in  sec.  23,  T.  6  S.,  R.  90  W.,  about  3  miles 
south  of  the  station  on  the  Colorado  Midland  Railway  at  South  Cafion. 

Coal  bed. — Keystone  No.  2.  Cretaceous  age,  Mesaverde  formation.  Thickness* 
variable;  dip,  42^  S.,  40®  W.;  roof,  thin-bedded  shale;  floor,  shale. 

The  bed  was  measured  and  sampled  by  A.  L.  Beekly,  August  12, 1909,  the  sample 
representing  3  feet  6  inches  of  coal. 

The  sample  and  section  of  the  bed  were  taken  about  150  feet  northwest  of  the  mouth 
of  the  mine. 

JVb(M.— At  the  time  the  mine  was  visited  the  coal  was  only  mined  for  the  domestic 
use  of  the  owner.  The  bed  contains  considerable  dirt  and  is  somewhat  broken  up, 
probably  due  to  the  effects  of  slumping. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  61. 
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Sunlight.    Sunuoht  Minb. 

Sample.— BitxanmouB  coal;  Olenwood  Springs  field;  analyses  Nos.  4032,  4033,  4034, 
4045,  4046,  4048  (p.  62). 

Mine. — Sunlight;  a  drift  mine,  15  miles  south  of  Glenwood  Springs,  in  sec.  33,  T. 
7  S.,  R.  89  W.,  at  Sunlight. 

Oxd  Ms.— A,  B,  C,  D.    The  coal  is  of  Chretaceous  age,  Mesaverde  fonnation.    Dip 
44*  W. 

The  beds  were  measured  and  sampled  by  A.  K.  Adams  on  October  23, 1906,  as  de- 
scribed below: 

Seetioru  o/D  coal  bed  in  SurUigJU  mine  at  SurUight. 


LaboretoryNo 

Ooala 

Shale* 

Coal : 

ThidmesB  of  bed 

Thidkneas  of  ooal  sampled. 


4048 
Ft,    fn. 
1     0 
0     1 
6     6} 


4083 

Fi»  in. 
7    4 

•  •       •  • 

1     8 


a  Not  Included  in  sample. 

Sample  4048  was  taken  at  a  point  3,300  feet  from  mine  mouth. 
Sample  4033  was  taken  from  a  point  2,500  feet  from  mine  mouth.    It  included  only 
the  upper  7  feet  4  inches  of  the  bed. 

Section  of  C  coal  bed  in  Sunlight  mine  at  Sunlight. 


Laboratory  No 

Coal 

Bbalea 

Goal 

Thickness  of  bed 

Thickness  of  ooal  sampled 


4045 

Ft. 

<». 

3 

0 

1 

6 

S 

0 

7 

6 

6 

0 

a  Not  included  in  sample. 

Sample  4045  was  taken  at  point  1,100  feet  from  mine  mouth. 

Sample  4046  was  taken  from  the  B  bed  at  point  1,100  feet  from  mine  mouth.  It 
represented  entire  bed  of  6  feet.    The  coal  sampled  was  weathered. 

Sample  4032  was  taken  from  the  A  bed  at  a  point  3,000  feet  from  mine  mouth,  where 
it  measured  9  feet  in  thickness;  only  the  lower  7  feet  6  inches  of  bed  was  sampled. 

Sample  4034  was  taken  from  the  A  bed  at  a  point  3,500  feet  from  mine  mouth,  where 
it  measured  10  feet  9  inches;  only  the  lower  10  feet  2  inches  of  coal  was  sampled.  This 
was  overlain  with  7  inches  of  coal. 

NoteB. — ^The  A  bed  varies  somewhat  in  thickness  and  runs  high  in  slack.  The 
B  bed  is  too  soft  and  crumbly  to  be  of  use.  The  C  bed  is  considered  unsatisfactory 
for  mining  on  account  of  the  parting  in  the  middle.  The  D  bed  is  considered  good 
ooal.    The  coal  is  said  to  be  noncoking,  and  the  whole  output  is  used  for  roasting  ore. 

For  chemical  analsrses  of  this  coal  see  part  I  of  this  bulletin,  p.  62;  also  IT.  S.  Geol. 
Survey  Bull.  316,  p.  300;  Bull.  415,  p.  250. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  316,  p.  293;  Bull.  415,  p.  250. 

SuNLioHT.    Mascot  Minb. 

Sample. — ^Bituminous ooal;  Glenwood  Springs  field;  analyses  Nos.  9200, 9201  (p.  62). 

Jltn«.— Mascot;  in  the  NW.  \  NE.  \  sec.  28,  T.  7  S.,  R.  89  W.,  1  mile  north  of  Sunlight. 

Oxd  bed. — ^A.  Cretaceous  age,  Mesaverde  formation.    Fh>m  the  mine  opening, 

which  is  located  near  the  northeast  comer  of  sec.  28,  a  tunnel  was  driven  in  almost  a 
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due  west  direction.  Thia  tunnel  was  driven  through  approximately  100  feet  of  talus 
and  slide  material  before  rocks  in  place  were  found .  At  about  635  feet  from  the  opening, 
the  lowest  coal  bed  of  the  entire  group  was  intersected,  and  about  50  feet  farther  the 
second  bed  was  found  and  an  entry  driven  upon  it  for  a  distance  of  700  to  800  feet 
north.  The  only  evidence  for  the  correlation  of  these  beds  is  that  they  are  the  lowest 
beds  of  the  series  and  as  such  might  be  correlated  with  the  A  and  B  beds  of  the  Sunlight 
section. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  A.  L.  Beekly  on 
September  17, 1909,  as  shown  below. 

Section  of  upper  A  coal  bed  \n  Mascot  mine  at  Sunlight, 


LftboratonrNo 

Roof,  aanostone. 

Shale,  hard,  ooaly  a 

Goal,  dean,  Dright,  and  hard 

Booeooal* 

Coal 

Bones 

Coal,  soft 

Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled . . 


9200 
Ft,  in. 

0    6 

2 


0 
1 
0 
2 


6 
6 
0 
2 
0 


6     7 
5     6 


a  Not  indnded  in  sample. 
Section  of  lower  A  coal  bed  in  Mascot  mine  at  SunligM, 


Laboratoiy  No 

Roof,  sandstone. 

Shale,  miners'  "soi^stone '' « 

Coal,  hard  and  dean 

Coal,  bony  and  dirty,  miners' "  Black  Jack  "  « 

Coal 

Floor,  shale. 

Thioknessofbed 

Thickness  of  coal  sampled , 


9201 
Ft,  hu 

0-2  0 

2  0 
1  5 
1  0 

4  5 

3  0 


a  Not  indnded  in  sample. 

Section  9200  was  taken  from  the  upper  part  of  the  bed. 
Section  9201  was  taken  from  the  lower  part  of  the  bed. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  62. 

Sunlight.    Midland  Minx. 

i9amp20.— Bituminous  coal;  Glenwood  Springs  field;  analyses  Nos.  9191,  9192,  9193, 
9194  (pp.  62, 63). 

Jltn€.— Midland;  in  the  NW.  i  SW.  i  sec.  34,  T.  7  S.,  R.  89  W.,  near  Sunlight. 

Coal  beds, — ^A,  B,  C,  and  D.  Beds  A  and  D  are  the  only  ones  mined  at  the  present 
time,  as  they  are  more  easily  workable  than  the  B  and  G,  the  former  of  which  is  so 
soft  as  to  pulverize  badly  in  mining  and  the  latter  of  which  contains  sandstone  lenses 
which  make  it  unsatisfactory  to  work.    Cretaceous  age,  Mesaverde  formation. 

The  coal  beds  in  this  mine  were  measured  and  sampled  by  A.  L.  Beekly,  on  Sep- 
tember 16»  1909,  as  shown  below: 

Section  of  C  coal  bed  in  Midland  mine,  near  Sunlight. 


Laboratory  No 

"SLooL  shale,  "shdl  rock''  composed  almost  entirely  of  fossil  shells. 

Coal  mBtnm  partings,  hard,  food  quality 

Coal,  toft 

Floor,  shala. 

Thiokniw  of  coal  bed 


9191    * 

Ft,   is. 

4     0 

2     0 

•     0 
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Section  of  A  coaL  bed  in  Midland  mifw,  near  SunHglU, 


lAlbanabtj  Uc 

Roof,  sbale:  fasrd,  mlnen'  slate. 
Coaly  shale  a 

Coal 

Floor,  shale. 

Thickoess  of  ooal  bed 

Thldmeas  of  ooal  sampled. . 


9103 
FL    Hl 
1     0 

6  0 

7  0 
6     0 


a  Not  included  in  sample. 

Sample  9191  was  taken  1,100  feet  south  and  about  20  feet  west  of  the  opening,  C  bed. 

Sample  9192  represented  6  feet  of  soft  coal  of  poor  quality.  It  was  taken  from  bed 
B,  1,100  feet  from  the  mine  entrance. 

Sample  9194  represented  6  feet  of  clean,  hard  coal,  free  from  partings.  It  was 
taken  from  bed  D. 

Notes. — ^At  the  time  of  sampling  the  mine  employed  about  60  men  and  was  pro- 
ducing about  350  tons  per  day,  practically  all  of  which  was  used  by  the  Colorado 
Midland  Railway  for  steam  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  62,  63. 

Sunlight.    Pocahontas  Minb. 

Sample. — ^Bituminous  coal;  Glenwood  Springs  field;  analyses  Nos.  4036,  4039,  4031, 
4035  (p.  63). 

Mine. — Pocahontas,  in  sec.  27,  T.  7  S.,  R.  89  W.,  1  mile  north  of  Sunlight,  on  branch 
of  Colorado  Midland  Railway. 

OxiZ  6e(&.— A,  C,  and  D  beds.  Cretaceous  age,  Mesaverde  formation.  Strike,  nearly 
14^  W.;  dip,42^SW. 

The  beds  were  measured  and  sampled  on  October  23,  1906,  by  A.K.  Adams,  as 
shown  below: 

Section  of  coal  bed  C  in  Sunlight  mine  1  mUe  north  of  Sunlight. 


Laboratory  No 

Boof,  shale. 

Coal 

Sbalea 

Coal 

Floor,  shale. 

ThickneRSofbed 

Thickness  of  ooal  sampled . 


am 

FL 

hi. 

3 

11 

4 

0 

3 

6 

11 

5 

7 

5 

a  Not  Included  in  sample. 

Sample  4031  was  taken  from  the  C  bed,  2,200  feet  from  the  mine  entrance. 

Sample  4036  represented  9^  feet  of  coal,  which  was  overlain  with  8  inches  of  coal  not 
included  in  the  sample.    It  was  taken  from  the  D  bed. 

Sample  4039  represented  7)  feet  of  coal,  which  was  underlain  with  1}  feet  of  coal 
not  included  in  the  sample.    It  was  taken  from  the  D  bed. 

Sample  4035  represented  6^  feet  of  coal,  which  was  underlain  with  9  feet  of  bony 
coal  not  included  in  the  sample.    It  was  taken  from  the  upper  bench  of  the  A  bed. 

Notes. — In  1907  the  output  was  reported  to  be  about  150  tons  daily.  The  coal  was 
graded  and  marketed  in  different  grades  of  sizes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  63;  also  U.  S.  Geol. 

Survey  BuU.  415,  p.  249. 

QTTNNISON  COUNTY. 

Crbstbd  Butte.    Crested  Butte  Mine. 

Sample.— Bituminous  coal;  Crested  Butte  field;  analyses  Nos.  7982,  7988,  8656 
(p.  63). 
Mym.-— Crested  Butte;  a  drift  mine  in  sec.  3,  T.  14  S.,  R.  86  W.,  at  Crested  Butte. 
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Coal  bed, — ^The  coal  is  of  CretaceouB  age  and  is  bed  No.  3  of  the  Crested  Butte  field 
or  the  third  coal  from  the  base  of  the  Mesaverde  formation,  formerly  known  as  the 
Laramie.  The  thickness  is  very  irregular  from  rock  movements,  varying  from  half 
an  inch  to  22  feet  and  the  bed  is  irregular  in  degree  and  direction  of  dip.  The  roof  and 
floor  consist  principally  of  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  June  23,  1909,  as  described 

below: 

Section  of  coal  bed  in  Crested  BtUte  mine  at  Crested  Butte. 


LaboKtory  No 

Roo(,8bale. 

Coal 

Shalea 

Coala 

Floor,  shale. 

Tmckness  of  bed 

ThkdcneBS  of  coal  sampled . 


7982 

4    11 

0       i 
6     1 

11       i 
4    11 


•  Not  Included  In  sample. 

Sample  7982  was  taken  i  mile  south  of  mine  mouth. 

Sample  7983  included  a  73-inch  cut  from  the  lower  bench.  It  was  taken  i  mile 
south  of  the  mine  mouth. 

Sample  8665  represented  weathered  coal  collected  at  the  outcrop  near  the  mouth 
of  the  mine.    It  included  both  benches  of  the  Crested  Butte  bed. 

Notes. — ^The  mine  samples  were  collected  from  a  working  face  one-quarter  mile 
south  of  the  mouth  of  the  mine.  The  coal  is  hard,  bright  bituminous,  and  is  of 
coking  quality.  At  time  of  sampling  it  was  used  on  railway  locomotives  and  for  the 
manufacture  of  coke. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  63. 

Crbstbd  Buttb.    Portbr  Minb. 

^ompte.— Bituminous  coal;  Crested  Butte  field;  analysis  No.  7981  (p.  63). 

Mine. — ^Porter;  a  drift  mine  located  }  mile  southwest  of  Crested  Butte  in  the  NW. 
J  NW.  i  sec.  11,  T.  14  S.,  R.  86  W. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age  and  is  coal  bed  No.  3  of  the  Crested  Butte 
field  or  the  third  coal  from  the  base  of  the  Mesaverde  formation,  formerly  known  in  this 
region  as  Laramie.  The  thickness  is  regular  and  the  bed  dips  toward  the  northwest. 
The  roof  is  shale  and  the  floor  is  shale,  under  which  is  sandstone. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  June  19,  1909,  as  described 

below: 

Section  of  coal  bed  in  Porter  mine  near  Crested  Butte. 


Laboratory  No 

RooffSbale. 

Coal 

Sbale* 

Coal 

gbaloA 

Sandstooe t 

Floor,  shale. 

Thiekiieesofbed 

Tblokness  of  ooal  sampled. . 


7981 

I 

Ft. 

in. 

6 

1 

0 

\ 

e 

8 

0 

•  m 

6 

m  • 

18 

Si 

la 

• 

a  Not  included  In  sample. 

Notes. — ^The  sample  was  collected  from  a  working  face  between  the  south  cross 
entries  2  and  3.  The  coal  is  a  hard,  clean,  bituminous  coal,  and  like  most  of  the  bitu- 
minous coals  in  the  Crested  Butte  field  is  of  coking  quality.  Most  of  the  output  is 
used  on  railway  locomotives  and  for  domestic  fuel. 

For  chCTnifftl  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  63. 
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Crxstsd  Buttb.    Silver  Brook  lifiNs. 

i^ompte.— Anthracite  coal;  Crested  Butte  field;  analyses  Nos.  7978,  7979  (p.  63). 

IftTi^.— Silver  Brook;  shaft  and  drift  mines  in  sec.  28,  T.  13  S.,  R.  86  W.,  1  mile  north 
of  the  town  of  Crested  Butte. 

Coal  bed. — ^No.  1  and  another  bed  considerably  higher  than  No.  1  whose  exact 
horizon  is  not  known.  The  coal  is  of  Cretaceous  age,  Mesaverde  formation.  Thick- 
ness is  irregular;  dips  somewhat.    Roof  and  floor  of  upper  bed  are  both  shale. 

The  beds  were  measured  and  sampled  by  W.  T.  Lee  on  June  20,  1909. 

Sample  7978  from  the  No.  1  bed  represented  2  feet  3  inches  of  coal. 

It  was  taken  from  a  working  face  118  feet  under  ground  and  400  feet  north  of  shaft. 

Section  of  upper  bed  was  taken  as  described  below. 

Section  of  coal  bed  in  the  upper  workings  of  the  Silver  Brook  mine  near  Crested  BuUe, 


Laboratory  No 

Roof,  shale. 

Coal 

Sbalea 

Coal 

Slialea 

Floor,  shale. 

Thickziess  of  bed 

Thickness  of  coal  sampled . 


7979 
Ft.  in. 

1  4 

0  1 

1  9 
0  4 

3  6 

3  1 


a  Not  included  in  sample. 

Sample  7979  was  collected  from  the  working  face  in  room  1  in  north  cross  entry  2, 
and  included  both  benches  of  coal,  from  which  the  shale  was  separated. 

Note. — ^The  coal  is  a  hard,  bright  anthracite,  and  in  1909  was  used  principally  as  a 
domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  63. 

Crested  Butte.    Bulkley  Mine. 

Sample. — Bituminous  coal;  Crested  Butte  field;  analyses  7980,  9139  (p.  63). 

MtTu. — ^Bulkley;  a  drift  mine,  1  mile  southeast  of  Crested  Butte  in  the  NW.  ^  NW.  i 
sec.  11,  T.  14  S.,  R.  86  W. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age  and  is  coal  bed  No.  3  of  the  Crested  Butte 
field,  or  the  third  bed  above  the  base  of  the  Mesaverde  formation  (formerly  known  as 
Laramie  in  this  region).  The  bed  lies  nearly  horizontal  and  has  a  sandstone  roof  and 
shale  floor. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  and  J.  B.  Mertie  on  June  19, 1909, 
as  shown  below: 

Section  of  coal  bed  in  Bulkley  mine  near  Crested  Butte. 


Laboratoiy  No 

Roofl  sandstone. 

Bonea 

Coal 

Shalea 

Coala 

Floor,  shale. 

Tnicknessofbed 

Tlikdcness  of  coal  sampled . 


7960 

Ft.  in. 

1  1 

4  2 

0  5 

0  4 

6  0 

4  2 


a  Not  included  In  sample. 

Sample  7980  was  collected  from  a  working  face  in  cross  entry  2  and  included 
only  the  coal  of  the  main  bench,  4  feet  2  inches  thick  at  this  point.  The  thickness 
varies  greatly,  due  to  the  crushing  of  the  coal  by  rock  movements. 
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Bed  No.  4  of  the  CreBted  Butte  field,  or  the  fourth  bed  above  the  base  of  the  Mesa- 
verde  formation,  was  measured  and  sampled  in  this  mine  by  J.  B.  Mertie  August  21, 
1909,  the  sample  representing  6  feet  5  inches  of  coal.  It  was  taken  from  a  working 
face  100  feet  south  of  the  mouth  of  the  mine. 

Notes. — ^The  coal  is  bituminous  and  like  most  of  the  bituminous  coals  of  the  field  it 
ookes.  The  mine  opening  in  this  bed  of  coal  was  in  process  of  development  at  the 
time  of  investigating.    No  coal  had  been  shipped.    Output  in  1910,  35,238  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  63. 

Cbbstbd  Buttb.    Dbsebtbd  Dbot  Mixb. 

Sample, — ^Bituminous  coal;  Crested  Butte  field;  analyds  No.  7977  (p.  63). 

Mine. — A  deserted  drift  about  2  miles  southwest  of  the  town  of  Crested  Butte  in 
sec.  14,  T.  14S.,R.  86W. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age  and  is  the  lowest  bed  of  coal  No.  1  of  the 
Crested  Butte  field.  It  lies  at  the  base  of  the  Mesaverde  formation  (formerly  called 
the  Laramie  in  this  region).    The  roof  was  not  seen,  but  the  floor  is  sandstone. 

The  bed  was  measured  and  sampled  by  E.  L.  I>^;olyer  on  June  21, 1909,  the  sample 
representing  slightly  more  than  6)  feet  of  coal. 

Notes. — ^The  sample  was  cut  from  a  freshly  cleared  face  125  feet  from  the  mouth  of 
the  opening.  The  coal,  although  close  to  the  igneous  rock  of  the  Mount  Wheatstone 
laccolith,  is  not  metamorphosed.  It  is  a  hard  bituminous,  and  supposed  to  be  a 
coking  coal  like  most  of  the  bituminous  coals  of  the  Crested  Butte  field.  The  mine 
had  not  been  operated  for  five  years  previous  to  the  time  of  investigating  it. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  63. 

Cbbstbd  Buttb.    Robinson  Minb. 

Sample. — ^Anthracite  coal;  Mount  Carbon  field;  analysis  No.  8246  (p.  63). 

Mine. — ^Robinson;  a  drift  mine  located  at  the  east  extremity  of  the  Mount  Carbon 
field,  5  miles  southeast  of  Crested  Butte,  6  miles  northeast  of  the  town  of  Mount  Carbon 
in  sec.  36,  T.  14  8.,  R.  86  W. 

Coal  bed: — The  coal  is  of  Cretaceous  age  and  is  coal  bed  No.  2  of  the  Mount  Carbon 
field,  but  is  the  lowest  one  at  this  place,  as  coal  No.  1  does  not  occur  here.  It  is  in  the 
Paonia  member  of  the  Mesaverde  formation.  The  thickness  is  regular  and  the  bed 
lies  nearly  horizontal.    The  roof  and  floor  are  both  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  July  1, 1909,  the  sample  repre- 
senting 5  feet  11  inches  of  coal. 

Notes. — ^The  sample  was  collected  from  a  working  face  300  feet  from  the  mouth  of 
the  mine  and  represented  the  entire  bed.  The  coal  is  a  hard  bright  anthracite  result- 
ing from  the  metamorphism  of  the  bituminous  coal  of  No.  2  bed  by  the  igneous  rock 
of  Mount  Wheatstone,  which  overlies  the  coal  in  this  locality. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  63. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  XT.  S.  Qeol.  Survey 
BuU.  341,  p.  320. 

Flobbsta.    Ruby  Minb. 

Sample. — Anthracite  coal;  Floresta  field;  analysis  No.  8120  (p.  64). 

Mine. — ^Ruby;  a  drift  mine  located  in  the  Floresta  field,  at  the  town  of  Fkrasta,  in 
sec.  16,  T.  14  S.,  R.  87  W. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age  and  lies  near  the  base  of  the  Mesaverde 
formatian  (formerly  known  in  this  region  as  the  Laramie).  The  thickness  is  regular 
and  the  bed  inclines  steadily  to  the  north.  The  roof  is  sandstone  in  some  places  and 
shale  in  other  places. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  June  20, 1909,  the  sample  rep- 
resenting 4  feet  5  inches  of  coal. 
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Notes. — ^The  sample  was  collected  from  a  working  face  in  entry  5  and  represented 
the  entire  bed.  The  coal  is  a  hard  bright  anthracite  and  in  1909  was  used  principally 
on  railway  locomotives  and  as  a  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  64. 

MoxTNT  Cabbon.    Alpinb  Minb. 

Sample. — Bituminous  coal;  Mount  Carbon  field;  analyses  Nos.  8618,  10092  (pp. 
63,64). 

Mine, — ^Alpine;  at  Mount  Carbon  (formerly  Baldwin),  in  sec.  7,  T.  15  S.,  R.  86  W., 
on  the  Colorado  Southern  Railroad. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age  and  is  designated  as  coal  No.  2  of  the  Mount 
Carbon  field.  It  is  lowest  bed  in  the  Paonia  member  of  the  Mesaverde  formation. 
The  thickness  is  uniform  and  the  bed  is  somewhat  inclined. 

The  bed  was  measured  and  sampled  (8618)  by  W.  T.  Lee  on  July  20, 1909,  the  sam- 
ple representing  6  feet  10}  inches  of  coal,  taken  from  room  20,  seventh  main  entry. 

The  bed  was  also  measured  and  sampled  (10092)  on  March  14,  1910,  by  G.  T. 
Peart.  The  sample  was  taken  in  north  entry  6,  2,500  feet  from  opening,  and  repre- 
ented  6  feet  5  inches  of  coal. 

Notes, — ^The  sample  was  collected  from  a  working  face  in  room  20,  off  main  entry  7 
and  included  the  entire  bed.  The  coal  is  a  hard  variety  of  bituminous,  supposed  to 
be  oi  coking  quality,  but  in  1909  was  used  principally  for  steaming  and  domestic 
purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  63, 64. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

341,  p.  320. 

Mount  Carbon.    La  Plant  Mine. 

Sample. — Bituminous  coal;  Mount  Carbon  field;  analysis  No.  8619  (p.  64). 

Mine. — ^La  Plant;  }  mile  southwest  of  Mount  Carbon  in  sec.  18,  T.  15  S.,  R.  86  W. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age  and  lies  at  the  base  of  the  Bowie  member  of 
the  Mesaverde  formation.  The  coal  is  irregular  in  thickness  and  the  bed  dips  slightly 
to  the  west. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  July  22, 1909,  as  described  below: 

Section  of  coal  bed  in  La  Plant  mine,  one-half  mile  southwest  of  Mount  Carbon. 


Laboratory  No 

Roo^  shale. 

Bone* 

Coal 

Bonea 

Coal 

Boneo 

Floor,  shale. 

Tnidmess  of  bed 

Thickness  of  ooal  sampled . 


8019 

Ft. 

in. 

0 

3 

1 

7 

0 

9 

1 

9 

0 

10 

6 

1 

3 

4 

a  Not  included  In  sample. 

Note. — ^This  sample  was  collected  from  a  working  face,  400  feet  west  of  the  bottom 

of  the  shaft. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  64. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  (jeol.  Survey 

BuU.  341,  p.  320. 

Mount  Cabbon.    Abandoned  Dbift  Minb. 

Sample. — Bituminous  coal;  Mount  Carbon  field;  analysis  No.  8620  (p.  64). 

Mine. — ^Abandoned  drift  mine;  about  2  miles  east  of  Mount  Carbon,  in  sec.  31,  T.  15 
S.,  R.  86  W. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age  and  is  at  the  base  of  the  Bowie  member 
of  the  Mesaverde  formation.    The  roof  and  floor  of  the  mine  are  shale.    The  bed  was 
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measiized  and  sampled  by  W.  T.  Lee  on  July  23,  1909,  the  sample  representing  8 
feet  of  coal. 

Notes. — ^The  sample  was  collected  from  a  freslily  cleaned  face  50  feet  from  opening 
in  the  abandoned  entry. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  64. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 
Bull.  341,  p.  320. 

MOXTNT  GaBBON.      DsSBRTXD  liZNB. 

Sample. — ^Bituminous  coal;  Mount  Carbon  field;  analysis  No.  8616  (p.  64). 

Mine, — ^Deserted  mine;  about  3  miles  east  of  Mount  Carbon,  in  sec.  15,  T.  15  S., 
R.  86  W. 

Coal  bed,— The  coal  is  of  Cretaceous  age  and  is  probably  coal  No.  2  of  this  field. 
It  is  in  the  Paonia  member  of  the  Mesaverde  formation.  The  thickness  is  regular 
and  the  bed  dips  toward  the  west. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  July  18, 1909,  as  described 
below: 

Section  o/eoal  bed  in  deserted  mine  at  Mount  Carbon, 


LftboKtonrNo.. 
Mndstone. 


Coal... 
Shale  a. 
CkMd... 


ThiokiMss  of  bed 

ThiekneeB  of  ooal  sampled . 


8616 
Ft.  <». 
4     2 

0  1 

1  6 


6     9 
6     8 


a  Not  included  in  sample. 

Notes,— The  sample  was  collected  from  a  freshly  cleared  foce  275  feet  north  and  60^ 
west  of  the  mouth  of  the  opening.  The  coal  is  a  clean  hard  variety  of  bituminous, 
supposed  to  be  of  coking  quality. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  64. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  p.  320. 

Mount  Cabbon.    Kublbb  Mine. 

Sample. — ^Bituminous  coal;  Mount  Carbon  field;  analyses  Nos.  8617,  10091  (p.  64). 

Mine. — Kubler;  a  drift  mine  3  mUes  northeast  of  Mount  Carbon,  in  sec.  4,  T.  15  S., 
R.  86  W. 

Coal  bed, — ^The  coal  is  of  Cretaceous  age  and  is  bed  No.  2  of  the  Mount  Carbon  field, 
85  feet  above  the  base  of  the  coal-bearing  rocks.  It  is  in  the  Paonia  member  of  the 
Mesaverde  formation.  The  thickness  is  regular  and  the  bed  dips  toward  the  west. 
(Sample  10091  was  taken  from  the  Kubler  bed.) 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  July  21,  1909,  as  described 
below: 

Section  of  ooal  bed  in  the  Kubler  mine,  3  miles  northeast  of  Mount  Carbon. 


Laboratory  No 

Roof,  shale. 

Coala 

Coal,  bony  a 

Coal 

Bone* 

Coal 

Floor,  shale. 

Thtoknwwofbed 

Thieknesi  of  ooal  sampled . 


8617 

Ft. 

In. 

0 

9 

0 

7 

2 

a 

0 

U 

3 

4 

6 

lU 

ft 

6 

•  Not  Inohided  In  nmple. 
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Sample  8617  was  collected  at  end  of  main  entry  from  a  working  face  about  4,000 
feet  from  the  mouth  of  the  mine. 

The  Kubler  bed  was  measured  and  sampled  on  March  15,  1910,  by  6.  T.  Peat. 
The  sample  (10091)  was  taken  in  north  entry  2,  950  feet  from  opening,  and  represented 
6  feet  3  inches  of  clean  coal,  on  the  bottom  of  which  was  2  inches  of  bone. 

Notes. — ^The  daily  output  of  the  mine  at  time  of  sampling  in  1910  was  300  tons. 
The  coal  is  a  hard  dean  variety  of  bituminous,  supposed  to  be  of  coking  quality, 
but  in  1909  was  used  only  for  steam  and  domestic  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  64. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  p.  320. 

SOMBBSBT.      StLVESTBB  PBOSPBCT. 

Sample. — Bituminous  coal;  Grand  Mesa  field;  analysis  No.  5406  (p.  64). 

Mine. — Sylvester  opening  and  prospect;  Somerset  district;  in  the  north  wall  of 
the  canyon  of  the  north  fork  of  the  Gunnison  River,  1  mile  east  of  Somerset,  in  sec.  11, 
T.  13S.,  R.  90W. 

Coal  bed.'— The  coal  is  of  Cretaceous  age  and  is  probably  the  lowest  bed  in  the  Paonia 
member  of  the  Mesaverde  formation.  The  bed  lies  nearly  horizontal  and  has  a  shale 
roof  and  a  shale  floor. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  September  22, 1907,  the  sam- 
ple representing  5  feet  10  inches  of  coal. 

Notes.— The  sample  was  collected  from  a  freshly  cleared  foce,  70  feet  from  the  mouth 
of  the  opening.  The  coal  is  a  hard,  coking,  bituminous,  and  small  amounts  of  it  are 
nuned  each  winter  for  domestic  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  64;  also  U.  S.  Geol. 
Survey  Bull.  341,  pp.  333-332. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  pp.  319-332. 

Somerset.    Hawk's  Nest  IiIinb. 

Sample. — Bituminous  coal;  Grand  Mesa  field;  analysis  No.  5405  (p.  64). 

Mine. — ^Hawk's  Nest,  a  drift  mine  in  the  Somerset  district,  in  the  noith  fork  of  the 
Gunnison,  2  miles  east  of  Somerset,  in  sec.  11,  T.  13  S.,  R.  90  W. 

Coal  bed. — The  coal  is  of  Cretaceous  age  and  is  in  the  Paonia  member  of  the  Mesa- 
verde formation.    The  roof  is  of  shale,  but  the  base  of  the  coal  bed  was  not  seen. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  September  22, 1907.  The  sam- 
ple represents  upper  5  feet  of  coal  sampled  from  a  bed  of  7  feet  of  coal. 

Notes. — The  sample  was  collected  from  a  working  &ce,  100  feet  from  the  mouth  of 
the  opening.  The  lower  part  of  bed  was  not  included  because  of  standing  water. 
The  coal  is  a  hard,  coking,  bituminous,  but  in  1907  was  used  only  for  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  64;  also  U.  S.  Geol. 
Survey  Btdl.  341,  p.  334. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  »41,  pp.  319-332. 

Somerset.    Shoecroft  Prospect. 

Sample.— BitwDDinoMB  coal;  Grand  Mesa  field;  analysis  No.  5807  (p.  64). 

Mine. — Shoecroft  prospect  (Porter  claims)  on  Minnesota  Creek,  in  the  Somenet 
district,  about  9  miles  east  of  Paonia  and  4  miles  south  of  Somenet,  in  sec.  32,  T.  13 
S.,  R.  90  W. 

Coal  bed. — The  coal  is  of  Cretaceous  age  and  is  in  the  Bowie  member  of  the  Mesa- 
verde formation.  The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  October, 
1907,  the  sample  representing  7  feet  of  coal. 
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The  Bample  was  taken  25  feet  in  the  mine. 

For  chemical  analyees  of  this  coal  see  part  I  of  this  bulletin,  p.  64;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  334. 

For  a  deecription  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Siirvey 
Bull.  341,  p.  320. 

SOMEBSET.      SiMONTON  PbOSPSCT. 

Sample, — ^Bituminous  coal;  Grand  Mesa  field;  analysis  No.  5529  (p.  64). 

Mine, — Simonton  prospect  (Porter  claims),  a  prospect  opening  in  the  Somerset 
district,  about  12  miles  east  of  Faonia  and  7  miles  south  of  Somerset,  in  sec.  22,  T.  14 
S.,  R.  90  W. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  September  9, 1907,  as  shown 
below: 

Section  o/eoal  bed  in  Simonton  proeped,  7  miles  aouth  of  SomerKt. 


Laboratory  No 

Roof,  ahale. 

Coala 

Shales 

Coal  a 

Sbalea 

Coala 

Shale  a 

Coal* 

Coal,  bony  a 

Coal  a 

Shale  a 

Shale  and  aaodstone  with  4-foot  oyster  l>e<l  a. 

Coal« 

Floor,  shale. 

Tolckneasofbed 

Thickness  of  ooal  sampled 


5S» 

Ft. 

lit. 

2 

10 

0 

10 

1 

2 

0 

6 

13 

1 

6 

0 

16 

0 

3 

0 

7 

2 

2 

0 

12 

0 

1 

0 

M 

S 

7 

0 

a  Not  induded  in  sample. 


b  Upper  7  feet  only  induded  In  sample. 


Note. — The  sample  was  collected  near  the  surface. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  64;  also  U.  S.  Geol. 
Survey  Btdl.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  p.  319. 

SoiCBBSBT.    Porter  Pbospect. 

Sample. — ^Bituminous  to  anthracite  coal;  Grand  Mesa  field,  analysis  No.  5528  (p.  65). 

Mine. — Porter  prospect,  driven  along  the  strike  of  a  steeply  dipping  bed  in  the 
south  slope  of  Mount  Gunnison;  8  miles  northeast  of  Crawford  and  9  miles  southeast 
of  Somerset,  in  sec.  3,  T.  14  S.,  R.  89  W.  of  the  projected  Survey.  The  coal  is  very 
irregular  in  thickness  and  the  bed  dips  45  degrees. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  September  6, 1907,  as  described 
below. 

Section  of  coal  bed  in  Porter  prospect^  9  miles  southeast  of  Somerset, 


Laboratory  No 

Roof,  sandstone. 

Shalea 

Coal 

Igneoos  rock  • 

Floor,  sandstone. 

Thickness  of  bed 

Thioknesi  of  ooal  sampled. 


6828 

4  0 
8  0 
1  6 

13  8 

5  6 


•  Not  induded  in  sample. 

Notes. — ^The  sample  was  collected  from  a  working  face,  250  feet  from  the  mouth  of 
the  entry.  The  coal  is  hard,  the  so-called  anthracite  of  the  West  Elk  Mountain  region, 
but  is  really  a  coking  coal.    The  coking  bituminous  coal  of  this  region  has  become 
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haidened  by  the  intrusioii  of  the  igneous  rock.  The  coal  is  cnuihed  by  faultiiig  and 
other  movements. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  65;  also  U.  S.  GeoL 
Survey  Bull.  341,  p.  334. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  GeoL  Survey 
Bull.  341,  p.  319. 

SOMBBSBT.      MOSBLT  MiNB. 

Sample. — ^Bituminous  coal;  Grand  Mesa  field  analysis  No.  5344  (p.  65). 

Mine. — Mosely,  a  drift  mine  in  the  Coal  Creek  district,  9}  miles  southeast  of  Somer- 
set, in  sec.  10,  T.  14  S.,  R.  89  W. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age  and  is  in  the  Bowie  Member  of  the  Mesaverde 
fonnation.  The  thickness  is  regular  and  the  bed  dips  about  4^  to  the  north.  The 
roof  and  floor  consist  of  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  September  14,  1907,  the 
sample  representing  upper  7  feet  of  coal  taken  from  a  bed  of  slightly  over  10  feet  of 
coal. 

Note. — The  sample  was  collected  from  a  working  face  60  feet  from  the  mouth.  The 
coal  is  a  very  hard  variety  of  coking  bituminous.  In  1907  it  was  used  locally  as  a 
domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  65;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  334. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  BulL 
341,  pp.  319^32. 

SOMBBSBT.      PbOSPBCT  OpBNINO. 

Sample. — ^Bituminous  coal;  Grand  Mesa  field;  analysis  No.  9142  (p.  65). 

Mine. — ^Prospect  opening  in  the  Coal  Creek  district,  14  miles  soutiieast  of  SomeiBety 
in  sec.  27  T.  14  S. ,  R.  89  W. 

Coal  bed. — ^No.  5.    Cretaceous  age,  in  the  Bowie  member  of  the  Mesaverde  formation. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  14, 1909,  as  described 
below. 

Section  ofeoal  bed  in  prospect  opening ,  14  mUes  eouiheaet  of  Somerset. 


LaboratorrNo 

Roof,  saiuutone. 

Cool 

Coal,  bony  a 

Coal 

Floor,  shale. 

ThicknosB  of  bed 

Thidmess  of  coal  sampled . 


9142 

Ft.  in. 

3  10 

1  0 

1  2 

6  0 

5  0 


a  Not  iDchided  in  sample. 

Note. — ^The  sample  was  collected  from  a  freshly  cleared  face  in  the  prospect  open- 
ing, 25  feet  from  surface. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  65. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  XT.  S.  Geol.  Survey 
Bull.  341,  p.  320. 

SOMSRSBT.     PSOSPKCT  OPBNINO. 

Sample. — Semibituminous  coal;  Grand  Mesa  field;  analysis  No.  8800  (p.  65). 

Mine. — Plroepect  opening  in  Coal  Creek  district,  14  miles  southeast  of  Somerset,  in 
sec.  27,  T.  14  S.,  R.  89  W. 

Coal  bed. — ^No.  2.  Cretaceous  age,  in  the  Bowie  member  of  the  Mesaverde  forma- 
tion. 
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The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  10, 1909,  as  described 
below: 


Section  of  coal  bed  No.  t  of  prospect  opening,  14  miles  sotUheasi  of  Somenei. 

liftboffttorr  No -< ,.,..,,  ^ .,.-,,,  ^ ,  - , , . 

8800 

Roof,  shale. 

Coal 

Ft.   in. 
0    11 

RhlllAa 

0     6 

Coal 

3     0 

Bone  a 

0     5 

Coal 

0     9 

Boneo • 

0     6 

Coal 

1      1 

J^ii€ka^6f\i6tl 

7     1 

fhinirfwiw  «f  qmI  snaplMl 

8     • 

a  Not  Indnded  in  sample. 

iVbe^.— The  sample  Was  collected  at  the  outcrop. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  65. 
F6r  a  dMcription  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Oeol.  Survey 
Bull.  341,  p,  320. 

SOMBBSBT.      PrOSPBCT  OpBNINO. 

iSainpZe.— Bitumiiious  co&l;  Grand  Mesa  field;  analysis  No.  9140  (p.  65). 

Mine, — ^Prospect  opening  in  the  Goal  Greek  district,  in  sec.  34,  T.  14  S.,  A.  Bd  W., 
about  15  miles  southeast  of  Somerset. 

Coal  bed, — Not  named.  Gretaceous  age,  in  the  Bowie  member  of  the  Mesaverde 
formation. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee,  August  13,  1909,  the  sample 
rcpiewintiiig  2  feet  4  inch^Ss  of  cool. 

Note.— The  sample  was  collected  at  the  outcrop  and  included  the  entire  bed. 

For  cfaemicftl  anftlyses  of  this  coal  see  part  I  of  this  bulletin,  p.  65. 

For  a  description  of  ike  geologic  relations  of  the  coal  bed  see  U.  8.  Oeol.  Surrey 
BuU.  341,  p.  320. 

SOMBBSET.      MoSBLY's  PbOSPECT. 

Sample, — Semibituminous  (?)  coal;  Grand  Mesa  field;  analysis  No.  9141  (p.  65). 

J^tfM.-^Mosely's  prospect;  a  drift  entry  located  in  the  Goal  Greek  district,  in  the 
east  wall  of  the  upper  Goal  Greek  Ganyon  about  16  miles  southeast  of  Somerset,  in 
sec.  9,  T.  15  S.,  R.  89  W. 

Coal  bed, — ^The  coal  is  of  Gretaceous  age  and  is  known  as  coal  No.  6  in  this 
district.  It  is  in  the  Bowie  member  of  the  Mesaverde  formation.  The  bed  was 
measured  and  sampled  by  W.  T.  Lee  on  August  13,  1909,  as  described  below: 

Section  of  coal  bed  No.  6  of  Mosely^s  prospect,  16  miles  southeast  of  Somerset, 


Laboratory  No 

Roof*  shale. 

Sbale,carbonaoeoo8« 

Coal 

SbalSyCarbonaoeoasa 

Coal 

Floor,  shale. 

Tnlckneas  of  bed 

Thickness  of  ooal  sampled . 


9f4] 

I 

Ft. 

in. 

1 

3 

3 

4 

0 

0 

S 

4 

8 

8 

6 

8 

a  Not  inctnded  in  sample. 

Note. — ^The  sample  was  collected  from  a  freshly  cleared  tace  40  feet  from  the  mouth 
of  the  entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  65. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  341,  p.  320. 


COLORADO:  HUEBFASrO  COUNTY.  485 

HUBBFAKO  COTTNTY. 

La  Yeta.    Oakdale  Mine. 

Sample.^BitmDinouB  coal;  Trinidad  field;  analysis  No.  6608  (p.  65). 

JfitM.— Oakdale;  in  the  NW.  i  SW.  i  sec.  10,  T.  29  S.,  R.  69  W.,  6  miles  north- 
west of  La  Yeta. 

Coal  bed. — ^Not  named .  Upper  Cretaceous  age,  in  the  Yermejo  ^  formation.  Thick- 
ness, about  7  feet  6  inches.  The  bed  lies  about  30  feet  above  the  Trinidad  sand- 
stone. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  on  October  1, 1908.  The 
sample  represented  7  feet  4  inches  of  clean  coal. 

The  sample  was  taken  from  the  ^e  of  south  entry  3. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  65;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  432. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  381,  p.  383. 

McGuiRE.    PiNON  Mine. 

Sample.^BitiuxnjxouB  coal;  Trinidad  field;  analyses  Nos.  10189,  10190  (p.  65). 
Mne.— Pinon;  in  sec.  23,  T.  27  S.,  R.  67  W.,  at  McGuire,  9  miles  from  Walsenburg. 
Coial  bed, — Cameron.    Cretaceous  age,  Yermejo  formation. 

The  bed  was  measured  and  sampled  at  two  points  on  March  25,  1910,  by  G.  T. 
Peart,  as  shown  below: 

Sections  of  coal  bed  in  Pinon  mine,  at  McGuire. 


Labontory  No 

Top  coal 

Shale,  bony 

Coal 

Shale,  bony 

Goal 

Thickness  of  bed 

Thickness  of  coal  sampled. 


10189 
Ft.    in. 

2  0 
al     6 

3  2 


10190 

Ft.   In. 

1  1 

aO  8 

3  2 

10  5 

1  6 


a  Not  included  in  sample. 

Sample  10189  was  taken  from  south  entry  4,  1,700  feet  from  portal. 

Sample  10190  was  taken  from  south  entry  1,  1,400  feet  from  portal. 

The  samples  were  taken  according  to  the  standard  method  of  the  Bureau  of  liGnes, 
but  the  collector  was  not  connected  with  the  Bureau  of  Mines  nor  with  the  United 
States  Geological  Survey. 

For  chemical  analyses  of  this  coal  see  piirt  I  of  this  bulletin,  p.  65. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  381,  p.  383. 

Pbtob.    Prtob  Mine. 

^am/>^.— Bituminous  coal;  Trinidad  field;  analyses  Nos.  6540,  6541  (p.  65). 
Jfin«.— Pryor;  in  NE.  }  sec.  24,  T.  29  S.,  R.  66  W.,  at  Pryor. 
Coal  bed.^Tryot  and  Cameron.    The  coal  is  of  Cretaceous  age,  Yermejo  fonnation. 
The  rock  lies  almost  flat. 

«  The  ooal-bearing  rocks  of  the  Raton  Mesa  region,  which  includes  the  Raton  coal  field  In  New  Mexico 
and  the  Trinidad  field  in  Colorado,  were  formerly  placed  in  the  Laramie  formation,  but  It  is  now  known 
that  they  are  seiiarated  by  an  unconformity  into  two  formations.  The  United  States  Geological  Survey 
has  named  the  older  formation,  which  is  of  Montana-Cretaceous  age,  the  Yermejo  formation,  and  the 
younger  one,  which  is  of  Cretaceous  or  Tertiary  age,  the  Raton  formation.  Inasmuch  as  the  coal  measores 
near  Canyon  Ottf  af«eoir«l«ted  with  the  Vormilo  bed,  that  name  is  used  alao  for  the  Canyon  City  field. 
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The  beds  were  measured  and  sampled  by  G.  B.  Bichardson  on  September  14,  1909, 
aa  described  below: 

Section  of  lowest  coal  bed  (Cameron)  in  Pryor  minCf  at  Pryor. 


LabontoryNo. 


Coal,  bony  a. 

Goal 

Coal,  bony  a. 

Coal :... 

Coal,  bony  o. 


Thickness  of  bed 

Thickness  of  coal  sampled. 


6540 
Ft.    in. 
0     3 


1 
0 
2 
0 


6 
0 


3    111 


a  Not  Included  in  sample. 
Section  of  middle  coal  bed  (Pryor)  in  Pryor  mine^  at  Pryor. 


Laboratory  No. 


Coal,  bony*. 

Coal 

Shalea 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


65a 

J^.   in. 
0     0 
0     6 

0    a| 

4     3 


6      7* 
4     8 


o  Not  included  in  sample. 

Sample  6540  was  taken  from  face  of  north  entry  3. 

Sample  6541  was  taken  from  eouth  entry  2,  150  feet  from  bottom  of  slope. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  65;  also  U.  S.  Geol. 

Survey  Bull.  381,  p.  432. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 

Bull.  381,  p.  383. 

Rouse.    Walsbn  Mine. 

Sample. — Natural  coke  and  bituminous  coal;  Trinidad  field;  analyses  Nos.  6529, 
6531,  6532,  6535  (p.  65). 

Miru. — ^Walsen;  Walsenbuig  district;  a  slope  mine  in  the  NE.  \  sec.  30,  T.  29  S.,  R. 
65  W.,  at  Rouse. 

Coal  &«f.'— Rouse.    The  coal  is  of  Cretaceous  age,  in  the  Vermejo  formation.    The 
rock  lies  almost  flat. 

The  bed  was  measured  and  sampled  in  the  summer  of  1908  by  0.  J.  Bowman,  aa 
described  below: 

Sections  of  coal  bed  in  WaUen  mincy  at  Rouse. 


Laboratory  No 


Coal 

Shale,  sandy*..... 
Sandstone,  shalya 
Coal 


Thiokneasofbed 

Thickness  of  ooal  sampled 


6529 
Ft.    in. 
3   0 
0    2§ 

i    3* 


6    6i 
5    3 


6533 
Ft.    in. 
2    6 

•  •         •  ■ 

0    Ai 
8    8| 


6    2 

5  g} 


6535 
Ft,    tn. 
3     0 

6    '2} 
S     8 


5     6i 

4     3 


a  Not  included  in  sample. 

Sample  6529  was  taken  in  entry  4,  15  feet  from  dike. 

Sample  6531  was  taken  in  east  entry  4,  main  slope,  1  foot  from  natural  coke  and 
2i  feet  from  dike. 
Sample  6532  was  taken  from  &ce  of  east  entry  8,  near  base  of  main  slope. 
Sample  6535  was  taken  in  east  entry  4,  close  to  small  dike  and  natural  coke. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  65;  also  U.  S.  Geol. 
Survey  Bull.  381,  pp,  432,  435. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  383. 

Shiticwat.    Pinok  No.  3  Mine. 

Sample, — ^Bituminous  coal;  Trinidad  field  (Denver  No.  6);  analyses  Nos.  222-D, 
223-D  (p.  66). 

Mine. — Pinon  No.  3,  a  shaft  mine  in  sec.  23,  T.  27  S.,  R.  67  W.,  at  Shumway,  on 
the  Denver  &  Rio  Grande  R^road. 

Coal  bed. — Locally  known  as  the  Lower  bed.  Cretaceous  age,  in  the  Vennejo  for- 
mation. Thickness  fairly  uniform,  avenging  5  to  5^  feet;  roof,  shale;  floor,  shale. 
A  higher  bed,  also  worked  at  this  mine,  lies  140  feet  above  this  bed. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  January  3, 
1908,  as  shown  below: 

Sections  of  coal  bed  in  Pinon  No.  3  mine,  at  Skumway. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Bhatea 

Coal 

Shalea 

Coal 

Floor,  shale. 

Thfckliessofbed 

Thickness  of  coal  sampled.. 


A 

B 

22»-D 

22^D 

Ft.    in. 

Ft.    in. 

0     If 

1     3 
0     2i 

2     4 

2     3 

0      1 

0      1 

1      8 

1      7 

5      7 

5     4i 

5     3i 

5      1 

a  Not  included  in  sample. 

Section  A  (sample  223-D)  was  measured  500  feet  northwest  of  the  shaft;  section  B 
(sample  222-1)),  560  feet  southwest  of  the  shaft. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows:  Washing  tests, 
U.  S.  Geol.  Survey  Bull.  368,  p.  27;  coking  tests,  U.  S.  Geol.  Survey  Bull.  368,  p.  41. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  66;  also  U.  S.  Geol. 
Survey  Bull.  368,  p.  16. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  383. 

Stbonq.    Sunktsidb  Mine. 

Sample. — ^Bituminous  coal;  Trinidad  field;  analysis  No.  6551  (p.  66). 
iftruf.— Sunnyside;  in  the  SW.  i  NW.  J  sec.  9,  T.  27  S.,  R.  67  W.,  at  Strong. 
Coal  bed. — ^The  coal  occurs  in  the  Vermejo  (?)  f(Hrmation. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  on  September  24, 1908i 
as  shown  below: 

Section  of  coal  bed  in  Sunnyside  mine  at  Strong. 


Laboratory  No. 


Coal... 
Bone  a. 
Coal... 


Thickness  of  bed 

Thickness  of  ooal  sampled , 


6561 
Ft.  in. 
5     5 

0  1 

1  8 


7      2 
7      1 


A  Not  Included  in  sample. 

The  sample  was  taken  from  face  of  main  slope. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  66;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  432. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  381,  p.  383. 
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Walsbnbubq.    Robinson  Mine. 

Sample. — ^Bituminous  coal;  Trinidad  field;  analysis  No.  6547  (p.  66). 

Jftn^.— Robinson;  in  the  NE.  i  NW.  }  sec.  17,  T.  28  S.,  R.  66  W.,  1  mile  west  of 
Walsenbuig. 

Coal  bed. — Robinson.  Cretaceous  age,  in  the  Vermejo  formation.  The  rocks  lie 
almost  flat;  roof,  shale;  floor,  shale. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  on  September  22,  1908, 
the  sample  representing  7  feet  of  coal. 

The  sample  was  taken  from  cross  entry  8,  off  north  entry  8. 

NoU.—OvLtp\it  in  1910,  206,130  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  66;  also  U.  S.  Qeol. 
Survey  Bull.  381,  p.  432. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  383. 

JSFFBB80N  OOUNTT. 

GoLDBN.    St.  Jambs  (Ralston  Cbebk)  Minb. 

Sample. — Subbituminous  coal;  Denver  region;  analysis  No.  6372  (p.  66). 

Mine. — St.  James  (Ralston  Creek);  5  miles  north  of  Crolden,  in  sec.  33,  T.  2  S., 
R,  70  W. 

Coal  bed.— The  bed  is  of  Cretaceous  age,  Laramie  formation.  Thickness,  about 
2  feet. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1908,  the  sample  repre- 
senting 2  feet  of  coal. 

The  sample  was  taken  500  feet  north  of  opening  and  was  dry  and  fresh. 

For  chemical  anal3rses  of  this  coal  see  part  I  of  this  buUetin,  p.  66;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  300. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  297. 

Mobsison.    Mobbison  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  analyses  Nos.  6593,  6594  (p.  6j3). 
Mine. — ^Morrison;  2  miles  north  of  Morrison,  in  sec.  23,  T.  4  S.,  R.  70  W. 
Coal  bed. — 15-foot.    Cretaceous  age,  Laramie  formation.    Thickness,  about  15  feet. 
The  bed  was  measured  and  sampled  by  G.  C.  Martin  on  September  18, 1908,  as 
shown  below: 

Sections  of  coal  bed  in  Morrison  mine,  g  miles  north  of  Morrison. 


Laboratory  No. 


Coal , 

Coal,  bony. 

Coal 

Coal 


Tliioknessofbed 

Thickness  of  ooal  sampled. 


eS03 

Ft.  in. 

aO     7 

aO     6 

14      8 


6994 

Ft.  in. 
aO  7 
•  0     5 

•  10  11 
3      9 


•  Not  included  in  sample. 

Sample  6593  was  taken  50  feet  north  of  shaft  on  a  73-foot  level,  and  was  dry  and 
fresh  when  taken. 

Sample  6594  was  taken  at  bottom  of  shaft  on  a  120-foot  level,  and  was  wetandfreah 
when  taken. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  66;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  301. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  XJ.  S.  QeoL  Survey 
Bull.  381,  p.  297. 
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Batfixld.    Wh^bleb  Minjb. 

Sample.— BitajninouB  coal;  Durango  field;  analyBis  No.  2094  (p.  66). 
Mine. — ^Wheeler;  near  Nelson  ranch,  at  head  of  Beaver  Creek,  10  miles  from  Bay* 
field,  in  T.  35  N.,  R.  6  W. 
Coal  bed. — ^The  bed  is  of  Cretaceous  age, ' '  Laramie  "  formation. 
The  bed  was  measured  and  sampled  by  F.  C.  Schrader  in  1905,  as  diown  below: 

Section  of  coal  bed  in  Wheeler  mine,  10  miles  from  Bayfield. 


Laboratory  No. 


Coal,  bony «». 

Coal 

Coal,  bony  a. 
Coal 


Thickness  of  bed 

Thickness  coal  sampled. 


ft.   in. 
1     2 


a  Not  included  In  sample. 

The  sample  was  taken  50  feet  from  opening. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  66;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  363. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  p.  352. 

DURAKOO.      PrOSPSOT. 

Sample. — ^Bituminous  coal;  Durango  field;  analysis  No.  3994  (p.  67). 
iftn«.— Prospect;  on  Hay  Gulch  in  sec.  36,  T.  35  N.,  R.  12  W.,  14  miles  southwest 
of  Durango. 
Coal  bed. — ^Not  named.    Upper  Cretaceous  age,  Mesaverde  formation. 
The  bed  was  measured  and  sampled  in  1906  by  J.  A.  Taff,  as  described  below: 

Section  of  coal  bed  in  prospect  14  miles  southwest  of  Durango. 


Laboratory  No. 


Coal... 
Bone  a. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


MM 

Ft.  in. 
1  0 
0  6 
4     0 


6     6 
6     0 


a  Not  included  in  sample. 

The  sample  was  taken  20  feet  in  the  drift. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  423. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  335. 

Durango.    Gold  Kmo  Conboudatbi)  Hinb. 

Sample. — ^Bituminous  coal;  Durango  field;  analysis  No.  4174  (p.  67). 
iftn«.— Gold  King  Consolidated;  1  mile  east  of  Durango,  in  sec.  28,  T.  85  N.,  R.  9  W. 
No  railroad  connection. 
Thickness  averages  2  feet  10  inches;  roof,  sandstone;  floor,  sandstone. 
Coal  50tf.— Not  named.    Cretaceous  age,  Mesaverde  formation.    Dips  18^  S£. 
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The  bed  was  sampled  and  measured  by  0.  D.  Smith  on  October  26, 1906,  as  shown 
below: 

Section  in  Oold  King  Consolidated  mine,  1  mile  east  o/Dttranffo. 


Laboratory  No 

Roof,  sandstone. 

Coal 

Sbalea 

Floor,  sandstone. 

Tliiokness  of  bed 

Thickness  of  coal  sampled . 


4174 

Fl.  Hi. 
2  5 
0     2 

2     7 
2     5 


a  Not  included  In  sample. 

The  sample  was  taken  from  the  east  entry  on  south  side  of  main  drift. 

Note, — In  1906,  the  time  of  sampling,  the  mine  supplied  coal  to  Durango. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  326. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  316,  p.  329. 

DuRANQO.    Gold  Princb  (ob  Champion)  Minb. 

Sample, — ^Bituminous  coal;  Durango  field;  analysis  No.  4113  (p.  67). 

Mine. — Gold  Prince  (or  Champion),  1}  miles  east  of  Durango,  in  the  NE.  }  sec.  6, 
T.  341  N.,  R.  9  W.    No  railroad  connection. 

Coal  bed. — ^Not  named.  Cretaceous  age,  Mesaverde  formation.  Dip,  18^  SE.  The 
coal  bed  was  measured  and  sampled  on  October  26, 1906,  by  C.  D.  Smith,  the  sample 
representing  3  feet  6  inches  of  coal.    The  sample  was  dry  when  taken. 

The  point  of  sampling  is  not  given. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  326. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  330. 

DuRANOo.    La  Plata  Minb. 

Sample. — Subbituminous  coal;  Durango  field;  analysiB  No.  3551  (p.  67). 
Mine.—L&  Plata;  3  miles  southeast  of  Durango,  in  the  SE.  i  sec.  27,  T.  35  N.,  R.  9  W. 
Coal  bed. — The  bed  is  of  Cretaceous  age,  near  the  base  of  the  **  Laramie  "  formation. 
Thickness,  irregular;  dip,  36^  SE. ;  roof  and  floor,  shale. 
This  bed  was  measured  and  sampled  by  M.  K.  Shaler  in  1906  as  follows: 

Section  of  coal  bed  at  La  Plata  mine  S  miles  southeast  of  Durango. 


Laboratory  No 

Roof,  shale. 

Coal 

Sandstone,  shaly  a 

Coal 

Coal,  bony  o 

Coal 

Sbalea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


3551 

FU 

in. 

1 

8 

0 

8 

3 

2 

0 

8 

0 

7 

0 

4 

2 

7 

8 

10 

8 

0 

a  Not  included  in  sample. 

The  sample  was  taken  from  the  upper  drift. 

Notes. — ^The  La  Plata  mine  was  closed  after  a  short  period  of  operation. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  XJ.  S.  Geol. 
Survey  Bull.  341,  p.  363;  Bull.  316,  p.  326. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  326. 
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DuBANoo.    Prospect. 

Sample. — Subbituminous  coal;  Duiango  field;  analysis  No.  8433  (p.  67). 

Loeatum. — ^PhMpect;  in  sec.  19,  T.  35  N.,  R.  8  W.,  7  miles  northeast  of  Durango. 

Coal  bed, — '*  A . ' '  Cretaceous  age,  '  *  Laramie ' '  formation.  Thickness,  inconstant ; 
dip  about  50^  SE. ;  roof  and  floor  shale. 

A  section  and  sample  for  analysis  was  taken  8  feet  back  in  a  shallow  prospect  at  this 
location  by  J.  H.  Gardner  in  1909,  the  section  being  as  follows: 

Section  of  coal  bed  in  outcrop  7  miles  northeast  of  Durango, 


Laboratory  No 

Roof.ahato. 

Bonyooala 

Coala 

Bonyooala 

Coal 

Bonyooala 

Shalea 

Bonyooala 

Shale.ooalya 

Coal,  bony  a 

Floor,  ahale. 

Tnidmenofbed 

ThioknesB  of  ooal  sampled . 


8433 

Ft,  in. 

1  0 
0  4 
0  4 

2  6 
0  3 
0  4 
0  8 

0  11 

1  1 

7  6 

2  6 


a  Not  included  in  sample. 

Notes. — ^This  coal  is  subbitimiinous  and  readily  slacks  on  exposure  to  air. 
For  chemical  analysis  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  U.  S.  Geol. 
Survey  Bull.  471,  p.  637. 

DuBANQO.    Outcrop. 

Sample. — Subbitiuninous  coal;  Durango  field;  analysis  No.  8431  (p.  67). 

Location. — Outcrop  in  sec.  19,  T.  35  N.,  R.  8  W.,  about  7  miles  east  of  Durango. 

Coal  bed. — B.    Cretaceous  age, ' '  Laramie ' '  formation.    Thickness  inconstant,  with 
niunerous  thin  shale  partings;  dip,  about  50°  SE. ;  roof  and  floor,  shale. 

The  bed  was  measured  and  sampled  in  1909  by  J.  H.  Gardner,  the  section  being  as 
follows: 

Section  of  coal  bed  in  outcrop  7  miles  east  of  Durango. 


Laboratory  No 

Roof,  shale. 

Coal,  thinly  laminated  with  shale  and  bone  o . . 

Coal. 

Floor,  shale. 

ThicknesBofbed 

Thlokness  of  ooal  sampled 


8431 

Ft.  in. 
8  4 
4     0 

12     4 
4     0 


a  Not  indaded  in  sample. 

The  sample  was  taken  30  feet  back  in  the  outcrop. 

Notes. — ^This  coal  is  of  the  subbituminous  class  and  will  not  withstand  rough  han- 
dling. It  slacks  readily  on  exposure.  Some  coal  has  been  mined  at  this  prospect  for 
local  demand  in  winter. 

For  chemical  anal3rse8  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  XT.  S.  Oeol. 
Survey  Bull.  471,  p.  637. 

DuRANQO.    Prospect. 

Sample. — Subbituminous  coal;  Durango  field;  analysis  No.  8432  (p.  67). 
Zocotion.^Prospect;  in  the  BW.  i  SW.  i  sec.  19,  T.  35  N.,  R.  8  W.,  about  8  miles 
east  of  Durango. 
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Coal  bed, — ''0.'*  Cretaceous  age,  ''Laramie"  formation.  ThicknesB,  inconstant; 
contains  a  notable  percentage  of  shale  and  bone  coal;  dip,  about  50^  SE. ;  roof  and  floor, 
shale.  A  section  and  sample  for  analysis  was  taken  by  J.  H.  Gavdner  in  1909  as  shown 
below. 

Section  of  coal  bed  in  prospect  8  milee  east  of  Durango. 


Laboratory  No 

BooLahale. 

Bony  coal  A 

Sbatoo 

Coal 

Coal,  bony  a 

Floor,  shale. 

TblckneflB  of  bed 

ThidmeflB  of  ooal  sampled . 


8432 

FU 

<«. 

1 

1 

0 

k 

1 

0 

1 

0 

3 

i(H 

1 

0 

a  Not  Included  in  sample. 

The  sample  was  taken  in  a  shaUow  prospect  30  feet  back  from  the  mout^. 
Notes. — ^This  coal  is  of  the  subbitimiinous  class  and  readily  slacks  on  exposure  to  air. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  U.  6.  Geol. 
Survey  Bull.  471. 

DuRANOo.    Palmeb  Minb. 

Sample. — Subbituminous  coal;  Durango  field;  analysis  No.  9146  (p.  67). 

iftn^.— Palmer,  in  the  SE.  i  NW.  i  sec.  15,  T.  35  N.,  R.  6  W.,  19  miles  east  of  Durango. 

Coal  bed. — B .  Cretaceous  age, ' '  Laramie '  *  formation .  Thickness,  inconstant ;  roof 
and  floor,  shale;  dip  over  50^  S. 

The  bed  was  measured  and  sampled  in  1909  by  J.  H.  Gardner,  the  sample  represent- 
ing 8  feet  of  coal. 

The  sample  was  taken  220  feet  down  entry. 

Notes. — Some  coal  has  been  mined  here  for  local  use  among  farmers  in  the  winter 
months.    The  coal  is  of  the  subbituminous  class  and  slacks  readily  on  exposure  to  air. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  U.  S.  Geol. 
Survey  Bull.  471. 

Hesperus.    Hespebus  Mine. 

iSampltf.-— Bituminous  coal;  Durango  field;  analyses  Nos.  3573,  3950,  (p.  67). 

Mine. — ^Hesperus;  in  sec.  14,  T.  35  N.,  R.  11 W.,  |  mile  southwest  of  Hesperus,  on  the 
Rio  Grande  Southern  Railroad. 

Coal  &Af.^— Hesperus.  The  coal  is  of  Cretaceous  age,  Mesaverde  formation,  belonging 
to  the  same  group  of  coal  beds  as  those  mined  at  Perins  Peak  (see  description  of  analy- 
sis No.  3552)  and  Porter  (see  description  of  analyses  Nos.  3995,  3996, 3997).  Thickness 
of  bed,  4  feet  10  inches  to  6  feet  6  inches;  dip,  about  7°  S. 

The  bed  was  measured  and  sampled  by  M.  K.  Shaler  (No.  3573)  and  C.  D.  Smith 
(No.3950)  in  1906  as  described  below : 

Sections  of  coal  bed  in  Hesperus  mine  i  mile  southwest  of  Hesperus. 


Laboratory  Nos 

Goal 

Bone* 

Coal 

Coal,  bony,  variable  • 

ThioknesB  of  bed 

Thlokness  ooal  sampled , 

a  Not  iooladed  in  sample. 
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Sample  357S  ma  taken  in  entry  1  west  of  slope. 

Sample  3050  was  taken  from  west  level  3  on  the  main  slope. 

NoUs. — ^This  coal  is  a  good-giade  bituminous  coal  but  up  to  1906  had  not  been 
successfully  coked  as  have  the  beds  in  the  same  formation  at  Perins  Peak  and  Porter. 
It  is  considered  an  excellent  coal  for  locomotive  and  domestic  use. 

For  chemical  anal3rses  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  U.  S.  G^eol. 
Survey  Bull.  316,  p.  423. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
316,  pp.  334,  386. 

Pbrins.    Pkbins  Pkak  Mine. 

Sample. — ^Bituminous  coal;  Duiango  field;  analysis  No.  3552  (p.  67). 

Mine. — ^Perins  Peak;  at  Perins,  4  miles  northwest  of  Durango,  in  sec.  14,  T.  35  N., 
R.  10  W.,  on  a  branch  of  the  Rio  Grande  Western  Railway. 

Coal  bed. — ^The  bed  is  of  Cretaceous  age,  Mesaverde  formation.  Roof,  shale  1  to  2 
feet  thick,  and  requires  careful  timbering;  floor,  sandstone,  2  feet  6  inches  to  7  laet;  in 
places  a  5-inch  shale  parting  appears  near  the  base  of  the  bed. 

The  bed  was  measured  and  sampled  by  C .  D.  Smith  on  September  21,  1906,  as  diown 
below: 

Section  of  coal  bed  in  Perins  Peak  mine  ai  Perins. 


LabonUny  No 

RooffBhale. 

Coal 

Shatoa 

Coal« 

Floor,  aandstonn. 

Tniokneasofbed 

TUokiiMB  of  ooal  aamplad . 


3552 
Ft.   in, 
S    lOi 
0     8 
0     31 

7    10| 
fi    lOi 


o  Not  Included  in  sample. 

The  sample  was  taken  1,200  feet  from  the  mouth  of  the  mine. 

Notes.*— The  coal  is  mined  on  a  rise  toward  the  northeast.  It  is  a  high-grade  bitumi- 
nous coal  and  is  considered  excellent  fuel  for  locomotive  and  domestic  use .  It  is  also  a 
coking  coal,  and  in  1906  a  laige  portion  of  the  output  was  used  for  coke  by  the  smelters 
of  metallic  ores  in  the  San  Juan  region  of  southwest  Colorado.  This  bed  belongs  to  the 
same  group  of  coals  as  the  beds  mined  at  Porter  and  Hesperus,  Colo. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  U.  S.  Geol. 
Survey  Bull.  816,  p.  423;  Bull.  341,  p.  363. 

POBTBB.      POBTBR  No.  3  IflNB. 

Sample. — Bituminous  (coking)  coal;  Durango  field;  analyses  Nos.  2092,  2093,  3997, 

(p.  67). 

Mine. — Porter  No.  3;  4  miles  southwest  of  Durango,  at  Porter,  in  the  NW.  }  sec.  85, 
T.  35  N.,  R.  10  W.,  on  Rio  Grande  Southern  Railway. 

Cofd  hed.—^o.  3.  Cretaceous  age,  Mesaverde  formation.  Thickness,  uniioiin;  dip 
about  S"*  SE. 

Two  samples,  A  and  B,  were  obtained  from  the  bed  on  August  30,  1905,  by  M.  R. 
Campbell.  Sample  A  (analysis  No.  2092)  represented  3  feet  of  coal ;  sample  B  (analysis 
No.  2098)  represented  2  feet  9  inches  of  coal. 

Sample  A  was  taken  in  first  dip  o£f  south  side  of  main  entry,  1,500  feet  from  mouth  of 
mine. 

Sample  B  was  taken  in  main  heading,  2,000  feet  from  mouth  of  mine. 
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The  bed  was  also  measured  and  sampled  by  J.  A.  Taff  on  September  18,  1906,  as 
shown  below: 

Section  of  coal  bed  in  Porter  No.  3  mint  at  Porter. 


Laboratory  No. 


Coal*.. 
Shale  a. 
Coal  a.. 

Boneo. 
Coal... 


Thickness  of  bed 

Thicknaas  of  coal  sampled . 


3907 

FL 

in. 

0 

10 

1 

0 

4 

0 

0 

2 

2 

71 

8 

l\ 

2 

a  Not  included  in  sample. 

Sample  3997  was  taken  in  main  entry,  1,250  feet  north  of  mine  mouth. 

Notes. — In  1905,  at  the  time  of  sampling,  lump  coal  from  this  mine  was  sold  for  steam 
and  domestic  use.    The  fine  coal  was  coked  at  Dunuigo. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  67;  also  U.  S.  Geol.  Survey  Bull. 
316,  p.  423. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
285,  p.  243;  also  Bull.  316,  p.  331. 

POBTBR.      POBTEB  No.   1  MiNE. 

Sample. — ^Bituminous  coal;  Durango  field;  analysis  No.  3995  (p.  67). 

Mn«.— Porter  No.  1;  at  Porter,  in  the  SE.  }  sec.  34,  T.  35  N.,  R.  10  W.,  on  the  Rio 
Grande  Southern  Railway. 

Coal  bed. — ^No.  1.    Upper  Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  September  18,  1906,  by  J.  A.  Taff,  the 
sample  representing  2  feet  4  inches  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  U.  S.  Ge(d. 

Survey  Bull.  316,  p.  423. 

PoRTBR.    Porter  No.  2  Mine. 

Sample. — Bituminous  coal;  Durango  field;  analysis  No.  3996  (p.  68). 

Mine.—ToTter  No.  2;  at  Porter,  in  sec.  34,  T.  35  N.,  R.  10  W.,  on  the  Rio  Grande 
Southern  Railroad. 

Coal  bed. — No.  2.  Upper  Cretaceous  age,  Mesaverde  formation.  Thickness,  regu- 
lar; dip,  about  8°  SE. 

The  bed  was  measured  and  sampled  on  September  18, 1906,  by  J.  A.  Tftff,  as  ahown 

below: 

Section  of  coal  bed  in  Porter  No.  i  mine  at  Porter. 


Laboratory  No. 


Coal... 
Bone  a. 
Cool... 


ThieknesB  of  bed 

ThiokneflB  of  coal  sampled . 


FL 

ill. 

1 

1* 

0 

9 

2 

6 

t  n 


a  Excluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  67;  also  U.  S.  (xeol. 

Survey  Bull.  316,  p.  423. 

Porter.    Prxjitt  Mine. 

Sample. — Subbituminous  coal;  Duiango  field;  analysis  No.  3639  (p.  68). 

Mine. — ^Pruitt,  15  miles  southwest  of  Porter,  5  miles  northeast  of  Pendleton,  N.  Mex., 
25  feet  north  of  the  State  line,  in  the  NW.  i  SW.  }  sec.  23,  T.  32  N.,  R.  12  W.  No 
railroad  connection. 
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Coal  bed, — Carbonero.  Cretaceous  age,  "  Laramie  "  formation.  The  bed  is  excep- 
tionally thick  and  contains  numerous  bony  layers  and  thin  shale  partings.  The  mine 
is  a  chamber  25  feet  wide,  100  feet  long,  and  high  enough  for  wagons  to  enter  and  load 
direct  from  the  working  foce. 

The  bed  was  sampled  and  measured  on  August  18, 1906,  by  M.  E.  8haler,  as  shown 

below: 

Section  of  coal  bed  in  Pruitt  minCj  15  miles  southtoest  of  Porter. 


Coal 
SandBtone 
Coal 


Sandstone. 

Coal 

Shale 


Coal 

Coal,  bony. 
Coal. 


Sandstone 

Coal 

Sandstone 

Coal 

Shale 

Coal 

"Rash" 

Coal 

Coal,  sandy,  bony. 

Coal 

Bone 

Coal 

Coal,  sandy,  bony. 

Coal 

Coal,  sandy,  bony. 

Coal« 

"Rash" 

Goal 

Shale 

Goal 


ThJdmess  of  bed 

Thickness  of  coal  sampled . 


3639 

Ft, 

<n. 

I 

0 

0 

i 

1 

6 

0 

i 

8 

6 

0 

1 

1 

6 

0 

1 

2 

0 

0 

1 

2 

0 

0 

i 

1 

6 

0 

2 

6 

0 

0 

2 

2 

0 

0 

1 

0 

10 

0 

i 

1 

0 

0 

4 

b 

0 

7 

0 

1 

4 

10 

0 

10 

.1 

7 

0 

6 

5 

0 

36 

3i 

4 

10 

a  Sampled.  ^  Part  mined. 

The  sample  was  taken  25  feet  from  outcrop  on  the  State  line. 

Notes. — ^The  sample  is  a  subbituminous  coal,  rather  high  in  ash.  The  mine  was 
operated  in  order  to  supply  a  small  local  demand  each  winter.  The  portion  sampled 
is  a  clean  bench  and  is  probably  lower  in  ash  than  the  bed  taken  as  a  whole.  The 
coal  slacks  when  exposed  to  the  air  and  breaks  in  mining. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  68;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  423. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  316,  p.  395. 

LABIMEB  COUNTY. 

Dixon.    Indian  Springs  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  analysis  No.  6433  (p.  68). 

Mine. — Indian  Springs;  6  miles  northeast  of  Dixon,  in  sec.  24,  T.  10  N.,  R.  68  W. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age,  Laramie  formation.    Thickness,  6  feet  2 

inches. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  on  August  26, 1908,  as  shown 

below: 

Section  of  coal  bed  in  Indian  Springs  mine^  6  miles  northeast  of  Dixon. 


Laboratory  No 

Coal 

Bonea 

Thkskneflsofbed 

Thickness  of  coal  sampled 

a  Not  inoladed  in  sample. 


6433 

Ft.  in. 
6  1 
1      1 


6     2 
6      1 
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The  sample  was  taken  700  feet  north  and  70  feet  east,  on  main  entry.  It  was  dry 
and  probably  wdathei^. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  68;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  301. 

For  a  descriptioil  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  297. 

LAS  AKXMAS  COtTNTY. 

AouiLAR.    Las  Animas  No.  4  Mine. 

Sample. — ^Bituminous  coal;  Trinidad  field;  analysis  No.  6536  (p.  68). 

Mine.^JjM  Animas  No.  4;  in  the  NE.  i  sec.  20,  T.  30  S.,  R.  65  W.,  2  miles  northwest 
of  Aguilar. 

Coal  bed. — ^Broadhead  No.  4.  Cretaceous  age,  Verme jo  ( ?)  formation.  The  rocks  lie 
almost  flat. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  on  September  10,  1908. 
The  sample^epresented  4  feet  of  coal. 

Fed*  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  68;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  431. 

F<^  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  381,  p.  383. 

Aquilar.    Peerless-Annex  Mine. 

SdMiple. — Bituminous  coal;  Trinidad  field;  analysis  No.  6528  (p.  68). 

if9^.— Peerless-Annex;  in  the  NW.  i  sec.  34,  T.  30  S.,  R.  65  W.,  1  mile  southwest 
of  Agtdlar. 

Cdal  bed. — ^Peerless.    Cretaceous  age,  Vermejo  formation.    The  rocks  lie  almost  flat. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  on  September  10, 1908, 
the  sample  representing  4  feet  of  coal. 

The  sample  was  taken  from  room  1,  north  entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  68;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  431. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Creel.  Survey 
Bull.  381,  p.  383. 

Bee  WIND.    Berwind  No.  3  Mine. 

Sample.— 'Bituminoua  coal;  Trinidad  field;  analysis  No.  6456  (p.  68). 

Mn«.— Berwind  No.  3;  in  the  NE.  }  NE.  J  sec.  36,  T.  31  S.,  R.  65  W.,  at  Berwind. 

Coal  bed. — Berwind.  Cretaceous  age,  in  the  Vermejo  formation.  The  rocks  lie 
almost  flat. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  on  September  3, 1908,  as 
shown  below: 

Section  of  cotU  bed  ai  Berwind  No.  3  mine  at  Berwind. 


LabonkoryNo. 


Goal 

Bony  Goal, 
Ooia 


ThMmeaB  of  bed 

Thickness  of ooal sampled. 


S«6 
Ft.  in, 
0     4 

1    a 

4     4 


5    10 
4     6 


The  sample  wa«  taken  from  the  face  of  south  entry  2,  off  east  entry  14. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  68;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  431. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Surrey  Bull. 
881,  p.  383. 
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Sample.— BitojadnouB  coal;  TiinidBd  field;  (Denvet  No.  27)  malyna  No.  796-D. 
(p.  68). 

Mine. — ^Toller;  a  shaft  mine  1  mile  weet  of  Berwind,  on  the  Ooloiado  A  Southem 
Railroad. 

Coal  bed. — ^Berwind.  Cretaceous  age,  in  the  Vermejo  (?)  formation.  Thickneae, 
fairly  uniform;  roof,  bone  coal;  floor,  sandstone. 

The  bed  was  measured  and  sampled  by  K.  M.  Way  on  November  11, 1906.  The 
sample  represented  5  feet  11}  inches  of  coal.  It  was  meabured  180  feet  southwest  of 
the  shaft. 

For  chemical  analyses  of  this  coal  Eee  part  I  of  this  bulletin,  p.  68;  also  Bursau  of 
Mines  BuH.  5,  p.  21. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Sttrrey 
Bull.  381,  p.  383. 

Bo  WEN.      SUFFIBLD  MiNE. 

Sample. — Bituminous  coal;  Trinidad  field;  (Denver  No.  17)  analyses  Nos.  480-D, 
481-D  (p.  69). 

Mine. — Suffield;  a  drift  mine  1  mile  north  of  Bowen,  on  the  Colorado  A  Southern 
Bailroad. 

Coal  6erf.— Walsen.  Cretaceous  age,  Vermejo  formation.  Thickness,  fairly 
uniform. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  August  19, 
1908,  as  described  below: 

Section  of  coal  bed  in  Suffield  minef  1  mile  north  of  Bowen. 


Section 

A 

480-D 
Ft.    M. 
3     0 

0  8 

1  10 

•   •               •   • 

B 

Laboratory  No 

4fti-D 

Coal 

Ft,  in. 
0    11 

Bans  oosl  • 

0     6 

Goal 

a    6 

Bonn  coal « .  ..,,-, 

0    a 

Coal 

0    11 

Thfclnwsw  o'oo^^  ^M 

5      1 
4    10 

6     0 

Tbiclrows  of  <M)al  sampled , 

4     4 

a  Not  Included  in  sample. 

Section  A  (sample  480>D)  was  measured  2,000  feet  north  of  the  drift  opening. 
Section  B  (sample  481-D)  was  measured  2,600  feet  northwest  of  the  drift  dpening. 
For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  fol]ow8~-^wasldflg  tests: 
Bureau  of  Mines  Bull.  5,  p.  32;  coking  tests:  Bureau  of  Mines  Bull.  5,  p.  43. 
For  checnical  analyses  see  part  I  of  this  bulletin,  p.  69.    Bureau  of  Mines  Bull.  5, 

p.  12. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geot.  Survey. 
Bull.  381,  p.  383. 

COKEDALB.   COKEDALE  MiNE. 

Sample. — Natural  coke  and  bituminous  coal;  Trinidad  field;  analyses  Nos.  6313, 
6321,  6367  (p.  69). 

IfiTM.— Cokedale;  Trinidad  district;  a  drift  mine  in  sec.  25,  T.  33  S.,  R.  65  W., 
at  Cokedale,  connected  with  the  Colorado  k  Wyoming  Railroad. 

Coat  bed. — The  coal  is  of  Cretaceous  age,  Vermejo  formation,  about  220  feet  above 
the  Trinidad  sandstone.  The  strata  lie  almost  fiat  in  the  vicinity  of  Cokedate.  The 
coal  is  of  vwiable  thickness.    Roof  and  floor  are  hard  black  shale. 
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AKALY6S6  OF  COALS. 


The  bed  was  measured  and  sampled  on  July  27,  1908,  by  G.  B.  Richardson  as 

described  below: 

Sections  of  coal  bed  in  CoheddU  mine  at  CokedaU, 


Laboratory  No. 


Roof.  Itard  black  ahale. 

Coal,  bony  o 

Coal. 


Bonyooala. 
Coal 


Bonyooalo. 
Coal 


Bony  Goal  A. 
Coal. 


BonyooaU. 
Bhalea 

Coal 


Bonyooala. 

Bhalea 

Coal 


Bonyooala 

Floor,  hard  black  shale. 

Thfekness  of  bed 

Thickness  of  coal  sampled. 


8813 

Ft, 

H. 

6 

6 

0 

3 

0 

6 

0 

^ 

0 

5I 

0 

iX 

2 

4 

0 

8* 

•  • 

1 

3* 

0 

•  • 

8 

•  * 

•  • 

6 
6 

1 

6321 

Ft,    In. 
0     U 


1 
0 
0 
0 


2 

4 
8 

?! 


0  11 
0     8 

0  4i 

"6  '4 

1  6 

«  •  «  • 

0     4 

0  10 

0  S| 

7     7 
5     6} 


a  Not  included  in  sample. 

Sample  6313  was  taken  in  room  16,  east  entry  3. 

Sample  6321  was  taken  in  room  26,  west  entry  4. 

Sample  6367  was  specimen  of  natural  coke,  procured  from  bed  at  Cokedale. 

For  chemical  anal3r8es  of  this  coal  see  part  I  of  this  bulletin,  p.  69;  also  U.  S.  Geol. 
Survey  Bull.  381,  pp.  399,  430. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
381,  p.  383. 

DBLAOT7A.      DelAOUA  No.  2  MiNE. 

Sample. — ^Bituminous  coal;  Trinidad  field.  (Denver  No.  4)  analyses  Nos.  113-D, 
114-D  (p.  69). 

Mine. — DelaguaNo.  2,  a  drift  mine  at  Delagua,  on  the  Colorado  &  Southern  Railway. 

Coal  bed. — ^The  bed  is  of  Cretaceous  or  Tertiary  age,  in  the  Raton  formation. 
Thickness,  fairly  uniform;  roof,  shale;  floor,  bony  coal. 

The  bed  was  measured  and  sampled  at  two  points  by  W.  J,  Groves  on  November 
12, 1907.    The  sections  are  as  follows: 

Sections  of  coal  bed  in  Delagtui  No.  2  mine  at  Delagua. 


Bectlon 

Laboratory  No 

Roof,  shale. 

Bonea 

Coal 

Coal  and  nyrites 

OiayooaT. 

Cotf. 

Bone 

Coal  and  pyrites  a 

Coal 

Floor,  bone  coal. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

118-D 

Ft, 

in. 

0 

6 

1 

10 

6 

"l 

1 

5 

0 

1 

2 

6 
B 

'H 

B 

114-D 

Ft,  In. 
0     3 
2     0 
0     U 

'6  io 

0     2 
2     6 


6    II 
5 


n 


a  Not  included  in  sample. 

Section  A  (sample  113-D)  was  measured  5,200  feet  north  of  the  drift  opening;  Sec 
tion  B  (sample  114-D)  was  taken  7,000  feet  north  of  the  opening. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— washing  tests: 
U.  S.  Geol.  Survey  Bull.  368,  p.  27;  coking  tests:  U.  S.  Geol.  Survey  Bull.  368,  p.  39. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  69;  also  U.  S.  Geol.  Survey 
Bull.  368,  p.  14. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  C^l.  Survey 
Bull.  381,  p.  383. 
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EnOLBYILLE.      EnOLB  IflNB. 

Sample. — ^Bituminous  coal;  Trinidad  field;  (Denver  No.  1)  analyses  Nos.  103-D, 
1(H-D  (p.  69). 

Mine. — Engle;  a  drift  mine  at  Engleville,  3  miles  east  of  Trinidad,  Colo.,  on  the 
Denver  &  Rio  Grande. 

Coal  bed. — ^The  bed  is  of  Cretaceous  age,  Vermejo  formation.-    Roof,  sandstone; 
floor,  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  in  1907,  as  de- 
scribed below. 

SeetioTU  of  coal  bed  in  Engle  mine  at  Engleville. 


Section 

Laboratory  No 

Rocrf,  sandstone. 

Bone 

Coal 

Bone 

RK*^la  a 

CoaL 

Bone 

CoaL 

Bone a 

CoaL 

Bone  a 

Coal 

Bone a 

CoaL 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled. 


A 

i 

lO^D    1 

Ft. 

in. 

0 

2 

2 

0 

0 

2i 

•  • 

2 

6 

0 

2 

2 

2 

7 

^ 

7 

B 
104-D 
Ft.   in, 

0     8 

mm  •  • 

0  2 

1  10 
0     3i 

8 

8 

0    11 

0     2| 


0 
0 


1 
0 
0 

7 
6 


7 
1 
6 

2 
2 


A  Not  included  in  sample. 

Section  A  (sample  103-D)  was  measured  5,280  feet  south  of  the  opening,  and  section  B 
(sample  104-D)  was  taken  10,000  feet  east  of  the  opening. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  foUows — ^washing  tests: 
XT.  S.  Geol.  Survey  Bull.  368,  p.  27;  coking  tests:  U.  S.  Geol.  Survey  Bull.  368,  p.  36. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  69;  also  U.  S.  Geol.  Survey 
Bull.  368,  p.  11. 

For  a  description  of  the  geological  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  381,  p.  383. 

Hastinos.    Hastinos  Mine. 

Sample. — Bituminous  coal;  Raton  Mesa  field;  (Denver  No.  10)  analyses  Nos. 
254-D,  26&-D  (p.  69). 

Mine. — Hastings;  a  slope  mine  in  the  Trinidad  district,  at  Hastings,  on  the  Colo- 
rado &  Southern  Railroad. 

Coed  bed. — ^The  bed  is  of  Cretaceous  age,  Vermejo  formation.  Thickness,  varies, 
roof,  shale;  floor,  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves,  January  13, 1908; 
as  described  below: 

Sections  of  coal  bed  in  Haatings  mine  at  Haetinge. 


Becrtion 

A 

264-D 
Ft,   in. 
I    10 
0     2 

'a    3 

•  *         •  • 
«  •         •  ■ 

S     3 

5     3 

B 

T^tioratorv No. ..-,..,-  r t 

25&-D 

Roof,  shale. 

Oo*l        ^ - 

Ft.   in. 
2    I] 

Hard  coal r. ..-,,,  ---, ,  -  -  r  -  - - 

Pvrites  • 

0      i 

OoaL^...^....!...-.......... 

1      9* 

Bone • 

1      3 

CoaL 

1      9 

Bone 

0     1 

CoaL 

1      4 

Floor,  shale. 

'niinVnMiii  of  bed 

9      If 

Thlfttaifm  fff  fioal  saniDled. ...    

7      10 

a  Not  indudsd  in  sample. 
45889*»— BuU.  22,  pt.  2—13 ^9 
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ANALYSES  OF  COALS. 


Section  A  (Bample  255-D)  was  measured  4,600  feet  south  of  the  mine  mouth. 

Section  B  (sample  254-D)  was  measured  3,800  feet  south  of  the  mine  mouth,  room  1, 
south  slope  3. 

Notes. — ^The  commercial  grades  produced  in  1908  were  run  of  mine,  lump,  nut,  and 
slack;  1^  and  f  inch  bar  screens  used.  The  screenings  were  washed  and  made  into 
coke.    The  rated  capacity  of  the  mine  in  1908  was  1,400  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests,  as  follows— washing  tests: 
U.  S.  Geol.  Survey  Bull.  368,  p.  27;  coking  tests:.  U.  S.  Geol.  Survey  Bull.  368,  p.  45. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  69;  also  U.  S.  Geol.  Survey 
Bull.  368,  p.  20. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  383. 

MOBLBT.      MORLEY  IflNB. 

Sample. — Bituminous  coal;  Trinidad  field;  analysis  No.  7196  (p.  69). 

Mine. — ^^orley;  a  slope  mine  at  Morley,  on  the  Colorado  Fuel  and  Iron  Co.  Bailioad. 

Coal  bed. — ^EngleviUe;  Cretaceous  age,  in  the  Vennejo  formation.    Roof,  hard  shale 

overlain  with  sandstone,  with  2  feet  of  good  coal  above;  floor,  fire  day. 

The  bed  was  measured  and  sampled  by  K.  M.  Way  on  October  29, 1908,  as  shown 

below: 

Section  of  coal  bed  in  Morley  mine  at  Morley. 


LabontorTNo 

Roof,  hard  shale. 

Boneooal « 

Coal 

Floor.  Are  clay. 

Thidmessofbed 

ThJokness  of  coal  sampled 


7196 

Ft.   in. 
0     4 
7     6 

7    10 
7     6 


a  Not  included  in  sample. 

The  sample  was  taken  in  the  face  of  the  main  slope,  1,500  feet  south  of  the  opening. 
Notee. — ^The  capacity  of  the  mine  in  October,  1908,  was  450  tons  per  day. 
For  chemiod  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  69. 
For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  383. 

Primero.    Prdcero  Mixb. 

Sample. — Natural  coke  and  bituminous  coal;  Trinidad  field;  analyses  Nob.  483-D 
and  484-D  (Denver  18)  and  analyses  Nos.  6370,  6368  (p.  69). 

Mine.—Tnmero;  in  the  NE.  i  sec.  26,  T.  33  S.,  R.  66  W.,  at  Primero,  on  the  Col- 
orado &  Wyoming  Railroad. 

Coal  bed. — ^Primero.    Cretaceous  or  Tertiary  age,  in  the  Raton  formation.    The  bed 
lies  almost  flat. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves,  as  described 
below: 

Sectione  of  coal  bed  in  Primero  mine  at  Primero. 


Seotion 

Laboratory  No 

Coal 

Bonyooal 

Goal 

Bonyooal 

Coal 

Bonyooal 

Coal 

Thleknenofbed 

ThkdmesB  of  ooal  sampled 


A 

B 

4&-D 

484-D 

Ft.   in. 

Ft.   in. 

•  0     M 

•  0     1} 

•6  '7 

1     4 

0     6 

•0     H 

•  0     u 

1     2 

0   10 

«0     1 

04/ 

4     1 

5     1 

7     4i 

7     2 

6     7 

«     « 

a  Not  Indaded  In  sample. 
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The  bed  was  alflo  measured  and  sampled  by  G.  B.  Richardson  on  August  11, 1908, 
described  below: 


Section  of  coal  bed  in  Primero  mine  at  Primero. 


LabontoryNo. 


Cool 

Snlphiir,  local « 


Coal,  bony  a  . . 

Coal 

Snlnhiir  coal  a 

CodL. 

Bolpliiira 

Coal. 


Suhdmra 
CoaT..... 


ThicknoBS  of  bed 

ThidmesB  of  ooal  sampled. 


6370 
Ft,   in. 

1     1 

0 

1 

0 

0 

0 

0 

0 

2 

0  1 

1  11 


3 

3 


8 
7 


n 


a  Not  iodnded  in  sample. 

Section  A  (No.  483-D)  was  measured  4,200  feet  west  of  the  drift  opening. 

Section  B  (No.  484-D)  was  measured  in  blind  entry  4t  3,000  feet  northwest  of  the 
drift  openiog. 

Sample  6370  was  taken  from  room  1,  third  butt  entry  A,  off  entry  9. 

A  sample  (Lab.  No.  6368)  of  natural  coke  was  also  taken  from  this  mine,  at  a  point 
contiguous  to  a  dike,  200  feet  from  mouth  of  west  entry,  by  G.  B.  Richardson  on 
August  11, 1908. 

For  results  of  this  coal,  see  mention  of  specific  tests  as  follows — ^washing  tests: 
Bureau  of  Mines  Bull.  5,  p.  32;  coking  tests:  Bureau  of  Mines  Bull.  5,  p.  44. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  69-70;  also  U.  S.  Geol.  Survey 
Bull.  381,  p.  431;  Bureau  of  Mines  Bull.  5,  pp.  13,  44. 

For  geologic  relations  see  U.  S.  Creol.  Survey  Bull.  381,  p.  383. 

Pbdcbobb.    Piuhrosb  Mine. 

Sample. — ^Bituminous  coal;  Trinidad  &ld;  analysis  No.  6530  (p.  70). 

irin«.— Primrose,  in  the  SE.  i  NW.  I  sec.  5,  T.  30  S.,  R.  65  W.,  at  Primrose,  near 
Eipner. 

Coal  bed. — Cretaceous  or  Tertiary  age,  in  the  Raton  formation.  The  rocks  lie 
almost  flat. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1908,  as 
shown  below: 

Section  of  ooal  bed  in  Primrose  mine  at  Primrose. 


Laboratory  No. 


Coal.. 
Shale. 
Coal.. 


ThJckn* 
ThJckni 


of  bed 

of  ooal  sampled. 


SfiSO 

Ft.  in. 
0  11 
0  1 
3       4 


4 

4 


4 
4 


The  sample  was  taken  in  room  3,  off  north  entry  7}. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  70;  also  U.  S.  Geol. 
Survey  BuU.  381,  p.  431. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  383. 
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AKALTSES  OF  GOALS. 


RuoBY.    Rapson  Mine. 

Sample. — BituminouB  coal;  Trinidad  field;  analyses  Nos.  734-D  and  735-D  (Den- 
ver No.  25)  and  analysis  No.  6533  (p.  70). 

Mine. — ^Rapson;  a  drift  mine  in  sec.  9,  T.  30  S.,  R.  65  W.,  4  miles  north  of  Aguilar 
and  1}  miles  southwest  of  Rugby,  on  the  Colorado  &  Southern  Railroad. 

Coal  bed. — Cameron.  The  coal  is  of  Cretaceous  age,  in  the  Vermejo  formation. 
Thickness,  &drly  uniform;  roof,  shale;  floor,  shale.    The  bed  lies  almost  flat. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way,  as  described 

below: 

SecHoru  of  coal  bed  in  Rapeon  mine,  /}  milee  eotUheaet  of  Rugby. 

Bectfam 

Laboratory  No 

Roof,  shale. 

Goal 

MoUiflrooal 

Bcneooala 

Coal 

Boneooals 

Coal 

Solnhur 

CoaT. 

Boneooal 

Coal 

Floor,  shale. 

Thiekiiflssofbed 

ThlolaMss  of  ooal  sampled 

a  Not  iDcIuded  in  sample. 

Section  A  (sample  734-D)  was  taken  250  feet  north  of  the  drift  mouth,  north  entry  3. 
Section  B  (sample  735-D)  was  taken  250  feet  south  of  the  drift  mouth,  south  entry  3. 
The  bed  was  also  measured  and  sampled  at  one  point  by  G.  B.  Richardson  on  Sep- 
tember 15, 1908,  as  described  below: 

Section  of  coal  bed  in  Rapson  mine,  1^  miles  southeast  of  Rugby. 


A 

B 

784-D 

735-D 

J^.    <n. 

Ft.    in. 

8  i 

0     61 

0     1 

6    6 

0     5 

0      1 

0     1 

0     9 

0     3 

0 

0 

0     7 

1    11 

0  u 

1  4| 

•  «         •  • 

..     .. 

3  81 
8     6| 

1  3 

Labontoiy  No 

Coal,  bony  • 

Coal 

Coal,  bony  a 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled 


6533 
Ft.    In. 
0     5 

0  2 

1  4 


3    104 
3     31 


a  Not  included  in  sample. 

Sample  6633  was  taken  from  the  face  of  south  entry  3. 

Notes.— 'The  rated  capacity  of  the  mine  in  1908  was  200  tons  per  day.  All  coal  over 
2}  inches  in  size  was  designated  lump;  all  over  1  inch  but  less  than  2^  inches,  nut; 
all  under  1  inch,  slack. 

For  results  of  tests  of  this  coal  see  mention  of  sx)ecific  tests,  as  follows— washing  tests: 
Bureau  of  Mines  Bull.  5,  p.  32;  coking  tests  Bureau  of  Mines  Bull.  5,  p.  50. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  70;  also  U.  S.  Geol.  Survey 
Bull.  381,  p.  431;  Bureau  of  Mines  Bull.  5,  p.  19. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  383. 

SoPBis.    Francisco  Mine. 

iSomple.— Bituminous  coal;  Trinidad  field;  (Denver  No.  7)  analyses  Nos.  230-D, 
231-D  (p.  70). 

Mine. — ^Francisco;  a  slope  mine,  at  Sopris,  on  the  Trinidad  electric  road. 

Coal  bed. — Locally  designated  the  Lower  bed.  Cretaceous  age,  Vermejo  forma- 
tion. Thickness,  fairly  uniform;  roof,  4  inches  of  shale,  in  places  underlain  with  a 
few  inches  of  bony  coal;  floor,  black  shale.  The  bed  was  measured  and  sampled  by 
J.  W.  Groves  on  January  4, 1908.    The  sections  are: 
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Sections  of  coal  bed  in  FraneUco  mine,  at  Sopne, 


Section. , 

Laboratory  No , 

Roof:  Section  A,  bone  with  shale;  section  B,  shale. 

Coal 

Bony  coal « 

Bone  a 

Coal 

Shalea 

Coal 

Floor:  Section  A,  shale;  section  B,  black  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

230-D 

231-D 

Ft.  in. 

FL    in. 

1    11 

•    K                 •    • 

mm             m 

0     0 

0     ]| 

•  •          •  • 

1      0 

0     7 

»  •             mm 

0     11 

mm             •  • 

2     2 

3      91 

3     4| 

3      8 

2     9 

a  Not  included  in  sample. 

Section  A  (sample  230-D)  was  measured  1,200  feet  southwest  of  the  slope  opening. 

Section  B  (sample  231-D)  was  measured  3,000  feet  west  of  the  slope  opening. 

For  results  of  tests  of  thLs  coal,  see  mention  of  specific  tests;  as  follows — washing 
tests:  U.  S.  Geol.  Survey  Bull.  368,  p.  27;  coking  tests  U.  S.  Geol.  Survey  Bull. 
368,  p.  42. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  70;  also  U.  S.  Geol  Survey  Bull. 
368,  p.  17. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  383. 

SopRis.    Piedmont  Mine. 

Sample. — ^Bituminous  coal;  Trinidad  field;  (Denver  No.  8)  analyses  Nob.  232-D 
and  23a-D  and  analyses  Nos.  10209,  10210,  10218  (p.  71). 

Mine. — ^Piedmont;  a  slope  mine  in  the  Trinidad  district,  at  Sopris,  on  the  Colo- 
rado &  Southern  Railway. 

Coal  bed. — Locally  called  the  Lower  bed.  Cretaceous  age,  Vermejo  formation. 
Average  thickness,  about  4  feet;  dip,  about  10°;  roof,  shale;  floor,  ''blackjack" 
and  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  January 
4,  1908,  as  described  below: 

Sections  of  coal  bed  in  Piedmont  mine,  at  Sopris. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Bone 

Coal 

Floor:  Section  A.  shale;  section  B.  "blackjack." 

Thickness  of  bed 

Tliickness  of  coal  sampled 


A 

23»-D    1 

Ft. 

in. 

0 

3 

0 

1 

0 

0 

1 

1 

5 

0 

i 

0 

8 

3 
3 

SI 

B 
23^D 
Ft.    in. 

0     71 


0 
0 
0 
8 


1 
9 


4     91 
4     7 


a  Not  included  in  sample. 

Section  A  (sample  233-D)  was  measured  2,600  feet  southwest  of  the  slope,  in  east 
entry  12. 

Section  B  (sample  232-D)  was  measured  2,600  feet  southeast  of  the  slope,  in  west 
entry  9. 

The  bed  was  also  measured  and  sampled  at  two  points  by  William  Morgan  on  March 
27,  1910. 

Sample  10210  was  taken  in  the  main  slope,  2,000  feet  south  of  opening,  and  repre- 
sented a  3f-foot  cut  of  coal. 

Sample  10209  was  taken  3,500  feet  south  of  south  entry,  and  represented  a  5-foot 
10-inch  cut  of  clean  coal. 
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Samples  10209  and  10210  were  taken  according  to  the  standard  method  of  the  Bureau 
of  Mines,  but  the  collector  was  not  connected  with  the  Bureau  of  Mines  nor 
with  the  United  States  6eolQg;ical  Survey. 

Samples  10209  and  10210  were  mixed  for  an  ultimate  analysis,  the  results  of  which 
are  shown  under  laboratory  No.  10218. 

Noie8, — In  1908  the  coal  produced  was  shipped  as  lump,  nut,  slack,  and  run-of-mine. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests,  as  foUows — ^washing 
tests:  U.  S.  Geol.  Survey  Bull.  368,  p.  27;  coking  tests:  U.  S.  Geol.  Survey  Bull. 
368,  p.  43. 

For  chemical  analyses  see  part  I  of  this  buUetin,  p.  71;  also  U.  S.  Geol.  Survey  Bull. 
368,  p.  18. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  383. 

Sop&ia.    Sop&ia  Mine. 

Sample, — ^Bituminous  coal;  Trinidad  field;  analyses  Nos.  479-D  and  485>D  (Denver 
16;  Ann  Arbor  No.  6),  and  analyses  No.  6310  (p.  71). 

Mine, — Sopris;  a  slope  mine  in  the  NW.  i  SE. }  sec.  33,  T.  33  S.,  R.  64  W.,  at  Sopris, 
on  the  Colorado  &  Southern  Railroad. 

Coal  bed. — Cameron  (often  designated  locally  the  Sopris).  The  coal  is  of  Cretaceous 
age,  Vermejo  formation.  Thickness,  variable;  roof,  bone  coal,  ehale,  and  sandstone; 
floor,  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  E.  M.  Way  and  J.  W.  Groves 
on  August  18, 1908,  as  described  below: 

Section  of  eoal  bed  in  Sopris  mine  at  Sopris. 


Seotion 

Laboratory  No 

Roof,  bone  ooal,  shale,  and  sandstone. 

Coal 

Bonyooala , 

Coal 

Hard  ooal  (good) 

Coal 

Bonyooala , 

Coal 

Floorshale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

B 

471^D 

485-D 

Ft,  in. 

Ft.    in. 

3    11 

. 

0  a 

1      2 

0    e 

0      2 

0      1| 

1      8 

3    11 

4     5 

3    11 

3      6 

a  Not  taudaded  In  sample. 

Section  A  (sample  479-D)  was  measured  7,000  feet  southwest  of  the  slope. 
Section  B  (sample  485-D)  was  measured  6,800  feet  southeast  of  the  slope. 
The  bed  was  also  measured  and  sampled  by  6.  B.  Richardson  in  the  summer  of 
1908,  as  shown  below: 

Section  of  coal  bed  in  Sopris  mine,  at  Sopris. 


Laboratory  No 

Coal 

Coal,  bony  a 

Coal 

Coal,  bony  « 

Coal 

Coal,  bony  a 

Coal 

Coal,  bonys 

Coal 

ThloknesBofbed 

ThinknesB  of  ooal  trnpled 

•  Not  faidnded  In  sample. 


6310 
Ft. 

0 

0 

0 

0 

0 

0 

0 

0 

0 


3 
2 


in. 
9 

P 

1 
9 


a 
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The  sample  was  taken  from  room  3,  west  entiy  17. 

Note. — In  1908  part  of  the  output  was  used  for  making  coke,  and  was  washed  before 
it  went  to  the  ovens. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows:  Washing  tests, 
Bureau  of  Mines  Bull.  5,  p.  32;  coking  tests.  Bureau  of  Mines  Bull.  5,  p.  42;  illumina- 
ting-gas tests,  Bureau  of  Mines  Bull.  6,  pp.  83,  47. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  71;  also  U.  S.  Gleol.  Survey 
Bull.  381,  p.  430;  Bureau  of  Mines  BuU.  5,  p.  11. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  383. 

Tebcio.    Las  Vega  Mine. 

Sample. — ^Bituminous  coal;  Trinidad  field;  (Denver  No.  3)  analyses  Nos.  101-D 
and  111-D  and  (Denver  No.  2)  analyses  Nos.  102-D  and  112-D  (pp.  71, 72). 

Mine. — Las  Vega;  slope  and  drift  mines  at  Tercio,  on  the  Colorado  &  Southern 
Railway  (bed  No.  3)  and  Colorado  &  Wyoming  Railway  (bed  No.  2). 

Coal  beds. — ^Noe.  2  and  3.  The  coal  is  of  Cretaceous  age,  Vermejo  formation. 
Thickness,  isAily  uniform.  Roof,  for  bed  No.  3,  shale,  which  in  places  is  sandy;  floor, 
shale;  roof,  for  bed  No.  2,  shale;  floor,  shale  and  sandstone. 

The  beds  were  measured  at  two  points  each  by  J.  W.  Groves  on  November  8, 1907, 
as  described  below: 

Sections  of  coal  bed  No.  2  in  Las  Vega  mine  at  Tercio. 


Section 

Laboratory  No 

BoQf.sbale.  ^ 

Coal 

Bone 

Coal 

Bone 

Coal 

Shale 

Coal 

FlOOT,  shale  for  sec.  A;  for  sec.  B,  shale  and  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

102-D    1 

Ft. 

in. 

1 

0 

ao 

2 

1 

11 

•  0 

3 

2 

6 

•0 

1 

0 

10 

6 

9 

6 

3 

B 
112-D 
Ft.    in. 


1 

>0 
2 


0 
0 


aO  3 

2  8 

aO  1 

0  10 

7  * 

0  6 


0  Not  included  In  sample. 

Section  A  (sample  102-D)  was  taken  900  feet  north  of  the  slope  opening. 
Section  B  (sample  112-D)  was  taken  1,800  feet  north  of  slope  opening. 

Sections  of  coal  bed  No.  S  in  Las  Vega  mine  at  Tercio. 


Section 

Lab<»«tory  No 

Roof,  shale. 

Coal 

Bonea 

Coal 

Floor  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

101-D 
Ft.    in. 

1  3 
0      2 

2  3 

3  8 
3      6 


B 
111-D 

Ft.  in. 

1  2 
0  2 

2  1 

3  fi 
3  3 


«  Not  included  in  sample. 

Section  A  (sample  101-D)  was  taken  800  feet  north  of  slope  opening. 

Section  B  (sample  111-D)  was  taken  1,000  feet  north  of  slope  opening. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows;  Washing  tests, 
U.  S.  Geol.  Survey  Bull.  368,  p.  27. 

For  chemical  imalyses  see  part  1  of  this  bulletin,  p.  72;  also  T7.  S.  Geol.  Survey 
Bull.  368,  p.  12. 

For  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull.  381,  p.  383. 
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Tbinidad.    Bowbn  Minb. 

Sample. — ^BituminouB  coal;  Trinidad  field;  analysis  No.  6458  (p.  72). 

Mine.^Bowen,  in  the  NE.  }  SW.  i  sec.  24,  T.  32  S.,  R.  64  W.,  5  miles  north  of 
Trinidad. 

Coal  bed. — ^The  coal  is  in  the  Vennejo  formation  of  Cretaceous  age.  The  rocks  lie 
almost  flat. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  on  September  3,  1906, 
as  shown  below: 

Section  of  coal  bed  in  Bowen  mine,  5  miles  north  of  Trinidad, 


Laboratory  No. 


Coal.. 
Shale. 
Coal.. 
Shale. 
Coal.. 
Shale. 
Coal 


Thickness  of  bed. 


A458 

Ft. 

fil. 

3 
0 

1 

1 

0 

0 

1 

0 

10 

0 

s 

1 

1 

The  Aunple  was  taken  from  lowest  bed,  in  room  11,  north  entry  2,  off  east  entry  G. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  72;  also  U.  S.  Geol. 

Survey  Bull.  381,  p.  431. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  381,  p.  383. 

Tbinidad.    Pbimbbo  Minb. 

Sample. — Coal  waste;  Trinidad  field;  analysis  No.  5151  (p.  72). 

JfiTi^.— Primero;  in  sec.  26,  T.  33  S.,  R.  66  W.,  14  miles  west  of  Trinidad. 

Coal  bed. — Cretaceous  or  Tertiary  age,  in  the  Raton  formation.  The  bottom  of  the 
bed  was  not  mined. 

The  following  sections  were  taken  at  different  points  in  the  mine  by  O.  J.  Bowman 

in  the  summer  of  1907.    The  points  of  sampling  were  not  definitely  located  by  the 

collector. 

Sectiom  of  coal  bed  in  Primero  minCf  14  miles  west  of  Trinidad. 


Section 

A 

B 

liaboratonr  No                    ....                                                             ,,...., 

5151 

Roof,  slate. 

Coal 

Ft.   in. 
2     7 
0    12 
2     4 
0    11 
2     8 

9     6 

Ft.   in. 
82     6 

Slate 

•  0     8 

Coal 

82     6 

Slate 

a2     8 

Coal 

1    e 

Floor,  slate. 

'rh(<»im4Wff  of  '¥»^ 

2    10 

Thickness  of  coal  sampledr .,,,..-,                , - 

1    e 

a  Not  inoloded  in  sample. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  72. 

Tbinidad.    Sopbib  Mine. 

Sample. — Coal  waste;  Trinidad  field;  analysis  No.  5152  (p.  72). 

Coal  bed. — Sopris.    Cretaceous  age,  **  Laramie  "  formation. 

The  top  coal  of  the  bed  was  not  mined. 

The  sections  following  were  taken  at  different  points  in  the  mine  by  O.  J.  Bowman 
in  the  summer  of  1907.  The  points  of  sampling  were  not  definitely  located  by  the 
coUector. 
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Sections  of  coal  bed  in  Sopris  mine^  5  miles  southwest  of  Trinidad. 


Section 

A 

B 

LaboifttoiT  No 

5162 

Roof,  slate. 

Coal 

Ft.  in. 
2     0 
0     8 
0    10 
2     6 
0     6 
i     0 

10    e 

Ft.   in. 
2   2 

Slate  or  bone 

0   9 

Coal 

0   0 

FMuK^stone. .                  . -                .,.....,,. 

aO    8 

Slate  or  bone 

oO  d 

Coal 

04   8 

Fkxv.  slate. 

Thickness  of  bed ■, t 

0    1 

3    8 

a  Not  included  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  72. 
•For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  383. 

Wildcat  Cbbek.    Clark's  Prospect. 

Sample. — Bituminous  coal;  Trinidad  field;  analysis  No.  6455  (p.  72). 

ifi?i«.— Clark's  Prospect,  in  the  NE.  }  sec.  18,  T.  32  S.,  R.  68  W.,  1  mile  south  of 
Wildcat  Creek,  north  of  Stonewall. 

Coal  bed. — ^The  coal  occurs  in  the  Vermejo  formation  of  Cretaceous  age.  The  rocks 
dip  eastward  at  a  steep  angle. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  on  September  2, 1908. 
The  sample  represented  4  feet  11  inches  of  coal.    It  was  taken  100  feet  from  opening. 

For  chenucal  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  72;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  431. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  383. 

WooTTON.    Red  Robin  Mine. 

Sample. — Bituminous  coal;  Trinidad  field;  (Denver  No.  11)  analyses  Nos.  257-D, 
258-D  (p.  72). 

Mine. — Red  Robin;  a  drift  mine  in  the  Trinidad  district,  at  Wootton,  on  the 
Santa  Fe  Railroad. 

Coalbed. — Often  designated  locally  the  Savage  or  Turner.  Cretaceous  or  Tertiary 
age,  in  the  Raton  formation.  Thickness,  about  5  feet;  roof,  bone  coal  and  shale; 
floor,  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  January  20, 
1908,  as  described  below: 

Sections  of  coal  bed  in  Red  Robin  mine  at  Wootton. 


Section 

Laboratory  No 

Roof,  bone  coal  and  shale. 

Coal 

Shales 

Shale  and  coal  a 

Coal 

Bone  a 

Shale  and  coal « 

Coal 

Shales 

Coal 

Floor:  Sec.  A,  bone  coah  sec.  B,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

267-D 

268-D 

Ft.  in. 

FU    in. 

1     0 

1     0 

0     1 

«  •         ■  • 

•  ■         •  • 

0    U 

1    10 

2    10 

0     2 

•  •         •  • 

6    1 

1     3 

0     7 

0      1 

0    U 

0     41 

0     6 

4     M 

6     1| 

4     d 

4    10 

a  Not  included  in  sample. 
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Section  A  (sample  257-D)  was  measured  ih  west  entry  2,  260  feet  west  of  the  entry. 

Section  B  (sample  25^D)  was  measured  in  west  entry  1,  275  feet  west  of  the 
opening. 

NoUB. — ^When  this  mine  was  inspected  it  had  been  opened  only  a  short  time  and 
had  no  direct  railroad  connection.  The  output  was  40  tons  per  day,  shipped  as  nm- 
of-mine. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests,  as  follows:  Washing 
tests,  U.  S.  Geol.  Survey  Bull.  368,  p.  27;  coking  tests,  U.  S.  Geol.  Survey  Bull.  368, 
p.  46. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  72;  also  U.S.  Geol.  Survey  Bull. 
368,  p.  21. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  383. 

MESA  COT7NTY. 
Cahbo.    Bailbt  Minb. 

Sample. — Bituminous  coal;  Grand  Mesa  field;  analysis  No.  5724  (p.  72). 

Mine. — Bailey;  Palisades  district;  prospect  drift  opening,  4  miles  northeast  of  Pali- 
sades, near  Cameo,  in  NW.  i  SE.  i  sec.  34,  T.  10  S.,  B.  98  W.,  on  the  Denver  &  Rio 
Grande  Railroad. 

Coal  bed. — Cameo.  Cretaceous  age,  at  the  base  of  the  Paonia  shale  member  of  the 
Mesaverde  formation.  Thickness,  uniform;  dip,  slightly  toward  the  northeast;  roof, 
sandy  shale,  above  which  is  impure  coal;  floor,  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  June  5,  1907.  The  sample 
represented  6  feet  2  inches  of  coal. 

Notes. — ^The  sample  was  collected  from  a  working  face  165  feet  from  the  mouth  of 
the  entry,  and  included  the  entire  bed.  The  coal  from  this  bed  is  relatively  soft 
and  slacks  to  some  extent  on  exposure  to  the  weather. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  72;  also  U.  S.  Geol. 
Survey  BuU.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
341,  p.  319. 

Cameo.    Cameo  Mine. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  analyses  Nos.  3542,  3547,  3550,  and 
(Denver  28)  analyses  Nos.  839-D,  840-D  (p.  73). 

Jftn«.— Cameo;  a  drift  mine  in  the  NW.  J  NW.  J  sec.  34,  T.  10  S.,  R.  98  W.,  at 
Cameo,  4  miles  northeast  of  Palisades. 

Coal  6^.— Cameo.  The  coal  is  of  Cretaceous  age,  Mesaverde  formation.  The 
rocks  dip  low  to  the  northeast.    Floor,  bone  coal;  roof,  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way,  as  described  below: 

Sectioru  of  coal  bed  in  Cameo  mine  at  Cameo. 


Sectkm 

Laboratory  No 

Roof,  shale. 

Coal 

Hard  shale* 

Shalea 

Coal 

Shale  and  bone  a 

Coal 

Floor,  bone  ooal. 

Tmckneas  of  bed 

Thickness  of  ooal  sampled. 


A 

B 

83»-D 

8«>>D 

Ft.  «n. 

FU    in. 

1    IM 

2     3| 

0     1 

•  •           •  • 

•  «            *  • 

0      1 

8     6 

2     6 

.. 

0     6 

•  *            *  « 

1  n 

I  3 

0     6 
5    Ui 

a  Not  induded  In  sample. 
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Section  A  (sample  830-D)  was  measured  8,500  feet  northwest  of  opening,  slope 
entry. 

Section  B  (sample  840-D)  was  measured  3,700  feet  northwest  of  opening,  west  entry  1. 

The  bed  was  also  measured  and  sampled  at  three  points  by  G.  B.  Richardson  on 
August  3, 1906,  as  described  below: 

Sections  of  coal  bed  in  Cameo  mine  at  Cameo, 


Section 

A 
3550 
Ft,  to. 
2     4 
0      1 
6     2 

B 
3547 
Ft,  to. 
2     0 
0      1 
5    11 

c 

Laboratory  No 

3542 

Coal : 

Ft,    to. 
2       2 

Bony  coal* 

0       1 

Coal. 

6       0 

Thickness  of  bed 

8     7 
8     6 

8     0 
7    11 

8       3 

Thickness  of  ooal  sampled 

8       2 

o  Not  included  in  sample. 

Sample  3550  was  taken  in  room  5,  off  the  main  entry. 

Sample  3547  was  taken  at  the  northwest  end  of  the  mine  workings. 

Sample  3542  was  taken  from  the  upper  bed  at  the  end  of  the  main  entry. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — ^washing  tests: 
Bureau  of  Mines  Bull.  5,  p.  32;  coking  tests:  Bureau  of  Mines  Bull.  5,  p.  53. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  73;  also  U.  S.  Geol.  Survey 
Bull.  316,  p.  316;  Bull.  371,  p.  44;  Bureau  of  Mines  Bull.  5,  p.  22. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  371,  p.  11. 

Fbuita.    Neabino  Mine. 

Sample, — Bituminous  coal,  Book  Cliffs  field;  analysis  No.  3586  (p.  73). 

ifi?i«.— Nearing;  in  the  NE.  J  sec.  30,  T.  8  S.,  R.  101  W.,  13  miles  north  of  Fruita. 

Coal  &eef.— Cameo.  Cretaceous  age,  Mesaverde  formation.  The  rocks  dip  low,  to 
the  northeast. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906. 
The  sample  represented  4  feet  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  73;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

Fbr  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  371,  p.  11. 

Fbuita.    Nugent  Mine. 


iSamp2e.— Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3585  (p.  73). 

Jfin«.— Nugent;  in  the  NW.  J  sec.  29,  T.  8  S.,  R.  101  W.,  12  miles  north  of  Fruita. 

Coal  bed, — Lower.  Cretaceous  age,  Mesaverde  formation.  The  rocks  dip  low,  to 
the  northeast. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906. 
The  sample  represented  4  feet  6  inches  of  coal .  It  was  taken  from  the  end  of  the  main 
entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  73;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  371,  p.  U. 
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Fhuita.    Eikl  or  Gbobs  IiCinb. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3587  (p.  73). 

Mn€.— Kiel  or  Gross;  in  the  SW.  i  sec.  27,  T..8  S.,  R.  101 W.,  about  13  miles  north- 
east of  Fruita. 

Coal  bed. — Cameo.  Cretaceous  age,  Mesaverde  formation.  The  rocks  dip  low,  to 
the  northeast. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906. 
The  sample  represented  3  feet  6  inches  of  coal.  It  was  taken  from  the  end  of  the  main 
entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  73;  also  U.  S.  Geol. 
Survey  Bull.  371,  p.  44;  Bull.  316,  p.  316. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  371,  p.  11. 

Fruita.    Lane  Prospkct. 

Sample. — ^Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3584  (p.  73). 

Looatian. — Lane  prospect,  about  13  miles  north  of  Fruita,  and  13  miles  northeast  of 
Mack,  in  the  SW.  J  sec.  18,  T.  8  S.,  R.  101  W. 

Coal  66(f.— Palisades.  Cretaceous  age,  Mesaverde  formation.  The  rocks  dip  low,  to 
the  northeastward. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906,  as 
shown  below: 

Section  of  coal  bed  in  Lane  prospect  ^  IS  miles  north  of  Fruita. 


Laboratory  No. 


Ck»l 

Bony  coal  o. 
Coal 


ThickDMs  of  bed 

Thloknefls  of  coal  sampled. 


3584 

Ft.  in, 
1  3 
0  4 
3       0 


4       7 
4       3 


a  Not  Included  in  sample. 

The  Palisades  bed  is  known  as  the  lower  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  73;  also  U.  S.  Geol. 

Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 

Bull.  371,  p.  11. 

Fruita.    Tomlinson  or  Hunter  Mine. 

Sample. — ^Bituminous coal;  Book  Cliffs  field;  analysis  No.  3640  (p.  73). 

iftn«.— Tomlinson  (or  Hunter),  northeast  of  Fruita,  and  17  miles  north  of  Grand 
Junction,  in  sec.  5,  T.  9  S..  R.  100  W. 

Coal  bed. — Cameo.  Cretaceous  age,  Mesaverde  formation.  The  rocks  dip  low  to 
the  northeast. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  on  August  15, 1906,  as 
shown  below: 

Section  of  coal  bed  in  Tomlinson  or  Hunter  mine,  northeast  of  Fruita. 


Laboratory  No 


Coal 

Bcnyooala 

Coal 

Bone  • 

Coal 


ThJcknen  of  bed 

Thickness  of  ooal  sampled. 


3640 

Ft.  in. 

2  0 

0  4 

4  6 

0  8 

0  7 


8       0 
7      0 


•  Not  Indoded  In  Mmple. 
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The  Gameo  bed  is  known  as  the  upper  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  73;  also  XT.  8.  Geol. 
Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  G^l.  Survey  Bull. 
371,  p.  11. 

Grand  Junction.    Pbospect. 

Sample. — ^Bituminous  coal;  Gunnison  Valley  field;  analysis  No.  5530  (p.  73). 

Mine. — ^Abandoned  drift,  in  the  Gunnison  district,  1^  miles  south  of  Grand  Junction 
on  the  Denver  &  Rio  Grande  Raikoad,  in  the  SW.  i  SW.  i  sec.  26,  T.  1 S.,  R.  1 W. 

Coal  bed.— 'No  name.  Cretaceous  age,  at  the  base  of  the  Benton  portion  of  the  Mancos 
shale.  Thickness,  irregular;  dip,  slightly  to  the  northwest;  roof,  shale,  overlain 
with  haid,  flat  sandstone ;  coal  is  underlain  with  shale,  and  bed  is  under  cover  of  about 
25  feet  at  point  of  sampling. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  June  17,  1907,  as  described 
below: 

Section  of  coal  bed  in  abandoned  mine  /}  miles  south  of  Grand  Junction. 


LabofStoryNo 

Roal,8hal0. 

Coal 

Shale  o 

Coal 

Floor,  shale. 

Thlckiiettofbed 

Thiekneas  of  ooal  sampled . 


JUVM) 

Ft. 

in. 

1 

6 

0 

4 

2 

8 

4 

6 

4 

2 

a  Not  incladed  in  sample. 

Notes. — ^The  sample  was  cut  from  a  freshly  cleared  face  in  the  main  entry,  80  feet 
north  from  the  mouth  of  the  opening.  The  coal  is  relatively  hard,  but  is  ''dead," 
probably  because  of  weathering  on  account  of  the  slight  cover.  The  mine  was  shut 
down  because  good  coal  was  obtained  near  Palisades,  a  few  miles  farther  east. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  73;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  p.  319. 

Grand  Junction.    Book  Cliff  Mine. 

Sample.— BitwannouB  coal;  Book  Cliffs  field;  analyses  Nos.  3490,  3494,  3496,  3581 
(pp.  73,  74). 

Mine.— Book  Cliff;  in  the  SW.  i  sec.  8,  T.  10  S.,  R.  99  W.,  11  miles  northeast  of 
Grand  Junction  and  10  miles  northwest  of  Palisades. 

Coal  bed. — Cameo.  The  coal  is  of  Cretaceous  age,  Mesaverde  formation.  The 
rock  dips  26**  to  30®. 

The  bed  Was  measured  and  sampled  at  three  points  by  G.  B.  Richardson  on 
July  3,  1906,  as  described  below: 

Sections  of  coal  bed  in  Book  Cliff  mine,  11  miles  northeast  of  Grand  Junction. 


Sectkni 

A 
8490 
Ft.  in. 

4     6 
•  0     8 

3     4 

B 
3496 
Ft.  in. 

7     1 
»0    10 

0     0 

c 

Laboratory  Nob 

3494 

Coal ^ 

Ft.  in. 
3     0 

Bone.  ..,,T-. ., . 

S  «* 

Coal 

ThkAniMS  of  bed - . 

8     6 
7    10 

8     6 

7     7 

I  n 

Thinlntfim  of  noal  aamvled 

a  Not  Inolttded  in  sample. 

• 
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Section  A  (sample  3490)  waa  taken  from  the  face  of  the  northwest  entry. 
Section  B  (sample  3496)  was  taken  from  the  face  of  the  southeast  entry. 
Section  G  (sample  3494)  was  taken  from  the  end  of  main  entry. 
Sample  No.  3581,  as  measured,  was  reported  to  be  2  feet  6  inches  thick,  and  was 
collected  by  the  mine  superintendent  and  represented  the  first  coal  below  the  Upper 

bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  73;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  G^l.  Survey 

Bull.  371,  p.  11. 

Gband  Junction.    Stebit  Mine. 

iSamp2e.— Bituminous  coal;  Book  Glifib  field;  analysis  No.  3495  (p.  74). 

Mine. — Steel;  about  11  miles  northeast  of  Grand  Junction,  in  the  NW.  i  sec.  7, 
T.  10  S.,  R.  99  W. 

Coal  bed. — Palisades.  Gretaceous  age,  Mesaverde  formation.  The  rocks  dip  low, 
to  the  northeast. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906,  as 
shown  below: 

Section  of  coal  bed  in  Steel  mine,  11  miles  northeast  ofOrand  Junction. 


Laboratory  No. 


Coal 

Bonyooala. 
Coal 


Thiokness  of  bed 

Thickness  of  coal  sampled . 


3486 

Ft.  in. 
1  0 
0  4 
3    11 


5     3 
4    11 


•  Not  Indnded  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  74;  also  U.  S.  Geol. 

Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

371,  p.  11. 

Gband  Junction.    Black  Diamond  Mine. 

Sample. — Bituminous  coal;  Book  GlifiEs  field;  analysis  No.  3493  (p.  74). 

Mine. — ^Black  Diamond;  about  12  miles  northeast  of  Grand  Junction,  in  sec.  1,  T. 
10  S.,  R.  100  W. 

Coal  bed. — Palisades.  Gretaceous  age,  Mesaverde  formation.  The  rocks  dip  low, 
to  the  northeast. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906,  as 
shown  below: 

Section  of  coal  bed  in  Black  Diarrumd  mine,  12  miles  northeast  o/Qrand  Junction. 


Laboratory  No. 


Coal.. 
Claya 
Coal.. 


Tlii<Anefl8  of  bed 

Thtoknese  of  ooal  sampled. 


2UQ3 
a  wo 

FL  in. 
0  10 
0  2 
4     8 


6     8 
5    e 


a  Not  faudnded  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  74;  also  TJ.  S.  Geol. 
Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  371,  p.  11. 
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Grand  Junction.    Bob  Cat  Mine. 

Sample. — ^Bituminous  cool;  Book  Cliffs  field;  analysis  No.  34S9  (p.  74). 

Mine, — ^Bob  Cat;  about  12  miles  northeast  of  Grand  Junction,  in  sec.  36,  T.  9  S., 
R.  100  W. 

Coal  bed, — Cameo.  Cretaceous  age,  Mesaverde  formation.  The  rocks  dip  low,  to 
the  northeast. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906. 
The  thickness  of  the  coal  varied  from  3  feet  8  inches  to  4  feet  7  inches,  being  4  feet  at 
the  place  sampled. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  74;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
871,  p.  11. 

Gband  Junction.    Ezcblsior  Mine. 

Sample. — ^Bituminous  coal;  Book  Clifb  field;  analysis  No.  3488  (p.  74). 

Mine, — ^Excelsior;  about  12  miles  nearly  north  of  Grand  Junction,  in  sec.  35,  T.  9  S., 
R.  100  W. 

Coal  bed, — Palisades.  Cretaceous  age,  Mesaverde  formation.  The  bed  dips  low, 
to  the  northeast. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906. 
The  sample  represented  4  feet  7  inches  of  weathered  coal. 

For  chemicsJ  anal3rses  of  this  coal  see  part  I  of  this  bulletin,  p.  74;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  371,  p.  11. 

Palisades.    Palisades  Mine. 

Sample. — ^Bituminous coal;  Book  CMs  field;  analyses Nos.  3541, 3539,  3549  (p.  74). 

Mn«.— Palisades;  at  Palisades  in  the  SW.  i  SW.  i  sec.  3,  T.  11  S.,  R.  98  W. 

Coal  bed, — ^Pftlisades.  Cretaceous  age,  Mesaverde  formation.  The  rocks  lie  practi- 
cally flat. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906. 

Several  measurements  in  the  mine  show  coal  from  3  feet  7  inches  to  3  feet  10  inches, 
with  no  partings. 

Sample  3541  was  taken  from  room  1,  west  entry,  where  the  coal  is  3  feet  10  inches 
thick. 

Sample  3539  was  taken  from  room  1,  south  entry,  where  the  bed  is  3  feet  7  inches 
thick. 

Sample  3549  was  taken  from  room  5,  west  entry,  where  the  bed  is  3  feet  9  inches 
thick. 

JVbte.— Output  in  1910,  17,460  tons. 

For  chemical  analyses  of  this  coal  see  part  lof  this  bulletin,  p.  74;  also  XT.  S.  €reol. 
Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  371,  p.  11. 

Palisades.    Norwood  Prospect. 

5(imp20.— Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3543  (p.  74). 

Mine. — ^Norwood  prospect;  1}  miles  northeast  of  Palisades  in  sec.  3,  T.  11  S.,  R. 
98  W. 

Coal  bed. — Cameo.  Cretaceous  age,  Mesaverde  formation.  A  sample  ol  weathered 
coal  was  taken  from  this  prospect  on  the  Upper  or  Cameo  bed.. 
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The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906,  as 
shown  below: 

Section  of  coal  bed  in  prospect,  /}  miUa  northeast  of  Palisades. 


Laboratory  No. 


Coal 

Bonyooala. 

Coal. 

Bonea 

Coal 


Thickness  of  bed 

Thldmess  of  ooal  sampled. 


3M3 

Ft. 

in. 

2 

4 

0 

5» 

1 

10 

0 

8 

2 

8 

7 

\^^ 

6 

10 

a  Not  Included  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  74;  also  U.  8.  Gtool. 
Survey  Bull.  371.  p.  44. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  XT.  S.  Qeoh  Survey 
Bull.  371,  p.  11. 

Palisades.    Riversidb  Mike. 

Sample. — ^Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3546  (p.  74). 

Mine. — Riverside;  1)  miles  northeast  of  Palisades  in  the  NW.  i  SE.  i  sec.  3,  T. 
11  S.,  R.  98  W. 

Coal  &etf.— Palisades.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906,  as 
shown  below: 

Section  of  ooal  bed  in  Riverside  mine,  H  miles  northeast  of  Palisades, 


Laboratory  No. 


Coal... 
Shales 

Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


3546 

Ft.  in, 
0     6 
0     3 

2    e 


3     3 
3     0 


a  Not  included  in  sample. 

The  sample  was  taken  from  the  working  face  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  74;  also  U.  S.  Geol. 
Survey  Bull.  371,  p.  44;  Bull.  316,  p.  316. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  371,  p.  11. 

Palisades.    Garfield  Mike. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3545  (p.  75). 

Jfi7i«.— Garfield;  2  miles  northwest  of  Palisades  in  the  SE.  }  NE.  }  sec.  6,  T.  11  S., 
R.  98  W. 

Coal  &«/.— Palisades.  Cretaceous  age,  Mesaverde  formation.  The  rocks  dip  low, 
to  the  northeast. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906,  as 
shown  on  the  foUowing  pagef" 
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Section  of  coal  bed  in  Garfield  mine^  t  miles  northweet  o/Paliaadea. 


Laboratory  No. 


Coal... 
Bone* 
Coal... 


Bone... 
Coal.... 


Bonea. 
Coal.... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


8645 

Ft,  Hl 
1      1 

0  2 

1  9 

0  i 

3  2 

0  9 

1  0 


Ji 


a  Not  included  in  sample. 

iVbte.— Output  in  1910,  3,300  tons. 

For  chemical  analyaes  of  this  coal  see  part  I  of  this  buUetin,  p.  75;  also  U.  S.  €reoL 

Survey  Bull.  316,  p.  316;  Bull.  371,  p.  44. 

For  a  deecription  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  371,  p.  11. 

Palis ADKs.    Prospect  Prr. 

Sample. — ^Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3540  (p.  75). 

Location. — ^Prospect  pit;  2  miles  northeast  of  Palisades,  in  the  NE.  i  sec.  3,  T.  11  S., 
R.  98  W. 

Coal  bed.  — Cameo .  Cretaceous  age,  Mesaverde  formation .  The  rocks  dip  low,  to  the 
northeast. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906, 
as  shown  below: 

Section  of  coal  bed  in  prospect,  2  miles  northeast  of  Palisades. 


Laboratory  No. 


Coal 

Bony  coal  • 
Coal 


Thickness  of  bed 

Thickness  of  coal  sample . 


3640 

Ft. 

in. 

4 

3 

0 

5i 

0 

10 

5 

6| 

6 

1 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  75;  also  U.  S.  Geol. 

Survey  Bull.  371,  p.  44;  Bull.  316,  p.  316. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  371,  p.  11. 

Palibadbs.    Pattkrbon  Mine. 

Sample. — Semibituminous  (?)  coal;  Grand  Mesa  field;  analysis  No.  5535  (p.  75). 

Mine. — Patterson;  an  abandoned  drift  mine  in  the  Palisades  district,  9  miles  south- 
east of  Palisades  in  the  SW.  i  SE.  i  sec.  17,  T.  12  S.,  R.  97  W. 

Coal  bed. — Cameo.  Cretaceous  age,  Paonia  member  of  the  Mesaverde  formation. 
Thickness,  uniform;  dip,  slightly  toward  the  northeast.  The  coal  is  overlain  with 
carbonaceous  shale,  and  underlain  with  shale  below  which  is  massive  sandstone. 

The  bed  was  measured  and  sampled  by  W.  T.  I.iee  on  July  1,  1907,  as  described 

below. 

Section  of  coal  bed  in  Patterson  mine,  9  miles  southeast  of  Palisades. 


Laboratory  No 

Roof,  carbonaceous  shale. 

Coal,  bony  A 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled , 


»36 

Ft.  in. 
1  0 
4       0 


6 

4 


0 
0 


a  Not  included  in  sample. 
45889°— Bull.  22,  pt.  2—13 ^10 
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NoU$.— The  coal  was  collected  from  a  freshly  cleared  face,  125  feet  from  the  mouth 
of  the  opening  in  the  main  entry  of  the  abandoned  mine.  The  coal  from  this  mine, 
like  that  from  other  mines  in  this  district,  is  rather  soft  and  slacks  on  exposure  to 
the  weather.    It  is  not  considered  a  coking  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  75;  also  TJ.  S.  Geol. 
Survey  Bpll.  341,  p.  333. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  341,  p.  319.  

MOFFAT  COUNTY!. 

Certain  cities  and  towns  now  included  in  Moffat  County  are  here  listed  under 
Routt  County  (see  pp.  154-166). 

MONTEZT71CA  COT7NTY. 

Mangos.    Spkncer  Mine. 

Sample, — ^Bituminous  coal;  Mesa  Verde  field;  analyses  Nos.  3992,  4225  (p.  75). 

Mine. — Spencer;  2}  miles  southeast  of  Mancos,  Montezuma  County.  No  railroad 
connection. 

Coal  bed, — Spencer.  Cretaceous  age,  Mesaverde  formation.  Dip,  3}^  S.,  30^  E. 
Roof,  shale;  floor,  sandstone. 

The  bed  was  sampled  and  measured  on  October  18, 1906,  by  J.  A.  Taff.  The  sam- 
pie  (No.  3992)  represented  3  feet  2  inches  of  coal. 

The  bed  in  this  mine  was  also  measured  and  sampled  at  a  subsequent  date  in  1906 
by  James  H.  Gardner,  the  sample  (No.  4225)  including  3  feet  of  coal. 

Notes. — ^This  coal  had  been  mined  to  supply  local  demand  at  the  town  of  Mancos 
and  siuTounding  country  for  over  18  years.  The  coal  is  bituminous  and  was  espe- 
cially sought  for  domestic  fuel.  Some  coal  had  been  shipped  by  the  Rio  Grande 
Railroad  to  the  mining  camps  at  Telluride. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  75;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  423. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  316,  p.  336. 

Mancos.    Wood  Mine. 

Sample, — ^Bituminous  coal;  Mesa  Verde  field;  analysis  No.  3991  (p.  75). 

iftne.— Wood;  in  sec.  36,  T.  36  N.,  R.  13  W.,  3  miles  southwest  of  Mancos.  No 
railroad  connection. 

Coal  bed, — Spencer.    Cretaceous  age,  Mesaverde  formation.    Dip,  3}^  S.,  30^  E. 

The  bed  was  measured  and  sampled  on  October  15,  1906,  by  C.  D.  Smith,  aa  ehown 
below. 

Section  of  coal  bed  in  Wood  mine,  S  miles  southwest  of  Maneas, 


Laboratory  No. 


Coal.... 
Shale  «. 
Coal.... 


ThickneflBofbed 

Thlcknen  of  ooal  sampled . 


3901 
Ft.im. 

1  4 
0     6 

2  7 


4     4 

8    11 


•  Excluded  from  sample. 

The  sample  was  taken  100  feet  in. 
Note. — ^This  coal  makes  good  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  75;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  423. 


GOLOBADO:  FITSIN  COUNTY.  467 

Mangos.    Hallxb  Fbospbct. 

Sample, — ^Bituminoufl  coal;  Durango  field;  analyaus  No.  4330  (p.  75). 

iftne.— Haller  prospect;  in  sec.  30,  T.  37  N.,  R.  13  W.,  7  miles  north  of  Mancos. 

Coal  bed, — ^The  coal  is  of  Cretaceous  age,  Dakota  formation. 

The  bed  was  measured  and  sampled  by  M.  K,  Shaler,  in  1906.    No  record  of  the 

section  was  preserved. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  75;  also  U.  S.  Greol. 

Survey  Bull.  471. 

Mangos.    Halleb  Mine. 

Sample. — ^Bituminous  coal;  Durango  field;  analysb  No.  3993  (p.  75). 

iftne.— Haller;  in  the  N£.  i  S£.  i  sec.  29,  T.  37  N.,  R.  13  W.,  8  miles  north  of 
Mancos. 

Coal  bed. — In  the  Dakota  sandstone.    The  coal  is  of  Cretaceous  age. 

The  bed  was  measured  and  sampled  by  C.  D.  Smith  on  October  16,  1906.  The 
sample  was  taken  from  a  point  55  feet  from  mouth  of  mine,  the  cut  measuring  2  feet  9 
inches.    It  probably  did  not  represent  entire  thickness  of  the  bed. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  75;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  423. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Greol.  Survey 

Bull.  316,  p.  387. 

Mangos.    Todd  Mine. 

.Sample. — ^Bituminous  coal;  Durango  field;  analysis  ^o.  4226  (p.  75). 

Mine, — Todd;  10  miles  southwest  of  Mancos  and  about  6  miles  southeast  of  Cortez; 
in  sec.  28,  T.  35  N.,  R.  14  W. 

Coal  bed, — ^This  coal  is  of  the  Cretaceous  age  and  is  in  the  Mesaverde- formation 
approximately  at  the  hoiuson  of  the  Spencer  bed  (see  description  of  anal3rBis  No. 
4225).    Dip,  7^  S.    Thickness,  28  to  30  inches;  roof  and  floor,  ehale. 

The  bed  was  measured  and  sampled  by  J.  H.  Grardner  in  1906,  the  sample  repre- 
senting 2  feet  4  inches  of  clear  coal. 

Notes, — ^This  coal  was  mined  for  local  demand  at  Cortez  and  surrounding  country. 
The  coal  is  considered  good  domestic  fuel  and  leaves  white  incoherent  ash. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  75;  also  U.  S.  Greol. 

Survey  Bull.  316,  p.  423.  

FITKZN  COUNTY. 

Coal  Basin.    Coal  Basin  Mine. 

Sample, — Semibituininous  coal;  Coal  Basin  field;  analyses  Nos.  5255  and  5346 
(Denver  No.  29),  and  analyses  Nos.  4041,  4043,  4047,  4049,  5249,  5262  (pp.  75,  76). 

Mint, — Coal  Basin;  a  slope  mine  in  sec.  5,  T.  10  S.,  R.  89  W.,  at  Coal  Basin,  about 
30  miles  south  of  Glenwood  Springs,  on  the  Crystal  River  Railroad. 

Coal  bed, — '* Sunshine"  and  Coal  Basin.  The  coal  is  of  Cretaceous  age,  Mesaverde 
fcnmation.    Thickness,  fairly  uniform. 

The  '*  Sunshine  '*  bed  was  measured  and  sampled  at  two  points  in  1908  by  E.  M. 
Way,  and  at  six  points  on  October  23,  1906  by  A.  K.  Adams,  as  described  below: 

Section  of  coal  bed  in  Coal  Bann  mine  at  Coal  Basin. 


Section 

A 

626S 

Ft.  in. 

3     8 

3     4 

1     4 

B 

Laboratory  No 

6346 

Coal  (soft) 

FL     in. 

Coal.!:.:......: 

6     6 

Bonvooala -- -- 

TbiclnifMn  of  bed 

A    11 
6     7 

0     6 

'n>lflhifliwi Mooal  sampled. .  -  r ,          . , ,  - , . 

6     6 

•  Not  inoladed  In  lample. 
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Section  A  (sample  6255)  waa  taken  on  the  second  level,  1,100  feet  southwest  of 
opening,  on  a  new  slope,  and  was  a  waste  sample. 

Section  B  (sample  5346)  was  taken  1,100  feet  west  of  opening  on  new  slope  and  was 
a  waste  sample. 

Sample  4041  represented  6^  feet  of  coal,  which  was  underlain  with  1}  feet  of  coal 
not  included  in  the  sample.  The  sample  was  taken  from  the  upper  bench  on  level 
3,  600  feet  from  the  mouth  of  the  mine. 

Sample  4043  represented  9  feet  of  coal  taken  from  the  upper  bench,  1,600  feet  from 
the  mouth  of  the  mine. 

Sample  4047  also  represented  9  feet  of  coal  taken  from  the  upper  bench,  but  was 
taken  2,200  feet  from  the  mouth  of  the  mine. 

Sample  4049  represented  a  9-foot  cut  taken  2,500  feet  from  the  entrance  of  the 
mine  in  room  50. 

Sample  5249  (called  bone  coal)  represented  5  feet  of  bony  coal,  above  which  is  6} 
feet  of  bone  coal.  It  was  taken  in  the  second  level  on  the  right  of  the  slope  (Goal 
Basin  bed). 

Sample  5262  included  3  feet  10  inches  of  bony  coal  from  the  Goal  Basin  bed.  It 
was  taken  in  an  air  course  off  the  main  slope. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows:  Washing  tests: 
Bureau  of  Mines  Bull.  5,  p.  32;  coking  tests:  Bureau  of  Mines  Bull.  5,  p.  54. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  75;  also  Bureau  of  Mines  Bull. 
5,  p.  23. 

For  geologic  relations,  see  U;  S.  Geol.  Survey  Bull.  316,  p.  993. 

Gulch.    (Sfbino  Gulch  Station).    Sfbino  Gulch  Mine. 

Sample. — ^Bituminous  coal;  Glenwood  Springs  field;  analyses  Noe.  4009,  4010,  9198, 
9199  (p.  76). 

Mine, — Spring  Gulch;  in  sec.  22,  T.  8  S.,  R.  89  W.,  at  Spring  Gulch  on  the  Jerome 
Park  Branch  of  the  Golorado  Midland  Railroad. 

Coal  bed. — ^Anderson,  and  Allen  or  Sunshine.  The  coal  is  of  Gretaceous  age,  Mesa- 
verde  formation.  The  Anderson  bed  is  from  4)  to  6  feet  thick;  dips  20^  to  30°,  S.  85° 
W.;  roof,  shale  lenses  overlaid  with  sandstone;  fioor,  thin  shale  imderlain  with  sand- 
stone. The  Allen  or  Sunshine  bed  is  from  8  to  11  feet  6  inches  thick.  Dip,  20°,  S. 
85°  W.;  roof,  lenses  of  shale  overlain  with  sandstone;  floor,  thin  shale  bed  underlain 
with  sandstone. 

The  Anderson  bed  was  measured  and  sampled  by  A.  L.  Beekly  in  October,  1909,  as 
described  below: 

Sample  9199  was  taken  in  north  Anderson  entry  on  Anderson  bed,  about  5,200  feet 
north  of  opening,  and  represented  a  cut  of  4  feet  6  inches  of  coal. 

The  beds  in  this  mine  were  also  measured  and  sampled  on  October  16,  1906,  by 
A.  E.  Adams,  as  described  below: 

Sample  9198,  from  Sunshine  bed,  was  taken  near  face  of  first  entry  south,  about 
5,200  feet  south  of  the  main  slope  haulage  way  and  represented  8  feet  4  inches  of  coal. 

Sample  4009  was  taken  from  Anderson  bed,  2,070  feet  from  entrance  of  mine,  and 
represented  4  feet  10  inches  of  coal. 

Sample  4010,  from  Sunshine  bed,  represented  11}  feet  of  coal,  above  which  was  2 
feet  6  inches  of  coal  not  included  in  the  sample.  The  sample  was  taken  5,300  feet 
from  opening. 

Notes. — ^This  coal  is  a  high-grade  bituminous  coking  coal,  hard  and  clean.  In  1909 
about  two-fifths  of  the  output  (700  tons  per  day)  of  the  mine  was  taken  from  the 
Anderson  bed;  about  three-fourths  of  the  output  was  made  into  coke  at  Gardifif, 
Colo.;  the  remainder  was  used  for  engine  coal  by  the  Golorado  Midland  Railroad. 
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For  chemical  analyBes  of  this  coal  see  part  I  of  this  bulletin,  p.  76;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  300;  Bull.  415,  p.  250. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  8.  Geol.  Survey 
Bull.  316,  p.  292;  Bull.  415,  p.  134. 

BIO  BLANCO  COUNTY. 

Anoora.    Local  Mine. 

Sample, — ^Bituminous  coal;  Lower  White  River  field;  analysis  No.  5516  (p.  77). 

Mine. — ^Local;  on  north  bank  of  White  River  between  Scullion  Gulch  and  Red- 
wash,  southwest  of  Angora,  in  the  SW.  i  N£.  i  sec.  11,  T.  2  N.,  R.  101  W.  No  rail- 
road connection. 

Coal  bed. — Not  named.    Cretaceous  age,  Mesaverde  formation.    Cool  bed  dips  9^  S. 

The  bed  was  measured  and  sampled  in  1907  by  H.  S.  Gale,  as  shown  below: 

Section  of  coal  bed  in  local  mine  souihv:est  of  Angora. 


LaboratoTT  No. . 

Roof,  sandBtone. 

Coala 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6516 
Ft.   in. 
0     A 
3     8 


4     2 
3      8 


a  Excluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  77;  also  U.  S.  Geol. 
Survey  Bull.  415,  p.  250. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  p.  314;  Bull.  415,  p.  192. 

Goal  Creek.    Wesson  Mine. 

Sample. — ^Bituminous  coal;   Danforth  Hills  field;  analysis  No.  3791  (p.  77). 

Mine. — Wesson,  on  west  side  of  Coal  Creek  west  of  the  **  Transfer"  in  sec.  30,  T.  2  N., 
R.  92  W.,  12  miles  northeast  of  Meeker.    No  railroad  connection. 

Coal  6af.— Wesson.  Cretaceous  age,  Mesaverde  formation.  Dip,  22**,  N.  70®  W. 
Thickness  about  25  feet,  middle  part  of  which  only  is  mined. 

The  bed  was  measured  and  sampled  on  September  11,  1906,  by  H.  S.  Gale,  as 
shown  below: 

Section  of  part  of  coal  bed  in  Wesson  mine  on  west  side  of  Coal  Creek. 


Labofatory  No. 


Coal 

Coal,  dirty  «. 

Coal 

Coal,  dirty  «. 
Coal 


Tfaiekness  of  bed  mined. . . 
Thickness  of  coal  sampled. 


3791 
Ft.  in, 

3  0 

0  2 

1  6 
0  2 

4  8 


9     1 
8     9 


a  Not  included  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  btdletin,  p.  77;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  298;  Bull.  415,  p.  163;  Bull.  316,  p.  285. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  415,  p.  163. 
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CuBTia  Gbbbk.    Pbospbct. 

iSampfe.— Bituminous  coal;  I>aiif<»th  Hills  field;  analysis  No.  3851  (p.  77). 

Mine. — Fh)6pect  drift  on  land  of  W.  H.  MiUer  in  Curtis  Creek  Canyon,  6}  miles 
north  of  Meeker,  near  line  between  sees.  29  and  32,  T.  2  N.,  R.  03  W.  No  railroad 
connection. 

Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  17*^  N. 

The  bed  was  measured  and  sampled  on  September  20, 1906,  by  H.  S.  Gale,  as  shown 
below. 

Section  of  coal  bed  in  proipect  drift  on  Curtie  Creek. 


liftbontoryNo. 


Boof,  shale. 

Coal 

Coal,  dirty  « 

Coal 

Boiie« 

Coal 

Floor,  ahale. 

TnickiiMBOfbed 

ThioknnB  of  ooal  sampled . 


8851 


Ft. 

in. 

2 

8 

0 

3 

1 

4 

0 

1 

1 

4 

5 

8 

4 

11 

a  Excluded  from  sample. 

The  sample  was  taken  in  main  entry,  70  feet  from  the  mouth  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  77;  also  U.  S.  Geol. 
Survey;  Bull.  316,  p.  299;  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  289;  Bull.  416,  p.  161. 

Meekbb.    Faibfibld  Mine. 

Sample. — ^Bituminous  coal;  Danforth  Hills  field;  anal3r8es  Nos.  3482,  3498  (p.  77). 

Jfine.— Fairfield;  2|  miles  west  of  Meeker,  in  the  NW.  i  SW.  i  sec.  28,  T.  1  N., 
R.  94  W.    No  railroad  connection. 

Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  30*^  N. 

The  bed  was  measured  and  sampled  at  two  points  on  Jtdy  28, 1906,  by  H.  S.  Gale, 
as  shown  below. 

Section  of  coal  bed  in  Fairfield  mine,  $i  miles  west  of  Meeker. 


Laboiatory  No. 


Coal. 
Clay. 
Coai. 


ThloknflM  of  bed 

ThioknesB  of  ooal  sampled. 


8482 
Ft.  in. 

1    11 

7     7| 

8408 
Ft.  in. 
6     8 

•  •         •  • 

oi    H 

0     8 
9     61 

7     4| 

6     8 

a  Exoluded  from  sample. 

Sample  3482  was  obtained  from  the  main  entry,  650  feet  from  the  mouth  of  the  mine 

Sample  3498  was  taken  625  feet  from  the  mouth  of  the  mine,  on  a  bed  about  70  feet 
above  the  bed  from  which  sample  3482  was  taken. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  77;  also  U.  S.  Geol. 
Survey  BuU.  316,  p.  297;  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
816,  p.  277;  Bull.  415,  p.  143. 
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Meekeb.    Adams  Mine. 

Sample. — ^Bituminous  coal;  Danforih  Hills  field;  analyses  Nos.  3483,  3504  (p.  77). 
ifiw.--Adanis  (local);  Meeker  district,  in  the  SE.  J  SE.  J  sec.  29,  T.  1  N.,  R.  94  W., 
on  stage  road  2  miles  west  of  Meeker.    No  railroad  connection. 
Coal  bed.-— No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  42**  N.,  82^  W. 
The  bed  was  sampled  and  measured  in  1906  by  H.  S.  Gale,  as  shown  below: 

Sections  of  coal  bed  in  Adams  mine,  t  miles  west  of  Meeker. 


Laboratory  No. 


Coal. 

Cool.. 

Clay. 

Coal.. 

Bone 

Coal. 

Bone 


Thickness  of  bed 

Thickness  of  coal  sampled. 


3483 

Ft. 

in. 

al 

\ 

4 

1 

oO 

1 

al 

4 

oO 

6 

al 

0 

al 

0 

8 

H* 

4 

1 

8SM 
Ft,in. 

0     1 
al    11 

aO      6 

al      0 
al      0 


?  1 


a  Not  included  in  sample. 

The  samples  were  taken  about  100  feet  from  the  mouth  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  77;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  297;  Bull.  415,  pp.  248,  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Qeol.  Survey 
Bull.  316,  p.  279;  Bull.  415,  p.  146. 

Meeker.    Pollard  Mine. 

Sample. — ^Bituminous  coal;  Danforth  Hills  field;  analysis  No.  3849  (p.  77). 

Mine. — Pollard;  in  sec.  22,  T.  1  N.,  R.  94  W.,  about  3  miles  northwest  of  Meeker. 
No  railroad  connection. 

Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation.    The  bed  dips  28**  NW. 

The  bed  was  sampled  and  measured  on  September  18, 1906,  by  H.  S.  Gale,  as  shown 
below: 

Section  of  middle  part  of  coal  bed  in  Pollard  mine,  3  miles  northwest  of  Meeker. 


Laboratory  No. 


Goal 

Coal,  pyrltiliBroafl  a. 
Goal 


Thickness  of  bed 

Thickness  of  coal  sampled , 


3849 
Ft.  in. 

2  9 

0     h 

3  4 


6    U 
6    1 


a  Excluded  from  sample. 

The  sample  was  taken  in  the  mine  about  510  feet  from  the  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  77;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  298;  Bull.  415,  p.  249. 

For  a  description  of  the  geological  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  316,  p.  288;  Bull.  415,  p.  153. 

Meeker.    Black  Ddlmond  Mine. 

Sample. — ^Bituminous  coal;  Danforth  Hills  field;  analysis  No.  3847  (p.  77). 

iffne. — ^Black  Diamond;  in  sec.  15,  T.  1 N.,  R.  94  W.,  3)  miles  northwest  of  Meeker. 
No  railToad  connection. 

Coal  bed. — ^Lord.  Cretaceous  age,  Mesaverde  foimation.  Thickness,  about  20  feet; 
dip,  19«  N.,  80**  W. 
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The  bed  was  measured  and  sampled  on  September  18, 1906,  by  H.  S.  Grale,  as  shown 
below: 

Section  of  coal  bed  in  Black  Diamond  mine.  Si  miles  northtrest  of  Meeker. 


Laboratory  No. 


Coal 

Mother  ooal. 
Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


8847 
Ft,  in, 
8   U 

0      k 
3    10 


7     9| 
7     3 


There  was  coal  both  above  and  below  this  section.  The  sample  was  taken  in  the 
mine  about  200  feet  from  the  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  77;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  298;  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  287;  Bull.  415,  p.  153. 

Mbbker.  Lion  Canyon  Mine. 

Sample, — ^Bituminous  coal;  Danforth  Hills  field;  analysis  No.  3502  (p.  77). 

Mne.—Lion  Canyon;  Meeker  district;  in  the  SE.  i  NW.  1  sec.  29,  T.  1  N.,  R.  94 
W.,  3}  miles  west  of  Meeker,  on  the  main  stage  road.    No  railroad  connection. 

Coal  bed, — No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  60^  NW. 

The  bed  was  sampled  and  measured  in  1906  by  H.  S.  Gale;  the  sample  represented 
8  feet  5  inches  of  coal. 

The  sample  was  taken  in  the  mine,  1,140  feet  from  entrance. 

Note. — ^The  coal  was  reported  to  be  excellent  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  77;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  297;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  316,  p.  280;  Bull.  415,  p.  148. 

Ranoelt.    Rxctob  Mine. 

Sample, — ^Bituminous  coal;  Lower  White  River  field;  analyses  Nos.  5519,  5520 
(p.  77). 

Mine. — Rector;  3  miles  south  of  Rangely,  on  the  south  side  of  Raven  Park,  on 
Dragon  Road,  in  sec.  14,  T.  1  N.,  R.  102  W.    No  railroad  connection. 

Coal  bed, — ^No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  9**  SW. 

The  bed  was  sampled  and  measured  in  two  sections  in  1907  by  H.  S.  (hie,  as  shown 

below: 

Sections  of  ooal  bed  in  Rector* s  mine,  S  miles  sovUk  of  Rangely. 


Laboratory  No. 


Coal. 
Bone 
Coal. 


Thiokness  of  bed 

Thickness  of  ooal  sampled. 


6519 
Ft.  in, 

4     3 
ao     2 

7     6 


11    11 
11     9 


5690 

J^.lil. 

•4     3 

ao     2 

7     6 


11    11 
7     6 


a  Not  inolnded  In  sample. 

Both  samples  were  taken  from  the  same  place,  about  90  feet  from  the  entrance. 
Sample  5519  was  somewhat  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  77;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  314;  Bull.  415,  p.  250. 
For  a  description  of  the  geologic  relations  ol  the  ooal  bed  see  U.  S.  Geol.  Survey 
uU.  415,  p.  195. 
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Sfrzno  Cbeee.    Prospbgt. 

Sample.— BituminoMB  coal;  Danforth  Hills  field;  analyeoB  No.  3846  (p.  77). 

Location. — Prospect;  on  Spring  Creek,  at  Ninemile  Hill,  and  14  miles  north  of 
Meeker,  in  T.  2  N.,  R.  93  W.    No  railroad  connection. 

Coal  bed. — No  name.  Cretaceous  age,  Mesaverde  formation.  Thickness,  4  feet  6 
inches  of  clean  coal. 

The  bed  was  measured  and  sampled  on  September  20,  1906,  by  H.  S.  Gale.  The 
sample  represented  the  whole  of  the  4^foot  bed.    The  coal  was  badly  weathered. 

For  chemical  analjrses  of  this  coal  see  part  I  of  this  bulletin,  p.  77;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  298;  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  289;  Bull.  415,  p.  162. 

Sulphur  Crebk.    Sulphur  Creek  Mine. 

Sample. — Bituminous  coal;  Danforth  Hills  field;  analyses  Nos.  3845,  3848,  3850 
(p.  77). 

Mine. — Sulphur  Creek;  a  working  mine  and  several  prospect  entries  at  Sulphur 
Creek,  4  miles  north  of  Meeker,  in  the  N£.  \  N£.  \  sec.  10,  and  in  the  SE.  \  sec.  3, 
T.  1  N.,  R.  94  W.    No  railroad  connection. 

Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  16*^  to  20^  NW. 

The  bed  was  measured  and  sampled  at  three  places  on  September  18,  1906,  by 
H.  S.  Gale,  as  shown  below. 

Sections  of  coal  bed  in  Sulphur  Creek  mine  at  Sulphur  Creek. 


Lfttx>ntoiy  No 

Roof:  Lob.  No.  3845,  massive  saadstone;  Lab.  No.  3848,  ooal;  Lab.  No.  3850, 
shale. 

Bone 

Goal 

Sandstone 

Bone,  sandy 

Coal 

Bone,  sandy 

Coal 

Floor:  Lab.  Nos.  3845  and  3848,  bone;  Lab.  No.  3850,  bone  ooaL 

Thickness  of  bed 

Thickness  of  ooal  sampled 


3845 

3848 

Ft.  in. 

al     0 

1     3 

Ft.  in. 

"i   'a 

*  «         •  • 

ao      1 
0      8 

aO      1 
4      0 

«6      "j 

0    11 

AO         i 

3     1 

7      1 
5    11 

5     3 
5     2 

3850 
Ft.  in. 


al 
0 


I 


3     9 


5 
3 


it 


a  Not  included  in  the  sample. 

Sample  3845  was  obtained  in  the  main  entry,  470  feet  from  the  entrance. 

Sample  3848  was  obtained  from  the  face  of  side  entry,  280  feet  from  entrance. 

Sample  3850  was  probably  weathered.  It  was  taken  in  the  mine,  180  feet  from 
the  entrance  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  77,  78;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  298;  Bull.  416,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
316,  p.  286;  Bull.  415,  p.  154. 

Thobnbubo.    Wilson  Mine. 

Sample. — Bituminous  coal;  Danforth  Hills  field;  analysis  No.  3792  (p.  78). 
Jltn€.— Wilson;  in  Milk  Greek  Canyon  below  Thombuig,  in  the  NW.  i  SE.  i  sec.  29, 
T.  3  N.,  R.  92  W.    No  railroad  connection. 
Ooal  M.— -No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  15°  N.,  80°  W. 
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The  bed  was  measured  and  sampled  on  September  12, 1906,  by  H.  S.  Gkde,  as  shown 
below: 

Section  of  coal  bed  in  WUson  mine,  below  Thomburg. 


Laboratory  No 

RooLihale. 

Coala ^ 

Shale,  carbonaceoua  a 

Coal« 

Coal 

Shale,  carbonaoeouB  a 
Coala 


ThtokrowB  of  bed 

ThiokzieaB  of  coal  sampled . 


3792 

Ft, 

<fi. 

2 

0+ 

1 

0 

4 

1 

7 

0 

2 

0 

2 

0+ 

18 

1+ 

7 

0 

a  Not  included  in  samite. 

The  sample  was  taken  in  the  mine,  37  feet  from  the  entrance.  The  coal  appeared 
fresh,  but  may  have  been  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  78;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  298;  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  BuU. 
316,  p.  284;  Bull.  416,  p.  169. 
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Anthracite.    Ebitbl  Mine. 

Sample. — ^Bituminous  coal;  Yampa  field;  analysis  No.  1946  (p.  78). 

Mine. — ^Eeitel;  at  Anthracite,  18  miles  northeast  of  Hayden  at  the  head  of  Miller 
Qulch,  in  sec.  24,  T.  8  N.,  R.  87  W.    No  railroad  connection. 

Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  4^  W. 

The  bed  was  sampled  and  measured  in  1905,  by  N.  M.  Fenneman. 

The  coal  bed  is  4  feet  1  inch  thick.  The  thickness  of  the  coal  sampled  was  also 
49  inches. 

The  sample  was  taken  in  the  main  entry,  60  feet  from  the  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  78;  also  U.  S.  Geol. 
Survey  Bull.  286,  p.  238;  Bull.  297,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  297,  p.  71. 

ANTHBAcrrE.    Crawford  Mine. 

Sample.— BitaminouB  and  anthracite  coal;  Yampa  field;  analyses  Nos.  1902,  1936, 
1937  (p.  78). 

Mine. — Crawford;  west  of  Anthracite,  and  14  miles  northeast  of  Hayden,  in  sec.  27, 
T.  8  N.,  R.  87  W.    No  railroad  connection. 

Coed  bed. — Crawford  11-foot  and  Crawford  6-foot.  Cretaceous  age,  Mesaverde  fonn»- 
tion.    Dip,  20*»  W. 

The  beds  were  measured  and  sampled  in  1905  by  H.  S.  Qsle  and  N.  M.  Fenneman. 
The  upper  bed  measured  6  feet  2  inches.  Sample  1936  was  obtained  in  the  main  entry, 
140  feet  from  the  entftince.  It  was  taken  160  feet  above  the  coal  represented  by 
analyses  Nos.  1902  and  1937,  and  represented  6  feet  2  inches  of  coal.  Samples  1902 
and  1937,  taken  from  bottom  bed,  represented  a  bench  6  or  7  feet  thick,  with  6  or  8 
inch  parting  near  the  middle  of  the  bed. 

Note.— The  coal  in  sample  1902  is  locally  converted  to  anthracite  by  a  sheet  of  basalt 
underlying  the  bed  at  about  40  feet. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  78;  also  U.  S.  Geol. 
Survey  Bull.  297,  p.  84. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  XJ.  S.  Geol.  Survey 
Bull.  297,  p.  69. 

•  Oertain  towns  and  mines  now  induded  in  Moffat  Comity  are  here  Usted  under  Routt  Connty. 
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AziAx.    Shaper  Mine. 

Sample. — ^Bituminotui  (?)  coal;  Danforth  Hills  field;  analyseB  No.  3707  (p.  78). 

iftn«.— Shafer;  on  Milk  Creek,  east  of  Axial,  in  sec.  31,  T.  4  N.,  R.  92  W.,  Routt 
County.    No  railroad  connection. 

Oxd  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  September  1, 1906,  by  H.  S.  Grale,  as  shown 
below: 

Section  of  coal  bed  in  Shafer  mine^  east  of  Axial, 


Laboratory  No. 
Roof,  shale. 

Coal 

Bonea , 

Coal 


Thldniess  of  bed  of  coal  sampled. 
Thickness  of  ooal  sampled 


3707 

Ft. 

in. 

n 

0 

0 

2+ 

2 

0 

14 

2+ 

7 

6 

a  Exoladed  fh>m  sample. 

The  sample  was  taken  in  the  main  entry,  119  feet  from  the  entrance.  The  coal  is 
hard  and  was  used  for  ranch  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  78;  also  U.  S.  Geol. 
Survey  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  316,  p.  283;  Bull.  415,  p.  171. 

Axial.    Eetstone  Prospect  keab  Resebvoir. 

Sample. — ^Bituminous  coal;  Danforth  Hills  field;  analyses  Noe.  3569,  3571  (p.  78). 

Mine. — ^Near  Keystone  reservoir,  in  £.  ^  sec.  30,  T.  4  N.,  R.  95  W.,  on  Deep  Channel 
Creek,  near  Axial. 

Coal  bed. — ^Not  named.  Cretaceous  age,  Mesaverde  formation.  The  bed  is  7  feet 
thick  with  a  sandstone  roof. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  on  August  11, 1906, 
by  H.  S.  Gale. 

Sample  3569  represented  a  7*foot  cut  of  weathered  coal.  It  was  taken  30  feet  in 
mine. 

Sample  3571  also  represented  a  7-foot  cut  of  weathered  coal.  It  was  taken  90  feet 
in  mine. 

Notes. — At  the  time  of  sampling  a  drift  had  been  driven  90  feet.  The  bed  was  mined 
solely  for  utfe  at  the  ranch. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  78;  also  U.  S.  Geol. 
Survey  Bull.  415,  p.  249;  Bull.  316,  p.  298. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  415,  p.  177. 

Axial.    Smith  Mine. 

Sample. — ^Bituminous  coal;  Danforth  Hills  field;  analysis  No.  3703  (p.  79). 
Mine. — Smith;  1  mile  south  of  Axial  on  Spring  Creek,  in  sec.  35,  T.  4  N.,  R.  93  W. 
No  railroad  connection. 
Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  10^  SW. 
The  bed  was  measured  and  sampled  on  October  1, 1906,  by  H.  S.  Gale. 
This  bed  is  reported  to  be  28}  feet  thick. 
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The  sample  was  taken  from  lower  part  of  upper  bench,  115  feet  from  the  mouth  of 
the  mine,  where  the  following  section  was  measured: 

Section  of  part  of  coal  bed  in  Smith  minef  1  miU  south  of  Axial. 


Laboratory  No 

Roof,  clay. 

Goalo 

Coal,dirtya 

Coal 

Bon6a..»..« 

Coal  (base  not  reached)  a 


Thickness  of  bed 

Thickness  of  ooal  sampled , 


3703 

Ft.   in, 
3     0 
0     4 
6     0 
0     1 


8     6 
5     0 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  298;  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  316,  p.  283;  Bull.  415,  p.  172. 

Axial.    Collom  Mike. 

Sample, — Bituminous  coal;  Danforth  Hills  field;  analysis  No.  3466  (p.  79). 

Mine. — Collom;  1^  miles  south  of  Axial,  on  the  Meeker  stage  road  on  Spring  Greek, 
in  sec.  2,  T.  3  N.,  R.  93  W.    No  railroad  connection. 

Coal  bed. — ^No  name.  Cretaceous  age,  Mesaverde  formation.  Dips  slightly  to  the 
east  or  southeast. 

The  bed  was  measured  and  sampled  in  1906  by  H.  S.  Gale,  as  shown  below: 

Section  of  coal  bed  in  Collom  miney  1\  miles  south  of  Axial. 


Laboratory  No 

Roof,  shale. 

Coalo 

Shale  or  bone  a 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled. 


8486 

Ft, 

M. 

8 

6 

0 

« 

16 

3 

34 

9i 

16 

8 

a  Not  included  in  sample. 

This  coal  has  been  mined  for  local  use  only. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79;  also  U.  S.  Geol. 
Survey  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  276;  Bull.  415,  p.  167. 

Axial.    James  Mine. 

Sample. — ^Bituminous  coal;  Danforth  Hills  field;  analysis  No.  3704  (p.  79). 

J/tne.— James;  4  miles  south  of  Axial,  on  the  Meeker  stage  road  on  Spring  Creek, 
in  sec.  14,  T.  3  N.,  R.  93  W.    No  railroad  connection. 

Coal  bed. — ^No  name.  Cretaceous  age,  Mesaverde  formation.  Dip,  8**  S.,  20*^  £.; 
roof,  shale;  floor,  bone  coal. 

The  bed  was  measured  and  sampled  on  September  1,  1906,  by  H.  S.  Gale.  The 
sample  represented  8  feet  of  coal.  It  was  obtained  in  the  main  entry,  100  feet  from 
the  entrance. 


COLOBADO:  BOUTT  COVSTl. 


477 


For  chemical  analyaes  of  this  coal  see  part  I  of  this  bulletiii,  p.  79;  also  U.  S.  Geol. 
Survey  Bull.  416,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  283;  Bull.  415,  p.  168. 

Axial.    Morgan  Mine. 

i^ompfe.— Bituminous  coal;  Danforth  Hills  field;  analyses  Nos.  3688,  3690  (p.  79). 
Jfin€.— Moigan;  7  miles  west  of  Axial,  on  Moigan  Gulch,  in  sec.  14,  T.  4  N.,  R.  94  W. 
No  railroad  connection. 
Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  6^  S. 
The  bed  was  measured  and  sampled  in  two  places  on  August  27, 1906,  by  H.  S.  Gale. 

Sections  of  coal  bed  in  Morgan  mine,  7  miles  west  of  Axial. 


Lftbfflmtory  Nosx 

3688 
Ft.  in. 
7     0 

3  0 

4  0 
6     0 

3690 

SaDdfftoiM  " 

Ft.  in. 

7     0 

Staalflo... 

3     0 

Coalo 

4    10 

Coal 

6      2 

TTiioknww  of  h^ 

20     0 
6     0 

20     0 

'niickiMttff  of  coal  sampled 

5     2 

a  Not  indttded  in  sample. 

Sample  3688  was  obtained  in  the  main  entry,  110  feet  from  the  entrance. 

Sample  3690  was  obtained  in  the  main  entry,  60  feet  from  the  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79;  also  U.  S.  Geol. 
Survey  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  281;  Bull.  415,  p.  174. 

Axial.    Prospect. 

Sample. — Bituminous  coal;  Danforth  HiUs  field;  anal3rBi8  No.  3689  (p.  79). 

LooaHon. — ^Proepect;  in  Boxelder  Gulch,  10  miles  west  of  Axial,  in  sec.  16,  T.  4  N., 
R.  94  W.    No  railroad  connection. 

Coal  bed, — Upper.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  August  27,  1906,  by  H.  S.  Gale,  as  shown 
below: 

Section  of  coal  bed  in  prospect,  10  miles  west  of  Axial. 


hsixmiaty  No... 
Roof,  shale. 

Coal 

Coal,  clayey  a. 

Coal 


ThlolnieBsofbed 

Thickneas  of  ooal  sampled . 


Ft.  in. 
6     0 
1     0 
4     0 

10    0 
9    0 


•  Not  included  in  sample. 

The  coal  was  weathered  and  wet. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79;  also  U.  S.  Geol. 
Survey  Bull.  415,  p.  249. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  316,  p.  282;  Bull.  415,  p.  175. 
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Cbaio.    Moore  Mine. 

Sample. — Subbituminous  (?)  coal;  Yampa  field;  analysiB  No.  9134  (p.  79). 

Mine.— UooTe;  in  sec.  16,  T.  5  N.,  R.  90  W.,  about  10  miles  southeaBt  of  Cndg.  It 
has  no  railroad  and  would  not  be  easily  accessible  to  the  proposed  Denver,  North- 
western &  Pacific  because  of  the  high  divide  between. 

Coid  Bed. — ^Moore.  Cretaceous  age,  Mesaverde  formation;  about  1,000  feet  strati- 
graphically  above  the  base  and  about  450  feet  below  the  top  of  the  Trout  Creek  sand- 
stone mentioned  in  United  States  Geological  Survey  Bulletin  297,  page  26.  It  is 
extremely  variable  in  thickness  and  character;  it  dips  northerly  about  8  to  10^. 

The  Moore  mine  is  the  only  mine  on  the  bed;  it  was  sampled  and  measured  on 
August  21, 1909,  by  Frank  R.  Clark,  as  described  below: 

Section  of  coal  bed  in  Moore  mine,  10  miles  southeast  of  Craig. 


Laboratory  No 

Roof,  bono. 

Coal 

Shale,  tony  a 

Coal 

Floor,  bona. 

TntoknesB  of  bed 

TicknesB  of  ooal  sampled . 


9134 

Ft.  in. 
2  6 
0  6 
2    a 

5      2 
4     8 


a  Not  Included  In  sample. 

The  sample  was  taken  about  140  feet  northwest  of  the  opening. 

Note. — ^This  coal  was  mined  intermittently  for  domestic  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79. 

Cbaio.    Haubrich  Mine. 

Sample. — Subbittuninous  (?)  coal;  Yampa  field;  analysis  No.  9137  (p.  79). 

iftn€.~Haubrich;  in  the  NW.  }  SW.  i  sec.  29,  T.  6  N.,  R.  91  W.,  10  miles  south- 
west of  Craig.  It  had  no  railroad  connection  when  sampled,  but  is  approximately  5 
miles  south  of  the  nearest  point  on  the  route  of  the  Denver,  Northwestern  &  Pacific 
Railway,  which  in  1909  was  completed  as  far  as  Steamboat  Springs. 

Coal  bed. — ^This  bed  occurs  in  the  Mesaverde  formation,  Cretaceous  age.  It  is 
about  3,350  feet  stratigraphically  above  the  base  and  is  about  800  feet  above  the 
Twenty-mile  sandstone  mentioned  in  United  States  Geological  Survey  Bulletin  297, 
page  27.  Thickness,  3  to  6  feet,  often  containing  partings  of  shale;  dip,  northerly 
about  10*^. 

The  bed  was  sampled  by  Frank  R.  Clark  on  July  19,  1909,  as  described  below: 

Section  of  coal  bed  in  Haubrich  mine^  10  miles  southwest  of  Craig. 


Laboratory  No 

Roof,  gray  shale. 

Coal,  poor  • 

Coal,  good,  no  partings 

Floor,  sandstone,  massive,  white. 

Tntolmwwofbed 

Thtokmiaa  of  coal  sampled 


9137 

Ft.  in. 
2     3 
4     7 

6 

4 

10 
7 

a  Not  included  in  sample. 

The  sample  was  taken  at  the  end  of  an  entry  about  70  feet  long. 
Notes. — ^This  coal  was  used  for  domestic  use  and  was  mined  only  as  occasion  de- 
manded. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79. 
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Cbaig.    Ratcuff  Minx. 

Sample. — Subbituminous  (?)  coal;  Yampa  field;  analysis  No.  9138  (p.  79). 

Muu.—BAtcUfi;  in  the  SW.  i  S£.  i  sec.  31,  T.  6  N.,  R.  91  W.,  about  11  miles 
southwest  of  Craig.  Approximately  6  miles  south  of  the  nearest  point  of  the  pro- 
posed (1909)  route  of  the  Denver,  Northwestern  &  Pacific  Railroad. 

Coal  bed, — ^This  bed  is  part  of  the  Mesaverde  formation,  of  Cretaceous  age.  It  is 
approximately  2,250  feet  stratigraphically  above  the  base  and  about  650  feet  above 
the  top  of  the  Trout  Creek  sandstone.  Thickness,  9  to  12  feet;  dip,  about  10^  to  12°  N. 
The  bed  is  mined  at  only  one  place,  which  was  sampled  on  July  19, 1909,  by  Frank  R. 
dark,  as  described  below: 

Section  of  coal  bed  in  Ratcliffmine,  11  miles  southwest  of  Craig, 


Laboratory  No 

ICaln  roof,  dude. 

Coal« 

Shale,  brown  a... 

Coal,  no  partings. 


Thickness  of  bed 

Thickness  of  coal  sampled . 


0138 

Ft,  in. 

2     0 

1     0 

10     0 


13     0 
10     0 


0  Not  indaded  in  sample. 

This  sample  was  taken  at  the  end  of  a  tunnel,  60  feet  in  the  mine. 

NUe, — ^The  coal  from  this  mine  was  used  rather  extensively  in  Craig  for  domestic 
purposes  and  the  mine  was  operated  almost  continuously,  though  with  a  small 
tonnage. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79. 

Cbaio.    Wise  Mine. 

Sample. — Subbituminous  coal;  Yampa  field;  anaylsis  No.  9135  (p.  79). 

Mn«.— Wise;  in  the  NW.  J  sec.  6,  T.  5  N.,  R.  91  W.,  about  12  miles  southwest  of 
Oaig,  and  approximately  6  miles  south  of  the  nearest  point  of  the  proposed  route  of 
the  Denver,  Northwestern  &  Pacific  Railroad. 

Coal  bed. — ^Huntington  Beach.  Cretaceous  age,  Mesaverde  formation.  It  is  approx- 
imately 2,000  feet  stratigraphicaUy  above  the  base  and  about  400  feet  above  the  top 
of  the  Trout  Creek  sandstone.  The  bed  varies  in  this  township  from  100  inches  to 
120  inches  in  thickness  and  contains  a  parting  of  brown  shale  which  has  a  nwiximnin 
observed  thickness  of  24  inches.    It  dips  north  at  about  10°  to  12°. 

The  bed  has  been  mined  at  only  one  place,  which  was  sampled  on  July  19,  1909, 
by  Frank  R.  Clark,  as  described  below: 

Section  of  coal  bed  in  Wise  mine,  12  miles  southwest  of  Craig, 


Lshcmtory  No 

Hain  roof,  brown  shale. 

Coal 

Coal,  poor  a 

Thickness  of  bed 

Thickness  of  coal  sampled , 


9136 

Ft,  in. 
8  6 
0     0 


9     0 
8     6 


a  Not  included  in  sample. 

This  sample  was  taken  at  the  end  of  an  entry  250  to  275  feet  long. 
Notes, — ^The  coal  from  this  mine  was  used  exclusively  for  domestic  purposes  and 
the  mine  was  operated  according  to  the  demand. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79. 
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Eddt.    Hutchinson  Mznb. 

Sample. — Bituminous  coal;  Yampa  field;  aiial3rBis  No.  1832  (p.  79). 
Mine, — ^Hutchinson,  in  sec.  12,  T.  5  N.,  R.  86  W.,  on  Middle  Cieek,  west  of  Eddy. 
No  railroad  connection. 
Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation. 
The  bed  was  measured  and  sampled  in  1905  by  M.  R.  Campbell,  as  shown  below: 

Section  of  coal  bed  in  HutchinMn  minCj  west  of  Eddy. 


Laboratory  No. 


Coalo. 
Coal.. 


Ttaiokness  of  bed 

ThlckuMs  of  coal  sampled . 


1832 

4  6 

5  0 


0     6 
6     0 


a  Not  included  in  sample. 

The  coal  was  mined  for  local  ranch  use. 

The  sample,  obtained  about  10  feet  from  the  surftu^e,  m^y  have  been  somewhat 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  230;  Bull.  297,  p.  84;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  297,  p.  50. 

Eddy.    Prospect. 

Sample. — Bitiuninous  coal;  Yampa  field;  analysis  No.  1831  (p.  79). 

Location. — Prospect;  on  Trout  Creek,  7  miles  southwest  of  Eddy,  in  sec.  14,  T.  4 
N.,  R.  86  W.    No  railroad  connection. 

Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  July,  1905,  by  Fenneman  and  Gale,  as 
shown  below: 

Section  of  coal  bed  in  prospect^  7  miles  southwest  of  Eddy. 


Laboratory  No. 


Coal... 
Bone  a. 
Coal... 
Bone  a. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


1831 

Ft. 

in. 

3 

9 

0 

3 

0 

5 

0 

3 

1 

0+ 

6 

8+ 

5 

2 

o  Excluded  from  ssmple. 

The  sample  was  taken  in  drift,  40  feet  from  entrance.  The  coal  was  somewhat 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79;  also  IT.  S.  Geol. 
Survey  Bull.  285,  p.  230;  Bull.  297,  p.  84;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  297,  p.  45. 

Hamilton.    Hamilton  Mine. 

Sample. — Subbituminous  (?)  coal;  Yampa  field;  analysis  No.  9136. 

ifin^.— Hamilton,  in  sec.  24,  T.  5  N.,  R.  91  W.,  3  miles  southeast  of  Hamilton, 
about  10  miles  south  of  Craig.    No  ndlroad  connection. 

Coal  bed. — ^This  bed  is  in  the  Mesaverde  formation  (Cretaceous  age),  about  325  feet 
stiatigraphically  above  the  base,  being  the  lowest  coal  noted  in  this  foimation  in 
T.  6  N.,  R.  91  W.,  and  T.  5  N.,  R.  90  W. 
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The  bed  was  sampled  and  measured  by  F.  R.  Clark  on  August  21, 1909,  at  the  only 
place  where  it  is  mined.    The  section  was  as  follows: 

Section  of  coal  bed  at  Hamilton  mine,  at  Hamilton. 


Laboratory  No 

Main  roof,  shale,  brown. 

Coal,  no  paitlniss 

Coal,  apparent^. better  and  harder. 
Flocv.  shale,  brown. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9136 

Ft. 

in. 

2 

8 

3 

0 

6 

8 

6 

8 

The  section  was  measured  at  the  end  of  an  entry  150  feet  long. 

Notes. — ^The  coal  was  mined  intermittently  for  domestic  use.  The  bed  is  variable 
in  thickness  and  probably  lenticular,  as  at  no  other  place  measured  did  it  have  this 
thickness. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79;  also  U.  S.  Geol. 
Survey  Bull.  471. 

Hayden.    Barnes  Mine. 

Sample. — Subbituminous  (?)  coal;  Yampa  field;  analysis  No.  2033  (p.  79). 
Mine.-rBsmea,  on  Sage  Cree]c  in  sec.  36,  T.  6  N.,  R.  88  W.,  about  6  miles  south 
of  Hayden.    No  railroad  connections. 
Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  fonnation.    Dip,  28*^  NE. 
The  bed  was  measured  and  sampled  by  H.  S.  Gale  in  1905,  as  shown  below: 

Section  of  coal  bed  in  Barnes  mine,  6  miles  soiUh  of  Hayden. 


Laboratory  No. 


Coal... 
Bone  a. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sanipied . 


9033 
Ft.  in. 
6     7 

0  3 

1  0 


6    10 
6     7 


0  Excluded  from  sample. 

The  sample  was  obtained  in  the  main  entry,  300  feet  from  the  mouth  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  79;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  232;  Bull.  297,  p.  84;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  297,  p.  55. 

,  Hayden.    Local  Mine. 

Sample. — Subbituminous  (?)  coal;  Yampa  field;  analysis  No.  2032  (p.  80). 

Mine. — ^No  name;  on  Sage  Creek,  6  miles  south  of  Hayden,  in  sec.  2,  T.  5  N.,  R. 
88  W.    No  railroad  connection. 

Coal  bed. — No  name.  Cretaceous  age,  Mesaverde  formation.  Dip,  28**  NE.  The 
bed  lies  75  feet  above  that  described  under  analysis  No.  2033. 

The  bed  was  measured  and  sampled  by  H.  S.  Grale  in  1905.  It  showed  11  feet  5 
inches  of  clean  coal. 

The  sample  represented  the  entire  bed  and  was  taken  in  the  main  entry,  40  feet 
from  the  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  80;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  233;  Bull.  297,  p.  84;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 
Bull.  297,  p.  55. 

45889**— Bull.  22,  pt.  2—13 11 
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Hayden.    Dbt  Cbeek  Mine. 

Sample. — Subbituminoiis  (?)  coal;  Yampa  field;  analysis  No.  2082  (p.  80). 
Mine.— Dry  Creek;  7  miles  south  of  Hayden,  in  the  NE.  }  sec.  4,  T.  5  N.,  R.  88  W. 
No  railroad  connection. 
Coal  bed, — ^No  name.    Cretaceous  age,  Meeaverde  formation.    Dip,  15^  NW. 
The  bed  was  measured  and  sampled  in  1905  by  H.  S.  (rale,  as  shown  below: 

• 

Section  of  coal  bed  in  Dry  Creek  mine,  7  miles  north  of  Hayden, 


Laboratory  No. 


Coala  — 
Partioga, 
CSoal 


Thickness  of  bed 

Thickness  of  coal  sampled , 


20"2 

Ft.  in. 
3  0 
0  1 
7    10 


10    11 
7    10 


a  Not  included  in  sample. 

Note. — The  coal  is  of  good  quality  and  has  been  hauled  to  Hayden  for  domestic  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  80;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  233;  Bull.  297,  p.  84;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
297,  p.  56. 

Hatdbn.    Wadoe  Mine. 

iSamp2f.— Subbituminous  (?)  coal;  Yampa  field;  analyses  Nos.  2030,  2034  (p.  80). 

Mine. — ^Wadge;  on  Yampa  River,  8  miles  east  of  Hayden,  in  sec.  15,  T.  6  N.,  R.  87 
W.    No  railroad  connection. 

Coal  bed. — ^Wadge.  Cretaceous  age,  Mesaverde  formation.  Thickness  8  feet  3  inches 
of  clean  coal. 

The  bed  was  measured  and  sampled  in  1905  by  H.  S.  Gale. 

Sample  No.  2030  was  taken  in  old  drift  250  feet  from  the  entrance. 

Sample  No.  2034  was  taken  in  new  drift. 

Both  samples  represented  the  full  thickness  of  the  coal  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  80;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  236;  Bull.  297,  p.  84;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 

297,  p.  65. 

Hayden.    Green  Mine. 

Sample. — Subbituminous  coal;  Yampa  field;  analyses  Nos.  9693,  2210  (p.  80). 

Miru. — Green;  12  miles  southwest  of  Hayden,  on  Hayden  Gulch,  in  sec.  12,  T.  4  N., 
R.  89  W.     No  railroad  connection. 

Coal  bed. — Green.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1905  by  H.  S.  Gale.  The  sample  (2210) 
represented  a  10-foot  cut  of  coal,  over  which  was  2  feet  of  sandstone. 

The  bed  was  also  sampled  and  measured  by  Thomas  Hamilton  in  1909,  as  shown 

below: 

Section  of  coal  bed  at  Green  mine,  12  miles  southwest  of  Hayden. 


Laboratory  No 

Hoof,  sandstone. 

Coal 

Bonea 

Coal 

Floor,  ahale,  brown. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


0603 
Ft.   In. 

6  0 
0  11 
2     0 

7  11 
7     0 


a  Not  included  In  sample. 
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The  sample  was  taken  at  the  end  of  an  entry  180  feet  long. 

Notes, — ^This  coal  was  used  for  domestic  use  and  was  mined  spasmodically  as  occa- 
sion demanded. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  80;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  234;  Bull.  297,  p.  84;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
297,  p.  58. 

Hatden.    Gartman  Mine. 

Sample. — Subbituminous  (?)  coal;  Yampa  field;  analysis  No.  2031  (p.  80). 
Miri^. — Gartnfan;  14  miles  east  of  Hayden,  on  Butcherknife  Creek,  in  sec.  1,  T.  6  N., 
R.  87  W.    No  railroad  connection. 
Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  15®  SW. 
The  bed  was  measured  and  sampled  in  1905  by  H.  S.  Gale,  as  shown  below. 

Section  of  coal  bed  in  Gartman  mine,  14  miUs  east  of  Hayden. 


Laboratory  No. 


Shale  «... 

Coal 

Bone  a... 
Coal  a.... 
Sbalea... 
Coala.... 


Thickness  of  bed 

Thickness  of  ooal  sampled . . . . 


2031 

Ft. 

in 

3 

0 

5 

6 

0 

4 

0 

6 

2 

0 

2 

6 

13 

10 

5 

6 

a  Not  included  in  sample. 

The  sample  was  taken  in  the  main  entry,  30  feet  from  the  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  80;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  236;  Bull.  297,  p.  85;  Bujl.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
297,  p.  66. 

Lay.    Prospect. 

Sample. — Subbituminous  (?)  coal;  Yampa  field;  analysis  No.  3461  (p.  80). 

Mine. — ^Prospect;  south  of  Lay,  in  sec.  31,  T.  7  N.,  R.  93  W.    No  railroad  connection. 

Coal  bed. — Peacock.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1906  by  H.  S.  Gale,  as  shown  below: 

Section  of  coal  bed  in  prospect  south  of  Lay. 


Laboratory  No. 


Roof,  coal  a. 
Coal.... 
Bone  a.. 

Coal.... 


Thickness  of  bed 

Thickness  of  coal  sampled. 


3461 

Ft. 

in. 

1 

6 

5 

2 

.    0 

4 

2 

0 

9 

0 

7 

2 

a  Excluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  80;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  235;  Bull.  415,  p.  248;  Bull.  341,  p.  314. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BulL  297,  p.  63;  Bull.  415,  p.  227. 
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Lay.    Swbbnbt  Prospect. 

Sample. — Subbituminous  (?)  coal;  Yampa  field;  analysis  No.  3462  (p.  80). 
Location. — Sweeney  prospect;  south  of  Lay,  in  sec.  31,  T.  7  N.,  R.  93  W.    No  rail- 
road connection. 
'Coal  bed. — Sweeney.    Cretaceous  age,  Mesaverde  formation. 
The  bed  was  measured  and  sampled  by  H.  S.  Gale  in  1906,  as  shown  below: 

Section  of  coal  bed  in  Sweeney  prospectf  south  of  Lay. 


Laboratory  No. 


Coal  a.. 
B<niea. 
Coal... 
Boneo. 
Coalo.. 


Thickness  of  bed 

Thickness  of  coal  sampled. 


3482 

Ft. 

In. 

3 

10 

1 

0 

4 

0 

1 

7 

4 

0 

14 

6 

4 

0 

a  Not  included  in  sample. 

This  sample  was  taken  on  a  bed  100  feet  below  the  one  represented  by  laboratory 
No.  3461. 

Lay.    Wisconsin  Mine. 

Sample. — Subbituminous  (?)  coal;  Yampa  field;  analysis  No.  3463  (p.  80). 
Mine. — ^Wisconsin;  south  of  Lay,  in  sec.  31,  T.  7  N.,  R.  93  W.    No  railroad  con- 
nection. 

Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1906  by  H.  S.  Gale,  as  shown  below: 

Section  of  coal  bed  in  Wisconsin  minCy  soiUh  of  Lay. 


Laboratory  No. 


Coal  a.. 
Shale  a. 

Coalo.. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled. 


3463 

Ft. 

In. 

9 

9 

1 

3 

4 

11 

6 

7 

21 

6 

5 

7 

a  Not  included  in  sample. 

The  sample  was  taken  on  a  bed  100  feet  above  the  one  represented  by  laboratory 
No.  3461. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  80;  also  U.  S.  GeoL 
Survey  Bull.  341,  p.  314. 

Oak  Gbebk.    Oak  Cbeek  Mine. 

Sample. — Bituminous  coal;  Yampa  field:  (Denver  No.  32;  Ann  Arbor  No.  4) 
analyses  Nos.  916-D,  915-D  (p.  81). 

Mine. — Oak  Creek;  a  slope  mine  at  Oak  Creek  Pouth  of  Eddy,  on  the  Denver, 
Northwestern  &  Pacific  Railroad. 

Coal  bed. — ^Yampa  (7).  Cretaceous  age,  Mesaverde  formation.  Thickness,  fairly 
uniform. 
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The  bed  was  measured  and  sampled  at  two  points  by  E.  M.  Way  in  1909,  as 
described  below: 

Section  of  coal  bed  in  Oak  Creek  mine  at  Oak  Creek. 


Section 

Laboratory  No. 

Roof,  sanastane. 

CoaL 

Shale 

CoaL 

Hardshalea 

CoaL 

Floor,  shale. 

Tmcknessofbed 

Thickness  of  coal  sampled. 


A 

.    1 

916-D    1 

J^. 

in. 

0 
0 

1 

6 
6 

0 

10 

2 

7J 

6 

4 

n 

B 
915-D 
Ft.  in. 

U 

0    10 
2     0} 


a  Not  iDcluded  in  sample. 

Section  A  (sample  916-D)  was  measured  in  the  face  of  the  main  slope,  725  feet  north- 
west of  the  slope  mouth. 

Section  B  (sample  915-D)  was  measured  in  the  face  of  the  south  slope,  700  feet  north- 
west of  the  mouth. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — ^washing  tests: 
Bureau  of  Mines  Bull.  5,  p.  32;  coking  tests:  Bureau  of  Mines  Bull.  5,  p.  57;  illumi- 
nating gas  tests:  Bureau  ot  Mines  Bull.  6,  pp.  37,  47. 

For  chemical  analyses  seo  parti  of  this  bulletin,  p.  81;  also  Bureau  of  Mines  Bull. 
5,  p.  26. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  297,  p.  47. 

Oak  Creek.    Shuster  Mine. 

Sample. — Bituminous  coal;  Yampa  field;  analysis  No.  1799  (p.  81). 

Mine. — Shuster;  on  Oak  Creek,  7  miles  south  of  Eddy,  9  miles  north  of  Yampa,  in 
sec.  30,  T.  4  N.,  R.  85  W.,  on  the  Denver,  Northwestern  &  Pacific  Railroad. 

Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation.    Dip,  20°  NW. 

The  bed  was  measured  and  sampled  by  Campbell  and  Gale  in  July,  1905,  as  shown 
below: 

Section  of  coal  bed  in  the  Shuster  mine  on  Oak  Creek. 


Laboratory  No. 


Coalo . 
Shale  a 
Coal... 
Clay  a. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled. 


1799 

Ft. 

in. 

3 

3 

1 

6 

1 

11 

0 

1 

4 

H 

11   ^ 

6     8| 


a  Not  included  in  sample. 

The  sample  was  obtained  about  50  feet  from  the  entrance  of  the  mine. 

Since  the  date  of  sampling  the  railroad  has  been  built  and  now  an  extensive  mine 
has  been  opened  at  this  place. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  81;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  229;  BuU.  297,  p.  84;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  297,  p.  43. 
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Pool.    MgGboskbt  Mine. 

Sample. — Bituminous  (?)  coal;  Yampa  field;  analyses  Nos.  1843,  1991  (p.  81). 
ifin«.— McCroskey;  1  mile  south  of  Pool  in  sec.  9,  T.  6  N.,  R.  86  W.    No  railroad 
connection. 
Coal  bed. — ^No  name.    Cretaceous  age,  Mee&verde  formation. 
The  bed  wajs  measured  and  sampled  for  sample  No.  1843  in  1905  by  N.  M.  Fenneman. 
Sample  No.  1991  was  taken  in  1905  by  H.  S.  Gale. 

Section  of  coal  bed  in  McCroskey's  mirUj  1  mile  south  of  Pool, 


Laboratory  No. 


Bony  coal. 

Coala 

Bony  coal. 

Clay 

Coalo*.... 
Bony  coal. 


Thickness  of  bed. 


1843,1991 

Ft. 

in. 

3 

0 

4 

8 

0 

6 

0 

3i 

3 

11 

1 

0 

13      4) 


a  Included  In  sample  Na  1843.  f>  Included  in  sample  No.  1991. 

Note. — The  lower  bench  was  reported  to  be  good  blacksmithing  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  81;  also  U.  S.  Greol. 
Survey  Bull.  285,  p.  229;  Bull.  297,  p.  84;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Oeol.  Survey 
Bull.  297,  p.  52. 

Quaker  Mountain.    Eobria  Minb. 

Sample. — Subbituminous  coal;  Yampa  field;  analysLs  No.  3436  (p.  81). 

Mine. — Egeria;  in  Quaker  Mountain,  in  sec.  26,  T.  9  N.,  R.  87  W.  No  railroad  con- 
nection. 

Coal  bed. — No  name.    Cretaceous  age,  "  Laramie  **  formation.    Dip,  1^  W. 

The  bed  was  measured  and  sampled  in  July,  1906,  by  H.  S.  Gale.  The  sample  rep- 
resented 7  feet  3  inches  of  clear  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  81;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  239;  Bull.  415,  p.  248. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
297,  p.  78. 

Slater.    Lucksinoer  Opening. 

Sample. — Bituminous  coal;  Little  Snake  River  field;  analysis  No.  6643  (p.  81). 

I,oca(Mm.— Lucksinger  opening;  in  the  SE.  J  NE.  J  sec.  18,  T.  12  N.,  R.  88  W., 
5  miles  east  of  Slater. 

Coal  bed. — ^Local  one  in  the  Mesaverde  formation;  Cretaceous  age.  It  has  not  been 
traced  for  any  great  distance.    Roof,  coal;  floor,  highly  bituminous  shale. 

The  bed  was  measiued  and  sampled  by  M.  W.  Ball  m  July,  1908.  The  sample 
represented  6  feet  10  inches  of  coal,  the  lower  part  of  a  bed  12  feet  2  inches  thick. 

The  sample  was  taken  from  the  breast  of  the  main  entry. 

Note8. — ^The  coal  is  hard  and  rather  brittle  with  practically  no  cleavage  along  the 
bedding  planes,  is  a  good  grade  bituminous,  and  may  be  coking.  It  was  mined  for 
local  use  only. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  81;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  200. 
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Dacono.    Golden  Ash  Minb. 

Sample. — Subbituminouscoal;  Denver  region;  (Denver  No.  13)  analyses  Nos.350-D 
and  351-D  (p.  81). 

Mine. — Golden  Ash;  a  shaft  mine  at  Dacono,  on  the  Union  F&cific  Railroad. 

Coal  bed. — Cretaceous  age,  Laramie  formation.  Thickness,  5  to'  9  feet,  but  2  to 
3  feet  are  left  up  for  a  roof  in  mining;  roof,  shale;  floor,  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  February 
18, 1908.  Section  A  (sample  350-D)  included  5  feet  1  inch  of  coal;  section  B  (sample 
351~D)  included  6  feet  of  coal. 

Section  A  (sample  350-D)  was  measxued  in  a  crosscut  from  west  entry  1,  1,100  feet 
west  of  the  shaft. 

Section  B  (sample  351-D)  was  measured  in  the  main  north  entry,  1,100  feet  north 
of  the  shaft. 

Notes. — ^The  commercial  sizes  produced  in  1908  were  limip,  egg,  and  slack,  6-inch, 
4Hi^<^h;  ^^'^  2i-inch  screens  with  round  perforations  being  used.  The  output  of  the 
mine  in  February,  1908,  was  500  tons  per  day. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  81;  also  iJ.  S.  Geol. 

Survey  Bull.  368,  p.  23. 

Eaton.    Star  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  analysis  No.  6406  (p.  81). 

Mine.— Star;  1  mile  east  of  Eaton,  in  sec.  32,  T.  7  N.,  R.  65  W. 

Coal  bed. — Cretaceous  age,  Laramie  formation.    Thickness,  2  feet  10}  inches. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  on  August  16, 1908,  the  sample 
representing  2  feet  10}  inches  of  coal. 

The  sample  was  taken  325  feet  southeast  of  foot  of  shaft,  50  feet  below  the  surface. 

The  sample  was  dry  and  fresh  when  taken. 

For^hemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  81:  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  300. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  381,  p.  297. 

Erie.    Ideal  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  analysis  No.  6374  (p.  81). 
IfiTie.— Ideal;  3}  miles  northeast  of  Erie,  in  sec.  33,  T.  2  N.,  R.  68  W. 
Coal  bed. — Cretaceous  age,  Laramie  formation.    Thicknees,  8  feet,  but  only  the 
lower  6  feet  3  inches  was  sampled. 
The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Ideal  miney  S\  miles  northeast  of  Erie. 


Laboratory  No. 


Coal  a. 
Coal.. 


Thickness  of  bed 

Tbickziess  of  coal  sampled . 


6374 

/'/. 

in. 

1 

9 

« 

3 

8 

0 

6 

3 

a  Not  Included  in  sample. 

The  sample  was  taken  300  feet  west  of  the  foot  of  the  slope,  100  feet  below  the  surface 
When  taken  it  was  dry  and  fresh. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  81;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  300. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  297. 
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Erie.    Lehigh  Mine. 

Sample. — Subbituminouscoal;  Denver  region;  analysis  No.  6841  (p.  81). 

Mine. — Ijehigh;  1  mile  northeast  of  Eriei  in  sec.  19,  T.  1,  N.,  R.  68  W. 

Coal  bed. — Cretaceous  age,  Laramie  formation.    Thickness,  5  feet  7  inches. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  on  October  24, 1908,  the  sample 
representing  5  feet  7  inches  of  coal. 

The  sample  was  taken  at  a  point  750  feet  north  of  the  foot  of  the  shaft,  over  100 
feet  below  the  sur&ce.    It  was  dry  and  fresh  when  taken  oiit. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  81;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  302. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  297. 

FoBT  LupTON.    Warwick  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  analysis  No.  6375  (p.  81). 
Mine. — ^Warwick;  8  miles  west  of  Fort  Lupton,  in  sec.  30,  T.  2  N.,  R.  67  W. 
Coal  bed. — Cretaceous  age,  Laramie  formation.    Thickness,  8  feet  4  inches,  with  a 
parting. 
The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Warwich  minCf  8  miles  west  of  Fort  Lupton. 


Laboratory  No. 


Coal  a 

Shalea 

Coal,  bonyo. 

Parting 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6375 

Ft. 

in. 

2 

8 

0 

4 

0 

10 

•  • 

4 

•  • 

6 

S 

4 

4 

6 

a  Not  included  in  sample. 

The  sample  was  taken  165  feet  south  of  the  foot  of  the  shaft,  115  feet  below  the 
surface.    It  was  dry  and  fresh  when  taken. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  81;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  300. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  297. 

Grbelet.    WHriE  Ash  Mine. 

Sample. — Subbituminous  (?)  coal;  Denver  region;  analysis  No.  6371  (p.  82). 
lftn«.— White  Ash;  13  miles  southeast  of  Greeley,  sec.  24,  T.  4  N.,  R.  65  W. 
Coal  bed. — ^The  coal  is  of  Cretaceous  age,  Laramie  formation.    Thickness,  2  feet  8} 
inches. 
The  bed  was  sampled  and  measured  by  G.  C.  Martin  in  1908,  as  shown  below: 

Section  of  coal  bed  in  White  Ash  mine,  IS  miles  southeast  of  Greeley. 


Laboratory  No. 


Bony  coal. 
Coal 


Thickness  of  be  1 

Thickness  of  coal  sampled . 


6371 

[ 

Ft. 

in. 

0 

2 

2 

6» 

2 

n 

2 
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The  sample  was  taken  700  feet  northwest  of  the  foot  of  the  shaft.  It  was  dry  and 
fresh. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  82;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  300. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 

Bull.  381,  p.  297. 

Gbbelbt.    Farmer's  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  analysis  No.  6373  (p.  82). 

Mine. — Fanner's;  13  miles  southeast  of  Greeley,  in  sec.  24,  T.  4  N.,  R.  65  W. 

Coal  bed. — Cretaceous  age,  Laramie  formation.    Thickness,  2  feet  8  inches. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  on  August  5,  1908,  the  sample 
representing  2  feet  8  inches  of  coal.  It  was  taken  500  feet  south  of  foot  of  shaft  and  70 
feet  below  the  surface.    The  sample  was  dry  and  fresh  when  taken. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  82;  aJso  U.  S.  Geol. 
Survey  Bull.  381,  p.  300. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  381,  p.  297. 

Idaho  Creek.    Puritan  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  analysis  No.  6842  (p.  82). 

Mine, — Puritan;  5  miles  southeast  of  Idaho  Creek,  5  miles  northeast  of  Erie,  in 
sec.  34,  T.  2  N.,  R.  68  W. 

Coal  bed. — ^Main  bed.  Cretaceous  age,  Laramie  formation.  Thickness,  10  feet  5 
inches. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  in  1908,  as  diown  below: 


Section  of  coal  bed  in  Pwritan  mine,  6  mUes  soiUheast  of  Idaho  Creek. 

Laboratory  No 

6842 

Coal« 

Ft.  in. 
2     4 

Coal 

8      1 

Thlcii7iM»f  cv^l  *»ed . . , .  ,  , 

10     5 

ThickiMws  "f  ooal  sampled 

8     1 

a  Not  included  in  sample. 

The  sample  was  collected  at  a  point  175  feet  west  of  the  foot  of  the  shaft,  110  feet 
below  surface.    It  was  dry  and  fresh  when  taken  out. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  82;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  302. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  381,  p.  297. 

Platte viLLE.    Platteville  Mine. 

Sample. — Subbituminous  coal;  Denver  region;  analyses  Nos.  6407,  6408  (p.  82). 

Ifine.— Platteville;  in  sec.  29,  T.  3  N.,  R.  66  W.,  Platteville. 

Coal  bed. — Cretaceous  age,  Laramie  formation.    Thickness,  5  feet. 

The  bed  was  measured  and  sampled  by  G.  C.  Martin  on  August  19,  1908,  as  shown 

below: 

Section  of  coal  bed  in  Platteville  mine,  at  Platteville. 


Laboratory  No. 


Coal,  upper  bench  (sample  6408). 

Bone  and  ooal 

Ooal,  lower  bench  (sample  6407) . 

Thickness  of  bed 


6407.6106 

Ft.  in, 

2     4 

1      7 

1      1 


6     0 
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The  samples  were  taken  200  feet  west  of  the  foot  of  the  shaft  50  feet  below  the  sur- 
face.   It  wafl  dry  and  fresh  when  taken. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  82;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  301. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  381,  p.  297. 

GEORGIA. 

CHATTOOGA  COXTNTY. 

Menlo.    Lookout  Minis. 

Sample, — Semibituminous  coal;  (Georgia  No.  1)  analyses  Nos.  4155,  4156  (p.  82). 

Mine. — Lookout;  a  drift  mine  7  miles  northwest  of  Menlo  on  the  Chattanooga  South- 
em  Railroad. 

Coal  bed. — Known  locally  as  the  Little  River.  Carboniferous  age,  Pottsville  forma- 
tion. Thickness,  feiirly  uniform,  averaging  23  inches;  roof,  massive  gray  shale;  floor, 
blackjack,  impure  coal,  4  to  8  feet  thick,  underlain  with  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  K.  M.  Way, 
November  9, 1906,  as  described  below: 

Sections  of  coal  bed  in  LoohouJt  mine,  7  miles  northwest  of  Menlo. 

Section A  B 

Laboratory  No 4155  4150 

Roof,  shale.  Ft.    in.  Ft.    in. 

Coal 0     9  0     8J 

Bhalea 0       }  0     1 

Coal 1  2i  11} 

Floor,  blackjack. 

Thickness  of  bed 2  i  1    11 

Thickness  of  coal  sampled 1  UJ  i    10 

^^^   II     ■  -I  T    ■ ■  ■ *.--  iMMMi  ^^^mm.^m. 

a  Not  included  in  sample. 

Section  A  (sample  4155)  was  measured  1,600  feet  east  of  the  drift  mouth,  east 
entry  IJ. 

Section  B  (sample  4156),  was  measured  2,800  feet  east  of  the  drift  mouth,  east 
entry  3. 

Note. — ^The  rated  capacity  of  the  mine  in  1906  was  250  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows:  Steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  79;  Bureau  of  Mines  Bull.  23,  pp.  59,  147; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  79;  Bull.  336,  pp.  21,  28,  37. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  82;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  78. 

IDAHO. 
CASSIA  COT7NTY. 

BUSLET.      WOBTHINGTON  MiNE. 

Sample. — Subbituminous  (?)  coal;  analysis  No.  3207  (p.  82). 

i/tn«.— Worthington;  in  sec.  26,  T.  16  S.,  R.  20  E.,  on  Goose  Greek,  25  miles  from 
Burley. 

The  bed  was  measured  and  sampled  by  Victor  G.  Heikes.  The  sample  was  taken 
from  a  4-foot  2-inch  cut,  which  represented  the  thickness  of  the  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  82. 
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ILLINOIS. 

CLINTON  COUNTY. 

GeRMANTOWN.      80UTHEBN  No.   10  MiKE. 

iSamp2e.— BitominouB  coal;  Illinois  field;  (Illinois  No.  25)  analyses  Nos.  2856,  2857 
(p.  83). 

Mine. — Southern  No.  10;  a  shaft  mine  one-half  mile  east  of  Gennantown  on  the 
Southern  Railway. 

Coal  bed.— Herrin  coal  (Belleville,  No.  6)  of  the  United  States  Geological  Survey. 
Carboniferous  age,  Carbondale  formation.  Thickness,  4  to  5  feet,  averaging  4  feet 
8  inches;  roof,  black  shale;  floor,  hard  black  shale;  shaft,  345  feet  deep.  Thin  layers 
of  shale  and  streaks  and  lenses  of  pyrite  constitute  the  impurities  in  the  bed. 

Two  sections  in  the  mine  were  measured  and  sampled  by  J.  W.  Groves  and  W.  J. 
von  Berries  on  Febniary  2,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Southern  No.  10  mine,  at  Germantovm. 


Seetion 

Laboratory  Nos.. 
Roof,  shaie. 

Coal 

Shale 

Coal ,.... 

Shale  (local).. 

Shale 

Coal 

Blackjack 

Coal 

Sulphur 


Buipt 
Coal. 


Shale  and  sulphur 

Coal 

FloOT.  shale. 

Tliickness  of  section 

Thickness  of  coal  sampled. 


A 

L 

2856      1 

Ft. 

in. 

0 

2 

«0 

i 

0 

U 

0 

1 

•  • 

1 

7 

0 

\ 

1 
0 

l4 

0 

8 

oO 

il 

0 

4 
4 

?! 

B 

2857 
Ft.    in. 
1      4 

;  I* 

m  • 

0  i 

1  8 

«0     u 

0      4| 


4      6j 


a  Not  included  in  sample. 

Section  A  (sample  2856)  was  measured  in  the  back  north  entry,  2,100  feet  north  of 
the  shaft. 

Section  B  (sample  2857)  was  measured  in  the  sixth  west  entry,  2,200  feet  northwest 
of  the  shaft. 

Note. — ^The  coal  at  this  mine  is  hard  and  Arm. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  101;  Bureau  of  Mines  Bull.  23,  pp.  61, 157;  pro- 
ducer-gas tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  101;  Bureau  of  Mines  Bull.  13, 
pp.  121,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  102;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  102;  Bull.  336,  pp.  22,  28,  38. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  83;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  100. 

New  Baden.    Southern  No.  9  Mine. 


Sample. — Bituminous  coal;  Illinois  field;  (Illinois  No.  24)  analyses  Nos.  2854, 
2855  (p.  83). 

Mine. — Southern  No.  9,  a  shaft  mine  at  New  Baden,  on  the  Southern  Railway. 

Coal  bed. — ^Herrin  coal  (Belleville,  No.  6)  of  the  United  States  Geological  Survey. 
Carboniferous  age,  Carbondale  formation.  It  here  lies  nearly  horizontal,  with  a 
general  northeast  dip.  Its  aventge  thickness  at  this  mine  is  7  feet  6  inches.  The 
roof  is  limestone  and  black  shale,  the  shale  where  present  underlying  the  lime- 
stone; the  floor  is  a  hard,  fine,  gray  clay.    Depth  of  shaft,  320  feet. 
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Two  sections  were  measured  and  sampled  by  J.  W.  Groves  and  W.  J.  von  Borriea 
on  February  1,  1906,  as  noted  below: 

Sections  of  coal  bed  in  SotUhem  mine  No.  9^  near  New  Baden. 


Section 

Labontory  No. 

Roof  shale. 

Top  coal 

Coal 

Sulphur 

Coal 

Blad^lack 

Coal 

Mother  coal 

Shale  and  sulphur 

Coal 

Sulphur 

Cod 

Mother  coal 

Blue  band  and  sulphur. . 

Coal 

Sulphur. 

Coal 

Blue  band 

Coal 

Sulphur 

Cod 

Blackjack 

Coal 

Floor,  fire  clay. 

Thickness  of  section 

Thickness  of  coal  sampled 


A 

2854 

Ft.  in. 

aO      8 

1      8 

0      1 

0     8 

0      i 

0     3 

0      i 

0     6 

0      1 

0     6 

0      i 

*6  io 

0      1 

1      8 

aO      H 

0      6 

0      1 

0      6 

aO      1 

0      4 

f  n 

B 
2855 

Ft.  in,, 
al      2 

6      'I 
1    10 

9     * 

1      0 

•  •    •  • 

0  i 

1  5 

aO      1 

0      5 


aO 
1 


8 
6 


tI 


a  Not  included  In  sample. 

Section  A  (sample  2854)  was  measured  in  an  entry  400  feet  northwest  of  the  shaft, 
in  north  entry  1,  off  west  entry  1. 

Section  B  (sample  2855)  was  measured  in  a  room  600  feet  northeast  of  the  shaft, 
in  room  4,  off  east  entry  1,  off  north  entry  1. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  98;  Bureau  of  Mines  Bull.  23,  pp.  61,  157; 
producer-gas  tests:  U.  S.  Creol.  Survey  Bull.  332,  p.  99;  Bureau  of  Mines  Bull.  13, 
pp.  121,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  99;  Bull.  336,  p.  14; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  99;  Bull.  336,  pp.  22,  28,  38. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  83;  also  U.  S.  Greol.  Survey 

Bull.  332,  p.  98. 

Trenton.    South  Trenton  Mine. 

Sample. — Bituminous  coal;  Illinois  field;  (Illinois  No.  33)  analyses  Noe.  4384, 
4385  (p.  83). 

Mine. — South  Trenton;  at  Trenton,  on  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — Ilerrin  coal  (Belleville,  No.  G)  of  the  United  States  Geological  Survey. 
Carboniferous  age,  Garbondale  formation.  Roof,  1  foot  of  coal,  with  clod  and  about 
1  foot  of  coal  above;  floor,  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way,  January  1,  1907, 
as  shown  below: 

Sections  of  coal  bed  in  South  Trenton  mine  at  Trenton. 


Section 

Laboratory  No 

Roof.  coal. 

Coal 

Blue  band  a 

Coal 

Sulphur 

Blue  band 

Coal 

Floor,  Are  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

k 

43S4      1 

Ft. 

in. 

3 

7* 

0 

1{ 

0 

4 

0 

i 

0 

0 

1 

H 

5 

5 

n 

B 
4385 
Ft.  in. 
3     1 
0     2} 
0     4 

•  •         •  • 


a  Not  Included  in  sample. 
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Section  A  (sample  4384)  was  measured  1,800  feet  west  of  the  shaft  in  room  6,  south 
entry  2,  off  east  entry  10. 

Section  B  (sample  4385)  was  measured  2,000  feet  northwest  of  the  shaft  in  room  1, 
north  entry  7,  off  west  entry  5. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  121;  Bureau  of  Mines  Bull.  23,  pp.  61,  159; 
briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  121. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  83;  also  U.  S.  Geol.  Survey 

Bull.  332,  p.  121. 

FBANXLIK  COX7NTY. 

Benton.    Benton  Mine. 

Sample, — Bituminous  coal;  Illinois  field;  (Illinois  No.  13)  analyses  Nos.  1694, 1695 
(p.  83). 

Mine. — Benton;  Big  Muddy  district;  a  shaft  mine  at  Benton,  on  the  Chicago  A 
Eastern  Illinois  Railroad. 

Coal  bed. — Herrin  coal  (No.  6)  of  the  United  States  Geological  Survey,  locally  des- 
ignated as  the  Big  Muddy.    Carboniferous  age,  Carbondale  formation.    It  lies  nearly 
horizontal.    Shaft,  630  feet  deep.    The  bed  is  6  to  10  feet  thick,  averaging  9  feet.    It 
has  a  rather  weak  roof  of  hard  blue  shale,  and  a  floor  of  medium  hard  gray  shale. 
'  The  following  sections  were  measured  and  sampled  by  J.  W.  Groves  in  1905: 

Sections  of  coal  bed  in  Benton  mine  at  Benton. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Sliale,  local 

Mother  coal,  hard 

Coal 

Sulphur  « 

Mother  coal,  soft 

Coal 

Mother  coal 

Mother  coal,  local 

Coal 

Mother  coal .\ 

Coal 

Blue  band  (shale)  a 

Mother  coal 

Coal 

Blue  band  (shale)  a 

Coal 

Blue  band  (shale)  a 

Coal 

Floor,  fire  clay. 

Thickness  of  section 

Thickness  of  coal  sampled.. 


A 

leK 

Ft,    in. 
1      1 
0      i 

2 

0 

7* 

"i 

b 

6 

1 

m  m 

nl 

"o 

•  * 

•  m 

1 

•  • 

•  • 

•  • 

9 
9 

•  • 

B 

1694 
Ft.  in, 

3     1 

«  •        •  • 

0  4 


2 


0 
1 
0 

"i 

0 
0 

•  • 

0 
0 
0 
0 
0 

1 


10       I 

9    111 


a  Not  included  In  sample. 

Section  A  (sample  1694)  was  measured  in  the  main  entry  1(X)  feet  north  of  the  shaft. 

Section  6  (sample  1695)  was  measured  in  the  main  entry  80  feet  south  of  the  shaft. 

The  two  blue  bands  in  section  B  come  together  6  feet  from  the  point  at  which  the 
section  was  measured. 

Notes. — ^The  coal  from  this  mine,  like  that  from  others  in  this  field,  is  hard  and 
firm.  There  are  local  shale  partings  and  ''sulphur"  nodules,  but  no  regular  partings. 
In  1905  the  mine  was  new  and  had  no  definite  rating. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  77;  Bureau  of  Mines  Bull.  23,  pp.  60,  152; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  78;  Bureau  of  Mines  BuU.  13, 
p.  113;  washing  tests:  U^S.  Geol.  Survey  Bull.  290,  p.  79;  Bull.  336,  p.  12;  coking 
teste:  U.  S.  Geol.  Survey  Bull.  290,  p.  79;  Bull.  336,  pp.  21,  28,  37;  cupola  teste  of 
coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  83;  also  U.  S.  Greol.  Survey 
Bull.  290,  p.  77. 
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Sesser.    Keller  Mine. 

Sample. — BituminouB  coal;  Illinois  field;  (Denver  No.  15)  analyses  Nos.  477-D, 
478-D  (p.  83). 

Mine. — Keller;  a  shaft  mine  at  Sesser,  on  the  Chicago,  Burlington  <&  Quincy  Railroad. 

Coal  bed. — ^Herrin  coal  (No.  6)  of  the  United  States  Geological  Survey.  Carbonif- 
erous age,  Carbondale  formation.    Thickness,  fairly  uniform. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  August  7, 
1908,  as  described  below: 

Section  of  coal  bed  in  Keller  mine  at  Sesser. 


Section 

Laboratory  No 

Cool 

Rash 

Coal 

Shaleo 

Coal 

Blue  band  a 

Coal , 

Thickneas  of  bed 

Thickness  of  coal  sampled. 


A 

B 

477-D 

478-D 

Ft.    in. 

Ft.    in. 

0     7 

3    10 

0      1 

•  •         ■  • 

3     9 

•  •         •  • 

0      IJ 

0      1 

0     8 

0     8 

0     i» 

0    U 

1      7 

•  •          •  • 

6    11 

6     8 

6     8 

6     6 

o  Not  included  in  sample. 

Section  A  (sample  477~D)  was  measured  980  feet  northwest  of  the  shaft. 
Section  B  (sample  478-D)  was  measured  1,220  feet  north  of  the  shaft. 
For  results  of  coking  tests  of  this  coal  see  Bureau  of  Mines  Bull.  5,  pp.  32,  40. 
Eor  chemical  analyses  see  part  I  of  this  bulletin,  p.  83. 

Zeioler.    Zeioler  Mine. 

Sample. — Bituminous  coal;  Illinois  field;  analyses  Nos.  1871, 1872,  and  3408  (Illinois 
No.  19),  and  analyses  Nos.  5214,  5237  (p.  84). 

Mine. — ^Zeigler;   a  shaft  mine  at  Zeigler,  on  the  Illinois  Central  Railroad. 

Coal  bed. — ^Herrin  coal  (No.  6)  of  tlie  United  States  Geological  Survey,  locally 
called  the  Big  Muddy.  Carboniferous  age,  Carbondale  formation.  Thickness,  fairly 
uniform,  being  in  this  mine  from  10  to  12  feet,  averaging  11  feet;  roof,  dark  massive 
shale,  which  falls  as  rooms  are  worked  out;  floor,  medium-bard  light-gray  shale,  with 
fire  clay  in  places.    Shaft  420  feet  deep. 

The  bed  was  measured  and  sampled  at  two  points  (sections  A  and  B)  by  J.  W. 
Groves  and  W.  J.  vpn  Borries  on  July  20, 1905,  and  at  another  point  (section  C)  by 
J.  W.  Groves  and  J.  H.  Robison  on  July  6,  1906.    The  sections  were  as  follows: 

Sections  of  coal  bed  in  Zeigler  mine  at  Zeigler. 


Section 

liaboratory  No 

Koof.  shale. 

Top  coal « 

Goal I 

Blue  band  6 

Mother  coal  and  shale ' 

Coal ; 

Mother  coal 

Shale 

Coal 

Blue  band  b 

Coal «* 

Floor,  shale. 

Thickness  of  bed 11 

Thickness  of  coal  sampled 


A 

1871 

Ft.   in. 

4      0 
0      8 

n 

1872 
Ft.  in. 
4      0 
0      8 

■  *          ■  « 

0      i 

0    11 

0      i 
0   u 

mm              •   ■ 

0      A 
3      8 
0      1 
2      6 

■   •             •   • 

0       tV 

3      8 
0      1 
2      6 

11    lOA 
7    lOA 

11    IWr 
7    10^ 

c 

3-108 
Ft.  in. 

•  •        •  • 

3     3 
0      1 

•  «         •  • 

2     0 
0       i 

•  •        •  « 

2  0 

3  10 

11     3 

11     3 


a  Not  Included  in  sample. 
The  blue  band  was  included  in  sampling,  as  it  was  loaded  with  the  coal.    It  bums  readily  to  aah. 
D I  to  li  inches  thick. 


Itis 


ILUNOIS:  FULTON  COUNTY. 


495 


Section  A  (sample  1871}  was  measured  in  room  5,  off  west  entry  1,  on  the  north 
aide  of  the  mine,  680  feet  northwest  of  the  shaft. 

Section  B  (sample  1872)  was  measured  in  room  5,  off  west  entry  3,  on  the  south  side 
of  the  mine,  1,050  feet  southwest  of  the  shaft. 

Section  C  (sample  3408)  was  measured  in  room  6,  on  west  entry  3,  1,500  feet  south- 
west of  the  shaft. 

The  bed  was  also  measured  and  sampled  at  two  points  by  G.  S.  Pope  in  1908. 

Sample  5214  was  taken  1,600  feet  south  and  475  feet  east  of  opening,  east  entry  6, 
off  right  entry  1,  south  side,  and  represented  7  feet  7}  inches  of  coal. 

Sample  5237  was  taken  1,000  feet  north  and  550  feet  west  of  opening,  west  entry  2, 
off  right  entry  1,  north  face,  and  represented  a  cut  of  7  feet  5  inches. 

Notes. — ^The  coal  from  this  mine,  like  that  from  many  others  in  this  field,  is  bright 
and  brittle.  In  this  mine  the  bed  contains  little  shale  or  pyrite.  In  1905  the  tipple 
was  equipped  with  3-inch,  l^inch,  and  f-inch  screens  with  round  perforations.  The 
laiger  part  of  the  product  was  shipped  to  Chicago. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  92;  Bull.  332,  p.  85;  Bureau  of  Mines  Bull.  23, 
pp.  60,  154;  producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  93;  Bull.  332,  p.  86; 
Bureau  of  Mines  Bull.  13,  pp.  115,  273;  coking  tests:  U.  S.  Geol.  Siurvey  Bull.  290,  p. 
94;Bull.336,  pp.  22,  37. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  84,  85;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  91;  Bull.  332,  p.  85. 

FTJLTOK  COUNTT. 

St.  David.    Bio  Crebk  No.  2  Mikb. 

Sample, — ^Bituminous  coal;  Illinois  field;  (Illinois  No.  32)  analyses  Nos.  4345,  4346 
(p.  85). 

Mine, — ^Big  Greek  No.  2;  a  drift  mine,  at  St.  David,  on  the  Chicago,  Burlington  & 
Quincy  Railroad. 

Coal  bed, — Springfield  coal  (No.  5)  of  the  United  States  Geological  Survey.  Car- 
boniferous age,  Carbondale  formation.  Thickness,  uniform  (?);  roof,  gray  shale,  18 
inches  to  2}  feet  thick;  floor,  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  December  12, 
1906,  as  described  below: 

Section  of  coal  bed  in  Big  Creek  No.  t  mine  at  St.  David, 


Section 

Laboratory  No. 
Roof,  shale. 

Coal 

Sulphur... 

Coal 

Blackjack . 

Shale 

Coal 

Blacl^aok.. 

Shale. 


Floor,  fire  clay. 

Thickness  of  bed. 


Thickness  of  ooal  sampled . 


A 

4346 
Ft  in. 

3 

0 

1 
aO 
aO 


. 


1 
3 


t  n 


B 
4345 
Ft.  in. 
2     0 

0       I 

0     6 

0  I 

•  •         •  • 

1  I0| 
aO      1 

4    4 


o  Not  included  in  sample. 


Section  A  (sample  4346)  was  measured  in  north  entry  10,  off  west  entry  2,  2,500  feet 
west  of  the  drift  mouth. 
Section  B  (sample  4345)  was  measured  2,200  feet  northwest  of  the  drift  mouth. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  85. 
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LA  SALLE  OOipiTY. 

La  Salle.    La  Sallb  Mine. 

Sample. — BituminouB  coal;  lUinoiB  field;  (Illinois  No.  18)  analyses  Nos.  1741, 1742 

(p.  85). 

Mine. — La  Salle;  La  Salle  district;  a  shaft  mine  in  the  suburbs  of  La  Salle,  on  the 
Illinois  Central  Railroad. 

Coal  bed. — No.  2,  supposed  to  be  the  Murphysboro  coal  of  the  United  States  Geo- 
logical Survey.    Carboniferous  age,  Carbondale  formation. 

At  this  mine  the  bed  lies  flat,  with  differing  local  dips,  and  is  worked  on  the 
long-wall  advancing  system  through  a  shaft  420  feet.  The  bed  is  from  3  to  5  feet 
thick,  averaging  3  feet  6  inches.  It  has  a  roof  of  massive  black  to  gray  shale,  and  a 
floor  of  clay  shale  of  varying  hardness.  In  places  the  shale  floor  is  rouq;h  and  some 
of  it  may  be  shoveled  up  in  loading  mine  cars.  In  mining,  the  undercutting  is  usually 
done  in  the  clay  shale  below  the  coal.  In  places  the  coal  is  softer  than  the  shale,  and 
the  undercutting  is  then  done  in  the  coal. 

Two  sections  were  measured  and  sampled  at  widely  separated  points  in  the  mine 
by  J.  W.  Groves  and  J.  S.  Burrows  on  Juno  21,  1905,  as  noted  below: 

Sections  oj  coal  bed  in  La  Salle  shaft  mine  at  La  Salle. 


Seetton , A  B 

Laboratory  No 1741  1742 

Roof,  shale.  Ft.  in.  Ft.  i*. 

Coal 14  0     8 

Mothercoal 0      |  .... 

Bulphura 0     U 

Coair. 0     6  2   10 

Blackjack  (shale  and  coal) 0      i  .... 

Coal 1     «  .... 

Floor,  shale. 

Thickiiess  of  section 3     3}  3     7| 

Thickness  of  coal  sampled 3     3|  3     0 


a  Not  included  in  sample. 

Section  A  (sample  1741)  was  cut  in  west  entry  12  off  the  north  entry,  at  a  point 
4,000  feet  north  of  the  shaft. 

Section  B  (sample  1742)  was  cut  in  east  entry  3  off  south  entry  3,  4,000  feet  south- 
east of  the  shaft. 

Notes. — ^The  coal  from  this  mine,  like  that  from  others  working  the  bed,  is  hard  and 
brittle .  The  bed  carries  streaks  of  ' '  sulphur' '  and  shale,  but  no  regular  partings.  The 
output  was  used  chiefly  for  steam  production.  In  1905,  the  sizes  made  were:  Lump, 
engine  coal,  nut,  slack,  duff,  and  that  which  passed  through  a  f-inch  screen.  The 
larger  part  of  the  product  was  shipped  to  Chicago.  The  duff  was  used  in  a  cement 
plant  at  La  Salle. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  89;  Bureau  of  Mines  Bull.  23,  pp.  60,  153; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  90;  Bureau  of  Mines  Bull.  13, 
pp.  114,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  91;  Bull.  336,  p.  12. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  85;  also  U.  S.  Gool.  Survey 
Bull.  290,  p.  88. 


ILLINOIS:   McLEAN   COUNTY. 


497 


LOGAN  OOTTOTY. 

Lincoln.    Latham  Mine. 

Sample.—Bitwaunova  coal;  Illinoifi  field;  (Illmois  No.  26)  analyBes  Nos.  2881, 
2882  (p.  85). 

Miru. — ^Latham,  a  shaft  mine  1  mile  north  of  Lincoln/ on  the  Chicago  &  Alton 
Railioad. 

Coal  bed. — No.  5  (Springfield  cool  of  the  United  States  Geological  Survey).  Car- 
boniferous age,  Carbondale  formation.  Thickness,  variable,  in  this  mine  4  to  6  feet, 
averaging  4  feet,  8  inches;  dip  }  inch  in  160  inches  to  northwest,  or  f  of  a  degree; 
roof,  mostly  hard  laminated  black  shale,  containing  in  places  many  concretions;  in 
places  the  roof  is  sandy  shale  ;1aoor,  hard  gray  shale,  called  fire  clay.  The  mine  shaft 
is  276  feet  deep. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  S.  Burrows  and  W.  J. 
von  Berries  on  February  7,  1906,  as  described  below: 

Section  of  coal  bed  in  LcUham  mine,  1  mile  north  of  Lincoln. 


ScstioQ 

Laboratory  No 

Roof,  shale. 

Coal 

Shale« 

Sulphur  a 

Coal 

Sulphur 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

2881 

2882 

Ft.  in. 

Ft.   in. 

S  1 

0  10 

•  •    •  • 

6  i 

0  9 

3   6 

0   1 

0   1 

3   8 

0   6 

4  101 

4  10| 

4   91 

4  lOi 

a  Not  included  in  sample. 

Section  A  (sample  2881)  was  measured  1,500  feet  southeast  of  the  shaft  in  room  11  off 
the  third  south  stub  entry. 

Section  B  (sample  2882)  was  measured  1,600  feet  northeast  of  the  shaft  in  room  1, 
main  entry  3,  off  the  main  cross  entry,  northwest  side. 

Notes. — ^The  coal  from  this  mine,  like  that  from  many  others  in  this  field,  is  hard 
tough  and  firm.  The  bed  has  no  regular  partings  but  contains  some  lenticular 
streaks  and  layers  of  pyrite  and  shale. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  103;  Bureau  of  Mines  Bull.  23,  pp.  61,  157; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  104;  Bureau  of  Mines  Bull.  13, 
p.  121,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  104;  Bull.  336,  p.  14; 
coking  tests:  U.  s'.  Geol.  Survey  Bull.  332,  p.  104;  Bull.  336,  pp.  22,  28,  38. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p   85;  also  U.  S.  Geol.  Survey 

Bull.  332,  p.  103. 

McLSAN  C0T7NTY. 

Chenoa.    Chenoa  Mine. 

Sample. — ^Bituminous  coal;  Illinois  field;  (special  samples)  analyses  Nos.  3044, 
3045  (p.  85). 

Mine. — Chenoa;  at  Chenoa. 

Coal  bed. — Probably  the  Murphysboro  (No.  2).  The  coal  is  of  Carboniferous  age; 
Carbondale  formation. 

The  bed  was  measured  and  sampled  by  J.  W.  Groves  on  March  23,  1906. 

Sample  3044  was  taken  in  room  No.  1,  off  east  entry  1,  off  north  entry,  300  feet 
northeast  of  shaft,  and  represented  a  43-inch  cut. 

Sample  3045  wsus  taken  in  room  6,  off  west  entry  4,  off  north  entr>'',  250  feet  northwest 
of  shaft,  and  represented  a  3i-foot  cut. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  85. 

45889**— Bull.  22,  pt  2—13 12 
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MACOT7PIN  COT7NTY. 

Staunton.    No.  2  Mine. 

Sample,— BitandnouB  coal;  IHinoiB  field;  (lUmoifl  No.  9)  aiuJyBes  Noe.  1625, 1626 
(p.  85). 

Mine. — No.  2;  a  shaft  mine  near  Staunton,  on  the  Litchfield  &  Madison  Bailroad. 

Coal  bed. — ^Henin  coal  (Belleville,  No.  6)  of  the  Uuited  States  Geological  Survey. 
Garboitiferous  age,  Garbondale  formation.  The  bed  contains  streaks  of  shale  and 
sulphur.  In  places  the  roof  is  sandstone  and  in  places  there  is  hard  day  beneath  the 
sandstone.    The  floor  is  a  hard  fire  clay. 

Two  samples  were  collected  by  J.  S.  Burrows  on  May  12,  1905,  at  point  where 
measurements  showed  the  following  sections: 

Sections  of  coal  bed  in  No.  2  nvme  near  Staunton. 


Section 

Labontonr  No 

Roof:  section  A,  sandstone;  section  B,  sandstone  and  clay. 

Coal 

Fire  clay,  carboniferous 

Sulphur 

Cow 

Sulphur 

Oul 

Brash 

Sulphur 

Cow 

Sulphur 

Oul 

Sulphur 

Shale  binder 

Coal 

Shale  binder 

Coal 

Floor,  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

1625 

Ft. 

M. 

0 

11 

0 

i 

i 

9 

0 
0 

4 

6' 

m   • 

I 

0 

n 

0 

i 

1 

6 

0 

i 

0 

•  • 

5 

aO 

1| 

0 

9 

6 
6 

'Jl 

B 

1626 
Ft.    Hl 

1     1* 


1     8 


1 


0  8 

•  •  •  ■ 

aO      1 

0  lOi 


6 
6 


1^ 


o  Not  included  in  sample. 

Section  A  (sample  1625)  was  measured  in  room  11,  off  north  entry  1. 

Section  B  (sample  1626)  was  measured  in  the  &ce  of  the  main  air  course. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  63;  Bull.  332,  p.  81;  Bureau  of  Mines  Bull.  23, 
pp.  59, 149;  producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  65;  Bureau  of  Mines 
Bull.  13,  pp.  Ill,  116,  272;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  82; 
washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  66;  Bull.  336,  p.  12. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  85;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  63;  Bull.  332,  p.  81. 

HADISON  C0T7NTY. 

COLUNSVILLB.      LUMAOHI  No.   2  MlNE. 

Sample. — ^Bituminous  coal;  lUinois  field;  (lUinois  No.  7)  analyses  Nos.  1608-A, 
1609  (p.  86). 

Mine, — ^Lumaghi  No.  2;  a  shaft  mine  in  the  Big  Muddy  district  near  Collinsville, 
on  the  Vandalia  Railroad. 

Coal  6etf.— Herrin  coal  (Belleville,  No.  6)  of  the  United  States  Geological  Survey. 
Carboniferous  age,  Garbondale  formation.  The  bed  is  mined  by  a  shaft  80  feet  deep. 
The  coal  has  an  average  thickness  of  6  feet  and  no  regular  partings.  It  is  tough  and 
firm  and  contains  small  streaks  of  shale  and  sulphur.  The  roof  is  uneven,  but 
extremely  good,  a  massive  black  shale  The  floor  is  firm  black  shale  from  1  to  2  feet 
thick;  below  the  shale  is  fire  clay. 

Two  samples  were  taken  by  J.  S.  Burrows  on  April  18, 1905,  from  points  where  tii9 
following  sections  were  measured. 
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Seetions  of  coal  bed  in  Lumaghi  No.  t  mine  near  CoUinsviUe. 


Section 

Laboratory  No 

Roof,  shale. 

Goal 

Sulphur  knife  ed^ 

Coal 

Sotohur  ImifD  ed^ 

Clavshalea 

Coal 

Floor,  shale. 

Tnickneasofbed 

ThJckness  of  ooal  sampled 


B 

1609 
Ft,  in. 
10 


2 
0 
'3 

*i 

7 
7 


2 

4 

'7 

11 
11 


a  Not  indnded  in  sample. 

Section  A  (sample  1608)  was  measured  in  room  17  of  the  north  entry. 

Section  B  (sample  1609)  was  measured  in  room  14  of  the  south  entry. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Siirvey  Bull.  290,  p.  68;  Bull.  332,  p.  80;  Bureau  of  Mines  Bull.  23, 
pp.  59, 148;  producer-gas  tests:  U.  S.  Creol.  Survey  Bull.  290,  p.  59;  Bureau  of  Mines 
Bull.  13,  pp.  110,  272;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  80;  washing 
tests:  TJ.  S.  Geol.  Survey  Bull.  290,  p.  60;  Bull.  336,  p.  12;  coking  tests:  U.  S.  Geol. 
Survey  Bull.  290,  p.  60;  Bull.  336,  pp.  21,  28,  37. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  86;  also  U.  S.  Geol.  Survey  Bull. 
290,  p.  57;  Bull.  332,  p.  80. 

DoNKViLLB.    No.  1  Mine. 

Sample. — ^Bituminous  coal;  Illinois  field;  (Illinois  No.  23)  analyses  Nos.  2774,  2775 
(p.  87). 

Mine. — ^No.  1 ;  a  shaft  mine  at  Donkville,  on  the  St.  Louis,  Troy  &  Eastern  Kailroad. 

Coal  M.— Herrin  coal  (Belleville,  No.  6)  of  the  United  States  Geological  Survey. 
Garboniferous  age,  Carbondale  formation.  At  this  mine  nearly  horizontal,  with  a 
general  dip  northeast.  Average  thickness  at  this  mine,  6  feet.  The  bed  has  a  roof  of 
limestone,  and  a  floor  qf  gray  fire  clay.  Shale  and  pyrites  occur  as  thin  laminae  in 
the  coal.    The  shaft  is  145  feet  deep. 

Two  sections  of  the  bed  were  measured  and  sampled  by  J.  W.  Groves  and  W.  J.  von 
Borries  on  January  15, 1906,  as  shown  below: 

Sections  of  coal  bed  in  No.  1  mine  at  Donkville. 


8eotioii«.a ....... 

Laboratory  No. . 

Boof,  limestone. 

Goal 


ur. 


Snlphi 

Coal 

Sulpliur. 
CodL.... 


Shale 

Coal 

Bhale 

Solphur... 
CJoaL. 


Bhale  and  solphur. 
Blae  band  (shale). 
Coal. 


Floor,  tire  day. 

Thickness  of  section. 


Thickness  of  coal  sampled. 


A 

2774 

Ft. 

in. 

0 

8 

0 

1 

•  • 

0 

io 

0 

1 

0 

7 

«0 

i 

2 

2 

•  ■ 

. . 

aO 

1 

0 

5 

•  • 

•  0 

•  • 

1 

0 

6 

11 

6 

8i 

B 
2775 
Ft.  in. 

2     0 

0  "i 

1  0 


1 
•0 

•  6 
aO 


6 
3 


1 
10 


I 


2 
2 


1      0 


4 

10* 


a  Not  Indaded  in  sample. 

Section  A  (sample  2774)  was  measured  in  north  entry  5  ofif  east  entry  6,  3,800  feet 
northeast  of  the  shaft. 

Section  B  (sample  2775)  was  measured  in  north  entry  5  off  west  entry  6,  4,000  feet 
northwest  of  the  diaft. 
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Notes. — ^The  coal  worked  at  this  mine  is  hard  and  firm;  the  bed  has  prominent  face 
and  butt  joints.  The  tipple  in  1905  was  equipped  with  5-inch,  2-inch,  and  1  J-inch 
screens.    The  coal  under  2  inches  in  size  was  washed. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Gcol.  Survey  Bull.  332,  p.  95;  Bureau  of  Mines  Bull.  23,  pp.  61, 156, 157; 
producer-gas  tests:  U.  S.  Greol.  Survey  Bull.  332,  p.  96;  Bureau  of  Mines  Bull.  13, 
pp.  119,  273;  briquetting  tests:  TJ.  S.  Geol.  Survey  Bull.  332,  p.  97;  washing  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  93;  Bull.  336,  pp.  13,  14;  coking  tests:  U.  S.  Geol. 
Survey  Bull.  332,  p.  97;  Bull.  336,  pp.  22,  28,  37. 

For  chemical  analyses,  see  part  1  of  this  bulletin,  p.  87;  also  U.  S.  Geol.  Survey  Bull. 

332,  p.  95. 

Livingston.    New  Staunton  Mine. 

Sample. — ^Bituminous  coal;  Illinois  field;  (Illinois  No.  29)  analyses  Nos.  3911,  3913 
(p.  87). 

Mine. — ^New  Staunton;  a  shaft  mine  at  Livingston,  on  the  Cleveland,  Cincinnati, 
Chicago  &  St.  Louis  Railroad. 

Coal  bed. — Herrin  coal  (Belleville,  No.  6)  of  the  United  States  Geological  Survey. 
Carboniferousage,  Carbondale  formation.  Thickness,  foirly  uniform  at  tMs  mine,  aver- 
aging 6  feet  10  inches;  roof,  gray  shale;  floor,  fire  clay.    The  shaft  is  286  feet  deep. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  K.  M.  Way 
on  October  9,  1906,  as  described  below: 

Sections  of  coal  bed  in  New  Staunton  mine  at  Livingston. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Bulpbur 

Mother  ooal  and  sulphur. . 

Coal 

Shale 

Coal 

Sulphur 

CodT. 

Shale 

Coal 

Mother  ooal 

Sulphur 

CoJT. 

Mother  ooal 

Coal 

Sulphur 

CoeL. 

Blue  band 

Shale 

CoaL 

Floor,  fire  clay. 

Tliickneas  of  section 

Thickness  of  ooal  sampled. 


A 

3911 
Ft.    in. 
1    11 
0      1 

1     0 
0      3 

0      6 
0       » 

1      2 

0       f 

0      8 
aO        i 

0      4 

0    11 

7      ^ 
6    10| 

B 
3913 
Ft.  in. 

0     7 

•  •         •  • 

0  i 

1  1 


0  k 

0  10 

aO  1 

0  5 


aO 
1 
0 
1 
0 
0 


i 


0      11 
0    10 


6 
6 


% 


a  Not  included  in  sample. 

Section  A  (sample  3911)  was  measured  1,600  feet  south  of  the  shaft  in  room  off  south 
entry  6. 

Section  B  (sample  3913)  was  measured  in  room  off  the  back  west  entry,  1,200  feet 
northwest  of  the  shaft. 

Note.^-The  rated  capacity  of  the  mine  in  1906  was  2,000  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  Ill;  Bureau  of  Mines  Bull.  23,  pp.  61,  158, 
159;  producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  112;  Bureau  of  Mines 
Bull.  13,  pp.  122,  273;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  114; 
washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  112;  Bull.  336,  p.  14;  coking  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  112;  Bull.  336,  pp.  22,  28,  38;  cupola  teste  of  coke: 
U.  S.  Geol.  Survey  BuU.  336,  pp.  65,  68,  72,  74;  Bull.  332,  p.  113. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  87. 
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Martville.    No.  2  Mine. 

Sample. — ^Bituminous  coal;  Illinois  field;  (Illinois  No.  22)  analyses  Nos.  2772, 
2773  (p.  87). 

Mine. — No.  2;  a  shaft  mine  at  Maryville,  on  the  St.  Louis,  Troy  &  Eastern  Railroad. 

Coal  hed.—B.ema  coal  (Belleville,  No.  6)  of  the  United  States  Geological  Survey. 
Carboniferous  age,  Garbondale  fomiation.  Its  general  dip  at  this  mine  is  northeast. 
It  is  from  7  to  II  feet  thick  at  this  mine,  averaging  8  feet.  The  bed  has  a  hard  shale 
roof,  and  a  floor  of  fire  clay  and  hard  gray  shale.  Sulphur  and  shale  in  regular  layers 
and  in  lenses  are  the  impurities  of  the  bed. 

Two  sections  were  measured  and  sampled  by  J.  W.  Groves  and  W.  J.  Von  Borries 
on  January  13,  1906,  as  noted  below:   * 

Sections  of  coal  bed  in  No.  2  mine  at  Maryville. 


Section 

Laboratory  No 

Roof:  shale. 

Coal 

Balphur 

Bhde 

QotX^,, 

Sulphur  and  shale 

Sulphur 

CoaJ. 

Shale 

Sulphur 

Coal 

Sulphur 

Shale 

QotX,^, 

Shale  and  sulphur 

Coal 

Sulphur 

Shale 

Coal 

Sulphur 

Coal 

Floor,  see.  A,  fire  clay;  sec.  B,  shale 

Thickness  of  section 

Thickness  of  ooal  sampled 


A 
2772 
Ft.  in. 
1     7 

•  •        •  • 

0    10 
ao        } 

0     8 
oO        \ 

0     6 
«0       1 

•  •         •  • 

0  10 
«0        \ 

1  6 
ao         \ 

0  i 

OO       } 

1  10 

8      3} 
8      1 

B 
2773 
Ft.   in. 

'i 


ao 
1 

«6 
0 

•  • 

•  0 
0 

•  m 

ao 
1 

•0 
0 

•  • 

ao 

1 


1 

4 


4 
1 
6 

i 

11 


7    111 


a  Not  included  in  sample. 

Section  A  (sample  2772)  was  measured  in  the  main  south  entry,  3,000  feet  south 
of  the  fibaft. 

Section  B  (sample  2773)  was  measured  in  east  entry  9,  2,500  feet  north  of  the  shaft. 

Notes. — In  1905,  the  sizes  produced  were  lump,  egg,  pea,  and  slack  by  5-inch, 
2-inch,  l^inch,  and  }-inch  screens.    The  estimated  output  was  1,700  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  92;  Bureau  of  Mines  Bull.  23,  pp.  61,  156; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  93;  Bureau  of  Mines  Bull.  13, 
pp.  119,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  93;  Bull.  336,  p.  13; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  93;  Bull.  336,  pp.  22,  28,  37;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  65,  68,  70,  72,  74;  Bull.  332,  p.  94. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  87;  also  U.  S.  Geol.  Survey 

Bull.  332,  p.  92. 

Troy.    No.  3  Mine. 

Sample. — ^Bituminous  coal;  Illinois  field;  (Illinois  No.  4)  analyses  Nos.  1341, 
1342  (p.  87). 

Mine. — No.  3,  a  shaft  mine  about  1  mile  west  of  Troy,  on  a  private  railroad,  the 
St.  Louis,  Troy  <fc  Eastern. 

Coal  bed. — ^Herrin  coal  (Belleville,  No.  6.)  It  is  the  principal  coal  in  Madison  and 
St.  Clair  Counties.  It  lies  nearly  horizontal  at  this  mine,  and  is  worked  by  a  shaft 
273  feet  deep.  The  bed  has  an  excellent  roof;  the  top  bone  is  generally  left  in 
place. 
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Two  samples  were  taken  by  M.  R.  Campbell  on  October  31,  1904,  at  points  which 
showed  the  following  section: 

Sectums  of  coal  bed  in  No.  S,  mine  1  mile  toegt  of  Troy, 


Section 

Laboratory  No 

Roof,  bone  coal. 

Bony  ooalo 

Coal 

Shale.... 

Shale,  knife  edge. 

Coal 

Shales 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled.. 


a  Not  included  in  sample. 

Section  A  (sample  1341)  was  measured  in  room  15  ofif  west  entry  5  on  the  north  side 
of  the  shaft. 

Section  B  (sample  1342)  was  in  room  16  ofif  east  entry  5  on  the  south  side  of  the 
shaft. 

Notes. — ^The  coal  that  passed  over  a  2-inch  perforated  screen  was  sold  for  steam  and 
domestic  use;  that  which  passed  through  was  washed  and  separated  into  various 
commercial  grades.  The  fifth,  or  finest  grade,  was  not  salable  in  1904.  The  estimated 
capacity  of  the  mine  in  1904  was  1,800  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  449;  Bull.  261,  p.  80;  Bureau  of  Mines 
Bull.  23,  p.  59;  producer-gas  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1057;  Bull. 
261,  p.  93;  Biu^eau  of  Mines  Bull.  13,  pp.  109,  272;  briquetting  tests:  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  1437;  Bull.  261,  p.  153. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  87;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  209;  Bull.  261,  p.  37. 

Troy.    No.  3  Mine. 

Sample. — ^Bituminous  coal;  Illinois  field;  (Illinois  No.  21)  analyses  Nos.  2770, 2771 
(p.  88). 

Mine. — No.  3;  a  shaft  mine  at  Troy,  on  the  St.  Louis,  Troy  &  Eastern  Railroad. 

Coal  bed. — ^Herrin  coal  (Belleville,  No.  6)  of  the  United  States  Geological  Survey; 
Carboniferous  age,  Garbondale  formation. 

The  thickness  of  the  coal  bed  at  this  mine  is  4  to  6  feet,  averaging  5  feet.  The  bed 
has  a  ''soai>stone  **  roof,  and  a  soft  gray  fire-clay  floor,  from  which  when  dry  the  coal  is 
easily  shoveled.  The  impurities  in  the  coal  are  thin  layers  of  bone  and  shale.  The 
mine  shaft  is  275  feet  deep. 

The  following  sections  were  measured  and  sampled  by  J.  W.  Groves  and  W.  J.  voa 
Berries  on  January  12,  1906: 

Sectums  of  coal  in  No.  3  mine  at  Troy. 


Section 

Laboratory  No 

Roof,  soapstone. 

Bone  a 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Blue  band  « 

Coal 

Floor,  fire  clay 

Thickness  of  section. 

ThickneBi  of  coal  sampled. 


A 

2770 
Ft.  in, 
0     3 
0     3 


1 
0 


3 

1 


1    10 
0      J 


4    10} 
4      0 


B 

2771 

Ft.  in. 

0  4 

0  7 

0  i 

3  4 


5  8 

6  8 


Not  included  in  sample. 
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Section  A  (sample  2770)  was  measured  in  room  22  off  east  entry  5,  south  side,  1,500 
feet  southeast  of  the  shaft. 

Section  B  (sample  2771)  was  measured  in  room  26,  off  west  entry  3,  north  side,  800 
feet  northwest  of  the  shaft. 

Note. — ^The  coal  from  this  mine,  like  that  from  many  others  in  the  district,  is  hard 
and  firm. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  89;  Bureau  of  Mines  Bull.  23,  pp.  61,  155; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  90;  Bureau  of  Mines  Bull.  13,  pp. 
116,  273;  briquetting  tests:  U.  S.  Geol.  Survey,  Bull.  290,  p.  91;  washing  tests:  U.  S. 
Geol.  Survey,  Bull.  332,  p.  91;  Bull.  336,  p.  13;  coking  tests:  U.  S.  Geol.  Survey, 
Bull.  332,  p.  91;  Bull.  336,  pp.  22,  28,  37. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  88;  also  U.  S.  Geol.  Survey  Bull. 
332,  p.  89. 

XABION  COT7NTY. 

Centbaua.    South  Mine. 

Sample. — ^Bituminous  coal;  Illinois  field;  (Illinois  No.  15)  analyses  Nos.  1725,  1726 
(p.  88). 

Mine. — South;  a  shaft  mine  at  Centralia,  on  the  Illinois  Central  Railroad. 

Coal  bed.— The  bed  is  the  Herrin  (BelleviUe,  No.  6)  of  the  United  States  Geological 
Survey.  Carboniferous  age,  Carbondale  formation.  The  mine  shaft  is  557  feet  deep 
to  the  top  of  the  coal.  The  bed  has  a  roof  of  hard  sandy  black  shale.  There  are  a  few 
roof  rolls,  some  of  which  reach  nearly  to  the  floor.  The  floor  is  a  bluish  shaly  fire  clay, 
which  in  places  scales  and  makes  some  dirt. 

Two  sections  of  the  bed  in  the  mine  were  measured  and  sampled  by  J.  W.  Groves 
and  J.  S.  Burrows  on  June  15,  1905,  as  shown  below: 

Sections  of  coal  bed  in  SotUh  mine  at  Centralia, 


Sectton 

Laboratory  No 

Boof .  shale. 

Coal 

Shale 

Mother  coal 

Coal 

Shale,  soft,  sandy 

Mother  coal 

Coal 

Shale,  local  streak 

Sulphur  and  shale  « 

Cod 

Shale,  local  streak 

Blue  band  « 

Coal 

Blue  band  a 

Coal 

Blue  band  a 

Coal 

Flow,  bluish  shaly  fire  clay. 

Tnickness  of  section 

Thickness  of  coal  sampled 


B 

1726 
Ft.   in. 
0     8 


0 
1 

6 
1 

0 
1 


0 
0 
0 

6 
6 


I 


6 

i 

8 

i 

0 

2' 


1 

3 
4 

3 


•  Not  included  in  sample. 

Section  A  (sample  1725)  was  measured  in  east  entry  16,  3,000  feet  southeast  of  the 
shaft. 

Section  B  (sample  1726)  was  measured  in  south  entry  14, 4,500  feet  southwest  of  the 
shaft. 

Notes, — ^The  coal  from  this  mine  is  bright,  brittle,  and  hard,  with  a  nimiber  of 
partings  of  paperlike  shale  and  mother  coal.  In  1905,  at  the  time  of  sampling,  about 
16  to  24  inches  of  the  top  coal,  harder  than  the  rest  of  the  bed,  was  left  for  a  roof  in 
advancing  rooms  and  was  shot  down  and  loaded  when  rooms  were  to  be  abandoned. 
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For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  83;  Bureau  of  Mines  Bull.  23,  pp.  60,  153; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  84;  Bureau  of  Mines  Bull.  13, 
pp.  114,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  85;  Bull.  336,  p.  12. 

For  diemical  analyses  seq  part  1  of  this  biilletin,  p.  88;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  82. 

MONTGOMEBY  COUNTY. 

COFFEEN.   COFFEEN  MiNE. 

Sample. — ^Bituminous  coal;  Illinois  field;  (Illinois  Nos.  6,  6  B)  analyses  Nos.  1449, 
1450,  1661  (p.  89). 

Mine. — Co£feen;  at  Goffeen,  on  the  Toledo,  St.  Louis  &  Western  (Clover  Leaf) 
Railroad. 

Coal  bed. — ^Herrin  coal  (Belleville,  No.  6)  of  the  United  States  Geological  Survey, 
locally  known  as  the  Pana.  Carboniferous  age,  Carbondale  formation.  Thickness, 
fairly  uniform,  averaging  7^  feet;  bed  disturbed  by  rolls;  no  regular  partings;  roof, 
massive  black  shale;  floor,  fire  clay;  cover,  over  500  feet. 

The  bed  was  measured  and  sampled  at  two  points  (A  and  B)  by  J.  S.  Burrows,  on 
November  18,  1904,  and  at  another  point  (C)  by  J.  W.  Groves,  on  May  25, 1905,  as 
described  below: 

Sections  of  coal  bed  in  Coffeen  mine  at  Coffeen, 


Section 

Laboratory  No 

Roof,  sees.  A  and  B,  sandstone;  sec.  C,  shale. 

Shale  « 

Coal 

Shale  and  sulphur  a 

Blue  limestone  ( T) « .\. 

Coal 

Shales 

Coal 

Floor.  Ore  clay. 

Thickness  of  bed 

Thickness  of  coal 


A 

1449 

Ft.  in. 
0     3 
6     0 

B 

1450 

Ft.   in. 

0     1 

6     S 

«  •         •  • 

0  2 

1  6 

•  •         •  • 

'6    *3J 
1     6 

•  •            •  • 

•  •         *  • 

7    11 
7     6 

■  •            •  • 

7     9 

c 

leei 

Ft.  In. 

•  •      •  • 

5    11 
0     2 

•  •        •  • 

0     3 

0  1 

1  3 

7     8 
7     5 


a  Not  included  in  sample. 


Section  A  (sample  1449)  was  measured  at  the  face  of  room  21  off  left  entry  6. 

Section  B  (sample  1450)  was  measured  at  the  face  of  room  18  off  right  entry  4. 

Section  C  (sample  1661)  was  measured  in  right  entry  2,  1,500  feet  northwest  of  the 
shaft. 

Notes. — At  the  time  this  mine  was  sampled  it  had  been  in  operation  16  yean,  and 
the  operator  estimated  that  enough  coal  remained  to  warrant  mining  for  about  2 
years  more.  The  rated  capacity  of  the  mine  was  450  tons  per  day.  The  larger  part 
(70  per  cent)  of  the  product  was  used  by  the  Toledo,  St.  Louis  &  Western  Railroad, 
the  remainder  going  to  points  in  Illinois  for  factory  and  domestic  use.  Slack  was 
sold  for  steam  production. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  465;  Bull.  260,  p.  80;  Bull.  290,  p.  55; 
Bureau  of  Mines  Bull.  23,  pp.  59,  148;  producer-gas  tests:  U.  S.  Geol.  Survey  Bull. 
290,  p.  57;  Bull.  336,  p.  12;  Bureau  of  Mines  Bull.  13,  pp.  109,  272. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  89;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  211;  Bull.  261,  p.  37;  Bull.  290,  p.  55. 


ILLINOIS:  ST.  CLAIE  COUNTY. 
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ST.  CLAIB  COtJNTY. 
OTallon.    No.  1  Mine. 

Sample, — Bituminous  coal;  Illinois  field;  (Illinois  No.  1)  analyses  Nob.  1095,  1096 
(p.  89). 

Mine. — No.  1  (Nigger  Hollow);  Belleville  district;  a  shaft  mine  5}  miles  southwest 
of  OTallon,  on  a  private  railroad  connecting  the  mine  with  East  St.  Louis. 

Coal  bed. — Herrin  coal  (Belleville,  No.  6)  of  the  United  States  Geological  Survey, 
termed  locally  the  Belleville.  Carboniferous  age,  Carbondale  formation.  Thickness, 
fairly  uniform,  averaging  over  6  foot.  At  most  of  the  laige  mines  in  the  district, 
the  cover  is  100  to  200  feet.    At  the  mine  the  shaft  is  140  feet  deep. 

The  bed  was  measured  and  sampled  at  two  points  by  M.  R.  Campbell,  on  Septem- 
ber 13, 1904,  as  described  below: 

Sections  of  coal  bed  in  No.  1  mine^  5\  miles  northwest  of  0* Fallon. 


Section 

Laboratory  No. 


Coal 

Sulphur  knifB  edge. 
Coair., 


B 
1006 
Ft.  in. 

0    111 


Sulphur  knife  edge. 

CoalT. 

Shales 

Bonea 

Coal. 


Sulphur  knife  edge. 

Shale* 

Coal 

Shaleo 

Coal 

Coal 

Shalea 

Coal 


Thickness  of  bed. 
Thickness  of  ooal. 


0  Not  included  in  sample. 

Section  A  (sample  1095)  was  measured  at  a  point  1,200  feet  north  of  tho  shaft. 

Section  B  (sample  1096)  was  measured  at  a  point  1,200  feet  south  of  the  shaft. 

Notes. — In  1904  the  lump  and  nut  coal  was  sold  for  locomotive  fuel  to  various 
railroads  entering  East  St.  Louis,  and  the  slack,  that  which  passed  through  a  1-inch 
screen,  found  a  ready  market  at  electric  power  houses. 

Tho  output  of  the  mine  in  1904  was  1,500  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  425;  Bull.  261,  p.  80;  Bureau  of  Mines 
Bull.  23,  p.  59;  briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1437;  Bull.  261, 
p.  153;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1332;  Bull.  261,  p.  122. 

For  chemical  analyses  soe  part  I  of  this  bulletin,  p.  89;  also  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  206;  Bull.  261,  p.  36. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  438,  pp.  25-30. 

Shiloh.    No.  8  Mine. 

Sample. — Bituminous  coal;  Illinois  field;  (Illinois  No.  30)  analyses  Nos.  3910,  3912 
(p.  89). 

Mine. — ^No.  8;  Belleville  district;  a  shaft  mine  near  Shiloh,  on  the  Southern  Railway. 

Coal  bed. — Herrin  coal  (Belleville,  No.  6)  of  the  United  States  Geological  Survey. 
Carboniferous  ago,  Carbondale  formation.  Average  thickness  at  this  mine,  6  feet  8 
inches.  The  mino  shaft  is  126  feet  deop.  The  roof  is  gray  shale  and  the  floor  is  fire 
clay.    Streaks  and  bands  of  shale  and  sulphur  occur  irregularly  in  the  bed. 
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Two  sections  were  measured  by  J.  W.  Groves  and  K.  M.  Way  on  October  8, 1906,  as 

follows: 

Sections  of  coal  bed  in  No.  8  mintj  near  Shiloh. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Sulphur 

Coal 

Shale 

Coal 

Sulphur 

Mother  coal 

Coal 

Sulphur 

Coal 

Sulphur 

Coal 

Blue  band  (shale) 

Coal 

Floor,  fire  clay. 

Thickness  of  section 

Thickness  of  coal  sampled . 


A 

3910      1 

Ft. 

in. 

2 

9 

•  0 

\ 

0 

8 

0 

k 

1 

4 

aO 

} 

i 

4 

aO 

h 

0 

•  • 

•  • 

6 

■    ■ 

•  • 

6 
6 

•  ■ 

•  • 

B 
3912 
FU  in. 
1      9 

%  t 

aO        i 

0      6 


0 

0 
•  0 

1 
aO 

0 
aO 

1 

6 
6 


8 


t^ 


a  Not  included  in  sample. 

Section  A  (sample  3910)  was  measured  in  the  crosscut  off  west  entry  1,  south  side, 
900  feet  southwest  of  the  shaft. 

Section  B  (sample  3912)  was  measured  in  east  entry  3, 800  feet  northeast  of  the  shaft. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  testa  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  116;  Bureau  of  Mines  Bull.  23,  pp.  61,  159; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  116;  Bureau  of  Mines  Bull.  13, 
pp.  123,  273;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  117;  washing  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  117;  Bull.  336,  pp.  14, 16. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  89;  also  U.  S.  Geol.  Survey  Bull. 
332,  p.  115. 

WORDEN.      WORDEN  MiNE. 

Sample. — Bituminous  coal;  Illinois  field;  (Illinois  No.  31)  analyses  Nos.  4250,  4251 
(p.  89). 

Mine. — ^Worden;  Belle\Ule  district,  at  Worden,  on  the  Wabash  Railroad. 

Coal  bed. — ^Hcrrin  coal  (Belloville,  No.  6)  of  the  United  States  Geological  Survey. 
Carboniferous  age,  Oarbondale  formation.  Hoof,  shale;  the  top  coal  is  left  up  in 
advancing  and  is  taken  down  later;  floor,  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  November  30, 
1906,  as  described  below: 

Sections  of  coal  bed  in  Worden  mine  at  Worden. 


Section 

Laboratory  No. . 
Roof,  shale. 

Top  coal 

Coal 

Drift  band  o. 

Suli^ur 


Drift  band  a. 
Coal. 


Sulphur. 
CoaL.... 


Sulphur  a, 
CoaT..... 
Sulphur  o. 


Blue  band  a 

Coal 

Floor,  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


B 
4251 
Ft.  hL 

•  •         •  • 

1     9 


a  Not  inchided  in  sample. 


ILLINOIS:   SALINE  COUNTY. 
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Section  A  (sample  4250)  wu  measured  in  south  entry  4  on  the  west,  900  feet  west 
and  850  feet  south  of  the  shaft. 

Section  B  (sample  4251)  was  measured  in  north  entry  2  on  the  west,  1,600  feet 
north  and  300  feet  west  of  the  shaft. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  119;  Bureau  of  Mines  Bull.  23,  pp.  61,  159; 
briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  119. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  89,  90;  also  U.  S.  Geol.  Sur- 
vey Bull.  332,  p.  119. 

8AUNE   GOT7NTY. 

Hajirisburo.    No.  9  Mine. 

Sample, — ^Bituminous  coal;  Illinois  field;  (Illinois  No.  34)  analyses  Nos.  4413,  4414, 
7420,  7421  (p.  90). 

Mine, — ^No.  9,  a  shaft  mine  at  Hairisburg,  on  the  Big  Four  System. 

Coal  bed. — No.  5  of  the  Illinois  Geological  Survey.  Carboniferous  age,  Carbondale 
formation.    Roof,  excellent,  of  sandstone;  floor,  hard  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  January  9, 
1907,  as  described  below: 

Sections  of  coal  bed  in  No,  9  mine  at  Barrisburg. 


Sectkm 

Laboratory  No.. 
Roof,  aandstone. 

OoaL. 

SulDhur. 


Sulpht 
CoaST.. 


Mother  ooal.. 
Sulphor 


Sulphur*... 
Blue  band*. 

Coal 

Mother  coal. 
Coal. 


Floor,  hard  lire  clay. 
Thickneasofbed. 


Thickneas  of  ooal  sampled. 


A 

4413      1 

Ft. 

to. 

0 
0 

'\ 

3 

8 

0 

1 

•  • 

2 

7 

0 

'h 

0 

3 

7 
7 

!| 

B 
4414 

Ft.  to. 
0     If 

•  •         •  • 

0  ft 

1  9 
0      1ft 


0    101 

0 

2 


1 

7    lOi 
6     91 


a  Not  Included  In  nmple. 

Section  A  (sample  4413)  was  measured  2,000  feet  southwest  of  the  shaft,  in  room  25, 
off  west  entry  4  on  the  south  side. 

Section  B  (sample  4414)  was  measured  1,000  feet  north  and  200  feet  east  of  the 
shaft,  in  east  entry  4  on  the  north  side. 

The  bed  was  also  measured  and  sampled  at  two  points  by  G.  S.  Pope,  as  described 
below: 

Sections  of  coal  bed  in  No.  9  mine  at  Harrisburg. 


Isbantory  No 

Coal 

Sulphur* 

CoaST. 

Suldbur* 

Mouier  ooal 

Coal 

Sulphur* 

CoaL. 

Thickneas  of  bed 

Thickneas  of  ooal  sampled 

*  Not  Included  In  sample. 
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Sample  7420  was  taken  3,000  feet  southwest  of  shaft,  off  south  entry  4,  off  west 
entry  4. 

Sample  7421  was  taken  1,200  feet  northeast  of  shaft,  in  room  3,  off  east  entry  6. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  123;  Bureau  of  Mines  Bull.  23,  pp.  61,  169; 
washing  tests:  U.  S.  Geoi.  Survey  Bull.  332,  p.  123;  Bull.  336,  pp.  14, 16;  coking  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  124;  Bull.  336,  pp.  22,  28,  38. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  90;  also  U.  S.  Geol.  Survey 

Bull.  332,  p.  123. 

HARRiBBURa.    No.  4  Mine. 

Sample. — ^Bituminous  coal;  Illinois  field;  (Ann  Arbor  No.  12)  analyses  Nos.  7501 , 
7502  (p.  91). 

Mine. — No.  4,  a  shaft  mine  i  mile  south  of  Hanisbiug  (in  the  city  limits),  on  the 
Big  Four  Railroad. 

Coal  bed. — No.  5.  Carboniferous  age,  Carbondale  formation.  The  bed  is  5  to  6  feet 
thick,  with  strong  shale  toot  and  fire-clay  floor. 

Bed  was  measured  and  sampled  by  P.  M.  Riefkin  on  March  23,  1909,  as  shown 

below: 

Sections  of  coal  bed  in  No.  4  mine,  \  mile  south  of  Earriebwrg. 


LabontoryNo. 
Roof,ahale. 

Coal 

Sulphur. 


Bnlphur. 
CoaL.... 
Bnlnhur. 


BulDhur 

Mother  coal. 

Coal 

Bnlphur. 


Bulphor. 


Bulphor. 
Co«3l.... 
Bulidiur. 


Floor,  fire  clay. 
Thlckneasofbed. 


Thlckneas  of  coal  sampled. 


7501 
Ft.    in. 

7C02 
Ft.    in. 

0     84 

0     1 
aO       k 

0     8 

aO        1 

0       tV 

0    A 

0    10 

"8  2^ 

0     5^ 

aO        } 

•  «         •  • 

•  •          •  • 

0       1 

0      6f 

OO       } 

0      1 

e     tV 

0      4 

1      0 

0      A 

•  0       1 

0      8 

0     9 

aO       1 
0      A 
•  0      A 

oO       i 

1      2 

•  •         •  • 

0      8 

*  •          •  • 

6      2A 

5      2A 

6      A 

6     1« 

a  Not  included  in  sample. 

Sample  7501  was  taken  in  south  entry  8,  off  main  east  entry.  It  was  wet  when 
taken. 

Sample  7502  was  taken  in  north  entry  2,  off  main  east  right  entry.  It  was  damp 
when  taken. 

Notes. — In  1909  the  following  sizes  of  coal  were  prepared:  Below  1}  inches,  sold  as 
screenings;  1}  to  2  inches,  steam  size;  2  to  3  inches,  domestic;  over  3  inches,  lump. 
The  maximum  capacity  of  mine  was  about  1,900  tons  per  day. 

For  results  of  illuminating-gas  tests  of  this  coal,  see  Bureau  of  Mines  Bull.  6,  pp. 
34,  47. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  91. 

SANGAKON  C0T7NTY. 

Auburn.    Auburn-Alton  Mine. 

Sample. — ^Bituminous  coal;  Illinois  field;  (IlUnoia  No.  27)  analyses  Nos.  2897, 
2898  (p.  91). 

Mine. — ^Auburn-Alton;  Springfield  district;  a  shaft  mine  at  Auburn,  on  the  Chicago 
A  Alton  Railroad. 


ILLINOIS:   SANGAMON   COUNTY. 
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Coal  6«f.— Herrin  coal  (Bellville,  No.  6)  of  the  United  States  Geological  Survey. 
Carboniferous  age,  Oarbondale  formation.  Thickness,  6  feet  to  7  feet  6  inches,  at  this 
mine,  averaging  6  feet  8  inches;  roof,  laminated  black  shale  which  does  not  stand 
exposure  to  the  air;  coal  is  left  for  a  roof;  floor,  gray  fire  clay. 

Two  sections  were  measured  and  sampled  by  J.  W.  Groves  and  W.  J.  von  Borries 
on  February  8,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Auhwm-Alton  mine  at  Auburn. 


Section 

Laboratory  No 

Roof,  shale. 

Roof  coals 

Coal 

Shalea 

Salphur 

CoaT. 

Sulphur  o 

Shale  and  sulphur  a 

Coal 

Sulphur 

Shalea 

Coal 

Sulphur  • 

Shale  and  sulphur  a 

Coal 

Sulphur  « 

Sulphur  o 

Coal 

Blue  band  a 

Coal 

Floor,  fire  clay. 

Thickness  of  section 

Thickness  of  coal  sampled. 


A 

2897 

Ft,  in,  1 

0    10 

1    10 

0      h 

6  *n 
0      1 

■ 

2      0 

0      k 

i    3 

« 

0      h 

0    10 

7  ^ 
6     6| 

B 


Ft.  in. 

0  10 

0  8 

0  "\ 

0  71 

6  'i 

0  8 

0  '  \ 

0  3 

0  ft 


0 
0 

1 

0 
0 
0 

€S 

4t 


6 
2* 

3 
0 


7      6] 
6     81 


a  Not  hiduded  in  sample. 


Section  A  (sample  2897)  was  measured  in  south  entry  7,  2,000  feet  southeast  of 
the  shaft. 

Section  B  (sample  2898)  was  measured  in  the  south  entry  1,  1,400  feet  south  of 
the  shaft. 

Notes, — The  coal  is  hard  and  the  bed  contains  shale  and  '^  sulphur'*  in  streaks  and 
bands.    The  rated  capacity  of  the  mine  in  1906  was  700  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  105;  Bureau  of  Mines  Bull.  23,  pp.  61,  158; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  106;  Bureau  of  Mines  Bull.  113, 
pp.  122,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  106;  Bull.  336,  p.  14; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  3.32,  p.  106;  Bull.  336,  pp.  14,  22,  38. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  91;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  105. 

Sprinqpield.    Mine  No.  2. 

Sample. — Bituminous  coal;  Illinois  field;  (Illinois  No.  14)  analyses  Nos.  1704, 
1705  (p.  91). 

Mine. — No.  2;  Springfield  district;  a  shaft  mine  on  the  east  side  of  Springfield,  on 
the  Illinois  Central  Bailroad. 

Coal  bed. — Springfield  coal  (No.  5)  of  the  United  States  Geological  Survey.  Car- 
boniferous age,  Oarbondale  formation.  The  bed  is  nearly  level,  dipping  about  IJ®  E. 
Shaft,  245  feet  deep.  The  thickness  of  the  coal  varies  from  5  to  7  feet,  averaging  5 
feet  11  inches.  There  is  a  hard  black  shale  roof  that  contains  some  sulphur  balls, 
and  is  generally  good.  The  floor  is  a  gray  fire  clay  with  a  mixture  of  shale;  in  places 
it  scales  off,  and  pieces  are  shoveled  up  with  the  coal  in  loading  mine  cars. 
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The  bed  was  meafnired  and  sampled  at  two  points  by  J.  W.  Groves  on  June  10, 
1905,  as  noted  below. 

Sections  of  coal  bed  in  No.  2  mirUj  at  Sprinffjield. 


Sectkm 

Laboratonr  No 

Roof,  shale. 

Coal 

Mother  coal 

Coal 

Shale 

Coal 

Tlwkj,  fin  clay. 

Tliickness  of  section 

Thickness  of  coal  sampled 


A 

B 

1704 

1706 

Ft.  in. 

FL    ifL 

2     0 

1      3 

0      i 

0       ft 

1     6 

1      6 

0      1 

0       ft 

2      4 

3     3 

I  n 

5    111 
5    111 

Section  A  (sample  1704)  was  measured  in  room  30,  off  south  entry  21, 1  mile  south- 
east of  the  shaft. 

Section  B  (sample  1705)  was  measured  in  entry  16,  off  stub  entry  4,  4,000  feet 
northeast  of  the  shaft. 

Notes. — ^The  coal  from  this  mine,  like  that  from  others  in  this  field,  is  tough  and 
hard.  The  faces  of  the  bed  are  not  prominent:  there  are  no  r^;ular  partings,  but  some 
very  thin  streaks  of  shale.  The  *  *  sulphur  *  *  showing  is  mostly  in  thin  vertical  streaks. 
In  1905,  the  tipple  had  2}-inch  bar  screens,  and  revolving  screens  with  2-inch,  l^-inch 
and  }-inch  openings,  making  4  sizes  of  coal.  The  rated  capacity  of  the  mine  in  1905 
was  900  to  1,000  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Siurvey  Bull.  290,  p.  80;  Bureau  of  Mines  Bull.  23,  pp.  60,  153;  pro- 
ducer-gas tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  81;  Bureau  of  Mines  Bull.  13,  pp. 
113,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  82;  Bull.  336,  p.  12. 

For  chemical  luialyses  see  Part  I  of  this  bulletin,  p.  91 ;  also  U.S.  Geol.  Survey  Bull. 

290,  p.  80. 

WELLIAK80N  COUNTY. 

Bush.    Bush  No.  1  Mine. 

Sample. — ^Bituminous  coal:  Illinois  field;  (Illinois  No.  12)  analyses  Nos.  1683,  1688 
(p.  91). 

Mine. — Bush  No.  1;  at  Bush,  on  the  St.  Louis,  Iron  Mountain  &  Southern  Railway. 

Coal  bed.—'Kernn  coal  (No.  6).  Carboniferous  age,  Carbondale  formation.  Nearly 
horizontal,  and  very  even,  the  only  disturbance  being  a  few  roof  rolls.  There  are  no 
clay  veins.  The  roof  is  poor,  a  shale  that  does  not  stand  exposure  well,  and  from  1) 
to  2  feet  of  coal  is  left  for  a  roof  in  working.  The  floor  is  a  soft  gray  fire  clay,  some  of 
which  may  be  shoveled  up  in  loading  mine  cars. 

Two  sections  were  measured  and  sampled  by  J.  W.  Groves  on  June  1, 1905,  as  shown 

below: 

Sections  of  coal  bed  in  Bush  No.  1  mine  at  Bush. 


Section 

Laboratory  No 

Roof,  coal. 

Coal 

Sulphur  • 

Shalea 

Coal 

Shale  and  solnhnr  • 

Shale« 

Coal 

Shale  and  sulphur  « 

Coal 

Flnor,  fire  clay. 

Thickness  of  section. 

Thickness  of  coal  sampled 

a  Not  included  in  sample. 


A 

B 

1683 

1688 

Ft.   in. 

FL    In. 

2      4 

1     8 

0      2 

•  •         •  • 

•  ■         *  ■ 

0      i 

2      4 

a  10 

0      1 

•  •      •  • 

.  • 

0      1 

1      4 

0     8 

•  «         •  • 

0    U 

*  •         *  • 

1     0 

6      3 

e    5| 

6     0 

6     3 
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Section  A  (sample  1683)  was  measured  1,000  feet  northeast  of  the  shaft  in  room  10, 
off  east  entry  1. 

Section  B  (sample  1688)  was  measured  1,000  feet  northwest  of  the  shaft  in  north 
entry  1. 

Notes. — ^The  coal  from  this  mine,  like  that  from  some  others  in  this  field,  is  tot^h, 
hard,  and  brittle,  and  withstands  storage.  The  bed  carries  streaks  of  "sulphur''  and 
gray  shale.  In  this  mine  the  partings  are  thin,  of  paper-like  shale,  and  irregular. 
Lenticular  sulphur  balls  occur  in  the  coal.  In  1905  the  sizes  of  coal  produced  were 
1,  2,  3,  4,  and  6  with  revolving  screens  of  3-inch,  Ij-inch,  {-inch,  and  i>inch  mesh. 
Coal  passing  through  a  3-inch  screen  was  washed. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows—steaming  tests: 
TJ.  S.  Geol.  Survey  Bull.  290,  p.  75;  Bull  332,  p.  83;  Bureau  of  Mines  Bull.  23,  pp. 
60,  150;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  84;  washing  tests:  TJ.  S. 
Geol.  Survey  Bull.  290,  p.  76;  Bull.  336,  p.  12. 

For  chemical  analyses  see  Part  I  of  this  bulletin,  p.  91;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  74;  Bull.  332,  p.  83. 

Cabtbbville.    Daw's  Shaft. 

Sample. — ^Bituminous  coal;  Illinois  field;  (Illinois  No.  11)  analysis  No.  1634  (p.  91). 

Mine. — ^Daw's;  a  shaft  mine,  near  Carterville,  on  the  Illinois  Central  Railroad. 

Coal  bed. — ^The  coal  worked  at  this  mine  is  locally  called  the  Big  Muddy,  correlated 
with  the  Herrin  coal  (No.  6)  of  the  United  States  Geological  Survey  reports.  It  is 
of  Carboniferous  age,  Garbondale  formation. 

The  mine  was  measured  and  sampled  by  J.  S.  Burrows  on  May  18,  1905,  as  shown 
below: 

Section  of  coal  bed  in  Daw^s  shaft  at  Carterville. 


Bectfon 

Laboratory  No 

Coal 

Bhatea 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled . 


A 

1634 

fl 

in. 

7 

0 

0 

^ 

1 

lOJ 

0 

1 

8 

lOf 

a  Not  included  in  sample. 

The  sample  was  taken  from  the  face  of  the  north  entry,  off  the  straight  west  heading. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Siurvey  Bull.  290,  p.  70;  Bureau  of  Mines  Bull.  23,  pp.  59,  150; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  72;  Bureau  of  Mines  BuU.  13, 
pp.  112,  273;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  74;  Bull.  336,  pp.  21,  28, 
37;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  60,  53,  56,  59,  62. 

For  chemical  analyses  see  Part  I  of  this  bulletin,  p.  91 ;  also  U.  S.  Geol.  Survey  Bull. 
290,  p.  69. 

Cabtbbville.    No.  8  Mine. 

Sample. — ^Bituminous  coal;  Illinois  field;  analyses  Nos.  5238,  5215  (p.  92). 

Mine. — No.  8,  a  shaft  mine,  1}  miles  north  of  Carterville,  Williamson  County,  on  the 
Illinois  Central  Railroad,  in  sec.  35,  T.  8  S.,  R.  1  E. 

Coal  bed. — ^Herrin  coal  (No.  6) ;  Carboniferous  age,  Garbondale  formation.  Thickness, 
about  7  feet  9  inches;  roof,  slate;  floor,  fire  clay. 
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ANALYSES  OF  COALS. 


The  bed  was  measured  and  sampled  at  two  points  by  G.  S.  Pope,  on  June  28, 1907, 
as  shown  below: 

Sections  of  coal  bed  in  No,  8  mine,  1\  miles  north  of  CarterviUe, 


Laboratory  No 5288  5215 

Roof,  slate.  Ft.  in.       Ft.  in. 

CmI 

Bone 

Coal 

Mother  ooal 

Coal 

Mother  coal 

Coal 

Shale 

Coal 

Slate 

Coal 

Shale 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled 

•  Not  inchided  in  sample. 

Sample  5238  was  taken  500  feet  north  and  2,900  feet  west  of  the  shaft,  in  room  5,  off 
north  entry  12,  on  the  west  entry. 

Sample  5215  was  taken  2,200  feet  north  and  2,200  west  of  the  shaft,  in  room  13,  off 
west  entry  2,  off  north  entry  4.    The  samples  were  dry  when  taken. 

Notes. — In  1907  all  coal  was  washed  except  egg  and  6-inch  lump.  Boom-and-pillar 
method  of  mining;  no  machines  used;  drilling  done  by  hand.  The  daily  output  of 
the  mine  in  June,  1907,  was  1,000  tons. 

For  chemical  analyses  of  this  coal,  see  Part  I  of  this  bulletin,  p.  92. 

Herrin.    No.  7  Mine.  • 


Sample. — ^Bituminous  coal;  Illinois  field;  (Illinois  No.  16)  analyses  Nos.  1731, 1732, 
and  analyses  Nos.  3629,  3632,  3636  (pp.  92,  93). 

Mine. — No.  7;  Big  Muddy  district;  at  Herrin,  on  the  Illinois  Central  lUilroad. 

Coal  bed. — Henin  coal  (No.  6)  of  the  United  States  Geological  Survey;  Carboniferous 
age,  Carbondale  formation.  At  this  mine  the  bed  as  a  whole  is  horizontal  with  local 
hollows  in  the  floor  and  rolls  in  the  roof.  The  bed  is  from  6  feet  to  9  feet  6  inches  thick, 
with  an  average  thickness  of  8  feet  9  inches,  and  has  a  number  of  partings  of  mother  coal 
and  paper-like  shale.  The  roof  is  a  massive  gray  somewhat  sandy  shale  cut  by  vertical 
joints;  falls  in  thick  Layers  on  exposure.  Local  rolls  cut  out  some  of  the  coal  in  places. 
The  floor  is  generally  good,  a  hard  fire  clay,  averaging  18  inches  thick.  In  places  it 
is  scaled  off  with  the  coal  by  shoveling. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  by  J.  W.  Groves 
on  June  16,  1905.    The  sections  were  as  follows: 
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Sections  of  coal  bed  in  No.  7  mine  at  Herrin, 


86ctkiii 

Laboratory  No 

Roof,  shale. 

Topooal* 

Coal 

Butohora 

If  othor  cofld 

Coal 

Shale,  regular  parting 

Mother  coal 

Coal 

Mother  coal 

Shale  and  mother  ooal 

Coal 

Sulphur 

Shale 

Coal 

Mother  coal 

Coal 

Bhie  band  a 

Coal 

Floor,  fire  day. 

Thickness  of  section. 

Thickness  of  coal  sampled 


B 

1732 

Ft.  in. 


0 
0 

0 
0 

i 

0 

m  m 

1 

0 

i 

0 

1 

0 
2 

8 
8 


8 


3 


3 


6 

7» 

2 

0 


a  Not  included  in  sample. 

Section  A,  sample  1731,  was  measured  at  a  point  2,300  feet  southwest  of  the  shaft, 
in  room  17,  off  south  entry  6,  west  side. 

Section  B,  sample  1732,  was  measured  2,400  foot  northeast  of  the  shaft,  room  14, 
off  north  entry  5,  east  side. 

The  bed  was  also  measured  and  sampled  at  three  points  by  K.  M.  Way.  Sample 
3629  was  taken  at  a  point  2,400  feet  west  of  shaft.  The  sample  included  a  7-foot  cut. 
It  was  taken  from  north  straight  entry.  Sample  3632  was  taken  2,250  feet  northwest 
of  shaft;  83-inch  cut.  Sample  3636  was  taken  west  of  shaft,  1,800  feet  north;  7-foot 
cut. 

Notes. — ^The  coal  from  this  mine,  like  that  from  many  others  in  this  field,  is  brittle 
and  bright,  the  top  coal  being  the  hardest.  Room-and-pillar  system  of  mining  used 
in  1905,  and  coal  shot  from  solid.  In  general  about  7  feet  of  the  lower  part  of  the  bed 
was  mined,  leaving  16  to  24  inches  for  a  roof.  The  top  coal  was  shot  down  and  loaded 
when  the  rooms  were  ready  to  be  abandoned.  The  rated  capacity  of  the  mine  in  1905 
was  1,000  tons  per  day.  The  unwashed  sizes  made  were:  Lump,  over  6-inch  screen; 
egg,  through  6-inch  and  over  3-inch  screen.  The  washed  sizes  were  4, 3,  and  2,  through 
{-inch,  1-inch,  and  l}-inch  holes,  respectively.  The  refuse  from  the  washer  went  to 
the  dump. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  86;  Bureau  of  Mines  Bull.  23,  pp.  60,  153; 
producer-gas  tests:  TJ.  S.  Geol.  Survey  Bull.  290,  p.  86;  Bureau  of  Mines  Bull.  13, 
pp.  114,  273;  washing  testa:  U.  S.  Geol.  Survey  Bull.  290,  p.  87;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  88;  Bull.  336,  pp.  21,  28,  37;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  92,  93;  also  U.  S.  Geol.  Sur- 
vey Bull.  290,  p.  85;  Bull.  332.  p.  107. 

Marion.    No.  3  Mine. 

Sample.— BitwannoMB  coal;  Illinois  field;  (Illinois  No.  3)  analyses  Nos.  1170, 1171 
(p.  93). 

Mine.So.  3;  a  shaft  mine,  at  Marion  on  the  Chicago  &  Eastern  Illinois  Railroad. 

Coal  hed.—'Eemn  coal  (No.  6)  of  the  United  States  Geological  Survey,  known 
locally  as  the  Carterville.  Carboniferous  age.  Carbondale  formation.  Thickness,  at 
mine,  fairly  uniform;  dip,  nearly  flat;  cover,  at  this  mine,  about  100  feet. 

45889**— Bull.  22,  pt  2—13 ^13 
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The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  October  3, 
1904,  as  shown  below: 

8eetum$  of  coal  bed  in  No,  3  mine  at  Marion. 


Labontory  No.., 


Coal , 

fihaleo... 

CodT.... 


Coal. 


Tbfekaen  of  bed 

Thlckaaw  of  ooal  mined. 


7     IJ 
6    10 


•  Not  Included  In  nam  pie. 

Section  A  (sample  1170)  was  measured  in  southwest  entry  3. 

Section  B  (sainple  1171)  was  measured  in  ncnrth  entry  1  on  the  east  side  of  the  mine. 

Notes. — ^The  output  of  the  mine  in  1904  was  about  1,500  tons  a  day.  About  half  of 
the  product  was  sold  for  domestic  use,  the  other  half  for  factory  and  ndlroad  supply. 
The  coal  was  nearly  all  shipped  through  Chicago  to  the  Ncnrthwest. 

For  resultB  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  441;  Bull.  261,  p.  80;  Bureau  of  Mines  Bull. 
23,  p.  89;  producer-gas  tests:  U.  S.  Geol.  Survey  Ph>f.  Ptiper  48,  p.  1042;  Bull.  261, 
p.  91;  Bureau  of  Mines  Bull.  13,  pp.  109, 272;  washing  tests:  U.  S.  Qeol,  Survey  Ptof. 
Fitper  48,  p.  1466;  Bull.  261,  p.  66;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48, 
p.  1334;  Bull.  261,  p.  123. 

For  chemical  amdyses  see  pert  I  of  this  bulletin,  p.  93;  also  U.  S.  Geol.  Survey  Pkof. 
Fitper48,  p.  206;  Bull.  261,  p.  36. 

INDIANA. 

OLAT  OOXJMTY. 

Bhazil.    No.  4  Mine. 

Sample. — ^Bituminous  coal;  block  coal  field;  (Indiana  No.  20)  analyses  Nos.  3536, 
3637  (p.  93). 

Mine. — ^No.  4;  a  shaft  mine,  at  Brazil,  and  1  mile  southwest  of  Perth,  on  the  Chi- 
cago &  Eastern  Illinois  Railroad. 

Coal  bed. — Locally  known  as  the  "Brazil  Block  bottom  bed."  Carboniferous  age, 
Pottsville  formatbn.  It  lies  nearly  flat,  and  is  reached  by  a  shaft  148  feet  deep.  The 
thickness  is  fairly  uniform,  averaging  3  feet  7  inches.  The  roof  is  a  black  shale.  The 
floor  is  shale;  in  places  there  are  2  feet  of  ' 'blackjack"  below  the  coal,  and  in  places 
2  feet  ci  shale. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  by  K.  M.  Way» 
F.  B.  Tough,  and  J.  W.  Groves,  as  shown  below: 

Seetioni  of  coal  bed  in  No.  4  mine  at  Brazil. 


SeetleD 

Laboratory  No 

Boof|gny  shale: 

OQSI»s ■•••.•...••....•...••••••.•• 

Soft  coal 

MMlMreoiil 

Yloor  Mcl  AVbUKdElMdt;  ncL  B,  shale: 

Thldmees  of  bed 

TbldmessofooalsamplecL 


A 

3536 

Ft.    in. 

3     4 

0     1 


3     ft 

3     5 


B 

3637 

Ft.  in. 

0  6 

0  *6| 

3  1 

3  7} 

3  71 


r 
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Sectton  A  (sample  3536)  waa  measured  in  the  main  south  entry,  800  feet  southeast  of 
the  shaft. 

Section  B  (sample  3537)  was  measured  in  west  entry  2,  north  side,  600  feet  northwest 
ol  the  shaft. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows:  briquetting 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  146;  washing  tests:  U.  S.  Geol.  Survey  Bull. 
332,  p.  145;  Bull.  336,  p.  14. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  93;  also  U.  S.  Geol.  Survey  Bull. 
332,  p.  145. 

DAVIE 88  COUNTY. 

MONTOOMERY.      No.  3  MiNE. 

Sample. — ^Bituminous  coal;  block  coal  field;  analyses  Nos.  3510,  3511  (p.  93). 

Mine. — ^No.  3;  1  mile  west  of  Montgomery. 

The  coal  bed  was  measured  and  sampled  in  1906  by  J.  W.  Groves  and  J.  B.  Tough. 

Sample  3510  was  taken  from  room  4,  off  north  entry  12,  2,000  feet  north  of  bottom  cl 
shaft. 

Sample  3511  was  taken  from  west  entry  2  on  the  south  side,  900  feet  southwest  of 
bottom  of  shaft. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  93. 

aBEEN  COUNTY. 

Linton.    Black  Greek  Mine. 

Sample. — Bituminous  coal;  block  coal  field;  (Indiana  No.  15)  analyses  Nos.  3473, 
3474  (p.  93). 

Mine. — Black  Creek;  a  shaft  mine  2  miles  west  of  Linton,  on  the  Southern  Indiana 
Railroad. 

Coal  bed. — No.  4  of  the  Indiana  Geological  Survey.  Carboniferous  age,  Carbondale 
formation.  The  thickness  at  this  mine  is  fairly  uniform,  averaging  4  feet  4  inches 
of  clean  coal.  The  bed  lies  nearly  flat,  dipping  southwest  about  5  feet  in  a  mile, 
and  is  reached  by  a  shaft  90  feet  deep.  The  roof  is  a  gray  shale;  about  18  inches 
of  it  falls  readily,  or  is  taken  down.  The  floor  is  a  firm  gray  shale,  about  3  inches 
thick,  underlain  with  sandstone.  The  bed  carries  no  regular  partings,  but  has  some 
local  streaks  of  shale  and  mother  coal.  The  coal  is  hard,  brittle,  of  a  dull-black 
color,  and  shows  a  little  brittle  sulphur. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine 
by  J.  W.  Groves  on  July  30,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Black  Creek  mtn«,  2  miles  northwest  of  Linton, 


Section. 

A 

3473 

Ft.    in. 

2  0 
0      1 

3  7 

•  •         •  • 

4  7} 
4      7| 

B 

Laboratory  No 

8474 

Roeff  gray  shale. 

Ft.  in. 
1     3 

Mottaerooal 

fibale 

0      1 

CaO. 

1      6 

Mother  coal 

0      k 

CoaL 

1      4 

Floor,  giAy  shala. 

innckness  of  co^l  bed 

*  4 
4      11 

Thickness  of  coal  samnled 

Section  A  (sample  3473)  was  measured  in  room  33,  off  southeast  entry  6,  2,000 
feet  southeast  of  the  shaft. 

Section  B  (sample  3474)  was  measured  in  room  26,  off  northeast  entry  6,  1,900 
feet  northeast  of  the  shaft. 
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For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  135;  Bureau  of  Mines  Bull.  23,  pp.  62,  163; 
producer-gas  tests:  XJ.  S.  Greol.  Survey  Bull.  332,  p.  136;  Bureau  of  Mines  Bull.  13, 
pp.  132,  273. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  93;  also  U.  S.  Greol.  Survey 
BuU.  332,  p.  136. 

Linton.    White  Rabbit  Mine. 

Sample. — ^Bituminous  coal;  block  coal  field;  (Indiana  No.  16)  analyses  Nos.  3475, 
3476  (p.  94). 

Mine. — White  Rabbit;  4  miles  west  of  Linton,  on  the  Vandalia  Raihoad. 

Coal  bed. — No.  5  of  the  Indiana  Greolpgical  Survey.  It  is  over  7  feet  thick  in 
places.  Carboniferous  age,  Carbondale  formation.  The  bed  lies  nearly  flat,  and  is 
worked  by  a  shaft  95  feet  deep.  The  roof  is  a  hard  shale,  containing  many  sulphur 
balls.  The  floor  is  blackjack,  or  coal  high  in  ash  with  a  few  paper-like  streaks  of 
shale.  The  bed  has  sulphur,  "bony"  coal,  and  shale  partings.  These  partings  are 
not  regular  in  thickness. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine 
by  J.  W.  Groves  and  F.  B.  Tough  on  July  31,  1906,  as  shown  below: 

Sections  of  coal  bed  in  White  Rabbit  minCf  4  miles  icest  of  Linton. 


Section. 

Laboratory  No. . 
Roof,  shale. 

Coal 

Bone  coal  a. 

Sulphur 

Coal , 

Sulphur 

Mother  coal. 

Coal 

Sulphur 


BUlpI 

Cod. 


Bone  coal  and  sulphur  a. 
Shalea 

Coal 

Sulphurs 

Cod* 

Shale  a 

Coal 


Floor,  blackjack. 

Tnickness  of  coal  bed. 


Thickness  of  coal  sampled. 


A 

L 

3475      1 

Ft. 

in. 

1 

8 

0 

2i 

0 

0 

•  • 

7 

0 

1 

1 

7 

0 

H 

•   • 

1 

i 

•  • 

h 

0 

2 

0 

2 

1 

0 

7 
6 

?ft 

B 
3476 
Ft.  M. 
1      4 


!  0* 


6  im 


a  Not  included  in  sample. 


Section  A  (sample  3475)  was  measured  in  the  main  west  entry,  650  feet  west  of 
the  shaft. 

Section  B  (sample  3476)  was  measured  in  room  7  of  southeast  entry  2,  500  feet 
southeast  of  the  shaft. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  137;  Bureau  of  Mines  Bull.  23,  pp.  62,  163; 
producer-gas  tests:  TJ.  S.  Geol.  Survey  Bull.  332,  p.  137;  Bureau  of  Mines  Bull.  13, 
pp.  132,  273. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  94;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  137. 
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KNOX  COUNTY. 


BiCKNBLL.    Linn  Mine. 

Sample. — Bituminous  coal;  bituminous  coal  field;  (Indiana  No.  17)  analyses  Nos. 
3616,  3517  (p.  94). 

Mine. — Linn;  a  shaft  mine  at  Bicknell,  on  the  Vandalia  Railroad. 

Coal  bed. — No.  6  of  the  Indiana  Geolog:ical  Survey.  Carboniferous  age,  Carbondale 
formation.  The  bed  lies  nearly  flat,  and  at  this  mine  is  worked  by  a  shaft  190  feet 
deep.  Its  average  thickness  is  5}  feet.  The  roof  is  a  hard  black  shale,  containing 
many  concretions  of  pyrite.  The  floor  is  a  hard  sandy  shale,  underlain  with  sand- 
stone.   The  bed  carries  streaks  of  sulphur  and  mother  coal. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine 
by  J.  W.  Groves  and  F.  B.  Tough  on  August  6,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Linn  mine  at  Bicknell. 


Section 

lAboiatorr  No 

Roof,  hard  black  shale. 

Coal 

Sulphur , 

Strraks  of  sulphur  and  coal 

Coal 

Mother  coal 

Coal 

Mother  coal 

Coal 

Sulphur  o 

Cofll 

Floor,  sandy  shale. 

Thicknees  of  coal  bed 

Thickness  of  coal  sampled. . 


A 

3616      1 

Ft. 

in. 

0 

6 

0 

i 

0 

•  * 

8 

0 

i 

1 

11 

0 

. 

1 

2 

0 

1 

0 

Si 

5 
5 

1 

B 
3517 
Ft.    in. 
3    10 


0 
0 
0 
1 


8 


6    11 
5    11 


a  Not  included  in  sample. 

Section  A  (sample  3516)  was  measured  in  room  5^  third  north  entry,  500  feet  north- 
east of  the  shaft. 

Section  B  (sample  3517)  was  measured  in  room  4,  of  third  north  entry  on  the  west, 
250  feet  northwest  of  the  shaft. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  139;  Bureau  of  Mines  Bull.  23,  pp.  63,  163; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  139;  Bull.  336,  pp.  23,  29,  39;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  65,  68,  70,  72,  74;  Bull.  332,  p.  139. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  94;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  138. 

PABXE  COT7MTY. 

Diamond.    No.  9  Mine. 

Sample. — ^Bituminous  coal;  block  coal  field;  (Indiana  No.  19)  analyses  Nos.  3534, 
3535  (p.  94). 

Mine. — ^No.  9;  a  shaft  mine,  three-fourths  mile  northwest  of  Diamond,  on  the  Chi- 
cago &  Eastern  Illinois  Railroad. 

Coal  bed, — **  Brazil  Block  upper  bed."  Carboniferous  age,  Upper  Pottsville  forma- 
tion. Thickness  at  this  mine  averages  4  feet  4  inches,  ranging  from  4  feet  to  5  feet  4 
inches.  It  lies  nearly  flat,  and  is  worked  by  a  shaft  121  feet  deep.  The  roof  is 
poor,  a  massive  gray  shale,  overlain  with  sandstone.  The  sandstone  in  places  cuts 
out  the  shale  and  forms  a  good  roof  for  the  coal.    The  floor  is  a  white  fixe  clay. 


518 


ANALYSES  OF  COALS. 


Two  sectiona  were  measured  and  eampled  at  widely  separated  pointa  in  the  mine  by 
K.  M.  Way,  F.  B.  Tough,  and  J.  W.  Grovee  on  August  10, 1906,  as  shown  below: 

Sections  of  coal  bed  in  No.  9  mine,  three-finaihs  mile  northwest  of  Diamond. 


Section 

Laboratory  No. 
Roof,  ahale. 

Goal 

Splint  ooal. 

Splint 

OmI 

Splint  ooal. 

Sulphur 


Buipi 
Goal. 


Sulphur  a. 

Splint 

Ck>al 


Floor,  white  fire  clay. 
Tnicknen  of  coal  bed. 


Thidmees  of  ooal  sampled. 


A 

3586      1 

Ft. 

in. 

1 

0 

0 

2 

9 

1 

0 

li 

0 

•  • 

8 

•  • 

•  • 

•  • 

4 
4 

B 

afiS4 

Ft,   hL 

1  4 

•  •  •  • 

0  H 

0  1 

..  I 

1  10 
0  « 

0  2 

1  2 

4  9i 

4  8| 


•  Not  Inchxded  in  aamide. 

Section  A  (sample  3535)  was  measured  in  room  3,  of!  north  entry  2,  on  the  east  side, 
500  feet  east  of  the  shaft. 

Section  B  (sample  3534)  was  measured  in  room  1,  north  entry  2, 1,200  feet  southwest 
of  the  shaft. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  144;  Bureau  of  Mmes  Bull.  23,  pp.  63,  164; 
briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  144. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  94;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  143. 

ROSBDALE.   ROBEDALE  MiNE. 

Sample. — ^Bituminous  coal;  block  coal  field;  (Indiana  No.  10)  analyses  Nos.  1853, 
1854  (pp.  94, 95). 

Mine. — ^Rosedale ;  a  shaft  mine  near  Roeedale,  on  the  Vandalia  Railroad. 

Coal  6ecf.— No.  3  of  the  Indiana  Geological  Survey.  Carboniferous  age,  Pottsville  (7) 
formation.  It  lies  nearly  flat,  and  is  worked  by  a  shaft  750  feet  deep.  Its  thickness  is 
about  6  feet.  The  roof  is  of  sandstone.  The  floor  is  "blackjack,''  or  black  shale,  3  to 
4  inches  thick,  with  sandstone  below. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine  by 
W.  J.  von  Borries  and  J.  W.  Groves  on  July  19, 1905,  as  shown  below: 

Sections  of  coal  bed  in  Rosedale  Mine,  near  Rosedale. 


Section 

LaboiatofyNo.. 

Roof,  aandatone. 

Coal 


Mother  ooal. 

Shale 

Ooal 

Blackjack  a. 

Sulphur 

OoaL. 


Shale  and  sulphur  a. 

Sulphur  a 

Cool. 


Sulphur  a. 

Shale 

Coal. 


BbMkJacka. 

Coal 

Sulphur 

Coal. 


Floor:  Section  A,  black  shale  and  sandstone;  section  B,  blackjack  and  sandstone. 

Thickness  of  ooal  bed 

Thickness  of  coal  sampled 


A 

1853 
Ft.    <B. 
1      1 
0       A 


1 
0 

"6 

0 


0 
6 


1  0 

0  1 

mm  «  • 

0  9 


B 

1854 
Ft.   in, 

I     0 


0 
0 

0 
0 


I 


0  » 

1  2 


0 
0 
0 
0 


6 
5 


4* 
1i 


•  Not  included  in  sample. 
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Section  A  (sample  1853)  whs  measured  in  south  entry  16,  3,000  feet  southeast  of  the 
shaft. 

Section  B  (sample  1864)  was  measured  in  north  entry  18,  3,000  feet  northeast  of 
the  shaft. 

Notes. — ^The  rated  capacity  of  this  mine  in  1905  was  1,000  tons  per  day.  The  sLzes 
shipped  were  lump,  run-of-mind,  nut,  and  slack. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  aa  follows— steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  115;  Bureau  of  Mines  Bull.  23,  pp.  62,  162; 
washing  tests:  U.  S.  Geol.  Survey  BuU.  290,  p.  116;  Bull.  336,  p.  12. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  94;  also  U.  S.  Geol.  Survey 

Bull.  290,  p.  116.  

PZXB  COUNTY. 

Atbshirb.    Ayrshire  No.  4  Minb. 

Sample, — Bituminous  coal;  block  coal  field;  (Indiana  No.  18)  analyses  Nos.  8525, 
3526  (p.  96). 

Mine. — ^Ayrshire  No.  4;  a  drift  mine  near  Ayrshire,  1  mile  southwest  of  Winslow,  on 
the  Southern  Railway. 

Coal  bed. — No.  5  of  the  Indiana  Geological  Survey.  Carbonilerousage,  Garbondale 
formation.    Average  thickness,  4  feet  9  inches;  roof,  gray  shale;  floor,  gray  fire  clay. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine  by 
J.  W.  Groves  and  F.  B.  Tough  on  August  8, 1906,  as  shown  below: 

Sections  of  coal  bed  in  Ayrshire  No.  4  mine  at  AyrMre. 


Boctkni. ......... 

LfttxsntoryNo... 
Roof,  gray  shale. 

CmI 

Butphur*.... 


Butpl 
Cod. 


Hardooal 

Sulphur 

CoaL 

Mother  ooal 

Coal 

Mother  ooal 

CoaL 

Flow,  gray  fire  clay. 

Tmckxiess  of  ooal  bed 

Thioknen  of  ooal  sampled. 


A 

8925 

Ft. 

<«. 

0 

11 

0 

k 

0 

4 

0 

S 

*i 

•  • 

6 

0 

1 

1 

•  * 

0 

•  • 

4 

•  • 

4 

• 

B 

3696 

J^    in. 

e  10 

0     Ik 
0     5 


0 
0 
0 
0 
0 

1 


11 

\ 

11 


rsft 


a  Not  included  in  sample. 

Section  A  (sample  3525)  was  measured  in  west  entry  10,  8,400  feet  south  of  the 
slope  opening. 

Section  B  (sample  3526)  was  measured  in  room  11  off  south  entrj  6, 3,400  leet  south 
of  the  slojM  ojMning. 

Notes. — ^The  sizes  of  steaming  coal  produced  in  1905  were  lump,  nut,  and  alack. 
The  slack  was  washed. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Creol.  Survey  Bull.  332,  p.  141;  Bureau  of  Mines  Bull.  23,  pp.  62, 163; 
producer-gas  tests:  U.  8.  Creol.  Survey  Bull.  332,  p.  142;  Bureau  of  Mines  BuU.  13, 
pp.133,273;  cokingtests:  U.S. Geol. Survey  Bull. 332, p.  142;  Bull. 336, pp. 23, 29, 39. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  95;  also  U.  S.  Geol.  Survey 

BuU.  332,  p.  141. 

Hartwbll.    Hartwbll  Minb. 

Sample. — Bituminous  coal;  block  coal  field;  (Indiana  No.  12)  analyses  Nos.  2701 
2702  (p.  95). 

Mine. — ^HartweU;  a  diift  mine  at  HartweU,  on  the  Southern  Railway. 

Coal  bed. — No.  5  of  the  Indiana  Geological  Survey.  Carboniferous  age,  Garbondale 
fonnation.    Thickness,  fairly  uniform,  barely  averaging  5  feet;  roof,  slate;  floor,  fire 
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day.    At  tho  bottom  ol  the  bed  is  a  thin,  rather  pendstent  band  of  ahale  and 

The  bed  was  meafloied  and  sampled  at  two  widely  separated  points  in  the  mine  by 
W.  J.  von  Berries  on  December  20, 1905,  as  shown  below: 

Sections  of  coal  bed  in  Hartwell  mine  at  Hartwell. 


Labontonr  No.. 
UocLwhU. 
Ccal 

INIqMllIr. ... 

UoHhereoal. 

Coal 

8i 


Bohrfuir, 
CoJ..... 


floor,  lire  clay, 

TnieknHwofcoalbed 

Ttiiclnwi  oC  ooal  lampled. 


A 

2701 

Ft. 

in. 

1 

5 

oO 

§ 

0 

'7 

aO 

i 

0 

10 

«0 

i 

1 

10 

4 

n 

4 

8 

B 
2702 
FL  <n. 

1    .. 


2     0 

0  I 

1  10 


4    101 
4    10| 


a  Not  included  in  sample. 

Section  A  (sample  2701)  was  meafiured  in  room  7,  off  west  entry  4,  1,200  feet  north- 
west of  the  opening. 

Section  B  (sample  2702)  was  measured  in  room  3,  off  west  entry  1,  900  feet  north- 
west of  the  opening. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  129;  Bureau  of  Mines  Bull.  23,  pp.  62,  162; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  129;  Bureau  of  Mines  Bull.  13, 
pp.  129,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  130;  Bull.  336,  p.  14; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  130;  Bull.  336,  pp.  22,  23,  29,  38;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  65,  68,  70,  72,  74;  Bull.  332,  p.  130. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  95;  also  U.  S.  Geol.  Survey 

Bull.  332,  p.  128. 

Littles.    Little's  Mine. 

Sample. — Bituminous  coal;  block  coal  field;  (Indiana  No.  7)  analyses  Nos.  1824, 1825 
(p.  95). 

Mine. — Little's;  a  shaft  mine  at  Littles  on  the  Evansville  &  Terre  Haute  Railroad. 

Coal  bed. — No.  5  of  the  Indiana  Geological  Survey.  Carboniferous  age,  Carbondale 
formation.  Thickness,  at  this  mine,  uniform,  averaging  about  6  feet;  bed  lies  nearly 
flat,  and  is  worked  by  a  shaft  80  feet  deep;  roof,  massive  black  shale,  made  uneven  by 
pots  or  ridges,  which,  however,  do  not  fall,  or  give  trouble  in  mining;  floor,  black 
shale  with  coal  20  inches  to  2  feet  thick;  beneath  it  is  light-gray  fire  clay.  The  coal 
has  no  regular  partings,  but  contains  streaks  of  pyrite  and  shale. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine 
by  W.  J.  von  Berries  and  J.  W.  Groves  on  July  11,  1905,  as  shown  below: 

Sections  of  coal  bed  in  Little* s  mine  at  Littles. 


Sectkm 

Laboratorv  No 

Roof,  black  shale. 

Coal 

Sulphur  a 

Coal 

Sulphur  • 

Coal. 

Floor,  black  shale,  with  coal. 

Thickness  of  coal  bed 

Thickness  of  coal  sampled 

•  Not  included  in  sample. 


A 

1824      { 

Ft. 

in. 

5 

3 

0 

i 

0 

•  • 

9 

•  • 

6 

f 

6 

0 

B 

1S25 
Ft.   In. 
0    11 

0  I 

4  2 

0  1 

1  0 

6      2) 
0      1 
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Section  A  (sample  1824)  was  measured  in  south  entry  8,  2,000  feet  southeast  of  the 
shaft. 

Section  B  (sample  1825)  was  measured  in  the  main  east  entry,  2,600  feet  east  of  the 
shaft. 

Note, — ^The  coal  from  this  mine,  like  that  from  other  mines  working  the  No.  6  bed 
in  this  field,  is  tough  and  firm. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows-Hsteaming 
tests:  U.  S.  GeoL  Survey  Bull.  290,  p.  106;  Buieau  of  Mines  Bull.  23,  pp.  62,  160; 
producer-gas  tests:  U.  S.  GeoL  Survey  Bull.  290,  p.  107;  Bureau  of  Mines  Bull.  13, 
pp.  127,  273;  washing  tests:  U.  S.  GeoL  Survey  Bull.  290,  p.  108;  Bull.  336,  p.  12; 
c6king  tests:  U.  S.  GeoL  Survey  Bull.  290,  p.  108;  Bull.  336,  pp.  22,  29,  88;  cupola 
tests  of  coke:  U.  S.  GeoL  Survey  Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  95;  also  U.  S.  GeoL  Survey 
BuU.  290,  p.  106. 

SULLIVAN  OOTTNTY. 
DuooBR.    No.  4  Mine. 

Sample. — Bituminous  coal;  bituminous  coal  field;  (Indiana  No.  11)  analyses  Nos. 
1883,  1884  (p.  96). 

Mine. — No.  4;  a  shaft  mine  at  Dugger,  on  the  Vandalia  Railroad. 

Coal  bed. — No.  4  of  the  Indiana  Geological  Survey.  Carboniferous  age,  All^heny 
formation.  Thickness  nearly  uniform,  being  about  5  feet  2  inches.  Bed  lies  nearly 
flat,  and  is  worked  by  a  shaft  270  feet  deep;  roof,  gray  shale;  floor,  bluish  shale. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine  by 
W.  J.  von  Berries  and  J.  W.  Groves  on  July  24,  1905,  as  shown  below: 

Sections  of  coal  bed  in  No.  4  mine  at  Dugger. 


SeetUm 

IrabontoryNo 

Bocrf,  gray  shale. 

Coal 

Blackjack* 

Coal 

Solphar 

BlacUack* 

Coal 

FkMv,  sec.  A,  blae  shale;  sec.  B,  black  shale. 

Thickness  of  coal  bed 

ThicfaMBS  of  coal  sampled 


A 

1883 

Ft, 

in. 

2 

8 

0 

2 

0 

4 

0 

i 

•  • 

1 

ii 

5 

^ 

4 

111 

B 

1884 
Ft.   in. 

1     9 

?       ^ 

1  2 

•  •  •  • 

0      1 

2  2 

6     2i 
6      1 


a  Not  included  in  sample. 

Section  A  (sample  1883)  was  measured  in  room  8,  east  entry  1,  500  feet  northeast  of 
the  shaft. 

Section  B  (sample  1884)  was  measured  in  room  1,  west  entry  1,  600  feet  northwest 
of  the  shaft. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  117;  Bureau  of  Mines  Bull.  23,  pp.  62,  162; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  118;  Bureau  of  Mines  Bull.  13, 
pp.  129,  273;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  119;  Bull.  336,  pp.  22, 
29,  38;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  96;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  117. 
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Htmsra.    No.  33  Mikb. 

Sample, — ^BitummotiB  cod;  bituminous  coal  field;  (Indiana  No.  6)  analyaes  Nob. 
1773, 1774  (p.  96). 

Mine. — No.  33;  a  sfaalt  mine  at  Hymera,  on  tke  Eruuville  A  Tern  Haute  Baiboad. 

Coal  bed. — No.  5  of  the  Indiana  Geological  Survey.  Garboniferoua  age,  Cnbondale 
formation.  Thickness,  yariable;  roof,  black  shale,  with  about  4  or  5  inches  ol  "draw 
slate;"  floor,  fire  clay,  with  a  streak  of  hard  sulphurous  shale.  In  places  this  hard 
shale  is  1|  inches  thick.  The  bed  carries  no  r^:ular  partings,  but  has  occasional 
streaks  of  ''  sulphur. ' '    There  are  no  '  *  clay  veins. '  * 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine  by 
J.  S.  BuiTOWB,  W.  J.  von  BcHries,  and  J.  W.  Groves  on  June  29, 1905,  as  shown  below: 

Sedione  of  coal  bed  in  No.  SS  mine  at  Hymera. 


Section < A  B 

LaboiBtoryNo 1773  1774 

Roof:  aeo.  A,  black  abate  witb  4  incbes  of  draw  slate;  sec.  B,  slate.  Ft.   in.  Ft.   in. 

"DrawsLate"* 0   2i  .... 

Coal 6   2  ft   11 

Floor:  aeo.  A,  bard  sulphurous  sbale  and  fire  clay;  sec.  B,  fire  clay  witb  a  little 
sulpbur. 

'nudmeasofbed 6   4i  ft    11 

Tbickneas  of  ooal  sampled 6   2  ft   U 

•  Not  included  in  aampto. 

Section  A  (sample  1773)  was  measured  in  room  16,  east  entry  2, 1,600  feet  southwest 
of  the  shaft. 

Section  B  (sample  1774)  was  measured  in  east  entry  2  on  the  north  side,  1,200  feet 
northeast  of  the  shihft. 

Notee. — ^The  coal  at  this  mine  resembles  that  from  other  mines  working  in  the  same 
district.    It  is  hard,  rather  brittle,  and  has  a  glossy  luster. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
testa:  U.  S.  Geol.  Survey  Bull.  290,  p.  100;  Bureau  of  Mines  Bull.  23,  pp.  61,  160; 
producer^ias  tests:  IT.  S.  Geol.  Survey  Bull.  290,  p.  101;  Bureau  of  Mines  Bull.  13, 
pp.  124,  273;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  126;  coking  tests, 
U.  S.  Geol.  Survey  Bull.  290,  p.  102;  Bull.  336,  pp.  22,  29,  38;  cupola  tests  of  coke: 
U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  96 ;  also  U.  S.  Geol.  Survey  Bull. 
290,  p.  100;  Bull.  336,  p.  126. 

Htmera.    No.  34  Mine. 

Sample. — Bituminous  coal;  bituminous  coal  field;  (Indiana  No.  6)  analyses  Noe. 
1772, 1776  (p.  96). 

Mine. — ^No.  34;  a  shaft  mine  near  Hymera,  on  the  Evansville  &  Tene  Haute 
Railroad. 

Coal  bed. — No.  5  ol  the  Indiana  Geological  Survey.  Carboniferous  age,  Garbondale 
formation.  Thickness,  fairly  uniform,  ranging  from  5  feet  10  inches  to  6  feet  4  inches. 
The  bed  is  cut  in  places  by  ''clay  veins''  and  canries  partings  of  shale  and  sulphur. 
The  roof  is  a  bed  of  shale  4  to  6  inches  thick,  which  is  pulled  down  in  mining.  The 
floor  is  a  thin  bed  of  black  shale  1  to  1^  inches  thick,  below  which  is  fire  clay  3  leet 
thick. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine  by 
W.  J.  von  Berries  and  J.  W.  Groves  on  June  29, 1905,  as  shown  below: 
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Seetiom efeoal  hedin  No.  34  wine  tU  JBfymera. 


B&etkm. 

Lftbontafy  No 

Roof,  aeo.  A,  "draw  slate;"  sec.  B,  "draw  state"  and  gray  shale.* 
Coal 


Shale. 

Mother  ooal. 
Goal 


Mother  coal. 

ffliale , 

Goal 


Bulphiir  and  shale. 

Shale. 

Coal 


Bbale.... 

Goal 

Sulphur. 
Coal. 


Sulphur. 


CoJ. 


Floor:  seo.  A,  ahale  and  fire  olay;  seo.  B,  black  shale  and  fire  clay. 

Thlcknew  of  ooal  bed 

ThSoknesB  of  ooal  sampled. 


A 

B 

1772 

1778 

Ft.   in. 

Ft, 

in. 

1      8 

•  • 

•• 

. .     . . 

•  0 

« 

•  0       1 

•  • 

•• 

0    11 

•  0 

fl 

•  •         •  • 

•  0 

1 

aO      S 

•  • 

•• 

0     8 

1 

4 

•  •         «  « 

0 

A 

•  0     1 

•  m 

•• 

2     6 

0 

10 

oO      1 

•  0 

li 

0      8 

0 

8 

•  •         ■  • 

•  0 

« 

•  •         •  • 

1 

8 

•  •         •  • 

ao 

2 

•  *         »  • 

1 

4 

6     81 

6 

^ 

6     4 

6 

8ft 

•  Not  included  in  sample. 

Sectaon  A  (sample  1772)  was  measured  in  room  2,  off  second  east  entry  south,  300 
feet  southeast  of  the  »haf t. 

Section  B  (sample  1776)  was  measured  in  the  main  north  entry,  425  feet  north  of 
the  shaft. 

Noie$, — The  coal  from  this  mine,  like  that  from  other  mines  worldiig  in  this  diB> 
trict,  IB  hard  and  brittle,  and  has  a  glossy  luster.  The  rated  capacity  of  the  mine  in 
1905  was  90  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  fdlow»— steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  103;  Bureau  of  Mines  Bull.  23,  pp.  61-62, 160; 
producer-gas  tests:  U.  S.  Oeol.  Survey  Bull.  290,  p.  104;  Bureau  of  Mines  Bull.  13, 
pp.  126,  273;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  127;  washing  teste: 
n.  S.  Geol.  Survey  Bull.  290,  p.  105;  Bull.  336,  p.  12;  coking  teste:  U.  S.  Geol.  Survey 
BuU.  290,  p.  105;  Bull.  336,  pp.  22,  29,  38. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  96;  also  U.  S.  Geol.  Survey 
BnU.  290,  p.  103;  Bull.  332,  p.  127. 

MiLDBBD.     MiLDBED  MiNE. 

Sample.^-BitaaanoiiB  coal;  bituminous  coal  field;  (Indiana  No.  1)  analyseB 
No8. 1410, 1412  (p.  96). 

Mine. — Mildrod,  at  Mildred,  on  the  Evansville  &  Terre  Haute  Railroad. 

Coal  bed. — Known  as  No.  6.  Carboniferous  age,  Carbondale  formation.  This  coal 
undeilieB  Sullivan  County  as  a  seemingly  continuous  bed,  avenging  about  6  feet  in 
thickness.  From  ite  outcrop  east  of  Sullivan  County  it  dips  toward  the  west,  being  at 
a  depth  of  from  130  to  140  feet  in  the  vicinity  of  Mildred. 

Two  samples  were  obtained  in  the  mine  by  J.  S.  Bunows  on  November  10,  1904, 

as  shown  below: 

SecHone  of  ooal  bed  in  Mildred  mine  at  Mildred. 


Section.. 


No. 


CoaL 

Shale* 

CoaL 

Shafeo 

CoaL 

Bony  ooal*. 


Total  thidmefls  of  bed.. 
Total  thielDBH  of  ooaL. 


•  Not  inchided  in  sample. 
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Section  A  was  measured  at  the  face  of  room  4,  off  the  southwest  entry,  and  section  B 
was  measured  some  distance  east  of  section  A  at  the  face  of  room  5,  off  the  southeast 
entry. 

Notes. — ^This  mine  was  opened  in  1903.  It  was  expected  to  have  a  capacity  of  600 
tons  per  day.    The  output  in  1904  was  sold  for  steam  and  domestic  purposes. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  473;  Bull.  261,  p.  80;  Bureau  of  Mines 
Bull.  23,  p.  61;  producer-gas  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1068;  Bull. 
261,  p.  94;  Bureau  of  Mines  Bull.  13,  pp.  123,  273;  briquetting  tests;  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  1438;  Bull.  261,  p.  154;  Bull.  332,  p.  125;  washing  tests: 
U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1463;  Bull.  261,  p.  63;  coking  tests:  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  1336;  Bull.  261,  p.  123. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  96;  also  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  212;  Bull.  261,  p.  38;  Bull.  332,  p.  125. 

Star  Crrr.    No.  29  Mine. 

Sample. — Bituminous  coal;  bituminous  coal  field;  (Indiana  No.  4)  analyses  Nos. 
1775,  1807  (p.  97). 

Mine, — ^No.  29;  a  shaft  mine  at  Star  City,  on  the  Evansville  &  Terre  Haute  Railroad. 

Coal  bed, — No.  6  of  the  Indiana  Geological  Survey.  Carboniferous  age,  Carbondale 
fonnation.  It  contains  many  partings  of  shale  and  sulphur.  Its  thickness  is  &drly 
uniform,  being  between  5  feet  8  inches  and  5  feet  4.  inches.  The  roof  is  a  gray  shale, 
none  of  which  is  taken  down  in  mining.  The  floor  is  a  gray  shale.  The  bed  has  a 
few  faults  or  clay  veins.    There  are  partings  of  shale  and  thin  partings  of  sulphur. 

Two  sections  in  the  mine  were  measured  and  sampled  by  J.  S.  Burrows  on  June  28, 
1905,  as  shown  below: 

Sections  of  coal  bed  in  No.  29  mine  at  Star  City. 


Section 

Laboratory  No 

Hoof,  sec.  A,  gray  ediale:  sec.  B,  black  shalo. 

C3oal..... 

Shale,  black  a 

Coal,  mother 

Coal 

Pyrites 

Shale  a 

Coal 

Shale ,  black  o 

Shale  a 

Coal 

Shale  a 

CoaL 

Sulphur  a 

CoaL 

Floor,  sec.  A,  gray  shale;  sec.  B,  black  shale 

Thickness  of  coal  bed 

Thickness  of  coal  sampled 


A 

L 

1775     1 

Ft. 

in. 

I 

10 

0 

1 

•  • 

0 

h 

0 

\ 

•  • 

0 

2 

0 

n 

•  • 

2 

•  • 
3 

0 

f 

1 

•  • 

1 

*  • 

m  m 

6 
6 

•  • 

.1 

B 

1807 

Ft,  in. 

1  6 

2  > 

0     6 


0 
0 
0 
2 
0 
0 

6 
6 


1 
1 
1 
0 

J' 

.a 


a  Not  included  in  sample. 

Section  A  (sample  1775)  was  measured  in  room  1,  off  east  entry  13,  3,900  feet  north 
of  the  shaft. 

Section  B  (sample  1807)  was  measured  in  entry  8,  south  side,  4,000  feet  southeast 
of  the  shaft. 

Notes. — The  coal  produced  at  this  mine,  like  that  from  others  working  the  same 
bed  in  the  vicinity,  is  rather  hard  and  brittle,  and  has  a  bright  glossy  luster.  The 
bed  has  no  face  and  butt  joints.  In  mining,  the  bottom  coal  is  in  places  left  for  a 
floor  and  in  places  is  mined. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows— steaming 
i:  U.  S.  Geol.  Survey  BuU.  290,  p.  98;  Bureau  of  Mines  Bull.  23,  pp.  61, 159, 160; 
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waahing  tests:  IT.  S.  Geol.  Survey  Bull.  290,  p.  99;  Bull.  336,  p.  12;  coking  tests: 
U.  S.  Geol.  Survey  Bull.  290,  p.  99;  Bull.  336,  pp.  22,  29,  38;  cupola  tests  oi  coke: 
U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  97;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  97. 

VIGO  COUNTY. 

Macksville.    Red  Bird  Mine. 

Sample, — ^Bituminous  coal;  bituminous  coal  field;  (Indiana  No.  9)  analyses  Nos. 
1848  and  1849  (p.  97). 

Mine. — Red  Bird;  a  shaft  mine  at  Macksville,  on  the  Vandalia  Railroad. 

Coal  bed, — ^No.  7  of  the  Indiana  Geological  Survey.  Carboniferous  age,  Carbondale 
formation.  Thickness,  about  6  feet.  It  lies  nearly  flat,  and  is  worked  by  a  shaft 
97  feet  deep.  The  roof  is  bone  coal,  about  2  feet  thick.  Above  this  is  black  shale. 
The  floor  is  a  hard  black  clay.  The  coal  is  worked  ta  an  average  height  of  5  feet 
8  inches.  It  carries  no  regular  partings,  but  contains  a  great  deal  of  pyrite  in  streaks 
and  concretions. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine  by 
W.  J.  von  Borries  on  July  17,  1905,  as  shown  below: 

Sections  of  coal  bed  in  Red  Bird  mine  at  Macksville. 


Section 

laboratory  No 

Roof.  sec.  A,  black  hard  day;  sec.  B,  blue  hard  clay. 

Coal 

Mother  coal 

Coal 

Mother  ooal 

Solnhur  and  mother  coal 

Sulphur  and  mother  coal 

Shale,  sulphur,  and  coal 

Coal.. 

Coal  and  sulphur  streaks 

Coal 

Floor,  sec.  A,  black  hard  clay;  sec.  B,  blue  hard  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

L 

1848      1 

Ft. 

in. 

0 

4 

0 

i 

0 

10 

0 

1 

0 

■7 

0 

i 

*3 

"a 

0 

2 

0 

6 

5 

n 

5 

B 

FL  in. 

1  0 

1  5 

•  •  •  * 

0  i 

1  0 

•  •  •  • 

0  i 

1  3 


4 
4 


Section  A  (sample  1848)  was  measured  in  room  18,  north  entry  5,  1,900  feet  north 
of  the  shaft. 

Section  B  (sample  1849)  was  measured  in  east  entry  4,  off  north  entry  6,  2,000  feet 
north  and  10  d^;rees  east  of  the  shaft. 

Notes. — ^The  rated  capacity  of  this  mine  in  1905  was  about  400  tons,  two-fifths  of 
the  output  being  lump,  one-fifth  being  nut,  and  two-fifths  being  slack.  The  pyrite 
separated  from  the  coal  was  sold  to  manufacturers  of  sulphuric  acid,  about  100  tons 
per  month  being  shipped. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  112;  Bureau  of  Mines  Bull.  23,  pp.  62, 161-162; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  113;  Bureau  of  Mines  Bull.  13, 
pp.  127,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  114;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  114;  Bull.  336,  pp.  22,  29,  38;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  60,  53,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  97;  also  U.  S.  Greol.  Survey 
Bull.  290,  p.  112. 
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Seeltvuxb.    No.  65  Mine. 

Sample, — Bitomiiioiu  coal;  bituminous  coal  field;  (Indiana  No.  14)  anal3rse8  NO0. 
3491,  3492  (p.  97). 

Mine. — ^No.  65;  a  shaft  mine  1^  miles  east  of  Seelyville,  on  the  Vandalia  Railroad. 

Coal  bed, — ^No.  3  of  the  Indiana  <jeological  Survey.  Carboniferous  age,  Pottsville 
fonnation.  Its  thickness  is  fairly  uniform,  being  7  to  7}  feet.  It  lies  nearly  flat,  and 
is  worked  by  a  shaft  90  feet  deep.  The  roof  of  the  bed  is  a  shale,  which  falls  upon 
exposure  to  the  air;  in  entries,  18  inches  of  coal  is  left  up  for  roof.  The  floor  is  a  hard 
gray  shale.  The  bed  contains  two  regular  bands  of  shale,  which  have  a  top  and 
bottom  layer  of  shale  and  a  few  inches  of  coal  between.  In  places  the  bed  carriee 
other  bands  of  pyrite,  shale,  and  bone  coal. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine  by 
F.  B.  Tough  on  July  26, 1906,  as  shown  below: 

Seetiaiu  of  coal  bed  in  No,  96  mine,  1\  miUa  east  o/SeelyvilU. 


B 

34i3 

Ft.     Hl 

0     3 

0  .. 
..      1} 

1  11 

0       f 

0     3 

•  •  •  • 

0     1 

0  u 

•  «  •  * 

-   > 

0     8 

0     3i 

0     5 

•  •  *  • 

0     11 
3     8 


Laboratory  No 

Boor,diala. 

CqaL 

8hale« 

fiulphnr 

CoJT. 

Shale  « 

Coal 

Mother  ooal 

ahatoa 

Coal 

Bbaleo 

Bolphur 

CoeTTV 

Shale*. 

Coal 

Bone  coal  • 

Shale* 

Coal 

Bone  ooal « 

Coal 

Floor,  hard  gray  Bhale. 

ThIckneaBofcoalbed 

ThidaieaB  of  coal  oampled 


A 

3491 
Ft.    Hl 

1    11 
0     IJ 

■  •         *  • 

•  0     3 
0     1§ 
0     6 
0       f 

•  •        •  • 

1      3 
0     3 

•  «         •  • 

0     3 
0     3i 
0    11 
0     4 

•  •         •  • 

0    10 
0      5 
0     3 

I  n 

7 

6 


a 


•  Not  inchided  In  eampte. 

Section  A  (sample  3491)  was  measured  in  room  18,  off  right  entry  2,  2,400  feet  north- 
east of  the  shaft. 

Section  B  (sample  3492)  was  measured  in  room  13,  off  left  entry  3,  900  feet  south- 
east of  the  shaft. 

JVbtes.— The  coal  from  this  mine,  like  that  from  other  mines  working  the  No.  3  bed 
in  the  vicinity,  is  hard  and  brittle.  The  rated  capacity  of  the  mine  in  1906  was  1,000 
tons  per  day.    The  sizes  produced  were  run-of-mine,  lump,  nut,  and  slack. 

F(Nr  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows-^steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  134;  Bureau  of  Biines  Bull.  23,  pp.  62,  163; 
producer-gas  tests:  XJ.  S.  Geol.  Survey  Bull.  332,  p.  134;  Bureau  of  Mines  Bull.  13, 
pp.  131, 273. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  97;  also  U.  S.  Geol.  Survey  Bull. 

332,  p.  133. 

Terre  Haute.    Deep  Vein  Mine. 

Sample, — ^Bituminous  coal;  bituminous  coal  field;  (Indiana  No.  8)  analyses  Not. 
1828, 1829  (p.  97). 

Mine. — Deep  Vein;  2  miles  west  of  Terre  Haute,  on  the  Vandalia  Railvoad. 

Coal  bed. — No.  4  of  the  Indiana  Geological  Survey.  Carboniferous  age,  Carbondale 
formation.  Thickness,  fairly  uniform,  averaging  a  little  over  4  feet.  The  bed  lies 
nearly  flat,  and  is  worked  by  a  shaft  170  feet  deep.  The  roof  is  very  hard  shale,  and 
the  floor  is  fire  clay. 
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The  bed  was  measured  and  saapled  at  two  widaly  separated  points  in  the  mine 
by  J.  W.  Groves  on  July  13, 1905. 

Section  A  (sample  No.  1828)  coo^Mised  4  feet  1  inch  of  clean  coal  and  was  taken  700 
feet  southeast  of  shaft,  room  8,  of!  south  entry  4,  east  side;  section  B  (sample  No. 
1829)  comprised  4  feet  3  inches  of  coal  and  was  taken  800  feet  northwest  of  shaft, 
west  entry  6,  north  side.    Both  sections  were  taken  across  the  full  thickness  of  the  bed. 

Note. — ^The  rated  capacity  of  this  mine  in  1905  was  400  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Creol.  Survey  Bull.  290,  p.  109;  Bureau  of  Mines  Bull.  23,  pp.  62,  161; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  110;  Bureau  of  Mines  Bull.  13, 
pp.  127,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  336,  p.  12;  coking  tests:  U.  S. 
Geol.  Survey  Bull.  290,  p.  111. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  97;  also  U.  S.  Geol.  Survey  Bull. 
290,  p.  109. 

Terrs  Haute.    Home  Mine. 

Sample. — Bituminous  coal;  bituminous  coal  field;  (Indiana  No.  13)  analyses  Nos. 
3467,  3468  (p.  98). 

Mine. — Home;  3  miles  west  of  Terre  Haute,  on  the  Vandalia  Bailroad. 

Coal  bed. — Said  to  be  No.  6  of  the  Indiana  Survey.  Carboniferous  age,  Garbondale 
formation.  At  this  mine  it  lies  nearly  flat,  and  is  worked  by  a  shaft  65  feet  deep. 
The  roof  is  a  layer  of  ''  bone ''  coal  about  20  inches  thick,  overlain  with  shale.  The 
floor  is  a  light-gray  fire  clay.  The  bed  carries  a  number  of  sulphur  parUngs  of  pyrites 
and  irregtdarly  distributed  bands  of  bone  coal. 

The  bed  was  measured  and  sampled  at  two  widely  separated  points  in  the  mine  by 
J.  W.  Groves  on  July  25,  1906,  as  shown  below: 

Sections  of  coal  bed  in  the  Home  minef  3  miles  west  of  Terre  HaiUe. 


Section 

LftboiatofyNo 

Hoof,  bone  ooal. 

Bony  ooal « 

Coal 

Bnlphiira 

Mo&iroosl 

Coal 

Shale*. 

MotlMrooal 

Goal 

Bulplmf 

Bone  and  eulybur  a 

Coal. 

Sulphur  «. 

CoaT. 

Floor,  fire  clay. 

Thtekneag  of  ooal  bed 

Thiekneas  of  coal  sampled 


A 

OWr 

FL  in. 

0  4 

0  8 

0  1 

"i  7 

0  i 

•  •  mm 

0  u 

0  \ 

•  •  •  • 

0  7 

0  2 

0  5 

4  lOi 

4  2 


B 
8468 

FU  in. 

0  6 

1  1 

0  "\ 

2  h 

6  "\ 

0  7 

0  i 

0  0 

0  1 

0  7 

6  2 

6  6 


a  Not  included  in  sample. 

Section  A  (sample  3467)  was  measured  in  room  4,  off  east  entry  2,  3,000  feet  south 
ofthediaft. 

Section  B  (sample  3468)  was  measured  in  room  9,  off  south  entry  6,  3,080  feet  south- 
west of  the  shaft. 

NoU, — ^The  pyrite  in  this  mine,  as  at  some  other  mines  in  this  field,  is  colleeted  fer 
shipneiit  to  soiplMiric-acid  factories. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows— steaning 
teats:  U.  S.  Qecd.  Survey  Bull.  332,  p.  132;  Buveau  of  Ifines  Bull.  23,  pp.  62,  163; 
produoer-gas  tests:  U.  S.  Geol.  Survey  Bull.  832,  p.  132;  Bmeau  of  Rines  Bull.  IS, 
pp.  129,  273. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  98;  also  U.  S.  Geol.  Survey 
BuU.  332,  p.  131. 
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BooNYiLLE.    Bio  Four  Mine. 

Sample. — Bituminous  coal;  bituminouB  coal  field;  analyses  Nos.  1424,  1427  (p.  98). 

Mine. — ^Big  Four;  a  shaft  mine  at  Boonville,  on  the  Southern  Railroad. 

Coal  bed. — No.  5  of  the  Indiana  Geological  Survey.  Carboniferous  age,  Carbondale 
series.  Thickness,  fairly  uniform,  averaging  6  feet  near  Boonville;  roof,  black  sheety 
shale,  overlain  with  limestone.  The  bed  has  no  persistent  parting  and  is  easentially 
the  same  as  in  the  Electric  mine  (Indiana  No.  2). 

This  bed  was  measured  and  sampled  at  two  points  by  J.  S.  Burrows  on  November 
12,  1904.    There  is  no  record  of  the  sections. 

Sample  1424  was  taken  from  a  point  35  yards  from  the  main  working  face  in  the 
west  entry,  and  sample  1427  was  taken  from  room  No.  9,  off  the  main  west  entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  98. 

For  mention  of  these  samples  see  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  66. 

Boonville.    Electric  Mine. 

Sample. — Bituminous  coal;  bituminous  coal  field  (Indiana  No.  2);  analyses  Nos. 
1425, 1426  (p.  98). 

iftn«.-^Electric;  a  shaft  mine  at  Boonville,  on  the  Southern  Bailroad. 

Coal  bed. — No.  5  of  the  Indiana  Geological  Survey.  Carboniferous  age,  Carbondale 
formation.  Thickness,  fairly  uniform,  averaging  in  the  vicinity  of  Boonville  about 
6  feet;  dip,  nearly  flat;  roof,  sheety  shale,  overlain  with  limestone.  The  total  cover  ia 
about  50  feet.    The  bed  has  no  persistent  partings. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  S.  Burrows  on  November 
12, 1904.  Section  A  (sample  1425)  included  7  feet  of  clean  coal.  Section  B  (sample 
1426)  included  7  feet  6  inches  of  clean  coal.  Both  sections  were  made  the  full  thickness 
of  the  bed. 

Section  A  was  measured  in  room  4,  off  the  north  entry,  and  section  B  was  measured 
at  the  face  of  room  8,  off  the  south  entry. 

Notes. — In  1905  most  of  the  coal  mined  was  used  for  railroad  and  domestic  purposes. 
The  rated  capacity  of  the  mine  was  650  tons  per  day.  Some  of  the  product  was 
shipped  to  the  large  cities  of  the  Middle  West. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  foUown— steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  489;  Bull.  261,  p.  81;  Bureau  of  Mines  Bull. 
23,  p.  61;  producer-gas  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1079;  Bull.  261, 
p.  96;  Bureau  of  Mines  Bull.  13,  pp.  123,  273;  briquetting  tests:  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  1439;  Bull.  261,  p.  154. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  98;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  213;  Bull.  261,  p.  38. 

Boonville.    No.  3  Mine. 

Sample. — Bituminous  coal;  bituminous  coal  field;  (Indiana  No.  3) 'analyses  Nos. 
1759,  1760  (p.  98). 

Mine. — ^No.  3;  a  shaft  mine  near  Boonville,  on  the  Evansville  &  Tene  Haute 
Railroad. 

Coal  bed. — ^No.  5  of  the  Indiana  Geological  Survey.  Oarbomferous  age,  Carbondale 
formation.  Thickness  at  this  mine,  fiiirly  uniform,  avenging  a  little  over  7  feet. 
The  bed  Ues  nearly  flat  and  is  worked  by  a  shaft  45  feet  deep.  The  roof  is  of  black 
shale,  with  "pots'*  or  bell-shaped  masses  that  are  liable  to  fall  in  mining.  The  floor 
is  black  shale  and  fire  clay. 
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Two  sections  in  the  mine  were  measured  and  sampled  by  J.  W.  Groves  on  June 
27,  1905,  as  shown  below. 

Sections  of  coal  bed  in  No,  3  minCy  near  BoonvUle. 


Section 

Laboratorv  No 

Boof.  black  shale. 

Coal 

Sulphur 

Sulphur  (pyrites) 

Mother  oo^ 

Bone 

Coal 

Sulphur 

Mother  coal 

Coal 

Sulphur 

Pyrites 

Coal 

Pyrites 

Coal 

Floor,  shale. 

Thidmess  of  coal  bed . 


A 

1769 
Ft.  in, 
1     0 
0       \ 


1    10 
Trace. 


1 
0 


i 


0    10 
0       it 


2     3 


H 


B 

1760 

Ft.  in. 

0     8 

■  *         •  • 

0 14 

■?> 

2     4 

■  •         •  ■ 

0 

0     9\ 
0 
2     4 

7     61 


Section  A  (sample  1759)  was  measured  in  room  14,  northeast  entry,  1,500  feet  north- 
east of  the  shaft. 

Section  B  (sanlple  1760)  was  measured  in  room  14,  off  north  entry  2  off  west  entry, 
600  feet  northwest  of  the  shaft. 

Notes. — ^The  average  output  of  this  mine  in  1905  was  500  tons  per  day,  90  per  cent  of 
which  was  shipped  as  run  of  mine.  Very  little  lump  coal  was  shipped.  The  slack 
produced  averaged  about  10  per  cent  of  the  total  output. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull  290,  p.  95;  Bureau  of  Mines  Biill  23,  pp.  61,  159; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  96;  Bureau  of  Mines  Bull.  13,  pp. 
124,  273;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  96;  Bull.  336,  p.  12;  coking 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  97;  Bull.  336,  pp.  22,  29,  38. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  98;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  94. 

INDIAN   TERRITORY. 

Places  and  mines  formerly  included  in  Indian  Territory  are  here  listed  under 
Oklahoma. 

IOWA. 
APPANOOSE  COUNTY. 


Centervillb.    No.  3  Mine. 

Sample. — Bituminous  coal;  Iowa  field;  (Iowa  No.  4)  analyses  Nos.   1323,   1324 

(p.  99). 

Mine. — ^No.  3;  Appanoose  district;  at  Genterville,  on  the  Chicago,  Burlington  & 
Quincy,  the  Chicago,  Rock  Island  &  Pacific,  the  Iowa  Central,  and  the  Chicago, 
Milwaukee  &  St.  Paul  railroads. 

Coal  bed. — ^The  coal  bed  which  is  being  mined  covers  nearly  all  of  Appanoose  County 
and  parts  of  adjoining  counties  of  Iowa  and  Missouri.  In  the  reports  of  the  Iowa 
Geological  Survey  this  bed  is  called  the  lower  Mystic  coal.  Carboniferoiis  age, 
Henryetta  formation.  At  Centerville  it  is  found  at  a  depth  of  125  feet,  rising  gradually 
to  the  north  and  east.  At  the  mine  from  which  the  sample  was  obtained  the  coal  is 
reached  at  a  depth  of  110  feet  by  a  shaft. 

46889**— Bull.  22,  pt  2—13 14 
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Two  eectioiiB  of  the  bed  were  measuxed  and  eampled  by  J.  W.  GroTee  on  October 
28, 1904,  u  ahown  below: 

SedwM  of  coal  bed  in  No,  8  mine,  at  CentervUU. 


Section 

LabOTfttoryNo 

Coal 

Fireolaya 

Coia 

ThloknoMofbed >. 

ThJcknoM  of  ooai  sampled 


A 

B 

1334 

132S 

Ft,  in. 

Ft,  in. 

1     9 

I     7 

0     4 

0     1 

0    11 

1     3 

3     0 

2    11 

a    8 

2    10 

•  Not  included  in  sample. 

Section  A  (gample  1324)  was  measuied  in  room  1,  off  east  entry  6. 

Section  B  (sample  1323)  was  measured  in  room  1,  off  east  entry  6,  off  main  south 
ehtry. 

Notes, — In  1904  about  half  the  daily  output  (900  tons)  of  the  three  companies 
working  in  the  Appanoose  district  was  sold  for  steam  production  and  half  for  domestic 
use.  Of  the  coal  sold  for  steam  production,  railroads  took  75  per  cent  and  factories  25 
per  cent. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  553;  Bull.  261,  p.  81;  briquetting  tests: 
U.  S.  Oeol.  Survey  Prof.  Paper  48,  p.  1443;  Bull.  261,  p.  158;  washing  tests:  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  1470;  Bull.  261,  p.  69;  coking  tests:  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  1342;  Bull.  261,  p.  125. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  99;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  224;  Bull.  261,  p.  43. 

LT70AS  OOUNTT. 

Ghaiuton.    Inland  No.  1  Minb. 

Sample, — Bituminous  coal;  Iowa  field;  (Iowa  No.  5)  analyses  Nos.  1332, 1333  (p.  99). 

Mine, — Inland  No.  1;  in  sees.  4, 5, 8,  and  9,  T.  72  N.,  R.  21 W.,  about  5  miles  north- 
east of  Chariton. 

Coal  bed, — ^Two  extensive  coal  beds  have  been  recognized  in  Lucas  County,  one  near 
the  surface  and  the  other  about  250  feet  below.  Both  are  of  Carboniferous  age, 
Des  Moines  group.  This  mine  is  working  the  lower  bed  by  a  shaft  250  feet  deep. 
The  bed  is  irregular,  being  disturbed  by  '^horsebacks.''  The  thick  coal  lies  in  local 
basins  or  swamps,  and  does  not  extend  far.  The  roof  is  black  shale.  On  the  floor  is 
about  3  inches  of  shale,  overlying  sandy  clay. 

Four  sections,  two  of  which  were  sampled,  were  measured  by  J.  W.  Groves  in  1904. 
Section  A  (sample  1333),  measured  in  room  33,  off  north  entry  2,  showed  7  feet  7 
inches  of  clean  coal,  and  section  B  (sample  1332),  measured  in  room  8,  off  east  entry 
1  on  the  south  side  of  the  mine,  showed  7  feet  of  clean  coal.  In  the  other  two  sec- 
tions the  coal  bed  was,  respectively,  7  feet  4  inches  and  7  feet  9  inches  thick. 

Note, — ^When  this  mine  was  inspected  in  1904  it  had  no  railroad  connections,  but 
gave  promise  of  developing  into  a  laige  mine. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows-Hrt^aming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  569;  Bull.  261,  p.  81;  washing  tests:  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  1470;  Bull.  261,  p.  70;  coking  tests:  U.  S.  (}eol. 
Survey  Prof.  Paper  48,  p.  1343;  Bull.  261,  p.  125. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  99;  also  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  225;  Bull.  261,  p.  43. 


IOWA:  MOKBOE  OOUKTY. 


531 


XABION  COUNTY. 

'    Hamii;ton.    No.  5  Minx. 

Sample, — ^Bituminoua  coal;  Iowa  field;  (Iowa  No.  2)  analyses  Noe.  1289  and  1291 
(p.  99). 

Mine. — ^No.  6;  a  abaft  mine  near  Hamilton,  in  Liberty  Townabip,  on  the  Wabaah 
Bailroad. 

Coal  bed, — There  are  at  least  six  well-defined  coal  beds  in  Marion  County.  The  bed 
worked  in  No.  6  mine  is  known  locally  as  the  Big  Vein.  It  is  of  Carboniferous  age, 
Dee  Moines  group  formation.  It  lies  nearly  horizontal,  and  is  worked  at  a  depth  of 
46  feet.  The  bed  has  streaks  and  bands  of  shale  and  sulphur,  and  contains  many 
laige  sulphur  balls,  most  of  which  were  picked  out  in  loading  the  coal. 

Two  sections  of  the  bed  were  measured  and  sampled  by  J.  W.  Groves  in  1904. 

The  sections  are  as  follows: 

Sections  of  coal  bed  in  No,  6  miru,  near  Hamilton. 


06oUon 

Labomfiory  No 

OmX 

Sulphur  and  shale  « 

Sulphur  • *. 

Coal 

Sulphur  and  shale  • 

Coal. 

TUoknen  of  bed 

Thiciknenofooal 


A. 

12B1      1 

Ft. 

in. 

2 

11 

0 

1 

s  • 

1 

•  • 

3 

0 

6 

2 

6 

7 

3 

6 

8 

B. 

1289 

Ft.  in, 

1  3 

•  •  •  • 

0  2 

3  11 


6     4 
S     2 


o  Not  Included  in  sample. 

Section  A  was  measured  in  west  entry  5  on  the  south  side  of  the  mine,  and  section  B 
was  measured  in  west  entry  3  on  the  south  side  of  the  mine. 

Notet. — In  1904  the  coal  was  used  almost  exclusively  as  railroad  fuel.  The  slack, 
which  constituted  a  small  per  cent  of  the  total  output,  was  used  for  steam  production. 
The  rated  capacity  of  the  mine  was  1,100  tons  per  day  of  run-of-mine  coal,  and  the 
daily  output  at  the  time  the  mine  was  visited  was  825  tons. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— eteaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  539;  Bull.  261,  p.  81;  producer-gas  tests: 
U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1122;  Bureau  of  Mines  Bull.  13,  pp.  135,  274; 
washing  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1469;  Bull.  261,  p.  69;  coking 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1341;  Bull.  261,  p.  124. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  99;  also  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  222;  Bull.  261,  p.  42. 

MONBOB  COUNTY. 


Avery.    Smoky  Hollow  No.  6  Mine. 

Sample. — Bituminous  coal;  Iowa  field;  (special  samples)  analyses  Nos.  1288,  1290 
(p.  100). 

Mine. — Smoky  Hollow  No.  6;  at  Avery. 

Coal  bed. — Known  as  the  Third  Seam.  The  coal  is  of  Oarboniferous  age,  in  the 
Cherokee  shale. 

The  bed  was  measured  and  sampled  by  J.  W.  Groves  on  October  20,  1904.  The 
samples  each  represented  a  cut  from  roof  to  floor. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  100;  also  U.  S.  Geol. 
Survey  Prof.  Pbper  48,  pp.  81  and  270. 
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POLK  OOtTNTT. 

Altoona.    No.  4  Mine. 

Sample. — ^Bituminous  coal;  Iowa  field;  (Iowa  No.  3)  analyaes  Nob.  1312,  1313 
(p.  100). 

Mine. — No.  4;  near  Altoona,  on  the  Chicago,  Bock  Island  &  Pacific  Railway. 

Coal  bed. — In  Polk  County  three  workable  beds  of  coal  are  recognized.  They  aie 
commonly  called  the  ''First,'*  ''Second,"  and  "Third  "  beds.  Associated  with  them 
are  other  beds  that  are  not  of  workable  thickness.  Mine  No.  4  is  on  the  Third  bed, 
which  lies  almost  flat,  under  about  200  feet  of  cover.  It  is  of  Carbonifeious  age, 
in  the  Cherokee  shale. 

Two  sections  of  the  bed  were  measured  and  sampled  by  J.  W.  Oroves  in  1904. 
Section  A  (sample  1313),  measured  in  north  entry  9,  showed  3  feet  10  inches  of  clean 
coal.  Section  B  (sample  1312),  measured  in  the  main  west  entry,  showed  4  feet  7 
inches  of  clean  coal.    Both  sections  were  the  full  thickness  of  the  bed . 

Notes. — ^In  1904  most  of  the  output  went  to  towns  along  the  Chicago,  Rock  Island 
&  Pacific  Railway  for  domestic  use;  part  was  used  for  engine  supply  and  part  for 
factories.  The  rated  capacity  of  the  mine  in  1904  was  600  tons  a  day,  and  the  daily 
shipments  were  about  400  tons. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  545;  Bull.  261,  p.  81;  washing  tests:  U.  8. 
Geol.  Survey  Prof.  Paper  48,  p.  1469;  Bull.  261,  p.  69;  coking  tests:  U.  S.  Geol.  Sur- 
vey Prof.  Paper  48,  p.  1341;  Bull.  261,  p.  125. 

For  chemical  analyses  eee  part  I  of  this  bulletin,  p.  100;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  223;  Bull.  261.  p.  42. 

WAPBLLO  COUNTY. 

Laddsdale.    Anchor  No.  2  Mins. 

Sample. — ^Bituminous  coal;  Iowa  field;  (Iowa  No.  1)  analyses  Nos.  1270,  1271 
(p.  100). 

Mine. — ^Anchor  No.  2;  a  shaft  mine  at  Laddsdale,  on  the  Chicago,  Rock  Island  & 
Pacific  Railway. 

Coal  bed. — ^This  mine  works  two  beds  designated  locally  as  the  Middle  bed  and  the 
Third  bed.  They  are  of  Carboniferous  age,  in  the  Cherokee  shale.  The  thickness 
varies  decidedly.  The  dip  varies  only  slightly.  The  Middle  bed  at  the  shaft  is  58 
feet  below  surface  and  the  Third  bed  70  feet  below  the  surface. 

The  two  beds  were  measured  at  two  points  and  sampled  at  one  point  each  by  J.  W. 
Groves  in  October,  1904.  In  the  Middle  bed  section  A  (sample  1271)  showed  2  feet 
11  inches  of  clean  coal  and  section  C  3  feet  10  inches. 

In  the  Third  bed  section  B  (sample  1270)  showed  2  feet  3  inches  of  clean  coal,  and 
section  D  showed  4  feet  5  inches. 

Notes.— The  output  of  the  mine  in  October,  1904,  was  only  about  60  tons  daily,  but 
the  mine  was  expected  to  produce  300  tons.  Most  of  the  product  was  taken  by  rail- 
roads for  engine  use.    The  slack  sold  readily  as  a  steam  coal. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steam  tests: 
U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  529;  Bull.  261,  p.  81;  washing  tests:  U.  S.  Gisol. 
Survey  Prof.  Paper  48,  p.  1469;  Bull.  261,  p.  68;  coking  tests:  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  1340;  Bull.  261,  p.  124. 

^or  chemical  analyses  see  part  I  of  this  bulletin,  p.  100;  also  U.  S.  Geol.  Survey 
f.  Paper  48,  p.  221;  Bull.  261,  p.  41. 
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KANSAS. 

CHEBOXBB  COUNTY. 

ScAMMON.    No.  9  Mine. 

Sample. — Bituminous  coal;  Kansas  field;  (Kansas  No.  3)  analyses  Nos.  1036,  1037 
(p.  101). 

Mine. — ^No.  9;  i  mile  west  of  the  station  at  Scanmion,  on  the  St.  Louis  A  San  Fran- 
cisco Railroad. 

Coal  bed. — ^The  Weir-Pittsburg  lower  bed  is  worked  in  the  No.  9  mine.  This  bed 
is  of  Carboniferous  age,  Cherokee  shale.  It  dips  gently  north,  and  lies  from  80  to  100 
feet  below  the  surface. 

Two  sections  of  the  bed  were  measured  and  sampled  by  M.  R.  Campbell  and  J.  S. 
Burrows  in  1904. 

Section  A  (sample  1037)  was  measured  at  a  working  face  500  feet  north  of  the  shaft. 

Section  B  (sample  1036)  was  measured  at  a  working  face  600  feet  south  of  the  shaft. 

At  both  faces  the  sections  showed  4  feet  of  clean  coal. 

Notee.-— The  coal  contains  lenses  of  pyrite  that  are  readily  separated  in  mining.  In 
1904  a  large  part  of  the  output  was  screened  coal.  The  rated  output  of  the  mine  was 
250  to  300  tons  per  day.  The  lump  coal  was  sold  in  near-by  towns  and  the  slack  went 
to  packing  houses  in  Kansas  City. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  609;  Bull.  261,  p.  81;  Bureau  of  Mines 
Bull.  23,  pp.  64, 168;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1345;  Bull. 
261,  p.  125. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  101 ;  also  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  228;  Bull.  261,  p.  45. 

West  Mineral.    No.  11  Mine. 

iSompte.— Bituminous  coal;  Kansas  field;  (Kansas  No.  5)  analyses  Nos.  1411,  1413 
(p.  101). 

Mine.  ->No.  11;  at  West  Mineral,  on  the  Missouri,  Kansas  &  Texas  Railway. 

Coal  bed.  -One  of  the  Weir-Pittsbuzg  coals  is  worked  at  a  depth  of  174  feet.  This 
coal  is  of  Carboniferous  age,  Cherokee  shale.  The  bed  is  of  uniform  thickness  and  is 
free  from  partings,  but  "horsebacks''  are  numerous,  rendering  some  of  it  worthless. 

Two  sections  of  the  bed  were  measured  and  sampled  by  M.  R.  Campbell  in  No- 
vember, 1904.  Section  A  (sample  1411)  was  measured  in  the  main  east  entry,  at  a 
point  900  feet  from  the  foot  of  the  shaft,  where  the  bed  showed  3  feet  5}  inches  of 
clean  coal,  and  section  B  (sample  1413)  was  measured  in  the  main  west  entry,  about 
540  feet  from  the  foot  of  the  shaft,  where  the  clean  coal  was  3  feet  5  inches  thick. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows^-^eaming 
tests:  U.  8.  Geol.  Survey  Prof.  Paper  48,  p.  633;  Bull.  261,  p.  81;  Bureau  of  Mines 
Bull.  23,  pp.  64,  168;  producer-gas  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  432; 
Bull.  290,  p.  120;  Bureau  of  Mines  Bull.  13,  pp.  135,  274. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  101;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  230;  Bull.  261,  p.  45;  Bull.  290,  p.  119. 

ORAWVOBD  COUNTY. 

Fleming.    No.  10  Mine. 

Sample. — ^Bituminous  coal;  Kansas  field;  (Kansas  No.  1)  analyses  Nos.  1018,  1020 
(p.  101). 

Mine, — ^No.  10;  at  Fleming,  1  mile  east  of  Cherokee,  on  the  Missouri  Pacific  Railway. 

Coal  bed. — ^The  only  important  coals  near  Fleming  are  in  the  Weir-Pittsbuig 
group  (Carboniferous  age,  Cherokee  shale),  which  consists  of  two  beds,  known  as  the 


534 


ANALYSES  OF  COALS. 


upper  and  the  lower.  Their  outcrops  extend  northeast  and  southweBt  past  Stipple- 
ville,  Scammon,  Weir  City,  Pittsbuzg,  and  other  cities.  The  coal  mined  at  Pitta- 
buig  is  the  lower  Weir-Rttsbuig.  It  is  thicker  and  worked  more  than  the  other 
beds.  At  No.  10  mine  the  coal  is  reached  by  a  shaft  102  feet  deep.  The  roof  of  the 
bed  is  a  soft  shale,  2  feet  of  which  are  brushed  to  get  height  in  the  entries. 

At  two  widely  separated  points  in  the  mine,  sections  were  measured  and  sampled 
by  J.  W.  Groves  and  J.  S.  Burrows  in  1904.  Section  A  (sample  1018)  showed  3  feet 
6^  inches  of  clean  coal,  and  section  B  (sample  1020)  showed  3  feet  3  inches  of  clean 
coal.    The  samples  were  taken  from  widely  separated  points  in  the  mine. 

Note$, — In  1904  the  output  was  used  mostly  for  steam  production,  the  Miasouri 
Pacific  Railway  taking  a  laige  part  for  engine  coal.  The  output  in  1904  was  about 
350  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  585;  Bull.  261,  p.  81;  Bureau  of  Mines 
Bull.  23,  p.  64;  coking  tests:  U.  S.  Oeol.  Survey  Prof.  Paper  48,  p.  1344;  Bull.  261, 
p.  125. 

For  cheniical  analyses  see  part  I  of  this  bulletin,  p.  101;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  226;  Bull  261,  p.  44. 

Frontbnac.    No.  11  Minb. 

^amp2e.— Bituminous  coal;  Kansas  field;  (Denver  No.  23)  analjrses  Nob.  66(K-D, 
661-D  (p.  101). 

ifin«.— No.  11;  a  shaft  mine  in  sec.  29,  T.  29  S.,  R.  25  W.,  3  miles  north  of  Fron- 
tenac,  on  the  Atchison,  Topeka  &  Santa  Fe  Railroad. 

Coal  hid, — Cherokee,  or  Weir-Pittsbuig.  Carboniferous  age,  Cherokee  shale. 
Thickness,  fairly  uniform;  roof,  shale;  floor,  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  October  3, 1908, 
as  shown  below: 

Sections  of  coal  bed  in  No,  11  mtfM,  S  miles  north  of  FronUmac. 


Beotton 

LaboratoiyNo 

Roof  p  Bbale. 

CoiO. 

Bhale  and  sandstone  a 

Bulnhur 

CoJl. 

Mother  coal 

Coal 

Bone  coal 

Mother  coal 

Coal 

Mother  coal  and  shale 

Coal 

Floor,  fireclay. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


B 

flSl-D 

FU 

M. 

0 

H 

•  • 

0 

•  • 

0 

2 

0 

. 

0 

10 

1     0 

\  i 


a  Not  ineladed  in  sample. 

Section  A  (sample  66(V-D)  was  measured  4,000  feet  west  of  the  opening,  in  the 
main  west  entry. 

Section  B  (sample  661-D)  was  measured  3,000  feet  south  of  the  opening,  in  south 
entry  1,  off  main  west  entry. 

Note. — ^The  rated  capacity  of  the  mine  in  1908  was  50  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — washing 
tests:  Bureau  of  Mines  Bull.  5,  p.  32;  coking  tests:  Bureau  of  Mines  Bull.  5,  p.  60. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  101;  also  Bureau  of  Mines  Bull. 
6,  p.  S3. 
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Yale.    No.  11  Mine. 

iSompte.— Bituminous  coal;  Kansas  field;  (Kansas  No.  2)  analyses  Noe.  1017,  1010 
(p.  102). 

Mine. — ^No.  11;  at  Yale,  on  the  Missouri  Pacific  Railway. 

Coal  bed, — ^The  coal  worked  is  the  lower  Weir-Pittsbuig  Carboniferous  age,  Chero- 
kee shale.  This  coal  is  about  as  thick  as  at  Fleming  (Elansas  No.  1),  but  contains  two 
rather  persistent  bands  of  sulphurous  shale,  divid^  the  bed  into  three  benches  of 
almost  equal  thickness.  The  bed  lies  nearly  horizontal  and  at  this  mine  is  reached 
by  a  shaft  96  feet  deep.  The  coal  is  friable,  and  the  percentage  of  slack  is  large. 
Most  of  the  output  is  used  for  steam  production  and  finds  a  ready  market.  The  pro- 
duction in  1908  was  about  550  tons  daily. 

The  following  sections  were  measured  in  1904  at  points  some  distance  apart  in  the 
mine  by  J.  S.  Burrows: 

SectfUms  of  coal  bed  in  No.  11  mine  at  Yale. 


Section 

Laboratory  No 

Coal , 

Sulphur 

Coal 

Sulphur , 

Coal 

ThidcDessofhed 

Thickness  of  coal  sampled 


•  Not  included  in  sample. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming  tests: 
U.  S.  Oeol.  Survey  Prof.  Paper  48,  p.  593;  Bull.  261,  p.  81;  Bull.  332,  p.  153;  Bureau 
of  Mines  Bull.  23,  pp.  64, 168;  briquetting  tests:  U.  S.  Geol.  Surrey  Prof.  Paper  48,  p. 
1443;  Bull.  261,  p.  159;  Bull.  332,  p.  155;  washing  tests:  U.  S.  Geol.  Surrey  Bull.  332, 
p.  154;  Bull.  336,  pp.  14, 16;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1345; 
Bull.  261,  p.  125. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  102;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  227;  Bull.  261,  p.  44;  Bull.  332,  p.  153. 

UNN  COUNTY. 


Jewett.    No.  1  Mine. 

Sample. — Bituminous  coal;  Kansas  field;  (Kansas  No.  6)  analyses  Nos.  2790,  2791 
(p.  102). 

Miru. — No.  1;  a  shaft  mine,  at  Jewett,  on  the  Missouri  Pacific  Railroad. 

Coal  &e(f.— Weir-Pittsbuig.  Carboniferous  age,  Cherokee  shale.  Thickness  at  this 
mine,  fairly  uniform,  averaging  34  inches;  dip,  nearly  flat;  roof,  heavy  shale,  about 
22  feet  thick,  overlain  with  limestone,  sandstone,  and  shale;  over  roads  the  shale  is 
taken  down  to  a  height  of  6  feet.  The  floor  is  a  gray  fire  clay.  The  bed  contains 
streaks  of  sulphur  and  near  the  bottom  a  band  of  mixed  shale  and  coal.  The  cover  is 
about  85  feet  thick. 
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The  bed  was  measured  and  sampled  at  two  points  by  W.  J.  von  Boiries,  in  1905,  as 

described  below: 

Sections  of  coal  bed  in  No.  1  mine  at  Jetvett. 


Section 

Laboratory  No 

Roof:  aec.  A,  shale;  sec.  B,  soapstone. 

CkJal 

Shale  and  coal  • 

NlsKBrhead 


Nlggerl 
CkM... 


Floor,  fixe  day. 

ThickBessofhed. 


Thickneas  of  coal  sampled . 


a  Not  Included  In  sample. 

Section  A  (sample  2790)  was  measured  in  east  entry  6,  2,000  feet  northeast  of  the 
shaft. 

Section  B  (sample  2791)  was  measured  in  west  entry  3, 1,200  feet  northwest  of  the 
shaft. 

Notes. — ^The  coal  from  this  mine,  like  that  from  many  others  in  this  field,  is  hard 
and  tough.    The  approximate  output  of  the  mine  in  1900  was  200  tons  a  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  156;  Bureau  of  Mines  Bull.  23,  pp.  64,  168; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  157;  Bureau  of  Mines  Bull.  13, 
pp.  135,  274;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  157;  Bull.  336,  p.  14; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  158;  Bull.  336,  pp.  23,  24,  39;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  65,  68,  70,  72,  74. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  102;  also  U.  S.  (jeol.  Survey 

Bull.  332,  p.  156. 

KENTUCKY. 

BELL  COUNTY. 

Straight  Greek.    Straight  Creek  No.  2  Mine. 

Sample. — Bituminous  coal;  eastern  Kentucky  field;  (Kentucky  Nos.  1,  IB,  IC) 
analyses  Nos.  1321, 1322,  2350,  2351  (p.  103). 

Mine. — Straight  Creek  No.  2;  a  drift  mine  at  Straight  Creek,  on  the  Louisville  A 
Nashville  Railroad. 

Coal  bed. — ^The  bed  mined  is  locally  known  as  the  Straight  Creek.  It  has  not  been 
definitely  correlated  with  any  of  the  beds  of  Tennessee  and  eastern  Kentucky,  but 
may  be  the  same  as  the  Jellico  coal,  worked  farther  south.  It  is  of  Carboniferous  age, 
Pottsville  group.  The  bed  lies  nearly  horizontal.  The  roof  and  the  floor  are  hard, 
gray,  laminated,  sandy  shale. 

Two  sections  were  measured  and  sampled  by  J.  S.  Burrows,  on  October  25,  1904, 
and  two  by  J.  W.  Groves,  October  11,  1905.    They  are  shown  below: 

Sections  of  coal  bed  in  Straight  Creek  No.  2  mine^  at  Straight  Creek, 


Section 

Laboratory  No. . 
Roof,  shale. 

Coal,  Bhalya 

Clayey  shale. 

Coal,  clean.. 

Coal 

Bull 


Sulphur. 
CoaT... 


Mother  ooal 

Coal 

Mother  ooal 

Coal 

Floor:  Sects.  A,  B,  and  D,  shale;  sect.  C,  shale  and  rock. 

ThJokness  of  bed 

Thickness  of  ooal  sampled 


A 
1321 
Ft.  in. 
0  4i 

B 

1322 

Ft.  in. 

C 

2350 

Ft.  in. 

i    i 

Z    '2J 

•  m            «  ■ 

•  «     •  • 

0  3 
0   1 

2   6 

I  4 

3  6} 
8   1 

3  24 
3   2i 

I  J! 

D 

2361 

Ft.  te. 


s    e 


3     6 
3     6 


a  Not  included  in  sample. 
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Section  A  (sample  1321)  was  measured  at  the  face  of  the  main  entry. 

Section  B  (sample  1322)  was  measured  in  room  76,  off  the  main  entry. 

Section  C  (sample  2350)  was  measured  3,000  feet  northeast  of  the  drift  mouth,  in 
room  99,  off  the  main  entry. 

Section  D  (sample  2351)  was  measured  in  room  48,  off  north  butt  entry  4,  3,600  feet 
from  the  mine  opening. 

Notu. — In  1904  the  coal  was  sold  for  domestic  use,  coke  making,  manufacturing, 
and  for  engine  coal  on  railroads.  The  principal  distributing  points  were  Louisville, 
Ky.,  Indianapolis,  Ind.,  and  Chicago,  111.    The  mine  had  an  output  of  600  tons  a  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  641;  Bull.  261,  p.  81;  Bull.  290,  p.  121; 
Bureau  of  Mines  Bull.  23,  pp.  64,  168;  producer-gafl  tests:  U.  S.  Greol.  Survey  Bull. 
290,  p.  122;  Bureau  of  Mines  Bull.  13,  pp.  135,  274;  briquetting  tests:  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  1443;  Bull.  261,  p.  159;  cokingtests:  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  1347;  BuU.  261,  p.  126;  Bull.  290,  p.  123;  Bull.  336,  pp.  23,  29,  30, 
39;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  103;  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  231;  BuU.  261,  p.  46;  Bull.  290,  p.  121. 

HABLAN  COUNTY. 
Bio  Black  Mountain.    Pbospbct  Pit. 

Sample. — Bituminous  coal;  eastern  Kentucky  field;  (Kentucky  Ko.  5)  analyses 
Nos.  2270,  2271,  2272  (p.  103).' 

Mine. — Prospect  pit,  1  mile  south  of  Gilliam's  rock  house  on  Big  Black  Mountain, 
15  miles  from  the  Louisville  &  Nashville  Railroad. 

Coal  bed, — Locally  known  as  the  High  Splint.  Carboniferous  age,  Pottsville  (?) 
group.  Thickness,  fairly  uniform;  dip,  nearly  flat;  roof,  massive  sandstone;  floor, 
fireclay. 

The  bed  was  measured  and  sampled  by  J.  S.  Burrows  on  October  4,  1905,  as  de- 
scribed below: 


Seetwns  of  coal  bed  in  prospect  pit  on  Big  Black  Mountain. 

Sectkm 

A 

3271 
Ft.  in. 
1     6 
0      i 

4      7 

6      If 
6      it 

B 

TAb<M*tory No .   .,     ., ,         ....  . 

2272 

Roof,  sanoistoDe. 

Ooftl 

Ft.  in. 
0      7 

Mottun'OMl 

0       ft 

2      1 

Coal 

OmJ,  hv^ . 

2      2 

Floor,  fife  day. 

ThickiKss  of  l»d . 

4    101 

T^VflniMa  oi  coal  samDlfM) 

4    lOi 

-m       Avg 

Section  A  (sample  2271)  was  measured  in  a  prospect  hole,  1  mile  south  of  Gilliam's 
rock  house;  the  sample  was  from  an  old  rib,  1  foot  from  its  face,  20  feet  from  the  out- 
crop. 

Section  B  (sample  2272)  was  measured  from  the  face  of  Gilliam's  rock  house  prospect 
hole,  25  feet  from  the  outcrop. 

Sample  2270  was  taken  from  loose  coal  lying  in  the  ravine  below  the  point  at  which 
2271  was  taken. 

Notes. — ^These  samples  were  taken  from  undeveloped  prospects,  15  miles  from  a 
railroad.  The  coal  is  slabby,  hard,  bright,  lustrous,  and  little  affected  by  long 
exposure  to  weather. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  124;  Bureau  of  Mines  Bull.  23,  pp.  64, 168, 169; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  124;  Bureau  of  Mines  Bull.  13, 
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pp.  136,  274;  cokiiig  teets:  U.  S.  Oeol.  Survey  Bull.  290,  p.  125;  Bull.  336,  pp.  23,  30, 
30;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  103;  also  U.  S.  Geol.  Survey  Bull. 
290,  p.  123. 

Poor  Fork.    Mine  ov  the  Anthokt  Blair  Tract. 

Sample. — ^Bituminous  coal;  eastern  Kentucky  field;  analysis  No.  4525  (p.  103). 

Mine, — On  the  Anthony  Blair  tract,  near  Poor  Fork. 

No  other  information  in  regard  to  this  sample  was  recorded. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  103. 

Poor  Fork.    Mine  on  the  G.  Blair  Tract. 

Sample. — Bituminous  coal;  eastern  Kentucky  field;  analysis  No.  4527  (p.  103). 

Mine. — On  the  C.  Blair  *tract;  near  Poor  Fork. 

No  other  information  in  regard  to  this  sample  was  recorded. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  103. 

Poor  Fork.  Mine  on  the  John  Greek  Tract. 

Sample. — ^Bituminous  coal;  eastern  Kentucky  field;  analysis  No.  4528  (p.  103). 

Mine. — ^Mine  on  the  John  Greek  tract;  near  Poor  Fork. 

No  other  information  in  regard  to  this  sample  was  recorded. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  103. 

Poor  Fork.    Mine  on  the  Rebecca  Greek  Tract. 

i9amp2e.— Bituminous  coal;  eastern  Kentucky  field;  analysis  No.  4526  (p.  103). 

Mine. — On  the  Rebecca  Greek  tract;  near  Poor  Fork. 

No  other  information  in  regard  to  this  sample  was  recorded. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  103. 

HOPKINS  COUNTY. 


Barnblet.    Barnslet  Mine. 

Sample. — Bituminous  coal;  western  Kentucky  field;  (Kentucky  No.  3)  anaiyses 
Nos.  1361,  1367  (p.  104).  \ 

Mine. — Bamsley;  at  Bamsley,  on  the  Louisville  &  Nashville  Railroad. 

Coal  bed. — ^The  workable  coal  of  western  Kentucky  is  mainly  in  two  beds,  designated 
in  the  report  of  the  State  Geological  Survey  as  No.  9  and  No.  11.  Of  these,  No.  9 
is  the  more  persistent  and  furnishes  by  far  the  larger  part  of  the  output  of  this  field. 
This  bed  has  an  average  thickness  of  5  feet,  seldom  varying  more  than  6  inches  from 
the  average.  As  a  rule,  it  is  found  at  depths  less  than  200  feet.  The  Bamsley  mine  in 
1904  was  working  this  coal  from  the  outcrop. 

Two  sections  were  measured  and  sampled  in  this  mine  by  J.  S.  Burrows  on  November 
2, 1904,  as  shown  below: 

Sections  of  coal  bed  in  Bamsley  mine  at  Bamsley. 


Section 

LftborftfioryNot. 


Cod 

Bulpiiur.. 


Bulphur. 
CoJT.... 


Total  thickDMf  of  bed 

Total  thlolmeM  of  oofti  Mmpled. 


A 

B 

1361 

iae7 

Ft,  in. 

Ft.    hn. 

1     2 

4   6 

Tnoe. 

Tnce. 

1     4 

Trace. 

Trace. 

Trace. 

1   10 

Trace. 

4     4 

4     0 

4     4 

4     0 
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Section  A  (sample  1361)  was  meamired  in  the  third  west  entry. 

Section  B  (sample  1367)  was  measured  in  a  break-through  between  the  third  and 
fourth  north  entries. 

Notes. — In  section  A  the '  ^sulphur' '  partings  are  very  thin  bands  of  pyrite.  They  are 
Dot  persistent;  where  present,  they  yary  greatly  in  thickness  and  rdative  position. 

In  1904,  the  coal  was  shipped  to  southern  cities  for  domestic  and  &ctory  use.  The 
slack  had  been  made  into  coke. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follow— steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  665;  Bull.  261,  p.  81;  Bureau  of  Mines 
Bull.  23,  p.  64;  producer-gas  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1141;  Bull. 
261,  p.  99;  Bureau  of  Mines  Bull.  13,  pp.  136,  274;  washing  tests:  U.  S.  Geol.  Sur^ 
vey  Prof.  Paper  48,  p.  1470;  Bull.  261,  p.  70;  coking  tests:  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  1349;  Bull.  261,  p.  126. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  104;  also  U.  S.  (leol.  Survey 

Bull.  261,  p.  47. 

Earunoton.    No.  11  Minb. 

Sample. — Bituminous  coal;  western  Kentucky  field;  (Kentucky  No.  2)  analyses 
Noe.  1365, 1366  (p.  104). 

Mine. — No.  11;  at  Earlington,  on  the  Louisville  St  Nashville  Railroad. 

Coal  bed, — ^The  coal  worked  at  this  mine  is  called  in  the  State  geological  reports 
coal  No.  11 .  It  is  one  of  the  two  important  workable  coal  beds  of  this  part  of  Kentucky, 
the  other  being  bed  No.  9.  Bed  No.  11  is  much  more  irregular  than  No.  9,  and  at  nuMt 
of  the  mines  has  a  thickness  of  6  feet  or  more.  The  bed  is  reported  as  always  having 
a  clay  parting  from  one-fourth  inch  to  2  or  3  inches  thick,  and  it  is  much  disturbed 
by  rolls,  clay  slips,  etc.  As  a  rule,  it  is  not  under  deep  cover,  usually  outcropping  at 
the  surface  and  extending  to  depths  of  less  than  100  feet.  At  mine  No.  11,  the  coal 
is  reached  by  a  shaft  60  feet  deep  and  by  entries  from  the  outcrop. 

Two  sections  were  measured  and  sampled  by  J.  S.  Burrows  on  November  3, 1904, 

as  shown  below: 

Sections  of  coal  bed  in  No.  11  miru^  at  Earlington. 


Swtloii 

Laboratory  No 

Coal 

Bulpiiur 

OoJT. 

Fire  day  a 

Coal* 

ThloknoMofbed 

Thickness  of  ooal  sampled 


•Not  included  in  sample. 

b  This  bench  of  ooal  contains  irregular  streaks  and  knife  blades  of  "sulphur.  ** 

Section  A  (sample  1365)  was  measured  in  room  10  off  the  third  west  entry. 

Section  B  (sample  1366)  was  measured  in  room  15  off  the  fourth  west  entry. 

Notes,— The  capacity  of  the  mine  in  1904  was  1,000  tons  of  coal  daily,  the  larger 
part  being  taken  by  the  Louisville  <fc  Nashville  Railroad  for  engine  coal.  Most  of 
the  remainder  went  to  various  southern  cities  for  factory  use.  The  slack  was  coked 
at  the  mine.  The  sizes  produced  were  lump,  nut,  pea,  and  slack,  the  proportion  of 
lump  and  nut  (over  {-inch  screen)  being  three  times  that  of  pea  and  slack. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  649;  Bull.  261,  p.  81;  Bureau  of  Mines 
Bull.  23,  p.  64;  briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1444;  Bull. 
261,  p.  159;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  159;  Bull.  336,  p.  14; 
coldng  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1348;  Bull.  261,  p.  126;  Bull.  332, 
p.  159. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  104;  also  U.  S.  Geol.  Survey 
Pkof.  Paper  48,  p.  232;  Bull.  261,  p.  46. 
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JOHNSON  OOTJNTT. 

Flambeau.  Flambeau  Mine. 

Sample, — Gannel  coal;  eastern  Kentucky  field;  analyses  Nos.  7132,  7133  (p.  105). 

Mine, — Flambeau;  a  drift  mine  400  yards  up  the  mountain  side  southeast  of  Flam- 
beau, on  the  Big  Sandy  division  of  the  Chesapeake  &  Ohio  Railroad. 

Coal  bed. — Locally  called  Cannel;  about  300  feet  above  the  Miller  Creek  bed. 
The  roof  is  soft  gray  shale,  as  is  also  the  floor. 

The  bed  was  measured  and  sampled  by  G.  S.  Pope  on  January  2  and  4,  1909,  as 
described  below: 

Sections  of  coal  bed  in  Flambeau  mintf  eoutheast  of  Flambeau. 

Laboratory  No 7132  7133 

Roof,  soft  gray  slate.  Ft.  in.  Ft.  in. 

Niggernead  coal  o 0  5 

Cannelooal 4  3}  1     6i 

Bituminous  ooal  a 0  4  0     9 

Floor,  soft  slate. 

Thickness  of  bed 5       }  2     3* 

Thickness  of  ooal  sampled 4  3}  1     6t 

a  Not  included  in  sample. 

Sample  7132  was  taken  250  feet  southeast  of  the  opening  on  chain  pillar  in  entry  5. 

Sample  7133  was  taken  150  feet  southeast  of  the  opening  on  chain  pillar  in  main 
entry  1. 

The  samples  were  dry  when  taken. 

Notes. — ^The  cannel  coal  is,  as  a  rule,  clean,  carr3dng  no  streaks  of  impurities  ot  any 
kind.  The  cannel  coal  only  was  sampled  as  the  bituminous  coal  is  marketed  sepa- 
rately. In  1909  the  mine  had  been  operated  about  3  years,  the  last  year  prior  to  time 
of  sampling  having  been  spent  in  drawing  pillars.  The  time  estimated  to  complete 
the  mining  of  the  remaining  coal  was  about  three  months.  The  daily  output  was 
55  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  105. 

Lesley  (East  Point  Post  Office).    Lesley  Mine. 

Sample. — Bituminous  (cannel)  coal;  eastern  Kentucky  field;  analysis  No.  5437 
(p.  105). 
Mine. — Lesley;  at  Lesley  (East  Point  post  office). 
Coal  bed. — Lesley.    Carboniferous  age,  Pottsville  formation. 
The  bed  was  measured  and  sampled  by  David  White. 
Further  information  regarding  this  sample  is  not  available. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  105. 

Paintsville.    Miller  Greek  Country  Bank. 

Sample. — Bituminous  coal;  eastern  Kentucky  field;  (Kentucky  No.  6)  analyses 
Nos.  2405,  2406  (p.  105). 

Location. — Miller  Creek  country  bank,  5  miles  southeast  of  Paintsville,  on  the 
Chesapeake  &  Ohio  Railroad. 

Coal  bed. — ^Miller  Creek.  Carboniferous  age,  Pottsville  (?)  formation.  Thickness, 
fairly  uniform,  averaging  4  feet;  dip,  slight,  about  5  feet  in  100  feet  northwest; 
roof,  hard  gray  laminated  shale;  floor,  hard  fire  clay;  both  roof  and  floor  are  good. 
The  bed  has  no  partings  and  carries  few  streaks  or  bands  of  sulphur. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  W.  J.  von  BorrieB 
and  J.  W.  Groves  on  October  30,  1905.    Section  A  (sample  2405)  represented  8  feet 
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8  inches  of  clean  coal.    Section  B  (sample  2406)  represented  3  feet  6  inches  of  clean 
coal. 

Section  A  (sample  2405)  was  measured  in  right  entry  1,  100  feet  west  of  the  drift 
mouth. 

Section  B  (sample  2406)  was  measured  in  the  main  entry,  140  feet  west  of  the  drift 
mouth. 

Note. — ^This  coal  is  hard  and  in  appearance  resembles  the  splint  coal  from  Harlan 
County,  Ky. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  126;  Bureau  of  Mines  Bull.  23,  pp.  64,  169; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  127;  Bureau  of  Mines  Bull.  13,  pp. 
136,  274;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  128;  Bull.  336,  pp.  23,  30,  39; 
cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  105;  also  U.  S.  Geol.  Survey 
BuU.  290,  p.  126. 

Van  Lear.  Van  Lear  Nob.  1,  2,  3,  and  4  Mines. 

Sample,— BiXMmixiOMB  coal;  eastern  Kentucky  field;  analyses  Nos.  10548,  10549, 
10550, 10551, 10562, 10553  (p.  105). 

Mine, — Van  Lear  Nos.  1,  2,  3,  and  4;  drift  and  slope  mines  at  Van  Lear,  on  the 
Big  Sandy  Division  of  the  Chesapeake  &  Ohio  Railway. 

Coal  60(/.— Known  in  this  field  as  the  No.  1  (Miller  Creek).  It  is  a  splint  bitu- 
minous coal  of  Carboniferous  age,  Kanawha  formation.  Average  thickness  at  this 
mine  4  feet;  roof,  gray  shale  with  smooth  surface  and  a  cap  rock  of  3  feet  above  the 
coal;  floor,  hard  clay  or  shale  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  five  points  by  J.  J.  Rutledge  on  June  1, 1910, 
as  described  below : 

Sections  of  coal  bed  in  Van  Lear  Nos.  Ij  tf  S,  and  4  mines  at  Van  Lear. 


Section 

Laboratory  No... 
Boof.  gray  shale. 

Coal  (splint). 

Mother  coaL. 

Goal. 


Floor,  hard  clay  or  shale. 
Toickness  of  bed. 


Thickness  of  ccmU  sampled. 


A 

B 

C 

D 

10548 

10549 

10551 

10552 

Ft.   in. 

Ft.   in. 

Ft.   in. 

FL    in. 

2  10 

2  11 

1   6 

2       0 

?  4 

«  •     •  « 

•  *     •  • 

1  H 

1   6 

1   3 

4  7* 
4   7i 

\  ^ 

3   0 

3   3 

3   0 

3   3 

E 
10553 
FL  in. 

1     11 


3 

3 


8 
8 


Section  A  (sample  10548)  was  taken  at  the  face  of  right  heading  1  in  No.  1  mine. 

Section  B  (sample  10549)  was  taken  at  the  face  of  left  heading  2  off  the  west  opening 
of  No.  1  mine. 

Section  C  (sample  10551)  was  taken  at  the  face  of  the  first  right  entry  in  No.  2  mine. 

Section  D  (sample  10552)  was  taken  at  the  face  of  the  main  entry  in  No.  3  mine. 

Section  E  (sample  10553)  was  taken  at  the  face  of  the  main  entry  in  No.  4  mine. 

A  composite  sample  was  made  by  mixing  the  face  samples  10548  and  10549  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  10550. 

Notes. — In  1910  the  coal  at  these  mines  was  undercut  with  chain  machines  and  shot 
down  with  black  powder.  The  tipple  was  provided  with  both  bar  and  knocker  screens 
with  1)  to  4  inch  openings,  and  all  the  coal  was  screened.  This  coal  is  rather  hard  and 
is  seemingly  a  splint  coal.  It  is  clean  in  appearance,  and  as  mined  by  chain  machines 
it  produces  very  large  lumps  and  is  considered  a  good  stocking  coal.  These  were  new 
mines,  having  started  to  ship  coal  only  in  February,  1910.  During  May,  1910, 18,000 
short  tons  was  shipped.  The  capacity  of  the  mines  was  1,500  tons,  the  average  output 
being  700  tons.  The  output  was  to  be  derived  almost  entirely  from  advance  work  for 
some  time. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  105. 
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Jbwel.    Pottsb  Mink. 

i9amp20.— Bituminous  coal;  Ruflsell  Fork  field;  analysis  No.  3828  (p.  106). 

Mine. — ^Potter;  on  Elkhom  Greek  near  the  mouth  of  Bens  Branch,  3  miles  southwest 
of  Jewel  poet  office.  This  bank  is  15  miles  from  the  Chesapeake  &  Ohio  Railroad 
at  Hellier,  Ky. 

Coal  bed. — ^Upper  Elkhom.  Carboniferous  age,  in  coal-bearing  rocks,  possibly  the 
same  as  the  Kanawha  formation. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  in  September,  1906,  as  shown 
below. 

Section  of  coal  bed  in  Potter  mine,  S  miles  aoiUhweet  of  Jewel. 


Labontory  No.. 
Roof,  shale. 

Coal,8oUd... 

Clay  a 

Coal,8ottd... 


Thiokness  of  bed 

Thickness  of  coal  sampled. 


FL 

in. 

3 

6 

0 

10 

4 

6 

8 

10 

8 

0 

a  Not  included  in  sample! 

The  sample  was  taken  at  the  face  of  a  20-foot  drift  which  had  not  been  worked  in  six 
months,  and  represented  the  entire  bed,  excluding  the  clay  parting. 

Note. — ^This  is  a  high-grade  coking  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  106;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  52;  Bull.  348,  p.  72. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  348,  p.  11. 

MT7HLBNBBBO  COXJXTY. 

Central  Cnr.    Central  Mine. 

Sample. — Bituminous  coal;  western  Kentucky  field,  (Kentucky  No.  7)  analyses 
Nos.  2453,  2454  (p.  106). 

Mine, — Central;  a  shaft  mine  at  Central  City,  on  the  Illinois  Central  Railroad. 

Coal  bed. — No.  9  of  the  Kentucky  Geological  Survey.  Carboniferous  age,  Potts- 
ville  (7)  formation.  Thickness,  at  this  mine  rather  uniform,  averaging  5  feet;  dip, 
slight;  roof,  black  laminated  shale;  in  places  the  roof  is  a  massive  shale;  floor,  gray 
laminated  shale;  cover  for  the  most  part  about  40  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves,  as 
described  below: 

Sectione  of  coal  bed  in  Central  mine  at  Central  City. 


Section. 

I^aboratorv  No 

Roof,  blidk  shale. 

Coal 

Mother  ooal 

Sulphur* 

Cod. 

Mothsrooal 

Sulphur 

Cod. 

Sulphura 

Coal. 

Floor,  gray  ahate. 

Thlclmflflsofbed 

Thtolm06S  of  ooal  sampled 

•  Not  tnotudod  in  nrnpla. 


A 

2453 

Ft. 

In. 

0 

1 

*i 

8 

i 

•   s 

16 

•  • 

•   • 

•  • 

B 
3454 

Ft.    in. 
1     0 


0 
1 

•  • 

0 
0 
0 
0 

4 

4 


1 
6 


11 


J 


iil 
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Section  A  (sample  2453)  waa  measured  in  room  43,  off  north  entry  14, 1}  miles  north- 
east of  the  shaft. 

Section  B  (sample  2454)  was  measured  in  room  9,  off  south  entry  14, 1}  miles  south 
of  the  shaft. 

Note. — ^The  coal  from  this  mine,  like  that  from  some  others  in  this  field,  is  hard  and 
brittle  and  contains  many  thin  streaks  of  sulphur. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  129;  Bureau  of  Mines  Bull.  23,  pp.  64,  169; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  130;  Bureau  of  Mines  Bull.  13, 
pp.  137,  274;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  131;  Bull.  336,  pp.  23, 
30,  39;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  106;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  129. 

OHIO  COT7NTY. 


McHbnbt.    Bboadwat  Mine. 

Sample. — ^Bituminous  coal;  western  Kentucky  field;  (Kentucky  No.  9)  analyses  Nos. 
3722,  3723  (p.  106). 

Mine. — ^Broadway;  a  shaft  mine  2  miles  west  of  McHenry,  on  the  Illinois  Central 
Railroad. 

Coal  bed. — ^No.  9  of  the  Kentucky  Greological  Survey.  Carboniferous  age,  Pottsville 
(?)  formation.  Thickness,  fairly  uniform,  averaging  at  this  mine  4  feet  6  inches; 
roof,  gray  shale;  floor,  hard  fire  clay.    The  coal  was  mined  at  a  depth  of  50  feet. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  K.  M.  Way 
on  September  6,  1909,  as  described  below: 

Sections  of  coal  bed  in  Broadway  mine,  t\  miles  west  of  McHenry. 


Section. 

Iisbontory  No 

Roof,  shale. 

CoiU 

Boneooal 

Sulphur 

Cod. 

Mother  cool 

Cool 

Sulphur 

Coal 

Mother  ooal 

Sulphur 

Coal. 

Floor,  fire  clay. 

Thickness  of  ooal  bed 

Thickness  of  ooal  sampled. 


A 

.    1 

3722     1 

Ft. 

i%. 

1 

8 

0 

1 

0 

•  • 

0 

0 

i 

0 

4 

oO 

\ 

1 

4 

0 

k 

•  • 

0 

0 

4 
4 

3 

B 
8723 
Ft.   ill. 

1     2 

a'o     ii 
1      1 
0 
0 
0 
1 

'6 
0 

4 
4 


i 


3 


a  Not  included  in  sample. 

Section  A  (sample  3722)  was  measured  in  room  4,  off  first  west  entry,  200  feet  west 
of  the  foot  of  the  shaft. 

Section  B  (sample  3723)  was  measured  in  north  main  entry,  550  feet  north  of  the. 
shaft. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  foUows^-steaming 
tests:  U.  S.  GeoL  Survey  Bull.  332,  p.  163;  Bureau  of  Mines  BuU.  23,  pp.  65,  169; 
washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  163;  Bull.  336,  p.  14;  coking  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  163;  Bull.  336,  pp.  23,  30,  39;  cupola  tests  of  coke: 
U.  S.  Geol.  Survey  Bull.  336,  pp.  65,  68,  70,  72,  74;  Bull.  332,  p.  163. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  106;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  162. 
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PIKE  COUNTY. 

Hbllier.    Grbenouoh  Mine. 

« 

Sample. — ^Bituminous  (coking)  coal;  Russell  Fork  field;  analysis  No.  3708  (p.  106). 

Mine. — Greenough;  on  Marrowbone  Creek,  just  above  mouth  of  Caasell  fork,  near 
Hellier  post  office,  on  the  Chesapeake  &  Ohio  Railroad. 

Co(U  bed. — ^Upper  Elkhom.  Carboniferous  age;  in  a  coal-bearing  series  possibly 
equivalent  to  the  Kanawha  formation.  The  bed  has  a  shale  roof  and  floor.  At  the 
time  of  sampling  a  single  entry  had  been  driven  600  feet. 

The  bed  was  measured  and  sampled  on  September  1,  1906,  by  R.  W.  Stone,  as 

shown  below: 

Section  of  coal  bed  in  Greenough  minet  near  Hellier. 


Labontory  No 

Roof,  clay  and  shale. 

Coal,  solid 

Mother  coal 

Coal,  solid 

Floor,  shale. 

Tbickness  of  bed 

Thickness  of  coal  sampled 


3706 

Ft. 

In. 

0 

10 

0 

i 

3 

0 

3 

m 

3 

lol 

The  sample  represented  the  entire  thickness  of  the  bed,  which  is  a  high-grade  coking 
coal.    The  sample  was  taken  at  the  face  of  the  main  heading,  600  feet  from  the  entr}'. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  106:  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  62;  Bull  348,  p.  72. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  8.  Geol.  Survey 

Bull.  348,  p.  72. 

Hellier.    Pike  Mine. 

Sample. — Bituminous  (coking)  coal;  Russell  Fork  field;  analyses  Nos.  6928,  6929 
(Ann  Arbor  No.  3);  analyses  Nos.  3705,  3706,  3702  (pp.  106,  107). 

Mine. — Pike;  1  mile  southwest  of  Hellier  at  the  head  of  Marrowbone  Creek,  on 
the  Chesapeake  &  Ohio  Railroad. 

Coal  bed. — Lower  Elkhom.  Carboniferous  age,  possibly  same  as  the  Kanawha 
formation.    The  bed  has  two  benches.    The  roof  and  the  floof  are  shale. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  on  September  1,  1906,  as 
described  below. 

Sample  3702  represented  only  22  inches  of  laminated  coal  from  the  upper  bench. 
It  was  made  up  of  two  samples  mixed  in  equal  parts,  one  taken  from  the  face  of  the 
main  heading  and  one  taken  off  right  heading  1. 

Sample  3706,  representing  32  inches  of  solid  coal,  and  sample  3705,  representing 
the  whole  bed  (1  foot  10  inches  of  laminated  coal,  underlain  with  2  feet  8  inches  of  solid 
coal)  were  taken  at  the  working  face  of  the  main  heading,  720  feet  from  the  entry. 

The  bed  was  also  measured  and  sampled  by  G.  S.  Pope  at  two  points  on  December 
15,  1908,  as  described  below: 

Sectione  of  coal  bed  in  Pike  mine^  1  mile  southwest  of  Hellier. 


•Laboratory  No 

Roof.  8oap8tone  and  sandstone 

Coal 

Bone 

Coal 

Bony  coal 

Motoerooal , 

Coal 

Mother  ooal 

Coal 

Mother  ooal 

Coal 

Mother  ooal 

Coal 

Floor,  black  slate,  sandstone. 

ThiclroeBs  of  bed 

Thickness  of  coal  sampled. 


6028 
Ft.  in. 
0     3 
0 
1 
0 


1 


0 
0 
0 


? 


0      2| 


4      0 
4      0 


Ft.  in. 

1  0 

S    I 

0  4 

•  •  •  • 


kbnttjoky:  pike  county. 
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Sample  0928  was  taken  500  feet  south  and  600  feet  west  of  the  opening,  in  the  firat 
right  heading,  75  feet  from  the  outcrop. 

Sample  6829  waa  taken  1,600  feet  aouth  of  the  opening,  in  the  main  heading  at  the 
fourth  right  parallel  entry. 

Nates.-^The  coal  from  near  the  top  "soapetone"  has  a  very  soft,  laminated  struc- 
ture and  the  fragments  are  smooth  and  shiny.  The  coal  below  gradually  assumes 
the  r^;ular  bituminous  appearance.  No  ''  sulphur  "  bands  wero  foimd.  In  1904  the 
coal  was  undercut  by  machines.  The  usual  sizes  of  coal  loaded  were  slack,  lump, 
and  run-of-mine.    liie  daily  output  was  between  300  and  350  tons. 

For  results  of  illuminating-gas  tests  of  this  coal,  see  Bureau  of  Bifines  Bull.  6,  pp. 
85,47. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  pp.  106,  107,  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  62;  Bull.  348,  p.  72. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  348,  p.  11. 

Heluer.    Musgrovs  Prospect. 

Sample.— BitwaamouB  coal;  Russell  Fork  field;  analysis  No.  3829  (p.  107). 

Xoco^ion.— MuE^grove  prospect,  at  the  head  of  the  Gassell  Fork  of  Marrowbone  Cxeek, 
2i  miles  west  of  Hellier,  and  2}  miles  from  the  Chesapeake  &  Ohio  Railroad. 

Coal  bed. — Flatwoods.  Carboniferous  age;  approximately  1,300  feet  above  the  Lee 
conglomerate;  probably  Elanawha  formation.    Roof  and  floor,  shale. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  in  September,  1906,  as  shown 
below: 

Section  of  coal  bed  tn  prospect^  t^  mike  weei  of  EeUAer. 


Roof,  shale. 
Bony  coal.. 

Olaya 

Cod. 


Clay« 

Coal 

Cl«y« 

Coal 

Claya 

Coal 

Claya 

Coal 

Clay* 

Codandboneo 

Coflla 

Clay,blueo 

Coal« 

Bone« 

Coalo 

Shale,  carbonaoioiue 

Coal* 

Bonv  coal-a 

Motoercoala 

Ooala 

Qaya 

Coal  and  bonaa 

Flora:  Ahale. 

Ililckness  of  bed 

Tbldcness  of  ooal  samided. 


Ft.  in. 


4 

8 
2 


0 
0 
1 
0 
0 
0 
0 
0 

1 

0 

s 

a 

0 

1 

2 
0 
0 
0 
0 
1 
0 

0      k 
0    s 

0      k 

0    10 

0     8 


7 

4 
• 
2 

7 
i 

4 
« 
8 
8 


a  Not  induded  in  sample. 

Notes. — The  coal  in  the  prospect  seemed  to  be  fairly  fresh,  clean,  and  dry;  a  sample 
was  taken  of  the  upper  6^  feet.  The  lower  half  of  the  bed  was  not  sampled  because 
it  is  so  broken  by  olay  partings  as  to  be  of  little  value.  The  coal  sampled  is  high 
grade,  and  probably  coking. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  107;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  52;  Bull.  348,  p.  72. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 
Bull.  348,  p.  34. 
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Regina.    Coleman  Mine. 

Sample. — ^BituminouB  coal;  Russell  Fork  field;  analysis  No.  3662  (p.  107). 

Mine, — Coleman;  a  drift  mine  in  Coleman  Hollow,  opposite  the  mouth  of  the  Biarrow- 
bone  Creek,  near  R^ina  post  office,  on  the  Chesapeake  &  Ohio  Railroad. 

Coal  bed, — Millard.  The  bed  is  of  Carboniferous  age  and  lies  in  coal-bearing 
rocks  possibly  equivalent  to  the  Norton  formation.  The  bed  has  a  sandy  shale  roof 
and  sandstone  floor  and  lies  on  50  feet  of  heavy  sandstone.  In  1906  a  drift  had  been 
driven  125  feet. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  on  August  30,  1906,  as  shown 
below: 

Section  of  coal  bed  in  Coleman  mine^  near  Regina. 


LabontofT  No 

Roof,  sandy  shale. 

Coal 

Caay 

Coal 

Bone 

Coal 

Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


8862 

Ft.  in. 

2  1 

0  10 

0  5 

0  4 

0  8 

4  4 

4  4 


The  sample  was  taken  at  the  face  of  the  drift,  125  feet  from  the  entry.  In  1906 
this  small  mine  had  been  open  10  years  and  a  few  tons  of  coal  were  being  taken  every 
winter.  The  face  sampled  had  been  exposed  to  the  air  for  six  months,  but  probably 
was  little  affected  by  weathering.  The  entire  thickness  of  the  bed  was  included  in 
the  sample. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  107;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  52;  Bull.  348,  p.  72. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Greol.  Survey  Bull. 
348,  p.  34. 

Regina.    Martin  Bank. 

Sample. — Bituminous  (coking)  coal;  Russell  Fork  field;  analysis  No.  3663  (p.  107). 

Location. — Martin  bank,  a  drift  opening  at  the  right  fork  of  Road  Creek,  2  miles 
east  of  Regina  post  office,  on  the  Chesapeake  &  Ohio  Railroad. 

Coal  bed. — Lower  Elkhom.  Carboniferous  age,  Lee  formation  (?)  or  equivalent  (?). 
Roof,  shale;  floor,  probably  bone,  closely  uinderlain  with  sandstone. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  in  August,  1906,  as  shown  below: 

Section  of  coal  bed  in  Martin  bank,  t  miles  east  of  Regina. 


Labontory  No 

Roof,  slate. 

Coal,  laminated' 

Coal,  solid 

FloOTibone. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


J^.  In. 
1     3 

4  1 

5  4 
4      1 


a  Not  included  In  sample. 

The  sample  was  collected  at  the  face  of  the  drift,  40  feet  from  the  entry.  In  1904 
coal  was  mined  for  family  use  in  small  amoimts  and  only  in  winter,  so  that  the  face 
sampled  was  probably  slightly  weathered.  The  laminated  coal  was  excluded  for 
the  reason  that  it  crumbles  and  is  high  in  ash. 
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For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletiB,  p.  107;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  52;  Bull.  348,  p.  72. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Greol.  Survey 
Bull.  348,  p.  34. 

Regina.    Moore  Bank. 

Sample. — Bituminous  (coking)  coal;  Russell  Fork  field;  analysis  No.  3661  (p.  107). 

Location. — ^Moore  bank;  a  drift  opening  on  Pond  Creek  just  below  the  mouth  of 
the  Laurel  bianch,  4  miles  south  of  Regma,  on  the  Chesapeake  &  Ohio  Railroad. 

Coal  bed, — Lower  Elkhom.  Carboniferous  age,  in  a  coal-bearing  formation  possibly 
equivalent  to  the  Norton  formation  of  Virginia.    Roof,  shale. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  on  August  29, 1906.  The  bed 
has  an  upper  bench  of  laminated  coal  16  inches  thick,  and  a  lower  bench  of  solid  coal 
3  feet  thick,  the  total  thickness  being  4  feet  4  inches. 

The  sample  represented  the  whole  thickness  of  the  bed  and  was  taken  at  the  ^e 
of  the  drift  30  feet  from  the  entry;  it  may  have  been  slightly  weathered,  as  coal  had 
not  been  mined  in  several  months. 

Notes. — ^The  coal  cokes.    In  1906  the  bed  was  developed  by  a  drift  35  feet  long. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  107;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  52;  Bull.  348,  p.  72. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  348,  p.  11. 

UNION  COUNTY. 

Sturois.    Bell  Mine. 

Sample. — Bituminous  coal;  western  Kentucky  field;  (Kentucky  No.  8)  analyses 
Nos.  3678,  3679  (p.  107). 

Mine. — Bell;  a  slope  mine,  2}  miles  southwest  of  Stuigis,  on  the  Illinois  Central 
Railroad. 

Coal  bed. — ^No.  1  of  the  Kentucky  Geological  Survey,  often  designated  locally  the 
Bell.  Carboniferous  age.  Pottsville  (?)  formation.  Thickness,  fairly  uniform, 
averaging  2  feet  8  inches  at  this  mine;  dip,  slight;  roof,  soft  shale,  i  inch  thick,  with 
laminated  shale  above;  floor,  hard  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  F.  B.  Tough  on 
September  1, 1906,  as  described  below: 

Sections  of  coal  bed  in  Bell  mine,  2\  miles  southwest  o/Sturgis. 


Sectiaii A  B 

Laboratory  No i 3678  3679 

Roof,  shale.                                                                                                                  Ft.   in.  Ft.   in. 

Coal 0     3  0    10* 

Mothercoal 0     1  0       * 

Coal 10  0    10 

Mothercoal Of  0       i 

Coal 1     2|  0     6 

Mothercoal 0       | 

Coal 0     7 

Floor,  fire  clay. 

Tnicknessofbed 2     7i  2 


Thickness  of  coal  sampled 2     7t         2 


Si 


Section  A  (sample  3678)  was  measured  in  left  entry  1,  100  feet  north  from  the  drift 
at  the  foot  of  the  slope. 

Section  B  (sample  3679)  was  measured  in  room  1,  left  entry  1,  60  feet  north  from 
the  drift  at  the  foot  of  the  slope. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  160;  Bureau  of  Mines  Bull.  23,  pp.  64,  66, 169; 
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coking  teste:  U.  S.  Geol.  Survey  Bull.  3S2,  p.  160;  Bull.  336,  pp.  23,  30,  30;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  BuU.  336,  pp.  65,  68,  70,  72,  74,  Bull.  332,  p.  161. 
For  chemical  analyses  see  part  I  of  this  bulletin,  p.  107;  also  U.  S.  Geol.  Survey 
BuU.  332,  p.  160. 

wbbstbb  cottnty. 

Wheatcboft.    Wheatcboit  Mine.     ^ 

Sample, — ^Bituminous  coal;  western  Kentucky  field;  (Kentucky  No.  4)  analyBoa 
Nos.  1382, 1384  (p.  107). 

Mine, — ^Wheatcroft;  a  shaft  mine,  at  Wheatcroft,  on  the  Illinois  Central  Railioad. 

Coal  bed. — ^No.  11.  At  this  point  it  lies  from  40  to  60  feet  bebw  the  sur&ce,  and 
is  reached  by  a  40-foot  shaft.  The  bed  is  much  broken  up  by  partings  of  fire  clay  and 
sulphur,  and  has  to  be  carefully  mined  to  insure  a  &irly  clean  product. 

Two  sections  of  the  bed  were  measured  and  sampled  by  J.  S.  Burrows,  in  1904, 
as  shown  below: 

Sections  of  coal  bed  in  Whealeroft  mine  at  WheaUroft. 


Sectkni 

Laboratory  No 

Coal 

Fireclaya 

Coal 

Flreclaya 

Coal 

Solphora 

CoaT. 

Thickness  of  bed 
Thickness  of  ooal 


A 

1384 

Ft. 

In. 

0 

11 

0 

1 

2 

8 

0 

2 

0 

8 

0 

1 

1 

2 

5 

9 

b 

5 

B 

1382 

J^.  In. 


1 
0 


0 

1 


2  10 

0  1 

0  10 

0  h 

1  2 


0       h 

6    10 


a  Not  included  in  sample. 

Section  A  (sample  1382)  was  measured  in  room  8  ofif  the  west  shaft  entry. 

Section  B  (sample  1384)  was  measured  at  the  fece  of  the  second  west  entry. 

Notes. — In  1904  most  of  the  output  was  shipped  to  southern  towns  and  ports  for 
making  steam;  some  was  used  by  the  Illinois  Central  Raihoad  for  locomotive  fuel. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
testa:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  673;  Bull.  261,  p.  81;  Bureau  of  Mines 
Bull.  23,  p.  64;  washing  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1471;  BuU.  261, 
p.  70;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1350;  Bull.  261,  p  126. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  107;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  234;  Bull.  261,  p.  47. 

WHBATcaoFT.    No.  5  Mine. 

Sample. — ^Bituminous  coal;  western  Kentucky  field;  (Ann  Arbor  No.  11)  analysis 
No.  7441  (p.  108). 

Mine. — ^No.  6;  a  shaft  mine,  1}  miles  east  of  Wheatcroft,  on  the  Illinois  Central 
Railroad. 

Coal  bed. — Owen  No.  11.  Carboniferous  age,  Pottsville  (?)  group.  Roof,  coal 
and  dirt  (16  inches);  floor,  fire  clay.    The  bed  is  about  5  feet  thick. 

The  bed  was  measured  and  sampled  by  P.  M.  Riefkin  on  March  18, 1909,  as  shown 
on  the  following  page. 
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Section  of  coal  bed  in  No.  6  mtM,  H  miles  east  of  Wheatcroft. 


Laboratory  No 

Roof. 

Coal 

Mother  ooal 

Coal 

Mother  coal 

Coal 

Mother  coal 

Coal 

Mother  coal 

Coal 

Bony  coal 

Coal 

Mother  ooal 

Coal 

Floor,  fire  clay. 

TmcknesBofbed 

Thickness  of  coal  sampled 


101 


The  sample  was  taken  at  a  point  500  feet  southeast  of  the  opening  in  room  5  off  south 
heading  1,  off  east  entry. 

Notes, — Roof  is  poor;  a  combination  of  bone  coal  and  dirt,  and  must  be  carefully 
watched.  In  1909  the  sizes  prepared  were:  Nut,  over  1  inch,  through  2^inch  screen; 
lump,  over  2^inch  screen;  and  slack.    Long- wall  mining  machines  were  used. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  108;  also  Bureau  of 
Mines  Bull.  6,  p.  44. 

WHITIiBY  COUNTY. 

Barthell.    No.  1  Mine. 

Sample. — Bituminous  coal;  eastern  Kentucky  field;  analysis  No.  10062  (p.  108). 
Mine, — ^No.  1;  at  Barthell,  Whitley  County. 

Coal  bed. — No.  2.    The  bed  is  about  4  feet  thick  with  a  sulphur  parting. 
The  bed  was  measured  and  sampled  at  one  point  by  J.  J.  Rutledge,  March  1, 1910, 
as  described  below: 

Section  of  bed  in  No.  1  mine  at  Barthell. 


Laboratory  No. 
Roof. 

Coal 

Sulphurs.. 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


10062 
Ft,   in, 

2 

0 

1     91 

4     0 

3    111 


a  Not  included  in  sample. 

The  sample  was  taken  in  room  14,  sixth  left  entry.    It  was  dry  when  taken. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  108. 

Kbnsbb.    Main  Jbluoo  Minbs. 

Sample, — Bituminous  coal;  eastern  Kentucky  field;  (Kentucky  special)  analyses 
Nos.  1329,  1330  (p.  108). 

Mine, — Main  Jellico;  drift  mines  at  Kensee. 

Coal  bed. — Jellico.    Carboniferous  age,  Pottsville  group. 

Two  sections  of  the  bed  were  measured  and  sampled  by  J.  S.  Burrows  on  October  28, 
1904.    The  record  of  sampling  was  not  reported. 

Section  A  (sample  1329)  was  measured  in  the  new  mine. 

Section  B  (sample  1330)  was  measured  in  the  old  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  108. 
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MARYLAND. 

ALLEQAXIY  COX7NTY. 

EcKHABT.    Ocean  No.  3}  Mine. 

Sample. — Semibituminouscoal;  Greoiges  Creek  field;  analyses  Nos.  8769,  8770,  8771, 
8843  (p.  108). 

Mine. — Ocean  No.  3};  a  dope  mine,  at  Eckhart,  on  the  Cumberland  &  Pennsylvania 
and  the  Baltimore  &  Ohio  Railroads. 

Coal  bed. — Known  in  this  field  as  the  Big  Vein.  Carboniferous  age,  Monongahela 
formation.  The  bed  averages  about  8  feet  in  thickness,  ranging  from  7  to  9  feet.  The 
roof  is  of  good  hard  shale,  but  in  places  a  layer  of  coal  is  left  up  for  a  roof  in  advance 
workings.  A  solid  cap  rock  lies  6  feet  above  the  coal.  The  floor  is  an  underclay  with 
smooth  surface. 

The  bed  was  measured  and  sampled  at  three  points  by  C.  A.  Fisher  on  August  11, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Ocean  No.  5 J  mine  at  Echhart. 


Section 

Laboratory  No 

Roof,  shale,  and  coal. 

Coal  (hard  gray) 

Ck»l(brleht) 

Bony  coal 

Shale 

Coal 

Coal 

Shale 

Coal 

Shale 

Coal 

Shale 

Coal 

Bony  coal 

Coal 

Floor,  hard  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


A 

B 

8770 

8709 

Ft.  in. 

Ft,  in. 

0     8 

1     0 

1     0 

1     0 

0      1 

•  ■         •  ■ 

0     3i 

0      i 

1      7 

2     3 

1      3 

1      1 

aO      li 

aO      1} 

0      7 

0      8 

aO        § 

aO      1 

1      0 

1      3 

aO        i 

■  •         •  • 

0    10 

•  •         ■  • 

•  •              mm 

oO        } 

•   «              *   ■ 

1    a 

7      6 
7     3i 

8     8k 
8     5| 

C 

8771 
Fl  in. 

i     9 
aO      li 

'i     "6 


3      3| 
3      2 


a  Not  included  in  sample. 

Section  A  (sample  8770)  was  cut  from  the  face  of  first  left  heading,  50  feet  from  the 
motor  road. 

Section  B  (sample  8769)  was  cut  from  the  first  crosscut  on  motor  road  No.  2. 

Section  C  (sample  8771)  was  cut  from  the  face  of  the  first  left  heading  off  the  main 
heading. 

A  composite  sample  made  by  mixing  samples  8769,  8770,  and  8771  was  taken  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  8843. 

Notes. — In  1909  the  coal  at  this  mine  was  undercut  with  hand  picks  and  shot  down 
with  black  powder.  The  coal  was  loaded  as  run-of-mine,  the  tipple  having  no  screens. 
The  output  in  1909  was  250  tons  per  day,  the  maximum  day^s  run  being  300  tons.  The 
output  was  expected  to  remain  about  the  same,  the  entire  tonnage  being  obtained 
from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  108. 

Eckhart.    Washington  No.  1  Mine. 

^oTiipZ^.  — Semibituminous  coal;  Geoiges  Creek  field;  analyses  Nos.  6358,  6359 
(p.  109). 

Mine. — ^Washington  No.  1,  a  drift  mine  at  Eckhart,  on  the  Cumberland  &  Penn- 
sylvania Railroad. 
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Coal  Bed. — ^Pittsbuigh.  OarboniferouB  age,  Monoogahela  fonnati<m.  The  bed  at 
this  mine  is  between  6}  and  7  feet  thick,  with  a  roof  of  2  feet  of  top  coal  and  a  shale 
floor. 

The  bed  was  measured  and  sampled  on  August  8, 1908,  by  E.  M.  Way,  as  described 
below: 

SectUma  of  coal  bed  in  WaMngton  No.  1  mine  at  Edchart. 


Laboratory  No 

Roof,  top  ooal. 

Coal 

Bone  coal 

Coal 

Shale  and  ooala 

Shale* 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Shale 

Coal 

Shale 

Coal 

Shaleo 

Coal 

Flocv.«hale. 

Thicknees  of  bed 

Thtokneas  of  ooal  sampled. 


8350 
Ft.  in. 

1 
0 
1 


0 

1 

0 
0 
0 

1 

0 

1 


t 


6    10 
0     6 


a  Not  incladed  in  sample. 

Sample  6358  was  taken  2,100  feet  northwest  from  the  opening  in  the  face  of  Gannon's 
heading. 

Sample  6359  was  taken  2,000  feet  southwest  from  the  opening  inside  place  for  main 
heading. 

Notee. — ^This  is  an  old  mine;  coal  almost  worked  out,  only  pillar  coal  remaining. 
Pillars  are  badly  squeezed;  roof  in  some  places  has  caved  for  distance  of  25  feet.  D&ily 
output  of  mine  at  time  of  sampling,  250  tons. 

For  chemical  amdyses  of  this  coal  see  part  I  of  this  bulletin,  p.  109. 

EcKHABT.    Washinoton  No.  2  MiNS. 

iSampfe.— Semibituminous  coal;  Georges  Greek  field;  analyses  Nos.  6356,  6357,  8863, 
8864,  8865,  8932  (p.  109). 

Mine. — ^Washington  No.  2;  a  drift  mine  at  Eckhart,  on  the  Gumberland  &  Penn- 
sylvania Railroad. 

Coal  bed. — Known  in  this  field  as  the  Upper  Sewickley  or  Tyson.    Garboniferous 
age,  Monongahela  formation.    The  bed  at  this  mine  varies  in  thickness  from  3  feet  to 
4  feet,  and  has  a  shale  roof,  to  which  the  coal  sticks.    This  shale  is  about  45  feet  thick 
to  the  cap  rock.    The  floor  is  a  hard  underclay  with  a  smooth  surface,  to  which  the 
coal  does  not  stick. 

The  bed  was  measured  and  sampled  by  K.  M.  May  on  August  7,  1908,  as  shown 
below: 

Sections  of  coal  bed  in  Wathington  No.  t  mine  at  Eckhart. 


Laboratory  No 

Boof,  shale  and  sandstone. 

Coal 

Sulphur 

Shde 

Coal 

Shale 

Coal 

Shale  and  bone 

Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled. 


6357 
Ft.    M. 
0     7i 


5&2 


ANALYBB8  0^  C0AL8. 


Bam^le  6856  ww  talran  2,800  feet  weet  of  the  opcming  in  room  6,  off  the  fint  ri| 
cmtiy  off  tlie  foatth  south  entry. 

Sample  6357  was  taken  3,600  feet  south  of  the  face  of  the  opening  in  the  fifth  south 
heading. 

The  bed  was  also  measured  and  sampled  at  three  points  by  J.  J.  Rutledge  on  Augini 
18,  1908,  as  described  below: 

SectUma  of  coal  bed  in  WashingUm  No,  t  mine  at  Edhart, 


atfOOStX,  ...................... 

LftbomtoryNo 

RoolBhalei 

Coal 

SlialeCdark) 

Cqal... 

SbaleCdark) 

Coal 

FloOT,  hard  underolay. 

Thiolmflttofbed 

ThiokneM  of  ooal  sampled . 


A 

B 

8866 

8804 

Ft,  in. 

Ft.  in. 

2   10 

2     9 

0       i 

aO        1 

0     4 

0      7 

0      i 

mm             mm 

0     8 

•   •              •   • 

8     U 
8     5\ 

3     4| 

3      4 

FL  in, 

0  4 

8  11| 

8  111 


a  Not  Induded  in  sample. 

Section  A  (sample  8865)  was  cut  from  the  pillar  of  room  No.  4  on  south  entry  No.  18. 

Section  B  (sample  8864)  was  cut  from  the  face  of  room  No.  2  in  first  right  off  fourth 
south  entry. 

Section  G  (sample  8863)  was  cut  from  the  face  ol  room  No.  3  on  south  entry  7  off  the 
main  entry. 

A  composite  sample  was  made  by  mixing  face  samples  8863,  8864,  and  8865  for  an 
ultimate  analysis,  the  results  of  which  arc  shown  under  laboratory  No.  8932. 

Notes. — ^In  1908  the  coal  at  this  mine  was  cut  with  hand  picks  in  the  upper  part  of 
the  bed  and  shot  down  with  black  powder.  The  roof  in  this  method  does  not  get 
mixed  with  the  coal  in  mining.  There  were  no  screens  at  the  tipple,  the  coal  all 
being  loaded  as  run-of-mine.  It  was  picked  by  hand  on  the  mine  cars  and  on  the 
railroad  cars  as  it  was  loaded.  The  capacity  of  the  mine  at  the  time  of  sampling  in 
1909  was  800  tons,  the  average  daily  output  being  500  tons.  The  immediate  future 
output  was  to  be  derived  laigely  from  pilla». 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p  109. 

Frostburo.    Tyson  No.  9  Minb. 

Sample. — Semibituminous  coal;  Georges  Creek  field;  analyses  Nos.  6361,  6362,  6363 
(p.  109). 

Mine, — ^Tyson  No.  9;  a  drift  mine  1}  miles  northeast  of  Frostbuxg,  on  the  Cumber- 
land ft  Pennsylvania  Railroad. 

Coal  bed, — ^Upper  Sewickley  or  Tyson.  Carboniferous  age,  Monongahela  formation. 
The  bed  is  about  3  feet  thick  with  shale  roof  and  floor. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  August  6, 1908, 
as  diown  below: 

Sectiona  qfcoai  bed  in  Tyeon  No.  9  mdne,  1^  miiee  eoyUh  <^  Froetburg, 


Laboiatory  No. 
Bootriiale. 

Coal 

Shale 

Salplmr... 


ghtlA 

Goal 

Bhale 

Goal 

V1oOT.ehale. 

TnJckneai  of  bed 

Thlcknea  ooal  sampled. 


63e3 
Ft,  in. 


*  •        •  • 


2  m 

2    ll] 
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Sample  6361 WM  1»ken  2,200  feet  southeast  of  the  opeoiiig  in  tbe  f^ 
blind  opening. 

Sample  6S63  was takon 960 feetnortheaat  of  the  opening  in  ]X)om  8  on  fint  ri^ 
off  fint  left  entry. 

Sample  6362  was  taken  in  left  heading  3,  off  ri^^t  heading  1,  B  opening,  1,000  feet 
southeast  of  mine  mouth. 

Note9, — ^In  1908  there  were  two  tipples  at  this  mine,  one  for  loading  coal  and  the 
other  for  ooaling  engines  on  the  Cumberland  k  Pennsylvania  bianch.  The  mine  had 
three  openings.    Daily  output  in  1908  was  115  tons. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  109. 

FBOSTBuna.    Ttbon  Mine. 

Sample. — Semibituminous  coal;  Georges  Creek  field;  analysis  No.  6364  (p.  109). 

iftne.^Tyson;  pomping  shaft,  1^  miles  southwest  of  Frostburg,  on  the  Cumberland 
d  Pennsylvania  Railroad. 

Coal  bed. — ^Upper  Sewickley  or  Tyson.  Carboniferous  age,  Monongahela  formation. 
The  bed  is  2  feet  10  inches  thick  with  a  sulphur  parting  \  inch  thick.  Roof,  sand- 
stone; floor,  bastard  fire  clay. 

The  belt  was  measured  and  sampled  on  August  4,  1908  by  E.  M.  Way  as  described 
below: 

Section  of  coal  bed  in  Tyson  mine^  i}  miles  eouthwesi  of  Frostburg, 


wiUKf  No. . 
Boof,  nnastone. 
Goal. 


Sulsliiir, 


FIoOT.  bastard  lire  day: 
ThioknesBofbed.. 


Tliislams  of  ooal  aamptod. 


Ft.  in. 

2  2 

0  8} 

a  101 

2  10| 


The  sample  was  taken  50  feet  from  the  shaft  in  the  face  of  the  new  main  heading. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  109. 

Frostbubo.    Ocxan  No.  3  (Hoffhan)  Minb. 

Sample. — Semibituminous  coal;  Greoiges  Creek  field;  analyses  Nos.  6352,  6353, 
8757,  8758,  8759,  8760,  8761,  8762,  8840,  8841  (p.  109). 

Mine. — Ocean  No.  3  (Hoffman);  2  miles  south  of  Frostbuig,  on  the  Cumberland  & 
Pennsylvania  and  the  Baltimore  ik  Ohio  railroads. 

Coal  bed. — ^Big  Vein  or  Pittsburgh.  Carboniferous  age,  Monmigahela  formation. 
Roof,  2  fset  of  top  coal,  above  which  is  shale ;  floor,  shale.  The  bed  varies  in  thickness 
from  7^  to  9  feet,  averaging  8^  feet. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  August  4, 1908, 
asdescribed  below: 

Sections  of  bed  in  Ocean  No.  3  mtne,  £  wiles  south  of  Frostburg. 


Laboratory  No. 
BoofftopooaL 

OoaL 

Shale 

Bone 

OoaL 

Sbale 

Ooal 

QuUe 

OoaL 


Ooal 

Shale 

OoaL 

Floor,  diale. 

TUotaMMofbed 

ThiokneaB  of  coal  sampled. 


6852 

68S3 

Ft.  in. 

Ft.  in. 

0  in 
aO     l| 

8     3 

•  «         •  • 

«  •         •  • 

0     1 

0     6 

1      4 

aO      1 

0 

1 

5    ? 

0 

aO      1 

6    11 

0     A 

•  •        V. 

aO      1 

»  •         *  • 

0      7 

*  •         •  • 

0      i 

■  •         •  • 

1      4 

I  n 

1  1 

•  Not  Indaded  In  sample. 
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Sample  G352  was  taken  13,000  feet  southwest  of  the  opening  in  room  2  on  the  fifth 
right  Klondike  heading. 

Sample  6353  was  taken  9,000  feet  west  of  the  opening  in  room  4  on  third  left  off  the 
north  entry. 

The  bed  was  alao  measured  and  sampled  by  G.  A.  Fisher  at  six  points  on  August  9 
and  10, 1909,  as  described  below: 

Sections  of  coal  bed  in  Ocean  No.  S  minCy  2  miles  south  of  Frostbwrg. 


86CtiOIl 

Laboratory  No 

Roof,  shale. 

Coal 

Coal  (with  pyrite  bandB) . 

Coal  (bright) 

Coal 

Shale  « 

Coal  (bright) 

Shale  • 

Coal(briiht) 

Boneooaia 

Coal 

Flow,  hard  underolay. 

TmoknesB  of  bed 

Thifiknww  of  ooal  sampled 


A 

B 

C 

D 

E 

8761 

8760 

8762 

8757 

8758 

Ft.  in. 

Ft.  in. 

Ft.  in. 

Ft.  in. 

Ft.  in. 

1   4 

1  5 

1   6 
1   0 

1   2 

1   3 

"b    b 

4  5 

3   8 

"i    "3 

1   7 

I      4 

1   6 

1   5| 

0  h 

0   § 

0  li 

0   1 

0  6 

0  5 

0  6 

0  5 

0  11 

0  li 

0  1 

0   1 

1   2 

1   1 

1   0 

1   1 

0  h 

0   « 

0   i 

0   i 

1   1 

1   1 

1   0 

1   0 

10  9^ 

9  11^ 

2  6 

9  0 

9  8 

10  7 

9   9 

2  6 

8   9 

9  6i 

F 

8750 

Ft.  in. 

0  6 

3    10 

1  4 


0 
0 
0 


1 
6 
1* 


0    10 


0 
1 


i 


8     1| 
7    11 


a  Not  Incladed  in  sample. 

Section  A  (sample  8761)  was  cut  from  the  face  of  eighth  right  entry  off  Klondike 
entry  in  room  No.  10. 

Section  B  (sample  8760)  was  cut  from  the  face  of  room  No.  4,  in  fourth  right  entry  off 
Klondike  entry. 

Section  G  (sample  8762)  was  cut  from  the  face  of  the  coal  in  shaft  heading,  350  feet 
northeast  from  the  shaft. 

Section  D  (sample  8757)  was  cut  from  the  pillar  in  second  left  entry  near  room  No.  7. 

Section  £  (sample  8758)  was  cut  from  the  pillar  of  room  No.  33  off  the  first  cross  head- 
ing. 

Section  F  (sample  8759)  was  cut  from  the  pillar  of  room  No.  11  of  first  cross  entry  off 
Klondike  entry. 

Composite  samples  were  made  by  mixing  pillar  samples  8757,  8758,  and  8759,  and  by 
mixing  face  samples  8760, 8761,  and  8762  for  ultimate  analyses,  the  results  of  which  are 
shown  under  laboratory  numbers  8840  and  8841,  respectively. 

Notes. — In  1909  the  coal  at  this  mine  was  undercut  with  puncher  machines  and  shot 
down  with  black  powder  and  a  permissible  explosive.  The  tipple  had  no  screens,  the 
entire  output  being  loaded  as  run  of  mine.  The  coal  was  cleaned  by  one  trimmer  as 
it  was  loaded  on  the  car.  The  output  of  the  mine  when  inspected  was  1,100  tons,  the 
maximum  day's  run  being  1,500  tons.  It  was  estimated  that  the  mine  would  continue 
to  produce  coal  at  this  rate  for  30  years  in  the  proportion  of  85  per  cent  from  pillar  coal 
and  15  per  cent  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  110. 

Lord.    Ocean  No.  7  Mine. 

Sample. — Semibituminous coal;  Georges  Creek  field;  analyses  Nos.  4334, 4335  (Mary- 
land No.  2),  and  analyses  Nos.  6351,  6364,  6365,  7234,  7235,  8779,  8780,  8781,  8782, 
8783,  8817,  8831,  8832,  8838,  8839,  8859,  8860,  8861  (p.  110). 

Mine.-'Ocean  No.  7;  i  mile  west  of  Lord  and  4  miles  southwest  of  Frostbuig,  on 
the  Cumberland  &  Pennsylvania  Railroad. 

Coal  bed. — Pittsburgh,  known  as  Big  Vein.  Carboniferous  age,  Monongahela  forma- 
tion.   Thickness  of  coal  at  this  mine,  8^  to  11  feet.    Roof,  shale  which  weathers  on 
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exposure;  some  coal  is  left  up  as  roof  for  advance  work;  floor,  hard  shale.    The 
coal  has  a  columnar  structure  and  carries  a  persistent  parting. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  December  13, 
1906,  as  described  below: 

Sections  of  coal  bed  in  No.  7  mine,  i  mile  west  of  Lord. 


Section 

Laboratory  No 

Roof,  coal. 

Coal 

Roof  coal 

Shale 

Coal 

Shale 

Coal 

Shale 

Hard  coal  and  sulphur 

Coal 

Shale 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

4334 

Ft.  in. 
7     0 


aO      1 
0    11 


^1 


0  i 

1  0 


0 

8 


in 


B 
4336 
Ft.    in. 

a  6      5) 

"fl    "i 


I  i 


0  in 

00  I 

..  io{ 

8  9i 

7  11 


a  Not  included  in  sample. 

Section  A  (sample  4334)  was  measured  in  room  3,  off  second  right  (low  grade)  slope, 
6,600  feet  southwest  of  the  slope  mouth. 

I     Section  B  (sample  4335)  was  measured  in  room  23,  second  right  (middle)  slope, 
4,500  feet  south  of  the  mouth  of  the  slope. 

The  bed  was  also  measured  and  sampled  on  August  3, 1908,  by  K.  M.  Way  at  three 
points  as  described  below: 

Sections  of  coal  bed  in  Ocean  No.  7  mine,  i  mile  west  of  Lord. 


Laboratory  No 

6364 
^.  in. 
0     6i 

6    i* 

0     2} 

0  f 

1  0 

0      i 

0    11 

8    11 
8     8f 

6351 
Ft.  in. 

•  •        •  • 

0     0 

•  •          •  • 

2  7 

•  •         •  • 

•  •         •  • 

•  •         •  • 

•  •         •  • 

0      k 

3  1 
0      If 
0     2 
0      1 
0     34 
0     1 
0    11 
0 

0    llf 

8    llf 
8     7 

6366 

Roof,  shale  and  ooal.                                                                                     i 
Coal 

Ft.    Hk 

Hard  ooal 

0     4 

Bbal^a _       _ 

Coal 

3     6 

ShalRA 

Coal 

nbalf^ 

Coal 

Bone  coal . »       *  . . .  t  .  - 

0     1 

Coal 

3      1^ 

Mother  coal «            

Coal 

Bhaleo ,,                    

0    n 

0     3 
0     1 

0 

1 

Coal 

Shalea 

Coal t 

flbalflfl    .                                                              

Coal 

Floor,  shale  and  coal. 

Thickness  of  bed 

9     SI 
9      4} 

Tbiclmefls  of  coal  samnled , 

a  Not  included  in  sample. 

Sample  6364  was  taken  1,700  feet  southwest  of  opening  in  room  7,  off  first  right 
midway  slope. 

Sample  6351  was  taken  4,500  feet  southeast  of  the  opening  in  room  1,  off  fifth  left 
midway  slope. 

Sample  6365  was  taken  3,600  feet  northeast  of  the  opening  in  room  7,  off  third  left 
heavy  grade  slope. 
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The  bed  was  also  measured  and  Munpled  at  two  points  by  O.  8.  Pope  on  January 
28,  1909,  as  shown  below: 

Sectioru  of  coal  bed  in  Ocean  No,  7  mine,  i  mile  we»t  of  Lord. 


Laboratory  No 

Roof,  top  coal,  aandfltone. 

Bone  and  coal  a 

Coal 

Bolphor 

lio&er  ooal  and  coal  mixed . . 

Coal 

Slatea 

Coal 

Slatea : 

Coal 

Mother  ooal  and  ooal  mixed . . 

"Penny"  slate 

Coal 

Soft  ooal 

"Penny  "slate 

Coal 

Floor,  black  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


7234 
Ft,  hi. 
0     8} 

6     6 


9    11 
9 


I 


7235 
Ft.    in. 

I  n 


0 

1 

0 
0 

0 

1 


1 

8 

1 


i 


10 
8 


4 


aNot  Inolnrted  in  sample 

Sample  7234  was  taken  2,500  feet  east  from  opening  in  room  16,  off  second  cross 
heading  off  third  left  heavy  grade. 

Sample  7235  was  taken  4,600  feet  south  30^  east  from  opening  in  room  8,  off  fifth 
right  midway  slope  crosscut. 

The  bed  was  also  measured  and  sampled  at  11  points  by  J.  J.  Rutledge  on  August 
12,  13,  and  17,  1909,  as  described  below: 

Sectione  of  coal  bed  in  Ocean  No.  7  mine,  i  mile  west  of  Lord. 


Sectioo 

Laboratory  No 

Roof,  shale. 

Goal 

Coal 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Floor,  hard  miderclay. 

TbicknesBofbed 

Thickness  of  coal  sampled. 


A 

8781 
Ft.  in. 
7     0 


0     1 
0    111 


9     6i 
9     3 


B 
8832 

Ft.  in. 
7     6 


0  1 

0  2f 

0  3 

0  11} 


8     8 


C 

8780 

Ft.  In. 

e     9 


0 
0 
0 
1 
0 
0    IK 


! 


9     3 
9     1 


D 

8831 

Ft.  in. 

6     7} 


0      1 
0      4 

0      1\ 

0  llj 
0 
0     9 


8  m 

8     Sf 


B 
8782 
Ft.  in. 
5     3j 
0     7 
0    11 
0      1 
0     3 
0     u 
0    10 
0 
0 
0 
0 


2 


9   n 

8    10 


P 
8779 
Ft.    in. 

6     9 


0 
0 
0 
0 
0 


0    11 
0      • 
0    Hi 


t  n 


Section 

Laboratory  No. 
Roof,  shale. 

Coal 

Coal 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Shalea 

Coal 


Flow,  hard  miderclay. 
Thickness  of  bed . . 


Thickness  of  ooal  sampled , 


O 
8783 
Ft.  in. 
5     6 
0     5 
0    10 


0 
0 
0 
1 

0       , 
0    Hi 


1 


9     3 
9 


I 


H 
8817 
Ft.  in. 
5     4 


0 
0 
0 
0 
0 


7 
8 

1 


0    11 
0 


ui 


8    11| 
8     8} 


J 
8861 
Ft.  in. 
6     6 

0  6 

1  2 
0  1 
0     3 

0     M 

0    111 


9 
9 


Ft.  in. 
5  9 
0 
1 
0 
0 
0 
1 

0       I 
0    11 


10      2} 
10     0 


a  Not  included  in  sample. 
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Section  A  (sample  8781)  wu  cut  from  &  pillar  of  room  No.  22  off  ri^t  entry  2,  off 
midway  slope. 

Section  B  (sample  8832)  was  cut  from  the  pillar  off  cross  entry  2  off  right  entry  4, 
off  midway  slope. 

Section  C  (sample  8780)  was  cut  from  the  face  of  room  No.  7  off  right  entry  4,  off 
midway  slope. 

Section  D  (sample  8831)  was  cut  from  the  face  in  room  No.  8  from  stub  dip  heading 
off  midway  slope. 

Section  E  (sample  8782)  was  cut  from  the  face  in  room  No.  6  off  straight  entry 
between  cross  entries  2  and  3,  off  left  entry  8  off  the  heavy  grade  slope. 

Section  F  (sample  8779)  was  cut  from  the  face  in  room  No.  4  off  stnught  heading 
between  cross  entries  2  and  3,  off  left  entry  2  off  heavy  grade  slope. 

Section  G  (sample  8783)  was  cut  from  a  pillar  in  room  No.  5  off  left  entry  1,  off  heavy 
grade  slope. 

Section  H  (sample  8817)  waa  cut  from  face  of  room  No.  1  off  right  entry  3,  off  heavy 
grade  slope. 

Section  I  (sample  8860)  was  cut  from  the  face  of  room  No.  8  off  right  entry  1,  off  heavy 
grade  slope  (Pittsburgh  bed). 

Section  J  (sample  8861)  was  cut  from  a  pillar  in  room  No.  2  off  left  entry  4,  off  midway 
slope. 

Section  K  (sample  8869)  was  cut  from  the  solid  coal  in  room  No.  10  off  left  entry  5, 
off  heavy  grade  slope  (Pittsburg  bed). 

A  composite  sample  was  made  by  mixing  the  face  samples  8779,  8780,  8782,  8817, 
8831,  8859,  and  8860  for  an  ultimate  analysis,  the  results  of  which  are  shown  under 
laboratory  number  8838. 

A  composite  sample  was  also  made  by  mixing  the  pillar  samples  8781,  8783,  8832, 
and  8861  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
number  8839. 

Notes. — In  1909  the  coal  at  this  mine  was  cut  with  puncher  machines  and  was  shot 
down  with  black  powder.  The  tipple  was  provided  with  bar  screens  with  2-inch  and 
2^inch  openings,  and  a  shaker  screen  with  2-inch  holes.  At  the  time  no  attempt  was 
made  to  clean  the  coal  after  it  came  from  the  mine,  aa  the  conditions  were  favorable 
for  loading  clean  coal.  The  average  daily  output  of  the  mine  was  3,700  tons,  of  which 
80  per  cent  was  pillar  coal.    The  maximum  day's  run  was  5.080  tons. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  165;  Bureau  of  Mines  Bull.  23,  pp.  65, 170;  briquetting 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  166. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  110;  also  U.  S.  Geol. 
Survey  Bull.  332,  p.  165. 

Lord.    Tyson  No.  7  Mine. 

Sample. — Semibituminous  coal;  Georges  Greek  field;  analyses  Nos.  8818,  8819, 
8820,  8930  (p.  110). 

Mine. — Tyson  No.  7;  a  slope  mine,  }  mile  west  of  Lord,  on  the  Cumberland  &  Penn- 
sylvania Railroad. 

Coal  bed. — ^Known  in  this  field  as  the  Tyson.  Carboniferous  age ,  Monongahela  forma- 
tion. At  this  mine  it  has  an  average  thickness  of  3  feet.  The  roof  is  a  gray  shale  in 
one  part  of  the  mine  and  sandstone  in  the  other.  The  roof  is  considered  good,  but  is 
"slippy"  in  places.    The  fioor  is  a  hard  gray  underclay,  to  which  the  coal  sticks. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  J.  Butledge  on  August  16, 
1909,  as  described  below: 

Section  A  (sample  8820)  was  cut  from  the  face  of  the  coal  in  right  heading  1.  It 
included  3  feet  3  inches  of  coal. 

Section  B  (sample  8818)  was  cut  from  the  face  of  coal  in  room  No.  4,  off  left  heading  1 . 
It  included  3  feet  4  inches  of  coal. 
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Section  C  (sample  8819)  was  cut  from  the  face  of  coal  in  right  heading  3.  It  in- 
cluded 3  feet  of  coal. 

A  composite  sample  was  made  by  mixing  the  face  samples  8818,  8819,  and  8820  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  8930. 

Notes, — In  1909  the  coal  at  this  mine  was  undercut  by  hand  and  shot  down  with 
black  powder.  The  tipple  was  provided  with  bar  screens  with  {-inch  and  l^inch 
spaces.  Four  sizes  of  coal,  lump,  nut,  slack,  and  run-of-mine,  were  loaded.  The 
mine  at  time  of  sampling  had  a  capacity  of  100  tons  and  an  actual  average  output  of 
60  tons.  The  tonnage  of  the  mine  waa  to  be  gradually  increased ;  all  coal  in  the  near 
future  was  to  be  derived  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  111. 

Midland.    Ocean  No.  8  Mine. 

Sample. — Bituminous  coal;  Georges  Greek  field;  analyses  Nos.  6355,  6360,  6366, 
8778  (p.  112). 

Mine. — Ocean  No.  8;  a  drift  mine  at  Midland,  on  the  Cumberland  &  Pennsylvania 
Railroad. 

Coal  bed, — Pittsburgh,  known  in  this  field  as  the  Big  Vein.  The  Upper  Sewickley 
or  Tyson  bed  has  also  been  worked.  Carboniferous  age,  Monongahela  series.  The 
Pittsburgh  bed  varies  in  thickness  from  8  to  11  feet  and  has  a  shale  roof  6  feet  in  thick- 
ness, above  which  is  a  cap  rock.    The  floor  is  a  hard  underclay  with  smooth  sur&ice. 

The  Big  Vein  bed  wajs  measured  and  sampled  by  J.  J.  Rutledge  on  August  14, 
1909,  as  described  below: 

Section  of  Big  Vein  coal  bed  in  Ocean  No.  8  mine  at  Midland.     . 


Laboratory  No 

Roof,  shale. 

Bone  coal 

Coal 

Coal  (soft  mining) 

QqqI 

Shale  C'  upper*  slate") « . 

Coal 

Shale  (''lower  slate")  a. . 

Coal 

Shale  ("penny  slate")  a. 
Coal 


FIoOT,  hard  underclay. 
Thickness  of  bed. 


Thickness  of  coal  sampled , 


8778 
Ft,  M, 
1     6 


3 
0 


8 


0    11 
0 

0  4 
0  1 
0  11 
0 
1 


9     4 
9     0 


a  Not  included  in  sample. 

The  sample  was  cut  from  the  split  between  rooms  Nos.  19  and  20,  o£f  Cullen's 
heading. 

The  Upper  Sewickley  or  Tyson  bed  was  measured  and  sampled  at  three  points  by 
K.  M.  Way  on  August  5,  1908,  as  described  below: 

Sections  of  Upper  Sewickley  or  Tyson  coal  bed  in  Ocean  No.  8  mine  at  Midland. 


Laboratory  No 

Roof,  shale  and  sandstone. 

Coal 

Sulphur 

Shale 

CJoal 

Shale  and  sul  phur 

Shale 

CJoal 

Bone 

Shale 

Coal 

Shale 

Coal 

Floor,  shale. 

Tliickness  of  bed 

ThlckneM  of  ooal  sampled 


63eo 
J^.  in. 
0    10 

6 

0     91 
0 

0      6 


0 
0 
0 
0 

2 
3 


I 
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Sample  6366  was  taken  1,000  feet  northeast  of  opening  in  room  7  on  right  heading  4. 

Sample  6355  was  taken  1,300  feet  northwest  of  opening  in  breakthrough  in  main 
heading. 

Sample  6360  was  taken  500  feet  northeast  of  opening  in  room  9  on  right  heading  2. 

Notes.  —In  1908  the  mine  had  a  squeeze  so  that  no  powder  was  necessary  in  order 
to  obtain  the  coal.  At  time  of  sampling  the  coal  was  loaded  in  run-of-mine  form, 
there  being  no  screens  at  the  mine.  The  mine  was  opened  to  obtain  some  coal  that 
was  lost  by  a  squeeze  in  Ocean  No.  1  mine.  The  output,  which  was  all  derived  from 
pillars  at  time  of  sampling,  averaged  100  tons  per  day. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  112. 

Midland.    Ttson  No.  8  Mine. 

Sample. — Semibituminous  coal;  Greorges  Creek  field;  analyses  Nos.  8833,  8862, 
8931  (p.  112). 

Mine. — Tyson  No.  8;  a  drift  mine  J  mile  from  Midland,  on  the  Cumberland  & 
Pennsylvania  Railroad. 

Coal  bed. — Kaown  in  this  field  as  the  Tyson.  Carboniferous  age,  ^Monongahela 
formation.  The  coal,  which  averages  3  feet  in  thickness,  has  a  hard  shale  roof  in  a 
part  of  mine  and  sandstone  in  other  parts.  The  floor  is  a  hard  imderclay.  In  places 
the  coal  sticks  more  or  less  to  both  the  roof  and  the  floor. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  J.  Rutledge  on  August  14, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Tyson  No.  8  mine^  J  mile  from  Midland. 


Section A  B 

Laboratory  No 8862  8833 

Roof,  shale.  J^.  in.  Ft.  in. 

Coal 2     4  2     1 

Shale  (dark)a 0      *  0      | 

Coal 0  3j  0  4 

JlooT.  hard  underclay. 

Thickness  of  bed 2  7*  2  6| 

llilckness  of  coal  sampled 2  7t  2  5 

a  Not  included  in  sample. 

Section  A  (sample  8862)  was  cut  from  the  face  of  bore  hole  heading  off  drift  No.  2. 

Section  B  (sample  8833)  was  cut  from  the  face  of  room  No.  1  on  left  entry  7,  off  drift 
No.  1. 

A  composite  sample  was  made  by  mixing  the  ^e  samples  8833  and  8862  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  8931. 

Notes. — In  1909  the  coal  at  this  mine  was  cut  with  hand  picks  in  the  top  part  of 
the  bed  and  shot  down  with  black  powder.  The  coal  was  loaded  entirely  as  run-of- 
mine.  One  man  picked  the  coal  as  it  was  loaded  on  the  cars.  Some  pieces  of  the 
roof  and  floor  got  mixed  with  the  coal  in  mining.  The  mine  at  time  of  sampling  had 
a  capacity  of  150  tons,  with  an  average  output  of  100  tons.  It  was  stated  that  the  im- 
mediate future  output  would  be  entirely  from  advance  work  and  would  be  gradually 
increased  to  500  tons  within  two  years. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  112. 

Midland.    Ocean  No.  1  Mine. 

Sample, — Semibituminous  coal;  Geoiges  Greek  field;  analyses  Nos.  8763, 8764, 8765, 
8766,  8767,  8768,  8835,  8836  (pp.  112,  113). 

Mine. — Ocean  No.  1;  a  slope  mine  1  mile  from  Midland,  3  miles  southwest  of  Frost- 
burg,  on  the  Cumberland  &  Pennsylvania  and  the  Baltimore  &  Ohio  Railroads. 
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Ckxil  bed. — ^Known  in  this  field  m  the  Big  Vein.  Gftrbonileroui  age,  MonongBhela 
fonnation.  The  coal  at  this  mine  variee  in  thickneas from  7^  to  9}  leet.  ZthMacoal 
roof  from  1  to  2  feet  thick,  which  falls  in  some  of  the  rooms.  There  is  a  cap  lock 
about  6  leet  above  the  coal.  The  floor  is  a  hard  undorday  with  ^niootib  luifiacat  and 
was  not  mixed  with  the  coal  in  loading. 

The  bed  was  meaflured  and  sampled  at  six  points  by  C.  A.  Fisher  on  Asgnat  7  and 
9, 1909,  as  described  below: 

Sections  of  coal  bed  in  Ocean  No,  1  mine^  1  vnHefrom  Midland, 


Section 

Laboratory  No 

Roof,  ooal. 

Coal  (hard) 

Coal  (soft) 

Shale  (dark  soft)  a.. 

CoalC'mJxiing'').... 

Coal  (bright) 

Shalea 

CoaL 

Shale  (black  hard)  a. 

CoaL 

BonyooalA 

Shafea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thicknass  of  ooal 


A 

8768 
Ft.  in, 

1  1 
5  9 
0      1 

•  ■         •  ■ 

0  3 
0      IJ 

2  0 


0     3} 
0      1 


B 

8767 

Ft,  in, 

1     0 

4    10 

•  ■         •  • 

0      4 
0    10 


0       h 

0  3 

•  •  ■  • 

0  U 

a  1 

0  6 

9  4 


C 

8766 

Ft,  in, 

1  1 
4     4 

'6  '4 

0    10 

0  4 

0      1 

2  4 


9     21 
9     1 


D 

8764 

Ft.  in. 

0    10 

4    11 

•  *         «  • 

0     3 
0    10 


0 
0 
0 
2 


1 
6 
1 
1 


9     6 
9     4 


E 

8786 

FU  in. 

1     0 

4     2 


h 
9 

1 


0 
0 
0 
0 
0 

1 

•  • 

0 

1 


8    lU 
8     81 


F 

8763 
Ft.  in. 
0     8 
8    10 

0  S 

0  11 

0  1 
0 


0 

1 

0 


i 


1     0 


8 

8 


3 


o  Not  included  in  sample. 

Section  A  (sample  8768)  was  cut  from  right  entry  3,  off  slope,  room  7. 

Section  B  (sample  8767)  was  cut  from  right  entry  11,  off  slope,  room  15. 

Section  0  (sample  8766)  was  cut  from  right  entry  10,  off  Welsh  straight  headingt 
room  13. 

Section  D  (sample  8764)  was  cut  from  the  right  side  of  room  32,  off  Weidx'a  heading. 

Section  E  (sample  8766)  was  cut  from  face  of  the  lower  dip  heading. 

Section  F  (sample  8763)  was  cut  from  rock  heading,  room  34. 

Composite  samples  were  made  by  mixing  the  face  samples  8765,  8766,  8767,  and 
8768,  and  the  pillar  samples  8763  and  8764  for  ultimate  analyses,  the  results  of  which 
are  shown  imder  laboratory  numbers  8835  and  8836,  respectively. 

Notes, — In  1909,  the  cosd  at  this  mine  was  undercut  by  hand  and  puncher  madiine 
at  the  bottom  of  the  bed  and  shot  down  with  black  powder.  The  total  tonnage  was 
shipped  as  run-of-mine,  the  plant  not  being  equipped  with  screens.  The  coal  was 
pidced  on  the  car  by  two  trimmers.  The  daily  output  of  the  mine  in  August,  1009, 
averaged  1,600  tons,  and  2,000  tons  was  a  maximum  day's  run.  Approximately  786 
acres  of  unmined  coal  was  to  be  taken  out  from  the  opening,  and  the  jirobable  lifetime 
of  the  mine  was  considered  26  years.    The  output  was  to  be  increased  to  2,600  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  112,  118. 

GABBBTT  OOX7NTY. 

Westbbnport.    Washington  No.  3  Mms. 

Sample. — Semibituminous  coal;  Creorges  Greek  field;  (Maryland  No.  1)  analyses 
Nos.  2018,  2019  (p.  113). 

lfm€.— Washington  No.  3;  a  drift  mine  2  miles  north  of  Westemport,  on  the  Cum- 
berland &  Pennsylvania  Railroad. 

Coal  bed. — Locally  called  the  6-foot  bed.  Carboniferous  age,  Allefi^eny  fotmatiaa. 
Thickness,  about  6  feet  4  inches;  dip,  neaily  flat;  roof,  hard  gray  shale,  called  soap- 
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stone;  floor,  hard  gray  shale.    The  bed  carries  a  shale  parting  1  or  2  inches  thick 
about  2  feet  from  the  bottom,  and  a  6-inch  layer  of  bone  coal  about  18  inches  above  that. 
The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  August  19, 
1905,  as  described  below: 

Sections  of  coal  bed  in  Washington  No.  S  mtne,  f  miUs  north  of  W$stemport. 


Sectkm A  B 

LaborstoryNo 9018  aoi9 

Roof,  shale.  Ft.  in.       Ft.   in. 

Coal 

Bony  coal  a 

Bone  a 

Coal 

Shale  « 

Coal 2     3  2     2' 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

2018      1 

Ft 

in. 

0 

n 

0 

1 

"n 

0 

2 

2 

3 

6 

4 

4 

64 

1   ^ 

•  ■       •  • 
0 

1 

0 


I  H 


a  Not  included  in  sample. 

Section  A  (sample  2018)  was  measured  in  room  2  on  right  entry  6, 1,600  feet  west  of 
drift  mouth. 

Section  B  (sample  2019)  was  measiirod  in  mom  S,  on  left  entry  8,  1,700  feet  south- 
west of  drift  mouth. 

Notes. — ^The  coal  from  this  mine,  like  that  from  some  others  in  this  field,  is  brittle 
and  friable.    The  rated  capacity  of  the  mine  in  1905  was  500  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  132;  Bureau  of  Mines  Bull.  23,  pp.  65, 160, 170; 
washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  133;  coking  tests:  U.  S.  Geol.  Survey 
Bull.  290,  p.  133;  Bull.  336,  pp.  23,  30,  39;  cupola  tests  of  coke:  U.  S.  Geol.  Survey 
Bull.  336,  pp.  50,  53,  56,  59,  62. 

For  chemical  analyses,  see  part  1  of  this  bulletin,  p.  113;  U.  S.  Geol.  Survey  Bull. 
290,  p.  131. 

MICHIGAN. 

SAGINAW  COT7NTY. 

Saginaw.    Barnard  Mine. 

Sample. — ^Bituminous  coal;  Michigan  field;  (Ann  Arbor  No.  9)  analyses  Nos.  7705, 
7706  (p.  113). 

Mine, — ^Barnard;  Saginaw  district;  in  the  city  city  limits  of  Saginaw. 

Coal  bed. — Saginaw.  Carboniferous  age,  Pottsville  (?)  group.  Thickness  of.  bed,  2 
feet  10  inches  to  3  feet  4  inches,  free  from  partings. 

The  bed  was  measured  and  sampled  at  two  points  by  Perry  Barker. 

Sample  7705  was  taken  in  room  15,  off  northeast  entry,  4,000  feet  east  of  shaft,  and 
was  from  a  2-foot  10-inch  cut,  the  upper  6  inches  of  which  was  head  coal. 

Sample  7706  was  taken  in  southeast  entry,  4,000  feet  east  of  shaft,  and  represented 
a  3-foot  4-inch  cut,  the  upper  4  inches  of  which  was  head  coal. 

Note. — ^The  head  coal  was  of  a  dull  luster,  differing  in  ai^pearance  from  that  in  the 
main  bed. 

For  results  of  illuminating-gas  tests  of  this  coal,  see  Bureau  of  Mines  Bull.  6,  pp.  36, 47. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  113. 

45880^— Bull.  22,  pt  2—13 ^16 
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Saginaw.    Riversidb  Minb. 

Sample. — Bituminous  coal;  Michigan  field;  analysis  No.  5282  (p.  113). 

JftTi^.— Riverside;  Saginaw  district;  in  sec.  4,  T.  10  N.,  R.  3  E.,  one-half  mile  south- 
west of  Saginaw. 

Coal  bed, — Saginaw.    Carboniferous  age,  Pottsyille  (7)  formation. 

The  bed  was  measured  and  sampled  by  A.  J.  Hazlewood.  The  sample  represented 
3  feet  1  inch  of  coal. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  113. 

St.  Charles.    Gaqe  No.  1  Mine. 

Sample. — Bituminous  coal;  Michigan  field;  analysis  No.  5286  (p.  113). 
lftn«.— Gage  No.  1;  Saginaw  district;  in  sec.  5,  T.  10  N.,  R.  3  E.,  at  St.  Charles. 
Coal  bed. — Saginaw.    Carboniferous  age,  Pottsyille  (?)  formation. 
The  bed  was  measured  and  sampled  by  A.  J.  Hazlewood.    The  sample  represented 
3  feet  7  inches  of  coal.    It  was  taken  from  east  entry  5,  on  north  entry  4,  south  side. 
For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  113. 

MISSOURI. 
A'DATR  GOUNTY. 

Kirksville.    Rocky  Ford  No.  1  Mine. 

Sample. — ^Bituminous  coal;  Novinger  field;  analyses  Nos.  10101,  10102,  10106  (p. 
114). 

Mine. — Rocky  Ford  No.  1;  a  shaft  mine  in  the  Kirksville  district,  Benton  town- 
ship,  near  Kirksville,  on  the  Wabash  Railroad. 

Coal  bed. — Bevier.  Carboniferous  age,  Pennsylvanian  series.  Roof,  sandstone; 
floor,  fire  clay,  underlain  with  white  shale.  The  bed  is  3  feet  11^  inches  thick  at 
points  of  sampling  and  lies  flat.    The  cover  for  the  most  part  is  168  feet  thick. 

The  bed  was  measured  and  sampled  on  May  17,  1910,  by  J.  M.  Webb,  as  described 
below: 

Sections  of  bed  in  Rocky  Ford  No.  1  mine,  near  Kirksville. 


Laboratory  No.. 
Roof,  sandstone. 

Sulphur  a... 

CoaT 

Dirt  band  a. 

Coal 


Floor,  fire  clay. 

Thickness  of  bed. 


Thickness  of  coal  sampled. 


lOlOL  10102 
Ft.  M. 
0     2 
S      3 

0       I 

0     6 

a  iH 

S     9 


a  Not  Induded  In  sample. 

Sample  10101  was  taken  300  feet  northwest  of  the  shaft  in  room  3,  ofiP  north  entry  1. 
Sample  10102  was  taken  300  feet  northeast  of  shaft. 
The  samples  were  dry  when  taken. 

A  composite  sample  was  made  by  mixing  samples  10101  and  10102.    The  results  of 
an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number  10106. 
Note. — ^The  daily  capacity  of  the  mine  at  the  time  of  sampling  was  50  tons. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  114. 

KiRKsvnxB.    Star  No.  1  Minb. 

5ampfe.— Bituminous  coal;  Novinger  field;  analyses  Nos.  10099,  10100,  10442  (p. 
114). 

Mine. — Star  No.  1,  in  the  Kirksville  district,  ^  mile  from  Kirksville,  on  the  Wabash 
Railroad. 
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Coal  bed. — Bevier.  Carboniferous  age,  Pennsylvanian  eeriee,  Cherokee  shale. 
The  bed  is  about  2  feet  thick.    The  roof  is  sandstone  and  the  floor  is  fire  clay. 

The  bed  was  measured  and  sampled  by  J.  M.  Webb  at  two  points,  on  March  17, 
1910,  as  described  below: 

Sectioru  of  coal  bed  in  Star  No.  1  mine,  one-half  mile  from  Kirheville. 


Laboratonr  No 

Roof,  sandstone. 

Coal 

Clav  band  a 

Coal 

FlocHN  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


10099, 10100 

Ft.  in, 

0     8 

0  1 

1  4 

2  1 
2     0 


a  Not  included  in  sample. 

Sample  10099  was  taken  in  the  main  entry,  250  feet  east  of  the  main  shaft. 
Sample  10100  was  taken  350  feet  northwest  of  bottom  of  shaft. 
The  samples  were  dry  when  taken. 

A  composite  sample  was  made  by  mixing  the  face.Bample8  10099  and  10100.    The 
results  of  an  ultimate  anal3rBi8  of  this  sample  are  shown  under  laboratory  number  10442. 
Note. — ^The  daily  capacity  of  the  mine  at  the  time  of  sampling  was  50  tons. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  114. 

Morrow  Township.    No.  1  Mine. 

Sample, — ^Bituminous  coal;  Novinger  field;  analyses  Nos.  10077,  10079,  10080, 
10081  (pp.  114). 

Miru. — No.  1;  in  the  Stahl  district.  Morrow  Township,  J  mile  from  Stahl,onthe 
Quincy,  Omaha  &  Kansas  City  Railroad. 

Coal  bed. — Lexington.  Carboniferous  age,  Pennsylvanian  series,  Des  Moiaes  group. 
The  roof  is  locally  blue  clay,  30  feet  thick;  the  floor  is  soft  underclay,  3^  feet  thick. 
The  bed  is  from  3}  feet  to  3}  feet  thick  at  the  points  sampled. 

The  bed  was  measured  and  sampled  at  throe  points  by  J.  M.  Webb,  on  March  14, 
1910,  as  indicated  below: 

Sections  of  coal  bed  in  No.  1  miney  one-fourth  mile  from  Stahl. 


Laboratory  No 

Roof,  blue  clay. 

Goal 

White  bony  substance  a . . 

Coal 

Blacksulphuro 

Floor. 

Thickness  of  bed 

Thickness  of  coal  sampled 


10060 

10079 

Ft.  in. 

Ft.  in. 

1     4 

1      4 

0     3 

0     3 

1      8 

1     3 

0      6 

0     6 

3      9 

3      4 

8      0 

2      7 

10077 
FLin. 

1  4 

0  3 

1  8 
0  6 

3  0 

3  0 


a  Not  included  in  sample. 

Sample  10077  was  taken  2,000  feet  northeast  of  the  drift  mouth. 
Sample  10079  was  taken  2,000  feet  north  of  the  drift  mouth. 
Sample  10080  was  taken  2,100  feet  northwest  of  the  drift  mouth. 
The  samples  wero  dry  when  taken. 

A  composite  sample  was  made  by  mixing  samples  10077,  10079,  and  10080.    The 
results  of  an  ultimate  analysis  of  this  sample  aro  shown  under  laboratory  number  10081. 
Note. — ^The  daily  capacity  of  the  mine  at  the  time  of  sampling  was  200  tons. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  114. 
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NiNBYSH  Township.    No.  1  Mine. 
Sample. — Bituminous  coal;  Novinger  field;  analyses  Nos.  10085, 10086, 10067, 10088 

(pp.  114r-115). 

Mine. — No.  1;  in  the  Ck)nnelsville  district,  Nineveh  township,  1^  miles  south  of 
Gonnelsville,  on  the  Iowa  <&  St.  Louis  Railroad. 

Coal  bed. — Bevier.  Carboniferous  ag^e,  Pennsylvanian  series,  Cherokee  shale. 
The  roof  is  blue  shale,  4  feet  thick;  the  floor  consists  of  3  feet  6  inches  of  soft  clay. 
The  bed  at  this  mine  is  about  4  feet  thick,  with  two  partings.  The  cover,  for  the 
most  part,  is  105  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  M.  Webb,  on  March  15, 
1910,  as  described  below: 

Sections  of  coal  bed  in  No.  1  mine^  H  miles  south  of  ConnelavUle. 


Lebontoiy  No 

Roof,  blue  shale. 

Goal 

Clay  o 

Goal 

Clay  o 

Sulphur  o 

Goal 

Floor,  soft  clay. 

thickness  of  bed. 

Thickness  of  coal  sampled . 


100R5 

10086 

Ft.  in. 

FL  in. 

1     0 

1     0 

0     1 

0     1 

0     4 

0     8 

0       1 

•  •         •  • 

•  •         •  * 

0     1 

2      6 

2      2 

3    Hi 

4      1 

3    10 

3    10 

10067 
FLin. 

1  0 

•       i 

0    10 

0      i 

«  •  •  • 

2  3 

4     2 
4      1 


a  Not  incladed  in  sampia 

Sample  10085  was  taken  2,500  feet  west  of  the  drift  mouth. 
Sample  10086  was  taken  1,050  feet  south  of  the  drift  mouth. 
Sample  10087  was  taken  1,800  feet  north  of  the  drift  mouth. 
The  samples  were  dry  when  taken. 

A  composite  sample  was  made  by  mixing  samples  10085,  10086,  and  10087.    The 
results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number  10088. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  114. 

NOVIKQER.      ROMBAUER  No.   2  MiNE. 

Sample, — Bituminous  coal;  Novinger  field;  (Missouri  No.  7)  analyses  Nos.  2823, 
2824  (p.  115). 

Miru. — Rombauer  No.  2;  a  shaft  mine,  i  mile  northwest  of  Novinger,  on  the 
Quincy,  Omaha  &  Kansas  City  Railroad. 

Coal  bed. — Bevier.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale.  The 
thickness  is  fairly  uniform,  averaging  3  feet  6  inches.  Dip  sli^t,  to  the  south- 
west. The  roof  is  a  hard  black  sandy  shale  carrying  streaks  of  coal  and  is  locaHy 
known  as  "bat";  this  shale  is  about  2  feet  thick.  The  floor  is  a  soft  fire  clay  that  is 
not  good  to  shovel  from,  flakes  of  it  coming  up  with  the  coal.  The  cover  is  about  85 
feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J.  Von 
Berries  on  November  6,  1905,  as  described  below: 

Sections  of  coal  bed  in  Rombauer  No.  2  mine,  one-half  mile  northwest  of  Novinger, 


Section 

Latxmtory  No. , 
Roof,  shale. 

Coal 

Bulpbnra.., 


Buipi 
Coal. 


Shale* 

Coal 

Mother  ooal  and  solphar  •. 

Coal 

Floor,  fire  daj. 

TnlcknesBofcoalbed 

Thlckneaa  of  ooal  aamplad. 


A 

k 

2823      1 

FU 

In. 

I 

11 

0 

i 

0 

0 

U 

0 

0 

0 

3 

?i 

3 

1 

B 
2824 

FL  In. 

1  7 

:  4 

0  1 

1  0 


3      0 
2    10 


•  Not  Induded  In  sample. 
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Section  A  (sample  2823)  was  measured  in  room  13  off  eighth  east  entry  north,  1,700 
feet  northeast  of  tiie  shaft. 

Section  B  (sample  2824)  was  measured  in  third  east  entry  south,  1,750  feet  south- 
east of  the  shaft. 

Note, — ^The  coal  from  this  mine,  like  that  from  some  other  mines  woridng  the  same 
bed  in  this  district,  is  rather  hard. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  171;  Bureau  of  Mines  Bull.  23,  pp.  65,  171; 
washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  172;  Bull.  336,  p.  14. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  115;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  171. 

NOVINOER.      ROMBAUBR   No.   3  MiNE. 

iSompIf.— Bituminous  coal;  Novinger  field;  analyses  Nos.  10078, 10082,  10083,  10089 

(p.  115). 

Mine. — Rombauer  No.  3;  in  the  Novinger  district,  2)  miles  north  of  Novinger,  on 
the  Quincy,  Omaha  k  Kansas  City  and  the  Iowa  &  St.  Louis  Railroads. 

Coal  bed. — ^Bevier.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale.  The 
roof  is  black  shale,  which  is  underlain  in  places  with  about  2  inches  of  sulphur. 
The  floor  is  a  soft  underclay.  At  the  points  sampled  the  bed  is  from  3  feet  11  inches 
to  4  feet  2i  inches  thick,  with  several  partings.  It  lies  flat.  Cover,  for  the  most 
part,  137  feet  thick. 

The  bed  was  measured  and  sampled  at  three  i^ints  by  V.  H.  Hughes  on  Mardi  11, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Rombauer  No.  S  mine^  2i  miles  north  of  Novinger. 


Laboratorv  No 

Roof,  black  slaty  shale. 

cJoal 

Sulphur  a 

Mother  ooal  a 

Coal 

Bhalea 

Coal 

Shaleo 

Ooal 

Floor,  underclay  (soft). 

ThiokneBS  of  bed 

Thidmess  of  ooal  sampled , 


10078 

10082 

Ft.   in. 

Ft.   in. 

0     8 

•  •        •  ■ 

•  •         •  • 

0      1 

0      1 

•  •         •  • 

1     7 

2     5 

S  4 

0    10 

0     9} 

0      1 

•  •         *  • 

1    1 

*  •         ■  * 

3    11 
3      8i 

t  ^ 

1006S 

Ft.   in. 


2 

0 

■  • 

0 

1 


1 

0 


3    lOi 
3     0 


a  Not  included  In  sample. 

Sample  10083  was  taken  in  the  west  face,  1,300  feet  west  of  shaft. 

Sample  10082  was  taken  in  the  north  face,  1,800  feet  north  of  shaft. 

Sample  10078  waa  taken  in  the  north  face,  1,800  feet  from  shaft. 

The  samples  were  dry  when  taken. 

A  composite  sample  was  made  by  mixing  the  face  samples  10078,  10082,  and  10083. 
The  resuhs  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  No. 
10089. 

Note. — The  daily  capacity  of  the  mine  at  the  time  of  sampling  was  300  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  115. 

NoviNQER.    Great  Northern  No.  21  Mine. 

Sample.— Bitfominons  coal;  Novinger  field;  analyses  Nos.  10075, 10078, 10084, 10090 
(p.  115). 

Mine. — Great  Northern  No.  21;  Novinger  district;  2^  mUes  southwest  of  Novinger, 
in  sec.  6,  T.  82  N.,  R.  16  W.,  on  the  Quincy,  Omaha  &  Kansas  City  Railroad  and 
the  Iowa  Central  Railway. 
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Coal  bed. — ^Bevier.  Oarbonifeious  age,  Pennsylvanian  series,  Cherokee  shale. 
Roof,  black  shale  overlain  partly  with  sandstone;  floor,  soft  underclay.  The  bed  is 
3  feet  9  inches  to  3  feet  10  inches  thick  at  the  points  sampled  and  has  two  partings. 
It  lies  flat. 

The  bed  was  measured  and  sampled  at  three  points  by  V.  H.  Hughes  on  March  10, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Great  Northern  No.  21  mine,  2i  miles  southwest  of  Novinger. 


Laboratonr  No 

Boof.  black  shale. 

Coal 

Blatea 

Sulphur  banda 

MoQiflr  ooala 

Coal 

Sulphur  band  a 

Slaiea 

Coal 

Floor.  80lt  underclay. 

Tmcknessofbea 

Thickness  of  ooal  sampled , 


10075 
Ft.    M. 
2   8 
0  u 

•  •    •  ■ 

10076 
Ft.    in. 

0  3 
0  11 

i   'i" 

■  •   •  • 

0  u 

1   0 

3  11} 
3  10 

3  lOk 
3   8i 

10084 
Ft.    in, 

2       i 


0 
0 

6 
1 


1 

•  m 

1 

0 


3    10 
3      8 


a  Not  included  in  sample. 

Sample  10075  was  taken  in  the  west  face,  1,200  feet  from  the  shaft. 
Sample  10076  was  taken  800  feet  east  and  200  feet  north  of  the  ahaft. 
Sample  10084  was  taken  in  the  south  fauce  1,500  feet  from  the  shaft. 
The  samples  were  dry  when  taken. 

A  composite  sample  was  made  by  mixing  samples  10075,  10076,  and  10084.    The 
results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number  10090. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  115. 

AUDBAIN  COT7NTY. 

Vandalia.    Standabd  Mine. 

Sample.— "Bitammoua  coal;  Vandalia  field;  analyses  Nos.  9982,  9983,  9984,  9993 
(p.  116). 

Mine. — Standard,  on  the  western  edge  of  the  city  of  Vandalia;  sec.  5,  T.  52  N., 
R.5W. 

Coal  bed. — ^Mulky.    Carboniferous  age,  Cherokee  shale. 

The  bed  was  measured  and  sampled  at  three  points  in  1910  by  V.  H.  Hughes,  as 
shown  below: 

Sections  of  coal  bed  in  Standard  mine  at  Vandalia. 


Laboratory  No 

Roof,  "drew"  slate. 

Bony  ooal 

Coal 

Sulphur  bands 

CoaT. 

Floor,  soft  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled , 


0982 

Ft.    in. 

0963 
Ft.    in. 

mm             mm 

0  11 

5  1 

0  11 

2   5 
2   4^ 

I  2 

0964 
Ft.    in. 

0  f 

1  6 


a  Not  included  in  sample. 

Sample  9982  was  taken  from  the  south  wall,  1,000  feet  from  the  opening. 
Sample  9983  was  taken  from  the  west  wall,  800  feet  from  the  opening. 
Sample  9984  was  taken  from  the  north  face,  800  feet  from  the  opening. 
A  composite  sample  was  made  by  mixing  samples  9982,  9983,  and  9984.    The 
results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number  9993. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  116, 
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BATES  OOUMTY. 

Nbw  Homb.    New  Homb  No.  1  Mine. 

i9iiinp2e.— -BitiiminouB  coal;  Rich  Hill  field;  (Miasouri  No.  1)  analyses  Nos.  1041, 
lOiS  (p.  116). 

Mine. — ^New  Home  No.  1;  a  shaft  mine  at  New  Home,  on  a  branch  line  of  the  St. 
Louis  &  San  Francisco  Railroad. 

Coal  bed, — ^The  coal  bed  mined  at  New  Home  is  a  local  deposit  of  small  extent,  con- 
taining approximately  600  acres  of  workable  coal.  It  is  generally  supposed  to  be  at 
the  same  horizon  as  the  coal  mined  at  Rich  Hill,  a  few  miles  southeast.  The  New 
Home  mine  has  a  shaft  275  feet  deep.  The  bed  lies  nearly  horizontal,  but  near  the 
foot  of  the  shaft  has  a  dip  of  20"*  to  25^  for  about  200  feet.  The  roof  is  bad.  The  coal 
is  very  free  from  partings. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  M.  R.  Campbell 
and  J.  S.  Burrows,  in  1904,  as  shown  below: 

Sections  of  coal  bed  in  New  Home  No,  1  mine  at  New  Home, 

BeotUm A  B 

Laboratory  No 1041  1043 

Ft,   in.  Ft,  in. 

Coal 3     1  8     8 

Solphnra 0      |  0     1 

Coal7. 18  16 

TfaJclmeBofbed 4     4|  5     8 

ThlckmiM  of  coal  samplftd 4     4  5     2 

a  Not  included  in  sample. 

Section  A  (sample  1041}  was  measured  at  the  foce  of  room  18  off  east  entry  1. 

Section  B  (sample  1043)  was  measured  at  the  bottom  of  the  slope  in  east  entry  1. 

NoUe. — ^At  time  of  sampling  the  coal  had  been  sold  mostly  for  steam  making,  a 
considerable  part  of  the  output  being  taken  by  the  St.  Louis  k  San  Francisco  Railroad 
Go.    The  capacity  was  250  to  300  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  681;  Bull.  261,  p.  81;  Bureau  of  Mines 
Bull.  23,  p.  65;  briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1445;  Bull. 
261,  p.  160. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  116;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  235;  Bull.  261,  p.  48. 

GALDWEI^  COUNTY. 

Hamilton.    Caldwell  No.  1  Minb. 

iSainp2«.— Bituminous  coal;  Caldwell  field;  analyses  Nos.  10166, 10167, 10168, 10172 
(pp.  116,117). 

Mine. — Caldwell  No.  1;  near  Caldwell,  Gromer  Township,  on  the  Burlington  Rail- 
road. 

Coal  bed. — ^Bevier.  Carboniferous  age,  Pennsylvanian  series,  in  the  Cherokee 
shale.  The  roof  ia  limestone  underlain  with  6  inches  of  blue  '' slate' ';  the  floor  is 
Bandy  shale.  The  bed  is  1^  feet  thick  at  the  points  of  sampling.  The  cover  for  the 
most  part  is  470  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  M.  Webb  on  March  24, 
1910.    Each  sample  represented  1  foot  6  inches  of  clear  coal  and  was  dry  when  taken. 

Sample  10166  was  tiJcen  in  the  southwest  face,  1,200  feet  from  the  hoisting  shaft. 
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Sample  10167  was  taken  in  the  south  face,  1,508  f^et  from  the  hoisting  shaft. 
Sample  10168  was  taken  in  the  south  face,  1,300  feet  from  the  hoisting  shaft. 
A  composite  sample  was  made  by  mixing  samples  10166,  10167,  and  10168.    The 
results  of  an  ultimate  amdysu  of  this  sample  are  fl)iowD  under  labontery  numbor  Htt72. 
Note. — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  75  tons. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  1I0»  117. 

CLAT  OOTTSrrY. 

Missouri  City.    Missouri  Citt  No.  1  Mine. 

Sample, — Bituminous  coal;  Richmond  field;  analyses  Nos.  10219,  10288,  10291, 
10231  (p.  117). 

Mine. — ^Missouri  City  No.  1;  Missouri  City  district;  at  Missowi  City,  on  the  Wabash 
Railroad. 

Coal  bed. — Lexington.  Carboniferous  age,  Pennsyhranian  series,  Cherokee  shale. 
Roof,  white  limestone  overlain  with  blue  limestone;  floor,  fire  clay.  The  bed  is 
about  1  foot  10  inches  thick  at  the  x>oints  sampled  and  lies  flat.  The  cover  for  the 
most  part  is  165  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  M.  Webb  on  April  4, 1010. 

Sample  10219  was  taken  in  the  west  face,  1,800  feet  from  the  shaft. 

Sample  10220  was  taken  in  the  west  face,  1,800  feet  from  the  shaft. 

Sample  10221  was  taken  in  the  west  face,  1,500  feet  from  the  shaft. 

The  samples  were  moist  when  taken,  and  each  represented  1  foot  10  inches  of  coal. 

A  composite  sample  was  made  by  mixing  the  face  samples  10219, 10220, 10221 .  The 
results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number  10231 . 

Note. — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  100  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  117. 

OBUNDY  OOX7NTY. 
Trbnton.    Trenton  No.  3  Mine. 

^amp2e.— Bituminous  coal;  Trwiton  fidd;  analyses  Nos.  10151, 10152, 10153, 10161 
(p.  117). 

JffTM.— Trenton  No.  3;  Trenton  district,  in  sec.  10,  T.  61,  R.  24,  i  mile  south  of 
Trenton,  on  the  Chicago,  Rock  Island  &  Pacific  and  Quincy,  Omaha  &  Kansas  City 
Railroads. 

Coal  bed. — ^Tebo  (?).  Carboniferous  age,  P^insylvRnian  series,  Cherokee  shale. 
Roof,  black  shale  overlain  with  limestone,  black  shale,  etc.;  floor,  fire  clay.  The 
bed  is  1}  feet  thick  at  the  poimta  sampled,  and  lies  flat.  The  cover  for  most  part  is 
175  feet  tiiick. 

The  bed  was  measured  and  sampled  by  J.  M.  Webb  at  three  x>oints  on  March  19, 1910. 

Sample  10151  was  tak^i  in  north  face,  500  leet  from  hoisting  shaft. 

Sample  10152  was  taken  in  north  face,  500  feet  from  hoisting  shaft. 

Sample  10153  was  taken  in  west  face,  500  feet  &«m  bottosi  of  shaft. 

The  samples  were  dry  when  taken,  and  each  represented  1  foot  6  inches  of  clear 
coal. 

A  composite  sample  was  made  by  mixing  the  face  san^les  lOildl,  10152,  and  lO&fiS. 
The  results  of  an  ultimate  analysis  of  this  sample  are  given  under  laboratory  numbor 
10161. 

Note.— The  daUy  capacity  of  the  mine  at  time  of  sampling  was  75  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  117. 
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HBV&Y  0OX7NTT. 

Windsor.    Bowen  No.  4  Minb. 

SampU.-^Bitvanmovui  coal;  Windsor  field;  analyses  Nos.  10349, 10350, 10351, 10355 
(p.  117). 

Mine. — ^Bowen  No.  4:  Windsor  district;  near  Windsor,  in  T.  44  N.,  R.  24  W.,  on 
the  Chicago,  Rock  Island  Sc  Pacific  and  the  Missouri,  Kansas  &  Texas  Railways. 

Cool  M.-— Boven.  Carbonileioufl  age,  Pennsylvanian  series,  Cherokee  shale. 
The  roof  is  shale  and  the  floor  is  bituminous  shale.  The  bed  is  5  feet  thick,  with  a 
pardng  ol  clay  or  shale.    The  cover  for  the  most  part  is  90  feet  thick. 

The  bed  waa  measured  and  sampled  at  three  points  by  J.  M.  Webb  on  April  18, 
191^  M  described  below: 

SeUiam  of  coal  bed  in  Bowen  No.  4  'mine  near  Windsor. 


_  Ho 

Roof,  shale. 

Coal 

Clay  band  a 

Sbalea 

Goal 

Floor.  bitumiiMNu  shale. 

Tnickness  of  bed 

Thiclmsss  of  ooal  sampled . 


10340 

Ft.  in. 

1  10 

0  2 

3  'a 

6  2 

6  0 


lOSfiO 

Ft.  in. 

1  10 

0  1 

*  «  *  « 

3  2 

6  1 

5  0 


10851 

Ft.    in. 

1         6 


0 
3 

fl 

5 


2 
6 

2 
0 


a  Not  Included  in  sample. 

Sample  10849  was  taken  in  the  west  face,  800  feet  from  the  shaft. 

Sample  10350  was  taken  in  the  northwest  face,  600  feet  from  the  shaft. 

Sample  10651  was  taken  in  the  east  face,  800  feet  fnnn  the  shaft. 

Samples  10349  and  10350  were  dry  when  taken;  sample  10851  was  wet  when  taken. 

A  composite  sample  was  made  by  mixing  the  face  samples  10349,  10350,  and  10351. 
The  results  of  an  ultimate  aoalysis  of  this  sample  are  shown  under  laboratory  number 
10355. 

Note- — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  500  tona. 

For  chemical  analjnges  of  this  coal  see  part  I  of  this  bulletin,  p.  117. 


JOHNSON  COTTNTY. 

&DTBKRLAND.      No.   1  MiNB. 

^ompk.— Bitumineua  coal;  Missouri  field;  analyses  Nos.  10346, 10347, 10348, 10354 
(p.  118). 

Mine. — No.  1;  Windsor  district;  at  Sutherland,  on  the  Missouri,  Kansas  &  Texas 
Railway. 

Coal  bed. — ^Bevier.  Carboniferous  age,  Pennsylvanian  series,  in  the  Cherokee 
shale.  The  roof  is  hard  clay  shale  and  the  floor  is  fire  clay.  The  bed  is  about  1 
foot  8  inches  thick  at  the  points  of  sampling,  and  lies  fiat.  The  cover  for  the  most 
pert  la  180  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  on  April  16, 1910,  by  J.  M.  Webb. 

Sample  10346  wae  taken  in  west  face,  2,000  feet  from  shaft,  and  represented  1  foot 
8  inches  oi  clear  coal. 

Sample  10347  was  taken  in  east  face,  160  feet  from  shaft,  and  represented  1  foot  7 
inches  of  clear  coal. 

Sample  10348  was  taken  ia  north  face,  200  feet  fvom  shaft,  and  lepieeented  1  foot  8 
inches  of  coal. 

The  HD^es  weie  raeial  ^en  taken. 
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A  composite  sample,  made  from  samples  10846,  10347,  and  10348,  was  numbered 
10354. 
Note. — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  15  tons. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  118. 

LAFAYETTE   COUNTY. 
GoRDER.    Black  Diamond  Mine. 

Sample, — ^Bituminous coal;  Lexington  field;  analjnges  Nos.  10343, 10344,  10345, 10353 
(p.  118). 

Mine. — ^Black  Diamond;  Corder  district;  at  Corder,  Dover  Township,  on  the 
Chicago  &  Alton  Railroad. 

Coal  bed. — Lexington.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale. 
The  roof  is  black  shale  overlain  with  limestone.  The  floor  is  soft  underday. 
The  bed  is  1  foot  10  inches  thick  at  points  of  sampling  and  lies  flat.  The  cover  for 
the  most  part  is  30  to  50  feet  thick. 

The  bed  was  measured  and  sampled  by  J.  M.  Webb  on  April  13,  1910,  at  three 
points. 

Sample  10343  was  taken  in  northwest  face,  400  feet  from  the  shaft. 

Sample  10344  was  taken  in  north  face,  350  feet  from  the  shaft. 

Sample  10345  was  taken  in  west  face,  400  feet  from  the  shaft. 

Samples  10343  and  10344  were  wet  and  sample  10345  was  moist  when  taken. 

Each  sample  represented  1  foot  10  inches  of  coal. 

A  composite  sample  was  made  by  mixing  the  face  samples  10343, 10344,  and  10345. 
The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number 
10353. 

Note. — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  25  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bidletin,  p.  118. 

Corder.    Wilson  Mine. 

Sample. — ^Bituminous  coal;  Lexington  field;  analyses  Nos.  10242, 10243, 10244, 10246 
(p.  118). 

Mine. — ^Wilson;  Corder  district;  |  mile  south  of  Corder,  Dover  Township,  in 
T.  50,  R.  25,  on  the  Chicago  &  Alton  Railroad. 

Coal  bed. — Lexington.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale. 
The  roof  is  black  shale  overlain  with  limestone;  the  floor  is  soft  underday.  The 
bed  is  1  foot  8  inches  thick  at  points  of  sampling.  The  cover  for  the  most  part  is  60  feet 
thick. 

The  bed  was  measured  and  sampled  by  J.  M.  Webb  on  April  12, 1910,  at  three  points. 

Sample  10242  was  taken  in  east  face,  650  feet  from  shaft. 

Sample  10243  was  taken  in  southeast  face,  600  feet  from  ehsSt. 

Sample  10244  was  taken  in  south  face,  600  feet  from  shaft. 

The  samples  were  moist  when  taken. 

Each  sample  represented  1  foot  8  inches  of  coal. 

A  composite  sample  was  made  by  mixing  the  face  samples,  10242, 10243,  and  10244. 
The  results  of  an  ultimate  analysis  for  this  sample  are  shown  under  laboratory  No. 
10246. 

Note. — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  225  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  118, 119. 

HiooiNSviLLE.    No.  1  Mine. 

Sample. — ^Bituminous  coal;  Lexington  field;  analyses  Nos.  10239,  10240,  10241, 
10245  (p.  119). 

Mine, — No.  1;  in  Higginsville  district;  }  mile  south  of  Higginsville,  Dover  Town- 
ship, on  the  Missouri  Pacific  Railway. 
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Coal  bed. — Lexin^n.  Carbonifeious  age,  Pennsylvaiiiaii  seiieB,  Cherokee  shale. 
The  roof  is  black  shale  overlain  with  limestone;  the  floor  is  underday  with  4  to 
6  inches  of  sulphur  shale  below.  The  bed  is  from  1}  to  1}  feet  thick  and  without  part- 
ings at  x>oints  of  sampling.    The  cover  for  the  most  part  is  80  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  N.  Webb  on  April  11, 1910. 

Sample  10239  was  taken  in  west  face,  1,400  feet  from  hoisting  shaft,  and  represented 
1  foot  6  inches  of  coal. 

Sample  10240  was  taken  in  southwest  ftiee,  2,000  feet  from  hoisting  shaft,  and  repre- 
sented 1  foot  4  inches  of  coal. 

Sample  10241  was  taken  in  southeast  fttee,  2,000  feet  from  shaft,  and  represented  1 
foot  6  inches  of  coal. 

The  samples  were  moist  when  taken. 

A  composite  sample  was  made  by  mixing  the  ftbce  samples  10239, 10240,  and  10241. 
The  results  of  an  ultimate  analysb  of  this  sample  are  shown  under  laboratory  No. 
10245. 

Note. — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  200  tons. 

For  chemical  analyses  of  this  cofd  see  port  I  of  this  bulletin,  p.  119. 

Lbunoton.    Graddy  Mine. 

Sample.— Bitwadnoua  coal;  Lexington  field;  analyses  Nos.  10225,  10226,  10227, 
10233  (p.  119). 

Mine. — Graddy;  Lexington  district;  at  Lexington,  on  the  Missouri  Pacific  Railway. 

Coal  bed. — Lexington.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale. 
The  roof  is  black  shale  overlain  with  limestone;  the  floor  is  soft  underday  underlain 
with  2  inches  of  blue  clay.  The  bed  is  from  1  foot  7  inches  to  1  foot  8  inches  thick  at 
the  points  of  sampling.    The  cover  for  the  most  part  is  125  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  M.  Webb  on  April  7, 1910. 

Sample  10225  was  taken  at  the  face,  5,000  feet  southwest  of  drift  mouth  and  repre- 
sented 1  foot  7  inches  of  coal. 

Sample  10226  was  taken  at  the  face,  6,000  feet  southeast  of  drift  mouth  and  repre- 
sented 1  foot  8  inches  of  coal. 

Sample  10227  was  taken  at  east  face,  5,000  feet  east  of  drift  mouth  and  represented 
1  foot  8  inches  of  coal. 

Samples  10226  and  10227  were  moist  and  sample  10225  was  dry  when  taken. 

A  composite  sample  was  made  by  mixing  the  &ce  samples  10225, 10226,  and  10227. 
The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  No. 
10233. 

Note. — ^The  daily  capacity  of  the  mine  at  the  time  of  sampling  in  1910  was  300  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  119. 

Lexington.    Summit  Mine. 

Sample. — ^Bituminous  coal;  Lexington  field;  analyses  Nos.  1010,  1011  (p.  119). 
Mine. — Summit;  at  Lexington. 

Coal  bed. — ^Lexington.   Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale. 
The  bed  was  measured  and  sampled  on  August  17,  1904,  by  J.  S.  Burrows.    The 
samples  represented  cuts  of  20  to  22  inches  across  the  full  face  of  the  coal  bed. 
For  chemical  analyses  of  this  coal  see  port  I  of  this  bulletin,  p.  119. 

Napoleon.    Indbpendsncb  Mine. 

Sample.--BiUuDmo\iB  coal;  Lexington  field;  analyses  Nos.  10222,  18223,  10224, 
10232  (p.  119). 

Mine. — Independence;  Higginsville  district;  1  mile  east  of  Napoleon,  on  the  Mis- 
souri Fadfle  Railway. 
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Coal  bed. — ^Lexington.  OarbonifefouB  age,  Pennsylvanian  eerieBy  Cherokee  shale. 
The  roof  is  Aale  overlain  with  limestone;  the  floor  is  fire  clay.  The  bed  is  1)  feet  thick 
at  the  points  of  samj^ing.    The  cov^  tor  the  most  part  is  40  feet  thick. 

The  bed  was  meamired  and  sampled  at  three  points  by  J.  M.  Webb  on  Apnl  6, 1910. 

Sample  10222  was  taken  in  south  face  1,400  feet  from  hoisting  shaft. 

Sample  10223  was  taken  in  face  1,400  feet  from  shaft. 

Sample  10224  was  taken  in  face  1,200  feet  from  hoisting  shaft. 

Each  sample  represented  1  foot  6  inches  of  coal. 

Samples  10223  and  10224  wero  moist  when  taken.  Condition  of  sample  10222  not 
stated. 

A  composite  sample  was  made  by  mixing  the  face  samples  10222,  10228,  and  10224. 
The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number 
10232. 

NoU. — ^The  daily  capacity  of  the  mine  at  time  of  sampling  waa  60  loos. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  119. 

Waybblt.    Buckhorn  Minb. 

Sample,— Bitwadaoua  coal;  Waverly  field;  analyses  Nos.  10340, 10341,  10342, 10352 
(pp.  119, 120). 

Mine. — Buckhorn;  Waverly  district;  IJ  miles  south  of  Waverly,  Waverly  Township, 
on  the  Missouri  Pacific  Railway. 

Coal  bed. — Waverly.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale. 
The  roof  is  black  shale;  the  floor  is  in  part  clay  shale.  The  bed  is  3  feet  11  inches  to  4 
feet  2  inches  thick  and  lies  flat.    The  cover  for  the  most  part  is  150  feet  thick. 

The  bed  was  measured  and  sampled  in  three  places  on  April  14, 1910,  by  J.  M.  Webb, 
as  described  below: 


S^etiofia  of  coal  bed  in  BuMom  mine,  H  milee  south  of  Waverly. 


Laboratory  No. 
Roof,  shale. 

Coal 

Clay* 

Coal. 


Floor,  clay  shale. 
Thickneaaclbed. 


Thidmess  of  coal  sampled . 


10340 

lOMl 

FU  in. 

Ft.  in. 

2    10 

8     0 

0    u 

•     1 

1      0 

0    10 

3    Ilk 

3    U 

3    10 

8    10 

10M3 
FL    «k 
S     i 

•    a 

1     0 

4     S 

4     1 


a  Not  Inehided  In  sample. 

Sample  10340  was  taken  in  the  face  of  west  entry  1,  off  the  main  aoitlh  «itry,  700 
feet  from  the  shaft. 

Sample  10341  was  taken  in  the  face  of  east  entry  2,  off  the  main  south  entry,  000  feet 
from  the  shaft. 

Sample  10342  was  taken  in  the  face  of  the  main  east  entry,  1 ,000  feet  from  the  riiaft. 

The  samples  were  moist  when  taken. 

A  composite  sample  was  made  by  mixing  samples  10340,  10341,  and  10342.  The 
lesalta  of  an  ultimate  analysis  of  thia  sample  are  shoipi  under  laboiatory  number  16852. 

NoU. — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  200  tcma. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  119. 

Welunoton.    Labor  Exchange  Branch  No.  305  Mine. 

iSompif.— Bituminous  coal;  Lexington  field;  analyses  Nos.  10228,  10229,  10830, 
10234  (p.  120). 

nine.— Labor  Exchange  Branch  No.  306;  Wellington  district;  2}  miles  weet  of  Wel- 
lington, on  the  Missouri  Pacific  Railway. 


UnSSOUBl:  MACON  COUNTY.  573 

Coal  bed, — ^Lexington.  Carboniferoiu  age,  Pennaylvanian  series,  Cherokee  shale. 
The  roof  is  black  shale  overlain  with  limestone;  the  floor  is  soft  underclay.  The  bed  is 
1  foot  6  inches  to  1  foot  8  inches  thick  at  the  points  sampled  and  Hm  flat.  The  ooTer 
for  the  most  part  is  95  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  M.  Webb  on  April  7, 1010. 

Sample  10228  was  taken  in  southwest  face,  1,200  feet  from  shaft  bottom,  and  repre- 
sented 1  foot  7  inches  of  coal. 

Sample  10229  was  taken  in  south  face,  1,100  feet  from  shaft,  and  represented  1  foot 
8  inches  of  coal. 

Sample  10230  was  taken  in  southeast  face,  1,600  feet  from  shaft,  and  represented 
1  foot  6  inches  of  coal. 

A  composite  sample  was  made  by  mixing  samples  10228,  10229,  and  10230.  The 
results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number  10234. 

Samples  10228  and  10230  were  dry  when  taken,  and  sample  10229  was  wet  when 
taken. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  120. 

MACON  OOT7NTY. 

Bevier.    No.  8  Mine. 

Sample. — Bituminous  coal;  Bevier  field;  (Missouri  No.  2)  analyses  Nos.  1226,  1227 
(p.  120). 

Mine. — ^No.  8;  a  shaft  mine  1  mile  south  of  Bevier,  on  the  Chicago,  Burlington  St 
Quincy  Railroad. 

Coal  bed. — ^The  bed  worked  in  mine  No.  8  is  the  Bevier  coal  (Carboniferous  age, 
Pennsylvanian  series,  Cherokee  shale),  the  most  extensive  of  all  the  Missouri  beds.  It 
underlies  Macon,  Chariton,  Randolph,  and  parts  of  adjoining  counties,  and  varies  in 
thickness  from  4  to  6  feet.    At  the  No.  8  mine  the  shaft  is  135  feet  deep. 

Two  sections  of  the  bed  were  measured  and  sampled  by  J.  W.  Groves  in  1904,  as 
shown  below: 

Seciione  of  coal  bed  in  No.  8  mintj  1  mile  eouth  of  Bevier. 


Soctioii....  .........•.•.•■..••• 

Labofstory  No 

Cold 

Shale 

Coal 

Thickness  of  coal  bed 

Thickness  of  coal  sampled. 


A 

B 

1226 

1227 

n.  in. 

Ft.  in. 

3     5 

4     6 

0     1} 

0     3 

1     0 

0    10 

4     6} 

6     6 

4      6 

6     3 

Section  A  (sample  1226)  was  measured  in  east  entry  1,  on  the  north  side,  and  section 
B  (sample  1227)  was  measured  in  west  entry  2,  on  the  south  side. 

Abtav. — In  1904  the  capacity  of  the  mine  was  1,000  tons  daily,  and  the  output 
averaged  850  tons  daily.  The  coal  was  sold  chiefly  iot  making  steam,  the  railroads 
taking  the  larger  part.  About  20  per  cent  was  used  t<x  domestic  use,  and  the  remainder 
including  the  slack,  was  sold  to  manufacturing  plants. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests,  as  foUows—steuning 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  705;  Bull.  261,  p.  81;  Bureau  of  Mines 
Bull.  23,  p.  66;  producer-gas  tests:  TJ.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1155;  Bull. 
261,  p.  101;  Bureau  of  Mines  Bull.  13,  pp.  140,  274;  washing  tests:  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  1471;  Bull.  261,  p.  70;  coking  tests:  U.  S.  Geol.  Survey  P*of. 
Paper  48,  p.  1351;  Bull.  261,  p.  126. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  120;  also  U.  S.  Geol.  Survey 
Prof.  Fftper  48,  p.  236;  Bull  261,  p.  48. 
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Bevier.    No.  9  Shaft. 

Sample.-— BitaminouB  coal;  Bevier  field:  a^salysefl  NO0.  0988,  9989,  9990,  9991 
(p.  121). 

Mine. — ^No.  9  ahaft;  Bevier  district;  1}  miles  southeast  of  Bevier,  in  sec.  23,  T.  57 
N.,  R.  15  W.,  on  the  Chicago,  Burlington  A  Quincy  Railroad. 

Coal  bed. — Bevier.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale.  Hie 
roof  is  black  shale  overlain  with  sandstone;  the  floor  is  soft  underclay.  The  bed  is 
from  3  feet  i  inch  to  4  feet  9  inches  thick  at  points  of  sampling,  with  several  partings. 
It  lies  flat.    The  cover  for  the  most  part  is  105  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  V.  H.  Hughes  on  February 
11,  1910,  as  described  below: 

Sediona  o/coal  bed  in  No.  9  tkcfi  mine,  1\  mUea  eoutheait  of  Bevier. 


Laboratory  No 

Roof,  slate. 

Coal 

Sulphur  • 

Mother  coals 

Bone 

Coal 

Coal,  bony  • 

Clayo 

Coal 

Clay* 

Coal 

Floor,  soft  undeiclay. 

Thleknenofbed 

Thlcknen  of  ooal  sampled . 


woo 
Ft.  in. 
1     3i 
0     1 


1 
0 


0 
0 

4 

4 


11 


1 


Ft.  in. 
1     4i 


6 

i 


3 
3 


0 


QOQO 
FL    in. 
1     9| 


0 
1 


A 


0    2 


4      9 
4     7 


a  Not  indttded  in  sample. 

Sample  9988  was  taken  in  east  face,  2,200  feet  from  shaft. 

Sample  9989  was  taken  in  south  face,  1,700  feet  from  shaft. 

Sample  9990  was  taken  1,300  feet  north  and  400  feet  west  of  shaft. 

The  samples  were  dry  when  taken. 

A  composite  sample  was  made  by  mixing  the  face  samples  9988,  9989,  and  9990. 
The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number 
9991. 

Note. — ^The  daily  capacity  of  this  mine  at  time  of  sampling  was  300  tons. 

For  chemical  analyses  of  this  coal,  sec  part  I  of  this  bulletin,  p.  121. 

Bevier.    Central  No.  61  Mine. 

Sample. — Bituminous  coal;  Bevier  field;  (Missouri  No.  10)  analyses  Nos.  4196, 
4197  (p.  121). 

Mine. — Central  No.  61;  a  shaft  mine,  2)  miles  south  of  Bevfer,  on  the  Chicago,  Bur- 
lington &  Quincy  Raihroad. 

Coal  bed. — Bevier.  Carboniferous  age,  Pefinsylvanian  series,  Cherokee  shale. 
Thickness,  fairly  uniform,  averaging  4  feet  7  inches  at  this  mine.  Dip,  slight.  The 
roof  is  poor,  a  massive  gray  shale ;  floor,  gray  fire  clay.  Both  roof  and  floor  give  trouble 
in  loading  mine  can.    The  cover  for  the  most  part  is  about  120  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  November  20, 
1906,  as  described  on  the  following  page: 
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Sections  of  coal  bed  in  Central  No.  61  mine,  f }  miha  south  o/Bevier. 


oecuoii 

Laboratory  No. 

Roof,  shale. 

Coal 

Mother  coal 

Shale 

Coal 

Shale 

Coal 

Softshalea 

Shale 

Coal 

Shale* 

Soft  shale* 

Coal 

Shale* 

Coal 

Floor  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

4196 

Ft. 

in. 

1 
0 

1 

•  ■ 

1 

•  • 

4 

0 

\ 

0 

3 

•0 

It 

6 

*  • 

11 

0 

i 

6 

i 

4 

3 

4 

1 

B 
4107 
Ft.     Hl 
1     01 


0 
1 
0 
0 

•  • 

0 

1 
6" 

0 
0 
0 


4 
8 

? 


5  111 

6  7l 


•  Not  included  in  sample. 

Section  A  (sample  4196)  was  measured  in  room  7,  off  twelfth  east  entry,  off  second 
south  entry,  east  side  entry  2,  4,000  feet  south  of  mouth  of  shaft. 

Section  B  (sample  4197)  was  measured  in  first  west  entry,  off  second  south  entry, 
west  side,  2,500  feet  west  of  the  bottom  of  shaft. 

Note. — ^The  approximate  output  of  the  mine  in  1906  was  1,000  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  173;  Bureau  of  Mines  Bull.  23,  p.  65,  171; 
briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  173. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  121 ;  also  U.  S.  Greol.  Survey  Bull. 
332,  p.  172. 

Bevier.    No.  61  Mine. 

i$ani/>2e.— Bituminous  coal;  Bevier  field;  analyses  Nos.  10191,  10192,  10193, 10201 
(p.  121). 

Jfin«.—No.  61;  Bevier  district;  in  sec.  27,  T.  57  N.,  R.  15  W.,  2  miles  from  Bevier 
on  the  Burlington  Railroad. 

Coal  bed. — Bevier.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale. 
Roof,  sandstone;  floor,  soft  underclay.  The  bed  is  from  2}  to  3|  feet  thick  at  points 
sampled,  with  a  clay  parting.    Cover  for  the  most  part  70  feet  thick. 

The  bed  was  measured  and  sampled  on  March  28, 1910,  by  J.  M.  Webb,  as  described 
below.    The  samples  were  moist  when  taken. 

Sections  of  coal  bed  in  No.  61  mine,  t  miles  from  Bevier. 


Laboratory  No. 


Roof,  aandstone. 
Coal 


CJlay* 

Coal 

Floor,  soft  underelaT. 

TnJcknessofbea 

Thickness  of  coal  sampled . 


I 


lom 

10192 

loigB 

Ft.  in. 
3     2 

0     U 
0     0 

3     M 
3      8 


a  Not  included  in  sample. 

Sample  10191  was  taken  in  east  main  entry,  3,500  feet  from  shaft. 
Sample  10192  was  taken  in  east  entry  10  at  face  of  main  north  entry,  4,000  feet  from 
shaft. 
Sample  10193  was  taken  in  face  off  main  south  entry,  4,500  feet  from  shaft. 
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A  composite  sample  was  made  by  mixiag  the  iaoe  mmplss  10191, 10102,  and  10193. 
The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number 
10201. 

IfaU, — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  500  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  121. 

Macon.    Homs  Mine. 

^(»np2e.— Bituminous  coal;  Bevier  field;  analyses  Nos.  9985,  9986,  9992  (p.  Ul). 

Mint, — ^Home;  Macon  City  district,  on  the  east  side  of  Macon,  in  sec.  16,  T.  57  N., 
R.  14  W.,  on  the  Chicago,  Burlington  A  Quincy  Railroad. 

Coal  bed. — Mulky.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  dbale.  The 
roof  is  black  shale  underlain  with  6  to  8  inches  of  *'  draw  date,^'  under  which  as  i  to  4 
inches  of  sulphur  and  fossil  band.  The  floor  is  soft  underday.  The  bed  is  about  2 
feet  thick  at  the  points  sampled. 

The  bed  was  measured  and  sampled  at  two  points  by  V.  H.  Hughes  on  February  12, 
1910. 

Sample  9985  was  taken  in  the  west  face,  80  feet  from  shaft,  and  represented  1  foot 
11  inches  of  coal. 

Sample  9986  was  taken  in  east  &ce,  80  feet  from  shaft,  and  represented  2  feet  i  indi 
of  coal. 

The  samples  were  dry  when  taken. 

A  composite  sample  was  made  by  mixing  the  face  samplea  9985  aad  9066.  Hie 
results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboialory  number 
9992. 

Note. — ^The  coal  in  this  mine  is  used  chiefly  for  domestic  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  121. 

XILIiBB  OOUNTY. 

Barnett.    Countrt  Bank. 

Sample. — Bituminous  coal;  Missouri  field;  (Missouri  No.  4)  analyses  Nos.  1446, 
1447  (p.  121). 

Xoeo^ion. — At  tho  time  the  samples  were  taken  the  opening  was  merely  a  country 
bank  without  railroad  connections.  It  is  located  6  miles  northeast  6L  Bamett  (Mor- 
gan County),  or  about  11  miles  southeast  of  Versailles,  in  eec.  6,  T.  42  N.,  R.  15  W. 

(Joal  bed. — ^This  mine  works  one  of  the  pockets  of  coal  that  are  common  in  tlie  oen- 
tial  part  of  the  State.    They  are  of  Carboniferous  age,  Pennsylvanian  series. 

The  thickness  of  coal  in  this  pocket  had  not  been  determined  but  wae  TarioiMly 
reported  as  40  to  64  feet.  The  coal  exposed  was  14  feet  thick,  but  the  floor  and  roof 
were  both  in  coal.  It  is  probable  that  the  xx>cket  is  of  small  extent,  covering  only  a 
few  acres.  It  was  to  be  mined  by  steam  shovel.  The  coal  contains  oonsideiaUe 
"sulphur"  and  also  veins  of  zinc  ore. 

Two  samples  from  the  left  side  of  the  pit  were  taken  by  J.  W.  Groves,  in  1904. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows:  Steaming 
tesU,  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  737;  Bull.  261,  p.  82;  Burean  el  MInee 
Bull.  23,  p.  65. 

For  chemical  analyses  see  x>art  I  of  this  bulletin,  p.  121;  also  U.  8.  Geol.  Survey 
Prof.  Paper  48,  p.  238;  Bull.  261,  p.  49. 

RANDOLPH  COUNTY. 

HioBEE.    No.  7  Mmx. 

Sample.— Bituminous  real;  Bevier  field;  (Missouri  No.  6)  analysee  Nob.  2791, 
2796  (p.  122). 
if^.— No.  7;  a  shaft  mine  at  Higbee,  on  the  Chicago  A  Alton  Railroad. 
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Coal  bed.— Beviei  bed,  GarboniferouB  age,  Pennsylvanian  series,  Cherokee  shale. 
Hiicknees,  fairly  uniform,  averaging  at  this  mine  3  feet  10  inches.  The  bed  lies 
nearly  flat,  the  greatest  dip  being  1.5  per  cent  north.  Roof,  massive  gray  shale,  which 
does  not  stand  well;  floor,  fire  day.  The  bed  has  local  streaks  of  pyrite  and  one 
persistent  parting.    The  coal  is  worked  at  a  depth  of  170  feet. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J.  Von 
Berries,  on  January  22, 1906,  as  described  below: 

Sections  of  coal  bed  in  No.  7  miney  at  Higbee. 


Section 

Laboratory  No.... 
Roof,  shale. 

Coal 

Sulphur  a 

Shale  and  ooal. 

Coal 

Shalea. 

Coal. 


FloOT.  fire  clay. 
Thickness  of  bed. 


Thickness  of  ooal  sampled . 


A 

37M 

Ft 

in. 

2 

1 

0 

1 

•  • 

0 

7 

0 

H 

0 

10 

3 

io» 

3 

0 

B 
2796 
Ft.    in, 
1     7 

6  "k 

1  2 

0  5 

0  8 

3    IM 
3     5} 


a  Not  Included  in  sample. 

Section  A  (sample  2795)  was  measured  in  west  entry  3,  3,400  feet  N.  15^  W.  of  the 
shaft. 

Section  B  (sample  2796)  was  measured  in  the  north  entry,  5,000  north  of  the  shaft. 

Note. — ^The  approximate  output  of  the  mine  in  1906  was  400  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows:  Steaming 
tests,  U.  S.  Geol.  Survey  Bull.  332,  p.  167;  Bureau  of  Mines  Bull.  23,  pp.  65,  170; 
washing  tests,  U.  S.  Geol.  Survey  Bull.  332,  p.  168;  Bull.  336,  p.  14;  coking  tests, 
U.  S.  Geol.  Survey  Bull.  332,  p.  168;  Bull.  336,  pp.  23,  30,  39;  cupola  tests  of  coke, 
U.  S.  Geol.  Survey  Bull.  336,  pp.  66,  69,  70,  72,  74;  Bull.  332,  p.  168. 

For  chemical  analjrses  see  part  I  of  this  bulletin,  p.  122,  also  U.  S.  (xeol.  Survey 
Bull.  332,  p.  167. 

HUNTSVILLE.      No.  3  MiNE. 

Sample. — Bituminous  coal,  Bevier  field;  (Missouri  No.  6)  analyses  Nos.  2817, 
2818  (p.  122). 

Mine. — No.  3;  located  in  the  Huntsville  district;  a  shaft  mine,  1  mile  east  of  Hunts- 
ville. 

Coal  bed. — Bevier  bed,  which  is  worked  at  Higbee.  It  is  of  Carboniferous  age, 
Pennsylvanian  series,  Cherokee  shale.  The  average  thickness  at  this  mine  is  about 
3  feet  8  inches;  dip,  very  slight,  about  7  feet  to  the  mile  south;  roof,  sandy  shale; 
floor,  fire  clay.    The  cover  for  the  most  part  is  about  75  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J.  Yon 
Berries  on  January  23, 1906,  as  described  below: 

Sections  of  coal  bed  in  No.  3  mirUy  1  mile  east  of  Huntsville. 


Section 

LahorataryNo 

Roof,  shale. 

Coal 

Shale  a 

Mother  ooal 

Coal 

Sulphur 

Coal. 

Shalea 

Coal 

Flocv,  fire  clay. 

Thickness  of  bed 

Thiekness  of  ooal  sampled 

•  Not  included  in  sample. 
45889^— Bull.  22,  pt  2—13 17 


A 

3817 

Ft.  in. 

8 

0 

0 

4 

•  • 

0 

•  • 

•  • 

8 

•  • 

m  • 
•  • 

4 

•  • 

•  • 

0 

8 

8 

B 
2818 
Ft.  in. 
0     4i 


0 
3 
0 
0 
0 
0 


3 
4 

5 


I  n 
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Section  A  (sample  2817}  was  measured  in  room  1,  off  north  (?)  entry  2,900  feet 
north  of  shaft. 

Section  B  (sample  2818)  was  measuzed  in  room  3,  off  west  entry  6,  4,000  feet  south- 
west of  shaft. 

Note. — ^The  approximate  output  of  the  mine  in  the  winter  of  1906  was  300  tons 
per  day. 

For  results  of  testa  of  this  coal,  see  mention  of  specific  tests  as  follows:  Steaming 
tests,  U.  S.  Gaol.  Survey  Bull.  332,  p.  170;  Bureau  of  Biinee  Bull.  23,  pp.  65, 170;  wash- 
ing tests,  U.  S.  Geol.  Survey  Bull.  336,  p.  14. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  122;  also  XJ.  S.  Geol.  Survey 
Bull.  332,  p.  169. 

Ryder.    Jones  No.  1  Mine. 

iS^ompZe.^Bituminous  coal;  Bevier  field;  analyses  Nos.  10180,  10181,  10182,  10183 
(p.  123). 

ifin€.— Jones  No.  1;  Higbee  district,  4  miles  east  of  Higbee,  at  Ryder  (Prairie 
Township),  in  sec.  14,  T.  52  N.,  R.  14  W.,  near  the  Chicago  <&  Alton  Railroad. 

Coal  bed, — Bevier  coal.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale. 
The  roof  is. limestone  and  shale;  the  floor  is  fire  clay.  The  bed  is  3  feet  7^  inches 
thick,  with  a  clay  band  parting  at  the  points  sampled.  The  bed  does  not  dip.  The 
cover  for  the  most  part  is  69  feet  thick. 

The  bed  was  measured  and  sampled  by  J.  M.  Webb  on  March  27,  1910,  at  three 
points,  as  described  below: 

Sections  of  coal  bed  in  Jonea  No.  1  mine  at  Ryder. 


LalMffstory  No. 


Roof,  sandstone. 

Coid 

Clay  band  a. 
Coal 


Floor,  fire  clay. 
Thickness  of  bed. 


Thickness  of  coal  sampled . 


I  10180 
{  10181 
I  10182 
>!.<». 

2  11 
0     li 
0     7 

3  7i 
3     0 


a  Not  included  in  sample. 

Sample  10180  was  taken  in  southwest  face,  75  feet  from  hoisting  shaft. 

Sample  10181  was  taken  in  southwest  main  entry  at  face,  75  feet  southwest  of  shaft 
bottom. 

Sample  10182  was  taken  in  southwest  face,  60  feet  from  hot  >m  of  shaft. 

The  samples  were  moist  when  taken. 

A  composite  sample  was  made  by  mixing  the  face  samples  10180,  10181,  and  10182. 
The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number 
10183. 

Note. — The  daily  output  at  time  of  sampling  was  5  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  123. 

BrAY  COUNTY. 

Camden.    No.  2  Mine. 

5^(mipZ0.— Bituminous  coal;  Richmond  field;  analyses  Nos.  10206, 10207, 10208, 10217 
(p.  123). 

Mine, — ^No.  2;  Richmond  district;  at  Camden,  Camden  Township,  on  the  Atcfai- 
son,  Topeka  &  Santa  Fe  Railroad. 

Coal  bed, — Lexington.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale. 
The  roof  is  "sUte''  overlain  with  limestone.    The  floor  is  clay.    Tlie  bed  is  1  foot  8 


unssouBi:  ray  county. 


579 


inchee  thick,  with  a  parting  of  ''blue  dirt,"  at  the  points  sampled.    The  cover  for  the 
most  part  is  75  feet  thick. 

The  bed  was  measured  and  was  sampled  at  three  points  by  J.  M.  Webb  on  April  2, 
1910,  as  described  below: 

Section  of  coal  bed  in  No.  t  mine  at  Camden. 


Laboratory  No. 


Rool  alaty  abale. 


Soft  blue  dirta. 
Coal. 


Floor,  clay. 

TnidmeBSofbed. 


Thickofiss  of  coal  sampled . 


I 


10205 
10207 
1O20B 
Ft.  In. 
1  3 

S  4 

1     8 
1     71 


a  Not  included  in  sample. 

Sample  10206  was  taken  in  west  face,  1,000  feet  from  the  shaft. 

Sample  10207  was  taken  in  west  face,  900  feet  from  the  shaft. 

Sample  10208  was  taken  in  west  face,  1,200  feet  from  the  shaft. 

The  samples  were  moist  when  taken. 

A  composite  sample  was  made  by  mixing  the  face  samples  10206, 10207,  and  10208. 
The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number 
10217. 

Note. — ^The  daily  capacity  at  the  time  of  sampling  was  60  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  123. 

Richmond.    No.  50  Mine. 

^amp^^.— Bituminous  coal;  Richmond  field;  analyses  Nos.  10194, 10196, 10196, 10200 
(p.  123). 

Mine. — ^No.  60;  Richmond  district;  in  sec.  23,  T.  62  N.,  R.  27  W.,  i  mile  from 
Richmond,  Richmond  Township,  on  a  branch  of  the  Atchison,  Topeka  &  Santa  Fe 
Railroad. 

Coal  bed. — ^Lexington.  Carboniferous  age,  Pennsylvanian  series,  Des  Moines 
group.  The  roof  is  slaty  shale  overlain  with  limestone.  The  floor  is  soft  underclay. 
The  bed  is  2^  feet  thick,  with  a  shale  parting  at  the  points  of  sampling.  It  lies  flat. 
The  cover  for  the  most  part  is  70  feet  thick. 

The  bed  was  measured  and  sampled  on  March  30,  1910,  by  J.  M.  Webb  at  three 
points,  as  described  below: 

Sections  of  coal  bed  in  No.  50  mine,  ^  mile  from  Ridmumd. 


Laboratory  No. 


Rool  slaty  shale. 


Blue  shale,  sandy  a . 
Coal 


Floor,  soft  underclay. 
Thickness  of  bed. 


Thickness  of  coal  sampled . 


I 


10194 
10196 
10196 
Ft.  in. 
0  8 


0 
1 


2 

8 


2   6 
2   4 


•  Not  Included  in  sample. 

Sample  10194  was  taken  in  north  face,  100  feet  from  shaft. 

Sample  10196  was  taken  in  north  face,  100  feet  from  shaft. 

Sample  10196  was  taken  in  east  face,  126  feet  from  shaft. 

Samples  10196  and  10196  were  wet  and  sample  10194  was  moist  when  taken. 
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A  compoeite  sample  was  made  by  mixing  the  face  eamplee  10194, 10195,  and  10196. 
The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number 
10300. 

Note, — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  40  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  123. 

Richmond.    No.  2  Mine. 

iSomp^^.— Bituminous  coal;  Missouri  field;  analyses  Nos.  10197, 10198,  10199, 10236 

(p.  123). 

Miiu. — ^No.  2;  Richmond  district;  3  miles  southwest  of  Richmond,  in  sec.  12, 
T.  51  N.,  R.  28  W.,  on  a  branch  of  the  Atchison,  Topeka  &  Santa  Fe  Raihoad. 

Coal  bed. — Lexington.  Carboniferous  age,  Pennsylvanian  series,  Des  Moines  group. 
The  roof  is  slate  overlain  with  '^soapstone";  the  floor  is  soft  underclay.  The  bed  is 
2}  feet  thick  at  the  points  sampled  and  has  a  sandy  shale  parting.  The  cover  for  the 
most  part  is  73  feet  thick. 

The  bed  was  measured  and  sampled  by  J.  M.  Webb  on  March  30,  1910,  at  three 
points,  as  described  below: 

Sections  of  coal  bed  in  No,  2  mine^  S  miles  southwest  of  Richmond. 


Laboratory  No. 


Roof,  slaty  abate: 
Coal, 


Blue  sandy  sbatoa 

Coal 

Floor,  soft  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


I 


10197 
lOigB 
lOlW 
FU  fa. 
0     8 

0  2 

1  8 

2  6 
2     4 


a  Not  included  in  sample. 

Sample  10197  was  taken  in  north  face,  800  feet  from  shaft. 

Sample  10198  was  taken  in  face,  800  feet  northwest  of  shaft. 

Sample  10199  was  taken  in  east  face,  400  feet  from  shaft  bottom. 

The  samples  were  moist  when  taken. 

A  compoeite  sample  was  made  by  mixing  samples  10197,  10198,  and  10199.  The 
results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  number 
10235. 

Note, — ^The  daily  output  at  time  of  sampling  was  125  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  123. 

SXTLLIVANr  COX7NTY. 
Milan.    No.  1  Mine. 

Sample, — Bituminous  coal;  Novinger  field;  analyses  Nos.  10125,  10126,  10143 
(p.  124). 

Miiu, — No.  1;  }  mile  west  of  Milan  (Polk  Township),  on  the  Chicago,  Burlington 
A  Quincy  and  the  Quincy,  Omaha  <&  Kansas  City  Railroads. 

Coal  bed. — Bevier  coal.  Carboniferous  age,  Pennsylvanian  series,  Cherokee  shale. 
The  roof  is  white  shale  overlain  with  gray  and  red  shale  and  '^soapstone."  The 
floor  is  soft  underclay.  The  bed  is  4  feet  2  inches  thick,  with  two  partings  at  the 
points  sampled.    It  lies  flat.    The  cover  for  the  most  part  is  200  feet  thick. 

The  bed  was  measured  and  sampled  on  March  18,  1910,  by  J.  M.  Webb,  in  two 
places  as  described  on  the  following  page: 
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SeetUms  of  coal  bed  in  No,  1  mine,  ^  mile  west  of  Milan, 


Laboratory  No 

Roof,  white  shale. 

Coal 

Claya 

Coi 

Blue  shale,  hench  rocka. . 

Coal 

FloOT,  soft  underclay. 

lliiclmflss  of  bed , 

Thickness  of  ooal  sampled . 


{ 


10125 
10126 
FL   in, 
•2     2 

0 

0 

0 

0 


2 

4 

10 

8 


4     2 
3      2 


a  Not  included  in  sample. 

Sample  10125  was  taken  in  southeast  face,  500  feet  southeast  of  shaft  bottom. 

Sample  10126  was  taken  in  south  face,  600  feet  south  of  hoisting  shaft. 

Sample  10125  was  dry  when  taken;  sample  10126  was  wet  when  taken. 

A  composite  sample  was  made  by  mixing  the  face  samples  10125  and  10126.  The 
results  of  an  ultimate  analysis  of  Uiis  sample  are  shown  under  laboratory  No.  10143. 

Notes. — ^The  coal  in  this  mine  is  used  chiefly  for  domestic  purposes.  The  daily 
capacity  at  time  of  sampling  was  30  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  124. 

MONTANA. 
BBOADWATEB  COUNTY. 

Lombard.    Montana  BrruMTNOUS  Minb. 

Sample. — Bituminous  coal;  Lombard  field;  analysis  No.  3665  (p.  124). 

Mine, — ^Montana  Bituminous;  at  Lombard,  in  sec.  12,  T.  4  N.,  R.  2  E.,  on  the 
Northern  Pacific  Railway. 

Coal  bed, — ^No  name.    Cretaceous  age. 

The  bed  was  sampled  and  measured  in  1906  by  J.  P.  Rowe.  No  record  of  the 
sections  was  preserved. 

The  sample  was  taken  300  feet  in  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  124. 

Lombard.    Hego  Mine. 

Sample. — Bituminous  coal;  Lombard  field  (Denver  No.  22);  analyses  Nos.  563-D, 
564-D  (p.  124). 

Mine. — ^Hegg;  a  drift  mine,  1  mile  west  of  Lombard,  on  the  Northern  Pacific 
Railway. 

Coal  bed. — Not  named.  Cretaceous  age.  Thickness,  fairly  uniform;  roof  of  coal; 
floor  of  coal. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way,  on  September 
10,  1008,  as  described  below: 

Seciione  of  coal  bed  in  Hegg  minty  1  mile  west  of  Lombard. 


Section 

Laboratory  No 

Roof,  coal. 

Coal 

Shale  and  mother  coal 

Coal ^ 

Floor,  coal. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

66»-D 
Ft.  in. 

0 

0 

7 


8 
8 


6 


B 
fi64-D 
Ft.  in, 
1     3 

0       t 

6     3 


6 
6 


n 
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Section  A  (sample  563-D)  was  measured  300  feet  north  of  the  slope. 

Section  B  (sample  564~D)  was  measured  400  feet  northeast  of  the  slope  in  rib  on 
east  entry  1.  The  entire  thickness  of  the  bed  was  not  exposed;  it  was  estimated 
to  be  9  to  30  feet  thick. 

Note. — Small  pyrite  lenses  are  scattered  promiscuously  through  the  coal  bed 
at  this  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  124. 

CABBON  COT7NTY. 

Bear  Creek.    New  Mine. 

Sample. — Subbituminous  coal;  Red  Lodge  field;  analysis  No.  3619  (p.  124). 
Mine.— Sew;  in  the  NE.  i  sec.  6,  T.  8  S.,  R.  21  E.,  at  Bear  Creek. 
Coal  bed. — ^No.  3.    Tertiary  age,  Fort  Union  formation. 

The  sample  was  taken  at  point  400  feet  from  mouth  at  face  of  entry.    No  record 
of  the  sections  was  preserved. 
For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  124. 

Bear  Creek.    International  Mine. 

Sample. — Subbituminous  coal;  Red  Lodge  field;  analjrsis  No.  5819  (p.  124). 

Mine. — International;  1  mile  northwest  of  Bear  Creek,  in  the  NE.  }  sec.  6,  T.  8  S., 
R.  21  E. 

Coal  bed. — ^No.  5.  Tertiary  age,  Fort  Union  formation.  The  bed  is  about  16  feet 
thick. 

Tlie  bed  was  measured  and  sampled  by  E.  G.  Woodruff  in  1907,  as  shown  below: 

Section  of  coal  bed  in  International  mine,  1  mile  northwest  of  Bear  Creek. 


Laboratory  No. 


Coal 

Partixiga. 

Coal 

Parting... 

Coal 

Shale  a... 

Coals 

Parting  a. 

Coalo 

Parting  a. 
Coala 


Thickness  of  bed 

Thickness  of  coal  sampled 


6819 

Ft.  M. 
2    11 
0     1 
0     3 

0  i 

0  0 

8  6 

0  10 

0  1 

1  4 

"i     5 


16 
3 


in 


a  Not  included  in  sample. 

The  sample  was  taken  200  feet  from  the  entrance  of  the  mine. 

Notes. — ^The  coal  from  this  mine,  like  that  from  most  other  mines  in  the  field,  is  so 
well  jointed  that  it  can  be  broken  into  merchantable  sizes  with  only  a  small  proportion 
of  slack.  It  has  the  average  hardness  of  subbituminous  coal  and  is  free  from  pyrite 
nodules.  Only  a  small  amount  of  powder  is  necessary  in  mining.  The  total  produc- 
tion in  1907  was  about  15,000  tons,  mostly  from  development  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  124;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  105. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Creol.  Survey  Bull. 

341,  p.  94. 

BsAB  Creek.    Foster  Gulch  Mine. 

Sample. — Subbituminous  coal;  Red  Lodge  field;  analysis  No.  4007  (p.  125). 
Miru. — Foster  Gulch;  Bear  Creek  district;  1  mile  south  of  Bear  Creek. 
Coal  bed. — No.  3.    Tertiary  age,  Fort  Union  formation.    The  bed  is  about  6  feet 
thick  at  this  point. 
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The  bed  ma  measured  and  sampled  on  October  15, 1906,  by  N.  H.  Darton,  as  shown 
below: 

Section  of  coal  bed  in  Foster  Gtdch  mtn«,  1  mile  aoiUh  of  Bear  Creek, 


Laboratory  No. 


Goal... 
Sbalea. 
Bone«. 
Goal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


4007 

Ft. 

to. 

6 

8 

0 

11 

0 

7 

1 

2 

8 

4 

6 

10 

•  Not  included  In  sample. 

Notes. — ^Tlie-coal  from  this  mine  is  so  well  jointed  that  it  can  be  broken  into  market- 
able sizes  with  only  a  small  proportion  of  slack.  It  has  the  average  hardness  of  sub- 
bituminous  coal  and  is  free  from  pyrite  nodules.  Only  a  small  quantity  of  powder  is 
necessary  in  mining.  Two  main  entries  had  been  opened  in  1907. 
'  For  chemical  analjrses  of  this  coal  see  part  I  of  this  bulletin,  p.  125;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  193;  Bull.  341,  p.  105. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
341,  p.  94. 

Beab  Creek.    Prospect. 

Sample. — Subbituminous  coal;  Red  Lodge  field;  analysis  No.  3620  (p.  125). 

Location. — ^Prospect  in  Bear  Creek  district;  1  mile  west  of  Bear  Creek;  in  the  NW. 
J  sec.  6,  T.  8  S.,  R.  21  E. 

Coal  bed. — ^No.  2.  Tertiary  age,  Fort  Union  formation.  The  bed  is  about  8  feet  8 
inches  thick,  with  partings  of  shale.    Sandstone  roof  and  shale  floor. 

The  bed  was  measured  and  sampled  by  J.  P.  Rowe  on  August  18,  1906,  as  shown 
below: 

Section  of  coal  bed  in  prospect^  1  mile  west  of  Bear  Creek. 


LabontoiyNo 

Roof,  sandstoDe. 

Goal 

ffiialoA 

Goal 

ShaloA 

Goal 

ffliale* 

Goal 

Shale* 

Coal 

8hale« 

Coal 

FkMv,  shale. 

ThiokneoBofbed 

Thickness  of  ooal  sampled. 


3620 

J^. 

in. 

1 

0 

0 

1 

0 

0 

0 

2 

1 

1 

0 

2 

1 

3 

0 

1 

0 

4 

0 

2 

3 

10 

8 

8 

8 

0 

a  Not  indaded  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  125;  also  XJ.  S.  Geol. 
Survey  Bull.  316,  p.  193;  Bull.  341,  p.  105. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  XJ.  S.  Geol.  Survey  Bull. 
341,  p.  94. 

Bear  Creek.  Bear  Creek  Mine. 

i9amp2e.->-Subbituminous  coal,  Red  Lodge  field;  analyses  Nos.  5820,  5822,  5823 
(p.  126). 

iftn«.~Bear  Creek;  Bear  Creek  district;  in  sec.  6,  T.  8  S.,  R.  21  £.,  1}  i^^  west 
of  Bear  Creek. 
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Coal  bed. — ^No.  2,  No.  3,  and  No.  4.    Tertiary  age,  Fort  Union  formation. 
The  beds  were  measured  and  sampled  on  September  29, 1907,  by  £.  G.  Woodruff  as 
shown  below: 

Sections  of  coal  beds  in  Bear  Creek  mine,  H  mUes  west  of  Bear  Creek. 


Laboratory  No 

6820 
Ft.  in. 
0     5 
aO     3 

'4  io 

6822 
Ft.  im. 
6     1 

6823 

Roof,  sanastome. 

Cool 

Ft.  in. 
2     0 

Bhakf 

aO     1 

Bone 

Coal 

1      0 

ThIclnuMs  of  l»d 

6      6 
5      3 

6     1 
6     1 

3    10 

Thlokn4«ft  of  coal  sampled 

3     fl 

a  Not  Inohided  In  sample. 

Sample  5820  was  taken  from  bed  No.  2,  at  breast  of  main  heading. 

Sample  5822  was  taken  from  bed  No.  3,  200  feet  in  the  mine. 

Sample  5823  was  taken  from  bed  No.  4,  100  feet  in  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  125;  also  TJ.  S.  Geol. 
Survey  Bull.  341,  p.  105. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Qeol.  Survey 
Bull.  341,  p.  94. 

Bear  Creek.    Washoe  No.  1  Mine. 

Sample. — Subbituminous  coal;  Bed  Lodge  field;  analysis  No.  5821  (p.  125). 

Ifine. — Washoe  No.  1;  2  miles  west  of  Bear  Creek,  in  sec.  1,  T.  8  S.,  R.  20  £. 

Coal  bed. — ^No.  1.  Tertiary  age,  Fort  Union  formation.  The  bed  is  about  6  feet  4 
inches  thick  in  this  mine  and  dips  slightly  to  the  southwest. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  on  October  22,  1907,  as 
shown  below: 

Section  of  coal  bed  in  Washoe  No.  1  mine,  S  miles  west  of  Bear  Creek. 


Laboratory  No. 


Coal... 
Btaalea. 
Coal.... 
Shale  a. 
Coal.... 


Thidmeas  of  bed 

Thidkneas  of  ooal  sampled. 


6821 

Ft,in. 

3  6 

0  8 

1  0 

0  2 

1  0 


0     4 

6     0 


a  Not  incduded  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  125;  also  TJ.  S.  Geol. 
Survey  Bull.  341,  p.  105. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  p.  94. 

Bear  Creek.    Nelson  Mine. 


Sample. — Subbituminous  coal;  Bed  Lodge  field;  analysis  No.  4008  (p.  125). 

Mine. — ^Nelson;  about  3)  miles  south  of  Bear  Creek,  inTaggart  Gulch,  in  the  SK.  i 
sec.  20,  T.  8S.,  R.  21E. 

Coal  bed. — No.  2.  Tertiary  age.  Fort  Union  formation.  The  bed  is  about  5  feet 
3  inches  thick  at  this  mine. 


MONTANA:  OABBOK  COUXTT. 


585 


-    The  bed  was  measured  and  sampled  by  N.  H.  Darton  on  October  15, 1906,  as  shown 
below: 

Section  of  coal  bed  in  NeUon  mine^  Si  miles  south  of  Bear  Creek. 


Laboratory  No. 


Coal... 
Bone  a. 
Coal... 


Parttnga. 
Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled. 


4008 

Ft. 

in. 

0 

5 

0 

3 

2 

3 

•  • 

2 

7 

6 

6 

5 

3 

a  Not  included  in  sample. 

For  cheimical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  125;  also  U.  S.  Creol. 

Survey  Bull.  341,  p.  105;  Bull.  316,  p.  193. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Creol.  Survey 

BuU.  341,  p.  94. 

Bridoer.    Bridoer  Mine. 

Sample. — ^Bituminous  coal;  Bridger  field;  analyses  Nob.  3684,  3955,  3956  (Montana 
No.  3),  and  analysis  No.  5495  (p.  125). 

JftTW.— Bridger;  IJ  miles  ncwrthwest  of  Bridger,  in  SW.  J  SW.  {  sec.  17,  T.  6  S., 
R.  23  E. 

Coal  bed. — ^Bridger.  Cretaceous  age,  Eagle  sandstone.  The  bed  dips  6^  south- 
west at  this  mine  and  is  about  8  feet  1  inch  thick.    The  workings  are  800  feet  deep. 

The  bed  was  measured  and  sampled  by  N.  H.  Darton  in  1906,  and  by  C.  W.  Wash- 
bume  in  1907,  as  shown  below: 

Section  of  coal  bed  in  Bridger  mine,  H  miles  northwest  of  Bridger. 


Laboiatary  No. 


Coal 

Shale 

Coal 

Shale  and  sandstone. 

Shale 

Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled  «. 


3956 

5495 

Ft.  in. 

Ft.  in. 

1     2 

I      2 

0    11 

0    e 

3      6 

bZ      6 

1     0 

•  •          •  • 

0     6 

1      6 

1      0 

1      0 

8      1 

7      8 

4      5 

3      6 

a  The  record  does  not  state  in  what  part  of  the  section  was  the  4  feet  5  inches  of  coal  sampled. 
b  Part  sampled. 

Sample  3956  was  taken  600  feet  in  mine. 

Sample  5495  was  taken  5,000  feet  in  mine. 

Sample  3955  was  taken  in  the  northern  part  of  the  mine,  the  poor  coal  being  excluded. 

Sample  3684  was  taken  at  an  earlier  period.  There  is  no  information  regarding  the 
section  it  represented. 

Notes. — ^The  coal  is  hard,  keeps  well,  and  sells  for$l  more  per  ton  in  the  Montana 
market  than  some  other  coals.  The  coal  was  sold  both  as  lump  and  nut  coal.  The 
egg  and  pea  sizes  went  into  the  cars  without  being  separated  from  the  rest.  The 
maximum  output  of  the  mine  was  about  250  tons  a  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  Bureau  of  Mines  Bull.  23,  pp.  65, 171;  producer-gas  tests:  Biu^au  of  Mines  Bull. 
13,  pp.  170,  274. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  125;  also  U.  S.  Geol.  Survey  Bull. 
316,  p.  193;  Bull.  332,  p.  176;  Bull.  341,  p.  198. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  167. 
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Coalville.    Gbbo  No.  2  Mine. 

Sample. — ^Bituminous  coal;  Bridger  field;  analysis  No.  5508  (p.  125). 
iftn«.— Gebo  No.  2;  in  the  NW.  i  sec.  18,  T.  5  S.,  R.  23  E.,  1  mile  west  of  Coalville. 
Coal  bed, — Bridger.    Cretaceous  age,  Eagle  sandstone.    The  bony  coal  used  as  the 
roof  is  2  feet  thick.    The  bed  dips  about  6°  W.    The  floor  is  bony  coal. 
The  bed  was  measured  and  sampled  by  M.  A.  Pishel  in  1907,  9^  shown  below: 

Section  of  coal  bed  in  Oebo  No.  2  mine,  1  mile  west  of  Coalville. 


Laboratory  No... 
Roof,  bony  ooal. 

Coal,KOod... 

Coal,  Dony  a. 

Coal,  good. 


Floor,  booy  ooal. 
Thickness  of  bed. 


Thickness  of  coal  sampled. 


5508 

Ft.  in. 

I  1 

1  4 

3  0 

6  6 

4  1 


•Not  included  In  sample. 

The  sample  was  taken  1,000  feet  in  the  mine. 

Notes . — ^The  mine  is  worked  by  the  reom-and-plUar  system.  The  coal  was  mined  by 
electric  machines  until  1907,  when,  owing  to  a  strike  among  the  miners,  the  machines 
were  taken  out  and  hand  mining  was  adopted.  The  output  at  the  time  of  sampling 
was  about  200  tons  per  day. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  125;  also  U.  S.  Geoi. 
Survey  Bull.  341,  p.  198. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
341,  p.  167. 

Dean.    Albertson  Mine. 

Sample. — Bituminous  coal;  Upper  Stillwater  Basin;  analysis  No.  6314  (p.  125). 

iftne.— Albertson;  in  the  SE.  i  NW.  i  sec.  28,  T.  4  S.,  R.  16  E.,  about  5  miles  north- 
west of  Doan. 

Coal  bed. — ^The  bed  is  included  in  the  Eagle  (?)  sandstone;  Cretaceous  (lower  Mon- 
tana) age.  It  has  sandstone  roof  and  floor.  The  dip  at  tho  mine  is  slight,  but  increases 
greatly  in  a  short  distance.    Entry  in  July,  1908,  was  250  feet  long. 

The  bed  was  measured  and  sampled  in  1908  by  F.  H.  Kay,  as  shown  below: 

Section  of  coal  bed  in  Albertson  mine^  5  miles  northwest  of  Dean. 


Laboratory  No 

Roof,  sandstone. 

Coal 

Sandstone 

Coal 

Bone 

Coal 

Bone 

Sandstone 

Bone 

Coal 

Floor,  sandstone. 

Thickness  of  bed. 


6314 

Ft.  in. 

0  10 

0  1 

0  11 

0  1 

0  8 

0  4 

0  4 
2  10 

1  0 

7  1 


The  sample  was  taken  at  the  face  of  the  entry. 

Note.— At  the  time  of  sampling  the  mine  had  been  opened  several  years;  it  had  fur- 
nished a  small  amount  of  coal,  chiefly  in  winter,  for  local  use. 
For  chemical  analjrses  of  this  coal  see  part  I  of  this  bulletin,  p.  125. 

Froicbbrg.    McCabtht  No.  2  Mine. 

Sample. — Bituminous  coal;  Bridger  field;  analysis  No.  3954  (p.  125). 
Mine. — ^McCarthy  No.  2  (also  known  as  Carbon  mine);  in  the  SE.  }  SW.  }  sec.  18, 
T.  5  8.,  R.  23  E.,  about  1  mile  west  of  Frombeig. 
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Coal  bed. — Bridger  (lignite).  Upper  Cretaceous  age,  Eagle  formation.  The  floor  is 
sandstone.  The  bed  dips  5*^  W.  Three  feet  of  poor  coal  is  used  as  a  roof  in  mining; 
this  coal  is  overlain  with  sandstone. 

The  bed  was  measured  and  sampled  by  N.  H.  Darton  in  1906,  as  shown  below: 

Section  of  coal  bed  in  McCarthy  No.  t  miru^  1  mile  west  of  Fromberg, 


LalxmtarvNo 

Rooi.  sanastone. 

doala 

Coal 

Bonea 

Coal 

Bonea 

Coal 

Floor,  sandstone. 

Thickness  of  bed 

'nUckness  of  coal  sampled . 


3054 

Ft. 

in. 

3 

0 

0 

6 

0 

0 

2 

0 

0 

6 

2 

4 

0 

1 

4 

10 

a  Not  included  in  sample. 

The  sample  was  taken  700  feet  in  mine. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests,  as  follows — steaming 
tests:  Bureau  of  Mines  Bull.  23,  pp.  65,  171;  producer-gas  tests:  Bureau  of  Mines 
Bull.  13,  pp.  141,  274. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  125;  also  U.  S.  Greol.  Survey 
BuU.  316,  p.  193;  BuU.  332,  p.  174;  Bull.  341,  p.  198. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  167. 

JoLiBT.    JouET  Mine. 

Sample. — Subbituminous  coal;  Bridger  field;  analysis  No.  3683  (p.  126). 

Mine. — JoUet;  2i  miles  southeast  of  JoUet. 

Coal  bed. — ^Bridger.    Upper  Cretaceous  age.  Eagle  sandstone. 

The  bed  was  measured  and  sampled  in  1906  by  J.  P.  Kowe. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  126. 

Red  Lodge.    Nobthwestern  Improvement  Mine. 

Sample.— BitummouB  coal;  Red  Lodge  field;  analyses  Nos.  3590,  3592,  3588,  3595, 
3591,  3593,  3594  (p.  126). 

ifni€.'— Northwestern  Improvement;  on  the  east  side  of  Rock  Creek,  in  sec.  27, 
T.  7  S.,  R.  20  E.,  at  Red  Lodge. 

Coal  beds. — Nos.  1,  IJ,  2,  4,  5,  and  6.  Tertiary  age.  Fort  Union  formation.  The 
beds  vary  in  thickness  from  4  to  12  feet. 

The  beds  were  measured  and  sampled  by  J.  P.  Rowe  in  1906,  as  described  below: 


Section  of  No.  t  coal  bed  in 

Northwestern 

Improvement  mine 

at  Red 

Lodge. 

Laboratory  No 

3588 

Roof,  sandstone. 

Coal 

Ft.  in. 
1     0 

Pthalfta 

0     1 

Coal 

0     6 

fmahfa 

0     2 

Coal 

1      1 

Bhaleo ...                   .       .  .         ..    ..    . 

0     2 

Cool 

1     3 

fi^fil^a ,                                                                               

0     1 

Coal 

0     4 

Shalea 

0     2 

Coal 

3    10 

FIoqr.jdiale. 

Thlokness  of  !»d 

8     8 

'n^lffViMws  of  (foal  sampled 

8     0 

1 

a  Not  included  in  sample. 
The  sample  was  taken  1,600  feet  from  main  entry. 
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Section  of  No,  4  coal  bed  in  Northwestern  Improvement  mine  at  Red  Lodge, 


Laboratory  No 

Roof,  gray  shale. 

Coal 

Partingfr 

Coal r 

Sbale» 

Coal 

Floor,  eray  shale. 

Tmckness  of  bed 

Thickness  of  ooal  sampled . 


, «. 


^ 

In. 

% 

0 

5 

0 

1 

11 

10 

2 

10 

0 

a  It  is  not  known  whether  analysis  No.  3501  or  analysis  No.  3506  is  repiesented  by  the  section  given  above. 
h  Not  induded  in  sample. 

Sample  3591  was  taken  from  east  zoom  97,  350  feet  north,  level  5. 
Sample  3595  was  taken  350  feet  west  of  drift  5,  west  level  2. 

Section  ^  of  ooal  bed  No.  5  in  Northwestern  Improvement  mine  at  Red  Lodge. 


Laboratory  No 

Roof,  hard  shale. 

Coal 

Shaleft 

Coal 

Shaleft 

Coal 

Shaleft 

Coal 

Floor,  hard  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


•  ^' 


3503 

a 

Ftin, 

1 

0 

0 

3 

1 

0 

0 

1 

3 

2 

0 

1 

6 

3 

13 

6 

13 

1 

a  The  section  as  given  has  not  been  positively  identified  as  the  one  Itom  which  the  sample  was  taken  for 
analysis. 
h  Not  included  in  sample. 

The  sample  was  taken  in  room  9,  west  level  4. 

Sample  3590  was  taken  from  No.  1  bed.  The  bed  is  about  7  feet  thick,  and  is  over- 
lain with  carbonaceous  shale  and  underlain  with  4  to  6  inches  of  shale  above  sand- 
stone.   The  sample  taken  represented  7  feet  of  clean  coal. 

Sample  No.  3592  was  taken  from  No.  1}  bed,  room  31, 1,600  feet  from  main  entrance, 
250  feet  north  of  tramway.  The  bed  is  5  feet  thick  with  many  thin  partings  and  has  a 
sandstone  roof  and  shale  floor.    The  sample  represented  5  feet  of  coal. 

Sample  3594  was  taken  from  No.  6  bed  and  represented  a  4-foot  11-inch  cut  of  clean 
coal.    It  was  taken  in  room  9,  west  level  4. 

Notes. — In  1907  the  tipple  was  equipped  with  a  shaking  screen,  from  which  the 
coal  passed  to  picking  tables,  where  the  lump  coal  was  assorted  for  shipment.  The 
screenings  were  sent  to  a  washer,  where  the  impurities,  which  consisted  of  shale,  bone, 
and  pieces  of  sandstone,  were  removed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  126;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  193;  Bull.  341,  p.  105. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Greol.  Survey 

Bull.  341,  p.  105. 

CASCADE  COtTNTY. 

Arminoton.    Richardson  Minb. 

Sample. — Bituminous  coal;  Great  Falls  field;  analjrsis  No.  3515  (p.  126). 

Mine. — Richardson;  Belt  district;  on  the  east  side  of  Belt  Creek  at  Armington,  in  the 
NE.  }  sec.  36,  T.  19  N.,  R.  6  E. 

Coal  bed. — Belt  Creek.  Lower  Cretaceous  age,  Kootenai  formation.  The  bed  is 
about  4}  feet  thick,  including  partings  of  bone  and  bony  coal. 

The  bed  was  measured  and  sampled  by  C.  A.  Fisher  in  1906.  as  shown  on  the 
following  page: 
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Section  of  coal  bed  in  Richardgon  mine  at  ArmingUm. 


LaboimtoryNo*, 


Coal 

BOOBA..... 

Coal 

Booyooal*. 
Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


3515 

Ft  in. 

1 

10 

0 

9 

0 

8| 

0 

3 

1 

4 

4 

101 

3 

lol 

a  Not  included  in  sample. 

Note. — In  1906  the  output  of  the  mine,  which  was  Bmall,  was  sold  in  Armington  and 
to  ranchmen  along  Belt  Greek  Valley. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  126;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  171;  Bull.  356,  p.  79. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  356,  p.  50. 

Abminoton.    Hill  Mike. 

Sample. — Bituminous  coal;  Great  Falls  field;  analysis  No.  3755  (p.  127). 

Mine. — ^Hill;  Belt  district;  abandoned  mine  near  Armington  on  the  west  side  of 
Belt  Creek,  in  the  SE.  i  SW.  i  sec.  36,  T.  19  N.,  R.  6  E. 

Coal  bed. — Belt  Creek.  Lower  Cretaceous  age,  Kootenai  formation.  The  bed  is  5 
feet  thick,  with  several  partings  of  bone  and  bony  coal. 

The  bed  was  measured  and  sampled  by  C.  A.  Fisher  on  August  2,  1906,  as 
shown  below: 

Section  of  coal  bed  in  Hill  mine  near  Armington, 


Laboratory  No. 


Coal 

Bonea 

Bony  coal  a. 

Bonea 

Goal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


3755 

Ft.  in. 

2 

1 

0 

0 

0 

7 

0 

6 

1 

1 

5 

0 

3 

2 

a  Not  included  in  sample. 

The  sample  was  taken  75  feet  from  the  mouth  of  the  mine. 

Notet. — ^The  coal  is  seemingly  of  good  quality,  but  the  bed  contains  some  sulphur 
in  the  form  of  iron-pyrite  nodules.  The  uppermost  bench  is  characterized  by  joint 
planes  running  at  right  angles,  separating  the  coal  into  small  cubical  blocks. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  171;  Bull.  356,  p.  80. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
356,  p.  50. 

Belt.    Millard  Mine. 

5amp20.— Bituminous  coal;  Great  Falls  field;  analysis  No.  3513  (p.  127). 

Miru. — Millard;  Belt  district;  a  few  hundred  yards  south  of  the  Schmauch  mine, 
on  the  east  side  of  Belt  Creek,  at  Belt,  in  the  SE.  i  NE.  \  sec.  26,  T.  19  N.,  R.  6  E. 

Coal  bed. — ^Belt  Creek.  Lower  Cretaceous  age,  Kootenai  formation.  The  bed  is 
about  6  feet  thick  with  partings  that  separate  it  into  3  benches. 
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The  bed  was  measured  and  sampled  by  G.  A.  Fiaher  in  1906,  aa  shown  below: 

Section  of  coal  bed  in  the  Millard  mine  at  Belt. 


LabontonrNo 

Coal 

Bonyooala 

Coal 

BoneA 

Coal 

ThJcknesso'bed 

ThtalmeM  of  coal  aampled 


8613 
rt  in, 
2     6 


0 
0 
0 
3 


3 
6 


5    10| 
5     4 


a  Not  tadnded  In  sample. 

The  sample  was  taken  ham  an  entry  driven  about  700  feet  from  outcrop. 

Note$. — In  1906  the  mine  had  a  very  small  output;  most  of  the  coal  was  sold  in  the 
town  of  Belt.  The  lowest  bench  was  r^;arded  by  the  miners  as  the  best  coal,  the 
middle  and  uppermost  benches  being  considered  dightly  inferior. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  171;  Bull.  356,  p.  80. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  356,  p.  50. 

Belt.    Anaconda  Mine. 


Sample. — ^Bituminous  coal;  Great  Falls  field;  analyses  Nos.  3512,  3514  (p.  127). 

Mhu, — ^Anaconda,  on  the*  west  side  of  Belt  Creek,  near  Belt,  in  the  SE.  i  NW.  i 
sec.  26,  T.  19  N.,  R.  6  E. 

Coal  bed. — ^Belt  Creek.  Lower  Cretaceous  age,  Kootenai  formation.  The  bed  has 
an  average  thickness  of  6  feet,  with  several  partings. 

The  bed  was  measured  and  sampled  by  C.  A.  Fisher  in  1906,  as  shown  below: 

Secticms  of  coal  bed  in  Anaconda  mine  near  Belt. 


Laboratory  Nos 

Coal 

Bonea 

Coal 

Shalea 

Bonea 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled 


3512 
Ft.  in. 
1     0 


0 
0 
0 


8 
5 

4 


2     8 


5    10 
4    10 


3514 

FL  in. 
1      4 
0      8 
0      7§ 


0 
2 


n 


5     5i 
4      5 


0  Not  inclnded  In  sample. 

Sample  3514  was  taken  from  south  entry  9. 

Sample  3512  was  taken  from  south  entry  18. 

Notes. — Sulphur  in  the  form  of  pyrite  nodules  occurs  in  all  of  the  benches.  Owing 
to  the  large  amount  of  these  impurities  it  is  necessary  to  wash  the  machine-mined  coal. 
The  iion-p3nrite  nodules  removed  by  this  process  are  shipped  as  a  by-product  to  the 
large  copper  smelters  at  Great  Falls,  where  they  are  used  as  additional  fuel  and  flux 
in  the  blast-furnace  charge.  This  utilization  meets  the  cost  of  separating  the  pyrite 
from  the  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  171;  Bull.  356,  p.  79. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  356,  p.  50. 
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Belt.    Orb  Minb. 

Sample. — ^Bituminous  coal;  Great  Falls  field;  analysis  3754  (p.  127). 

Mine. — Orr:  Belt  district;  about  1}  miles  north  of  Belt,  on  the  east  side  of  Belt 
Greek,  in  the  NE.  i  sec.  23,  T.  19  N.,  R.  6  E. 

Coal  bed. — ^Belt  Creek.  Lower  Cretaceous  age,  Kootenai  formation.  The  bed  is 
6  feet  2  inches  thick,  with  several  partings. 

The  bed  was  measured  and  sampled  by  C.  A.  Fisher  on  September  5,  1906,  as 
shown  below: 

Section  of  coal  bed  in  Orr  mine^  1\  miles  north  of  Belt. 


Laboratory  No 

Coal 

Bonea 

Coal 

Bonea 

Coal 

Bonea 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled 


3764 
Ft.  in. 


1 
0 
0 
0 
0 
0 
0 


10 
10 

7 
12 
10 

3 
10 


6     2 

4      1 


9  Not  included  in  sample. 

The  sample  was  taken  500  feet  from  the  mouth  of  the  main  entry. 

Notes. — At  the  time  of  sampling,  the  coal  from  the  entries  had  not  been  marketed. 
The  coal  is  not  firmly  bedded.    The  main  entry  had  been  driven  700  feet. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  171;  Bull.  356,  p.  80. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  356,  p.  50. 

Edbn.    Bickett  Minb. 

Sample. — ^Bituminous  jroal;  Great  Falls  field;  analysis  No.  4118  (p.  127). 

Mine. — ^Bickett;  Smith  River  district;  2  miles  northeast  of  Eden,  on  the  north  side 
of  Ming  Coulee,  in  the  NW.  }  SE.  }  sec.  32,  T.  18  N.,  R.  4  E. 

Coal  bed. — ^Belt  Creek.  Lower  Cretaceous  age,  Kootenai  formation.  The  coal  zone 
or  bed  is  about  18  feet  thick;  workable  bed  7  feet  9  inches  thick;  dips  at  a  small  angle 
to  the  northwest;  roof  is  shale  and  floor  is  clay.    There  is  a  parting  of  bony  coal. 

The  bed  was  measured  and  sampled  by  C.  A.  Fisher  in  1906,  as  shown  below: 

Section  of  coal  bed  in  Bickett  mine,  t  miles  northeast  of  Eden, 


Laboratory  No 

Roof,  ahaleL 

doal 

Bony  ooala 

Coal 

Floor,  clay. 

Thickneesofbed 

Thickness  of  ooal  sampled 


4118 

Ft. 

in. 

3 

7 

0 

8 

3 

6 

7 

9 

7 

1 

a  Not  inclnded  in  sample. 

Notes. — The  upper  10  feet  of  the  18-foot  bed  does  not  contain  workable  coal.  The 
base  of  the  lowest  bench  contains  considerable  '*  sulphur  "  in  nodular  form. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  171;  Bull.  356,  p.  80. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  356,  p.  50. 
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Edbn.    Patterson  Mines. 

Sample. — Bituminous  coal;  Great  Falls  field;  analysis  No.  4117  (p.  127). 

Mines. — Patterson;  Smith  River  district;  on  the  high  bluffs  on  the  east  side  of 
Smith  River,  6  miles  southwest  of  Eden,  a  short  distance  above  the  mouth  of  Hound 
Creek,  in  the  NW.  }  NW.  i  sec.  20,  T.  17  N.,  R.  3  E. 

Coal  bed. — Belt  Creek.  Lower  Cretaceous  age,  Kootenai  formation.  At  this  mine 
the  bed  is  4  feet  10  inches  thick. 

The  bed  was  measured  and  sampled  by  C.  A.  Fisher  in  1906,  as  shown  below: 

Section  of  coal  bed  in  Patterson  mincy  6  miles  sotUhwest  of  Eden. 


Laboratory  No. 


Goal,  bony  «. 
Goal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


4117 

Ft.  in. 
0  3 
4     7 


4    10 
4     7 


a  Not  included  in  samite. 

For  chemical  analysis  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  TJ.  S.  Geol. 

Survey  Bull.  316,  p.  171;  Bull.  356,  p.  80. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  356,  p.  80. 
i  Eden.    Carville  Mine. 

Sample. — ^Bituminous  coal;  Great  Falls  field;  analysis  No.  4114  (p.  127). 

Mine. — Carville;  Smith  River  district;  8  miles  southwest  of  Eden,  on  the  west  side 
of  Hound  Creek,  in  the  SW.  i  SE.  i  sec.  24,  T.  17  N.,  R.  2  E. 

Coal  bed. — ^Belt  Creek.  Lower  Cretaceous  age,  Kootenai  formation.  The  bed  at 
this  mine  is  5  feet  6  inches  thick,  with  no  appreciable  partings. 

The  bed  was  measured  and  sampled  by  C.  A.  Fisher  in  1906,  as  shown  below: 


Section  of  coal  bed  in  Carville  minCf  8  miles  sovihwest  of  Eden. 

Laborat(H7  No 

4114 

Coal 

Ft.  in. 
5     0 

Dull  coal  A 

0     6 

Thickness  of  bed 

0     6 

ThlnlmfK^  Of  ftOal  saiTipM 

5     0 

a  Not  included  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  U.  S.  Geol. 

Survey  Bull.  316,  p.  171;  Bull.  356,  p.  80. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  356,  p.  50. 

Geyser.    Nollar  Mine. 

Sample. — ^Bituminous  coal;  Great  Falls  field;  analysis  No.  3759  (p.  127). 

Mine. — Nollar;  on  the  west  side  of  Otter  Creek,  about  7  miles  southwest  of  Geyser, 
in  the  NW.  }  sec.  29,  T.  17  N.,  R.  9  E. 

Coal  bed. — Belt  Creek.  Lower  Cretaceous  age,  Kootenai  formation.  The  bed  at 
this  mine  is  4  feet  thick,  with  no  partings  of  appreciable  thickness. 

The  bed  was  measured  and  sampled  in  1906.  The  sample,  representing  a  4-foot 
cut  of  coal  was  taken  175  feet  from  the  mouth  of  the  mine. 

l^otes. — During  the  four  years  preceding  the  date  of  sampling  in  1906,  the  total 
output  had  not  exceeded  300  tons.  The  coal  was  mined  at  few  tons  at  a  time  to  supply 
a  local  trade. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  171;  Bull.  366,  p.  79. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  356,  p.  60. 

Gbtsbr.    Mbredbth  Mine. 

Sample, — ^Bituminous  coal;  Great  Falls  field;  analysu  No.  3768  (p.  127). 

J/tne.— Meredeth;  in  the  SW.  i  NW.  i  sec.  3,  T.  16  N.,  R.  9  E.,  7}  miles  southwest 
of  Geyser. 

Coal  bed. — No  name.    Cretaceous  age,  Kootenai  formation. 

The  bed  was  measured  and  sampled  by  C.  A.  Fieher  on  August  9,  1906,  as  shown 
below: 

Section  of  coal  bed  in  Meredeth  mine,  7}  mile»  ioiUhwest  ofCreyser. 


Labontory  No. 


Coal... 
Bone  a. 

Coal... 


Thlekness  of  bed 

Thickness  of ooel  sampled. 


37S8 

Ft,  in, 
a  7 
1  3 
1     0 


4    10 
3     7 


•  Not  Indaded  In  sample. 

The  sample  was  taken  60  feet  from  the  mouth  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  TJ.  S.  Geol. 
Survey  Bull.  316,  p.  171;  Bull.  366,  p.  79. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  366,  p.  68. 

Sand  Coulbb.    Gibber  Mine. 

Sample, — ^Bituminous  coal;  Great  Falls  field;  analysis  No.  4119  (p.  127). 

Mine, — Gerber;  Sand  Coulee  district;  on  west  side  of  Straight  Coulee,  a  tributary 
of  Sand  Coulee,  about  1  mile  south  of  the  town  of  Sand  Coulee,  in  the  NE.  }  sec.  23, 
T.  19  N.,  R.  4  E. 

Coal  bed, — Belt  Creek.  Lower  Cretaceous  age,  Kootenai  formation.  The  bed  is 
from  6  to  9  feet  thick,  with  two  partings.    It  lies  nearly  level. 

The  bed  was  measured  and  sampled  at  four  points  by  C.  A.  Fisher  in  1906,  as  shown 
below: 

Sections  of  coal  bed  in  Gerber  mine,  1  miU  south  of  Sand  Coulee. 


SeetkniNo 

A 

B 

4119 
Ft,   in, 
6     8i 

•  ■         •  « 

0    "ii 
2     2 

9     4 

8    lOi 

C 

D 

lAbofBtory  No 

RoQf|  Strang  shale. 

Ft,   in, 
3     2 
0     8 

•  JJ 

2     8 

12    10 
11    Hi 

FU   in, 

6  8i 

•  •         •  • 
»  •         •  • 

0  9i 

1  10 

8     4 

7  Oi 

Ft.    in. 
4     6 

Htiale* 

Coal 

Bony  coal  A 

0     6 

Coal. 

2     2 

Floor,  compact  day. 

iiilckiMHis  *^  bed ..,,,,,,,.,,,,.-.,---,„, 

7     2 

'HilclcnAffiT  of  coal  saiint)led 

6     8 

a  Not  inoloded  insamplB. 

Section  A  was  taken  from  the  northeast  entry. 
Section  B  was  taken  from  room  3. 
Section  C  was  taken  from  room  1. 
Section  D  was  taken  from  room  1. 

Notes,— In  1906  the  coal  was  all  machine  mined,  and  the  bed  was  worked  by  the 
room-and-pillar  system.    The  coal  was  fairly  free  fioniimpurities,  and  such  as  occurred 
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were  taken  out  by  hand  picking  in  the  mine  and  by  scieening  at  the  tipple.    Most  of 
the  output  was  shipped,  the  local  aalee  being  small. 

For  diemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  171;  Bull  356,  p.  80. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Gfeol.  Survey  Bull. 
356,  p.  50. 

Spion  Eop.    Lasson  Mine. 

Sample. — ^Bituminous  coal;  Great  Falls  field;  analysis  No.  3757  (p.  127). 

J/tne. — ^Larson;  near  Spion  Eop,  1}  miles  east  of  Beinsford,  on  the  south  side  and 
at  the  mouth  of  Williams  Creek,  in  the  SE.  {  NW.  i  sec.  3,  T.  17  N.,  R.  8  £. 

Coal  bed. — ^Belt  Greek.  Lower  Gretaceous  age,  Kootenai  formation.  The  bed  at 
this  mine  is  about  30  inches  thick.    Roof  and  floor  are  of  compact  gray  shale. 

The  bed  was  measured  and  sampled  by  G.  A.  Fisher  on  August  8,  1906.  The 
sample  represented  2  feet  6  inches  of  weathered  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  171;  Bull.  366,  p.  79. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S .  Greol.  Survey  Bull. 
356,  p.  70. 

Stockbtt.    Gottonwood  Minb. 

Sample. — Bituminous  coal;  Great  Falls  field;  analysis  No.  4115  (p.  127). 

Jftn«.— Gottonwood;  at  Stockett,  in  the  NW.  i  NW.  i  sec.  36,  T.  19  N.,  R.  4  E. 

Coal  bed. — ^Belt  Greek.  Lower  Gretaceous  age,  Kootenai  formation.  The  bed  is 
from  5  to  10  feet  thick,  not  including  two  partings.  It  has  a  bone  roof  and  a  clay 
floor  and  dips  slightly  to  the  north.  Only  the  first  and  second  benches  were  mined 
at  the  time  of  sampling. 

The  bed  was  measured  and  sampled  by  G.  A.  Fisher  in  1906,  as  shown  below: 

Section  of  coal  bed  in  Cottonwood  mine  at  Stockett. 


Laboratoiy  No 

Roof.boDfi. 

Coala 

Bonyooala 

Coala 

BonyooAla 

Coal 

Baoycoaltt 

Coal 

7lDqr,clay. 

Thicimess  of  bed 

Thtcknww  of  ooal  sampled. 


4116 
Ft.   In. 
0    10 

0  4 

1  10 
0     7 

6  1 

0  6 

1  S 

11     6 

7  4 


a  Not  induded  in  sample. 

Notes. — ^This  mine  is  equipped  with  an  anthracite-type  breaker,  and  in  1906  the 
coal  was  cleaned  of  sulphur  balls  and  bone  by  picking  and  screening.  The  sizes  made 
were  broken  egg,  stove,  nut,  pea,  and  slack;  the  screens  used  had  round  holes  3,  2), 
2, 1),  and  1  inch  in  diameter.  The  refuse,  separated  by  hand  picking  and  by  spiral 
pickers,  was  used  for  grading  along  the  railroad.  From  2,000  tons  of  run-of-mine 
coal  daily  dumped  into  the  breakers,  200  tons  of  refuse,  containing  less  than  1  per  cent 
of  coal,  was  removed.  In  1906  the  output  was  used  by  the  railroad  and  was  shipped 
to  Great  Falls  and  other  places. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  127;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  171;  Bull.  356,  p.  80. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
356,  p.  50. 
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GHOUTBATT  COUNTY. 

Ada.    Gibbitt's  (Tioer  Booe)  Minb. 

Sample. — Subbituminous  coal;  Biilk  River  field;  analysis  No.  8622  (p.  128). 

Mine. — Gibbitt's  (Tiger  Ridge)  Chinook  district;  2}  miles  southeast  of  Ada,  in  the 
NE.  i  SE.  i  sec.  5,  T.  30  N.,  R.  18  E. 

Coal  bed. — ^Within  the  upper  part  of  the  Judith  River  formation,  Montana  group; 
Upper  Cretaceous  age.    Thickness,  variable. 

'Hie  bed  was  measured  and  sampled  by  L.  J.  Pepperberg  on  July  30, 1909,  as  shown 
below: 

Section  of  coal  bed  in  GibbitVe  ( Tiger  Ridge)  mtn^,  ti  milee  eoutheaet  of  Ada. 


Laboratory  No 

Bool  abate. 

Coal 

Bonea 

CoaL 

Bone* 

Coal 

Bonea 

Floor,  abate. 

Thickneaa  of  bed 

Thickneaa  of  ooal  aampled 


8822 

n.  M. 


0 
0 
0 
0 
1 
0 


4 

1 
4 

6 
8 
2 


3      1 
2     4 


a  Not  included  in  aample. 

The  sample  was  taken  about  60  feet  from  the  mouth  of  the  entry. 

Notee, — The  coal  is  noncoking.  It  has  a  bright  black  luster,  dark-brown  streak, 
semiconchoidal  fracture,  and  two  well-developed  sets  of  joint  planes,  almost  at  right 
angles  to  each  other.  On  exposure  to  the  air,  the  coal  checks.  The  sample  probably 
represented  coal  within  the  weathered  portion  of  the  bed.  The  coal  was  mined  for 
local  use  only. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  128. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

Bio  Sandt.    BIackton  Minb. 

Sample, — Subbituminous  coal;  Milk  River  field;  analyses  No.  6550  (p.  128). 

Mine. — ^Mackton  mine;  Big  Sandy  district;  6  miles  east  of  Big  Sandy,  in  the  NW.  \ 
SW.  i  sec.  18,  T.  28  N.,  R.  14  E. 

Coal  bed. — Big  Vein.  Tertiary  age,  Fort  Union  formation.  Thickness,  &drly  uni- 
form, dipping  40^  E. 

The  bed  was  measured  and  sampled  by  L.  J.  Pepperberg  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Mackton  mine,  6  milee  east  of  Big  Sandy. 


Laboratory  No 

Boof,  ahale. 

Coal 

Bone,  variable  A 

Coal 

Bonea 

Coal 

Bone« 

Coal 

Floor.  clKy. 

Thicknen  of  bed 

TbickneaB  of  coal  sampled 


6550 

Ft. 

in. 

2 

6i 

0 

2 

1 

3 

0 

7 

0 

6 

0 

4 

3 

11 

9 

^ 

8 

i( 

a  Not  included  in  aample. 

The  sample  was  taken  about  155  feet  from  the  mouth  of  the  slope. 
JVbtef.— The  coal  is  subbituminous,  noncoking.    It  is  hard  and  brittle,  with  a  bright 
black  luster.    The  bed  has  two  sets  of  joint  planes,  one  of  which  is  better  developed 
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than  the  other.  On  exposure  this  coal  weathers  more  slowly  than  those  belonging  to 
the  Judith  River  formation  in  this  field ;  hence  it  is  a  better  stocking  coal.  The  sample 
represented  freeh  unaltered  coal.  In  1908  the  coal  was  shipped  to  Havre,  Chinook, 
Helena,  and  Great  Falls,  Mont.  A  few  carloads  had  been  shipped  to  Seattle  and 
Spokane,  Wash. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  128;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  105. 

Bio  Sandy.    BIagk  Mine. 

Sample, — Subbituminous  coal;  Milk  River  field;  analysis  No.  6609  (p.  128). 

J/tn«.-~Mack;  Big  Sandy  district;  in  the  N£.  i  S£.  i  sec.  18,  T.  28  N.,  R.  14  £,  ^ 
miles  east  of  Big  Sandy. 

Coal  bed. — ^The  coal  is  of  Tertiary  age.  Fort  Union  formation.  Thickness  fairly 
uniform. 

The  bed  was  measured  and  sampled  by  L.  J.  Pepperberg  and  V.  H.  Bamett  in  1908, 
as  shown  below: 

Section  of  coal  beda  in  Mack  minCf  6^  miles  east  of  Big  Sandy. 


Labontory  No. 


Roof.boiie« 

uoal,ctoar 

Floor,  day,  abate. 

ThickneaBofbed. 


Tbidmea  of  bed  aamptod . 


6000 

2     4 
4     6 

6   10 
4     6 


a  Not  ineluded  in  aampto. 

The  sample  was  taken  about  20  feet  from  the  mouth  of  the  entry  and  200  feet  off  the 
main  entry  west. 

Notes. — ^The  coal  is  noncoking.  It  is  hard  and  brittle  and  in  general  like  that  from 
the  Macton  mine.  The  sample  represented  fresh  unaltered  coal.  In  1908  the  coal 
was  mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  128;  also  U.  S.  Greol. 
Survey  Bull.  381,  p.  105. 

Chinook.    Sands  A  O'Eebf  Mine. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  6316  (p.  128). 

Mine.-^aBsida  A  O'Eeef;  Chinook  district;  in  the  NW.  i  NW.  i  sec.  18,  T.  33  N., 
R.  19  E.,  4  miles  west  of  Chinook. 

Coal  bed. — ^Within  the  upper  part  of  the  Judith  River  formation,  Montana  group; 
Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  in  1908,  as  shown  below: 

Section  of  coal  bed  in  the  Sands  dc  0*Keefmine,  4  miles  west  of  Chinooh. 


Labotmtory  No 

Roof,  bona. 

Coal 

Qaya 

Coal 

Bone« 

Coal 

Floor,  oarbonaoeoua  sbale. 

ThickneaBofbed 

ThlckneaB  of  ooal  aamptod . 


6816 
Ft.   in. 

1  0 

0  3 

1  7 
1  2 
3  6 

6  5 

5  1 


a  Not  Included  in  aampla. 
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The  sample  was  taken  about  260  feet  from  the  mouth  of  the  entry. 

Notes, — ^The  coal  is  subbituminous,  a  ''black  lignite;"  it  has  a  bright  luster,  dark 
brown  streak,  semiconchoidal  fracture,  two  joint  planes  well  developed  and  almost 
at  rig^t  angles  to  each  other.  On  exposure  to  the  air  it  loses  moisture  rapidly  and 
checks  or  disintegrates  into  small  irregular  bits.  The  sample  probably  represented 
coal  which  had  been  affected  by  weathering.    In  1908  the  coal  was  mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  128;  also  U.  8.  Geol. 
Survey  Bull.  381,  p.  105. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

Chinook.    Leabos  Mine. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  7156  (p.  128). 

Mine. — ^Leabos  outcrop;  in  sec.  29,  T.  34  N.,  R.  19  E.,  6  miles  northwest  of  Chinook; 
no  railroad  connection. 

Coal  bed. — ^No  name.    Cretaceous  age,  Judith  River  fonnation. 

The  bed  was  measured  and  sampled  on  August  13,  1908,  by  L.  J.  Pepperbeig,  as 
shown  below: 

Section  of  coal  bed  at  the  Leabos  mine,  6  miles  northwest  of  Chinook. 


Laboratory  No. 


Coal... 
Bone  a. 

Goal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


7156 
Ft.  in. 

0  8 

1  0 
3     4 


6     0 
4     0 


a  Ezeluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  128;  also  U.  S.  Geol. 
Survey  Bull.  471. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  471. 

Chinook.    Kerr  Mine. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  6317  (p.  128). 

Mine. — Kerr;  Chinook  district;  7  miles  south  of  Chinook,  in  the  NW.  i  SW.  \  sec. 
30,  T.  32  N.,  R.  20  E. 

Coal  bed.  —The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Upper  Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Barnett  in  1908,  as  shown  below: 

Section  of  coal  bed  in  the  Kerr  mine,  7  miles  sou£h  of  Chinook, 


'  Laboratory  No 

Roof,  shale,  carbonaceous. 

Coal 

Coal,  bony 

Coal,  clean 

Floor,  bone. 

Thickness  of  bed 

ThJokneas  of  coal  sampled . 


6317 

Ft.  in. 
0  6 
0     5 

2  5 

3  .  4 
a    11 


a  Not  included  in  sample. 

The  sample  was  taken  about  240  feet  from  the  mouth  of  the  entry. 
Notes.  ->The  coal  is  in  general  much  like  that  from  other  mines  working  the  beds 
in  the  upper  part  of  the  Judith  River  formation  in  this  district.    The  sample  probably 
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lepiesented  coal  still  within  the  weathered  portion  of  the  bed.    In  1908  the  coal  was 
mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  128;  also  U.  S.  Greol. 
Survey  Bull.  381,  p.  105. 

Chinook.    Roder  Mine. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  6319  (p.  128.) 
iftn^.—Roder;  Chinook  district;  in  the  SW.  i  NW.  i  sec.  6,  T.  31  N.,  R.  19  E.,  9 
miles  south  of  Chinook.    No  railroad  connection. 
Coal  bed. — No  name.    Cretaceous  age,  Judith  River  formation. 
The  bed  waa  measured  and  sampled  in  1908  by  V.  H.  Bamett,  as  shown  below: 

Section  of  coal  bed  in  Roder  minef  9  miles  aouth  of  Ckinooh. 


LaboTBtoryNo. 


Goal... 
Shale  a. 
Bone  a. 

Coal... 
Bone  a. 

Coal.... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6319 

Ft. 

in. 

0 

10 

0 

3 

0 

4 

0 

4 

0 

10 

2 

0 

4 

7 

8 

2 

a  Excluded  from  sample. 

The  sample  was  taken  125  feet  from  the  mouth  of  the  entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  128. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

Chinook.    Rodeb  Prospect. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  9150  (p.  128). 

Mine, — Roder  prospect;  Chinook  district;  9  miles  south  of  Chinook,  in  the  SW.  \ 
NW.  Jsec.  5,  T.  31  N.,  R.  19  E. 

Coal  bed. — The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  samped  by  L.  J.  Pepperbeig  in  1909,  as  shown  below: 

Section  of  coal  bed  in  Roder  proapectf  9  milee  south  of  CMnooh. 


Laboratory  No. 
Roof,  shale. 

Coal,  dear., 

Clay  a. 


Clay 
Cod. 


Boneo 

Coal 

Bone a 

Coal,  sligbUy  bony 

Coal,  dear 

Bone a 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


0150 
Ft.    in. 


1 
0 

0 
0 
0 
0 
1 
0 
0 

6 
4 


I* 

3 

1| 
6 

4 
3 

4  • 
3 
10 

3 


a  Not  Induded  in  sample. 

The  sample  was  taken  about  150  feet  from  the  mouth  of  the  entry. 

Notes. — ^The  coal  is  noncoking.  Bright  black  luster,  dark  brown  streak  and  semi- 
conchoidal  fracture.  The  bed  has  two  sets  of  joint  planes  well  developed,  which 
intersect  almost  at  right  angles.    On  exposure  to  the  air,  the  coal  loses  moisture  rapidly 
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and  checks  or  disintegrates  into  small  irregular  bits.  The  sample  probably  represented 
coal  still  within  the  weathered  portion  of  the  bed.  In  1908  the  coal  was  mined  for 
local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  128. 

For  geologic  relations  see  U.  S.  Geo.  Survey  Bull.  381,  p.  85. 

Chinook.    Tumbler  Pbospbct. 

Sample, — Subbituminous  coal;  Milk  River  field;  analysis  No.  6318  (p.  128). 

J/iTM.—Tumbler  prospect;  Chinook  district,  in  the  NW.  \  NW.  i  sec.  32,  T.  32  N., 
R.  19  E.,  about  6  miles  southwest  of  Chinook. 

Coal  bed. — ^The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Tumbler  prospect^  6  miles  eovXkwest  of  Chinook, 


Laboratory  No 

Roof,  coal. 

Ooal 

Bonea 

Coal 

Bonea 

Coal 

Floor,  carbonaceous  shale. 

Thickness  of  coal  bed 

Thickness  of  coal  sampled . 


esis 

Ft,  in. 

2  4 

0  U 

0  7} 

0  S 

2  0 

6     4 
4    UJ 


•  Not  included  in  samjAe. 

The  sample  was  taken  about  250  feet  from  the  mouth  of  the  entry. 

Notes. — ^The  coal  is,  in  general,  like  that  from  the  Roder  prospect.  The  sample 
probably  represented  coal  still  within  the  weathered  portion  of  the  bed.  The  coal 
was  mined  for  local  use  in  1908.. 

For  chemical  analyses  of  this  coal,  see  part  1  of  this  bulletin,  p.  128;  also,  U.  S.  Geol. 
Survey  Bull.  381,  p.  106. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

Chinook.    Mathbson  Prospect. 

Sample, — Subbituminous  coal;  Milk  River  field;  analysis  No.  6380  (p.  128). 

Mine, — ^Matheson  prospect;  Chinook  district,  in  the  NE.  i  SW.  i  sec.  10,  T.  33  N., 
R.  20  E.,  about  4  miles  northeast  x>f  Chinook. 

Coal  bed. — The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Matheson  prospect,  4  miles  northeast  of  Chinook. 


Laboratory  No 

Boof,  shale. 

Coal 

Bonea 

Bonea 

day* 

Coai 

Floor,  bone. 

lliickness  of  bed 

Thickness  of  coal  sampled . 


6380 
Ft.  in. 

2  0 

0  4 

1  0 
0  6 
0  1 

4  11 
4     0 


a  Not  included  in  sample. 
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The  sample  wiw  taken  about  65  feet  Crom  the  mouth  of  the  entry. 

Notes, — ^The  coal  is  noncoking,  contains  some  mineral  charcoal,  has  a  reddish- 
brown  streak,  and  slacks  readily  on  being  exposed  to  the  air.  The  sample  prob- 
ably represented  coal  still  within  the  weathered  portion  of  the  bed.  In  1908  the 
coal  was  mined  for  local  use. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  128;  also,  U.  S. 
Geol.  Survey  Bull.  381,  p.  105. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

Chinook.    Leabo  Prospbct. 

Sample, — Subbituminous  coal;  Milk  River  field;  analysis  No.  6381  (p.  128). 

Mine.— Le&ho  prospect;  Chinook  district;  in  the  SW.  \  sec.  29,  T.  34  N.,  R.  19  E., 
about  6}  miles  north  of  Chinook. 

Coal  bed. — ^The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Leabo  prospect,  6}  miles  north  of  Chinook. 


Laboratory  No 

Roof,  carbonaoeous  shala. 

Coala 

Bone« 

Coal 

FlocM^bone. 

Tniokness  of  bed 

Thickness  of  coal  sampled . 


6381 
i^.   <«• 

0  8 

1  0 
3  4 

6  0 

8  4 


a  Not  included  in  sample. 

The  sample  was  taken  about  45  feet  from  the  mouth  of  the  entry. 

Notes. — ^The  coal  is  a  ''  black  lignite,''  has  a  bright  luster,  dark-brown  streak,  and 
semiconchoidal  fracture.  Two  sets  joint  planes  are  .well  developed;  they  intersect 
almost  at  right  angles.  On  exposure  to  the  air  the  coal  loses  moisture  rapidly  and 
checks  or  disintegrates  into  small  irregular  bits.  The  sample  probably  represented 
coal  still  within  the  weathered  portion  of  the  bed.  In  1908  the  coal  was  mined  for 
local  use. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  128;  also,  U.  S. 
Geol.  Survey  Bull.  381,  p.  105. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

Harlem.    McDanibls  Minb. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  6315  (p.  129). 

Mine. — ^McDaniels;  Harlem  district;  in  the  unsurveyed  SW.  }  sec.  9,  T.  33  N.,  R. 
22  E.,  10  miles  northwest  of  Harlem. 

Coal  bed.— The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  in  1908,  as  shown  below: 

Section  of  coal  bed  in  McDaniels  mine,  10  miles  northwest  of  Harlem. 


Laboratory  No 

Roof,  shale. 

Coal 

Boneo  

Coal 

FloOT.  bone. 

Thickness  of  bed 

Thiokness  of  coal  sampled . 


esis 

FL  In. 
1     1 

0  61 

1  0 

a    6i 
a    1 


a  Not  inoladed  in  sample. 
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The  sample  was  taken  about  175  feet  from  the  mouth  of  the  entry. 

Notes.— The  coal  is  noncoking.  The  sample  has  a  dull  black  luster;  it  probably 
represented  coal  within  the  weathered  portion  of  the  bed.  The  coal  in  1908  was 
mined  for  local  use. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  129;  also,  U.  S. 
Geol.  Survey  Bull.  381,  p.  105. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

Havre.    Alcott  Mine. 

iSfompfc.— Subbituminous  coal;  Milk  River  field;  analyses  Nos.  6474, 6801  (p.  129) 

l/th«.— Alcott;  Havre  district;  in  the  NW.  i  SW.  i  sec.  29,  T.  33  N.,  R.  16  E.,  li 
miles  north  of  Havre. 

Coal  bed. — ^The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  L.  J.  Pepperberg  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Alcott  mirUj  1\  miles  north  of  Havre. 


Laboratory  No 

Roof,  shale,  carbonaceous. 

Coal,  with  thin  bone  seamso. 

Bone 

Coal 

Bone 

Coal 

Bone 

Coal. 


Floor  bona,  with  thin  coaly  layers. 
Thickness  of  bed. 


Thickness  of  coal  sampled. 


6474 

6801 

Ft.  in. 

Ft.  in. 

0     6 

•  •        •  * 

so       i 

•  •        *  • 

0     6 

aO      6 

«0     l\ 

0      2 

SO      8 

2      0 

oO    10 

a\      6 

2     2| 

1      0 

4      91 

6      2 

3      \\ 

3      2 

a  Not  indoded  in  sample. 

Sample  6474  was  taken  at  the  breast  of  the  workings,  about  120  feet  from  the  mouth 
of  the  entry. 

Sample  6801  wajB  taken  about  100  feet  from  the  mine  entrance. 

Notes. — ^The  coal,  a  ''black  lignite,"  has  a  bright  luster,  dark-brown  streak,  and 
semiconchoidal  fracture.  On  exposure  to  the  air  it  loses  moisture  rapidly  and  checks 
or  disintegrates  into  irregular  bits.  In  all  probability,  fresh  unweathered  coal  had 
not  been  encountered  in  the  workings  at  the  time  the  sample  was  taken.  The  coal  was 
being  mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  104. 

For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  381,  p.  85. 

Havre.    Havbe  Mine. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  6479  (p.  129). 

Jftiw.— Havre;  Havre  district;  in  the  NW.  i  sec.  31,  T.  33,  R.  16  E.,  li  miles  north- 
west of  Havre. 

Coal  bed. — The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.    Thickness  variable;  lies  almost  flat. 

The  bed  was  measured  by  V.  H.  Bamett  in  1908,  as  shown  below: 

Section  of  coal  bed  in  the  Havre  mine^  li  miles  northwest  of  Havre. 


Laboratory  No 

Roof.  bone. 

Bonea 

Coal 

Boneo 

Coal 

Bonea 

'  Coal« 

Floor,  bone. 

Tniclmews  of  bed 

Thickness  of  coal  sampled. 


6470 
Ft.  in. 
0     3 


0 
1 

a 

0 
0 


0 

4 
6 
6 
6 


5      9 
2     6 


a  Not  included  in  sample. 
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The  sample  was  taken  in  a  room  in  the  east  workings,  565  feet  from  the  mouth  of  the 
entry  under  about  75  feet  of  cover. 

Notes. — The  coal  is  subbituminous,  noncoking;  has  a  bright  black  luster,  dark- 
brown  streak,  and  semiconchoidal  fracture.  Well-developed  joint  planes  intersect 
almost  at  right  angles.  On  exposure  to  air  the  coal  loses  moisture  rapidly  and  checks 
or  disintegrates  into  small  irregular  bits.  The  sample  represented  fairly  unaltered 
coal.  The  underground  workings  in  mine  were  about  2  miles  in  extent  in  1908.  The 
tipple  is  located  on  a  spur  of  the  Great  Northern  Railway  connecting  with  the  main 
line  at  Havre,  Mont.  The  capacity  in  1908  was  175  tons  per  day.  The  coal  was  mined 
mostly  for  local  use.  A  few  carload  shipments  had  been  made  to  Seattle  and  Spokane, 
Wash.,  and  to  Helena,  Great  Falls,  and  Cbnrad.  Mont. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  104. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

Havee.    Kinnet  Mine. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  6475  (p.  129). 

J/tn«.— Kinney;  Havre  district;  in  the  SW.  i  NE.  i  sec.  26,  T.  33,  R.  15  E.,  3)  miles 
northwest  of  Havre. 

Coal  bed. — ^The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  on  August  28, 1908,  as  shown 

below: 

Section  of  coal  bed  in  Kinney  minCf  S\  miles  northwest  of  Havre. 


lAhatatary  No 

Roof,  coal. 

Coal 

Bone  a 

Coal 

Floor,  carbonaoeous  shale. 

Tmcknessofbed , 

ThicKiiess  of  coal  sampled , 


6475 
Ft.  in. 
1     8 

1  0 
0   10 

3     6 

2  6 


a  Not  included  in  sample. 

The  sample  was  taken  at  the  breast  of  the  workings  about  200  feet  from  the  mouth 
of  the  entry. 

}fotes. — ^The  coal  is  noncoking  and  much  like  that  from  some  other  mines  and 
prospects  in  the  district.  The  workings  had  not  penetrated  beyond  the  weathered 
portion  of  the  bed.    The  coal  in  1908  was  mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  104. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

Havbe.    Electric  Mine. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  6473  (p.  129). 

jft^.— Electric;  Havre  district;  in  the  SW.  i  sec.  29,  T.  32  N.,  R.  16  E.,  4  miles 
southwest  of  Havre. 

Coal  bed.— The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.  Thickness,  variable;  dip,  W  S.,  40**  W.,  due  to  several  smaU 
faults  in  the  immediate  vicinity. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Electric  mine,  4  miles  southwest  of  Havre. 


Laboiatory  No 

RooffSbale. 

Coal 

Bonea 

Coal 

Floor,  shale, 

TliickDesiofbed 

Thickness  of  ooal  sampled . 


6473 

Ft.  in, 
1  10 
1  2 
1     8 

4     8 
3     8 


a  Not  izicluded  in  eample. 
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The  sample  was  taken  at  the  breast  of  the  workings  about  125  feet  from  the  mouth 
of  the  entry. 

N0U8. — ^The  coal  is ''  black  lignite  "  much  like  that  from  some  other  openings  in  the 
district.  The  sample  probably  represented  coal  within  the  weathered  portion  of  the 
bed.    The  coal  in  1908  was  mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  104. 

For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  381,  p.  85. 

Havre.    Pbospect. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  6476  (p.  129). 

Location, — ^Prospect  on  Bull  Hook  Creek,  Havre  district;  in  the  SW.  \  SW.  \  sec.  36, 
T.  32  N.,  R.  16  £,  4  miles  southeast  of  Havre.    No  railroad  connection. 

Coal  bed. — ^No  name.  Cretaceous  age,  Judith  River  formation.  The  bed  was  meas- 
ured and  sampled  in  1908  by  L.  J.  Pepperberg., 

The  coal  bed  is  7  inches  thick.  The  coal  is  metamorphosed  by  an  intrusion  of 
igneous  rock. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  129. 

Havbe.    Bhown  Mine. 

Sample, — Subbituminous  coal;  Milk  River  field;  analysis  No.  6477  (p.  129). 

Jfme.— Brown  (not  worked);  Havre  district;  in  the  SE.  J  NE.  \  sec.  21,  T.  32  N.,  R. 
17  E.,  7  miles  east  of  Havre. 

Coal  bed. — ^The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  in  1908,  as  shown  below: 

Section  off  coal  bed  in  Brown  mine,  7  miles  east  off  Havre. 


Laboratory  No 

Boof,  sandy  shale. 

Coal 

Bonea 

Coal 

Bone  o 

Coal 

Floor,  shale. 

Tnickness  of  bed 

Thickness  of  coal  sampled. 


6477 

Ft.  in 

1  2 

0  3 

3  4 
0  ^2 
0  5 

5  4 

4  11 


a  Not  included  in  sample. 

The  sample  was  taken  about  65  feet  from  the  mouth  of  the  entry. 

Notes. — ^The  coal  is  noncoking  and  much  like  that  from  some  other  mines  and  pros- 
pects in  the  district.  The  sample  probably  represented  coal  within  the  weathered 
portion  of  the  bed.    The  coal  was  mined  for  local  use. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  129;  also  U.  S. 
Geol.  Survey  Bull.  381,  p.  104. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

Havre.    Bahrott's  Mine. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  6548  (p.  129). 

lftn«.— Barrott's;  Havre  district;  in  the  SW.  J  sec.  29,  T.  33  N.,  R.  15  E.,  7  miles 
northwest  of  Havre. 

Coal  bed. — ^The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Cretaceous  age.  The  thickness  is  fairly  uniform  within  the  workings,  dipping 
S**  NE. 
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The  bed  waa  measured  and  sampled  by  V.  H.  Bamett  in  1908,  as  shown  below: 
Section  of  coal  bed  in  BarroWs  mine^  7  miles  rwrthwesi  of  Havre. 


Laboratory  No.. 

Roof,  carbonaceous  shale. 

Coal" 

Bone  a 

Coal 


Tblckxiessofbed 

Thickness  of  coal  sampled. 


6548 

Ft,  Ui, 
0  2 
0  7 
3     3 


4      0 
3      3 


a  Not  included  In  aampto. 

The  sample  was  taken  at  the  breast  of  the  workings,  about  260  feet  from  the  mouth 
of  the  entry. 

Notes. — ^The  coal,  a  ''  black  lignite/'  has  a  bright-black  luster  and  semiconchoidal 
fracture.  The  bed  has  well  developed  joints  that  intersect  almost  at  right  angles.  On 
exposure  to  the  air  the  coal  checks.  In  1908  the  workings  had  not  penetrated 
beyond  the  weathered  portion  of  the  bed.    The  coal  was  mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  104. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  85. 

HAVRE.    Staton's  Mine. 

Sample. — Subbituminous  coal;  MUk  River  field;  analysis  No.  6478  (p.  129). 

ifw.— Staton's;  Havre  district;  in  the  NE.  }  sec.  4,  T.  31  N.,  R.  17  E.,  8  nulea 
southeast  of  Havre. 

Coal  bed. — ^The  coal  is  in  the  upper  part  of  the  Judith  River  formation,  Montana 
group;  Upper  Cretaceous  age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Staton*8  mine^  8  mile$  southeast  of  Havre. 


Laboratory  No 

Roof,  coal. 

Coal 

Bony  coal « 

Coal 

Floor,  carbonaceous  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


6478 
J^  in. 
3     1 

0  10 

1  101 

Jul 


a  Not  included  In  samifle. 

The  sample  was  taken  about  250  feet  from  the  mouth  of  the  entry. 

Notes. — ^The  coal  is  subbituminous,  '^  black  lignite,"  has  a  bright  black  luster,  dark- 
brown  streak,  and  semiconchoidal  fracture,  two  sets  of  joints  intersect  almost  at  ri^t 
angles.  On  exposure  to  the  air  the  coal  loses  moisture  rapidly,  and  checks  or  disin- 
tegrates Into  small  irregular  bits.  In  1908  the  coal  was  mined  for  local  use.  A  lew 
carloads  had  been  shipped  to  Helena  and  Great  Falls,  Mont. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  104. 

Havbe.    Clack  Mine. 

Sample. — Subbituminous  coal;  Milk  River  field;  analysis  No.  6640  (p.  129). 
Mine.-<^\2iCk.    In  the  Havre  district;  in  the  SE.  i  NE.  i  sec.  5,  T.  31  N.,  R. 
17  E.,  8)  miles  southeast  of  Havre. 
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CkxU  &«/.— Within  the  upper  part  of  the  Judith  River  formation,  Montana  group; 
Upper  CretaceouB  age.    Thickneas,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  on  October  10,  1908,  as 
shown  below: 

Section  of  eodl  bed  in  Clack  mtrw,  8i  miles  eoutheast  of  Havre. 


JjibonXory  Vo 

Bool,  bone  ooaL 

OlMl 

Bonea 

Gold 

FkMir.  shale  and  bona. 

ThlekiMnofbed 

ThieknflBi  of  ooal  sampled. 


8640 

Ft.    in. 

2  8 

1  0 

1  6 

5  2 

4  a 


•Not  Included  in  sample. 

The  sample  was  taken  in  room  about  205  feet  south  and  15^  west  of  the  mouth  of 
the  entry. 

Notes.— The  ooal  is  "black  lignite,"  has  a  bright-black  luster,  dark-brown  streak, 
semicondioidal  fracture.  On  exjXMure  to  the  air  it  checks.  The  sample  collected 
probably  represented  coal  that  was  practically  unaltered.  The  coal  in  1908  was 
mined  for  local  use.  ^ 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  104. 

Havbe.    Schean  Pbospect. 

Sample. — Subbitumlnous  coal;  Milk  River  field;  analysis  No.  6549  (p.  129). 

Loeation. — Schean  prospect.  In  the  Havre  district;  in  the  SE.  f  NE.  i  sec.  28, 
T.  33  N.,  R.  14  £.,  12  miles  northwest  of  Havre. 

€k)al  bed. — ^Within  the  upper  part  of  the  Judith  formation,  Montana  group;  Creta- 
ceous age.    Thickness,  variable. 

The  bed  was  measured  and  sampled  by  V.  H.  Bamett  in  1908,  as  shown  below: 

0 

Section  of  ooal  bed  in  Schean  prospect^  It  miles  northwest  of  Havre. 


Lstoeniotj'So 

Boof,  oarbomaoeoas  shale. 

Goal 

Bone  and  elay  « 

Coal 

Floor,  bone. 

Tliioknenofbed 

Thickness  of  ooal  sampled. 


SM9 

Ft. 

In. 

3 

0 

1 

fi 

0 

4 

4 

9 

3 

4 

«  Not  Indaded  in  sample. 

The  sample  was  taken  at  the  breast  of  the  workings  about  75  feet  from  the  mouth  of  the 
entry. 

Notes. — ^The  coal,  "black  lignite,"  that  in  the  main  bench  has  a  bright-black 
luster,  is  solid,  and  has  a  semiconchoidal  fracture.  On  exposure  to  the  air  the  coal 
checks.  At  the  time  of  sampling,  the  face  of  the  prospect  in  all  probability  was 
within  the  weathered  portion  of  the  bed.    The  coal  was  mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  104 
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CT78TEB  OOTJNTY. 

Fallon.    Giword  Mine. 

Sample. — Subbitamiooufl  (?)  coal;  Miles  City  field;  aiudyBis  No.  2426  (p.  129). 

Mine,— Giftord;  in  T.  13  N.,  R.  52  E.,  near  Fallon,  on  the  bank  of  the  Yellow- 
stone River.    No  railroad  connection. 

Ckfol  bed. — ^No  name.    Cretaceous  or  Tertiary  age,  Lance  formation. 

The  bed  was  measured  and  sampled  in  1905  by  A.  G.  Leonard.  The  sample  rep- 
resented 4  feet  8  Inches  of  dear  coal.  The  sample  was  taken  from  the  outcrop.  It  was 
wet  with  rain. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  205. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  203. 

Fallon.    Prospbct. 

Sample, — Subbituminous  (?)  coal;  Miles  City  field;  analysis  No.  2429  (p.  129). 

LoeaUon, — ^A  prospect  on  the  west  bank  of  the  Yellowstone  River  at  the  mouth  of 
Cottonwood  Creek,  in  T.  13  N.,  R.  52  E.,  near  Fallon.    No  railioad  connection. 

Coal  bed. — ^No  name.    Cretaceous  or  Tertiary  age,  Lance  formation. 

The  bed  was  measured  and  sampled  by  A.  G.  Leonard  in  1905.  The  coal  bed, 
measured  at  the  outcrop,  is  6  feet  4  inches  thick.  The  sample  was  from  a  cut  repre- 
senting the  entire  thickness  of  the  bed.    The  coal  was  fresh. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  205. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  203. 

Miles.    Hedges  Mine. 

Sample. —Suhbitammovm  coal;  Miles  City  field;  analysis  No.  5783  (p.  129). 

Mine. — ^Hedges;  opening  on  river  bank,  in  sec.  22,  T.  8  N.,  R.  47  £.,  1  mile  north 
of  Miles. 

Coal  bed. — Kircher.  Cretaceous  or  Tertiary  age,  Lance  formation.  The  bed  is 
about  5  feet  8)  inches  thick. 

The  bed  was  measured  and  sampled  by  A.  J.  CcWer  and  C.  D.  Smith  in  1907,  as 
shown  below: 

Section  o/eoal  bed  in  Hedges  mine,  1  mile  north  of  Miles, 


Labontory  No. 


Coal.. 
Claya. 

Cod.. 
Cod.. 


ThiokncBBOlbMl 

ThlcknesB  of  coal  aamptod , 


578S 
n,   in. 

0  7| 

\  ^ 

1  • 
1      6 


3    1^ 


•  Not  Incladed  in  sample. 

The  sample  was  taken  150  feet  from  the  mouth  of  the  entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  XT.  S.  Gredl. 
Survey  Bull.  341,  p.  59. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  841,  p.  39. 
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Miles.    Ejbcher  Minb. 

Sample, — SubbituminouB  coal;  Miles  City  field;  analyses  Nos.  2425,  6964  (p.  129). 

Mn«.— Eircher,  in  the  SE.  }  sec.  19,  T.  8  N.,  R.  48  E.,  6  miles  northeast  of  Miles. 
No  raihoad  connection. 

Coal  bed, — Eircher.  Cretaceous  or  Tertiary  age,  Lance  formation.  At  the  mine 
the  bed  is  about  14  feet  5  inches  thick  and  is  60  feet  below  surface. 

The  bed  was  measured  and  sampled  by  A.  G.  Leonard  in  1905,  and  by  A.  J.  Collier 
in  1907,  as  described  below: 

Section  of  coal  bed  in  Kircher  mine^  5  miles  northeast  of  Miles. 


Lftbontory  No 


Coala 

Bhalea 

Goal* 

BhAlea 

Coftl 

Bonea 

Coal 


TbiokneBBofbad 

ThldoMH  of  ooal  sampled 


5964 
Ft,   in. 


1 
6 
0 
2 
2 
0 
2 


0 
0 
4 
0 
6 
1 
6 


14      5 
5     0 


a  Not  indoded  In  sample. 

Sample  2425  represented  4  feet  4  inches  of  coal. 

Sample  2425  was  taken  200  feet  from  the  entrance  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  129;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  205;  Bull.  341,  p.  59. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  341,  p.  39. 

Miles.    Old  Weatbb  Mine. 

Sample, — Subbituminous  coal;  Miles  City  field;  analysis  No.  3701  (p.  130). 

Mn«.— Old  Weaver;  5  miles  southeast  of  MUes,  in  the  SE.  }  sec.  6,  T.  7  N.,  R.  48 
E.,  near  Signal  Butte. 

Coal  bed. — ^Weaver.  Cretaceous  or  Tertiary  age,  Lance  formation.  Thickness  about 
4  feet  11  inches;  roof  and  floor,  clay. 

The  bed  was  measured  and  sampled  in  1907  by  A.  G.  Leonard,  as  shown  below: 

Section,  of  coal  bed  in  Old  Weaver  mine,  6  miles  southeast  of  Miles, 


Laboratory  No 

Roof,  brown,  carbonaceous  clay. 

Coal 

Claya 

Coal 

Claya 

Coal 

Clay,  carbonaceous  a 


8S! 


Floor,  clay. 

Tnlckneagofbed. 


ThIckneBB  of  coal  sampled . 


3701 

Ft. 

in. 

2 

2 

0 

1 

0 

2 

0 

3 

1 

5 

0 

4 

1 

2 

5 

7 

4 

11 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  130;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  205;  Bull.  341,  p.  59. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Creol.  Survey 
Bull.  341,  p.  39. 
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Miles.    Weaver  Mine. 

Sample. — Subbituminous  coal;  Miles  City  field;  analysis  No.  5780  (p.  130). 

Mine. — ^Weaver;  on  the  west  bank  of  Tongue  River,  on  the  Fort  Keogh  Military 
Reservation,  about  6  miles  south  of  Miles,  in  sec.  25,  T.  7  N.,  R.  47  E. 

Coal  bed. — Eircher.  Cretaceous  or  Tertiary  age,  Lance  formation.  Its  thickness 
is  extremely  variable,  as  are  roof  and  floor.    It  lies  flat. 

The  bed  was  measured  and  sampled  in  1907  by  C.  H.  Wegemann,  as  shown  below: 

Section  of  coal  bed  in  Weaver  mine,  €  mike  south  of  Miles. 


Laboratory  No. 


Coal,  bony  •. 

Coal 

Bonea 

Goal 


ThickncBBofbMl 

Tbtckness  of  ooal  sampled. 


6780 

Ft.  <«. 
0     9 
2    11| 
0     1| 
0     4 


3     3( 


•Not  indudad  in  aampla. 

The  sample  was  taken  150  feet  from  shaft  bottom. 

Notes. — ^The  coal  is  mined  from  a  short  drift.  It  is  termed  subbituminous;  is  tough 
when  freshly  mined,  but  soon  crumbles  or  slacks  on  exposure.  In  1907  it  was  used 
locally  to  some  extent  for  steam  production,  but  its  greatest  use  was  for  domestic 
purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  180;  also  U.  S.  €rOol. 
Survey  Bull.  341,  p.  59. 

For  a  description  of  the  geologic  relations  of  the  coal  bod  see  U.  S.  Creol.  Survey 
Bull.  341,  p.  ISO. 

Miles.    Outcrop. 

Sample. — Lignite;  Miles  City  field;  analysis  No.  5962  (p.  130). 

Location. — Outcrop;  19  miles  east  of  Miles,  in  sec.  3,  T.  7  N.,  R.  50  E. 

Coal  bed. — Dominy.*  Tertiary  age.  Fort  Union  formation.  At  the  mine  the  bed  is 
about  29  feet  2  inches  thick,  of  which  the  lower  5  feet  was  sampled. 

The  bed  was  measured  and  sampled  by  A.  J.  Collier  and  C.  D.  Smith  in  1907,  as 
shown  below: 

Section  of  lignite  bed,  19  mUes  east  of  Miles. 


Laboratory  No. 


Lignite  a 

Shale,  sandy  a. 

Ligniiea 

Shale,  sandy  a. 
Lignite 


ThlAness  of  bed , 

Thickness  of  ooal  sampled . 


5002 

Ft.  in. 

7  0 

13  0 

3  6 

0  8 

6  0 


29     3 
5     0 


a  Not  inchided  in  sample. 

The  sample  was  collected  near  the  outcrop  where  the  lignite  showed  some  indicatioiiB 
of  weathering. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  130;  also  U.  S.  Geol. 
Survey  BuU.  341,  p.  59. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  XJ.  S.  QeoL  Survey 
Bull.  341,  p.  39. 
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M1LB8.    Smith  Mikb. 

Sample, — Subbituminous  coal;  Milee  City  field;  analyBU  No.  6963  (p.  130.) 

Miru. — Smith;  25  miles  east  of  Milee,  on  the  left  bank  of  Powder  River,  sec.  2, 
T.  7  N.,  R.  51  E. 

Coal  bed, — Kircher.  Cretaceous  or  Tertiary  age,  Lance  formation.  At  the  mine 
the  bed  ia  about  3  feet  9  inches  thick. 

The  bed  was  measiured  and  sampled  in  1907  by  C.  D.  Smith  and  A.  J,  Collier,  as 
shown  below: 

Section  of  coal  bed  in  Smith  minCy  25  milee  east  of  Milee. 


Laboratory  No. 


Coal 

Bono  parting  •. 
Coal 


TliickneBB  of  bed 

TbiolmeBS  of  ooal  sampled . 


1    n 

1      10 


>       Of 

a     0 


•  Not  induded  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  130;  also  U.  S.  Geol. 
Survey  BuU.  341,  p.  59. 

For  a  description  of  the  geologic  relations  d  the  coal  bed  see  U.  S.  GeoL.  Survey 
Bull.  341,  p.  39. 

MILB8.      ROBBBTS  PbOSPBGT. 

Sample. — Lignite;  Miles  City  field;  analysis  No.  3782  (p.  130). 

Location. — Roberts  prospect;  at  the  head  of  Youall  Creek  in  sec.  20,  T.  12  N., 
R.  45  E.,  30  Dules  northwest  of  Miles.    No  railroad  connection. 

Coal  bed. — No  name.    Tertiary  age.  Fort  Union  formation. 

The  bed  was  measured  and  sampled  on  September  8,  1906,  by  A.  6.  Leonard,  as 
shown  bfclow: 

Section  of  coal  bed  in  Roberte  prospect,  SO  miles  northwest  of  Miles. 


Laboratory  No, 


Coal.. 
Coal  a. 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


3782 

FU  in, 
4     0 
6     0 


10     0 
4     0 


•  Not  included  in  sample. 

The  sample  was  cut  from  tlie  upper  part  of  the  outcrop;  the  lower  part  of  the 
outcrop  was  not  exposed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  130;  also  U.  S.  Greol. 
Survey  BuU.  316,  p.  205. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
BuU.  316,  p.  205. 

M1LB8.    Pbosfect. 

Sample.— UffdtA;  Miles  City  field;  analysis  No.  3783  (p.  130). 
Location. — ^A  prospect;  at  the  head  of  Crow  Rock  Creek  in  T.  12  N.,  R.  45  E.,  35 
ndles  northwest  of  Miles.    No  railroad  connection. 

45889^— Bull.  22,  pt  2—13 19 
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Coal  bed. — No  name.    Tertiary  age,  Fort  Union  fonnation. 

The  bed  was  meamired  and  eampled  on  September  10,  1906,  by  A.  G.  Leonard. 
The  sample  was  composed  of  pieces  of  coal  selected  from  the  middle  of  the  bed  at  the 
outcrop,  the  pieces  being  from  a  thickness  of  8  feet  9  inches. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  130;  also  U.  S.  GeoL 
Survey  BuU.  316,  p.  205. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  GeoL  Survey 
Bull.  316,  p.  208. 

DAWSON  COX7NTT. 

Glbndive.    Snyder  Minb. 

Sample.— Lignite;  analyses  Nos.  2423,  3812,  3815,  3816,  3817,  3819,  3820  (p.  130). 

Mn^.—Snyder;  8  miles  north  of  Glendive,  in  the  NW.  }  sec.  27,  T.  17  N.,  R.  66  E. 
No  railroad  connection. 

Coal  bed. — No  name.    Tertiary  age,  Fort  Union  formation. 

The  bed  was  measured  and  sampled  in  1905  by  A.  G.  Leonard. 

Sample  2423  was  taken  240  feet  from  the  entrance  of  the  mine  and  represented  6| 
feet  of  clear  coal. 

The  lignite  in  this  mine  was  also  sampled  on  September  17, 1906,  by  J.  A.  Holmes. 

Sample  3812  represented  the  whole  bed,  being  taken  from  a  6f-foot  cut. 

Sample  3815  represented  6)  feet  of  weathered  coal,  and  was  taken  at  the  drift 
entrance. 

Sample  3816  was  taken  at  the  head  of  the  drift,  south  of  the  entrance.  It  repre- 
sented 6)  feet  of  coal. 

Sample  3817  was  taken  100  feet  from  the  entrance  to  the  mine. 

Sample  3819  was  taken  from  the  main  entry,  200  feet  from  mine  mouth. 

Sample  3820  was  taken  from  the  main  entry,  25  feet  from  mine  mouth. 

Note. — In  1905  the  town  of  Glendive  was  supplied  with  fuel  from  this  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  GeoL 
Survey  Bull.  316,  p.  205. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  GeoL  Survey 
Bull.  285,  p.  328. 

Glendive.    Outcrop. 

Sample. — Lignite;  analysis  No.  2424  (p.  131). 

Location. — Surface  outcrop  on  Clear  Creek,  12  miles  southwest  of  Glendive,  in  sec. 
10,  T.  14  N.,  R.  54  E.    No  railroad  connection. 

Coal  bed. — No  name.  Tertiary  age.  Fort  Union  formation.  The  bed  is  about  4^ 
feet  thick  at  the  point  of  sampling,  and  lies  nearly  flat. 

The  bed  was  measured  and  sampled  in  1905  by  A.  G.  Leonard,  as  shown  below: 

Section  of  coal  bed  in  otUcrop,  It  miles  southweH  of  Olendive. 


LabontorjNo. 


CoaU. 
Coal.. 


Thickness  of  bad 

Thickness  of  ooal  sampled . 


34M 

0      « 
4      0 


4       6 
4       0 


a  Not  Included  In  the  sample. 


The  sample  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  Geol« 
Survey  Bull.  316,  p.  205, 
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Jordan.    Outcrop. 

Sample. — ^Lignite;  analysis  No.  3842  (p.  131). 

LocaJtion. — Surface  outcrop;  at  Jordan,  on  Big  Dry  CreeK,  91  miles  nortnwest  of 
Miles,  T.  18  N.,  R.  39  E.    No  railroad  connection. 

Coal  bed. — No  name.  Tertiary  age,  Fort  Union  formation.  The  bed  is  6  feet  4 
inches  thick,  with  partings  at  the  point  sampled.    It  lies  flat. 

The  bed  was  measured  and  sampled  on  September  15,  1906,  by  A.  G.  Leonard,  as 

shown  below: 

Section  of  coal  bed  in  outcrop  at  Jordan. 


Laboratory  No 

Coalo 

Shale  a 

Coal 

Boneo 

Coal 

Thickness  of  bed 

Thickness  of  ooal^ampled . 


3842 

FU 

in. 

1 

9 

0 

6 

2 

2 

0 

2 

1 

8 

6 

3 

3 

7 

a  Not  Included  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  Geol. 

Survey  Bull.  316,  p.  205.  
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Buffalo.    Williams  Mine. 

Sample. — Bituminous  coal;  Lewistown  field;  analysis  No.  5265  (p.  131). 

Miru. — Williams,  in  the  Buffalo  Creek  district;  a  slope  mine,  7i  miles  southwest 
of  Buffalo,  and  4  miles  east  of  Greene,  in  the  NE.  J  NE.  \  sec.  20,  T.  12  N.,  R.  14  E. 

Coal  bed. — The  coal  is  of  Lower  Cretaceous  age,  Kootenai  formation.  The  thickness 
of  the  bed  is  uniform,  being  about  30  inches.  The  dip  at  entry  mouth  is  slight,  but 
increases  to  about  14°  within  1,000  feet.    Roof,  shale;  floor,  sandstone. 

The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  1907.  The  sample  repre- 
sented 2  feet  6  inches  of  coal.  It  was  taken  from  the  face  of  the  entry,  165  feet  from 
the  entrance. 

Notes. — The  coal  is  bituminous,  noncoking.  In  1907  it  was  used  locally,  and 
mined  chiefly  in  the  fall  and  winter.    The  entry  was  in  165  feet  at  the  time  of  sampling. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  Geol. 
Survey  Bull.  390,  p.  74;  Bull.  341,  p.  120. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Gaol.  Survey 

Bull.  390,  p.  56. 

Buffalo.    Saaoeb  Canton  Mine. 

Sample. — Bituminous  coal;  Lewistown  field;  analysis  No.  5267  (p.  131). 

Mine. — Saager  Canyon;  Buffalo  Creek  district;  a  slope  mine  8  miles  southwest  of 
Buffalo,  in  the  NW.  J  NW.  J  sec.  28,  T.  12  N.,  R.  14  E. 

Coal  bed. — ^The  coal  is  of  Lower  Cretaceous  age,  Kootenai  formation.  Thickness, 
uniform,  4  feet.  Roof,  shale;  floor,  sandstone.  Dip,  4®  N.  Cover,  0  to  100  feet.  It 
is  the  sole  workable  bed  in  the  field.     ' 

The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  1907.  The  sample  repre- 
sented 4  feet  of  clear  coal.  It  was  taken  from  entry  face,  85  feet  from  the  mine 
entrance. 

Notes. — ^The  mine  was  opened  a  short  time  prior  to  examination.  The  coal  was 
used  locally  and  only  a  small  amount  had  been  mined. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  120;  Bull.  390,  p.  74. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  390,  p.  56. 
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FORB8T  GbOTE.      HOB8ON  MiNB. 

Sample. — ^Bituminous  coal;  Lewifltown  field;  analygis  No.  5295  (p.  131). 

Mine.— Hobaon;  IJ  milea  west  of  Forest  Grove,  in  the  SW.  }  SE.  }  sec.  1,  T.  14  N., 
R.  20E. 

Coal  bed. — The  bed  is  the  sole  workable  bed  of  the  Kootenai  formation  in  this  field. 
It  is  of  Lower  Cretaceous  age.  The  dip  is  slight,  to  the  north.  The  maximum 
cover  is  50  feet. 

The  bed  was  measured  and  sampled  by  Eugene  Stebinger  in  1907,  as  shown  below: 

Section  of  coal  bed  in  Hob9on  mine,  H  miles  west  of  Forest  Grove. 


LaboratonrNo 

Roof,  sandstone. 

Coal 

Bonea 

Coal 

Floor,  shale. 

Tbickneas  of  bed 

Thickness  of  ooal  sampled . 


£295 

Ft.  in. 

2  10 
0  2 
0  7 

3  7 
3  6 


a  Not  incladed  in  sample. 

The  sample  was  taken  140  feet  from  the  mine  entrance. 

Notes. — ^The  coal  is  bituminous,  noncoking.    In  1907  it  was  mined  for  local  use  only. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  Geol. 
Survey  Bull.  390,  p.  74. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  8.  Geol.  Survey 
Bull.  390,  p.  56. 

FoBEST  Gbove.    Ben  Hill  Mine. 

Sample. — ^Bituminous  coal;  Lewistown  field;  analysis  No.  5294  (p.  131). 

Mine. — Ben  Hill  mine;  4  miles  northwest  of  Forest  Grove,  in  the  SE.  i  NW.  J  sec. 
35,  T.  15  N.,  R.  20  E. 

Coal  bed. — The  bed  is  the  sole  workable  bed  of  the  Kootenai  formation  in  this  field. 
It  is  of  Lower  Cretaceous  age.  The  bed  has  two  benches,  the  upper  of  which  is  too 
impure  to  be  saved  in  mining.  The  dip  is  slight,  to  the  north.  The  cover  is  about 
50  feet. 

The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  1907,  as  ebown  below: 

Section  of  coal  bed  in  Ben  BiU  mine,  4  miles  northwest  of  Forest  Grove. 


LabontorvNo 

Roof,  sancutone. 

Coal,  imporea. 

Claya 

Coal. 


Floor,  clay. 

Thickness  of  bed. 


Thickness  of  coal  sampled . 


5294 
Ft.   {». 

1  2 

0     I 

a  4 

3    ^ 

2  4 


a  Nor  incladed  in  sample. 

The  aunple  was  taken  from  the  face  of  the  entry,  140  feet  from  the  mine  entrance. 

Notes. — ^The  coal  is  bitun^nous,  noncoking.  In  1907  it  was  mined  for  local  use 
only. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  Geol. 
Survey  Bull.  390,  p.  74;  Bull.  341,  p.  120. 
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GiLTBOOB.      SSEBMAN  MiNB. 

Sample. — ^Bituminous  coal;  Lewiatown  field;  analysis  No.  5473  (p.  131). 

Mine. — Sherman;  north  face  of  Flat  Mountain,  2  miles  southwest  of  Giltedge,  in  sec. 
33,  T.  16  N.,  R.  20  E. 

Coal  bed. — ^The  bed  is  the  sole  workable  bed  of  the  Kootenai  formation  (Lower  Cre- 
taceous age)  in  this  field.  The  thickness  is  fairly  uniform.  The  dip  is  14^  S.  The 
cover  is  50  to  100  feet  thick. 

The  bed  was  measured  and  sampled  by  E.  Stebinger  in  1907,  as  shown  below: 

Section  of  coal  bed  in  Sherman  minCy  t  miles  southwest  o/OiUedge. 


Lraboratory  No. 
Roof,  bone. 

Coal 

Bonea 

Coal 

Claya 

CoOl 


Floor,  clay. 

Tnlckness  of  bed. 


Thlcknees  of  coal  sampled . 


M73 
Ft.    in. 

0  6 

0  5 

2  3 
0  1 
0  7 

3  9 
3  3 


a  Not  Included  in  sample. 

The  sample  was  taken  from  isce  of  entry,  360  feet  in. 

Note. — Coal  is  bituminous,  noncoking,  and  in  1907  was  mined  for  local  use  only. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  GeoL 
Survey  BuU.  341,  p.  121;  Bull  390,  p.  75. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 
Bull.  390,  p.  68. 

GiLTEDOE.    Shipley  Mine. 

Sample. — Bituminous  coal;  Lewistown  field;  analysis  No.  5474  (p.  131). 
lfin«.— Shipley ;  2)  miles  southeast  of  Giltedge,  in  the  SE.  i  SE.  }  sec.  33,  T.  16  N., 
R.  20E. 
Coal  bed. — ^The  bed  is  of  Lower  Cretaceous  age,  Kootenai  formation. 
The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  1907,  as  shown  below: 

Section  of  coal  bed  in  Shipley  miney  ti  miles  southeast  ofGiltedge. 


Laboratory  No 

Roof,  clay. 

Carbonaoeous  shale  « 

Coal 

Claya 

Coal 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


5474 

Ft.  in. 
0  4 
0  10 
0     1 

0  9 

2     0 

1  7 


a  Not  Included  in  sample. 

The  sample  was  taken  from  the  face  of  the  entry,  about  100  feet  from  the  mine 
entrance. 

Notes. — A  small  quantity  of  coal  had  been  mined  previous  to  1904.  The  mine  was 
not  being  worked  at  the  time  of  sampling  in  1907. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  Greol. 
Survey  Bull.  341,  p.  121. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 
Bull.  390,  p.  56. 
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GiunsDOE.    Cuffs  Mine. 

Sample. — ^Bituminous  coal;  Lewistown  field;  analyBis  No.  5476  (p.  131). 

Mme.—Cli&e;  3i  miles  southeast  of  Giltedge,  in  the  N£.  i  NW.  i  sec.  3,  T.  15  N., 
R.  20E. 

Coal  bed. — The  bed  is  the  sole  workable  of  the  Kootenai  fonnation  in  this  field.  It 
is  of  Lower  Cretaceous  age.    Dip,  15°.    Cover,  50  to  100  feet. 

The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  1907,  as  shown  below: 

Section  of  coal  bed  in  Cliffe  mine,  S^  miles  southeast  ofOUtedge. 


Laboratory  No.. 
Roof,  clay  shale. 

Coal 

Claya 

Coal 


Floq^  clay. 

Thickness  of  bed. 


Thickness  of  coal  sampled. 


6476 

^.  <n. 

2  3 

0  1 

0  6 

2  10 

2  9 


a  Not  Included  in  sample. 

The  sample  was  taken  from  the  face  of  the  main  entry,  700  feet  in. 

Note, — Hie  coal  is  bituminous,  noncoking.    In  1907  it  was  mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  €reol. 

Survey  Bull.  390,  p.  75;  Bull.  341,  p.  121. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 

Bui!.  390,  p.  56. 

GiLTEDGE.    Gold  Reef  Mine. 

Sample, — Bituminous  coal;  Lewistown  field;  analysis  No.  5471  (p.  131). 

lfm«.— Gold  Reef;  4  miles  south  of  Giltedge,  in  the  NW.  i  NE.  i  sec.  9,  T.  15  N., 
R.  20E. 

Coal  bed. — ^The  bed  is  the  sole  workable  bed  of  the  Kootenai  formation  in  this  field. 
It  is  Lower  Cretaceous  in  age.    Dip,  17°.    Cover,  25  to  100  feet. 

The  bed  was  measured  and  sampled  in  1907  by  W.  R.  Calvert,  as  shown  below: 

Section  of  coal  bed  in  Gold  Reef  mine,  4  miles  south  of  Giltedge. 


Laboratory  No 

Roof^  clay  and  bone. 

ciay'o.'!!!.*!!!!!!!!!!!!!!!! 

Oial 

Floe,  clay. 

Thickness  of  bed , 

Thickness  of  coal  sampled. 


5471 

Ft. 

in. 

2 

3 

0 

1 

0 

8 

3 

0 

2 

11 

a  Not  included  in  sample. 

The  sample  was  taken  from  the  face  of  the  entry,  300  feet  from  the  mine  entrance. 

Note. — The  coal  is  bituminous,  noncoking. 

For  chemical  analyses  of  this  coal,  see  part  I  of  tbis  bulletin,  p.  131 ;  also  U.  S.  Geol. 
Survey  Bull.  390,  p.  75;  Bull.  341,  p.  121. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 
Bull.  390.  p.  56. 

Lewistown.    Spbinq  Cbeek  Mine. 

*Sampf<'.— Bituminous  coal;  Lewistown  field;  analysis  No.  5272  (p.  131). 

lfin«.— Spring  Creek;  in  the  NW.  }  NW.  J  sec.  26,  T,  15  N.,  R.  18  E.,  2  miles  south- 
east of  Lewistown. 

Coal  bed. — ^The  bed  is  the  sole  worked  bed  in  the  field.  It  is  of  Lower  Cretaceous 
age,  Kootenai  fonnation.    The  thickness  is  fairly  uniform,  there  being  36  inches  of 
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coal  in  a  carbonaceous  zone  58  inches  thick.    The  dip  is  3^  to  5^  NW.    The  roof  is 
gritty  shale;  the  floor  is  day.    The  cover  is  20  to  200  feet  thick. 
The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  1907,  as  shown  below: 

Section  of  eocd  bed  in  Spring  Creek  mine,  t  miles  southeast  o/Lewistown, 


Laboratory  No 

Roof,  gritty  shale. 

Coal 

Bonea 

Coal 

Bone  a. 


Floor,  clay. 

Thterrwwwofbed. 


Thickness  of  coal  sampled. 


fi272 

Ft,  in, 
2  2 
0     6 

0  10 

1  4 

4    10 
8     0 


a  Not  included  in  sample. 

The  sample  was  taken  from  the  face  of  room  2,  off  south  entry  1. 

Notes. — ^In  1907  the  coal  from  this  mine  was  used  almost  exclusively  by  the  Montana 
Railway,  which  used  about  125  tons  a  day.  A  small  amount  was  sold  for  local  use  at 
Lewistown.    The  coal  is  noncoking. 

.  For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  131;  also  U.  S.  €reol. 
Survey  Bull.  341,  p.  120;  Bull.  390,  p.  74. 

For  a  description  of  the  geologic  relations  of  the  coal  bed,  see  U.  S.  Geol.  Survey 

Bull.  390,  p.  66. 

Lbwistown.    Brew  &  Parson  Mine. 

Sample. — Bituminous  coal;  Lewistown  field;  analysis  No.  5291  (p.  131). 

Mine. — Brew  d  Parson;  4i  miles  northeast  of  Lewistown,  in  the  NE.  i  8W.  }  sec. 
32,  T.  16  N.,  R.  19  E. 

Coal  bed. — ^The  bed  is  the  sole  workable  bed  of  the  Kootenai  formation  in  this  field. 
It  is  of  Lower  Cretaceous  age.  The  bed  has  two  benches,  both  of  variable  thickness. 
The  upper  bench  is  jointed,  but  the  lower  has  no  cleavage  planes. 

The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  1907,  as  shown  below: 

Section  of  coal  bed  in  Brew  &  Parson  mine,  4h  miles  northeast  of  Lewistown. 


Laboratory  No 

Roof,  clay  shale. 

Bone  (varying  up  to  6  inches) « . . 

Coal 

Shale  (varying  up  to  12  inches) « 

Goal. 


Floor,  clay. 

Tnickneesofbed, 


Thickness  of  coal  sampled . 


5391 

Ft. 

(n. 

0 

4 

3 

2 

0 

2 

2 

6 

6 

2 

5 

8 

a  Not  included  in  sample. 

The  sample  was  taken  from  the  face  of  east  entry  1,  300  feet  in. 

Note. — The  coal  is  noncoking. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.    .  Geol. 

Survey  Bull.  341,  p.  121;  Bull.  390,  p.  75. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

Bull.  390,  p.  69. 

Lbwistown.    Sharp  Mine. 

Sample. — Bituminous  coal;  Lewistown  field;  analysis  No.  5293  (p.  131). 

Mntf.— Sharp;  7J  miles  east  of  Ircwistown  in  the  NW.  J  NW.  J  sec.  13,  T.  15  N.,  R. 
19  E. 

Coal  bed. — ^The  bed  is  the  sole  workable  bed  of  the  Kootenai  formation  in  this  field. 
It  is  of  Lower  Cretaceous  age.  The  thickness  is  uniform;  the  dip  6°  E.  Maximiun 
cover  is  not  over  30  feet. 
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The  bed  was  measured  and  sampled  by  W.  R.  Oalveit,  as  shown  below: 
Section  of  coal  bed  in  Sharp  rnxne,  7^  miles  east  o/Leunstown. 


Labontory  No 

Roof.aliale. 

Bone • 

OoAl 

filiBlea 

Coal 

Floor,  day. 

Tmckneesofbed 

TblcknMB  of  ooal  sampled . 


6298 

0  8 

2  4 
0  1 
0  5 

3  6 

2  9 


a  Not  included  in  aample. 

The  sample  was  taken  from  entry  face,  90  feet  in. 

Note. — ^The  coal  is  bituminous,  noncoking,  and  in  1907  was  mined  for  local  use. 

For  chemical  analyses  ot  this  coal  see  part  I  of  this  bulletin,  p.  131;  also  U.  8.  Geol. 
Survey  Bull.  341,  p.  121;  Bull.  390,  p.  75. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey  Bull. 
390,  p.  66. 

Lbwistown.    Hamilton  Minx. 

Sample. — Bituminous  coei;  Lewistown  field;  analysLs  No.  6296  (p.  132). 

Mine. — ^Hamilton;  8  miles  east  of  Lewistown,  near  the  center  of  sec.  24,  T.  15  N., 
R.  19  £. 

Coal  bed. — ^Not  named.  The  sole  workable  bed  of  the  Kootenai  formation  (Lower 
Cretaceous  age)  in  this  field .    The  dip  is  about  10^ .    Tlie  cover  is  ligjit. 

The  bed  was  measured  and  sampled  by  E.  Stebinger  and  J.  B.  Umpleby  in  1907,  as 
shown  below: 

Section  of  coal  bed  in  Hamilton  mtn«,  8  miles  east  of  Lewistown. 


Laboratory  No. 

Roof,  bone. 

Coal 

Bonea 

CoaX 


Floor,  day. 

ThickneBBofbed. 


Thickness  of  ooal  sampled . 


0  6 

1  1 

3  10 

6  6 

4  4 


a  Not  indaded  in  sample. 

The  sample  was  taken  from  face  of  entry,  450  feet  in. 

Note. — ^The  coal  is  bituminous,  noncoking,  and  in  1907  was  mined  for  local  use. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  132;  also  U.  S.  Geol. 
Survey  Bull.  390,  p.  75. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  390,  p.  56. 

Lewistown.    Black  Diamond  Minb. 

Sample. — Bituminous  coal;  Lewistown  field;  analysis  No.  5292  (p.  132). 

Mine. — Black  Diamond;  8^  miles  southwest  of  Lewistown,  in  the  NW.  i  NW. 
J  sec.  25,  T.  15  N.,  R.  19  E. 

Coal  bed.— The  bed  is  the  sole  workable  bed  of  the  Kootenai  formation  (Lower 
Cretaceous  age)  in  this  field.  Its  dip  is  slight;  the  cover  is  about  50  feet.  The  thick- 
ness is  uniform,  about  52  inches.  The  roof  is  bone,  to  which  much  of  the  coal  is 
"frozen."    The  floor  is  clay. 

The  bed  was  measured  and  sampled  in  1907  by  £.  Stebinger  and  J.  B.  Umpleby. 
The  sample  represented  4  feet  4  inches  of  clear  coal.  It  was  taken  from  the  &C6  of  the 
fifth  room  on  the  left,  400  feet  in. 
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For  dramical  anftlyaes  ci  this  coal  see  part  I  of  this  buUetin,  p.  132;  also  U.  8.  Qeol. 
Survey  Bull.  341,  p.  120;  Bull.  390,  p.  74. 
For  geologic  relatioxie  see  U.  8.  Oeol.  Survey  Bull.  390,  p.  56. 

Lewistown.    Flaherty  Mine. 

Sample, — ^Bitummoue  coal;  Lewistown  fi^d;  analysis  No.  5343  (p.  132). 

iftn«.— Flaherty;  9  miles  east  of  Lewistown,  in  the  NE.  i  SW.  i  sec.  18,  T.  15  N., 
R.  20£. 

Coal  bed, — ^The  bed  is  the  sole  workable  bed  of  the  Kootenai  formation  in  this  field. 
It  is  of  lower  Cretaceous  age.  At  tliis  mine  the  thicknees  is  variable,  averaging  about 
46  inches  of  coal  below  a  bone  parting,  which  is  usually  left  as  a  roof.  The  floor  is  clay. 
Hie  dip  is  rii^t  to  the  south.    The  cover  is  50  to  100  feet. 

The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  1907.  The  sample  repre- 
sented 3  feet  10  inches  of  coal.  The  sample  was  taken  from  the  &ce  of  the  right  entry, 
«170  feet  in. 

NoU$. — Coal  is  bituminous,  noncoking,  and  in  1907  was  mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  132;  also  U.  8.  Greol. 
Survey  Bull.  390,  p.  75;  BuU.  341,  p.  121. 

For  geologic  relations  see  U.  8.  Geol.  Survey  Bull.  390,  p.  56. 

Lewistown.    Nevin  Mine. 

Sample. — Bituminous  coal;  Lewistown  field;  analysis  No.  5475  (p.  132). 

Mine. — ^Nevin;  9  miles  northeast  of  Lewistown,  in  the  NE.  }  SE.  }  sec.  7,  T.  16  N., 
R.  19  E. 

Coal  bed. — ^The  bed  is  the  sole  workable  bed  of  the  Kootenai  formation  in  this  field. 
It  is  of  Lower  Cretaceous  age.    At  this  mine  it  dips  48^. 

The  bed  was  measured  and  sampled  in  1907  by  W.  R.  Calvert,  as  shown  below: 

Section  of  coal  bed  in  Nevin  mine^  9  milea  northeaet  of  Lewiitown. 


Labaratory  No 

Roof,  clay  shale. 

CarbonaeBoas  ahala  • 

Coal,  dirty 

Bone 

Flov,  sandatoDO. 

ThickiieaBefbad 

ThlckiMSS  of  ooal  sampled . 


547S 

Ft. 

in. 

0 

7 

3 

6 

0 

8 

S 

4 

2 

6 

•  Not  Indaded  In  sample. 

The  sample  was  taken  from  face  of  entry,  600  feet  in. 

Nota. — Coal  is  noncoking;  much  crushed  and  dirty.  The  carbonaceous  shale 
shown  in  the  section  is  a  mixture  of  coal  and  shale  resulting  from  crushing.  It  was  gen- 
erally separated  in  mining  if  possible. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  132;  also  U.  8.  Geol.  8urvey  Bull. 
341,  p.  121;  BuU.  390,  p.  74. 

For  geologic  relations  see  TJ.  8.  Geol.  8urvey  Bull.  390,  p.  56. 

Lewistown.    Peipbr  Mine. 

Sample. — ^Bituminous  coal;  Lewistown  field;  analysis  No.  5289  (p.  132). 

ifuitf.— Peiper,  9  miles  southeast  of  Lewistown,  in  the  SW.  i  NE.  i  sec.  6,  T.  14  N., 
R.20E. 

Coal  bed. — ^The  bed  is  the  sole  workable  bed  of  the  Kootenai  iormation  in  this  fidd. 
Lower  Cretaceous  age.    Dip,  13*'  N.    Roof,  shale;  floor,  clay. 
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The  bed  was  meaBured  and  eampled  by  W.  R.  Calvert  in  1907,  as  ahown  below: 
Section  of  coal  bed  in  Feiper  mine,  9  miles  southeaet  of  Lewietown. 


Laboratory  No 

Roof,  shale. 

Coal 

Bonea 

Flow,  day. 

lliickness  of  bed 

Thickness  of  coal  sampled , 


5289 
Ft.    in. 

2  10 

1  0 

3  10 

2  10 


a  Not  Indaded  In  sample. 

The  sample  was  taken  from  the  face  of  the  entry,  315  feet  from  the  mine  entrance. 
Notes. — ^The  coal  is  bituminous,  noncoking.    In  1907  it  was  mined  for  local  use  only. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  132;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  120;  Bull.  390,  p.  74. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  390,  p.  56. 

Maiden.    Mace  Mine. 

Sample. — Bituminous  coal;  Lewistown  field;  analysis  No.  5472  (p.  132). 

Mine. — Mace;  a  slope  mine  5  miles  northwest  of  Maiden  on  Warm  Spring  Creek,  in 
the  SW.  J  NW.  J  sec.  32,  T.  17  N.,  R.  19  E. 

Coal  bed. — Not  named.  The  sole  workable  bed  of  the  Kootenai  formation  (Lower 
Cretaceous  age)  in  this  field.  At  this  mine  the  roof  is  clay  and  the  floor  is  sandstone. 
The  thickness  of  the  bed  varies,  averaging  4  feet.  The  dip  is  3°  to  9°  S.  The  cover 
is  50  to  400  feet. 

The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  1907,  as  shown  below: 

Section  of  coal  bed  in  Mace  mine,  5  miles  northwest  of  Maiden. 


Laboratory  No 

Roor  clay. 

Bones 

Coal 

Bone  o 

Flow,  sandstone. 

Thickness  of  bed , 

Thickness  of  coal  sampled . 


5472 
Ft.    in. 

1  2 
0  4 

2  5 
0  6 

4  4 

5  7 


a  Not  Included  In  sample. 

The  sample  was  taken  from  entry  face,  500  feet  from  the  mine  entrance. 

Notes. — ^At  this  mine  the  coal  is  fairly  clean,  but  contains  much  sulphur  in  the  form 
of  pyrites.  It  is  said  to  coke  well  if  the  sulphur  is  removed.  In  1907  the  coal  was  used 
locdly  and  mined  chiefly  in  the  fall  and  winter. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  132;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  120;  Bull.  390,  p.  74. 

Moore.    Knox  Mine. 

Sample. — ^Bituminous  coal;  Lewistown  field;  analysis  No.  5274  (p.  132). 

Mine. —Knox;  a  slope  mine,  10  miles  southeast  of  Moore,  on  Rock  Creek,  in  the 
SW.  }  SE.  J  sec.  3,  T.  13  N.,  R.  17  E. 

Coal  bed. — ^The  sole  workable  bed  of  the  Kootenai  formation  in  this  field.  The  bed 
has  two  benches  that  vary  in  thickness,  but  the  thickness  of  the  bed  is  uniform.  Hie 
dip  is  slight  to  the  north. 
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The  bed  was  measured  and  sampled  by  Eug.  Stebinger  in  1907,  as  shown  below: 
Section  of  coal  bed  in  Knox  mine,  8  mUea  southeaet  of  Moore, 


Laboratory  No 

Roof,  fine-grained  sandstone. 

deal 

Booea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


6274 

Ft.  in. 

1  3 

1  0 

1  2 

3  6 

2  6 


•  Not  indnded  in  sample. 

The  sample  was  taken  in  the  face  of  the  entry,  250  feet  from  the  mine  entrance. 

Notes. "In  1907  this  coal  was  mined  in  small  quantity  for  local  use.  It  is  bitumi- 
nous, noncoking. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  buUetin,  p.  132;  also  U.  S.  Geol. 
Survey  BuU.  341,  p.  120;  Bull.  390,  p.  74. 

Moore.    Sharp  Mine. 

Sample. — ^Bituminous  coal;  Lewistown  field;  analysis  No.  5266  (p.  132). 

Mine. — Sharp;  9  miles  southeast  of  Moore,  on  Rock  Greek,  in  the  SE.  i  NE.  i  sec. 
16,  T.  13  N.,  R.  17  E. 

Coal  bed. — Not  named;  Lower  Cretaceous  age;  sole  workable  bed  of  the  Kootenai 
fonnation  in  this  field.    Bed,  uniform;  dip,  3^  N.;  cover  about  50  feet. 

The  bed  was  measured  and  sampled  in  1907  by  W.  R.  Calvert,  as  shown  below: 

Section  of  coal  bed  in  Sharp  min£,  9  miles  southeast  of  Moore. 


Laboratory  No. 
Boof,bone. 

Coal 

Shale  a 

Coal. 


Flo(»N  clay. 

Thickness  of  bed. 


Thickness  of  coal  sampled . 


6266 

Ft,  in, 

0  6 

0  1 

3  0 

3  7 

3  6 


a  Not  included  in  sample. 

The  sample  was  taken  from  the  face  of  the  entry,  300  feet  from  the  mine  entrance. 

JVb^.— The  coal  is  bitimiinous,  noncoking,  and  in  1907  was  mined  for  local  use. 
The  lower  3  inches  of  the  bottom  bench  is  a  blacksmithing  coal,  and  is  separated  for 
that  purpose. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  132;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  120;  Bull.  390,  p.  74. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  390,  p.  56. 

Moore.    Cooper  Mine. 

Sample. — Bituminous  coal;  Lewistown  field;  analysis  No.  5264  Cp.  132). 

Mine. — Cooper;  a  slope  mine,  9}  miles  southeast  of  Moore,  in  the  SE.  }  NW.  i 
sec.  15,  T.  13  N.,  R.  17  E. 

Coal  bed. — ^The  bed  is  the  sole  workable  bed  of  Lower  Cretaceous  age,  Kootenai 
formation.  Thickness,  uniform,  about  4  feet  3  inches;  dip,  slight;  roof,  sandstone; 
floor,  clay. 
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The  bed  wu  measured  and  Bsmpled  in  1907  by  W.  R.  Qaiveit,  as  shown  below: 
Section  of  coal  bed  in  Cooper  mine,  9^  miUe  eoutheest  of  Moore. 


LabfXBtorvNo 

Roof,  sandstone. 

Coal 

Boneo 

Coal 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


FL  t«. 
1      0 

1  0 

2  2 

4      2 

3  2 


•  Not  tafllndad  In  sample. 

The  sample  was  taken  from  the  face  of  the  main  entry. 

Notes. — There  is  usually  less  than  20  feet  of  cover,  and  the  coal,  especially  the  upper 
bench,  is  somewhat  weathered;  a  laige  amount  of  waste  results  in  mining.  Coal  was 
used  locally;  it  is  a  noncoldng  coal. 

For  chemical  analyses  of  this  coal,  see  port  I  of  this  bulletin,  p.  132;  also  U.  8. 
Geol.  Survey  Bull.  341,  p.  120;  Bull.  390,  p.  74. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  BuU.  390,  p.  24.* 

MooBB.    Rand  Minb. 

Sample. — Bituminous  (7)  coal;  Lewistown  field;  analysis  No.  5273  (p.  132). 

ifin^.— Rand;  a  slope  mine,  10  miles  southeast  of  Moore,  on  Rock  Creek,  in  the 
NW.  }  SW.  i  sec.  14,  T.  13  N.,  R.  17  E. 

Coal  bed. — ^The  bed  is  the  Boiie  workable  bed  of  Kootenai  formation.  Lower  Creta- 
ceous age.  Average  thickness,  2  feet  6  inches;  dip,  verv  slight;  cover,  usually  less 
than  25  feet;  roof,  bone;  floor,  sandstone. 

The  bed  was  measured  and  s^impled  in  1907  by  Bug.  Stebinger.  The  sample  repre- 
sented 2  feet  6  inches  of  coal.    It  was  taken  50  feet  from  the  mine  entrance. 

Note.— The  coal  is  soft  and  dirty;  used  locally. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  132;  also  U.  S.  Geol.  Survey 
Bull.  341,  p.  120;  Bull.  390,  p.  74. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  BuU.  390.  o.  56. 

Musselshell.    Prospect,  o 

Sample. — Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  6829  (p.  132). 
Mine. — Prospect;  about  7  miles  northwest  of  Musselahell,  in  T.  9  N.,  R.  27  E. 
Coal  bed. — Homestaed.    Tertiary  age,  Fort  Union  formation.    Roof  is  of  shale,  2 
feet  thick,  with  streaks  of  coal.    The  bed  is  4  feet  5  inches  thick. 
The  bed  was  measured  and  sampled  in  1908  by  R.  W.  Richards,  as  shown  below: 

Section  of  coal  bed  in  prospect,  7  miles  northwest  of  Musselshell. 


Laboratory  No. 

Roof,  shale. 

Coal 

Bone  & 

Coslb 

Bone  ^ 

Coalft 

Shalefr 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6829 

Ft.  in. 

1  3 

0  4 

0  4 

0  2 

0  S 

1  0 
1  1 


4     6 
2     4 


a  Now  Included  In  Musselshell  County. 
5  Not  Included  in  sampte. 
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The  aample  was  taken  25  feet  in. 

For  chemical  analyses  see  part  I  of  this  buUetia,  p.  132;  also  TJ.  S.  Geol.  Survey 
Bull.  381,  p.  79. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  62. 

RoxrNDUP.      GOMMEBCIAL  MlNE.^^ 

Sample, — Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  8801  (p.  133). 

Mine, — Commercial;  a  slope  mine  1  mile  west  of  Roundup,  in  the  NW.  i  sec.  23, 
T.  8  N.,  R.  25  E.,  on  the  Chicago,  Milwaukee  &  Puget  Sound  Raihx)ad. 

Coal  bed, — ^The  bed  is  of  Tertiary  age.  Fort  Union  formation.  Its  thickness  is 
uniform  and  it  dips  southwest  about  5^°.  The  roof  is  a  sandy  gray  shale.  The 
underlying  5^  inches  of  bone  is  usually  taken  down  with  the  coal.  The  floor  is  a  resist- 
ant gray  sandstone. 

The  bed  was  sampled  and  measured  by  C.  T.  Lupton  on  August  6,  1909,  as  shown 

below: 

Section  of  coal  bed  in  the  Commercial  mine  at  Roundup, 


Laboratory  No 

Main  roof,  gray  sandstone. 

Shale,  gray  o 

Bone  a 

Coal 

Floor,  gray  sandstone. 

Tiilcknessofbed 

Thickness  of  ooal  sampled . 


8801 

FLin, 

2 

0 

0 

H 

6 

8 

6 

li 

5 

8 

a  Not  indaded  in  sample. 

The  sample  was  taken  in  room  25,  o£f  west  entry  1,  900  feet  from  mine  mouth. 

Notes. — ^The  coal  from  this  mine  is  subbituminous  and  does  not  ''stock''  well.  It 
is  used  mostly  for  heating  and  power  purposes.  It  is  reported  that  the  coal  can  be 
coked.  Lump,  egg,  nut,  slack,  run-of-mine,  and  combinations  of  all  of  these  sizes 
are  shipped.    The  output  of  the  mine  in  1909  was  1,000  tons  dally. 

For  chemical  analyses  of  this  coal  see  pert  I  of  this  bulletin,  p.  133. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  62. 

UncA.    Showan  Mine. 

Sample. — ^Bituminous  coal;  Lewistown  field;  analysis  No.  5290  (p.  133). 

Mruj.— Showan;  2  miles  west  of  Utica,  in  the  NE.  J  NE.  J  sec.  24,  T.  14  N.,  R. 
12  E. 

Coal  bed. — Not  named.  Lower  Cretaceous  age.  Sole  workable  bed  of  the  Koote- 
nai formation.    Dip,  slight,  to  south;  cover,  50  feet  or  less. 

The  bed  was  measured  and  sampled  in  1907  by  W.  R.  Calvert,  as  shown  below: 

Section  of  coal  bed  in  Showan  mine,  ^  mile  west  of  Utica. 


Laboratory  No 

Roof,  shale. 

Coal 

Shales 

Coal,  bony  « 

Shaleo 

Bonea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


529U 

Ft, 

in. 

1 

6 

1 

3 

0 

8 

0 

11 

0 

6 

1 

8 

6 

6 

3 

2 

a  Not  included  in  sample. 

The  sample  was  taken  from  the  face  of  entry,  100  feet  in. 

Note. — The  coal  at  this  opening  is  soft  and  contains  much  sulphur  in  the  form  of 
pyrite. 


n  Now  Included  In  Musselshell  County. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetiB,  p.  133;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  120;  BuU.  390,  p.  74. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  390,  p.  56. 

Windham.    Hughes  Mine. 

Sample. — Bituminous  coal;  Great  Falls  field;  analysis  No.  3756  (p.  133). 

Mine. — Hughes;  4}  miles  southwest  of  Windham,  on  Hughes  ranch,  on  the  east 
side  of  Willow  Creek,  in  the  NE.  J  sec.  19,  T.  15  N.,  R.  12  E. 

Coal  bed. — ^The  bed  is  of  Lower  Cretaceous  age,  Kootenai  formation.  The  thick- 
ness of  the  bed  is  6  feet,  including  three  partings.  A  dark-colored  shale  forms  the 
roof. 

Section  of  coal  bed  in  Hughes  mine,  4i  mUes  southwest  of  Windham. 


Laboratory  No.. 
Roof,  dark  shale. 

Goal 

Boiwa 

Coal 

Coal,  bony  a. 

Coal 

Clayo 

Coalo 


Thickness  of  bed 

Thickness  of  coal  sampled 


3756 
Ft.  in. 
2     0 


0 
1 
0 
1 
0 
0 


3 
4 
9 
4 
2 
3 


6      1 
4     8 


a  Not  induded  in  sample. 

The  sample  was  taken  in  the  main  entry,  250  feet  from  the  mouth  of  the  mine. 
For  chemical  analyses  see  part  1  of  this  bulletin,  p.  133;  also  U.  8.  Geol.  Survey 
BuU.  316,  p.  171;  Bull.  356,  p.  79. 
For  geologic  relations  see  U.  S.  Greol.  Survey  BuU.  366,  p.  50. 

WiNDHAH.      SeMAN  MiNB. 

Sample. — Bitimunous  coal;  Great  Falls  field;  analysis  No.  3753  (p.  133). 

Mn^.— Soman;  5  miles  southwest  of  Windham,  in  the  SW.  J  SE.  \  sec.  20,  T.  15  N., 
R.  12  E.,  on  the  west  side  of  Spring  Draw. 

Coal  bed. — The  bed  is  of  Lower  Cretaceous  age,  Kootenai  formation.    It  has  a  shale 
roof  and  a  clay  floor. 

The  bed  was  measured  and  sampled  on  August  24,  1906,  by  C.  A.  Fisher,  as  shown 
below: 

Section  of  bed  in  Seman  mine,  5  J  miles  sovJthwest  of  Windham. 


Laboratory  No 

Roof,  shale. 

Coal 

Bone  o 

Coal 

Bony  coal  a 

Coal 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


3753 

Ft. 

In 

1 

3 

0 

7 

1 

4 

0 

9 

2 

0 

5 

11 

4 

7 

a  Not  included  in  sample. 

The  sample  was  taken  400  feet  from  the  mouth  of  the  mine. 

Note. — In  1906  the  bed  was  not  worked  continuously;  a  few  tons  was  kept  on  hand 
to  supply  a  small  local  trade. 

For  chemical  analyses  of  this  coal  see  port  I  of  this  bulletin,  p.  133;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  171;  Bull.  356,  p.  79. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  356,  p.  50. 
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GALLATIN  COT7NTT. 
Chestnut.    Bbbde  and  Bailet  Mine. 

Sample. — BitumiBOiis  coal;  Livingston  field;  analysis  No.  6621  (p.  133). 

Mine.— Beede  and  Bailey:  near  Chestnut,  in  the  SW.  }  sec.  13,  T.  2  S.,  R.  6  E. 

Coal  bed. — Top  bed  of  Mesaverde  (?)  formation;  Cretaceous  age;  thickness  at  this 
mine,  variable;  dip,  38°  dip  to  north,  which  increases  to  85°  within  one-half  mile 
eastward. 

The  bed  was  measured  and  sampled  in  September,  1908,  by  W.  R.  Calvert.  The 
sample  represented  3  feet  2  inches  of  coal,  over  which  was  1  foot  3  inches  of  shale 
overlain  with  sandstone. 

The  sample  was  taken  at  the  tipple  and  represented  run-of-mine  coal. 

Notes. — Coal  soft  and  crushed;  high-grade  bituminous;  not  known  to  be  coking. 
The  mine  is  in  a  faulted  area,  so  that  its  development  may  be  uncertain.  In  1908  an 
entry  had  been  driven  175  feet.    The  coal  was  used  for  local  use  only. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  133. 

Chestnut.    Mountainside  Mine. 

Sample. — Bituminous  coal;  Livingston  field;  analysis  No.  3667  (p.  133). 
Mine. — ^Mountainside:  in  sec.  21,  T.  2  S.,  R.  7  E.,  near  Chestnut. 
Coal  bed. — The  bed  is  of  Cretsiceous  age,  Mesaverde  (?)  formation. 
The  bed  was  sampled  by  J.  P.  Rowe  in  1906. 
For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  133. 

Chestnut.    Hoffman  Mine. 

Sample.— BitximinouB  coal;  Trail  Creek  field;  analysis  Nos.  3813,  3814,  3818,  3821 
(p.  133). 

Mine. — Hoffman,  8  miles  south  of  Chestnut. 

Coal  bed. — The  bed  is  of  Cretaceous  age,  Mesaverde  (?)  fonnation. 

The  bed  was  measured  and  sampled  in  1906  by  J.  A.  Holmes,  as  shown  below: 

Section  of  coal  bed  in  Hoffman  mine,  8  miles  sovJth  of  Chestnut. 


Laboratory  No 

3813 
FUin. 

1     3 
aO     2 

1      4 
aO     1 

0     0 
aO      1 

4     6 

■  •         •  • 

3814 
Ft.  in. 

«2     6 

7     0 

3818 

Coal 

FL  H, 

Partliur 

Coal..r. 

Partinff 

« 

Coal 

3     0 

Bone 

aO      8 

Coal 

1      6 

Coal 

*' 

Thickness  of  bed 

8     2 
7    10 

9     0 
7     0 

6     2 

Thlcknessof  coal  sampled..    .^.....^.  ..x..... 

4     6 

a  Not  Incladed  tn  sample. 

No  section  for  laboratory  No.  3821  is  available. 

Sample  3813  was  taken  in  third  entry,  800  feet  west  of  foot  of  slope,  325  feet  down. 

Sample  3814  was  taken  at  same  point  as  3813. 

Sample  3818  was  taken  1,200  feet  in  mine  at  head  of  west  entry. 

Sample  3821 — ^location  not  stated. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  133. 

Storrs.    Anaconda  Mine. 

Sample. — Bituminous  coal;  Trail  Creek  field;  analysis  No.  3691  (p.  133). 

Mine. — ^Anaconda;  3  miles  southeast  of  Chestnut,  at  Storrs. 

CoaX  bed. — ^The  bed  is  of  Cretaceous  age,  Mesaverde  (?)  fonnation. 

The  sample  was  taken  by  J.  P.  Rowe  in  1906. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  133* 
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Stokbb.    Storss  No.  3  Mikb. 

Sample, — ^Bitaminoiw  coal;  Trail  Oieek  field  (Denver  No.  5);  aoalyBM  Not.  166-D, 
167-D  (p.  133). 

Mine. — Stom  No.  3;  at  Stom,  on  the  Northern  Pacific  Bailway. 

Coal  bed. — ^Locally  known  as  the  No.  2.  GretaoeouB  age,  Mesaverde  (?)  ionnation. 
ThicknoBB,  variable;  dip,  45^;  mine  worked  through  a  crosscut  to  the  bed.  Roof, 
shale,  in  places  soft,  in  places  mixed  with  coal  and  termed  ''rash";  floor,  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  in  1907,  as 

shown  below: 

^  SectioTia  of  coal  bed  in  Storrs  No.  S  mine  at  SUnrs. 


Section 

Laboratory  No 

Boof.  Mc.  A,  rash  and  shale;  aec.  B,  soft  slmle. 

Coal 

Rash  a 

Clay  a 

Coal 

Rash  a 

Coal 

Rash  a 

Coal 

Shale  o 

Coal 

FloOT,  shale. 

Tliickiiessofbed 

Thickness  of  coal  sampled 


A 

B 

106-D 

1S7-D 

FU  in. 

FL  la. 

0     7 

0     6 

0     7 

mm          • 

a   3 

3     0 

1     6 

0     2 

3     0 

1      0 

S     3 

0     1 

0     3 

1      8 

•  u 

0     1 

*  •        *  • 

0     6 

•  •        •  • 

6    11 

8     6 

5     0 

f     1 

a  Not  inctnded  in  sample. 

Section  A  (sample  166-D)  was  measured  4,600  feet  north  of  the  opening. 

Section  B  (sample  167-D)  was  measured  4,000  feet  north  of  the  opening. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — ^washing 
tests:  U.  S.  Geol.  Survey  Bull.  368,  p.  27;  coking  tests:  U.  S.  Geol.  Survey  Bull. 
369,  p.  40. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  133;  also  XT.  S.  Greol.  Survey 

Bull.  368,  p.  15. 

Storrs.    Washoe  No.  1  (Hodson)  BIinb. 

Sample. — ^Bituminous  coal;  Livingston  field;  analysis  No.  6597  (p.  133). 

iTin^.— Washoe  No.  1  (Hodson);  in  sec.  26,  T.  2  S.,  E.  7  £.,  \  mile  east  of  Stom. 

Coal  bed. — Top  bed  of  Mesaverde  (?)  formation;  Cretaceous  age.  Coal  opened  by  a 
rock  drift  to  tap  bed;  dip,  35°;  entry  turned  to  north  900  feet. 

The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  September,  1908,  as 
shown  below: 

Section  of  coal  bed  in  Wadtoe  No.  1  mine,  one-half  mUe  eati  ofSiom. 


Laboratory  No 

Roof,  sandstone. 

Bone 

Coal 

Bone* 

Coal 

FloOT,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled 


6607 

Fi.  fa. 

0  6 

S  3 

8  5 

0  10 

4  1 

5  1 


a  Not  included  in  sample. 

The  sample  was  taken  from  the  &ce  of  pillar  between  rooms  1  and  2. 

Notes. — ^The  coal  is  coking,  bituminous,  but  soft  and  badly  crushed.  The  mine  was 
once  a  lai^ge  producer,  but  had  been  abandoned  a  year  or  so  prior  to  1908.  R  was  then 
leased,  and  a  renewal  of  its  development  was  planned. 

For  chemical  analjrses  of  this  coal  see  part  1  of  this  bulletin,  p.  133. 
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OBANITE  OOUNTT. 

DBxnofOND.    Pbospsot. 

i9amp2e.— Subbituminous  coal;  analysis  No.  10584  (p.  134). 
LoeaJtian. — ^Prospect  near  Northern  Pacific  mine  in  the  NW.  }  NW.  }  sec.  35,  T. 
11 N.,  R.  13  W.,  near  Drummond. 
The  bed  was  measured  and  sampled  in  June,  1910,  by  J.  T.  Pardee,  as  shown  below: 

Section  of  coal  bed  in  prospect  near  Drummond, 


10684 

Coal 

2     6 

Pnrttnc  • 

0     6 

Coal 

2     0 

ThiekneMoflMd 

6     0 

ThickiMMi  of  ma]  sampled. ^ 

4     6 

a  Not  iaduded  In  samplo. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  134. 

XBAOHEB  COUNTT. 
DoBSET.    Rbe8  Mine. 

Sample. — ^Bituminous  coal;  analysis  No.  5733  (p.  134). 

iftne.— Rees;  at  the  head  of  Sixteen-Mile  Greek  in  the  NW. }  NW. }  sec.  6,  T.  5  N., 
R.  9  £.,  about  10  miles  southeast  of  Dorsey,  on  the  Chicago,  Milwaukee  &  Puget 
Sound  Railroad. 

Coal  bed, — ^Eagle,  in  the  Eagle  sandstone  of  Upper  Cretaceous  age.  The  bed  at  the 
point  of  sampling  is  3  feet  9  inches  thick.  It  dips  west  at  an  angle  of  about  35®.  The 
mine  is  barely  20  feet  below  the  surface. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  in  September,  1907,  as  shown 
below: 

Section  of  coal  bed  at  Reee  mine,  10  mUee  ioutheaet  ofDoreey, 


LaboiBtory  No. 


Coal 

Claj* 

Gruliedcoal. 


ThidmeBs  of  bed 

ThtetaWM  of  coal  sampled . 


5733 
Ft.  in, 

1  5 
0     2 

2  2 


3     0 
3     7 


•  Not  iDclnded  in  sample. 

Notei. — ^nie  sample  was  taken  in  the  mine,  then  abandoned,  about  200  feet  from  the 
entry.  As  the  face  had  been  exposed  to  air  for  several  years,  the  sample  represented 
more  or  less  weathered  coal.  Thia  coal  in  the  upper  bench  is  bright  and  hard,  but 
the  lower  bench  is  composed  of  crushed  bone  and  dirty  coal  high  in  ash. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  134;  also  U.  S.  Qeol. 
Survey  Bull.  341,  p.  89. 

Hablowton.    Pbospect. 

Sample, — Subbituminous  coal;  analysis  No.  5734  (p.  134). 

£oai/um.— PhMpect;  in  the  SW.  i  SW.  i  sec.  31,  T.  7  N.,  R.  14  E.,  12  miles  south- 
west of  Harlowton,  on  Big  Elk  Creek,  i  mile  east  of  Big  Elk  post  office,  and  8  miles 
south  of  Twodot  on  the  Chicago,  Milwaukee  A  Puget  Sound 

45889^--BuU.  22,  pt  2—13 ^20 
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Coal  bed. — ^Eagle,  in  the  Eagle  eandfltone  of  Upper  Cretaceous  ago.    TUs  bed,  as 

exposed  by  a  small  pit  among  sandstone  ledges,  has  a  total  thicknesB  of  2  feet  2  inches. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  in  August,  1907,  as  described 

below: 

Section  of  coal  bed  in  prospeety  It  miUi  souihweH  of  HarUnoton. 


Labontory  No. 


COBl... 

Clay  a. 
Coal... 


Thlckoess  of  bed 

Thickness  of  coal  sampled . 


sm 

Ft.  in, 

0  4 

0  8 

1  3 


3     3 
1     6 


•  Not  included  in  sample. 

Notes, — As  the  sample  was  virtually  from  the  outcrop,  the  coal  was  move  or  less 
weathered.    It  is  a  low-grade  8ubbitumin6us  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletiui  p.  134;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  89. 

MUSSELSHELL  COUNTY. 

Musselshell  County  was  not  established  until  after  this  report  had  been  prepared. 
Mines  now  included  in  that  county,  but  listed  under  other  counties  in  this  report, 
are  designated  by  footnote  references. 

PABE  COUNTY. 

Aldhidoe.    Aldridqe  Bfnrs. 

iS'ompIe.— Bituminous  coal;  Electric  field;  analyses  Noe.  3666,  6599,  6600,  6639 
(p.  134). 
Jfin«.— Aldridge;  in  the  NW.  J  sec.  1,  T.  9  S.,  R.  7  E. 

Coal  beds. — No.  1  and  No.  3.    The  coal  is  of  Cretaceous  age,  Mesaverde  (?)  formation. 
The  bed  was  measured  and  sampled  by  W.  R.  Calvert  in  September,  1908,  as  shown 

below: 

Section  of  No.  S  coal  bed  in  Aldridge  mine  at  Aldridge, 


Laboratory  No. 


Coal 

Sandstone. 

Coal 

Sandstone. 

Coal 

CUy 

Coal 


Thickness  of  bed. 


Ft. 

Hi. 

0 

9 

0 

Ik 

0 

4 

0 

h 

1 

4 

0 

4 

0 

7 

S     6 


Sample  6639  was  taken  at  a  point  10,000  feet  in  the  mine. 

Sample  6599  was  taken  from  the  No.  1  bed,  6,000  feet  from  mouth  of  mine,  and 
represented  about  4}  feet  of  coal. 

Sample  6600  represented  washed  coal,  two-thirds  of  which  was  from  the  Aldridge 
mine  and  one-third  from  tiie  Foster  mine. 

Sample  3666  was  collected  in  190(3  by  J.  P.  Rowe.  No  description  of  the  sample  is 
available. 

Samples  6599  and  6600  were  submitted  by  mine  supeiintendent  imder  the  direction 
of  Mr.  Calvert. 

Note, — The  coal  from  the  No.  3  bed  is  a  high-grade  bituminous  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  134. 
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Aldbidob.    Fostbb  Mikb. 

i^ampb.— Bituminous  (?)  coal;  analyBes  Nob.  6600,  6601  (p.  134). 

Mine. — Foster;  about  IJ  miles  southwest  of  Aldridge,  in  sec.  2,  T.  9  S.,  R.  7  E. 

Coal  bed, — ^No.  1.    Cretaceous  age,  Mesaverde  formation. 

Sample  6601  was  taken  800  feet  from  mine  mouth. 

Sample  6600  represented  washed  coal,  two-thirds  of  which  was  from  the  Aldridge 
mine  and  one-third  from  the  Foster  mine. 

Note. — ^The  above  samples  were  taken  by  the  mine  superintendent  by  direction  of 
W.  R.  Calvert. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  134. 

Chimnbt  Rock.    Mazbt  Minb. 

Sample, — ^Bituminous  coal;  Trail  Creek  field;  analysis  No.  6607  (p.  134). 

i/tntf.— Maxey;  near  Chimney  Rock,  in  the  NW.  i  sec.  27,  T.  3  S.,  R.  8  E. 

Coal  bed. — ^Maxey.  Lowest  of  Mesaverde  (7)  formation,  Cretaceous  age.  Thickneai, 
about  9  feet.    Dip,  10*". 

The  bed  was  measured  and  sampled  in  September,  1908,  by  W.  R.  Calvert^  as 
shown  below: 

Section  of  coal  bed  in  Maxey  mine,  near  Chimney  Rock, 


Lsbonto^No.. 
Roof,  nnastone: 

OtMl 

Bonea 

Coal 

Sandstone*  • 

Coal 


ThlckneBS  of  bed 

ThickneBS  of  coal  sampled , 


6607 

Ft,  in. 

3  8 

0  3 

0  6 

0  a 

5  6 


0     0 
8     8 


•Not  indaded  in  sample. 

The  sample  was  taken  at  the  face  of  the  entry,  850  feet  from  the  mouth  of  the 
mine. 

Notee. — ^The  coal  is  bituminous,  noncoking.  The  production  was  160  tons  daily  in 
September,  1908.  The  output  was  shipped,  for  domestic  use  chiefly,  as  far  west  as 
Washington.    The  main  entry  was  in  850  feet  at  tiie  time  of  sampling. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  134. 

Elbcibic  (Hobb).    Newton  Mine. 

Sample, — ^Bituminous  coal;  Electric  field;  analysis  No.  6610  (p.  134). 

ifi7)«.— Newton;  in  the  NW.  \  sec.  7,  T.  9  S.,  R.  8  E.,  near  Electric  (Hoir),  on  the 
Northern  Pacific  Railway. 

Coal  bed, — No  name.  Cretaceous  age,  Mesaverde  (?)  formation.  Average  thick- 
ness in  mine,  about  4  feet  4}  inches.  At  the  point  of  sampling  tiie  bed  is  2  feet  11 
inches  thick  and  contains  no  partings. 

The  bed  was  measured  and  sampled  in  1908  by  W.  R.  Calvert. 

The  sample  was  taken  about  1,000  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  134. 

Electbic.    Mountain  House  (Eobentz)  Minb. 

Sample. — ^Bituminous  coal;  analysis  No.  3725  (p.  135). 

Minjt, — ^Mountain  House  (Korentz);  about  7  miles  from  Electric 

Coal  bed, — ^No  name.    Cretaceous  age,  Mesaverde  ( ?)  formation. 

The  bed  in  this  mine  was  measured  and  sampled  by  J.  P.  Rowe  in  1906. 
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Tbe  flunple  was  taken  4,900  fset  from  mine  entntnoe.    No  reooid  of  the  impKng 
if  available. 
For  chemical  analyaes  of  this  coal  see  part  I  of  this  bulletin,  p.  135. 

LiYiNasTON.    Leyxnoston  Mins. 

SampU. — ^Bituminoiu  ooal;  Livingston  field;  analysis  No.  €596  (p.  ISS). 

JIuM.— Livingston;  near  Livingston,  in  the  NE.  i  NW.  i  sec.  25,  T.  2  S.,  R.  8  E. 

Coal  5ei.^Prindpal  bed  of  Mesaveide  (7)  fozmation,  Gzetaceous  age;  variable  in 
thickness,  bat  averages  at  this  mine  about  31  inches.    Shale  floor  and  roof.    Dip  55*. 

The  bed  was  measured  and  sampled  at  &ce  by  W.  R.  Oalvert  in  August,  1908.  The 
sample  was  taken  from  a  31-inch  cut  made  100  feet  from  the  mine  entrance. 

iVbfes. — The  coal  is  coking.  At  the  time  of  sampling  the  bed  was  opened  by  a  duxt 
entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  135. 

Mtbrsbubo.    Potteb'b  Minb. 

Sample. — ^Bituminous  coal;  analysis  No.  5723  (p.  135). 

JltrM.— -Potter's;  8  miles  north  of  Myersbuig,  in  sec.  36,  T.  5  N.,  R.  8  E.  Hie 
nearest  railroad  station  is  at  Dorsey,  15  miles  away,  on  the  Chicago,  Milwaukee  A 
St.  F^ul  Railway. 

Coal  5ei.— Not  named.  Cretaceous  age.  Eagle  sandstone.  This  small  mine  is  dose 
to  the  sui&ce  in  outcrop  coal  on  a  bed  langing  from  2  to  3  feet  in  thickness  and  appar- 
ently pinching  out  laterally. 

Notet. — ^nie  sample  was  taken  from  a  bin  where  it  has  been  lying  under  cover  for 
several  months.  The  moisture  probably  is  less  than  what  would  have  been  found 
in  a  sample  taken  at  the  mine,  and  it  is  believed  that  the  ash  from  this  selected  coal 
is  lesB  than  what  would  have  been  foimd  in  a  sample  taken  from  across  the  entire 
thickness  of  the  bed.  The  coal  is  bituminous,  and  of  rather  higher  grade  than  that 
found  elsewhere  around  the  Crasy  Mountains.    The  sample  was  collected  in  1906. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  135.  Also  U.  8.  Greol. 
Survey  Bull.  341,  p.  89. 

For  geologic  relations  see  U.  8.  Geol.  Survey  Bull.  341,  p.  88. 

BAVAIiLZ  COUNTY. 

Dabbt.    Nicholson  Minb. 

^ompZf.'-Subbituminons  coal;  analysis  No.  3589  (p.  135). 
iltns.— Nicholson;  in  the  NW.  i  NE.  i  sec.  34,  T.  4  N.,  R.  21  W.,  3  mfles  north  of 
Darby. 
The  bed  in  this  mine  was  measured  and  sampled  in  1906  by  J.  P.  Rowe. 
For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  135. 

BOSEBTTD  COTTNTY. 

BiBNBT.      EeNDBICK  MiNB. 

Apnple.— Subbituminous  coal;  Powder  River  field;  analysis  No.  5403  (p.  135). 

JftM.— Kendrick;  in  sec.  2,  T.  8  S.,  R.  43  E.,  12  miles  southeast  of  Bimey.  No 
imilroad  connection. 

Coal  5«f.— Eendrick.    Tertiary  age,  Fort  Union  formation. 

The  bed  was  measured  and  sampled  in  1907  by  J.  A.  Taff.  The  sample  represented 
11  feet  3  inches  of  clear  coal.  It  represented  the  entire  thickness  of  the  bed  and  was 
lakan  60  feet  from  the  suiface  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  135;  also  U.  S.  Ged. 
Survey  Bull.  341,  p.  136. 

For  geologic  relations  see  U.  8.  Geol.  Survey  Bull.  341,  p.  83. 
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SWBBT  GBASS  COTTNTY. 

Ntb.    Lofpbb  Mine. 

i9amp2e.--Bitummou8  coal;  aiial3rBi8  No.  6320  (p.  135). 

Jltn€.--Loffer;  in  the  NW.  i  N£.  i  sec.  29,  T.  4  8.,  R.  16  E.,  6  miles  noitheast  of 
Nye,  in  the  Upper  Stillwater  basin. 

Coal  bed, — Sole  workable  bed  of  the  Eagle  sandstone,  Cretaceous  age.  Roof  and 
floor,  sandstone;  dip  11^  to  north. 

The  bed  was  measured  and  sampled  in  July,  1908,  by  F.  H.  Kay,  as  shown  below: 

Stetion  of  etxU  bed  in  Lofer  mine,  6  mUes  northweit  of  Nye. 


LabonUnyNo 

Boof,  aanutone. 

OlMl 

Sandstone  • 

Coal 

Bone* 

Coal 

Floor,  sandstone. 

Thldmess  of  bed 

Thickness  of  ooal  sampled , 


0320 

Ft,  1m. 

0  s 

0  a 

0  11 

1  6 

5  8 

6  t 

4  I 


•  Not  indaded  In  sample. 

Noiee. — The  sample  was  taken  at  face  of  the  entry;  the  coal  is  badly  weathered  for 
126  feet  from  entry  mouth.  Up  to  the  time  of  sampling  a  small  amount  of  coal  had 
been  mined  for  local  use. 

For  chemical  analyses  of  this  coal  see  port  I  of  this  buUetin,  p.  135. 

WiNNECOOK.      PbOSPBCT  DrOT. 

Sample, — Subbituminous  coal;  analysis  No.  5735  (p.  135). 

Mine,— A  prospect  drift  on  Joe  Creek,  in  the  SE.  }  sec.  1,  T.  6  N.,  R.  16  E.,  6}  miles 
southwest  of  Winnecook  and  10  miles  southeast  of  Harlowton,  on  the  Chicago,  Mil- 
waukee &  Puget  Soimd  Railroad. 

Coal  bed, — This  is  a  local  bed  in  the  lower  part  of  the  Judith  River  formation.  Cre- 
taceous age.    It  has  a  roof  of  massiye  sandstone. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  in  July,  1907,  as  shown  below: 

Section  of  coal  bed  in  prospect  drifts  6\  miles  southwest  of  Winnecook. 


LabomtofyNo 

Boof,  massive  sandstone. 

Ooal,soUd 

Coal,  crushed 

Ooal,aoUd 

Thickness  of  bed 

ThfcilTiess  of  ooal  sampled . 


67as 

0  8 

1  6 
6  a 


2     4 
2     4 


Notes, — ^The  middle  bench,  18  inches  of  crushed  coal,  is  composed  of  bone  and  very 
dirty  coal,  but  the  sample  taken  represented  the  thickness  of  the  bed.  As  the  fkce 
from  which  the  sample  was  cut  is  not  over  20  feet  from  tiie  entry  and  as  it  had  been 
exposed  to  the  weather  for  at  least  two  or  three  years,  the  sample  probably  represented 
somewhat  weathered  coal.    In  1907  the  drift  was  in  only  a  dbort  distance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  135;  also  U.  S.  Ged. 
Survey  Bull.  341,  p.  89. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  8L 
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WiNNBCOOK.     HOLGOMB  CbEEK  OuTOBOP. 

Sample. — Subbituminous  coal;  analysiB  No.  6732  (p.  135). 

Location. — ^An  outcrop  in  the  SE.  i  sec.  11,  T.  6  N.,  R.  16  E.,  on  aouth  bank  of  Hol- 
comb  Creek,  about  12  miles  southeast  of  Harlowton  and  8  miles  southeast  of  Winne- 
cook,  Meagher  County,  on  the  Chicago,  Milwaukee  &  Puget  Sound  Railroad. 

Coal  bed. — ^This  is  a  local  bed  in  the  lower  part  of  the  Judith  River  formation,Cre« 
taceous  age.  It  is  exposed  under  massive  sandstone  in  the  creek  bank,  where  it  has 
a  thickness  of  30  inches  of  clean  coal. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  in  July,  1907.  As  the  sample 
was  taken  from  the  outcrop  the  analysis  represents  badly  weathered  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  136;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  89. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  81. 

VALLBY  COUNTY. 

CXTLBERTSON.      BrUEOOER  MiNB. 

Sample. — ^Lignite;  Fort  Peck  Indian  Reservation  field;  analysis  No.  7069  (p.  136). 

Mine. — Bruegger;  in  sec.  8,  T.  28  N.,  R.  56  E.,  3  miles  north  of  Culbertson,  on  the 
Great  Northern  Railway. 

Bed. — Has  no  local  name,  but  is  designated  as  ''Bed  G''  in  the  Government  report 
stated  below.  The  bed  lies  about  1,000  feet  above  the  base  of  the  "yellow  beds''  of 
the  Fort  Union  formation  of  early  Eocene  age.  Its  thickness  is  fairly  uniform,  and  at 
this  particular  locality  the  bed  lies  practically  flat.  At  the  Bruegger  mine  the  roof  is 
a  sandy  clay,  which  may  give  place  horizontally  to  some  other  material  within  a 
few  yards.    The  floor  is  clay. 

The  bed  was  measured  and  sampled  in  September,  1908,  by  C.  D.  Smith  and  J.  A. 
Davis.  The  sample  represented  8  feet  6  inches  to  9  feet  of  coal  It  was  collected 
on  the  west  side  of  the  main  entry,  which  is  about  200  feet  long.  The  bed  is  free 
from  partings  and  the  sample  represented  the  whole  thickness  of  the  bed. 

Nbtei. — ^The  lignite  from  this  mine  does  not  differ  in  general  characteristics  from 
that  found  in  the  southeastern  quarter  of  Montana.    In  1908  it  had  only  a  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  135;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  59. 

For  geologic  relations  see  XT.  S.  Geol.  Survey  Bull.  381,  p.  53. 

YELLOWSTONE  COUNTY. 

Bucket.    Pbospbct.* 

Sample. — Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  5798  (p.  135). 

Location. — A  prospect;  3  miles  northeast  of  Buckey,  in  the  NE.  ^  NW.  i  sec.  36, 
T.  6  N.,  R.  26  E. 

Coal  bed. — Dorrity.  Tertiary  age,  Fort  Union  formation.  This  bed  lies  about  200 
feet  above  the  Buckey  coal,  about  200  feet  below  the  Mammoth.  In  this  field  it  is 
very  persistent  in  thickness  and  quality.  The  thickness  ranges  between  2  and  3  feet. 
At  this  prospect  the  bed  is  about  2  feet  8  inches  thick. 

The  bed  was  measured  and  sampled  in  1907  by  L.  H.  Woolsey,  as  shown  below: 

Section  of  bed  in  prospect^  $  miles  northeast  of  Buckey. 


laboratory  No. 


Coal,  with  bony  Uyen. 
Coal 


ThickncaB  of  bed 

ThickneM  of  ooal  sampled . 


5708 
Ft.in. 

0  0 

1  11 


a     8 

a    s 


•  Now  included  In  HnneUhell  Ooonty. 


MONTANA:  YBLLOWSTONE  COUNTY.  631 

The  flunple  was  badly  weathered. 

For  chemical  analyBes  of  this  coal  see  part  I  of  this  bulletin,  p.  136  >  also  U.  8.  Qeol. 
Survey  Bull.  341,  p.  74. 
F(Mr  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  pp.  64,  68. 

BucKBT.    FaosPBcr.A 

Sample. — Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  5801  (p.  185). 

LocatUm,—A  prospect  in  the  NE.  {  NE.  i  sec.  27,  T.  6  N.,  B.  26  E.,  3)  miles  north 
of  Buckey.    No  railroad  connection. 

Coal  bed, — Dorrity.    Tertiary  age,  Fort  Union  formation. 

The  bed  was  measured  and  sampled  in  1907  by  R.  W.  Richards.  It  showed  2  feet 
of  clear  coal.    The  sample  was  badly  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  135;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  74. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  64. 

Bucket.    Pbospbct. 

Sample, — Subbituminous  coal;  Bull  Moimtain  field;  analyses  Noe.  5799, 5797  (p.  135). 

LoaUion. — ^A  prospect  4)  miles  northeast  of  Buckey,  in  the  NE.  {  SW.  i  sec.  30, 
T.  6  N.,  R.  27  E. 

Coal  bed. — ^Mammoth.  Tertiary  age,  Fort  Union  formation.  This  is  the  most 
important  bed  in  the  Bull  Mountain  field.  Its  thickness  ranges  from  2  to  15  feet. 
In  general  it  lies  nearly  flat.  At  the  prospect  opening  sampled  the  bed  is  about  8) 
feet  thick. 

The  bed  was  measured  and  sampled  in  1907  by  L.  H.  Woolsey. 

Sample  5797  was  taken  from  the  upper  bench,  which  was  18  inches  thick  at  the 
X>oint  of  sampling,  and  sample  5799  was  taken  from  the  lower  bench,  which  was  7 
feet  thick.  Sample  5797  represented  badly  weathered  coal;  sample  5799  represented 
slightly  weathered  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  135;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  74. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  64. 

Bucket.    PBOsPEcr.a 

Sample, — Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  5800  (p.  136). 

LocaiiUm.^A  prospect  in  SW.  i  NE.  i  sec.  23,  T.  8  N.,  R.  25  E.,  15  miles  north- 
west of  Buckey  and  1  mile  east  of  Roundup  (Fergus  County). 

Coal  bed, — ^Roundup.  Tertiary  age,  Fort  Union  formation.  This  bed  is  commer- 
cially the  most  important  bed  in  the  northern  part  of  the  Bull  Mountain  field  and  is 
worked  at  several  mines.  The  bed  has  a  rather  persistent  roof  of  heavy  sandstone. 
At  this  prospect  the  bed  is  about  4  feet  thick  with  two  partings,  one  of  sandstone  and 
the  other  of  shale. 

The  bed  was  measured  and  sampled  in  1908  by  R.  W.  Richards;  the  sample  repre- 
sented 4  feet  of  coal. 

Notes. — The  coal  of  tha  Roundup  bed  in  this  field  is  high-grade  subbituminous.  It 
is  considered  a  good  steam  coal  and  seems  to  stand  shipment  well  if  mined  from 
under  sufficient  cover. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  136;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  79;  Bull.  341,  p.  74. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  62;  Bull.  341,  p.  G4. 

•  Now  inolnded  In  MiuwlsheU  Countj. 
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HUMITiBT.      OlTTCROP. 

* 

Sample. — Subbituminoiu  (?)  coal;  BoU  Mountain  field;  analyses  Nos.  6828,  6831 
(p.  136). 

Xoooxion.— Outcrop  opening  in  the  SW.  i  NW.  }  aec.  10,  T.  6  N.,  B.  28  E.,  28 
miles  northeast  of  Huntley,  at  Douglas  camp,  on  Cow  Gulch. 

Coal  bed. — ^Mammoth.  Tertiary  age.  Fort  Union  formation.  The  bed  varies  greatly 
in  thicknesB  because  of  partings.  At  this  exposure  it  is  about  27  feet  thick  with  sev- 
«fal  sandstone  and  shale  partings. 

The  bed  was  measured  and  nmpled  by  R.  W.  Richards  in  1908,  as  shown  below: 

Sectiont  o/eoal  bed  in  opening  28  mileM  northwest  of  Huntlejf. 
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•  Not  Indaded  in  sampto. 

In  sample  6831  only  6  feet  of  the  8  feet  6  inches  in  the  upper  bench  was  samf^ed; 
in  nmple  6828  ali  the  lower  bench  was  taken  except  the  shale  parting. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  136;  also  U.  8.  Geol. 
Survey  Bull.  381,  p.  79. 

For  geologic  relations  see  TJ.  8.  Geol.  Survey  Bull.  381,  p.  62. 

HuimjBT.    Cow  QvLCB  Prospbot. 

iSampIe.— Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  6830  (p.  136). 

Xooolion.— Cow  Gulch  prospect;  in  the  NW.  }  SE.  }  sec.  10,  T.  6  N.,  R.  28  E.,  about 
28  miles  northeast  of  Huntley. 

Cod  bed. — Dougherty.  Tertiary  age.  Fort  Union  formation.  The  bed  is  pefsistent 
throus^out  the  nmrthem  part  of  the  Bull  Mountain  field.  It  lies  about  510  feet  above 
the  Roundup  coal  and  40  feet  above  the  Chandler.  It  contains  partings  of  shale,  but 
IS  one  of  the  cleanest  beds  in  the  field.  It  generally  has  a  sandstone  roof  and  a  shale 
floor,  and,  like  the  other  beds  in  the  field,  lies  nearly  flat.  The  bed  is  about  4  feet 
10  inches  thick  with  a  shale  parting. 

The  bed  was  measured  and  sampled  in  1908  by  R.  W.  Richards,  as  shown  below: 

Section  o/eoal  bed  in  Cow  Ouleh  protpeet,  fS  mUes  northeast  of  HunUejf. 


.  No 

Coal 

Hhaif 

Coal 

of  bed 

of  coal  sampled 


0       1| 
0       1 
4       • 


4     l4 


•  Not  Included  Id  samplo. 
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FordiemladBiuilyiMaf  thiiooalaeepurt  lof  thiflbidletiii,p.  186;  aleo  U.  8.  Geol. 
Survey  Bull.  381,  p.  79. 
For  geologic  reUtioBB  m%  U.  8.  Geol.  Survey  BuU.  381,  p.  62. 

MowBmnui.    Nstobbio  A  Todd  Minb.« 

teiipIe.--Subbitumiiioai  coil;  Bull  Mountain  field;  analysiB  No.  9129  (p.  136). 

lf«n€.~Nevorbig  A'  Todd  (mirlace  outcrop),  in  Hawk  valley  in  sec.  2,  T.  8  N., 
R.  29  E.|  about  4  miles  southeast  of  MuBsolnheP,  and  4  miles  south  of  the  Chicago, 
Mflwaukee  A  Puget  Sound  Railioad. 

Coal  6sif.— Custer.  Tertiary  age,  Feii  Union  formation.  The  bed  is  thickest  in 
die  northeastern  part  of  the  field.  In  this  mine  iron  pyrite  is  rather  plentiful.  The 
roof  is  excellent,  consisting  of  masfive  sandstone  4  indies  thick.  The  fioor  consists 
of  2i  fset  of  haid  drab  diale. 

Hie  bed  was  sampled  and  measured  by  Henry  Hinds  on  August  8, 1909.  The 
■Mipls  lepteseated  2  feet  6)  inches  of  coal. 

IMm.^ln  1909  the  coal  from  this  mine  was  used  locally.  It  ''stocks"  better  than 
some  other  coals  in  the  vicinity.    The  sample  collected  was  practically  unweathered. 

For  chemical  aoalyassof  this  coal  see  part  I  of  this  bulletin,  p.  136. 

MuassLSHXLL.    Bobbins  Pbobpsct.a 

iSksiplf.— Subbituminous  coal;  BuU  Mountain  field;  analysis  No.  7197  (p.  186). 

Xoeslum.~Robbins  prospect;  on  Carpenter  Creek,  in  the  SE.  }  SE.  }  sec.  17,  T.  9 
N.,  R.  30  E.,  6  miles  east  of  Musselshell  post  office. 

Coal  6eif.— Carpenter,  probably  corresponding  to  the  Snyder  of  another  part  of  the 
field.    Thickness  variable,  ranging  up  to  8  feet.    Tertiary  age,  Fort  Union  formation. 

The  bed  was  measured  and  sampled  by  R.  W.  Richards  in  1908,  as  shown  below: 

SteHon  of  coal  htd  in  Rohhins  prospect,  6  miU$  east  of  MusselsheU, 
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•  Not  inehidod  in  Mmplo. 

The  sample  wee  taken,  from  the  hce  of  the  tunnel,  about  75  feet  from  the  surfoce, 
under  about  26  feet  of  cover.    The  sample  probably  represented  weathered  coal. 

JVbli.— At  this  prospect  the  coal  is  generally  pitch  black,  with  a  dark-brown  to  black 
streak.  It  mines  in  blocks.  Joints  are  prominent  in  slightly  weathered  coal.  Only 
a  few  tons  of  coal  had  been  mined  in  1909. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  136;  also  U.  8. 
Geol.  Survey  BuU.  381,  p.  79. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  62. 

MUSSBLSHBLL.      GrAMT  PbOSFBCT.^ 

i^emple.— Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  7196  (p.  136). 
XoMlidn.— Grant  prospect;  on  Fishel  Creek,  in  the  SE.  }  N£.  }  sec.  29,  T.  8  N.,  R. 
29  £.,  8  miles  south  of  Musselshell  post  office. 

o  Now  Inoladtd  In  Mniwlihril  County. 
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CooZ  6e(f.—Backey.  Tertiary  age,  Fort  Union  formation.  ItsihickneflBiaDgeBiiom 
1  foot  to  5  feet;  attitude  generally  horizontal  but  locally  with  high  dips.  Roof  in 
places  sandstone,  in  others  shale.  Locally  the  bed  is  characterized  by  a  6-inch  diale 
parting. 

The  bed  was  measured  and  sampled  in  1908  by  R.  W.  Richards.  The  sample 
represented  2}  feet  of  coal,  which  was  overlain  with  about  3  inches  of  shale  and  33  eet 
of  sandstone.  The  sample  was  taken  from  the  face  of  the  entry,  about  100  feet  from 
\the  surfoce,  and  under  about  75  feet  of  cover. 

Note, — ^This  prospect  was  worked  in  a  small  way  as  a  local  source  of  coal  prior  to 
the  entrance  of  the  railroad  into  Musselshell.    It  had  been  abandoned  in  1909. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  136;  also  IJ.  S.  Geol. 
Survey  Bull.  381,  p.  79. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  62. 

MUSSELSHBLL.      GVBTBB  PrOSFECT. 

Sample. — Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  8467  (p.  136). 

£ooatu>n.-~Guster  prospect;  in  the  NW.  }  SW.  i  sec.  28,  T.  9  N.,  R.  30  E.,  7  miles 
east  of  Musselshell  and  about  5  miles  south  of  the  Chicago,  Milwaukee  &  Puget  Sound 
Railroad. 

Coal  bed. — Custer.  Tertiary  age,  Fort  Union  formation.  The  thickness  is  quite 
irregular,  the  bed  being  thickest  in  the  northeast  part  of  the  field.  The  roof  is  fairly 
good,  consisting  mostly  of  fine-grained  grayish  clay  shale.  The  floor  is  similar  to  the 
roof,  except  that  the  clay  shale  is  brownish. 

The  bed  was  sampled  and  measured  by  H.  Hinds  on  July  5,  1909,  as  shown 
below: 

Section  of  coal  bed  in  Custer  proepectf  7  miles  east  of  Musselshell, 


Laboratory  No 

Roof,  day  shale. 

Coal,  bony  and  sbaly  • 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled . 
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2     4 


2     8 

2     4 


•  Not  included  in  sample. 

The  sample  was  taken  in  the  prospect,  15  feet  from  entrance. 
Notes. — Practically  no  coal  had  been  removed  from  this  prospect.    The  sample 
slightly  weathered. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  136. 

Musselshell.    Gsant  Prgspegt.o 

Sample. — Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  8466  (p.  136). 

Location. — Grant  proepect;  in  sec.  26,  T.  9  N.,  R.  30  £.,  9  miles  east  of  Musselshell, 
in  the  Carpenter  Creek  valley  and  approximately  3  miles  south  of  Musselshell  River. 

Coal  bed. — Carpenter  Creek.  Tertiary  age,  Fort  Union  formation.  Thickness, 
rather  variable,  ranging  from  18  inches  to  8  feet  at  the  outcrop  along  the  north  side  of 
the  field.  Along  the  east  side  of  the  field  this  bed  is  practically  wcHthless.  Dip, 
about  5^  S.  in  this  proepect.  The  roof  in  general  is  a  sandy  shale,  but  at  this  prospect 
it  is  a  massive  sandstone.    The  floor  is  a  black  carbonaceous  ehale. 

•  Now  included  In  Musselshell  County. 
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This  bed  vas  sampled  and  measured  by  C.  T.  Lupton  on  July  5, 1909,  as  shown 
below: 

Section  of  coal  bed  in  Grant  proipcct,  9  miles  eaat  of  MmseUheU, 
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•  Not  included  in  sample. 

Notea, — The  sample  was  somewhat  weathered.  All  coals  in  this  field  are  of  sub- 
bituminoiu  grade  and  do  not  stock  well.  Th^  prospect  from  which  the  (sample  was 
taken  was  opened  in  1907. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  136;  also  U.  S. 
Geol.  Survey  Bull.  431,  p.  186. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  179. 

Musselshell.    Mabt  McCleabt  and  Anne  Okeb  PBOSPECT.a 

Sample. — Subbituminous  coal;  Bull  Mountain  field;  analysis  Ko.  8465  (p.  136). 

Location. — Mary  McCleary  and  Anne  Oker  prospect;  southeast  of  Grant  prospect;  in 
the  NE.  i  SE.  }  sec.  26,  T.  9  N.,  R.  30  E.,  9^  miles  east  of  Musselshell,  approximately 
3  miles  south  of  Musselshell  River. 

Coal  bed. — ^McCleary.  Tertiary  age.  Fort  Union  formation,  its  thickness  ranges 
from  a  few  inches  to  8  feet  6  inches.  The  roof  for  the  most  part  consists  of  soft  sand- 
stone and  a  clayey  shale.  At  the  point  of  sampling  the  roof  and  the  floor  were  clayey 
shale.    The  floor  is  clay  in  most  places. 

The  bed  was  measured  and  sampled  by  G.  T.  Lupton  on  July  15, 1909.  The  sample 
represented  3  feet  9  inches  of  coal,  or  the  full  thickness  of  the  bed. 

Notee. — ^This  drift,  50  feet  long,  was  made  to  determine  the  thickness  of  the  bed. 
The  coal  at  the  end  of  the  drift  where  the  sample  was  taken  was  slightly  weathered,  on 
account  of  the  thin  cover  (10  to  15  feet)  over  it.  Calcite  and  **Bulphur"  are  noticeable 
in  the  joints  of  this  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  136;  also  U.  S. 
Geol.  Survey  Bull.  431,  p.  175. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  175. 

Musselshell.    Otttgbop.o 

ififamp^.— -Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  8464  (p.  137). 

Locati(m.^A.n  outcrop  in  the  SE.  i  NW.  \  sec.  36,  T.  9  N.,  R.  30  E.,  about  10  miles 
east  of  Musselshell. 

Coal  bed. — Buckey.  Tertiary  age.  Fort  Union  formation.  Thickness  is  fairly  uni- 
form, more  uniform  than  that  of  any  other  bed  in  the  eastern  part  of  this  field.  Roof 
where  sampled  is  a  massive  sandstone  25  feet  thick  with  a  thin  bed  of  shale  below. 
In  some  other  parts  of  the  field,  the  sandstone  roof  is  replaced  by  soft  clayey  shale. 
A  3  to  6  inch  bed  of  black  carbonaceous  shale  lies  between  the  coal  and  the  sandstone. 

a  Now  indoded  in  ICnsselsheU  County. 
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The  floor  is  dnb  carbonaceoufl  shale  4  to  5  inchoB  thick,  beneath  which  is  maarive 
gimy  aaadaUme. 

The  bed  was  sampled  by  H.  Hinds  and  measured  by  C.  T.  Lupton  on  July  15, 1909. 
The  sample  represented  a  1-foot  2-inch  cat  d  coal. 

JVbfef.— The  coal  in  this  bed  is  gimyish  black,  but  gives  a  dark-brown  streak.  The 
coal  has  an  inegukr  fracture,  dense  texture,  and  is  brittle  and  crumbly  when  dry 
The  sample  collected  was^slightly  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  137;  also  U.  8. 
G«ol.  Survey  BnlL  431,  p.  175. 

For  geologie  relations  see  U.  8.  Geol.  Survey  Bull.  431,  p.  173. 

Roundup.    Rbpubuo  No.  1  Mins.« 

Sample, — Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  8803  (p.  137). 

Mine. — ^Republic  No.  1;  a  shaft  mine,  i  mile  south  of  Roundup,  in  the  N£.  \  NW. 
i  sec.  24,  T.  8  N.,  R.  26  £.,  on  the  Chicago,  Milwaukee  A  Puget  Sound  Raihoad. 

Coal  bed, — ^Roundup.  Tertiary  age,  Fort  Union  formation.  The  thickness  at 
this  mine  is  uniform,  ranging  from  5  feet  9  inches  to  6  feet  1  inch.  Near  Roundup 
the  bed  dips  slightly  to  the  southwest.  The  roof  consists  of  about  1  foot  of  gray  shale 
overiain  with  sandstone.  The  floor  is  a  1-foot  bed  of  fin  day.  The  mine  shaft  ia 
145  feet  deep. 

The  bed  was  measured  and  sampled  by  G.  T.  Lupton  on  August  6, 1909,  as  shown 
below: 

Section  of  coal  bed  in  Republic  No,  1  mine,  \  mile  eouJQt  of  Roundup. 


LAbontoryNo... 

BootlifhimTd 

Bone,  blaok* 


shito;  nndstone  abovs. 


Coia,briflit. 
Floor,  flra  clftf;  otwiTinc  nndstone. 

Hildmess  of  bed 

Tblntiw  of  eoel  Mnq>ied 


Fl  ta. 

:  4 


•  Not  Inoloded  In  nmple. 

The  sample  was  taken  800  feet  east  of  the  foot  of  the  shaft.  The  sample  was  not 
weathered. 

NoUi. — Goal  was  used  entirely  for  heating  and  power  purposes  in  1909;  cokes,  but 
none  of  it  had  been  used  for  coking.  The  mine  had  an  output  of  500  to  700  tona  of 
coal  per  day.    Run-K>f-mine  was  produced  mainly,  the  coal  as  mined  being  dean. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  137. 

For  geologic  rdations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  62. 

RouNDur.    Rbpubuo  No.  2  Minb.  • 

iSainpIe.— Subbituminous  coal;  Bull  Mountain  fidd;  analysis  No.  8802  (p.  187). 

iftfw.— Republic  No.  2;  a  shaft  mine  located  near  center  of  sec.  36,  T.  8  N.,  R. 
25  E.,  about  3  miles  southwest  of  Roundup  village,  on  a  branch  of  the  Ghicago,  Mil- 
waukee k  Puget  Sound  Railroad. 

Coal  M.^Roundup.  Tertiary  age,  Fort  Union  formation.  One  of  the  important 
beds  of  the  Bull  Mountain  fidd.  The  thickness  at  this  mine  is  uniform,  varying 
only  slightly  from  5  feet  8  inches.  The  roof  consists  of  2  to  3  feet  of  lightgray  shale 
which  is  overlain  with  hard  sandstone.  The  mine  shaft  reached  the  coal  at  a  re- 
ported depth  of  347  feet.    The  floor  is  a  light-gray  shale  2  to  3  feet  thick. 


•Now  included  In  Moaelabett  Coontj. 


MONTANA:  YELLOWSTONE  COUNTY.  687 

The  bed  was  measured  and  sampled  by  G.  T.  Lupton  on  August  6,  1909,  as  shown 
below: 

Section  of  Roundup  coal  bed  in  Republic  No,  f  mine,  3  mile»  eouthwest  (^Roundup, 


LaboratofyNo 

Bool  dMli^  UdiVftmy,  beneatti  hard  SAndstone. 

BoDs^blaoks 

Coii  bri^tbaid 

Hoor,  litlit-BmY  sbale. 

ThidbiHiofbed 

ThiekiieeB  of  oool  aami^ed 


8801 

Ft  in. 
0  S 
6     8 

6   U 
ft     i 


•  Not  included  in  sample. 

The  sample  was  taken  500  feet  northwest  of  the  foot  of  the  shaft. 

NoUi. — ^The  sample  was  not  weathered.  In  1909,  the  coal  was  used  for  heating 
and  power  purposes.  It  cokes,  but  none  of  it  had  been  used  for  coking.  This  mine 
produced  approximately  300  tons  per  day.  Run-of-mine  was  produced  mainly. 
The  output  of  this  mine  and  of  the  No.  1  was  utilized  by  the  railroad  in  1909. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  137;  also  IT.  8. 
Geol.  Survey  Bull.  471. 

For  geologic  relations  see  U.  8.  Geol.  Survey  Bull.  881,  p.  62. 

Waoo.    Outcbop. 

Sample. — Subbituminous  coal;  Bull  Moimtain  field;  analysis  No.  9130  (p.  137). 

Location, — ^An  outcrop  on  Buffalo  Creek,  in  the  NK.  }  NW.  }  sec.  16,  T.  5  N.,  R. 
31  £.,  15  miles  northwest  of  Custer,  6  miles  northwest  of  Waco. 

Coal  bed, — Perry.  Tertiary  age.  Fort  Union  formation.  This  bed,  like  others  in 
the  field,  has  a  lenticular  structure  and  varies  considerably  in  thickness.  The  roof 
is  rather  poor,  in  most  places  a  brown  or  drab  shale.  Ilie  floor  varies  from  bony  coal 
to  shale. 

The  bed  was  measured  and  sampled  by  C.  T.  Lupton  on  September  14,  1909,  as 
shown  below: 

Section  of  coal  bed  in  outcrop,  6  miles  northwest  of  Waco. 


Lftbontory  No , 

Boof.  brown  shale. 

Bone* 

Coel  bright 

Bone* 

Floor,  bone  to  ahale. 

Thicknen  of  bed 

Thickness  of  coeJ  sampled . 


9iao 

Fl  inm 

0  li 

a  0 

0  8 

2  4 

a  0 


•  Not  included  in  sample. 

The  sample  was  weathered  and  damp,  but  was  the  best  obtainable. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  137;  also  U.  8.  Geol. 
Survey  BoU.  431,  p.  186. 
For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  431,  p.  181. 

Wolf  Spbino.    Fbospbgt. 

Sample, — Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  8621  (p.  187). 

Location. — Prospect;  on  Alkali  Creek,  in  sec.  10,  T.  7  N.,  R.  31  E.,  1  mile  east  of 
Wolf  Spring. 

Coal  bed. — ^Big  Dirty.  Tertiary  age,  in  the  Lebo  member  of  the  Fort  Union  forma- 
tion. Its  thickness  ranges  from  10  to  24  feet;  at  the  outcrop  sampled  the  bed  has  a 
slight  dip  to  the  west.  The  roof  is  mostly  a  grayish  clay  shale,  but  here  and  there 
becomes  sandy.    The  floor  is  usually  sandy  clay  shale. 
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The  bed  was  sampled  by  G.  T^,  Lupton  and  H.  Hinds  on  August  2,  1909.  No  de- 
tailed section  was  measured  at  the  point  where  the  sample  was  taken.  In  general, 
the  bed  consistB  of  thin  beds  of  grayish-brown  carbonaceous  sandstone  alternating 
with  coal  beds  2  to  12  inches  in  thickness.  The  bed  where  sampled  is  15  to  16  feet 
thick. 

The  section  following  is  typical  of  the  best  part  of  the  bed  throughout  the  Bull 
Mountain  field. 

SeeHon  o/hett  part  of  Big  Dirty  coal  bedin  T.  8  N.,  R,  St  E, 


Gnytth  day  or  sandy  shale. 

Shale,  nndy,  white 

Coal 

Bandstone,  oarbonaoeoos,  ealcaraous , 

Coal,  good  (exoeptkniaUy  thick) , 

Coal,  with  8  streaks  of  oolltlo  sandstone. . , 

Sandstone,  carbonaceous,  bard 

Coal  with  two  streaks  of  oolitic  sandstone 

Sandy  clay  shale. 


FU  -n. 
0     2 


0 
0 
0 
0 
0 
0 


1 
5 
9 
6 

4 
9 


NoU», — Ranchers  in  the  vicinity  were  reported  to  have  used  the  coal  for  fuel. 
In  sampling  no  partings  were  discarded.  As  the  sample  was  taken  from  a  sur^ 
face  outcrop,  it  represented  weathered  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  137;  alsoIJ.  8.  Geol. 
Survey  Bull.  431,  p.  186. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  62;  Bull.  431,  p.  182. 

Wolf  Spbino.    Prospect. 

Sample, — Subbituminous  coal;  Bull  Mountain  field;  analysis  No.  8578  (p.  137). 

Loeation. — Surface  prospect;  located  on  Alkali  Creek  in  the  NE.  i  NW.  ^  sec.  32, 
T.  8  N.,  R.  31  E.,  2  miles  north  of  Wolf  Spring. 

Coal  bed. — McCleary .  This  bed  lies  about  50  feet  above  the  Carpenter,  and  probably 
corresponds  to  the  Snelling  of  the  central  part  of  the  field.  Tertiary  age.  Fort  Union 
formation.  Its  thickness  ranges  from  8  feet  6  inches  to  less  than  14  inches.  The 
roof  is  rather  poor,  in  most  places  a  soft  sandstone  or  a  clayey  shale.  The  floor  is 
clay  for  the  most  part. 

The  bed  was  measured  and  sampled  by  C.  T.  Lupton  on  July  30,  1909,  as  shown 
below: 

Section  of  coal  bed  in  turface  prospect  ^  t  miles  north  of  Wolf  Spring, 


Laboratory  No 

Roof,  drab  shale. 

Shale,  brown* 

Coal 

Shale,  brown* 

Coal,  bright 

Shale,  carbonaceous,  brownish  • 

Coal« 

Shale,  drab* 

Coal,  streaka 

Floor,  drab  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


8578 
FL   in, 

0     i 


1 
0 
2 
0 
0 
0 
0 


4 


4     2 


•Not  included  in  sample. 

The  sample  was  somewhat  weathered. 

Notes, — ^The  coal  soon  crumbles  on  exposure  to  the  air.    The  ranchers  near  by 
obtain  their  winter  supply  of  fuel  from  this  prospect. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  137. 
For  geologic  relations  see  IJ.  8.  Qeol.  Survey  Bull.  381,  p.  62. 
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Blossbubo.    Dxttchman  Minb. 

Sample, — Bituminous  coal;  Raton  field  (New  Mexico  No.  5),  analyses  Nos^  3226, 
3227  (p.  137). 

Mine, — Dutchman;  at  Blossburg,  on  the  Atchison,  Topeka  A  Santa  Fe  Railway. 

Coal  bed, — "Raton."  Cretaceous  age,  Vennejo<>  formation.  The  bed  averages 
about  7  feet  thick.    Roof,  bony  coal;  floor,  hard  shale. 

The  bed  was  measured  and  sampled  by  J.  W.  Groves  at  two  points  on  May  10, 1906, 
as  described  below: 

SecHone  of  coal  bed  in  Dutchman  mine  at  Blossbury. 


Laboratory  No 

Roof,  bony  coaL 

Coal.. 

Shale 

Coal 

Bono 

Coal 

Bone  and  shale 

Coal 

Bonjooal 

CoS. 

Floor,  hard  shale. 

Thickness  of  bed 

Thickness  of  bed  sampled 


3226 

Ft. 

<n. 

1 
•  0 

1 

0 

3 

0 

i 

0 

2 

0 

i 

1 

2 

•  0 

1| 

3 

10 

6 

11 

6 

9 

8227 
Ft.   in. 
1    10 

0      i 


2 

•  0 
2 

•0 
0 

•  0 
0 


9 
1 
0 


f 


6     3 


a  Not  included  in  sample. 

Sample  3226  was  taken  in  room  6,  fifth  north  entry,  5,300  feet  north  of  slope  opening. 

Sample  3227  was  taken  in  room  1,  second  subentry,  4,200  feet  southwest  of  slope 
opening. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming  tests: 
U.  S.  Geol.  Survey  Bull.  333,  p.  185;  Bureau  of  Mines  Bull.  23,  pp.  65,  172;  producer- 
gas  tests:  IJ.  S.  Geol.  Survey  Bull.  332,  p.  185;  Bureau  of  Mines  Bull.  13,  pp.  170,  274; 
briquetting  tests:  TJ.  S.  Geol.  Survey  Bull.  332,  p.  186;  washing  tests:  IJ.  S.  Geol. 
Survey  Bull.  332,  p.  186;  coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  186;  cupola 
tests  of  coke:  TJ.  S.  Geol.  Survey  Bull.  332,  p.  186. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  137;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  184. 

Brilliant.    Nos.  2  and  3  Mines. 


Sample. — Bituminous  coal;  Raton  field;  (New  Mexico  No.  4)  analyses  Nos.  3228, 
3220  (p.  137). 

Mines. — No.  2  and  No.  3;  at  Brilliant. 

Coalf>ed. — "Tinpan.''  Cretaceous  or  Tertiary  age,  Raton  formation.  Roof,  shale 
and  bony  coal;  floor,  shale  over  sandstone. 

•  The  coal-bearing  rocks  of  the  Raton  Mesa  region,  which  includes  the  Raton  coal  field  in  New  Mexioo 
and  the  Trinidad  field  in  Colorado,  were  formerly  placed  in  the  Laramie  formation,  but  it  is  now  known 
that  they  are  separated  by  an  unconformity  into  two  formations.  The  United  States  Oeok)gical  Surrey 
has  named  the  older  formation,  which  is  of  Montana-Cretaceous  age,  the  Vermedo  formation,  and  the  yoiing« 
one,  which  is  of  Cretaceous  or  Tertiary  age,  the  Raton  formation. 
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The  bed  was  measured  and  sampled  by  J.  8.  Bunows  and  J.  W.  GroTes  <ni  May  9, 
1906,  as  described  below: 

SecHoru  of  coal  bed  in  No,  t  and  No.  3  minei  a(  BrUUani. 


L«borfttoryNo 

Roof,  ihftie  and  bony  ooaL 
Coal 


Coal. 


Coal 

Floor,  shale. 

TnlekiHMW  of  bed 

Tbloknees  of  ooal  sampled. 


32»     1 

n. 

kL 

0 

9 

1 

4 

•  • 

1 

•  • 

6 

0 

1 

3 

0 

5 

Zi 

4 

s 

Ft  ta. 
1  10 
0  0 
0     3| 

a    r 


4     H 

4     0 


•  Not  taidnded  In  sample. 

Sample  3228  was  taken  475  feet  southwest  of  the  drift  mouth. 

Sample  3229  was  taken  800  feet  south  of  drift  mouth,  in  room  11,  off  main  entry  2. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  IJ.  S.  Geol.  Survey  Bull.  332,  p.  182;  Bureau  of  Mines  Bull.  23,  pp.  165,  172; 
producer-gas  tests:  Bureau  of  Mines  Bull.  13,  pp.  170,  274;  washing  tests:  TJ.  S.  Geol. 
Survey  Bull.  332,  p.  183;  coking  tests:  IJ.  S.  Geol.  Survey  Bull.  332,  p.  183;  cupola 
tests  of  coke:  XT.  S.  Geol.  Survey  Bull.  332,  p.  183. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  137;  also  IJ.  S.  Geol.  Survey 
Bull.  332,  p.  181. 

Dawson.    No.  2  Mihb. 

Sample. — Bituminous  coal;  Raton  field;  analysis  No.  256-D  (Denver  No.  9)  and 
analysis  No.  6606  (p.  137). 

Mini, — No.  2;  a  drift  mine,  in  the  Raton  (7)  district  at  Dawson,  on  the  El  Paso  A 
Southwestern  Railroad. 

Coal  bed, — ''Raton.''  Cretaceous  age,  Vermejo  formation.  Thickness,  6  to  11 
feet.  The  bed  lies  nearly  horizontal.  Roof,  bony  coal;  floor,  bony  coal,  with  shale 
below. 

The  bed  was  measured  and  sampled  by  J.  W.  Groves  on  January  15, 1908,  as  de- 
scribed below: 

Section  of  coal  bed  in  No.  t  mine  at  Daw$on, 


Laboratory  No. 
Roof,  bony  ooal. 

Coal... 

Bbalee 

Coal 

Shales 

Coal 

Bbalee 

Coal. 


Floor,  bony  ooal. 
Tnickneasofbed. 


Tbickneas  of  ooal  sampled. , 


28S-D 
JFt,  In. 
0     6 
0 
1 
0 
3 
0 
0 


s 

4 
1 
0 

1 
r 


6     • 

a    4 


•  Not  included  in  sample. 

Sample  256-D  was  measured  in  room  21,  in  east  entry  7,  off  north  entry  1,  6,000 
het  north  of  the  mine  mouth. 

The  bed  was  also  measured  and  sampled  subsequently  by  J.  W.  Groves.  The 
sample  represented  a  9}-foot  cut  of  coal.    No  record  of  the  section  is  available. 

JVofet. — In  1908  part  of  the  coal  from  this  mine  was  made  into  coks;  it  was  crushed 
and  washed  before  coking.  The  shipping  sizes  produced  were  lump,  over  l^-indi 
bar  screen,  screenings,  and  run-of-mine.  The  larger  part  of  the  product  was  xaariseted 
in  £1  Paso,  Tex.,  and  in  Bisbee  and  Douglas,  Aria. 
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For  results  of  tests  of  this  coal  see  mentioQ  of  specific  tests  as  follows— washing 
tests:  IT.  S.  Geol.  Survey  Bull.  368,  pp.  28,  31;  coking  tests:  U.  S.  Geol.  Survey  Bull. 
368,  pp.  44,  50. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  138;  also  U.  S.  Geol.  Survey 

Bull.  368,  p.  19. 

Raton.    Suoarite  Minb. 

Sample. — Bituminous  coal;  Raton  field;  analysis  No.  6286  (p.  138). 

iftn«.— Sugarite;  a  drift  mine  3  miles  northeast  of  Raton,  in  sec.  16,  T.  31  N.,  R. 
24  E.  (private  survey). 

Coal  5«(f.— Sugarite.  Cretaceous  or  Tertiary  age,  Raton  formation.  The  thickness 
is  regular  and  the  bed  lies  nearly  horizontal.    The  roof  and  the  floor  consist  of  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  July  23,  1908,  as  described 

below: 

Section  of  coal  bed  in  the  Sugarite  mine,  near  Raton. 


Laboratory  No 

Roof,  shale. 

Coal« 

Shales 

Coal.A 

Shale* 

Coal 

Floor,  shale. 

Thicknen  of  bed 

Thickness  of  ooal  sampled . 


62S6 
Ft.   in. 
0     3 


0 
0 
0 

4 


4 
6 


6     2 
4      7* 


•  Not  Included  in  sample. 

Notes. — ^The  sample  was  collected  from  a  working  face  in  the  mine,  1,800  feet  from 
the  mouth  and  represented  the  main  bench  only.  The  coal  is  hard,  clean,  coking, 
bituminous,  and  in  1908  was  used  entirely  as  a  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  138. 

Raton.    Habtzbl  Minb. 

Sample. — Bituminous  coal;  Raton  field;  analysis  No.  6285  (p.  138). 

Mine. — Hartzel;  an  abandoned  drift  mine  about  5  miles  northeast  of  Raton,  in  sec. 
10,  T.  31  N.,  R.  24  E.  (private  survey). 

Coal  bed. — Sugarite.  Cretaceous  or  Tertiary  age,  Raton  formation.  The  bed  is 
comparatively  regular  in  thickness  but  in  some  places  is  not  thick  enough  to  be  com- 
mercially valuable  at  the  present  time.    The  bed  has  a  shale  roof  and  a  shale  floor. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  July  21,  1908,  as  described 

below: 

Section  of  coal  bed  in  Hartzel  mine,  6  miles  northeast  of  Eaton. 


LabomtoryNo 

Roof,  shale. 

Coal« 

Shale* 

CoaI« 

Shale* 

Coal 

Shale* 

Coal 

Floor,  shale. 

TbldnieBS  of  bed 

Thickness  of  ooal  sampled . 


(1285 

Ft. 

<». 

0 

11 

8 

0 

0 

6 

0 

6 

0 

9 

0 

li 

2 

10 

8 

n 

3 

7 

•  Not  Indnded  In  sample. 

Notes. — ^The  sample  was  collected  from  a  freshly  cleared  face  50  feet  from  the  mouth 
of  entry  of  the  abandoned  mine.  The  coal  is  hard,  firm,  and  bright,  and  seemingly 
is  a  good  coking  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  138. 
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Baton.    LAimoRB  Psospbot. 

Sample.— BitanoDOOB  coal;  Raton  field;  analyaifl  No.  G287  (p.  138). 

Mine, — ^Latiiiiore;  a  prospect  drift  entzy  in  the  side  of  Johnson's  mesa,  aboat  6  milea 
east  of  Raton,  in  sec.  24,  T.  31  N.,  R.  24  £. 

Coal  M.— Not  named.  Cretaceous  or  Tertiary  age,  Baton  formation.  The  bed 
is  uniform  in  thickness  and  lies  nearly  horizontal.  The  roof  and  the  floor  consist  off 
hard  diale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  July  23,  1906,  as  described 
below: 

Section  ofeoal  bed  in  Latimore  proepeeij  6  fmlee  eaat  of  Raton, 


Laboimtiory  No. 

Boof.aiiale. 

Coal 

Bliale* 

Coal 

Bbale* 

Owl 

Pyilte*.... 

Owl 

Shale* 

Coal 


TydOMMOf  bed , 

TUeiuica  of  coal  sampled. 


FL  la. 

1     1 
S     2 

s    s 

S     4 

?  ,« 
?.? 

14 


«  Not  indoded  In  aample. 

Notes.— The  sample  was  collected  from  a  freshly  cleared  face  off  an  abandoned  entry 
300  feet  from  its  mouth.  The  coal  is  hard  and  clean,  and,  like  most  of  (he  coal  in  this 
field,  is  hig^  grade,  coking,  bituminous. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  138. 

Baton.    Scoop  Minb. 

Sample, — Bituminous  coal;  Raton  field;  analysis  No.  6284  (p.  138). 

Mine. — Scoop;  a  prospect  drift  entry  in  the  north  face  of  Johnson's  Mesa,  about 
10  miles  east  of  Raton,  sec.  10,  T.  51  N.,  R.  25  E. 

Coal  bed. — Not  named.  Cretaceous  or  Tertiary  age,  Raton  formation.  The  roof 
and  the  fioor  are  both  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  July  15,  1908.  The  sample 
represented  4  feet  1  inch  of  coal. 

Notes. — ^The  sample  was  collected  from  a  nearly  dean  face  of  coal  exposed  by  a  land- 
slide in  the  gulch  near  the  Scoop  mine,  which  was  inaccessible  at  the  time  of  investi- 
gation, and  represented  the  entire  thickness  ol  the  bed.  The  coal  is  hard,  brig|it, 
bituminous,  and,  like  most  of  the  coal  of  this  field,  is  probably  coking. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  138. 

Raton.    Dkad  East  Mine. 

Sample. — ^Bituminous  coal;  Raton  field;  analysis  No.  6595  (p.  138). 

Mine. — ^Dead  Easy;  a  drift  mine  in  Spring  Guldi,  in  Yermajo  Park,  about  32  miles 
west  of  Raton. 

Coal  bed. — '  *  Raton. ' '  Cretaceous  age,  about  400  feet  above  the  base  of  the  Verm^o 
formation  of  this  field.  The  roof  is  flhale,  overlain  with  conglomerate.  The  floor  is 
flhale. 


NEW  MEXICO:  COLFAX  COUNTY. 


648 


The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  September  28, 1908,  as  described 
below: 

Section  of  coal  bed  in  the  Dead  Easy  mine,  in  Vermajo  Park, 


Laboratory  No , 

Roof,  ahale. 

Coal* 

Coal,  bonyo 

Coal :. 

Bone* 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


6685 

Ft.  Hu 

I  11 

0  6 

3  f 

0  1 

1  8 

7  7 

6  1 


•  Not  included  in  sample. 

Notes, — ^The  sample  was  collected  from  a  working  face  222  feet  from  the  opening  of 
the  mine.    The  coal  is  hard  and  tough  and  seemingly  is  high-grade  bituminous. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  138. 

Van  Houten.    Willow  Minb. 

Sample. — Bituminous  (7)  coal;  Raton  field  (New  Mexico  No.  3);  analyses  Nos.  3221, 
3222  (p.  138). 

Mine, — ^Willow;  drift  opening  at  Van  Houten. 

Coal  bed. — '* Raton."  Cretaceous  age,  Vermejo  formation.  Thickness,  6  feet  11 
inches. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  May  8, 1906, 
as  described  below: 

Section  of  coal  bed  in  Willow  mine,  at  Van  Houten. 


Laboratory  No 

Roof,ooal. 

Coal 

Shale 

Bone 

Coal 

Shale 

Bone 

Coal 

Shale 

Bony  coal 

Coal 

Bony  coal 

Bone 

Coal 

Shale 

Bone 

Cool 

Floor,  hard,  grav  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


322] 
Ft,  in, 
0    11 

•  0     H 

•  •         «  • 

•  0     2 

•  0      1 


•  0 

•  0 


2 

0 


»  m 


1      5 
•  0      7| 


6 


0    10 


6    II 


n 


Sample  3222  was  taken  in  left  entry  1,  3,000  feet  from  entrance  to  mine. 

Sample  3221  was  taken  in  room  36,  off  right  entry  4,  2,000  feet  northwest  of  entrance 
to  mine. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming  tests: 
U.  S.  Geol.  Siurvey  Bull.  332,  p.  178;  Bureau  of  Mines  Bull.  23,  pp.  65, 171;  producer- 
gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  179;  Bureau  of  Mines  Bidl.  13,  pp.  171, 274; 
cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  332,  p.  180. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  138;  also  U.  S.  Geol.  Survey 
BnU.  332,  p.  178. 
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Van  Hotttbh.    Willow  No.  5  and  Willow  No.  6  Minis. 

Sample.— BitojmnouB  coal;  Raton  field;  analyses  Nos.  6930  and  6931  (Ann  Arbor 
No.  2)  and  analyses  Nos.  6417  and  6418  (p.  139). 

ifin«.— Willow  No.  5  and  Willow  No.  6;  drift  mines  in  sec.  34,  T.  30  N.,  B.  22  E. 
(private  survey),  at  Van  Houten,  on  the  Atchison,  Topeka  &  Santa  Fe  Railroad. 

Coal  bed, — "Raton.''  Cretaceous  age,  Vermejo  formation.  The  thickness  is  rather 
uniform  and  the  bed  lies  nearly  horizontal.  Tlie  roof  is  shale  in  some  places  and 
sandstone  in  others.    The  floor  is  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  25, 1908,  as  described 
below: 

Section  of  coal  bed  in  Willow  No,  6  mine^  at  Van  Houten, 


Laboratory  No 

Roof,  oomdoiiieratic  sandstone. 

Coal 

Bone 

CkNd 

Goal,  bony 

Coal 

Coal,  bony 

Coal 

Shale 

Coal 

Floor.  8hale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


6417,6418 

Ft, 

in. 

1 

3 

0 

1| 

it 

6 

0 

4 

3 

4 

0 

10 

0 

U 

0 

3 

4 

5 

11 

2 

6 

1 

Sample  6417  was  collected  from  a  working  face  in  left  entry  3.  It  represented  only 
the  upper  5  feet  1  inch  of  coal  from  the  upper  bench,  the  bone  partings  being  excluded. 

Sample  6418  represented  the  4  feet  6i  inches  of  coal  in  the  lower  bench,  the  partings 
being  excluded. 

The  bed  was  also  measured  and  sampled  at  two  points  on  December  6,  1908,  by 
K.  M.  Way,  as  shown  below: 

Sections  of  coal  bed  in  Willow  No,  6  and  Willow  No,  6  minett  at  Van  Houten, 


L^boratorrNo 

Roof,  sandstone. 

Bony  coal  a 

Coal. 

Hardshaleo 

Coal 

Bonycoala 

Coal 

Bonycoala 

Coal. 

Shale 

Coal 

Floor,  shale. 

Tbickness  of  ooal  bed. . . . 

Thickoflss  of  ooal  sampled 


9   I0| 
8     3| 


a  Not  included  In  sample. 

Sample  6931  was  taken  500  feet  west  of  opening  of  Willow  No.  5  mine,  in  crosscut 
between  third  and  fourth  entries,  near  room  6.    It  was  dry  when  taken. 

Sample  6930  was  taken  800  feet  south  of  opening  of  Willow  No.  6  mine,  in  room  5, 
off  third  left  entry.    It  was  dry  when  taken. 

Notes. — ^The  coal  from  No.  5  mine  is  harder  than  that  from  the  No.  6  mine;  same 
bed  is  worked  in  both  mines,  but  owing  to  several  basaltic  intrusions  the  physical 
character  is  different.  The  coal  from  both  mines  is  a  coking  coal.  In  1908  the  output 
was  sold  mostly  for  commercial  purposes  and  passed  over  5-inch  screen.  Sizes  smaller 
than  5  inches  were  sold  to  Atchison,  Topeka  A  Santa  Fe  Railroad.    The  daily  output 
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of  No.  5  mine  was  550  tons;  output  of  No.  6  mine  not  stated.    Some  of  the  coal  was 
made  into  coke. 

For  results  of  illuminating  gas  tests  of  this  coal  see  Bureau  of  Mines  Bull.  6,  pp.  37, 47. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  139. 

Yankee.    Yankee  No.  3  Mine. 

/S^omp^^.— Bituminous  coal;  Raton  field;  analysis  No.  6243  (p.  139). 

Jftn^.— Yankee  No.  3;  a  drift  mine  located  at  Yankee,  in  the  NW.  },  SW.  },  sec.  1, 
T.  31  N.,  R.  24  E. 

Coal  bed, — ^Yankee.  Cretaceous  or  Tertiary  age,  Raton  formation.  The  thickness  is 
irregular  and  the  bed  lies  nearly  horizontal.  The  roof  is  shale,  6  inches  thick,  above 
which  is  sandstone.    The  floor  is  soft  shale  which  heaves. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  July  2,  1908,  as  described 

below: 

Section  of  coal  bed  in  Yankee  No.  S  mine,  at  Yankee, 


LaboratoiyNo 

"RooL  sandBtone. 

Sbalea 

Coal 

Bonea 

Coal 

Coal  bony  a 

Coal 

Bone* 

Coal 

Shalea 

Coal 

Bonea 

Floor,  soft  shale. 

Tnickness  of  bed 

Thickiifls^  of  coal  sampled . 


8243 

Ft.  M. 
0     6 
0   10 

0     \k 


0 
0 
0 
0 
0 
0 
2 
0 


1 
6 


6     1 

4  ^ 


•  Not  included  in  sample. 

Notei. — ^The  sample  was  collected  from  a  working  face  1,000  feet  from  the  mouth 
of  the  main  entry.  The  coal  is  of  fair  quality  and  cokes.  The  mine  was  in  operation 
when  the  sample  was  taken,  but  was  shut  down  later. 

For  chemical  analysis  of  this  coal  see  part  I  of  this  bulletin,  p.  139. 

Yankee.    Llewellyn  Mine. 

Sample, — Bituminous  coal;  Raton  field;  analysis  No.  6255  (p.  139). 

Mine. — ^Llewellyn;  a  drift  mine  about  3  miles  southeast  of  Yankee,  in  sec.  20,  T. 
31  N.,  R.  25  E. 

Coal  bed. — Not  named.  Cretaceous  or  Tertiary  age,  Raton  formation.  The 
thickness  is  regular  and  the  bed  lies  nearly  horizontal.  The  roof  and  the  floor  consist 
of  soft  shale. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  July  8,  1908,  as  described 

below: 

Section  of  coal  bed  in  Llewellyn  mine,  3  miles  southeast  of  Yankee,  ^ 


Laboratory  No 

Roof,  shale. 

Coal 

Shale* 

Coal 

Bone« 

Coal 

Shale* 

Coal 

Shale* 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled , 


6255 
Ft.  in. 
0     6 


0 
1 
0 
3 
0 
0 
0 
1 


1 
0 

3* 

8 

H 


I  3 


•  Not  included  in  sample. 
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Notes. — The  sample  was  collected  from  a  working  face  in  the  mine  150  feet  from  Uie 
mouth  of  the  main  entry.  The  coal  is  relatively  soft,  but,  like  most  of  the  coals  in 
the  Raton  fidd,  is  a  coking  bituminous  coal.  In  1908  the  mine  was  operated  for 
local  consumption  only. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  139. 

Yankee.    Rbtnolos  Mine. 

Sample. — ^Bituminous  coal;  Raton  field;  analysis  No.  6244  (p.  139). 

Mine. — Reynolds;  a  prospect  drift  mine  2  miles  north  of  Yankee,  in  sec.  30,  T.  32 
N.,  R.  26  E. 

Coal  bed. — Not  named.  Cretaceous  or  Tertiary  age,  Raton  formation.  The  bed  is 
irregular  in  thickness  and  lies  nearly  horizontal.    It  has  a  shale  roof  and  a  shale  floor. 

The  bed  was  measured  and  sampled  by  W.  T.  I.>ee  on  July  2,  1908,  as  described 
below: 

Section  of  coal  bed  in  Reynolds  mine,  t  miles  north  of  Yankee. 


Laboratory  No 

Roof,  shale. 

Coal« 

8hale« 

Coal 

8hale« 

Coal 

Shalea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


fi244 

Ft.  in. 

0  7 

1  0 
0.  9 

0  3 
1 
0 

1  10 

6  5 

4  2| 


3 


a  Not  included  in  sample. 

Notes. — ^The  coal  is  relatively  hard  and  like  most  of  the  coals  of  this  field  will  coke. 
At  time  of  sampling  in  1908  the  mine  had  not  been  equipped  for  production. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  139. 

HcBlNIJGY  OOT7NTY. 

Blackrock.    Zuni  Iin)iAN  School  Mine. 

Sample. — ^Bituminous  (?)  coal;  Durango-Gallup  field;  analysis  No.  3952  (p.  139). 

Mine. — ^Zuni  Indian  School;  about  10  miles  northeast  of  Blackrock. 

Coal  bed. — Not  named.  Cretaceous  age;  in  the  Benton  group,  below  the  Mesaverde 
formation.  The  bed  lies  between  a  shale  roof  and  a  fireclay  floor.  A  section  and 
■ample  were  taken  in  the  mine  by  M.  K.  Shaler  in  1906,  the  section  being  cut  across 
the  full  thickness,  3  feet  4  inches,  of  the  bed,  which  was  without  partings. 

The  sample  was  taken  60  feet  from  the  mouth  of  the  mine. 

Notes. — Coal  from  this  mine  supplies  the  Zimi  Indian  School  at  Blck^krock,  N.  Mex. 
It  is  reported  to  be  a  good  fuel  coal.  In  1906  the  mine  was  opened  by  a  short  entry. 
About  500  tons  a  year  are  mined. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  139;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  423. 

Chaybs.    Tibjbn  Prospect. 

Sample. — Subbituminous  coal;  San  Juan  region;  analysis  No.  2361  (p.  139). 
LocatUm. — ^Tiejen  prospect;  in  T.  16  N.,  R.  11 W.,  16  miles  northeast  of  Chavea.    No 
railroad  connection. 
Coal  bed, — ^No  name.    Cretaceous  age,  Mesaverde  formation. 
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The  bed  mm  measured  and  sampled  in  1905  by  F.  G.  Sduader,  as  shown  below: 
Section  of  coal  bed  m  Tiejen  protpedf  26  miles  northeaet  of  Chavee. 


Labofatory  No. 


C<Ml... 
CCMl... 


Thickneoiofbed 

Thiduuss  of  oool  sampled. 


2261 

Ft.  Hl 
1     8 
0     11 
3     6 


4    lOi 
4     9 


•  Exduded  Irom  sampla. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  139;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  413. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  254;  Bull.  341,  p.  375. 

Glarkyills.    Glark  Mink. 

Sampk. — ^Bituminous  (7)  coal;  Durango-Gallup  field;  analysis  No.  2434  (p.  139). 

Mne.—Ciuk,  at  GlarkvUle,  4  miles  west  of  north  of  Gallup,  in  sec.  14,  T.  15  N. 
E.  19  W. 

OmI  bed, — Glark.  Gretaceous  age,  Mesaverde  formation;  it  is  the  third  in  ascend- 
ing wder  of  five  beds  at  Glarkville,  but  is  the  only  one  that  was  mined  in  1906.  The 
bed  has  A  shale  roof  and  fireclay  floor;  thickness  varies  from  4}  to  8^  feet. 

A  section  and  sample  were  taken  in  the  mine  by  M.  K.  Shaler  in  1906,  the  section 

being. as  follows: 

Section  of  coal  bed  in  CUuk  mvne^  at  ClarkviUe. 


LatMntoryNo. 


BooTdiBlB. 

Cod 

Cool,  bony  • 

Cool 

8IisIb« 

Cool 

Floor,  flndoy. 

TlkiokikBss  of  bod 

niksknen  of  oool  sampled. 


2434 
J^f .  Hl 

3  0 

1  0 

2  0 
0  3 

3  3 

8  6 

7  3 


•  Not  Inoladed  In  sample. 

Notee. — The  coals  of  this  district  make  good  fuel,  but  have  not  been  satisfactorily 
coked.    They  are  at  about  the  same  horizon  as  the  beds  mined  at  Gallup,  N.  Mex. 

For  chemical  anal3rses  of  this  coal  see  part  I  of  this  bulletin,  p.  139.  Also  U.  S. 
Geol.  Survey  Bull.  285,  p.  258. 

Glarkvillb.    St.  Michabls  Indian  School  Mike. 

Sample, — Subbituminous  coal;  Gallup  field;  analysis  No.  4112  (p.  139). 

Mine. — St.  Michaels  Indian  School,  14  miles  nortliwest  of  Glarkville  and  14  miles 
southeast  of  Fort  Defiance,  Ariz. 

Oool  bed. — ^Nbt  named.  Gretaceous  age,  Mesaverde  formation.  The  bed  has  a 
sandstone  roof  and  a  shale  flow;  dip,  about  2^  SB. 

A  section  of  the  bed  and  a  sample  of  the  coal  were  taken  by  M.  K.  Shaler  in  1906. 
The  section  represented  4  feet  5  inches  of  coal.  The  sample  was  taken  from  a  fresh 
stock  pile. 

NoUi, — ^In  1906  this  mine  had  for  16  years  supplied  coal  for  the  Navajo  Indian 
Agency  at  Fort  Defiance.  About  600  tons  was  mined  annually.  The  coal  is  not 
known  to  be  coking. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  139;  also  U.  B. 
Geol.  Survey  Bull.  316,  p.  423. 


648 


AKALY8ES  OF  GOALS. 


Oalluv.    Otsro  Mink. 

fi^amp2e.— Subbitominous  coal;  Gallup  field;  (New  Mexico  No.  2)  analyses  Nis. 
1027,  1028,  1029,  1038  (pp.  139,  140). 

Mine. — Otero;  a  slope  and  drift  mine  in  the  Ghdlup  district,  1^  miles  east  of  QaUup, 
in  the  NE.  i  NW.  {  sec.  14,  T.  15  N.,  R.  18  W.,  on  the  Atchison,  Topeka  &  Santa  Fe 
Railroad. 

Coal  hed.'-Thiee  beds  are  worked  at  Ghdlup,  designated  locally  the  Crown  Point, 
the  Thatcher,  and  the  Otero.  They  are  of  Cretaceous  age,  Meeaverde  (?)  formation. 
The  Crown  Point  bed,  which  was  not  being  worked  when  the  mine  was  sampled,  lies 
11  feet  above  the  Thatcher,  and  the  latter  is  88  feet  above  the  Otero.  Thickness  of 
beds  fairly  uniform.  The  Thatcher  bed  is  generally  clean,  but  in  places  has  lenses  of 
dirty  coal,  one  of  which  was  included  in  the  sample. 

l^h  bed  was  measured  and  sampled  at  one  point  by  M.  R.  Campbell,  August  15, 
1904,  as  described  below: 

Sections  of  coal  beds  in  Otero  mine,  1\  miles  north  of  Gallup, 


Section 

Laboratory  No, 


Coal... 

8hato«. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled , 


A 

1Q27 
Ft.  in. 
3     6 

0  8 

1  6 


6     6 
4    10 


BandC 

1028,1029 

Ft.  in. 

4     0 


4     0 
4     0 


D 

103S 
Ft.  in. 
1     2 
0     9 
8     2 


5      1 
4     4 


•  Not  indaded  In  sample. 

Section  A  (sample  1027)  was  measured  in  the  Crown  Point  bed,  400  feet  from  the 
mine  mouth. 

Sections  B  and  C  (samples  1028, 1029)  were  measured  in  the  Thatcher  bed,  500  feet 
from  the  mine  mouth. 

Section  D  (sample  1038)  was  measured  in  the  Otero  bed,  about  2,000  feet  from  the 
mine  mouth. 

Notes. — ^The  coal  from  this  mine,  like  that  from  others  in  the  field,  is  soft  and  friable 
and  makes  much  slack.  In  1904  the  lump  coal  was  shipped  west,  much  of  it  reaching 
the  Pacific  coast.  The  pea  coal  was  used  imder  the  boiler  at  the  plant.  The  dust 
separated  from  the  coal  in  screening  was  wasted  for  the  most  part. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  753;  Bull.  261,  p.  82;  Bureau  of  Mines 
Bull.  23,  p.  65;  briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1447;  Bull. 
261,  p.  162. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  139, 140;  also  U.  S.  Geol.  Sur- 
vey Prof.  Paper  48,  p.  241;  Bull.  261,  p.  50;  Bull.  316,  p.  423. 

Gallup.    Weaver  Mine. 

Sample. — Subbituminous coal;  Ckdlup  field;  (New Mexico  No.  1)  analyses  Nos.  1023, 
10^,  1025,  1026  (p.  140). 

Mine.  —Weaver;  a  slope  and  drift  mine  in  the  SE.  i  sec.  34,  T.  16  N.,  R.  18  W.,  in 
the  Gallup  district,  3  miles  north  of  Gallup,  on  the  Santa  Fe  system. 

Coal  beds. — Often  designated  locally  the  3  and  the  3^.  They  are  of  Cretaceous  age, 
Meeaverde  (?)  formation.  Thickness,  6urly  uniform;  roof  of  both  beds,  hard  sandstone 
underlain  in  3}  bed  with  1}  inches  of  "draw  slate"  that  is  taken  down  in  mining. 
In  both  beds  the  floor  is  clay.  At  the  time  of  sampling,  the  coal  in  both  beds,  so 
far  as  observed,  was  dean,  the  beds  being  free  from  parting  or  lenses  of  shale  or  "sul- 
phur."   The  beds  are  separated  by  about  5}  feet  of  sandstone. 
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Each  bed  was  meMured  and  aampled  at  one  point  by  M.  R.  Campbell  in  1904. 

Section  A  (aampleB  1023, 1024)  waa  measured  in  No.  3  bed,  about  2,000  feet  in  the 
mine.    Each  sample  represented  4  feet  1  inch  of  coal. 

Section  B  (samples  1025,  1026)  was  measured  in  No.  3}  bed,  about  600  feet  in  the 
mine.    Each  sample  represented  6}  feet  of  coal. 

Notes. — ^Tfae  coal  from  these  mines,  like  that  from  many  others  in  this  field,  is  friable. 
In  1904  the  coal  was  usually  screened  over  a  ^-inch  screen,  and  that  which  went  over 
was  sometimes  screened  over  a  4-inch  screen,  separating  it  into  lump  and  engine  coal. 

The  output  of  the  mine  in  1904  was  1,500  tons  a  day.  The  laiger  part  of  the  lump 
coal  was  shipped  to  the  Pacific  coast  and  to  intermediate  points.  The  engine  coal  was 
taken  by  the  Santa  Fe  system.  The  pea  coal  was  used  by  the  railroad  for  boilers  at 
pumping  stations.    Most  of  the  slack  was  wasted. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  745;  Bull.  261,  p.  82;  Bureau  of  Mines 
Bull.  23,  p.  65;  briquetting  tests:  U.  S.  Geol.  Survey  Piof.  Paper  48,  p.  1446;  Bull. 
261,  p.  161. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  140;  also  U.  S.  Geol.  Survey 
Fhxf.  Piiper  48,  p.  240;  Bull.  261,  p.  49;  Bull.  316,  p.  423. 

BIO  ABJtIBA  COT7NTT. 

LUMBERTON.     BunNS-BlOOB  MiNE. 

Sampk, — Bituminous  (coking)  coal;  Monero  field;  analysis  No.  5761  (p.  140). 

Mine. — Burns-Biggs;  in  sec.  8,  T.  31  N.,  R.  1  W.,  about  1}  miles  southwest  of  Lum* 
berton. 

Coal  bed. — ''No.  1."  Cretaceous  age,  Mesaverde  formation.  Thickness,  fairly  uni- 
form; dip,  about  5^  W.;  roof,  sandstone;  floor,  clay  shale. 

The  bed  was  measured  and  sampled  by  J.  H.  Grardner  on  July  8,  1908.  The 
■unple  represented  3  feet  of  clear  coal,  the  tiiickness  of  the  bed. 

The  sample  was  taken  about  200  feet  down  the  main  slope. 

NoU$. — ^This  coal  bed  is  about  on  the  horizon  of  the  beds  mined  at  Monero,  N.  Mex., 
in  the  next  township  east.  The  coal  was  reported  by  the  manager  of  the  mine  to  be  a 
coking  coal,  as  shown  by  practical  tests  on  a  commercial  scale.  It  is  hard  and  black 
and  is  classed  as  bituminous. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  140;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  363. 

MoNEBO.    KuTz  Mine. 

SampU. — ^Bituminous  coal;  Monero  field;  analysis  No.  2121  (p.  140). 

Mine. — Kutz;  at  Monero,  in  sec.  17,  T.  31  N.,  R.  1 E.,  on  the  Denver  A  Rio  Grande 
Railway. 

Coal  bed. — ^Upper.    Cretaceous  age,  Mesaverde  formation.    Dip,  4}^  W. 

Hie  bed  was  measured  and  sampled  in  1905  by  F.  C.  Schrader  and  M.  K.  Shaler. 
The  bed  showed  3  feet  5  inches  of  clear  coal.  The  bed  lies  50  feet  above  the  lower 
coal  bed. 

JVote.— Much  of  the  output  was  sold  to  the  Denver  A  Rio  Grande  Railroad. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  140;  also  U.  S.  Ged. 
Survey  Bull.  285,  p.  258;  BuU.  341,  p.  363. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  247. 
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MoNERO.    Rio  Arriba  Mins. 

Sample, — BituminouB  coal;  Monero  field;  analysis  No.  2122  (p.  141). 

iffiM.— Rio  Airiba;  in  sec.  7.  T.  31  N..  R.  1  £. 

Coal  bed, — Lower  (40-inch).  Cretaceous  age,  Mesaverde  formation.  The  bed  is 
about  33i  inches  thick  at  the  point  of  sampling. 

A  measured  section  of  the  bed  showed  2  feet  9}  inches  of  coal,  which  was  included 
in  the  sample. 

Ab<e.— The  total  output  in  the  year  1906  was  26,000  tons,  which  was  mostly  sold 
to  the  Denver  A  Rio  Grande  RaUroad. 

For  diemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  141;  also  U.  8. 
Geol.  Survey  Bull.  341,  p.  363. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  286,  p.  258;  Bull.  341,  p.  352. 

SAMDOVAL  COT7NTY. 

Aloodonss.    Sloan  Minb. 

SampU, — Bituminous  coal;  Una  del  Gate  field;  analsrsis  No.  1013  (p.  141). 

Mvne,—8\o9Ji;  in  sec.  17,  T.  13  N.,  R.  6  E.,  12  miles  southeast  of  AJgodones.  No 
railroad  connection. 

Coal  bed, — Hopewell.    Cretaceous  age,  Mesaverde  (?)  formation. 

The  bed  was  measured  and  sampled  on  August  18,  1904,  by  M.  R.  Campbell,  as 
shown  below: 

Section  of  coal  bed  in  Sloan  mine,  It  tniUe  iotUheatt  o/Algodonee, 


LtbontoryNo. 


Oosl... 
Blial0«. 
Coal... 


Thickness  of  bed , 

Thiotmis  of  ooal  sampled. 


lOU 
Ft   ta. 
1     9 

?     ? 


>    4 
t    0 


•  Excluded  from  itample. 

The  sample  was  taken  in  drift,  about  20  feet  from  entrance.  The  coal  bed  is  badly 
faulted  at  this  place. 

For  chemical  analyses  of  this  coal,  see  part  I  of  thia  bulletin,  p.  141;  also  U.  8. 
Geol.  Survey  Prof.  Fkiper  48,  p.  271;  Bull.  316,  p.  430. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  316,  pp.  429-430. 

Aloodonbs.    Haoan  Mine. 

Sample, — Bituminous  coal;  Una  del  Gato  field;  analysis  No,  1012  (p.  141). 

ifine.— Hagan;  in  sec.  33,  T.  13  N.,  R.  6  E.,  14  miles  southeast  of  Algodones  and 
27  miles  northeast  of  Albuquerque.    No  railroad  connection. 

Coal  bed, — Hopewell.  Oetaceous  age,  Mesaverde  (?)  formation.  Thickness,  aver- 
ages 4  feet;  dip,  15^  N£.;  roof  and  floor,  massive  sandstone;  cover,  700  feet. 

The  bed  was  measured  and  sampled  on  August  17, 1904,  by  M.  R.  Campbell.  The 
sample  represented  4  feet  1  inch  of  clear  coal.  It  was  obtained  in  the  main  slope,  700 
feet  from  mine  entrance. 

Note. — ^The  bed  ii  generally  free  from  shale  or  clay  partings.  The  coal  is  hard 
and  bright;  it  is  used  commercially. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  141;  also  U.  S. 
Geol.  Survey  Prof.  Fiiper  48,  pp.  106,  271;  BuU.  316,  p.  430. 
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SAN  JUAN  COT7NTT. 
Fbutiiand.    Youno  or  Stephens  Mine. 

Sample. — SubbituminouB  (?)  coal;  Durango  field;  analysis  No.  2464  (p.  141). 

Mine.—Yovaig  or  Stephens;  in  the  NW.  i  SW.  i  sec.  4,  T.  29  N.,  R.  15  W.,  1} 
miles  northwest  of  Fruitland. 

At  the  time  this  mine  was  sampled  there  was  no  railroad  connection;  but  since 
then  a  branch  of  the  Denver  A  Rio  Grande  has  been  built  southward  from  Durango, 
and  now  it  may  connect  with  this  mine. 

Coal  bed. — Carbonero.    Cretaceous  age,  "Laramie"  (7)  fonnation. 

The  bed  was  measured  and  sampled  in  1905  by  F.  C.  Schrader  and  M.  K.  Shaler, 
as  shown  below: 

Section  of  coal  bed  in  Young  or  Stephene  mine,  H  miles  northwest  o/Fruitkmd. 


Laboratory  No , 

Boof.  shale. 

CW« 

Coal,  bony  a 

Coala y. 

Bhalea 

Coal« 

Shale* 

Coal 


Thickness  of  bed 

Thickness  at  coal  sampled. 


2464 

Ft. 

ta. 

4 

0 

0 

6 

6 

.0 

0 

2 

2 

0 

0 

2i 

5 

0 

IS 

10| 

f 

0 

•  Not  included  in  sample. 

The  sample  was  obtained  at  end  of  drift,  100  feet  from  entrance. 
Note. — The  coal  was  used  for  local  consumption  at  time  of  sampling  in  1905. 
The  total  output  in  the  fiscal  year  1910  was  833  tons. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  141;  also  U.  S. 
Geol.  Survey  Bull.  285,  p.  258;  Bull.  316,  p.  423. 
For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  316,  p.  398. 

Pendleton.    Jones  Mine. 

Sample. — Subbituminous  (7)  coal;  Durango  field;  analjrsis  No.  2465  (p.  141). 

Mine.— Jonea;  in  sec.  21,  T.  32  N.,  R.  13  W.,  1}  miles  northwest  of  Pendleton.  No 
railroad  connection  at  time  of  sampling. 

Coal  bed. — Carbonero.    Cretaceous  age,  ''Laramie"  (?)  formation.    Dip,  25^  SE. 

The  bed  was  measured  and  sampled  in  1905  by  F.  C.  Schrader  and  M.  K.  Shaler. 
The  bed  is  48+  feet  thick.  The  part  sampled  is  7  feet  thick,  but  the  position  of  this 
7  feet  of  coal  with  regard  to  the  entire  bed  was  not  given. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  141;  also  U.  S. 
Geol.  Surv.  Bull.  285,  p.  258;  Bull.  316,  p.  423. 

Putnam.    Pueblo  Bonita  Mine. 

Sample. — Subbituminous  coal;  Chaco  field;  analysis  No.  3823  (p.  141). 

Mine. — Pueblo  Bonita;  1  mile  west  of  Putnam,  in  T.  21  N.,  R.  11  W.,  on  the  south 
wall  of  Chaco  Canyon. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age,  in  the  upper  strata  of  the  Mesaverde  forma- 
tion.   A  shallow  drift  has  been  opened  into  the  bed  for  the  purpose  of  supplying  coal 
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to  a  local  store  at  Putnam;  at  this  point,  60  feet  from  the  mouth,  a  section  and  sample 
were  taken  by  M.  K.  Shaler  on  September  16, 1906,  the  section  being  as  follows: 

Section  of  coal  bed  in  Pueblo  Boaita  nu7i«,  1  mile  west  o/PtUnam. 


Laboratory  No , 

Roof,  massive  sandstone. 

Coal,  bony* 

Coal 

Coal,  bonya 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled 


3821 

Ft. 

In. 

1 

0 

3 

8 

0 

4 

2 

4 

7 

13 

G 

0 

•  Not  Included  ia  sample. 

The  sample  was  taken  60  feet  from  the  mouth  of  the  mine. 

Notes. — ^The  coal  is  considered  a  good  fuel,  and  is  easily  mined  on  account  of  the 
massive  sandstone  roof.  A  very  small  amount  had  been  used  at  the  time  of  sampling 
in  1906. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  141;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  423. 

Tiz  Natzin.    Local  Minb. 

Sample. — Subbituminous  coal;  Chaco  field;  analysis  No.  3811  (p.  141). 

Mine,— A  local  mine  at  Tiz  Natzin,  in  T.  23  N.,  R.  14  W.,  25  miles  northwest  of 
Putnam,  and  2  miles  up  Coal  Greek  from  Rio  Ghaoo. 

Coal  bed. — The  coal  is  of  Cretaceous  age,  in  the  upper  strata  of  the  Mesaverde 
formation. 

At  a  shallow  drift  made  to  supply  coal  for  a  local  store,  a  sample  and  section  were 
taken  by  M.  K.  Shaler  in  1906,  the  section  being  as  follows: 

Section  of  coal  bed  in  drift  at  Tiz  Natzin. 


LiUMratory  No.. 
Boof.  sandstone. 

Coal* 

Coal,  bonya. 

Coal. 


Floor,  fire  day. 

Thickness  of  bed. 


Thickness  of  coal  sampled . 


3811 

FLin. 

1  8 

0  l» 

t  2 

6  t 

8  2 


•  Not  included  in  sampla. 

The  sample  was  taken  in  50-foot  drift,  presumably  at  breast. 
Note. — ^The  coal  makes  a  quick  hot  fire,  and  leaves  a  light,  white  ash. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  141;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  423. 

SAN  XZaiTEL  COX7NTT. 

PXOOS.     COWLES  MiNS. 

Sample. — Subbituminous  (?)  coal;  Pecos  field;  analysis  No.  6862  (p.  141). 

Mine.— Cowlw;  6i  miles  north  of  Pecos,  in  the  NE.  i  N£.  i,  sec.  28,  T.  18  N.,  R. 
12  E. 

Coal  bed, — Cowles.  Carboniferous  age,  Pennsylvanian  series,  thus  being,  in  respect 
to  age,  an  exception  to  the  coals  in  the  Rocky  Mountain  province.    The  bed  is  opened 
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by  a  drift  in  the  west  cliffs  of  the  Pecos  River.  The  thickness  of  the  bed  is  irregular. 
The  roof  and  the  floor  are  shale. 

The  bed  was  measured  and  sampled  by  J.  H.  Gardner  on  April  23, 1908.  The 
sample  included  1  foot  3  inches  of  coal. 

NoteB, — ^This  coal  has  been  mined  for  fuel  in  connection  with  the  mining  of  metallic 
ores.  The  bed  is  7  to  15  inches  thick,  and  there  is  a  high  percentage  of  ash  in  the 
coal  produced.  This  ash  is  largely  in  the  form  of  thin,  shaly  layers  in  the  bed  which 
can  not  be  separated  except  by  washing. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  141;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  450. 

SANTA  FB  COXTNTY. 
Madrid.    Madrid  No.  1  Mms. 

Sample, — ^Anthracite  coal;  Cerillos  field;  analysis  No.  6153  (p.  141). 

Mine, — ^Madrid  No.  1;  at  Madrid,  on  Ortiz  land  grant,  about  4  miles  southwest  of 
Cerillos  on  the  Santa  Fe  System. 

Coal  bed, — ^White  Ash  (7).  Cretaceous  age,  probably  Mesaverde  formation. 
Thickness,  irregular;  roof,  thin  hard  shale  overlaid  with  sandstone;  above  the  sand- 
stone is  a  5-foot  layer  of  shale,  above  which  is  an  80-foot  lava  sill;  floor,  hard  shale. 

The  bed  was  measured  and  sampled  200  feet  down  main  entry  by  J.  H.  Gardner  on 
April  10,  1908,  the  section  representing  2  feet  10  inches  of  coal. 

Noten. — ^This  coal  is  anthracite,  probably  having  been  metamorphosed  by  an  intru- 
sion of  igneous  rock  above  the  bed,  as  shown  in  the  section  at  the  mine.  The  same 
coal  bed,  one-fourth  mile  north  of  this  mine  beyond  the  boundary  of  the  sill,  is  bitu- 
minous coal.  (See  laboratory  No.  6154.)  The  coal  from  the  Madrid  mine  compares  ' 
favorably  in  fuel  value  with  Pennsylvania  anthracites.  In  1908  it  was  used  in  various 
cities  of  the  West  and  Southwest  and  was  shipped  to  some  extent  to  the  Pacific  coast. 

The  coal  was  broken  and  assorted  into  various  sizes. 

F(v  chemical  analysed  of  this  coal,  see  part  I  of  this  bulletin,  p.  141. 

Madrid.    Whttb  Ash  Mms. 

Sample, — ^Bituminous  coal;  Cerillos  field;  anal3rBi8  No.  6154  (p.  141). 

Mine, — ^White  ash;  at  Madrid  on  Ortiz  land  grant,  about  4  miles  southwest  of  Cerillos 
on  the  Santa  Fe  Railroad. 

Coal  6e(/.— White  Ash.  Cretaceous  age,  probably  Montana  group.  Roof,  shale 
overlaid  with  sandstone;  floor,  shale. 

The  bed  was  measured  and  sampled  by  J.  H.  Gardner  on  April  10,  1908.  The 
sample  represented  4  feet  6  inches  of  clear  coal.  The  sample  was  taken  in  the  main 
entry,  120  feet  in. 

Notei,— The  coal  is  bituminous,  though  it  is  from  the  same  bed  as  the  **  Anthracite 
No.  1."  (See  laboratory  No.  6153.)  This  coal  is  considered  a  high-grade  fuel  coal, 
and  in  1908  was  shipped  to  various  markets  in  the  Southwest. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  141. 

80GOBBO  COX7NTT. 

Carthage.    Bernal  Mms. 

Sample,— Bitwoamova  coal;  Carthage  field  (Denver  No.  31);  analyses  Nos.  890-D, 
889-D  (p.  141). 

Mine, — Bernal;  a  slope  mine  near  Carthage. 

Coal  bed, — Carthage.  Cretaceous  age,  Mesaverde  formation.  Thickness,  fairly 
tmiform. 
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The  bed  was  measured  and  aamplei  in  1908  by  K.  M.  Way,  as  eihown  below: 

Section  of  coal  bed  in  Bemal  mine  near  Carthage, 


8eetkm 

Labonitory  No 

Roof,  bone  coal,  sandstone. 

Coal 

Bbalea 

Coal 

Bhale  and  sulphur  a 

Solpliur 

Coal 

Bastard  fire  clays 

Coal : ,. 

Coal  and  shale 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled. 


A 

B 

S90.D 

88»-D 

Ft,  in. 

F,.iik 

1      U 
0      11 

1     2 

0     6 

1      2 

0     6\ 

0      i 

•  •         a  ■ 

>•    •• 

0        ( 

1        1 

1     7V 

0      2 

0     3 

0     8 

1     6| 

(T 

••    •• 

0     8) 

••         a  a 

6     2! 

5  n 

4  m 

4    10! 

•  Not  included  In  sample. 

Section  A  (sample  890-D)  was  measured  870  feet  south  of  the  slope  mouth,  in  left 
dip  2. 

Section  B  (sample  889-D)  was  measured  700  feet  south  of  the  slope  mouth,  in  room 
2,  off  right  entry  1. 

Note$, — ^The  coal  was  eihipped  to  towns  in  the  Southwest  and  to  railroads  in 
Mexico. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows:  Washing  tests: 
Bureau  of  Mines  Bull.  5,  p.  32;  coking  tests:  Bureau  of  Mines  Bull.  5,  p.  56. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  141. 

Garthaob.    Helton  Minb. 

Sample. — ^Bituminous  (coking)  coal;  Carthage  field;  anal3rBiB  No.  0004  (p.  141). 

i^t7i«.— Hilton;  in  the  NE.  i  NE.  i  sec.  15,  T.  5  S.,  R.  2  E.,  at  Cartha3:e,  on  the 
New  Mexico  Midland  Railroad. 

Coal  bed. — Carthage.  Cretaceous  age,  probably  Meeaverde  formation.  The  same 
bed  is  mined  at  the  Bemal,  Government,  and  Allaire  mines  in  the  Carthage  field. 
Thickness,  fairly  uniform;  dip,  extremely  variable.  Strata  much  faulted;  roof)  sand- 
stone with  discontinuous  intervening  thin  shale  which  does  not  fall  with  the  coal; 
floor,  clay  shale;  cover  varies  from  50  to  over  300  feet. 

The  bed  was  measured  and  sampled  at  a  point  1,500  feet  down  the  main  slope  by 
James  H.  Gardner  on  April  30, 1908.    The  sample  represented  5  feet  of  clear  coal. 

Notes, — ^The  coal  from  this  mine  is  known  to  be  coking,  for  it  was  once  coked  at 
San  Antonio,  N.  Mex.,  on  a  commercial  basis.  In  1908  it  was  used  in  £1  Paso  and 
other  southwestern  points  as  a  high-grade  fuel.  There  was  no  slack  wasted  in  min- 
ing. 

For  chemical  analsrses  of  this  coal,  see  part  I  of  this  bulletin,  p.  141;  also  U.  S. 
Geol.  Survey  Bull.  381,  p.  458. 

NORTH  DAKOTA. 

BILLXNGS  COUNTY. 

Beach.    Open  Prr. 

Sample.— Lignite;  Sentinel  Butte  field;  analysis  No.  5779  (p.  142). 

Mine.— An  open  pit  in  the  NW.  i  sec.  16,  T.  141  N.,  R.  105  W.,  8  mfles  north  of 
Beach,  on  the  Northern  Pacific  Railway. 

LigniU  bed. — Nine  workable  beds  of  lignite  are  known  in  the  Sentinel  Butte  field. 
They  are  generally  variable  in  thickness  and  extent,  but  some  have  been  traced 
for  miles.    This  bed  ia  one  of  four  in  what  ia  termed  the  Medora  group.    It  has  no 
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local  name,  but  is  dedgnaXed  as  bed  "E."    It  is  of  Tertiary  (Eocene)  age,  Fort  Union 
formation.    Thickness,  rather  variable.    The  bed  has  a  ^ight  dip  to  the  northeast, 
probably  not  more  than  20  feet  to  the  mile.    The  character  of  the  roof  and  the  floor 
varies  greatly.    The  bench  sampled  is  free  from  partings. 
The  bed  was  measured  and  sampled  in  1907  by  G.  D.  Smith,  as  shown  below: 

Section  of  lignite  bed  in  local  mine,  8  miles  north  of  Beach, 


'LtlbanXatj'So. 
Rool  Tariablo. 

Lignite  •.. 

Claya 

Lignite*.. 

Hay* , 

Lignite 


Thiolnwwofbed 

Thickness  of  lignite  sampled 


5779 

Ft.  in. 

2  2 

0  6 

0  S 

0  6 

S  6 


9     X 
S     6 


•  Not  Included  in  sample. 

The  bed  is  mined  by  stripping  at  the  place  where  this  sample  was  taken,  and  there- 
fore the  sample  represented  somewhat  weathered  lignite.  No  visible  impurities  occur 
in  the  part  of  the  bed  sampled. 

JVbtei.— The  lignite  from  this  mine,  like  that  found  generally  in  the  western  half 
of  North  Dakota,  is  tough  and  woody  when  freshly  mined,  but  upon  exposure  soon 
''slacks"  or  crumbles.  In  1906  the  output  was  used  exclusively  by  ranchers  for 
domestic  purposes. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  142;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  35. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  18. 

Beach.    Open  Pit. 

Sample. — Lignite;  Sentinel  Butte  field;  analysis  No.  5781  (p.  142). 

Xooa^ton.— Open  pit,  in  the  NW.  \  sec.  8,  T.  141  N.,  R.  105  W.,  9  miles  north  of 
Beach,  on  the  Northern  Pacific  Railway. 

lAiffniU  bed. — The  bed  is  in  the  Fort  Union  formation  of  Tertiary  age.  It  has  no 
local  name,  but  is  designated  in  a  report  on  the  field  as  bed  ''£.*'  It  is  rather  irreg- 
ular in  thickness  and  has  a  very  slight  dip  to  the  northeast — about  20  feet  to  the  mile. 
Roof  and  floor  vary  greatly  in  character. 

The  bed  was  measured  and  sampled  in  1907  by  0.  D.  Smith,  as  shown  below: 

Section  of  lignite  bed  in  an  open  pit^  9  miles  north  of  Beach. 


LaboiatonrNo... 
Roof,  saoay  day. 

Lignite 

Clay,  sandy  •. 

Ll^iite* 


Thickness  of  bed 

Thickness  of  lignite  sampled. 


5781 

Ft.  in, 
6  6 
0  8 
3     0 


10     2 
tt     6 


•  Not  included  in  samide. 

The  bed  is  mined  by  stripping  at  the  point  where  this  sample  was  taken,  and  the 
sample  therefore  represented  more  or  less  weathered  lignite.  No  visible  impurities 
occur  in  the  part  of  the  bed  sampled. 

Notes. — The  lignite  from  this  mine,  like  that  found  generally  in  the  western  half 
of  North  Dakota,  is  tough  and  woody  when  freshly  mined,  but  upon  exposure  soon 
"slacks"  and  crumbles.    In  1907  it  was  used  exclusively  for  domestic  purposes. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  142;  also  U.  8. 
Geol.  Survey  Bull.  341,  p.  35. 

For  geologic  relations  see  IJ.  8.  Geol.  Survey  Bull.  341,  p.  18. 
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Beach.    Open  Pit. 

Sample. — ^Lignite;  Sentinel  Butte  field;  analysis  No.  5782  (p.  142). 

Mine. — ^An  open  pit,  in  sec.  25,  T.  139  N.,  R.  105  W.,  9  miles  southeast  of  Beach, 
on  the  Northern  Pacific  Railway. 

Lignite  bed. — ^The  bed  has  no  local  name,  but  is  designated  in  a  report  on  this  field 
as  bed  ''F."  It  is  of  Tertiary  age,  Fort  Union  formation.  The  slight  dip,  xxxvibly 
20  feet  to  the  mile,  is  northeastward. 

The  bed  was  measured  and  sampled  in  1907  by  G.  D.  Smith,  as  shown  below: 

Section  of  lignite  bed  in  an  open  pit,  9  miles  southeast  of  Beach. 


Laboratorr  No 

Roor  sandy  day.  weathered. 

Lignite,  weathered  a 

Clay  a 

Li^te  (base  concealed) 

Thickneas  of  bed 

Thickness  of  Upiite  sampled. 


5782 

Fi.  in. 
8  0 
0  10 
7     0 


U    10 
7     0 


•  Not  tndaded  In  sample. 

The  sample  was  taken  from  an  open  pit  where  the  lignite  is  stripped  for  local  uae. 

Notes. — ^The  lignite  at  this  mine  was  more  or  less  weathered,  hence  only  the  lower 
bench  was^unpled.  Like  that  found  generally  in  the  western  half  of  North  Dakota, 
it  is  tough  and  woody  when  freshly  mined,  but  upon  exposure  soon  "slacks"  or  crum- 
bles.   In  1907  it  was  used  exclusively  for  domestic  purposes. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  142;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  35. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  18. 

Medora.    Medoba  Mine. 

Sample. — Lignite;  Sentinel  Butte  field;  analysis  No.  2428  (p.  142). 

iAn«.— Medora,  a  drift  mine  in  sec.  26,  T.  140  N.,  R.  102  W.,  at  Medora. 

Lignite  bed. — ^The  lignite  is  of  Tertiary  (early  Eocene)  age.  Fort  Union  formation, 
and  is  designated  bed  *'0"  of  the  Medora  group.  It  is  moare  persistent  and  thicker 
than  the  other  beds  (B,  D,  E)  of  the  Medora  group  in  this  field.  Its  thickness  in  this 
field  is  8  to  16  feet.    It  lies  nearly  flat. 

The  bed  was  measured  and  sampled  by  A.  G.  Leonard  on  October  10, 1905,  as  shown 
below: 

Section  of  lignite  bed  in  the  Medora  mine,  at  Medora. 


Laboratory  No. 

Roof,  shale. 

Lignite 

Claya 

Llgnita*.., 


Thickness  of  bed 

Thickness  of  lignite  sampled. 


Ft.im. 
8  2 
0  3 
0    U 


9     4 
8     2 


•  Not  Included  in  sample. 

The  sample  was  taken  from  the  face  of  the  drift,  about  30  feet  from  its  mouth. 

Notes. — ^The  lignite  from  this  bed,  as  from  the  other  beds  in  the  field,  is  in  general 
tough  and  woody,  and  soon  slacks  on  exposure.  In  1905  it  was  mined  for  local  use 
only. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  142. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  18. 
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Sand  Creek.    Outcrop. 

i^omple.— Lignite;  Sentinel  Butte  field;  analyslB  No.  2000  (p.  142). 

Location. — Outcrop  on  Stillwagon  (Russell)  ranch  on  Sand  Creek,  in  sec.  31,  T.  135  N., 

R.  101  W.,  8  miles  northwest  of  Sand  Creek  post  office. 

Bed. — ^This  lignite  is  of  Tertiary  (early  Eocene)  age.  Fort  Union  formation. 

The  bed  was  measured  and  sampled  by  A.  G.  Leonard  on  July  8,  1905,  as  shown 
below: 

Section  of  lignite  bed  in  outcrop^  8  miles  northwest  of  Sand  Creek. 


Laboratoiy  No 

RooC  shale. 

Lignite  0 

Clay« 

Lis^te 

Shale,  exposed  above oreek  a. 


Thickness  of  bed 

Thickness  of  llgnl  te  sampled . 


2000 

Ft.  in 
3     0 

2  6 
35     0 

3  0 


43      0 
35     0 


a  Not  included  in  sample. 

The  sample  was  collected  from  the  outcrop,  care  being  taken  to  get  material  as  fresh 
as  possible.  The  bed  was  so  thick  that  the  entire  thickness  was  not  sampled,  but  only 
the  top,  middle,  and  bottom.  The  lignite  is  brown  and  is  decidedly  woody  in  places. 
It  slacks  on  exposure.    In  1905  it  had  been  mined  at  the  outcrop  only. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  142;  also  U.  S. 
Geol.  Survey  Bull.  285,  p.  322. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  324. 

Senhnbl  Butte.    Outcrop. 

Sample. — Lignite;  Sentinel  Butte  field;  analysis  No.  2427  (p.  142). 

Location. — Outcrop  near  the  base  of  Sentinel  Butte.  The  outcrop  is  near  the  north- 
eastern comer  of  the  butte,  about  3  miles  south  of  Sentinel  Butte,  in  SE.  i  sec.  5,  T. 
139N.,  R.  104W. 

Liffnite  bed. — Bed  *'  G .  * '  This  bed  is  one  of  the  two  important  beds  (G  and  F)  in  the 
Sentinel  Butte  group  of  lignite  beds  in  this  field.  It  is  of  early  Eocene  age,  Fort 
Union  formation.  The  thickness  varies  somewhat,  ranging  from  3}  to  21  feet,  and  the 
bed  dips  slightly  toward  the  northeast.  . 

The  bed  was  measured  and  sampled  by  A.  G.  Leonard  on  October  9, 1905,  as  shown 
below: 

Section  of  lignite  bed  G  in  outcrop^  3  miles  south  of  Sentinel  Butte. 


Laboratorr  No. . . . 
Roof,  sandy  shale. 

Coal 

Clay  a 

Coal, 


Floor,  clay. 

Thickness  of  bed. 


Thickness  of  llgnl  te  sampled . 


2427 

Ft. 

in. 

14 

U 

0 

3 

6 

11 

21 

2 

20 

11 

a  Not  included  in  sample. 

The  sample  was  collected  from  the  outcrop,  as  fresh  material  as  possible  being  taken. 
On  account  of  the  thickness  of  the  bed,  the  sample  was  taken  only  from  the  top,  middle, 
and  bottom  of  the  bed.    The  lignite  is  brown  and  woody  and  slacks  on  exposure. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  142, 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  29t 
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Sentinel  Butte.    Open  Pit. 

Sample. — ^Lignite;  Sentmel  Butte  field  analyedB  No.  5784  (p.  142). 

Location. — ^An  open  pit;  in  the  SE.  }  sec.  5,  T.  139  N.,  R.  104  W.,  3  miles  south  of 
Sentinel  Butte,  on  the  Northern  Pacific  Railway. 

Lignite  bed. — ^The  bed,  which  has  no  local  name,  has  been  designated  bed  F.  It 
lies  25  to  50  feet  below  bed  G  in  this  field.  It  is  of  Tertiary  age,  Fort  Union  forma- 
tion. Thickness,  fairly  uniform,  ranging  up  to  7  feet.  In  places  too  dirty  to  work. 
Dip,  slight,  about  20  feet  to  the  mile,  northeast.  Roof  and  floor  extremely  variable, 
so  that  it  is  impossible  to  predict  their  character  a  few  yards  from  an  exposure. 

The  bed  was  measured  and  sampled  in  1907  by  G.  D.  Smith,  as  shown  below: 

Section  of  lignite  bed,  S  miles  south  of  Sentinel  Butte. 


Laborattny  No 

Roo^  variable. 

Lignite 

Claya 

Llpdtea 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  lignite  sampled 


5784 

FL 

in. 

14 

0 

0 

3 

6 

11 

21 

2 

14 

0 

a  Not  induded  tn  sample. 

NoUs. — ^The  lignite  is  mined  by  stripping,  and  at  the  time  the  sample  was  collected 
the  face  of  the  bed  was  much  weathered.  Only  the  upper  bench  of  14  feet  was  sam- 
pled, and  this  contained  no  visible  impurities.  The  lignite  from  this  mine,  like  that 
found  generally  in  the  western  half  of  North  Dakota,  is  tough  and  woody  when  freshly 
mined,  but  upon  exposure  soon  slacks  or  crumbles.  It  was  used  exclusively  for 
domestic  purposes. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  142;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  35. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  18. 

BOWMAN  COT7NTY. 

SCRANTON.   SCRANTON  MiNE. 

Sample. — Lignite;  Bowman  County  field;  (Pittsbuig  No.  11)  analyses  Nos.  7499, 
7500  (p.  142). 

Mine. — Scranton;  a  drift  mine  at  Scnmton,  on  the  Chicago,  Milwaukee  A  St.  Paul 
Railroad. 

Lignite  bed. — ''Upper.''  Cretaceous  age,  Fort  Union  formation.  The  bed  is  about 
9  to  11  feet  thick,  with  lignite  roof  and  lignite  floor.    It  lies  nearly  fiat. 

The  bed  was  measured  and  sampled  by  K.  M.  Way  on  March  20, 1909,  as  shown  below: 

Sections  of  lignite  bed  in  Scranton  mine  at  Scranton. 


Laboratory  No 

Roof,  ooal,  alwut  0  feet. 

Coal 

Shale  and  coal 

Coal 

Mother  ooal 

Coal 

Bhale  and  ooal 

Coal 

Bhale  and  ooal 

Coal 

Thleknen  of  bed 

Thicknen  of  ooal  sampled 


7500 
J^  In* 


11     1 
10   10 


9  Not  included  tn  lample. 


NOBTH  DAKOTA:  McLBAN  COUNTY.  659 

Sample  7499  was  taken  700  feet  east  of  opening,  in  fiice  of  butt  entry  2. 

Sample  7500  was  taken  450  feet  north  of  opening,  in  face  of  main  entry. 

The  samples  were  dry  when  taken. 

For  results  of  briquetting  tests  of  this  lignite,  see  Bureau  of  Mines  Bull.  14,  pp. 
31, 32. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  142;  abo  Bureau  of  Mines 
Bull.  14,  p.  31. 

MoKBNZIE  COUNTY. 

Gartwrioht.    Outcrop. 

Sample. — Lignite;  McEenzie  County  field;  analysis  No.  2201  (p.  142). 

Location. — Outcrop,  in  sec.  3,  T.  150  N.,  R.  103  W.,  3  miles  southeast  of  Cartwright. 

Liffnite  bed. — ^Not  named.  Tertiary  (early  Eocene)  age.  Fort  Union  formation.  At 
the  point  of  sampling,  the  bed  is  7  feet  10  inches  thick  and  free  from  partings. 

The  bed  was  measured  and  sampled  by  A.  G.  Leonard  on  August  29,  1905.  The 
sample  represented  7  feet  10  inches  of  lignite. 

The  sample  was  taken  from  the  outcrop,  very  little  lignite  having  been  mined. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  142;  also  U.  S.  Geol.  Survey  Bull. 
285,  p.  322. 

McLEAN  COUNTY. 

« 

Wilton.    Wilton  (Washburn)  Mine. 

Sample.— Liffnte;  Washburn  field;  (North  Dakota  No.  3)  analyses  Nos.  1935,  1938 
(p.  143). 

Mine. — ^Wilton  (Washbiun);  a  shaft  mine  in  the  Wilton  district,  1  mile  east  of  Wilton, 
on  the  Minneapolis,  St.  Paul  &  Sault  Ste.  Marie. 

Lignite  bed.— One  of  several  beds  of  lignite  of  irregular  thickness  and  varying  extent 
found  near  this  locality.  It  is  of  Tertiary  (Eocene)  age.  Fort  Union  formation.  Thick- 
ness, variable;  at  this  mine,  8  to  13  feet  with  a  variable  parting  1}  feet  from  the  bottom. 
Dip  very  slight,  eastward.  Roof,  clayey  shale;  in  mining  2  or  3  feet  of  coal  are  left  for 
a  roof;  floor,  clay,  6  inches  to  3  feet  thick,  underlain  with  1  to  3  feet  of  coal.  The  mine 
shaft  is  60  feet  deep. 

The  bed  was  measured  and  sampled  at  two  points  by  M.  R.  Campbell  on  Augvist  3, 
1905.  The  bed  showed  9  feet  6  inches  of  clear  coal.  Section  A  (sample  1935)  repre- 
sented 6  feet  6  inches  of  coal,  and  section  B  (sample  1938)  represented  5  feet  6  inches  of 
coal;  the  remaining  thickness  of  the  coal  bed  at  points  of  sampling  is  left  in  place  asroof. 

Sample  1935  was  taken  1,570  feet  from  the  shaft. 

Sample  1938  was  taken  3,300  feet  from  the  foot  of  the  shaft,  in  room  36,  of!  east  entry  1, 
north  side. 

Notes. — ^The  lignite  from  this  mine,  like  that  from  others  in  this  field,  is  tough,  and 
slacks  on  exposure.  It  will  not  stand  long  shipment.  The  lignite  is  used  at  points 
along  the  Minneai)olis,  St.  Paul  and  Sault  Ste.  Marie  Railroad  for  household  use  and 
steam  production.  In  1905  this  was  the  largest  and  best  equipped  lignite  mine  in  the 
State.  Its  rated  capacity  was  1,000  to  1,100  tons  per  day.  Tlielazger  part  of  the  product 
was  shipped  to  Bismarck,  Mandan,  and  Jamestown.  The  output  during  the  summer 
was  small;  during  fall  and  winter,  nearly  the  full  capacity  of  the  mine.  The  slack 
was  used  at  the  mine  power  plant  and  was  shipped  to  mills  at  Mandan.  The  lignite 
left  as  a  roof  in  mining  was  ordinarily  taken  down  when  pillars  were  pulled. 

For  results  of  tests  of  this  lignite,  see  mention  of  specific  tests  as  follows — steaming  tests : 
U.  S.  Geol.  Survey  Bull.  290,  p.  138;  Bureau  of  Mines  Bull.,  23,  pp.  65, 172;  producer- 
gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  139;  Bureau  of  Mines  Bull.  13,  pp.  174,  275. 

For  chemical  anal3rses  see  part  I  of  this  bulletin,  p.  143;  also  U.  S.  Geol.  Survey 
BuU.  290,  p.  138. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  pp.  21-26. 
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MOBTON  OOTJNTY. 

Howe.    Outcrop. 

Sample. — Lignite;  Standing  Rock  Reservation;  analysis  No.  7841  (p.l43). 

Zocation.— Outcrop,  in  the  NE.  J  sec.  5,  T.  129  N.,  R.  88  W.,  8  niiles  east  of  Howe 
and  7i  miles  north  of  Morristown  (S.  Dak.).    No  railroad  connection. 

Lignite  bed. — No  name.    Cretaceous  or  Tertiary  age,  Lance  formation . 

The  bed  was  measured  and  sampled  in  1909  by  A.  L.  Beekly.  It  showed  2  feet  2 
inches  of  lignite  at  the  point  of  sampling. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  143. 

Howe.    Outcbop. 

Sample. — Lignite;  Standing  Rock  Reservation;  analysis  No.  7842  (p.  143). 

Location. — Siu^ace  outcrop;  in  the  SE.  }  sec.  4,  T.  129  N.,  R.  88  W.,  9  miles  east  of 
Howe  and  6^  miles  north  of  Morristown  (S.  Dak.). 

Lignite  bed. — ^No  name.    Cretaceous  or  Tertiary  age,  Lance  formation. 

The  bed  was  measured  and  sampled  in  1909  by  A.  L.  Beekly.  The  measurement 
showed  2  feet  6  inches  of  clear  lignite  at  the  point  of  sampling. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  buUetin,  p.  143. 

Howe.    Exposure. 

Sample. — Lignite;  Standing  Rock  Reservation;  analysis  No.  7839  (p.  143). 

Location. — Exposure  in  creek  bank;  on  Cedar  Creek  near  old  Black  Hills  trail  in 
the  SW.  i  sec.  12,  T.  129  N.,  R.  88  W.,  13  miles  east  of  Howe.    No  railroad  connection. 

Lignite  bed. — ^No  name.  Cretaceous  or  Tertiary  age,  Lance  formation.  The  bed  is 
about  3  feet  thick  at  the  point  of  sampling  and  lies  nearly  flat. 

The  bed  was  measured  and  sampled  in  1909  by  A.  L.  Beekly.  The  measurement 
showed  3  feet  of  clear  lignite  at  the  point  of  sampling. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  143. 

8TARK  COUNTY. 
Lbhioh.    Lehioh  Mine. 

Sample. — Lignite;  Fort  Union  region  (North  Dakota  No.  1;  Pittsbuig  No.  13) 
analyses  Nos.  1971  and  1972,  and  analyses  Nos.  7537,  7538;  p.  143. 

Mine. — Lehigh;  a  drift  mine  at  Lehigh,  on  the  Northern  Pacific  Railroad. 

Lignite  bed. — The  North  Dakota  lignite  is  of  Tertiary  (Eocene)  age.  The  beds  vary 
in  thickness  and  few  are  continuous  under  large  areas.  Only  one  bed  of  workable 
proportions  is  known  in  the  vicinity  of  Lehigh,  this  is  said  to  show  from  10  to  20  feet  of 
clean  lignite.  The  opening  is  on  the  outcrop,  in  a  low  bluff  of  Heart  River.  The  bed 
lies  nearly  flat.  At  the  points  where  samples  were  taken  only  the  lower  part  of  the  bed, 
having  a  thickness  of  6  feet  4  inches,  is  worked,  but  frequently  an  additional  layer 
about  3  feet  thick  is  taken  down  from  the  roof.    The  roof  of  the  bed  is  fine  clay. 

Section  A  (sample  1971)  was  taken  in  entry  4,  off  south  entry  2,  at  a  place  about  1,900 
feet  from  the  mouth  of  the  mine,  and  included  5  feet  of  coal. 

Section  B  (sample  1972)  was  taken  at  heading  in  north  entry  1  at  a  place  about  2,100 
feet  from  the  mouth  of  the  mine  and  represented  a  6i-foot  cut. 

Two  samples  were  taken  by  M.  R.  Campbell  on  August  5, 1905,  and  by  K.  M.  Way 
in  March,  1909. 

Sample  7537  was  taken  in  1908  from  upper  7-foot  bed  in  north  entry  6, 3,300  feet  from 
mouth. 

Sample  7538  was  taken  in  1908  from  upper  7-foot  bed  in  south  entry  4, 3,000  feet  from 
mouth. 
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Notes. — In  1905  the  lignite  was  mined  and  sold  for  steam  and  domestic  use  in  towns 
along  the  Northern  Pacific  Railway  in  North  Dakota.  In  winter  the  mine  had  in  1904 
an  output  of  about  350  tons  a  day.  In  summer  the  demand  for  fuel  is  light.  The  mine 
had  then  been  opened  about  20  years.  The  bed  seemingly  contains  no  bands  nor  part- 
ings of  clay.  In  places  there  are  incipient  joints,  along  which  ''sulphur  balls"  are 
common. 

For  results  of  tests  of  this  lignite  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  771;  Bull.  261,  p.  82;  Bureau  of  Mines  Bull. 
23,  p.  65;  producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  136;  Bureau  of  Mines 
Bull.  13,  pp.  170,  274;  briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1448; 
Bull.  261,  p.  162;  Bureau  of  Mines  Bull.  14,  pp.  33-34. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  143;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  242;  Bull.  261,  p.  51;  Bull.  290,  p.  135;  Bureau  of 
Mines  Bull.  14,  p.  33. 

WABD  C0T7NTT. 

Taskeb.  McClurb  Mine. 

Samplc—Ligaite;  (Pittsbuig  No.  15)  analyses  Nos.  7587,  7589  (p.  143). 

Mine. — McClure;  a  drift  mine  at  Tasker  (Vanderwalker  station),  on  the  Minneapolis, 
St.  Paul  &  Sault  Ste.  Marie  Railway. 

lAgnite  bed. — *  *  Upper. ' '  Eocene  age,  Fort  Union  formation.  The  bed  is  about  5  feet 
9  inches  thick .    Two  feet  of  lignite  is  left  in  place  for  a  roof.    The  floor  is  "  black  jack .  *  * 

The  bed  was  measured  and  sampled  by  K.  M.  Way  on  April  3, 1909,  as  shown  below: 

Sections  of  coal  bed  in  McClwre  mine,  at  Tasker. 


Laboratory  No 

Roof,  coal. 

Coal 

Clayo 

Coal 

Clayo , 

Coal 

Floor,  black  Jack. 

Thickness  of  bed 

Thickness  of  coal  sampled 


7587 

Ft. 

in. 

0 

9 

0 

1 

1 

4 

0 

u 

3 

2 

5 

5i 

5 

3 

7689 

Ft.  in. 

0  10 

0  1 

1  5 
0  14 
3  3} 

5  9 

5  6^ 


a  Not  included  in  sample. 

Sample  7587  was  taken  2,700  feet  west  of  opening  in  room  5  off  west  entry  5. 
Sample  7589  was  taken  2,000  feet  north  of  opening  in  room  2  off  north  entry  6. 
For  results  of  briquetting  tests  of  this  coal  see  Bureau  of  Mines  Bull.  14,  p.  43. 
For  chemical  analyses  see  part  I  of  this  bulletin,  p.  143. 

WILLIAM8  COUNTY. 


WiLLISTON.      WiLLISTON  PROJECT  MiNE 

Sample. — Lignite;  Williston  field;  analysis  No.  5470  (p.  144). 

Mine. — ^WUliston  project  of  the  United  States  Reclamation  Service;  a  drift  mine 
3  miles  northeast  of  Williston,  in  sec.  8,  T.  154  N.,  R.  100  W. 

Lignite  bed. — "  Middle.  * '  Tertiary  age,  Fort  Union  formation.  The  bed  is  about  7 
feet  thick,  with  a  shale  roof  and  clay  floor.  It  lies  nearly  flat.  Two  or  three  feet  of 
lignite  is  left  in  place  as  a  roof  in  mining. 

The  bed  was  measured  and  sampled  by  J.  W.  Groves  on  October  9,  1907.  The 
sample  represented  7  feet  of  clear  lignite. 

The  sample  was  taken  250  feet  east  of  opening  in  the  main  air  course. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  144. 
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WiLLisTON.    Black  Diahond  Mine. 

Sample, — ^Lignite;  analysee  Nos.  7600,  5469  (p.  144). 

Mn«.— Black  Diamond;  3}  miles  southeast  of  Williston,  in  T.  154  N.,  R.  100  W., 
on  the  Great  Northern  Railroad. 

Lignite  beds. — "  Middle '  *  and  "  Upper.  * '  Tertiary  age,  Fort  Union  formation .  The 
beds  are  about  6  feet  thick,  with  a  clay  floor  and  a  roof;  some  of  the  lignite  is  left  for  a 
room  in  mining. 

The  bed  was  measured  and  sampled  on  October  9,  1907  (sample  5469),  by  J.  W. 
Groves  and  on  April  6,  1909  (sample  7600),  by  K.  M.  Way,  as  shown  below : 

Sections  of  lignite  beds  in  Black  Diamond  mine,  S^  miles  southeast  of  WiUisUm, 


Laboratory  No 

Roof,  day  and  coal. 

Lignite 

Hard  lignite  o 

Lignite 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  lignite  sampled 


5468 

Ft.  in. 

3     0 

0     8 

2     4 

6     0 
6     4 


7600 
Ft.  in. 
6     7} 


6 
6 


^ 


a  Not  included  in  the  sample,  as  it  contains  more  sulphur  than  the  rest  of  the  bed. 

Sample  5469  was  taken  from  the  "Middle''  bed,  700  feet  east  of  mine  opening  in 
main  entry. 

Sample  7600  was  taken  from  the  *' Upper''  bed  in  room  3,  off  west  entry  1,  on  south 
entry  1. 

Notes. — Some  of  the  lignite  in  the  roof  may  be  recovered  in  drawing  pillars;  22  inches 
of  lignite  is  left  up  for  roof  at  the  point  where  sample  7600  was  cut,  and  3  feet  was  left 
as  a  roof  at  the  point  where  sample  5469  was  cut. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  144. 

WiLLisTON.    Drift  Mine. 

Sample. — ^Lignite;  Williston  field;  (North  Dakota  No.  2)  analysis  No.  1730  (p.  144). 

Mine. — A  drift;  at  the  mouth  of  Cedar  Coulee,  4  miles  southeast  of  Williston,  not 
far  from  the  line  of  the  Great  Northern  Eailroad. 

Lignite  bed. — ^The  lignite  beds  of  this  field  lie  nearly  horizontal,  but  are  lenticular  in 
shape.  The  lignite  showing  in  Cedar  Coulee  is  also  visible  in  the  bluff  on  the  east  side 
of  Missouri  River  for  a  distance  of  2  or  3  miles,  but  it  is  not  of  workable  thickneas 
across  the  river  nor  in  the  vicinity  of  Williston.  The  lignite  in  Cedar  Coulee  has  a 
thickness  of  9  to  12  feet,  but  only  the  bottom  part  is  mined.  Grenerally  6  or  7  feet  is 
removed,  the  remainder  being  left  as  a  roof  in  mining.  The  lignite  has  been  used  chiefly 
for  domestic  purposes.    The  mine  was  not  in  operation  when  the  sample  was  collected. 

One  sample  (No.  1730)  was  obtained  in  this  mine  by  M.  R.  Campbell  on  July  13, 
1905,  at  a  point  where  about  150  feet  from  the  mouth,  and  represented  clean  lignite  6 
feet  thick. 

For  results  of  tests  of  this  lignite,  see  mention  of  specific  tests  as  follows — Producer- 
gas  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1187;  Bull.  261,  p.  104;  Bull.  290,  p. 
137;  Bureau  of  Mines  Bull.  13,  pp.  170,  275. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  144;  also  U.  S.  Greol.  Survey  Prof. 
Paper  48,  p.  243;  Bull.  261,  p.  51;  Bull.  290,  p.  137. 
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OHIO. 

BELMONT  OOX7NTY. 

Bellaibb.    Ehfibb  No.  1  Minb. 

iSamp2e.— Bituminous  coal;  Ohio  field;  (Ohio  No.  12)  analyses  Nos.  3987, 3988  (p.  144). 

Mine. — Empire  No.  1 ;  a  drift  mine  at  Bellaire,  on  the  Baltimore  A  Ohio  and  the 
Pennsylvania  Railroads. 

Coal  bed. — ^The  bed  worked  at  this  mine  is  the  No.  8  of  the  Ohio  Geological  Survey, 
corresponding  to  the  Pittsbuigh  coal  of  Pennsylvania.  It  is  of  Carboniferous  age, 
Monongahela  formation.  The  thickness  is  fairly  uniform,  averaging  5  feet  5  inches 
at  this  mine.  The  bed  lies  nearly  flat.  The  roof  is  a  gray  shale,  which  stands  well. 
The  floor  is  a  gray  shale,  with  fire-clay  bottom.  About  4  inches  of  poor  coal  is  left 
on  the  bottom  as  a  floor  in  mining.  The  coal  bed  has  no  persistent  benches.  Face 
and  butt  joints  are  well  developed. 

The  bed  was  measured  and  sampled  at  four  points  in  the  mine  by  J.  W.  Groves  and 
K.  M.  Way,  October  19,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Empire  No.  1  mine  at  BeUaire. 


Section 

Laboratory  Nos 

Roof:  Section  A,  sbale;  section  B,  ooai  and  slate. 

Coal 

Shalea 

Coal 

Sandstoneo 

Bhaleo 

Coal 

Shalea 

Coal  (bottom) « 

Coal 

Coal  (bottom) « 

Flo(H%  shale. 

ThickneBS  of  bed 

Thickness  of  coal  sampled 


1 

A 

b 

2087      1 

Ft. 

in. 

2 

4 

0 
0 
0 

•i 

•  • 

0 

H 

0 

1 

'i 

2 

0 

4 

6 
5 

1 

B 

3888 

Ft.  in. 

2  7 

?  4 

0  1 

0  11 


4    lo| 


a  Not  included  in  sample. 

Section  A  (sample  3987)  was  measured  in  room  3,  off  west  entry  4. 

Section  B  (sample  3988)  was  measured  in  room  24,  of!  entry  10. 

Note. — The  approximate  average  output  of  this  mine  in  1906  was  1,000  tons  per  day. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  191;  Bureau  of  Mines  Bull.  23,  pp.  66,  176; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  191;  Bureau  of  Mines  Bull.  13, 
pp.  180,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  192;  Bull.  336,  pp.  14, 
16;  coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  193;  Bull:  336,  pp.  23,  31,  40. 

For  chemical  anal3rBe8  see  part  I  of  this  bulletin,  p.  144;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  191. 

Bethesda.    Badge rtown  Mine. 


Sample. — Bituminous  coal;  Ohio  field;  analysis  No.  4053  (p.  145). 
Mine. — Badgertown;  a  small  mine  1  mile  northwest  of  Bethesda. 
Coal  bed. — Meigs  Creek.    Carboniferous  age,  Monongahela  formation. 
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The  bed  was  measured  and  sampled  by  W.  T.  Griswold  on  October  17,  ld06,  as  de- 
scribed below: 

Secium  of  coal  bed  in  Badgertoum  mine^  1  mile  northwest  of  Bethesda. 


Laboratory  No. 


Coal.. 
Shale  a 

Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


4053 

Ft.    in. 
2     9i 
0     1 
2     4 


I  n 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  145. 

FLUSHiNa.    White  Mine. 

Sample. — Bituminous  coal;  Ohio  field;  analysis  No.  4054  (p.  145). 
Mine. — ^White;  1  mile  southeast  of  Flushing. 

Coal  bed. — ^Meigs  Creek.    The  coal  is  of  Carboniferous  age,  Monongahela  formation. 
The  bed  was  measured  and  sampled  by  W.  T.  Griswold  on  October  16,  1906.    The 
sample  represented  4  feet  of  clear  coal.    No  record  of  the  section  was  kept. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  145. 

Flushing.    Black  Oak  Mine. 

Sample. — Bituminous  coal;  Ohio  field;  (Ohio  No.  11)  analyses  Noe.  3985,  3986 
(p.  145). 

Miru. — Black  Oak,  a  shaft  mine  2  miles  southeast  of  Flushing,  on  the  Baltimore 
&  Ohio  Railroad. 

Coal  bed. — No.  8  of  the  Ohio  Geological  Survey,  corresponding  to  the  Pittsburgh 
coal  of  Pennsylvania.  Carboniferous  age,  Monongahola  formation.  Thickness, 
fairly  uniform,  averaging  4  feet  10  inches  at  this  mine.  The  bed  lies  nearly  flat, 
under  about  90  feet  of  cover.  Above  the  coal  worked  is  about  8  inches  of  roof  coal. 
The  floor  is  a  very  hard  clay.    Below  the  fire  clay  is  limestone. 

The  bed  was  measured  and  sampled  at  two  x)oint8  in  the  mine  by  J.  W.  Groves  and 
K.  M.  Way  on  October  17,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Black  Oak  mine,  2  miles  southeast  of  Flushing. 


Section 

Laboratory  No 

Roof,  coal. 

Coal 

Shale 

Coal 

Shale 

Mother  eoal 

Coal 

Shale 

Coal 

Shale 

Coal 

Floor,  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

3985      1 

Ft. 

to. 

aO 

2 

aO 

2 

1 

4 

aO 

n 

•  • 

aO 

1 

1 

6 

0 

i 

1 

2 

4 

4 

1 

B 
3086 
Ft,    in. 

I    11 
«0       I 

1     8 

•  •  mm 

0  8 
aO     1 

1  1 


5      I 

4  m 


a  Not  inchided  in  sample. 

Section  A  (sample  3985)  was  measured  in  the  second  south  face,  o(T  third  west 
butt  entry,  2,000  feet  west  of  the  shaft. 

Section  B  (sample  3986)  was  measured  in  room  7,  off  the  00  butt  entry,  of!  the  fint 
south  face,  1,500  feet  southwest  of  the  shaft. 


OHIO:  BELMONT  COUNTY. 


665 


JVbte.— The  average  daily  output  of  this  mine  in  1906  was  1,500  tons. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  189;  Bureau  of  Mines  Bull.  23,  pp.  66,  176; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  190;  Bureau  of  Mines  Bull.  13, 
pp.  180,  275. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  145;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  189. 

Nbffs.    Neff  No.  1  Mine. 

Sample. — ^Bituminous  coal;  Ohio  field;  (Ohio  No.  6)  analyses Nos.  2095,  2096  (p.  146). 

Mine. — Neff  No.  1;  a  drift  mine  at  Neffs,  on  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — No.  8  of  the  Ohio  Geological  Survey;  corresponds  with  the  Pittsburgh 
coal  of  Pennsylvania.  Carboniferous  age,  Monongahela  formation.  Thickness, 
&kirly  uniform,  at  this  mine  about  6  feet.  The  bed  lies  nearly  flat.  The  roof  of  the 
main  bed  of  coal  is  a  band  of  shale  8  to  20  inches  thick,  averaging  10  inches,  that  in 
most  places  is  taken  down,  but  in  some  is  used  as  a  roof.  Above  this  shale  is  bony  coal 
4  to  24  inches  thick,  averaging  8  inches,  that  forms  the  roof  in  most  of  the  mine.  The 
floor  is  a  black  shale.  The  bed  at  this  mine  carries  a  fairly  regular  band  of  shale  or 
sulphur,  and  a  number  of  small  partings  of  mother  coal,  shale,  and  sulphur. 

The  bed  was  measured  and  sampled  at  two  points  by  W.  J.  von  Borries  and  J.  W. 
Groves  on  September  2,  1905,  as  shown  below: 

Sections  of  coal  bed  in  Neff  No.  1  mine,  at  Neffs, 


Section 

Laboratory  No 

Roof:  section  A,  coal;  section  B,  soapstone. 

Soapstone  « 

Cod. 

Sulphur  and  mother  coal 

Shale 

Coal 

Shale 

Niggerhead 

Mother  coal 

Shale 

Coal 

Sulphur  a 

Coal 

Bony  coal  a 

Floor,  shale. 

Thickness  of  coal  bed 

Thickness  of  coal  sampled 


A 

B 

2005 

2096 

Ft.    in. 

FU 

in 

0  10 

m  • 

•  • 

1   2 

1 

11 

•  •    •  ■ 

•  • 

I 

0   i 

•  • 

m  m 

0   9 

0 

5 

•  ■    ■  « 

0 

h 

0   i 

■  • 

0   4 

1 

3 

•  •    •  > 

0 

i 

0 

•  • 

•  • 

1   5 
0   1 

0 
0 

10 

1 

1   3 

1 

3 

«  «    «  • 

0 

5 

5  Hi 

6 

21 

6   0 

5 

gl 

o  Not  included  in  sample. 


Section  A  (sample  2095)  was  measured  in  room  12,  o£f  east  entry  4,  2,000  feet  south- 
east of  the  mine  mouth. 

Section  B  (sample  2096)  was  measured  in  room  3,  off  west  entry  2, 1 ,000  feet  south- 
west of  the  mine  mouth. 

Note. — ^The  coal  mined  is  hard  and  brittle. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  154;  Bureau  of  Mines  Bull.  23,  pp.  66, 174;  pro- 
ducer-gas tcBts:  IT.  S.  Geol.  Survey  BuH.  290,  p.  155;  Bureau  of  Mines  Bull.  13,  pp. 
174,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  156;  Bull.  336,  p.  12;  coking 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  156;  Bull.  336,  pp.  23,  31,  40;  cupola  tests  of 
coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  54,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  146;  also  U.  S.  Geol.  Survey 
BuU.  290,  p.  154. 
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aXTE&NSEY  COUNTY. 


Danford.    Forstthe  Mine. 


Sample. — Bituminous  coal;  Ohio  field;  (Ohio  No.  7)  analyses  Nos.  2090, 2091  (p.  145). 

Mine. — ^Forsythe;  a  slope  mine  at  Danford,  on  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — No.  7  of  the  Ohio  Geological  Survey.  Carboniferous  age,  Allegheny 
formation.  Its  thickness  is  fairly  uniform,  averaging  at  this  mine  about  6  feet. 
The  bed  lies  nearly  flat.  The  roof  is  a  massive  gray  shale.  The  floor  is  shale.  The 
bed  carries  a  regular  shale  band  near  the  bottom,  and  irregular  mother  coal  and  ''sul- 
phur" partings. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  on 
September  5,  1905,  as  shown  below: 

Sections  of  coal  bed  in  Forsythe  miney  at  Danford. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Nigcerheada 

Mother  coal 

Coal 

Mother  ooal  and  sulphur . 

Mother  ooal 

Coal 

Shalea 

Niggerheada 

Shale...!..!!.!!......!.! 

Coal 

Shale  a 

Coal 

Floor,  shale. 

Thickness  of  coal  bod 

Thickness  of  coal  sampled 


A 

2000 
Ft.    in. 
2    10 
0     u 

6 

0 

6 

i 

•  • 

0 
0 

0 
aO 

1 

•  • 

2 

f 

m   m 

*  * 

5 
6 

B 
2091 
Ft.    in, 

0  11 

6    "l 

1  0 


0 
0 

0 
1 
0 
0 
0 

1 


1 

3 
1 


6      2 
5    1D| 


a  Not  included  in  sample. 

Section  A  (sample  2090)  was  measured  in  room  1,  off  east  entry  16,  2,600  feet  north- 
west of  the  bottom  of  the  slope. 

Section  B  (sample  2091)  was  measured  in  room  22,  off  east  entry  14,  3,700  feet  north- 
east of  the  bottom  of  the  slope. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  157;  Bureau  of  Mines  Bull.  23,  pp.  66,  174; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  158;  Bureau  of  Mines  Bull.  13, 
pp.  180,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  159;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  159;  Bull.  336,  pp.  23, 31, 40;  cupola  tests 
of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  60,  54,  56,  59,  62, 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  145;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  157, 

HAB&ISON  COUNTY. 

Flusbino.    Dunlap  Mine. 

Sample. — Bituminous  coal;  Ohio  field;  analysis  No.  4056  (p.  145). 
Mine. — Dunlap;  2  miles  north  of  Flushing.    No  railroad  connection. 
Coal  bed. — ^Meigs  Creek.    Carboniferous  age,  Monongahela  formation. 
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The  bed  was  measured  and  sampled  on  October  16,  1906,  by  W.  T.  Griswold,  as 
shown  below: 

Section  of  coal  bed  in  Dunlap  mincy  2  miles  north  of  Fhuhing. 


Laboratory  No. 

Roof,  clay. 

Coal 

Smut  a 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


405C 

; 

Ft. 

in. 

0 

7 

0 

1 

4 

0 

4 

n 

4 

7 

a  Excluded  from  sample. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  145. 

BOCBJNQ  COUNTY. 

Jobs.    No.  2  Mine. 

Sample. — ^Bituminous  coal;  Ohio  field;  analysis  No.  7712  (p.  146). 
Mine. — ^No.  2;  Hocking  field;  in  sections  2  and  8,  T.  13,  R.  15,  at  Jobs,  Ward  town- 
ship. 
Coal  bed. — No.  6  (Middle  Kittanning).    Carboniferous  age,  Allegheny  formation. 
The  bed  was  measured  and  sampled  by  G.  H.  Dukes,  as  shown  below: 

Section  of  coal  bed  in  No.  2  mine,  at  Jobs. 


Laboratory  No. 


Boneooala 

Top  coal 

Gray  ooal,  soft  and  sulphiuous  a . . 

Slatea 

Kiddle  bench 

Slateo 

Bottom  bench 

Floor,  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


7712 

Ft. 

in. 

0 

6 

1 

8 

0 

8 

0 

4 

1 

6 

0 

1 

1 

6 

0 

3 

4 

8 

o  Not  included  in  sample. 

The  sample  was  taken  from  the  second  breakthrough,  between  rooms  3  and  4,  of! 
west  entry  4,  of!  south  entry  3,  4,600  feet  from  drift  mouth.  The  sample  was  taken 
according  to  the  standard  method  of  the  Bureau  of  Mines,  but  the  collector  was  not 
connected  with  the  Bureau  of  Mines  nor  with  the  United  States  Geological  Survey. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  146. 

Jackson.    Decatur  No.  1  Mins. 

Sample. — Bituminous  coal;  Ohio  field;  analyses  Nos.  15188, 15189  (p.  146). 

Mine. — ^Decatur  No.  1;  5  miles  west  of  Jackson. 

Coal  bed. — No.  1.    Carboniferous  age,  Allegheny  fbnnation. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way,  July  11,  1907. 

Sample  15188  was  taken  in  room  4,  off  left  heading  3,  650  feet  northwest  of  opening. 
It  represented  3  feet  f  inch  of  coal,  the  thickness  of  the  bed. 

Sample  15189  was  taken  in  room  10,  off  left  entry  1,  600  feet  northwest  of  opening. 
It  represented  2  feet  91  inches  of  coal,  the  thickness  of  the  bed. 
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JACKSON  COTTHTY. 

Wellston.    No.  10  Mine. 

Sample, — ^BituminouB  coal;  Ohio  field;  (Ohio  No.  1}  analyses  Nos.  1896  and  1897 
and  (Ohio  No.  2)  analyses  Nos.  1898  and  1899  (p.  146). 

Mine. — ^No.  10;  a  drift  mine  9  miles  southeast  of  Wellston,  on  the  Baltimore  &  Ohio 
Railroad. 

Coal  beds. — No.  4  and  No.  5  of  the  Ohio  Geological  Survey.  Carboniferous  age, 
Allegheny  formation.    Thickness,  &irly  imiform;  dip,  nearly  flat. 

The  No.  4  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J. 
von  Berries  on  July  26, 1905,  as  described  below: 

Sections  of  No.  4  coal  bed  in  No.  10  mine,  9  miles  southeast  of  Wellston. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Sbalea 

Shale,  sulphur  and  fire  clay  a 

Coal 

Shalea 

Shale  and  sulphura 

Coal 

Shalea 

Sulphur 


KUJpl 

Coal. 


Floor,  clay. 

Tliickness  of  bed . 


Thickness  of  coal  sampled. 


A 

1896 

Ft. 

in. 

1 

6 

0 

11 

i 

3 

0 

2 

"6 

•  • 

3 

0 

H 

0 

m   • 

0 

4 

llj 

3 

9 

B 
1897 
Ft.  in. 
1     6 

0  io 

1  2 


0 
0 

6 
0 

4 
3 


1 
3 


9 


a  Not  included  in  sample. 

Section  A  (sample  1896)  was  measured  in  room  16,  off  right  entry  4,  south,  1,400 feet 
southwest  of  the  mine  entrance. 

Section  B  (sample  1897)  was  measured  at  the  face  of  room  17,  off  right  entry  4,  north, 
1,400  feet  northeast  of  the  mine  entrance. 

The  No.  5  bed  was  measured  and  sampled  at  two  points  by  W.  J.  von  Berries  and 
J.  W.  Groves  on  July  26,  1905,  as  described  below: 

Sections  of  No.  5  coal  bed  in  No.  10  mine,  9  miles  southeast  of  Wellston. 


Section 

Laboratory  No. 
Roof,  shale. 
Coal 


Sulphur.. 
"  Horn  ". 
Coal 


"  Horn  ". 
Clas 


uiay 
Coal. 
Clay 
Coal. 


"Horn" 

Floor,  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

1898      1 

Ft. 

in. 

1 

2 

0 

\ 

"i 

•  • 

1 

«o 

li 

6 

5 

«o 

U 

0 

4 

•0 

2J 

3 
3 

1 

B 
1899 
Ft.     In. 
2     3 

•6  'i\ 

aO     6 

o6     i 
0     4 


3     3i 
2     7 


a  Not  included  in  sample. 

Section  A  (sample  1898)  was  measured  in  room  5,  off  right  entry  2,  on  the  south  side 
of  the  mine,  800  feet  southwest  of  the  opening. 

Section  B  (sample  1899)  was  measured  in  room  7,  off  right  entry  4,  on  the  north  side 
of  the  mine,  800  feet  northeast  of  the  opening. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  pp.  140,  143;  Bureau  of  Mines  Bull.  23,  pp.  65, 
172,  173;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  pp.  141,  144;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  pp.  142,  144;  Bull.  336,  pp.  23,  31,  40. 

For  chemical  analyses  see  paK  1  of  this  bulletin,  p.  146;  also  U.  S.  Geol.  Survey 
Bull.  290,  pp.  140,  142. 
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JEFFBBSON  COT7NTY. 

Bradley.    Crow  Hollow  Mine. 

Sample.— Bituminoua  coal;  Ohio  field;  (Ohio  No.  4)  analyses  Nos.  1910,  1911 
(p.  146). 

Mine.^^iow  Hollow;  a  drift  mine  at  Bradley,  on  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — ^No.  8  of  the  Ohio  Geological  Survey;  correlated  with  the  Pittsburgh  bed 
of  Pennsylvania.  Carboniferous  age,  Monongahela  formation.  Thickness,  SsAily 
uniform;  dip,  nearly  flat;  roof,  coal  and  '^soapstone;"  floor,  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J.  Von 
Borries  on  July  31,  1905,  as  described  below: 

Secticma  of  coal  bed  in  Crow  Hollow  mine,  at  Bradley. 


Section 

Laboratory  No 

Roof:  section  A,  coal;  section  B,  soapstone. 

"  Draw  slate*' « 

Soapstone  a 


Boapa 
Coat. 


Mother  ooal 

Mother  coal  and  sulphur. 

Coal 

Blue  band  a... 

Coal 

Sulphur 

Moth^  coal 

Coal 

Sulphur 


Buipi 
Coal. 


Floor,  clay. 

Thiclmess  of  coal  bed 

Thickness  of  coal  sampled. 


A 

k 

1910      1 

Ft. 

in. 

0 

11 

1 

8 

0 

i 

*6 

•  « 

0 

0 

3 

1 

2 

0 

J 

*  • 

0 

6 

0 

i 

0 

6 

5 

?! 

i 

B 

1911 
Ft.    in. 


1 
1 

6' 
0 
0 
0 

6' 
1 


4 

8 


8 
2 
8 


5    lU 
4      Sk 


•  Not  Included  in  sample. 

Section  A  (sample  1910)  was  measured  in  room  9,  off  left  entry  4,  in  district  9,  3,000 
feet  northwest  of  the  tipple. 

Section  B  (sample  1911)  was  measured  in  room  17,  off  main  entry  2,  in  district  2. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  148;  Bureau  of  Mines  Bull.  23,  pp.  66,  173; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  149;  Bureau  of  Mines  Bull.  13, 
pp.  174,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  150;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  150;  Bull.  336,  pp.  23,  31,  40. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  146;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  147. 

Brilliant.    Countby  Bank  (?). 

Sample.— BituminouB  coal;  Ohio  field;  analysis  No.  1577  (p.  147). 

Location. — Country  bank  (?);  at  Brilliant. 

Coal  bed. — Pittsbuigh.    Carboniferous  age,  Monongahela  formation. 

The  bed  was  measured  and  sampled  by  W.  T.  Griswold  in  1904.  No  record  of 
the  section  is  available. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  147;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  272. 

Georges  Run.    Wauoh's  Bank. 

Sample.  —Bituminous  coal;  Ohio  field;  analysis  No.  1576  (p.  147). 

Location.  — Waugh^s  country  bank,  1  mile  west  of  Ohio  River,  at  mouth  of  Geoiges 
Run. 

Coal  6€(f.— Pittsburg.  Carboniferous  age,  Monongahela  formation.  Thickness,  at 
this  bank,  5  feet. 

The  bed  was  measured  and  sampled  by  W.  T.  Griswold  in  1904,  as  shown  on  the 
following  page. 
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Section  of  coal  bed  in  Waugh*8  country  hank  at  Georges  Run, 


Laboratory  No. 


Coal 

Partlocs. 

Coal 

Parting  a. 
Coal 


Thickness  of  bed 

Thickness  of  ooel  sampled . 


1576 
Ft.     in. 


5     0 
4    11 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  147. 

Island  Greek.    Country  Bank. 

Sample. — ^Bituminous  coal;  Ohio  field;  analysis  No.  1574  (p.  147). 
Location.  —Country  bank,  at  Island  Creek,  1  mile  west  of  Ohio  River. 
Coal  bed.  — Finley.    Carboniferous  age,  Monongahela  (?)  formation.    Thickness, 
at  this  bank,  4  feet  2  inches  with  thin  parting. 
The  bed  was  measured  and  sampled  by  W.  T.  Giiswold  in  1904,  as  shown  below: 

Section  of  coal  bed  in  country  bank  at  Island  Creek. 


Laboratory  No. 


Coal 

Parting  a. 
Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


1574 
Ft.     in. 
I     5 

2    4 


4      2 

4    u 


o  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  147. 

New  Alexandria.    Scott's  Bank. 

Sample. — Bituminous  coal;  Ohio  field;  analysis  No.  1575  (p.  147). 

Location. — Scott's  bank,  1  mile  north  of  New  Alexandria. 

Coal  bed. — Pittsburgh.    Carboniferous  age,  Monongahela  formation. 

The  bed  was  measured  and  sampled  by  W.  T.  Griswold,  as  shown  below: 

Section  of  coal  bed  in  ScotVs  barik  at  New  Alexandria. 


Laboratory  No. 


Coal 

Parting  a. 

Coal 

Parting  a. 

Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


1575 
Ft.   in. 
0     9 


0 
0 
0 
2 


1 
7 

4 


4     2 
4       \ 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  x)art  I  of  this  bulletin,  p.  147;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  272. 

Rush  Run.    Rush  Run  No.  1  Mine. 

Sample. — Bituminous  coal;  Ohio  field;  (Ohio  No.  5)  analyses  Nos.  1944, 1945  (p.  147). 

Mine. — ^Rush  Run  No.  1;  a  drift  mine  at  Rush  Run,  on  the  Pennsylvania  Railroad. 

Coal  bed. — No.  8  coal  of  the  Ohio  Geological  Survey,  corresponding  to  the  Pittsburgh 
bed  of  Pennsylvania.  Carboniferous  age,  Monongahela  formation.  Thickness,  fairly 
uniform,  being  about  4  feet  8  inches  at  this  mine:  dip,  slight;  roof,  coal;  floor,  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  August 
1, 1905,  as  described  on  the  following  page. 
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Sectums  of  coal  bed  in  Rtuh  Run  No.  1  mine,  at  Rush  Run. 


Section 

Laboratory  No 

Boof.coaL 

Coal 

Suhphur 

Mother  coal 

Coal 

Shale  and  coal  a 

Band  (shale)  a 

Coal 

Shale 

Stilphura 

Coal 

Shale 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

1944 

Ft. 

Ul. 

1 

3 

0 

i 

•  • 

0 

ii 

0 

3 

•  • 

1 

2 

0 

i 

•  • 

0 

m  m 

*  • 

11 

4 

4 

n 

B 
1945 

Ft.  in. 

1  4 

•  •  •  • 

0  I 

0  9 


0 
0 


2 
2 


0  1 

0  11 

0  I 

1  0 


4 
4 


t 


a  Not  included  in  sample. 

Section  A  (sample  1944)  yras  meafiiired  in  room  5,  off  left  entry  1,  2,400  feet  south- 
east of  the  drift  mouth. 

Section  B  (sample  1945)  was  measured  in  the  face  of  room  17,  of!  entry  3,  2,600  feet 
south  of  the  drift  mouth. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  151;  Bureau  of  Mines  Bull.  23,  pp.  66,  174; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  152;  Bureau  of  Mines  Bull.  13, 
pp.  174,  275;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  153;  Bull.  336,  pp.  23,  31, 
40;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  54,  56,  59,  62. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  147;  also  U.  S.  Geol.  Survey  Bull. 
290,  p.  151. 

PEBBY  OOXT17TY. 

Dixie.    Dixie  Mine. 

iS'amp^.— Bituminous  coal;  Ohio  field  (Ohio  No.  8);  analyses  2119,  2120  (p.  147). 

Mine. — Dixie,  a  drift  mine  in  the  Hocking  Valley  district,  at  Dixie,  on  the  Balti- 
more &  Ohio  Railroad. 

Coal  bed. — No.  6,  or  Hocking  coal  of  the  Ohio  State  geological  survey,  locally 
known  as  the  6-foot  bed.  Carboniferous  age,  AU^heny  formation.  The  workable 
portion  of  the  bed  is  about  4  feet  to  4  feet  6  inches  thick.  The  bed  lies  nearly  flat 
with  many  local  variations  in  dip.  The  roof  of  the  coal  that  is  worked  is  the  ''Big 
Slate.''  This  is  a  layer  of  shale  4  to  6  inches  thick,  above  which  is  about  a  foot  of 
bony  coal.  The  shale  and  the  bony  coal  are  taken  down  to  give  sufficient  height  in 
mining.  Above  the  bony  coal,  forming  the  true  roof  of  the  bed,  is  massive  gray  shale. 
The  floor  is  clay.    The  bed  carries  partings  of  shale  and  mother  coal. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  on 
September  7,  1905,  as  shown  below: 

Sections  oj  coal  bed  in  Dixie  mine,  at  Dixie. 


Section 

Laboratory  No 

Roof,  ahafe. 

Bonycoala 

Shalea 

Coal 

Mo  ther  coal 

Coal 

Shalea 

Coal 

Floor,  clay. 

Thickness  of  bed , 

Thickness  of  coal  sampled 


A 

L 

2110 

Ft. 

in. 

0 

lOJ 

0 

3 

0 

7 

0 

I 

0 

9 

0 

2 

1 

7 

4 
2 

M 

B 
2120 
Ft.    in. 

I    .. 


0 
0 
0 
1 
0 


5 
2 

0* 

n 


1    10 

1 1 


a  Not  inoladed  in  sample. 
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Section  A  (sample  2119)  was  measured  in  the  first  pair  of  east  entries,  1,000  feet 
southeast  of  the  drift  mouth. 

Section  B  (sample  2120)  was  measured  in  the  first  pair  of  west  entries,  1,000  feet 
southwest  of  the  drift  mouth. 

Note. — ^The  coal  from  this  mine,  like  that  from  other  mines  working  the  No.  6  bed 
in  this  field,  is  hard  and  brittle. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  160;  Bureau  of  Mines  Bull.  23,  pp.  66,  174; 
producer-gas  tests:  U.  S.  Creol.  Survey  Bull.  290,  p.  161;  Bureau  of  Mines  Bull.  13, 
pp.  180,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  162;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  162;  cupola  tests  of  coke:  U.  S.  Geol. 
Survey  Bull.  336,  pp.  50,  54,  56,  59,  63. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  147;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.160. 

Shawnee.    Goslinb  &  Barbour  Mine. 

Sample, — Bitimiinous  coal;  Ohio  field;  (Ohio  No.  3)  analyses  Nos.  1900,  1901 
(p.  147). 

Miru. — Gosline  &  Barbour,  a  drift  mine  in  the  Hocking  Valley  district,  at  Shawnee, 
on  the  Zanesville  &  Western  Railroad. 

Coal  bed, — No.  6  or  Hocking  of  the  Ohio  Creological  Survey.  Carboniferous  age, 
Allegheny  formation.  Thickness,  fairly  uniform;  dip,  nearly  flat.  Roof,  shale;  floor, 
clay. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J.  Von 
Berries  on  July  28,  1905,  as  described  below: 

Sections  of  coal  bed  in  Oosline  dr  Barbour  mine,  at  Shawnee. 


Section 

Labaratonr  No 

Roof,  shale. 

Coal 

Shale 

Coal 

Shale 

Coal 

Shale 

Coal , 

Floor,  fire  clay. 

ThJckoessofbed 

Thickness  of  coal  sampled 


A 

k 

liXX)    i 

Ft. 

in. 

1 

8 

oO 

4 

1 

2 

ao 

l\ 

2 

• 

•    m 

1 

5 

4J 

4 

11 

B 
1901 
Ft.  in, 
0     4 

0  I 

1  3 
oO  3 

1  2 
ao  1 

2  1 

5      2| 
4    10| 


a  Not  Included  In  sample. 

Section  A  (sample  1900)  was  measured  in  the  main  entry,  600  feet  northeast  of  the 
drift  mouth. 

Section  B  (sample  1901)  was  measured  in  the  face  of  entry  No.  7,  300  feet  northeast 
of  the  drift  mouth. 

Note. — ^This  mine  in  1905  was  working  in  a  small  way  the  crop  of  the  No.  6  bed  to 
supply  a  brick  plant. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follow^-^steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  145;  Bureau  of  Mines  Bull.  23,  pp.  66,  173; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  146;  Bureau  of  Mines  Bull.  13, 
pp.  174,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  147;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  147;  Bull.  336,  pp.  23,  31,  40. 

For  chemical  analyses  see  imrt  1  of  this  bulletin,  p.  147;  also  U.  S.  Geol.  Survey 
BuU.  290,  p.  145. 
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Mineral  City.    Huff  Mine. 

Sample. — ^Bituminous  coal;  Ohio  field;  (Ohio  No.  10)  analyses  Nos.  3968,  3969 
(p.  148). 

Mine. — ^Huff;  a  drift  mine  at  Mineral  City,  on  the  Baltimore  &  Ohio  Kailroad. 

Coal  bed. — No.  5  of  the  Ohio  Geological  Survey.  Carboniferous  age,  Allegheny  form- 
ation. The  bed  is  of  fairly  uniform  thickness,  averaging  3  feet  5  inches  at  this  mine. 
It  lies  nearly  flat.  Theroof  is  a  hard  gray  shale;  the  floor  is  fire  clay.  The  bed  carries 
''sulphur''  and  shale  partings. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
K.  M.  Way  on  October  15,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Huff  mine  at  Mineral  City.     ' 


Section 

Laboratory  No. 

Roof,  shale. 

Coal , 

Sulphur. 


Buipi 
Coal. 


Black  band 

Sulphur 

Coal..... 

Sulphur 

Black  band 

Coal 

Floor,  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


I 

L 

3968     1 

Ft. 

in. 

0 

6 

0 

1 
0 

•1 

0 

•  • 

6 

aO 

i 

0 

•  • 

6 

2 

111 

2 

11 

B 
3960 
Ft.   in. 

0  2 
aO       i 

1  6 

•  •         •  • 

0    10} 
«6     2* 

0  lot 


»  3 


3 


a  Not  included  in  sample. 

Section  A  (sample  3968)  was  measured  in  room  4,  off  west  entry  16,  7,000  feet  south- 
east of  the  drift  mouth. 

Section  B  (sample  3969)  was  measured  in  room  7,  off  east  entry  16,  6,600  feet  south- 
east of  the  drift  mouth. 

Note — ^The  average  daily  output  of  the  mine  in  1905  was  300  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  sx>ecific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  188;  Bureau  of  Mines  Bull.  23,  pp.  66,  175; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  188;  Bureau  of  Mines  Bull.  13, 
pp.  180,  275. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  148;  also  U.  S.  Geol.  Survey 
Bull  332,  p.  187. 

VINTON  COUNTY. 


Clarion.    Clarion  Mine. 

5ampfe.— Bituminous  coal;  Ohio  field;  (Ohio  No.  9)  analyses  Noe.  2208, 2209  (p.  148). 

Mine. — Clarion;  a  drift  mine  in  the  Hocking  Valley  district,  at  Clarion,  on  the 
Hocking  Valley  RaOway. 

.  Coal  bed. — No.  4  of  the  Ohio  Geological  Survey.  Carboniferous  age,  Allegheny 
formation.  Thickness,  fairly  uniform,  averaging  at  this  mine  a  little  over  4  feet. 
The  bed  lies  nearly  flat.  The  roof  is  of  sandy  shale,  about  1  foot  thick.  The  floor  is 
clay,  3  to  5  feet  thick.  The  bed  carries  a  regular  bone  and  shale  parting,  and 
other  partings  that  are  irregular. 

45889**— Bull.  22,  pt  2—13 ^23 


674 


ANALYSES  OF  COALS. 


The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
W.  J.  von  Bonies  on  September  25, 1905,  as  shown  below: 

Sections  of  coal  bed  in  Clarion  mine  at  Clarion. 


Section 

Laboratory  No. 
Roof,  slate. 

Coal 

Bonecoala. 

Salplmra.. 

Bhuea 

Coal 

Boneooala. 

Bhato« 

Coal 

Bhatos 

Coal. 


Floor,  fire  clay. 
Tnteknwwof  bed. 


Thickness  of  coal  sampled. 


A 

2206 

Ft. 

<». 

1 

6 

0 

n 

'6 

m  • 

4 

1 

1 

•  • 

0 

•  • 

2 

1 

0 

•  • 

4 

•  • 

6 

3 

7 

B 

2200 
Ft,  In. 
0    10 


1  0 

0  2 

0  4 

0  11 

0  a 

0  7| 

t  3 


a  Not  Included  in  sample. 

Section  A  (sample  2208)  was  measured  in  room  6,  o£F  east  entry  4,  900  feet  northeast 
of  the  drift  mouth. 

Section  B  (sample  2209)  was  measured  in  butt  entry  5,  o£f  the  main  entry,  800  feet 
west  of  the  drift  mouth. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  163;  Bureau  of  Mines  Bull.  23,  pp.  66,  174; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  165;  Bureau  of  Mines  BuU.  13, 
pp.  180,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  165;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  166;  Bull.  336,  pp.  23,  31,  40;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  50,  54,  56,  59,  63. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  148;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  163. 

OKLAHOMA. 

COAL  OOXmTY. 

Lehigh.    No.  5  Mine. 

Sample. — Bituminous  coal;  Oklahoma  field;  (Indian  Territory  No.  4)  analyses 
Nos.  1150, 1151  (p.  149). 

Mine. — No.  5;  Lehigh  district;  a  shaft  mine  )  mile  north  of  Lehigh,  on  the  Missouri, 
Kansas  A  Texas  Railway. 

Coal  bed. — The  McAlester  coal,  which  is  one  of  the  prominent  beds  of  the  McAlestO' 
coal  field.  Lehigh  and  Goalgate  are  on  the  west  side  of  the  basin,  and  the  coal  dips 
generally  to  the  east  as  low  as  4°.  The  deepest  cover  at  this  mine  is  over  200  feet, 
the  main  shaft  being  240  feet  deep. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  in  1904,-  as 
shown  below: 

Section  of  coal  bed  in  No.  5  mine^  at  Lekigh. 


Section 

Laboratory  No 

Bonyooala 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled 

a  Not  included  in  sample. 


A 

llfiO 
Ft.  in, 
0     4 
4     0 

B 
1151 
Ft.    Ik. 
0     4 
4    10 

4     4 
4     0 

6     2 

4    10 
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Section  A  was  measured  in  south  entry  8,  in  slope  5,  and  section  B  was  measured 
in  the  north  entry  3  in  the  south  slope. 

Notes, — ^The  coal  from  this  mine,  like  that  from  others  in  this  district,  is  rather 
friable.  In  1904  the  rated  capacity  of  the  mine  was  about  750  tons  per  day.  Prac- 
tically the  entire  output  was  shipped  to  Texas,  where  it  was  used  by  several  railroads 
for  locomotives. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  521;  Bull.  261,  p.  81;  producer-gas  tests: 
U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1111. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  149;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  218;  Bull.  261,  p.  40. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Lehioh.    Lehigh  No.  8  Mine. 

Sample. — Bituminous  coal;  McAlester  field;  analjrsis  No.  10054  (p.  149). 

Mine. — Lehigh  No.  8;  Lehigh  district,  in  Boone  township,  1}  miles  southeast  of 
Lehigh. 

Coal  bed. — ^McAlester.  The  coal  is  of  Carboniferous  (Allegheny)  age,  McAlester  (?) 
formation.  The  bed  is  4  feet  7  inches  thick,  the  top  3  inches  and  bottom  4  inches  of 
which  IE  bony  coal. 

The  bed  was  measured  and  sampled  on  February  23,  1910,  by  L.  M.  Jones,  as 
described  below: 

Section  of  coal  bed  in  Lehigh  No.  8  minCy  H  miles  southeast  of  Lehigh. 


Lal)orator7  No 

Bony  coal  a 

Hard  iMlght  coal 

Soft  bri^t  coal 

Hard  bright  coal 

Sulphur  band 

Hard  bright  coal 

Bocyooala 

Thickness  of  bed 

Thickness  of  coal  sampled . 


10064 

Ft.  in. 

0  3 

1  7i 
0  4 
0  3 

0  1 

1  8i 

0  4 


4      7 

4      0 


•  Not  included  in  sample. 

Sample  was  taken  in  lace  of  room  19,  north  entry  3,  2,000  feet  northwest  oi  snaft. 

Note. — ^The  daily  output  of  the  mine  in  1910  was  600  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  149. 

For  geologic  relations. see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

HASKELL  COT7NTY. 

Chant.    San  Bois  No.  2  Mine. 

Sample. — Bituminous  (coking)  coal;  McAlester  field;  analjrsis  No.  10057  (p.  149). 

Mine. — San  Bois  No.  2;  San  Bois  district;  a  elope  mine  \  mile  east  of  Chant,  on  the 
Fort  Smith  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  McCurtain  (Hartshome).  Carboniferous 
(Allegheny)  age,  McAlester  shale.  The  coal  at  this  mine  has  an  average  thickness 
of  6  feet  6  inches;  a  shale  roof  of  medium  quality;  and  a  floor  of  hard  clay  with 
smooth  surface.    It  dips  7^  S. 
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The  bed  was  measured  and  sampled  at  one  point  by  L.  M.  Jones,  March  2, 1910,  as 
described  below: 

Section  of  coal  bed  in  San  Bois  No.  2  mine,  one-half  mile  east  qf  Chant. 


Laboratory  No 

Roof,  slate. 

Softooal 

Hardshalea 

Soft  friable  coal 

Floor,  hard  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


10057 

Ft. 

in 

2 

2 

0 

5 

4 

4 

6 

11 

6 

6 

a  Not  included  in  sample. 

Section  A  (sample  10057),  was  cut  from  the  face  of  south  entry  10,  2,700  feet 
southeast  of  the  opening. 

Notes. — In  1910  the  coal  was  not  imdercut  but  was  shot  of!  the  solid  with  black 
powder  in  the  rooms.  The  tipple  was  provided  with  bar  screens,  and  the  entire  out- 
put of  the  mine  was  screened.  The  coal  was  picked  on  the  cars  by  three  trimmers. 
The  screenings  were  washed  and  coked,  there  being  210  ovens  at  this  plant.  The 
tipple  had  a  storage-bin  capacity  of  1,000  tons.  The  average  daily  tonnage  was  600 
tons.  The  future  output  was  to  be  derived  two-l^ds  from  advance  work  and  one- 
third  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  149. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

LATIME&  COT7NTY. 

Hughes.    Turkey  Greek  Mine. 

Sample. — ^Bituminous  coal;  McAlester  field;  analysis  No.  1817  (p.  149). 
Mn€.— Turkey  Creek;  in  the  SE.  J  sec.  33,  T.  6  N.,  R.  22  E.,  at  Hughes. 
Coal  bed. — ^McAlester.    Carboniferous  (Allegheny)  age,  McAlester  shale. 
The  bed  was  measured  and  sampled  in  1905  by  M.  K.  Shaler.    The  sample  included 
a  30-inch  cut. 
For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  149. 
For  geologic  relations  see  U.  S.  Creol.  Survey  Bull.  260,  p.  382. 

LuTiB.    Hailey-Ola  Mine. 

Sample. — Bituminous  coal;  McAlester  field;  analysis  No.  1818  (p.  149). 
Mne.— Hailey-Ola;  in  sec.  11,  T.  5  N.,  R.  19  E.,  at  Lutie. 
Coal  bed. — Lower  Hartshome.    Carboniferous  (Allegheny)  age,  McAlester  shale. 
The  bed  was  measured  and  sampled  by  M.  K.  Shaler.    The  sample  included  a  65- 
inch  cut. 
For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  149. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

WiLBURTON.    No.  2' Mine. 

Sample. — Bituminous  coal;  McAlester  field;  analysis  No.  1769  (p.  149). 
Jfin«.— No.  2;  in  sec.  10,  T.  5  N.,  R.  19  E.,  at  Wilburton. 
Coal  bed. — Upper  Hartshome.    Carboniferous  (Allegheny)  age,  McAlester  shale. 
The  bed  was  measured  and  sampled  in  1905  by  M.  K.  Shaler,  the  sample  repre- 
senting a  50-inch  cut. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  149. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 
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WntBURTON.     WiLBUBTON  NO.  6  AND  NO.   7  MiNES. 

Sample, — ^Bituminous  coal;  McAleeter  field;  analyses  Nos.  1770,  1771  (p.  149). 

ifiTMj.— Wilburton  No.  6  and  No.  7;  in  sec.  8,  T.  6  N.,  R.  19  E.,  1  mile  west  of  Wil- 
burton. 

Coal  &ed.— Upper  and  Lower  Hartshome.  Carboniferous  (Allegheny)  age,  McAles- 
ter  shale. 

The  bed  was  measured  and  sampled  in  1905  by  M.  K.  Shaler. 

Sample  1770  was  taken  from  the  Upper  Hartshome  bed  in  mine  No.  6,  and  repre- 
sented a  50-inch  cut. 

Sample  1771  was  taken  from  the  Lower  Hartshome  bed  in  mine  No.  7,  from  east 
entry  5,  and  represented  a  46-inch  cut. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  149. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

LA  FLOBB  COUNTY. 
Howe.    Mexican  Gxtlf  Mine. 

Sample. — Bituminous  coal;  McAlester  field;  analysis  No.  1815  (p.  149). 

Mine, — ^Mexican  Gulf  in  the  S.  i  sec.  2,  T.  5  N.,  R.  25  E.,  2  miles  south  of  Howe. 

Coal  bed. — ^Lower  Hartshome.  The  coal  is  of  Carboniferous  (Allegheny)  age, 
McAlester  shale. 

The  bed  was  measured  and  sampled  in  1905  by  M.  K.  Shaler.  The  sample  included 
a  45-inch  cut. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  149. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

HuoHES.    No.  2  Mine. 

Sample. — ^Bituminous  coal;  McAlester  field;  analysis  No.  10065  (p.  149). 

Mine. — No.  2;  in  sec.  4,  T.  5  S.,  R.  22  £.,  1  mile  southwest  of  Hughes. 

Coal  bed. — Lower  Hartshome.  The  coal  is  of  Carboniferous  (AU^heny)  age, 
McAlester  shale. 

The  bed  was  measured  and  sampled  on  March  8, 1910,  by  L.  M.  Jones,  and  measured 
4  feet  2  inches;  the  sample  included  3  feet  7)  inches  of  dirty  coal.  The  sample  was 
taken  in  face  of  room  20,  west  entry  4,  northwest  of  slope  mouth. 

Note. — ^The  daily  output  of  the  mine  in  1910  was  200  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  149. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Hughes.    Pbospect. 

Sample. — Bituminous  coal;  McAlester  field;  analysis  No.  1816  (p.  149). 
Location. — Prospect  in  the  £.  i  sec.  4,  T.  5  N.,  R.  22  E.,  2  miles  southwest  cf  Hughes. 
Coal  bed. — Lower  Hartshome.    Carboniferous  (Allegheny)  age,  McAlester  shale. 
The  bed  was  measured  and  sampled  in  1905  by  M.  K.  Shaler.    The  sample  included 
a  46-inch  cut. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  149. 
For  geologic  relations  see  U.  S.  Geol.  Siuirey  Bull.  260,  p.  382. 

OEICUXGEB  COUNTY. 

Henbyetta.    Henktetta  No.  1  Mine. 

Sample. — ^Bituminous  coal;  Henryetta  field;  (Indian  Territory  No.  1),  anal3r8es  Nos. 
1059, 1060  (p.  150). 

Mine. — ^Henryetta  No.  1;  a  shaft  mine  in  the  Henryetta  district,  at  Henryetta,  on 
the  St.  Louis  &  San  Francisco  Railroad. 
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Coal  bed. — ^Henryetta.  Carboniferous  (All^heny)  age,  in  the  Cherokee  shale. 
Thickness,  fairly  uniform,  averaging  about  3  feet;  dip,  very  gentle  to  the  southwest; 
roof  of  shale  (?);  floor  of  fire  clay  (?);  cover  100  to  150  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  S.  Burrows  on  September  5, 
1904,  as  shown  below. 

Sections  of  coal  bed  in  Henryetta  No.  1  mine  at  Henryetta. 


Section 

Laboratory  No 

Coal 

Motberooal 

Coal 

Thickness  of  bed . 
Thickness  of  coaL 


A 

B 

1000 

1060 

Ft.    in. 

Ft.    in. 

1      3 

1     7 

0     3i 

0     4 

1      6 

1      3 

2    lU 
2    Hi 

3     2 

3      2 

Section  A  (sample  1060)  was  measured  in  the  face  of  the  northeast  entry. 

Section  B  (sample  1059)  was  measured  in  the  face  of  the  southeast  entry. 

Notes. — ^Much  of  the  slack  comes  from  the  band  of  mother  coal  (that  resembles 
crushed  charcoal)  in  the  middle  of  the  bed.  It  falls  into  fine  powder.  The  rated 
capacity  of  the  mine  in  September,  1904,  was  75  tons  per  day,  the  mine  having  been 
opened  only  five  months.  Most  of  the  product  was  shipped  to  points  in  Texas  and 
Oklahoma  for  domestic  fuel.    Some  was  used  by  locomotives. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming  tests: 
U.  S.  Geol.  Survey  Ph)f.  Paper  48,  p.  497;  Bull.  261,  p.  81;  producer-gas  tests:  U.  S. 
Oeol.  Survey  Prof.  Paper  48,  p.  1098;  Bull.  261,  p.  98;  coking  tests:  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  1337;  Bull.  261,  p.  123. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  150;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  214;  Bull.  261,  p.  39. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Henryetta.    Victoria  No.  1  Mine. 

Sample. — Bituminous  coal;  Henryetta  field;  analyses  Nos.  10177,  10178  (p.  150). 

Mine. — Victoria  No.  1;  a  shaft  mine,  335  feet  in  depth,  4|  miles  west  of  Henryetta 
on  the  Atchison,  Topeka  &  Santa  Fe  Railway. 

Coal  bed. — Known  in  this  field  as  the  Henryetta.  Carboniferous  (Allegheny)  age, 
in  the  Cherokee  shale.  The  coal  at  this  mine  has  an  average  thickness  of  2  feet 
10  inches,  with  a  good  shale  roof  of  smooth  surface;  floor,  medium  hard  clay. 

The  bed  was  meas\ired  and  sampled  at  two  points  by  L.  M.  Jones  on  Mardi  16, 1910, 
as  described  below: 

Section  of  coal  bed  in  No.  1  mine,  4i  west  of  Henryetta . 


Laboratory  No 

Roof,  shale. 

Soft  bright  coal 

Slatea 

Soft  bright  coal 

Slate  o 

Soft  bright  coal 

Floor,  medium  hard  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


10178 
Ft,  in, 

I     3 

\i 

3 


2    1 
2 


a  Not  induded  in  sample. 

Section  A  (sample  10178)  was  cut  from  the  ^e  west  entry  1,  200  feet  from  the  shaft. 
Section  B  (sample  10177)  was  cut  from  the  main  east  entry  and  included  a  34-iiich 
cut. 
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JVbtes. — ^In  1910  the  coal  at  this  mine  was  not  undercut,  but  was  shot  off  the  solid 
with  black  powder.  The  tipple  was  provided  with  shaking  screens  with  2-inch 
and  f-inch  holes.  The  proportion  of  screenings  to  the  entire  output  was  about  25 
per  cent.  The  coal  was  picked  on  the  car  by  one  trimmer.  The  average  daily  tonnage 
was  75  tons.  The  arrangement  of  the  mine  was  such  that  1,000  tons  of  coal  per  day 
could  be  handled.  There  were  620  acres  to  be  mined.  This  was  practically  a  new 
mine,  and  development  work  was  going  on.  The  future  output  was  to  be  derived 
principally  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  150. 

For  geologic  relations  see  U.  S.  Geol  Survey  Bull.  260,  p.  382. 

FITTSBXJBO  COXTMTY. 
Buck.    Buck  No.  6  Mine. 

Sample. — ^Bituminous  (coking)  coal;  McAlester  field;  (Indian  Territory  No.  7) 
analyses  Nos.  2645,  2646  (p.  150). 

Mine. — Buck  No.  6;  a  shaft  mine  in  the  McAlester  district  at  Buck. 

Coal  bed. — Lower  Hartshome  of  the  United  States  Geological  Survey.  Carbonif- 
erous (Allegheny)  age,  in  the  McAlester  shale.  Thickness,  fairly  uniform,  averaging 
4  feet  4  inches  at  this  mine;  roof,  bluish  sandy  shale,  in  places  soft;  floor,  hard  shale; 
cover,  for  the  most  part  over  500  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves 
and  W.  J.  Von  Borries  on  December  7, 1905,  as  described  below: 

Sedione  of  coal  bed  in  Bttek  No.  6  mine  at  Buck. 

Sectkm A  B 

Laboratory  Nos 2845  2M0 

Ft.  in.  Ft.   in. 
RooTshale. 

Coal,8oft. 10  ..    .. 

Coal 3    5  4     0 

Flow,  shale. 

lliickiiessofooalbed 4   5  4     0 

Thickness  of  coal  sampled 4   5  4     0 

Section  A  (sample  2645)  was  measured  in  room  No.  16,  off  main  north  level,  600  feet 
north  of  the  shaft. 

Section  B  (sample  2646)  was  measured  in  room  2  from  first  south  plane,  400  feet 
south  of  the  shaft. 

Notes. — ^The  coal  from  this  mine,  like  that  from  many  others  in  this  field,  breaks 
rather  easily  into  small  pieces.  In  1905  the  slack  coal  (that  passing  through  a  1-inch 
screen)  was  washed  and  made  intQ  coke  at  the  mine.  The  average  daily  output  of 
the  mine  was  300  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  150. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Carbon.    Central  Mine. 

Sample. — Bituminous  coal;  McAlester  field;  analysis  No.  1735  (p.  150). 

Mine. — Central;  McAlester  district,  at  Carbon,  sec.  6,  T.  5  N.,  R.  16  E. 

Coal  bed. — Lower  Hartshome.    Carboniferous  (Allegheny)  age,  McAlester  shale. 

The  bed  was  measured  and  sampled  in  1905  by  C.  D.  Smith. 

The  sample  represented  a  3-foot  cut. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  150. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 
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Carbon.    Borino  No.  9. 

Sample, — ^Bituminous coal;  McAlester  field;  analysb  No.  6225  (p.  150). 

Location. — ^Boring  No.  9;  McAlester  district;  1,050  feet  from  cent^  of  tract  No.  30, 
sec.  4,  T.  6  N.,  R.  16  E.,  2)  miles  east  of  Carbon. 

Coal  bed. — ^McAlester.  Carboniferous  (Allegheny)  age,  McAlester  shale.  Thick- 
ness, 3  feet  2  inches. 

The  bed  was  sampled  in  1908  by  A.  W.  Thompson  from  diamond  drill  core  2  inches 
in  diameter  and  from  depth  of  551}  feet.  The  sample  represented  3  feet  2  inches  of 
ccmJ. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  150;  also  U.  S.  Geol. 
Survey  Bull.  471. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Chambers.  Chambers  Mine. 

Sample. — ^Bituminous  coal;  McAlester  field;  analysis  No.  1743  (p.  150). 

Mine. — Chambers;  McAlester  district;  at  Chambers. 

Coal  bed. — ^McAlester.    Carboniferous  (Allegheny)  age,  McAlester  shale. 

The  bed  was  measured  and  sampled  in  1905  by  C.  D.  Smith. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  150. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Coleman.    Bolen  Darnall  Mine. 

Sample. — ^Bituminous  coal;  McAlester  field ;  analysis  No.  1757  (p.  150). 

Mine. — Bolen  Darnall:  McAlester  district;  at  Coleman,  sec.  9,  T.  4  N.,  R.  16  E. 

Coal  bed. — ^McAlester.    Carboniferous  (Allegheny)  age,  McAlester  shale. 

The  bed  was  measured  and  sampled  in  1905  by  C.  D.  Smith. 

The  sample  represented  a  3i-foot  cut. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  150. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Craig.    Boring  No.  7. 

Sample. — ^Bituminous  coal;  McAlester  field;  analysis  No.  6224  (p.  151). 

Location. — Boring  No.  7;  McAlester  district;  3  miles  east  of  Craig,  in  sec.  19,  T.  4  N., 
R.  16  E. 

Coal  bed. — ^McAlester.  Carboniferous  (Allegheny)  age,  McAlester  shale.  It  is  441 
feet  6  inches  below  the  surface  at  this  point. 

The  sample  was  obtained  by  A.  W.  Thompson  in  1908  by  taking  a  2-inch  core  of  the 
entire  bed,  which  is  4  feet  thick.    Depth  of  boring,  441}  feet. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  151;  also  U.  S.  Geol. 
Survey  Bull.  471. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Craig.    Bqrino  No.  6. 

i9amp2e.— Bituminous  coal;  McAlester  field;  analysis  No.  6118  (p.  151). 

Location.— Boring  No.  6;  McAlester  district;  1,150  feet  north,  60''  E.  of  SW.  cor. 
sec.  11,  tract  53,  T.  3  N.,  R.  14  E.,  3  miles  south  of  Craig. 

Coal  bed. — ^McAlester.    Carboniferous  (Allegheny)  age,  McAlester  shale. 

The  bed  was  measured  and  sampled  on  March  30, 1908,  by  A.  W.  Thompson. 

The  sample  represented  a  3-foot  11-inch  cut  of  coal.  It  was  taken  by  the  use  of  a 
diamond  drill.  The  depth  of  boring  to  the  top  of  the  coal  bed  was  410  feet  3  inches. 
(Dip,  46^) 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  151. 

For  geologic  relationfl  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 
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Dpw.    MiLBT  &  Dow  Mine. 

Sample, — ^Bituminous  coal;  McAlester  field;  analysis  No.  1715  (p.  151). 

Mine,—Uilhy  &  Dow;  McAlester  district;  at  Dow,  sec.  26,  T.  5  N.,  R.  16  E. 

Coal  bed. — ^McAlester.    Carboniferous  (Allegheny)  age,  McAlester  shale. 

The  bed  was  measured  and  sampled  in  1905  by  C.  D.  Smith. 

The  sample  represented  a  35-inch  cut. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  151. 

For  geologic  relations  see  U.S.  Geol.  Survey  Bull.  260,  p.  382. 

Edwards.    No.  1  Mine. 

Sample. — ^Bituminous  coal;  McAlester  field;  (Indian  Territory  No.  3)  analyses  Nos. 
1079, 1080  (p.  151). 

Mine. — ^No.  1;  McAlester  district;  aslope  mine  at  Edwards,  on  the  Choctaw,  Okla- 
homa &  Gulf  (Rock  Island)  Railroad. 

Coal  bed. — ^McAlester.  Carboniferous  (All^heny)  age,  in  the  McAlester  shale. 
Dip  about  25°.  The  coal  consists  of  one  solid  bench,  free  from  binders  or  partings. 
It  is  overlain  with  about  3  inches  of  bony  coal,  which  appears  to  be  a  characteristic 
feature  in  this  mine. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  September  8, 
1904,  as  shown  below: 

Section  of  coal  bed  in  No.  1  mine,  at  Edwards. 


Section 

Laboratory  No. 


Bonyooalo. 
Coal 


Thiokness  of  bed 

Thickness  of  coal  sampled. 


A 

B 

1060 

1079 

Ft.  in. 

FU   in. 

0     3 

0     3 

3  m 

4     0 

*     H 

4     8 

3    10| 

4     0 

a  Not  included  in  sample. 

Section  A  was  measured  in  west  air  course  2,  and  section  B  was  measured  in  east  air 
course  2. 

Note. — ^The  output  in  1904  was  used  almost  exclusively  for  steam  making. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  513;  Bull.  261,  p.  81;  briquetting  tests: 
U.  S.  Geol.  Survey  Ytot  Paper  48,  p.  1439;  Bull.  261,  p.  155;  washing  tests:  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  1468;  Bull.  261,  p.  68;  coking  tests:  U.  S.  Geol.  Sur- 
vey Prof.  Paper  48,  p.  1338;  Bull.  261,  p.  124. 

For  chemical  analyses  see  part  I  of  thio  bulletin,  p.  151;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  217;  Bull.  261,  p.  40. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Hartshorne.    No.  8  Mine. 

Sample. — ^Bituminous  (coking)  coal:  McAlester  field;  (Indian  Territory  No.  2) 
analyses  Nos.1071, 1073,  and  analysis  No.  10053  (p.  151). 

Mine. — No.  8;  a  shaft  mine,  1  mile  from  Hartshorne  on  the  Choctaw,  Oklahoma  & 
GulfRaihoad. 

Coal  bed. — Lower  Hartshorne.  Carboniferous  (All^heny)  age,  in  the  McAlester 
shale.  Its  thickness  is  uniform.  The  coal,  which  is  very  clean,  has  a  shale  (?)  roof, 
and  a  floor  of  soft  shaly  clay.    The  cover  is  over  250  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  by  John  W.  Groves,  in  September, 
1904.  Sample  1073  included  4  feet  5^  inches  of  clean  coal.  It  was  measured  in  room 
14  off  the  main  east  entry. 
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Sample  1071  included  3  feet  10  inches  of  clean  coal,  t  It  was  measured  in  room  16 
off  west  entry  7. 

The  bed  was  subsequently  measured  and  sampled  at  another  point  by  L.  M.  Jones 
on  February  17, 1910.  The  sample  (10053)  was  taken  in  east  air  course,  4,100  feet 
west  of  shaft.    It  included  a  48^inch  cut. 

Notes. — In  1904  all  but  9  per  cent  of  the  coal  was  used  for  locomotives  on  the  Rock 
Island  System.  The  remainder  was  used  for  steam  and  for  household  purposes,  except 
about  3  per  cent  consumed  locally  or  made  into  coke.  The  output  of  the  mine  was 
about  600  tons  per  day. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  505;  Bull.  261,  p.  81;  Bull.  332,  p.  147; 
briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1439;  Bull.  261,  p.  155;  Bull. 
332,  p.  148;  washing  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1467;  Bull.  261, 
p.  67;  Bull.  332,  p.  148;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1337; 
Bull.  261,  p.  124. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  151;  also  U.  S.  Creol.  Survey 
Prof.  Paper  48,  p.  215;  Bull.  261,  p.  39;  Bull.  332,  p.  147. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

McAlesteb.    Yallbt  Minb. 

Sample. — ^Bituminous  coal;  McAleeter  field;  analysis  No.  1737  (p.  151). 

Mine. — ^Valley  No.  2  slope;  McAlester  district;  at  McAlester. 

Coal  bed. — Lower  Hartshome  Carboniferous  (Allegheny)  age;  McAlester  shale. 

The  bed  was  measured  and  sampled  in  1905  by  M.  K.  Shaler.  . 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  151. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

McAlesteb.    McAlesteb  No.  3  Mine. 

Sample. — Bituminous  coal;  McAlester  field;  analysis  No.  1736  (p.  151). 

Mine. — ^McAlester  No.  3;  McAlester  district;  at  McAlester. 

Coal  bed. — ^McAlester.    Carboniferous  (Allegheny)  age,  McAlester  shale. 

The  bed  was  measured  and  sampled  in  1905  by  M.  K.  Shaler. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  151. 

For  geologic  relations  see  U.  S.  Creol.  Survey  Bull.  260,  p.  382. 

PrrrsBTTBo.    McAlbstbb-Edwabos  No.  1  Minb. 

* 

Sample. — Bituminous  coal;  McAlester  field;  analjnns  No.  10060  (p.  151). 

Mine. — McAlester-Edwards  No.  1;  McAlester  district;  a  slope  mine  at  Pittsburg, 
on  the  Chicago,  Rock  Island  &  Pacific,  and  the  Missouri,  Kansas  &  T^za8  Railways. 

Coal  bed.— Known  in  this  field  as  the  McAlester.  Carboniferous  (Allegheny)  age, 
in  the  McAlester  shale.  The  coal  at  this  mine  has  an  average  thickness  of  4  feet  3 
inches,  a  hard  shale  roof  with  smooth  surface,  and  a  hard  day  floor  with  rough  sur- 
face.   Bed  dips  22J°  to  26*  NW. 

The  bed  was  measured  and  sampled  by  L.  M.  Jones  on  March  4, 1910,  as  described 

below: 

Section  of  coal  bed  in  McAlester-Edwardi  No.  1  mtn€,  at  PiUaburg. 


LabontorrNo 

Roof,  hard  shale,  Bmooth. 

Bonvcoala 

Bright  hard  ooaL 

Fkxv,  hard  clay,  rough. 

Thickness  of  bed 

Thickness  of  coal  sampled 

a  Kot  infihidfid  in  sample. 


10060 

FU  in. 
0  4 
S       7 

8      11 
3       7 


• 
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Section  A  (aample  10060)  was  cut  from  the  face  of  left  entry  5,  off  the  east  entry, 
1,300  feet  north  and  14^  east  of  the  slope  mouth. 

Notes. — In  1910  the  coal  at  this  mine  was  not  undercut  but  was  shot  off  the  solid 
with  black  powder.  One  side  of  the  double  tipple  was  equipped  with  bar  screens 
with  1-inch  openings,  and  the  other  side  with  shaking  screens  with  |,  1,  and  2  inch 
openings.  About  10  per  cent  of  the  coal  was  shipped  as  run  of  mine,  25  per  cent  as 
slack,  and  14  per  cent  as  nut  coal.  The  coal  was  picked  on  the  car  by  three  trimmers. 
Screenings  of  nut  size  and  under  were  washed.  The  average  daily  tonnage  was  190 
tons,  and  a  maximum  day's  run  was  280  tons.  There  were  1,900  acres  of  coal  under 
lease  still  unmined.  TLe  future  output  was  to  be  derived  almost  entirely  from 
advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  151. 

For  geologic  relations  see  U.  S.  Creol.  Survey  BuU.  260,  p.  382. 

Savanna.    No.  1  Mine. 

Sample. — Bituminous  coal;  McAleeter  field;  analysis  No.  1745  (p.  151). 

Mme. — No.  1;  McAlester  district;  at  Savanna. 

Coal  bed. — ^McAlester.    Carboniferous  (All^;heny)  age,  McAlester  shale. 

The  bed  was  measured  and  sampled  in  1905  by  C.  D.  Smith. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  151. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Savanna.  Savanna  No.  1  Slope. 

Sample.— BituxDiaona  coal;  McAleeter  field;  analysis  No.  1744  (p.  151). 

Mine. — Savanna  No.  1  slope;  McAlester  district;  at  Savanna. 

The  bed  was  measured  and  sampled  in  1905  by  C.  D.  Smith. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  151. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

Savanna.    Bobe  Hole  No.  2. 

Sample. — Bituminous  coal;  Oklahoma  field;  analysis  No.  5921  (p.  152). 

Location. — ^Bore  hole  No.  2;  McAlester  district;  in  tract  69,  NE.  i  SE.  i  sec.  16, 
T.  4  N.,  R.  14  E.,  1  mile  southeast  of  Savanna. 

Coal  bed. — Lower  Hartshome.    Carboniferous  (Allegheny)  age,  McAlester  shale. 

The  bed  was  measured  and  sampled  in  January,  1908,  by  A.  W.  Thompson.  The 
sample  represented  a  3  foot  10  inch  cut  of  coal.  The  sample  was  taken  from  a  2-inch 
core. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  152;  also  U.  S.  Geol. 
Survey  BuU.  471. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 

South  McAlester.    Gbeat  Western  Mine. 

Sample. — Bituminous  coal;  McAlester  field;  analysis  No.  1738  (p.  152). 
Mine. — Great  Western;  McAlester  district,  at  McAlester. 
Coal  bed. — ^The  bed  was  measured  and  sampled  in  1905  by  C.  D.  Smith. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  152. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  382. 


684 


AKALY8E8  OF  COALS. 


OREGON. 

COOS  COUNTY. 


Beaver  Hill.    Beaver  Hill  Mine. 

Sample. — SubbituminouB  coal;  Coop  Bayfield;  analyses  Noe.  9151,  9152  (p.  152). 

Mine. — ^Beaver  Hill;  a  drift  minei  in  sec.  17,  T.  27  S.,  R.  13  W.,  1  mile  southwest  of 
Beaver  Hill,  9  miles  southwest  of  Marshfield,  on  the  Coos  Bay,  Roseburg  &  Eastern 
Railroad. 

Coal  bed. — Newport,  often  designated  locally  the  Beaver  Hill.  Tertiary  (Eocene) 
age,  Arago  formation.  Thickness,  fairly  uniform;  strike,  N.  45^  E. ;  dip,  SE.  31^ ;  roof, 
varies  from  sandy  shale  or  shaly  sandstone  to  firm  sandstone;  floor  varies  from  hard 
bituminous  clay  shale  to  sandstone.  The  floor  is  generally  softer  than  the  roof  and 
"heaves." 

The  bed  was  measured  and  sampled  in  this  mine  at  two  points  by  M.  A.  Pishel  on 
September  30, 1909,  as  shown  below: 

Sections  of  coal  bed  in  Beaver  Hill  mine,  1  mile  soiUhweat  of  Beaver  BUI. 


Section 

Laboratory  No 

Roof,  sandstone  or  sandy  shale. 

Coal 

Dirt 

Coal 

Dirt 

Coal 

Dirt  (mining) 

Coal 

Floor,  sandstone. 

Tnlckneas  of  bed 

Thickness  of  coal  sampled. . 


A 

9151 

[ 

Ft.  1 

!n. 

0 

7 

aO 

3 

0 

2 

aO 

1 

2 

6 

aO 

6 

3 

2 

6 

3 

5 

6 

B 

9152 

Ft.  in. 

1      7 
oO 

0 
aO 

2 
«0 

2 

6 
G 


4 

1* 

4 
6 
0 

'1 


a  Not  Included  in  sample. 

Section  A  (sample  9151)  was  collected  in  room  5,  off  entry  2,  about  700  feet  northwest 
of  the  mouth  of  the  mine. 

Section  B  (sample  9152)  was  collected  about  1,000  feet  southeast  of  the  main  entrance 
in  room  8,  off  entry  8. 

Notes. — ^The  coal  from  this  mine,  like  that  from  all  others  in  this  field,  slakes  when 
^exposed  to  the  atmosphere  any  length  of  timo  and  is  used  almost  exclusively  for  heating 
and  power  purposes.  It  is  not  considered  a  coking  coal.  This  is  the  laigest  mine  in 
this  field,  its  maximiun  rated  capacity  ct  the  time  of  sampling  being  about  200  tons  a 
day.  The  coal  is  hand  picked  and  washed  to  separate  the  impurities.  The  larger 
part  of  the  product  is  used  on  the  engines  of  the  Coos  Bay,  Roseburg  &  Eastern  Rail- 
road, and  on  steamships  which  run  out  of  Coos  Bay. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  152. 

For  geologic  relations  see  U.S.  Geol.  Survey  Bull.  431,  p.  192. 

CoQUiLLE.    Peart  Brothebs'  Mine. 

Sample. — Subbituminous  coal;  Coos  Bay  field;  analysis  No.  9188  (p.  152). 

Mine. — Peart  Brothers ';  a  small  drift  mine,  in  sec.  36,  T.  27  S.,  R.  13  W.,  1  mile  north 
of  Coquille,  and  within  1  mile  of  the  Coos  Bay,  Roseburg  &  Eastern  Railroad  and  the 
Coquille  River. 

Coal  bed. — Newx>ort,  locally  also  known  as  the  Beaver  Hill.  Tertiary  (Eocene) 
age,  Aiago  formation.  The  bed  is  here  somewhat  thicker  and  contains  more  bone  coal 
than  at  Beaver  Hill.  It  dips  NW.  le''  to  Id''.  The  roof  is  sandstone  with  6  inches 
of  sandy  shale  over  the  coal ;  the  floor  is  bony  coal.  The  7  inches  of  gray  sandy  clay  be- 
tween Uie  coal  and  the  floor  is  mined  out.    The  mine  goes  into  a  hill  300  feet  high. 
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The  bed  was  measured  and  sampled  by  J.  S.  Diller  and  M.  A.  Piahel  on  October  11, 
1909,  as  described  below: 

Section  of  coal  bed  in  Peart  Brothers*  mine^  1  mile  north  of  Coquille. 


Laboratory-  No 

Roof,  sandstone. 

Sandy  shale  a 

Jc^nted  ooal  a 

Sandy  day  a 

Qoodooal 

Sandy  gray  clay  « 

Good  coal 

Very  sandy  clay  a 

Bony  ooal  a 

Coaly  bone  « 

Thickness  of  bed 

Thickness  of  coal  sampled 


9188 

Ft. 

in. 

0 

6 

0 

4 

0 

6 

0 

^ 

0 

1 

3 

4 

0 

8 

1 

0 

1 

11 

8 

l\ 

3 

a  Not  included  In  sample. 

Sample  9188  was  collected  from  the  face  of  a  side  entry,  140  feet  west  from  the  main 
slope  and  480  feet  down.  The  dirt  was  excluded  as  much  as  possible  since  the  miners 
were  careful  to  keep  it  out  in  loading  coal. 

Notes, — ^The  coal  from  this  mine,  like  that  of  all  others  in  this  field,  air-slakes  when 
exposed  to  the  atmosphere  for  any  length  of  time.  It  is  not  considered  a  coking  coal. 
The  mine  was  being  opened  up,  having  run  about  one  year  up  to  October,  1909,  when 
the  output  was  10  to  30  tons  a  day.    The  output  was  sold  mostly  for  domestic  purposes. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  152. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

Lahpa.    Happy  Hooliqan  Prospect. 

Sample, — Subbituminous  coal;  Coos  Bay  field;  analysis  No.  9322  (p.  152). 

Mine, — ^Happy  Hooligan;  a  small  drift  opening  in  sec.  36,  T.  28  S.,  R.  14  W.,  }  mile 
west  of  Lampa  on  the  Coquille  River. 

Coal  bed. — Hooligan.  Tertiary  (Eocene)  age,  Arago  formation;  not  correlated  with 
any  other  bed  elsewhere  in  the  field.  Sandstone  roof,  sandstone  floor,  but  6  inches  of 
black  clay  between  coal  and  floor;  strike  N.  9^  W.;  dip  E.  30^. 

The  bed  was  measured  and  sampled  by  Max  A.  Pishel  on  November  3,  1909,  as 
described  below: 

Section  of  coal  in  Happy  Hooligan  mine^  }  mile  west  of  Lampa, 


Laboratoij  No 

Roof,  sandstone. 

Bone  « 

Coal 

Dirt 

Coal 

Dirt 

Coal 

Dirt 

Coal 

Black  clay  « 

Fkx»r.  sandstone. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


9322 
Ft.   in. 


1 
0 
0 
0 
0 
1 
0 
1 
0 

6 

3 


0 
3 


i 


8 
0 


a  Not  included  in  sample. 

Sample  9322  was  a  somewhat  weathered  sample  collected  from  the  wall  of  the  entry, 
about  50  feet  in  from  the  mouth  of  the  prospect. 

Notes. — The  coal  from  this  mine  air-slacks  somewhat.  The  prospect  was  not  worked 
and  little  coal  had  been  sold  from  it.    The  coal  is  not  considered  a  coking  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  152. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 
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ANALYSES  OF  COALS. 


Lampa.    Albee  Mine. 

Sample. — Subbituminous  coal;  Coos  Bay  field;  analysis  No.  9245  (p.  152). 

Mine. — ^Albee;  a  drift  mine  in  sec.  4,  T.  29*8.,  B.  13  W.,  on  branch  of  Fishtrap 
Creek,  4  miles  from  Fishtrap  Landing,  on  the  Coquille  River,  3  miles  southeast  of 
Lampa  and  5  miles  west  and  2  miles  north  of  Myrtle  Point  on  the  Coos  Bay  &  Eastern 
Railroad. 

Coal  bed. — Locally  known  as  the  Albee.  Tertiary  (Eocene)  age,  Arago  formation. 
Thickness,  uniform;  dip,  22^  SE.;  roof,  sandstone;  floor,  shale;  cover,  50  to  300  feet. 

The  bed  was  measured  and  sampled  by  J.  S.  Diller  on  October  5, 1909,  as  described 

below: 

Section  of  coal  bed  in  Albee  mine,  3  miles  southeast  of  Lampa. 


Laboratory  No 

Boof.  maasive  sandstone. 

Coal,  hard 

Partinea 

Coal,  block,  hard 

Coal,  bony  o 

Floor,  shale. 

Tliickness  of  bed 

Thickness  of  coal  sampled . 


9245 

Ft. 

<«. 

1 

0 

0 

4 

2 

0 

1 

0 

4 

4 

3 

0 

A  Not  included  in  sample. 

The  sample  was  collected  after  removing  an  inch  of  surface  coal  from  a  weathered 
face  of  a  shallow  ojiening. 

Note. — In  1909  only  a  few  tons  of  coal  for  domestic  purposes  had  been  removed  from 
the  prospect. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  152. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

LiBBY.      LiBBY  MiNB. 

Sample. — Subbituminous  coal;  Coos  Bay  field;  analyses  Nos.  2461,  2462  (p.  152). 

Mine. — Libby;  in  sec.  4,T.  26  S.,  R.  13  W.,  near  Libby,  3  miles  southwest  of  Marah* 

field,  on  a  small  branch  railway  to  Deep  water  on  Coos  Bay. 

Coal  bed. — No  name.    Tertiary  (Eocene)  age,  Arago  formation. 

The  bed  was  measured  and  sampled  on  October  23,  1905,  by  M.  R.  Campbell,  as 

shown  below: 

Sections  of  coal  bed  in  Libby  mine,  near  Libby. 


Laboratory  No. 

Coal 

Shale  a 

Coal 

Shalea 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled. 


2461 

Ft. 

Hi, 

0 

0 

0 

9 

2 

8 

0 

8 

2 

9 

7 

4 

5 

11 

2462 
FL  In. 
0  7 
0  10 
2  6 
0  8 
2     4 


6    10 
6     4 


a  Not  inchidod  in  sample. 

Sample  2461  was  obtained  in  the  third  gangway  west  from  bottom  of  basin,  above 
sea  level  and  1,000  feet  from  entrance  to  mine. 

Sample  2462  was  obtained  below  sea  level  in  the  first  gangway  west,  900  feet  from 
bottom  of  slope. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  152. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

Mahshfield.    South  Mabshfield  Mine. 

<9amp2e.— Subbituminous  coal;  Coos  Bay  field;  analysis  No.  9124  (p.  153). 
Mine. — South  Marshfield;  a  drift  mine  in  sec.  Zi,  T.  25  S.,  R.  13  W.,  1  mile  southwest 
of  Marehfield,  a  seaport  on  Coos  Bay. 
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Coal  hed. — ^Newport,  designated  locally  as  the  Libby,  the  Southport,  or  the  Beaver 
Hill.  Tertiary  (Eocene)  age,  Arago  formation.  Thickness,  fairly  uniform;  dip,  14^ 
W.  The  main  roof  is  sandstone  but  is  generally  underlain  with  thin  firm  shale  and 
coal  which  are  used  as  a  roof.  The  floor  is  firm  shaly  sandstone;  the  cover  is  50  to  300 
feet. 

The  bed  was  measured  and  sampled  by  J.  S.  Diller  on  July  1, 1909,  as  shown  below: 

Section  of  coal  bed  in  South  Marshfield  mine,  1  mile  southwest  of  Marshfield. 


LaboratonrNo 

RogI.  thick  nuissiTe  sandstone. 

Coal,  hard,  often  shaly  « . . . . . 

Shale,  soft  gray  with  shells  «. 

Coal,  hard  » 

Bhaleo 

Coal 

Bone  A 

Coal 

Bhaiea 

Coal 

Floor,  shaly  sandstone. 
Thioknessofbed. 


Thickness  of  ooal  sampled . 


9124 

FL 

in. 

t> 

It 

0 

8 

0 

2 

0 

1 

1 

8 

0 

li 

0 

6 

1 

0 

2 

0 

6 

lU 

4 

1 

a  Not  included  in  sample. 

The  sample  was  collected  from  a  fresh  face  at  the  end  of  the  main  entry,  500  feet 
from  the  entrance  to  the  mine.  The  sample  was  limited,  as  indicated  in  the  section,  to 
the  part  of  the  bed  that  is  actually  removed  in  mining.  The  1}  inches  of  bone  and  the 
foot  of  shale  are  easily  separable  from  the  coal  in  mining. 

Notes. — ^The  coal  at  this  mine  is  well  blocked  by  joints,  and  in  the  ordinary  mining 
operations  does  not  yield  a  large  proportion  of  yraste.  In  1909  the  slack  and  the  nut 
coal,  approximately  half  the  weight  of  the  lump  coal,  were  hauled  in  wagons  to  Marsh- 
field and  sold  for  local  use.  The  rated  capacity  of  the  mine  as  worked  ordinarily  was 
about  20  tons  per  day.    Little  more  than  an  acre  of  coal  had  been  removed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  153. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

Marshfield.    Waterworks  Mine. 

Sample. — Subbituminous  coal;  Coos  Bay  field;  analysis  No.  9123  (p.  153). 

Mine,—WAter'WOTkB  plant;  sec.  27,  T.  25  S.,  R.  13  W.,  1  mile  west  of  Marshfield,  a 
seaport  on  Coos  Bay. 

Coal  bed. — Waterwwks,  also  called  Reservoir.  Tertiary  (Eocene)  age,  Arago  for- 
mation. Thickness,  fairly  uniform;  dip,  13®  NE.  The  roof  is  firm  shale,  4  feet 
thick,  overlain  with  sandstone;  must  be  timbered  nearly  everywhere.  Floor,  sand- 
stone.   Cover,  50  to  200  feet. 

The  bed  was  measured  at  two  points,  one  at  the  Old  Reservoir  mine  and  one  at  the 
Waterworks  mine.  A  sample  was  taken  at  the  latter  point  by  J.  S.  Diller  on  July  5, 
1909,  as  noted  below: 

Sections  of  coal  bed  in  Waterworks  mine  and  in  Old  Reservoir  mine. 


Laboratory  No 

Main  roof,  firm  shale. 

Coal 

Finesandft^ 

Coalfc 

Finesandb 

Coal 

Fine  sandb 

Coal,  hard,  conchoidal  fracture . 
Floor,  sandstone. 

Thickness  of  bed , 

Thickness  of  ooal  sampled 


9123 

Ft. 

in. 

0 

7 

0 

2 

0 

2 

0 

2 

2 

0 

0 

3 

0 

6 

3 

10 

3 

1 

Ft.  in. 
0     6 


0 
0 
0 
2 
0 
0 


2 
2 
2 
0 
6 
6 


3    11 


0  No  sample  taken. 


b  Not  included  in  sample. 
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The^mnple  was  collected  from  the  face  of  the  main  entry,  700  feet  from  the  entrance, 
and  had  been  exposed  only  a  few  days. 

Note», — ^The  coal  from  the  Waterworks  mine  is,  for  the  most  part,  friable  and  dull, 
but  there  has  been  little  waste.  The  coal  has  been  in  constant  use  for  a  number  of 
yeats  under  the  two  boilers  of  the  waterworks  plant  of  Marshfield,  at  the  rate  of  about 
1,500  tons  annually.    It  has  been  used  for  no  other  purpose,  and  is  noncoking. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  153. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

Marshfield.    Liluan  Mine. 

Sample. — Subbituminous  coal;  Coos  Bay  field;  analysis  No.  9127  (p.  153). 

Miru, — ^Lillian  mine;  a  small  drift  mine  in  sec.  4,  T.  26  S.,  R.  12  W.,  4  miles  south- 
east of  Marshfield,  and  within  1}  miles  of  Coos  Biver. 

Coal  bed. — Known  as  the  "Lillian  vein."  Tertiary  (Eocene)  age,  Arago  formation. 
The  strike  is  N.  46''  W.,  and  the  dip  16''  to  IS*"  SW.  The  thickness  of  this  bed  is 
variable,  being  thicker  at  this  mine  than  at  any  other  place.  The  upper  portion  of 
the  bed  has  the  appearance  of  having  been  subjected  to  pressure.  The  lower  portion 
of  the  bed  has  rhomboidal  cleavage,  but  is  rather  firm.  The  roof  is  heavy-bedded  sand- 
stone.   The  floor  is  soft  ehaly  clay. 

The  bed  was  measured  and  sampled  on  August  5,  1909,  by  J.  S.  DiUer  and  M.  A. 
Pishel,  as  described  below: 

Section  of  coal  in  Lillian  mine,  4  miles  southeast  of  Marshfield. 


Laboratory  No 

Roof,  sandstone. 

Coal  and  ooaly  shale,  mixed  a. 

Squeeted  clay  a 

Coal,  good 

Claya 

Bright  and  shiny  coal 

Sandstones 

Coal,  good 

Irregular  partinga 

Coal. 

Sandy  parting  a 

Coal,  good 

Floor,  soft,  shaly  clay. 

Thickness  of  bed. 

Thickness  of  coal  sampled 


9137 
Ft.  in. 

1  6 
0  6 
0  10 
0  3 

2  10 

0  1 

1  0 
0  4 
0  8 

0  3 

1  3 

9  4 

6  6 


a  Not  included  in  sample. 

The  sample  was  taken  in  the  mine,  620  feet  from  the  entrance. 

Notes. — The  coal  from  this  mine,  like  that  of  all  mines  in  this  field,  air-slacks  by 
exposure  to  the  atmosphere  any  length  of  time  It  is  not  considered  a  coking  coal,  but 
appeared  good  enough  for  heating  and  even  for  steam  purposes.  The  mine  was  not 
in  operation  at  time  of  sampling,  had  never  produced  very  much,  and  was  in  the 
prospect  stage. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  153. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

Maxwell.    Smith  and  Power  Mine. 

Sample. — Subbituminous  coal;  Coos  Bay  field;  analysis  No.  9187  (p.  153). 

Mine. — Smith  and  Power;  in  sec.  36,  T.  26  S.,  R.  13  W.,  2  miles  southeast  of 
Maxwell,  on  the  Coos  Bay,  Roseburg  &  Eastern  Railroad. 

Coal  bed. — ^The  bed  can  not  definitely  be  correlated  with  any  other  bed  in  the  field . 
It  belongs  to  the  Beaver  Hill  group  and  is  of  Tertiary  (Eocene)  age,  Arago  formation. 
The  strike  is  N.  45®  E.,  dip  W.  40®.  The  roof  is  ehalc,  is  very  poor  and  requires  much 
timbering.  The  bony  coal  at  the  bottom  makes  a  good  floor  in  mining.  A  fire-clay 
shale  underlies  the  whole  bed. 
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The  bed  was  meuured  and  sampled  by  M.  A.  Piahel  on  August  19, 1909,  as  described 
below: 

Section  o/eoal  bed  in  Smith  and  Power  mine,  t  milee  eovJheaet  of  Maxwell. 


Lt^bcntoiy'So 

Boof,  shale. 

0(w] 

Dlrta. 

Coal 

Dlrt«. 

Coal  (best) 

CIay« 

Bonea 

Clay* 

Coaly  bonea , 

Floor,  shale. 

Tbicknenofbed , 

Thickness  of  ooal  sampled . 


918? 

r 

Ft. 

fn. 

1 

3 

0 

2 

0 

3 

0 

3 

1 

5 

0 

3 

0 

3 

0 

3i 

0  3-7 

4 

6» 

S 

1 

«  Not  inchided  In  sample. 

The  sample  was  taken  in  third  room,  150  feet  northeast  of  mouth  of  mine.  The 
1-foot  3-indi  bed  and  the  1-foot  5-inch  bed  only  are  used.  The  seams  in  between 
are  used  as  ''mining  seams." 

Notes. — ^The  coal  from  this  mine,  like  that  from  all  others  in  this  field,  air-slacks 
when  exposed  any  length  of  time  to  the  atmosphere.  It  is  not  considered  a  coking 
coal  and  is  used  almost  exclusively  for  heating  and  power  purposes.  In  1909  the 
mine  was  small  and  intended  to  furnish  only  enough  coal  for  a  logging  camp  and 
logging  engines.    In  September  of  that  year  the  output  was  only  about  4  tons  per  day. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  153. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

NoBTH  Bbnd.    Wilcox  Mine. 

Sample. — Subbituminous  coal;  Coos  Bay  field;  analyses  Nos.  9125,  9126  (p.  153). 

ifine.— Wilcox;  at  Yarrow  Landing,  North  Bend,  in  sec.  15,  T.  25  S.,  R.  13  W., 
3  miles  north  of  Marsh  field. 

Coal  beds. — North  Bend  No.  1  (also  designated  as  Lower  bed)  and  North  Bend  No. 
2.  Tertiary  (£ocene)  age.  Thickness,  uniform;  dip,  35^  NW.  Roof,  12  feet  of 
massive  sandstone  underlain  with  4  inches  of  bony  coal.  One  inch  of  shale  or  sand 
separates  the  coal  from  the  massive  sandstone  floor.    Cover,  150  feet. 

The  North  Bend  No.  1  bed  was  measured  and  sampled  by  J.  S.  Diller  on  July  7, 
1909,  as  noted  below: 

Section  of  coal  bed  in  Wilcox  mine  at  North  Bend. 


LaboiatoryNo 

Roof,  massive  sandstone. 

Coal,  bony* 

Coal  (streak  of  shale  near  middle). 

e^alea 

Floor,  sandstone. 

Hiickness  of  bed 

Thickness  of  ooal  sampled 


9126 
Ft.  ffi. 

0  4 

1  4 

0  1 

1  9 
1  4 


a  Not  ineladed  in  sample. 

The  sample  was  collected  at  end  face  of  the  main  entry,  180  feet  from  the  entrance 
of  the  mine. 

The  North  Bend  No.  2  bed  was  also  measured  and  sampled.  The  sample  (No. 
9126)  represented  an  18-inch  cut  of  coal.  It  was  collected  in  the  main  enti^  near  a 
crosscut  40  feet  long  from  the  lower  coal  and  about  200  feet  from  the  mine  entrance 
on  the  lower  coal.  The  entry  is  in  shale.  The  sample  represented  the  whole  thick- 
of  the  bed  but  none  of  the  overlying  carbonaceous  shale. 

46888''— Bull.  22,  pt  2—13 ^24 
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Notes.— The  coal  represented  by  sample  9125  lies  22  feet  below  that  repreflented 
by  sample  No.  9126,  which  ia  worked  by  crosscut  in  the  same  mine.  The  coal,  like 
that  of  the  upper  bed,  is  rather  firm,  with  rhombohednd  cleavage.  In  1M9  the 
small  amount  of  screenings  produced  was  sold.  Although  it  was  used  mostly  for 
domestic  purposes,  some  of  the  coal  was  used  to  make  steam.  It  is  noncokjng..  The 
mine  had  been  running  only  a  few  months.  The  entry  was  in  about  400  feet,  and 
several  htmdred  tons  had  been  delivered  directly  from  mine  to  consumer. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  153. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

NoBTH  Bend.    Gilbebton  Mine. 

Sample. — Subbituminous  coal;  Coos  Bay  coal  field;  analysis  No.  9128  (p.  163). 

Mine. — Gilberton;  on  the  north  side  of  Ken  tuck  Slough,  in  the  NW.  {  NW.  {  sec. 
6,  T.  25  S.,  R.  12  W.,  8  miles  northeast  of  Maishfield  and  3  miles  northeast  of  North 
Bend. 

Coal  bed.— Called  the  Steva  coal.  Tertiary  (Eocene)  age,  Ango  formation. 
Thickness,  rather  variable;  dip,  SW.  15^  to  23^.  Roof,  firm  sandstone;  fioor,  fine 
hard  shaly  sandstone.  Cover  increases  to  southwest  from  50  to  over  2,000  feet  under 
Coos  Bay. 

The  bed  was  measured  and  sampled  on  August  11,  1909,  by  J.  S.  Diller,  as  shown 
below: 

Section  of  coal  bed  in  O.  OilberUm  fninCf  3  mtlet  northeoH  of  North  Bend, 


Laboratory  No 

Roof,  sandstone. 

Coal,  platy,  with  rusty  joints 

Shale  « 

Coal 

Sandy  layer  « 

Coal,  finely  Jointed  in  pencils 

Sandy  clay  o 

Coal,  partly  hard  and  conchoidal,  bat  mostly  shaly. 

Sandyclava 

Coal  (best),  hard,  conchoidal 

Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled 


n» 

Ft. 

to. 

1 

0 

1 

0 

1 

3 

0 

1 

10 

s 

a  Not  included  in  sample. 

The  sample  was  collected  on  a  steep  slope  faced  up  six  months  previously ,  but  in  a 
shady  damp  place;  it  was  not  deeply  weathered.  Two  inches  of  surface  coal  wero 
removed  before  taking  the  sample,  which  was  bright  and  fresh  looking. 

Notes. — In  1909  this  mine  had  not  reached  the  working  stage.  The  bed  is  coi^ 
veniently  located  for  mining.  In  1909  less  than  50  tons  had  been  removed  by  iscow 
and  sold  at  North  Bend. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  153. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

RiVERTON.      EURBXA  MiNB. 

5amp2e.— Subbituminous  coal;  Coos  Bay  field;  analysis  No.  9312  (p.  153). 

Mine. — Eureka;  a  small  drift  mine,  located  near  Riverton,  on  the  Coquille  Rivw. 

Coal  5e(f.— Eureka  or  Adams.  Tertiary  (Eocene)  age,  Arago  formation.  Thick- 
ness, fairly  uniform  in  this  part  of  the  field;  roof,  thick-bedded  sandstone,  in  plaoes 
underlain  with  4  inches  of  bone  that  does  not  give  trouble  if.  mining.  The  bottraa 
is  composed  of  about  14  feet  of  bony  layers  and  is  very  firm. 

The  bed  was  measured  and  sampled  by  M.  A.  Pishel  on  October  30,  1909,  m 
described  on  the  following  page: 
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Section  of  coal  in  Eureka  ndney  Tiear  Riverlon. 


Laboratory  No 

Roof,  sandstone. 

Bonea 

Dirt« 

BoDBa 

Coal,  good 

Coal,  with  some  bone 

Floor,  bone. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


8S12 

Fi,  <n. 

0  2 

0  1 

0  2 

2  0 

2  0 

4  5 

4  0 


o  Not  inchided  in  sample. 

Sample  9312  was  collected  in  the  air  coturse  from  a  fresh  surface  about  250  feet  east 
of  the  mouth  of  the  mine. 

Notes. — ^The  coal  from  this  mine,  like  that  from  all  others  in  this  field,  air-sIJEJces 
^en  exposed  to  the  atmosphere  any  length  of  time.  It  is  considered  noncokiBg 
and  was  used  in  1909  almost  exclusively  for  heating  and  power  purposes.  The  mine 
was  then  new,  and  very  little  coal  had  been  sold  from  it.  The  company  expected 
to  ship  the  output  by  boat  to  the  smaller  towns  along  the  river  and  the  coast. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  153. 

For  geologic  relations  see  U.  S.  Oeol.  Survey  Bull.  431,  p.  192. 

BivBRTON.    Gags  Mine. 

Sample, — Subbitiuninous  coal;  Coos  Bay  field;  analysis  No.  9313  (p.  153). 

Mine. — Gage;  a  drift  mine  at  Riverton,  on  the  Coquille  River. 

Coal  6«f.— Timon,  of  J.  S.  Diller*8  report  (1897),  locally  known  as  the  "Bandon 
Seam."  Tertiary  (Eocene)  age,  Arago  formation.  Thickness,  fairly  uniform  in  this 
part  of  the  field.  Strike  variable  from  N.  to  N.  45**  W.;  dip,  8**  to  22**  E.  The  roof 
18  sandstone,  which  holds  up  rather  well.  The  bitiuninous  shale  at  the  bottom  serves 
as  a  floor  in  mining.    It  is  fairly  hard  and  does  not  give  much  trouble. 

The  bed  was  sampled  and  measured  by  M.  A.  Pishel  on  October  30,  1909,  asshown 

below: 

Section  of  coal  bed  in  George  Gage  mine^  at  Riverton. 


Laboratorv  No 

Roof,  sandstone. 

Coal 

Dirta 

Coal 

Bone  « 

DirtTbone« 

Coal 

Dirta 

Coal 

Bituminous  shale  a . 


Thickness  of  bed 

Thickness  of  coal  sampled . 


4     U 
1     7 


a  Not  included  in  sasq^la. 

Sample  9313  was  taken  in  room  1  of  south  entry  1,  about  450  feet  from  the  mouth 
of  the  mine.  The  coal  is  hard  and  shiny.  The  principal  cleat  runs  north  and  south, 
with  minor  cleats  nearly  at  right  angles. 

JVbtes.'— The  coal  from  this  mine,  like  that  from  all  others  in  this  field,  airfllakes 
when  exposed  to  the  atmosphere  any  length  of  time.  It  is  not  considered  a  coking 
coal  and  is  used  almost  exclusively  for  heating  and  steam  purposes.  The  mine  had 
just  been  opened,  and  very  little  coal  had  been  sold  at  ^e  time  the  sample  was 
taken.  The  owner  expected  to  increase  the  foroe  as  the  mine  was  enlaiged  and 
expected  to  have  an  output  of  150  tons  daily  during  the  ftnmiing  winter.  Shipments 
to  Portland  or  San  Fiaacieco  were  contemplated. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  153. 

For  geologic  relations  see  U.  S.  Creol.  Survey  Bull.  431,  p.  192. 
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RivBRTON.    Old  Rouse  Mine. 

Sample. — Subbituminous  coal;  Coos  Bay  field;  aaalysis  No.  9311  (p.  158). 

Mine. — Old  Rouse;  a  drift  mine  at  Riverton,  on  the  Goquille  River,  in  eec.  9, 
T.  28  S.,  R.  13  W. 

Coal  bed. — ^Bunker,  of  DiUer's  report,  locally  called  the  "Rouse  Seam."  Tertiary 
(Eocene)  age,  Arago  formation.  Thickness,  2  feet  3  inches.  It  can  not  definitely 
be  correlated  with  any  other  bed  in  this  field.  Roof,  shale,  fairly  firm;  bottom, 
sandy  shale,  which  heaves  somewhat.    Strike,  N.  3^  W.;  dip,  19^  E. 

The  bed  was  measured  and  sampled  by  M.  A.  Pishel  on  October  29, 1909,  as  shown 
below: 

Section  of  coal  bed  in  the  Old  Rouse  mine,  at  Riverton. 


Laboratory  No 

Roof,  shale. 

Coal 

Bonea 

Floor,  sandy  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


0311 

Ft.  in, 
2  8 
0     1 

2     4 
2     8 


a  Not  included  in  sample 

The  sample  was  taken  at  a  point  100  feet  from  the  mouth  of  the  mine  in  room  1  of 
entry  1. 

The  coal  sold  better  than  any  other  coal  mined  in  this  field,  since  it  is  compara- 
tively free  from  ash  and  suffers  little  deterioration  from  storage.  It  is  clearly  a  sub- 
bituminous  coal.    The  cleavage  is  not  very  markedly  developed  here. 

Notes.  —The  coal  from  thid  mine,  like  that  from  all  others  in  this  field,  air-slakes 
when  exposed  to  the  atmosphere  any  length  of  time.  It  is  not  considered  a  coking 
coal  and  is  used  almost  exclusively  for  heating  and  power  purposes.  In  1909  the 
capacity  of  the  mine  was  small.  At  the  time  the  sample  was  taken  only  two  men 
were  working,  each  producing  about  2  tons  per  day. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  153. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

Sumner.    Newcastle  Mine. 

Sample. — Subbituminous  coal;  Coos  Bay  field;  analysis  No.  9189  (p.  153). 

Jftn€. —Newcastle;  a  small  drift  mine,  in  sec.  20,  T.  26  S.,  R.  12  W.,  2  miles  north 
of  Sumner  and  5  miles  southeast  of  Marshfield,  on  the  Catching  Inlet. 

Coal  bed. — ^Newcastle.  Tertiary  (Eocene)  age,  Arago  formation;  could  not  be 
correlated  with  any  other  bed  in  the  field.  Strike  N.  30**  W. ;  dip,  9**  SW.  Roof,  firm 
sandy  shale;  the  8-inch  seam  of  dirt  between  the  two  beds  of  coal  is  used  as  a  mining 
seam;  floor,  sandy  clay,  hard  with  rather  smooth  surbce. 

The  bed  was  measured  and  sampled  by  M.  A.  Pishel  on  September  7,  1909,  as  de- 
scribed below: 

Section  of  coal  at  Newcastle  mine^  2  miles  north  of  Sumner. 


Laboratory  No 

Roof,  Arm  sandy  shale. 

Coal 

Mining  seam  day  « 

Coal 

Flo(^  hard  sandy  day. 

Thidmess  of  bed 

Thldmess  of  ooal  sampled . 


9180 
Ft.  In. 

2  2 
0  8 
0     » 

3  7 
2   11 


a  Not  Induded  In  sample. 
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Sample  9189  was  taken  at  a  rather  wet  place  at  the  face  of  mine  entry,  150  feet 
southeast  of  the  mouth  of  the  mine  and  under  150  feet  of  cover.  All  dirt  was  excluded 
as  much  as  possible. 

Notes.  —Hie  coal  from  this  mine,  like  that  from  all  others  in  the  field,  air-slacks  when 
exposed  to  the  atmosphere  any  length  of  time.  It  was  used  exclusively  for  heating  and 
power  purposes  and  is  not  considered  a  coking  coal.  The  mine  was  small.  During 
the  winter  of  1909-10  a  production  of  40  tons  daily  was  contemplated;  the  coal  was  to 
be  sold  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletini  p.  153. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  192. 

PENNSYLVANIA. 
ALLEQHENY  COUNTY. 

Bruceton.    Bebtha  Mine. 

Sample, — ^Bituminous  coal;  Pittsburgh  field;  (Pennsylvania  No.  10)  analyses 
Nos.  2080,  2081,  p.  153. 

Mine, — ^Bertha;  a  drift  mine,  in  the  Pittsburgh  district,  at  Bruceton,  on  the  Balti- 
more &  Ohio  Railroad. 

Coal  bed. — ^Pittsburgh.  Carboniferous  age,  Monongahela  formation.  Thickness, 
fairly  uniform,  at  this  mine  averaging  about  5}  feet.  Dip,  slight,  southwest.  Roof, 
soft  gray  shale;  floor,  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  W.  J.  von  Berries 
and  J.  W.  Groves,  on  August  30,  1905,  as  shown  below: 

Sections  of  coal  bed  in  Bertha  mine,  at  Bruceton. 


Section 

Laboratory  No 

Root  shale. 

Coal 

MoUierooal 

Coal 

Shale 

Shale  and  mother  coal. . . 

Coal 

Shale 

Coal 

If  other  coal 

Shale 

Coal 

Sulphur 

Shale 

Coal 

Shale 

Coal 

Flow,  fire  day. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 
2080 
Ft.  in. 
1     0 

0  1 

1  10 
aO       i 

'6     Z 
oO      1 
1      3 
0      i 

0    *8 
oo       i 

aO      2i 

mm             ■   « 

I    1 

B 
2081 

Ft.  in. 

1  6 

0  4 

0  "\ 

0  10 

0  3 

«6  i\ 

0  10 

6  '*! 

1  0 

0  2 

5  2 

5  \ 


a  Not  Included  in  sample. 

Section  A  (sample  2080)  was  measured  in  No.  1  face  entry,  off  No.  1  butt  entry, 
5,000  feet  from  the  drift  mouth. 

Section  B  (sample  2081)  was  measured  in  the  face  of  face  entry  3,  5,000  feet  from  the 
drift  mouth. 

Notes.— The  coal  from  this  mine  was  used  laigely  for  steam  production,  and  was 
shipped  to  various  manufacturing  centers  in  Pennsylvania  and  adjacent  States. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  184;  Bureau  of  Mines  Bull.  23,  pp.  67, 177; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  185;  Bureau  of  Mines  Bull.  13, 
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pp.  184,  276;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  186;  Bull.  336,  pp.  24, 

22,  41;  cupola  tests  of  cdce:  U.  S.  GecA.  Survey  Bull.  336,  pp.  51,  54,  57,  60,  63. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  153;  also  U.  S.  Geol.  Survey 

BuU.  200,  p.  184. 

Clinton.    Country  Bank. 

fi'amp^.— Bituminous  coal,  Pittsburgh  field;  analysis  No.  1048  (p.  153). 
Location. — Country  bank;  Pittsburgh  district,  at  Clinton. 

Co<U  bed. — ^Pittsburgh.    Carboniferous  age,  Monongahela  formation.    Thickness,  at 
this  mine,  5  feet,  2  inches. 
Sample  1048  was  taken  by  W.  T.  Griswold  on  July  14,  1904,  as  shown  below: 

Section  of  coal  bed  in  country  bank  at  Clinton. 


Laboratory  No. 


Goal 

Parting  a. 

Ooal 


Thickness  of  coal  bed 

TbioknecB  of  ooal  sampled . 


1048 
Ft.  in. 
1     0 

:  4 


6     3 

6   n 


a  Not  included  in  sample. 

For  dhemical  analyses  of  this  coal,  see  part  1  of  this  bulletin,  p.  153;  also  U.  S.  Geol. 
Survey  Prof,  Paper  48,  p.  112. 

Creiohton.    Creiohton  Mine. 

Sample. — ^Bituminous coal;  Beaver  field;  (Pennsylvania  No.  13)  analyses Nos.  3437, 
3438  (p.  154). 

Mine. — Creigfatbn;  a  drift  mine  in  the  Pittsburig^  district,  at  Creigfaton,  on  the 
Pennsylvania  Railroad. 

Coal  bed. — Upper  Freeport,  locally  known  as  the  ''E''  (?).  Carboniferous  age, 
Allegheny  formation.  Thickness,  fairly  uniform,  averaging,  at  this  mine,  5  feet  10 
inches.  The  bed  lies  nearly  fiat.  The  roof  is  cannel  coal,  about  6  inches  thick,  above 
which  is  gray  shale.  The  cannel  coal  makes  a  good  roof.  The  floor  is  good,  a  hard 
gray  shale.  The  bed  carries  an  8-inch  band  of  bony  coal  that  is  thrown  out  in 
mining. 

The  bed  wa?  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
F.  B.  Tough  on  July  13,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Creighton  minCf  at  Creighton, 


Section 

Laboratory  No 

Roof,  cannel  ooal. 

Coal 

Shale 

Bony  ooal  a 

Coal 

Bony  ooal* 

Mother  ooal 

Coal 

Floor,  abale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


▲ 

3437 

Ft. 

in. 

1 

4 

0 

i 

•  • 

0 

•  * 

11 

0 

H 

•  • 

8 

m   • 

0 

6 

1 

5 

H 

B 
3438 
Ft.  in. 

2     3 


0     8 
2     4 


a  Not  included  in  sample. 

Section  A  (sample  3437)  was  measured  in  butt  entry  5,  4,800  feet  northwest  of 
the  drift  mouth. 

Section  B  (sample  3438)  was  measured  in  the  main  entry,  5,500  feet  ntvthwest  of 
the  drift  mouth. 
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NbUi. — ^In  1906  the  output  of  this  mine  was  Uugely  used  for  steam  production  and 
for  glass  Tnanufacture  by  the  company  owning  the  mine.  The  approximate  output  of 
the  mine  in  1906  was  about  1,200  tons  per  day. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — ^producer-gas 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  200;  Bureau  of  Mines  Bull.  13,  pp.  192,  275. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  154;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  200. 

SooTT  Haven.    Ocban  No.  2  Mine. 

Sample. — ^Bituminous  coal;  Pittsbuigh  field;  (Ann  Arbor  No.  1)  analyses  Nos.  6627, 
6656  (p.  154). 

Mine. — Ocean  No.  2;  Pittsbuigh  district;  on  south  edge  of  town  of  Scott  Haven. 

Coal  bed. — Pittsbuigh.  Carboniferous  age,  ^onongahela  formation.  Roof,  shale, 
thickness,  about  5  feet. 

The  bed  was  measured  and  sampled  at  two  points  in  1908  by  G.  S.  Pope,  as  shown 
below: 

8eeUon»  of  coal  bed  in  Ocean  No.  2  mine,  at  Scott  Haven. 


LabontoryNo. 

Roof,  slate. 

Coal 

C!ftyitHij 

Coal 

Motliflrooal 

Coal 

Blue  band  and  shale  • 

Coal* 

Blue  band  and  shale  • 

Coal 

Unknown  (maobine  oat)a. 


6666 
Ft.  in. 


Thickness  of  bed 

Thickness  of  coal  sampled. 


a  Not  included  in  sample. 

Sample  6627  was  taken  in  room  19,  off  south  entry  14,  off  face  entry  1,  and  was  dry 
when  taken. 

Sample  6656  was  taken  in  room  19,  off  north  entry  10,  off  face  entry  6,  and  was  dry 
when  taken. 

For  results  of  illuminating-gas  tests  of  this  coal  see  Bureau  of  Mines  Bull.  6,  pp. 
28,47. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  154. 


BBAVE&  COUNTY. 

Frankfort.    Country  Bank. 

Sample. — ^Bituminous  coal;  Pittsburgh  field;  analysis  No.  1067  (p.  154). 

Location. — Country  bank;  Pittsburgh  district,  north  of  Frankfort. 

Coal  bed. — Pittsbuigh.    The  bed  is  of  Carboniferous  age,  Monongahela  formation. 

The  bed  was  sampled  by  W.  T.  Griswold  in  1904.  No  record  of  the  sampling  was 
preserved. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  154 ;  also  U.  S.  Geol . 
Survey  Prof.  Paper  48,  p.  273. 
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CAMB&IA  COT7KTY. 

Bakbbton.    Sterlimo  No.  1  Mine. 

iSfcrmp^.— Semibituminous  coal;  Windber  field;  analyses  Nos.  8992,  8993,  8994, 
8995,  9035  (pp.  154, 155). 

Mine. — Sterling  No.  1;  Central  Pennsylvania  district;  a  drift  mine  located  at 
Bakerton,  on  the  Cambria  &  Clearfield  Division  of  the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Kittanxiing,  known  in  this  field  as  the  B.  Carboniferous  age, 
Allegheny  formation.  The  part  of  the  bed  mined  has  an  average  thickness,  3  feet. 
The  roof  is  good,  a  clay  shale;  the  floor  is  under  clay.  The  actual  floor  of  the  coal  as 
mined  is  about  2  feet  above  the  floor  of  the  coal  bed,  layers  of  shale  and  coal  inter- 
vening as  follows:  Shale,  4  inches;  coal,  6  inches;  shale,  4  inches;  and  coal,  10  inches. 

The  bed  was  measured  and  sampled  at  four  points  by  H.  M.  Wolflin  on  September 
3  and  4, 1909,  as  described  below: 

Sections  of  coal  bed  in  Sterling  No.  1  mine,  at  BakerUm. 


Section 

Labofatoiy  No 

Roor  shale  and  top  coal. 

Coal  (hard) 

Coal 

Coal  (hard) 

Coal  (gray) 

Coal 

Pyrites* 

Coal 

Floor,  shale,  coal,  underclay. 

TlUcknessofDed , 

Thickness  of  coal  sampled 


A 

B 

C 

8903 

8993 

8995 

Ft.    in. 

FL    in. 

Ft.   In. 

. .    • . 

0     1 

•  •         •  • 

0     0 

0     6 

0     6 

•  <p         •  • 

0 

0      h 

0     7 

1      6 

*  •         •  ■ 

•  •         *  • 

i     7 

0      1 

0     1} 

0     1 

1      9 

1    U 

1       1 

3      IJ 

3     3} 

3     8 

3      1 

3     2 

3     2 

D 
8994 

FL   In. 

•  •  •  • 

0  7& 

?       • 

1  0 

1     61 


3 
8 


n 


•  Not  incloded  in  sample. 

Section  A  (sample  8992)  was  cut  from  the  face  of  left  entry  3,  off  main  entry,  4,100 
feet  S.  45^  £.  from  the  drift  mouth. 

Section  B  (sample  8993)  was  cut  from  the  face  of  the  main  entry,  5,600  feet  S.  6^  E. 
from  the  drift  mouth. 

Section  C  (sample  8995)  was  cut  from  pillar  2  off  right  entry  2,  off  main  entry,  1,200 
feet  S.  10**  W.  from  the  drift  mouth. 

Section  D  (sample  8994)  was  cut  from  the  &ce  in  room  on  left  entry  3,  off  the  dip 
entry,  3,200  feet  S.  15^  W.  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  sampled  8992,  8993,  and  8994  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  9035. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  and  shot  down  with  black 
powder.  As  the  tipple  was  not  provided  with  screens,  the  coal  was  all  loaded  as 
run  of  mine.  The  daily  capacity  of  the  mine  in  November,  1909,  was  reported  aa 
]  ,000  tons,  and  the  average  output  as  700  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  (p.  155). 

Bakerton.    Sterung  No.  5  Mine. 

49am;)2f .— SemibituminouB  coal;  Windber  field;  analyses  Noe.  8990,  8991,  and  9034 
(p.  155). 

JftTM.— Sterling  No.  5;  a  drift  mine  in  the  Central  Pennsylvania  district,  at  Baker- 
ton, on  the  Cambria  &  Clearfield  division  of  the  Pennsylvania  Railroad. 

Coal  bed.— 'Lower  Kittanning,  known  in  this  field  as  the  B.  Carboniferous  age,  Alle- 
gheny formation.  The  coal  as  mined  has  an  average  thickness  of  3  feet.  Roof,  good, 
hard  shale;  floor,  hard  clay. 
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The  bed  was  measured  and  sampled  at  two  points  by  H.  M.  Wolflin  on  September 
3, 1909,  as  described  below: 

Sections  of  coal  bed  in  Sterling  No,  5  mine,  at  Bakerton. 


Seetkm 

Laboratory  No 

Bm^  shale. 

Bonyooala 

Coal(hanl) 

Bonyooal 

Coal 

CoaUpmy) 

FyrlvBS 

Coal 

Floor,  uDderolay. 

TtaiokiMnofbed 

Thtctme—  of  ooal  sampled. 


A 

B 

8900 

8901 

FU   in. 

FU    In. 

0     4} 

0     3 

0     1 

0     6 

*  •         *  ■ 

0       \ 

0     6 

m  •             •  • 

N 

0  u 

•  • 

1  8| 

!.a 

1  n 

a  Not  incladed  in  sample. 

Section  A  (sample  8990)  was  cut  from  the  face  of  block  entry,  off  main  entry, 
1,400  feet  N.  50^  E.  from  the  drift  mouth. 

Section  B  (sample  8991)  was  cut  from  the  face  of  right  entry  7,  off  main  entry,  2,200 
feet  N.  30^  E.  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8990  and  8991.  The  re- 
sults of  an  ultimate  analysis  are  shown  under  laboratory  No.  9034. 

Notes. — In  1909  the  coal  at  this  mine  was  undercut  by  hand  picks  and  shot  down 
with  black  powder.  The  tipple  had  no  screend  and  the  coal  was  loaded  in  run-of-mine 
form.  The  estimated  capacity  of  the  mine  in  November,  1909,  was  600  tons  daily, 
and  the  estimated  daily  output  was  about  300  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  155. 

Bakbbton.    Stbrlxno  No.  6  Mine. 

iScrmpIf .— Semibituminous  coal;  Windber  field;  analyses  Nos.  8996, 8997, 8998,  9046, 
9047,  and  9052  (p.  155). 

MiTU. — Sterling  No.  6;  a  drift  mine  in  the  Central  Pennsylvania  district;  at  Baker- 
ton  (Elmora  post  office),  on  the  Cambria  &  Clearfield  division  of  the  Pennsylvania 
Railroad. 

Coal  bed, — Lower  Kittanning,  known  in  this  field  as  the  B.  Carboniferous  age,  Alle- 
gheny fonnation.  The  coal  as  mined  has  an  average  thickness  of  3  feet;  roof,  hard 
gray  shale;  floor,  hard  underclay. 

The  bed  was  measured  and  sampled  at  five  points  by  H.  M.  Wolflin  on  September  2, 
1909,  as  described  below: 

Sections  of  ooal  bed  in  Sterling  No,  6  mine,  at  Bakerton. 


Seetkm 

Laboratory  No 

Bool  sbale  and  top  ooal. 

Coal*(hard')!I!!!!!!i"-".!I!.* 

Pyrites 

Bonyooal 

Coal  (tougih  gray) 

Pyrites 

Coal 

Floor,  hard  nnderelay. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


Ft.   in. 
0     6 


•  0 


6  'si 

0 


4 


3     0 

3  Hi 


B 
8997 
Ft   in. 
0     H 


0  8 

1  8 


3 
3 


11 


C 

8998 
Ft.   in. 


Vt 


2    lOi 
2    10 


D 

9046 

Ft.    in. 


1    11 


2     9 
2     8| 


E 
9047 

Ft.  in. 

•  ■  •  • 

0  3 

mm  •  m 

0  7 


2 
2 


i!S 


a  Not  incladed  in  sample. 

Section  A  (sample  8996)  was  cut  from  the  face  of  left  entry  1,  off  main  dip  entry, 
4,200  feet  S.  30^  W.  from  the  drift  mouth. 

Section  B  (sample  8997)  was  cut  from  the  face  of  left  entry  4,  off  main  dip  entry, 
3,800  feet  S.  45®  W.  from  the  drift  mouth. 
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Section  G  (sample  8998)  was  cut  imm  the  pillar  between  left  entries  2  and  3,  off  dip 
entry  near  room  No.  15,  3,200  feet  S.  45^  W.  from  the  drift  mouth. 

Section  D  (aample  9046)  was  cut  from  the  iace  of  right  entry  3,  off  left  entry  2,  4,800 
feet  S.  45^  E.  from  the  drift  mouth. 

Section  E  (sample  9047)  was  cut  from  the  face  of  right  entry  7,  off  left  entry  2,  5,300 
feet  S.  eO"*  W.  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8996,  8997,  9046,  and 
9047.  The  results  of  ultimate  analysis  of  this  sample  are  shown  under  labotatory 
No.  9052. 

NoU9, — In  1909  the  coal  at  this  mine  was  undercut  with  hand  picks  and  shot  down 
with  black  powder.  The  coal  was  loaded  entirely  as  run-of-mine,  there  being  no 
screens.  The  coal  was  picked  by  one  trimmer  as  it  was  loaded  on  the  can.  The  esti- 
mated  capacity  of  the  mine  in  1909  was  900  tons  daily,  and  the  actual  average  output 
was  about  700  tons  daUy .    The  output  was  derived  both  from  pillars  and  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  155. 

Barnesboro.    Lancashirx  No.  10  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  7958,  7957  (p.  155). 
Mine. — Lancashire  No.  10;  Central  Pennsylvania  district;  Barnesboro. 
Coal  bed. — Upper  Freeport.    Carboniferous  age,  Allegheny  formation. 
The  bed  was  measured  and  sampled  on  June  11, 1909,  by  Charles  Butts,  as  de- 
scribed below: 

StcHon  of  coal  bed  in  LancaAire  No.  10  mine  at  Banuiboro. 


.LabomtoryNos 

Roof,  shale. 

Coal 

Parting  a 

Coal 

noor,  day,  hard. 

Thickness  ofbed 

Thickness  of  ooal  sampled 


Ft.    in. 
2    U 

0   4 

7W7 
Ft.    Hl 
2     7 

S  1} 

8     9 

a    81 

3     5 
8     8| 

a  Not  included  in  sample. 

Sample  7958  was  taken  from  right  heading  4. 

Sample  7957  was  taken  from  right  heading  5. 

JVbfe.— The  output  in  1910  was  46,473  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  155. 

Barnesboro.    Lancashirr  No.  12  Mike. 

Sample. — Semibituminous  coal;  Windber  field;  analjrses  Nos.  7963, 7953  (p.  155). 
Mine. — Lancashire  No.  12,  in  the  Central  Pennsylvania  district;  Barnesboro. 
Coal  bed. — Lower  Freeport.    Carboniferous  age,  Allegheny  formation. 
The  bed  was  measured  and  sampled  on  June  11, 1909,  by  Charles  Butts,  as  de- 
scribed below: 

Section  of  coal  bed  in  Lancaehire  No.  12  mine  at  Bameeboro. 


Laboratory  No 

Boof,  shale. 

Coal : 

Parting  (2  ftet  long,  very  local  not  noted  elsewhere  in  mine)  a 

Coal 

Parting  « 

Coal 

Hoar  clay. 

TUcknessortwd.f 

Thickness  of  ooal  sampled 


7963 

Ft. 

in. 

0 

10 

0 

H 

2 

7 

0 
0 

il 

4 
4 

3 

7BS3 

Ft    te. 
8     8 
0      1 
0     » 


4     • 
4      ft 


a  Not  included  in  sample. 
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Sample  7963  was  taken  at  right  heading  13. 

Sample  7953  was  taken  at  left  heading  11. 

Note.— The  output  in  1910  was  276,584  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  155. 

Barnbsbobo.    Delta  Mine. 

iS'omp^.— Semibituminous  coal;  Windber  field;  analyses  Nos.  10285,  10286,  10287, 
10262,  10263,  10292  (pp.  155,  156). 

Mine. — Delta;  a  drift  mine  in  the  Central  Pennsylvania  district;  }  mile  northeast  of 
Bamesboro,  and  on  the  Cresson  division  of  the  Pennsylvania  Bailroad. 

Coal  bed. — Lower  Freeport,  known  in  this  field  as  the  D.  Carboniferous  age,  Alle- 
gheny formation.  At  this  mine  the  bed  as  mined  has  an  average  thickness  of  4  feet, 
and  varies  from  3  feet  10  inches  to  4  feet  8  inches.  The  roof  is  a  dark  shale  of  excellent 
quality,  having  a  thickness  of  8  feet  and  being  overlain  with  sandstone.  The  floor  is  a 
medium  hard  underday  with  a  smooth  surfoce. 

The  bed  was  measured  and  sampled  at  five  points  by  R.  Y.  Williams  on  April  15, 
1910,  as  described  below: 

Seetions  of  coal  bed  in  Delta  mtn€,  }  mile  northeast  of  Bamesboro. 


Section 

liftborBtoij  No 

Roof.  aoiuutoDe  and  dark  ahale. 

Bone 

Coal,  soft  bright 

Sulphur  and  charooal 

Coel,  soft  bright 

Cbarooal 

Coal,  soft  bright 

Sulphur  and  oharooal 

Coal,  soft  bright 

Coal,  hard  gray 

Coal,  soft  blight 

Slate  binder 

Coal,  soft  bright 

Floor,  medium  hard  underday. 

Tnlckness  of  bed 

Thickness  as  sampled 


A 

B 

C 

D 

loass 

10286 

10262 

10287 

Ft.    in. 

Ft.    in. 

Ft.    in. 

Ft.    in. 

ao  2 

•  0  2 

«0  2 

ao   2i 

0  S 

•  •    •  • 

1  i 

2  ? 

0  1 

•  *   •  • 

•  •    *  • 

0  0 

1   4 

•  •    •  • 

« 

0   i 

• ' 

0   i 

0  10 

0  10 

mm             •  • 

•  •    •  • 

aQ 

•  •      mm 

•  •      ■  • 

•  •    "  • 

•  0   7 

m    •             •  • 

•  •      mm 

•  ■    ■  ■ 

0   S 

0   li 

mm             «  * 

•  •    •  ■ 

0  111 

0  11 

0  11 

1   1 

ao   1 
1   I 

•  0   4 
0  11} 

.0  1 

•?  1 

3  lol 

I  n 

1  1 

i  SI 

E 
10263 
Ft.    in. 
o  0      li 
1     6 


0    li 


•! 


0  10 

■0  u 

1  IJ 

3  U 

3  31 


a  Not  included  in  sample. 

Section  A  (sample  10285)  was  cut  from  the  face  of  left  entry  16,  off  the  main  heading, 
5,500  feet  from  the  drift  mouth. 

Section  B  (sample  10286)  was  cut  from  the  face  of  left  entry  14,  off  the  main  heading, 
5,000  feet  from  the  drift  mouth. 

Section  C  (sample  10262)  was  cut  from  the  face  of  room  No.  30  on  left  entry  12, 
4,500  feet  from  the  drift  mouth. 

Section  D  (sample  10287)  was  cut  from  the  face  of  left  entry  18,  off  the  main  heading, 
6,500  feet  from  the  drift  mouth. 

Section  E  (sample  10263)  was  cut  from  a  pillar  on  right  entry  2,  off  the  main  heading, 
2,000  feet  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  four  samples  10285, 10286, 10287,  and 
10262.  The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory 
number  10292. 

Notes. — In  1910  the  coal  in  this  mine  was  undercut  in  the  bottom  part  of  the  bed 
by  puncher  machines  and  shot  down  with  black  blasting  powder.  The  entire  output 
was  loaded  as  run-of-mine,  one  trimmer  picking  the  coal  as  it  was  loaded  on  the  cars. 
The  mine  had  an  estimated  capacity  of  800  tons  and  an  average  daily  output  in 
April,  1910,  of  700  tons,  the  laiger  part  of  which  was  from  advance  workings.  The 
output  was  expected  to  be  increased  to  900  tons  in  the  near  future.  The  mine  was 
expected  to  produce  coal  for  at  least  10  years  from  the  date  of  sampling,  April,  1910. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  155. 
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Dale.    Dale  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  analysis  No.  3836  (p.  156). 

Mine, — Dale;  Central  Pennsylvania  district;  at  Dale  near  Johnstown. 

Coal  bed, — ^Upper  Eittanning,  known  as  the  C^  or  Cement.  Carboniferous  age, 
Allegheny  formation.  The  roof  is  good,  a  hard  sandy  shale.  There  are  34  inches 
of  coal,  with  a  binder  1  foot  from  the  top.  The  lower  6  inches  of  coal  is  hard  and 
bony.  The  maximum  thickness  noted  at  the  mine  was  3}  feet,  but  the  average 
thickness  is  30  to  34  inches. 

The  bed  was  measured  and  sampled  on  August  4,  1906,  by  W.  C.  Phalen.  The 
measurement  showed  32  inches  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  156;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  24,  25. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

East  Conemauoh.    Conemaxjoh  Slope  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  3825  (p.  156). 

Mine. — Conemaugh  slope;  in  the  Central  Pennsylvania  district;  at  East  Conemaugh, 
northeast  of  Johnstown,  on  the  Little  Conemaugh  River. 

Coal  bed, — Known  as  the  Upper  Freeport,  or  locally  known  as  the  Coke  Yard. 
Carboniferous  age,  Allegheny  formation. 

The  bed  was  measured  and  sampled  on  August  13, 1906,  by  W.  C.  Phalen,  aslhown 
below: 

Section  of  coal  bed  in  Conemaugh  slope  mine  at  East  Conemaugh. 


Laboratory  No. 
Roof,  bone. 

Coal 

Shalea 

Coala 


Floor,  clay. 

Thickness  of  bed. 


Thickness  of  coal  sampled 


3825 

Ft. 

in. 

3 

2 

0 

1 

0 

4 

3 

7 

3 

2 

•  Not  included  in  sample. 

iVbte.— Output  in  1910,  95,318  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  156;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  24,  25. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

Ehrenfeld.    No.  3  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  (Pennsylvania  No.  8)  analyses  Nob. 
2014,  2015  (p.  156). 

Mine, — No.  3,  a  drift  mine  in  the  Central  Pennsylvania  district,  at  Ehrenfeld,  on 
the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Kittanning,  locally  known  as  the  Miller.  Carboniferous  age, 
Allegheny  formation.  Thickness,  uniform,  averaging  about  4  feet  at  this  mine;  dip, 
slight,  westward.  Roof,  sandy  shale  or  ''slate;"  floor,  fire  clay.  The  bed  carries  no 
regular  partings  and  few  "sulphur''  bands.  Above  the  coal  that  is  mined  is  bony  coal 
3  feet  4  inches  thick,  which  is  not  shipped.  The  bed  shows  a  well-defined  columnar 
structure. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  W.  J.  von  Bonries, 
JF.  W.  Groves,  and  J.  S.  Burrows,  on  August  16,  1905,  as  shown  below: 
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SecHona  of  coal  bed  in  No.  S  mine  at  Ekrenfeld. 


86CtiOD... 

Labontory  No 

Roof,  shale. 

Bone a 

Coal 

Sulphur 

Coal. 

Floor;  flie  day. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


i 

k 

3014      1 

Ft, 

in. 

0 
3 

•  • 

•  • 

•  • 

4 

•  • 

0 

3 

81 

B 
9016 

ft,  in, 

0  8 

1  1 

5  .* 

t  4 


a  Not  included  in  sample. 

Section  A  (sample  2014)  was  measured  in  left  heading  23,  2}  miles  from  the  drift 
mouth. 

Section  B  (sample  2015)  was  measured  in  the  face  of  the  main  entry,  2}  miles  from 
the  drift  mouth. 

Notes. — ^The  coal  from  this  mine,  like  that  from  other  mines  working  the  same  bed 
in  this  district,  is  rather  soft  and  friable  and  is  mostly  shipped  in  run-of-mine  form. 
It  is  largely  used  for  steam  production  at  manufacturing  centers  along  the  Atlantic 
seaboard.    The  rated  output  in  1905  was  1,500  tons  a  day. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
teets:  U.  S.  Geol.  Survey  Bull.  290,  p.  179;  Bureau  of  Mines  Bull.  23,  pp.  67, 177; 
producer-gas  tests:  U.  S.  Creol.  Survey  Bull.  290,  p.  180;  Bureau  of  Mines  Bull.  13, 
pp.  184,  275;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  181;  Bull.  336,  pp.  24, 
31,  41;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  51,  54,  57,  60,  63. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  156;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  179;  Bull.  316,  pp.  24-25. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

EicBioH.    Victor  No.  15  Mine. 

Sample. — ^Bituminous  coal;  Windber  field;  analjrses  Nos.  7968,  7970  (p.  156). 

Mine. — ^Victor  No.  15;  in  the  Central  Pennsylvania  district;  2  miles  north  of  North 
Bamesboro,  at  Emeigh. 

Coal  bed. — Lower  Freeport.    Carboniferous  age,  Allegheny  formation. 

The  bed  was  measured  and  sampled  at  two  points  in  June,  1909,  by  C.  Butts,  as 
shown  below: 

Section  of  coal  bed  in  Victor  No.  IS  mine,  at  Emeigh. 


Laboratory  No 

RooL  shale. 

Coal« 

Partinga 

Coal* 

Shale* 

Coal 

Parting* 

Coal 

Parting* 

Coal 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


7968 

Ft. 

in. 

0 

41 

0 

ll 

0 

4X 

0 

8 

0 

H 

0 

1 

2 

6 

0 

1 

0 

5 

5 
8 

il 

TWO 
Ft.    in 


8  5 
0  1 
0     8 


3     9 
3     8 


*  Not  included  in  sample. 

Sample  7970  was  taken  at  face  of  heading. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  157. 
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ExPEDiT  (Twin  Rocks).    Nonfarbil  No.  1  akb  No.  3  MiiNES. 

iSomp2«.— SemibituminouB  coal;  Windber  field;  analyses  Noe.  3809,  3810  (p.  157). 

Mines. — ^Nonpaieil  No.  1  and  No.  3;  in  the  Central  Pennsylvania  district  at  Twin 
Rocks  (Expedit  poet  office),  near  Big  Bend,  on  the  South  Fork  of  Black  Lick  Creek. 

CoaL  bed. — Lower  Kittanning,  also  known  as  the  Miller,  or  B.  Carbonifezous  age, 
Allegheny  formation. 

The  bed  was  sampled  at  one  point  in  each  mine  by  W.  C.  Phalen  on  September 
19,  1906,  a»  described  below: 

Section  of  coal  bed  in  Nonpareil  No.  i  etnd  No.  S  mines,  at  Expedit. 


LaboimtonrNo 

Roof.  sanoBtone. 

Coal 

Partings 

Coala 

Farting* 

Coala 

Floor,  elay. 

Thidoienofbed — .^..^ 
ThickuoflB  of  ooei  aampiod 


3808   1 

Ft. 

in. 

3 

$ 

0 

3} 

0 

6 

0 

4 

0 

i 

4 

10 

a 

8 

3S10 
Ft.    in. 
3     9 

a 

0 

0 

1 


4 

0 

1 

0 


5     8 
3     9 


•  Not  indndad  in  sample. 

Sample  3809  was  taken  in  Nonpareil  No.  1  mine. 
Saa4>le  3610  was  taken  in  Nonpareil  No.  3  mine  in  right  heading  4. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  157;  also  U.  S. 
Geol.  Surrey  Bull.  316,  pp.  24-25. 

Fallen  Timber.    Peerless  No.  4  Mine. 

Sample. — Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  10278,  10279,  10298 
(p.  157). 

Mine. — ^Peerless  No.  4;  in  the  Central  Pennsylvania  diptrict;  a  drift  mine,  at  Fallen 
Timber,  on  the  Cresson  division  of  the  Pennsylvania  Railroad. 

Coal  bed. — ^Upper  Freeport,  known  in  tJiis  field  as  the  E.  Carboniferous  age,  Alle- 
gheny formation.  The  bed  as  mined  has  an  average  thickness  of  2  feet  5  inches  and 
varies  fRMn  2  feet  to  2  feet  6  inches.  Immediately  above  the  coal  is  bone  3  to  4  inches 
in  thickness.  The  roof  is  a  dark  shale  of  good  quality,  having  a  thickness  of  8  feet 
and  being  overlain  with  sandstone.  The  floor  is  a  medium  hard  clay  with  smooth 
surface. 

The  bed  was  measured  and  sampled  at  two  points  by  R.  Y.  Williams  on  April  16, 
1910,  as  described  below: 

Sections  ofeodl  bed  in  Peerless  No.  4  mine,  at  Fallen  Timber. 


SectlOD. 

LaboratoiyNo 

Roof,  MUKtttooe,  bona. 

Goal,  soft  bright 

Shala  bindera 

Coal,  soft  bright 

Floor,  modinm  hard  elay. 

Tnlokneflsofbed 

Thioknett  of  coal  sampled . 


A 

10278 
FU    in. 

I  3 

0  6 

B 
10379 
FL     ln» 
1  IC 

I  4 

2  31 

2  31 

Section  A  (sample  10278) 
from  the  drift  mouth. 

Section  B  (sample  10279) 
the  drift  mouth. 


•  Not  inohidad  In  sample. 

cut  from  the  face  of  the  right  main  entry,  1,250  feet 

cut  from  the  face  of  the  left  main  entry,  1,200  feet  from 
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A  oomxxMite  sample  was  made  from  the  face  samples  10278  and  10270.  The  results 
of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  No.  10298. 

Notes. — ^The  coal  at  this  mine  was  overcut  by  hand  in  the  top  part  of  the  bed  and 
shot  down  with  black  powder.  There  were  no  screens,  the  entire  output  being  loaded 
as  run-of-mine  coal.  The  mine  had  an  estimated  capacity  of  50  tons  and  an  average 
daily  output  at  the  time  of  inspection  and  sampling  in  April,  1910,  of  45  tons,  idl  of 
which  was  derived  from  advance  workings.    The  output  in  1910  was  4,874  tons. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  157. 

Frankun.    Frankun  Slope  No.  2  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  analysis  No.  3840  (p.  157). 

Mirie, — Franklin  Slope  No.  2;  in  the  Central  Pennsylvania  district,  at  Franklin, 
east  of  Johnstown,  on  the  slope  of  the  Little  Conemaugh  River  on  the  main  line  of  the 
Pennsylvania  RaUroad. 

Coal  bed. — ^Lower  Kittanning,  Miller,  or  B.  Carboniferous  age,  AD^heny  forma- 
tion.   Hoof,  sandy  shale;  floor,  clay  or  shale. 

The  bod  was  measured  and  sampled  by  W.  C.  Phalen.  The  measurament  shewed 
43  inches  of  coal.  The  sample,  taken  on  September  4,  1906,  represented  a 
43-inch  cut. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  157;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  24-25. 

For  geologic  relations,  see  U.  S.  Greol.  Survey  Bull.  447,  pp.  16-27. 

Frankun.    Frankiin  No.  1  Mnns. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  3841  (p.  157). 

lime, — ^Franklin  No.  1;  in  the  Central  Pennsylvania  district;  east  of  Johnstown,  at 
Franklin. 

Coal  bed. — ^Upper  Kittanning,  also  known  as  the  Cement  and  as  the  C.  Carbonif- 
erous age,  Allegheny  formation.    Hoof,  sandstone. 

The  bed  was  measured  and  sampled  on  August  10,  1906,  by  W.  C.  Phalen.  The 
sample  represented  2  feet  4  inches  of  coal,  which  was  overlain  with  sandstcme  and 
underlain  with  shale. 

The  limestone  underlying  this  coal  is  responsible  for  the  name  that  is  sometimeB 
applied  to  the  bed,  owing  to  the  fact  that  formerly  the  limestone  was  used  in  the 
manufacture  of  cement. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  157;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  24. 

For  geologic  relatkms,  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  1<^>27. 

Hastinos.    No.  20  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  (Pennsylvania  No.  16)  adalyses 
Nos.  4028,  4029  (p.  157.) 

MtTie. — No.  20,  a  drift  mine  in  the  Central  Pennsylvania  district,  at  Hastings,  on 
the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Freeport  or  D  of  the  Pennsylvania  geological  survey.  Car- 
boniferous age,  Allegheny  formation.  Its  thickness  is  fairly  uniform,  averaging  4 
feet  4  inches  at  this  mine.  The  bed  lies  nearly  flat.  The  roof  is  of  gray  shale.  The 
floor  is  a  hard  clay. 
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The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  K.  M.  Way  on 
October  25,  1906,  as  shown  below: 

Sections  of  coal  bed  in  mine  No.  20  at  HasHnge. 


Oootloii... 

Laboratory  No.. 
Roof.ahafe. 

Bonycoala, 

CoaL 

galnhnra.. 

BhaiBa 

CoaL 

Bulphiira.. 

CoaL 

Shalea 

CoaL. 


Floor,  day. 

TliidoMSSofbed. 


Thicikiieas  of  coal  sampled. 


a  Not  included  in  the  sample. 

Section  A  (sample  4028)  was  measured  in  room  19,  off  left  heading  29,  several  hun- 
dred feet  from  opening. 

Section  B  (sample  4029)  was  measured  in  right  heading  24. 

Notes, — ^The  coal  from  this  mine,  like  that  from  other  mines  working  the  same  bed 
in  this  district,  is  friable,  and  is  mostly  shipped  in  run-of-mine  form  for  steam  produc- 
tion.   The  estimated  capacity  of  the  mine  in  1906  was  150  tons  a  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  205;  Bureau  of  Mines  Bull.  23,  pp.  67,  178; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  206;  Bureau  of  Mines  Bull.  13, 
pp.  195,  275;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  206. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  157;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  205. 

Johnstown.    Fbbndalb  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  3843  (p.  157). 

Mine. — Femdale;  in  the  Central  Pennsylvania  district;  south  of  Johnstown  on  the 
main  road  between  Johnstown  and  Femdale,  on  the  west  or  left  bank  of  Stony  Greek 
opposite  Moxham.  • 

Coal  bed. — ^Upper  Freeport,  E,  or  Coke  Yard.  Carboniferous  age,  Allegheny  forma- 
tion.   Roof,  sandstone. 

The  bed  was  measured  and  sampled  on  July  26, 1906,  by  W.  C.  Fhalen,  as  shown 
below: 

Section  of  coal  bed  in  Femdale  mine  »outh  of  Johmt^um. 


Laboratory  No... 
Roof,  shale. 

Coal 

Bonea 

Black  shale* 
Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled , 


Ft.  in. 
8  3 
0  4 
0  2 
0     4 


4     0 
8     6 


a  Not  Inoloded  In  sample. 

Note.— The  output  in  1910  was  11,200  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  157;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  24. 
For  geologic  relations  see  U.  S.  Qeol.  Survey  Bull.  447,  pp.  1^27. 
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Johnstown.    Gbesnhill  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  analysis  No.  3838  (p.  157). 

Mine. — Greenhill;  Central  PennBylvania  district;  in  the  eastern  part  of  Johnstown. 

Coal  bed. — Lower  Kittanning,  also  known  as  the  Miller  or  B.  Carboniferous  age, 
Allegheny  formation .  Roof,  shale.  The  floor  is  an  excellent  clay  which  runs  approxi- 
mately 5  feet  in  thickness. 

The  bed  was  measured  and  sampled  by  W.  C.  Phalen,  the  sample  representing  3 
feet  6  inches  of  coal,  on  August  2, 1906. 

Note. — ^The  floor  of  the  bed  is  a  good  clay  and  was  shipped  to  one  or  more  of  the  local 
potteries. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  167;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  24-25. 

For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  447,  pp.  16-27. 

Johnstown.    Lifsinoer  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  3844  (p.  157). 

Mine. — Litsinger;  Central  Pennsylvania  district;  east  of  Johnstown  on  Solomons 
Run. 

Coal  bed. — ^Upper  Eittanning,  Cement  or  C^.  Carboniferous  age,  Allegheny  forma- 
tion.   Roof,  sandstone. 

The  bed  was  measured  and  sampled  by  W.  C.  Phalen,  the  sample  representing  3  feet 
1  inch  of  coal  with  no  partings,  on  August  2, 1906. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  157;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  24. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  p  16-27. 

Johnstown.    Rolling  Mill  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  3833  (p.  157). 

Mine. — ^Rolling  Mill;  in  the  Central  Pennsylvania  district;  west  of  Johnstown, 
near  the  confluence  of  the  Conemaugh  River  and  Stony  Creek. 

Coal  bed. — ^Upper  Kittanning,  or  C^,  known  also  as  the  Cement.  Carboniferous  age, 
Allegheny  formation.  The  roof  of  the  coal  is  shale  or  sandstone,  underlain  with  4  to  8 
inches  of  bone.  The  coal  measured  was  3  feet  to  3  feet  6  inches.  The  floor  is  shale, 
underlain  with  limestone. 

The  bed  was  measured  and  sampled  on  August  2,  1906,  by  W.  C.  Phalen,  as  shown 

below: 

Section  of  coal  bed  in  Rolling  Mill  minej  weet  of  Johnstown. 


Laboratory  No 

Roof,  shale  or  sandstone. 

Bone  a  (varying  up  to  8  inches) 

Coal  (yarjring  up  to  3  feet  6  inches). 

Shale  a  (varying  up  to  6  Inches). . . 
Floor,  limestone. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


3833 

Ft. 

<n. 

0 

6 

3 

1 

0 

4 

8 

8 

3 

1 

a  Not  included  in  sample. 

Note.— The  output  in  1910  was  725,236  tons. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  157. 

For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  447,  p.  16-27. 

Johnstown.    Stony  Creek  Prospect. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  4012,  (p.  157). 
Locadon. — Stony  Creek  prospect,  Johnstown  district,  }iu9t  above  trolley  bridge, 
between  Femdale  and  Molham. 

45889^— Bull.  22,  pt  2—13 ^26 
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Coal  bed.— Lower  Preeport,  or  D  of  the  State  geological  Survey  and  known  locally  as 
the  Limestone  coal .  It  is  from  45  to  70  feet  below  the  Upper  Freeport  coal .  Immedi- 
ately over  the  coal  there  is  generally  a  few  inches  of  bone  and  black  shale,  overlain 
with  either  sandy  shale  or  massive  sandstone,  and  its  floor  is  clay.  The  section  given 
below  is  characteristic  in  that  the  coal  is  in  three  distinct  benches  separated  by  thin 
shale  or  bone  partings.  The  upper  bench  averages  about  1  foot  thick  and  the  middle 
bench  about  2  feet .  It  is  possible  that  in  the  commercial  development  of  this  bed  only 
these  two  beds  will  be  worked  and  that  the  underlying  coal  and  bone  will  serve  as  the 
floor.    It  may  be  said,  therefore,  that  from  2^  to  3  feet  of  good  coal  is  present. 

The  bed  was  measured  and  sampled  by  W.  C.  Phalen  on  October  20,  1906,  as 
described  below: 

Section  of  coal  bed  in  Stony  Creek  prospect^  near  Johnstown, 


Laboratory  No 

Roof,  maasive  sandstone. 

Coal 

Shale  or  bonea 

Coal 

Shale  or  bonea 

Coal 


Floor,  clay. 

TnicknesBOfbed. 


Thickness  of  coal  sampled. 


4012 

Ft.  in. 

1  0 

0  1 

1  10 
0  1 
0  4 

3  4 

3  2 


a  Not  included  in  sample. 

The  sample  taken  for  analysis  was  obtained  approximately  10  to  15  feet  from  the 
outcrop. 

Notes. — This  coal,  like  some  others  in  the  Johnstown  district,  is  semibituminous, 
and  is  adapted  for  steaming  and  domestic  purposes.  Like  other  coals  in  this  region, 
it  is  generally  classed  as  a  smokeless  coal  owing  to  its  small  percentage  of  volatile 
hydrocarbons.  The  coal  was  not  mined  at  the  time  of  sampling,  but  may  be  regarded 
as  among  the  future  workable  coals  of  the  district. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  157;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  24. 

For  geologic  relations  see  U.  S.  Oeol.  Survey  Bull.  447,  pp.  16-27. 

Johnstown.    Sunnyside  No.  2  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  3834  (p.  167). 

Mine. — Sunnyside  No.  2;  Central  Pennsylvania  district;  on  Stony  Creek  south  of 
Johnstown,  at  Moxham. 

Coal  bed. — Upper  Kittanning,  Cement,  or  C^.  Carboniferous  age,  Allegheny  forma- 
tion. Roof,  black  or  sandy  shale;  4  inches  of  bony  coal;  15  inches  of  soft  coal  easily 
broken  into  soft  fragments;  2  inches  of  dirty  bony  coal;  2  feet  4  inches  of  hard  coal; 
floor,  black  shale. 

The  bed  was  measured  and  sampled  on  August  3,  1906,  by  W.  C.  Phalen,  as  shown 

below: 

Section  of  coal  bed  in  Sunnyside  No.  2  mtn«,  sovuh  of  Johnsitavm, 


Laboratory  No , 

Roof,  black  or  sandy  shale. 

Bony  coal  o 

Bolt  coal 

Bony  coal  (dirty) « 

Coal,  hard 

Floor,  black  shnle. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


8834 

Ft. 

<fl. 

0 

4 

1 

3 

0 

2 

2 

4 

4 

1 

3 

7 

a  Not  Included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  157;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  24. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 
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Johnstown.    SuNNTsroE  Mikb. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  10249,  10250,  10251, 
10252, 10270  (p.  157). 

MxTie. — Snimyside;  Central  Pennsylvania  district;  a  drift  mine,  1}  miles  from 
Johnstown,  on  the  Baltimore  &  Ohio  Railroad  and  the  Pennsylvania  Railroad. 

Coal  bed, — ^Upper  Kittanning  or  C^.  Carboniferous  age,  AU^heny  formation.  The 
bed  as  mined  has  an  average  thickness  of  3  feet  9  inches,  and  varies  from  3  feet  5 
inches  to  4  feet.  The  roof  is  a  shale,  having  a  thickness  of  5  feet,  and  overlain  with  a 
cap  rock.    The  floor  is  a  hard  '* cement  rock"  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  four  points  by  A.  J.  Hazlewood  on  April  14, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Sunnyside  mine^  H  mUesfrom  Johnstown. 


Section 

Laboratory  No 

RooLfllato. 

Bone,  coal,  and  sulphur  a, 

Blue  fllato  (8oft)a 

Bone  (brittte)a 

Coal 

Coal  (bard  gray) 

Coal 

Charcoal 

Coal 

Floor,  hard  ''cement  rock." 

Tnlckneas  of  bed 

Thickness  of  coal  sampled 


A 

B 

C 

10249 

10252 

10251 

Ft.    M. 

Ft.    in. 

Ft.    in. 

•  *     mm 

1   0 

1   2 

mm             a  • 

1   6 

0   i 

0   2 

..   2 

0  4 

3   7 

1   0 

1   0 

•  •    •  « 

0   1 

0  h 

«  «    •  ■ 

2   6 

0  11 

■  •      >  a 

•  ■    •  « 

0   } 

•  •      *  • 

•  •    ■  * 

1   6 

3   9 

6   2 

5   i 

3   7 

3   6 

3   6 

D 
10250 
Ft.    in. 


0  4 

1  0 
1 

2  5 


3    10 
3      6 


o  Not  Included  In  san^ple. 

Section  A  (sample  10249)  was  cut  from  the  face  of  the  main  entry. 

Section  B  (sample  10252)  was  cut  from  the  face  of  left  entry  3. 

Section  G  (sample  10251)  was  cut  from  the  face  of  right  entry  3. 

Section  D  (sample  10250)  was  cut  from  the  face  of  left  entry  1,  4,800  feet  from 
the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  10249, 10250, 10251,  and 
10252  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No. 
10270. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  the  bottom  part  of  the  bed 
and  was  shot  down  with  black  blasting  powder.  There  were  no  screens  at  the  tipple, 
the  entire  output  being  loaded  as  run-of-mine  coal.  One  trimmer  picked  the  coal 
as  it  was  loaded  on  the  cars.  The  mine  in  1909  at  time  of  sampling  had  a  capacity  of 
800  tons  a  day,  and  the  average  daily  output  was  600  tons,  all  of  which  was  derived 
from  advance  workings.  This  was  a  new  mine,  and  an  increase  of  the  output  was 
expected. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  157. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

Lilly.    Sonman  No.  2  Mink. 

^amp2e.— Semibituminous  coal;  Windber  field;  analyses  Nos.  10325, 1032G,  10327, 
10328  (pp.  158). 

Mine. — Sonman  No.  2;  Central  Pennsylvania  district;  a  slope  mine  in  Washington 
Township,  at  Lilly,  on  the  Pennsylvania  Railroad. 

Coal  bed. — Known  in  this  field  as  the  Lower  Kittanning  or  B.  Carboniferous  age, 
Allegheny  formation.  The  bed  as  mined  has  an  average  thickness  of  3  feet  4  inches, 
varsdng  from  2  feet  to  4  feet  where  mined.  The  roof  is  bony  coal  that  stays  up  well, 
and  has  a  thickness  of  from  8  to  16  inches,  overlain  with  8  to  24  inches  of  shale,  above 
which  is  a  hard  cap  rock.  The  floor  is  shale,  generally  smooth  but  has  frequent  small 
rolls;  is  hard  at  first  but  soon  softens. 
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The  bed  was  measurad  and  mapl»d  at  three  polata  by  A.  J.  Hazlewood  on  April 
22y  1910,  as  described  below: 

Sections  of  coal  bed  in  Sonman  No.  2  mine,  at  Lilly, 


Section 

Labontory  No 

Roof,  hard  bone  coal. 

Coal 

Coal  (dull  band) 

Coal  (TOT  soft) 

Floor,  hard  slate. 

Tnickness  of  bed 

Tbtolmniii  of  coal  laiaptod 


A 

6 

10325 

1»26 

Ft.  in. 

Ft.  in. 

1      6 

1      3 

0      1 

0     1 

2     3 

2      4 

3    10 

3      8 

3    10 

S     8 

C 
10837 
Ft.  In. 


3     U 

3      U 
8     Ij 


Section  A  (sample  10325)  was  cut  from  the  lace  of  room  26,  off  lelt  entry  7,  5,500 
feet  west  from  the  mouth  of  the  mine. 

Section  B  (sample  10326)  was  cut  from  the  face  of  room  9,  off  right  entry  3,  5,000 
feet  north  from  the  mouth  of  the  mine. 

Section  C  (sample  10327)  was  cut  from  a  pillar  in  room  6,  off  right  entry  2,  4,200 
feet  north  of  the  drift  mouth. 

A  composit3  sample  was  made  by  mixing  the  face  samples  10325  and  10326  lor  an 
ultimate  analysis  the  reeultq  of  which  are  shown  under  laboratory  No.  10328. 

Notes. — ^The  coal  at  this  mine  was  undercut  in  the  bottom  part  of  the  bed  by  hand 
pick,  and  was  shot  down  with  black  powder.  There  were  no  screens  at  the  tipple, 
the  entire  output  being  loaded  as  run-of-mine  coal.  Two  trimmers  picked  the  coal  as 
it  was  loaded  on  the  cars.  The  mine  at  time  of  sampling  had  a  capacity  of  1,000  tons 
a  day,  and  an  average  daily  output  of  750  tons.  Eighty  per  cent  or  more  was  taken 
from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  158. 

LiiOTDsix.    Cambkia  Mink. 

Sample. — Semibituminous  coal;  Windber  field;  (Pennsylvania  No.  18)  analysei 
Nos.  4347,  4348  (p.  158). 

Jtftn^.— Oambria;  a  drift  mine  in  the  Central  Pennsylvania  district,  at  Lloydell,  oa 
the  Pennsylvania  Railroad. 

Coal  bed. — ^Miller.  Carboniferous  age,  Allegheny  formation.  It  lies  nearly  flat, 
and  at  this  mine  averages  about  8)  feet  thick.  The  roof  is  a  massive  gray  shale 
and  rather  regular,  but  does  not  stand  exposure  well  and  requires  considerable 
timbering.    The  floor  is  a  clay,  and  is  good  to  e^ovel  from. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  K.  M.  Way  on 
December  20, 1906,  as  shown  below: 

S^tUms  efcoal  bed  in  Crnmhna  mine,  alt  Llopdett. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Bony  coals 

Snlpniira 

CoJL 

Sulphur 

Coal. 

Sulphur 

Cod. 

Floor,  olay. 

liilckneeB  of  bed 

ThickneeB  of  coal  «mpled 


A 

4347 
Ft.  in. 

6"   if 
»    it 


3     8 
3     H 


B 
4348 
FL  la. 

•  •        •  » 

0     1 

■  •        «  • 

0   11 

0 

0 

0 

9 

3 
3 


a  Not  included  in  sample. 
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Section  A  (sample  4347)  was  measured  in  room  10,  o£F  l^t  entry  3,  2,500  feet  south 
of  the  drift  mouth. 

Section  B  (sample  4348)  was  taken  from  the  face  of  left  heading  5,  3,200  feet  south 
of  the  drift  mouth. 

Notes. — ^The  coal  from  this  mine,  like  that  from  many  other  mines  working  in  this 
district,  is  soft  and  easily  shattered  in  mining.  It  was  shipped  in  run-of-mine  form  for 
steam  production.    The  approximate  daily  output  of  the  mine  in  1906  was  250  tons. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  211;  Bureau  of  Mines  Bull.  23,  pp.  67, 178;  briquetting 
tests:  U.  6.  Geol.  Survey  Bull.  332,  p.  211. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  158;  also  U.  S.  Geol.  Survey 
BuU.  332,  p.  210. 

Nantt  GiiO.    Gasdiff  Mink. 

i9amp2e.— Semibituminous  coal;  Wifidber  field;  analyses  Nos.  381,  382,  383,  384, 
10452  (p.  159). 

Mint. — Cardiff;  Central  Pennsylvania  district;  a  drift  mine,  2  miles  north  of  Nanty 
Glo,  on  the  Cresson  Division  of  the  Pennsylvania  Railroad. 

Coal  bed, — Lower  Eittanning  or  B  of  the  Pennsylvania  survey.  Caiboniferous  age, 
Allegheny  formation.  The  bed  as  mined  has  fm  average  thickness  of  3  feet  6  inches, 
and  varies  from  3  feet  3  inches  to  3  feet  9  inches.  The  roof  is  a  gray  shale  of  good 
quality.    The  floor  is  a  hard  underclay,  with  smootJi  surface. 

The  bed  was  measured  and  sampled  at  four  points  by  G.  S.  Pope  on  April  16, 1910, 
as  described  below: 

Sections  of  coal  bed  in  Cardiff  mine,  at  Nanty  Glo. 


Sectton 

LaboTBtory  No 

Roof,  gray  slate. 

CokL 

Coal  (hard  gray). 

Ck»l 

Bull 


Sulphiir. 
CJoeST.... 


Charcoal. 

CoaL. 

Sulnhur. 


Sulnht 
CoaL.. 


Coal  (hard). 
Coal 


Floor,  hard,  smooth  underclay. 
Thickness  of  bed. 


Thtolmeiw  of  coal  sampled. 


A 

6 

C 

381 

382 

383 

Ft.    in. 

Ft.    in. 

Ft.    in. 

0  m 

1   9i 

0  11 

0   If 

•  ■          mm 

0  10} 

0  lol 

•  •          •  • 

■  •    •  • 

Traee. 

0   2} 

•  0   i 
0  llj 

0  3i 

Trace. 

>  •     >  • 

0  4 

w  «          •  « 

0 

aO   1 

0   3 

•  •      •  • 

0   1 

•  ■      •  ■ 

e  4} 

1   2 

6  9i 

3   2} 
3   2} 

3   34 
3   2} 

3   7 
3   6} 

D 
884 

Ft.  in. 
0  M 
0      ij 


0      4i 


2  U 

3  5 
3      5 


•  Not  included  in  sample. 

Section  A  (sample  381)  was  cut  from  the  face  of  the  main  entry,  4,000  feet  from  the 
drift  mouth. 

Section  B  (sample  382)  was  cut  from  the  face  of  left  entry  7,  2,800  feet  from  the  drift 
mouth. 

Section  G  (sample  383)  was  cut  from  the  face  of  right  entry  6,  2,100  feet  from  the  drift 
mouth. 

Section  D  (sample  384)  was  cut  from  the  face  of  left  entry  5, 1,800  feet  from  the  drift 
mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  381,  382,  383,  and  384  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  10452. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  the  bottom  part  of  the  bed 
and  was  shot  down  by  permissible  explosives.  There  were  no  screens,  the  entire  out- 
put being  loaded  in  run-of-mine  form.  Seven  tipplemen  and  trimmers  picked  the 
coal  as  it  was  loaded  on  the  cars.    The  mine  had  a  capacity  of  800  tons  a  day,  and 
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an  average  daily  output  of  600  tons,  obtained  from  both  advance  and  pillar  workings. 
The  output  was  expected  to  be  gradually  increased. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  159. 

For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  447,  pp.  16-27. 

Nanty  Glo.    No.  14  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  analysis  No.  3865  (p.  150). 
Mine. — No.  14;  Central^4Pennsylvania  district;  atNantyGlo. 
Coal  bed. — Lower  Kittanning,  B,  or  Miller.    Carboniferous  age,  Allegheny  formation. 
The  bed  was  measured  and  sampled  on  September  22, 1906,  by  W.  C.  Fhalen,  as 
shown  below: 

Section  of  coal  bed  in  No.  14  mine,  at  Nanty  Glo. 


Laboratory  No 

Roof.  sanoBtone  or  ahale. 

Coal 

Bone  a , 

Coal 

Floor,  aandfitone. 

Tnickneas  of  bed 

Thickness  of  coal  sampled . 


3S65N0.14. 

FU   In. 

3     9 

1     2 

0     6 

6     S 
3     9 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  159;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  24. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

Nanty  Glo.    Lincoln  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  3889  (p.  159). 

Miru. — Lincoln;  Central  Pennsylvania  district;  on  llie  south  branch  of  Black  Lick 
Creek,  about  ^  mile  northeast  of  Nanty  Glo,  on  the  Cambria  &  Clearfield  Division  of 
the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Kittanning,  Miller,  or  B.  It  is  the  lowest  important  coal  of  the 
Allegheny  formation  and  is  approximately  100  feet  above  the  top  of  the  Pottsville 
formation.  At  this  mine  it  is  imiform  in  thickness  and  dips  southeast  at  a  very  low 
angle.  Its  roof  is  shale,  or  in  places  sandstone;  its  floor  is  clay.  It  is  100  to  200  feet 
under  cover  where  mined.  Only  the  main  bench  is  mined,  and  the  under  coal  repre- 
sented in  the  section  given  below  is  not  touched. 

The  bed  was  measured  and  sampled  on  September  25,  1906,  by  W.  C.  Phalen,  as 
shown  below: 

Section  of  coal  bed  in  Lincoln  mine,  northeast  of  Nanty  Glo. 


Laboratory  No 

Roof.  Bhale,  sometimes  sandstone. 

Coal 

Shale  a 

Coalo  (average) 

Floor,  clay. 

Thickness  of  bed 

Thickneas  of  coal  sampled 


38ffi 

) 

Ft. 

hL 

8 

8 

0 

3 

0 

3i 

4 

li 

3 

8 

a  Not  Included  in  sample. 

The  exact  position  in  the  mine  from  which  the  sample  was  obtained  was  not  noted. 

Notes. — ^The  coal  from  this  mine  has  a  maximum  thickness  of  3  feet  10  inches  and  a 
minimum  thickness  of  3  feet.  The  coal  in  this  general  region  is  made  up  of  a  main 
bench  3^  to  4  feet  thick,  below  which  there  may  be  one  or  two  thinner  benches.  At 
this  particular  mine  only  one  of  these  lower  benches  was  noted.  Below  the  lowermost 
bench  occurs  a  good  body  of  clay  which  as  a  rule  is  not  exploited  along  Black  Lick 
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Creek.  The  roof  of  the  coal  is  very  firm  shale  or  sandstone.  The  irregalarity  of  the 
floor  and  the  general  absence  of  clay  layers  are  characteristic.  The  coal  is  bright  and 
lustrous,  with  a  marked  tendency  to  columnar  cleavage.  Most  of  this  coal  was  used  as 
a  steaming  coal  in  1906.    It  was  shipped  to  the  seaboard. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  159;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  24. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

Patton.    Brown  Bank. 

Sample. — Semibituminouscoal;  Windber  field;  analysis  No.  7962  (p.  159). 

Location. — Brown  bank;  Central  Pennsylvania  district;  1  mile  north  of  Patton. 

Coal  bed, — slower  Kittanning.    Carboniferous  age,   Allegheny  formation.    Roof, 

shale. 

The  bed  was  measured  and  sampled  on  June  10,  1909,  by  Charles  Butts,  as  shown 

below: 

Section  of  coal  bed  in  the  Brown  bank,  1  mile  north  of  PattoTL. 


Laboratory  No. 
Roof,  shale. 

Coal 

Clayo 

Coala 


Thickness  of  bed 

Thickness  of  coal  sampled . 


7962 

Ft. 

in. 

2 

4 

1 

0 

0 

2 

3 

6 

2 

4 

a  Not  included  in  sample. 

The  sample  was  taken  300  feet  from  the  mouth. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  159. 

Patton.    Moshannon  No.  33  Mine. 

Sample. — ^Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  7959,  7955,  7965, 

9761  (p.  159). 

Mine. — ^Moshannon  No.  33;  Central  Pennsylvania  district;  at  Patton. 

Coal  bed. — Upper  Kittanning  or  C^.    Carboniferous  age,  Allegheny  formation. 

The  bed  was  measured  and  sampled  on  June  7,  1909,  by  Charles  Butts,  as  shown 

below: 

Section  of  coal  bed  in  Moshannon  No.  S3  mine  at  Patton. 


Laboratory  Nos 

7959 

7955 
Ft.  in. 

0  4 
aO     li 

0  3 
aO        h 

•  0      if 
0      1 
0      4 

•  0       h 
0      1 

7965 
Ft.    in. 
aO     8 
3      7 

a'i      5 

7961 

Roof,  sandstone. 

Coftl.  CMinwl  iTistft':  in  RtTAAlrs  bard _ . 

Ft.    in. 

1  9 

2  5 

Ft.  in. 

Coall 

3    10 

Shale 

Coal 

Shale 

Coal 

Shale 

Coal 

Shale.. 

Coal » 

Coal,  dirty  (not  mined) 

a'i     *8 

Thickness  of  bed                                          -  - 

4      2 
4      2 

5      8 
3      7 

5      6 

Thicknessof  coal  sampled. 

I          If 

3    10 

a  Not  included  In  sample. 

Sample  7959  was  taken  in  heading  18,  off  main  heading  2. 
Sample  7955  was  taken  in  heading  18,  off  main  heading  2. 
Sample  7965  was  taken  in  heading  21,  off  main  heading  1. 
Sample  7961  was  taken  in  left  heading  6,  off  level  2. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  159. 
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PORTAOB.      MiLLEB  No.  1  ShAFT. 

Sample. — Senubituminous  coal;  Windber  field;  analyses  Nos.  10293, 10294, 10295, 
10296, 10297,  10300  (p.  159). 

Mine.'— yaHei  No.  1  shaft;  Central  Pennsylvania  district;  a  shaft  mine  425  feet 
deep,  1  mile  southeast  of  Portage,  on  the  main  line  of  the  Western  Pennsylvania 
Division  of  the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Kittanning  or  B.  Carboniferous  age,  Allegheny  formation.  The 
bed  as  mined  has  an  average  thickness  of  3  feet  6  inches,  and  varies  from  2  feet  to  4 
feet  6  inches.  Immediately  above  the  coed  bed  is  a  draw  slate  4  inches  in  thickness. 
The  roof  is  a  dark  shale  of  good  quality,  having  a  thickness  of  18  inches,  and  overlain 
with  a  sandstone.    The  floor  is  a  medium  hard  clay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  five  ix>ints  by  R.  Y.  Williams  on  April  19, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Miller  No.  1  shaft,  1  mile  souikeast  of  Portage. 


Section 

Laboratory  No 

Roof,  draw  slate. 

Top  eralDT  ooal 

Bulpnur  clay 

Coai  (soft  bright) 

Coal  (gray). 

Coal  (soft  bright  with  charooal) . 

Sulphur  streak  or  charooal 

Coal  (soft  bright) 

Sulphur  streaJc 

Coal  (soft  bright) 

FlOOT.  medium  hard  underolay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

10203 
Ft.    in. 
aO     6i 


0 
0 
1 
0 


3 


1      2| 


3    11 
3      5 


I 


B 
10294 
Ft.    in. 
aO       f 

i   "2 

2      2{ 


3 
3 


tt 


C 

10295 
Ft.     in. 


6 
0 
0 
0 


6J 

ii] 

8l 


1      71 


3 
3 


n 


D 

10296 
Ft.    in. 
aO     3 
aO       I 

0 

0 

1 
00 

0 
ttO 

0 


3 
3 


10 

8 

2 
6 


E 
10297 

Ft.  in. 

oQ  4 

•  •  •  * 

8  1 

2  2 


3 
2 


4 


<>  Not  included  in  sample. 

Section  A  (sample  10293)  was  cut  from  the  face  of  room  No.  1  on  right  entry  1, 1,000 
feet  from  the  shaft  bottom. 

Section  B  (sample  10294)  was  cut  from  the  face  of  left  air  course  1,  off  right  entry  2, 
3,000  feet  from  the  shaft  bottom. 

Section  C  (sample  10295)  was  cut  from  the  face  of  the  straight  main  entry,  4,500 
feet  from  the  shaft  bottom. 

Section  D  (sample  10296)  was  cut  from  the  face  of  east  heading  4,  3,000  feet  from  the 
shaft  bottom. 

Section  E  (sample  10297)  was  cut  from  the  face  of  right  entry  1,  off  left  heading  1, 
2,500  feet  from  the  shaft  bottom. 

A  composite  sample  was  made  by  mixing  the  face  samples  10293,  10294,  10295, 
10296,  and  10297  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  labora- 
tory No.  10300. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  the  bottom  part  of  the 
bed,  and  was  shot  down  with  black  powder.  There  were  no  screens  at  the  tipple 
(except  to  take  the  lump  from  the  coal  going  to  the  boilers),  the  entire  output  being 
loaded  as  run-of-mine  coal.  The  mine  was  a  comparatively  new  one,  having  a  daily 
Capacity  in  April,  1910,  of  700  tons.  The  output  t^as  to  be  steadily  increased  to  1,500 
tons.  In  1910  the  coal  was  coming  from  advance  workings.  The  probable  lifetime  of 
the  mine  was  30  years. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  159. 

PoBTAQE.    Puritan  No.  1  Mine. 

iSfamp2e.— Semibituminous  coal;  Windber  field;  analyses  Nos.  10288,  10289,  10290, 
10291,  10299  (p.  160). 

Mine.— Puritan  No.  1,  Central  Pennsylvania  district;  a  shaft  mine,  154  feet  deep, 
2}  miles  southeast  of  Portage  on  the  main  li^ie  of  the  Western  Pennsylvania 
Division  of  the  Pennsylvania  Railroad. 
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Coal  bed, — Lower  Kittanning  or  B  of  the  Peniifiylvania  reporta.  Carboniferous  age, 
Allegheny  formation.  The  bed  as  mined  has  an  average  thickness  of  3  feet  6  inches, 
and  varies  from  2  feet  6  inches  to  5  feet.  Immediately  above  the  coal  bed  is  a  "  draw 
slate"  4  inches  in  thickness.  The  roof  is  a  dark  shale  of  good  quality,  having  a  thickness 
of  2  feet  and  overlain  with  a  sandstone.  The  floor  is  a  smooth  hard  shale  4  inches  in 
thickness,  underlain  with  3  inches  of  coal,  below  which  is  underclay. 

The  bed  was  measured  and  sampled  at  four  points  by  R.  Y.  Williams  on  April  18, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Puritan  No.  1  mine^  2\  miles  southeast  of  Portage. 


Sectkm 

Laboratcny  No 

Roof,  draw  slate. 

Top  gzainv  ooal 

Coal  (soft  bright) 

Coal  (hard  gray) 

Charcoal  and  sulphur 

Coal  (soft  biightj. 

FkKnr,  hard  slate. 

Thickxiessofbed 

Thickness  of  ooal  sampled. 


A 

B 

C 

10288 

10389 

10280 

FU  in. 

Ft.  in. 

FU  in. 

aO   8 

AO  8| 

aO  8 

1  oj 

8  r 

1   ^ 

0   1 

•  •    •  • 

•  •    «  • 

•  *    •  • 

aO  5 

S  4 

3  4 

•  •    •  • 

1  Si 

8  8| 
8  0 

8  4 

D 
10291 
Ft,   in 
aO     2 


WW  w  m 

S      7* 
I     t 


a  Not  included  in  sample. 

Section  A  (sample  10288)  was  cut  from  the  face  of  dip  level  1,  13,600  feet  from  the 
abaft  bottom. 

Section  B  (sample  10289)  was  cut  from  the  face  of  the  upper  inaide  level,13,300  feet 
from  the  shaft  bottom. 

Section  C  (sample  10290)  was  cut  from  the  face  of  rig^t  entry  1,  off  the  new  slope, 
1,500  feet  from  the  shaft  bottom. 

Section  D  (sample  10291)  was  cut  from  the  face  of  left  entry  1,  off  the  new  slope, 
1,400  feet  from  the  shaft  bottom. 

A  composite  sample  was  made  by  mixing  the  face  samples  10288, 10289, 10290,  and 
10291  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No. 
10299. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  the  bottom  part  of  the  bed 
and  was  shot  down  with  black  blasting  powder.  There  were  no  screens,  the  entire 
output  being  loaded  as  rim-of-mine  coal.  Two  trimmers  picked  the  coal  as  it  was 
loaded  on  the  cars.  The  mine  had  a  daily  capacity  of  500  tons,  and  an  average  daily 
output  of  400  tons,  most  of  which  was  derived  from  advance  workings.  Increase  of 
Uie  output  to  800  tons  a  day  was  contemplated. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  160. 

St.  Benedict.    Victor  No.  6  Mine. 

m 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  7954,  7956  (p.  160). 

Mine. — ^Victor  No.  6;  Central  Pennsylvania  district;  at  St.  Benedict. 

Coal  bed. — Lower  Freeport.    Carboniferous  age,  Allegheny  formation.    Roof,  shale; 

floor,  clay. 

The  bed  was  measured  and  sampled  on  June  10, 1909,  by  Charles  Butts,  as  shown 

below: 

Section  qfooal  bed  in  Victor  No.  6  mine  at  St.  Benedict. 


Laboratory  No 

Roof,  shale. 

BonycoaU 

Coal 

Shale  a 

Coal 

Floor,  clay. 

Tmekness  of  bed 

Thickness  of  ooal  sampled 

a  Not  included  in  sample. 


7954 

Ft. 

in. 

0 

3 

3 

1 

0 

1 

0 

5 

3 

10 

3 

e 

7956 

Ft.  in. 

0  3 

2  6i 
0  1 
0  7} 

3  6 
3  2 
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Sample  7954  was  taken  from  main  heading,  5,850  feet  from  the  mine  mouth. 

Sample  7956  was  taken  in  left  heading  7. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  160. 

St.  Benedict.    Victor  No.  10  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  analyses  Nob.  7960,  7966  (p.  160). 

Ifin^.^Victor  No.  10;  Central  Pennsylvania  district;  at  St.  Benedict. 

Coal  bed. — Lower  Kittanning.  Carboniferous  age,  Allegheny  formation.  Roof, 
shale;  floor,  clay. 

The  bed  was  measured  and  sampled  on  June  9,  1909,  by  Charles  Butts,  as  shown 
below: 

Section  of  coal  bed  in  Victor  No.  10  mine  at  St.  Benedict. 


Laboratory  No 

Roof,  shale. 

Bonyooala 

Coal 

Floor,  clay. 

Thickness  of  bed 

Thickneas  of  ooal  ssmplecL . 


7960 

Ft. 

in. 

1 

6 

2 

S 

8 

0 

2 

8 

7M6 
Ft.    <il. 

1  5 

3  7 

4  0 

2  7 


a  Not  tDduded  In  sample. 

Sample  7960  was  taken  in  right  heading  2. 

Sample  7966  was  taken  near  tail  of  heading  toward  No.  9  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  160. 

St.  Boniface.    Parbeb  No.  27  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  7964,  7967  (p.  160). 

Mine. — Pardee  No.  27;  Central  Pennsylvania  district;  at  St.  Boniface. 

Coal  bed. — Lower  Freeport.  Carboniferous  age,  Allegheny  formation.  Roof,  sand- 
stone and  black  shale;  floor,  clay. 

The  bed  was  measured  and  sampled  on  June  9, 1909,  by  Charles  Butts,  as  shown 
below: 

Section  of  coal  bed  in  Pardee  No.  27  mine^  at  St.  Boniface. 


LaboratoiyNo 

Roof,  black  shale. 

Coal,  with  short  clayey  parttogs  \  inch  thick  or  less . 

Shaleo 

Coal 

Coal,  bright,  soft , 

Coal ,  haraer  and  not  so  bright 

Coal,  bright,  sdTt 

Parting  o 

Coal,  bright  and  soft 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


7987 
Ft.  in. 


1 

1 
0 
0 
0 


5 
1 
6 
1 
6 


3     7 
3      6 


a  Not  indoded  in  sample. 

Sample  7964  was  taken  from  main  heading. 

Sample  7967  was  taken  8  yards  from  main  heading,  600  feet  from  the  pit  mouth. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  160. 
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South  Fork.    Prisgilla  No.  1  Mms. 

Sample, — Semibituminous  coal;  Windber  field;  analyses  Nob.  7624,  7626  (p.  161). 

Mine. — Priscilla  No.  1;  Central  Pennsylvania  district;  a  drift  mine  at  South  Fork, 
on  the  Pennsylvania  Railroad. 

Coal  bed. — ^Lower  Eittanning,  B,  or  Miller.  Carboniferous  age,  Allegheny  forma- 
tion.   Hoof  and  floor,  black  shale;  thickness,  from  3  feet  10  inches  to  4  feet  4  inches. 

The  bed  was  measured  and  sampled  by  G.  S.  Pope  on  April  20, 1909,  as  shown  below: 

Sections  of  coal  bed  in  Prisdlla  No.  1  mine,  at  South  Fork. 


laboiBtorv  No 

Roof,  black  slate. 

Boneooala 

Coal 

Black  slate 

Coal 

Bolphnra 

Bone  coal  a 

Coal 

Bone  coal 

Coal 

Floor,  black  slate. 

Tmoknessofbed 

Thfekneas  of  coal  sampled. 


7625 

FL 

in. 

0 

8 

0 

8 

0 

1 

1  ' 

0 

'i 

"  • 

0 

k 

0 

10 

4 

3 

?l 

7624 
Ft.    in. 
0     4 
0     8; 
0       ' 
1 


?  4 

i  *6 

4     9i 
4     4 


<>  Not  included  In  sample. 

Sample  7625  was  taken  1,300  feet  north  of  opening  in  room  8,  off  heading  7. 
Sample  7624  was  taken  2,300  feet  north  of  opening  in  face  of  main  heading. 
Notes. — ^All  coal  was  picked.    The  daily  output  at  time  of  sampling  was  300  tons. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  161. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

South  Fobk.    Stineman  No.  1  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  3786  (p.  161). 

Mine. — Stineman  No.  1;  Central  Pennsylvania  district;  at  South  Fork. 

Coal  bed. — Lower  Kittanning,  Miller,  or  B.  Carboniferous  age,  Allegheny  forma- 
tion.   Shale  roof;  48  inches  of  coal,  3  to  12  inches  of  parting,  and  2  to  8  inches  of  coal. 

The  bed  was  measured  and  sampled  on  August  31, 1906,  by  W.  C.  Phalen,  as  shown 
below: 

Section  of  coal  bed  in  No.  1  mine  at  South  Fori. 


Laboratory  No 

Roof,  shale  or  sandstone. 

Goal 

Sbalea 

Coal  (variable)  a 

FkxH%cla7. 

Tnickness  of  bed 

Thickness  of  ooal  sampled . 


3786 

Ft. 

in 

3 

0 

1 

0 

0 

9 

6 

3 

3 

6 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  161;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  24. 
For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  447,  pp.  16-27. 
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South  Fobk.    SnxEicAN  No.  5  BIinb. 

Sample. — Semibituminous  coal;  Windber  field;  analysiB  No.  3784  (p.  161). 
Mine. — Stineman  No.  5;  Central  PenseylTama  district,  at  South  Fork. 
Coal  bed, — ^Upper  Freeport,  E,  or  Lemon.    CarboniferouB  age,  Allegheny  forma- 
tion.   Roof,  shale;  flooiv'clay. 
The  bed  was  measured  and  sampled  on  August  30,  1906,  as  shown  below: 

Section  of  coal  bed  in  Stineman  No.  6  mine,  at  South  Fori. 


LabontoryNo. 
Roof,  shale. 

Coala 

FBitlngs.. 

Coal 

Partingff .. 

Coal. 


Floor,  clay. 

Tnicknessofbed. 


Thidkn68S  of  ooai  sampled. 


3784 

Ft. 

III. 

0 

3 

0 

1 

0 

10 

0 

2 

1 

8 

2 

4* 

2 

6 

o  Not  tnclnded  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  161;  also  U.  S.  GeoL 
Survey  Bull.  316,  p.  24. 
For  geologic  relations  see  U.  S.  Geol.  Survey  BuU.  447,  pp.  16-27. 

South  Fork.    Stineman  No.  2  Mine. 

iSamp2«.— Semi  bituminous  coal;  Windber  field;  analyses  Nos.  9041, 9042, 9043,  9044, 
9045,  9071  (p.  161). 

Mine. — Stineman  No.  2;  Central  Pennsylvania  district;  a  drift  mine  at  South  Fork, 
on  the  main  line  of  the  Pennsylvania  Railroad. 

Coal  bed. — Known  in  this  field  as  the  Lower  Kittanning  or  B.  Carboniferous  age, 
Allegheny  formation.  The  coal  at  this  mine  averages  4  feet  in  thickness,  and  varies 
from  li  to  4)  feet.  It  is  fairly  regular  in  character,  has  a  gray  shale  roof,  and  a  hard 
clay  floor  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  five  points  by  H.  M.  Wolflin  on  September  7, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Stintman  No.  t  mine  at  South  Fork. 


Section 

Laboratory  No 

Roof,  shale. 

Bone  coal  <> 

Coal 

Bone  coal 

Coal  (tough  gray) 

Pyrites* 

Coal 

Floor,  hard  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


A 

B 

c 

D 

9041 

9042 

9043 

9044 

Ft.  in. 

Ft.in. 

Ft.  in. 

FLin. 

0     4 

•  •        •  • 

0     7 

0     4 

1      1 
0     2 

0    11 
0      i 

h  1 

I   1 

•  •         •  « 

0     8 

•  •        •  • 

•  ■        ■  • 

■  •         •  • 

S    1 

•  •        •  • 

•  •        •  • 

2     7 

2     8 

2     8| 

4     2 
3    10 

I  n 

t  SI 

3     0} 

B 
904S 
/tte. 

?  4 

•  • 

•  • 

7 

•  • 

•  • 

0 

8 

•  Not  inelttded  la  samiiie. 

Section  A  (sample  9041)  was  cut  from  the  face  of  west  entry  13,  of!  the  main  entry, 
10,200  feet  S.  45''  W.  from  the  drift  mouth. 

Section  B  (sample  9042)  was  cut  from  the  face  of  west  entry  12,  off  the  main  entry, 
11,000  feet  south  50^  W.  from  the  drift  mouth. 

Section  C  (sample  9043)  was  cut  from  the  face  of  west  entry  11,  off  the  main  entry, 
11,500  feet  S.  Id""  W.  from  the  drift  mouth. 
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Section  D  (sample  9044)  ww  cut  from  the  face  of  new  west  entry  10,  off  the  nudn 
entry,  11,400  feet  S.  80^  W.  from  the  drift  mouth. 

Section  E  (sample  9045)  was  cut  from  pillar  of  ioc»n  16,  off  wwt  entry  9,  off  the  main 
entry,  10,100  feet  S.  85°  W.  fiom  the  drift  mouth. 

A  compofiite  sample  was  made  by  mixing  the  face  samples  9041, 9042, 9043,  and  9044 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  9071. 

Notes, — ^The  coal  at  this  mine  was  undercut  with  hand  picks  and  shot  down  with 
black  powder.  As  the  tipple  had  no  screens,  the  coal  was  loaded  in  run-of-mine  form. 
The  coal  was  picked  by  one  trimmer  as  it  was  loaded  on  the  cam.  The  capacity  of  the 
mine  in  1909  was  750  tons,  the  actual  avenge  output  being  650  tons  daily.  The  future 
output  was  to  be  derived  from  pillars  and  advance  work.  The  mine  had  600  acres  of 
solid  coal  to  work  out,  and  the  company  was  considering  an  increase  of  the  capacity 
of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  161. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

South  Fork.    Stineman  No.  4  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  analyses  Nos.  9037,  9038, 9039, 9040, 
9070  (p.  161). 

Mine. — Stineman  No.  4;  Central  Pennsylvania  district;  aslope  mine  at  South  Fork, 
on  the  main  line  of  the  Pennsylvania  Railroad. 

Coal  bed. — Known  in  this  field  as  the  Lower  Kittanning  or  B.  Carboniferous  age, 
Allegheny  formation.  The  coal  as  mined  averages  2  feet  10  inches  in  thickness, 
varying  from  2}  to  4^  feet.  The  roof  is  a  gray  ehale,  about  6  indies  of  which  comes 
down  as  a  "draw  slate,"  and  to  which  the  coal  sticks.  The  floor  is  a  hard  shaly  clay 
with  a  smooth  surface.    The  dip  of  the  coal  is  12^  S.  60®  W. 

The  bed  was  measured  and  sampled  at  four  points  by  H.  M.  Wolflin  on  September 
2  and  9, 1909,  as  described  below: 

Sections  of  coal  bed  in  Stineman  No.  4  mine  at  South  Fork. 


Laboratory  No 

RootAiJts. 

Bony  ooal 

Coal 

Shale 

Goal 

Bony  ooal 

Coal  (gray) 

OoaL 

Floor,  hard  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

B 

c 

90S7 

9038 

9039 

Ft.  M. 

Ft.  M. 

Ft.  in. 

oO     3i 

■  •         «  ■ 

oO     3 

oO     4 

0      7 

0     « 

aO       1 

■  ■         •  • 

■  •         *  • 

0      7 

>  •         «  ■ 

•  •         •  • 

0      h 

0 

0      i 

a   a               »    m 

0    a 

1      81 

0     7 

2     6* 

1     5i 

3      8f 

I  \ 

3     0 

3      1 

2     9 

D 

9040 
Ft.  in. 
«0     7 
0     3f 


0 

1     0 
1      2 


k 


3 
2 


1 

e 


a  Not  indaded  in  sample. 

Section  A  (sample  9037)  was  cut  from  the  face  of  right  entry  8,  off  new  dip  entry. 

Section  B  (sample  9038)  was  cut  from  pillar  No.  9  on  right  entry  18  off  the  main 
entry. 

Section  G  (sample  9039)  was  cut  from  the  &ce  of  room  3,  off  right  slant,  off  right 
entry  16,  off  the  main  entry. 

Section  D  (sample  9040)  was  cut  from  the  face  of  right  entry  16,  off  the  main  entry. 

A  composite  sample  was  made  by  mixing  the  face  samples  9037,  9039,  and  9040  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  9070. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  hand  picks  and  shot  down  with 
black  blasting  powder.  The  tipple  had  no  screens,  all  the  coal  being  loaded  in  run- 
of-mine  form.  The  coal  was  cleaned  by  one  trimmer  as  it  was  loaded  on  the  cars. 
There  were  600  acres  to  be  worked  out  by  this  mine.    The  capacity  of  the  mine  was 
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700  tons  at  time  of  sampling  in  1909,  and  the  average  daily  output  was  550  tons.    The 
future  supply  was  to  be  from  both  pillars  and  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  161. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  1&-27. 

South  Fobk.    Stineman  No.  6  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analj^is  No.  3785  (p.  161). 

Mine. — ^No.  6;  Central  Pennsylvania  district;  at  South  Fork. 

Coal  bed. — ^Upper  Eittanning,  0^,  or  Cement.  Carboniferous  age,  Allegheny 
formation.  *  Roof,  shale  and  bone;  main  bench  of  coal,  42  inches;  floor,  clay  or 
limestone.  Maximum  thickness  of  coal  noted,  3  feet  4  inches,  minimum  10  inches. 
No  partings. 

The  bed  was  measured  and  sampled  on  August  30, 1906,  by  W.  C.  Phalen,  as  shown 
below: 

Section  of  coal  bed  in  Stineman  No.  6  mine,  at  SoiUh  Fork. 


Labaretary  No 

Roc^f  sbale  or  booe. 

Bony  ooal « 

Coal. 


Floor,  day. 

Tnkdmenofbed. 


Thickness  of  coal  sampled. 


8786 
Ft,  in, 
0      5 
8     «i 


3    11 
3 


^ 


o  Not  Included  In  sample. 

For  chemical  analjrses  of  this  coal  see  part  1  of  this  bulletin,  p.  161;  also  U.  S.  (Teal. 
Survey  Bull.  316,  p.  24. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

South  Fobk.    Wickbs  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  3788  (p.  162). 

Mine. — ^Wickes;  Central  Pennsylvania  district;  at  Brookville,  near  South  Fork. 

Coal  bed. — ^Brookville  (A).    Carboniferous  age.    All^heny  formation.    Roof,  shale; 
floor,  clay.    This  coal  is  known  locally  as  the  6-foot  or  dirty  A  coal. 

The  bed  was  measured  and  sampled  on  August  30, 1906,  by  W.  C.  Phalen,  as  shown 
below: 

Section  of  coal  bed  in  Wickes  mine,  near  South  Fork. 


Laborefcory  No. 
Roof,8bale. 

Coal 

Bone  a 

Coal 


Floor,  day. 

TnloPMSsofbed. 


TliloksesB  of  ooal  sampled. 


3788 

8      6 

0  1 

1  0 

4     7 

4     0 


a  Not  Included  In  sample. 

For  chemical  analjrses  see  part  I  of  this  bulletin,  p.  162. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

South  Fork.    Abotle  No.  3  Mine. 

Sample. — Semibituminous  coal;  Winder  field;  analysis  No.  3787  (p.  162). 

Mine. — ^Aigyle  No.  3;  Central  Pennsylvania  district;  a  drift  mihe,  1  mile  northwest 
of  South  Fork,  on  the  Pittsbuigh  Division  of  the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Kittanning,  Miller,  White  Ash,  or  B.  It  is  the  lowest  important 
coal  of  the  Allegheny  formation,  and  is  approximately  70  feet  above  the  top  of  the 
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PottBviiie.  which  is  the  next  lower  formation.  It  is  extremely  uniform,  and  in  this 
locality  is  nearly  flat,  as  it  is  located  near  the  summit  of  an  anticlinal  axis.  The 
roof  of  the  coal  is  firm  shale,  shaly  sandstone,  or  sandstone;  the  bony  coal  at  the  top 
of  the  main  bench  is  discarded  in  mining;  the  floor  is  clay.  A  lower  bench  of  coal 
occiuB  below  the  main  bed  near  the  outcrop,  but  disappears  under  cover.  It  is 
about  260  feet  under  cover  where  mined. 

The  bed  was  measured  and  sampled  at  one  place  by  W.  C.  Phalen  on  August  30, 
1906,  and  a  section  of  the  coal  is  given  below. 

Section  of  coal  bed  in  Argyle  No.  S  mine,  at  South  Fort. 


Laboratory  No 

Roof,  shale,  sandy  shale,  or  sandstone. 

Bony  coals 

Coal 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


3787 

Ft.  in. 
0  4 
3       5 


3 
8 


9 


a  Not  Indaded  in  sample. 

Notes. — ^The  thickness  of  the  main  bench  of  the  Lower  Kittanning  coal  near  South 
Fork  averages  nearly  4  feet,  and  in  places  5  feet,  with  no  partings.  The  double 
structure  alluded  to  above  is  characteristic  about  South  Fork.  Its  roof  of  dense  shale 
or  sandstone,  the  general  absence  of  "draw  slate"  or  "clay  veins, "and  the  irregular 
floor  are  all  characteristics  of  this  bed  around  South  Fork.  The  top  few  inches  of 
coal  is  usually  bony  and  is  discarded.  In  appearance  the  coal  is  lustrous  and  much 
of  it  is  iridescent.  Its  columnar  cleavage  is  one  of  its  more  characteristic  features. 
It  was  used  principally  as  a  steaming  coal,  some  of  it  in  the  locomotives  of  the  Penn- 
sylvania Railroad.  The  run-of-mine  coal  was  shipped  in  laige  quantities  to  the 
seaboard. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  162;  also  U.  8. 
Geol.  Survey  Bull.  316,  p.  24. 

For  geologic  relations  see  TJ.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

Van  Ormeb.    Psebless  No.  1  Mine. 

Sample. — ^Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  10275, 10276, 10277, 
10281  (p.  162). 

Mine. — Peerless  No.  1;  Central  Pennsylvania  district;  a  drift  mine  at  Van  Ormer, 
on  the  Gresson  Division  of  the  Pennsylvania  Railroad. 

Coal  bed. — ^Upper  Freeport  or  E.  Carboniferous  age,  Allegheny  formation.  The 
bed  as  mined  has  an  average  thickness  of  3  feet,  and  varies  from  2  feet  6  inches 
to  3  feet  2  inches.  Immediately  above  the  coal  bed  is  a  ''  draw  slate  "  3  to  4  inches 
in  thickness. 

The  roof  is  a  strong  gray  shale  of  good  quality.  The  floor  is  a  medium  hard  clay 
with  smooth  surface. 

The  bed  was  measured  and  sampled  at  three  points  by  R.  Y.  Williams  on  April 
16,  1910,  as  described  below: 

SectUma  of  coal  bed  in  Peerless  No.  1  mine  at  Van  Ormer. 


Section 

LaboretoryNo 

Roof,  strong  gray  shale. 

Bone  a 

Coal  (soft  bright  with  oharooal) 

Slate  binder  a 

Coal  (soft  bright) 

Floor  mediom  hard  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 

•  Not  included  in  sample. 


A 

B 

10275 

10276 

Ft.  in. 

Ft.  in. 

0    4 

0    ^ 

2    3 

2    2 

u 

u 

2    7| 

2  4 

c 

10277 
FL  in, 
0    2f 

2  3 
0  2 
0    6i 

3  2i 
2    9i 


720 
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Section  A  (auople  10275)  was  cut  from  the  face  of  the  stnight  entry,  3,000  feet  from 
the  drift  mouth. 

Section  B  (aample  10276)  was  cut  from  the  face  of  the  Gresig  beading,  3,500  feet  from 
the  drift  mouth. 

Section  C  (sample  10277)  was  cut  from  the  face  of  the  Bader  heading,  4,500  feet  from 
the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  fece  samples  10275,  10276,  and  10277 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  10281. 

Notes, — The  coal  at  this  mine  was  overcut  by  hand  in  the  top  part  of  the  bed,  and 
was  shot  down  with  black  blasting  powder.  There  were  no  screens,  the  entire  output 
being  loaded  in  nm-of-mine  form.  The  mine  had  a  capacity  of  120  tons,  and  an 
avenge  daily  output  of  90  tons,  most  of  which  at  time  of  inspection  and  sampling 
in  April,  1910,  was  derived  from  advance  workings. 

For  chemical  analyses  of  this  coal  see  juut  I  of  this  bulletin,  p.  162. 

For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  447,  p.  64. 

Van  Ormer.    Peerless  No.  2  Mine. 

Sample. — ^Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  10272,  10273, 10274, 
10280  (p.  162). 

Mine. — Peerless  No.  2;  Central  Pennsylvania  district;  a  drift  mine  at  Van  Ormer,  on 
the  CiesBon  Division  of  the  Pennsylvania  Railroad. 

Coal  bed. — ^Lower  Freeport  or  D.  Cari)oniferoua  age,  Allegheny  fonnation.  The 
bed  as  mined  has  an  average  thickness  of  3  feet  2  inches,  varying  from  2  feet  10  inches 
to  3  feet  10  inches.  Immediately  above  the  coal  is  a  ''draw  slate,"  6  to  8  inches  in 
thickness.  The  roof  is  a  dark  shale  of  good  quality,  having  a  thickness  of  8  feet,  and 
overlain  with  a  sandstone.    The  floor  is  medium  hard  clay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  three  points  by  R.  Y.  Williams  on  April  16, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Peerless  No.  2  mine  at  Van  Ormer. 


Ssction 

Laboratory  No 

Roof,  dark  slate. 

Top  grainy  ooal  and  bone  a 

Coal  (soft  kight) 

Goal  ttaaid  Kimy) 

Coal  (soft  bri^t) 

Shale* 

Coal  (soft  Inikht) 

Sulphur  band  a 

CoaUsoftbris^t) 

Floor,  medium  hard  undeiclay.  i 

TUdkoMBofbed I     3 

Thickness  of  ooal  sampled 2 


A 

10272 


Ft. 
0 
0 
0 
0 
0 
0 


in. 

10 

1 
11 

1 
101 


11 

8i 


B 

10273 

Ft    in. 


0 
0 
0 
0 
0 
1 


3 

3 


5 

■f 

1 

1* 


n 


c 

10274 

FL  in. 

0  4 

0  10 

0  1 

0  101 

0  Ij 

0  6 

0     7| 


3 
2 


^ 


a  Not  included  in  sample. 

Section  A  (sample  10272)  was  cut  from  the  face  of  left  heading  7,  3,500  leet  from  the 
drift  mouth. 

Section  B  (sample  10273)  was  cut  from  the  face  of  the  main  heading,  4,000  feet  from 
the  drift  mouth. 

Section  C  (sample  10274)  was  cut  from  the  pillar  on  the  new  haulage  heading,  3,400 
feet  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  10272  and  10273  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  10280. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  the  bottom  part  of  the  bed, 
and  shot  down  with  black  blasting  powder.  There  were  no  screens,  the  entire  output 
being  loaded  in  run-of-mine  fonn.    The  mine  had  a  capacity  ol  480  tons,  and  an 
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average  daily  output  at  time  of  inspection  and  sampling  in  April,  1910,  of  250  tons,  80 
per  cent  of  which  was  derived  from  advance  workings. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  162. 

ViNTONDALE.    Vinton  No.  1  Mine. 

iS^amp/^.— Semibituminous  coal;  Windber  field;  analyses  Noe.  3832,  318,  319,  320, 
321,  322,  10459  (pp.  162,  163). 

Mine. — Vinton  No.  1;  Central  Pennsylvania  district;  adrift  mine,  on  Black  Lick 
Creek,  at  Vintondale,  near  the  northern  edge  of  the  Johnstown  quadrangle,  on  the 
Cambria  and  Clearfield  Division  of  the  Pennsylvania  Railroad. 

Coed  bed. — Lower  Kittanning,  Miller,  White  Ash,  or  B.  It  is  the  lowest  important 
coal  of  the  Allegheny  formation,  and  is  approximately  100  feet  above  the  top  of  the 
Pottsville,  which  is  the  next  lower  formation.  It  is  rather  imiform,  and  in  this  region 
dips  about  200  feet  per  mile  to  the  northwest  to  the  Bamesboro  syncline,  to  the  north- 
west of  which  it  rises  gradually.  The  roof  of  the  coal  is  excellent  and  is  usually 
firm  shale  or  sandstone.  Its  floor  is  clay  and  somewhat  irregular.  The  coal  is  bright 
and  lustrous,  with  a  marked  tendency  to  columnar  cleavage.  Only  the  main  bench 
is  worked  in  the  section  given  below,  but  it  is  a  common  characteristic  of  this  coal  in 
this  general  region  to  have  a  lower  and  thinner  bench  which  is  not  mined.  The  bed 
as  mined  has  an  average  thickness  of  3  feet  6  inches,  and  varies  from  2  feet  to  4  feet 
6  inches.  No  clay  veins  as  a  rule  are  present.  The  thickness  of  the  lower  bench  of 
coal  is  2  to  10  inches,  and  is  separated  from  the  main  coal  by  8  to  10  inches  of  shale. 

This  bed  was  measured  and  studied  at  several  points  by  W.  C.  Phalen  on  September 
15, 1906,  and  was  sampled  in  one  place  in  the  mine  as  shown  below: 

Section  of  coal  bed  in  Vinton  No.  1  mine,  at  Vintondale. 


Labontonr  No 

Roof,  banf  shale. 

Coal 

Jkmea 

Floor,  day. 

ThlckneBB  of  bed 

Tbicknev  of  coal  sampled 


3832 
Ft.  In. 

3  7 
1     0 

4  7 
3      7 


a  Not  included  in  sample. 

The  bed  was  also  measured  at  five  points  by  G.  S.  Pope  on  April  15, 1910,  as  described 

below: 

Sections  of  coal  bed  in  Vinton  No.  1  mine,  at  Vintondale. 


Section 

Laboratory  No 
Rooffbarai 
Goal 


gray  shale. 


Bulpbur* 

Coal  (bard  and  toogb) . 
Bulpbura 

Cod 

Bulpbura 

Goal. 


Floor,  hard  nnderday. 
Thickness  of  bed 


Tbidmeos  of  coal  sampled . 


A 

322 
Ft.  in. 


1     c{ 


3 
3 


9 


B 

320 

Ft.  im. 


0    11 

0 

1 

0 

1 

3 
3 


c 

321 
Ft.  in. 
1     3 


0 
0 

1 

4 
4 


7 

■  • 

9 

4 


D 

318 
FL  in 


1 
0 

1 

3 
3 


E 
319 

Ft.  M. 

S  1 

0  10 

•  •  •  • 

0  9f 

•  •  •  * 

3  61 

3  5 


a  Not  indttded  in  sample. 

Section  A  (sample  322)  was  cut  from  the  face  of  heading  10,  of!  left  entry  2,  6,000 
feet  from  the  drift  mouth. 

Section  B  (sample  320)  was  cut  from  the  face  of  left  heading  1,  of!  dip  entry  2, 4,000 
feet  from  the  drift  mouth. 

45359**— Bull.  22,  pt  2—13 2« 
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Section  G  (sample  321)  was  cut  from  the  face  of  heading  10,  o£f  right  entry  4,  7,000 
feet  from  the  drift  mouth. 

Section  D  (sample  318)  was  cut  from  the  face  of  slope  4,  2,500  feet  from  the  drift 
mouth. 

Section  E  (sample  319)  was  cut  from  the  face  of  left  heading  4,  o£f  dip  entry  4,  3,500 
feet  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  318,  319,  320,  321,  and  322 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  10459. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  the  bottom  part  of  the  bed, 
and  was  shot  down  with  black  powder  or  with  a  permissible  explosive.  The  tipple 
was  equipped  with  lump  screens  of  the  bar  type  with  spaces  1}  to  3  inches,  but  at  the 
time  of  sampling  most  of  the  coal  was  shipped  in  nm-of-mine  form.  Three  trimmers 
picked  the  coal  as  it  was  loaded  on  the  cars.  The  mine  in  April,  1910,  at  time  of 
sampling,  had  a  daily  capacity  of  1,200  tons  and  an  output  of  1,000  tons,  estimated 
entirely  from  advance  workings.  It  was  expected  that  the  output  would  be  increased 
to  1,500  tons  per  day  in  the  near  future.  The  coal  was  used  for  steaming  and  domestic 
purposes,  but  some  of  it  was  also  used  for  making  coke.  It  is  classed  as  a  smoke- 
less coal.    The  larger  part  of  the  product  was  shipped  to  the  seaboard. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  163;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  24. 

ViNTONDALE.      ViNTON   No.  6  MiNE. 

Sample, — Semibituminous  coal;  Windber  field;  analyses  Nos.  10254,  10255,10256, 
10257,  10271  (p.  163). 

Mine, — Vinton  No.  6;  Central  Pennsylvania  district;  a  drift  mine,  at  Vintondale,  on 
the  Cresson  Division  of  the  Pennsylvania  Railroad,  and  on  the  Buffalo,  Rochester  d 
Pittsburgh  Railway. 

Cixil  bed. — Lower  Eittanning,  or  B  of  the  State  Survey  rex>orts.  Calrboniferousage, 
Allegheny  formation.  The  bed  as  mined  has  an  average  thickness  of  3  feet  6  inches, 
varying  from  3  feet  to  4  feet.  The  roof  is  a  hard  gray  shale  of  good  quality.  The  floor 
is  a  hard  clay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  four  points  by  A.  J.  Hazlewood  on  April  15, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Vinton  No.  6  mine,  at  Vintondale, 


Section 

Laboratonr  No 

Roof,  hard  gray  slate. 

Coal 

Sulphur  (local  lens) 

Coal  (hard  gray) 

Coal 

Coal  (very  fragile) 

Coal 

Floor,  hard  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

C 

10267 

10254 

10256 

Ft.  in. 

Ft.    in. 

Ft.    in. 

I    \ 

s  'i 

0  8 

•  •    ■  • 

1   1 

0  4 

•  •     •  a 

>  •    •  « 

0  3 

0  4 

•  •    •  • 

•  •  •  • 

0   4 

1   6 

0  lol 

3   7} 

I  Jl 

3  6 

3   7} 

8   6 

D 
10256 
Ft,  in, 

0    10 


0 
0 

I 

0 


s 

9 

4 

e 


a    8 

3     8 


Section  A  (sample  10257)  was  cut  from  the  &ce  of  room  15  o£f  left  entry. 

Section  B  (sample  10254)  was  cut  from  the  face  of  right  entry  6. 

Section  C  (sample  10256)  was  cut  from  the  iace  of  the  main  heading. 

Section  D  (sample  10255)  was  cut  from  the  face  of  right  entry  5. 

A  composite  sample  was  made  by  mixing  the  face  samples  10254, 10265, 10256,  and 
10257,  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  num- 
ber 10271. 
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Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  the  bottom  part  of  the  bed, 
and  was  shot  down  with  a  permissible  explosive.  The  tipple  was  equipped  with 
stationary  bar  screens  with  spaces  varying  from  1}  to  3  inches.  One-third  of  the 
output  was  shipped  in  run-of-mine  form  and  the  other  two-thirds  was  screened.  The 
screenings  were  washed  and  coked.  The  mine  in  April,  1910,  at  time  of  sampling, 
had  a  capacity  of  1,000  tons  and  an  average  daily  output  of  750  tons,  which  was  mostly 
derived  from  workings.  It  was  expected  that  the  output  would  be  increased  in  the 
near  future  to  1,000  tons  per  day. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  163. 

Walsall.    Inolesidb  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  analysis  No.  3839,  (p.  163). 

Mine. — Ingleside;  Central  Pennsylvania  district;  north  of  Walsall,  on  Stony  Creek 
near  Johnstown. 

Coal  bed. — Lower  Kittanning,  Miller,  or  B.  Carboniferous  age,  Allegheny  forma- 
tion.   Thickness,  about  7  feet  4  inches.    Roof,  shale  or  sandstone;  floor,  clay. 

The  bed  was  measured  and  sampled  in  1906  by  W.  C.  Phalen.  The  sample  rep- 
resented 3  feet  7  inches  of  clear  coal. 

JVbt«.-Output  in  1910,  22,346  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  163;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  24. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

Webeh  Station.    Commehcial  No.  4  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  analysis  No.  3831  (p.  163). 

Mine. — Commercial  No.  4;  Central  Pennsylvania  district;  on  the  south  fork  of 
Black  Lick  Creek,  at  Weber  Station. 

Coal  bed. — Lower  Kittanning,  MUler,  or  B.  Carboniferous  age,  Allegheny  forma- 
tion.   Roof,  fihale;  floor^  clay. 

The  bed  was  measured  and  sampled  on  September  17, 1906,  by  W.  C.  Phalen,  as 
shown  below: 

Section  of  coal  bed  in  No.  4  mine  at  Weber. 


Laboratory  No. 
Boof,  shale. 

Cool 

Partinga.. 

Coola 

Partinga... 

Cool 


Floor,  clay. 

Thicknesaofbed. 


Thickness  of  coal  sampled 


3831 
Ft.  in. 

3  7 
0  3 
0  0 
0  6 
0  7 

5  6 

4  4 


a  Not  indaded  in  sample. 

The  sample  was  taken  from  heading  8. 
Nou.— Output  in  1910,  129,604  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  163;  also  U.  S.  G^l. 
Survey  Bull.  316,  p.  24. 
For  geologic  relations  see  U.  S.  G^l.  Survey  Bull.  447,  pp.  16-27. 
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WiNDBER.    Eureka  No.  37  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  3835,  8975,  8976, 
8977,  8978,  8979,  8980,  9028  (p.  164). 

Mine. — Eureka  No.  37;  a  drift  mine  in  the  Central  Pennsylvania  district,  2  miles 
northwest  of  Windber  on  the  South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Kittanning,  or  B  of  the  State  Survey  reports.  Carboniferous  age, 
AU^heny  formation;  thickness,  fairly  uniform,  ranging  as  mined  from  3  feet  6  inches 
to  5  feet;  roof,  gray,  coarse,  sandy  shale  30  feet  thick  and  capped  with  sandstone; 
floor,  hard  clay  with  smooth  surface;  cover,  for  the  most  part,  130  to  300  feet. 

The  bed  was  measured  and  sampled  at  six  points  by  R.  Y.  Williams  on  August  25 
and  26,  1909,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No.  37  minCj  2  miles  west  of  Windber. 


SectioD 

Laboratory  No. 
Boof.sbale. 

Coal 

Bony  coal « 


Coal^S-dduU) 

Coal 

Coal  (mother  coal  streaks). 

Pyrites* 

Coal 

Pyrites  « 

Bony  ooal  and  sulphur  ». . . 

Coal 

Pyrites  « 

Coal 

Pjrrites «   

Coal. 


Floor,  hard  day. 
Thickness  of  bed. 


Thickness  of  coal  sampled . 


A 

8075 

Ft.   in. 

0     9 


0  i 

i  '3i 

6  "\ 

0  g 

0  i 

6  ioj 


3 
3 


B 

8976 
FU    in. 
0     8^ 

0    "i 


1    10 

0      i 

0      8) 


3      4 
3      3} 


C 

8977 

Ft.   in. 

0     8 


2    10 


3      1\ 
3      7i 


D 

8978 

Ft,   in. 

0      5^ 

0      1 


0  2 

6'  i 

0  8^ 

0  I 

"i  "i 

0  f 

0  9 


3      51 

3      2 


E 
8979 
Ft.   in. 
1       I 


0  4 
6  "\ 

0  11 

0  1 

1  1 

0  io| 


F 

8980 
Ft.   M. 
0      4 


0       } 

2      0 


0 
0 


ul 


I  n 


•  Not  included  in  sample. 

Section  A  (sample  8975)  was  cut  from  the  face  of  the  main  air  course,  8,300  feet  from 
the  drift  mouth. 

Section  B  (sample  8976)  was  cut  from  the  last  entry  stump  of  right  entry  18,  off  the 
main  entry,  7,400  feet  from  the  drift  mouth. 

Section  C  (sample  8977)  was  cut  from  the  last  entry  stump  of  left  entry  16.  off  the 
main  entry,  6,300  feet  from  the  drift  mouth. 

Section  D  (sample  8978)  was  cut  from  the  face  of  the  north  entry,  9,500  feet  from  the 
drift  mouth. 

Section  £  (sample  8979)  was  cut  from  left  entry  2,  off  the  northwest  drift,  4,500  feet 
from  the  drift  mouth. 

Section  F  (sample  8980)  was  cut  from  the  face  of  north  main  entry  2,  9,000  feet  from 
the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8975, 8978, 8979,  and  8980 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  9028. 

The  bed  was  also  measured  on  August  24,  1906,  by  W.  C.  Phalen,  as  shown  below: 

Section  of  coal  bed  in  Ewreka  No.  S7  mine^  near  Windber. 


Laboratory  No 

Roof,  sandy  shale. 

Coal 

Shale  (variable)* 

Coal  (variable) « 

Floor,  day. 

Thickness  of  bed  (variable) 

Thickness  of  coal  sampled 

•  Not  included  in  sample. 


S835 

Ft  <«. 
3  6 
1  0 
0    10 

5     4 

3      6 
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Notes, — ^The  coal  at  this  mine  was  undercut  in  the  bottom  part  of  the  Beam  by  air- 
puncher  machiniBe,  and  was  ahot  down  with  black  blasting  powder.  The  tipple  was 
not  equipped  with  screens,  so  that  the  entire  output  was  shipped  in  run-of-mine  form. 
This  is  a  coking  coal,  but  there  were  no  ovens  at  this  plant.  The  coal  was  picked  on 
the  car  by  two  trinmiers.  The  coal  from  the  Eureka  No.  37-C^  mine  was  loaded  with 
the  coal  from  this  mine,  th^  combined  daily  output  at  time  of  sampling  averaging  2,000 
tons;  2,800  tons  was  the  maximum  day's  run.  The  future  production  was  to  be 
derived  from  advance  work  and  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  164;  also  Bull.  316, 
p.  25. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

WiNDBEH.      EUBEKA  No.  40  MiNB. 

Sample, — Semibituminous  coal;  Windber  field;  analyses  Nos.  8913,  8914,  8915, 
8916,  8917,  8918,  8919,  9031,  9032  (pp.  164,  165). 

Mme. — Eureka  No.  40;  a  drift  mine  in  the  Central  Pennsylvania  district,  at  Scalp 
Level,  near  Windber,  on  the  South  Fork  Branch  of  the  Pennsylvania  Railroad. 

CodL  bed. — Lower  Kittanning,  or  B  of  the  State  Survey  reports.  Carboniferous  age, 
Allegheny  formation.  The  coal  at  this  mine  averages  4  feet  in  thickness,  varying 
from  3  to  4}  feet.  It  has  a  hard  gray  shale  roof  with  smooth  surface,  but  in  places  a 
bony  coal  about  4  inches  in  thickness  is  left  up  for  a  roof.  The  floor  is  a  shaly  clay 
with  a  smooth  surface. 

The  bed  was  measured  and  sampled  at  seven  points  by  H.  M.  Wolflin  on  August  24 
and  25, 1909,  as  described  below: 

Sedione  ofcodL  bed  in  Ewreka  No,  40  mine,  near  Windber. 


Section 

LabocBtoiy  No ... 
Roof,  gray  shale. 

Topooal 

Bony  ooeL... . 


isony 
Coal.. 


Coal  (hard) 

Pyrites 

Coal(di]ll) 

Coal 

Coal(Siay) 

Pyrites 

Coal 

Mother  ooaL 

Coal. 


Floor:  shaly  imderclay. 
Thickness  of  bed. 


Thickness  of  coal  sampled.. 


A 

8919 

Ft.   in. 

a  0  2* 
aO  l| 
aO    7 


0  3 

1  3* 


1    7J 

4    1 
3    2 


B 

8917 

Ft.    in. 

oO     1| 

•  ■         •  ■ 

0     8 
0     3 

•  •         ■  ■ 

2    11 


3  Hi 

3    10 


c 

8915 
Ft.    in. 
aO     3i 

0      8 
0      3 


1 

i 


2i 
'8i 


4      li 
3    10 


D 

8914 

Ft.    in. 

oQ     5 

0  io 

0     1 

•  •         •  • 

0    11} 


0 
2 


4 
4 


5 
0 


£ 
8916 
Ft.    in. 
aO      4 

"i      2 
1      0 

i     '8i 


4      2J 
3    10 


F 

8913 

Ft.    to. 

00     5 


0 

•  m 

0 


m  m 


0    lOi 


0 
0 

1 


8 
8' 


i 


4     3 

3    10 


O 

8918 

Ft.    in. 


0     5 


0  0 

0  Hi 

»  •  •  • 

1  lOi 


3      9 
3      9 


a  Not  included  in  sample. 

Section  A  (sample  8919)  was  cut  from  pillar  6  on  right  entry  1,  off  right  entry  3,  off 
main  entry,  1,600  feet  north  northeast  of  the  drift  mouth. 

Section  B  (sample  8917)  was  cut  from  pillar  20  on  right  entry  6,  off  the  main  entry, 
3,000  feet  N.  25''  £.  of  the  drift  mouth. 

Section  G  (sample  8915)  was  cut  from  the  face  of  left  entry  6,  off  right  entry  6,  off 
the  main  entry,  4,500  feet  northeast  of  the  drift  mouth. 

Section  D  (sample  8914)  was  cut  from  the  face  of  left  entry  3,  off  right  entry  7,  off 
the  main  entry,  4,900  feet  N.  25°  E.  of  the  drift  mouth. 

Section  £  (sample  8916)  was  cut  from  the  face  of  the  main  air  course,  200  feet  from 
left  entry  16,  6,100  feet  N.  15''  E.  of  the  drift  mouth. 

Section  F  (sample  8913)  was  cut  from  the  face  of  left  entry  12,  off  the  main  entry, 
4,600  feet  north  of  the  drift  mouth. 
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Section  G  (aample  8918)  was  cut  from  pillar  20  on  left  entry  9,  off  the  main  entry, 
3,500  feet  N.  8''  W.  of  the  drift  mouth. 

Composite  samples  were  made  by  mixing  the  face  samples  8913, 8914, 8915,  and  8916, 
and  by  mixing  the  pillar  samples  8917,  8918,  and  8919  for  ultimate  analyses,  the  results 
of  which  are  shown  under  laboratiHy  numbers  9031  and  9032,  respectively. 

Nodes. — ^The  coal  at  this  time  was  undercut  with  puncher  machines  and  was  shot 
down  with  black  blasting  powder.  There  were  no  screens,  the  entire  output  being 
loaded  as  run-of-mine  coal.  The  coal  was  picked  by  three  trimmera  as  it  was  loaded 
on  the  cars.  The  capacity  of  the  mine  was  4,000  tons  a  day,  the  average  daily  output 
being  1,780  tons.  The  maximum  day's  run  was  4,850  tons.  The  mine  had  2,450 
acres  of  solid  coal  to  work  out.  The  immediate  future  output  was  to  be  derived  from 
both  advance  work  and  pillais. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  165. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

WiNDBER.      EUBEKA  No.   37-C'  MiNB. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  8981,  8982,  8983, 
9029  (p.  165). 

Mine. — ^Eureka  No.  37-C^,  a  drift  mine  in  the  Central  Pennsylvania  district,  2  miles 
west  of  Windber,  on  the  South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed, — Upper  Kittanning,  or  C^  of  the  State  Survey  reports .  Carbonifefous  age, 
Allegheny  formation.  Thickness,  fairly  imiform,  ranging  as  mined  from  3  feet  6 
inches  to  5  feet;  roof  of  gray,  coarse,  sandy  shale,  30  feet  thick  and  capped  with  sand- 
stone; floor,  hard  clay  with  smooth  surfetce.  Cover,  for  the  most  part,  from  50  to 
220  feet. 

The  bed  was  measured  and  sampled  at  three  points  by  R.  Y.  Williams  on  August 
26,  1909,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No.  37-Cy  minej  t  miles  west  of  Windber. 


Sactkm 

LabofEtoryNo 

Boof.sbale. 

Coal  (tough) 

Pyrites 

Goal 

Coal  (mother-ooal  streaks) . 

Mother  ooal  and  sulphur. . 

Bonyooal 

Ooal 

Goal  (hard,  gray) 

Ooal 

Coal  (hard) 

Floor,  hard  clay. 

ThlckDess  of  bed 

Thickness  of  ooal  sampled 


A 

B 

g861 

88sa 

Ft.  in. 

FU  in. 

•  0     6 

aO    10 

aO       i 

•  •        •  • 

^            ^ 

1    e 

1      2 

•  •      •  • 

. 

aO     2 

0       \ 

•   V                •  • 

0     6 

«  •          •  • 

0     6 

0    e 

2     4} 

0    11 

1     0 

X"^ 

4    11 
3    11 

FL  !■• 
•  0      1 

•   •  •  V 

1  3i 


0  2 

0  51 

0  S 

2  i 


\  1 


•  Not  included  in  sample. 

Section  A  (sample  8981)  was  cut  from  the  face  of  the  main  entry,  3,900  feet  from  the 
drift  mouth. 

Section  B  (sample  8982)  was  cut  from  the  face  of  right  entry  7,  3,500  feet  from  the 
drift  mouth. 

Section  C  (sample  8983)  was  cut  from  the  face  of  entry  4,  off  right  entry  4,  3,260 
feet  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8981,  8982,  and  8983  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  9029. 

Notes. — ^The  coal  at  this  mine  was  undercut  in  the  bottom  part  of  the  b^  by  air- 
puncher  machines,  and  was  shot  down  with  black  blasting  powder.  The  tipple  was 
not  equipped  with  screens,  so  that  the  entiro  output  was  shipped  as  run-of-mine 
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coal.  This  is  a  coking  coal,  but  there  were  no  ovens  at  the  plant.  The  coal  was 
picked  on  the  car  by  two  trimmers.  The  coal  firom  Eureka  No.  37  mine  was  loaded 
with  the  coal  from  this  mine,  the  combined  daily  output  averaging  2,000  tons,  and  2,800 
tons  was  the  maximum  day's  run.  The  future  production  was  to  be  derived  from 
advance  work  and  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  165. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

WiNDBER.      EUBBKA  No.  42  MiNB. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  6271,  6272,  6273, 
8999,  9000,  9001,  9002,  9051  (p.  165). 

Mine. — ^Eureka  No.  42;  Central  Pennsylvania  district,  a  drift  mine  4}  miles  east  of 
Windber,  on  the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Kittanning,  B,  or  Miller.  Carboniferous  age,  Allegheny  forma- 
tion.   The  bed  is  about  5  feet  thick.    The  roof  is  sandstone  and  the  floor  is  clay. 

The  bed  was  measured  and  sampled  on  July  22, 1908,  by  K.  M.  Way,  at  three  points 
as  described  below: 

Sections  of  bed  in  Eureka  No.  4i  mine,  4h  miles  east  of  Windber. 


T4ibc»t(torv  Nrt-  T 

e271 

Ft.  M. 

0     2 

•  •        •  • 

•  •        •  • 

8     4 

•  •         •  • 

0     8 
0     8 

•  •         •  • 

•  •         •  • 

4    10 
3     4 

8272 
Ft.  in. 

6     4 

•  •         •  • 

3  3 

•  •           •  m 

0     8 
0     8 

•  •         •  • 

•  •         •  • 

4  11 
3     3 

6273 

Boof,  sandstone. 

CbaU 

Ft.   in. 

Boneo... 

0     24 

Rhf4|A.              -        

CoftI 

0     9 

Boneo 

0      1| 

BhalAA 

GMl 

2     9 

mahfo... 

0     9 

Coala 

0     6| 

Floor,  fire  clay. 

Tniclm«mofbwl ■      

6      li 

TfiV^knAfls  pf  fMml  sampled r ...r , . 

3     0 

a  Not  included  in  sample. 

Sample  6271  was  taken  700  feet  north  of  opening  in  face  of  main  heading  C. 

Sample  6272  was  taken  1,000  feet  north  of  opening,  in  room  9  off  right  entry  1  off 
main  entry. 

Sample  6273  was  taken  600  feet  west  of  opening  in  face  of  left  entry  1  off  main 
entry. 

Notes. — ^New  mine.    Output  at  time  of  sampling  not  stated. 

'  The  bed  was  also  measured  and  sampled  at  four  points  by  H.  M.  Wolflin  on  August 
31, 1909,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No.  4i  mine,  4h  miles  east  of  Windber. 


Section 

LabontoryNo 

RooTsbale. 

Topcoala 

Goal 

Goal  (bard  grey). 

Bonyooal 

Coal 


Floor,  hard  clay. 
Thickness  of  bed. 


Thickness  of  coal  sampled. 


a  Not  included  in  sample. 
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Section  A  (sample  8999)  was  cut  from  the  face  of  the  main  entry. 

Section  B  (sample  9000)  was  cut  from  the  face  of  ri^t  entry  2,  off  the  main  entry. 

Section  G  (sample  9001)  was  cut  from  the  face  of  right  entry  1,  o£f  the  main  entry, 
near  left  entry  6. 

Section  D  (sample  9002)  was  cut  from  the  face  of  right  entry  3  o£f  left  entry  1  o£f  the 
main  entry. 

A  composite  sample  was  made  by  mixing  the  face  samples  8999,  9000,  9001,  and 
9002  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number 
9051. 

Notes, — ^The  coal  at  this  mine  was  undercut  by  chain  or  puncher  machines  in  the 
bottom  part  of  the  bed,  and  was  shot  down  with  black  blasting  powder.  At  time  of 
sampling  in  1909,  there  were  no  screens,  the  coal  being  loaded  in  nin-of-mine  form. 
This  mine  had  loaded  2,200  tons  in  one  day,  but  the  average  daily  output  was  503 
tons.  This  mine  could  load  about  1,800  tons  daily.  The  fut\u«  output  was  to  be 
almost  entirely  from  advance  work.  There  were  720  acres  of  coal  to  be  taken  out  by 
this  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  165. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27. 

WiNDBER.    Eureka  No.  42-C^  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  9003  (p.  165). 

Mine. — Eureka  No.  42-0'';  a  drift  mine  in  the  Central  Pennsylvania  district,  4)  miles 
from  Windber,  on  the  South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed. — ^Upper  Kittanning,  or  C''  of  the  State  Survey  reports.  Carboniferous  age, 
Allegheny  formation.  The  coal  varies  in  thickness  from  4)  to  5)  feet;  has  a  hard  shale 
roof  and  a  shaly  underclay  floor.  The  floor  is  a  good  one  from  which  to  shovel  the  coal 
and  did  not  get  mixed  with  the  coal. 

The  bed  was  measured  and  sampled  at  one  point  by  H.  M.  Wolflin  on  August  31, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No,  4t-Cy  mine^  4\  miles  from  Wirydber. 


Laboratorv  No 

Roof,  hard  shale. 

Coal  (hard  bright) 

Mother  coal 

Coal 

Bonyooal 

Coal 

Floor,  hard  clay. 

Tnickness  of  bed 

ThiclmesB  of  coal  aampled . 


iNxn 

Ft,  in. 

0  11 
0 
0 

0  « 

2  31 


lit. 

3 


4      8} 
4      Si 


Section  A  (sample  9003)  was  cut  from  the  face  of  right  entry  2,  off  the  main  entry, 
1,000  feet  north  and  55  degrees  east  from  the  drift  mouth. 

Notes, — ^About  20  tons  per  day  was  mined  at  this  place  from  the  C^  bed.  The  coal 
was  loaded  at  the  tipple  of  Eureka  No.  42  mine  and  was  included  in  the  output  of  that 
mine. 

F(v  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  165. 

For  geologic  relations  see  U.  S.  Creol.  Survey  Bull.  447,  pp.  16-27. 
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OscBOLA  Mills.    No.  10  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  analysis  No.  8481  (p.  165). 

Mine. — ^No.  10;  Central  Pennsylvania  district;  at  Osceola  Mills,  on  the  New  York 

Central  and  the  Pennsylvania  railroads. 

Coal  bed. — Ix)wer  Kit  tanning  or  B.    Carboniferous  age;  Allegheny  formation. 

The  bed  was  measured  and  sampled  on  July  2, 1909,  by  G.  H.  Ashley,  as  shown 

below: 

Section  of  coal  bed  in  No.  10  mine  at  Osceola  Mills. 


Laboratory  No. 


Coal... 
Bone  a. 
Cool.. 


ThJckness  of  bed 

Thickness  of  ooal  sampled . 


8481 

Ft. 

in. 

0 

11 

0 

8 

2 

8 

4 

3 

3 

7 

a  Excluded  from  sampl ;. 

The  sample  was  obtained  in  room  20,  off  main  dip  heading,  8,000  feet  from  the 
mouth  of  the  mine. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  page  165. 

OLABION  OOXTNTY. 

Blub  Ball  Station.    Goss  Minb. 

Sample. — Semibituminous  coal;  Clarion  field;  analysis  No.  8487  (p.  165). 

Mne. — Goss;  Central  Pennsylvania  district;  at  Blue  Ball  station. 

Coal  bed, — Brookville  or  A.    Carboniferous  age,  Allegheny  formation. 

The  bed  was  measured  and  sampled  on  June  30,  1909,  by  G.  H.  Ashley,  as  shown 

below: 

Section  of  coal  bed  in  Goss  mine,  at  Blue  Ball  station. 


Laboratory  No 

Roof,  shale. 

Coal(aTerace)s 

Sbale  (ayerai^)a 

Coal 

Sbato* 

Coal 

Booeo 

Floor,  sandy  clay. 

ThlcknesB  of  bed 

Thickaess  of  coal  sampled. 


8487 
Ft.  in. 
0     2 


0 

a 

0 
2 
0 


3 
1 
I 

4 
6 


4      5 
3     5 


a  Not  included  In  sample. 

The  sample  was  taken  m  a  room  o£f  the  main  heading,  500  feet  in  the  mine. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  166. 

Clarion.    Cook  Psospect. 


Sample, — ^Bituminous  coal;  Clarion  field;  analjrsis  No.  4173  (p.  166). 

Location. — Cook  prospect;  Pittsbuigh  district;  1}  miles  northwest  of  Clarion.  No 
railroad  connection. 

Coal  bed. — Clarion,  known  locally  as  the  ''Sulphur  vein.'^  Carboniferous  age, 
Allegheny  formation.  In  the  vicinity  of  Clarion  this  bed  has  an  average  thickness  of 
about  3)  feet.    Dip,  slight,  southwestward 
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The  bed  was  measured  and  sampled  on  October  29,  1906,  by  E.  F.  Lines,  as  shown 
below: 

Section  of  coal  bed  in  Cook  prospect^  H  miles  northwest  of  Clarion. 


LftbonUxTMo.. 


Boof,aan< 
CUya. 
Cod... 


Thiolmenofbed 

Thickness  of  coal  sampled. 


4173 
Ft,  in. 

1  0 

2  11} 


S    lU 
2    111 


a  Not  indnded  in  sample. 

The  sample  was  obtained  in  the  main  entry,  100  feet  from  the  mouth  of  the  mine. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  165;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  18, 19. 
For  geologic  relations  see  U.  S.  Geol.  Survey  BulL  316,  pp.  14, 18. 

Fairmount  Citt.    No.  1  Mine. 

Sample. — ^Bituminous  coal;  Clarion  field;  analysis  No.  4170  (p.  166). 

Mine. — No.  1;  Pittsburgh  district;  1)  miles  northeast  of  Fairmount  City,  and  1 
mile  north  of  Oak  Ridge,  on  branch  of  the  Pennsylvania  Railroad. 

Coal  bed. — Ix)wer  Kittanning.  Carboniferous  age,  Allegheny  formation.  This  coal 
is  the  most  important  in  this  part  of  Clarion  County.  It  is  persistent,  widely  dis- 
tributed, and  has  an  average  thickness  of  3  feet.  It  contains  no  r^:ular  partings,  and 
the  irregular  ones  are  thin. 

The  bed  was  measured  and  sampled  on  November  14, 1906,  by  £.  F.  Lines,  as  shown 
below: 

Section  of  coal  bed  in  No.  1  mine^  li  miles  northeast  of  Fairmount  City. 


Laboratory  No. 


Coal 

Coal,  booy  •. 

Coal 

Sulphur  a... 
CosI 


Tblcknessofbed 

Thickness  of  coal  sampled. 


4170 
Ft.  in. 
0     7 

0  i 

1  9 
0 
0 


nl 


I  n 


a  Not  included  in  sample. 

The  sample  was  taken  in  the  mine,  200  feet  from  the  entrance. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  166;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  17, 19. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  15;  Bull.  454,  p.  25. 

« 
Fairmount  Crrr.    Fairmount  No^  11  Minb. 

Sample. — ^Bituminous  coal;  Clarion  field;  analysis  No.  4171  (p.  166). 

Miru. — Fairmount  No.  11,  2  miles  northeast  of  Fairmount  City,  on  branch  of  Penn- 
sylvania Railroad. 

Coal  bed. — ^Upper  Freeport.    Carboniferous  age,  Allegheny  formation. 

The  bed  was  measured  and  sampled  on  November  14,  1906,  by  £.  F.  Lines,  as 
shown  on  the  following  page. 
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Section  of  coal  bed  in  Fairmounl  No,  11  mine^  2  miles  northeast  o/Fairmount  City, 


Laboratory  No. 
Boof,  clay. 

Coal 

Bulpluira.. 

Cod 

Sulphur  a.. 

Cod. 


Floor,  clay. 

Tnioknessofbed. 


Thickness  of  coal  sampled . 


4171 
Ft.   in, 

•? 

0    10 

4      2) 
4      \\ 


a  Excluded  from  sample. 

The  sample  was  obtained  in  the  mine  100  feet  from  the  entrance. 
For  chemical  analyses  of  Uiis  coal  see  part  I  of  this  bulletin,  p.  166;  also  U.  S.  Geol. 
Survey  Bull.  454,  p.  45. 
Fot  geologic  relations  see  U.  S.  (}eol.  Survey  Bull.  454,  pp.  25-45. 

•     New  Bethlehem.    Shbnksl'b  Countbt  Bank. 

Sample. — ^Bituminous  coal;  Clarion  field;  analysis  No.  4177  (p.  166). 

Looadon. — Shenkers  country  bank,  1  mile  northwest  of  New  Bethlehem.  No  rail- 
road connection. 

Coal  bed. — ^Upper  Eittanning.    Carboniferous  age,  Allegheny  formation. 

The  bed  was  measured  and  sampled  on  November  13, 1906,  by  E.  F.  Lines,  as  shown 
below: 

Section  of  coal  bed  in  ShenleVs  country  bank,  1  mile  northwest  of  New  Bethlehem. 


Laboratory  No. 


Coal,  bony  a. 
Cool 

Coal,  bony  •. 

Coal 

Coal,  bony  a. 


Thickness  of  bed 

Thickness  of  coal  sampled . 


4177 

Ft. 

in. 

0 

6 

1 

1 

0 

1 

1 

11 

0 

6 

4 

k 

3 

0 

a  Excluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  166;  also  U.  S.  Geol. 
Survey  BuU.  454,  pp.  45. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  454,  pp.  25-45. 

New  Bethlehem.    Fairmoxtnt  No.  12  Mine. 

Sample. — ^Bituminous  coal;  Clarion  field;  analysis  No.  4172  (p.  166). 

Mine. — Fairmoimt  No.  12;  northeast  of  Fairmount  City,  and  3  miles  northeast  of 
New  Bethlehem. 

Coal  bed. — Lower  Freeport.    The  coal  is  of  Carboniferous  age,  Allegheny  formation. 

The  bed  was  measured  and  sampled  on  November  14,  1906,  by  £.  F.  Lines,  as 
described  below: 

Section  of  coal  bed  in  Fainrumnt  No.  12  mine^  S  miles  northeast  of  New  Bethlehem. 


Laboratory  No. 


Coal 

Sulphur  a. 


Bulpl 
Coal. 
Sulphura. 

Coal 


Thickness  of  coal  bed 

Thickness  of  coal  sampled . 


4172 
Ft.    in. 
2     2i 

;  i^ 

0      i 

0    10 


t  ?l 


a  Not  included  in  sample. 
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The  sample  was  taken  in  the  mine,  200  feet  from  the  mine  mouth. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  166. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  pp.  21,  26,  30-31,  38;  Bull. 
454,  p.  25. 

RiMERSBUBO.      MoHNET's  GoUNTBT  BaNK. 

Sample. — ^Bituminous  coal;  Clarion  field;  analysis  No.  4176  (p.  166). 

Location. — ^Mohney's  country  bank;  3}  miles  northeast  of  Rimersburg  and  4  milee 
southeast  of  Sligo.    No  railroad  connection. 

Coal  bed. — ^Upper  Kittanning.    Carboniferous  age,  Allegheny  formation. 

The  bed  was  measured  and  sampled  on  October  27,  1906,  by  £.  F.  Lines,  as  shown 
below: 

Section  of  coal  bed  in  Mohney's  country  bank,  .^J  miles  northeaet  of  Rimersburg. 


Laboratory  No. 
Roof,  shale. 

Coal 

Clava 

Coal 


Floor,  clay. 

Tnickneasofbed. 


Thickness  of  coal  sampled . 


4176 

FL 

in. 

1 

11 

0 
0 

si 

2 

S 

2 

2} 

a  Excluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  166;  also  U.  S.  €^1. 
Survey  Bull.  316,  pp.  16, 19. 
For  geologic  relations  see  TJ.  S.  Geol.  Survey  Bull.  316,  p.  14;  Bull.  454,  p.  25. 

Rimebsbubg.    Acme  Mine. 

Sample. — ^Bitummous  coal;  Clarion  field;  analysis  No.  4055  (p.  166). 

Mine. — ^Acme;  1  mile  south  of  Rimersburg. 

Coal  bed. — Lower  Kittanning.    Carboniferous  age,  All^heny  formation. 

The  bed  was  measured  and  sampled  on  October  15, 1906,  by  E.  F.  Lines,  as  shown 

below: 

Section  of  coal  bed  in  Acme  mine^  1  mile  south  of  Rimersburg, 


Laboratory  No. 


Cool 

Binder  ». 
Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


4056 
Ft.   in. 

1  0 

0       i 

2  7 


8     7i 
3     7 


a  Excluded  from  sample. 

The  sample  was  taken  800  feet  from  the  entrance  of  the  mine. 
For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  166;  also  TJ.  S.  Greol. 
Survey  Bull.  316,  pp.  17, 19. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  18;  Bull.  454,  p.  25. 

Sligo.    Slioo  Mine. 

Sample. — Bituminous  coal;  Clarion  field;  analysis  No.  3953  (p.  166). 

Miru. — Sligo;  \  mile  west  of  Sligo. 

Coal  bed. — Brookville.    Carboniferous  age,  Allegheny  formation. 
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The  bed  was  measured  and  sampled  on  October  6,  1906,  by  E.  F.  Lines,  as  shown 

below: 

Section  of  coal  bed  in  Sligo  mine,  J  mile  west  o/Sligo. 


Laboratory  No. 


Coal 

Solnhur  «. 


Sulphurs, 


Buip 
Goal 


Thickness  of  bed 

Thickness  of  coal  sampled , 


3053 

FL  in, 

1  9 

0  I 

0  7 

°  J 

0  6 


2    IH 
2    10 


a  Not  included  in  sample. 

The  sample  was  taken  200  feet  in. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  166;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  19. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  18;  Bull  454,  p.  25. 

Sligo.    Shorb  Prr. 

Sample. — Bituminous  coal;  Western  Pennsylvania  field;  analysis  No.  3951  (p.  166). 

Location. — Shorb  pit;  0.8  mile  north  of  Sligo. 

Coal  bed. — ^Lower  Kittanning.  The  coal  is  of  Carboniferous  age,  Allegheny  forma- 
tion. 

The  bed  was  measured  and  sampled  by  £.  F.  Lines  on  October  10,  1906.  The 
sample  was  taken  350  feet  in  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  166;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  19. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  17;  Bull.  454,  p.  25. 

Sligo.    Saylor  Country  Bank. 

Sample. — ^Bituminous  coal;  Clarion  field;  analysis  No.  4111  (p.  166). 
Location. — Saylor  coimtry  bank;  2\  miles  southeast  of  Sligo. 
Coal  bed. — ^Upper  Freeport.    The  coal  is  of  Carboniferous  age,  Allegheny  formation. 
The  bed  was  measured  and  sampled  by  E.  F.  Lines  on  October  27, 1906,  as  described 
below: 

Section  of  coal  bed  in  Saylor  country  bank,  i{  miles  southeast  of  Sligo. 


Laboratory  No. 


Coal,  bony  a. 
Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


4111 

JY.  Ilk 
0  7 
8       3 


3     10 
3       3 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  166;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  15, 19. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  15;  Bull.  454,  p.  26. 

Strattonville.    Baldaup  No.  1  Mine. 

iSomptf.— Bituminous  coal;  Clarion  field;  analysis  No.  4116  (p.  166). 

Mine — Baldauf  No.  1 ;  2  miles  southeast  of  Strattonville. 

Coal  bed.— hower  Kittanning.    Carboniferous  age,  Allegheny  formation. 
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The  bed  was  measured  and  sampled  in  1906  by  E.  F.  Lines,  as  shown  below: 
Section  of  coal  bed  in  Baldauf  No.  1  mine,  2  miles  southeast  of  StraUonviUe. 


Laboratory  No. 
Boof,  shale. 

Coal 

Binders... 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


4U6 
.Ft.  In. 

0 

0 

2     71 


3     2k 
8     0 


a  Excluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  166;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  17, 19. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  15;  Bull.  454,  p.  25. 

CLEABFIBIiD  OOTJNTY. 

Gabsah.    Gassam  No.  1  Minb. 

Sample, — Semibituminous  coal;  Windber  field;  analysis  No.  8483  (p.  166). 
Mine, — Gassam  No.  1;  in  the  Central  Pennsylvania  district;  located  at  Gassam. 
Coal  bed, — ^Lower  Freeport  or  D.    Carboniferous  i^e,  Allegheny  formation. 
The  bed  was  measured  and  sampled  on  July  1, 1909,  by  G.  H.  Ashley,  as  shown  below: 

Section  of  coal  bed  in  Gassam  No,  1  mine,  at  Gassam. 


Laboratory  No. 


Bone  a. 
Coal... 


Floor,  clay. 

Tnlcknenofbed. 


ThickncBB  of  coal  sampled . 


8483 

Ft.  im. 
0  2 
3     0 

3     2 
3     0 


a  Not  included  in  sample. 

The  sample  was  taken  8,000  feet  in  mine,  o£f  left  entry  9. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  167. 

ft 

Grahah.    Guion  Minb. 

Sample, — Semibituminous  coal;  Windber  field;  analysis  No.  8484  (p.  167). 
Mne, — Guion;  Central  Pennsylvania  district;  i  mile  northwest  of  Graham. 
Coal  M.—Middle  Kittanning  or  C.    Carboniferous  age,  Allegheny  formation. 
The  bed  was  measured  and  sampled  on  June  30, 1909,  by  G.  H.  Ashley,  as  shown 
below: 

Section  of  coal  bed  in  Guion  mine,  i  mile  northwest  of  Graham, 


Laboratory  No. . 
Roof,  shale. 

Coala 

Dark  shales. 

Coal 


Thicknew  of  bed 

Thickness  of  coal  sampled . 


Ft.  im. 

0  10 

1  6 

2  10 


6     2 
2    10 


a  Not  included  in  sample. 
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The  sample  was  taken  6,000  feet  in  mine  at  the  end  of  straight  heading  4. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  167. 

Graham.    ELlrklet  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  8485  (p.  167). 

Mine. — ^Harldey;  Central  Pennsylvania  district;  }  mile  northwest  of  Graham. 

Coal  bed. — Lower  Kittanning  or  B.  Carboniferous  age,  Allegheny  formation.  Roof, 
shale ;  floor,  clay,  5  inches  over  2  inches  of  sandstone,  under  which  is  shale. 

The  bed  was  measured  and  sampled  on  June  30, 1909,  by  G.  H.  Ashley.  The  meas- 
urement showed  3  feet  of  coal. 

The  sample  was  taken  2,700  feet  in  mine  in  room  at  the  end  of  the  main  heading, 
beyond  entry  7. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  167. 

Grampian.    Grampian  No.  3  Mine. 

Sample. — Bituminous  coal;  Punxsutawney  field;  analysis  No.  8482  (p.  167). 

2i%ne. — Grampian  No.  3;  Central  Pennsylvania  district;  }  mile  west  of  Grampian. 

Coal  bed. — Lower  Freeport  or  D.  Carboniferous  age,  Allegheny  formation.  Roof, 
shale;  floor,  clay. 

The  bed  was  measured  and  sampled  on  Jidy  1, 1909,  by  G.  H.  Ashley.  The  sample 
represented  4  feet  of  coal. 

The  sample  was  taken  500  feet  in  the  mine,  off  the  main  heading. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  page  167. 

La  Jose.    Clearfield  No.  1  Mine. 

Sample. — ^Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  5227, 5233  (p.  167). 

Mine. — Clearfield  No.  1;  Central  Pennsylvania  district;  a  drift  mine  1)  miles  west 
of  La  Jose  and  4)  miles  northwest  of  Bumside,  on  the  Pennsylvania  Railroad. 

Coal  bed. — Upper  Freeport.  Carboniferous  age,  Allegheny  formation.  The  bed  b 
about  3  feet  thick  with  a  blue  shale  roof  and  a  clay  floor. 

The  bed  was  measured  and  sampled  on  July  5, 1907,  by  K.  M.  Way,  as  shown  below: 

Sections  of  bed  in  Clearfield  No.  1  mine^  1\  miles  west  of  La  Jose. 


Laboratory  Noe. 
Roof,  blue  shale. 
Coal. 


Bony  coal « 

Haradialea !. 

Mother  coal. .: 

CJoal 


Mother  coal 

C5oal 

Mother  coal 

Coal 

Shatea 

Coal 

Floor,  fire  clay. 

Thickness  of  bed 

ThJckness  of  coal  sampled. 


6227 

6233 

Ft.  in. 

Ft.   in. 

2     2} 

•  •         ■  • 

■  ■         ■  • 

0     1 

0    U 

•  ■         •  * 

•  •       •  • 

0 

0     51 

0     2 

■  •         •  • 

0 

•  •         •  • 

0    11 

•  •         •  • 

0 

•  •         «  ■ 

0     6 

•  •         ■  • 

0 

•  •         •  ■ 

0     71 

2     9} 
2     8 

2     31 

o  Not  included  in  sample. 

Sample  5227  was  taken  1,700  feet  southwest  of  the  opening  in  the  £ace  of  heading  5. 
Sample  5233  was  taken  1,700  feet  west  of  the  opening  in  room  5  off  heading  7. 
Note. — The  estimated  daily  output  of  mine  was  200  tons  at  the  time  of  sampling. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  page  167, 
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Madeba.    Stlvania  No.  1  Minb. 

Sample, — Semibituminous  coal;  Windber  field;  analysis  No.  8490  (p.  167). 

Mine, — Sylvania  No.  1;  Central  Pennsylvania  district;  east  of  Madera. 

Coal  bed. — Brookville.or  A  (?).     Carboniferous  age,  Allegheny  formation. 

The  bed  was  measured  and  sampled  on  July  2, 1909,  by  Geoige  H.  Ashley,  as  shown 

below: 

Section  of  coal  bed  in  Sylvania  No,  1  minCf  east  of  Madera. 


Labofatorv  No 

Roctf.  sandstone. 

Bony  ooal 

Shafe 

Coal 

Shale 

CJoal 

Floor,  sandstone. 

Tliickness  of  bed 

Thickness  of  ooal  sampled 


8490 
Ft,  in. 
0     10 

0  1 

1  e 


5     11 
5      11 


The  sample  was  taken  5,000  feet  in  mine  in  right  entry  1. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  167. 

MosHANNON.    Local  Minb. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  8488  (p.  167). 

Mine. — ^A  small  mine;  Central  Pennsylvania  district,  i  mile  north  of  Moshannon. 

Coal  bed, — ^Lower  Freeport,  Moehannon,  or  D.  Carboniferous  age,  Allegheny  for- 
mation. 

The  bed  was  sampled  on  July  2, 1909,  by  G.  H.  Ashley,  the  sample  representiog 
5  feet  of  coal. 

The  sample  was  taken  at  the  top  level  of  the  D  bed,  500  feet  in,  close  to  big  fault. 
It  was  taken  from  pillars  left  in  the  old  No.  1  Moehannon  mine.  The  coal  averaged 
5  feet  in  thickness;  it  had  a  gray  shale  roof  and  a  clay  floor. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  167. 

Osceola  Mills.    Union  No.  3  Minb. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  8480  (p.  167). 

Mine. — Union  No.  3;  Central  Pennsylvania  district;  i  mile  southeast  of  Osceola 
Mills. 

Coal  bed. — Brookville  or  A.    Carboniferous  age,  Allegheny  formation. 

The  bed  was  measured  and  sampled  on  July  3,  1909,  by  G.  H.  Ashley,  as  shown 

below: 

Section  of  coal  bed  in  Union  No.  S  mine^  \  mile  sotUheast  of  Osceola  MiUi, 


Laboratory  No. 


Bony  coal « 

Coal  a 

Binders 

Coal 

Binder  a 

Coal 

Floor,  clay,  yery  hard  and  sandy. 

Thickness  of  bed 

Thickness  of  coal  sampled 


8480 

Ft. 

la. 

0 

7 

0 

12 

0 

1 

1 

7 

0 

H 

2 

s 

6 

H 

3 

10 

a  Not  included  in  sample. 

The  sample  was  taken  1,000  feet  from  the  mine  mouth  in  left  entry  2,  off  the  main 
entry. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  167. 
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Philipsburo.    Acme  No.  2  Mine. 

iSainp20.— Semibituminous  coal;  Windber  field;  analyses  Noe.  10258,  10259,  10260, 
10261,  10264,  and  10265  (p.  165). 

Mine. — ^Acme  No.  2,  a  slope  mine  in  the  Central  Pennsylvania  district,  3^  miles 
southeast  of  Philipsbuig,  on  the  Clearfield  branch  of  the  New  York  Ceiitral  Railroad. 

Coal  bed. — Lower  Kittanning,  also  known  in  this  field  as  the  Miller,  or  B.  Car- 
boniferous age,  Allegheny  formation.  The  bed  at  the  mine  has  an  average  thickness 
.of  4  feet  3  inches,  var3dng  from  3  feet  6  inches  to  4  feet  6  inches.  It  has  a  bony  coal 
parting  6  to  9  inches  thick,  left  up  in  the  rooms  but  taken  down  in  the  roadways. 
The  roof  is  a  strong  shale.    The  floor  is  a  hard  clay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  four  points  by  6.  S.  Rice  on  April  16, 1910,  as 
described  below: 

Sections  of  coal  bed  in  Acme  No.  t  mine,  Si  miles  sovJthwest  of  Philipsburg. 


SeotJon 

Laboratory  No8 

Roof,  strong,  blockr  slate. 

Coal  ( top  coal,  blocky ) 

Bonycoal  and  shale 

Coal  (prismatto  stnioture,  soft) 

Coal  (gravish  luster) 

Sulphur  fens 

Double  parting  of  shale 

Coal  (soft,  with  several  thin  streaks  of  sulphur). 

Coal  (hard,  blocky) 

Coal  (soft; 

Floor,  hard  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

C 

10268 

10299 

10260 

Ft.  in. 

Ft.  in. 

Ft.  in. 

0     9 

aO     9 

aO      6 

aO      9 

aO     9 

aO      8 

3      1 

1      3 

1      1 

•  ■         •  • 

0      5 

aO      2 

•  •         •  • 

i    i 

■  •         •  • 

1      7 

0      2 

•  •         •  • 

0      3 

•  ■         •  « 

4      7 

4      6 

4     3 

3    10 

2    10 

3      1 

D 
10261 
Ft.  in. 

aO     6 

aO      6 

1      6 


0  9 

0  2 

0  2 

3  7 

2  6 


a  Not  included  in  sample. 


Section  A  (sample  10258)  was  cut  from  the  face  of  left  heading  3,  off  Hawk  Run 
entry,  i  mile  soutiiwest  of  the  entrance,  where  the  cover  was  about  50  feet  thick. 

Section  B  (sample  10259)  was  cut  from  the  face  of  the  last  room  off  left  entry,  off 
Hawk  Run  entry,  about  f  mile  southwest  of  the  entrance,  where  the  cover  was  about 
50  feet  thick. 

Section  G  (sample  10260)  was  cut  from  a  pillar  in  room  1  of  Packer  heading,  about 
}  mile  northeast  of  the  entrance,  where  the  cover  was  about  1(X)  feet  thick. 

Section  D  (sample  10261)  was  cut  from  a  pillar  in  room  1,  off  left  entry  3,  off  Lucky 
2i  entry,  about  |  mile  northeast  of  the  entrance,  where  the  cover  was  about  100  feet 
thick. 

A  composite  sample  was  made  of  the  face  samples  10258  and  10259.  The  results  of  an 
ultimate  analysis  of  this  sample  are  shown  under  laboratory  No.  10264. 

A  composite  sample  was  also  made  of  the  pillar  samples  10260  and  10261.  The 
results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  No.  10265. 

Notes. — ^The  coal  at  this  mine  was  undercut,  and  was  shot  down  with  black  powder. 
The  mine  had  an  output  of  300  to  350  tons  per  day  when  running.  It  had  a  mechanical 
capacity  of  5(X)  to  600  tons.  It  was  much  troubled  by  water  draining  in  from  the 
surfoce.  The  coal  within  the  former  boundaries  was  nearly  worked  out,  but  the 
operating  company  stated  that  it  had*  leased  158  acres  adjacent  to  the  slope. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  165. 

45889^— Bull.  22,  pt-13 27 
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Smokxbun.    Eurbka  No.  22  Mnra. 

i9amp2e.— BemibitumiiiouB  coal;  Windber  field;  analysia  No.  8489  (p.  187). 

Mine. — Eureka  No.  22;  Central  Peniuiylvania  district;  i  mile  west  of  Smokenin. 

Coal  bed, — Lower  Freeport  or  D  "lower  split."  Carboniferous  age,  Allegheny 
formation. 

The  bed  was  measured  and  sampled  on  July  2, 1900,  by  G.  H.  Ashley,  as  shown 
below: 

Section  of  coal  bed  in  Eureka  No.  tt  mrne,  }  miU  weH  ofSmotavn, 


Laboratory  No. 
Root  shale. 

Bony  coal.. 

Coal 


Floor,  clay. 

Ililckiiflssofbed. 


Thickness  of  coal  sampled . 


aiflo 

tnom 

0  s 

3  • 

3  8 

a  8 


The  sample  was  taken  from  a  pillar  2,600  feet  in  the  mine  in  west  entry  1  off  the 
main  heading. 
For  chemical  analjrses  of  this  coal  see  part  I  of  this  bulletin,  p.  167. 

Woodland.    Plane  Mine. 

Sample. — ^Bituminous  coal;  Punxsutawney  field;  analysis  No.  8486  (p.  167). 
Mine. — Plane;  Central  Pennsylvania  district; }  mile  southwest  of  Woodland. 
Coal  bed. — ^Upper  Kittanning,  or  C^.    Carboniferous  age,  AUegheny  formation. 
The  bed  was  measiured  and  sampled  on  August  1, 1909,  by  G.  H.  Ashley,  as  shown 
below: 

/Section  of  coal  bed  in  Plane  mtn«,  }  mile  touthwest  of  Woodland, 


Laboratory  No. , 
Roof,  shale. 

Goal 

Bone 

Goal. 


Floor,  day. 

Tnlckneas  of  bed. 


Thickness  of  ooal  sampled 


FL  Ik. 
8  9 
0  7 
3     S 

7     7 
3     0 


The  output  of  this  mine  in  1910  was  15,505  tons. 

The  sample  was  taken  in  right  entry  1,  off  right  heading  1. 

For  chemical  analyses  of  this  coal  see  port  I  of  this  bulletin,  p.  167. 

FAYBTTB  COTJUTT. 

CONNELLSYILLE.     LeISENRINO  No.  1  MiNB. 

Sample. — ^Bituminous  (coking)  coal;  Pittsburgh  field;  analyses  Nos.  4411  and  4412 
(Penna.  No.  21)  and  analyses  Nos.  5236  and  7594  (p.  168). 

Mine. — Leisenzing  No.  1 ;  Connellsviiie  district;  a  shaft  mine  in  the  Connellsville  die- 
trict,  2  miles  southwest  of  Connellsville,  on  the  Pennsylvania  Railroad. 

Coal  bed. — Pittsburgh.  Carboniferous  age,  Monongahela  formation.  At  this  mine 
the  bed  lies  nearly  fiat  and  has  an  average  thickness  of  7  feet  6^  inchee.  The  cover  Is 
over  300  feet.  The  roof  is  a  top  coal ,  1  foot  thick,  above  which  is  shale.  The  floor  Is  a 
hard  shale ;  in  places  bottom  coal  6  inches  thick  is  left  for  a  floor. 
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The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves, 
D.  £.  Winchester,  R.  T.  Carroll,  and  A.  K.  Adams  on  January  5,  1907,  as  shown 
below: 

8ecti(m»  of  coal  bed  in  Leisenring  No.  1  mine^  t  miles  southwest  of  Connellsville, 


Section 

LftborotoryNo.. 
Roof,  top  ooaL 
Topooala.. 

CoaL 

Shale 

Hardooal... 

CoftI 

Shale 

Mother  ooal. 

Coal 

Shale 

Coal 

Shalea 

Coal 


Floor,  sec  A,  shale;  sec.  B,  ooal. 
TmcknesBofbed 


ThickneflB  of  coal  sampled. 


A 

L 

4412      1 

Ft. 

in. 

1 

0 

4 

10 

0 

i 

'6 

0 

i 

•  • 

2 

*  • 

•  • 
7 

«  m 

•  • 

m  m 

8 
7 

*  • 

3 

B 
4411 
FL  in. 
0     7 
3     2 


0 
1 


\i 


0 

0 
0 
0 

0  h 

1  10 


8 
7 


i 


a  Not  Indoded  in  sample. 

Section  A  (sample  4412)  was  measured  in  the  main  butt  entry,  9,000  feet  northwest 
of  the  shaft. 

Section  B  (sample  4411)  was  measured  in  left  flat  entry  6,  6,500  feet  northwest  of  the 
shaft. 

The  bed  was  also  measured  and  sampled  on  June  21, 1907,  and  June  26,  1908,  by 
K.  M.  Way,  as  shown  below: 

Sections  of  coal  in  bed  of  Leisenring  No,  1  mine,  t  miles  southwest  of  Connellsville, 


Section...... 

Laboratory  No 

BooL  top  ooal. 

Shale,  mother  coej 

Coal 

Sulphur 

Mother  coaL 

Shale 

Coal 

Slate 

Shale  and  mother  coal. . . . 

Coal 

Bony  ooal 

Shale 

Slate 

Coal 

Mother  coal 

Shale 

Coal 

Mother  ooal 

Slate 

Shale 

Coal 

Bone 

Slate 

Coal 

Shale 

Slate 

Mother  coal..... 

Coal 

Mother  coal 

Coal 

Mother  coal 

Coal 

Floor,  hard  shale. 

TfaidmesBOfbed 

ThleknesB  of  ooal  sampled . 


5236 
J^.  in. 
1    11 
0       i 


1    11 
0    "i 


I      0 

"6  "j 


8  1 

2  ii^ 


8 
8 


^ 


Ft.  til. 

I  1 


0    10} 


w  m 


0    u 


0  i 

0  8 

^  i 

0  2| 


6    1 
5    10 


St 


B 

Ft.  to. 
1    10^ 


I 


2 


2    Hi 


I  n 


Ft.  to. 
2     2 


0       i 
0     9 


0       » 
0      7 


0  IJ 

•  «  •  • 

1  10 

0  k 


0      2 

0  i 

1  11 


7     7* 
7      71 


7504 
Ft.  in. 
0     7| 


0 
2 


0 
aO 


0 
0 
0 

6' 

0 

•  • 

0 

•  • 

0 
0 


0 

•  m 

3» 


2 

•  • 


aO  1 

•  •  •  • 

0  4 

8  >» 

?  il 

7  1 

6  Hi 


a  Not  Included  In  nmple. 
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Sample  5326  was  taken  7,500  feet  north  of  opening,  in  butt  parallel  entry  2,  north 
ride  of  ri^t  entry  6 . 

Sample  A  was  taken  9,100  feet  north  of  opening,  in  ri^t  aircourse  7,  from  chain 
pillar  at  bottom  of  butt  entry  7,  below  right  entry  7. 

Sample  B  was  taken  10,000  feet  north  of  opening,  off  butt  entry  7,  off  right  entry  8. 

Sample  G  was  taken  6,500  feet  north  of  opening,  in  6th  left  section,  from  chain  pillar 
in  bottom  of  butt  entry  1. 

Sample  7594  was  taken  2}  miles  south  of  south  opening,  in  butt  entry  6,  off  rib  7. 

Notes. — ^This  mine  is  situated  in  the  heart  of  the  Connellsville  region,  and  the  coal, 
like  that  from  most  of  the  mines  in  the  district,  was  used  in  the  manufacture  of  coke. 
The  average  output  of  the  mine  at  the  time  of  sampling  in  1906  was  approximately 
1,400  tons  per  day,  all  of  which  was  shipped  in  run-of-mine  form  to  coke  ovens  near 
the  mine. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows:  Coking  teets, 
U.  S.  Geol.  Survey  Bull.  332,  p.  220;  Bull.  336,  pp.  24,  32,  33,  41,  42;  cupola  teets  of 
coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  66,  69,  71,  73,  75. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  168;  also  U.  S.  Greol.  Survey 
Bull.  332,  p.  219. 

East  Millsboro.    Hustbad  Mine. 

Sample. — Bituminous  coal;  Pittsbuigh  field;  (Pennsylvania  No.  6)  analyses  Noa. 
1968, 1970  (p.  168). 

Mine. — ^Hustead;  a  slope  mine  at  East  Millsboro,  on  the  Pennsylvania  Railroad. 

Coal  bed. — Pittsbuigh.  Carboniferous  age,  Monongahela  formation.  Its  thickness 
is  fairly  uniform,  at  this  mine  being  6  to  8  feet.  The  bed  lies  nearly  flat.  The  roof 
is  coal.  The  floor  is  clay.  The  bed  carries  occasional  irregular  thin  bands  of  "sul- 
phur" and  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  August  9, 
1905,  as  shown  below: 

Section  of  coal  bed  in  Hustead  mine  at  East  Millsboro. 


Section 

LftbontoryNo... 
RooffOoaL 

Claya 

BlackshBlea. 

Coal 

Shale 

Coal 

Shale 

Coal 

Sulphur 


Floor,  clay. 

Thiclmeasofbed. 


ThicknesB  of  coal  sampled . 


B 

1970 
Ft,    hL 

1     2 

0 

8 

0 

0 

0 

0 

0 

2 

8 
6 


2 
6 

I 


a  Not  included  in  sample. 

Section  A  (sample  1968)  was  measured  in  butt  entry  5,  900  feet  from  the  bottom  of 
the  slope. 

Section  B  (sample  1970)  was  measured  in  butt  entry  1, 1,300  feet  north  of  the  bottom 
f  the  slope. 

Notes. — ^The  mine  when  inspected  in  1905  had  been  opened  about  a  year,  and  was 

3t  producing  heavily. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 

«8ts:  U.  S.  Geol.  Survey  Bull.  290,  p.  172;  Bureau  of  Mines  Bull.  23,  pp.  67,  176; 

producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  173;  Bureau  of  Mines  Bull.  13, 
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pp.  184,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  174;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  175;  Bull.  336,  pp.  24,  31, 40,  41;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  51,  54,  57,  60,  63, 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  183;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  172. 

GREENE  COUNTY. 

Dubbin.    Cbab apple  Mine. 

Sample. — Bituminous  coal;  Pittsburgh  field;  analysis  No.  1585  (p.  168). 

Mine, — Crabapple;  at  Durbin. 

Coal  bed, — ^Waynesburg.  Carboniferous  age,  Monongahela  formation.  Thickness 
at  this  mine,  5  feet  9  inches. 

The  bed  was  measured  and  sampled  by  W.  T.  Griswold  on  October  11,  1904,  the 
sample  representing  3  feet  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  168. 

For  other  mention  of  this  sample  see  U.  S.  Geol.  Survey  Prof.  Paper  48,  pp.  112, 113. 

Rtebson  Station.    Countbt  Bank. 

Sample. — Bituminous  coal;  Pittsburgh  field;  analysis  No.  1239  (p.  168). 
Location, — Country  bank;  1  mile  north  of  Ryerson  station. 
Coal  bed. — Washington.    Carboniferous  age,  Washington  formation. 
The  bed  was  measured  and  sampled  on  October  11, 1904,  by  F.  G.  Clapp  and  F.  W. 
De  Wolf,  as  shown  below: 

Section  of  coal  bed  in  country  bank  1  mile  north  of  Ryenon  station. 


Laboratory  No 

Roof,  clay. 

Coal 

Claya 

Coal 

Claya 

Coal 

Claya 

Coal.. 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


1239 

Ft.  in, 

0  5 

0  li 

0  3 

1  0 
0  3 

0  6 

1  11 

!  ^ 

2  9 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  168;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  273;  Bull.  300,  p.  115. 
For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  300,  p.  112. 

HUNTINGDON  COUNTY. 

Jacobs.    Barnett  Mine. 

Sample. — Semibituminous  coal;  Broad  Top  field;  analysis  No.  10319  (p.  168). 

Mine, — Barnett;  a  drift  mine,  at  Jacobs,  Todd  Township,  on  a  branch  (3} miles  long) 
of  the  East  Broad  Top  Railroad  (narrow  gage). 

Coal  bed. — Known  in  this  field  as  the  Barnett,  and  is  the  equivalent  of  the  Lower 
Kittanning  or  B  bed.  Carboniferous  age,  Allegheny  formation.  The  bed  is  a  double 
bed  separated  by  a  hard  sandy  shale  parting  said  to  be  2  to  6  feet  thick;  the  upper 
bench,  said  to  be  from  2  to  3  feet  thick,  is  not  mined  at  this  mine,  but  the  lower  bench 
is  mined  and  averages  about  3  feet  2  inches  in  thickness  and  varies  from  3  feet  to  3 
feet  6  inches.  It  dips  to  the  east  about  8^.  The  roof  is  of  hard  and  strong  sandy 
ahale.    The  floor  is  a  soft  bedded  clay  with  smooth  surface. 
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Hie  bed  wm0  mamued  md  flunpled  at  one  pomt  by  G.  8.  Bice  on  April  18, 1910, 
I  dfiBCfibed  beknr: 


Sedion  of  lawff  baukof  eoal  bed  m  BarneU 


at  Jmoobg. 


No 

oal(KMBeliiimflDodttMl)« 

Coal  (blaek,  brjjglBt,  touch,  IreqiHnt  tbin  flnala  of  m^^ 

Coil(iofl,clMii«Drffliiatieitnictiire) 

Fter.  toft,  beddod  c»F 
TUeknoHorbed... 


UBlf 
ft.   taL 

0  % 

1  a 

5.3 


«  Not  tnrindwl  in  mnpto. 

A  (ttmple  10319)  wm  cut  from  Hie  face  of  level  beading,  about  000  feet  from 
tfae  entnuDoe  of  the  mine,  idieie  the  cover  is  about  90  feet  thick. 

Noiet. — ^The  coal  at  this  mine  waB  mined  by  pick,  in  jdaoee  in  the  middle  and  in 
plaoea  in  the  bottom  of  the  bed.  It  was  shot  down  with  black  powder.  It  waB  loaded 
on  ctn  aa  nin-of-mine  coal,  and  had  a  conodetable  prt^nrtion  of  small  coal,  but 
there  were  also  many  large  irregular  chunks.  It  is  a  bright  clean-appearing  coal. 
When  sampled  the  mine  was  relatively  new.  There  was  only  one  pair  of  entries. 
The  ou^ut  in  April,  1910,  was  from  50  to  80  tons  per  day,  and  could  not  be  materially 
increased  without  increasing  outside  equipment  or  transferring  the  work  from  the 
Jacobs  mine  (Fulton  bed).  The  coal  was  expected  to  come  from  advance  work  for 
some  years. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  168. 

Jacobs.    Jacobs  Mink. 

i9aiiip2f.— Semibituminous  coal;  Broad  Top  field;  analyses  Nos.  10315, 10316, 10317, 
10333  (p.  169). 

l(fni€.-^acobs;  Broad  Top  district;  a  drift  mine  at  Jacobs,  Todd  Township,  on  a 
branch  (3}  miles  long)  of  the  East  Broad  Top  Railroad  (narrow  gage). 

Coal  bed. — Known  in  this  field  as  the  Fulton.  Carboniferous  age,  Allegheny  formar 
tion.  Average  thickness,  4  feet  2}  inches,  varying  from  3  feet  9  inches  to  9  feet. 
Where  mined  it  dips  to  the  east  from  5®  to  10*^.  The  main  roof  is  a  sandstone,  usually 
underlain  with  a  strong  black  shale,  varying  from  a  knife  edge  to  a  number  of  feet 
thick.  In  some  places,  between  this  and  the  coal,  there  is  a  "draw  slate  "  from  leas 
than  1  inch  to  12  inches  thick,  which  when  present  may  become  mixed  with  the  coal. 
The  floor  is  a  hard  clay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  three  points  by  G.  S.  Rice  on  April  18, 1910, 
as  described  below: 

StctUnu  of  coal  bed  in  Jacobs  mtn«,  at  Jacobs. 


Boetloo 

LsborttoryNo 

Roof,  diaw  tUto. 

Cotl  (toofh,  some  floo  Bhalo  streaks) 

Bhalo  or  sulphnr 

Coal(MfttUbby) 

Bona 

Bulphur 

Cool  (soft  alabby) 

Cool  (gTByish,  bard) 

Coal  (prlamatio  itniotore) 

Coalrshalv; 

Coal(iK)od) 

floor,  hard  day. 

ThioknoMofbed 

Thtftlmiiw  flf  ffnal  lanirlfHl   i   


A 

B 

1(815 

10316 

Ft.    in. 

n.   In. 

0     S 

0     U 

•  ■         ■  • 

0       { 

1      7 

0    11} 

0       \ 

•  •         »  » 

•  *         «  « 

0      i 

•  •         •  • 

0     7 

>  •         •  * 

0      k 

2     8 

a    1 

0     4 

•  •      •  • 

0     4 

•  •      •  • 

6     0 

3    10 

6     0 

a  ID 

c 

van 

ru   la. 

0 
0 
0 


2 


0       I 

0  9 

0    a 

1  MH 


\  a 
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Seetion  A  (sainple  10315)  was  cut  from  the  ^e  of  the  hist  room  o£F  the  dip  ahr  courae 
about  1,000  feet  from  the  entrance  of  the  mine,  where  the  cover  was  about  120  feet 
thick. 

Section  B  (sample  10316)  was  cut  from  the  face  of  level  heading,  about  3,300  feet 
from  the  entrance  of  the  mine,-  where  the  cover  was  about  200  feet  thick. 

Section  0  (sample  10317)  was  cut  from  the  face  of  room  31  off  level  heading,  2,800  feet 
from  the  entrance  of  the  mine,  where  the  cover  was  about  150  feet  thick. 

A  composite  sample  was  made  by  mixing  the  &ce  samples  10315, 10316,  and  10317. 
The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  num- 
ber 10333. 

Notes, — ^At  the  time  of  sampling,  the  coal  at  this  mine  was  mined  by  pick,  in  some 
places  in  the  middle  and  in  some  places  in  the  bottom  of  the  bed,  and  was  shot  down 
with  small  charges  of  black  powder.  The  coal  was  hatded  to  the  same  tipple  on  which' 
the  coal  from  the  Bamet  bed  mine  was  dumped.  The  two  coals  were  said  not  to  be 
mixed  in  the  railroad  car  unless  by  request,  being  dumped  separately.  The  tipple 
was  not  provided  with  screens,  the  coal  being  loaded  in  run-of-mine  form.  There 
appeared  to  be  considerable  small  coal  on  Uie  cars,  but  also  many  large  irr^:ular 
chunks.  The  reported  daily  output  in  April,  1910,  from  the  Fulton  bed  was  200  to 
225  tons.  The  output  was  to  be  derived  from  advance  work  for  several  years  as  the 
pillars  in  the  old  work  were  not  to  be  ptdled  on  account  of  the  Bamett  bed  44  feet 
above. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  169. 

Jacobs.    Stakr  Minb. 

Sample. — Semibituminous  coal;  Broad  Top  field;  analysis  No.  10318  (p.  169). 

Mine. — Starr;  a  drift  mine  in  the  East  Broad  Top  district,  Todd  Towne^ip,  3}  miles 
south  of  Jacobs,  on  the  main  line  of  the  East  Broad  Top  Railroad  (narrow  gage). 

Coal  bed. — Known  in  this  field  as  the  Fulton.  Carboniferous  age,  Allegheny  for- 
mation. The  bed  at  this  mine  has  an  average  thickness  of  5  feet,  varying  from  4}  to 
5i  feet.  The  roof  is  a  black  shale,  about  4  feet  thick,  with  smooth  surface,  although 
the  coal  sticks  slightly  to  the  top.  A  hard  clay  forms  the  floor.  It  is  smooth  and 
the  coal  parts  readily  from  it. 

The  bed  was  measured  and  sampled  by  G.  S.  Rice  on  April  18,  1910,  as  described 
below 

Section  of  coal  bed  in  Starr  mine.  Si  miles  soiUh  of  Jaoobs. 


LftbontoryNo 

Roof,  Bhato,  black,  gnarly. 

Cottl  (top  oool,  good  quality,  sticlcs  to  roof)  a 

Coal 

Shaly  bono  ooal  * 

Coal,  black,  bright,  prismatic  struotore,  contains  i-inch  parting  of  shale  H  inches  above 

floor 

Floor,  hard  elay. 

lliicknenofbed 

Thicknen  of  coal  sampled 


10318 

Ft. 

in. 

0 

3 

0 

7 

0 

2} 

4 

i 

5 

1 

4 

71 

a  Not  Indoded  in  sample. 

Section  A  (sample  10318)  was  cut  from  the  west  rib  near  the  face  of  the  right  head- 
ing, about  150  feet  from  the  entrance  of  the  mine  where  the  cover  is  about  40  feet. 

Notes. — ^The  coal  at  this  mine  at  the  time  of  sampling  was  usually  mined  in  the  top 
coal  by  pick,  and  shot  up  by  lifting  holes,  with  black  powder.  There  were  no  screens 
at  the  tipple;  the  coal  was  loaded  in  run-of-mine  form.  This  was  a  new  mine  and  only 
a  few  nanow-gage  railroad  cars  had  been  loaded.    No  rooms  had  yet  been  turned. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  169. 
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INDL/INA  COTJUTT. 

Clymer.    Rodket  Mine. 

Sample. — ^Bituminous  coal;  Punxsutawney  field;  analyBes  Nos.  7969,  7971  (p.  169). 
Mine. — ^Rodkey;  Central  Pennsylvania  district;  1  nfile  from  Clymer. 
Coal  bed. — Lower  Kittanning.    Carboniferous  age,  Allegheny  formation. 
The  bed  was  measured  and  sampled  on  June  15,  1909,  by  Charles  Butts,  as  shown 
below: 

Section  of  coal  bed  in  the  Rodkey  mine,  1  mile  from  Clymer. 


Laboratory  No 

Roof,  black  shale. 
Bonyooala... 

Coal 


Flow,  clay. 

Thickness  of  bed. 


Thickness  of  coal  sampled. 


7969 
Ft.  in. 
0     2 
3       h 


3     2 
3 


i 


7971 

Ft.    in. 
0     2 
3     H 


a  Not  Included  in  sample. 

Sample  7969  was  taken  at  face  of  left  entry  4, 1,400  feet  from  the  pit  mouth. 
Sample  7971  was  taken  in  the  main  entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  169. 
« 

Clymer.    Penn-Mart  No.  1  Mine. 

Sample. — Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  7972,  7973  (p.  169). 
Mine. — Penn-Mary  No.  1;  Central  Pennsylvania  district;  1  mile  from  Clymer. 
Coal  bed. — Upper  Freeport.    Carboniferous  age,  Allegheny  formation. 

Section  of  coal  bed  in  Penn-Mary  No.  1  mtn^,  1  mile  from  Clymer. 


Laboratory  No 

Roof,  shale. 

Coal 

Shale 

Coal 

Shale 

Coal  (in  places  6  in.) 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


7972 

Ft. 

<fi. 

aO 

li 

aO 

7 

3 

2 

•  0 
aO 

1 

4 

1 

3 

2 

7973 
Ft.    HL 
00       8 


«1 
1 

aO 
1 

5 
3 


6 

6 

1 

10 

1 
3 


a  Not  included  in  sami>le. 

Sample  7972  was  taken  in  right  heading  3,  off  town  drift. 

Sample  7973  was  taken  off  right  heading  1. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  169. 

Glen  Campbell.    Glenwood  No.  9  Mine. 

Sample. — Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  5224,  5228  (p.  169). 

Mine. — Glenwood  No.  9;  Central  Pennsylvania  district;  a  drift  mine  at  Glen  Camp- 
bell, Banks  Township,  on  the  Pennsylvania  Railroad. 

Coal  bed. — Upper  Kittanning  or  C^.  Carboniferous  age,  Allegheny  formation. 
Thickness,  about  4}  feet;  roof,  shale;  floor,  bastard  fire  clay. 


r 
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The  bed  xma  measuzed  and  sampled  on  July  2,  1907,  by  K.  M.  Way  at  two  points 
as  described  below: 

Sectioru  of  bed  in  Glenwood  No.  9  mine  at  Glen  Campbell. 


Laboratory  No. 
Roof,  shale. 

Bony  coal » 

Coal 

Bonycoala . 

Coal 

Cannelooal. 

Coal. 


Floor,  clay. 
Thklrn' 


of  bed 

Tbickness  of  coal  sampled. 


a  Not  included  In  sample. 

Sample  5224  was  taken  2,600  feet  northwest  of  the  opening  in  the  face  of  right  cross 
heading  1. 

Sample  5228  was  taken  2,900  feet  northwest  of  the  opening  in  room  37  off  right 
entry  2. 

Notei. — At  the  time  of  sampling  the  coal  was  under-cut  with  chain  machines. 
The  estimated  daily  output  was  285  tons. 

For  chemical  analyses  of  thiB  coal  see  part  I  of  this  bulletin,  p.  169. 

Glen  Campbell.    Indlina  No.  2  Mine. 

Sample. — Bituminous  coal;  Punxsutawney  field;  analysis  No.  5222  (p.  169). 

Mine. — Indiana  No.  2;  Central  Pennsylvania  district;  a  drift  mine  2  miles  north- 
east of  Glen  Campbell  (Horton  Run),  on  the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Freeport  or  D .  Carboniferous  age,  Allegheny  formation .  The  bed 
is  3  feet  thick  at  point  sampled;  has  a  blue  shale  roof  and  a  clay  floor. 

The  bed  was  measured  and  sampled  on  July  3,  1907,  by  K.  M.  Way,  as  described 
t)elow: 

Section  of  bed  in  Indiana  No.  2  mine,  2  miles  northea't  of  Glen  Campbell. 


Laboratory  No 

Roof,  blue  shale. 

Bonycoala 

Coal 

Bone  and  shale. 

Coal 

Floor,  clay. 

TnickQi 


of  bed 

Thickness  of  coal  sampled . 


5222 
FL   in, 

0 

0 

0 

1    111 


2 
2 


^il 


a  Not  Included  in  sample. 

The  sample  was  taken  1,000  feet  north  of  the  opening  in  right  heading  2. 
Note. — Though  this  mine  was  not  being  operated  at  time  of  sampling,  100  tons  was 
given  as  the  daily^utput. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  169. 

Glen  Campbell.    Indiana  No.  3  Mine. 

Sample. — Bituminous  coal;  central  Pennsylvania  field;  analyses  Nos.  5225,  5229 
(p.  169). 

Mine. — Indiana  No.  3;  Central  Pennsylvania  district;  a  drift  mine  2  miles  from 
Glen  Campbell  (Horton  Run),  on  the  Pennsylvania  Railroad. 

Coal  bed. — ^Upper  Freeport.  Carboniferous  age,  Allegheny  formation.  The  bed  is 
about  4  feet  3  inches  thick,  has  a  shale  roof  and  a  clay  floor. 
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The  bed  was  measured  and  sampled  at  two  points  on  Jtdy  3,  1907,  by  K.  M.  Way, 
as  described  below: 

Sections  of  coal  bed  in  Indiana  No.  S  mine,  t  miles  from  Olen  Campbell. 


LabontorvNo.. 
Boof.  ahale. 

Bony  coal* . 

Coal 

Bhalea 

Coal 

Hard  Bhalea 

Shale 

CoaL. 


Floor,  fireclay. 

TtiioknesBofbed. 


Thickness  of  coal  sampled. 


6229 
Ft.  <n. 
0     2 
0   11 
0 


2 
0 


3 
11 


0     7 


3    1^ 


5225 
FL   la. 

0 

3 

0     li 

0     6 

•  «         •  • 

0       \ 


4     3 

3    101 


a  Not  included  in  sample. 

Sample  5229  was  taken  from  a  point  3,000  feet  west  of  the  opening  in  the  back  head- 
ing, off  the  straight  heading. 
Sample  5225  was  taken  3,000  feet  west  of  the  opening  in  right  heading  10. 
Note, — ^The  daily  output  of  the  mine  was  200  tons. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  169. 

Homer  City.    Lucerne  No.  1  Mine. 

Sample. — Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  10306, 10307, 10308, 
10309, 10310, 10311,  10312,  10313  (pp.  169, 170). 

Mine. — Lucerne  No.  1;  Central  Pennsylvania  district;  a  drift  mine  1  mile  east  ol 
Homer  City,  on  the  Indiana  Branch  of  the  Buffalo,  Rochester  &  Pittsburgh  Railway. 

Coal  bed. — ^Upper  Freeport,  known  in  this  field  as  the  E.  Carboniferous  age,  Alle- 
gheny formation.  The  bed  as  mined  has  an  average  thickness  of  6  feet  and  varies 
from  5  feet  8  inches  to  6  feet  9  inches.  The  roof  is  a  hard  shale  of  good  quality,  and 
is  overlain  with  a  sandstone.    The  floor  is  a  hard  shale  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  seven  points  by  A.  J.  Hazlewood  on  April 
19,  1910,  as  described  below: 

Sections  of  coal  bed  in  Lucerne  No.  1  mine,  1  mile  east  of  Homer  City. 


Section 

Laboratoi^  No 

Boof.  hard  slate. 

Coal  (upper  bench) 

Bone  partlnga 

Coal  (lower  bench) , 

Floor,  hard,  smooth  slate. 

Thickness  of  bed , 

Thickness  of  coal  sampled . 


A 

10806 
Ft.     <n. 
1       9 
1       1 
3       5 


6 
5 


3 
2 


B 
10907 
FL     in. 
1       9 
0       8 
3     11 


6 
6 


4 
8 


C 

10308 

Ft.     in. 

2  0 
0      11 

3  8 


6 
5 


7 
8 


D 
10309 
Ft.     <n. 
1       9 
1       0 
3     10 


6 
5 


7 
7 


E 

10310 

Ft.   in. 

1      9} 

0    10 

3  2 

5     9i 

4  11} 


F 
10311 

Ft.  in. 
1  8 
0  9 
3       7 


6 
5 


0 
3 


O 
1(B12 
Ft.   Im. 


«     7J 

4     8 


aNotlnduded  in  sample. 

Section  A  (sample  10306)  was  cut  from  the  face  of  right  entry  3^  3,000  feet  east  of 
the  drift  mouth. 

Section  B  (sample  10307)  was  cut  from  the  face  of  right  entry  7,  2,500  feet  northeast 
of  the  drift  mouth. 

Section  C  (sample  10308)  was  cut  from  the  face  of  right  entry  11,  3,500  feet  northeast 
of  the  drift  mouth. 

Section  D  (sample  10309)  was  cut  from  the  face  of  the  main  back  heading,  3,500 
feet  northeast  of  the  drift  mouth. 

Section  E  (sample  10310)  was  cut  from  the  face  of  left  entry  5,  3,200  feet  north  of 
the  drift  mouth. 

Section  F  (sample  10311)  was  cut  from  the  face  of  left  entry  3,  3,000  feet  northwest 
ol  the  drift  mouth. 
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Section  G  (sample  10312)  was  cut  from  the  face  of  right  heading  7,  off  left  entry  1, 
3,000  feet  northwest  of  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  lace  samples  10306,  10307,  10308, 
10309,  10310,  10311,  and  10312.  The  results  of  an  ultimate  analysis  of  this  sample 
are  shown  under  laboratory  No.  10313. 

Notes, — In  1910  the  coal  at  this  mine  was  undercut  in  the  bottom  part  of  bed  by 
puncher  machines,  and  was  shot  down  by  permissible  explosives.  Almost  the  entire 
output  was  screened  over  bar  and  revolving  screens  with  1}  to  1}  inch  openings.  The 
lump  coal  was  picked  on  belt  by  14  men.  Three  trimmers  also  picked  the  coal  as  it 
was  loaded  on  ^e  cars.  The  mine  in  April,  1910,  had  a  capacity  of  1,500  tons,  and  an 
average  daily  output  of  1,200  tons,  all  of  which  was  derived  from  advance  workings. 
This  was  a  comparatively  new  mine  and  a  large  increase  of  the  output  was  planned. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  169,  170. 

Homer  Grrr.    Lucbrnb  No.  3  BIinb. 

Sample. — Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  10303, 10304, 10305, 
10314  (p.  170). 

Mine. — ^Lucerne  No.  3;  Central  Pennsylvania  district;  a  shaft  mine,  176  feet  deep, 
located  i  mile  east  of  Homer  City,  on  the  Indiana  Branch  of  the  Buffalo,  Rochester 
&  Pittsburgh  Railway. 

Coal  bed. — ^Upper  Freeport,  known  in  this  field  as  the  E.  Carboniferous  age,  Alle- 
gheny formation.  The  bed  as  mined  has  an  average  thickness  of  6  feet,  varying  from 
5  feet  8  inches  to  6  feet  9  inches.  The  roof  ia  a  hard  shale  of  good  quality,  and  is  over- 
lain with  a  sandstone.    The  floor  is  a  smooth  bony  shale  underlain  with  a  clay. 

The  bed  was  measured  and  sampled  at  three  points  by  A.  J.  Hazlewood  on  April 
18, 1910,  as  described  below: 

8ectUm»  of  coal  bed  in  Lucerne  No.  S  minef  ^  mile  east  of  Homer  City. 


Section 

Laboratory  No 

Roof,  slate. 

Coal  (upper  bench) 

Boneparanga 

Coal  (lower  bench) 

Fkx>r,  bony  slate. 

TUckneesofbed 

Thlokness  of  ooal  sampled 


A 

B 

10903 

10305 

Ft,  in. 

Ft.  in. 

■  «         *  ■ 

0     0 

0      4 

I      1 

3     8 

4     2 

4     0 

«     0 

3      8 

4    11 

c 

10904 

Ft.    in. 
I     4 
1     0 
3     H 


a  Not  included  in  sample. 

Section  A  (sample  10303)  was  cut  from  the  face  of  the  main  north  heading,  700  feet 
from  the  shaft  bottom. 

Section  B  (sample  10305)  was  cut  from  the  face  of  west  heading  1,  off  the  main  south 
entry,  6(X)  feet  from  the  shaft  bottom. 

Section  C  (sample  10304)  was  cut  from  the  face  of  left  heading  4,  off  south  entry  3, 
800  feet  from  the  shaft  bottom. 

A  composite  sample  was  made  by  mixing  the  face  samples  10303, 10304,  and  10305.' 
The  results  of  an  ultimate  analysis  are  shown  under  laboratory  number  10314. 

Notes. — ^In  1910  the  coal  at  this  mine  was  undercut  in  bottom  part  of  bed  by  puncher 
machines,  and  was  shot  down  with  a  permisBible  explosive.  This  was  a  new  mine, 
still  in  the  development  stage,  and  the  outside  equipment  had  not  been  completed. 
The  tipple  was  to  be  equipped  with  bar  and  revolving  screens;  a  coal  washery  was  to 
be  installed.  In  April,  1910,  the  output  was  shipped  as  run-of-mine  coal.  Three 
trimmers  picked  the  coal  as  it  was  loaded  on  the  cars.  The  average  daily  output  at 
that  time  was  300  tons,  all  of  which  was  derived  from  advance  workings.  It  waa 
planned  within  a  year  to  increase  the  output  to  2,000  tons  per  day. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  170. 
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RossTTER.    Cleabfield  No.  3  Mine. 

Sample. — Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  5226,  5223  (p.  171). 

Mine. — Clearfield  No.  3;  Central  Pennsylvania  district;  a  drift  mine,  at  Rossiter, 
Canoe  Township,  bn  the  New  York  Central  Railroad  and  the  Bu&do,  Rochester  & 
Pittsbuigh  Railway. 

Coal  bed. — ^Upper  Freeport.  Carboniferous  age,  Allegheny  formation.  The  bed  is 
about  4  feet  10  inches  thick  at  points  sampled;  has  a  shale  roof  and  a  day  floor. 

The  bed  was  measured  and  sampled  at  two  points  on  June  27,  1907,  by  K.  M. 
Way,  as  described  below: 

Section  of  coal  bed  in  Clearfield  No.  S  mine,  at  RosriUr. 

Laboratory  No 

Roof,  shale. 

Bony  coal* 

Coal 

Shale* '. 

Mother  coal 

Coal 

Shale , , 

Coal 

Shale 

Floor,  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 

a  Not  included  in  sample. 

Sample  5226  was  taken  7,900  feet  southwest  of  the  opening  in  the  face  of  heading  12. 
Sample  5223  was  taken  5,100  feet  southwest  of  the  opening  in  room  45,  off  heading  8. 
Note. — ^The  estimated  daily  output  at  time  of  sampling  was  3,000  tons. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  171. 

Wehrum.    Lackawanna  No.  4  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  4026  and  4027 
(Penna.  No.  15),  and  analysis  No.  3774  (p.  171). 

Mine. — Lackawanna  No.  4;  a  shaft  and  slope  mine  in  the  Central  Pennsylvania 
district,  at  Wehrum,  on  the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Kittanning,  locally  known  as  the  Miller  or  B.  Carboniferous  age, 
Allegheny  formation.  The  thickness  at  this  mine  averages  3  feet  10  inches.  The 
cover  is  about  190  feet.  The  roof  is  a  gray  shale.  The  floor  is  clay;  below  the  clay  is 
a  layer  of  bony  coal,  1  foot  thick.    The  bed  lies  nearly  flat,  dipping  to  the  west  (?). 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  on 
October  23,  1906,  as  shown  below: 

Sections  of  coal  bed  in  No.  4  mine,  at  Wehrum. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Sulphur  a 

Coal 

Sulphura 

Coal 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

4026 

4027 

Ft.  in. 

FL    <«. 

t  1 

S  ' 

4      1 

0     3 

•  -         •  •  • 

0 

•  *         •  «  • 

3       1 

4      21 
4      2i 

3      6 

3      Si 

a  Not  Included  in  sample. 
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Section  A  (sample  4026)  was  measured  in  north  left  heading  3, 2,000  feet  northeast  of 
the  shaft. 

Section  B  (sample  4027)  was  measured  1,900  feet  southwest  of  the  shaft. 

The  bed  was  also  measured  and  sampled  in  1906  by  W.  G.  Fhalen.  The  sample 
(No.  3774)  was  taken  at  a  point  where  the  bed  was  4  feet  4  inches  thick,  2,600  feet  in 
the  mine.    The  sample  represented  the  whole  thickness  of  the  bed. 

NoUs. — ^The  output  of  this  mine  had  been  used  for  steam  production  and  for  making 
coke.  The  coal  is  rather  friable.  A  large  washing  plant  had  been  erected  at  the  mine 
with  the  intention  of  crushing  and  washing  all  the  coal  produced.  The  approximate 
capacity  of  the  mine  in  1906  was  about  1,000  tons  per  day. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  202;  Bureau  of  Mines  Bull.  23,  pp.  67,  178; 
producer-gas  tests:  U.  S.  Geol.  Survey  Btdl.  332,  p.  202;  Bureau  of  Mines  BuU.  13, 
pp.  195,  275;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  204;  washing  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  202;  Bull.  336,  pp.  14, 16;  coking  tests:  U.  S.  Geol. 
Survey  Bull.  332,  p.  203;  Bull.  336,  pp.  24,  32,  41. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  171;  also  TJ.  S.  Geol.  Survey 
Bull.  332,  p.  201. 

For  geologic  relatioi*  see  U.  S.  Geol.  Survey  Bull.  447,  pp.  16-27, 

WHrrE.    Moo  WEEN  Mine. 

Sample. — Bituminous  coal;  Punxsutawney  field;  (Pennsylvania  No.  17)  analyses 
Nos.  4336,  4337  (p.  171). 

Mine. — ^Mooween;  a  drift  mine  in  the  Central  Pennsylvania  district,  at  White,  on 
the  Pennsylvania  Railroad. 

Coal  bed. — ^Upper  Freeport,  or  E  of  the  Pennsylvania  Geological  Survey.  It  lieB 
nearly  flat.  It  is  of  Carboniferous  age,  Allegheny  formation.  Its  thickness  at  this 
mine  averages  3  feet  3  inches.  The  roof  is  good,  being  a  hard  gray  shale.  The  floor 
is  also  good,  being  a  gmy  shale  like  the  roof.  The  bed  contains  a  regular  parting  of 
shale  or  bony  coal,  about  a  foot  from  the  bottom. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
A.  E.  Adams  on  December  17^  1906,  as  shown  below: 

Sections  of  coal  bed  in  Mooween  mine,  at  White. 

Section A  B 

LaboratorvNo 4336  4337 

Koof.  hard  gray  shale.  Ft.  in.  Ft.  in. 

deal 0     8  1    10 

Hotherooal 0      } 

Bhalea 0 

Coal 1     1  0 

Bhaleo 0     1 

BonyooaU 0     1 

Coal. 0     4  0   11 

Bonycoalo 0     4  .... 

Coal 0     9  .... 

Floor,  hard  gray  shale. 

ThickDessofbed 3     3*  3 

Thickness  of  coal  sampled 2    lOj  3 


4 


?l 


a  Not  included  in  sample. 

Section  A  (sample  4336)  was  measured  in  the  main  entry,  700  feet  southwest  of  the 
drift  mouth. 

Section  B  (sample  4337)  was  measured  in  right  entry  1,  485  feet  west  of  the  drift 
mouth. 

Note. — ^The  output  of  this  mine  was  about  200  tons  per  day,  all  of  which  was 
ahipped  in  run-of-mine  form. 
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For  remits  of  teste  of  this  coal  see  mention  of  epecific  teste  as  foUows— steaming 
teste:  U.  S.  Geol.  Survey  Bull.  332,  p.  208;  Bureau  of  Mines  BuU.  23,  pp.  67,  178; 
producer-gas  teste:  TJ.  S.  Geol.  Survey  Bull.  332,  p.  208;  Bureau  of  Mines  Bull.  13, 
pp.  195, 275;  washing  teste:  U.  S.  Geol.  Survey  Bull.  332,  p.  209;  BuU.  336,  pp.  14, 16; 
coking  teste:  U.  S.  Geol.  Survey  Bull.  332,  p.  209;  Bull.  336,  pp.  24,  32,  41. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  171;  also  U.  S.  Geol.  Survey 
BttU.  332,  p.  207. 

JBFFE&SON  COUNTY. 

PUNZSUTAWNBT.      ADRIAN  MiNE. 

Sample, — Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  5219,  5221  (p.  171). 

Mine, — Adrian;  Central  Pennsylvania  district;  a  drift  mine  at  De  Lancey  in  Young 
Township,  3  miles  north  of  Punxsutawney  on  the  Buffalo,  Bochester  &  Pittebui]^ 
Baiboad. 

Coal  bed, — Lower  Freeport.  Carboniferous  age,  Allegheny  formation.  The  bed 
is  about  5  feet  9  inches  thick  at  pointe  sampled.    The  roof  and  floor  are  shale. 

The  bed  was  measured  and  sampled  at  two  pointe  on  June  29, 1907,  by  K.  M.  Way, 
as  described  below: 

Sections  of  coal  bed  in  Adrian  mine  at  De  Lancey. 


LsboratoryNo 5221  £219 

BooTiOiale.  Ft.  in.       FL  Hl 

BoDTOoaU ■ 0     8  OS 

Coal 2     4  3     8 

ShAle  and  mother  omI 0      )         0      | 

Coal 2     7$         15 

Bhaleo 

Floor,  ihale. 

Thickness  of  bed 

Thickness  coal  sampled 


5221 

Ft. 

M. 

0 

8 

2 

4 

0 

1 

2 

7 

0 

l} 

5 

01 

5 

0 

I » 


a  Not  Inchided  In  sample. 

Sample  5221  was  taken  6,800  feet  east  of  opening,  in  room  11,  off  rig^t  heading  12. 

Sample  5219  was  taken  7,300  feet  northeast  of  opening,  in  east  entry  6,  off  left  head 
entry  12. 

Notes. — The  Elk  Run  shaft  and  the  Adrian  mine  were  operated  as  one.  The  daily 
output  was  2,000  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  171/ 

Punxsutawney.    Florence  Mine. 

Sample, — Bituminous  coal;  Punxsutawney  field;  analyses  Nos.  5231, 5232  (p.  171). 

Mine. — Florence;  Central  Pennsylvania  district;  4  miles  north  of  Punxsutawney,  on 
the  Buffalo,  Rochester  d  Pittsburgh  Railroad. 

Coal  bed, — Lower  Freeport.  Carboniferous  age,  Allegheny  formation.  The  bed 
is  from  5  feet  10  inches  to  6}  feet  thick  at  the  points  sampled;  has  a  ehale  roof  and 
clay  floor. 

The  bed  was  measured  and  sampled  on  June  26, 1907,  by  K.  M.  Way,  as  described 
on  the  following  page. 
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Sections  of  bed  in  Florence  mtn«,  4  fnile$  north  of  Punxtutawney. 


LftbontofyNo 

Boof.8ha]e. 

Bonyooala 

Hardooal 

Coal 

Mother  ooal 

COBl 

Mother  ooal 

Mother  ooal  and  shato . 

Coal 

Mother  ooal 

Coal 


Floor,  day. 

ThidaiMS  of  bed. 


Thickiiess  of  ooal  sampled. 


5232 

Ft,  in. 

0     7 


2 
1 
0 
0 
0 


1} 

3 


I  1 

0     7 


0 


ft 


fi231 
FL  In. 

;  3 

1  11 

0  i 

1  s 

«  «  •  • 

0     9 


6    11} 
6     0 


a  Not  included  in  sampto. 

Sample  5232  was  taken  1}  miles  southeast  of  the  opening  in  room  1,  off  butt  entry  1, 
off  left  entry  9. 

Sample  5231  was  taken  1}  miles  east  of  the  opening,  in  room  1,  off  north  entry  4,  off 
left  entry  8. 

Note.^-The  estimated  daily  output  at  time  of  sampling  was  3,800  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  171. 

SGEUYLKILL  COUNTY. 

MlNERSVILLE.      PhOENIX  PaRK  No.  3  MiNB. 


Sample, — Anthracite  coal;  Southern  field;  analyses  No.  5956  (p.  171). 

Mine, — Phoenix  Park  No.  3;  Pottsville  district;  a  slope  mine  830  feet  deep,  2  miles 
west  of  Minersville,  on  the  Reading  Railway. 

Coal  bed. — Diamond;  650  feet  above  Mammoth  bed.  Carboniferous  age,  Mononga- 
hela  (?)  formation.  The  roof  is  soft  shale,  and  the  floor  is  slate.  The  bed  was  meas- 
ured and  sampled  at  one  point  by  J.  S.  Burrows  on  February  19, 1908,  as  described 
below: 

Section  of  coal  bed  in  Phoenix  Park  No,  S  mine,  t  miles  west  of  Minersville, 


LatKxatory  No 

Roof,  soft  shala. 

Ijraw  slate  • 

Bone,  hard,  white  streaks  a 

Coal,  hard 

Slate,  hard  black  a 

Coal,  hard v 

Shale,  hard. black* :. 

Coal,  hard,  bdght 

Booe,  white,  scale  a 

Coal,  hard,  bright 

Bone* 

Coal,  hard,  bil^t 

Coal,  soft,  frlaue 

Shale : 

Coal,  bony  rough 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


3 


owo 
Ft,    hL 

0     3 

0 

0 

0 

0 

0 

1 

0 

2 

0 

2 

0 

0 

0 


t 

i 


3 


8     4 
7     3 


•  Not  indaded  In  sample. 

The  sample  was  taken  from  level  6  in  plane  No.  2  of  the  east  gangway,  1,300  feet  east 
of  the  opening.    It  was  very  dry  when  taken. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  171. 
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St.  Nicholas.    St.  Nicholas  (No.  209)  Mikb. 

Sample. — Anthracite  coal;  Southern  field;  analyses  Nos.  5954, 5955  (p.  172). 

Mine. — St.  Nicholas  (No.  209),  a  slope  mine  on  the  Philadelphia  &  Reading  Rail- 
way at  St.  Nicholas. 

Coal  bed. — Mammoth  (middle  split).  Carboniferous  age,  poet-Pottsville  beds.  Coal 
is  overlain  witli  slate;  has  bony  slate  bottom;  bed  dips  55^. 

The  middle  and  bottom  splits  of  this  bed  were  measured  and  sampled  on  February 
20,  1908,  by  J.  S.  Burrows  as  described  below: 

Sections  of  coal  bed  in  St.  Nicholas  mine  at  St.  Nicholas. 


Laboratory  No 

Roof,  shale. 

Bone,  hard 

Coal,  hard 

Bone. ^ 

Shale 

Coal,  hard,  two  streaks  of  bone . 

Shaly  coal 

Coal,  hard 

Coal,  bright,  laminated 

Bone 

Slate,  hard,  black,  sandy 

Coal 

Shaly  coal 

Shale 

Coal,  laminated,  friable 

Coal,  hard 

Floor,  shale. 

Tbickness  of  middle  split 

Thickness  of  coal  sampled 


£065 

WM 

Ft.  in. 

FL    hL 

•  0     6 

•  •      •• 

0     0 

3     10 

«0     2 

•  0       2 

•  0       4 

2     4 

•  *            •  • 

al      3 

•  «            «  * 

•  •         *  • 

2     8 

2     0 

•  •            •  • 

•  •         •  • 

«0       7 

•  1     0 

*  •            •  • 

6       0 

i    8 

«  •            «  • 

•  0      1 

•  0       1 

1      4 

•  *            •  • 

•  •         •  • 

0     10 

11    10 

14       6 

8    10 

13       4 

a  Not  included  in  sample. 

Sample  5955  was  taken  at  third  lift,  north  dip,  west  middle  split,  1,380  feet  west  of 
opening. 

Sample  5954  was  taken  at  third  lift,  north  dip,  west  bottom  split,  600  feet  west  of 
opening. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  172. 


Tower  City.    West  Brookside  Mine. 

Sample. — ^Anthracite  coal;  Southern  field;  analysis  No.  5953  (p.  172). 

Mine. — ^West  Brookside;  a  slope  mine,  1,040  feet  long,  1  mile  north  of  Tower  City, 
on  the  Philadelphia  &  Reading  Railway. 

Coal  bed. — Lykens  (No.  5).  Carboniferous  i^,  Pottsville  formation.  The  roof  is 
quartz  conglomerate;  the  floor  is  slate.    Bed  dips  48^  to  0^  to  basin. 

The  bed  was  measured  and  sampled  at  one  point  by  J.  S.  Burrows^  on  February  21, 
1908,  as  described  below: 

Section  of  coal  bed  in  West  Brookside  minCy  1  mile  north  of  Tower. 


Laboratory  No 

Roof,  quarts  conglomerate. 

Sbaly  coal 

Shale,  black* 

Coal.nard 

Parung 

Coal,  hard 

Coal ,  soft ,  mining ^ 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


5053 

FU  Hl 
0  8 
0  S 
S     6 


4 
1 


0 
0 


9     5 
9     2 


a  Not  Included  in  sample. 

The  sample  was  taken  on  the  inside  slope,  100  yards  north  of  the  main  hoist,  300 
feet  north  of  the  opening. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  172, 
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Bos  WELL.    Orekda  No.  2  Mine. 

Sample. — Semi  bituminous  coal;  Windber  field;  analyses  Nos.  6261,  6262,  6263 
(p.  172). 

Mine. — Orenda  No.  2;  Somerset  County  district;  a  Aope  mine  at  Boswell,  on  the 
Baltimore  &  Ohio  Railway. 

Coal  bed. — Upper  Kittanning,  or  C.  Carboniferous  age,  Allegheny  formation.  The 
coal  as  sampled  ranged  in  thickness  from  6  feet  1  inch  to  6  feet  5  inches.  The  roof  is 
sandy  shale  and  the  floor  is  hard  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  S.  Burrows  and  at  one  point 
by  K.  M.  Way  on  July  14, 1908,  as  described  below: 

Section  of  coal  beds  in  Orenda  No.  2  mine,  at  BosweU. 


Sflctioii.. 

LabOTatorv  No 

Roof,  sandy  shale. 

Top  coal 

Bone 

Coal 

Bone 

Coal 

Bone 

Coal 

Floor,  shale. 

Tliiokness  of  bed 

Thickness  of  coal  sampled . 


A 

B 

6261 

6262 

Ft.  in. 

Ft,  in. 

al     3 

«0     7J 
aO     2} 

AO     ^ 

0      0 

1     0 

0      1 

0      i 

4     2 

■  •         «  • 

4     2 

•  •         *  « 

5  in 

•  •        •  • 

6     1 
6      2} 

a 


Ft,   in, 

aO 

aO 

1 
•  0 

0 
aO 

4 

6     6} 
5     71 


a  Not  included  in  sample. 

Section  A  (sample  6261)  was  cut  from  the  &ce  of  left  flat  heading  7,  3,400  feet 
north  of  the  opening. 

Section  B  (sample  6262)  was  cut  from  the  face  of  right  flat  heading  8,  5,000  feet 
north  of  the  apemng. 

Section  C  (sample  6263)  was  cut  500  feet  from  the.&ce  of  rig^t  entry  7,  6,200  feet 
north  of  the  opening. 

Notes. — ^The  average  daily  output  at  the  time  of  inspection  was  1,400  tons.  The 
mine  had  a  modem  steel  tipple  and  was  equipped  to  handle  2,000  tons  daily.  All 
the  coal  was  shipped  in  run-of-mine  form.  A  good  system  of  inspecting  coal  was 
maintained  in  the  mines,  and  there  were  pickers  in  the  car  and  the  tipple. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  172. 

Elk  Lick.    Merchants  No.  3  Mine. 


Sample.'-8emihitamino\ja  coal;  Windber  field;  analyses  Nos.  6304,  6305  (p.  172). 

Mine. — ^Merchants  No.  3;  in  the  Myersdale  district;  a  drift  mine  1)  mOes  northeast 
of  Elk  Lick,  on  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — Pittsburgh  or  Big  Vein.  Carboniferous  age.  Monongahela  formation. 
The  bed  is  6^  feet  and  6|  feet  thick  at  the  points  sampled.  The  roof  and  floor  are  of 
shale. 

45889°— Bull.  22,  pt  2—13 ^28 
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The  bed  was  measured  and  sampled  at  two  jwints  on  July  29,  1908,  sample  6304 
being  taken  by  K.  M.  Way  and  sample  6305  by  P.  M.  Biefkin.    The  sections  follow: 

Settiona  of  coal  bed  in  Merdumts  No,  3  mine,  H  miles  north  of  EH  Lick. 


LebcxatoryNo 

Boof,  sbale. 

CJoal 

Bone 

CJoal 

Bone 

Coal 

Bone 

Coal 

Floor,  shale. 

ThicknesB  of  bed 

ThtRkiwws  of  ooal  sampled. 


6304 

Ft.  in. 

1 

4 

«0 

10 

2 

2 

aO 

2 

1 

7 

«6 

m  m 

5 

6 

0 

5 

1 

6306 

FL  in. 

•  6  Z 
0  M 

•  0  1^ 
2 

•0 

2  4 

6  9| 

5  4 


a  Not  included  in  sample. 

Sample  6304  was  taken  3,300  feet  northeast  of  the  opening,  in  a  face  of  right  entry  1, 
off  right  heading  3. 

Sample  6305  was  taken  4,800  feet  northeast  of  the  opening,  in  a  pillar  in  room  12  on 
right  heading  5. 

Notes. — ^A  small  quantity  of  solid  coal  was  left.  Future  output  was  to  be  almost 
entirely  from  pillar  coal.    The  output  at  time  of  sampling  was  about  700  tons  per  day. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  172. 

Jenner.    Jenker  No.  2  Mine. 

i^ampltf.-- 8emibituminous  coal;  Windber  field;  analysea  Nos.  6264,  6265,  6266  (p. 
172). 

Mine. — Jenner  Mine  No.  2;  a  drift  mine  at  Jenner,  on  the  Somerset  Branch  of  the 
Baltimore  &  Ohio  Railroad. 

Coal  bed. — Known  in  this  field  as  the  Upper  Kittanning  or  (Y.  Carbonilerous 
age,  Allegheny  formation.  Its  thickness  at  the  points  of  sampling  varied  from  3  feet 
9  inches  to  4  feet. 

The  bed  was  measured  and  sampled  at  three  points  by  P.  M.  Riefkin  on  July  18, 
1908,  as  described  below: 

Sections  of  coal  bed  in  Jenner  No.  2  mine  at  Jenner. 


Section 

Laboratory  No. 
Roof,  shale. 
Bone 


Coal 

Sulphur 

Shale 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

6264 
Fi.  in. 
aO   U 

0   5 

0   i 

B 

0265 

FU  <». 

aO   i 

3  10| 

3   3i 

•  ■      mm 

3  10| 
3   8i 

3  lU 
3  101 

c 

0266 
FI.  iM. 

•?  4 

2  71 

4      1 

3  Hi 


a  Not  included  in  sample. 

Section  A  (sample  6264)  was  cut  from  the  face  of  heading  2,  5,400  feet  southwest  of 
the  mine  mouth. 

Section  B  (sample  6265)  was  cut  from  the  face  of  heading  1,  4,080  feet  southwest  of 
the  mine  mouth. 

Section  G  (sample  6266)  was  cut  from  butt  entry  2,  off  heading  10,  3,665  feet 
southwest  of  the  mine  mouth. 

For  chemical  analysed  of  this  coal  see  part  I  of  this  bulletin,  p.  172. 
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Jerome.    Jerome  No.  1  Mine. 

i8^amp2«.--SemibituminoiLS  coal;  Windber  field;  analyses  Nos.  6258,  6259,  6260 
(p.  173). 

iftn^.— Jerome  No.  1;  a  shaft  mine  at  Jerome,  on  the  Cambria  &  Somerset  Branch 
of  the  Baltimore  &  Ohio  Railroad. 

Coal  hed.^Qf,  or  Upper  Kittanning.  Carboniferous  age,  Allegheny  formation. 
The  coal  bed  at  this  mine  ranges  in  thickness  from  4  feet  11  inches  to  5  feet  11  inches. 
The  roof  is  a  hard  shale;  the  floor  is  of  bony  coal. 

The  bed  was  measured  and  sampled  at  three  points  by  K.  M.  Way  on  July  16, 
1908,  as  described  below: 

Sections  of  coal  bed  in  JeroTne  No.  1  mine  at  Jer&nu. 


Section 

Laboratory  No 

Roof,  shale. 

Bone  and  shale 

Coal 

Bone 

Coal 

Bone 

Coal 

Bone 

Coal 

Bony  coal 

Floor,  bone. 

ThickneBS  oi  bed 

Thickness  of  coal  sampled. 


A 

B 

0258 

6250 

Ft,  in. 

Ft.  in. 

aO      4i 

aO      4 

0    11 

0    lOi 

aO      1 

aO      1 

0      2 

aO      U 
•  0        \ 

aO 

1      3 

1      6 

0 

0      h 

3      0 

1      8 

•  •          •  ■ 

aO      4i 

6    lU 
5      5} 

4    Hi 
4      0 

C 

6260 
Ft.  in. 
aO      4i 


1 

«0 

aO 

aO 

2 

0 

1 

aO 


3 
1 
2 


2 


5    U 
5      1 


o  Not  Indnded  in  sample. 

Sample  6258  was  cut  at  face  of  west  entry  1,  off  main  entry,  about  4,700  feet  west  of 
the  mine  mouth. 

Sample  6259  was  cut  in  room  9,  of!  south  entry  6,  of!  west  entry  2,  about  5,000  feet 
southwest  of  the  mine  mouth. 

Sample  6260  was  cut  at  face  of  east  entry  2,  about  3,900  feet  southeast  of  the  mine 
mouth. 

Notes. — At  the  time  of  inspection  this  mine  had  a  capacity  of  1,850  tons  a  day 
and  an  average  output  of  1,200  tons.  The  tipple  equipment  was  modem,  and  much 
care  was  exercised  in  preparing  the  coal  for  market. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  173. 

Kimmelton.    Kimmelton  Mine. 

iS^ampic.— Semibituminous  coal;  Windber  field;  (Pennsylvania  No.  9)  analyses 
Nos.  2016,  2017  (p.  173). 

Jftn^.— Kimmelton;  a  drift  mine  at  Kimmelton  on  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — Lower  Kittanning,  or  B  of  the  State  reports.  Carboniferous  age, 
All^heily  fonnation.  Thickness,  fairly  uniform,  being  not  quite  3  feet  at  this  mine; 
dip,  irregular;  roof,  sandstone;  floor,  black  laminated  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J.  von 
Borries  on  August  17,  1905,  as  shown  below: 

Sections  of  coal  bed  in  Kimmelton  mine  at  KimmsUon, 


Section 

LaboratoxrNo 

Roof,  sandstone. 

Coal 

Mother  coal  and  shale 

Mother  coal 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

2016 

Ft. 

in. 

0 

5 

0 

i 

2 

•  • 

6 

2 

111 

2 

B 
2017 
Ft.  in. 
0     4 

0      "i 
2      6 


2 
2 


in 
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Section  A  (sample  2016)  was  measured  in  butt  entry  2,  off  right  entry  6,  3,200  feet 
south  of  the  drift  mouth. 

Section  B  (sample  2017)  was  measured  in  left  entry  8,  3,000  feet  southeast  of  the 
drift  mouth. 

Notes. — ^The  coal  from  this  mine,  like  that  from  other  mines  working  the  same  bed 
in  this  district,  is  soft  and  friable.  In  1905  it  was  all  shipped  in  nm-of-mine  form  for 
steam  production.  The  estimated  capacity  of  the  mine  in  that  year  was  350  tons  per 
day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— washing  tests: 
U.  S.  Geol.  Survey  Bull.  290,  p.  182;  Bull.  336,  p.  12;  coking  tests:  U.  S.  Geol.  Survey 
Bull.  290,  p.  183;  Bull.  336,  pp.  24,  32,  41;  cupola  tests  of  coke:  U.  S.  Geol.  Survey 
Bull.  336,  pp.  51,  54,  57,  60,  63. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  173. 

LiernB.    Stauffer  No.  1  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  305,  806,  307, 10455 
(p.  173). 

Mirye. — Stauffer  No.  1;  a  drift  mine  in  the  Somerset  County  district,  one-quarter 
mile  north  of  Listie,  on  the  Somerset  &  Cambria  Branch  of  the  Baltimore  Sc  Ohio 
Railroad. 

Coal  bed. — Lower  Freeport,  or  D  of  the  State  Survey  reports.  Carboniferous  age» 
Allegheny  formation.  The  thickness  is  uniform  at  this  mine,  averaging  3  feet  2  inches. 
The  roof  is  a  hard  gray  shale  of  good  quality.  A  hard  fire  clay  forms  the  floor,  but 
usually  a  few  inches  of  coal  and  shale  are  left  as  bottom. 

The  bed  was  measured  and  sampled  at  three  points  by  P.  M.  Riefkin  on  April  15, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Stauffer  No.  1  miney  i  mile  north  of  Listie. 


Section 

Laboratory  No 

Roof,  shale. 

Coal,  gray 

Coal 

Bone 

Coal 

Mother  coal 

Coal 

Shale 

Coal,  soft 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

306 

305 

Ft.    in. 

Ft.    in. 

aO    21 

oO    2| 

2    ll 

0    U 

oO      f 

0     1 

0    6 

0    m 

«  •      •  * 

0      X 

•  •      •  « 

1    3| 

oo    U 

aO    ll 

3    4,V 

3    3^ 

2  11iV 

2  11A 

3  aH 

2  lOA 


a  Not  incladed  in  sample. 

Section  A  (sample  306)  was  cut  from  the  i&ce  of  room  5,  off  right  heading  6, 2,625  feet 
northwest  of  the  drift  mouth.  « 

Section  B  (sample  305)  was  cut  from  the  face  of  room  4,  off  left  heading  8,  2,860  feet 
northwest  of  the  drift  mouth. 

Section  C  (sample  307)  was  cut  from  the  face  of  room  25,  off  left  heading  6, 2,950  feet 
northwest  of  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  face  samples  305,  306,  and  307.  The  re- 
sults of  this  sample  are  shown  under  laboratory  number  10455. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  hand  pick  in  the  bottom  'put  of 
the  bed,  and  was  shot  down  with  black  powder.  There  were  no  screens,  tlie  coal 
being  loaded  in  run-of-mine  form.  The  coal  was  picked  by  three  trimmers  as  it  was 
loaded  on  the  car.  The  mine  had  loaded  650  tons  in  one  day,  but  at  the  time  of  sam- 
pling in  April,  1910,  the  actual  average  output  was  425  tons,  50  per  cent  of  which  was 
derived  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin  p.  173. 
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Macdonaldton.    Pen  Mar  No.  3  Mine. 

Sample. — Semibituminous  coal;  Wehnim  field;  analyBes  Nob.  312,  313,  314,  315, 
316,  317, 10454  (p.  173). 

Mine. — ^Pen  Mar  No.  3;  a  drift  mine  in  the  Somerset  County  difltrict,  at  Macdonald- 
ton, on  the  Berlin  Branch  of  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — slower  Eittanning,  or  B  of  the  State  Survey  reports.    Carboniferous  age, 
Allegheny  formation.    The  bed  at  this  mine  has  an  average  thickness  of  4^  feet,  vary- 
ing from  4  feet  3  inches  to  4  feet  2  inches.    The  roof  is  a  hard  gray  shale  with  smooth 
sur&u».    A  hard  clay  forms  the  floor.    The  clay  floor  is  smooth, 
get  mixed  with  the  coal. 

The  bed  was  measured  and  sampled  at  six  points  by  P.  M.  Riefkin  on  April  16, 
1910,  as  described  below: 

Sectione  of  coal  bed  in  Pen  Mar  No.  S  mine  at  MacdonaidUm. 


Secstkm 

LabontorrNo 

Roof,  bard  shale. 

Bony  coal 

Slate 

Coal.liard 

Mother  ooal 

Coal 

Bony  ooal 

Coal 

Mother  ooal 

Coal 

Bony  ooal 

Coal 

Shale  and  sulphur 

CoaL  bric^t 

Su^uT  streak 

CfM 

Shale 

Coal 

Shale 

Coal,  dirty,  gray 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

312 
Ft.    in. 

0    5 


aO    1 


0    8| 

0    1 


17 

0    5 


0    2| 


3 
2 


4 

9h 


0    41 
3    ©A 


0    3| 

2    0 

8  10ft 


D 

315 
Ft.    in. 
aO 

0 

0 


>Ti. 


0    21 

4    6 
8    9H 


aO    li 

•  «      •  • 

0    7| 


0    4 


u 


F 
317 

Ft.  in. 

aO  4 

aO  i 

aO  4 

0  I 

aO 

0 

0 

0 
>   0 

0 

0 

0 
dO 

0 

0 

0 

0 

0 


i 

ft 
9 


i!!! 


a  Not  included  in  sample. 

» 

Section  A  (sample  312)  was  cut  from  face  of  south  main  heading  3,  6,500  feet  south- 
w^t  of  drift  mouth. 
Section  B  (sample  313)  was  cut  from  face  of  right  entry  13,  off  south  main  heading 

3,  6,370  feet  southwest  of  drift  mouth. 

Section  C  (sample  314)  was  cut  from  face  of  left  entry  6,  off  south  entry  3,  6,490  feet 
southeast  of  drift  mouth. 

Section  D  (sample  315)  was  cut  from  face  of  room  3,  off  right  entry  9,  off  south  main 
entry  3,  6,200  feet  southwest  of  drift  mouth. 

Section  E  (sample  316),  was  cut  near  face  of  right  entry  5,  off  south  main  heading 

4,  6,700  feet  southwest  of  drift  mouth. 

Section  F  (sample  317)  was  cut  near  face  of  right  entry  2,  off  south  main  heading  3, 
3,500  feet  southwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  312,  313,  314, 315,  316, 
and  317  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
number  10454. 

Notes. — ^The  coal  at  this  time  was  imdercut  with  air  puncher  machines  in  the  bottom 
part  of  the  bed,  and  was  shot  down  with  black  powder.  There  were  no  screens,  the 
coal  being  loaded  in  run-of-mine  form.  This  mine  had  loaded  2,500  tons  in  one  day, 
but  at  the  time  of  inspection  and  sampling  the  actiuil  average  daily  output  was  1,100 
tons.    The  greater  part  of  the  tonnage  was  derived  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  173. 
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Macdonaldton.    Pen  Mar  No.  2  Mikb. 

Sample. — Semibituminous  coal;    Windber  field;  analyses  Nos.  308,  309,  310,  311, 
10451  (p.  174). 
Mine. — Pen  Mar  No.  2;  a  shaft  mine,  400  feet  in  deptii,  in  the  Somenet  district,  1^ 

miles  iBouthwest  of  Macdonaldton,  on  the  Berlin  brandi  of  the  Baltimore  &  Ohio 

» 

Railroad. 

Coal  bed. — Lower  Kittanning,  or  B  of  the  State  Survey  reports.  Carboniferous  age, 
Allegheny  formation.  The  bed  at  the  mine  has  an  average  thickness  of  4  feet  4  inches, 
varying  from  4  feet  to  4  feet  5  inches.  The  roof  is  a  gray  shale  of  good  quality.  A 
fairly  hard  shale  forms  the  floor. 

The  bed  was  measured  and  sampled  at  four  points  by  P.  M.  Riefkin  on  April  16, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Pen  Mar  No.  2  mine,  H  mUe9  iouthwest  of  Macdonaldton. 


Section 

Laboratory  No. ... , 
Roof,  slate. 

Bone 

Shale 

Bone...... 

Shale 

Coal 

Bone  and  shale. 

Coal 

Bone  and  shale. 

Coal 

Shale 

Coal 

Sulphur  streak. 


Sulphi 
Coair. 


Mother  coal 

Coal 

Mother  coal 

Coal 

Coal  (erayi  dirty) 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


o  Not  included  in  sample. 

Section  A  (sample  308)  was  cut  from  face  of  room  6,  off  level  1,  between  left  entries 
1  and  2,  2,000  feet  west  of  drift  mouth. 

Section  B  (sample  309)  was  cut  from  face  of  left  entry  3,  off  north  main  entry  2, 2,900 
feet  northwest  of  drift  mouth. 

Section  C  (sample  310)  was  cut  in  north  main  heading,  200  feet  north  of  rig^it  head- 
ing 8,  3,000  feet  north  of  drift  mouth. 

Section  D  (sample  311)  was  cut  in  neck  of  room  3,  off  right  enlry  1,  off  north  main 
heading,  1,300  feet  northeast  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  308,  309,  310,  and  311  for 
an  ultimate  analysis,  the  results  of  which  are  shown  imder  laboratory  number  10451. 

Notes. — The  coal  at  this  mine  was  undercut  with  puncher  machines  in  the  bottom 
part  of  bed,  and  was  shot  down  with  permissible  explosives  and  with  black  powder. 
There  were  no  screens,  the  coal  being  loaded  in  run-of-mine  form.  Two  trimmers 
picked  the  coal  on  the  car  as  it  was  loaded.  This  mine  had  loaded  1,100  tons  in  one 
day,  but  the  actual  daily  output  was  800  tons.  About  77  per  cent  of  the  coal  was 
derived  from  advance  work. 

For  chemical  analyses  of  this  coal  see  psut  I  of  this  bulletin,  p.  174. 
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Metersdale.    Elk  Lick  Nob.  1,  2,  and  3  Mines. 

iS'am7)2e.— Semibituminous  coal;  Windber  field;  analyses  Nos.  6301,  6302,  6306, 
6307  (p.  174). 

Mine, — ^Elk  Lick  Nos.  1,  2,  and  3  drift  mines;  Meyersdale  district,  1^  miles  south- 
west of  Meyersdale,  on  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — Pittsburgh  or  Big  Vein,  except  No.  3  mine  (sample  6307),  which  is  Red- 
stone. Carboniferous  age,  Monongahela  formation.  The  Pittsburgh  bed  is  from  7} 
feet  to  8  feet  thick  at  the  points  sampled.  The  roof  and  the  floor  are  shale.  The 
dip  is  slight. 

The  bed  was  measured  and  sampled  at  four  points,  sample  6301  being  taken  by 
K.  M.  Way  and  sample  6306  by  P.  M.  Riefkin  on  July  27,  1908,  as  described  below: 

Sections  of  coal  bed  in  Elk  Lick  Nob.  1,  2^  and  S  mines,  H  miles  southwest  of  Meyersdale. 


Laboratory  No 

Roof,sfaale. 

Hard  sliafe 

Sulnhur 

Bone 

Coal 

Bone 

Shale 

Bone 

Coal 

Bone 

Coal 

Shale 

Bone 

Coal 

Floc^  shale. 

Thickxiess  of  bed 

Thiclmess  of  coal  sampled. 


6907 
Ft.  in. 
1     1 
0       i 


0  11 
0  1 
2     7 


1  H 


a  Not  included  in  sample. 


b  Measurement  estimated. 


Sample  6301  was  taken  3,000  feet  northwest  of  opening  in  room  1,  off  butt  entry  2, 
off  right  pump  heading  2  of  Elk  Lick  No.  1  mine. 

Sample  6306  was  taken  4,500  feet  northwest  of  opening,  room  24,  off  left  entry  3,  off 
right  section  3  of  Elk  Lick  No.  1  mine. 

Sample  6302  was  taken  2,600  feet  northwest  of  opening  in  face  of  right  entry  6,  off 
west  main  entry  of  No.  2  mine. 

Sample  6307  was  taken  2,000  feet  northwest  of  opening  in  extension  of  left  heading 
2  in  No.  3  mine. 

Notes. — The  coal  from  two  beds — Pittsburgh  and  Redstone — ^was  loaded  over  same 
tipple,  but  was  not  mixed.  Daily  output  of  No.  1  was  1,700  tons;  of  No.  2,  350  tons; 
and  of  No.  3,  which  was  not  in  operation,  600  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  174. 

Meyebsdale.    SuMMrr  Nos.  1  and  2  Mines. 

i^omp^.— Semibituminous  coal;  Windber  field;  analyses  Nos.  6303,  6308,  6309 
(p.  174). 

Mines. — Summit  Nos.  1  and  2;  Meyersdale  district;  drift  mines  1)  miles  southwest 
of  Meyersdale,  on  the  Baltimore  &  Ohio  Railroad. 

Coal  beds. — Pittsburgh  (Summit  No.  1)  and  Redstone  (Summit  No.  2).  Carbon- 
iferous age,  Monongahela  formation.  The  Redstone  bed  is  about  4  feet  thick; 
Pittsburgh  bed,  about  7}  feet. 
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The  coal  was  measured  and  sampled  at  Summit  No.  1  mine  by  K.  M.  Way  (6303) 
and  at  No.  2  mine  by  K.  M.  Way  (6308)  and  P.  M.  Riefkin  (6309)  on  July  28,  1908,  as 
described  below: 

Sections  of  coal  beds  in  Summit  Noa.  1  and  2  mines,  H  miles  soiUhwest  of  MeyersdaU. 


Lftbomtory  No. 
Roof,8liafe. 

Coal 

Bone 

Sulphur. 


Bone. 
Coal. 


Coal 

Bone 

Coal 

Shale  and  coal 

Coal 

Bone 

Coal 

Floor,  shafe. 

Thiokneeaofbed 

Thickness  of  ooal  sampled . 


6300 
Ft.  te. 


1 
0 

"i 

0 

1 


1 

1 


t  I 


a  Not  included  in  sample. 

Sample  6303  was  taken  4,000  feet  northwest  of  opening,  in  face  of  rig^t  heading  4 
of  No.  1  mine. 

Sample  6308  was  taken  2,000  feet  northeast  of  opening,  in  face  of  right  heading  2  of 
No.  2  mine. 

Sample  6309  was  taken  3,500  feet  northeast  of  opening,  in  face  of  right  heading  7  of 
No.  2  mine. 

Notes. — Goal  was  all  shipped  in  run-of-mine  form  and  was  sent  to  cars  on  inclined 
chute  300  feet  long.  Two  men  on  cars  picked  out  impurities.  The  product  of  these 
two  mines  was  shipped  together,  with  consequent  higher  ash  product  than  if  the 
Pittsburgh  bed  only  had  been  loaded.  DaOy  output  of  No.  1  was  900  tons  and  of  No. 
2,  250  tons. 

For  chemical  analjrses  of  this  coal  see  part  I  of  this  bulletin,  p.  174. 

Ralfhton.    Ralphton  No.  1  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  6268,  6269  (p.  175). 

Mine. — ^Ralphton  No.  1 ;  aslope  mine  at  Ralphton,  on  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — Upper  Kittanning  or  G^.  Garboniferous  age,  Allegheny  formation.  The 
coal  as  sampled  ranged  in  thickness  from  3  feet  5  inches  to  3  feet  7  inches.  The  looi 
LB  a  hard  shale  which  stands  well  in  the  rooms.    The  floor  is  a  hard  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  July  20, 1908, 
as  described  below : 

Sections  of  coal  bed  in  Ralphton  No.  1  mine  at  Ralphton. 


Section 

Laboratory  No 

Roof,  shale. 

Bone  and  shale 

Coal 

Shale 

Bone 

Coal 

Mother  ooal 

Coal 

Mother  ooal 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


B 


Ft  hL 
0      7 


a  Not  included  in  sample. 

Section  A  (sample  6268)  was  cut  from  the  face  of  west  entry  2,  ofiF  ri^t  heading  7, 
about  4,000  feet  west. 
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Section  B  (sample  6269)  was  cut  from  lace  of  dip  entry  1,  about  2,300  feet  south. 
Notes. — ^The  daily  output  of  this  mine  at  the  time  sampled  was  about  1,000  tons. 
It  was  equipped  with  a  modem  wood  tipple  capable  of  handling  large  tonnages. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  175. 

Stouohton.    Jenneb  No.  1  Mike. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  6267  and  6270  (p.  175). 

Mine. — Jenner  No.  1;  Somerset  district;  a  slope  mine  at  Stoughton,  on  the  Somerset 
Branch  of  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — Upper  Eittanning,  or  (Y  of  the  State  Survey  reports.  Carboniferous  age, 
Allegheny  formation.  The  bed  where  sampled  varied  in  thickness  from  3  feet  8} 
inches  to  3  feet  10  inches. 

The  bed  was  measured  and  sampled  at  two  points  by  E.  M.  Way  and  P.  M.  Riefkin 
on  July  20,  1908,  as  described  below: 

Sections  of  coal  bed  in  Jenner  No.  1  mine,  at  Stoughton. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Bone 

Mother  ooal 

CoaL 

Floor,  sihale. 

TblckneBS  of  bed 

Thickness  of  coal  sampled. 


A 

6367 

FL    in* 

h  1 

*2    *9i 


3 
3 


n 


D 
6270 
Ft.    in, 
0    11 

2   4 


3 
3 


Section  A  (sample  6267)  was  cut  from  the  face  of  right  entry  3,  of  No.  1  dip,  1,300 
feet  northeast. 
Section  B  (sample  6270)  was  cut  from  the  face  of  third  dip,  1,500  feet  southwest. 
For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  175. 

■ 

WiNDBEB.    Eureka  No.  31  Mine. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nob.  9004,  9006,  9006, 
9007,  9008,  9009,  9020,  9021  (p.  175). 

Mine. — Eureka  No.  31;  a  drift  mine  in  the  Windber  district,  at  Windber,  on  the 
South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Eittanning,  or  B  of  the  State  Survey  reports.  Carboniferous  age, 
Allegheny  formation.  The  coal  has  an  average  thickness  of  4  feet;  has  a  good  roof  of 
gray  shale,  and  a  hard,  smooth  floor  of  clay. 

The  bed  was  measured  and  sampled  at  six  points  by  H.  M.  Wolflin  on  August  30, 
1909,  as  described  below: 

SectioTis  of  coal  bed  in  Eureka  No.  SI  min>e,  at  Windber. 


Section 

A 

9004 
Ft.  in. 
0     Si 
0      1 

6     3 

0   "i 

•  ■         *  « 

0     2i 

mm           •  • 

0      4* 

0      7 

S  4 

2    10 
2    10 

B 

9005 

Ft.  in. 

I  1 

•  •         •  • 

1   lU 

•  •              •  V 

•  •         •  • 

•  •         •  • 

•  •         •  • 

aO     3| 

•  •         •  « 

0      7| 
3    10 

C 
9006 
Ft.  in. 
0     8i 

•  •        •  • 

0  1 

•  •        •  • 

•  •          mm 

•  •          •  • 

1  2 
1     8 

•  •          •  * 
mm           •  • 
■  •            •  * 

•  •            *  * 

3      7 
3      7 

D 
9006 

Ft,  in, 

'6    "7 
0     21 

0       { 

0    10} 

2  3 

•  •         •  • 

mm             •  « 

3  m 

3  11} 

E 

9007 

J^.  in, 

'i   "6 

0     7} 

2  1 

*  ■        «  • 

3  9 
3      9 

P 

Laboratory  No 

9009 

Roof,  gray  shale. 

Cofd 

Ft.    in. 

Coal  (bard  RT»y)  . . , 

0   10 

Bone 

Ctoal 

•  •        •  • 

Pyrites. 

Coal  (>»*Td)  .. 

•  0       i 

Coal(totigh) 

Coal 

•  •         •  * 

0     4 

Bone 

CJoal  (gray) 

0     8 

Coal 

2       h 

Mother  coal .... 

CJoal  (hard) 

Floor,  hard,  smooth  clay. 

T  Dlckn  ess  of  bed 

3    101 

Thlckmem  of  coal  Hampled 

3    1^ 

"    ■*•"■ 

a  Not  included  in  sample. 
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Section  A  (sample  9004)  was  cut  from  the  pillar  of  room  4,  on  south  entry  7,  off  west 
entry  46,  off  main  entry. 

Section  B  (sample  9005)  was  cut  from  the  inllar  of  room  13,  on  south  entry  3,  off  west 
entry  46,  off  main  entry. 

Section  G  (sample  9008)  was  cut  from  the  face  in  a  room  on  left  entry  2,  off  new  drift. 

Section  D  (sample  9006)  was  cut  from  pillar  13,  off  east  entry  56,  off  main  entry. 

Section  E  (sample  9007)  was  cut  from  the  entry  pillar  near  room  4,  on  east  entry  36, 
off  main  entry. 

Section  F  (sample  9009)  was  cut  from  the  hce  of  room  1,  off  southwest  entry  15,  off 
main  entry. 

A  composite  sample  was  made  by  mixing  pillar  samples  9004,  9006,  9006,  and  9007 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  9021. 

A  composite  sample  was  also  made  by  mixing  face  samples  9006  and  9009  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  9020. 

Notes. — ^The  coal  at  this  mine  was  undercut  in  the  bottom  part  of  the  bed  with 
puncher  machines,  and  was  shot  down  with  black  powder.  There  were  no  screens, 
the  entire  output  being  loaded  as  run-of-mine  coal.  The  coal  was  picked  by  one  man 
as  it  was  loaded  on  the  car.  When  sampled  in  1909  the  mine  had  a  capacity  of 
2,200  tons,  and  an  average  daily  output  of  about  1,040  tons.  The  maximum  day's 
run  was  2,700  tons.  The  mine  had  370  acres  of  solid  coal  to  work  out.  The  tonnage 
for  several  years  was  expected  to  be  60  per  cent  from  advance  work  and  40  per  cent 
from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  175. 

WiNDBBB.    Eureka  No.  32  Mine. 

iSomp^.— Semibituminous  coal;  Windber  field;  analyses  Nob.  8949,  8050,  8951, 
8952,  8953,  9022  (p.  175). 

Mine, — Eureka  No.  32 ;  a  drift  mine  in  the  Windber  district,  at  Windber,  on  the 
South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed, — Lower  Kittanning,  or  B  of  the  State  Survey  reports.  Carboniferous  age, 
Allegheny  formation.  The  bed  as  mined  has  an  average  thickness  of  3^  feet,  and 
varies  from  3  feet  to  4  feet  2  inches.  The  roof  is  a  thickly  bedded  gray  shale,  having 
a  thickness  of  2^  feet,  and  being  overlain  with  sandstone.  The  floor  is  a  hard  clay 
with  smooth  surface. 

The  bed  was  measured  and  sampled  at  five  points  by  H.  M.  Wolflin  on  August  26, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No,  St  mine,  at  Windber, 


Section 

LaboratcNry  No 

BooLerayshato. 

Dirty  top  ooaki 

CJoal 

Coal,  dull,  cabioal 

Coal,  tough 

Bone 

Coi^fgray 

Coal 

Coal,  mother  ooal  streaks. . 
Floor,  hard  clay. 

Thickness  of  bed 

ThJoknesB  of  ooal  sampled. 


A 

Ft.   <n. 
0  1 

0  n 

0  0 


2  2 


3 
3 


3 


B 

8050 

Ft.  in. 

mm  •  • 

0  0 

•  •     •  • 

0  2 

■  *    •  • 

0  101 

•  •    •  • 

8  10 
8  10 


C 

8051 

J^.  in. 

0  li 
0  7 


0  i 

0  10 

2  0 

3  7 
3  Sk 


D 
8052 
Ft.  in. 
0 
0 


if 


0   f 

2  8} 

■  *  •  • 

8  8 

8  Sk 


E 

8068 

Ft.  in. 
0  3 
0  Oi 


0  i 

1  8 


3  1 
3 


a  Not  inoluded  In  sample. 

Section  A  (sample  8949)  was  cut  from  a  pillar  on  the  main  entry  near  rig^t  entry  16, 
8,000  feet  S.  ^"^  E.  from  the  drift  mouth. 

Section  B  (sample  8950)  was  cut  from  the  pillar  of  west  entry  4,  off  light  entry  12, 
off  main  entry,  6,800  feet  S.  60""  £.  from  the  drift  mouth. 


r 
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Section  C  (sample  8951)  was  cut  from  right  entry  26,  off  main  entry  41,  near  room  14, 
12,000  feet  S.  75^  E.  from  the  drift  mouth. 

Section  D  (sample  8052)  was  cut  ham  the  entry  pillar  near  room  2  on  iig|it  exLtry 
6,  off  main  entry,  2,800  feet  S.  60^  £.  from  the  drift  mouth. 

Section  £  (sample  8053)  was  cut  from  a  barrier  pillar  of  left  entry  5,  off  main  entry 
2,  3,300  feet  N.  80^  £.  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8949,  8960,  8951,  8962,  and  8953 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  0022. 

Notes. — ^At  the  time  of  sampling,  the  coal  at  this  mine  was  undercut  in  the  bottom 
part  of  the  bed  with  puncher  machines,  and  was  diot  down  with  black  powder.  There 
were  no  screens  at  the  tipple,  the  entire  output  being  loaded  as  nm-of-mine  coal. 
One  trimmer  picked  the  coal  as  it  was  loaded  on  the  cars.  The  mine  had  a  capacity 
of  1,500  tons,  and  an  average  daily  output  of  566  tons,  98  per  cent  of  which  was  from 
pillar  coal.    The  estimated  life  of  the  mine  was  about  9  years. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  175 

WlKDBER.      EUBEKA  No.  35  MiNB. 

iSam|>2e.— fiemibituminous  coal;  Windber  field,  analyses  Noe.  8873,  8874,  8875, 
8876,  8877,  8878,  8879,  8939,  8940  (p.  176). 

Mine. — Eureka  No.  35;  a  drift  mine  in  the  Windber  district,  at  Windber,  on  the 
South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed, — Lower  Eittaoning  or  B.  Carboniferous  age,  Allegheny  formation.  The 
coal  has  an  average  thickness  of  3  feet  9  inches,  varying  from  3  feet  to  5  feet.  It  is 
overlain  with  a  hard  shale,  which  makes  a  good  roof.  From  4  to  6  inches  of  the  top 
part  of  the  coal  is  bony  and  is  generally  left  up  for  a  roof.  The  floor  is  a  shaly  blue 
clay  with  a  fairly  smooth  surface. 

The  bed  was  measured  and  sampled  at  seven  points  by  H.  M.  Wolflin  on  August 
19  and  20,  1909,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No.  S5  mine,  at  Windber. 


Section 

I^aboratory  No 

Roof,  shale  and  top  ooal. 

Coal,  hard,  gray,  cubical — 

Coal 

Coal,  duU  Titreous 

Coal 

Coal,  gray 

Coal 

Flow,  shaly  blue  clay. 

TnickneBS  of  bed. 

Thickness  of  ooal  sampled. . 


A 

8875 
Ft.   M. 

B 

8874 

J^.  in. 

C 

8870 
Fl.  in. 

D 

8878 
Ft,  in. 

E 

8873 

Ft.  fn. 

F 

8877 

Ft.  In. 

6  '4 

0  10 

1  llj 

•  ■    •  • 

1     1 

0  5 

•  •      a  • 

1  0 

1  If 

•  •    •  • 

0   4i 
0  10 

0  10 

1  lOi 

»  *        •  • 

0  8 

«  *    •  • 

*i  '7 

1  6 

•  •   •  « 

0  5 

•  •     ■  « 

0  7 
2  0 

0  7^ 

«  •   •  • 

0  1 
0  2 

0  9 

1  11 

3  \\ 
3   IJ 

3   7f 
3   71 

a  11 

3  11 

3   9 
3   0 

3  0 
3   0 

3  6| 
3   6} 

o 

8876 
Ft.  M. 

•  ■         •  • 

0  4 

0  2i 

0  3 

0  lOi 

2  0 

3  8 
3     8 


Section  A  (sample  8875)  was  cut  from  the  face  of  the  main  air  course.  (This  sample 
was  high  in  moisture,  because  the  entry  where  it  was  taken  was  very  wet.) 

Section  B  (sample  8874)  was  cut  from  the  face  of  right  entry  23,  off  the  main  entry. 

Section  G  (sample  8879)  was  cut  from  a  pillar  between  rooms  33  and  34  on  left  entry 
16,  off  main  entry. 

Section  D  (sample  8878)  was  cut  from  the  pillar  of  room  6,  off  left  entry  8,  off  main 
entry. 

Section  £  (sample  8873)  was  cut  from  the  ^e  of  right  entry  23,  off  north  entry. 

Section  F  (sample  8877)  was  cut  from  the  pillar  of  right  entry  11,  off  north  entry. 

Section  G  (sample  8876)  was  cut  from  the  face  of  left  entry  21,  off  main  entry. 

Composite  samples  were  made  by  mixing  the  face  samples  8873, 8874, 8875,  and  8876, 
and  by  mixing  the  pillar  samples  8877,  8878,  and  8879  for  ultimate  analyses,  the 
results  of  which  are  shown  under  laboratory  numbers  8939  and  8940,  respectively. 
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Noiu, — ^The  coftl  at  this  mine  was  undercut  with  puncher  machines  and  was  ahot 
down  with  black  powder.  There  were  no  screens,  the  coal  being  loaded  entirely  in 
run-of-mine  form.    It  was  picked  by  two  men  as  it  was  loaded  on  the  car. 

The  average  daily  output  of  the  mine  in  August,  1909,  was  1,587  tons,  the  maTimiiTn 
day's  run  being  2,500  tons.  The  output  was  to  be  derived  from  both  pillars  and  from 
advance  work  in  the  proportion  of  95  x)er  cent  from  advance  work.  There  were  2,900 
acres  of  solid  coal  in  this  property,  assuring  a  long  life. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  176, 177. 

WiNDBBR.    Eureka  No.  35-C^  Mins. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  8964,  8965,  8966, 
9025  (p.  177). 

Mine, — Eureka  No.  35-Cy,  a  drift  mine  in  the  Windber  district,  at  Windber,  on  the 
South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed. — Upper  Kittanning  or  C^.  Carboniferous  age,  Allegheny  formation.  The 
coal  at  this  mine  varies  from  5^  feet  to  6}  feet  in  thickness;  has  a  bony-coal  roof  about 
10  inches  thick,  above  which  is  a  clay  shale;  floor  of  ahaly  clay,  with  a  smooth  surface. 

The  bed  was  measured  and  sampled  at  three  points  by  H.  M.  Wolflin  on  August  27, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No,  Sd-C/  mine  at  Windber. 


Section 

Laboratory  No -, 

Roof,  shale  and  top  coal. 

Bonyooala 

Coal 

Bony  coal 

Coal  (gray,  tough) 

Floor,  clay. 

Tnlckness  of  bed 

ThlcknesB  of  coal  sampled 


a  Not  included  in  sample. 

Section  A  (sample  8964)  was  cut  from  the  face  of  right  entry  2,  off  nudn  entry. 

Section  B  (sample  8965)  was  cut  from  the  face  of  the  main  entry,  150  feet  from 
right  entry. 

Section  C  (sample  8966)  was  cut  from  the  face  of  left  air  course  2,  off  the  main  entry. 

A  composite  sample  was  made  by  mixing  the  face  samples  8964,  8965,  and  8966  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  9025. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  puncher  machines  in  the  bottom 
part  of  the  bed,  and  was  shot  down  with  black  powder.  The  tipple  had  no  screens, 
all  the  coal  being  loaded  in  run-of-mine  form.  The  capacity  of  the  mine  was  130 
tons  at  the  time  of  sampling  and  the  average  daily  output  was  100  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  177. 

WiNDBBR.      EURBKA  No.  30  MiNB. 

Sample. — Semibituminous  coal;  Windber  field;  analyses  Nos.  8943, 8944,  8945,  8946, 
8947,  8948,  9019  (p.  177). 

Mine. — Eureka  No.  30;  a  drift  mine  in  the  Windber  district,  1}  miles  west  of  Wind- 
ber, on  the  South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed. — ^Lower  Kittanning  or  B.  Carboniferous  age,  Allegheny  formation. 
Thickness,  uniform,  ranging  as  mined  from  2  feet  9  inches  to  3  feet  6  inches;  roof, 
thick-bedded  sandstone  on  the  right  of  the  main  entry,  and  tender  clay  shale  on  the 
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left  thereof;  ffoor,  hard  underclay  with  smooth  surface;  cover,  for  the  most  part,  190 
to  225  feet. 

The  bed  was  measured  and  sampled  at  six  iwints  by  R.  Y.  Williams  on  August  27, 
1909,  as  described  bebw: 

Sections  of  coal  bed  in  Eureka  No,  SO  mine,  1\  mUes  toest  of  Windber. 


Section 

Laboratory  No 

Roof,  sees.  A,  C,  F,  nndstone;  sees.  B,  D, 
£  jslay  shale. 

Top  coal  (grainy) 

Sulphuroas  bone  to  Shale 

Gray  coal. 

Soft  bright  ooal 

Sulphur  and  bone  streak 

Soft  bright  ooal 

Bony  coal  to  gray  ooal 

Bc^Drightooal 

Sulphur  streak 

Soft  bright  ooal 

Floor,  hard  day. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 


Ft, 

•  0 

•  0 


in, 
8 


0 
ao 

0 
SO 

2 


9 

4 


3    11 
3 


Jf 


B 
8944 


Ft. 

•  0 

3 


in. 

7 


0  4 

3      11 


C 

8945 

Ft.   in, 
ao     6 
ao       i 

0     6 
Trace. 
0     3 
0 
0 
ao 
1 

3 
3 


4 
5 

1 


D 
8946 


Ft, 
ao 
ao 

'6 
0 
1 
ao 
0 
0 
0 


In. 
10 


9 


4      2* 
3     3| 


E 
8947 


Ft, 
ao 
ao 

"6 
0 
0 
0 
1 
ao 
1 

3 
2 


in, 

7 
1 

ij 

6J 
0 

t 

St 


F 

.8948 

Ft.  in. 
ao     3 


0  6 

0  t 

0  3 

0  1 

2  1(^ 


3    101 
3      7} 


a  Not  fndnded  In  sample. 

Section  A  (sample  8943)  was  cut  from  a  chain  pillar  on  right  entry  1,  off  right  entry 
10,  9,500  feet  from  the  drift  mouth.    This  pillar  had  been  standing  about  16  months. 

Section  B  (sample  8944)  was  cut  from  a  chain  pillar  on  left  entry  10,  off  the  main 
entry,  9,500  feet  from  the  drift  mouth.  This  pillar  had  been  standing  about  three 
yean. 

Section  G  (sample  8945)  was  cut  from  the  face  of  right  entry  13,  off  main  entry  1, 
10,000  feet  from  the  drift  mouth. 

Section  D  (sample  8946)  was  cut  from  the  face  of  room  11  on  left  entry  11,  off  main 
heading  2, 10,800  feet  from  the  drift  mouth. 

Section  E  (sample  8947)  was  cut  from  the  face  of  left  entry  15,  off  main  entry  2, 
11,500  feet  from  the  drift  mouth. 

Section  F  (sample  8948)  was  cut  fromi  the  face  of  left  entry  15,  off  main  entry  1, 
10,500  feet  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8945,  8946,  8947,  and 
8948  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number 
9019. 

Notes. — ^The  coal  at  this  mine  was  imdercut  in  bottom  part  of  bed  by  puncher 
machines,  and  was  shot  down  with  black  powder.  The  tipple  was  not  equipped  with 
screens,  so  that  the  entire  output  was  shipped  as  run-of-mine  ooal.  This  is  a  coking 
coal,  but  there  were  no  ovens  at  this  plant.  The  coal  was  picked  on  the  cars.  The 
capacity  of  this  mine  was  2,750  tons  daily,  the  average  output  at  the  time  of  sampling 
being  980  tons.  The  future  output  was  to  be  derived  both  from  advance  work  and 
from  pillars  in  about  equal  proportions. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  178. 

Windber.    Eureka  No.  33  Minb. 

Sample, — Semibituminous  coal;  Windber  field;  analyses  Nos.  8954, 8955, 8956, 8957, 
8958,  909^1  (pp.  177,  178). 

Mine. — ^Eureka  No.  33,  a  drift  mine  in  the  Windber  district,  2  miles  south  of 
Windber,  on  the  South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coed  bed. — ^Lower  Kittanning,  or  B  of  the  State  Survey  reports;  Carboniferous  age, 
Allegheny  formation.  Thickness,  uniform,  ranging  as  mined  from  3  feet  5  inches  to 
4  feet,  and  dipping  ip  S.  30°  E. ;  roof,  strong  gray  shale,  2  feet  thick  and  capped  with 
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sandstone;  floor,  hard  day  with  smootii  suiface;  coim,  lor  the  most  part,  80  to  100 
feet. 

The  bed  was  measured  and  sampled  at  five  points  by  R.  Y.  Williams  on  August  28, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No.  SS  minej  2  miles  south  of  Windber. 


Section 

Laboratory  No 

Rooj^  strong  gray  shale. 

Topooaia 

Pyrites 

Coal 

Mother  coal 

Bonyooal 

Coal  (gray) 

Coal 

Mother  ooala 

Coal 

Pyrites* 

Coal. 


Floor,  hard  day. 
llilckiiessofbed. 


Thickness  of  ooal  sampled . 


A 

8054 
Ft  in. 
0     3 

0     H 


\  i 


0      1 
0    lOi 


3 
3 


B 
8055 
Ft.  in. 
0     7 

0       i 

0     8 

•  •         •  • 

0       i 

0  6 

1  10} 


0     3} 


3    11 
3 


ii 


C 
8056 
FL  in. 
0     8 

•  •        •  • 

0     6 


0 
0 
1 

0 
0 
0 
0 


1 


3    lOi 
3      1 


D 

8057 

Ft.  in. 

0  7 

•  «         •  • 

1  3 
0       I 


a    4 


3      ?{ 


S 
80i8 
FL    in. 
0     4 

i      2 


-     H 

1    0 


0  i 

0  3 

3  11 

3  (4 


a  Not  included  in  sample. 

Section  A  (sample  8954)  was  cut  from  the  last  chain  pillar  on  the  main  entry,  6,000 
feet  from  the  drift  mouth. 

Section  B  (sample  8955)  was  cut  from  the  pillar  of  right  entry  12, 4,600  feet  from  the 
drift  mouth. 

Section  C  (sample  8956)  was  cut  from  the  last  pillar  of  main  entry  2,  off  right  entry  9, 
4,500  feet  from  the  drift  mouth. 

Section  D  (sample  8957)  was  cut  from  the  pillar  of  room  1,  off  left  entry  5, 2,200  feet 
from  the  drift  mouth. 

Section  £  (sample  8958)  was  cut  from  the  barrier  pillar  of  left  entry  3,  off  the  main 
entry,  1,200  feet  from  the  drift  mouth.    This  sample  was  wet. 

A  composite  sample  was  made  by  mixing  the  pillar  samples  8954,  8955,  8956,  8957, 
and  8958  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  num- 
ber 9023. 

Notes. — ^The  coal  at  this  mine  was  undercut  in  bottom  part  of  bed  by  air  ptmcher 
machines,  and  was  shot  down  with  black  powder.  The  tipple  was  not  equipped  with 
screens,  so  that  the  entire  output  was  shipped  as  run  of  mine.  The  coal  cokes,  but 
there  were  no  ovens  at  this  plant.  The  coal  was  picked  on  car.  The  daily  output  at 
the  time  of  sampling  averaged  600  tons,  1,500  tons  being  the  maximum  day 's  run.  The 
mine  was  nearing  exhaustion  and  the  output  was  to  be  derived  entirely  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  178. 

WiNDBXB.      EURBKA  No.  34  MiNE. 

iSamp^e.— ^mibituminous  coal;  Windber  field;  analyses  Nos.  8959,  8960,  8961, 
8962,  8963,  9024  (p.  178). 

lftn€.— Eureka  No.  34 ;  a  drift  mine  in  the  Windber  district,  1}  miles  south  of  Wind- 
ber, on  the  South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Kittanning  or  B.  Carboniferous  age,  Allegheny  formation.  At 
this  mine  it  averages  3)  feet  in  thickness,  varying  from  3  to  4)  feet.  The  roof  is  i)oor ; 
a  thick,  bedded,  clay  shale.    The  floor  is  a  hard  clay,  which  has  a  smooth  surface. 
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The  bed  was  measuied  and  eampled  at  five  points  by  H.  M.  Wolflin  on  August  28, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No.  S4  mine,  H  mile$  south  of  Wvndber. 


Section 

Labontory  No 

Roof,  gray  shale. 

Bony  coal 

Coal  (with  mother  coal  streaks). 

Coal  (with  sulphur  streaks) 

Coal(haid) 

Coal 

Coal  (hard,  gray) 

Sulphur 

Coal  (gray) 

Sulphur 


buipi 
Cod. 


Floor,  hard  clay. 
Tlildaiessofbed. 


Thickness  of  coal  sampled . 


A 

8060 
FL  in. 

•  •         •  • 

1      0 

»   m  mm 

0      h 


1    H 


3 


111 


B 

8060 

Ft.  in. 

•  0     7 

•  *         •  • 

aO      3 


0 
0 

6 

2 

4 
3 


7 
1 

16 

0 

4 
6 


C 

8061 
Ft.  in. 


0     8\ 
0    11 


1     01 

3      6 
3      6 


D 

8062 

Ft.  in. 

•  0     2 


1      0 


1    10 

3      0 

3      7 


E 
8063 
FL  in. 

1      1 
0        i 


0 
0 

0  Id 

0 
1      3 


4        i 

3    11 


a  Not  Included  in  sample. 

Section  A  (sample  8959)  was  cut  from  a  pillar  near  room  26,  off  south  entry  1,  off  right 
entry  13,  off  main  entry. 

Section  B  (sample  8960)  was  cut  from  a  pillar  near  room  19  on  left  entry  15,  off  main 
entry  2. 

Section  G  (sample  8961)  was  cut  from  the  face  of  room  21  on  left  entry  2,  off  main 
entry. 

Section  D  (sample  8962)  was  cut  from  the  face  near  the  head  of  the  main  air  course. 

Section  E  (sample  8963)  was  cut  from  the  face  of  south  entry  5  off  right  entry  18,  off 
main  entry  1. 

A  composite  sample  was  made  by  mixing  the  face  samples  8961,  8962,  and  8963  for 
an  ultimate  analysis,  the  results  of  which  are  shown  imder  laboratory  number  9024. 

Notes. — ^The  coal  at  this  mine  was  tmdercut  in  the  bottom  part  of  the  bed  by  puncher 
machines  and  was  shot  down  with  black  powder.  There  were  no  screens  at  the  tipple, 
the  coal  being  loaded  entirely  in  run-of-mine  fonn.  One  trimmer  cleaned  the  coal 
as  it  was  loaded  on  the  cars.  The  capacity  of  the  mine  was  1,200  tons,  the  maximum 
day's  run  being  1,540  tons.  The  average  daily  output  was  524  tons.  The  future 
supply  was  to  be  derived  from  both  pillars  and  advance  work  in  equal  proportions. 
There  were  600  acred  of  unmined  coal. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  178. 


WiNDBEB.      EUBEKA  No.   36  MiNE. 

Sample. — Semi  bituminous  coal;  Windber  field;  analjrses  Nos.  6274,  6275,  6276, 
8920,  8921,  8922,  8923,  8924,  8925,  9026,  9027  (pp.  178,  179). 

Mine. — Eureka  No.  36,  a  drift  mine  in  the  Windber  district,  1)  miles  east  of  Wind- 
ber, on  the  South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed. — Lower  Kittanning,  Miller,  or  B  of  the  State  Survey  reports.  Carbonifer- 
ous age,  Allegheny  formation.  At  this  mine  the  bed  averages  3)  feet  in  thickness  and 
is  nearly  uniform.  The  roof  is  thick-bedded  shale,  its  maximum  thickness  being  5|  feet, 
above  which  is  sandstone.  This  shale  in  places  is  cut  out  so  that  the  sandstone  forms 
the  roof  of  the  coal.  The  sandstone  roof  is  good,  and  the  shale  roof  variable  in  charac- 
ter.   The  floor  is  a  shaly  clay,  which,  to  a  slight  extent,  got  mixed  with  the  coal. 
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The  bed  was  measured  and  sampled  at  six  points  by  H.  M.  Wolflin  on  August  21  and 
23,  1909,  as  described  below:    . 

Sections  of  coal  bed  in  Eureka  No.  S6  mine^  H  miles  east  of  WiniR>er. 


Soctioii........ 

Laboratory  No 

Roof,  shale  and  sandstone. 
Topooali 


CoaUtoogh). 


Coal  (hard). 

Coal(tougn) 

Coal 

Coal  (hard) 

Coal 

Coal  (mother-coal  streaks) . 
Floor,  hard  clay. 

llilckness  of  bed 

Thickness  of  coal  sampled. 


A 

B 

C 

D 

E 

8920 

8921 

8922 

8923 

8924 

Ft.  in. 

Ft.  in. 

Ft.  in. 

Ft.  in. 

Ft.  in. 

0   5 

0  4i 

0   4i 

mm             •  » 

•  ■    •  « 

•  -    •  • 

0  6 

1   1 

•  •      ■  w 

0  6i 

1   2 

■   ■          •  M 

0  10 

•  •    •  • 

•  •    «  • 

0  7ft 
2  1} 

•   •          «  • 

■  •     •  • 

■  •    «  » 

1  10 

0   3 

•  ■     ■  » 

0  2i 

•  •    *  • 

•  •    •  • 

0   » 

0   1 

■  •    ■  • 

•  •     mm 

mm             •  ■ 

0  8 

2   7i 

•  •    «  • 

mm               •  ■ 

1  Hi 

2   » 

..  .. 

3   5 

3   7i 

3   8 

3   7 

3   54 
3   6} 

3   0 

3   3 

3  3} 

3   7 

F 
8925 

Ft.  in. 
0     2 


1  7 

i  9 

0  3 

3  9 

3  7 


a  Not  included  in  sample. 

Section  A  (sample  8920)  was  cut  from  the  £ace  of  main  entry  1,  75  feet  from  right 
entry  25,  8,300  feet  N.  21°  E.  of  the  drift  mouth. 

Section  B  (sample  8921)  was  cut  from  the  face  of  north  entry  4,  off  left  entry  18, 
off  main  entry  1,  7,800  feet  north  of  the  drift  mouth. 

Section  G  (sample  8922)  was  cut  from  pillar  7  on  right  entry  13,  off  main  entry  1, 
6,200  feet  N.  26°  E.  of  the  drift  mouth. 

Section  D  (sample  8923)  was  cut  from  pillar  14  on  right  entry  16,  off  main  entry  2, 
6,300  feet  N.  56°  E.  of  the  drift  mouth. 

Section  E  (sample  8924)  was  cut  from  pillar  20,  on  right  entry  10,  off  main  entry  3, 
6,200  feet  east  of  the  drift  mouth. 

Section  F  (sample  8925)  was  cut  from  the  face  of  main  entry  2,  350  feet  from  right 
entry  24,  9,800  feet  N.  46°  E.  of  the  drift  mouth. 

Composite  samples  were  made  by  mixing  the  face  samples  8920,  8921,  and  8926 
and  by  mixing  the  pillar  samples  8922,  8923,  and  8924  for  ultimate  analyses,  the 
results  of  which  are  shown  under  laboratory  Nos.  9026  and  9027,  respectively. 

The  bed  was  also  measured  and  sampled  at  three  points  on  July  23, 1908,  by  K.  M. 
Way  and  P.  M.  Riefkin,  Nos.  6274  and  6276  being  taken  by  Way  and  No.  6276  by 
Riefkin,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No.  S  mine,  IJ  mites  east  of  Windber. 


Laboratory  No. 
Roof,  shale. 

Coal 

Mother  coal. 

Bone 

Coal 

Sulphur 

Shale 

Coal 

Shale 

Sulphur 

Coal 

Shale 

Coal 


Floor,  clay. 

Tolcciessof  bed. 


Thickness  of  coal  sampled . 


6274 

6275 

Ft.  in. 

Ft.  in. 

1     3 

0  11 

0   i 

•  •    •  - 

■  ■    •  • 

0   \ 

1  Zi 
0   1 

0  11 

0   i 

■  B      mm 

1      0 

0  idi 

oO   7 

•  ■   •  • 

•  *        B  • 

0   i 

al   4} 

0   9 

*  •      mm 

«0   7 

mm                 mm 

ol   4i 

5   6) 
3   7 

3   61 

6276 
Ft.    in. 

I  1 


«0     7 
<■!      4^ 


6     8 
3     8i 


a  Not  included  in  sample. 

Sample  6274  was  taken  8,5(X)  feet  north  of  opening,  in  room  1,  off  right  heading  21, 
off  main  entry,  near  face  of  entry. 

Sample  6276  was  taken  9,000  feet  northeast  of  opening,  between  right  headings  22 
and  23,  off  right  slant  14. 

Sample  6276  was  taken  8,600  feet  northeast  of  opening,  in  right  entry  19,  off  main 
slants. 
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Notes. — ^The  coal  at  this  mine  was  undercut  by  puncher  machines,  and  was  shot 
down  with  black  powder.  There  were  no  screens  at  the  tipple.  The  coal  was  all 
loaded  in  run-ol-mine  form,  and  was  picked  by  one  trimmer  as  it  was  loaded  on  the  car. 
The  mine  had  a  capacity  of  4,000  tons  at  the  time  it  was  sampled,  the  TnaTim^im 
output  for  one  day  being  5,000  tons.  The  average  daily  output  was  2,077  tons.  There 
were  2,450  acres  of  coal  to  be  taken  out  by  this  mine,  insuring  a  long  life.  The  ton- 
nage of  the  near  futiu-e  was  to  be  largely  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  178. 

WiNDBER.    Eureka  No.  39  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  analyses  Noe.  8969,  8970,  8971, 
8972,  8973,  8974,  9030  (p.  179). 

Mine. — Eureka  No.  39;  a  drift  mine  in  the  Central  Pennsylvania  district,  3}  miles 
southwest  of  Windber,  on  the  South  Fork  Branch  of  the  Pennsylvania  Railroad. 

Coal  bed. — ^Upper  Kittanning,  or  C^  of  the  State  Survey  reports.  Carboniferous  age, 
Allegheny  formation.  Thickness  at  this  mine,  uniform,  ranging  as  mined  from  3 
feet  2  inches  to  3  fe^t  8  inches,  and  dipping  2°  S.  30^  W.;  roof,  strong  gray  shale, 
varying  from  a  knife-edge  to  8  feet  in  thickness,  and  capped  with  sandstone;  floor, 
hard  clay  with  smooth  surface;  cover,  for  the  most  part,  115  to  250  feet. 

The  bed  was  measured  and  sampled  at  six  points  by  R.  Y.  Williams  on  August  30, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Eureka  No,  S9  minef  H  miles  southeast  of  Windber, 


Section 

Laboratory  No... 
Roof,  hard  shale. 

Coal 

Booyooala.. 

Coal  (hard).. 

CJoal 

Coal  (gray).. 

Coal 

Pyrites* 

Coal. 


Floor,  hard  clay. 
Tnlcknessofbed. 


Thickness  of  coal  sampled . 


A 

8969 
Ft.  in. 
0 


0 
0 
1 
0 
0 


3 
6 
2 

4i 


3        \ 
2    lOi 


B 

8970 

Ft.  in. 

0     8 

0     1 


0      4 

0 

2 


1 


3 
3 


ti 


c 

8971 
Ft,  in. 


1 


0     4 

2     U 


I  1 


D 

8972 

Ft.  in, 

0     6) 

0     1 

•  •         •  • 

0  5 
0  1 
2       i 


3 
3 


?1 


B 

8973 

Ft,  in, 

0     9 

0       i 

•  «         •  • 

0     2 

0    a 

2     2 


3      H 
3      4 


P 

8974 
Ft  in, 
0     H 
0     2 


0 
0 
0 
0 
1 

3 
3 


6 
2 

? 


a  Not  included  in  sample. 

Section  A  (sample  8969)  was  cut  from  the  face  of  south  entry  7,  off  left  entry  1, 
5,300  feet  from  the  drift  mouth. 

Section  B  (sample  8970)  was  cut  from  the  face  of  room  16,  on  south  entry  9,  off  right 
entry  1,  5,300  feet  from  drift  mouth. 

Section  G  (sample  8971)  was  cut  from  the  face  of  north  entry  7,  off  right  entry  1, 5,100 
feet  from  the  drift  mouth. 

Section  D  (sample  8972)  was  cut  from  the  face  of  room  20,  on  north  entry  4,  off  right 
entry  1,  4,700  feet  from  the  drift  mouth. 

Section  E  (sample  8973)  was  cut  from  the  face  of  the  main  entry,  5,200  feet  from 
the  drift  mouth. 

Section  F  (sample  8974)  was  cut  from  the  face  of  left  entry  9,  off  the  main  entry, 
5,300  feet  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8969,  8970,  8971,  8972, 
8973,  and  8974  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  labora- 
tory No.  9030. 

Notes. — The  coal  at  this  mine  was  undercut  in  the  bottom  part  of  the  bed  by  chain- 
and-puncher  machines,  and  was  shot  down  with  black  powder.    It  was  not  equipped 

45889**— Bull.  22,  pt  2—13 ^29 
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with  Bcreene,  so  that  the  entire  output  was  shipped  as  run-of-mine  coal.  This  is  a 
coHug  coal,  but  there  were  no  ovens  at  this  plant.  The  coal  was  picked  on  the  car 
by  one  trimmer.  The  daily  output  averaged  1,000  tons,  1,400  tons  being  the  maxi- 
mum day's  run.  The  future  production  was  to  be  derived  both  from  advance  work 
and  piUars. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  179. 

WiNDBSB.      SOMBBSBT  AND  GaMBBIA  MiNE. 

Sample. — Semibituminous  coal;  Windber  field;  analysis  No.  3837  (p.  180). 

Mine. — Somerset  and  Gambria;  on  Stony  Greek,  4  miles  southwest  of  Windber,  on 
the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — ^Lower  Kittanning,  Miller,  or  B.    Garboniferous age,  All^heny  formation. 

The  bed  was  measured  and  sampled  on  July  24,  1906,  by  W.  G.  Phalen,  as  shown 
below: 

Secti/on  of  coal  bed  in  Somerset  and  Cambria  mine,  S  miles  west  of  Windber. 


LabomtorvNo... 
Roof,  hard  shale. 

Ooal 

Shale  a 

Coal. 


Flow,  day. 

Thickness  of  bed. 


Thickness  of  ooal  sampled 


3837 

Ft.  in. 

3  10 

0  7 

2  0 

6  5 

5  10 


a  Not  incladed  in  sample. 

JVbte.-— Output  in  1910,  47,671  tons. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  179;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  24. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  21. 

SULLIVAN  0OX7NTT. 

Bbbnice.    Gonnell  Mine. 

Sample. — Semianthracite  coal;  analysis  Nos.  9654  and  9665  (p.  180). 
Mine. — Gonnell;  Bemice  district,  at  Bemice. 

Coal  bed. — ^Lower  Kittanning  or  B.    Garboniferous  age,  Allegheny  formation. 
The  bed  was  measured  and  sampled  at  two  points  on  December  31,  1909,  by  G.  A. 
Fisher,  as  shown  below: 

Sections  of  coal  bed  in  Connell  mine,  at  Bemice. 


Laboratory  No. 


Coal 

Parting  a. 

Coal 

Parting*. 
Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled 


a  Not  Included  in  sample. 

Sample  9654  was  taken  from  chamber  4  off  A  A  entry. 

Sample  9665  was  taken  from  chamber  69  off  A  entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  180. 
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Sample. — Semianthracite  coal;  analysis  No.  9662  (p.  180). 

Mine. — Randall  and  Shaad;  Bernice  district,  three-fourths  nule  east  of  Bemice. 

Coal  bed. — ^Low«r  Kittanning  or  B  (lower).  Carboniferous  age^  Allegheny  forma- 
tion. 

The  bed  was  measured  and  sampled  on  December  31, 1909,  by  C.  A.  Fisher. 

Sample  9653  represented  a  1-foot  S^nch  cut  of  coal  from  the  lower  bench  of  a  2-foot 
3}-inch  bed.    The  sample  was  taken  from  the  face  of  breast  3,  Dashuer  entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  180. 

Bernice.    O'Boyle  and  Fay  Mine. 

Sample, — Semianthracite  coal;  analysis  Nos.  9653,  9656  (p.  180). 

Mine. — O' Boyle  and  Fay;  Bemice  district;  1}  miles  east  of  Bemice. 

Coal  beds. — LcTwer  Kittanning  or  ''B  and  a  bed  50  feet  above  the  B."  Oeufbonif- 
erousage,  Allegheny  formation. 

The  bed  was  measured  and  sampled  at  two  points  on  December  31, 1910,  by  C.  A. 
Fisher,  as  shown  below: 

SectUms  of  coal  bed  in  0* Boyle  and  Fay  mine  H  mUee  eaet  of  Bemice. 


Laboratory  No. 


Coal 

Parting  a. 

Goal 

Parting  a. 
Coal 


Thicknen  of  bed 

Tlilckneas  of  ooal  sampled. 


•  Not  indaded  In  sample. 

Sample  9653  was  taken  in  the  face  of  main  entry,  120  feet  from  opening.  It  was 
taken  from  a  bed  lying  50  feet  above  the  B  bed. 

Sample  9656  was  taken  from  the  Johnson  entry,  off  entry  3.  The  sample  included 
the  upper  and  lower  benches  of  the  B  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  180. 

Lopez.    Northern  Mine. 

Sample. — Semianthracite  coal;  analyses  Nos.  9655,  9664  (p.  180.) 
Mine. — Northern;  Bemice  district;  1  mile  northwest  of  Lopez. 
Coal  bed. — Lower  Kittanning  or  B.    Carboniferous  age,  Allegheny  formation. 
The  bed  was  measured  and  sampled  at  two  points  on  December  31,  1909,  by  C.  A. 
Fisher,  as  shown  below: 

Sections  of  ooal  bed  in  Northern  mine,  1  mile  northwest  of  Lopez. 


Laboratory  No W55 

Ft.  <«. 

Coal 


Partfnga, 
Coal 


Thioknessofbed 

Thickness  of  ooal  sampled. 


9664 

Ft.  in. 

1  6 

0  5 

3  0 

4  11 
4  6 


•  Not  Induded  in  sample. 

Sample  9655  was  taken  from  the  east  gangway,  left  heading  1.  , 
Sample  9664  was  taken  from  the  north  gangway,  left  chamber  1. 
For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  180. 
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WASHINOTON  COUNTY. 

ACHESON.      ACHBSON  MiKE. 


Sample. — ^Bituminous  coal;  Pittsburgh  field;  (Pennsylvania  No.  12)  analyses  Nos. 
3441,  3442  (pp.  180, 181). 

Mine. — ^Acheson,  a  drift  mine  in  the  Pittsburgh  district,  at  Acheson,  on  the  Balti- 
more A  Ohio  Railroad. 

Coal  bed. — Pittsbuigh.  Carboniferous  age,  Monongahela  formation..  Thickness,  at 
this  mine,  tiurly  uniform,  averaging  5  feet  1  inch.  The  bed  Ues  nearly  flat.  The 
roof  is  of  bony  coal  10  to  30  inches  thick;  above  this  is  8  inches  of  shale,  and  above 
the  shale  30  inches  of  bony  coal.  The  floor  is  a  hard  gray  shale,  generally  good  to 
shovel  from,  but  in  places  rough.  The  bed  is  broken  in  places  by  roof  rolls.  The 
cover  varies  from  1  to  100  feet. 

The  bed  was  measiured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Gtoves 
and  F.  B.  Tough  in  July,  1906,  as  shown  belowf 

Sections  of  coal  bed  in  Acheson  mine^  at  Acheson. 


Sectfon. 

LaboretaryNo 

Roof,  bony  ooaL 

Coal 

Bonyooal 

Coal 

Bonvcoal 

Mother  ooal 

Coal 

Bonyooal 

Coal 

Mother  ooal 

Coal 

Floor,  shale. 

TnteknflBBofbed 

Thiolmess  of  ooal  sampled 


A 

3441 

Ft.  in. 

0 

4 

0 

i 

1 

11 

0 

1 

■    m 

2 

•  • 

ii 

*  • 

•  • 

5 
5 

H 

B 
S443 
FL  htm 

0     6 

0  i 

1  1 


0 
0 
0 

1 

0 

1 


8 
1 


] 


4    U 

4    11 


Section  A  (sample  3441)  was  measured  in  room  42,  in  north  heading  2,  1,100  feet 
west  of  the  drift  mouth. 

Section  B  (sample  3442)  was  measured  in  room  16,  in  heading  4,  1,600  feet  south- 
west of  the  drift  mouth. 

Notes. — ^The  output  of  this  mine  in  1906  was  used  in  making  coke  near  the  mine. 
The  approximate  output  of  the  mine  during  the  preceding  year  was  300  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — ^producer- 
gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  197;  Bureau  of  Mines  Bull.  13,  pp.  190, 
275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  198;  Bull.  336,  p.  14;  coking 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  198;  Bull.  336,  pp.  24,  32,  41;  cupola  tests  of 
coke:  U.  S.  Geol.  Survey  Bull.  332,  p.  198;  Bull.  336,  pp.  66,  69,  71,  73,  75. 

For  chemical  ana]3rses  see  part  1  of  this  bulletin,  p.  180;  also  IT.  S.  Geol.  Survey 
BuU.  332,  p.  197. 

Acheson.    MnxoY  Country  Bank. 


Sample. — Bituminous  coal;  Pittsburgh  field;  analysis  No.  2631  (p.  181). 

Location. — ^Milloy  country  bank;  Pittsburgh  district;  about  one-half  mile  east  of 
Acheson,  Lane  Township. 

Coal  bed. — ^Waynesburg.    The  coal  is  of  Carboniferous  age,  Monongahela  formation. 

The  bed  was  measured  and  sampled  by  M.  J.  Munn  in  1905.  The  sample  was  taken 
from  a  4-foot  cut  of  clear  coal. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  180. 
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Andekson.    Blanche  Mine. 

Sample.— BitaminouB  coal;  Pittsburgh  field;  analyeie  No.  1033  (p.  181). 

Jftn«.— Blanche;  Pittsburgh  district;  at  Anderson  (Venetta),  on  the  Baltimore  & 
Ohio  Railroad. 

Coal  bed. — Pittsburgh.    Carboniferous  age,  Monongahela  formation. 

The  bed  was  measured  and  sampled  on  August  29,  1904,  by  F.  G.  Clapp  and  F.  W. 
DeWolf,  as  shown  below: 

Section  of  coal  bed  tn  Blanehe  mine,  at  Anderson. 


Laboratory  No 

Roof,ooal. 

Clayo , 

Coal 

Bearing  in  ooal. 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


1033 

Ft.    in. 
0    10 
3     0 
0     3 
2     4i 


I  n 


a  Excluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  181;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  pp.  112,  272;  Bull.  300,  pp.  95,  96. 

Beallsyille.    Country  Bank. 

Sample. — Bituminous  coal;  Pittsburgh  field;  analysis  No.  1592  (p.  181). 

Location. — Country  bank;  Pittsbuigh  district,  1^  miles  northeast  of  DeemsUm  and 
2  miles  south  of  Beallsville.    No  railroad  connection. 

Coal  bed. — ^Waynesburg.    Carboniferous  age,  Monongahela  formation. 

The  bed  was  measured  and  sampled  in  1904  by  F.  G.  Clapp  and  F.  W.  De  Wolf,  as 
shown  below: 

Section  of  coal  bed  in  country  banhy  i  miles  south  of  Beallsville. 


Laboratory  No. 


Coala 

Clayo. 

Coal.. 

Clayo. 

Coala 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


1S02 

Ft. 

in. 

•    0 

10 

0 

6 

2 

8 

0 

4 

0 

8 

5 

0 

2 

8 

a  Ezdaded  fjTom  sample.  ^ 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  181;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  pp.  112,  272;  Bull.  300,  p.  110. 

Buffalo.    Imhoff  Bank. 

Sample, — Bituminous  coal;  Pittsburgh  field;  analysis  No.  2630  (p.  181). 
Mine. — Imhof!  country  bank;  Pittsbuigh  district,  1}  miles  south  of  Bufihlo. 
Coal  bed. — ^Washington.    The  coal  is  of  carboniferous  age,  Monongahela  formation. 
llie  bed  was  measured  and  sampled  in  1905  by  M .  J .  Munn .    The  sample  represented 
3  feet  9  inches  of  the  lower  nart  of  a  7  to  8  foot  bed. 
For  chemical  analyses  of  tnis  coal  see  part  I  of  this  bulletin,  p.  181. 
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Chablbboi,    Charleroi  Mine. 

Sample. — ^Bituminoua  coal;  Pittsburgh  field;  (Penxuylyania  No.  11)  analyBeB  Nos. 
3421,  3422  (p.  181). 

Mine, — Charleroi;  a  drift  mine^  in  the  Pittsburgh  district,  at  Charleroi,  on  the  Penn- 
sylvania Railroad. 

Coal  bed. — ^Pittsburgh.  Carboniferous  age,  Monongahela  formation.  Thickness  at 
this  mine  fairly  uniform,  being  about  5^  feet.  The  bed  lies  nearly  flat.  Above  the 
bed  proper  is  a  soft  shale,  10  to  16  inches  thick.  This  shale  comes  down,  leaving  a  bed 
of  top  coal  which  makes  a  good  roof.  The  floor  is  a  calcareous  shale .  The  bed  cairies, 
as  a  regular  band,  two  layers  of  shale  2  inches  apart,  which  are  thrown  out  in  loading 
mine  cars. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  in 
July,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Charleroi  mine,  at  Charleroi. 


SeoUoD 

Lftboratary  No 

Roof,ooal. 

Shale 

Coal 

Sulphur 

Shale. 

Coal 

Shale 

Coal 

Shale 

Coal 

Shale 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thidmess  of  ooal  sampled 


A 

3421 
Ft.    in. 
ol      1 

3     a 

•  • 

•  0 

oO 

aO 

2 

•  • 

•  • 

•  • 
■  ■ 

■  • 

6 
6 

B 

3422 

Ft.   in. 

mm  mm 

1      9 


I 

aO 

•  0 

aO 

I 

0 

0 


11 


5      3{ 


a  Not  included  in  sample. 

Section  A  (sample  3421)  was  measured  4,000  feet  southwest  of  the  mine  opening. 

Section  B  (sample  3422)  was  measured  4,000  feet  northwest  of  the  mine  opening. 

Notes. — The  coal  bed  at  this  mine  has  the  usual  characteristics  of  the  IHttflbuigh 
bed.  The  coal  was  used  for  steam  production  and  was  shipped  by  liver  to  various 
centers  of  consumption.  The  approximate  output  of  the  mine  in  1906  was  1,800  tons 
a  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — ^produoergaa 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  105;  Bureau  of  Mines  Bull.  13,  pp.  190,  275; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  195;  Bull.  336,  pp.  24,  32,  41;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  332,  p.  196;  Bull.  336,  pp.  66,  69,  71,  73,  75. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  181;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  195. 

Ellswobth.    Ellswobth  Nob.  1  and  2  BIinbs. 

iSompl^.— Bituminous  coal;  Pittsburgh  field;  analyses  Nos.  1047  and  1060,  and 
(Pennsylvania  No.  5)  analyses  Nos.  1966,  1967  (p.  181). 

Mine. — Ellsworth  Nos.  1  and  2;  shaft  mines  in  the  Pittsburgh  district,  at  Ellsworth 
on  the  Peimsylvania  Railroad. 

Coal  bed. — Pittsburgh.  Carboniferous  age,  Monongahela  fonnation.  Thickness  at 
this  mine  fairly  uniform,  averaging  about  6  feet  9  inches.  The  bed  lies  nearly  flat. 
The  cover  is  about  200  feet  thick.  The  roof  is  coal;  the  floor  is  limestone,  but  4  to  6 
inches  of  coal  are  left  on  the  floor  in  mining.  Above  t%e  coal  regularly  worked  are 
bony  coal  and  clay,  one  or  both  of  which  are  drawn,  as  shown  in  the  sections  below. 
The  bed  carries  partings  of  shale  or  bony  coal. 
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The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves 
and  W.  J.  von  Borries  on  August  8,  1905,  as  shown  below: 

SecHoTU  of  coal  in  EUtworth  Nob.  1  and  t  mines,  at  Ellsvjorth. 


Seotica 

A 

igae 

Ft.    in. 
al      3 
aO      1 

■    ■                •    a 

•  ■                •    • 

2    11 
aO        1 
oO      li 
aO      1 

2      5 

«  •          •  * 

•  •          •  * 

6    11 
5      4 

B 

Laboratory  No. 

1067 

Roof,  coal. 

Clay 

Ft.    in. 

Bone r 

aO      1 

Clay 

a  1      0 

ii    * M.. ...... ..^.^.... 

Bone 

aO      1 

Coal 

3      1 

8hal4^    

aO      1 

Bone 

flhft^ 

Coal 

oO      1 

Shale 

aO      1 

Coal 

2      4 

Floor,  limagtone. 

Tii*<?kneiw  of  b«<i  

6    10 

ThffkneBSOf<M)Al  Sftinp1fi4] 

5      6 

a  Not  included  in  sample. 

Section  A  (sample  1966)  was  measured  in  room  10,  off  butt  entry  1,  3,000  feet 
southeast  of  the  shaft,  in  Ellsworth  No.  2  mine. 

Section  B  (sample  1967)  was  measured  in  room  17,  off  butt  entry  5,  off  the  north 
entry,  3,000  feet  north  of  the  shaft,  in  Ellsworth  No.  1  mine. 

The  bed  was  also  measured  and  sampled  on  September  26,  1904,  by  F.  G.  Clapp 
and  F.  W.  De  Wolf,  as  shown  below: 

Sections  of  bed  in  Ellsworth  Nos.  1  andi  mines. 


Laboratory  No 

Bony  coal  a 

Claya 

Bony  coal  o 

Coal 

Shalea 

CoaU 

Shalea 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled 


1047 

1050 

Ft.    in. 

Ft.    in. 

0        1 

a    •               «    • 

1        0 

1      3 

0        1 

0      1 

3        1 

2    11 

0       1 
0       1 

I  4 

0       1 

0      1 

2       4 

2     6 

6      10 

6    11 

5       6 

5      4 

a  Not  included  in  sample. 

Sample  1047  was  taken  from  No.  1  mine. 

Sample  1050  was  taken  from  No.  2  mine. 

Notes. — ^The  coal  from  these  mines  was  shipped  for  steam  purposes  and  for  gas  pro- 
duction.   Part  of  the  output  was  made  into  coke. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  169;  Bureau  of  Mines  Bull.  23,  pp.  67,  176; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  170;  Bureau  of  Mines  Bui'.  13, 
pp.  184,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  171;  Bull.  336,  p.  12; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  171;  Bull.  336,  pp.  24,  31,  40;  cupola 
tests  of  coke:  IT.  S.  Geol.  Survey  Bull.  336,  pp.  51,  54,  57,  60,  63. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  181;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  pp.  272,  273;  Bull.  290,  p.  169;  Bull.  300,  p.  96. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  300,  p.  181. 
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Fbankfobt.    Ollum  Gountby  Bank. 

Sample, — ^Bituminous coal;  Pittsburgh  field;  analjrsis  No.  1072  (p.  181). 

Location, — Ollum  country  bank;  Pittsburgh  district;  southeast  of  Frankfort. 

Coal  bed. — Pittsburgh.    Carboniferous  age,  Monongahela  formation. 

The  bed  was  sampled  on  September  10,  1904,  by  W.  T.  Griswold. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  181. 

For  other  mention  of  this  sample  see  U.  S.  Geol.  Survey  Prof.  Paper  48,  pp.  112, 113. 

Hackett.    NomNOHAM  Mine. 

Sample. — Bituminous  coal;  Pittsburgh  field;  analysis  1035  (p.  181). 

Mine. — Nottingham;  Pittsburgh  district;  at  Hackett,  on  the  Baltimore  &  Ohio 
Railroad. 

Coal  bed. — Pittsburgh.    Carboniferous  age,  Monongahela  formation. 

The  bed  was  measured  and  sampled  on  August  29,  1904,  by  F.  6.  Clapp  and  F.  W. 
De  Wolf,  as  shown  below: 

Section  of  coal  bed  in  Nottingham  mine,  at  Hackett. 


Laboratory  No,. 


Coal  and  bone  a. 
Clavo 

Cofu  and  bone  a  . 

Clayo 

Cad 

Bearlng-in  ooal. . 
Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


1036 

Ft. 

H. 

0 

10 

1 

2 

2 

1 

0 

11 

2 

11 

0 

3 

2 

6 

10 

7 

5 

7 

a  Excluded  from  sample. 

The  sample  was  taken  from  breast  and  bottom. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  181;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  pp.  112,  272;  Bull.  300,  pp.  95,  96. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  300,  p.  181. 

Hackett.    Russell  Mine. 

Sample. — ^Bituminous  coal;  Pittsburgh  field;  analysis.  No.  1034  (p.  181). 

Mine. — Russell;  Pittsburgh  district;  above  the  Nottingham  mine,  at  Hackett. 

Coal  bed. — Redstone.    Carboniferous  age,  Monongahela  formation. 

The  bed  was  measured  and  sampled  on  August  29,  1904,  by  F.  G.  Clapp  and  F.  W. 
De  Wolf.  The  sample  consisted  of  3  feet  4  inches  of  clear  coal,  representing  the  entire 
thickness  of  the  bed. 

For  chemfcal  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  181;  also  U.  S.  Geol. 
'Purvey  Prof.  Paper  48,  pp.  112,  272;  Bull.  300,  p.  101. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  300,  p.  100. 

London  School.    Matchett  Countby  Bank. 

Sample. — ^Bituminous  coal;  Pittsburgh  field;  analysis  No.  1051  (p.  182). 
Location. — ^Matchett  country  bank;  Pittsburgh  district;  near  London  School.    No 
railroad  connection. 
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Coal  bed, — Pittsbuigh.    GarboniferouB    age,   Monongahela  lonnation.    Measured 
and  sampled  July  11, 1904,  by  W.  T.  Grisweld. 

Section  ofeoal  bed  in  MateheU  country  bank,  near  London  SthooL 


LabontoryNo. 
Rooltliale. 

Coal 

Clava 

Coal 


caay* 
Cod.. 
Clay  a 

Cod.. 


Thickness  of  bed 

Thteknew  erf  coal  iwmpied . 


1061 

Ft. 

M. 

0 

11 

0 

3i 

1 

9 

0 

i 

0 

4 

0 

i 

1 

10 

5 

H 

4 

10 

a  Excluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  181;  also  U.  S.  Creol. 
Survey  Prof.  Paper  48,  pp.  112,  273. 

Manifold.    Manifold  Minb. 

Sample, — ^Bituminous  coal;  Pittsburg  field;  analysis  No.  1055  (p.  182). 

Mine. — ^Manifold;  Pittsburgh  district;  at  Manifold,  1)  miles  south  of  Meadowlands, 
on  a  branch  of  the  Pennsylvania  Railroad. 

Coal  bed. — Pittsbuigh.    Carboniferous  age,  Monongahela  formation. 

The  bed  was  measured  and  sampled  on  September  3,  1904,  by  F.  G.  Clapp  and 
F.  W.  DeWolf,  as  shown  below: 

Section  of  coal  bed  in  Manifold  mine  at  Manifold. 


JjBhontarj'So. 


Coal* 

Shale  • 

Coal« 

Ctoya 

Coal 

Binder 

Coal 

Binder 

Coal 

Binder 

Coal  with  thin  htaiden . 


Thiekneasofhed 

Thiekneas  of  ooal  sampled . 


1066 
Ft.   in. 
2     6 


0 
0 


1 
2 


0  10 

1  3 
0 
1 
0 
0 
0 
3 


3 


0 
5 


S 


a  Excluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  181;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  pp.  112,  272;  Bull.  300,  pp.  92,  96. 

Marianna.    Rachbl  and  Aones  Mines. 

SampU.'—BitumiDicma  coal;  Pittsbuigh  field;  analyses  Nos.  6858,  6859,  7432,  7459, 
7460  (p.  182). 

Mine. — ^Rachel  and  Agnes;  Pittsbuigh  district;  shaft  mines  450  feet  deep  on  the 
west  side  of  Marianna  (near  Ellsworth),  on  the  Pennsylvania  Railroad. 

Coal  bed. — Pittsbuigh.  Carboniferous  age,  Monongsihela  formation.  The  roof  is 
9  to  12  inches  of  "draw  slate,"  and  the  floor  is  clay.  The  bed  is  about  6  feet  thick 
at  the  points  sampled. 
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The  bed  waa  meamred  and  sampled  by  G.  S.  Pope  on  November  26,  1908,  as  de- 
Bcribed  below: 

SeUiofu  of  coal  bed  in  Rodiel  and  Agrut  mitiei  at  Marianna. 


Laboratory  No. 
RooffBliale. 
Coal 


Snlphar  streak. 
itid 


Slat 

Coal 

Slate 

Bonyooal 

Coal 

Fireclay 

Bony  ooaL 

Coal 

Clay 

Streak  of  sulphur 

Coal 

Bonyooal 

Coal 

Bonyooal , 

Cool 

Floor,  ooal. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


eaea 

Fi,  in, 

1     H 


0 
1 

•  • 

•  0 
aO 

•  * 

aO 
0 


I 

4 


1     2 

;  4 


6 
6 


ul 


•  Not  indaded  In  sample. 

Sample  6858  was  taken  900  feet  southeast  of  airshaft,  in  first  supply  butt  raise,  air 
course. 

Sample  6859  was  taken  650  feet  northwest  of  the  Fulton  shaft,  in  right  dip  loaded 
tracks. 

Notes, — ^These  mines  in  1908  were  considered  as  being  among  the  largest  and  best 
equipped  mines  in  the  Pittsburgh  region.  Tipple  was  fitted  to  load  slack,  nut,  and 
run-of-mine  coal.  The  Rachel  mine  had  an  estimated  daily  output  of  600  tons; 
it  was  expected  to  produce  1,000  tons  daily. 

The  bed  in  the  Agnes  mine  was  also  measured  and  sampled  at  three  points  by  J.  J. 
Rutledge,  as  shown  below: 

Sectiom  of  coal  bed  in  Agnes  mine  at  Marianna. 


Laboratory  No. 


Coal 

"Bench  "bone. 

Bone 

Coal 

Bone 

Coal 

Bone 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


7432 
Ft,  in. 
2    11 
aO     2 

7468 
Ft,    in. 
2    11 
aO     2 

•  •         •  • 

2      6 

2      5 

•  •         •  • 

•  •         •  • 

•  •         •  • 

»   m               mm 

5  6 

6  4 

b     6 
5      4 

7460 
Ft.  fu. 
2    11 


0 
0 
0 
0 
0 

1 


11 

8 
1» 


5 
5 


SI 


a  Not  included  in  sample. 

Sample  7432  was  taken  in  last  open  crosscut  between  Blanche  entries  1  and  2,  3,000 
feet  southwest  of  opening. 
Sample  7459  was  taken  1,800  feet  north  of  opening. 
Sample  7460  was  taken  1,200  northeast  of  opening. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  182. 

Marianna.    Mabianna  Mine. 

Sample. — Bituminous  coal;  Pittsburgh  field;  analysis  No.  7157  (p.  182). 

Mine. — Marianna;  Pittsburgh  district;  in  Marianna,  West  Bethlehem  township. 

Coal  bed. — Pittsburgh.    Carboniferous  age,  Monongahela  formation. 
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The  bed  was  measured  and  sampled  by  R.  W.  Ramsey,  as  diown  below: 

Section  of  coal  bed  in  Marianna  mine  at  Marianna. 


Laboratory  No. 


Dnwslalea 

Coal 

Binder 

Coal 

Binder 

Coal 

Farting  (shale)  a 

Coal 

Bony  bottom  ooal  a 

Bhale  bottom  m. 

Thickness  or  bed  ^ 

Tbiekness  of  ooal  sampled 


7157 

Ft. 

in. 

1 

H 

1 

0 

0 

i 

0 

11 

0 

i 

0 

10 

0 

2 

2 

8 

0 

2 

7 
6 

4 

•  Not  incladed  In  sample. 

The  sample  was  taken  in  Blanche  heading  1,  left  rib,  close  to  face. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  182. 

Meadowlands.    McLain  Mine. 

Sample, — Bituminous  coal;  Pittsburgh  field;  analysis  No.  1032  (p.  183). 
Mine. — ^McLain;  Pittsburgh  district;  1  mile  west  of  Meadowlands. 
Coal  bed. — Pittsburgh.    Carboniferous  age,  Monongahela  formation. 
The  bed  was  measured  and  sampled  on  August  27,  1904,  by  F.  6.  Clapp  and  F.  W. 
DeWolf,  as  shown  below: 

Section  of  coal  bed  in  McLain  minCf  1  mile  west  of  Meadowlands. 


Laboratory  No. 
Roof,  shale. 

Coal 

Shalea 

Coal 

Claya 

csa 


Thicknen  of  bed 

Thlcknen  of  ooal  sampled . 


1032 

Ft.  in. 

0  4 

0  2 

0  101 

0  6 

3  8 


6     M 
4    10| 


a  Ezcladed  firam  aample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  182;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  pp.  112,  272;  Bull.  300,  pp.  93,  96. 
For  geologic  relations  see  U.  S.  Creol.  Survey  Bull.  300,  p.  93. 

MUBDOCKSVILLE.      OlTTCROP. 

i^omp^.^Bituminous  coal;  Pittsburgh  field;  analysis  No.  1065  (p.  183). 

Location. — Outcrop;  on  Bigger  Run,  in  the  Pittsbuzgh  district,  at  Murdocksville. 

Coal  bed. — ^Ames.    Carboniferous  age,  Conemaugh  formation.    Thickness,  2±  feet. 

The  bed  was  measured  and  sampled  on  September  9, 1904,  by  W.  T.  Griswold,  the 
sample  representing  the  entire  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  182. 

For  other  mention  of  this  sample  see  U.  S.  Geol.  Survey  Prof.  Paper  48,  pp.  112, 
113,  273. 

Pabis.    FuiyroN's  Country  Bank. 

Sample. — Bituminous  coal;  Pittsburgh  field;  analysis  No.  1070  (p.  183). 
Location. — Fulton's  country  bank;  Pittsbuigh  district;  at  Paris.    No  railroad  con- 
nection. 
Coal  beef. --^Pittsbuigh.    Carboniferous  age,  Monongahela  formation. 
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The  bed  was  measured  and- sampled  on  September  10,  1904,  by  W.  T.  Onswold,  as 
shown  below: 

Section  of  coal  bed  in  FiUton^s  country  bank  at  Paris. 


LabontorjNo. 


Coal 

Farting  a. 
Coal 


ThidoiMi  of  bed 

Thioknen  of  ooal  aampled . 


1070 

Ft. 

te. 

2 
0 
2 

:i 

4 

» 

4 

H 

a  Excluded  fh>m  aample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  182;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  pp.  112,  113,  273. 

Sodom  School.    Matchett'b  Countbt  Bank. 

Sample. — Bituminous  coal;  Pittsburgh  field;  analysis  No.  1591  (p.  183). 

Location. — Matchett's  country  bank;  Pittsburgh  district,  near  Sodom  School. 

Coal  bed. — Pittsburgh.  Carboniferous  age,  Monongahela  formation.  Thickness  at 
this  bank,  4  feet  6  inches. 

The  bed  was  measured  and  sampled  by  W.  T.  Griswold  in  1904.  The  sample  rep* 
resented  the  entire  thickness  of  the  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  182;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  pp.  112,  113,  273. 

Wabbiorb  Point.    McCaubland's  Countby  Bank. 

Sample, — ^Bituminous  coal;  Pittsburgh  field;  (Pennsylvania  special)  analysis  No. 
1069  (p.  183). 

Location. — ^McCausland's  country  bank;  Pittsburgh  district;  at  Warriora  Point. 

Coal  bed. — Pittsbuigh.  Carboniferous  age,  Monongahela  formation.  Thickness,  at 
this  bank,  4  feet. 

The  bed  was  measured  and  sampled  by  W.  T.  Griswold  on  September  10,  1904. 
The  sample  represented  the  entire  thickness  of  the  bed. 

For  chemical  analyses  of  this. coal  see  part  I  of  this  bulletin,  p.  183;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  pp.  112, 113,  273. 

Webtland.    Midland  No.  3  Mine. 

Sample. — ^Bituminous  coal;  Pittsburgh  field;  analysis  No.  1590  (p.  183). 
Mine. — ^Midland  No.  3;  in  the  Pittsbuigh  district;  at  Westland. 
Coal  bed, — ^Pittsburgh.    Carboniferous  age,  Monongahela  formation.    Thickness  at 
this  mine  4  feet  6  inches. 
The  bed  was  measured  and  sampled  by  W.  T.  Griswold  in  1904,  as  shown  bebw: 

Section  of  coal  bed  in  Midland  No,  S  mine  at  Westland, 


Labontory  No. 


Coal 

Partiiiga 

Coal 


Thiclmess  of  bed 

Thickness  of  ooal  sampled . 


1600 
Ft  in. 

I  1 

S      3 


4      6 
4      ^ 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p  183;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  pp.  112,  113,  273. 
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ZOLLABSVILLE.      HoBN's  GoUNTBY  BaNK. 

.SampU.—BitQminoMB  coal;  Pittebuigh  field;  analyses,  1588,  1589  (p.  183). 
-  Location. — Horn's  country  bank;  at  ZoUarsville,  in  the  Pittsburgh  district.    No 
railroad  connection. 

Coal  bed. — ^Wajmesbuig.    Carboniferous  age,  Monongahela  formation.    The  bed  was 
neasured  and  sampled  on  October  15, 1904,  by  W.  T.  Griswold,  as  shown  beibw: 

Section  of  coal  bed  in  Horn's  country  bank  at  ZollarsvilU. 


Laboratory  No. 


Coala. 
Clay.. 
Coal». 


.Thickness  of  bed. 


1580 
Ft.    «n^ 

1  10 
0     7 

2  7 


6     0 


a  Included  in  sample  1588.  b  Included  in  sample  1589. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  183;  also  U.  S.  Creol. 
Survey  Prof.  Paper  48,  pp.  112,  113,  272;  Bull.  300,  pp.  110,  112. 

WESTMOBELAND  COUNTY. 

Gbeensbubg.    Jamison  No.  2  Mine. 

Sample. — Bituminous  coal;  Pittsburgh  field;  (Pennsylvania  No.  4)  analyses  Nos. 
1942,  1943  (p.  183). 

Mine. — Jamison  No.  2;  a  shaft  mine  in  the  Greensbuig  district,  4  miles  north  of 
Greensbuig,  on  the  Pennsylvania  Railroad. 

Coal  bed. — Pittsbuigh,  which  in  this  part  of  the  county  is  a  famous  gib  coal.  Car- 
boniferous age,  Monongahela  formation.  The  thickness  is  fairly  unifonn,  averaging 
7  feet  at  this  mine.  The  bed  lies  nearly  flat.  The  roof  is  a  bluish  shale.  The  floor 
is  a  bluish  shale  with  clay  below. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  August  5, 1905, 
as  shown  below:  ' 

Sections  of  coal  bed  in  Jamison  No.  i  mine,  4  miles  north  ofGreensburg. 


Section 

Laboratory  No.. 
Roof,  shale. 
Coal 


Shalea 

Coal 

Mother  coal. 
Coal 


Shale 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled.. 


A 

1942 
Ft.  in. 
4      1 
0     2 
0     4 


0 
1 

6 
6 


I 


Hi 


B 

1943 
Ft.   in. 

4     4 


0 
0 
0 
0 
0 

1 


1 

6 


i 


9 


6    111 
6    lOf 


a  Not  Included  in  sample. 

Section  A  (sample  1942)  was  measured  in  room  19,  off  butt  entry  10,  3,500  feet  north 
of  the  shaft. 

Section  B  (sample  1943)  was  measured  in  the  main  west  entry,  2,000  feet  northwest 
of  the  shaft. 

Notes. — ^The  coal  from  this  mine,  like  that  from  others  in  this  field,  was  used  for  gas 
making,  and  for  steam  production. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  167;  Bureau  of  Mines  Bull.  23,  pp.  66,  176; 
producer-gas  tests;  U.  S.  Ofeol.  Survey  Bull.  290,  p.  168;  Bureau  of  Mines  Bull.  13,  pp. 
184,  275. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  183;  aim  U.  S.  Geol.  Survey 
BuU.  290,  p.  167. 
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The  bed  was  measured  and  sampled  on  September  10,  1904,  by  W.  T.  Oriswold,  as 
shown  below: 

Section  of  coal  bed  in  FtUton^s  country  hank  at  Paris. 


Laboratory  No. 


Coal 

Parting  a. 
Coal 


Thidmeaiofbed 

ThtokncflB  of  ooal  sampled . 


1070 
Ft.  in. 

2     6 

0 

2 


'i 


A     ^ 

A  ^ 


a  Excluded  from  aample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  182;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  pp.  112,  113,  273. 

Sodom  School.    Matchbtt'b  Country  Bank. 

Sample. — Bituminous  coal;  Pittsburgh  field;  analysis  No.  1591  (p.  183). 

Location. — Matchett's  country  bank;  Pittsburgh  district,  near  Sodom  School. 

Coal  bed. — Pittsburgh.  Carboniferous  age,  Monongahela  formation.  Thickness  at 
this  bank,  4  feet  6  inches. 

The  bed  was  measured  and  sampled  by  W.  T.  Griswold  in  1904.  The  sample  rep- 
resented the  entire  thickness  of  the  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  182;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  pp.  112,  113,  273. 

Waariobs  Point.    McCaubland's  Country  Bank. 

Sample. — ^Bituminous  coal;  Pittsburgh  field;  (Pennsylvania  special)  analysis  No. 
1069  (p.  183). 

Location. — McCausland's  country  bank;  Pittsbuigh  district;  at  Warriors  Point. 

Coal  bed. — Pittsburgh.  Carboniferous  age,  Monongahela  formation.  Thickness,  at 
this  bank,  4  feet. 

The  bed  was  measured  and  sampled  by  W.  T.  Griswold  on  September  10,  1904. 
The  sample  represented  the  entire  thickness  of  the  bed. 

For  chemicflJ  analyses  of  this. coal  see  port  I  of  this  bulletin,  p.  183;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  pp.  112, 113,  273. 

Wbstland.    Midland  No.  3  Minv. 

Sample. — Bituminous  coal;  Pittsburgh  field;  analysis  No.  1590  (p.  183). 
Mine. — ^Midland  No.  3;  in  the  Pittsbuigh  district;  at  Westland. 
Coal  bed. — ^Pittsburgh.    Carboniferous  age,  Monongahela  formation.    Thickness  at 
this  mine  4  feet  6  inches. 
The  bed  was  measured  and  sampled  by  W.  T.  Griswold  in  1904,  as  shown  below: 

Section  of  coal  bed  in  Midland  No,  S  mine  at  WeatUmd. 


Laboratory  No. 


Coal 

Parttnga 
Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled  < 


IfiOO 
Ft.  in. 

3     3 


4     6 
4     «i 


a  Not  Inoladed  in  sample. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p  183;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  pp.  112, 113,  273. 
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ZOLLABSVILLE.      HoRN'b  GoUNTBT  BanK. 

Sample, — ^Bituminous  coal;  Pittet>uigh  field;  analyseB,  1588, 1589  (p.  183). 
-  Loeatian. — Horn's  country  bank;  at  2k>llarBville,  in  the  Pittsbuigh  district.    No 
ndlroad  connection. 

Coal  bed. — ^Wajmesbuig.    Carboniferous  age,  Monongahela  formation.    The  bed  was 
measured  and  sampled  on  October  15, 1904,  by  W.  T.  Griswold,  as  shown  below: 

Section  of  coal  bed  in  Horn' 8  country  bank  at  ZollarsvilU. 


Laboratory  No. 


Clay.. 
Coal». 


.Thickness  of  bed. 


1689 
Ft.    in^ 

1  10 
0     7 

2  7 


6     0 


•  loclttded  in  sample  1588.  *  Included  In  sample  1589. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  183;  also  U.  S.  Greol. 
Survey  Prof.  Paper  48,  pp.  112,  113,  272;  Bull.  300,  pp.  110, 112. 

WBSTMOBELAND  COUNTY. 

Greensburg.    Jamison  No.  2  Mine. 

Sample. — Bituminous  coal;  Pittsburgh  field;  (Pennsylvania  No.  4)  analyses  Nos. 
1942,  1943  (p.  183). 

Mine. — Jamison  No.  2;  a  shaft  mine  in  the  Greensburg  district,  4  miles  north  of 
Greensburg,  on  the  Pennsylvania  Railroad. 

Coal  bed. — Pittsburgh,  which  in  this  part  of  the  county  is  a  famous  gits  coal.  Car- 
boniferous age,  Monongahela  formation.  The  thickness  is  fairly  imiform,  averaging 
7  feet  at  this  mine.  The  bed  lies  nearly  flat.  The  roof  is  a  bluish  shale.  The  floor 
is  a  bluish  shale  with  clay  below. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  August  5, 1905, 
as  shown  below:  ' 

Sections  of  coal  bed  in  Jamison  No.  t  mine,  4  miles  north  of  Greensburg. 


Section 

Laboratory  No 1942 

Roof,  shale.                                                                                                               <  Ft.  in. 

Coal I  4  1 

Shales '  0  2 

Coal 0  4 

Mother  ooal '  0  i 

Coal '  1  1 

Shale I  0  i 

Coal*  •■.•>• 1  3 

Floor,  shale.  i 

Thickness  of  bed '  6  11 

Thickness  of  ooal  sampled 6  9 


I 


B 

1943 

Ft.  in. 

4  4 

0  1 

0  6 

0  i 

0  9 

0  h 

1  3 

6  111 

6  10| 


a  Not  Included  in  sample. 

Section  A  (sample  1942)  was  measured  in  room  19,  off  butt  entry  10,  3,500  feet  north 
of  the  shaft. 

Section  B  (sample  1943)  was  measured  in  the  main  west  entry,  2,000  feet  northwest 
of  the  shaft. 

Notes. — ^The  coal  from  this  mine,  like  that  from  others  in  this  field,  was  used  for  gas 
making,  and  for  steam  production. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows—steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  167;  Bureau  of  Mines  Bull.  23,  pp.  66,  176; 
producer-gas  tests;  U.  S.  Geol.  Survey  Bull.  290,  p.  168;  Bureau  of  Mines  Bull.  13,  pp. 
184,  275. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  183;  al^o  U.  S.  Qeol.  Survey 
Bull.  290,  p.  167. 
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Hebminie.    Keystone  Mine. 

Sample, — ^BituminouB  coal;  Pittsbuiig^  field;  (Pennsylvania  No.  19)  analyses  Nos. 
4362,  4351  (p.  183). 

Mine. — Keystone;  a  shaft  mine  in  the  Greensbuig  district »  }  mile  north  of  Her- 
minie,  on  the  Pennsylvania  Railroad. 

Coal  bed. — Pittsbtug^.  Carboniferous  age,  Monongahela  formation.  It  lies  nearly 
flat,  and  at  thi?  mine  averages  3  feet  7  inches.  The  roof  is  shale.  The  floor  is  a  hard 
gray  shale,  regular,  aitd  good  to  shovel  from.    The  cover  is  about  300  feet. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  A.  K.  Adams  and 
J.  W.  Groves  on  December  20,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Keystone  mine  at  Herminie. 


Section... 

Laboratory  No. 
Roof.ooal. 
Clai 


uiav 
Coal. 


Coal,  hard 

Mother  coal 

Coal 

Mother  coal 

Coal 

Sulphur 

Shale 

Coal 

Shale 

Coal 

Shale 

Mother  coal 

Coal 

Bony  coal 

Coal 

FloOT,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


B 
4351 

Ft.  in. 

ol  I 

0  11 

0  "l 

a  6 

0  s 

a  6  "i 

aO  3i 

aO  I 

0  8 

•  •  •  • 

0  1 

0  9 

0  i 

1  3 

6  2I 


a  Not  included  in  sample. 

Section  A  (sample  4352)  was  measured  in  room  7,  off  west  butt  entry  1,  1,400  feet 
north  of  the  shaft. 

Section  B  (sample  4351)  was  measured  4,000  feet  southeast  of  the  shaft. 

Notes. — ^The  coal  from  this  mine,  like  that  from  other  mines  in  this  field,  is  firm  and 
breaks  in  cubical  lumps.  The  output  of  the  mine  in  December,  1906,  was  approxi- 
mately 1,600  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  214;  Bureau  of  Mines  BuD.  23,  pp.  67,  178,  179; 
briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  215;  coking  tests:  U.  S.  Geol. 
Survey  Bull.  332,  p.  215;  Bull.  336,  pp.  24,  32,  41. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  183;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  214. 

LiGONIER.      LiGONIEB  MiNE. 

Sample. — ^Bituminous  coal;  Ligonier  Valley  field;  (Pennsylvania  No.  7)  analyses 
Noe.  1994,  1995  (p.  184). 

Mine. — Ligonier;  a  drift  mine  3  miles  north  of  Ligonier,  on  the  Ligonier  Valley 
Railroad. 

Coal  bed. — Pittsbuigh.  Carboniferous  age,  Monongahela  formation.  Thickness, 
fairly  uniform,  averaging,  at  this  mine,  about  7  feet  3  inches.  The  bed  lies  nearly 
flat.    The  roof  left  in  mining  is  coal,  the  top  shale  above  the  coal  not  standing  well. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves,  J.  S. 
Burrows,  and  W.  J.  von  Borries  on  August  12, 1905,  as  shown  on  the  following  page. 
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Sectunu  of  coal  bed  in  Ligonier  mine,  S  miles  north  o/Ligonier. 


Laboratory  No^ 

Roof.ooaL 

Top  ooal  (roof). 

CoaL 

Shale 

Local  bony  ooal. 

CoaL 

Oiale 

Mother  ooal 

CoaL 

Shale 

CoaL 


Floor,  clay. 

llilGkiiessofbed. 


Thickness  of  coal  sampled. 


A 

19M 

Ft. 

in. 

a\ 

0 

0 

10 

•  • 

•  • 

2 

2 

0 

•  • 

0 

3 

•  0 

i 

2 

8 

7 
5 

in 

B 

1905 

Ft.  in, 
0     0 
4     0 

oO       i 


aO 


m   • 

1 


0     3 


5      2} 
5      0 


a  Not  included  in  sample. 

Section  A  (sample  1994)  was  measured  in  room  3,  off  left  butt  entry  4,  800  feet  from 
the  drift  mouth. 

Section  B  (sample  1995)  was  measured  in  room  3,  off  right  entry  6,  950  feet  from  the 
drift  mouth. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests^  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  176;  Bull.  332,  p.  194;  Bureau  of  Mines  BuU. 

23,  pp.  67,  177;  producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  177;  Bureau  of 
Mines  Bull.  13,  pp.  184,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  178; 
Bull.  336,  p.  12;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290;  p.  178;  Bull.  336,  pp. 

24,  31,  41;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  51,  54,  57,  60,  63. 
For  chemical  anal3rBe8  see  part  I  of  this  buUetin,  p.  184;  also  U.  S.  Geol.  Survey 

Bull.  290,  p.  176;  Bull.  332,  p.  194. 

Sewaed.    Seward  Mine. 

Sample, — Semibituminous  coal;  Windber  field;  (Pennsylvania  No.  20)  analyses 
Nos.  4349,  4350  (p.  184). 

i/tn€.— Seward ;  a  drift  mine  1)  miles  east  of  Seward  on  the  Pennsylvania  Railroad. 

Coal  bed. — ^Lower  Kittanning  or  B.  Carboniferous  age,  Allegheny  formation.  It 
lies  nearly  flat  and  averages  3  feet  7  inches  in  thickness.  The  roof  is  a  hard  gray  shale, 
as  is  the  floor. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
A.  K.  Adams  on  December  21,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Seward  mine,  1^  miles  southeast  of  Seward. 


Section. 

Laboratory  No. 
Roof,  shale. 

Bony  ooal  a. 

CoaL 

Salphur. . . . 

Coal 

Salphur.. . . 


Sulpht 
CoaL.. 


Sulphur 

CoaL 

Floor,  shale. 

Taickziess  of  bed 

Thickness  of  ooal  sampled. 


A 

k 

4349      1 

Ft. 

<n. 

0 

2| 

2 

3 

0 

h 

1 

•  * 

3 

•  • 

3 

•  • 

9 

3 

«i 

B 
4360 
Ft.  in. 

mm  •   a 

0      3 

I  I 

0    10 

0      i 

2      3 


3 
3 


H 


a  Not  included  in  sample. 

Section  A  (sample  4349)  was  measured  in  room  32,  o£f  east  flat  entry  1, 1,850  feet  south 
of  the  drift  mouQi. 

Section  B  (sample  4350)  was  measured  in  room  8  on  the  water  level  entry,  1,050  feet 
south  west  of  the  drift  mouth. 
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Notes, — ^The  coal  from  this  mine,  like  that  from  some  other  mines  in  the  district,  is 
friable,  and  was  shipped  in  run-of-mine  form  for  steam  production.  The  approximate 
output  of  the  mine  when  sampled  was  500  tons  per  day. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  217;  Bureau  of  Mines  Bull.  23,  pp.  67,  179; 
briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  218;  washing  tests:  U.  S.  Geol. 
Survey  Bull.  332,  p.  217;  Bull.  336,  pp.  14,  16;  coking  tests:  U.  S.  Geol.  Survey 
Bull.  332,  p.  218;  Bull.  336,  pp.  24,  32,  41. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  184;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  216. 

RHODE  ISIiAND. 

NEWPOBT  COUNTY. 

Portsmouth.    Portsmouth  Mine. 

Sample, — ^Anthracite  coal;  Narragansett  basin;  analyses  Nos.  9328,  9329,  9330, 
9331,  9335,  9336,  9337,  9338  (pp.  184-185). 

Mine. — Portsmouth;  a  slope  mine  at  Portsmouth  on  the  New  York,  New  Haven 
db  Hartford  Railroad.^ 

Coal  beds,— ''YroiAy''  "Back,"  ''Middle."  The  coal  is  of  Carboniferous  age,  and 
is  in  the  Aquidneck  shales.  Thickness  of  beds,  2  to  6  feet.  Dip,  variable,  about 
35^  E.;  roof,  shale;  floor,  shale. 

The  beds  were  measured  and  sampled  in  1909  by  C.  W.  Brown,  N.  C.  Dale,  J.  G. 
Martin,  and  G.  A.  Fisher,  as  described  below: 

Section  of  coal  bed  in  Portsmouth  mine  (soiUh  slope)  at  Portsmouth. 


LabontorvNo 

Roof,  sandy  shale. 

Coal,  soft,  foliated .•. 

Goal,  hurd,  bright 

Bone.. ^ 

Bone  and  coal  In  thin  layers 

Goal,  hard,  brteht,  prismatlo  Jointing  well  developed 

Goal,  hard ,  with  many  bedding  planes 

Goal,  soft,  foliated 

Floor,  shale,  very  hard,  uneven. 

Thickness  of  bed 


FL  kL 

0 

2 

1 

2 

0 

2 

0 

2 

0 

8 

2 

8 

0 

2 

5     2 


Sample  9338  was  taken  by  G.  A.  Fisher  on  800-foot  level,  1,200  feet  south  of  main 
slope. 

Sample  9328  was  taken  by  G.  W.  Brown,  500  feet  down  vertically,  1,150  feet 
south  of  south  slope,  in  the  900-foot  gallery. 

Sample  9329  was  taken  by  G.  W.  Brown,  1,200  feet  south  of  main  slope,  500  feet 
down  vertically,  from  breast  at  heading  in  gallery  at  800-foot  level,  from  the  Middle, 
6-foot,  bed. 

Sample  9330  was  taken  by  N.  G.  Dale  and  J.  G.  Martin,  69  feet  south  of  north  shaft, 
at  Marshairs  landing,  150  feet  down  vertically,  and  represented  a  27^inch  bed.  The 
coal  sampled  had  been  long  exposed. 

Sample  9331  was  taken  by  N.  G.  Dale  and  J.  G.  Martin,  900  feet  north  of  north  slope, 
at  heading  in  gallery  at  Marshall's  landing,  150  feet  down  vertically.  The  sample 
represented  a  23-inch  bed. 

Sample  9335  was  taken  by  G.  A.  Fisher  from  the  Front  bed,  north  slope,  324  feet 
south  and  70  feet  east  of  Marshairs  landing,  on  main  slope.  The  sample  represented 
2  feet  of  coal. 

Sample  9336  was  taken  from  Back  bed  by  G.  A.  Fisher,  from  the  south  slope,  200  feet 
south  ot  west  end  of  crosscut  leading  from  600-foot  level  of  main  (Back)  bed,  or  200  feet 
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Bouth  of  Powell's  comer.  The  sample  represented  a  4-foot  4^mch  cut,  with  a  bone 
parting  of  4}  inches  6  inches  from  the  top. 

Sample  9337  was  taken  by  C.  A.  Fisher  from  the  Middle  bed,  on  800-foot  level,  250 
feet  south  of  main  slope.  It  represented  a  2-foot  1-inch  cut  containing  many  thin 
streaks  of  quartz  that  laid  along  the  bedding  and  at  varying  angles  to  the  bedding. 

Notes. — ^This  mine  was  first  opened  in  1808  and  has  been  worked  at  intervals  since 
then,  the  last  attempt  being  in  1909-1912.  The  coal  has  been  used  for  domestic  pur- 
poses in  the  vicinity  of  the  mine  and  from  about  1867  to  about  1882  was  used  for  smelt- 
ing copper  ore  at  a  smelter  near  the  mine.  Since  1897  several  attempts  have  been 
made  to  market  the  coal  in  the  form  of  briquets.  The  coal  is  a  graphitic  anthracite, 
and  requires  a  strong  draft  for  use  in  stoves.    The  ash  has  a  tendency  to  form  clinkers. 

For  results  of  producer-gas  tests  of  this  coal  see  Bureau  of  Mines  Bull.  13,  pp.  199, 
275. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  184-185;  also  U.  S.  Geol.  Survey 
Monograph  XXXIII,  p.  83. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Monograph  XXXIII,  p.  321. 

PBOVIDENCB  COUNTY. 

Cranston.    Outcrop. 

Sample. — Anthracite  coal;  Narraganbett  basin;  analyses  Noe.  7769,  7770,  7771, 
7772  (p.  185). 

Location. — Outcrop  at  Cranston. 

Coal  bed, — ^The  bed  is  of  Carboniferous  age  and  lies  in  the  so-called  Kingston  series. 

Notes. — This  coal,  like  nearly  all  of  that  foimd  in  the  Narragansett  barin  of  Rhode 
Island  and  Massachusetts,  is  a  graphitic  anthracite.  The  presence  of  coal  in  the 
vicinity  of  Cranston  has  been  known  for  many  years  and  several  attempts  at  mining 
have  been  made,  but,  owing  to  the  character  of  the  coal  and  its  mod?  of  occurrence, 
the  total  output  has  been  small. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  185;  also  U.  S. 
Geol.  Survey  Monograph  XXXIII,  p.  161. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Monogxaph  XXXIII,  p.  161. 

SOUTH  DAKOTA. 

COBSON  COUNTY. 

MoRRisTowN.    Surface  Outcrop. 

Sample. — ^Lignite;  analysis  No.  7840  (p.  185). 

Location.— Surface  outcrop;  in  the  NW.  J  sec.  19,  T.  21 N.,  R.  21 E.,  12  miles  south- 
east of  Morristown.    No  railroad  connection. 

LigniU  bed, — ^No  name.  Cretaceous  or  Tertiary  age;  Lance  formation.  The  bed 
was  measured  and  sampled  in  1909  by  A.  L.  Beekly.  The  sample  represented  2  feet 
11  inches  of  clear  coal,  the  thickness  of  the  bed. 

For  chemical  analysis  of  this  lignite  see  part  I  of  this  bulletin,  p.  185 

HABDING  COUNTY. 

Cave  Hills.    Outcrop. 

Sample. — ^Lignite;  analysis  No.  2001  (p.  185). 

Location.— Outcrop;  Pete  Riley's  ranch  in  Cave  Hills,  sec.  19,  T,  22  N.,  R.  6  E. 
No  railroad  connection. 
LiffniU  bed. — No  name.    Tertiary  age.  Fort  Union  formation. 

45889**--Bull.  22,  pt  2—13 30 
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The  bed  was  measured  and  sampled  in  1905  by  A.  G.  Leonard,  as  shown  below: 

Section  of  lignite  bed  in  outcrop  in  Cave  Hills, 


Laboratoiy  No. 


Lignitea. 
Lignite.. 


Thicknen  of  bed 

Thickness  of  coal  sampled , 


2001 
Ft.   in. 

4  0 

5  0 


9     0 
5     0 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  lignite  see  part  I  of  this  bulletin,  p.  185;  also  U.  S. 
Geol.  Survey  Bull.  285,  p.  322. 

TENNESSEE. 
ANDEBSON  COUNTY. 

OLrvEB  Springs.    Windrock  No.  1  Mine. 

Sample, — Bituminous  coal;  Brushy  Mountain  field;  (Tennessee  No.  4)  analyses 
Nos.  2956,  2957  (p.  185). 

Mine, — ^Windrock  No.  1;  a  drift  mine  in  the  Oliver  Springs  district,  3  miles  north 
of  Oliver  Springs  on  the  Louisville  &  Nashville  Railroad. 

Coal  bed, — Dean,  locally  called  the  Windrock.  Carboniferous  age,  Pottsville 
group.  The  bed  lies  nearly  flat,  dipping  northwest  8  inches  in  100  feet  and  averages 
4  feet  8  inches  in  thickness.  The  roof  is  a  gray  sandy  shale.  The  floor  is  a  hard  clay. 
In  parts  of  the  mine  the  bed  carries  a  sandy  shale  parting,  which  thickens  to  2  feet  as 
a  maximum. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
W.  J.  von  Borries  on  February  19,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Windrock  No.  1  mine^  S  mites  north  of  Oliver  Springs. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Mother  coal 

Coal 

Shale 

Cannel  coal 

Coal 

FlOOT.  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

2957 

FU  in. 

0 

10 

0 

i 

1 

1 

AG 

6 

m  m 

2 

•  • 

0 

6 
4 

n 

B 
2956 

Ft.  in. 

1  9 

0  \ 

1  1 

•  •  •  • 

0  1 

1  6 

1  tl 


a  Not  included  in  sample. 

Section  A  (sample  2957)  was  measured  in  right  entry  6,  2,000  feet  south  of  the  mine 
opening. 

Section  B  (sample  2956)  was  measured  in  right  butt  entry  1, 1,300  feet  northeast  of 
the  mine  opening. 

Notes. — ^The  output  of  this  mine  in  1906  was  shipped  in  two  sizes — engine  and  lump. 
The  capacity  of  the  mine  in  1906  was  about  300  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  235;  Bureau  of  Mines  Bull.  23,  pp.  67,  180; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  236;  Bureau  of  Mines  Bull.  13, 
pp.  202,  275;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  237;  coking  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  236;  Bull.  336,  pp.  25,  33,  42;  cupola  tests  of  coke: 
U.  S.  Geol.  Survey  Bull.  336,  pp.  66,  69,  71,  73,  75;  Bull.  332,  p.  237. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  185:  also  XJ.  S.  Geol.  Survey 
Bull.  332,  p.  235. 
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CAMPBELL  COUNTY. 

Gatliff.    Rbgal  Mine. 

Sample, — ^BituminouB  coal;  Brushy  Mountain  field;  (TennoBsee  No.  3)  analyses  Nos. 
2929,  2930  (p.  186). 

Mine. — Regal,  a  drift  and  slope  mine  in  the  Jellico  district,  at  €ratlifl,  on  the 
Louisville  &  Nashville  Railroad. 

Coal  bed. — ^Locally  known  as  the  Regal  Block.  Bed  ia  of  Carboniferous  age,  Pottsville 
group.  The  coal  at  this  mine  lies  nearly  flat,  dipping  16  feet  to  the  mile  south- 
east, and  averages  4  feet  6  inches  in  thickness.  The  roof  is  a  hard  sandy  shale,  6  inches 
thick,  that  flakes  off  in  layers  1  inch  thick.  Above  this  shale  is  a  thick-bedded  sandy 
shale.  The  floor  is  a  hard  fire  clay  about  18  inches  thick,  that  is  easy  to  shovel  from. 
There  are  many  local  rolls  in  the  bed,  resulting  in  variations  in  amount  and  direction 
of  dip.  The  coal  carries  a  band  about  8  inches  thick  called  the  mining  bed.  The 
bottom  part  of  this  band  is  in  places  a  soft  carbonaceous  shale  called  rash. 

The  bed  was  measiued  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
W.  J.  von  Borries  on  February  16, 1906,  as  shown  below: 

Sections  of  coal  bed  in  Regal  mine  at  Gatliff. 

Seotioii A  B 

Laboratory  No 2929  2930 

Roof,  shale.  Ft.    iH.     Ft.    in. 

Coal 19  14 

Raih 1 

Coal 

Floor,  clay. 

TnickneBs  of  bed 

Thickness  of  coal  sampled 


A 

2929     { 

Ft. 

in. 

1 

9 

aO 

U 

3 

4 

6 

3} 

5 

1 

J5I 


a  Not  Included  in  sample. 

Section  A  (sample  2929)  was  measiued  in  room  18,  of!  entry  1,  500  feet  south  of  the 
drift  mouth. 

Section  B  (sample  2930)  was  measiued  in  room  30,  off  entry  3, 1,050  feet  south  of  the 
mine  mouth. 

Notes. — ^The  coal  from  this  mine,  like  that  from  other  mines  working  this  bed  in  the 
same  district,  is  easily  mined  with  a  pick.  It  stands  transportation  fairly  well,  and  was 
generally  sold  as  domestic  fuel.  The  capacity  of  the  mine  in  1906  was  about  600  tons 
per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  232;  Bureau  of  Mines  Bull.  23,  pp.  67,  180; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  233;  Bull.  336,  pp.  26,  33,  42; 
Bureau  of  Mines  Bull.  13,  pp.  202,  275;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull. 
336,  pp.  66, 69,  71,  73,  75;  Bull.  332,  p.  233. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  186;  also  U.  S.  Geol.  Survey 
BuU.  332,  p.  232. 

Gatliff.    Westbornb  Minb. 

Sample. — Bituminous  coal;  Brushy  Mountain  field;  (Tennessee  No.  2)  analyses 
Nos.  2931,  2932  (p.  186). 

Mine. — ^Westbome;  a  drift  mine  in  the  Jellico  district,  2}  miles  northeast  of  Gatliff, 
on  the  Louisville  &  Nashville  Railroad. 

Coal  bed. — Locally  known  as  the  Log  Mountain.  Bed  is  of  Carboniferous  age,  Potts- 
ville  group.  At  this  mine  it  lies  nearly  flat,  and  averages  3  feet  6  inches  in  thick- 
ness. The  roof  is  a  hard  gray  laminated  shale  or  ' '  slate . ' '  The  bed  is  clean  coal ,  car- 
rying no  persistent  shale  partings.  The  floor  is  a  layer  of  clay,  3  to  4  inches  thick. 
Below  this  clay  is  hard  sandstone. 
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The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
W.  J.  von  Borries  on  February  16, 1906,  as  shown  below: 

Sections  of  coal  in  Westbome  mmCy  t\  miles  northeast  ofGoiliff. 


Section 

Laboratory  No 

Roof:  Becoon  A,  ahale;  section  B,  shale. 

Coal 

Cannel  coal 

Shale 

Coal 

Cannel  coal 

Coal 


Floor,  clay. 

TnidmesBof  bed. 


Thickness  of  coal  sampled. 


A 

2082      1 

n. 

In. 

2 

0 

0 

1* 

*i 

•  • 

3 

7 

3 

7 

B 
2931 

FU  in. 

0  2^ 

«6  *i 

2  4 

0  1 

1  h 

3  8| 

3  8 


o  Not  included  in  sample. 

Section  A  (sample  2932)  was  measiired  in  right  cross  entry  1,  675  feet  south  of  the 
mine  opening. 

Section  B  (sample  2931)  was  measured  in  the  main  entry,  687  feet  northeast  of  the 
main  opening. 

Notes. — ^The  coal  from  this  mine  is  hard  and  dull  black.  It  has  a  high  specific 
gravity,  and  the  appearance  of  cannel  coal.  It  stands  much  handling,  and  was  sold 
as  a  domestic  fuel. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
testfi:  U.  S.  Geol.  Survey  Bull.  332,  p.  229;  Bureau  of  Mines  Bull.  23,  pp.  67,  180; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  230;  Bureau  of  Mines  Bull.  13, 
pp.  202,  275;  coking  tests:  Bull.  332,  p.  230;  Bull.  336,  pp.  25,  33,  42;  cupola  tests 
of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  66,  69,  71,  73,  76;  Bull.  332,  p.  230. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  186;  also  U.  S.  Geol.  Survey 

Bull.  332,  p.  229. 

Lafollettb.    Rex  No.  2  Mine. 

Sample. — Bituminous  coal;  Cumberland  Gap  field;  (Ann  Arbor  No.  10)  analyses 
Nos.  7497,  7498  (p.  186). 

Mine. — Rex  No.  2;  Big  Creek  district,  1  mile  northwest  of  Lafollette. 

Coal  bed. — Rex.  The  coal  is  of  Carboniferous  age,  Bricevillo  formation.  The  bed 
is  from  3)  to  4  feet  thick.  Roof,  " draw  slate; ''  floor,  ''draw  slate  "  with  considerable 
good  clay  under  the  ''slate.'' 

The  bed  was  measured  and  sampled  by  P.  M.  Riefkin  on  March  2, 1909,  as  described 

below: 

Sections  of  coal  bed  in  Rex  No.  2  mine,  1\  miles  northwest  of  Lafollette. 


Laboratory  No 

Roof,  "draw  slate.'^ 

Coal 

Sulphur 


buipi 
Coal. 


Rasho.. 
Sulphur. 


Huipi 
Cod. 


Mother  ooal 

Coal 

Sulphur 

Coal 

Floor,  "draw  slate." 

Thickness  of  bed 

Thiokness  of  ooal  sampled. . 


a  Not  included  in  sample. 

Sample  7497  was  taken  4,000  feet  west  of  the  opening,  in  right  cross  heading  6. 
Sample  7498  was  taken  4,200  feet  northwest  of  the  opening,  in  the  cross  heading. 
For  results  of  illuminating-gas  tests  of  this  coal,  see  Bureau  of  Mines  Bull.  6,  pp. 
38,  47. 
For  chemical  analyses,  see  part  1  of  this  bulletin,  p.  186. 
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OULIBOBNB  COUNTY. 

Fork  Ridoe.    No.  2  Mine. 

Sample. — BituminouB  coal:  Cumberland  Gap  field;  (TenneoBee  No.  1)  analyBes 
Noe.  2907,  2908,  (p.  187). 

Mine. — No.  2;  a  drift  and  slope  mine  at  Fork  Ridge,  on  the  Louisville  &  Nashville 
Railroad. 

Coal  bed. — ^Mingo  or  Ralston  of  the  Kentucky  Geological  Survey.  Carboniferous 
age,  Mingo  formation.  At  this  mine  the  bed  dips  to  the  southwest  at  a  low  angle 
and  averages  4  feet  3  inches  in  thickness.  The  roof  is  a  hard  gray  sandy  shale.  The 
floor  is  shale,  like  the  roof.    The  cover  is  about  50  feet. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
W.  J.  von  Borries  on  February  12,  1906,  as  shown  below: 

Sectiona  of  coal  bed  in  No.  2  mine^  at  Fork  Ridge. 


SertioD 

Laboratory  No 

Roof,  shale. 

Coal 

Mother  coal 

Coal 

Shalea 

Mother  ooal 

Coal  and  shale  « 

Coal 

Shalea 

Mother  ooal 

Shale  and  ooal  mixture  a. 

Coal 

Mother  coal 

Coal 

Mother  ooal 

CoaL 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

L 

2907      1 

Ft. 

in. 

0 
0 

1 

1 

7 

0 

2 

0 

•  • 

2} 

1 

7 

•  • 

0 

•  • 

•  • 

0 

■  • 

5 

•  • 

•  ■ 

4 
4 

•  • 

41 

B 

2908 

Ft.  in. 
0     6 
0       i 
0     8 


a  Not  included  in  sample. 

Section  A  (sample  2907)  was  measured  in  room  5,  off  cross  entry  3,  4,000  feet  north- 
east of  the  slope. 

Section  B  (sample  2908)  was  measured  in  the  main  entry,  4,400  feet  east  of  the 
slope. 

Notes. — The  coal  at  this  mine  is  very  easily  worked,  all  being  taken  down  with  a 
pick.  It  is  very  bright  and  shiny  and  seemingly  contains  little  sulphur.  The  daUy 
output  of  the  mine  when  sampled  was  about  1,200  tons.  The  larger  part  of  the  pro- 
duction was  shipped  in  run-of-mine  form. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  225;  Bureau  of  Mines  Bull.  23,  pp.  67,  179; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  226;  Bureau  of  Mines  Bull.  13,  pp. 
199,  275;  briquetting  tests:  tJ.  S.  Geol.  Survey  Bull.  332,  p.  228;  washing  teste:  U.  S. 
Geol.  Survey  Bull.  332,  p.  226;  Bull.  336,  p.  14;  coking  teste:  U.  S.  Geol.  Survey 
BuU.  332,  p.  226;  Bull.  336,  pp.  24,  33,  42;  cupola  teste  of  coke:  U.  S.  Geol.  Survey 
BuU.  336,  pp.  66,  69,  71,  73,  75;  Bull.  332,  p.  227. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  187;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  225. 
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CTTXBEBULND  OOX71IT7. 

Waldbnbia.    Yellow  Crebk  No.  1  Mine. 

Sample. — Bituminous  coal;  Walden  field;  (Tennessee  No.  6)  analyses  Nob.  2977, 
2978  (p.  187). 

Mine. — ^Yellow  Creek  No.  1;  a  drift  mine  in  the  Rockwood  district,  3  miles  north- 
west of  Waldensia,  on  the  Southern  Railway.    The  mine  has  been  abandoned. 

Coal  bed. — Lower  Sewanee  (?).  Carboniferous  age,  Walden  formation.  At  this 
mine  the  bed  averages  4  feet  thick  and  dips  about  10  feet  in  100  feet  to  the  south- 
east.   The  roof  is  a  hard  shale,  as  is  the  floor. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  on 
February  22,  1906.  Sample  2978  represented  4  feet  6  inches  of  coal.  Sample  2977 
represented  3  feet  6  inches  of  coal. 

Section  A  (sample  2978)  was  measured  in  room  1,  off  entry  2,  350  feet  northeast  of 
the  drift  mouth. 

Section  B  (sample  2977)  was  measured  in  the  west  entry,  200  feet  west  of  the  drift 
mouth. 

Note. — ^The  estimated  capacity  of  this  mine  in  1906  was  100  tons  per  day. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming  tests: 
U.  S.  Geol.  Survey  Bull.  332,  p.  242;  Bureau  of  Mines  Bull.  23,  pp.  68, 181;  producer- 
gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  243;  Bureau  of  Mines  Bull.  13,  pp.  202,  275; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  243;  Bull.  336,  pp.  25,  33,  42;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  66,  69,  71,  73,  75;  Bull.  332,  p.  243. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  187;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  242. 

FENTRESS  COUNTY. 

Wilder.    Fentress  Mine. 

Sample. — Bituminous  coal;  Cumberland  Plateau  field;  (Tennessee  No.  7)  analyses 
Nos.  2979,  2980  (p.  187). 

MiTU. — Fentress;  a  drift  mine  at  Wilder,  on  the  Tennessee  Central  Railroad. 

Coal  bed. — Locally  known  as  the  Wilder.  Carboniferous  age,  in  the  Lee  forma- 
tion. At  this  mine  the  bed  has  a  general  dip  to  the  northeast,  but  the  dip  varies 
locally,  owing  to  the  many  rolls  and  irregularities.  The  average  thickness  is  4  feet 
4  inches.  Roof,  massive  sandy  shale;  floor,  sandy  shale,  containing  streaks  of  coal. 
The  bed  contains  ''sulphur  "  in  thin  streaks  and  in  bands  2  to  3  inches  thick. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
W.  J.  von  Borries  on  February  23, 1906,  as  shown  below: 

Sections  of  coal  bed  in  Fentten  mine  at  WHder. 


Section 

LAboiBtonr  No 

Roo^  shale. 

Coal 

Mother  ooal 

Sulphur  a 

CoaT. 

Sulphur 

Coal 

Sulphur  o 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickneaa  of  ooal  sampled 


B 


FU   in. 
0     3 


0 
0 
0 
2 
0 
0 

4 
3 


I 


8 

I 

6 


a  Not  included  in  sample. 
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Section  A  (sample  2979)  was  measured  in  a  crosscut  off  the  main  entry,  2,000  feet 
north  of  the  drift  opening. 

Section  B  (sample  2980)  was  measured  in  room  28,  off  right  entry  2, 1,500  feet  east 
of  the  drift  opening. 

Note. — ^The  capacity  of  this  mine  in  1906  was  about  550  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming  tests: 
IT.  S.  Geol.  Survey  Bull.  332,  p.  245;  Bureau  of  Mines  Bull.  23,  pp.  68, 181;  producer- 
gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  246;  Bureau  of  Mines  Bull.  13,  pp.  204, 275; 
briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  247;  washing  tests:  U.  S.  Geol. 
Survey  Bull.  332,  p.  246;  Bull.  336,  p.  14;  coking  tests:  U.  S.  Geol.  Survey  Bull.  332, 
p.  246;  Bull.  336,  pp.  25,  33,  42;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336, 
pp.  66,  69,  71,  73,  75;  Bull.  332,  p.  247. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  187;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  245. 

Weldbr.    Wildeb  Mine. 

Sample, — Bituminous  coal;  Cumberland  Plateau  field;  analysis  No.  1619  (p.  187). 
Jftn«.— Wilder;  at  Wilder. 

Coal  bed. — Wilder;  Carboniferous  age;  in  the  Lee  formation.    The  bed  is  about  4 
feet  thick  at  point  sampled. 
The  bed  was  sampled  and  measured  in  1904  by  J.  S.  Burrows,  as  described  below: 

Section  of  coal  bed  in  Wilder  mine  at  Wilder. 


LalxNratory  No. 


Coal 

Sulphur. 

Coal 

Sulphur. 
Coal..... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


1619 
Ft.    in. 

0 

0 

2     3 

0    si 


Jl 


3     « 
3 


n 


The  sample  was  taken  from  room  1,  of!  entry  3. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  187. 

GBtlNDT  COUNTY. 

COALUONT.     B  MiNB. 

Sample. — Bituminous  coal;  Cumberland  Plateau  field;  (Tennessee  No.  9)  analyses 
Nob.  2995,  2996  (p.  187). 

Mine. — B,  a  drift  mine  in  the  Chattanooga  district  at  Coalmont,  on  the  Nashville, 
Chattanooga  &  St.  Louis  Railway. 

Coal  bed. — Sewanee,  locally  known  as  the  Middle  Sewanee.  Carboniferous  age, 
Walden  formation.  At  this  mine  the  bed  averages  3  feet  4  inches  thick.  It  lies 
nearly  flat.  The  roof  is  sandstone  in  places,  and  in  places  gray  shale.  The  floor  is 
shale. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
W.  J.  von  Berries,  on  March  2, 1906. 

Section  A  (sample  2996)  represented  3  feet  6  inches  of  coal. 

Section  B  (sample  2995)  represented  3  feet  of  coal. 

Section  A  (sample  2996)  was  measured  in  left  entry  6,  2,000  feet  south  of  the  mine 
opening. 

Section  B  (sample  2995)  was  measured  in  right  entry  4,  1,900  feet  north  of  the 
mine  opening. 
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In  section  A  there  is  1}  inches  of  rash  or  carbonaceous  shale  at  the  top  and  bottom 
of  the  coaly  but  these  bands  are  not  persistent. 

Noitu. — ^The  coal  from  this  mine,  like  that  from  other  mines  in  the  district  working 
this  bed,  is  soft  and  friable.  At  this  mine  the  slack  was  washed  and  made  into  coke. 
The  estimated  capacity  of  the  mine  in  1906  was  about  500  tons  ger  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  252;  Bureau  of  Mines  Bull.  23,  pp.  68,  182; 
briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  254;  washing  tests:  U.  S.  Geol. 
Survey  Bull.  332,  p.  253;  Bull,  336,  p.  14;  coking  testa:  U,  S.  Geol.  Survey  Bull.  332, 
p.  253;  Bull.  336,  pp.  25,  33,  42;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336, 
pp.  66,  69,  71,  73,  75;  Bull.  332,  p.  253. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  187;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  252. 

HABION  COT7NTY. 
Orue.    Battle  Creek  Mine. 

Sample, — Bituminous  coal;  Cumberland  Plateau  field;  (Tennessee  No.  10)  analyses 
Nob.  3009,  3010  (p.  188). 

Mine. — Battle  Creek,  a  drift  mine  1  mile  north  of  Orme,  on  the  Nashville,  Chatta- 
nooga &  St.  Louis  Railway. 

Coal  bed. — ^Battle  Creek.  Carboniferous  age,  Pottsville  group.  It  averages  in 
thickness  5  feet  8  inches,  but  varies  greatly,  having  a  maximum  thickness  of  23 
feet  and  pinching  out  entirely  in  places.  The  roof  is  a  hard,  sandy  shale.  The 
floor  is  much  like  the  roof,  but  in  places  is  more  clayey.  The  bed  carries  partings 
of  rash  or  carbonaceous  shale. 

The  bed  was  measured  and  sampled  at  two  x>oints  in  the  mine  by  J.  W.  Groves  and 
W.  J.  von  Borries,  on  March  5,  1906,  as  shown  below: 

Sections  of  coal  bed  in  Battle  Creek  mine^  1  mile  north  of  Orme, 


Bection A 

Laboratory  No 301 0 

Roof,  shale.  Ft,  fn. 

Coal 1    10 

Rash ao     2 

Coal 3     0 

Raah aO     2 

Floor:  section  A,  shale;  section  B,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


5      8 
h      4 


B 
3009 

Ft,  in. 

1      7 

aO     2 

3    10 


5      7 
5      6 


a  Not  included  In  sample. 

Section  A  (sample  3010)  was  measured  in  west  entry  14,  2,500  feet  northwest  of  the 
drift  mouth. 

Section  B  (sample  3009)  was  measured  in  right  heading  9,  2,200  feet  northeast  of  the 
drift  mouth. 

Note, — The  average  output  of  this  mine  in  1906  was  given  as  500  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  255;  Bureau  of  Mines  Bull.  23,  pp.  68,  182; 
briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  256;  washing  tests:  U.  S.  Geol. 
Survey  Bull.  332,  p.  256;  Bull.  336,  p.  14;  coking  tests:  U.  S.  Geol.  Survey  Bull.  332, 
p.  256;  Bull.  336,  pp.  25,  33,  42;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336, 
pp.  67,  69,  71,  73,  75;  Bull.  332,  p.  256. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  188;  also  U.  S.  Geol.  Survey 
BuU.  332,  p.  255. 
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Pbtbob.    Bio  Bbusht  Nob.  1  and  2  Minbb. 

Sample. — BituminouB  coal;  Brushy  Mountain  field;  (Tennessee  No.  5)  analyses  Nos. 
2958,  295»(p.  188). 

Mines. — Big  Brushy  Nos.  1  and  2;  drift  mines  in  the  Morgan  district,  at  Petros,  on 
the  Harriman  &  Northeastern  Railroad. 

Coal  bed. — Brushy  Mountain  of  the  United  States  Geol(^cal  Survey.  Carbonifer- 
ous age,  Briceville  formation.  Bed  lies  nearly  flat,  dipping  to  the  northe&t  about 
30  feet  to  the  mile,  with  higher  local  dips;  thickness,  about  2  feet  10  inches.  It  is 
generally  clean,  with  the  exception  of  partings  of  mother  coal  and  occasional  streaks 
of  pyrite  at  t^e  top.  The  roof  varies  from  a  hard  shale  to  a  very  hard  sandstone.  The 
floor  is  a  hard  sandstone. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
W.  J.  von  Borries  on  February  20, 1906,  as  shown  below: 

Sectiont  of  coal  bed  in  Big  Brushy  Nos.  1  and  2  mines  at  Petros. 


fiflCtiOll 

Laboratory  No 

Boor  BBC.  A,  Bandstone;  bbc.  B,  shale. 

Mother  ooal 

Solnhnr 

CobT. 

Mother  ooal 

Ooal 

Mother  coal  and  shale 

Coal 

Floor.  BandBtone. 

TnickneBB  of  bed 

ThickoeBS  of  ooal  sampled 


A 

2050      1 

Ft. 

in. 

0 

7 

0 

1 

■  • 

0 

0* 

0 

i 

0 

4 

00 

u 

1 

2} 

3 

i 

2 

11 

B 
2068 
Ft.  in, 

0      1 


0       i 

0      6 

0 

2 


I 


2      72 
2     7| 


o  Not  Included  In  sample. 

Section  A  (sample  2959)  was  measured  in  the  main  entry,  3,800  feet  east  of  the  mine 
opening. 

Section  B  (sample  2958)  was  measured  in  room  10,  off  right  entry  9  in  No.  2  mine, 
2,500  feet  southeast  of  the  mine  opening. 

The  mother  coal  and  sulphur  shown  in  this  section  are  local. 

Notes. — ^The  coal  shipped  from  this  mine,  like  that  from  other  mines  working  the 
same  bed  in  this  district,  is  rather  soft,  breaking  into  small  lumps.  It  was  shipped  in 
run-of-mine  form,  and  was  used  chiefly  for  steam  production.  The  capacity  of  the 
mine  in  1906  was  about  750  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
teste:  U.  S.  Geol.  Survey  Bull.  332,  p.  239;  Bureau  of  Mines  Bull.  23,  pp.  67,  68, 181; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  240;  Bpreau  of  Mines  Bull.  13, 
pp.  202,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  240;  Bull.  336,  p.  14; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  240;  Bull.  336,  pp.  25,  33,  42;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  66,  69,  71,  73,  75;  Bull.  332,  p.  241. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  188;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  239. 
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OVEBTON  CX)nNTT. 

Crawford.  Crawford  Mine. 

Sample.— BitmninoMB  coal;  Cumberland  Plateau  field;  analysis  No.  1617  (p.  188). 

Mine. — Crawford,  at  Crawford. 

Coal  bed. — ^Wilder  coal.    Lee  shale,  Lower  Pottsville  age,  Lee  formation. 

The  bed  is  about  5  feet  thick  at  point  sampled. 

The  coal  bed  was  sampled  and  measured  in  1904  by  J.  S.  Burrows  as  described  below: 

Section  of  coal  bed  in  Crawford  mine  at  Crawford. 


t«aboratory  No. 
Coal 


Sulphur. 


HUlp 

Coal. 


Sulphur. 


suip 
Cod. 


Sulphur. 
Coal.... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


1611 

r 

Ft. 

in. 

1 

2 

0 

i 

1 

4 

0 

i 

1 

4 

0 

1 

1 

0 

4    lU 
4    Uj 


The  sample  was  taken  west  of  the  mine  1,000  feet  from  the  drift. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  188. 

WHITE  COUNTY. 

Clifty.    Cliffy  No.  1  Mine. 

Sample. — Bituminous  coal;  Cumberland  Plateau  field;  (Tennessee  No.  8)  analyses 
Nob.  3005,  3006  (p.  189). 

Mine.—€\ihy  No.  1,  a  drift  mine  at  Clifty,  on  the  Nashville,  Chattanooga  &  St. 
Louis  Railway. 

Coal  bed. — Locally  known  as  the  Sewanee,  but  is  probably  the  Bon  Air.  The  bed  lies 
nearly  flat.  Its  average  thickness  at  this  mine  is  3  feet  6  inches.  The  roof  is  sand- 
stone. The  floor  is  a  hard  fire  clay.  The  bed  is  part  of  the  Lee  formation,  of 
Carboniferous  age. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  and 
W.  J.  von  Berries  on  February  28, 1906,  as  shown  below: 

Sections  of  coal  bed  in  Clifty  No.  1  mine  at  Clifty. 


Section 

Laboratory  No. . 

Roof,  sandstone. 

TopooBl 

Coal 

Sulphur 


Sulphur  a 

Coal 

Sulphur 

Cod 

Floor,  fire  clay. 

T  hickn  ess  of  bed 

Thickness  of  coal  sampled. 


1 

A 

3006 

Ft. 

in. 

0 

1 

1 

0 

0 

i 

1 

6 

0 

» 

1 

•  • 

6 

•  • 

ft  • 

3 

111 

3 

B 

3005 
Ft.  in. 

•  *  *  • 

0  11 
0 
0 
oO 
0 
0 

1 

3 
8 


,■1 

4 


a  Not  included  in  sample. 

Section  A  (sample  3006)  was  measured  in  the  main  entry,  1,900  feet  north  of  the 
mine  mouth. 
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Section  B  (sample  3005)  was  measured  in  room  7  of  the  west  cross  entry,  2,100  feet 
north  of  the  mine  mouth. 

Note. — ^The  estimated  capacity  of  this  mine  in  1906  was  about  500  tons  daily. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  249;  Bureau  of  Mines  Bull.  23,  pp.  68,  182; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  249;  Bureau  of  Mines  Bull.  13,  pp. 
204,  207,  275;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  260;  Bull.  336,  p.  14; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  250;  Bull.  336,  pp.  25,  33,  42;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  66,  69,  71,  73,  75;  Bull.  332,  p.  251. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  189;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  249. 

HOUSTON  COT7NTT. 
Crockett.    Wootteb's  Mine. 

Sample.— Llgmte;  Texas  field;  (Texas  No.  1)  analyses  Nos.  1195,  1196  (p.  189). 

Mine. — ^Wootter's,  a  shaft  mine,  at  Wooters  Station,  11  miles  south  of  Crockett  on  the 
International  &  Great  Northern  Railroad. 

Lignite  bed. — ^The  lignite  beds  at  this  place  form  part  of  the  great  lignite  field  that 
crosses  the  State.  They  are  of  Tertiary  (Eocene)  age,  Wilcox(?)  formation.  The 
beds  are  irregular,  and  have  not  been  specifically  named.  They  occur  interbedded 
with  sand  and  clay.  At  Wooters  Station  the  bed  worked  lies  nearly  horizontal,  and  is 
worked  by  a  shaft  35  feet  deep.  The  roof  is  lignite  and  clay.  A  peculiar  feature  of 
the  bed  is  the  occurrence  of  the  pyrites,  which  is  found  in  nearly  vertical  joints  at  4  to 
5  foot  intervals. 

Two  samples  were  collected  by  M.  R.  Campbell  on  October  4, 1904. 

Section  A  (sample  1195)  was  collected  in  room  17  off  north  entry  3,  890  feet  from  the 
mouth  of  the  shaft,  where  the  clean  coal  was  5  feet  thick. 

Section  B  (sample  1196)  was  taken  in  the  main  entry,  600  feet  from  the  foot  of  the 
shaft,  where  the  clean  coal  was  5  feet  8  inches  thick. 

Notet. — ^The  lignite  from  this  mine,  like  that  from  others  in  this  field,  slacks  on  expo- 
sure, and  will  not  stand  storage  in  the  raw  state.  The  rated  capacity  of  the  mine  in 
1904  was  300  tons  per  day.  The  larger  part  of  the  product  was  shipped  to  near-by 
points  for  steam  production  and  domestic  use.  The  lignite  has  given  good  results 
burned  in  a  gas  producer. 

For  results  of  tests  of  this  lignite,  see  mention  of  specific  tests  as  follows — steaming 
tests:  Bureau  of  Mines  Bull.  23,  pp.  68,  183;  producer-gas  tests:  U.  S.  GeoL  Survey 
Bull.  261,  p.  106;  Bureau  of  Mines  Bull.  13,  pp.  207,  275. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  189;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  246;  Bull.  261,  p.  52. 

MEDINA  C0T7NTY. 

Lytle.    Carr  No.  3  Mine. 

5ainpfe.— Bituminous  coal;  Texas  field;  (Pittsburgh  No.  8)  analyses  Nos.  7330,  7331 
(p.  189). 

Mine. — Carr  No.  3  mine,  a  shaft  mine  2  miles  southwest  of  Lytle,  on  the  Interna- 
tional  &  Great  Northern  Railroad. 

Lignite  bed. — ^The  lignite  is  of  Tertiary  (Eocene)  age,  Wilcox(?)  formation.  The  roof 
is  sandy  shale  overlain  with  8  inches  of  top  coal;  the  floor  is  fire  clay;  cover,  for  the 
most  part,  54  feet  thick. 
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The  bed  was  meaaured  and  sampled  at  two  points  by  K.  M.  Way  on  February  4, 
1909.  as  described  below: 

8ection8  of  coal  bed  in  Carr  No.  3  mine,  2  miles  southwest  of  Lytle. 


Laboratonr  No i  7330 

Roof,  sandy  shale.  !  Fl  in. 

Coal I  3    10 

Soft  shale  a 0     1 

Coal '  0     31 

Floor,  fire  clay.  | 

Tmckneaa  of  lignite  bed , i  4     2| 

ThickneaB  of  lignite  samided 4     1} 


7331 
Ft.  in. 
0     9i 
0     1 
3     6 

1  3 


a  Not  included  in  sample. 

Sample  7330  was  taken  in  a  room  in  the  middle  of  northwest  entry  5,  600  feet  north- 
west of  the  opening. 

Sample  7331  was  taken  in  face  of  northeast  entry  6,  350  feet  northeast  of  the  opening. 

Note. — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  125  tons. 

For  results  of  briquetting  tests  of  this  lignite,  see  Bureau  of  Mines  Bull.  14,  pp.  25, 26. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  189;  also  Bureau  of  Mines  Bull. 
14,  p.  25. 

HILAH  COTJKTY. 

Olsen.    Olsen  Mine. 

iSompfe.— Lignite;  Texas  field;  (Texas  No.  3)  analyses  Nob.  2562,  2563  (p.  189). 

Mine. — Olsen,  a  shaft  mine  at  Olsen,  on  the  International  &  Oreat  Northern  Rail- 
road. 

Lignite  bed. — ^Unnamed ,  one  of  many  in  the  great  Texas  lignite  area.  It  is  of  Tertiary 
(Eocene)  age,  Wilcox  (?)  formation.  Its  thickness  averages  at  this  mine  about  7  feet. 
The  dip  is  slight  and  to  the  east.  The  roof  is  a  white  shale,  which  is  very  tender  and 
falls  readily  on  exposure.  In  mining,  about  1)  feet  of  coal  is  left  for  a  roof.  The  floor 
is  a  soft  shale,  slightly  laminated,  and  is  not  good  to  shovel  from.'  The  cover  at  this 
mine  is  about  65  feet. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J.  von 
Berries  on  November  22,  1905. 

Section  A  (sample  2562)  represented  6  feet  5  inches  of  lignite  and  was  measured  in 
left  entry  1,  off  the  main  entry,  400  feet  east  of  the  shaft. 

Section  B  (sample  2563)  represented  6  feet  7  inches  of  lignite,  and  was  measured  in 
room  3  on  left  entry  3,  off  the  main  entry,  500  feet  east  of  the  shaft. 

Notes. — ^The  lignite  from  this  mine,  like  that  from  many  others  in  this  field,  is  tough 
and  brown,  readily  slacks,  and  will  not  stand  handling  nor  long  shipment.  The 
rated  capacity  of  the  mine  in  1905  was  200  tons  per  day.  The  lignite  was  used 
chiefiy  for  domestic  purposes  and  for  steam  production  at  neighboring  points. 

For  results  of  tests  of  this  lignite  see  mention  of  specific  tests  as  follows — ^producer-gaa 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  259;  Bureau  of  Mines  Bull.  13,  pp.  209,  275. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  189;  also  U.  S.  Geol.  Survey 
BuU.  332,  p.  259. 

Rockdale.    Biq  Lump  Mine. 

Sample.— Ugaite;  Texas  field;  (Pittsburgh  No.  7)  analyses Nos.  7270, 7271  (p.  189). 

Mine. — Big  Lump ;  a  shaft  mine  3}  miles  northeast  of  Rockdale,  on  the  International 
&  Great  Northern  Railroad. 

Lignite  bed. — ^Big  Vein.  Tertiary  (Eocene)  age,  Wilcox  (?)  formation.  The  roof  is 
"  black  jack  " ;  also  the  fioor;  cover  about  45  feet  thick. 
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The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  February  1, 1909. 

Sample  7270  represented  6  feet  10  inches  of  lignite,  and  was  taken  in  the  foce  of 
entry  8, 1,020  feet  northwest  of  the  opening. 

Sample  7271  represented  7  feet  of  lignite,  and  waa  taken  in  the  feice  of  entry  6,  720 
feet  north  of  the  opening. 

Note, — ^The  daily  capacity  of  the  mine  at  time  of  sampling  was  250  tons. 

For  results  of  briquetting  tests  of  this  lignite  see  Bureau  of  Mines  Bull.  14,  pp.  24-25. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  189;  also  Bureau  of  Mines  Bull. 
14,  p.  24. 

BOBEBTSON  COUNTY. 

Calvebt.    Calvert  Mine. 

Sample. — ^Bituminous  coal;  Texas  field;  (Pittsburgh  No.  9)  analyses  Nos.  7403,  7404 
(p.  190). 

Mine, — Calvert,  a  shaft  mine  6  miles  west  of  Calvert,  on  the  International  & 
Great  Northern  Railroad. 

Lignite  bed. — ^Upper.  Tertiary  (Eocene)  age,  Wilcox  formation.  The  roof  is  of  clay ; 
floor,  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  March  5, 1909, 
as  described  below: 

Sections  of  lignite  bed  in  Calvert  mine,  6  miles  west  of  Calvert. 


Labontoiy  No ,     7403 

Roof ,  bastard  fire  day.  I  Ft.    in. 


Lignite 1     9 


Mother  ooal  and  shale 

UgnitBk 

Shale 

Lignite 

Shale 

Lignite 

Floor,  fire  clay.  ; 

Thickness  of  bed 

Thickness  ol  lignite  sampled 


aO      l| 
1    11 

oO 
1 

aO 
0    11 

6      9i 
6     5 


7404 

FL  In. 

2  6 

?  4 

oO  4 

aO  l! 

1  2 


6 
6 


"^ 


o  Not  included  in  sample. 

Sample  7403  was  taken  in  room  4,  o£F  south  entry  1,  250  feet  south  of  the  opening. 

Sample  7404  was  taken  in  room  8,  off  east  entry  north,  550  feet  northeast  of  the  open- 
ing. 

Note, — ^The  rated  capacity  of  the  mine  at  time  of  sampling  was  400  tons  daily. 

For  results  of  briquetting  tests  of  this  lignite,  see  Bureau  of  Mines  Bull.  14,  pp.  2S-30. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  190;  also  Bureau  of  Mines  Bull. 
14,  p.  29. 

WOOD  C0X7KTY. 

HoYT.    Nos.  1  AND  3  Mines. 

i^omp^.— Lignite;  Texas  field;  (Texas  No.  2)  analyses  Nos.  1241,  1243,  2635,  2636 
(p.  190). 

Mine. — Nod.  1  and  3  mines;  slope  mines  at  Hoyt,  on  the  Missouri,  Kansas  &  Texas 
and  the  Texas  Short  Line  Railroads. 

Lignite  bed. — ^Thia  bed  of  lignite  has  not  been  identified  at  any  other  point,  but  is 
locally  known  as  the  G.  L.  It  is  of  Eocene  age,  Wilcox  formation.  The  lignite  oc- 
curs about  45  feet  below  the  surface;  lies  horizontal,  but  the  floor  rolls,  and  is  reached 
by  slopes.  The  bed  is  about  7  to  8  feet  thick.  It  has  a  carbonaceous  shale  roof  and 
a  gray  sandy  clay  floor.  The  bed  is  quite  free  from  partings  of  any  kind.  In  No.  8 
mine  the  bed  is  slightly  fttulted  in  places.  The  cover  is  about  45  feet.  Two  sections 
of  the  bed  were  measured  and  sampled  by  M.  R.  Campbell  on  November  16, 1904.    Sec- 
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tion  A  (sample  1241)  was  measured  in  the  aouth  entry  2  ki  No.  1  mine,  about  500 
feet  from  the  mouth  of  the  mine,  where  the  lignite  was  8  feet  3  inches  thick.  Section 
B  (sample  1243)  was  taken  in  the  air  course,  near  the  foot  of  ihe  air  shaft  in  No.  3 
mine,  where  the  lignite  was  7  feet  10  inches  thick. 

The  bed  was  also  sampled  in  the  No.  3  mine  by  J.  W.  Groves  and  W.  J.  von  Borries, 
on  December  5, 1905. 

Sample  2635  was  taken  in  south  entry  1, 1,100  feet  southeast  of  the  slope.  Sample 
2636  was  taken  in  room  2,  north  entry  1,  400  feet  northeast  of  slope. 

Sample  2635  represented  6  feet  2  inches  of  lignite,  and  sample  2636  represented  8 
feet  2  inches  of  lignite. 

Notes. — ^The  lignite  from  this  mine,  like  that  from  others  in  the  Texas  lignite  field, 
slacks  on  exposure,  and  will  not  stand  storage  in  the  raw  state.  It  was  used  for  domes- 
tic piirposes  and  steam  production  at  nearby  points.  It  gave  good  results  In  a  gas 
producer.  Little  slack  was  produced  in  mining,  but  in  1905  the  lignite  was  loaded 
with  forks,  and  all  fine  stuff,  possibly  12  per  cent,  of  the  total  shot  down  was  left 
undeiground. 

For  results  of  tests  of  this  lignite,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  260;  Bureau  of  Mines  Bull.  23,  pp.  68,  183; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  261;  Bureau  of  Mines  Bull.  13,  pp. 
210,  275;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  261. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  190;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  260. 

UTAH, 
CABBON  COUNTY. 

Castleoate.    Castleoate  Minb. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  analjrses  Nos.  2007,  2008  (p.  190.) 

Mine. — Castlegate;  in  Pleasant  Valley  district;  in  sec.  2,  T.  13  S.,  R.  9  £.,  at 
CasUegate,  on  the  Denver  &  Rio  Grande  Railroad.  • 

Coal  bed. — Castlegate.  Cretaceous  age;  Mesaverde  formation.  Thickness,  4  to  10 
feet;  roof,  sandstone;  floor,  sandstone. 

The  bed  was  measured  and  sampled  by  J.  A.  Taff  in  1905. 

Sample  2097  was  taken  from  east  part  of  mine,  and  represented  a  10-foot  cut. 

Sample  2098  was  taken  from  west  part  of  mine,  and  represented  a  6-foot  cut. 

Notes. — ^The  coal  from  this  mine,  like  that  from  other  mines  in  this  field,  as  a  rule,  is 
massive,  clean,  and  low  in  sulphur.  The  floor  is  so  uneven  that  mining  machines 
could  not  be  successfully  used. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  190;  also  U.  S* 
Geol.  Survey  Bull.  285,  p.  294;  Bull.  316,  p.  351. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

Castleoate.    Gibson  Project. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  analjrsis  No.  2193  (p.  191). 

Xocation.— Gibson  prospect;  in  sec.  3,  T.  13  S.,  R.  11  £.,  10  miles  east  of  Castlegate, 
in  Coal  Creek  Canyon. 

Coal  bed. — ^The  bed  is  of  Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  by  J.  A.  Taff  in  1905.  The  sample  taken  rep- 
resented a  5-foot  cut  of  clean  coal. 

For  chemical  analyses  of  thitt  coal,  see  part  I  of  this  bulletin,  p.  191;  also  U.  S. 
Geol.  Survey  Bull.  285,  pp.  294, 296.  For  geolpgic  relations,  see  U.  S.  Geol.  Survey 
Bull.  285,  p.  293. 
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Gastleoate.    Bean  Prospect. 

Sample, — Bituminous  coal;  Book  Cliffs  field;  analysis  No.  2188  (p.  191). 
jLoco^ion.r-Bean  prospect;  in  sec.  10,  T.  13  S.,  R.  11  E.,  10)  miles  east  of  Gastlegate, 
in  Coal  Creek  Canyon. 
Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation. 
The  bed  was  measured  and  sampled  by  J.  A.  Taff  in  1905,  as  described  below: 
Section  of  coal  bed  in  Bean  prospect  in  Coal  Creek  Canyon. 


Laboratory  No 

Coal 

Shale* 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled. 


2188 

Ft. 

in. 

4 

0 

0 

1 

4 

1 

8 

2 

8 

1 

a  Not  included  In  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  191. 
For  geologic  relations  see  U.  S.  Geol.  Siu-vey  Bull.  285,  p.  293. 

Clear  Creek.  Clear  Creek  Mine. 

Sample. — Bituminous  coal;  Wasatch  Plateau  field;  analysis  No.  2542  (p.  191). 

iftn€.— Clear  Creek;  at  Gear  Creek  in  sec.  33,  T.  13  S.,  R.  7  E. 

Coal  bed. — Clear  Creek.  Cretaceous  age,  Mesaverde  formation.  Bed  almo^  hori- 
zontal. Thickness  variable;  in  south  part  of  mine  13  feet  5  inches  of  clean  coal  at 
time  of  sampling;  in  north  part  of  mine  bed  in  two  benches  separated  by  16  feet  of 
shale  and  only  upper  bench,  4  to  6  feet  thick,  worked. 

The  bed  was  measured  and  sampled  in  1905  by  J.  A.  Taff.  The  sample  represented 
13  feet  5  inches  of  clear  coal. 

The  sample  was  taken  in  the  mine,  3,000  feet  from  the  entrance. 

Noten. — ^The  coal  from  this  mine  like  that  from  other  mines  in  this  field  is  clean, 
massive,  uniform  in  composition,  and  of  low  sulphur  content.  Slacks  but  little 
on  exposure  to  weather. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  191;  also  U.  S. 
Geol.  Bull.  285,  pp.  294,  298. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

Kenil WORTH.    Aberdeen  Mine. 

Sample. — Bituminous  coal;  Book  Giffs  field;  analyses  Nos.  10044, 10046  (p.  191). 

Mine. — Aberdeen;  at  Kenilworth,  four  miles  east  of  Helper. 

Coal  bed. — Book  Cliffs  (?).  The  coal  is  of  Cretaceous  age,  Mesaverde  formation. 
Thickness  of  bed,  about  22  feet. 

The  bed  was  measured  and  sampled  by  R.  Weiner.  The  sample  was  taken  from 
three  places:  From  main  slope  1,880  feet  north,  from  right  slope  1,880  feet  north,  and 
fifth  left  slope  1,560  feet  north  by  132  feet  west  of  mine  mouth. 

Sample  10046  represented  the  entire  bed. 

Sample  10044  represented  cuts  taken  from  different  parts  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  191. 

For  geol(>gic  reUtions  of  coal  bed  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

Kenilworth.    Four  Points  Mine. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  (Denver  No.  12)  analyses  Nos.  352-D, 
353-D  (p.  191). 

Mine. — Four  Points,  a  slope  mine  at  Kenilworth,  4  miles  east  of  Helper,  on  the 
Rio  Grande  Western  Railroad, 
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Coal  bed. — ^The  bed  worked  is  the  lower  of  three  beds,  all  of  GretaceouB  age,  Meea- 
verde  formation.  Thickness  at  this  mine  about  20  feet,  but  only  13  feet  are  worked. 
The  coal  contains  small  bands  of  bone  and  scales  of  pyrites  in  small  amount.  The 
roof  is  shale,  overlain  with  sandstone;  the  floor  is  sandstone. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  February  6, 
1908,  as  described  below: 

Sections  of  coal  bed  in  Four  Points  mine  at  KenUtoorth. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Bone 

Bone  and  pyrites 

Coal 

Bone 

Coal 

Shale  and  bone 

Bone 

Coal 

Bone 

Coal 

Shale 

Coal 

Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

353-D 

853-D 

Ft.  in. 

Ft. 

in. 

1     7 

1 

10 

0      i 

•  • 

^  ^ 

•  •         ■  • 

«0 

H 

0    11 

1 

2 

0      1 

0 

h 

2      7 

2 

2 

0      1 

•  • 

•  • 

■  •         •  • 

•  0 

1 

2     7 

•0 

^ 

>0      li 

•  0 

2 

4      0 

7 

4 

oO       I 

^  _ 

.  , 

1      0 

•  • 

•- 

13     0 

13 

u 

12    10 

12 

6| 

o  Not  included  in  sample. 

Section  A  (sample  352-D)  was  measured  in  room  1,  o£F  the  back  slope,  650  feet 
northwest  of  the  opening. 

Section  B  (sample  353-D)  was  measured  in  a  room  parallel  to  the  second  left  entry, 
1,100  feet  northwest  of  the  slope  opening. 

Notes. — The  coal  is  brittle  and  has  an  irregular  fracture.  The  commercial  sizes 
produced  in  1908  were  run-of-mine,  lump,  egg,  nut,  and  slack;  4-inch,  2)-inch, 
2-inch,  and  l}-inch  bar  screens  were  used.  The  output  of  the  mine  when  it  was 
sampled  was  500  tons  per  day. 

For  results  of  coking  tests  of  this  coal  see  U.  S.  Geol.  Survey  Bull.  332,  pp.  47,  50. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  191;  also  XJ.  S.  Geol.  Survey 
Bull.  332,  p.  22. 

For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  285,  p.  293. 

Kenilworth.    Rotal  Blue  BIine. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  analysis  No.  10045  (p.  191). 
Mine. — Royal  Blue;  at  Kenilworth. 

Coal  bed. — ^The  bed  is  of  Cretaceous  age;  Mesaverde  formation. 
The  sample  represented  a  96-inch  cut.    It  was  taken  582  feet  north  by  175  feet 
west  of  the  mine  mouth. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  191. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

SuNNTsiDE.    No.  1  Mine. 

Sample. — ^Bituminous  coal;  Book  Cliffs  field;  analyses  Noe.  2189,  2192  (p.  191). 

Mine. — ^No.  1;  in  sec.  32,  T.  14  S.,  R.  14  £.,  near  month  of  Whitmore  Canyon  at 
Sunny  side,  on  the  Denver  &  Rio  Grande  Railroad. 

Coal  bed. — Upper.    Cretaceous  age;  Mesaverde  formation.   Thickness,  70  inches. 

The  bed  was  measured  and  sampled  in  1905  by  C.  D.  Smith.  The  aample  included 
a  70-inch  cut. 
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Sample  2192  was  a  composite  sample  taken  from  the  upper  and  lower  beds  of  the 
Sunnyside  mines. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin ,  p.  191. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

SuNNTsiDB.    Prospect. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  analysis  No.  2190  (p.  191). 
Location.— Prospect  in  Dugout  Canyon,  in  the  S£.  \  NW.  \  sec.  23,  T.  13  S.,  R.  12  E., 
12  miles  northwest  of  Sunnyside.    No  railroad  connection. 
Coal  bed. — No  name.    Cretaceous  age;  Mesaverde  formation. 
The  bed  was  measured  and  sampled  in  1905  by  J.  A.  TafF,  as  shown  below: 

Section  of  coal  bed  in  prospect.  It  miles  northwest  of  Sunnyside. 


Laboratory  No. 


Cofd.. 
Bone. 
Coal.. 


ThlcJmew  of  bed 

Thioikiien  of  ooal  aampled . 


2190 

Ft. 

In. 

1 

6 

0 

7 

ul 

9 

6 

9 

6 

The  coal  was  weathered. 

Note. — ^Aside  from  the  thin,  bony  parting  shown  above,  the  coal  is  maasiye  and  clean. 
The  bed  was  not  being  worked. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  191;  also  U.  S. 
Geol.  Bull.  285,  p.  294. 

For  geologic  relations  see  U.  S.  (reol.  Survey  Bull.  285,  p.  293. 

WiNTERQUARTEBS.      No.   1  MiNE. 

Sample. — Bituminous  coal;  Wasatch  Plateau  field;  analysis  No.  2541  (p.  191). 

Mtne.—JHo.  1;  Pleasant  Valley  district;  in  the  N.  }  sec.  7,  T.  13  S.,  R.  7  £.,  on  the 
Denver  &  Rio  Grande  Railway. 

Coal  bed. — ^Winterquarteis.  Cretaceous  i^e;  Mesaverde  formation.  Thickness 
varies,  9  to  16  feet;  dip,  3^  N.;  roof,  sandstone;  floor,  sandstone. 

The  bed  was  measured  and  sampled  in  1905  by  J.  A.  Taff .  The  sample  represented 
16  feet  of  dear  coal. 

The  sample  was  taken  in  the  southeastern  part  of  the  mine,  6,000  feet  from  the 
entrance. 

Notes. — ^The  coal  is  massive  and  generally  dear  of  shaly  impurities.  The  bed  is 
cut  by  numerous  dikes. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  191;  also  U.  S. 
Geol.  Survey  Bull.  285,  p.  294;  Bull.  316,  p.  357. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

EMEBY  COUNTY. 

Clear  Creek.    Prospect  in  Huntington  Canyon. 

Sample. — Bituminous  coal;  Wasatch  Plateau  field;  analysis  No.  2410  (p.  192). 

LoeatUm. — Prospect  in  Huntington  Canyon;  Pleasant  Valley  district;  in  S.  }  sec. 
24,  T.  16  S.,  R.  7  E.,  5  miles  southwest  of  Clear  Creek.    No  railroad  connection. 

Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1905  by  J.  A.  TaS.  The  sample  represented 
9  feet  7  inches  of  clear  coal. 
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Notes. — ^This  coal,  like  most  of  that  in  the  Book  Cliffs  field,  is  free  from  eihaly  impuri- 
ties and  is  massive.  It  does  not  slack  to  any  appreciable  extent  on  exposure  to 
weathering  agents. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  192;  also  U.  S. 
Geol.  Survey  BuU.  285,  p.  294;  Bull.  316,  p.  357. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

Emert.    Emery  Mine. 

Sample. — ^Bituminous  coal;  Wasatch  Plateau  field;  analysis  No.  2386  (p.  192). 

Mn«.— Emery;  a  drift  mine  in  the  NE.  \  SW.  \  sec.  2,  T.  23  S.,  R.  6  E.,  6  miles 
southeast  of  Emery.    No  railroad  connection. 

Coal  bed. — ^Emery.  Cretaceous  age,  in  the  Mancos  shale.  Thickness,  5  feet;  uni- 
form; roof,  shale;  floor,  shale;  cover,  50  feet. 

The  bed  was  measured  and  sampled  in  1905  by  J.  A.  Taff.  The  sample  represented 
5  feet  of  clear  coal. 

The  sample  was  taken  in  the  mine,  50  feet  from  the  entrance. 

Notes. — ^This  coal  is  imbedded  in  shale  and  adheres  to  the  roof  and  floor  so  strongly 
that  it  is  separated  with  difiSiculty  in  mining.  The  coal  contains  no  shaly  or  bony 
partings  and  compares  favorably  in  composition  with  coals  of  the  Book  Cliffs  field. 

For  chemical  anal3rBes  of  this  coal,  see  part  I  of  this  bulletin,  p.  192;  also  U.  S. 
Geol.  Survey  Bull.  285,  p.  294. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

Huntington.    Bear  Gulch  Prospect. 

Sample. — Bituminous  coal;  Wasatch  Plateau  field;  analysis  No.  2409  (p.  192). 

Location. — Bear  Gulch  prospect;  Pleasant  Valley  district;  in  Bear  Gulch,  Hunt- 
ington Canyon,  in  the  NE.  \  sec.  11,  T.  14  S.,  R.  6  E.,  7  miles  northwest  of  Hunting- 
ton.   No  railroad  connection. 

Coal  bed. — ^No  name.  Cretaceous  age,  Mesaverde  formation.  Roof,  shale;  flocn', 
shale  and  sandstone. 

The  bed  was  measured  and  sampled  in  1905  by  J.  A.  Taff.  The  sample  represented 
10  feet  11  inches  of  coal. 

Notes. — ^This  coal  is  evenly  good.  In  the  thicker  beds  of  this  district  the  coal  is 
generally  massive  and  mines  in  somewhat  uneven  and  often  laige  blocks.  Most  of 
the  coal  has  a  bright  luster  and  withstands  long  surface  exposure  without  slacking. 
The  coals  of  this  district  should  be  classed  as  high-grade  bituminous.  They  are  re- 
garded as  an  excellent  domestic  and  steaming  fuel. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  192;  also  U.  8. 
Geol.  Survey  Bull.  285,  p.  294;  Bull.  316,  p.  357. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

Mount  Pleasant.    Larsbn  Mine. 

iSompfe.— Bituminous  coal;  Wasatch  Plateau  field;  analyses  Nos.  2142, 2387  (p.  192). 

Mine. — ^Larsen;  Pleasant  Valley  district;  in  Huntington  Canyon,  in  sec.  2,  T.  15  S., 
R.  6  £.,  12  miles  east  of  Mount  Pleasant.    No  railroad  connection. 

Coal  bed. — ^Larsen.  Cretaceous  age,  Mesaverde  formation.  Roof,  sandstone;  flooTy 
sandstone. 

Sample  2142  was  taken  in  1905  by  G.  B.  Richardson.  It  represented  7)  feet  of 
clear  coal. 

Sample  2387  was  taken  in  1905  by  J.  A.  Taff.  It  represented  8  feet  of  clear  coal, 
and  was  taken  in  the  mine,  600  feet  from  the  entrance. 

Notes. — ^This  coal  is  mined  for  domestic  use  and  is  essentially  the  same  in  quality 
as  that  from  the  Book  Cliffs  field. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetiii,  p.  192;  also  U.  S.  Geo?. 
Survey  Bull.  285,  p.  294;  Bull.  316,  p.  857. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

WooDSiDB.    Psterson's  Pbosfect. 

Sample. — Bituminous  coal;  Book  ClifFs  field;  analysis  No.  3957  (p.  192). 

Location. — ^Peterson's  prospect;  4  miles  east  of  Woodside. 

Coal  bed. — Not  named.  Cretaceous  age,  Mesaverde  formation .  The  rocks  dip  low  to 
the  northeast. 

The  bed  was  measured  and  sampled  by  6.  B.  Richardson  in  the  autumn  of  1906,  as 
shown  below: 

Section  ofcoaLbed  in  Peterson* 9  prospect^  4  miles  east  of  Woodside. 


Labontory  No. 


Bones. 
Coal... 


Thldkness  of  bed. 

ThJokneoB  of  coal  sampled. 


3957 

Ft.  in. 
1  2 
4     0 


5     3 
4     0 


•Not  Included  In  sample. 

The  sample  represented  coal  somewhat  weathered. 

Notes. — ^The  coal  from  this  prospect,  like  that  from  some  mines  in  this  field,  breaks 
easily  after  mining.  The  lumps  as  mined  range  from  30  inches  down,  and  there  is  a 
large  amount  of  slack. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  192;  also  U.  S. 
Geol.  Survey  Bull.  371,  p.  45;  Bull.  316,  p.  316. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  371,  p.  11. 

Woodside.    Prentiss  Pbospect. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  analyses  Nos.  4013,  4014  (p.  192). 

Location. — ^Prentiss  prospect,  13  miles  north  of  Woodside  and  8  miles  south  of 
Sunnyside  (Carbon  County)  on  branch  of  Denver  &  Bio  Grande  Railroad. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age,  lower  part  of  the  Mesaverde  formation. 
The  strata  dip  low  northeastward;  roof,  sandstone;  floor,  sandstone. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  on  October  18, 1906,  as 
described  below: 

Sections  of  coal  bed  in  Prentiss  prospect  j  8  miles  souJOi  of  Sunnyside. 


Laboratory  No 

Roof,  thin-bedded  sandstone. 

Coal* 

Sbato  and  sandstone  a 

CoaL 

Bones 

CoaL 

Floor,  white  sandstone. 

Thioknesiofbed 

TbJoknesB  of  ooal  sampled. 


4014 

4018 

Ft.  in. 

^fa. 

2     4 

•  •       •  • 

3     0 

•  •       •  • 

6     0 

6     0 

0     8 

0     8 

10     0 

10     0 

21     7 

16     8 

16     0 

16     0 

•  Not  inohided  in  sample. 

Sample  4014  was  taken  at  the  end  of  the  prospect  which  was  not  being  worked;  the 
coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  192;  also  U.  S.  Geol. 
Survey  Bull.  371,  pp.  45,  46;  Bull.  316,  p.  316. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  371,  p.  11. 
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WOODSIDE.      PbOSPECT  IN  H0R8B  GaNTOK. 

« 

Sample. — ^Bituminous  coal;  Book  Cliffs  field;  ajudysis  No.  2200,  (p.  192). 

Loeation. — ^Prospect;  in  Horse  Canyon  in  sec.  4  (?),  T.  16  S.,  R.  14  £.,  14  miles  nortli 
of  Woodside.    No  railroad  connection. 

Coal  bed.-— Horse  Canyon.  Cretaceous  age,  Mesaverde  formation.  Thickness,  14 
feet  11  inches;  roof,  sandstone;  floor,  massive  sandstone. 

The  bed  was  measured  and  sampled  in  1905  by  J.  A.  Taff,  as  shown  below: 

Section  of  coal  bed  in  proepedy  14  miles  north  of  Woodnde. 


Lftbantory  No. 


Coalo 

Shale  and  aandstonea 

Coal 

Floor,  manlve  aandstone. 

TliickneaBofbed 

ThJoknen  of  coal  sampled . 


!CM) 

FL  te. 

3 

0 

4 

0 

14 

11 

» 

11 

14 

11 

a  Not  induded  in  samide. 

Note, — ^This  coal  b  clean  and  massive. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  192;  also  U.  S.  Geol. 
Survey  Bull.  285,  p.  294. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  293. 

Woodside.    Horse  Canton  Mine. 

Sample, — Bituminous  coal;  Book  ClifEs  field;  analysis  No.  4015  (p.  192). 

Mine, — ^Horse  Canyon;  in  sec.  4,  T.  16  S.,  R.  14  E.;  in  Horse  Canyon  14dr  miles 
north  of  Woodside,  and  8=1=  miles  northeast  of  Verde. 

Coal  bed,'— Lower,  Cretaceous  age,  Mesaverde  formation.  The  rocks  dip  low  to 
the  northeastward. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  autumn  of  1906. 
The  sample  represented  13  feet  5  inches  of  coal. 

The  sample  was  taken  400  feet  from  the  opening. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  192;  also  U.  S.  Geol. 
Survey  Bull.  371,  p.  45,  46;  Bull.  316,  p.  316. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  371,  p.  11. 

OBAND  COUNTY. 

Green  River.    Black  Babt  Mine. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3945  (p.  193). 

Mine,— Blwik  Baby  in  sec.  23,  T.  20  S.,  R.  17  £.,  Grand  County,  10  miles  northeast 
of  Green  River. 

Coal  bed, — ^No  name.  Cretaceous  age,  Mesaverde  foimation.  The  rocks  dip  to  the 
northeast;  roof,  carbonaceous  shale. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  autumn  of  1906,  as 
shown  below: 

Section  of  coal  bed  in  Black  Baby  mirUj  10  miles  northeast  of  Oreen  River. 


Laboratory  No. 


Coal 

Bone  and  shalea. 

Coal 

Bones.*. 

Coal 

Bone  and  shales. 

Coal 


Thickness  of  bed. 

Thickness  of  ooal  sampled . 


3945 
FL  iu. 

0  3 

0  3 

2  3 

0  8 
2  0 

1  3 
1  0 


7     8 
5     6 


a  Not  included  in  sampto* 
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The  sample  was  taken  in  west  entry,  20  feet  in. 

NoUs. — ^The  coal  from  thia  mine,  like  that  from  other  mines  in  this  field,  breaks 
easily  after  mining.  The  lumps  range  from  30  inches  down,  and  there  is  a  laige 
amount  of  slack. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  also  U.  S. 
Geol.  Survey  Bull.  371,  p.  45;  Bull.  316,  p.  316. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  371,  p.  11. 

Thompsons.    Ballard  Minb. 

Sample^ — ^Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3856  (p.  193). 

i/tne.— Ballard;  in  T.  21  S.,  R.  20  E.,  5  miles  north  of  Thompsons. 

Coal  bed. — Intermediate.  Cretaceous  age,  Mesaverde  formation.  The  iccks  lie 
almost  flat;  roof,  shaly  sandstone;  floor,  carbonaceous  shale. 

The  bed  was  measured  and  sampled  by  G.  R.  Richardson  in  the  summer  of  1906, 
as  shown  below: 

Section  of  coal  bed  in  Ballard  mine,  5  miles  north  of  Thompsona. 


Laboratory  No. 


Coal 

Bony  coal 

Coal. 

Bonyooal 
Coal 


Thickness  of  bed 

TbickzieBS  of  coal  sampled . 


8856 

FL  in, 
1 
0 

1  1( 
0     li 

2  3 


5     M 
5     qI 


Notes. — The  coal  from  this  mine,  like  that  from  other  mines  in  this  field,  breaks  easQy 
after  mining.  The  lumps  range  from  30  inches  down,  and  there  is  a  laige  amount  of 
slack. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  alao  U.  S. 
Geol.  Survey  Bull.  371,  p.  45;  Bull.  316,  p.  316. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  371,  p.  11. 

Thompsons.    Prospect. 

Sample. — Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3857  (p.  193). 

Location. — ^Prospect;  5  mUes  north  of  Thompsons,  75  feet  above  Ballard  mine. 

Coal  bed. — ^Not  named .  Upper  Cretaceous  age,  Mesaverde  formation.  The  rocks  lie 
almost  flat;  roof,  shaly  sandstone. 

The  bed  was  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of  1906. 
The  sample  represented  4  feet  6  inches  of  coal.  It  was  taken  in  tunnel,  11  feet  from 
the  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  alao  U.  S. 
Geol.  Survey  Bull.  371,  pp.  44-46;  Bull.  316,  p.  316. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  371,  p.  11. 

Thompsons.    Outcrop. 

Sample. — ^Bituminous  coal;  Book  Cliffs  field;  analysis  No.  3854  (p.  193). 
Location. — Outcrop;  in  Nash  canyon,  in  T.  20  S.,  R.  21  E.,  1}  miles  northwest  of 
Nash  ranch  and  8)  miles  north  of  Thompsons. 
Coal  6«d.— Cretaceous  age,  Mesaverde  formation.    The  rocks  dip  low  to  the  north. 
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The  bed  was  measured  and  sampled  by  G.  B.  Ricbaidson  on  September  22,  1906, 
shown  below: 


Section  of  coal  bed  in  atUerop  8i  miles  north  of  Thompsons. 


Laboratory  No 

Coal 

Bonea 

Coal 

Bonea 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled 


3864 

FL 

in. 

1 

8 

0 

2 

1 
0 

^3 

2 

3 

5 

8 

5 

4 

a  Not  included  in  sample. 

Note, — ^This  coal  has  been  little  developed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  also  U.  S. 
Geol.  Survey  Bull.  371,  p.  44;  Bull.  316,  p.  316. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  371,  p.  11. 

ntON  COT7NTT. 

Cedar  Cftt.    Corrt  Mine. 

Sample, — ^Bituminous  coal;  Colob  Plateau  field;  analyses  Nos.  3761,  5494  (p.  193). 

Mine. — Corry;  a  drift  mine  in  the  rim  of  Colob  Plateau,  in  sec.  31,  T.  36  S.,  R.  10  W., 
about  4  miles  southeast  of  Cedar  City,  on  the  west  side  of  Moimt  Henry,  about  2,700 
feet  above  the  town. 

Coal  bed, — ^The  bed  is  Cretaceous  age;  it  is  in  the  lower  part  of  the  Colorado  group. 
The  strata  dip  low  northeastward.  The  bed  Uee  nearly  horizontal  at  an  altitude  of 
about  9,000  feet.  Roof,  carbonaceous  and  calcareous  shale;  floor,  clay.  The  cover 
at  this  mine  is  about  600  feet  thick. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  7, 1906,  and  by  G.  B. 
Richardson  in  the  summer  of  1907,  as  described  below: 

Sections  of  coal  bedy  4  miles  southeast  of  Cedar  City, 


Laboratory  No 

Roof:  Lab.  No.  8761,  shale;  Lab.  No.  6494,  limestone. 

Coal,  containing  ^inoh  streak  of  day  a 

Clay« 

Coal 

Bonea 

Clay« 

Coal 

Claya 

Coal 

Floor  Lab.  No.  3761,  clay;  Lab.  No.  6494,  limestone. 

Thkknessofbed 

Thickness  of  coal  sampled 


3761 

Ft.  in, 

1  0 
0  1 
0  6 

«  •  •  • 

0  1 

2  0 


3      7 
2     6 


5494 
FL   In. 


8 
0 

•  • 

2 
0 


3 

9 

•  ■ 

4 
6 


0    10 


7 
6 


8 
6 


•  Not  incladed  in  sample. 

Sample  3761  was  taken  about  50  feet  from  the  outcrop. 

Sample  5494  was  taken  at  the  end  of  the  workings  and  represented  fresh  coal. 

Notes, — ^The  mine  was  opened  in  1885  and  had  been  worked  occasionally  since  that 
time.  The  impurities  in  the  coal  vary  greatly  in  quantity  and  character  from  place 
to  place.    The  coal  at  time  of  sampling  was  used  entirely  for  local  consumption. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  374;  Bull.  341,  p.  397. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  360. 
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Cedar  City.    Wood  and  Taylor  Mixe. 

iSomple.— Bituminous  (coking)  coal;  Colob  Plateau  field;  analysis  No.  3760  (p.  193). 

Mine. — ^Wbod  and  Taylor;  a  drift  mine  in  South  Fork  of  Coal  Creek  Canyon,  in  the 
NW.  i  sec.  4,  T.  37  S.,  R.  10  W.,  7  mOes  east  of  Cedar  City. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age,  Colorado  group.  The  bed  lies  nearly 
horizontal  at  an  altitude  of  about  8,900  feet,  and  is  covered  by  nearly  1,000  feet  of  rock. 

The  bed  was  measured  and  sampled,  390  feet  from  the  mouth  of  the  opening,  by 
W.  T.  Lee  on  September  6, 1906,  as  described  below: 

Section  of  coal  bed  in  Wood  and  Taylor  mine^  7  miles  east  of  Cedar  City, 


Laboratory  No 

Boof.  limeBtone. 

Coal,  bony,  discarded  in  mining  a. 

Clayo 

Coaia 

Shale,  carbonaceousa 

CJoala 

Claya 

Coal 

Clays :.. 

CoaS 

Floor,  limestone. 

ThinkTMWS  of  bed 

Tbiokness  of  coal  sampled 


3760 

Ft. 

fn. 

2 

0 

0 

5 

0 

10* 

0 

1 

0 

6 

0 

3i 

2 

1 

0 

1 

2 

1 

8 

6 

4 

2 

a  Not  included  in  sample. 

Notes. — In  order  to  reach  this  mine  an  ascent  of  2,000  feet  or  more  must  be  made  up 
the  precipitous  side  of  the  canyon.  The  mine  was  opened  in  1881  and  had  been 
worked  more  or  less  continuously  since  that  time.  The  average  output  in  1906  was 
reported  to  be  about  50  tons  a  year  with  a  maximum  of  250  tons.  The  coal  was  used 
entirely  for  local  consumption.  Coke  is  said  to  have  been  made  from  this  coal  many 
years  ago,  having  been  used  for  the  extraction  of  iron  and  other  ores. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  374. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  360. 

Cedar  CrrY.    Jones  Mine. 

Sample, — Bitimiinous  coal;  Colob  Plateau  field;  analysis  No.  5304  (p.  193). 

JI»n€.--Jone8;  in  the  NW.  \  sec.  36,  T.  36  S.,  R.  10  W.,  on  Coal  Creek,  7  miles  south- 
east of  Cedar  City. 

Coal  bed. — ^No  name.  The  coal  occurs  in  strata  of  Colorado  age  (Cretaceous). 
The  rocks  dip  low  to  the  northeastward;  roof,  limestone;  floor,  limestone;  cover, 
100  feet. 

The  bed  was  sampled  by  G.  B.  Richardson  in  the  summer  of  1907,  as  shown  below: 

Section  of  coal  bed  in  Jones  mine^  7  miles  soutJieast  of  Cedar  City, 


Labocatory  No 

Coal 

Bony  coal « 

OOBl 

Thickness  of  bed 

Thickness  of  coal  sampled 


6304 
Ft.   in. 

1  10 
0     2| 

2  7 


4      6 


a  Not  included  in  sample. 

The  sample  was  taken  100  feet  from  the  entrance  of  the  mine. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  397. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  381. 
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Cbpar  Cirr.    Jones  and  Bullock  Minb. 

Sample. — ^Bituminous  coal;  Golob  Plateau  field;  analysis  No.  3762  (p.  193). 

Mine. — Jones  and  Bullock  mine;  a  drift  mine  in  Coal  Creek  Canyon,  in  the  S£.  i 
sec.  36,  T.  36  S.,  R.  10  W.,  about  8  miles  southeast  of  Cedar  City,  at  an  altitude  of 
7,200  feet. 

Coal  bed. — The  coal  is  of  Cretaceous  age,  Colorado  group.  The  bed  lies  nearly 
horizontal.  The  entry  is  driven  into  the  side  of  the  canyon  on  the  coal  bed.  The 
cover  at  this  mine  is  many  hundreds  of  feet  thick. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  September  8, 1906,  as  described 
below: 

Section  of  coal  bed  in  Jones  and  Bulloch  mine,  8  miles  southeast  of  Cedar  City. 


Laboratory  No. 

Coal,  Impure  a. 

Clayfl 

C3oaI 


Thickness  of  bed 

Thickness  of  coal  sampled . 


3762 
Ft.    in. 
1     0 
0     84 
3    10( 


5       7 
3    1(H 


a  Not  Included  in  sample. 

Notes. — ^The  mine  is  located  near  the  wagon  road  between  Cedar  City  and  Panguitch. 
It  had  been  operated  more  or  less  continuously  since  1890,  with  a  maximum  output 
of  about  300  tons  a  year.  The  entry  in  1906  had  been  run  on  the  bed  250  feet.  The 
coal  was  used  entirely  for  local  consumption. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  374. 

For  geologic  relations  see  U.  S.  Creol.  Survey  Bull.  316,  p.  360. 

Kanarraville.    Kanarraville  Mine. 

Sample. — Bituminous  coal;  Colob  Plateau  field;  analysis  No.  3830  (p.  193). 

Mine. — Kanarraville;  a  drift  mine  near  the  top  of  Colob  Plateau,  in  sec.  28,  T.  37  S., 
R.  11 W.,  4  miles  northeast  of  Kanarraville. 

Coal  bed. — The  coal  is  of  Cretaceous  age,  Colorado  group.  The  bed  lies  nearly 
horizontal  at  an  altitude  of  about  8,500  feet.  The  thickness  is  uniform;  dip,  about  5^ 
E .    The  cover  at  this  mine  is  several  himdred  feet  thick . 

The  bed  was  measured  and  sampled  270  feet  from  the  mouth  of  the  mine,  by  W.  T. 
Lee  on  September  10, 1906,  as  described  below: 

Section  of  coal  bed  in  Kanarraville  mine^  4  miles  northeast  of  Kanarraville. 


Laboratory  No 

Roof,  clay  and  earthy  limestone. 

Coal 

Claya 

Coala 

Claya 

Coal 

Claya 

Coal 

Limestone,  earthy  a 

Floor,  coal. 

Thickness  of  bed 

Thickness  of  ooal  sampled . . 


3830 

Ft.  In. 
1  9 
0  4 
0  a 
0    a 

3     6 

0  1 

1  11 
0     6 

8     4 

7    a 


a  Not  included  in  sample. 

The  sample  was  taken  in  mine,  270  feet  in. 

Notes. — ^The  mine  is  best  reached  from  Kanarraville  by  a  public  road  leading  to  the 
plateau.  The  mine  was  first  opened  in  1886.  In  1906,  at  time  of  sampling,  little  coal 
was  mined,  probably  because  of  the  difficulties  of  cartage.  About  80  tons  was  said  to 
be  the  average  yearly  output.    The  coal  was  used  entirely  for  local  consumption. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  374. 
Fen* geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  360. 

Kanarbaville.    Kanahra  Mine. 

Sample. — Bituminous  coal;  Golob  Plateau  field;  analysis  No.  5307  (p.  193). 

Mine. — Eanarra;  a  drift  mine,  in  the  NW.  i  sec.  33,  T.  37  S.,  R.  11  W.,  5  miles  east 
of  Kanarraville. 

Coal  bed. — ^The  coal  occurs  in  strata  of  Colorado  (Cretaceous  age).  The  rocks  dip 
low  to  the  northeastward. 

The  bed  was  sampled  by  G.  B.  Richardson  in  the  summer  of  1907.  The  sample 
represented  8  feet  9  inches  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  397. 

For  geologic  relations  see  U.S.  Geol.  Survey  Bull.  341,  p.  381. 

Kanarraville.    Culver  Mine. 

Sample. — Bituminous  coal;  Colob  field;  analyses  Nos.  3687, 5305,  (p.  193). 

Mine. — Culver;  a  drift  mine  at  the  western  rim  of  Colob  Plateau,  in  Shirts  Canyon, 
6  miles  northeast  of  Kanarraville,  and  about  7  miles  south  of  Cedar  City,  in  the  NW.  i 
sec.  24,  T.  37  S.,  R.  11 W.,  at  an  altitude  of  8,000  feet. 

Coal  bed. — Cretaceous  age,  Colorado  group.  The  bed  is  of  uniform  thickness;  dip, 
about  8^  S£.;  roof,  shale;  floor,  limestone;  cover,  at  this  mine,  about  900  feet. 

The  bed  was  measured  and  sampled  by  W.  T.  Lee  on  August  28, 1906,  and  by  G.  B. 
Richardson  in  the  summer  of  1907,  as  shown  below: 

Sections  of  coal  bed  in  Culver  mincy  6  miles  northeast  of  Kanarraville. 

Laboratory  No 3687  5305 

Roof,  carbonaoeoiu  slialo.                                                                                              FL  in.  Ft.  in. 

Coal 2     3  2     3 

Clay «0     2  ..    .. 

Bonyooal «0     2 

Coal 4     4  4    11 

Limestone,  earthy "2     0  .... 

Clay •©     7 

Cod •2     0  0     0 

Floor,  limestone. 

Thlclmessofbed 10     9  8     8 

Thickness  of  coal  sampled 6     7  7    11 

a  Not  included  in  sample. 

Sample  3687  was  taken  125  feet  from  the  mouth  of  the  opening. 

Notes. — In  1906,  the  mine  was  most  conveniently  reached  from  Cedar  City  by  a  wagon 
road  that  had  been  built  up  Shirts  Canyon.  The  mine  was  first  opened  in  1903,  when 
an  entry  was  run  on  the  coal  bed  about  175  feet.  Nothing  more  was  done  until  the 
summer  of  1906,  when  work  was  begun  with  the  intention  of  active  operation,  although 
no  coal  had  been  shipped  at  the  time  the  mine  was  examined. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  193;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  374;  Bull.  341,  p.  397. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  374. 

New  Harmony.    New  Habmont  Mines. 

Sample. — Semibituminous  to  anthracite  coal;  Harmony  field;  analyses  Nos.  3793, 
3794, 5309, 5310,  5311, 5312  (p.  194). 

Mines. — New  Harmony;  drift-slope  mines,  about  4  miles  northwest  of  New  Harmony, 
in  sec.  32,  T.  27  S.,  R.  13  W.    No  railroad  connection. 

Coal  bedB. — ^No.  3,  No.  4,  and  No.  6.  Cretaceous  age,  in  the  Colorado  group.  The 
coal  beds  are  fatulted  and  warped,  but  in  general  dip  steeply  toward  the  east.  The 
tilt  IS  the  result  of  the  intrusion  of  a  mass  of  andesite. 
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The  beds  were  measured  and  sampled  by  W.  T.  Lee  on  September  12,  1906,  as 
described  belo  w : 

Section  of  coal  beds  in  the  New  Harmony  mineSf  4  miles  northwest  of  New  Harmony, 


Jjtkhontorj  No 

RooL  sanoBtozie. 

Coal  (aiiAlysis  No.  3793) 

Shale,  aanastone  and  limestone. 

Coal  (analyslB  No.  3794) 

Floor,  shale. 

Thickness  of  beds 


370,8794 

FL  im. 

4     6 

37     0 

4     8 

36      1 


Samples  3793  and  3794  were  taken  at  an  altitude  of  6,200  feet. 

The  beds  were  also  measured  and  sampled  by  G.  B.  Richardson  in  the  summer  of 
1907. 

Sample  5309  represented  4  feet  8  inches  of  coal  taken  from  the  No.  3  bed  in  entry 
No.  3  at  an  altitude  of  6,000  ±  feet. 

Sample  5310  was  also  taken  in  entry  No.  3  from  the  No.  3  bed.  It  was  a  picked 
sample. 

Sample  5311  represented  4  feet  of  coal.  It  was  taken  in  entry  No.  4  from  the  No.  6 
bed. 

Sample  5312  represented  4  feet  4  inches  of  coal.  It  was  taken  in  entry  No.  3,  from 
the  No.  4  bed,  at  an  altitude  of  6,000±  feet. 

Note. — ^The  coal  is  crushed  and  the  beds  vary  greatly  in  thickness  within  short 
distances. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  194;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  334;  Bull.  341,  p.  388. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  372. 

KANB  COtJNTY. 

Glendale.  Glendale  Mine. 

Sample. — ^Bituminous  coal;  Colob  Plateau  field;  analysis  No.  5341  (p.  194). 

jtftn^.— Glendale;  in  the  NW.  }  sec.  24,  T.  40  S.,  R.  7  W.,  ^  mile  northeast  of  Glen- 
dale. 

Coal  bed. — Not  named.  The  coal  occurs  in  strata  of  Colorado  (Cretaceous)  age.  The 
rocks  dip  low  to  the  northeastward;  roof,  shale;  floor,  shale. 

The  bed  was  sampled  by  G.  B.  Richardson  in  the  simimer  of  1907,  as  shown  below: 

Section  of  coal  bed  in  Glendale  mine^  i  mile  east  of  Glendale. 


Laboratory  No. 


Coal 

Bonyooala. 
Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


5341 

J^. 

in. 

3 

2 

0 

3 

4 

0 

7 

0 

7 

2 

a  Not  inclnded  In  sample. 

Notes. — ^The  Colob  coals  are  deep  black  and  have  a  shiny  luster.  They  are  intrin- 
sically of  medium  low  grade.  The  high  sulphur  content  renders  these  coals  imdesirable 
for  metallurgical  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  194;  also  U.  S-  Geol. 
Survey  Bull.  341,  p.  397. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  381. 
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GLB2n>ALE.    Cannel  Eing  Prospect. 

Sample. — Bituminous,  cannel  coal;  Colob  Plateau  field;  analyses  Nos.  5313,  5306, 
and  5308  (p.  194). 

Location. — Cannel  King  prospect;  on  North  Fork  of  Viigin  River,  in  the  NE.  i  sec. 
26,  T.  39  S.,  R.  9  W.,  13  miles  northwest  of  Glendale. 

Coal  bed. — ^The  coal  occurs  in  strata  of  Cretaceous  age,  Colorado  formation.  The 
rocks  dip  low  to  the  northeastward. 

The  bed  was  measured  and  sampled  at  three  points  in  the  summer  of  1907  by  G.  B. 
Richardson,  as  shown  below: 

Section  of  coal  bed  in  Cannel  King  prospect,  13  miles  northwest  of  Glendale. 


laboratory  No. 


Rofrf,  carbonaceous  shale. 

Coal,  bitomlnoas 

Coal,  cannel 

FkMn^BDa]e. 

Tnlntnmsofbed 


FU  In. 
2     6 

6  6 

7  11 


Sample  5313  was  taken  at  the  face  and  represented  weathered  coal,  2  feet  5  inches 
thick,  from  the  bituminous  coal  bed. 

Sample  5306  was  taken  from  the  cannel  coal,  5  feet  6  inches  thick,  and  represented 
the  upper  2  feet. 

Sample  5308  was  taken  from  the  cannel  coal,  5  feet  6  inches  thick,  and  represented 
the  lower  3}  feet. 

Note. — ^The  extent  of  the  cannel  coal  had  not  been  determined  at  the  time  the  mine 
was  visited. 

For  chemical  analyses  of  this  cool  see  part  I  of  this  buUetin,  p.  194;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  397. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  381. 

Obdbbville.    KnoFT  Mine. 

Sample. — ^Bituminous  coal;  Colob  Plateau  field;  analysis  No.  5314  (p.  194). 

Miru.—'Kioh\  in  the  NW. }  sec.  16,  T.  41  S.,  R.  7  W.,  1  mile  east  of  Mount  Carmel 
and  2  miles  south  of  Orderville. 

Coal  bed. — Not  named.  The  coal  occurs  in  strata  of  Cretaceous  age,  in  the  Colorado 
group.    The  rocks  dip  low,  to  the  northeastward. 

The  bed  was  sampled  by  G.  B.  Richardson  in  the  summer  of  1907,  as  shown  below: 

Section  of  coal  bed  in  Kroft  mine,  t  miles  south  of  Orderville. 


LaboratonrNo. 


Coal 

Paitinga 

Coal 

Partisga 
Coal 


Thickness  of  bed 

Tbickness  oi  coal  sampled. 


6314 

FL  in. 

4  2 

0  4 

3  4 

0  i 

1  8 


0     6i 
0      2 


o  Not  Included  In  sample. 

Notes.— The  sample  probably  represented  slightly  weathered  coal.  Like  other  coals 
from  this  field,  this  coal  is  intrinsically  of  medium  low  grade.  The  high  sulphur  con- 
tent renders  it  an  imdesirable  metallurgical  fuel. 

For  chemical  analjrses  of  this  coal  see  part  I  of  this  bulletin,  p.  194;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  397. 

For  geolo^  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  381. 
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8ANPBTB  COUNTY. 

Sterling.    Morrison  Mine. 

Sample,— BitwoQXDOUB  coal;  Wasatch  Plateau  field;  analysis  No.  2141  (p.  195). 

Mine. — ^Morrison;  at  Six  Mile  Creek,  in  sec.  35,  T.  18  S.,  R.  2  E.,  2  miles  east  of 
Sterling. 

Coal  bed, — Sterling.  The  coal  occurs  in  a  fault  block  at  the  base  of  the  Wasatch 
Plateau,  and  probably  is  in  the  Mesaverde  formation  (Upper  Cretaceous  age).  The 
rocks  dip  east  15  to  20  degrees. 

The  bed  was  sampled  by  G.  B.  Richardson  during  the  summer  of  1905.  The 
sample  represented  2  feet  8  inches  of  coal. 

Notes. — ^This  is  a  bituminous  coal  having  a  somewhat  hig^  amount  of  volatile 
combustible  matter,  and  therefore  a  low  fuel  ratio.  The  percentage  of  moisture  is 
high  and  the  sulphur  is  low.  At  the  mine  it  was  reported  that  the  coal  would  not 
coke. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  195;  also  U.  S.  G^l. 
Survey  Bull.  285,  p.  284. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  280. 

Wales.    Wales  Mine. 

Sample. — ^Bituminous  coal;  Sanpete  Valley  field;  analysis  No.  2143  (p.  196). 

Mine. — ^Wales;  in  sec.  26,  T.  15  S.,  R.  2  E.,  in  New  Canyon,  2  miles  west  of  Wales. 

Coal  bed. — ^Wales.  The  coal  occurs  near  the  base  of  the  local  Eocene  section 
(Wasatch?).    The  rocks  lie  almost  flat. 

The  bed  was  sampled  by  G.  B.  Richardson  during  the  summer  of  1905,  as  shown 
below: 

Section  of  coal  bed  in  Wales  minSf  t  miUs  west  of  Wales. 


Laboratory  No 

Roof,  limestone. 

Coal 

Bone 

Coal 

Bone 

Coal 

Bone 

Coal 

Bone 

Coal 

Floor,  limestone. 

Thickness  of  bed. 


2143 
Ft.  hL 
0    10 
0     2i 
0     4 
0     1 
0     4 
0     2| 
0     1 
0      1 
0    10 

3      0 


Notes. — ^This  coal  is  too  thin  and  bony  to  make  it  very  valuable,  yet  it  is  used 
locally  for  domestic  purposes.    It  has  a  local  reputation  for  blacksmith's  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  195;  also  U.  S. 
Geol.  Survey  Bull.  285,  p.  283. 

For  geologic  relations  see  TJ.  S.  Geol.  Survey  Bull.  285,  p.  280. 

SXnOlIT  COUNTY. 
CoALviLLK.    Wasatch  Mine. 

Sample. — Subbituminous  coal;  Weber  River  field;  analyses  Nos.  3200,  3201  (Utah 
No.  2)  and  analyses  Nos.  2408,  8064,  8065  (p.  195). 

Mine. — ^Wasatch,  aslope  mine  in  the  Coalville  district,  sec.  3,  T.  2  N.,  R.  5  £., 
3  miles  northeast  of  Coalville,  on  the  Union  Pacific  Railroad. 

Coal  bed. — ^Locally  known  as  the  Ten  Foot,  the  Coalville,  and  the  Grass  Creek; 
also  Wasatch  bed.    Cretaceous  age,  Colorado  (?)  formation.    The  bed  at  this  mine 


UTAH:  UINTA  COUNTY. 


813 


hsB  an  average  thickneflB  of  10  feet  and  a  dip  of  19  degrees.  The  roof  is  gray  Band- 
stone.  The  floor  is  clay,  with  "black  rash"  (carbonaceous  shale)  beneath.  The 
cover  is  about  300  feet  at  the  foot  of  the  slope. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  May  1, 1906, 
as  shown  below: 

Sections  of  coal  bed  in  Wasatch  mine,  3  miles  northeast  of  Coalville. 


Sectkm. 

laboratory  No 

Boctfj  gray  sandstone. 

Sandstone  a 

CoaL 

Floqr,day. 

ThiclmflBSofTjed 

Thickness  of  ooal  sampled. 


A 
3200 
Ft,  in. 
10     2 


10 
10 


2 

2 


B 

3201 

0    10 
0       i 
9      9 

10     7\ 
10      7 


«  Not  Induded  in  sample. 

Section  A  (sample  3200)  was  measured  in  a  room  on  the  500-foot  level,  5,000  feet 
east  of  the  slope  opening. 

Section  B  (sample  3201)  was  measured  in  a  room  on  the  400-foot  level,  4,500  feet 
east  of  the  slope  opening. 

The  Wasatch  bed  was  also  measured  and  sampled  in  1905  by  Joseph  A.  Taff.  The 
sample  (No.  2408)  represented  9  feet  of  clear  coal.  It  was  taken  100  feet  from  the 
entrance  to  the  mine. 

The  bed  was  also  measured  and  sampled  at  two  points  by  J.  W.  Groves. 

Sample  8064  was  taken  1,800  feet  north  of  slope,  and  represented  10  feet  3  inches  of 

coal. 

Sample  8065  was  taken  1,200  feet  southwest  of  slope,  and  represented  a  9}-foot  cut. 

Notes. — ^The  coal  from  this  mine,  like  that  from  many  other  mines  in  the  district, 
makes  considerable  slack  in  mining  and  preparation.  It  was  used  for  domestic  pur- 
poses and  by  railroads  for  locomotive  fuel. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  265;  Bureau  of  Mines  Bull.  23,  pp.  68,  183; 
briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  265. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  195;  also  U.  S.  Greol.  Survey 
Bull.  332,  p.  265;  Bull.  286,  pp.  285,  287. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  285. 

UINTA  COUNTY. 
Vernal.    Gibson  Mine. 

Samplc-^BiUaaxDOUB  coal;  Vernal  field;  analyses  Nob.  5515,  5517,  5518  (p.  195). 

Mine. — Gibson;  a  slope  mine  3  miles  north  of  Vernal  in  the  NE.  J  NW.  J  sec.  2, 
T.  4  S.,  R.  21  £.    No  railroad  connection. 

Coal  bed. — No  name.  Cretaceous  age,  Mancos  shale.  Roof,  massive  sandstone; 
floor,  not  exposed. 

The  bed  was  measured  and  sampled  in  1907  by  H.  S.  Cfale,  as  shown  below: 

Section  of  ooal  bed  in  Gibson  mine,  S  miles  north  of  Vernal. 


Coal.. 
Coal. 
CbT.. 
Cod.. 


ThidmeKofbed. 


Ft. 

in. 

1 

10 

3 

H 

0 

1 

1 

0 

7     2) 
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Sample  5515  included  the  lower  14  incheB  of  the  top  22-indi  bench. 

Sample  5517  included  the  middle  bench. 

Sample  5518  included  the  lower  bench. 

The  eampleB  were  taken  in  the  mine  120  feet  from  the  entrance.  The  coal  was 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  195;  also  TJ.  S. 
Geol.  Survey  Bull.  341,  p.  315;  Bull.  415,  pp.  214,  250,  252. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  306. 

Vbrnax.    0.  C.  Rich  Mine. 

Sample. — ^Bituminous  coal;  Vernal  field;  analyses  Nos.  5510,  5513  (p.  185). 

Mine, — C.  C.  Rich;  5  miles  northwest  of  Vernal  in  lots  1  and  2,  NW.  J  sec.  11,  T. 
4  S.,  R.  20  £.    No  raibx>ad  connection. 

Coal  bed.—^o  name.  Cretaceous  age,  Mancos  shale.  Dip,  12®  SW.;  roof,  white 
sandstone. 

The  bed  was  measured  and  sampled  in  1907  by  H.  S.  Gale,  as  shown  below: 

Section  of  coal  bed  in  C.  C.  Rich  mine^  5  miUs  northwest  of  Vernal, 


Coalo 

Booe. 

Coola. 

Bone. 

Coal6 

Bone. 

CoaI6, 


Thickness  of  bed. 


rt.  in, 

0    10 
0     • 


0 
0 
0 
0 


f 

4 

4 


4    11 


o  Indaded  in  sample  5610. 


h  Included  In  sample  5513. 


The  samples  were  taken  in  the  mine  1,300  feet  from  the  entrance. 

NoteB, — ^This  coal,  like  that  from  other  mines  in  this  field,  has  a  relatively  high  per- 
centage of  ash;  the  abundance  of  bony  material  in  the  bed  is  the  chief  disadvantage 
and  interferes  rather  seriously  with  economic  mining. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  195;  also  U.  S. 
Geol.  Survey  Bull.  341,  pp.  309,  315;  BuU.  415,  pp.  207,  250,  252. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  415,  p.  204. 

Vebnax.    Joe  Rich  Mine. 

Sample, — ^Bituminous  coal;  Vernal  field;  analyses  Nos.  5509,  5512  (p.  195). 

Ifiw.— Joe  Rich;  7  miles  northwest  of  Vernal,  in  the  NW.  i  SW.  }  sec.  2,  T.  4  8., 
R.  20  E.    No  railroad  connection. 

Coal  bed, — No  name.  Cretaceous  age,  Mancos  shale.  Dip,  11}^  N.;  roof,  solid, 
massive,  white  sandstone. 

The  bed  was  measured  and  sampled  in  1907  by  H.  S.  Gale,  as  shown  below: 

Section  of  coal  bed  in  Joe  Rich  mine,  7  miles  northwest  of  Vernal, 


Coalo 
Bone. 
Coalii 
Bone. 
Coalb 
Bone. 
CoaU 


Thickness  of  bed. 


Ft,  <ik 
2  8 
0     0 

S  St 

0  11 


6     0 


« Indaded  in  sample  6600. 


t  Included  in  mnple  6612, 
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The  sampleB  were  taken  in  the  mine  1,200  feet  from  the  entrance. 
Sample  5509  represents  upper  two  benches,  marketed  as  first-grade  coal. 
Sample  5512  represents  lower  two  benches,  marketed  as  second-grade  coal. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  195;  also  U.  S. 
Geol.  Survey  Bull.  341,  pp.  309,  315;  Bull.  415,  pp.  207,  250,  252. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  415,  p.  204. 

Vebnal.    Timothy  Mine. 

Scanple. — ^Binuninous  coal;  Vernal  field;  analyses  Nos.  5754,  5755  (p.  196). 

Ifin^.—Timothy;  in  lot  10,  SW.  J  sec.  2,  T.  4  S.,  R.  20  E.,  5i  miles  northwest  of 
Vernal.    No  railroad  connection. 

Coal  bed, — ^No  name.  Cretaceous  age;  Blancos  shale.  Dip,  11®;  roof,  BoUd,  maasiYe 
white  sandstone;  floor,  bone. 

The  bed  was  measured  and  sampled  in  1907  by  H.  S.  Gale,  as  shown  below: 

Section  of  coal  bed  in  TiTnothy  mine,  5  miles  northwest  of  Vernal, 


Coals. 

Bone. 
Coals. 
Bone. 
Coalfr. 
Bone. 
Coal6. 


Thickness  of  bed. 


Ft,    in, 

0   4 

0   10 
0 
0 
0 
0     6 


^ 


6     8i 


0  Included  in  sample  67fi5.  b  Included  in  sample  6764. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  196;  also  U.  S. 
Geol.  Survey  Bull.  341,  pp.  309,  315;  Bull.  415,  pp.  207,  216,  250,  252. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  415,  p.  204. 

Vernal.    Gbay  Mine. 

Sample, — Bituminous  coal;  Vernal  field;  analyses  Nos.  5511,  5753  (p.  196). 

Jtftne.-^Gray ;  6  miles  northwest  of  Vernal  in  the  NE.  i  SE.  i  sec.  3,  T.  4  S.,  R.  20  E. 
No  railroad  connection. 

Coal  bed, — No  name.  Cretaceous  age,  Mancos  shale.  Dip,  14®  S.;  roof,  solid, 
massive  white  sandstone. 

The  bed  was  measured  and  sampled  in  1907  by  H.  S.  Gale,  as  shown  below: 

Section  of  coal  bed  in  Gray  mine,  6  miles  southwest  of  Vernal, 


Coals 

Bone 

Coals 

Bone 

Coals 

Bone....... 

Coal^ 


Thlctaieas  of  bed. 


Ft, 

In. 

1 

lOJ 

0 

11 

0 

7 

0 

7* 

0 

lol 

0 

2 

0 

H 

6 

7 

•  Included  in  samples  5611  and  6763. 


h  Included  in  sample  6611  only. 


The  samples  were  taken  in  the  mine«  200  feet  from  the  entrance. 

Notes, — ^The  coal  at  this  mine,  as  at  some  other  mines  in  this  field,  was  separated 
into  two  grades,  and  marketed  for  domestic  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  196;  also  U.  S. 
Geol.  Survey  Bull.  341,  pp.  309,  314;  Bull.  415,  pp.  207,  217,  250,  252. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  415,  p.  204. 
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VIRGINIA. 

DICKENSON  COUNTY. 

GUNTWOOD.    Chase  &  Damkon  linrs. 

Scanple. — ^Bituminoufl  coal;  Russell  Fork  field;  analysu  No.  3827  (p.  196). 

Mine. — Chane  &  Damion;  i  mile  south  of  Clintwood,  and  20  miles  from  the  nearest 
railroad  at  Coebum. 

Coal  bed. — Clintwood.    Carboniferous  age,  at  the  base  of  the  Wise  fonnation. 

The  bed  was  measured  and  sampled  by  C.  W.  Dodge  under  the  direction  of  R.  W. 
Stone  on  September  21,  1906,  as  shown  below: 

Section  of  coal  bed  in  Chase  A  Damron  mine,  \  mile  eouth  of  CUntwood. 


Lftboratoiy  No 

Roof,8bale. 

Clay« 

Coal 

Pyritea 

Coal« 

FkMV.  thale. 

ThicknMB  of  bed 

Thiokneai  of  ooal  sampled . 


J^ 

In. 

0 

i 

I 

0 

2 

1 

0 

6 

A 

A 

A 

a  Not  included  in  sample. 

The  sample  was  taken  at  the  face  of  a  drift  about  150  feet  from  the  entry  and  repre- 
sents the  upper  bench,  4  feet  4  inches  thick.    The  lower  bench  is  left^for  a  floor. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  196;  also  U.  S. 
Geol.  Survey  Bull.  348,  p.  119. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  348,  p.  11. 

LEE  COUNTY. 
Cbab  Orchard.    Morris  Prospect. 

Sample. — ^Bituminous  coal;  Black  Mountain  field;  (Viiginia  No.  1)  analyses  Nos. 
2246,  2268,  2269  (p.  196). 

Location. — ^Morris  prospect,  near  Crab  Orchard,  about  7  miles  from  the  Louisville 
&  NashviUe  Railroad. 

Coal  bed. — Locally  known  as  the  Wilson.  Carboniferous  age,  in  the  Pottsville 
group.  It  is  about  8  feet  thick,  and  lies  nearly  flat.  The  roof  is  a  slaty  shale.  The 
floor  is  clay. 

The  bed  was  measured  and  sampled  by  J.  S.  Burrows,  J.  W.  6rov<e6|  and  W.  J. 
von  Borries,  on  September  30, 1905,  as  shown  below: 

Section  of  coal  bed  in  Morris  prospect  near  Crab  Orchard. 


Section 

Laboratory  No 

RoofiSbale. 

Coal* 

Coal 

Mother  coal 

Coal 

Shale,  oarbonaoeous. 

Coal 

Shaleo 

Coala 

Clai 


uiay 
Coal. 


Mother  coal. 
Coal. 


FloOTiClay. 

ThionkeBSofbed. 


ThlcknesB  ofooal  sampled. 


A 

2246 

FL 

Hl 

0 

i 

1 

6 

0 

i 

1 

3 

0 

} 

3 

e 

0 

1 

0 

il 

1 

X 

0 

7 

0 

1 

0 

9 

8 
7 

n 

a  Not  included  in  sample. 
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Sample  2246  represented  the  upper  and  lower  benches  and  was  measured  29  feet  3 
inches  in  from  the  exposed  outcrop  in  the  left  rib  of  the  bank.  ,  The  coal  had  been 
exposed  for  some  time,  the  sample  being  taken  for  the  purpose  of  noting  the  effect  of 
weathering  on  the  coal. 

Two  other  samples,  taken  to  show  the  effect  of  weathering,  were  collected  by  J.  W. 
Groves  and  W.  J.  von  Borries  on  October  5,  1905,  at  points  in  the  opening  diowing 
sections  as  below: 

Sections  of  coal  bed  in  Morris  prospect  near  Crab  Orchard. 


Section 

Laboratory  No 

Boof ,  shale. 

Coal 

Mother  coal: 

Coal 

Mother  coal 

Coal 

Clay 

Coal 

Shale 

Coal 

FloOT.  clay. 

Thicbiess  of  bed 

Thickness  of  coal  sampled 


c 

2268      1 

Ft, 

in. 

aO 

11 

oO 

h 

oO 

8 

«0 

i 

a3 

2 

al 

0 

0 

6 

0 

i 

0 

11 

7 

3 

1 

6i 

D 
2209 
Ft,    in. 


0 

0 

0 

0 

3 

al 

oO 

aO 

aO 


11 


1 


8 

0 
6 

a* 


7     3 

4  n 


a  Not  included  In  sample. 

Section  C  (sample  2268)  was  measured  at  face  16  feet  in  from  the  outcrop.  The  coal 
was  not  quite  solid  and  was  very  wet. 

Section  D  (sample  2269)  was  measured  21  feet  in  from  the  outcrop.  The  coal  at  this 
point  was  less  weathered  than  in  section  C,  but  the  vein  of  the  bed  was  not  as  firm  as  in 
section  B. 

Notes. — ^This  was  a  new  opening,  from  which  coal  had  not  been  shipped  in  a  com- 
mercial way.  It  was  proposed  to  locate  ovens  convenient  to  the  opening  and  convert 
much  of  the  output  into  coke. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming  tests: 
U.  S.  Geol.  Survey  Bull.  290,  p.  187;  Bureau  of  Mines  Bull.  23,  pp.  68, 183;  producer- 
gas  tests:  TJ.  S.  Geol.  Survey  Bull.  290,  p.  188;  Bureau  of  Mines  Bull.  13,  pp.  211,  276; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  189;  Bull.  336,  pp.  25,  33,  43;  cupola 
testsof  coke:  XJ.  S.  Geol.  Survey  Bull.  336,  pp.  51,  54,  56,  57,  60,  63. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  196;  also  IT.  S.  Geol.  Survey 
Bull.  290,  p.  186. 

Crab  Obchard.    Bio  Ofknino  Prospect. 

Sample, — Bituminous  coal;  Black  Mountain  field;  (Virginia  No.  2)  analyses  Nos. 
2248,  2249  (p.  197). 

Location. — Prospect  near  the  "big  opening"  on  the  Wilson  farm,  near  Crab  Orchard, 
about  7  miles  from  the  Louisville  &  Nashville  Railroad. 

Coal  bed. — Locally  known  as  the  McConnell.  Carboniferous  age,  in  the  Pottsville 
group.    Thickness,  about  6  feet;  dip,  slight;  roof,  sandstone;  floor,  clay. 

The  bed  was  measured  and  sampled  at  one  point,  72  feet  in  from  the  outcrop,  by 
J.  W.  Groves  and  W.  J.  von  Borries  on  October  2, 1905,  as  shown  on  the  following  page. 

45889**— Bull.  22,  pt  2—13 32 
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SecUom  of  coal  bed  in  prospect  near  Crab  Ordwrd. 


No 22«,22« 


BooTaandttooe. 

C(Ml  (streaks  moCbar  ooal) . 

Ifotiierooal 

Coal. 


Mother  ooal. 
Hardooal... 
Mother  ooal. 
Coal. 


Mother  ooal 

Coal 

Aiale  and  mother  ooal. 

Coal 

Mother  ooal 

Coal 

Clai 


uaT, 
Coal 


Floor,  fire  elay. 
ThlekiMSBofbed. 


FL  in, 

1  6 

0  \ 

0  6 

0  I 

0  • 

0  6 

0  \ 

0  10 

0  \ 


0 
0 
0 
0 

1 


0 


6     91 


Sample  2249  wm  taken  from  the  lower  bench  shown  in  the  section;  that  is,  from  the 
bottom  coal  1  foot  thick. 

Sample  2248  repreeented  a  61}-inch  cut.  It  was  taken  from  the  coal  above  the  fire- 
day  parting  over  the  bench  included  in  sample  2248.    Sample  2248  was  very  wet. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming  tests: 
U.  8.  Geol.  Survey  Bull.  290,  p.  190;  Bureau  of  Mines  BuU.  23,  pp.  68, 183, 184;  pro- 
duceivgas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  192;  Bureau  of  Mines  Bull.  13,  pp.  211, 
276;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  192;  Bull.  336,  p.  12;  cokingtests: 
U.  S.  Geol.  Survey  Bull.  290,  p.  193;  Bull.  336,  pp.  26,  84,  43;  cupola  tests  of  coke: 
U.  8.  Geol.  Survey  Bull.  336,  pp.  61, 55, 57, 60, 68. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  197;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  190. 

Darbt.    Darby  Mma. 

Sample, — ^Bituminous  coal;  Black  Mountain  field;  (Viiginia  No.  4)  analyses  Nos. 
2323,  2324  (p.  197). 

Mine, — Darby,  a  drift  mine  at  Darby,  on  the  Louisville  A  Nashville  Railroad. 

Coal  M.^Locally  known  as  the  Darby*  Carboniferous  age,  Pottsville  group. 
The  thickness  at  the  mine  averages  about  3  leet,  and  the  coal  is  very  regular.  The 
roof  is  a  sandy  shale.    The  floor  is  the  same. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J.  von 
Boiries  on  October  10, 1905,  as  shown  below: 

Sectioru  of  coal  bed  in  Darby  minet  at  Darby. 


oeOlMIl 

Laboratory  No 

Roo(.  shale. 

Draw  slats* 

Ooal 

Mother  ooal 

Ooal 

Sloqr.  shale. 

Tliteknessof  hed.. 

ThMiMSS  of  ooal 


pied. 


J3 


B 


Ft,  in. 

Fl  In, 

0   5 

0   • 

1    0 

1    0 

0     \ 

0     1 

2    1 

1    8 

\^ 


'Not  hyJiKlsd  hi  santpls. 

Section  A  (sample  2323)  was  measured  in  rcxni  18,  off  butt  entry  1,  1,423  feet 
from  the  mine  opening. 

Section  B  (sample  2324)  was  measured  in  room  1,  off  butt  entry  3,  901  feet  fram 
the  mine  opening. 
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For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows:  Steaming 
tests:  TJ.  S.  Geol.  Survey  Bull.  290,  p.  197;  Bureau  of  Mines  Bull.  23,  pp.  68,  69, 
184;  producer^as  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  198;  Bureau  of  Mines  Bull. 
13,  pp.  211,  276;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  199;  Bull.  336,  pp. 
25,  34,  43;  cupola  tests  of  coke:  IT.  S.  Geol.  Survey  Bull.  336,  pp.  51,  55,  57,  61,  63. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  197;  also  U.  S.  Geol.  Survey 

Bull.  290,  p.  196. 

Dakbtvillb.    Black  Mountain  Mine. 

Sample, — ^Bituminous  coal;  Black  Mountain  field;  analysis  Ko.  6236  (p.  197). 

Mine, — ^Black  Mountain;  Pocket  district;  Darbyville,  on  Bailey  Trace.  It  k 
reached  by  the  Louisville  &  Nashville  Railroad  from  Pennington  station  and  alaa 
by  a  branch  of  the  Southern  Railway  from  Appalachia. 

Coal  bed, — ^No.  5  (locally  known  as  the  Darby).  It  is  said  to  be  the  stratigraphic 
equivalent  of  the  Taggart  coal  of  the  Big  Stone  Gap  district.  Carboniferous  age, 
Pottsville  group.  The  bed  is  from  3  to  4  feet  in  thickness  and  is  overlain  by 
sandstone  and  underlain  by  clay.    Is  clean  and  free  from  partings. 

The  bed  was  measured  and  sampled  100  feet  from  the  entrance  by  0.  A.  Fisher  in 
1908.    The  sample  represented  3  feet  6  inches  of  clear  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  197;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  147. 

For  geologic  relations  see  XT.  S.  Geol.  Siurvey  Bull.  341,  p.  411. 

Darbtville.    Gin  Creek  Opening. 

Sample, — ^Bituminous  coal.  Black  Mountain  field;  analysis  No.  6238  (p.  197). 

Loeatum, — Gin  Creek  opening;  Pocket  district;  on  the  slopeB  of  Little  Black  Moun- 
tain, near  Darbyville.  This  district  is  just  north  of  Pennington  Gap  and  is  reached 
by  the  Louisville  &  Nashville  Railroad  from  Pennington  station  and  also  by  a  branch 
of  the  Southern  Railway  from  Appalachia. 

Coal  bed. — ^No.  9.  Carboniferous  age,  PottsviUe  group.  The  bed  is  about  5  feet 
thick  and  in  some  localities  contains  a  thin  parting  in  the  lower  half.  The  bed  is 
overlain  and  underlain  with  shale. 

The  bed  was  measured  and  sampled  by  C.  A.  Fisher  in  June,  1908,  as  shown  below: 

Section  of  coal  bed  in  Gin  Creek  opening  near  Darbyville, 


Laboratory  No 

Roof  shale. 

Cool 

Booea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


Ft.  M. 
3  5 
0 
1 


a 


4    10 
<     8i 


•  Not  inchided  in  sample. 

Note$. — ^This  bed  was  reported  not  to  have  been  mined  in  this  district.  The  coal 
has  not  been  observed  to  be  crumbly;  it  has  a  metallic  impact  and  is  moderately 
heavy.  In  burning  it  leaves  a  relatively  small  amount  of  ash,  which  is  reddish 
yellow  in  color  and  moderately  toe.  Little  sulphur  is  in  the  coal,  but  mineral  char- 
coal is  foirly  abundant. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  197;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  417. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  411. 

Darbtyillb.    Gin  Crebk  Pbobfbct. 

Sample.-^BitaiamouB  coal;  Black  Mountain  field;  analysis  No.  6237  (p.  197). 
Dooolion.—Prospect;  Pocket  district;  head  of  Left  Fork  of  Gin  Creek,  near  Darby- 
ville, and  just  north  of  Pennington  Gap,  reached  by  a  branch  of  the  Louisville 
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A  Naahyille  Railroad  from  Pennington  station  and  also  by  a  branch  of  the  Soatfaem 
Railway  from  Appalachia. 

Coal  bed. — ^No.  10.  Carboniferous  age,  Pottsville  group.  The  bed  is  about  6  leet 
thick  with  a  clay  parting  in  the  upper  part,  also  a  thin  coaly  shale  layer  about  2  leet 
above  the  base. 

The  bed  was  measured  and  sampled  by  G.  A.  Fisher  in  June,  1906,  as  shown  below: 

Section  of  coal  bed  10  in  Gin  Creek  prospect  near  DarbyvUU, 


Laboratory  No. 


Coal 

Clay  a 

Coal 

Btaale,  coaly  « , 
Coal 


Thleknessofbod. , 

Thickness  of  coal  sampled . 


flBS7 

Ft. 

in. 

1 

0 

0 

4 

2 

8 

0 

1 

2 

1 

6 

2 

5 

0 

a  Not  included  in  sample. 

Notes. — The  coal  has  been  observed  to  be  crumbly.  Very  little  sulphur  is  present 
in  the  coal,  but  mineral  charcoal  is  fairly  abimdant. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  197;  also  U.  S.  Geo!. 
Survey  Bull.  341,  p.  417. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  411. 

Darbyville.    Gin  Greek  Prospect. 

Sample. — ^Bituminous  coal;  Black  Mountain  field;  analysis  No.  6239  (p.  197). 

Location. — Prospect;  Pocket  district;  at  head  of  Left  Fork  of  Gin  Greek,  on  the 
slopes  of  Little  Black  Mountain,  near  Darbyville. 

Coal  bed. — No.  12.  Garboniferous  age,  Pottsville  group.  The  bed  is  4  to  5  feet 
thick,  with  a  massive  Harlan  sandstone  roof  and  clay  floor. 

The  bed  was  measured  and  sampled  by  G.  A.  Fisher  in  1908,  as  shown  below: 

Section  of  coal  bed  in  Gin  Creek  prospect  near  Darbyville. 


Laboratorr  No 

Roof,  Harun  sandstone. 

Coal 

Shale,  carbonaoeoos  « 

Coal 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


Ft.  in. 
0     6 
0     4i 
4     0 

4    101 
4     6 


a  Not  included  in  sample. 

Notes. — This  is  the  highest  workable  bed  in  the  district.  As  it  is  the  highest  coal 
on  the  slopes  of  Little  Black  Mountain  it  has  the  smallest  distribution  of  all  the  beds 
within  the  district.  In  1908  it  had  been  opened  at  a  number  of  places,  but  like  all 
beds  above  No.  6,  it  had  not  been  mined  in  the  Pocket  district.  The  cool  is  very 
firm  and  finely  laminated,  and  in  some  respects  resembles  a  splint  coal.  It  also 
breaks  in  blocks  and  appears  to  resist  weathering  better  than  some  of  the  other  coals. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  197;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  417. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  411. 

KONTOOHEBY  COtTNTY. 

Blacksburo.    Povbrtt  Mine. 

i9amp2e.— Semianthracite  coal;  Brush  Mountain  field;  (Virginia  No.  6)  anaiyses 
Nos.  4092,  4093  (p.  197). 
Mine. — ^Poverty,  a  drift  mine  10  miles  west  of  Blacksbuig. 


viboinia:  bussell  county. 
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A 

40U 

Ft.  in. 

0  Hi 

aO      2 

0      3i 

»0      4 

aO      4i 

1      3 

aO      8 

2      0 

aO      4i 

•  •         «  « 

0     4 

aO      2 

0      21 

aO      1 

0      9 

•  •         •  • 

8     0 

6     91 

Coal  bed. — ^Locally  known  aa  the  Big  Seam  of  the  Brush  Mountain  field.  Carboni- 
ferous (Mississippian)  age,  Pocono  formation.  The  bed  averages  7  feet  8  inches  in 
thickness.    The  roof  is  sandstone.    The  floor  is  hard  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  October  31, 1906, 
as  shown  below: 

Sections  of  coal  bed  in  Poverty  mine^  10  miles  west  of  Blacksbtarg. 

Section. 

Laboratorr  No 

BMxf ,  sandstone. 

Coal 

Bbale 

Coal : 

Shale 

•  CoaL 

Sbale 

Coal 

Sandstone.. 

Shale. 

Sandstone. 

CoaL 

Shale. 

CoaL 

flh^fclfi 

CoaL '....'. 

Shale 

CoaL 

Flow,  shale. 

'nUckness  of  bed 

Thickness  of  oosU  sampled 

a  Not  included  in  sample. 

Section  A  (sample  4092}  was  measured  in  the  &ce  of  south  entry  1,  750  feet  south 
of  the  drift  mouth. 

Section  B  (sample  4093)  was  measured  in  the  face  of  south  entry  1,  765  feet  from 
the  drift  mouth,  15  feet  from  section  A. 

Notes. — ^The  coal  from  this  mine,  like  that  from  other  mines  in  the  field,  is  hard  and 
firm.  The  approximate  output  of  the  mine  in  1906  was  about  4  tons  per  day,  the 
opening  being  in  process  of  development. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests;  U.  S.  Geol.  Survey  Bull.  332,  p.  267;  Bureau  of  Mines  Bull.  23,  pp.  69,  184; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  268;  Bureau  of  Mines  BuU.  13, 
pp.  212,  276;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  268. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  197. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  332,  p.  267. 

BXTSSSLL  GOX7NTY. 

Dante.    Ix>wer  Banner  No.  2  Mine. 

Sample. — Bituminous  (coking)  coal;  Russell  Fork  field;  analysis  No.  4057  (p.  198). 
Mine. — Lower  Banner  No.  2;  at  Dante,  on  the  Carolina,  Clinchfield  &  Ohio  Railway. 
Coal  bed. — Lower  Banner.    Carboniferous  age,  Norton  formation.    Roof,  shale,  a  few 
inches,  overlain  with  sandstone. 
The  bed  was  measured  and  sampled  by  R.  W.  Stone  in  October,  1906,  as  shown 

below: 

Section  of  coal  bed  in  Lower  Banner  No.  t  mine. 


Laboratory  No 

Soof,  shale. 

Coal 

Laminated  coal 

Coal,  solid 

day  a 

Coala 

Thlcikncfls  of  bed 

Thidmcss  of  ooal  measored 


4057 

Ft. 

in. 

1 

7 

0 

3 

1 

5 

0 

6 

0 

2 

3 

11 

3 

3 

a  Not  indaded  in  sample. 
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The  sample  was  taken  from  a  freshly  dressed  lace  in  room  4  off  the  left  ei^try. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  198;  also  U.  S.  GeoL 
Survey  Bull.  316,  p.  74;  Bull.  348,  p.  119. 
For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  348,  p.  11. 

Dante.    Kennedy  No.  4  Mine. 

Sample, — ^Bituminous  (coking)  coal;  Dante  field;  analysis  No.  3947  (p.  198). 

Jftne. — Kennedy  No.  4;  at  Dante,  on  the  Carolina,  Clinchfield  &  Ohio  Railway. 

Coal  bed. — ^Widow  Kennedy.  Carboniferous  age,  Norton  formation.  The  bed  has 
a  roof  of  ''draw  shite''  overlain  with  sandstone,  and  has  a  sandstone  floor. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  on  October  4, 1906.  The  sample^ 
represented  the  whole  bed,  being  taken  from  a  3i-foot  cut  from  a  fresh  face  in  chSss 
heading  2,  about  300  yards  from  entry. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  198;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  74;  Bull.  348,  p.  119. 

For  geologic  relations,  see  XT.  S.  Geol.  Survey  Bull.  348,  p.  11. 

Dante.    Upper  Banner  No.  3  Mine. 

Sample.— BiixoDmouB  coal;  Russell  Fork  field;  analysis  No.  3942  (p.  198). 

Mine. — ^IJpper  Banner  No.  3;  1  mile  south  of  Dante,  on  the  Carolina,  Clinchfield  d 
Ohio  Railway. 

Coal  bed. — ^Upper  Banner.  Carboniferous  age,  Norton  formation.  The  bed  was 
measured  and  sampled  by  R.  W.  Stone  on  October  4, 1906,  as  shown  below: 

Swetion  of  coal  bed  in  Upper  Banner  No.  S  mine,  1  mxU  BOvJth  ofDanU. 


Laboratory  No 

Boof,  draw  slate. 

Coal 

Sandatanea 

Coal 

Shale 

OoA 

noor.iliale. 

Tnclaieasofbed 

TlilclmeaB  of  ooal  aampled . 


3M2 

ft.    ill* 

1    10 

0     1 

0    10 

!     i 

a    5 


5 
5 


3 


0  Not  indnded  in  sample. 

The  sample  was  taken  from  butt  entry  6,  off  main  entry,  from  a. fresh  working  face 
in  mine.  ~~^*       ^ 

JVb(e.— This  coal  is  high-grade,  coking,  bituminous  coal. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletqi,  p.  198;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  74;  Bull.  348,  p.  119. 

For  geologic  relations  see  IT.  S.  Geol.  Survey  Bull.  348,  p.  11. 

Dante.    Clinchfield  Mine. 

Sample. — ^Bituminous  coal;  Russell  Fork  field;  analysis  No.  10385  (p.  198). 

JUtfu.— Clinchfield,  }  mile  east  of  Dante,  on  the  Carolina,  Clinchfield  &  Ohio 
Railway. 

Coal  bed. — ^Lower  Banner.    Carboniferous  age,  Norton  formation. 

The  bed  was  measured  and  sampled  on  April  30,  1910,  by  E.  G.  Woodruff.  The 
sample  represented  2  feet  4  inches  of  coal.  It  was  taken  in  the  main  entry,  150  feet 
from  the  mouth  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  196. 


YIBOINIA:  SCOTT  COUKTY. 
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Dantb.    No.  3  Mine. 

Sample.— BitvanmouB  coal;  RusBell  Fork  field;  analysis  No.  10387  (p.  198). 
Mine.^No.  3;  1  mile  east  of  Dante,  on  the  Carolina,  Clinchfield  A  Ohio  Railway. 
Coal  bed, — ^Upper  Banner.    Carboniferous  age,  Norton  formation. 
The  bed  was  measured  and  sampled  on  April  30, 1910,  by  E.  G.  Woodruff,  as  shown 
below: 

Section  of  coal  bed  in  No,  S  tnine^  1  mile  east  of  Dante, 


Laboratory  No. 


Goal 

Partinso.  • . . 

Coal 

Sandstone  a 

Coal 

Parting*... 
Coal 


ThickneaB  of  bed 

Thickneoi  of  ooal  lampled . 


10387 

Ft. 

In. 

0 

2ft 

0 

2 

1 

6 

0 

1 

1 

21 

0 

1 

1 

11* 

4    1(4 


a  Excluded  from  sample. 

The  sample  was  taken  in  right  entry  4, 1,000  feet  from  the  mouth  of  the  mine. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  198. 

800TT  OOTTNTY. 
Adaxab.    Haoan  Mine. 

Sample, — ^Bituminous  (cannel)  coal;  Powell  Mountain  field;  analysis  No.  10359 
(p.  198). 

Mine, — ^Hagan,  on  McGee  Creek,  1  mile  north  of  Adamar.    No  railroad  connection. 

Coal  bed, — ^The  coal  is  of  Carboniferous  (MisiaBBippian)  age,  Pennington  shale. 

The  bed  was  measured  and  sampled  on  April  24, 1910,  by  M.  R.  Campbell  and  E.  G. 
Woodruff,  as  shown  below: 

Section  of  coal  bed  in  Hagan  mine,  1  mile  north  of  Adamar. 


Laboratory  No. 


CoalfOannel 

Coal,  bony 

Coal,  cannel 

Coal,  bony 

Coal,  cannel  and  bituminous. 


TbldknesBofbed 

ThJoknesB  of  ooal  sampled . 


10350 

Ft. 

ffi. 

1 

lOJ 

0 

5 

1 

2 

0 

4 

0 

6} 

4 

4 

4 

4 

The  sample  was  taken  in  the  mine  about  50  feet  from  the  entrance. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  198;  also  U.  S.  Geol. 
Survey  Bull.  431,  p.  161. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  148. 

Ka.    Milnbr  Peospbot. 

Sample. — ^Bituminous  coal;  Powell  Mountain  field;  analysis  No.  10358  (p.  198). 

ZooolMm.— Milner  prospect  of  Patrick  Hagan  on  Stony  Creek,  5  miles  from  Ka.  No 
railroad  connection. 

Coal  fteef.— Milner.    Carboniferous  age,  Lee  conglomerate. 

The  bed  was  measured  and  sampled  April  22,  1910,  by  M.  R.  Campbell.  It  was  5 
feet  4^  inches  thick  where  sampled,  about  500  feet  from  entrance.  The  normal  measure- 
ment is  leas  than  30  inches,  and  the  great  thickness  where  sampled  is  due  to  squeeaing 
when  the  strata  were  upturned  in  Stone  Mountain. 
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For  ch&nical  analyses  see  part  I  of  this  bulletin,  p.  198;  also  XT.  S.  Geol.  Survey 
Bull.  431,  p.  161. 
For  geologic  relatione  see  U.  S.  Geol.  Survey  Bull.  431,  p.  148. 

Kjl.    Haoax  Prospect. 

Sample. — ^Bituminous  coal;  Powell  Mountain  field;  analysis  No.  10361  (p.  198). 

Location. — Hagan  prospect  on  Coalpit  branch  of  Stony  Creek,  1^  miles  above  Ka. 
No  railroad  connection. 

Coal  bed. — Duncan.    Carboniferous  age,  Lee  conglomerate. 

The  bed  was  measured  and  sampled  April  22,  1910,  by  M.  R.  Campbell  and  £.  G. 
Woodruff,  as  shown  below: 

Section  of  coal  bed  in  Hagan's  Prospect,  H  miles  above  Ka. 


laboratory  No. 


Coal... 
Bone  a. 
Coal... 


Thickness  of  bed , 

Thickness  of  ooal  sampled . 


10361 
J^.  to. 


»1 

1  n 


2    6} 
2    « 


a  Not  included  in  sample. 

The  sample  was  taken  in  the  main  entry,  about  125  feet  from  the  entrance. 
For  chemical  analyses  see  part  I  of  this  bulletin,  p.  198;  also  U.  S.  Geol.  Survey  Bull. 
431,  p.  161. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  431,  p.  148. 

TAZEWELL  COtJNTY. 

BOISSBVAIN.      BOISSBVAIN  MiKB. 

Sample. — Semibituminous  coal,  Pocahontas  field;  analyses  Nos.  8633,  8634,  8732, 
8736,  8737,  8845  (pp.  198, 199). 

Mine. — ^Boissevain,  a  shaft  mine,  185  feet  deep,  at  Boissevain,  on  the  Norfolk  & 
Western  Railway. 

Coal  bed. — Pocahontas  No.  3.  It  is  of  Carboniferous  age,  and  part  of  the  Pocahontas 
formation.  The  thickness  of  the  bed  at  the  mine  varies  from  8  to  11  feet,  includ- 
ing a  portion  of  from  8  to  12  inches  which,  in  the  advance  work,  is  left  up  for  a  roof. 
The  bed  has  a  dip  of  70^  SW.  There  is  a  cap  rock  of  sandstone.  The  floor  is  a  soft 
shaly  clay  with  a  smooth  surface. 

The  bed  was  measured  and  sampled  at  Gye  points  by  R.  Y.  Williams  and  A.  0. 
Ramsay  on  August  4,  1909,  as  described  below: 

Sections  of  coal  bed  in  Boissevain  mine  at  Boissevain. 


Section 

Laboratory  No 

Roof,  roof  ooaL 

Coal  (soft  bright) 

Bulphar  band 

Bony  ooal  a 

Coal  (hard  gray) 

Cotd 

Bony  coal  (gtay) « 

0)al  (gray  bahd) 

Coal 

Bony  coal  a 

Coal  (motherooal  streaks). 

Bony  ooal  o 

Coal 

Bony  coals 

Coal 


A 

8633 
Ft.  in, 
0     7| 


Floor,  shaly  underclay. 
Thickness  of  bed. 


Thickness  of  ooal  sampled . 


0 
0 
2 
0 


3] 
4\ 

7 


2     8| 


6 
6 


B 
8634 
Ft.  in. 
2     2 


0     2 
0    1 


^ 


1 
0 
1 
0 
2 


9 
8 


« 
1 


.n 


c 

8737 
Ft,  in. 

1      4 
0       h 


1  4 
0  9 
0  10 

2  0 


2     9 


8     3 


I 


D 

8736 

FL  in, 

2  8 

0    '4J 

0     6 

0    "3 

3  1 


3     0 


8     3| 
7    11 


E 
8733 
Ft,    in, 

•  •         •  • 

0      1| 


0 
0 


4 
3 


1    10 


3  7} 

0  3 

3  6} 

0  111 

9  6 


a  Not  Included  in  samjkle. 


VIBGIKIA:  TAZEWELL  COUNTY. 


825 


Section  A  (sample  8633)  was  cut  from  the  main  entry,  3,000  feet  from  the  shaft. 

Section  B  (sample  8634)  was  cut  from  east  entry  1,  2,000  feet  from  the  shaft. 

Section  C  (sample  8737)  was  cut  from  room  8,  west  entry  3, 1,500  feet  from  the  shaft. 

Section  D  (sample  8736)  was  cut  from  the  face  of  east  entry  3,  1,600  feet  from  the 
shaft. 

Section  £  (sample  8732)  was  cut  from  the  face  of  west  entry  1,  1,200  feet  from  the 
shaft. 

A  composite  sample  was  made  by  mixing  samples  8632,  8633,  8634,  8736,  and  8738 
for  an  ultimate  analysis,  results  of  which  aro  shown  under  laboratory  No.  8845. 

Notes, — The  coal  at  Una  mine  was  undercut  by  hand  and  with  chain  machines 
at  the  middle  of  the  bed,  and  was  shot  down  with  black  powder.  Sixty  per  cent  of 
the  output  was  shipped  in  run-of-mine  form.  The  mine  was  equipped  with  three 
screens,  having  1),  f ,  and  i  inch  openings,  and  had  a  storage  capacity  of  1,000  tons. 
The  coal  was  picked  on  picking  tables  by  three  trimmers.  The  average  daily  output 
in  1909  was  2,100  tons,  3,850  tons  being  the  maximum  day's  run.  The  future  output 
was  to  be  derived  principally  from  advance  workings  and  the  output  was  to  be 
increased  to  4,000  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  198, 199. 

Pocahontas.    Baby  Pocahontas  and  East  Pocahontas  Mines. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  5268,  5269  (James* 
town  No.  2)  and  analyses  Nos.  7172,  7173,  8635,  8640,  8641,  8642,  8750  (p.  199). 

2ixne. — Baby  Pocahontas  and  East  Pocahontas  mines;  Clearfork  district;  i  mile 
west  of  Pocahontas,  on  the  Norfolk  &  Western  Railway. 

Coal  bed, — Pocahontas  No.  3.  Carboniferous  age,  Pocahontas  formation.  At  this 
mine  the  bed  lies  nearly  flat  and  averages  about  9}  feet  thick.  The  roof  is  shale, 
but  in  mining  22  inches  of  top  coal  is  left  for  a  roof.    The  floor  is  shale. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  K.  M.  Way,  on 
August  5,  1907,  as  shown  below: 

Seetiom  of  coal  bed  in  Baby  Pocahontas  mine^  }  mile  west  of  Pocahontas, 


Section 

Laboratoiy  No 

RooffOoaL 

CoAl 

Bony  ooal «. 

CoiO. 

Solphur 

Bony  coal  a 

CoaL 

Siilpliur. 

CoaL. 

Floor,  ahale. 

ThJcknoB  of  bed 

Thiekneas  ojf  ooal  sampled 


A 

5268 

FL 

M. 

3 

6 

0 

4 

A 

6 

0 

1 

•  • 

1 

•  • 

0 

•  • 

9 
8 

•  • 

B 

Fu  in, 

3  0 

0  4} 

3  8 

•  «  •  • 

0  3 

J  1 

0  11 

9  4 


a  Not  included  in  sample. 

Section  A  (sample  5268)  was  measured  in  room  37,  off  cross  entry  9,  off  the  main  entry, 
6,000  feet  southwest  of  the  drift  mouth. 

Section  B  (sample  5269)  was  measured  in  cross  entry  4,  off  the  diagonal  entry,  6,700 
feet  southwest  of  the  drift  mouth. 

The  bed  was  also  measured  and  sampled  by  G.  S.  Pope  on  January  14,  1909,  as 
shown  on  the  f opowing  page. 
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Seetiioni  of  coal  bed  in  Baby  PoeahonUu  mine,  }  mUe  weti  of  PoeahonioM, 


LaboratoiyNo 

Boof,  ahftle  and  top  ooal. 

Coal 

Orayooal 

Bone 

BrlAtooal 

MoSMrcoal 

Cod 


Coal 

Gray  coal. , 


orav( 
Coal. 


Bone., 
Coal.. 
Bone*. 
Coal.. 


Softooal 

Mother  ooal 

Coal  and  bone 

Bone 

Bright  coal 

Bone 

Black  lolphnr 

Coal 

Floor.  Bhale. 

Thioknanofhed 

Thidknen  o(  coal  sampled ., . 


7173 
FL   in. 

7178 

n.  to. 

1     3 

1     8| 

0     8| 

2   r 

•  •        •  • 

aO     2 

S  ^1 

•  •         •  « 

•  •        •  « 

aO      1| 

•  •        •  • 

ao      8 

0     7 

«  •         •  « 

0     S| 

0     6 

0     4 

0     8 

•0  n 

ao     8 

0     4 

2     8 

•  0    a 

ao     2 

ao      1 

2       1 

•  0    i 

•  ■        •  * 

n 

•  •         •  « 

•  •         •  • 

•  0     6 

•  •         •  • 

•0     l| 
ao       1 

•  •         •  ■ 
■  •         •  • 

•  •         •  • 

2     2 

•  •         •  a 

8    11{ 
7    1(4 

9    11} 
8     7| 

a  Not  included  In  sample 

Sample  7172  waa  taken*  7,300  feet  west  by  2,700  feet  south  of  opening,  face  of  dia^ 
onal  entry. 

Sample  7173  waa  taken  7,100  feet  west  of  opening,  in  cross  entry  1,  off  diagonal  entry 
on  break-through  from  airway  to  entry,  opposHe  room  27. 

The  bed  waa  also  measured  and  sampled  at  three  points  in  the  Baby  Pocahontas  mine 
and  at  one  point  in  the  East  Pocahontas  mine  by  A.  C.  Ramsay  on  August  2  and  3, 
190^,  as  described  below: 

Seedions  of  coal  bed  in  Baby  Pocahontas  mine,  i  mile  weet  of  PoeahonUu. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Bonea 

C^oal  (hard -and  bright) . . . 

Bony  coal  a 

C^oal 

Bony  coal  a 

Coal 

Bony  coal  a 

(3oal  (mother  coal  streaks) . 
Bony  coal  a 

Coaumother  coal  streaks). 
Bony  coal  a 

Ceal 

Bonycdal 

Coal  (mother  coal  streaks) . 
FkM)r.softctaky. 

Thlokness  of  bed 

ThidkneBS  of  coal  sampled . 


A 

B 

8642 

8641 

Ft,    to. 

Ft.    to. 

•  •        «  • 

2       } 

•  •        •  • 

0     2 

2     3 

■  •        •  • 

0     7 

•  •        •  • 

0     4 

0     8} 

0     1 

0     8 

0     2 

0     4 

0     7 
S      2 

s  n 

0     3} 

0     3 

2     2 

0     2 

•  •         •  • 

0     8 

■  •         •  • 

2     2 

•  ■         •  • 

0     3 

■  •         •  • 

2       I 

rs 

9     4 
7    10 

Ftm   to. 
0     8 


1 
0 
0 
0 
0 


8 

2 
8 
4 
8} 


3   10 

0  8 

1  H 


?  a 


a  Not  inolnded  in  sample. 

Section  A  (sample  8642)  was  cut  from  the  bee  of  cross  heading  !»  8,400  feet  from  the 
drift  mouth. 

Section  B  (sample  8641)  was  cut  from  the  face  of  the  diagonal  mun  air  coune, 
8,400  feet  from  the  drift  mouth. 

Section  G  (sample  8640)  was  cut  from  the  diain  pillar  of  cross  entry  8,  5,600  feet 
from  the  drift  mouth. 

A  composite  sample  waa  made  by  mixing  the  face  samples  8641  and  8642  for  an 
ultimate  analyns,  the  results  of  i^ch  are  shown  under  laboratory  number  8760. 


VIBQINIA:   TAZEWELL  COUNTY. 


827 


The  bed  was  measured  and  sampled  as  shown  below: 

Section  of  coal  bed  in  East  Pocahontas  mine,  {  mile  west  of  Pocahontas. 


Lftboratory  No 

Boof,  shale. 

Coal 

Sulphur  a 

Coal  (mother  coal  streaks) 
Bony  coal  a , 

CoalCmother  coal  streaks) 
Bony  coal  a , 

Coal 

Bony  coal" 

Coal 

Bony  coal  a 

CoalCmother  coal  streaks) 
Floor,  soft  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


8636 
Ft,    in. 
0     3^ 


0 
1 
0 
2 
0 
0 
0 
0 
0 


i 


3    10 


8 
« 


n 


a  Not  included  in  sample. 

Section  A  (sample  8635)  was  cut  from  a  chain  pillar  on  the  main  entry,  2,500  feet 
from  the  drift  mouth.    This  pillar  had  been  exposed  to  the  air  for  25  years. 

Notes. — ^The  coal  at  these  mines  was  undercut  by  hand  picks,  and  was  shot  down  with 
black  powder.  The  operator  had  a  great  many  coke  ovens,  and  used  a  large  portion 
of  the  output  in  making  coke.  The  capacity  of  these  two  mines  in  1909  was  650  tons, 
the  average  daily  output  being  325  tons. 

For  results  of  briquetting  tests  of  this  coal,  see  U.  S.  Greol.  Survey  Bull.  385,  p.  16. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  199;  also  U.  S.  Geol.  Survey 
Bull.  362,  p.  10. 

Pocahontas.    West  Pocahontas  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8613,  8614,  8615, 
8636,  8637,  8638,  8639,  8745,  8749  (pp.  199,  200). 

Mine. — ^West  Pocahontas;  a  drift  mine  one-fourth  mile  west  of  Pocahontas,  on  the 
Pocahontas  Branch  of  the  Norfolk  &  Western  Bailway. 

Coal  bed. — Pocahontas  No.  3.  It  is  of  Carboniferous  age  and  is  part  of  the  Poca- 
hontas formation.  The  coal  at  this  mine  varies  in  thickness  from  9  feet  to  13  feet;  has 
a  hard  gray  shale  roof,  about  8  feet  in  thickness,  above  which  is  a  sandstone  cap  rock. 
In  the  greater  portion  of  the  advance  work,  a  portion  of  the  coal  is  left  up  for  a  roof. 
The  floor  is  a  soft  underclay  with  a  smooth  surface.  The  coal  sei)arates  readily  from 
the  roof  and  floor. 

The  bed  was  measured  and  sampled  at  five  points  by  R.  Y.  Williams  on  August  2 
and  3, 1909,  and  at  two  points  by  A.  C.  Ramsay  on  the  same  date,  as  described  below: 

Sections  of  coal  bed  in  West  Pocahontas  mine,  i  mile  west  of  Pocahontas.  ^ 


Section 

Laboratory  No. 
Roof,  shale. 

Coal 

Sulphur  a.. 

Coal  (hard). 
Bony  coal  o. 

Coal 

Coal(£^y). 
Coal  .7:..... 
Coal  (giay). 

Coal 

Bony  coal  a. 

Coal. 

Coal  (hard). 

0)al 

Coal  (bard). 

CJoal 

Coal  (gray). 

Coal 

Floor,  day. 
Thlckni 


of  bed* 

ThiokDOss  of  coal  sampled , 


A 

B 

C 

D 

8636 

8637 

8613 

8614 

Ft.  in. 

Ft.   M. 

Ft.  in. 

FL  in. 

1   4} 

0  5 

1     8 

1     3 

0   i 

•  «    •  * 

•  •    «  • 

6  3 

0   4 

♦  •     mm 

•  •    •  • 

a  •       •  • 

0  4 

0  5i 

..  .. 

0  3 

1   8 

0  H 

•  «    «  • 

0   3| 

0   1 

0  2 

0   2 

0   1} 

0   2 

0   5 

•  a       •  • 

0   U 

0   1 

■  •       •  * 

0  il 

0   3 

0   4 

•  •    «  • 

0  2i 

0   2 

•  w      •  • 

0  3 

0   2 

6  i 

0   2i 

0  n 

0   2| 

•  •    *  • 

4  11 

2  8 

0   2 

1   4 

*  •    •  • 

0  ih 

2  0 

2   1 

•  •    ■  * 

2  3| 

0  2 

0   2 

•  •    •  • 

•  •    •  * 

2  71 

2   4 

•  •    «  ■ 

•  •    •  • 

f  it 

8  10 

8  31 

8   1 

8  5} 

7  9 

7  10} 

£ 

8615 
Ft.  In. 

3     4 


0     2} 
0     5 
0     3 


1     9 


6 
ft 


a  Not  included  in  ttmple. 
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Sections  of  coal  bed  in  West  Pocahontas  mine,  i  mile  west  of  Pocahontas— Conianued. 


Section 

LaboretoirNo 

Roof,  bard  shato. 

Sulphur  a 

Cofu  (mother-coal  partings) 
Sulphur  a 

Coal. 

Bonyooala 

Coal 

Bonyooala 

Coal 

Bonyooala , 

CoaiCmother  ooal  streaks).. 

Bonyooala 

Coal  (mother  ooal  streaks).. 

Bony  ooal « 

Coal  (mother  ooal  streaks). . 
FloOT,clay. 

Thickness  of  bed 

Thickness  of  coal  sampled. . 


O 


FL    te. 


0    IM 
8     6} 


r 


a  Not  Included  in  sample. 

Section  A  (sample  8636)  was  cut  from  the  face  of  right  entry  8,  o£f  Norton  aixcouiae, 
2}  miles  southwest  of  the  drift  mouth. 

Section  B  (sample  8637)  was  cut  from  the  pillar  in  room  14,  Kingston  entry,  10,600 
feet  from  the  drift  mouth. 

Section  C  (sample  8613)  was  cut  from  the  face  of  right  aircouise  6,  off  Newport 
News  entry,  2  miles  from  the  drift  mouth. 

Section  D  (sample  8614)  was  cut  from  the  face  of  entry  3,  off  Newport  News  entry, 
2  miles  from  drift  mouth. 

Section  E  (sample  8615)  was  cut  from  pillar  in  the  haulway  off  Salem  entry  near 
room  2  on  Bluefield  entry. 

Section  F  (sample  8638)  was  cut  from  a  pillar  in  Jed  entry,  11,000  feet  from  the 
drift  mouth. 

Section  6  (sample  8639)  was  cut  from  a  pillar  in  the  second  left  St.  Paul  entry, 
900  feet  from  the  drift  mouth. 

Composite  samples  were  made  by  mixing  the  face  samples  8613,  8614,  and  8636, 
and  the  pillar  samples  8638  and  8639  for  ultimate  analyses,  the  results  of  which  are 
shown  under  laboratory  numbers  8745  and  8749,  respectively. 

Notes. — In  1909  the  coal  was  undercut  with  hand  picks,  and  was  shot  down  with 
black  powder.  The  operator  had  a  laige  nimiber  of  coke  ovens,  and  used  a  laige 
proportion  of  the  output  in  making  coke.  The  capacity  of  the  mine  at  the  time 
of  sampling  was  400  tons,  and  the  daily  average  output  was  350  tons.  The  mine 
was  assured  of  a  laige  future  tonnage,  since  there  were  8,100  acres  of  unmined  coal  to 
be  divided  between  the  Pocahontas  mines  and  the  Boissevain  mines.  The  future 
output  was  to  be  obtained  in  the  proportion  of  60  per  cent  from  advance  work  and 
40  per  cent  from  pillare.  The  output  of  this  mine  should  be  considered  in  con- 
nection with  the  Baby  Pocahontas  and  East  Pocahontas  mines.  The  three  mines 
had  a  capacity  of  1,050  tons  and  an  average  daily  output  of  675  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  199,  200. 

RiCHLANDS.      RiCHLANDS  MiNE. 

Sample. — ^Bituminous  coal;  Russell  Fork  field;  (Viiginia  No.  6)  analyses  Nos.  4304, 
4305  (p.  200). 

Mine. — Richlands;  a  drift  mine  5  miles  northwest  of  Richlands,  on  the  Norfolk  d 
Western  Railroad. 

Coal  bed. — ^The  bed  worked  at  this  mine  is  one  of  several  exx>osed  in  the  field,  and 
is  locally  designated  the  No.  4.  It  is  of  Carboniferous  age,  Pottsville  group. 
The  thickness  of  the  bed  averages  at  the  mine  5  feet  ^  inch.  The  dip  is  slight.  The 
roof  is  a  hard,  gray  shale,  and  the  floor  a  hard  black  shale. 

The  bed  was  measured  and  sampled  at  two  i^inta  on  December  8,  1906,  by  J.  W. 
Groves,  as  shown  on  the  following  page. 
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Sections  of  coal  bed  in  RidUands  mine,  6  milea  northwest  of  Richlands. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

•  Shale 

Coal 

Sulphar 

MoUier  ooal 

Coal 

Mother  ooal  and  sulphur . . 

Mother  coal 

Coal 

Mother  coal  and  sulphur. , 

Coal 

Mother  ooal  and  sulphur . 

Coal 

Rash 

Goal 

Floor,  shale. 

Tbickness  of  coal  bed 

Thickness  of  coal  sampled 


A 

L 

4304      1 

Ft. 

in. 

0 
oO 

n 

1 

I 

•  • 

0 

•  • 

1 

0 

6 

0 

\ 

•  • 

0 

m   m 

2 

aO 

h 

aO 

1 

aO 

J 

1 

1 

0 

i^ 

0 

5 
4 

H 

B 
430S 
Ft,    fn. 

0     7f 


aO 
0 
0 


I 


0    11 


4      8 

4      1 


a  Not  included  in  sample. 

Section  A  (sample  4304)  was  measured  in  the  main  straight  entry,  2,000  feet  south 
and  30  d^ireee  east  of  the  drift  mouth. 

Section  B  (sample  4305)  was  measured  in  room  12  of  left  entry  3,  1,600  feet  east  of 
the  drift  mouth. 

Notes. — ^The  output  of  this  mine  in  1906  averaged  about  350  tons  per  day.  The 
coal  was  largely  sold  for  steam  production.    All  the  output  was  in  run-of-mine  form. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows:  Steaming 
tests— U.  S.  Geol.  Survey  Bull.  332,  p.  270;  Bureau  of  Mines  Bull.  23,  pp.  69,  185; 
producer-gas  tests:  U.  S.  Greol.  Survey  Bull.  332,  p.  270;  Bureau  of  Mines  Bull.  13, 
pp.  213, 276;  washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  271;  Bull.  336,  pp.  14, 16; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  272;  Bull.  336,  pp.  25,  34,  43. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  200;  also  U.  S. 
Geol.  Survey  Bull.  332,  p.  270. 

WISE  COUNTY. 

Georoel.    Swansea  Mine. 

Sample. — Bituminous  coal;  Russell  Fork  field;  analysis  No.  10386  (p.  201). 
Mine. — Swansea;  at  Georgel,  Toms  Creek  district,  on  the  Norfolk  &  Western  Railway. 
Coal  bed. — ^Uppor  Banner.    Carboniferous  age,  Norton  formation* 
The  bed  was  measured  and  sampled  on  April  29,  1910,  by  E.  G.  Woodruff,  as 
shown  below: 

Section  of  coal  bed  in  Swansea  mine  at  Georgel. 


Laboratory  No 

Goal 

Sandstonea 

Coal 

Boneo 

Coal 

Thickness  of  bed 

Thlokness  of  ooal  sampled 


10386 

Ft. 

in. 

2 

4 

0 

H 

1 

8 

1 

6 

2 

7 

8 

li 

0 

7 

•  Excluded  from  sample. 

The  sample  was  taken  in  room  21  off  west  entry  17,  2,600  feet  from  the  outcrop. 
Far  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  201;  also  U.  S.  Geol. 
Survey  Bull.  471. 
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NoBTON.    No.  4  Mine. 

Sample.— Bituminoufl coal;  Black  Mountain  field;  analysis  No.  10390  (p.  201). 
M%ne» — ^No.  4,  ^  mile  east  of  Norton. 

The  bed  was  measured  and  sampled  on  April  28,  1910,  by  E.  G.  Woodruff » 
shown  below: 

Section  of  coal  bed  in  No.  4  mine,  i  mile  east  of  Norton. 


Lftbontory  No 

Roof,  shale,  hard. 

Shale,  80ft,  taken  down  with  coal  a. 

Coal 

Shale* 

Coal .• 

'Shale,  soft « 

Coal 


Thlckneasofbed 

llUckness  of  ooal  sampled . 


10390 

Ft. 

in. 

0 

10 

0 

H 

0 

3 

1 

7 

0 

2k 

1 

U 

a 

6 

4 

2i 

-     a  Not  indoded  in  sampla. 

The  sample  was  taken  in  left  heading  1,  off  entry  4. 

For  chemical  analyses  of  this  coal  see  pBat  I  of  this  bulletin,  p.  201;  U.  S.  Geol. 
Survey  Bull.  471. 

Stonbga.    Stonega  Mine. 

Sample. — Bituminous  coal;  Black  Moimtain  field;  analysis  No.  10388  (p.  201). 

Mine. — Stonega,  at  Stonega,  Big  Stone  Gap  district,  on  the  Louisville  &  Nashville 
Raihoad. 

Coal  bed. — ^Imboden.    Carboniferous  age,  Norton  formation. 

The  bed  was  measured  and  sampled  on  April  27, 1910,  by  E.  G.  Woodruff,  as  shown 
below: 

Section  of  ooal  bed  in  Stonega  mine  at  Stonega. 


Laboratory  No. 


Coal... 
Bone  a, 
Ooal... 


Thickness  of  bed. 

Thiekness  of  ooal  sampled . 


10888 
FL  in. 
8     7 
0     6) 
3     8 


6     8» 
6    10 


•  Exduded  from  sample. 

The  sample  was  taken  in  heading  11,  off  fifth  left  face. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  201;  also  IT.  S.  Geol* 
Survey  Bull.  471. 

Toms  Creek.    Coburn  Mine. 

Sample. — Bituminous  coal;  Black  Mountain  field;  (Virginia  No.  3)  anal3rses  Nob. 
2281,  2282  (p.  201). 

Mine. — Coburn,  a  drift  mine  at  Toms  Greek  (Herald  post  office),  on  the  Norfolk  d 
Western  Railroad. 

Coal  bed. — ^Locally  known  as  the  Upper  Banner.  Carboniferous  age,  Norton  forma- 
tion. Thickness,  fairly  uniform,  averaging  about  7  feet  9  inches.  The  bed  lies  prac- 
tically flat.    The  roof  is  a  bluish,  sandy  shale.    The  floor  is  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J,  vtm 
Boniee  on  October  7, 1905,  as  shown  on  the  following  page. 
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SectioTU  of  coal  bed  in  Cohum  mine  at  Tonu  Creek, 


fieotloxi 

Laboratory  No 

Roo^  shale. 

Cool 

Sandstone 

Mother  coal 

Coal 

Shale 

Sandstone 

Coal 

Shale 

Coal 

Shale 

Coal 

Mother  ooal 

Shale 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled. 


A 

b 

2281      1 

rt. 

in. 

2 
aO 

?l 

*  • 

1 

*6 

•  0 

li 

«  m 

•  0 

•  m 

2 

aO 

2 

«0 

6 

•  0 

1} 

1 

8 

0 

\ 

•  • 

1 

b 

7 

Vi 

6 

B 
2282 
Ft.  In. 
0    10 

0  "i 

1  6 


ao 
1 
•0 
•  0 
ao 
ao 


1 
8 
1 
2 
S 
6 


0     1 

2     7 


a  Not  included  in  sample. 

Section  A  (sample  2281)  was  measured  in  east  heading  17,  3,000  feet  northeast  of  the 
mine  opening. 

Section  B  (sample  2282)  was  measured  in  room  3,  off  west  entry  11,  2,000  feet  north- 
east of  the  mine  opening. 

Notes, — Most  of  the  output  of  this  mine  in  1905  was  made  into  coke  near  the  mine, 
the  operator  having  800  beehive  ovens.  The  mine  supplied  regularly  about  1,500 
tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  194;  Bureau  of  Mines  Bull.  23,  pp.  68,  184; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  195;  Bureau  of  Mines  Bull.  13, 
pp.  211,  276;  coking  tests:  U.  S.  Greol.  Survey  Bull.  290,  p.  196;  Bull.  336,  pp.  25,  34, 
43;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  51, 55,  57,  60,  61, 63. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  201;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  194. 

ViBGiNiA.  Crrr.    Yiboinia  City  No.  1  Mine. 

Sample, — Bituminous  coal;  Black  Mountain  field;  (Jamestown  No.  1)  analyses  Nos. 
5235,  6217  (p.  201). 

Mine, — ^Virginia  City  No.  1,  a  slope  mine  in  the  Lipps  district,  at  Viiginia  City,  on 
the  Norfolk  &  Western  Railway. 

Coal  bed, — ^Locally  known  as  the  "  Jaw  Bone. '  *  Garboniferoufl  age,  Norton  formation. 
At  this  mine  the  bed  lies  nearly  flat,  and  has  an  average  thickness  of  about  7  feet 
4  inches.    The  roof  is  sandstone.    The  floor  is  shale. 

The  bed  was  measured  and  sampled  at  two  x)oints  in  the  mine  by  K.  M.  Way  on 
July  26,  1907,  as  shown  below: 

Sections  of  coal  bed  in  Virginia  City  No.  1  mine  at  Virginia  City. 


Section.  ........... 

Laboratory  No.... 

Roof,  sandstone. 

Ooal 

Sandstone 

Rash 

Ooal 

Rash 

Bony  coal 

Ooal 

Shale  and  ooal. 

Boot  ooal 


BOOT! 


Floor,  shale. 

TUcknessofbed 

Thickness  of  ooal  sampled . 


A 

.    1 

SB5     1 

Ft. 

in. 

0 

5 

•  0 

i 

m   ■ 

0 

•  • 

2 

oO 

i 

1 

4 

•9 

7 

0 

3 

4 

6 

7 
6 

ti 

B 
017 
Ft,    in. 
0     e} 


1 
0 

1 

«  m 

0 

4 

8 

8 


2 

H 

ft  • 

a 

5 


fl 


•  Not  included  In  sample. 
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Section  A  (sample  5235)  was  measured  in  a  break-through  between  the  third  and 
fourth  cross  entries,  3,200  feet  northwest  of  the  mine  opening. 

Section  B  (sample  5217)  was  measured  in  room  8,  off  the  first  cross  heading,  2,400  feet 
northwest  of  the  mine  opening. 

Notes, — The  coal,  like  that  from  many  other  mines  in  this  district,  is  rather  soft  and 
friable.  In  1907  the  output  was  shipped  as  run-of-mine,  lump,  nut,  and  slack  coal. 
The  total  production  in  1906  was  about  10,000  tons,  of  which  3,500  tons  was  run-of- 
mine,  3,500  lump,  and  3,000  tons  nut  and  slack.  The  lump  coal  represented  that 
which  went  over  a  l^inch  screen,  and  the  nut  and  slack  that  which  went  through. 
The  coal  was  cleaned  mechanically  by  slate  pickers. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  201;  also  U.  S.  GeoL 
Survey  Bull.  362,  p.  9. 

WASHINGTON. « 

CLALLAM  COT7NTY. 

Clallam.    Fuca  Mine. 

Sample. — ^Bituminous  coal;  Washington  field;  analysis  No.  10030  (p.  201). 

Mine. — Fuca,  a  drift  mine  4  miles  east  of  Clallam  on  the  shore  of  the  Strait  of  San 
Juan  de  Fuca. 

Coal  beds. — Several  are  reported  in  this  series,  but  only  one  was  being  developed  in 
1910.  Roof,  sandstone  and  shale;  floor,  shale  and  sandstone.  Dip,  60**  W.;  thick- 
ness, 1  foot  6  inches  to  2  feet  6  inches,  average  being  about  1  foot  10  inches.  The  bed 
is  so  thin  that  in  the  gangways  about  4  feet  of  the  roof  is  brushed  down  for  headroom. 

The  bed  was  measured  and  sampled  by  £.  E.  Smith  in  February,  1910.  The  sample 
represented  1  foot  11  inches  of  coal.  It  was  taken  at  a  point  about  100  feet  above  the 
gangway  in  chute  6,  about  400  feet  from  the  entrance  of  the  mine. 

Notes. — In  1910  the  coal  was  passed  over  1-inch  and  also  }-inch  bar  screens  at  the 
tipple.  The  oversize  from  the  larger  screen  was  hand  picked.  The  coal  is  hard  and 
brittle.  Although  it  contains  nearly  as  much  moisture  as  many  subbituminous  coak, 
it  gives  off  little  when  exposed  to  the  air  and  hence  does  not  slack.  The  percentage  of 
sulphur  present  is  caused  by  many  minute  lenses  of  marcasite  or  pyrite  disseminated 
through  the  mass  of  the  coal .  The  bed  contains  many  nodules  of  pyrite  from  an  inch  up 
to  several  feet  in  length,  which  can  be  readily  separated  in  picking  and  washing.  The 
coal  differs  from  any  other  coal  sampled  in  the  State.  It  resembles  subbituminous 
coal  in  moisture  content  and  heating  value,  but  its  ability  to  withstand  transportatioii 
entitles  it  to  be  classed  as  bituminous  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  201;  also  U.  S. 
Geol.  Survey  Bull.  474,  p.  41. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  260,  p.  414;  BuU.  474,  p.  77. 

KING  COUNTY.  & 
Barneston.    Prospect. 

Sample,  — Semianthracite  or  natural  coke;  Washington  field;  analysis  No.  9111 
(p.  201). 

Location. — ^A  prospect  drift;  a  70-foot  drift  near  Barneston,  in  the  SE.  \  NW. 
}  sec.  12,  T.  22  N.,  R.  7  E.,  on  the  Northern  Pacific  Railway. 

«  For  further  details  of  coals  sampled  in  Washington  sea  U.  S.  Qeol.  Survey  BoIL  474,  CkNils  of  the  Btate 
of  Washington,  by  E.  E.  Smith,  1011,  206  pp. 
h  For  more  detailed  descriptions  of  the  Khig  County  ooab,  see  U.  S.  Qeol.  Surrey  BuU.  374,  pp.  80-129. 
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Coal  hed.'^The  coal  has  been  altered  by  igneous  action.    The  upper  bench  of  the 

bed  is  almost  entirely  changed  to  natural  coke  and  the  lower  bench  is  partly  altered. 

The  bed  was  measured  and  sampled  by  E.  E.  Smith  in  1909-10,  as  described  below: 

Section  of  coal  bed  in  prospect  drift  near  Bameston. 


LabontUny  No 

Roof,  igneous  rock. 

Shale,  black  with  fhin  streaks  of  coal 
Imeousrocka 

Shale  with  streaks  of  coked  ooal 

Thickness  of  bed 

Thickness  of  ooal  sampled 


9111 

*• 

Ft. 

in. 

1 

2i 

0 

6 

3 

0 

t  n 


a  Not  included  in  sample. 

The  sample  was  taken  about  10  feet  from  the  entrance  to  the  drift. 

Notes. — Both  the  roof  and  the  floor  of  the  bed  are  an  igneous  rock.  The  parting  in 
the  middle  of  the  bed  appears  to  be  of  the  same  rock,  but  is  so  decayed- that  it  can  be 
readily  broken  in  the  hand.  This  parting  has  about  the  position  indicated  for  30  feet 
from  the  drift  entrance.  It  then  turns  upward  and  lies  immediately  imder  tha  roof. 
The  upx)er  bench  of  the  bed  is  changed  almost  entirely  to  natural  coke  and  the  lower 
bench  is  partly  altered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  201i 

Batne.    Bayne  Mine. 

Sample.^BitximinojiB  coal;  Washington  field;  analyses  Nos.  9109,  9110,  9112,  9268, 
^269,  9275,  9483  (pp.  201,  202). 

Mine. — Bayne;  a  tunnel  and  drift  mine  in  the  NW.  J,  NW.  }  sec.  22,  T.  21  N., 
R.  7  E.,  at  Bayne,  on  the  Northern  Pacific  Railway. 

Coal  beds.  —Three  coal  beds  were  being  worked,  designated,  in  ascending  order,  Nos. 
1,  3,  and  5.  They  are  separated  from  each  other  by  several  himdred  feet  of  sandstone. 
They  dip  34^  NE.  The  beds  are  uniform  in  thickness  and  the  partings  are  fairly 
continuous. 

The  beds  in  this  mine  were  measured  and  sampled  by  E.  E.  Smith  in  1909,  as 
described  below: 

Section  of  coal  bed  No.  J  in  Bayne  mine  at  Bayne. 


Laboratory  No 

Roof,  black  shale. 

Coal 

Shale,  black,  carbonaoeotts,  hard 

Coal 

Shale,  soft,  carbonaoeousa 

Coal 

ShiLle,  harda 

Coal,  with  small  "niggerheads" 

Shale,  black,  carbonaoeouso 

Coal 

Shale,  carbonaceous^ 

Coal 

Shale,  blacks 

Coal 

Fkwr.  brown,  carbonaceous  shale. 

Tnidmess  of  bed 

Thickness  of  coal  sampled 

a  Not  included  in  sample. 
45889*'— Bull.  22,  pt  2—13 33 


9112 

Ft. 

in: 

0 

10 

0 

1 

0 

0 

a 

0 

3 

0 

1 

1 

1 

0 

2 

0 

31 

0 

1 

0 

^ 

0 

2 

1 

2i 

6 

7 

5 

10 

834 
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Section  of  coal  bed  No.  S  in  Bayne  mine  at  Bayne. 


LabontorvNo 

Roof,  sandy  ahale. 

Coal 

Shale,  carbonaoeous,  very  aofta 

Coal 

8bale,graya 

Coal 

Shale,  gray  • 

Coal 

Shale,  gray  « 

Coal 

Shale,  graya 

Coal 

Floor,  black,  carbonaoeous  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


o  Not  included  in  sample. 


Sections  of  coal  bed  No.  S  in  Bayne  mine  at  Bayne. 


Laboratory  No 

Roof,  shale. 

Shale,  black  a 

Coal 

Shale,  soft,  brown,  carbonaoeous « 

Coal 

Floor,  carbonaoeous  shale. 

Thickness  of  bed 

Thidmess  of  ooal  sampled , 


0100 

ru  fn. 

0     7 

a    » 
0    a| 

2      7 

5      7 
4     0} 


^W75 
Ft.  In. 

«  •         •  • 

2     0 


2     0 
2     0 


a  Not  included  In  sample. 


Section  of  coal  bed  highest  on  hill  above  Bayne  mine  at  Bayne. 


Laboratory  No 

Roof,  shale. 

Coal 

Shale,  carbonaceouso 

CoaL  slightly  bony 

Sanaa 

Coal,  stringy  and  slifl^tly  bony 
Floor,  vellowish  clay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


0483 

FL 

Hl 

0 

2 

0 

1 

1 

0 

0 

i 

0 

8 

1 

"1 

1 

10 

•  Not  included  in  sample. 


Sample  9112  was  taken  on  the  north  side  of  the  main  rock  tunnel  where  it  cuts 
bed  No.  1.,  The  bed  contains  numerous  partings,  most  of  which  can  be  separated 
from  the  coal  by  washing.    The  top  parting  only  was  included  in  the  sample. 

Sample  9110  was  taken  fix>m  the  face  of  the  south  gangway  on  bed  No.  3,  about  70 
feet  from  the  main  tunnel.  The  shale  partings  can  be  separated  from  the  coal  by 
picking  and  washing,  and  were  not  included  in  the  sample. 

Sample  9109  was  taken  55  feet  above  the  gangway  on  bed  No.  5  and  15  feet  to  the 
left  of  chute  No.  9.    The  roof  and  the  floor  of  the  bed  are  both  good. 

Samples  9275,  9268,  and  9269  were  taken  in  the  NE.  i  NW.  i  see.  22,  T.  21  N., 
R.  7  E.,  from  the  lower  2  feet  of  good  coal  from  the  No.  5  bed  in  a  small  drift  at 
the  outcrop.    They  were  taken  to  show  the  effect  of  weathering. 

Sample  9275  was  taken  at  the  entrance  to  the  drift  1  foot  bejrond  the  first  set  of 
timbers.    The  coal  was  weathered. 

Sample  9268  was  taken  9  feet  beyond  the  first  set  of  timbers.    The  coal 
weathered  and  appeared  to  be  somewhat  shaly. 
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Sample  9269  waa  taken  15  feet  from  the  first  set  of  timberB.  The  coal  was  bright 
and  firm  and  should  have  represented  about  the  best  coal  from  the  No.  5  bed  in  the 
mine  proper. 

Sample  9483  was  taken  from  the  highest  bed  on  the  hill  above  the  Bayne  mine  in 
the  NW.  t  sec.  22,  T.  21  N.,  R.  7  E.    The  bed  was  poorly  exposed  in  a  small  prospect. 

Notes. — ^The  coal  is  bituminous,  shows  coking  tendencies,  and  was  used  at  the  mine 
as  blacksmith  coal  for  rough  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  201,  202. 

Batne.    Prospect. 

Sample. — ^Bituminous  coal;  analysis  No.  9488  (p.  202). 

LoaOion, — Phxpect  drift;  a  small  drift  about  i  mile  west  of  Bayne,  in  the 
northeast  comer  of  sec.  21,  T.  21  N.,  R.  7  E. 

Coal  bed, — The  bed  belongs  to  the  same  fonnation  as  that  exposed  at  the  Occidental 
and  Bayne  mines.  It  lies  nearly  horizontal  in  the  center  of  the  syncline  that  passes 
through  Lizard  Mountain.  At  the  point  where  the  sample  was  taken  the  bed  dips 
nearly  8^  W.    The  partings  were  not  uniform  in  thickness. 

The  bed  was  measured  and  sampled  by  E.  E.  Smith  in  1909-10  as  described  below: 

Section  of  coal  bed  in  prospect  drifts  one-fourth  mile  west  of  Bayne. 


I  Aborstoiy  No 

Roof,  carboxiaoeoaa  shale. 

Coal 

Shale,  black,  carbonaceous  <> . . 

Coal 

Shale,  brown,  sandy  <> 

Coal 

Shale,  sandy  a 

Coal 

Shale,  sandy,  carbonaceous  a . 

Coal 

Flo(^  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9488 

Ft.  in. 

0  84 

0  I 

1  6 

0  2| 

0  8} 

0  1 

0  11 

0  1 

1  31 

5  6| 

5  IJ 


a  Not  included  in  sample. 

The  sample  was  taken  72  feet  from  the  entrance  to  the  drift,  on  the  upper  side 
of  the  gangway. 

Notes. — The  coal  does  not  weather  on  exposure  to  the  air.  It  shows  coking  tend- 
encies and  should  compare  favorably  with  the  coals  hx>m  the  mines  in  the  immediate 
neighborhood. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  202. 

Batne.    CkxnnENTAL  Mine. 

Sample. — ^Bituminous  coal;  Washington  field;  analyses  Nos.  9479,  9480,  9478,  9475, 
9481,  9477,  9476,  9491  (pp.  202,  203). 

Mine. — Occidental;  two  slope  mines  and  one  drift,  one-fourth  mile  northwest 
of  Bayne,  in  the  SE.  i  sec.  16,  T.  21  N.,  R.  7  E.,  on  a  spur  of  the  Northern  Pacific 
Railway. 

Coal  beds. — Sixteen  beds  of  coal  and  carbonaceous  material  have  been  reported  in 
this  group.  They  are  numbered  in  descending  order.  Beds  Nos.  1,  2, 3,  4,  5,  6,  and 
14  have  been  opened  at  different  times.  At  the  time  of  the  sampling  the  openings 
on  Nob.  4  and  5  were  closed  and  these  beds  could  not  be  sampled.  The  beds  dip  38 '^ 
SE.    The  beds  and  partings  are  nearly  uniform  in  thickness  throughout  the  workings. 

The  coal  beds  in  the  Occidental  mine  were  sampled  and  measured  by  E.  E.  Smith 
in  1909-10,  as  shown  on  the  following  page. 
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Section  of  coal  bed  No,  1  in  the  Occidental  mine  at  Bayne. 


Laboratory  No 

Rocrf.  shale. 

Clay  and  coed,  irregular  streaks  a 

Shale,  slii^tly  bony,  aitcnid  locally  to  "niggertie»ds"o 

Coal,  bony 

Coal,  bright 

Floor,  bony,  ooal. 

Thklmessofbed 

Thickness  of  coal  sampled 

a  Not  included  in  sample. 
Section  of  coal  bed  No,  t  in  the  Occidental  mine  at  Baynf. 


9479 

Ft. 

in. 

I 

0 

1 

5 

0 

3i 

0 

1 

4 

1 

6 

1<H 

5 

7 

laboratory  No 

Roof,  black  carbonaceous  shale. 

Coal,  bright 

Shale,  sandy,  brown,  varies  up  to  3^  inchesa 

Coal 

Clay,  soft,  pale  yellow,  varies  from  1  to  6  inches  a 

Coal 

Shale,  brown, carbonaoeouso 

Coal,  bright 

Shale,  brown  « 

Coal,  bright 

Thickness  of  bed , 

Thickness  of  coed  sampled 

o  Not  included  in  sample. 
Sections  of  coal  bed  No.  3  in  ike  Occidental  mine  at  Bayne. 


94S0 

FL 

Hl 

I 

1 

0 

1 

0 

2 

0 

2* 

0 

3 

0 

i 

1 

5 

0 
0 

4 

3 

9 

3 

4i 

Laboratory  No 

Roof,  blade  shale. 

Coal 

Coal,  slightly  bony  near  center. 

Boneo 

Claya 

Coal 

Coal,  hard,  bright 

Bonea 

Coal 

Shales 

CxMd 

Shale,  sandy  « 

Coal 

Flow,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


9478 
Ft.    in. 


5 

i 
i  ii 


5 


4     9 


a  Not  inehided  in  sample. 


Section  of  coal  bed  No.  Sinihe  Occidental  mine  at  Bayne. 


Laboratory  No 

Roof,  black,  carbonaceoos  shale. 

Coal 

'<  Sulphur"  band  a 

Coal 

Shale,  brown,  sandy  A 

Coal 

Floor,  brown,  soft  shale. 

Thiokness  of  bed 

Thickness  of  coal  sampled 

a  Not  inoladad  in  sample. 


948] 

I 

FL 

<n. 

1 

2i 

0 

1 

1 

5 

0 

3ft 

0 

7 

3 

7 

3 

31 
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Sections  of  coal  bed  No,  14  in  ike  Occidental  mine  at  Bayne, 

Laboratory  No MH  M78 

Roof,  carbonaceous  shale.  Ft.  in.  Ft.   In. 

Coal,  hard,  bony , 10  .... 

Ckial,  soft,  bony 0       |  .... 

Coal 2     4  .... 

Coal,  hard,  bright 16  16 

Bhalea 0     1  .... 

Coal 0     8i  .... 

Floor,  carbonaceous  shale. 

Thickness  of  bed 6     1*  16 

Thickness  of  coal  sampled 6       )  16 

a  Not  included  in  sample. 

Sample  9479  was  taken  from  the  abandoned  workings  of  bed  No.  1  on  the  side  of  an 
air  course  550  feet  from  the  entrance  to  the  first  water  level  and  250  feet  above  the  water- 
level  gangway.  The  bed  there  contains  a  layer  of  bony  shale  which  is  altered  locally 
to  "niggerheads."  Above  the  coal  are  irregular  bands  of  clay  and  coal,  which  tend 
to  fall  in  the  rooms. 

Sample  9480  was  taken  on  bed  No.  2,  70  feet  up  a  chute,  310  feet  from  entrance  to 
the  gangway.  The  roof  is  of  carbonaceous  shale  and  does  not  mix  to  any  extent  with 
the  coal  in  mining. 

Sample  9478  was  taken  from  bed  No.  3  about  100  feet  above  the  first  level  on  the  man- 
way,  30  feet  northeast  of  the  slope. 

Sample  9475  was  taken  from  bed  No.  3  about  660  feet  up  the  dip  from  the  first  level, 
in  chute  7.    Both  roof  and  floor  are  good  and  do  not  mix  with  the  coal. 

Sample  9481  was  taken  from  the  south  side  of  an  old  air  course  on  bed  No.  6,  about 
112  feet  from  the  surface.  The  air  course  is  about  300  feet  northeast  from  chute  7,  on 
bed  No.  3.  The  roof  of  the  bed  is  firm  and  does  not  mix  with  the  coal.  The  bed  is 
underlain  with  2}  inches  of  soft  shale,  which  parts  from  the  floor  with  the  coal  and 
must  be  removed  at  the  bunker& 

Sample  9477  was  taken  at  the  new  mine,  in  a  room  about  200  feet  down  the  slope  on 
bed  No.  14,  and  30  feet  to  the  west.  The  roof  and  floor  were  firm  there  and  did  not 
mix  to  any  extent  with  the  coal,  but  farther  along  the  gangway  the  bed  was  badly 
broken  and  the  roof  and  floor  mixed  considerably  with  the  coal. 

Sample  9476  was  taken  from  the  same  place  that  sample  9477  was  obtained.  It  was 
composed  of  coal  from  the  1-foot  6-inch  bench  of  good  coal  in  the  lower  portion  of  the 
bed. 

Analysis  No.  9491  was  made  of  a  composite  sample  containing  equal  parts  of  samples 
9476  and  9477. 

Notes. — ^The  coal  from  beds  Nos.  1,  2,  and  3  and  the  lower  part  of  bed  No.  14  is  pitch 
black,  with  a  dark-brown  streak  and  a  vitreous  luster.  It  is  massive  and  breaks  with 
an  irregular  fracture;  it  does  not  crumble  on  exposure.  It  cokes  on  a  blacksmith 
forge  and  it  was  used  to  some  extent  as  blacksmith  coal.  The  coal  from  the  No.  6  bed 
and  from  the  upper  bench  of  No.  14  bed  is  grayish  black,  has  a  dark-brown  streak,  and 
a  dull  luster.    It  does  not  crumble  on  exposure.    It  shows  coking  tendencies. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  202,  203. 

Batne.    Cabbon  Mine. 
• 
Sample.—BitummouB  coal;  Washington  field;  analyses  Nos.  9485,  9489,  9486,  9492 
(p.  203). 

Mine. — Carbon;  a  drift  mine  in  the  SE.  i  sec.  15,  T.  21  N.,  R.  7  £.,  about  )  mile 
northeast  of  Bayne,  on  the  Northern  Pacific  Railway. 

Coal  bed. — ^The  bed  dips  about  lO*'  SE.  The  upper  or  No.  1  bed  was  the  only  one 
being  worked  at  the  time  of  sampling.    The  No.  2  bed  is  only  a  few  feet  from  the  No.  1 
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at  the  far  end  of  the  ggngway,  but  towaid  the  entrance  of  the  mine  this  parting  is  about 
25  feet  thick. 

The  coal  beds  in  the  Carbon  mine  were  measured  and  sampled  by  E.  E.  Smith  in 
1909,  as  described  below: 

Section  of  coal  bed  No,  1  in  the  Carbon  inine,  \  mile  northeast  ofBayne. 


Lab(»ratory  No 

Roof,  clayey  shale. 

Coal,  bony  o 

Coal 

Shale,  sandy  a 

Coal 

Shale,  clayey  a 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


MS5 

Ft. 

is. 

0 

1 

2 

» 

0 

2 

0 

» 

0 

1 

0 

5  + 

4 

H+ 

4 

0 

a  Not  inohided  in  sample. 

Sample  9485  was  taken  from  No.  1  bed  at  a  point  630  feet  west  and  590  teet  north  of 
the  southeast  comer  of  sec.  15,  T.  21  N.,  R.  7  E.  About  an  inch  of  bony  coal  above 
the  bed  mixes  with  the  coal  to  some  extent  in  mining. 

Sample  9489  included  2  feet  8)  inches  of  coal  and  was  taken  from  the  No.  2  bed  at  a 
point  380  feet  west  and  844  feet  north  of  the  southeast  comer  of  section  15.  The  coal 
was  being  worked  only  in  the  gangway. 

Sample  9486  was  taken  from  spherical  nodules  of  coal,  2  inches  to  1  foot  in  diameter, 
that  are  numerous  in  the  bed. 

Analysis  No.  9492  was  of  a  composite  sample  consisting  of  equal  parts  of  samples 
9485  and  9486. 

Notes. — ^The  coal  from  both  beds  does  not  weather  on  exposure  and  forms  fair  coke. 
The  coal  was  picked  at  the  bunkers  and  washed  in  a  jig  washer. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  203. 

Bayke.    Eureka  Mine. 

Sample. — ^Bituminous  coal;  Washington  field;  analysis  No.  9294  (p.  203). 

Mine. — Eureka;  an  abandoned  mine  in  sec.  28,  T.  21  N.,  R.  7  £.»  about  1  mile 
south  of  Bayne. 

Coal  bed. — The  bed  dips  38"^  SW.  As  exposed  in  the  gangway  it  contains  many 
partings  of  shale  and  bony  coal. 

The  bed  was  measured  and  sampled  by  E.  E.  Smith  in  1909,  as  shown  below: 

Section  of  coal  bed  in  Eureka  mine^  1  mile  south  ofBayne. 


Laboratorv  No 

Roof,  black,  carbonaceous  shale. 

Coal 

Shale,  brown,  and  slate  a 

Coal 

Coal,  crushed 

Sulphur  band  and  sandy  shale  • 

Bone  and  shale  a \,\ ., !!!!!!.!!!!"!!!!!!.!!!!!!!! 

CoaU 

Shale  a A 

Coal  a 

Shale  « 

Coalo 

Bone  and  shale  « 

Mixture  bone  and  shale  crushed  « 

Bone  a 

Coal,  crus^ied,  bony  • 

Shale,  carbonaceous  «. 

Thickness  of  bed 

Thickness  of  coal  sampled 

•  Not  inohided  in  sample. 


92M 
Ft.    In. 

1 

0 

0 

^ 

a 

1 

1 

0 

0 

It 

0 

0 

5 

0 

% 

0 

0 

6 

0 

1 

0 
0 

it 

1 

7 

0 

3i 

0 

6 

0 

an- 

10 

4 

.r 
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The  aunple  was  taken  from  the  side  of  the  gangway,  174  feet  from  the  entrance  of 
the  mine.  The  two  partings  in  the  part  of  the  bed  sampled  can  be  separated  by 
picking  and  washing. 

NoU, — ^The  coal  is  pitch  black,  has  a  dark-brown  streak  and  a  vitreous  luster,  and 
does  not  weather  on  exposure  to  tlie  air. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  203. 

Batne.    Bia  Six  Mine. 

Sample, — Bituminous  coal;  Washington  field;  analysis  No.  9278  (p.  203). 

lime.— Big  Six;  a  drift  mine  in  the  NW.  J  NE.  J  of  sec.  23,  T.  21  N.,  R.  7  E.,  IJ 
miles  east  of  Bayne,  on  a  spur  of  the  Northern  Pacific  Railway. 

Coal  bed,— This  bed  has  frequently  been  called  the  Pocahontas.  It  strikes  N .  12^  W. 
and  dips  about  31^  E.  At  the  time  of  sampling,  the  mine  had  been  closed  for  some 
time.    The  main  rock  tunnel  was  badly  caved. 

;  The  main  bench  could  not  be  sampled.  A  section  and  sample  of  the  upper  bench 
were  obtained  on  September  15, 1909,  by  E.  E.  Smith  from  a  small  drift  at  the  out- 
crop, near  itke  fan  house,  as  shown  below: 

Section  of  coal  bed  in  Big  Six  mine,  7}  miles  east  of  Bayne. 


Laboratory  No 

Roof,  oarbonaoeotts,  bony  shale. 

Coal,  good 

Shale,  browna 

Coal,  good 

Shale,  brown  • 

Coal 

Parting,  earbonaoeous  sandy  abale. 

Tmokneesofbed 

ThtekpfWH  of  ooal  wwnpled 


0278 

Ft.  in. 

1  5 

0  2 

1  1 
0  1 
0  4 

3  1 

2  10 


•  Not  Indaded  in  sample. 

The  sample  was  taken  about  30  feet  from  the  entrance  to  the  drift.    The  bench  is 
separated  from  the  main  or  lower  bench  by  only  a  foot  or  two  of  shale. 
For  chemical  analyses  of  this  coal  see  paxt  I  of  this  bulletin,  p.  203. 

Black  Diamond.    No.  14  Minb. 

Sample. — Bituminous  coal;  Washington  field;  analyses  Nos.  9114,  9105  (p.  203). 

Mine.— No.  14;  a  slope  mine  in  the  NW.  i  SE.  i  sec.  14,  T.  21  N.,  R.  6  E.,  i  mile 
east  of  Black  Diamond,  on  the  Columbia  A  Puget  Sound  Railroad. 

Coal  bed. — ^Two  beds  were  worked  in  1910.  The  lower  one  was  known  as  the  McKay 
and  the  upper  one  as  the  Little  McKay  or  the  Upper  McKay.  At  the  surface  these 
beds  are  separated  by  about  4  feet  of  shale  and  bony  coal,  but  at  the  ninth  level,  3,200 
feet  down  the  dip,  the  beds  are  separated  by  about  90  feet  of  sandstone.  At  the 
main  slope  the  beds  dip  30^  S.  Beyond  the  electric  slope  in  the  west  end  of  the 
working  the  dip  is  30^  SW.  The  beds  are  uniformly  thick  and  the  partings  are  fairly 
continuous. 

The  beds  in  the  No.  14  Mine  were  measured  and  sampled  by  E.  E.  Smith  in 
1909-10,  as  described  below: 

Section  of  the  McKay  coal  bed  in  No.  14  Mine,  i  mile  east  of  Black  Diamond. 


"LatoenJUiry  "So 

Roof,  brown  sandy  ahale. 

Ooal,  bony,*8oftll. ".!!!.' 

Thioknessofbed 

Thtolmw  of  coal  wampled . 


9106 
Ft.  in. 

0   3 


6   34 
5    3i 
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Section  of  the  Upper  McKay  coal  bed  in  the  No.  14  Mine,  i  mile  eaat  of  Black  Diamond, 


Laboratory  No 

Boot,  brown  shale. 

Coal,  bright,  black 

Shale,  black,  carbonaceoiu  « . 

Coal 

Floor,  black  carbonaceouB  shale. 

ToJckness  of  bed 

Thickness  of  coal  sampled. . . 


9114 

Ft, 

in. 

0 

Ui 

0 

7 

2 

91 

4 

4 

3 

9 

o  Not  included  in  sample. 

Sample  9105  was  taken  from  the  McKay  bed  70  feet  from  the  gangway  in  chute  59 
of  the  eighth  level  north. 

Sample  9114  was  taken  from  the  Upper  McKay  bed  20  feet  beyond  chute  16  on  the 
eighth  level  gangway  north. 

Notes. — ^The  coal  of  the  McKay  bed  is  pitch  black  with  a  dark-brown  streak.  It  is 
massive  and  does  not  slack  when  exposed  to  the  sun.  It  is  considered  noncoking. 
The  coal  of  the  Upper  McKay  bed  may  be  readily  distinguished  from  the  McKay  coal 
by  its  slightly  banded  texture.    It  is  a  noncoking  coal. 

For  chemical  analyses  of  fhiB  coal  see  part  I  of  this  bulletin,  p.  203. 

Black  Diamond.    Lawson  Mine. 

Sample. — Bituminous  coal;  Washington  field;  analyses 'Nos.  9104,  9107  (p.  203). 

iftn^.— Lawson,  a  slope  mine  in  the  SW.  i  NW.  i  of  sec.  13,  T.  21  N.,  R.  6  £.,  1 
mile  northeast  of  Black  Diamond,  on  the  Columbia  &  Puget  Sound  Railroad. 

Coal  bed. — ^The  Upper  or  Little  McKay  and  the  McKay  proper  are  practically  one 
bed  in  this  mine.  However,  only  the  McKay  proper  was  mined,  except  in  the  gang- 
way, where  the  upper  bed  was  taken  out  to  give  additional  height.  The  beds  are 
separated  by  about  10  inches  of  hard  black  carbonaceous  shale,  which  was  used  as  a 
roof  for  the  McKay  bed  in  most  of  the  working  places.  At  this  mine  the  McKay  bed 
is  of  uniform  thickness.  It  dips  60^  E.  at  the  west  end  of  the  workings,  and  dips  30^ 
S.  at  the  east  end  of  the  workiii^. 

The  beds  were  measured  and  sampled  by  E.  E.  Smith  in  1909,  as  shown  below: 

Section  of  Upper  McKay  coal  bed  in  Lawson  mine,  1  mile  northeast  of  Black  Diamond. 


Laboratory  No '  9107 

Roof.aliale.  Ft.  in. 

Coal,  with  few  layers  of  oarbonaoeous  ahale 3  2 

Shale,  black,  carbonaoeous  a 0  1 

Coal I  1  0 

Shale,  brown,  sandy  • 0  1 

Coal,  bony  « 0  S| 

Coal,fiiir 1  4 

Floor,  shale,  black,  carbonaoeous.  i 

Thicknefsofbed I  4  9 

Thickness  of  coal  sampled ,  4  4^ 


a  Not  included  In  sample. 

Sample  9104  was  taken  from  the  McKay  bed  and  included  4  feet  9  inches  of  good 
coal,  which  was  underlain  with  brown  carbonaceous  shale  and  overlain  with  11  inches 
of  black  carbonaceous  shale.  It  was  taken  from  the  side  of  the  gangway  between 
chutes  Noe.  73  and  74  of  the  sixth  level. 

Sample  9107  was  taken  from  the  Upper  McKay  bed  at  the  same  place  from  which 
sample  9104  was  taken. 

Notes. — ^At  the  time  of  sampling  the  partings  were  not  removed  from  the  coal  in 
the  mine.  At  the  bunkers  the  coals  were  picked  over  separate  screens.  The  upp«r 
bench  was  picked  more  carefully  than  the  lower,  in  order  to  remove  the  shale  partings. 
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The  coal  of  the  McKay  bed  10  pitch  hlack,  with  a  daric-bxown  streak;  ia  maanve  and 
doeb  not  slack  on  ex})06ure  to  the  sun.    It  is  considered  noncoking.    The  coal  of  the 
Upper  McKay  bed  may  be  readily  diadnguiahed  from  the  McKay  coal  by  its  aUgJitly 
banded  texture.    Like  the  McKay,  it  is  considered  noncoking. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  208. 

Black  Diamond.    Mohgak  Mine. 

iS^ompZ^.— Bituminous  coal;  analyses  Nos.  9106,  9108  (p.  203). 

Mine,— ^orgun,  a  slope  mine  in  the  SW.  }  sec.  11,  T.  21  N.,  R.  6  E.,  1  mile  north- 
west of  Black  Diamond,  on  the  Columbia  &  Puget  Sound  Railroad. 

Coal  bed, — ^The  mine  works  two  beds,  the  McKay  and  the  Little  or  Upper  McKay. 
Near  the  sur&ce  the  two  beds  are  separated  by  about  10  feet  of  shale  and  sandstone, 
but  about  3,000  feet  down  the  dip  the  beds  are  separated  by  about  90  feet  of  sand- 
stone. The  beds  dip  about  25^  W.  Both  beds  are  unlfoculy  thick  in  this  mine,  and 
the  partings  are  fairly  regular  for  considerable  distances. 

The  beds  were  measured  and  sampled  by  £.  £.  Smith  in  190^10,  as  described 
below: 

Section  of  McKay  coal  bed  in  Morgan  mine,  1  mUe  northwest  ofBlatt  Diamond, 


lAboratory  No, 
Roof,  shale. 


doal,  good,  clean,  bright.. 
Coal,  shalv ,  and  bone  a. . 


Coal,  good  a. 
Floor,  shale  and  bone. 

Thickneasofbed...^ 

Thickness  of  coal  sampled. 


91S6 

Ft. 

in. 

S 

0 

0 

1 

0 

21 

6 

S| 

6 

0 

a  Not  indnded  in  aample. 
Section  of  Upper  McKay  coal  bed  in  Morgan  minet  1  mile  northweet  of  Black  Diamond, 


LaboratorrNo 

Roof,  black  shale. 

Coal 

Bhalea 

Coal,  good 

Floor,  shale. 

Thickneas  of  bed 

Thickness  of  coal  sampled. 


OlOB 
Ft,   in, 
1     4 
0     2 
3     3» 


a  Not  included  in  sample. 

• 

Sample  9106  was  taken  from  the  McKay  bed  on  the  north  aide  of  chute  46  about 
12  feet  above  the  north  gangway  of  the  sixth  level.  At  this  point  the  bed  had  a 
good  roof,  but  was  underlain  with  about  3}  inches  of  shaly  coal  and  good  coal,  which 
in  places  broke  from  the  floor  and  had  to  be  separated  at  the  bunkers. 

Sample  9108  was  taken  from  the  upper  McKay  bed  on  the  south  side  of  chute  11, 
about  15  feet  above  the  north  gangway  on  the  sixth  level. 

Noiee. — ^The  appearance  of  the  coal  of  the  McKay  bed  is  the  same  as  in  other  mines 
in  the  district.  It  is  considered  noncoking.  The  coal  of  the  upper  MbKay  bed  is 
much  like  that  from  the  McKay,  but  may  be  readily  distinguished  by  its  slightly 
banded  texture.  At  the  time  of  sampling  the  partings  were  not  separated  from  the 
coal  in  mining.  At  the  bunkers  the  coals  from  the  lower  bed  and  from  the  upper  bed 
were  picked  over  different  screens.  The  upper  bench  was  picked  more  carsfuUy  than 
tlie  lower  in  order  to  remove  the  shale  partings. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  203. 
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Coal  Crbbk.    Ford  and  Baolbt  Mines. 


iSompZe.— Subbituminous  coal;  analyses  Nos.  9163,  9166,  9165,  9168,  9164,  9167, 
9170,  9171,  9169  (pp.  203,  204). 

Mina, — Ford  and  Bagley ;  slope  and  drift  mines  in  T.  24  N.,  R.  5  £.,  at  Coal  Creek, 
on  the  Columbia  &  Puget  Sound  Railroad. 

Coed  bed, — Four  coal  beds  were  worked  in  1910  in  these  mines:  the  Muldoon,  the 
No.  3,  and  the  No.  4  in  the  Ford,  and  the  Muldoon  and  the  Bagley  in  the  Bagley. 
The  beds  dip  36^  to  43^  N.,  and  are  rather  irregular,  the  thickness  and  number  of 
the  partings  varying  considerably  within  short  distances.  The  distance  between 
the  beds,  or  the  benches  in  the  beds,  varies  considerably  in  the  opposite  ends  of 
the  workings.  The  layer  of  bony  coal  overlying  the  No.  3  bed  is  1  foot  5  inches 
thick  at  700  feet  east  of  the  cross  tunnel  from  the  Muldoon,  but  is  30  feet  thick  one-half 
mile  to  the  east.  At  the  latter  point  the  layer  of  bony  shale  between  the  upper  and 
lower  bench  thickens  from  8}  inches  to  1  foot  6  inches  within  a  distance  of  600  feet. 
Near  the  west  end  of  the  old  workings  the  thickness  of  this  parting  increases  rapidly, 
from  a  few  feet  to  nearly  90  feet  at  the  entrance  to  the  old  New  Castle  mine.  The 
beds  in  this  mine  were  measured  and  sampled  by  E.  E.  Smith  in  1909,  as  described 
below: 

Sections  of  the  Muldoon  coal  bed  in  Ford  mine  at  Coal  Creek, 


Laboratory  No 

Roof,  shale,  compact,  scales  off. 

Shale,  carbonaceous  a 

Coal 

Coal,  ItMmyo 

Coal 

Clay, "  sulphur"  band 

Bone,  sandy  « 

Shale,  gray -brown  « 

Coal 

Shale,  brown,  clayey  a 

Shale,  slate-colored  a 

Shale,  gray-brown,  streaks  of  coal « 

Coal 

Shale,  brown  • 

Shale,  slate-colored  a 

Shale,  brown  at  center,  grades  to  coal  each  way  « 

Coal 

Shales 

Coal,  bony  » 

«<  Sulphur  "band  a 

Shale,  brown,  carbonaoeous  a 

Shale,  soft,  slacks^ 

Coal,  bony  a 

Coal 

Shale  and  bonea 

Shale,  clayey 

Coal 

Floor:  9166,  bony  coal;  9166,  carbonaceous  shale;  9163,  compact  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9163 
Ft,  in. 


1 
2 


1 

8 


? 


5 

H 

m  • 

1 

•  • 

11 


6 

5 


H 


a  Not  included  in  sample. 
Sections  of  coal  ted  No,  S  in  Ford  mine  at  Coal  Creek, 


Laboratory  No ^ 

Roof,  shale. 

Coal 

Shale,  black,  carbonaoeous^ 

Coal : 

Coal,  bony 

Coal 

Coal,  bony  a 

Coal 

Shale,  browna 

Coal 

Floor,  hard,  black  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9166 
Ft.    in. 
0     8 
0 

a 

0 
0 
0 
0 
0 
0 


8 
1 

i 


i  n 


9164 
Ft,    1m. 


I 
1 


SI 


•  Not  included  in  sample. 
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Section  of  coal  bed  No,  4  in  FcrdiMneat  Coal  Creek. 


LftbontoryNo 

Roof,  white  sbaly  sandstone. 

Shale,  brown,  carbonaoeoiu  « 

Coal.. 

Shale,  yeUow-browna 

Coal.... 

Coal,  bony  a 

Coal 

Coal 

Coal,  slightly  bony,  soft 

Coal 

Floor,  yellowiab-brown  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . . . 


a  Not  included  in  sample. 
Section  ofBagley  No,  1  coal  bed  in  BagUy  mine  at  Coal  Creek, 


Laboratory  No 

Roof,  brown,  carbonaceous  shale. 

Coal,  banded 

Shale,  brown,  carbonaceous  a 

Coal,  banded 

Shale,  yellow  « 

Coal 

Shale,  brown  a 

Coal,  bony 

Shale,  brown  a 

Coal 

Shale,  brown,  "sulphur"  «. . 

Coal 

Floor,  hard  shale. 

Thickntesofbed 

Thickness  of  coal  sampled 


9167 

Ft, 

in. 

0 

1 

0 

H 

0 

1 

0 

at 

0 

2 

0 

2i 

1 

9 

0 

2« 

1 

5 

4 

10 

4 

6 

a  Not  included  In  sample. 
Sectione  o/Bagley  No.  t  coal  bed  in  Bagley  mine  at  Coal  Creek, 


Jj/hentory  "So 

Roof :  (171,  white  sandstone;  OIGO,  hard,  carbonaoeoua  shale. 
Shale  carbonaceous , 

Coal 

Shale,  carbonaceous  o 

Coal.. 

Coal,  badly  crashed 

Coal 

Shale,  hard,  nearly  blacks 

Coal,  bony 

Shale,  sandy,  *'8alphar"  band  • , 

Coal,  bony,  with  fltreaka  of  shale , 

Coal 

Shale,  Boft,  very  carhonaoeous  a 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


910B 
Ft.    In. 


1  7 
0  1 

2  5 

4  1 

4  0 


a  Not  Inchided  In  sample. 


Sample  9163  was  taken  from  the  Muldoon  bed  at  the  east  end  of  the  first  air  courBe 
above  the  gangway  on  the  first  level,  about  5,400  feet  east  of  the  slope  in  the  Ford 
mine.  A  thin  layer  of  soft  bony  coal  and  shale  above  the  upper  bench  came  down 
with  the  coal  during  mining,  and  had  to  be  removed  at  the  washer.  A  band  of  pyrite 
and  a  thin  layer  of  soft  shale  at  the  bottom  of  the  lower  layer  broke  from  the  floor 
and  had  to  be  similarly  separated. 

Sample  9166  was  taken  from  the  first  level  gangway  on  the  Muldoon  bed,  5,750  feet 
west  of  the  slope  in  the  Ford  mine.  A  thin  layer  of  carbomiceous  shale  between  the 
coal  and  the  roof  and  another  between  the  coal  and  the  floor  became  mixed  with  the 
coal  in  mining  and  had  to  be  removed  at  the  bunkers. 
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Sample  9165  was  taken  from  the  first  level  gangway  on  the  Muldoon  bed,  1,400 
feet  west  of  slope  and  80  feet  up  chute  13^,  in  the  Fcnxl  mine.  The  bed  contained 
several  partings,  most  of  which  could  be  separated  from  the  coal  by  picking  and 
washing,  but  half  of  the  upper  parting  and  the  entire  lowest  parting  were  included 
in  the  sample.  A  thin  layer  of  carbonaceous  shale  broke  from  the  roof  in  mining  and 
had  to  be  picked  out  at  the  bunkers. 

Sample  9168  was  taken  from  the  upper  bench  of  bed  No.  3,  on  the  first  level  gang- 
way, 700  feet  east  of  the  cross  tunnel  from  the  Muldoon  bed  in  the  Ford  mine.  The 
bed  contains  four  partings.  Because  of  the  difficulty  of  separating  the  upper  three 
partings  by  picking  and  washing,  one-half  of  the  upper  parting  and  the  entire  parting 
next  below  were  included  in  the  sample. 

Sample  9164  was  taken  from  the  lower  bench  of  No.  3  bed  at  the  same  point  at  whidi 
9168  was  taken.  The  lower  bench  was  separated  from  the  upper  by  8}  inches  of  bone. 
Both  benches  were  worked  together  in  this  port  of  the  mine  and  the  bone  had  to  be 
removed  at  the  bunkers. 

Sample  9167  was  taken  in  the  Ford  mine  on  the  first  level  gangway  on  the  No.  4 
bed,  650  feet  east  of  the  cross  tunnel  from  the  Muldoon.  A  thin  layer  of  carbonaceous 
shale,  between  the  coal  and  the  roof,  and  pieces  of  the  floor  mixed  with  the  coal  in 
mining  and  had  to  be  removed  at  the  bunkers. 

Sample  9170  was  taken  in  the  Bagley  mine  from  the  Bagley  No.  1  bed  on  the  first 
water-level  gangway  at  the  entrance  to  the  rock  tunnel  from  the  Bagley  No.  2  bed  to 
the  Muldoon  bed.    This  bed  was  not  being  worked  at  the  time  of  sampling. 

Sample  9171  was  taken  in  the  Bagley  mine  from  the  upper  bench  of  the  Bagley 
No.  2  bed,  36  feet  up  chute  No.  24  of  the  first  water  level.  A  thin  layer  of  carbona- 
ceous ehale  between  the  bed  and  the  roof  broke  down  with  the  coal  in  mining  and 
had  to  be  removed  at  the  bunkers. 

Sample  9169  was  taken  in  the  Bagley  mine  from  the  lower  bench  of  the  Bagley 
No.  2  bed  at  the  same  place  from  which  sample  9171  was  taken.  The  5^inch  parting 
of  shale  had  to  be  removed  from  the  coal,  as  both  benches  were  worked  together. 

Notes. — ^The  coal  has  a  slightly  banded  structure.  It  slacks  a  little  when  exposed 
directly  to  the  sun,  but  withstands  transportation  in  closed  cars  for  a  considerable 
distance. 

At  the  time  the  samples  were  taken  the  coal  from  all  the  beds  was  passed  over  bar 
screens.  The  oversize  was  picked  by  hand  and  sold  as  steam  and  domestic  faeL 
The  undersize  was  washed  in  a  tub  washer. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  203,  204. 

Cumberland.    Indbpbndbnt  Minb. 

Sample. — ^Bituminous  coal;  analyses  Nos.  9474,  9286  (p.  204). 

Mine. — Independent;  a  slope  mine  in  the  SW.  i  sec.  28,  T.  21  N.,  R.  7  E.,  1  mile 
south  of  Cumberland. 

Coal  bed.— The  bed  dips  55^  S£.  In  1910  a  slope  had  been  sunk  only  about  20 
feet,  and  the  sections  given  below  were  taken  in  1909  by  E.  £.  Smith  at  the  loot  ol 
this  slope. 

Sections  of  coal  bed  in  Independent  mine,  1  mile  south  of  Curnberland. 


LaboratOTTKo 

Roof,  black  carbonaoeous  shale. 

Coal,  bony 

Coal 

Coal,  bony 

Govneda 

Floor,  black,  carbonaceous  shale, 

Thickness  of  bed 

Thickness  of  coal  sampled. . 


9474 
Ft.   in. 
3     5 

«  •        •  • 

9386 

Ft,   in. 

S     6 
3     5 

4  n 

3     6 

a  Not  Inchided  in  sample. 
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Sample  9474  was  taken  from  the  upper  bench,  and  sample  9286  from  the  lower  bench. 
About  14  inches  of  the  lower  part  of  the  lower  bench  could  not  be  sampled.  Both 
the  roof  imd  the  floor  of  the  bed  are  firm. 

Notes. — ^The  coal  from  the  upper  bench  does  not  weather  when  exposed  to  the  air. 
It  is  noncoking,  and  resembles  the  coal  from  the  No.  5  bed  at  Ravensdale.  The  upper 
part  of  the  coal  from  the  lower  bench  seems  to  be  better  than  any  of  the  other  layers 
in  this  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  204. 

Cumberland.    Sunset  Mine. 

i^omple.— Bituminous  coal;  analyses  Nos.  9263,  9264,  9265,  9276  (pp.  204,  205). 

ifin^.— Simset;  in  the  SE.  {  sec.  28,  T.  21  N.,  R.  7  E.,  1  mile  southeast  of  Cum- 
berland. The  mine  bunkers  are  on  the  Northern  Pacific  Railway,  about  1  mile  from 
the  mine. 

Coal  beds. — ^Three  coal  beds  are  exposed.  No.  1,  the  highest  in  the  series,  had 
been  worked  by  a  gangway  which  at  the  time  of  sampling  had  been  abandoned  and 
closed.  The  No.  2  and  No.  3  beds  are  benches  of  a  lower  bed.  This  bed  varies  in 
thickness  within  short  distances,  and  the  partings  are  somewhat  irregular.  The  No.  7 
bed  outcrops  farther  on  the  hill,  several  hundred  feet  lower  in  the  series.  The  beds 
dip  42  to  60^  SE.    The  No.  2  and  No.  3  beds  were  the  only  beds  worked  in  1910. 

The  beds  in  the  mine  were  measured  and  sampled  in  1909,  by  £.  E.  Smith,  as 
described  below: 

Section  of  No.  1  coal  bed  in  Suneei  ntinet  1  mile  toutheast  of  Cumberland. 


Laboratory  No 

Roof,  shale. 

Coal,  bony  « 

Coal 

Floor,  bony  coal. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9963 
Ft.    in, 
0     7 
*     8i 


5 

4 


11 


a  Not  included  in  sample. 
Section  of  No,  2  coal  bed  in  Sunset  mine,  1  mile  iovXhea»t  of  Cumberland. 


Laboratory  No 

Roof,  carbonaceous  shale. 

Coal 

Shales - 

Coal 

Shale,  carbonaceous,  soft,  black  « 

Coal,  bony 

Thickness  of  bed 

Thickness  of  coal  sampled 


3 
3 


a  Not  included  in  sample. 
Section  of  No.  3  coal  bed  in  Sunset  mine,  1  mile  southeast  of  Cumberland. 


Laboratory  No 

Roof,  soft  shale. 

Coal 

Sand,  browi^a 

Coal 

Shale,  carbonaceousa 

Claya 

Sandstone,  carbonaceous  a 

Coala 

Coalybonya 

Thickness  of  bed 

Thickness  of  ooal  sampled 


9265 
Ft.    in. 


1 
0 
1 
0 
0 
0 
0 
0 


0 

4 


3     8i 
2     3} 


a  Not  inoladed  in  sample. 
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Section  of  No,  7  eodl  bed  in  Sunset  mine,  1  mile  tofuJQieaet  of  Cumberland. 


Laboratory  No 

Roof,  bono. 

Coal,  bony 

Shale,  black,  carbonaoeoos  a . 

Coal 

Coal,  bony 

Coal,  bony 

Floor,  bone  with  some  ooal. 

Thickness  of  bed , 

Thickness  of  coal  sampled. . . 


927« 

FL 

in. 

2 

0 

0 

2i 

0 

6 

0 

11 

3 

5 

6 

k 

5 

10 

a  Not  included  in  sample. 

Sample  9263  was  taken  from  the  side  of  an  air  chute  on  bed  Ko.  1,  about  30  feet  down 
the  dip  from  the  surface.  The  coal  had  been  exposed  to  the  atmosphere  a  long  time 
and  was  somewhat  weathered.    The  bed  lies  between  two  layers  of  bony  coal. 

Sample  0264  was  taken  from  bed  No.  2  about  1,450  feet  from  the  entrance  to  the 
gangway. 

Sample  9265  was  taken  at  the  same  place  as  sample  9264,  but  from  bed  No.  3.  Be- 
tween this  bed  and  the  No.  2  bed  is  a  layer  of  soft  shale,  part  of  which  can  be  removed 
in  the  mine  and  the  rest  at  the  bunkers.  The  bed  is  underlain  with  about  16  inches 
of  shale  and  more  or  lees  impure  coal,  pieces  of  which  may  be  mixed  with  the  coal 
in  mining. 

Sample  9276  was  taken  from  bed  No.  7,  30  feet  from  the  entrance  to  the  tunnel. 

Notes. — ^The  sample  taken  from  the  No.  1  bed  contained  considerable  moisture, 
perhaps  because  of  weathering.  The  coal  from  the  No.  2  and  the  No.  3  beds  shows 
&ir  coking  tendencies  and  was  sometimes  used  as  blacksmith  coal.  The  partings 
were  separated  from  the  coal  by  picking  and  washing. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  204,  205. 

Cumberland.    Rose-Marshall  Mine. 

Sample, — Bituminous  coal;  analyses  Nos.  9293,  10512  (p.  205). 

ifin^.— Rose-Marshall;  a  slope  mine  in  the  N£.  i  sec.  29,  T.  21  N.,  R.  7  E.,  1  mile 
west  of  Cumberland,  on  a  proposed  extension  of  the  Northern  Pacific  Railway. 

Coal  bed. — ^The  bed  is  one  of  the  series  which  is  supposed  to  be  the  same  as  that 
mined  at  Franklin  and  Black  Diamond.    Dip,  about  60°  W. 

The  bed  was  measured  and  sampled  by  G.  W.  Evans  in  April,  1910,  as  described 
below: 

Section  of  coal  bed  in  Rose- Marshall  mine,  1  mile  west  of  Cumberland. 


• 


LabontoiyNo 

Roof,  shale. 

Coal,  with  layers  of  bone  and  clay  a. 

Coal 

Shale,  carbonaceous  <> 

Coal,  cubical  fraotuie 

Floor,  bony  ooal. 

ThidaMBsofbed 

Thickness  o f  ooal  sampled 


10612 

Ft.  Hl 
5  0 
1  1 
0     2 

5  0 

11     3 

6  1 


o  Not  Included  in  sample. 

Sample  10512  was  taken  500  feet  down  the  slope  from  the  surface. 

Sample  9293  was  taken  from  lumps  of  coal  stacked  near  the  entrance  to  the  dope. 
The  coal  was  bright  and  fresh.    The  sample  was  taken  by  E.  E.  Smith  in  1909. 

Notes. — ^Tipple  for  cleaning  the  coal  had  not  been  erected  at  the  time  of  sampling. 
The  coal  is  pitch  black  with  a  dark-brown  streak,  and  its  heating  value  compares 
favorably  with  that  of  many  of  the  bituminous  coals  of  the  east. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  206. 
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CUMBBRLAKD.     NaYAL  MiNB. 

SampU.—BiixaniROUB  coal;  analyaee  Nob.  9284,  9285,  9287  (p.  205). 

Mine, — ^Naval;  water-level  and  slope  mine  in  the  SE.  i  NW.  }  sec.  28,  T.  21  N., 
R.  7  £.,  at  Cumberland,  on  the  Northern  Pacific  Railway. 

Coal  bed. — One  bed  of  coal  was  worked.  Two  benches  are  numbered  in  deecending 
order  as  bed  No.  4  and  bed  No.  6.  About  12  feet  of  carbonaceous  shale  is  between 
them. 

The  beds  were  measured  and  sampled  by  £.  E.  Smith  in  1909,  9a  described  below: 

Section  of  No.  4  coal  bed  in  Naval  mine  at  Cumberland. 


Labontoiy  No 

Eoof,  ahiJe  and  bone. 

Coal 

Shale  • 

Coal 

F]o(v.ihale. 

ThlBknesB  of  bod 

ThtoknflBB  of  coal  sampled . 


0287 

FL 

in. 

0 

11 

0 

1 

1 

ft 

2 

^ 

2 

5 

Section  of  No.  6  coal  bed  in  Naval  mine  at  Cumberland. 


LaboratonrNo 

Coal,  haitL  bony. 

Coal,  lat,  bony  «. 

Coal* 


Coal.bony. 

TblckneBsofbod. 


9284.0285 

Ft.  in. 

1     7 

a    4 

3    U 


a  Induded  in  sample  0284. 


ft  Included  In  sample  0286. 


Sample  9287  was  taken  from  No.  4  bed  at  first  crosscut  above  water-level  (gangway 
in  a  chute  144  feet  north  of  the  rock  tunnel.  The  bed  is  overlain  with  about  7  inches 
of  shale  and  bone  which  tends  to  mix  with  the  coal  in  mining.    The  shale  floor  is  firm. 

Sample  9285,  taken  from  the  north  gangway  about  330  feet  from  the  rock  tunnel, 
included  1  foot  7  inches  of  fat  bony  coal  in  the  upper  bench  of  bed  No.  6. 

Sample  9284,  taken  from  the  same  place  as  sample  9285,  included  2  feet  4  inches  of 
coal  in  the  lower  bench. 

Notee. — ^The  coal  from  No.  4  bed  and  from  the  upper  and  lower  benches  of  No.  6 
bed  does  not  weather  when  exposed  to  the  air.  The  coal  from  No.  4  bed  and  from  the 
upper  bench  of  No.  6  bed  cokes,  and  the  coal  from  the  lower  part  of  No.  6  bed  should 
make  fairly  good  coke.  In  1909  no  attempt  was  made  to  separate  any  of  the  impuri- 
ties in  the  mine.    The  coal  was  picked  at  the  dump  house  over  2-inch  bar  screens. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  205. 

Danville  Junction.    Danville  Mike. 

Sample. — Subbituminous  coal;  analysis  No.  9323  (p.  205). 

lftn«.— Danville;  water-level  mine  in  the  SW.  i  sec.  24,  T.  22  N.,  R.  6  E.,  at  Dan- 
ville Junction,  on  a  spur  of  the  Columbia  &  Puget  Sound  Railroad. 

Coal  bed. — ^Not  named.    Dip,  75^  SE.    About  7  inches  of  rather  soft  shale  overlies 
the  upper  bench  of  coal  and  a  layo*  of  carbonaceous  shale  underlies  the  bed. 
Where  these  were  exi>osed  in  the  mine  they  were  soft  and  broken. 

The  bed  was  measured  and  sampled  by  E.  E.  Smith  in  1909,  as  described  below: 

Section  of  coal  bed  in  Danville  mine  at  Danville  Junction. 


LabofBtoryNo 

Roof,8baw. 

Coal,  broken  and  seemingly  dirty  « 

Coal,  good. 

Coal,  Broken  and  seemingly  dirty 

Vloor.  yeDovr,  slichtly  carbonaceous  shale. 

Tnkkness  of  bed 

Thickness  of  coal  sampled 

•  Not  included  in  sample. 


0323 
Ft.  in. 

1  11 

2  2i 

3  0 

7    IM 
5    ll{ 
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The  sample  was  taken  20  feet  from  the  end  of  the  rock  tunnel,  20  feet  Bouthwest 
of  the  fan.  The  mine  had  been  worked  for  more  than  a  year,  and  a  good  sample 
could  hardly  be  obtained. 

Note, — The  coal  slacks  slightly  when  exposed  to  the  sun,  but  withstands  shipment 
in  closed  cars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  205. 

FSANKUN.      PbOSPBGT. 

5(imp2e.— Bituminous  (?)  coal;  analysis  No.  9487  (p.  205). 

Location.— A  prospect  in  sec.  19,  T.  21  N.,  R.  7  E.,  on  the  south  bank  of  Green 
River,  about }  mile  southwest  of  Franklin. 

Coal  bed. — ^Believed  to  be  the  same  as  the  Gem,  which  is  worked  at  Franklin.  A 
prospect  entry  had  been  driven  about  70  feet  at  the  time  of  sampling.    The  bed  dips 

eo^w. 

The  bed  was  measiued  and  sampled  by  £.  E.  Smith  in  1909,  as  described  below: 

Section  of  coal  bed  in  prospeiA  tU  Franklin. 


Laboratory  No. 


Coal,  minutely  Jointed  a 

Coal,  cabio  fraoture  a 

Coal,booyo -. 

Bone,  with  thin  stringers  of  coal  a 

Bbale,  with  thin  layers  of  bone  and  coal  • 

Shale,  blaek,  with  layers  and  stringers  of  coal  a 

Coal,  bony  • 

Coal 

Floor,  sbale^laok  carbonaceous. 

Tnl<Ane0B  of  bed 

Thickness  of  ooal  sampled 


MS7 

0  5 

0  8i 

0  1 

0  6 

0  8i 

1  2 

1  * 

2  S 

2  ^ 


o  Not  included  in  sample. 

The  sample  was  taken  frcmi  a  prospect  hole. 

Note$. — ^The  coal  is  stii^tly  banded  and  has  an  irregular  fracture.  It  is  considered 
noncoking,  and  seemingly  should  be  classed  as  either  a  high-grade  sublHtuminous 
or  a  low-grade  bituminous. 

For  diemical  analyves  of  this  coal  see  part  I  of  this  bulletin,  p.  205. 

Fbankuk.    Outcbop. 

Sample. — ^Bituminous  coal;  analysis  No.  9484  (p.  205). 

LocaHon. — Outcrop;  in  sec.  19,  T.  21  N.,  R.  7  E.,  at  Franklin,  across  Green  River 
from  the  old  Sullivan  mine. 

Coal  5e(f.— Known  as  the  McKay.    It  dips  about  52''  W. 

The  bed  was  measured  and  sampled  by  E.  E.  Smith  in  1909,  the  sample  being 
taken  from  a  4-foot  SJ-inch  cut  of  coal. 

Notes. — ^The  coal  is  considered  noncoking  and  is  considered  a  high-grade,  bitumi- 
nous coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  205. 

Fbanklin.    Gem  Mine. 

Sample. — ^Bituminoun  coal;  analysis  No.  9103  (p.  205). 

Mine. — Gem;  a  slope  mine  in  sec.  19,  T.  21 N.,  R.  7  E.,  J^  mile  southwest  of  Franklin, 
on  the  Columbia  &  Puget  Sound  Railroad. 

Coal  bed. — Known  as  the  Gem.  It  lies  about  500  feet  stratigraphically  above  the 
McKay  bed  at  Franklin.  Dip,  55^  W. ;  thickness,  variable,  the  nu4n  bench  being  2| 
feet  to  4  feet  thick.    Roof  and  floor,  carbonaceous  shale  or  bony  coaL 
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The  bed  in  this  mine  was  measured  and  sampled  in  1909-10.  The  sample  included 
3  feet  6^  inches  of  coal.  Taken  from  a  point  10  feet  up  chute  9.  Both  the  hanging 
wall  and  foot  wall  are  firm  in  this  part  of  the  mine,  but  in  other  parts  of  the  mine  they 
became  mixed  to  some  extent  with  the  coal  in  mining.  The  coal  is  pitch  black;  does 
not  slack  like  other  coals  in  the  vicinity;  is  considered  noncoking. 

NoUb. — ^Because  of  the  high  dip,  beparation  of  impurities  during  mining  is  difficult. 
Pieces  of  bone  and  shale  from  the  hanging  and  foot  walls  and  the  "niggerheads  "  were 
removed  at  the  bunkers  by  hand  picking. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  205. 

Grand  Ridob.    Grand  Ridge  Mine. 

Sample, — Subbituminous  coal;  analybes  Nos.  8544,  8545,  9883  (p.  205). 

Mn«.— Grand  Ridge;  a  slope  mine  in  the  SE.  \  NW.  \  sec.  26,  T.  24  N.,  R.  6  E.,  \ 
mile  north  of  Grand  Ridge  and  3  miles  east  of  Issaquah,  on  the  Northern  Pacific  Rail- 
way. 

Coal  bed. — ^Two  coal  beds  were  being  worked,  the  lower,  or  No.  1,  and  the  upper, 
or  No.  2.    They  have  a  strike  of  N.  34<>  E.  and  a  dip  of  28**  NW. 

The  beds  were  measured  and  bampled  by  E.  E.  Smith  in  1909,  as  described  below: 

Section  of  coal  bed  No.  1  in  Grand  Ridge  mine,  J  mile  north  of  Grand  Ridge. 


Laboratory  No 

Roof,  shale. 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled , 


8544 
Ft.    in. 

H 

0 

i 

0 

1 

1 

7 

6 

H* 

a  Not  included  in  sample. 
Section  of  coal  bed  No.  2  in  Grand  Ridge  mine,  J  mile  north  of  Grand  Ridge. 


Laboratory  No 

Roof,  compact  shale. 

Shale  and  coal  in  streaksa. 

Coal 

Coal,  banded 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


8545 

Ft.    in. 

0  5 

2  0 

2  0 

4  5 

4  0 


a  Not  induded  in  sample. 

Sample  8544  was  taken  from  the  north  gangway  about  220  feet  north  of  the  rock 
tunnel  to  No.  2  bed .  The  roof  and  the  floor  were  fairly  strong  there  and  did  not  become 
mixed  with  the  coal  in  mining. 

Sample  8545  was  taken  from  the  north  end  of  the  north  gangway  on  the  first  water 
level,  about  100  feet  north  of  rock  tunnel  from  No.  1  bed.  Botii  the  roof  and  the 
floor  were  firm  and  did  not  become  mixed  with  the  coal. 

Sample  9883  was  from  the  surface  of  a  50-ton  bin  of  washed  coal. 

Notes.— HhQ  coal  from  both  beds  was  mixed  in  the  bunkers.  The  coal  that  passed 
over  l^-inch  bar  screens  was  hand  picked  and  sold  as  lump.  The  coal  that  passed 
through  the  screens  was  washed.  This  coal  does  not  contain  enough  moisture  to 
cause  noticeable  slacking  during  shipment  in  closed  cars.  The  coal  makes  a  good 
fire  in  stationary  boilers  without  forced  drafts. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  205. 
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ANALYSES  OF  COALS. 


ISSAQUAH.      ISSAQUAH  MiNE. 

Sample. — Subbitximinous  coal;  analyses  Nos.  8542,  8543  (p.  205). 

iftn^.— Issaquah;  slope  and  drift  mine  in  the  SE.  i  NE.  i  sec.  33,  T.  24  N.,  R.  6  £•, 
i  mile  southwest  of  Issaquah,  on  the  Northern  Pacific  Railway. 

Coal  bed. — Only  the  **No.  4  "  and  the  **No.  5"  beds  were  sampled  as  the  workings 
were  flooded.    The  beds  dip  26'*  N. 

The  beds  were  measured  and  sampled  by  E.  E.  Smith  in  1909,  as  shown  below: 

Section  of  No.  4  coal  bed  in  lasaquah  mine^  J  mile  touthweH  o/Iuaquah. 


Laborotory  No 

Roof,  shale. 

Coal 

Staaleo 

Coal 

Shalea 

Coal 

Shale,  with  streaks  of  coal  a. 

Coal 

Shalea 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


'? 


8542 
FL  in, 
0 
0 
1 
0 
0 
0 
0 
0 
1 


4    11 
4     81 


o  Not  included  in  sample. 
Section  of  No.  5  coal  bed  in  laeaquah  mine^  }  mile  southwest  oflssaquah. 


Laboratory  No 

Roof,  sandstone. 

Coal 

Claya 

Coal 

Clav« 

Coal 

Floor,  carbonaoeoub  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


8543 

Ft. 

in. 

1 

0 

0 

6 

2 

0 

0 

2H 

0 

11 

4 

61 

3 

11 

a  Not  Included  In  sample. 

Sample  8542  was  taken  from  a  small  entry  west  of  the  main  slope  on  No.  4  bed  50 
feet  from  the  entrance  to  the  mine .  Although  the  roof  had  been  exposed  to  the  weather 
for  a  long  time  it  appeared  to  be  firm  and  strong.    The  sample  was  wet. 

Sample  8543  was  taken  at  the  end  of  a  688-foot  water-level  tunnel  on  No.  5  bed 
fzom  near  the  surface  and  was  wet. 

Notes, — ^The  coal  was  passed  over  bar  screens.  The  lump  coal  was  picked  by  hand 
and  the  screenings  were  washed  in  a  tub  washer.  The  coal  withstands  shipment  in 
closed  cars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  205. 

IssAQUAH.    Superior  Mine. 

Sample. — Subbituminous  coal;  analyses  Nos.  8547,  8548  (p.  206). 

Mine. — Superior;  a  drift  mine  1^  miles  southwest  of  Issaquah,  SW.  i  SE.  }  sec.  32, 
T.  24  N.,  R.  6  E.»  on  a  spur  of  the  Northern  Pacific  Railway. 

Coal  bed.— Thia  bed  dips  30^  N.,  and  is  thought  to  be  the  same  as  the  No.  0  bed 
at  the  Issaquah  mine. 

The  beds  were  sampled  and  measured  in  1909  by  £.  E.  Smith,  as  described  below: 

Section  of  main  bed  in  Superior  mine  at  Issaquah. 


Laboratory  No 

Roof,  coal  and  clay. 

Coal,  poor 

Sandstone,  shaly,  very  hard,  1  Inch  to  3)  inches  a. 

Coal,  good 

Floor,  coal. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


8548 

FL  in. 
3   7 
0   2| 
8  (H- 

«   «H- 
6   7+ 


a  Not  included  in  sample. 
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Seeticm  of  No.  0  coal  bed  in  Superior  mine  at  Iseaquah, 


Laboratory  No 

CJoal 

Clay,  brown  a 

Coal 

Clav,  yellow  a 

Thidaiessofbed 

Tbickneas  of  coal  aamptod . 


8617 

I  6 

0  1 

1  1 
0  4 
0  8i 


3 
3 


a 


a  Not  included  in  sample. 

Sample  8548  was  taken  on  the  first  water  level,  900  feet  from  the  entrance  of  the 
mine  and  60  feet  up  the  dip  on  the  west  side  of  the  last  entry .  It  represented  wet  coal. 
Above  the  coal  are  small  lenses  of  clay  which  come  down  in  the  mining  and  must  be 
separated. 

Sample  8547  was  taken  60  feet  from  the  entrance  of  the  75-foot  tunnel  on  bed  No.  0. 
The  sample  represented  wet  coal. 

Notes. — ^The  coal  from  these  beds  weatliers  slightly  on  exposure  to  the  sun,  but  should 
stand  transportation  for  some  distance  in  closed  cars.  Temporary  bunkers  had  been 
installed  at  the  mine.    The  coal  was  picked  by  hand,  i)ending  further  development. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  206. 

IssAQUAH.    Prospect. 

Sample. — Subbituminouscoal;  analysis  No.  9291  (p.  206). 

Xocotton.— Prospect;  3  miles  north  of  Issaquah,  SW.  \  SW.  }  sec.  13,  T.  24  N., 
R.  6E. 

Coal  bed. — ^The  coal  bed  probably  belongs  to  the  same  group  as  that  exposed  at  the 
Grand  Ridge  mine  to  the  south.    It  has  a  strike  of  S.  73^  W.  and  a  dip  of  79^  NW. 

The  bed  was  measured  and  sampled  in  1909  by  E.  £.  Smith,  as  described  below: 

Section  of  coal  bed  in  prospect,  S  miles  north  oflssaquah. 


Laboratory  No 

Roof,  carbonaceous  shale. 

Coal,  good 

Clay,  white,  plastic  « 

Coal,  good 

Clay,  vellowish,  white,  plastic  a . 

Coal,  bony 

Floor,  slaty,  carbonaoeoos  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


929 

I 

Ft. 

in. 

3 

I 

0 

2 

2 

9 

0 

3 

0 

3i 

6 
6 

n 

a  Not  Included  In  sample. 

The  sample  was  taken  at  the  bottom  of  the  (53-foot)  shaft.  The  roof  and  the  floor 
of  the  bed  are  good,  a  carbonaceous  shale,  and  do  not  mix  with  the  coal  in  mining. 

Note. — ^The  coal  contains  much  moisture  and  may  rapidly  crumple  on  exposure  to 
the  sun,  but  large  blocks  exposed  to  the  air  under  cover  for  several  months  showed  no 
signs  of  weathering. 

For  chemical  analyses  of  this  coal  see  jHurt  I  of  this  bulletin,  p.  206. 

KUMHER.      KUMXBB  MiNB. 

Sample. — Subbituminous  coal;  analyses  Nos.  9113,  9115  (p.  206). 

Mine.—KmnmeT]  a  water-level  drift  in  the  S£.  i  NE.  \  sec.  26,  T.  21  N.,  R.  6  E., 
on  the  north  bank  of  Green  River,  i  mile  south  of  Kummer,  King  County,  on  the 
Columbia  &  Puget  Sound  Railroad. 

Coal  bed, — Several  beds  of  coal  are  exposed.  The  better  beds  were  worked  in  con- 
junction with  several  layers  of  clay  which  were  used  for  making  brick  and  terra  cotta. 
The  two  coal  beds  sampled  dip  about  40^  E. 
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The  two  beds  were  measured  and  sampled  in  1909  by  £.  £.  Smith,  as  described 
below: 

Section  of  No.  1  coal  bed  in  Kummer  mine,  i  mile  aonth  of  Kummer. 


Labontorv  No 

Roof,  otausk  carbonaceous  shale. 

Coal,  good  bright 

Shale,  brown,  soft  a 

Coal,  Kood  bright 

Floor,  shalB. 

Thickness  of  bed 

Thickness  of  coal  sampled. . 


0113 

FL  M. 
3     8§ 
0     1 
0     5 


a  Not  included  in  sample. 
Section  of  lower  coal  bed  in  Kummer  mine,  i  mile  south  of  Kummer. 


Laboratory  No 

Coal,  slightly  bony 

Shale,  hard,  black,  carbonaceous 

Coal,  good 

Shale,  black,  carbonaoeousa 

Coal,  hard,  containing  some  bony  layers, . . 
FloOT.  nard,  black,  carbonaceous  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9115 

Ft.  in. 

0  9 

0  h 

0  ^ 

0  3 

2  9i 

3  m 


a  Not  included  in  sample. 

Sample  9113  was  taken  from  the  north  side  of  the  chute,  about  1,500  feet  north  of 
the  entrance  way  on  No.  1  bed  and  about  60  feet  up  the  dip.  The  shale  roof  and  floor 
became  mixed  with  the  coal  in  mining.  This  was  the  only  bed  worked  at  time  of 
sampling. 

Sample  9115  was  taken  from  the  lower  bed  from  the  side  of  a  cross  tunnel  between 
the  upper  and  lower  day  beds  about  100  feet  to  the  south  of  the  entrance  to  the  gang- 
way of  No.  1  bed.  This  sample  contained  much  bony  coal  and  many  thin  layers  of 
hard  black  shale,  which  can  not  be  easily  separated  from  the  good  coal.  The  coal  is 
underlain  with  hard  black  carbonaceous  shiJe  which  does  not  part  readily  from  the 
lower  bench. 

Notes. — ^At  the  time  of  sampling  the  impurities  were  not  separated  from  the  coal  in 
the  mine.  At  the  bunkers  the  coal  was  picked  to  remove  shale  that  had  broken  from 
the  roof  and  floor.  The  coal  was  used  for  the  manufacture  of  brick  and  was  not  cleaned 
as  well  as  for  sale  in  the  open  market.  The  coal  of  the  No.  I  bed  crumbles  when  ex- 
posed directly  to  the  sun,  but  withstands  shipment  in  closed  cars  to  considerable  dis- 
tances. It  is  a  high-grade  subbituminous  coal  and  its  heating  value  is  somewhat 
higher  than  that  of  any  of  the  other  subbituminous  coals  sampled  in  the  State.  It 
also  contains  more  fixed  carbon  than  any  of  the  other  subbituminous  coals,  and  more 
than  the  McKay  coal,  which  is  considered  a  high-grade  bituminous  coal. 

The  coal  from  the  other  bed  weathers  when  exposed  to  the  direct  rays  of  the  sun. 
It  had  been  used  as  boiler  fuel  at  the  mine  plant.  It  is  a  high-grade  subbituminous 
coal  but  has  a  high  percentage  of  ash. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  206. 

Palmer  Junction.    Hudson  Prospect. 

Sample.-r-BituminoxiB  coal;  analyses  Nos.  9288,  9482  (p.  206). 

iocaeion.— Hudson  prospect;  in  the  NE.  }  NE.  J  sec.  14,  T.  21  N.,  R.  7  E.,  at 
Palmer  Junction,  on  the  Northern  Pacific  Railway. 

Coal  bed. — ^This  coal  bed  appears  to  belong  to  the  series  exx)oeed  at  Durham  to  the 
north  and  at  the  Big  Six  mine  to  the  south.  It  dips  38^  E.,  and  has  a  total  thickness 
of  30  feet  3}  inches.  At  the  time  of  sampling  a  tunnel  had  been  driven  about  160  feet 
in  the  upper  part  of  the  bed. 
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Samples  were  collected  by  £.  E.  Smith  in  1900  from  two  places  in  the  bed,  as 
shown  below: 

Thiekness  of  coal  and  shale  layers  in  sampled  section  of  Hudson  prospect  at  Palmer  Junction. 


laboratory  No. 


Shale,  carbonaoeons,  with  strlncen  of  coal  a 
Coal,  Dony,  with  stringeis  and  leiises  of 


Coal,  fat,  hony 

Shale,  farown,  carbonaoeousa 

Shale,  hard,  grays 

Coala ;. : 

Coal,  Cat,  bony 

Shale,  brown  a 

Shale,  gray* 


good  coal. 


Thickness  of  coal  bed 

Thickness  of  coal  sampled. 


0288 

ruin. 

0     6 

i 

31 

6 

•  • 

1 

0 

8^ 

•  • 

0 

•  • 

1 

2 
2 

0 

94S2 
FU  in. 


1 
1 

0 

0 

0 


0 

4 

3i 

i* 

6* 


3     U 
1      4 


a  Not  included  in  sample. 

The  samples  were  taken  from  the  surface  of  the  bed  just  above  the  entrance  to  the 
tunnel,  after  about  6  inches  of  the  coal  had  been  removed. 
Sample  9288  was  taken  from  the  upper  bench. 
Sample  9482  was  taken  from  the  lower  bench. 

Note. — ^The  coal  from  these  two  benches  does  not  weather  when  exposed  to  the  sun. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  206. 

Preston.    Prospect. 

Sample. — Semibituminous  coal;  analysis  No.  8546  (p.  206). 

Location. — ^Prospect  in  the  Tiger  Mountain  district,  1  mile  southwest  of  Preston, 
sec.  31,  T.  24  N.,  R.  7  E. 

Coal  bed. — The  bed  is  poorly  exposed  and  its  relation  to  other  beds  of  the  vicinity 
is  not  known.  The  bed  was  measured  and  sampled  by  E.  E.  Smith  in  1909.  The 
sample  represented  a  3-foot  cut;  it  was  taken  from  the  bench  of  crushed  coal  here 
exposed. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  206. 

Preston.    Prospect. 

^amp2«.— Bituminous  coal;  analyses  Nos.  9289,  9290  (p.  206). 

Location  .—Prospect;  in  the  Tiger  Mountain  district,  in  the  SE.  }  SW.  }  sec.  12,  T. 
23  N.,  R.  6  £.,  3  miles  southwest  of  Preston  and  6  miles  southeast  of  the  Northern 
Pacific  Railway  at  Issaquah. 

Coal  beds. — ^The  relation  of  the  beds  to  those  in  other  parta  of  the  county  is  not 
definitely  known.  The  beds  are  broken  by  faults  and  by  intrusions  of  igneous  rock. 
They  dip  about  44**  NW. 

The  beds  were  measured  and  sampled  by  E.  E.  Smith  in  1909,  as  shown  below: 

SectionB  of  coal  beds  in  prospect,  S  mila  southwest  of  Preston. 


Laboratory  No 

RooT  slaty  shale. 

Clay,  dark,  plfl^iuc  a 

ClayJ  white,  plastic  «. . . ! 

Coal,  dirty  « 

Clay,shaly« 

Floor,  massive,  white  sandstone. 

Thickneasofbed 

Thickness  of  coal  sampled 

a  Not  included  in  sample. 


oaoo 

Ft.  in. 

S  2 

0  2 

1  81 
0  11 
0  11 
0  8 


6 

S 


4 
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SeeUonM  ofeoal  bed$  in  prospeet,  3  miles  touthwut  ofPretion — Gontiiiued. 


I^abontoiy  No 

RooL  carbonaoeoiu  shale. 
^Coal 

Shalt,  brown,  soft « 

Cool 

Pyrltea 

Cool 

Clay,  brown  o 

ciayaJ!!!!!!!!!!!!!!!!!!!!!! 

Coal 

Clay,8andya 

Coala 

Floor,  maasive,  white  aandstone. 

Thickneasofbed 

ThJckDeaa  of  coal  aamplad. . . 


Ft. 

l». 

0 

4 

0 

8 

0 

a 

0 

1 

0 

0 

0 

a 

0 

6 

0 

1 

0 

4 

0 

3 

0 

6 

3 

4 

3 

1 

a  Not  taiduded  hi  aample. 

Sample  9290  was  taken  from  the  laiger  and  better  of  the  two  beds.  The  coal  was 
badly  broken. 

Sample  9289  was  taken  at  a  point  a  short  distance  from  the  place  where  No.  9290  was 
taken. 

JVotes.— The  coal  represented  by  sample  9290  is  pitch  black  with  a  black  streak.  It 
compares  favorably  in  heating  value  with  the  average  bituminous  coal  of  the  State. 
The  other  coal  has  a  brown  streak  and  shows  a  laiger  percentage  of  sulphur.  Both 
coals  should  be  classed  as  bituminous. 

For  chemical  analyses  of 'this  coal  see  part  I  of  this  bulletin,  p.  206. 

Ravbnsdalb.    McEat  Mine. 

i9amp2^.— Bituminous  coal;  analyses  Nos.  9279,  9280,  9281,  9282,  9283  (p.  207). 

Mine.— McKay;  aslope  mine  in  the  NE.  },  sec.  1,  T.  21 N.,  R.  6  E.,  at  Ravensdale, 
on  the  Northern  Pacific  Railway. 

Coal  bed. — ^The  bed  worked  is  known  as  the  McKay  and  is  thought  to  be  the  same  as 
the  McKay  bed  of  Black  Diamond.  The  dip  is  40  to  70^  W.  The  bed  contains  two 
benches  of  clean  coal  separated  by  nearly  3  feet  of  shale  and  bony  coal.  The  upper 
bench  w  nearly  uniform  in  thickness  where  exposed  in  the  mine,  as  is  the  parting.  The 
lower  bench  is  from  a  little  over  5  feet  to  nearly  6  feet  thick.  In  places  this  bench 
contains,  near  the  bottom,  a  layer  of  rather  bony  coal,  which  was  mined. 

The  bed  was  measured  and  sampled  by  E.  £.  Smith  in  1909,  as  described  below: 

Sectvme  of  coal  bed  in  McKay  mine  at  Eavensdale, 


laboratory  No 

Roof,  shale. 

Coal 

Coal.bonT 

Shale,  oarbonaceoua 

Floor,  ahale. 

TlilolmeaBofbed 

ThlokTiHW  of  ooal  sampled 


0379 
Fu    in, 
4   8* 


lit 


Ft,    in. 
0   0 


5  0 

6  0 


9381 
Fl    in. 
0   0 

»6  '3| 


n 


Ft.    in. 

•  1   H 
•0   8| 


sn 


«  Not  incladed  hi  sample. 


ft  1}  Inches  faidaded  in  sample. 


All  these  samples  were  taken  from  the  first  level. 

Sample  9279  was  taken  from  the  north  end  of  the  north  gangway  about  300  feet 
north  of  the  main  slope.  Both  floor  and  roof  are  fairly  firm  and  were  not  mixed  with 
the  coal  in  mining. 

Sample  9280  was  taken  at  the  north  end  of  the  south  gangway,  about  600  feet  north 
of  the  entrance.  The  entire  bench  ia  clean  coal  and  separates  from  both  the  roof  and 
the  floor  in  mining. 
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Sample  9281  was  taken  from  the  south  end  of  the  south  gangway  about  36  feet 
beyond  chute  No.  26.  The  bed  contains  about  2^  inches  of  carbonaceous  shale  at 
the  bottom,  which  was  not  entirely  separated  in  mining.  About  one-half  of  this  was 
included  in  the  sample.    The  sample  was  slightly  moist. 

Sample  9282  was  taken  at  the  same  place  as  9281,  from  a  layer  of  bony  coal  between 
the  two  main  benches,  to  determine  whether  the  layer  contained  enough  carbonaceous 
matter  to  be  of  value  in  the  manufacture  of  gas  if  the  entire  bed  were  worked. 

Sample  9283  was  taken  from  the  upper  bench  of  the  McKay  bed  at  the  place  in  the 
mine  where  9281  was  taken.  The  bench  is  clean  and  separates  freely  from  both  the 
roof  and  the  floor,  but  was  not  mined  except  along  the  gangway. 

Notes. — The  coal  from  the  upper  bench  does  not  crumble  when  exposed  to  the  sun. 
It  is  a  noncoking  bituminous  coal  that  compares  favorably  with  many  of  the  non- 
coking  coals  from  the  eastern  part  of  the  United  States.  The  main  bed  is  so  clean  that 
the  coal  does  not  need  cleaning  except  when  the  upper  coal  is  taken  down  in  driving 
gangways;  the  parting  must  then  be  separated. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  207. 

Ravensdale.    Ravensdale  No.  1  Mine. 

Sample. -—BitarmjxoxxB  coal;  analyses  Nos.  9266,  9267,  9270,  9271,  9272,  9273,  9274, 
9277,  6487  (p.  207). 

iftn^.— Ravensdale  No.  1;  in  the  NE.  }  sec.  36,  T.  22  N.,  R.  6  E.,  a  slope  mine  at 
Ravensdale,  on  the  Northern  Pacific  Railway. 

Coal  bed. — ^Three  beds  are  worked,  Nos.  3, 4,  and  5.  Bed  No.  9  had  been  tapped  by 
a  rock  tunnel.  All  the  beds  dip  2!2°  to  40^  W.  Both  the  main  and  the  auxiliary  slope 
were  on  bed  5,  and  a  rock  timnel  about  200  feet  in  length  connected  No.  5  with  Nos.  3 
and  4.  Beds  Nos.  3  and  4  are  separated  by  about  10  feet  of  carbonaceous  shale  and 
impure  coal. 

The  beds  were  measured  and  sampled  in  October,  1909,  except  sample  6487,  which 
was  taken  in  1908  by  J.  B.  Umpleby,  as  described  below: 

Section  of  No.  S  coal  bed  in  Ravensdale  No.  1  mine  at  Ravensdale, 


Laboratory  No 

Roof,  shale. 

Coal,  bonva 

Coal  (oontalzUng  niggeKbeads) 

Sulpliixra , 

Coal. 

Shale  and  bony  coal  a 

Coal 

Shale  o 

Coal  (sulphur  band  near  center) 

Floor,  hard  carbonaoeons  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 

a  Not  included  in  sample. 
Section  of  No.  4  coal  bed  in  Ravensdale  No.  1  mine  at  Ravensdale. 


9266 

FL 

<«. 

0 

4 

2 

0 

0 

1 

2 
0 

11 

0 

8 

0 
2 

4 

8 
6 

? 

Laboratory  No 

Root  shale. 

Coal 

Shale,  Iriegular  a 

Coal 

Floor.  yeUowiah  white  clay. 

Tnickiiassofbed 

Thiokneas  of  coal  sampM 


0267 
Ft.     M. 

5  7 

0       i 

2     0 

6  7 


a  Not  inoloded  in  sample. 
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SedionB  of  No.  5  coal  bed  in  Ravenmiale  No.  1  mine  at  RavensdaU. 


Laboratory  No 

Roof,  shale;  No.  9274,  black  clay. 

Coal 

CkMl,  bony 

Shale,  sandy  brown 

" Sulphur''  band  and  ooal ... 

CJoal 

Shale,  brown 

Coal 

Coal,  dirty 

Shale,  sandy  and  bone 

Coal 

Bone  and  bony  ooal 

Shale,  sandy 

Coal 

Coal,  dirty 

Bone 

Coal 

Clay 

Coal  (reported  to  be  3  feet). . . 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


9270 

9271 

9272 

9273 

Ft.    in. 

Ft.    in. 

Ft. 

in. 

Ft.  in. 

0     3i 

aO      6 

0   ■  i 

..    -. 

6     3i 

4      2\ 

!'.   V. 

0       \ 

aO      1 

■  •      « * 

0      5 

>  «          •  • 

•    a                 •    • 

•  «          •  • 

1      5 

3 

2i 

•    •                 m    » 

aO      2 

•     m                 m    » 

1      1 

4   ^ 

aO    U 

•  •     •  ■ 

•  •           •  • 

»0      1+ 

0      2i 

•  •            •   ■ 

1      5 

a  6     i 

2      0 

•  •          •  ■ 

aO      1 

•  •          •  * 

2+  0 

•  «          •  • 

7+  71 
6      4} 

10 
10 

'\ 

3 
3 

tl 

I  r 

9274 
Ft.     in. 
1      0 


1 

«0 

0 

aQ 
1 

«6 


1 

7 
1 
2 

2 


«0    6+ 


4    11  + 
4       I 


a  Not  included  in  sample. 
Section  of  No.  9  coal  bed  in  Ravenadale  No.  1  mine  at  Ravensdale. 


Laboratory  No 

Coal,  bony  a 

Coal 

Bone,  poor  a 

Shale,  very  slightly  carbonaceous  a 
Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


9277 
FU    in. 

1  5 

2  2| 
1     7 
1      7 


6 
2 


S 


a  Not  included  in  sample. 

•  All  the  samples  were  collected  on  the  second  level. 

Sample  9266  was  taken  from  the  face  of  the  east  gangway  of  the  No.  3  bed,  775  feet 
east  and  400  feet  north  of  the  center  of  section  36,  T.  22  N.,  R.  6  E.  The  roof  is  poor 
and  in  many  places  broke  down  and  became  mixed  with  the  coal.  The  floor  is 
fairly  firm. 

Sample  9267  was  taken  from  bed  No.  4  at  a  point  100  feet  up  chute  No.  16  of  the 
east  gangway. 

Sample  9270  was  taken  from  No.  5  bed  about  15  feet  east  of  the  samp  at  the  foot  of 
the  slope.    Only  the  upper  part  of  the  bed  was  exposed . 

Sample  9274  was  taken  from  chute  31,  about  20  feet  up  the  dip  from  the  east  gangway 
on  No.  5  bed.  This  sample  represents  the  part  of  the  bed  which  was  being  worked  in 
that  part  of  the  mine. 

Sample  9271  was  taken  from  bed  No.  5,  150  feet  up  chute  59  on  the  east  gangway 
and  represents  the  entire  thickness  of  the  No.  5  bed.  Sample  9272  was  taken  at  the 
same  place  as  9271,  but  from  the  upper  bench  of  good  coal. 

Sample  9273  was  taken  from  the  same  place  but  from  the  lower  part  of  the  bench. 

Sample  6487  was  taken  from  the  lower  7  feet  of  the  No.  5  bed . 

Sample  9277  was  taken  on  the  No.  9  bed  from  the  east  end  of  the  gangway,  100  feet 
from  the  rock  tunnel  from  No.  5  bed.  The  bench  sampled  lies  between  two  layers  of 
bony  coal. 

Notes. — In  1909  the  partings  were  not  separated  from  the  coal  in  the  mine.  At  the 
bunkers  the  run-of-mine  coal  was  passed  over  a  shaking  screen  having  2f-inch  and 
i-inch  perforations.  That  which  passed  through  the  holes  was  sorted  in  a  revolving 
screen.    The  different  sizes  were  cleaned  in  spiral  pickers.    The  coal  from  the  picken 
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and  from  the  picking  table  was  mixed  in  the  bmiker  before  shipment.    The  entire 
output  of  the  mine  was  used  by  the  Northern  Pacific  Railway. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  207. 

Ravbnsdalb.    McInttrb  Prospect. 

Sample, — Bituminous  coal;  analysLs  No.  9292  (p.  207). 

Ziocation.— Mclntyre  prospect;  a  small  shaft  in  the  NW.  {  SE.  }  sec.  28,  T.  22  N., 
R.  7  E.,  3}  miles  east  of  Ravensdale. 

Coal  bed, — ^About  6  feet  of  coal  was  exposed  in  the  bottom  of  the  shaft  at  the  time 
of  sampling.    The  bed  is  disturbed  and  has  a  steep  dip,  probably  80^  to  85°  S. 

The  bed  was  measured  and  sampled  in  1909  by  E.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  Mclntyre  prospecty  3^  miles  east  of  Ravensdale, 


LabontoryNo 

Roof,  shale. 

Goal 

Sbale  and  carbonaceous  shale  a 

Coal 

Clay  a 

Coal 

Shale,  carbonaceouss 

Coal 

Coal,  bony 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


09B2 
Ft.  in. 


1 
0 
0 
0 
0 
0 
1 
0 


9i 


t 


5 

f 

7 


5      41 

5      0 


a  Not  inclnded  in  sample. 

Sample  9292  was  taken  about  4  feet  below  the  roof.    The  bed  is  overlain  with  shale 
which  is  rather  broken  and  may  become,  mixed  with  the  coal  in  mining. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  207. 

Renton.    Renton  Mine. 

Sample. — Subbituminous  coal;  King  County  field;  analyses  Nos.  2455  and  2456 
(Washington  No.  l)and  analyses  Nos.  9156, 9157, 9158, 9159,  9160,  9161,  9162  (pp.  207, 
208). 

Mine. — Renton,  a  slope  mine  in  the  Renton  district,  at  Renton,  in  sec.  19,  T.  23  N., 
R.  5  E.,  on  the  Seattle  Electric  Railway. 

Coal  &ed9.--Renton  No.  2  and  Renton  No.  3.    The  beds  dip  about  12^  SE. 

The  No.  3  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  M.  R.  Camp- 
bell on  October  5, 1905.  The  bed  contained  several  partings  at  the  points  of  sampling, 
but  these  partings  were  excluded  from  the  samples. 

Sample  2455  represented  a  67}-inch  cut  from  an  11-foot  bed,  and  was  taken  2,400 
feet  south  of  the  slope  and  4,300  feet  from  the  mouth  of  the  mine. 

Sample  2456  represented  a  72^inch  cut  from  a  97-inch  bed,  and  was  taken  150  feet 
from  the  slope  and  2,300  feet  from  the  mouth  of  the  mine. 

The  beds  were  also  measured  and  sampled  in  1909  by  E.  E.  Smith,  as  described  below: 

Section  of  Renton  No.  2  coal  bed  in  Renton  mine  at  Renton. 


Laboratory  No 

Shale,  brown. 

Coal 

Claya 

Coal 

Shale,  brown  « 

Coal,  bony  a 

Coala 

Clay« 

Coal,  bony  « 

Clayo 

Coal,  bony  a 

Thinknww  of  bed 

Thiokneasof  ooal  wainplfHl 


0158 
2     4 


0 
1 
0 
1 
1 
0 
0 
0 
0 


f 

7 
6 
1 
3 
2 
6 
S 


8     4* 
8     9 


a  Not  Inclnded  in  sample. 
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SeeHom  o/RmUm  No. 

3  eoalbedin 

RetUon 

mmeatRenUm, 

Laboratory  No 

2416 
FL  tm. 
2     7 

•  «         •  « 

0  1 
0     9 

•  •         •  • 

0  io| 

•  •          •  « 

•  «          •• 

0     6 

0  4 

1  4 

34SS 

Coal 

2     2 

Coal.bonT*. .  . 

0    11^ 

Bone  A 

Coal 

0    u 
0    u 

Bhale* 

Bona^ 

Coal 

0     6 

Shale  « , , 

0     1 

Bone* 

Coal.bony  *.. .. 

0   11 

Coal. 

2     3 

Cml 

Thfckimv  of  bed 

8     1 

6       k 

I  n 

"   "  ■ 

•  Not  Indaded  in  sample. 
SeetUmi  of  lower  heruh  ofRenton  No.  S  coal  bed  in  Renton  mine  at  Renion, 


Laboratory  No 

Shale,  brown,  sU^tly  carbonaoeoiu. 

Coal 

Coal,  bony,  and  earbonaoeooa  shale  • 

Shale,  black  a 

Coal 

Shale,  black,  earbonaoeooa. 

Tnirlnf  I  of  bendi 

Thtelmeiw  of  coal  wimpled 


9162 
FL   te. 
0    10 

•  •         •  • 

0  4 

1  10 

S     0 

2  8 


•  Not  inchided  in  sample. 
SeetUmi  o/upper  bench  of  Renton  No.  3  coal  bed  in  Renton  mine  at  Renton. 


Laboratory  No 

Shale,  clayey. 

Coal.:... 

Shale,  brown 

Coal 

Shale,  brown 

Coal 

Shale,  brown,  carbonaoeoQs 

Coal 

Shale. 

Thickness  of  bench 

ThioknasB  of  coal  sampled . . 


0161 

0150 

0167 

FL  in. 

Ft. 

in. 

FL    in. 

2  ^ 

2 

Si 

•  •        •  * 

aO      1 

•  0 

•  0     9 

0      24 
aO        I 

0 
aO 

? 

3     6 
•  0     3 

0      7 

0 

0     S 

•0       i 

•  0 

n 

«0     1 

1      2 

0 

•  «         *  • 

4    10 

4 

H 

4     ^ 

4      8 

4 

Z    10 

•  Not  included  in  sample. 

Sample  9168  was  taken  from  bed  No.  2  about  140  feet  up  the  fint  plane  north  from 
the  fifth  level  south.  The  roof  ia  strong  and  is  not  mixed  with  the  coal  in  mining. 
The  floor  is  diale  and  impure  coal;  it  was  lifted  in  the  main  gangways  and  entries^  and 
the  impurities  were  thrown  in  the  gob  or  separated  at  the  bunkers. 

Sample  9159  was  taken  from  the  upper  bench  of  the  No.  3  bed  500  feet  noith  of  the 
main  slope  on  the  seventh  level.  About  one-half  of  the  center  parting  was  retained 
in  the  sample.  The  layer  of  white  clay  and  brown  shale  above  the  coal  varies  torn  a 
knife  edge  to  4  feet  in  this  part  of  the  mine;  it  frequently  fell  with  the  coal  and  was 
separated  and  thrown  in  the  gob. 

Sample  9160  was  taken  from  the  lower  bench  of  No.  3  bed  at  the  same  place  as  9159. 
Between  the  lower  bench  and  the  upper  bench  is  about  1  foot  5  inches  of  shale,  ^^lich 
was  separated  and  thrown  in  the  gob. 

Sample  9157  was  taken  from  the  upper  bench  of  No.  3  bed  at  the  north  end  of  the 
gangway  of  the  ninth  level  north,  about  2,900  feet  east  and  1,300  feet  north  of  main 
portal  of  the  mine.  Above  the  bench  is  about  3}  inches  of  carbonaceous  shale,  which 
came  down  with  the  coal  and  had  to  be  separated. 

Sample  9156  was  taken  from  the  lower  bench  of  No.  3  bed  at  the  same  place  as  9157. 
Between  the  benches  is  1  foot  5  inches  of  shale,  which  was  separated  during  mining 
and  was  thrown  in  the  gob.    The  coal  in  samples  9156  and  9157  was  slightly  moist. 
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Sample  9161  was  taken  from  the  upper  bench  of  No.  3  bed  about  600  feet  above  the 
sixth  level  south  on  plane  No.  6  of  the  new  workings.  A  bed  of  soft  shale  lies  between 
the  top  of  the  bench  and  the  roof.  This  shale  absorbs  moisture  and  expands  lipon 
exposure  to  thsiair. 

Sample  9162  was  taken  from  the  lower  bench  of  the  No.  3  bed  at  the  same  location 
as  sample  9161.  Between  the  benches  is  about  3  feet  of  shale,  the  upper  part  of  which 
absorbs  moisture  and  swells  when  exposed. 

Notes, — Because  of  the  low  dip  the  larger  partings  can  be  separated  in  the  mine. 
The  coal  was  mined  in  benches  and  the  larger  partings  were  thrown  in  the  gob .  At  the 
bimkers  the  coal  was  passed  over  a  shaking  screen  with  2'inch  and  3-inch  perforations. 
The  oversize  was  picked  on  the  lower  end  of  the  screen  and  on  the  car.  The  under- 
size  was  washed  in  a  tub  washer,  screened,  and  sold  in  nut,  pea,  and  barley  sizes. 
The  coal  is  rather  brittle  and  slacks  slightly  when  exposed  to  the  sun,  but  withstands 
considerable  transportation  when  shipped  in  closed  cars.  It  is  extensively  used  for 
power  production  and  also  for  domestic  purposes.  The  approximate  output  of  the 
mine  in  1906  was  350  tons  a  day. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  273;  Bureau  of  Mines  Bull.  23,  pp.  69, 186;  pro- 
ducer-gas tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  273;  Bureau  of  Mines  Bull.  13,  pp.  213, 
276. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  207,  208;  also  XT.  S.  Geol. 
Survey  Bull.  332,  p.  272. 

Rbnton.    Denny-Renton  Mine. 

Sample. — Subbituminous  coal;  analyses  Nos.  9154,  9155  (p.  208). 

Mine. — Denny-Renton,  a  drift  mine  in  T.  23  N.,  R.  5  £.,  at  Ronton,  on  the  Columbia 
&  Puget  Sound,  and  the  Chicago,  Milwaukee  &  Puget  Sound  Railroads. 

Coal  bed. — ^The  bed  worked  at  this  mine,  known  as  the  Ronton  No.  1,  overlies  the 
two  beds  worked  at  the  Ronton  mine.  It  dips  14®  E.  The  bed  is  worked  in  two 
benches. 

The  bed  was  measured  and  sampled  in  1909  by  £.  E.  Smith,  as  described  below: 

Section  of  lower  bench  of  coal  bed  at  Denny-Renton  mine  at  Renton. 


Laboratory  No 

RooLyeUow  day. 

Shale,  clayey  « 

Coal,  Dony  « 

Coal,  bony  shale  toward  top 

Coal 

Qay« 

Coal,  bony  • 

Clay,  sanay  « 

Clay,  sandy  a 

Floor,  ydiow  plastio  olay. 

Thickiuaofbed 

ThJckness  of  ooal  sampled . . 


6   14 
4     6 


•  Not  inoluded  in  sample. 
Section  of  upper  beneh  of  coal  bed  at  Denny-Renton  mine  at  Renton. 


l4iboratorT  No 

RooL  sandy  shale. 

0oal,8haly 

Coal : 

Ethalea 

Coal 

Floor,  carbooaoeoas  shale. 

Thloknessofbed 

Thickness  of  ooal  sampled 


9154 

Ft. 

in. 

0 

1 

1 

1 

0 

1 

1 

0 

3 

8 

2 

a 

a  Not  inoladed  in  sample. 
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Sample  9154  ma  taken  from  the  gangway,  about  300  feet  north  of  the  south  line  of 
sections  17.  The  thin  layer  of  shaly  coal  is  separated  with  difficulty  in  mining,  but 
this  layer  and  the  shale  between  the  two  coal  beds  were  not  included  in  the  aan4>le. 

Sample  9155  was  taken  at  two  places  on  the  gangway  near  the  nort^  line  of  section 
20  at  540  feet  south  and  160  feet  west  of  the  north  quarter  comer  of  section  20,  and  at 
120  feet  south  of  the  same  comer.  This  bench  contains  three  layers  of  coal  separated 
by  clay  and  by  coal  which  is  too  thin  to  be  mined  economically.  Between  the  upper 
layer  of  coal  and  the  top  bench  of  the  bed  is  2  feet  8}  inches  of  material  which  must  be 
removed.    Several  of  the  clay  layers  absorb  moisture  and  swell  on  exposure. 

Notes. — ^The  coal  is  grayish-black  with  a  reddish-brown  streak.  It  slacks  slightly 
upon  exposure.  The  layers  between  the  coal  were  separated  and  thrown  into  the  gob. 
The  coal  as  it  came  from  the  mine  was  picked  at  the  bunker. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  pp.  20&,  209. 

Snoqualmie.    Niblock  Mins. 

iSompZ^.— Bituminous  coal;  analyses  Nos.  10031, 10032, 10033  (p.  209). 

Mine. — ^Niblock,  a  drift  mine  1}  miles  southwest  of  Snoqualmie,  on  a  spur  from  the 
Northern  Pacific  Railway. 

Coal  beds. — Four  coal  beds  have  been  worked  here  at  different  times.  At  time  of 
sampling  the  mine  had  not  been  in  operation  for  several  years,  and  beds  Nos.  3, 4,  and  5 
were  the  only  ones  sampled.  The  beds  dip  rather  steeply  to  the  west.  No.  4  bed  lies 
about  100  feet  stratigraphically  above  No.  3,  and  No.  5  bed  about  60  feet  above  No.  4. 

The  coal  beds  were  measured  and  sampled  by  E .  E .  Smith  in  1909,  as  described  below: 

Section  of  No.  S  coal  bed  in  Niblock  mine,  1}  rnHea  iovikwest  of  Snoqualmie. 


Labontoiy  No. 


Coal,  very-  flndy  Jointed  a 

Shale,  soft « 

Shale  and  day,  mixed  o 

Coal,  bright ,  clean 

Floor,  carbonaoeons  shale. 

Thickness  of  bed 

Thlcknf—  of  coal  samplwl . 


Ft,  in. 

1  0 

0  6 

0  8 

4  0 


6 

4 


9 
0 


a  Not  Included  in  sample. 
Section  of  No.  4  coal  bed  in  Niblock  minCy  J}  miles  souUhweit  of  Snoqualmie. 


Labomtory  No 

Roof,  shaly  sandstone. 

Coal,  dean,  bright 

Clay  a 

Cod,  dean 

Shale,  carbonaoeons  « 

Coal 

Floor,  blade  carbonaoeons  shale  with  ooal. 

Thickness  of  bed 

Thickness  of  coal  sampled 


FL 
I 
Q 
1 
Q 
0 

S 

s 


Ilk 

4 


a  Not  included  in  sample. 
Section  No.  5  coal  bed  in  Niblock  mine,  1}  miles  iouthweit  of  Snoqualmie. 


Labomtory  No 

Bone* 

Coal,  bright 

Bone  a 

Coal,  dean,  bright 

Shale,  carbonaoeons  • 

Goal 

Coal,  bony  a 

Coal,  soft  a 

Thickness  of  bed 

Thickness  of  coal  sampled 


FU 
Q 
1 
0 
0 
0 

a 

0 
0 


• 

1 

10 

a 

5 

4 
1 


S 

s 


*  Not  induded  in  sam^s. 
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Sample  10031  was  taken  from  the  main  bench  of  the  No.  3  bed  about  25  feet  up  a 
chute  500  feet  from  the  entrance  to  the  highest  level.  Pieces  of  the  roof  and  floor 
became  mixed  with  the  ooal  in  mining  and  had  to  be  separated  before  shipment. 

Sample  10032  was  taken  from  bed  No.  4  on  the  middle  level  to  the  left  of  the  rock 
tunnel  from  bed  No.  5  to  bed  No.  3,  about  800  feet  from  the  entrance  to  the  tunnel  on 
the  No.  5  bed. 

Sample  10033  was  taken  from  No.  5  bed  at  the  juncture  of  the  main  rock  tunnel  with 
the  gangway  on  the  coal,  at  a  point  about  160  feet  from  the  entrance  to  the  mine. 

Notes, — The  coal  from  this  mine  is  pitch  black,  with  a  nearly  black  streak  and  has  a 
vitreous  luster.  It  crumbles  readily,  so  that  the  proportion  of  lump  coal  is  small,  but 
does  not  slack  when  exposed  to  the  air.  The  sample  from  the  No.  5  bed  shows  a  large 
proportion  of  ash.  Much  of  this  may  possibly  be  removed  by  suitable  washing.  The 
coal  has  been  used  for  making  coke  and  is  considered  one  of  the  best  coking  coals  in 
the  State .  1 1  has  also  been  used  as  blacksmith  coal .  The  beds  are  too  highly  inclined 
and  the  coal  too  finely  jointed  and  broken  to  permit  the  separation  of  impurities  in 
the  mine,  consequently  the  coal  was  picked  and  washed  at  the  bunkers.  The  best 
washed  coal  was  used  at  the  coking  ovens  on  the  property.  At  the  time  of  inspection 
a  new  washery  was  being  installed,  and  the  manufacture  of  briquets  was  contemplated. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  209. 

Taylor.    Dennt-Renton  Mine. 

Sample.— Bituminous  coal;  analyses  Nos.  9172,  519-D,  9173,  9174, 520-D,  518-D, 
9176,  9176,  (p.  209). 

Mine. — ^Denny-Renton,  a  tunnel  and  drift  mine  at  Taylor,  in  sec.  3,  T.  22  N. 
R.  7  £.,  on  the  Columbia  &  Puget  Sound  Railroad. 

Coal  beds. — Five  coal  beds  are  exposed  in  a  tunnel  to  several  large  shale  beds  which 
are  mined  for  making  brick  and  terra  cotta.  The  coal  beds  were  worked  to  supply 
the  comjumy  with  fuel.  In  descending  order  they  are  numbered  2,  3,  4,  5,  and  6. 
They  dip  60  to  70^  S.  Intrusions  of  igneous  rock  follow  the  coal  or  parallel  it  in  the 
shale  or  cut  across  it  at  irregular  angles.  Wherever  this  rock  is  in  contact  with  the 
coal  the  latter  is  partly  altered  to  natural  coke.  The  rock  is  somewhat  decomposed, 
and  when  encountered  in' the  coal  beds  was  used  in  making  brick. 

Bed  No.  4  is  2  feet  8  inches  thick  and  contains  small  sulphur  balls.    The  roof  is  good. 

The  bed  was  measured  and  sampled  in  September,  1909,  by  E.  E.  Smith  at  one  point, 
and  sample  520-D  was  taken  by  K.  M.  Way  in  September,  1908,  as  described  below: 

Sections  of  No,  4  and  No,  2  coal  beds  in  Denny-Renton  mxne  at  Taylor, 


Laboratory  No 

Root,  oompaet  shale  or  carlMMiaoeoos  shale. 

doai..r: 

Coalfbonya 

Floor,  carbonaoeous  shale  or  compact  shale. 

TliiokiMSBOfbed 

Thickness  of  coal  sampled 


•  Not  included  in  sample. 

Sample  9172  was  cut  from  a  point  600  feet  west  and  700  feet  south  of  east  comer  of 
section  3«  in  chute  29,  east  gangway. 

Sample  519-D  was  cut  from  a  point  1,500  feet  northeast  of  drift  mouth. 

Sample  9173  was  taken  in  small  crosscut  from  No.  2  bed,  and  represented  3  feet  8) 
inches  of  coal,  which  was  underlain  with  bony  coal. 

Bed  No.  5  is  4  feet  thick  and  contains  "  sulphur  "  which  can  be  readily  separated  by 
washing.  The  roof  is  good.  The  floor  is  poor;  it  got  mixed  with  the  coal,  but  could 
be  separated  by  washing. 

The  bed  was  measured  and  sampled  in  September,  1909,  by  E.  E.  Smith  at  one  point, 
and  by  E.  M.  Way  in  September,  1906,  at  two  points,  as  described  on  the  following 
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Sections  of  No,  6  coal  bed  in  Denny-RenUm  mine  at  Tbylor. 


Sertion 

Labormtory  No 

Roof,  shale. 

Coal 

Sulphur  ball 

Shade 

Coal  (Ann) 

Shale  and  sandetone 

Coal 

Rash 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

B 

0174 

fi20.D 

Ft.  in. 

Ft.  in. 

1    11 

0     5 

aO      3 

.. 

•  •         •  • 

1    11 

S  4 

•  *             •  • 

«0     1 

•  •             •  • 

aO      4 

•  •             •  • 

•  «             •  « 

1    11 

4       1 

3      2i 

S     10 

2    U 

c 

&1&-D 
Ft.  H. 
0     4 

«6  'i 
1    1 


aO  li 

2  1 

3  10 
8  7| 


•  Not  indaded  in  sample. 

Section  A  (sample  9174)  was  cut  from  a  point  700  feet  west  and  700  feet  soutfa  of  east 
comer  of  section  3,  in  chute  27,  45  feet  above  east  gangway. 
Section  B  (sample  520-D)  was  cut  from  a  point  3,000  feet  northeast  of  the  drift  mouth. 
Section  0  (sample  51S-D)  was  cut  from  a  point  2,400  feet  northeast  of  the  drift  mouth. 

Section  of  No.  S  coal  bed  in  Denny-Renton  mine  at  Taylor, 


Laboratory  No 

Roof,  shale,  carlxHiaoeoas. 

Coal,  slightly  bony 

Shale,  brown,  hard  « 

Coal,  one-third  badly  squeesed 

Shale,  hard  A 

Coal,  lime  in  Joints 

Shale,  browna 

Coal 

Floor,  carbonaceous  shale. 

Thickness  of  coal  bed 

Thickness  of  ooal  sampled 


9176 

Ft.  in. 
0     6 
0     1 
0     8} 
0     2| 
0    11 

0  1 

1  31 

3      0| 
3      6 


a  Not  included  in  sample. 

Sample  9176  was  taken  at  a  point  60  feet  weet  of  point  at  which  sample  9173  was 
taken. 

Bed  No.  6  is  4  feet  8  inches  thick.  It  contains ' '  sulphur ' '  balls  and  streaks,  which 
should  be  easily  separated  by  washing.  The  roof  is  fairly  good.  The  shale  floor  is 
poor  and  got  mixed  with  the  coal  on  accoimt  of  the  steep  dip  (60^)  of  the  bed,  but  most 
of  this  shale  could  be  separated  by  picking  and  washing. 

The  bed  was  measured  and  sampled  in  September,  1909,  by  £.  £.  Smith,  at  one 
point,  as  described  below: 

Section  of  No.  6  bed  in  Denny-Renton  mine  at  Taylor. 


Laboratory  No 

Roof,  shale 

Coal,  streaks  of  sulphur 

Shale,  brown  a 

Coal,  firm 

Floor,  shale.  « 

Thickness  of  bed.... 

Thickness  of  ooal  sampled 


0175 

FL  in. 
2     2} 
0     1 
2     6 


a  Not  included  in  sample. 

Sample  9175  was  cut  from  a  point  1,500  feet  west  and  300  feet  south  of  the  east 
comer  of  section  3,  in  chute  5,  about  25  feet  above  east  gangway. 

Note$. — In  1909  the  coal  was  shot  off  the  solid  with  black  powder.  Being  friable, 
it  was  broken  by  shooting  and  by  sliding  down  chutes.  The  tipple  was  provided  with 
a  washer  and  with  picking  tables.  All  the  coal  was  used  by  the  operating  company, 
though  some  had  been  sold.    The  mine  had  a  capacity  of  800  tons  per  day.    The 
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Columbia  &  Puget  Sound  Railroad  Company  carried  the  coal  to  tidewater  at  Seattle, 
where  connection  was  made  with  the  Northern  Pacific  Railroad  Company,  which 
had  bunkers  of  2,600  tons  capacity,  capable  of  loading  400  tons  per  hour  into  vessels. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — washing  tests: 
Bureau  of  Mines  Bull.  5,  pp.  32,  33,  45;  coking  tests:  Bureau  of  Mines  Bull.  5,  pp. 
32,  33,  46. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  200;  also  Bureau  of  Mines 
Bull.  5,  p.  14. 

KITTZTAS  OOTTNTY.a 

Bbbkman.  '  Beekman  Mine. 

Sample,— BitummouB  coal;  analyses  Nos.  9411,  9412,  9413,  9414,  9415,  9459, 550-D, 
561-D  (pp.  209,  210). 

Mine, — ^Beekman;  a  slope  mine  at  Beekman,  3  miles  northwest  of  Roslyn,  on  a  spur 
of  the  Northern  Pacific  Railway,  SW.  i  NW.  i  sec.  12,  T.  20  N.,  R.  14  E. 

Coal  bed. — Elnown  as  the  ''Roslyn  Vein.''  The  bed  varies  from  4  feet  5  inches  to 
5  feet  1  inch  in  thickness.  Dip,  8^  to  10^  S.  The  bed  contains  shale,  bone,  and  some 
''sulphur,''  irregular  and  all  absent  in  places.  The  coal  is  brighter  and  more  friable 
than  in  the  other  portions  of  the  area.  The  roof  is  smooth  and  exceptionally  good. 
The  floor  is  good  and  did  not  get  mixed  with  the  coal  in  mining. 

The  bed  was  measured  and  sampled  at  five  places  in  November,  1909,  by  £.  B. 
Smith,  as  described  below: 

SecHone  of  coal  bed  in  the  Beekman  mine  at  Beekman. 


Seetlon 

Laboratory  No 

Roof,  ibale. 

Coal 

Sbale,  little  sulphur 

Coal 

Sbale,  carbonaoeoiu 

Coal 

Sbale,  carbonaoeoiie 

Saadatone  sulphur  band 

Coal 

Sbale,  oarbonaoeoua 

Coal 

Sbale,  carbonaoeoae 

Sbale 

Coal .• 

Floor,  oarbonaoeoufl  or  sandy  sbale. 

Tliickneasof  bed 

TbicknesB  of  ooal  sampled 


A 

9411 
Ft,  in, 
1     3 
0 
1 
aO 
0      3 
0       i 


■! 


0  2i 

aO  1 

*  ?* 

aO  1 


0      H 

6      1 
4    lOi 


B 

0412 

Ft,  in, 

2     6 


0  1 
0  2 
0       k 


1  U 

•  •  •  • 

0  1 

0  H 

t  8 


C 

9413 
Ft.  in, 

1      li 


3  1 

aO  1 

0  2 

1  3 


D 

0414 

Ft.  in. 

2     6 


0 

0     3] 

0 


1     H 

•  0     1 
6    *2| 


5     1 
5     1 


•  Not  included  in  sample. 

Section  A  (sample  9411)  was  cut  from  west  level  on  gangway  between  rooms  20 
and  27. 

Section  B  (sample  9412)  was  cut  from  east  end  of  level  2. 

Section  C  (sample  9413)  was  cut  from  a  point  150  feet  beyond  room  21  on  east  level  3. 

Section  D  (sample  9414)  was  cut  from  west  level  3  on  gangway  between  rooms  17 
and  18. 

Section  £  (sample  9415)  was  cut  from  foot  of  slope,  about  250  feet  below  the  fourth 
level  gangway. 

A  composite  sample  was  made  by  mixing  samples  9411,  9412,  9413,  9414,  and  9415 
for  a  composite  sample,  the  results  of  which  are  shown  under  laboratory  number 
9459  (p.  210). 

The  bed  was  also  measured  and  sampled  at  two  other  i)oints  in  1906  by  K.  M. 
Way,  as  described  on  the  following  page. 


•  For  more  detailed  descriptions  of  the  coals  of  Kittitas  County,  see  U.  8.  Geol.  Survey  BulL  374,  ppb 
129-162. 
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SedtUnu  of  coal  bed  in  Beehnan  mine  at  Beeknum. 


lAbontofyNo 

Boof,  abate. 

Coal 

Sbato,  hards 

Motberooal 

Coal 

Staatos 

Coal 

SlMtoa 

Coal 

Sliates 

Coal 

Sliates 

Coal 

Floor,  abate. 

ThidoiflOB  of  bed 

Tbfckneai  of  coal  aampted. 


A 

S51-D 
FL  i*. 
2      M 


B 
5S0-D 
It.  is. 
0      1 


1    10 
0 
0     1 


\ 


4    IfH 

4     9 


3 

1 

4 
I 


0 
3 
0 
0 
0 
0 
0 
1 
0 
0 


4      9 
4      • 


a  Not  Indaded  in  sample. 

Section  A  (sample  551-D)  wan  cut  from  a  rib  1,300  feet  southwest  of  the  slope,  on 
second  level  west. 

Section  B  (sample  550-D)  was  cut  from  a  point  1,000  feet  southwest  of  the  slope. 

Notes. — ^The  coal  is  considered  a  good  coking  and  steam  coal.  In  1909  it  wan  mined 
either  at  the  bottom  or  near  the  center  of  the  bed,  and  was  shot  down  with  black 
powder.  The  tipple  was  provided  with  shaking  screens  with  l}-inch,  and  3-indi 
holes  separating  Uie  coal  into  steam  coal,  special  steam  coal,  and  lump. 

The  shale  and ' '  sulphur ' '  were  picked  from  the  coal  in  mining,  but  laige  lumps  were 
not  broken  to  remove  the  impurities  they  contained.  The  two  men  loading  the  cars 
at  the  tipple  picked  some  of  the  shale  from  the  car  during  loading.  Only  a  small  pro- 
portion of  the  shale  and '  'sulphur' '  passed  through  the  screens  into  the  steam  coal.  The 
capacity  of  the  mine  was  1,000  tons  and  the  average  output  was  800  tons  per  day.  The 
output  was  expected  to  average  about  90  per  cent  from  advance  work.  The  coal  was 
taken  by  the  Northern  Pacific  Railroad  and  by  the  Chicago,  Milwaukee  dc  Puget 
Sound  Railroad  to  Seattle.  At  Seattle  the  company  owning  the  mine  had  bunkers 
with  a  capacity  of  2,500  tons  and  capable  of  loading  500  tons  per  day  into  vessels. 

For  results  of  washing  tests  of  this  coal,  see  Bureau  of  Mines  Bull.  5,  pp.  32,  47. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  209,  210;  also  Bureau  of  Mines 
Bull.  5,  p.  16. 

Bbekman.    Lakeoale  Mine. 

Sample. — Bituminous  coal;  analysis  No.  9405  (p.  210). 

Mine. — Lakedale;  a  water-level  mine  in  sec.  11,  T.  20  N.,  R.  14  £.,  1  mile  northwest 
of  Beekman,  on  a  spur  of  the  Northern  Pacific  Railway. 

Coal  bed.— The  coal  bed  worked  in  this  mine  dips  10^  S .  This  bed  has  been  thought 
to  be  either  the  Roslyn  or  the  bed  underlying  it.  It  is  probably  a  third  bed  idiich  is 
believed  to  underlie  the  Rosl3m  beds  farther  to  the  east.  The  bed  was  measured  and 
sampled  in  1909,  by  £.  £.  Smith,  as  described  below: 

Section  of  coal  bed  in  Lakedale  mtn«,  /  mile  northwest  of  Beekman. 


Laboratory  No 

Boof.  carbonaoeoua  black  sbale. 

Coal,  bony  near  center 

Bbaleo 


Coal 

Sbale,  bony 

Coal 

Coal,booy 

Coal...... 

Floor,  hard,  brown  ahaie. 

Thteknaaaofbed 

Tblokneaa  of  ooal  aampled . 


FL 

1 
0 
0 
0 
0 
0 
0 

s 
i 


I*. 

0 

? 

3 


•  Not  indnded  in  aampte. 
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Sample  9405  was  taken  10  feet  above  the  gangway,  about  150  feet  from  the  entrance. 

Notes, — ^Both  the  roof  and  the  floor  are  firm  and  did  not  mix  with  the  coal.  The  coal 
does  not  weather  while  being  transported  to  market.  The  partings  can  be  removed  to 
some  extent  in  mining.  At  the  bunker  the  coal  was  passed  over  bar  screens  and 
picked. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  210. 

Beekmak.    Prospect. 

Sample. — Bituminous  coal;  analysis  No.  9404  (p.  210). 

Zocrrfton.— Prospect;  in  sec.  2,  T.  20  N.,  R.  14  E.,  IJ  miles  northwest  of  Beek- 
man. 

Coal  6«f.— The  bed  strikes  N.  55**  E.  and  has  a  dip  of  12*  SE.  It  is  believed  to 
underlie  the  other  beds  of  the  Roslyn  field.  It  is  too  thin  to  be  of  any  commercial 
importance. 

The  bed  was  measured  and  sampled  in  1909  by  E.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  prospect  1\  miles  northeast  o/Beekman, 


Laboratory  No 

Roof,  hard  shale. 

Coal,  good 

Shalea 

Coal,  good  a 

Vloor.  soft  shale. 

Tnlflkiwwofbed 

ThJoknesB  of  ooal  sampled . 


9404 

Ft.  in. 

1  24 

0  2} 

0  2( 

1  74 
1  24 


•  Not  included  in  sample. 

Notes. — ^The  sample  collected  was  somewhat  weathered.    The  coal  should  probably 
be  classed  as  low-giade  bituminous. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  210. 

Clealum.    Cle  Elum  No.  1  Mine. 

/Sompttf.— Bituminous  coal;  analyses  Nos.  9445,  9446,  9447,  9467  (p.  211). 

ifiw.— Cle  Elum  No.  1;  shaft  mine  in  sec.  26,  T.  20  N.,  R.  15  E.,  at  Clealum, 
on  the  Northern  Pacific  Raihx>ad. 

Coal  bed. — Ro8l3m.  The  bed  is  separated  by  about  3  feet  of  shale  from  a  massive 
layer  of  sandstone.  Pieces  of  shale  broke  after  the  coal  was  mined  and  were  thrown  in 
the  gob.  The  shale  occasionally  broke  with  the  coal  and  had  to  be  separated  in  loading 
mine  cars.  The  floor  was  firm  and  did  not  mix  with  the  coal.  The  bed  dips  24^  to 
31^  S. 

The  bed  was  measured  and  sampled  in  1909  by  E.  £.  Smith,  as  described  below: 

Sections  of  coed  bed  in  Cle  Elum  No.  1  mine  at  Clealum. 


Laboratory  No 

Roof,  shale. 

Coal 

Shale  o 

Coal 

Shale 

Coal 

Shale 

Coal 

Shale,  bony 

Coal 

Shale,  bony 

Coal 

Shale 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


9445 

9446 

Ft.  in. 

Ft.  in. 

2     0 

1       4 

aO        } 

so 

to    1 

1      2 

SO        4 

0 

60      2 

0     3 

aO        4 

aO      1 

0      6 
0 

0      5} 

1      4 

•  •         *  • 

0        i 

•  m          «  • 

0      2 

•  m             •  • 

0      i 

aO      1 

0      1 

1      2i 

4      6 

4      5 

4      3J 

4   ^ 

9447 
Ft.  in. 


2 
0 
0 
aO 
1 


6 
1 
0 


t  'i 


a  Not  included  in  sample. 
45889^— Bull.  22,  pt  2—13 35 


b  One-half  included  in  sample. 
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Sample  9445  was  taken  from  the  gangway  on  the  first  southwest  level  between 
rooms  32  and  33. 

Sample  9446  was  taken  from  the  gangway  of  the  first  southwest  level,  100  feet  from 
the  slope 

Sample  9447  was  taken  at  the  east  end  of  the  gangway  on  the  southeast  level. 

A  composite  sample  was  made  by  mixing  the  face  samples  9445,  9446,  and  9447 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number 
9467  (p.  211). 

Note. — ^The  coal  was  used  for  locomotives  and  did  not  need  picking  at  the  dump 
house. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  211. 

Glealum.    Gle  Blum  No.  2  Mine. 

Sample, — Bituminous  coal;  analysis  No.  9472  (p.  211). 

Mine. — Cle  Elum  No.  2;  i  mile  north  of  Clealum. 

Coal  bed. — Roslyn.  The  bed  is  separated  by  about  3  feet  of  shale  cap  rock  from  a 
massive  layer  of  sandstone.  Pieces  of  this  shale  varying  up  to  a  foot  in  thickness 
broke  off  aiter  the  coal  was  mined  and  were  thrown  in  the  gob.  They  occasionally 
broke  with  the  coal  and  had  to  be  separated  before  the  mine  cars  were  loaded.  The 
floor  is  firm.    The  bed  dips  about  14°  SW. 

The  bed  was  measiued  and  sampled  in  1909  by  E.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  Cle  Elum  No.  2,  miw,  }  mile  north  of  Clealum. 


Laboratory  No 

Roof,  soft  shale. 

Coal 

Sulphur  band  and  coal  a . . 

Coal 

Coal,  bony 

Coal 

Shale  and  coal  layers  <> 

Coal 

Floor,  shale. 

Thlokness  of  bed 

Thickness  of  coal  sampled . 


9473 

J^  in. 

1 

1 

0 

1 

0 
0 

1 

0 

7 

0 

1 

n 

4 

1 

3 

8} 

a  Not  included  in  sample. 

Sample  9472  was  taken  at  the  face  of  the  gangway  of  east  level  6. 
Notes. — ^Bony  layers  in  the  coal  are  difficult  to  separate.    All  of  the  coal  was  used  for 
locomotives  and  did  not  need  further  picking  at  the  dumphouse. 
For  chemical  analysis  of  this  coal  bee  part  I  of  this  bulletin,  p.  211. 

Clealum.    Gle  Elum  No.  2  Extension  Mine. 

Sample. — ^Bituminous  coal;  analysis  No.  9409  (p.  211). 

Mine. — Gle  Elum  No.  2  Extension;  an  incline  and  drift  mine  1  mile  north  of 
Glealum. 

Coal  bed. — Roslyn  bed.  Roof  and  floor  as  in  Gle  Elum  No.  2  mine.  The  bed  dips 
9*»S. 

The  bed  was  measured  and  sampled  in  1909-10  by  E.  E.  Smith,  as  described  on  the 
following  page. 
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Section  of  coal  bed  in  Cle  Slum  No.  2  Extension  minet  1  mile  north  of  Cledlum. 


Labontory  No 

Roof,  slightly  carbonaceous  shale. 

Coal 

Bhale,  bony  « 

Coal 

Shalei  bony 

Coal 

Shaleft 

Coalk 

Shaleb 

Coal 

Shale,  bony 

Coal 

Floor,  hard  shale. 

Tfaickness  of  bed 

Thlokness  of  coal  sampled 


MOO 

Ft. 

in. 

1 

2i 

0 

1 

1 

3 

0 

1 

0 

l\ 

0 

f 

0 

1 

0 

h 

0 

4 

0 

1 

1 

5 

4 

8 

4 

4i 

a  One-half  included  in  sample.  b  Not  included  in  sample. 

The  sample  was  taken  on  the  gangway  of  east  level  8,  about  60  feet  from  the  rope 
dope. 

Note. — All  of  the  coal  was  used  for  locomotives  and  did  not  need  picking  at  the 
dumphouse. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  211. 

Clealum.    Cle  Eluu  No.  3  Extension  Mine. 

Sample. — Bituminous  coal;  analysis  No.  9408  (p.  211). 

Mine. — Cle  Elum  No.  3  Extension;  an  incline  and  drift  mine  in  sec.  23,  T.  20  N., 
R.  15  £.,  1  mile  north  of  Clealum. 

Coal  bed. — Roslyn.  The  bed,  roof,  and  floor  are  as  in  No.  2  mine.  The  bed  dips 
about  9**  S. 

The  bed  was  measured  and  sampled  in  1909  by  E.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  Cle  Elum  No.  S  Extension  mine^  1  mile  north  of  Clealum. 


Laboratory  No 

Roof,  shale. 

Coal 

Shalea 

Coal 

Shale,  bony 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


0406 
Ft.  in. 

I  1 

0      4 

0  1 

1  2i 

4      4i 
4      4 


a  Not  Included  in  sample. 

The  sample  was  taken  just  below  level  6,  from  the  air  course  which  parallels  the 
incline. 

Note. — ^AU  of  the  coal  was  used  for  locomotives  and  did  not  need  picking  at  the 
dumphouse. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  211. 

Clealum.    Rosltn  No.  7  Mine. 

Sample.— BituminouB  coal;  analyses  Nos.  9419,  9420,  9421,  9422,  9461  (p.  211). 

Mine, — Roslyn  No.  7;  a  slope  mine  in  sec.  22,  T.  20  N.,  R.  15  E.,  }  mile  northwest 
of  Clealum,  on  a  spur  from  the  Northern  Pacific  Railroad. 

Coal  bed. — Rosl3m.  Roof  and  floor  as  in  Cle  Elum  No.  3  Extension  mine.  The 
bed  dips  20  to  SO""  SW. 

The  bed  was  measured  and  sampled  in  1909  by  E.  £.  Smith,  as  described  on  the 
following  page. 
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8eedon$  of  coal  bed  in  Roilyn  No.  7  mine,  }  nuU  norikwegt  of  Cleahtm. 


LabofBtorjNo 

Ho&LtbaU. 

C<ML1>iolcai 

Coal 

Shale 

Bnlphiir  band 

Coal,  ttnaks  of  fulpluir. 

Coal 

Shale 

Coal  and  diale  ttnaks. . 

Coal 

Sntohnr  baod 


Shale 

Coal 

Shale 

Coal,  streaky 

Coal 

Floor  shale. 

Thickness  of  bed 

Thlckneis  of  ooal  sampled. 


Ft.  im. 

"i  '2 

•  0  i 

•  •  •  • 

•  •  •  • 

0  I 

•  •  •  • 

0  2 

mm  mm 

mm  •  • 

•  0  1 

mm  •  • 

•  *  mm 

•  •  mm 

1  6 

4  ^ 

4  6 


M20 

FY.  in. 

0   4 

0  10 

•  0   1 


1  «4 

»  •  •  « 

0  2 

0  2 


M19 
FL   im. 

•  •     mm 

3   i 

•  0   1 


0  u 
0  1 


1  84 

I 

4    lOj! 
4   7|  I 


0   4 
0  2 

i  3 


a  Not  Indaded  in  sample. 


h  One^ialf  included  In  sample. 


Sample  9422  waa  taken  on  the  gangway  of  west  level  2,  6  feet  up  room  40. 

Sample  9421  was  taken  on  the  gangway  of  east  level  2,  15  feet  from  the  barrier 
between  mine  No.  7  and  mine  No.  1  at  Clealum.  A  parting  of  shale,  "sulphur/*  and 
coal  occurs  near  the  center  of  the  bed.  In  picking,  about  one-half  of  the  coal  in  this 
parting  would  be  thrown  away;  hence  in  sampling  only  half  the  coal  and  the  }-inch 
band  of  shale  were  included  in  the  sample. 

Sample  9420  was  taken  in  the  air  course  below  the  gangway  of  west  level  4,  about 
800  feet  west  of  the  slope. 

Sample  9419  was  taken  on  the  gangway  of  east  level  4,  330  feet  beyond  the  entzance 
to  room  12. 

A  composite  sample  was  made  by  mixing  the  face  samples  9419,  9420,  9421,  and 
9422.  The  results  of  an  ultimate  analysis  are  shown  under  laboratory  number  9461 
(p.  211). 

Note. — All  of  ihe  coal  was  used  for  locomotives  and  did  not  need  picking  at  the 
dumphouse. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  211. 

Clealttm.    SuMMrr  Mine. 

Sample. — Bituminous  coal;  analysis  No.  9403  (p.  211). 

iftn«.-^ummit;  an  incline  in  sec.  14,  T.  20  N.,  R.  15  E.,  1  mile  north  of  Clealum. 

Coal  bed.— lUmlyn,    The  bed  dips  11*  S. 

The  bed  was  measured  and  sampled  in  1909  by  £.  £.  Smith,  as  described  below: 

Section  of  coal  bed  in  Summit  mine,  1  mile  north  of  Clealum. 


Laboratory  No 

Roof,  shale  with  streaks  of  coal. 

CotA 

Shalea 

Coal 

Shales 

Coal 

Floor,  shale. 

Thlcknenofbed 

Thickness  of  coal  sampled . . 


0403 
Ft. 

2 

0 

0 

0 

1 

4 
4 


1 

2 

4 

6 
6 


a  Not  included  In  sample. 

The  sample  was  taken  50  feet  down  the  slant  from  the  new  tunnel  and  about  40  feet 
below  the  surface. 
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Note, — ^At  the  bunker  the  coal  waa  passed  over  2-mch  bar  screens,  the  oversize 
being  picked  and  marketed  as  lump  coal,  and  the  undersize  being  sold  as  steam  coal. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  211. 

RosLTN.    RosLTN  No.  2  Slope  Mine. 

iSamj92e.— Bituminous  coal;  analyses  Nos.  9433, 9434, 9435, 9436, 9464  (p.  211). 

Mine. — Rosljm  No.  2  Slope;  a  drift  and  slope  mine  in  sec.  20,  T.  20  N.,  R.  15  E.,  at 
Hqelyn,  on  the  Northern  Padific  Railway. 

Coal  bed. — Roslyn.  The  bed  dips  about  12^  S.  Roof  and  floor  as  in  Cle  Elum  No. 
3  Extension  mine. 

The  bed  was  measured  and  sampled  in  1909  by  E.  E.  Smith  at  four  points,  as 
described  below: 

Sections  of  coal  bed  in  Roslyn  No.  2  Slope  mine  at  Roslyn. 


Laboratory  No 

Roof,  shale. 

C5oal 

Sulphur  bond  mixed  with  coal. 

Coal,  streakB  of  sulphar 

Coal 

Shale 

Shale,  sulphur  band 

Coal 

Coal,  streaks  of  sulphur 

Shale,  soft 

Coal 

Shale 

Coal 

Shale 

Coal 

Floor,  shale. 

ThlckDess  of  bed 

Thickness  of  coal  sampled 


0435 

9434 

9433 

Ft.  in. 

FLin. 

Ft.  in. 

1      0 

•  •         •  « 

m  •           •  • 

aO        } 

. 

*  ■          •  ■ 

1      1 

2     6 

J      3 

•  •         •  • 

•  «         •  « 

aO        i 

mm             mm 

CO      1 

•  ■          ■  • 

Trace. 

•  «          «  ■ 

0      3 

•  •        «  • 

0      3 

»  *             m 

1       k 

•  «         •  • 

0      i 

Trace. 

aO      1 

0      3 

0     4 

-. 

aO        1 

aO      1 

..     . 

1      0 

2     0 

1    10 

0      i 

•  •         •  • 

«  •         •  » 

0      7 

•  ■         •  • 

■  •         «  ■ 

4      6i 
4      5 

J  St 

4      9 

4      7 

9430 

Ft.  in. 
2  6 
0       i 

•  ft         *  • 

0      1 
aO      1 


1      6 


4      2* 
4      Ij 


a  Not  Included  in  sample. 

Sample  9433  was  taken  on  the  fifth  level  west  from  slope  2,  250  feet  up  room  7  of 
the  second  block. 

Sample  9434  was  taken  on  the  sixth  level  west  from  slope  2,  on  the  side  of  the  barrier 
pillar  separating  this  mine  from  No.  3  mine,  and  360  feet  up  the  dip  from  the  gangway. 

Sample  9435  was  collected  on  the  sixth  level  west  from  slope  2,  on  the  gangway 
between  rooms  2  and  3. 

Sample  9436  was  taken  from  the  side  of  ihe  slope  between  the  eighth  level  and  the 
tenth  level  west  from  shaft  4,  and  about  10  feet  below  the  air  course  below  the  eighth 
level. 

A  composite  sample  was  made  by  mixing  samples  9433,  9434,  9435,  and  9436.  The 
results  of  an  ultimate  analysis  of  this  sample  are  shown  imder  laboratory  No.  9464 

(p.  211). 

Note. — ^The  coal  was  not  picked  at  the  bunkers,  because  it  was  clean  enough  for 
locomotive  use. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  211. 

RoSLTN.      RoSLTN   No.  4  MiNB. 

Sample.— BitumixiOUB  coal;  analysis  No.  2458  (Washington  No.  2),  and  analyses 
Nos.  9437,  9438,  9465  (p.  212). 

iftn«.— Roslyn  No.  4;  a  shaft  in  sec.  20,  T.  20  N.,  R.  15  E.,  at  Roslyn,  on  the 
Northern  Pacific  Railway. 

Coal  bed. — ^Roslyn.  The  bed  dips  about  15^  S.  Roof  and  floor  as  in  neighboring 
mines. 

The  bed  was  measured  and  sampled  at  three  points  by  E.  E.  Smith  on  Novem- 
ber 16, 1909  (except  sample  2458,  which  was  taken  on  October  12,  1905,  by  M.  R. 
Campbell),  as  shown  on  the  following  page. 
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SeeUons  of  coal  bed  in  Rodyn  No.  4  mine  at  Roslyn. 


Laboratory  No 

Roof,  shale. 

Coal,  streaks  of  solphnr . . . 

Coal 

Shale,  oontainiog  solphnr . 

Shale 

Coal 

Sulphur  band 

Coal 

Parting 

Shale 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9437 

0438 

FL  in. 

Ft.  in. 

'I  n 

"i    "3| 

•  •  •  • 

00     1 

aO      1 

0      3 

I  1 

•  •             •  ■ 

0   n 

-6    "h 

aO      1 

2     0 

2      0 

6       1 

4      81 

4    l4 

2458 
Ft. 


"i    "i 


o 

*i 


4 
9* 


4     101 
4      6 


a  Not  inclnded  in  samjile. 

Sample  9438  was  taken  from  the  gangway  of  weet  level  11,  near  the  center  of  the 
second  block. 

Sample  9437  was  taken  from  the  gangway  of  east  level  11,  between  rooms  3  and  4 
of  the  second  battery. 

Sample  2458  was  taken  from  room  3  of  the  second  battery  on  west  level  9,  and 
about  2,000  feet  from  the  base  of  the  shaft. 

A  composite  sample  was  made  by  mixing  samples  9438  and  9437.  An  ultiaaate 
analysis  of  this  sample  is  shown  under  laboratory  No.  9465  (p.  212). 

Notes. — ^The  coal  in  the  mine  is  under  considerable  pressure  from  the  roof  and  was 
worked  without  shooting.  The  partings  and  impurities  which  separate  readily  from 
the  coal  were  not  loaded  in  the  mine.  All  the  coal  was  used  for  locomotives  and  did 
not  need  further  picking  at  the  dumphouse. 

For  results  of  producer-gas  tests  of  this  coal,  see  Bureau  of  Mines  Bull.  13,  pp.  214, 
276. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  212. 

ROSLTN.      ROBLTN  No.   2  MiNE. 

Sample. — ^Bituminous  coal;  analyses  Noe.  2457  (Washington  No.  2)  and  9442,  9443, 
9444,  9468  (p.  212). 

Mine. — Roslyn  No.  2;  an  incline  in  sees.  8  and  9,  T.  20  N.,  R.  15  E.,  at  Roelyn,  on 
the  Northern  Pacific  Railway. 

Coal  bed. — ^Roslyn.  The  lower  2  inches  of  the  shale  cap  rock  breaks  after  the 
coal  is  removed  and  was  thrown  in  the  gob.  The  remainder  forms  a  good  roof  through- 
out most  of  the  mine.    The  floor  of  the  bed  is  firm.    The  bed  dips  about  12®  S. 

The  bed  was  measured  and  sampled  at  four  points  by  £.  £.  Smith  on  November 
3,  1909,  and  by  M.  R.  Campbell  on  October  12,  1905,  as  shown  below: 

Section  of  coal  bed  in  Roslyn  No.  2  minCy  at  Roslyn. 


Laboratory  No 

Roof,  shale. 

Coal 

Sulphur  band 

Shale 

Parting 

Coal 

Shale,  sulphur 

Shale,  bony 

Coal 

Shale 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


9443 
Ft.  in. 
2     ^ 

•  •        *  * 

0       I 


0  2 
Trace. 

•  •        •  • 

S  1 

1  6 
4      41 


9442 
Ft.  in. 

2  3i 

Trace. 

«  *        •  • 

0  6 

•  •         •  • 

60      2 

•  *         •  • 

1  3 

4      U 

3  111 


9444 
Ft.  in. 

2     3 
aO       I 


0     31 

a  6 

0  31 
aO 

1  6 


2457 
Ft.  In. 
2     lOi 


»0 


1     2i 

\  'I 


a  One-half  included  in  sample. 


ft  Not  Included  in  sampteu 


WASHINGTON:  KITTITAS  COUNTY. 


871 


Sample  9442  was  taken  from  the  eighth  level,  about  15  feet  west  of  the  east  rope 
slope. 

Sample  9443  was  taken  from  the  seventh  level  west  on  the  gangway  at  the  entrance 
to  room  80. 

Sample  9444  was  taken  on  the  tenth  level  east,  75  feet  beyond  room  43. 

Sample  2457  was  collected  from  a  point  about  6,000  feet  from  the  entrance  to  the 
mine. 

A  composite  sample  was  made  by  mixing  the  face  samples  9442,  9443,  and  9444. 
The  results  of  an  ultimate  analysb  of  this  sample  are  shown  under  laboratory  No.  9468 
(p.  212). 

Notes. — The  partings  and  impurities  that  separate  readily  from  the  coal  were  not 
loaded  in  the  mine.  All  the  coal  was  used  for  locomotives  and  did  not  need  further 
picking  at  the  dumphouse. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  Bureau  of  Mines  Bull.  23,  pp.  69, 185;  producer-gas  tests:  Bureau  of  Mines  Bull. 
13,  pp.  214,  276. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  212. 

ROSLTN.      ROSLTN   No.    6  MiNE. 

iSampfe.— Bituminous  coal;  analyses  Nos.  9439,  9440,  9441,  9466  (p.  212). 

Mint. — Roslyn  No.  6;  a  series  of  drift  mines  located  in  sec.  16,  T.  20  N.,  R.  15  E., 
}  mile  southeast  of  Roslyn,  on  the  Northern  Pacific  Railway. 

Coal  bed. — ^Roslyn.  Roof  and  fioor  about  as  in  neighboring  mines  on  this  bed. 
The  bed  dips  7**  to  10^  S. 

The  bed  was  measured  and  sampled  on  November  4, 1909,  by  E.  E.  Smith  at  three 
points,  as  described  below: 

Sections  of  coal  bed  in  Roslyn  No.  6  mine,  f  mile  southeast  of  Rosfyn. 


Laboratory  No 

Roof,  shale. 

Coal 

Sulphur  band 

Shale 

Coal 

Coal  lenaes  of  sulphur 

Shale 

Coal 

Shale 

Coal  lenaes  of  sulphur 

Coal 

Sulphur  band 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


9439 
Ft.  in, 

2      6& 

*6  "ij 

9440 
Ft.  in. 
2      3^ 

6  0    "i 

0      2} 

•  m             •   • 

aO      ll 
bO      1 

0      i 
0      4 
bO     2 

"i    i 

i      8 

1  Ji 

4      91 

4    ei 

9441 
Ft.    in. 


2 
aO 

0 
aO 


4 
4 


8 

\ 

3 
1 


h 


«J 


7 
5» 


a  One-half  only  sampled. 


b  Not  included  in  sample. 


Sample  9439  was  taken  from  the  stump  pillar  between  rooms  1  and  2  on  the  seventh 
level. 

Sample  9441  was  taken  at  the  east  end  of  the  seventh  level. 

Sample  9440  was  taken  from  the  east  end  of  the  fifth  level. 

A  composite  sample  was  made  by  mixing  laboratory  samples  9439,  9440,  and  9441 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  9466 
(p.  213). 

Notes. — ^The  partings  and  impiuities  which  separate  readily  from  the  coal  were  not 
loaded  in  the  mine.  All  of  the  coal  was  used  for  locomotives  and  did  not  need  further 
picking  at  the  dumphouse. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  212. 
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RosLTN.    A.  &  £.  Mine. 

Sample. --BiivaDmova  coal;  analy«s  No.  9402  (p.  213). 

Mine.— A.  &  E.;  a  drift  and  slope  mine  in  sec.  10,  T.  20  N.,  R.  15  E.,  1  mile 
northeast  of  Roelyn. 

Coal  bed. — Roelyn.  Roof  and  floor  about  as  in  neighboring  mines.  The  bed  dips 
IPS. 

The  bed  was  measiured  and  sampled  by  £.  E.  Smith  in  1909,  as  described  below: 

Section  of  coal  bed  in  A.  A  E.  mine,  1  mile  northeast  ofRoslyn. 


Laboratory  No 

Roof,  soft  shale. 

Coal 

Claya 

Coal 

Shale,  black  a 

Coal 

Floor,  dark  shale. 

Thickneas  of  bed 

Thickness  of  ooel  sampled . 


9402 
Ft.  in. 
2     fi 


4 
4 


8 


^ 


a  Not  induded  in  sample. 

Notes. — ^The  partings,  roof  rock,  and  other  impurities  that  could  be  readily  removed 
when  the  mine  cars  were  loaded  were  thrown  in  the  gob.  At  the  tipple  the  coal  was 
passed  over  3-inch  bar  screens.  The  oversize  was  sold  as  lump  and  the  undersize 
as  steam  coal. 

The  sample  was  taken  160  feet  up  the  ninth  room  from  the  slope. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  213. 

RoSLTN.      RoSLTN  No.   5  MiNE. 

Sample.— BitvaamouB  coal;  analyses  Nos.  9423,  9424,  9425,  9426,  9427,  9462  (p.  213). 

Mine. — Roslyn  No.  5;  a  slope  mine  in  sec.  22,  T.  20  N.,  R.  15  E.,  1}  miles  southeast 
of  Roslyn,  on  a  spur  of  the  Northern  Pacific  Railway. 

Coal  bed. — Roslyn.  Roof  and  floor  about  as  in  neighboring  mines.  The  bed  dips 
20**  to  30**  SW. 

The  bed  was  measured  and  sampled  on  November  5,  1909,  by  E.  E.  Smith,  as 
described  below: 

Sections  of  coal  bed  in  Roslyn  No.  6  mine,  1}  miles  southeast  ofRoslyn. 


Laboratory  No 

Roof,  shale. 

Streak  of  ooel 

Coal 

Bone 

Sandstone,  sulphur  band. 

Sulphur  band 

Cofll 

Coal,  broken 

Sulphur  band 

Clai 


Clay. 
Coal. 


Sandstone  and  sulphur. . . 

Clay,  soft 

Coal 

Shale 

Coal,  bony 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled , 


0426 
Ft.  in. 


1 
6 
1 

6 
6 

0 
0 

1 

4 
4 


2 


1 
« 


6 


1 
2 


»427 
Ft.  in. 
aO      1 

2      6} 


aO  1 

•  •  •  ■ 

aO  1 

o6  *i 


1     11 


\  n 


0424 
Ft.  in, 

•    •  mm 

1         1 

'6    *j 

i    7 


•  0 


0 


2     6 


5 

5 


n 


a  Not  included  in  sample. 
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Section  of  coal  bed  in  Roslyn  No.  5  mirUy  li  miles  southeast  of  Roslyn — Continued. 


Lisboratory  No 

Roof,  shale. 

C50Ql 

Irregular  sulphur  hand. . . 

Bone 

Coal 

Clay,  soft 

Sulphur 

Clay 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


9425 
Ft.  in. 

1     3 
Trace. 

i    *2J 

6 

0     1 
aO 

2    a; 

4    lOf 


9423 
Ft.  in, 
2     8 


0 

0 

«0 


1 

8 


1    H 

4     9 

4      8} 


a  Not  Included  in  sample. 

Sample  9427  was  takeA  from  the  barrier  pillar  between  No.  5  mine  and  the  old  No.  1 
mine,  and  on  the  gangway  of  the  first  level  west  of  the  No.  5  slope.  A  3-inch  parting 
of  broken  coal,  clay,  and  pyrite  occurs  in  the  center  of  the  bed.  This  was  not  included 
in  the  sample. 

Sample  9423  was  taken  from  the  barrier  pillar  between  mines  No.  5  and  No.  7, 
about  10  feet  above  the  second  level  gangway  of  mine  No.  5. 

Sample  9424  was  taken  on  the  third  level  west  at  the  entrance  to  room  No.  50. 

Sample  9426  was  taken  on  the  third  gangway  east  at  entrance  to  room  No.  42. 

Sample  9425  was  taken  from  the  air  course  below  the  fourth  level,  about  30  feet 
weet  from  the  slope. 

A  composite  sample  was  made  by  mixing  the  five  samples  9423,  9424,  9425,  9426, 
and  9427.  An  ultimate  analysis  of  this  sample  is  shown  under  laboratory  No. 
9462  (p.  213). 

Notes. — The  partings  and  impurities  that  separated  readily  from  the  coal  were  not 
loaded  in  the  mine.  All  of  the  coal  was  used  for  locomotives  and  did  not  need  fiuther 
picking  at  the  dumphouse. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  213. 

RosLTN.    Patrick-MacKay  Mine. 

SampU.—'BitammoviB  coal;  analyses  Nos.  9407,  9416,  9417,  9418,  9460  (p.  213). 

Mine. — Patrick-MacKay;  a  slope  in  sec.  6,  T.  20  N.,  R.  15  £.,  2}  miles  northwest 
of  Roslyn,  on  the  Northern  Pacific  Railway. 

Coal  bed. — Roslyn.    Roof  and  bed  as  in  near-by  mines.    Dip,  9**  S. 

The  Roslyn  upper  bed  was  measured  and  sampled  in  1909  by  E.  E.  Smith  at  three 
points  and  the  lower  bed  at  one  point,  as  described  below: 

Sections  of  lower  coal  bed  in  Patrick-MacKay  mine,  2\  miles  northwest  of  Roslyn, 


Laboratory  No 

Rocrf,  shale  or  sandstone. 

Coal 

Sulphur  band 

Cod. 

Sulphur  band 

Shale,  bony 

Coal 

Shale 

Coal 

FkMT.  shale. 

Thickneaofbed 

Thtekneas  of  ooal  nmpled 


9416 

9418 

Ft.    in. 

Ft.   in. 

1      2 

1     3 

0      i 

0      I 

1      3 

1      1 

, 

Trace. 

0      i 

•  •        •  • 

0     2} 

0     3 

10      1 

aO      1 

1      3i 

1    10 

3    11} 

1  n 

9417 

Ft.   in. 
1     2 
Trace. 
1     Si 

•  •        •  • 

0  2 
aO      1 

1  6i 

4      24 
4      Ij 


a  Not  included  in  sample. 
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Section  of  lower  coal  bed  in  Patrick- MaeKa^  mtnej  t\  mUei  nartkweH  cfRoglffn. 


Laboratory  No 

Roof,  shale. 

Coal,  bony  a. 

Sandstone  a 

Coal 

Shale,  hard  a 

Coal 

Shale  a 

Shale,  hard  « 

Coala 

Floor,  shale. 

Thickness  of  coal  bed 

Thickness  of  coal  sampled . 


9107 
FL  a 
1 
0 
0 
0 
1 
0 
0 
0 


ft 

8 

4 

i* 

9 


4    Hi 
2      Ik 


a  Not  indaded  In  sample. 

Sample  9418  was  taken  on  the  gangway  of  the  fint  water  level  west,  at  the  entrance 
to  room  No.  18. 

Sample  No.  9416  was  taken  from  the  west  side  of  the  slope,  50  feet  above  the  entrance 
to  the  first  water  level  east. 

Sample  9417  was  taken  at  the  end  of  the  gangway  on  the  first  water  level  east,  about 
1,000  feet  from  the  rock  tunnel  to  the  main  slope. 

A  composite  sample  was  made  by  mixing  the  face  samples  9416,  9417,  and  9418  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  9460  (p.  213). 

Notes. — ^The  coal  was  passed  over  bar  screens  with  {-inch  and  l^-inch  spaces.  The 
oversize  was  picked  and  sold  as  lump  coal,  the  undendze  being  sold  as  steam  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  213. 

ROSLTN.      ROSLTN  No.  3  MiNE. 

iSamp2e.— Bituminous  coal;  analyses  Nos.  9428,  9429, 9430, 9431, 9432,  9463  (pp.  213, 
214). 

Mine. — Roelyn  No.  3;  an  incline  and  slope  mine  in  sec.  7,  T.  20  N.,  R.  15  £.,  H  miles 
west  of  Roslyn,  on  the  Northern  Pacific  Railway. 

Coal  bed. — Roslyn.    Roof  as  in  neighboring  mines. 

The  bed  was  measured  and  sampled  in  1909-10  by  E.  E.  Smith  at  five  points,  as 
described  below: 

Sections  of  coal  bed  in  Roslyn  No,  3  mine,  1^  mUes  west  of  Roslyn, 


Laboratory  No 

Roof,  shale. 

Coal 

Sulphur  band 

Coal 

Coal,  shaly,  broken 

Shale  (Utile  sulphur) 

Coal 

Shale 

Coal 

Coal,  bony 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


9429 
Ft.   <«. 
1      3} 

S  } 


0      2 
aQ 

1   6; 


4      2 

4      1 


9428 

Ft.  in. 
2     3 

aO  1 
0  6 
0      1 


1      4 


4      3 
4      2 


9430 
Fl.   in. 

1     8 
0       i 
0     9i 


•  0       I 

1    10 


t  ^ 


9432 

Ft.  in. 

1  0 

®  J 

1  3 

o'o  'i 

0  3 

?  4 


J  1 


a  Not  Included  In  sample. 


h  One-half  included  In  sample. 


Sample  9428  was  taken  on  the  old  fifth  water-level  gangway  west,  at  the  entrance  to 
room  48. 

Sample  9429  was  taken  on  the  old  sixth  water-level  gangway,  between  rooms  6  and  7, 
east  of  new  slope  3. 

Sample  9432  was  taken  from  the  first  level  west,  about  150  feet  from  the  gangway  up 
room  3  of  the  fourth  battery. 
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Sample  9431  was  taken  from  the  face  of  room  12  of  the  third  battery,  on  the  first  level 
west,  100  feet  from  the  gangway.  An  additional  5^  inches  of  coal  occurs  at  the  bottom 
of  the  bed  in  this  part  of  the  mine. 

Sample  9430  was  collected  on  the  east  side  of  manway  between  the  foot  of  the  shaft 
and  the  third  level,  150  feet  up  slope  from  the  base  of  the  shaft. 

A  composite  sample  was  made  by  mixing  the  face  samples  9428,  9429,  9430,  9431, 
and  9432  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
No.  9463  (p.  214). 

Notes. — ^The  partings  that  separated  freely  from  the  coal  in  the  mine  and  the  rock 
that  fell  from  the  roof  were  thrown  in  the  gob  when  the  cars  were  loaded.  The  coal 
was  not  picked  at  the  bunkers  because  it  was  clean  enough  for  locomotive  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  213,  214. 

RosLYN.    Bust  Bsb  Minb. 

Sample. — Bituminous  coal;  analysis  No.  9406  (p.  214). 
Mine. — Busy  Bee;  an  open  cutting,  2^  miles  west  of  Roslyn. 

Coal  bed. — Roslyn.    The  coal  bed  lies  6  feet  below  surface  at  the  place  where  the 
sample  was  taken. 

The  bed  was  measured  and  sampled  in  1909  by  £.  £.  Smith,  as  described  below: 

Section  of  coal  bed  in  Busy  Bee  mine,  2^  miles  west  of  Roslyn. 


Laboratory  No 

Roof,  shale. 

Coal,  weatfaerad  a 

Coal 

Coal,  soft,  with  layers  of  shale  « . 

Coal 

Shale  a 

Coal 

Shale  « 

Coal 

Coaia 

FkMff.  shale. 

Tiiickiwas  of  bed 

Thickness  of  ooal  sampled 


M06 
Ft.  in. 

0  7 

0  9} 

0  1 

1  3 
0  1 
0  31 
0 

0  9] 

0  7 

4  6 

3  1| 


a  Not  included  in  sample. 

Notes. — ^The  lower  7  inches  of  the  bed  was  not  exposed.  The  coal  is  like  the  Roslyn 
coal  at  other  mines  in  the  vicinity.  The  high  heating  value  and  low  ash  content 
probably  result  in  part  from  the  whole  thickness  of  the  bed  not  being  sampled.  The 
coal  was  passed  over  bar  screens.  The  oversisse  was  picked  and  sold  as  lump  coal. 
The  undersize  was  sold  as  steam  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  214. 

LEWIS  COXTNTY.o 
Central! A.    Richmond  Mine. 

Sample. — Subbituminouscoal;  analysis  No.  9177  (p.  214). 

IfifK.— Richmond;  a  slope  mine  in  the  SW.  \  SW.  \  sec.  34,  T.  14  S.,  R.  2  W.,  1} 
miles  northeast  of  Centralia. 

Coal  M.— Potlatch. 

The  bed  was  measured  and  sampled  in  1909  by  £.  E.  Smith,  as  described  on  the 
following  page. 

a  For  mora  detailed  descriptions  of  Lewis  County  coals  see  U.  S.  Geol.  Smrey  BulL  374,  pp.  152-167. 
The  ooals  am  of  l^ertlary  age  and  have  been  included  in  the  Paget  formation. 
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Section  of  coal  bed  in  Richmond  mincy  H  miles  northeast  of  Centralia. 


Laboratory  No 

Coal« 

Shale,  bony  « 

Coal  (used  as  roof )  a 

Coal 

Coal  and  shale,  caibonaoeous  a 
Coalo 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


M77 

Ft. 

in. 

1 

0 

0 

6 

0 

8% 

7 

Sh 

0 

6 

1 

0 

11 

6 

7 

8* 

a  Not  included  in  sample. 

The  sample  was  taken  at  the  face  of  the  north  gangway  and  just  beyond  No.  10  chute 
on  the  first  level,  600  feet  from  the  mine  entrance. 

Notes. — ^The  coal  weathers  readily  on  exposure  to  the  air.  It  is  massive  and  breaks 
with  a  conchoidal  fracture.  The  coal  was  passed  over  }-inch  screens  and  then  picked. 
Only  the  laige  coal  was  placed  on  the  market. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  221. 

Chehalis.    Superior  No.  1  Mine. 

Sample. — Subbituminous  coal;  analysis  No.  9942  (p.  214). 

Mine. — Superior  No.  1;  a  water-level  mine  located  1  mile  northeast  of  Chehalis. 

Coal  bed. — This  coal  bed  is  about  11  feet  in  thickness.  It  dips  40^  S.  It  is  the  same 
bed  as  mined  at  the  Twin  City  mine  about  i  mile  to  the  west.  The  entire  bench  of 
coal  is  mined,  but  inasmuch  as  the  sample  from  the  Twin  City  mine  was  taken  from 
the  lower  bench  a  sample  from  the  upper  bench  only  in  this  mine  was  taken. 

The  bed  was  measured  and  sampled  by  E.  E.  Smith  on  February  15,  1910,  as 
described  below: 

Section  of  coal  bed  in  Superior  No.  1  minCj  1  mile  northeast  of  Chehalis. 


Laboratory  No 

Roof,  sandstone. 

Coai 

Shale,  sandy  a 

Coal 

Shale,  sandy  a 

Coal 

Shalea 

Coal 


Flow,  bony  shale. 
Thickness  of  bed. 


Thickness  of  coal  sampled . 


gM2 
Ft.  in. 
1     7 


0 
0 
0 
2 
0 
0 


i 


0 

1 

6 


4      6 
4      4 


a  Not  included  in  sample. 

The  sample  was  taken  10  feet  to  the  east  of  the  entrance  of  the  tunnel. 

Notes. — ^The  coal  is  brownish  black  and  slacks  readily  upon  exposure  to  the  air.  It 
is  probably  on  the  border  line  between  low-grade  subbituminous  coal  and  high-grade 
lignite.  The  coal  was  passed  over  1-inch  bar -screens  at  the  bunker,  and  was  then 
picked  before  being  dumped  into  bin. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  214. 

Chehalis.    Superior  No.  2  Mine. 

Sample. — Subbituminous  coal;  analysis  No.  9941  (p.  214). 

Mine. — Superior  No.  2;  a  slope  mine  i  mile  north  of  the  depot  at  ChehallB  on  the 
main  line  of  the  Northern  Pacific  Railway. 

Coal  bed. — ^The  coal  bed  is  nearly  10  feet  in  thickness  and  dips  54^  S.  It  was 
measured  and  sampled  in  1910  by  £.  E.  Smith,  as  described  on  the  following  page. 
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Section  of  coal  bed  in  Superior  No.  2  mine  at  Chehalis. 


Laboratory  No 

Roof,  soft  sandstone. 

Cool 

Coal 

Coal,  slightly  bony  and  soft 

Shale,  carbonaoeoiis,  soft  a  . 

Coal 

Coal,  bony  a 

Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled . . 


0941 

Ft. 

tn. 

3 

11 

4 

6 

0 

5i 

0 

1 

0 

9 

0 

2 

9 

m 

9 

74 

a  Not  included  in  sample. 

The  sample  wsus  obtained  in  chute  5,  about  50  feet  above  the  first  level  gangway. 

Notes. — ^The  coal  slacks  readily  upon  exposure  to  the  air  and  is  probably  on  the 
border  line  between  low-grade  subbituminous  coal  and  high-grade  lignite.  The  coal 
was  passed  over  1-inch  bar  screens  at  the  bunkers  and  then  picked. 

For  chemicid  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  214. 

Chbhalis.    Twin  City  Mine. 

Sample. — Subbituminous  coal;  analysis  No.  9946  (p.  215). 

Mine. — ^Twin  City;  a  slope  mine,  1  mile  northeast  of  Chehalis. 

Coal  bed. — ^The  coal  bed  worked  is  the  lower  part  of  the  bed  worked  at  the  Superior 
No.  1  mine,  about  \  mile  to  the  east.    (See  p.  556  of  this  report.)    It  dips  40°  S. 

The  bed  was  measured  and  sampled  on  February  15,  1910,  by  E.  £.  Smith,  as 
described  below: 

Section  of  coal  bed  in  Twin  City  mine,  1  mile  northtoest  of  Chehalis, 


Iiaboratory  No 

Roof,  shale. 

Coal,  with  thin  irregular  bands  of  shale  a 

Shale  a 

Cosl 

Shale  a 

Coal 

Shale  a 

Coal 

Shale,  thin  lens 

Coal 

Shale  a 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9945 
Ft.     in. 


4 

0 
1 


0 
6 
7 


0      3} 
2      6 


0 
0 
0 
0 
0 
0 

10 
5 


1 

7 


tl 


a  Not  inchided  in  sample. 

The  sample  was  taken  at  the  east  end  of  the  first  level  gangway,  about  300  feet  from 
the  slope. 

Notes. — The  coal  slacks  readily  upon  exposure  to  the  air.  It  is  probably  on  the 
border  line  between  low-grade  subbituminous  coal  and  high-grade  lignite.  The  coal 
mined  was  passed  over  bar  screens  and  picked. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  215. 

Chbhalis.    Chehaus  Mine. 

Sample. — Subbituminous  coal;  analysis  No.  9944  (p.  215). 
Mine. — Chehalis;  a  drift  mine,  located  3  miles  east  of  Chehalis. 
Coal  bed.'-ThB  coal  bed  dips  30^  £. 

The  bed  was  measured  and  sampled  on  February  15,  1910,  by  E.  E.  Smith,  as 
described  on  the  following  page. 


•Mm.  >  «> 


878 


ANALYSES  OF  COALS. 


Section  of  coal  bed  in  Chehalig  mine,  S  miles  east  of  Chehalis. 


Laboratory  No 

Roof,8halB. 

Coal 

Shale,  soft  "mining "a 

Ck)al 

Floor,  shale. 

Tliicknessofbed 

Thickness  of  coal  sampled . 


2     10 
O 

2 


n 


0 

5 


5 
7i 


a  Not  included  in  sample. 

The  sample  was  obtained  from  the  first  water-level  gangway,  250  feet  from  Ute 
entrance  of  the  mine,  from  a  stump  pillar  which  had  been  exposed  in  the  mine  air  for 
some  time.  The  coal  slacks  readily  upon  exposure  to  the  air  and  probably  is  on  tbe 
border  line  between  .low-grade  subbituminous  coal  and  high-grade  lignite.  The  coal 
was  screened  and  picked  at  the  bunkers. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  215. 

Chehalis.    Sheldon  Mine. 

Sample. — Subbituminous  coal;  analysis  No.  9943  (p.  215). 
Mine, — Sheldon;  a  slope  mine,  4  miles  east  of  Chehalis,  on  logging  road. 
Coal  bed. — ^The  coal  bed  worked  at  this  place  is  about  6  feet  in  thickness. 
The  bed  was  measured  and  sampled  on  February  15,  1910  by  £.  E.  Smith,  as 
described  below: 

Section  of  coal  bed  in  Sheldon  mine^  4  miles  east  of  Chehalis. 


Laboratory  No. 


Coalo 

Coal 

Shale,  carhonaoeous  a 

Coala 

Shale,  carbonaceous  a 

Coal 

FloOT,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


0M3 

Ft. 

Im. 

2+ 

0 

2 

0 

0 

3| 

0 

6 

0 

2 

3 

5ft 

8+ 

4 

5 

5ft 

aNot  included  in  sample. 

The  sample  was  taken  250  feet  east  of  the  slope  and  40  feet  up  the  pitch  from  the 
first  level. 

Notes. — ^The  coal  slacks  readily  upon  exposure  to  the  air.  It  was  screened  over 
1-inch  bar  screens  and  then  picked. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  215. 

Glenavon.    Prospects. 

Sample. — Bituminous  and  anthracite  coal;  analyses  Nob.  6488,  6490,  6496  (p.  215). 

Location — Prospects;  in  T.  13  N.,  R.  4  E.,  near  Glenavon. 

Coal  beds. — On  account  of  the  heavy  forest  covering,  the  exposures  are  very  small, 
and  the  relation  of  the  beds  in  each  part  of  the  field  can  not  be  definitely  worked  out 
from  the  surface.  The  beds  in  this  area  were  measured  and  sampled  by  J.  B.  Umpleby 
in  1908,  as  described  on  the  following  page. 
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Section  of  coal  bed  in  Lutkkens  prospect,  4i  miles  souJthwest  o/Glenavon. 


Laboratory  No., 


Coal,  slialy  o 

Farting  a 

Parting  « 

Coal 

Parting  a 

Coal 

Parting  a 

Coal 

Coal,  slaty  a 

Clay,  plastic. 

Tnickness  of  bed 

Thickness  of  ooal  sampled . 


6488 

Fi.  in. 
1     1 
0     4i 
0    11 


0 
0 
0 
1 
0 
1 
0 


2 
5 
1 
7 

1* 

0 


6      7 
4     0 


a  Not  Incladed  in  sample. 
Section  of  coal  bed  in  prospect,  5  miles  west  o/Glenavon, 


Laboratory  No. 
Roof.  clay. 
Coal 


Volcanic  ash  a 

Coal 

Parting  a 

Coal 

Partinga 

Coal 

Partinga 

Coal 

Partinga 

Coal 

Floor,  shale. 

Tnickness  of  bed , 

Thickness  of  ooal  sampled , 


6490 

Ft. 

in. 

1 

6 

0 

1 

0 

II 

0 

1 

0 

0 

1 

0 

H 

0 

1 

1 

0 

0 

1 

1 

6 

7      li 
6      0 


a  Not  included  in  sample. 
Section  of  ooal  bed  in  Hofstetter  prospect,  4i  miles  southwest  ofGlenavon. 


Laboratory  No 

Roof.  clay. 

Coal.? 

Partinga 

Coal 

Partinga 

Coal,  bony  a 

Flo(^  clay,  shale,  and  coal. 

Thickiiess  of  bed 

Thickness  of  ooal  sampled . 


6496 

Ft. 

in. 

1 

1 

1 

11 

2 

5 

1 

0 

0 

2} 

6 

n 

3 

6 

a  Not  included  in  sample. 

Sample  6488  was  collected  from  a  60-foot  entry  in  the  SE.  }  sec.  14,  T.  13  N.,  R.  4  E. 

Sample  6490  ¥ra8  taken  from  an  open  cut,  10  feet  deep,  in  the  NE. }  sec.  10,  T.  13  N., 
R.  4  E. 

Sample  6496  was  obtained  from  a  26-foot  entry  in  the  NW.  }  sec.  14,  T.  13  N., 
R.  4E. 

Notes. — ^The  coal  does  not  slack  on  exposure  to  the  air.  Sample  No.  6496  was 
remarkably  low  in  volatile  matter,  indicating  cither  that  the  coal  is  anthracitic  or  was 
considerably  coked.  With  this  exception  the  samples  indicate  that  the  coals  are 
impure  bituminous  coals. 

For  chemical  analysis  of  this  coal  see  part  I  of  this  bulletin,  p.  215. 

Ladd.    East  Greek  Ladd  Mine. 

Sample.— BitvaninoMB  coal;  analyses  Nos.  6491,  6492,  6493,  6494,  9879,  9880,  9881, 
9882  (p.  215). 

Mine. — ^East  Creek-Ladd;  a  timnel  and  drift  mine  in  sec.  13,  T.  14  N.,  R.  4  E.,  at 
Ladd,  on  the  Tftcoma  Eastern  Railroad. 
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Coal  beds. — ^Two  coal  beds,  Nob.  2  and  3,  were  being  developed  at  the  time  of  sam- 
pling. Another  bed  above,  called  No.  4,  wbjs  being  prospected.  The  beds  dip  40®  W. 
No.  2  bed,  the  lowest,  is  the  main  commercial  bed  of  the  group.  It  was  brought  to  the 
surface  by  a  gangway  and  a  rock  tunnel.  No,  3  bed  lies  590  feet  west  of  No.  2  bed  and 
was  being  developed  by  a  gangway  that  had  been  driven  250  feet.  No.  4  bed  is  160 
feet  west  of  No.  3  bed.    A  short  gangway  had  been  driven  on  it. 

The  beds  were  measured  and  sampled  on  January  27, 1910,  by  E.  E.  Smith  (except 

samples  6491,  6492,  6493,  6494  which  were  taken  by  J.  B.  Umpleby ,  in  1908),  as  shown 

below: 

Sections  of  No.  2  ooal  bed  in  East  Creek-Ladd  mine  at  Ladd. 


Laboratory  No 

Roof:  0882,  carbonaoeous,  soft  shale;  6493,  clay. 

Coal 

Shale,  clayey 

Coal,  "sulphur"  in  Joints 

Coal 

Shale,  carbonaceous 

Coal 

Coal,  caldte  veins 

Floor:  6493,  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


0882 

Ft. 

in. 

0 

10 

aO 

1 

1 

9 

'4 

0 

•  • 

11 

3 

11 

3 

6 

6483 
J^.  in. 

0  9i 
aO      1 

i  ii 

aO      1 

1  5 


1  ?l 


a  Not  included  in  sample. 
Sections  of  No.  S  ooal  bed  in  East  Creek-Ladd  mine  at  Ladd. 


Laboratory  No. 


Coal 

Parting 

Shale  and  bony  ooal 

Coal 

Bone 

Coal 

Parting 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


6404 

9681 

Ft.  in. 

Ft.  in. 

«1     6 

1      8 

aO     1 

•  •         «  • 

*  *         •  « 

aO      6i 

aO      8} 
aO      3$ 

4      1 

•   «              •   ■ 

aO    11 

«   •             «   • 

al      8i 

<i3      64 

9      3i 

6      9 

4      1 

1      8 

0880 
Ft.  ta. 


aO     6ft 


3  61 

4  1 
3      6i 


a  Not  included  in  sample. 
Sections  of  No.  4  coal  bed  in  East  Creek-Ladd  mine  at  Ladd. 


Laboratory  No. 


Coal,  bony,  and  shale. 

Coal 

Bone 

Shale 

Coal 

Shale 

Coal,  bony 

Shale 

Coal 

Shale 

Coal 

Shale. 


Floor,  shale,  and  bony  ooal. 
Thickness  of  bed 


Thickness  of  ooal  sampled. 


0879 

FL  in. 

a2 

Si 

1 

8 

«6 

m  m 

1 

1 

0 

«o 

3 

aO 
aO 

1 

1 

0 

0 

1 

0 

6 

7 

5 

4 

H 

6402 
J^.   in. 
a  16     6 

1  11 
aO      2ft 

2  ift 


ao   11 
4    aft 


a  Not  included  in  sample. 

Sample  9882  was  taken  on  the  No.  2  bed,  60  feet  up  chute  No.  62,  from  the  first 
water-level  gangway. 

Two  samples  were  taken  at  the  face  of  the  gangway  on  No.  3  bed — one  (No.  9881) 
from  the  upper  bench,  and  the  other  (No.  9880)  from  the  lower  bench,  250  feet  from 
the  opening.  These  benches  are  separated  by  6^  inches  of  shale  and  bony  coal  which 
is  removed  from  the  coal  by  picking. 

Sample  9879  was  obtained  from  the  face  of  the  gangway  on  bed  No.  4. 

Sample  6493  was  also  taken  from  the  No.  2  bed. 

Sample  6494  was  taken  from  the  No.  3  bed,  ^  mile  aouthwest  of  Ladd,  open  cut, 
Watkins  prospect. 
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Sample  6492  was  taken  from  the  aliort  drift  of  the  Watkiiu  prospect,  i  mile  south- 
west of  Ladd,  on  No.  4  bed,  where  sample  9879  was  taken. 

Sample  6491  consisted  of  two  samples  of  about  900  pounds  each  of  washed  coal 
from  the  No.  2  bed  in  the  Ladd  mine  in  section  12.  It  was  taken  at  the  bunker  as 
it  came  from  the  washer.  Each  sample  was  reduced  and  quartered  in  the  usual 
manner  until  100  pounds  was  obtained.  The  two  samples  were  then  mixed,  ground, 
and  quartered  until  the  final  sample  was  reduced  to  about  4  pounds. 

Notes. — ^The  coal  firom  No.  2  bed  is  a  coking  coal  and  produces  fairly  good  coke. 
The  coal  is  jointed,  and  in  the  lower  part  of  the  bed  these  joints  are  filled  with  calcite 
and  some  pyrite.  The  coal  from  No.  3  bed  is  heavier  than  the  coal  from  No.  2  bed. 
Both  benches  of  this  bed  contain  coal  of  similar  quality.  It  was  considered  &irly  good 
coal  for  railroad  and  domestic  purposes.  The  coal  from  all  three  beds  does  not  slack 
during  transportation  to  market,  and  may  be  classed  as  bituminous.  The  coal  from 
No.  2  bed  was  picked  at  the  bunkers  and  washed  through  a  tub  washer.  The  coal 
from  No.  3  bed  was  picked  at  the  entrance  of  the  gangway  and  then  flumed  to  the 
washer,  which  was  situated  at  the  entrance  to  the  No.  2  bed.  It  was  here  mixed 
with  the  coal  from  the  No.  2  bed  and  passed  through  the  washer. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  215. 

Ladd.    Nisquallt  Prospect  Mine. 

Sample, — Bituminous  coal;  analysis  No.  6489  (p.  215). 

l^tn«.— Nisqually  prospect;  2}  miles  southwest  of  Ladd,  in  sec.  26,  T.  14  N .,  R.  4  E. 

Coal  bed, — ^Not  known,  ]X)ssibly  No.  3  Ladd. 

The  bed  was  measured  and  sampled,  in  1908,  by  J.  B.  XJmpleby,  as  shown  below: 

Section  of  coal  bed  in  Nisqually  prospect  mine,  t\  miles  southwest  of  Ladd. 


Laboratory  No. 


Coal,  very  bony  o 

Clay,8Bad7<> 

CoaifTery  Donya 

Claya 

Coal  and  bone  in  alternating  bandsa. 

Clay« 

Coal,  bony,  dull  layers 

Claya 

Coal,  hard ,  dull  layers 

Qaya 

Coal,  bony 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


6489 

Ft. 

in. 

1 

4 

0 

6 

0 

11 

0 

\ 

0 

10 

0 
0 
0 

1 
4 

0 

8 

0 

1 

0 

8 

5 

9 

1 

H 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  215. 

Ladd.    Snow  Prospect. 

Sample, — Bituminous  coal;  analysis  No.  6495  (p.  215). 
Xoooitum. — Snow  prospect;  open  cut  in  the  S£.  \  sec.  34,  T.  14  N.,  R.  4 
miles  southwest  of  Ladd. 
The  bed  was  sampled  and  measured  in  1908  by  J.  B.  XJmpleby,  as  described 

Section  of  coal  bed  in  Snow  prospect ,  5}  miles  southwest  of  Ladd. 


E.,  bi 
below: 


Laboratory  No 

Coal 

Partlnga , 

Coal 

Partinga , 

Ooal 

Thickness  of  bed 

Thickness  of  ooal  sampled 

a  Not  incladed  in  sample. 
45889''— Bull.  22,  pt  2—13 36 


6405 
Ft.    in. 
3     6 

0  Si 

1  7 


0 
0 


3 
8 


6     6k 
5     9 
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For  chemical  analyseB  of  this  coal  see  part  I  of  this  bulletin,  p.  215;  also  U.  S. 
Geol.  Survey  Bull.  474,  p.  64. 

LXTTBLL.      CbBSCBNT  MiNB. 

Sample. — Subbituminous  coal;  analysis  No.  9940  (p.  215). 

Mine. — Crescent;  a  water-level  mine  located  on  a  logging  road  4  miles  northwest 
of  Littell. 

Coal  bed.— The  bed  dips  40°  S.  A  bench  of  1  foot  6  inches  of  coal  is  left  as  a  roof. 
Wherever  this  roof  is  broken  and  the  overlying  sand  is  moist,  the  sand  flows  into  the 
mine,  making  operating  imsafe. 

The  bed  was  measured  and  sampled  on  February  16,  1910,  by  E.  E.  Smith,  as 
described  below: 

Section  of  coal  bed  in  Crescent  mine,  4  miles  northwest  o/LiUell. 


LaboratoiT  Np 

Roof,  sand. 

Coala 

Cool 

Shale,  Ixmyo 

Coal 

Shale 

Coal 

Shale,  homy  » 

Shale,  yellows 

Shale,  carbonaoeoiu,  bony  a . 

Coal 

Shalea 

Coal 

Floor,  carbooaoeoas  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled. . 


Ft,  In. 
1     6 


0 

0 
i 
0 
0 
0 
1 
0 
1 
0 
1 

9 
5 


4 
6 
1 

H 

6 

0 

H 
& 

\ 

3 


a  Not  induded  in  sample. 

The  sample  was  taken  at  chute  No.  18  between  chutes  Nos.  17  and  19,  at  a  distance 
of  about  800  feet  from  the  entrance  to  the  first  water-level  gangway. 

Notes.— The  mine  was  not  being  operated  at  the  time  it  was  visited.  The  cool 
slacks  readily  on  expoeiu'e  to  the  air. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  215. 

LoNOMiKE  Springs.    Weikbl  Pbosfect. 

iSamp2tf.— Subbituminous  coal;  analysis  No.  9091  (p.  216). 

Location. — ^Weikel  prospect;   on  the  hillside  south  of  Carlton  Creek  and  abou 
1,100  feet  above  the  bed  of  the  creek,  in  the  S£.  }  sec.  1,  T.  14  N.,  R.  10  E.,  12  miles 
east  of  Longmire  Springs. 

Coal  bed. — No.  6.  A  gangway  90  feet  in  length  had  been  driven  on  this  bed.  The 
bed  has  a  strike  due  north  and  a  dip  of  60^  W. 

The  bed  was  measiured  and  sampled  in  1909  by  E.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  Weikel  prospect,  12  miles  east  ofLongfmire  Springs. 


Laboratory  No. . . 
Roof,8halB. 

Oiale,  black  a. 


Coal,  partly  graphitic  ». 
Shale,  hlBck, 


carbonaceous  a , 
Coal. 

Coal,  impurea 

Floor,  sandstone. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


9091 

Ft,  in. 

3 

n 

0 

7 

1 

0 

3 

6 

1 

6 

9 

9k 

8 

6 

a  Not  included  in  sample. 

The  sample  was  taken  at  the  end  of  the  gangway,  90  feet  in. 
Notes. — ^The  coal  is  very  hard  and  bright  but  contains  a  few  thin  stringers  of  dull  coal. 
It  burns  with  a  short  blue  flame  on  a  forge,  and  has  the  appearance  of  anthracite  coal. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  216. 
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LoNOMiKB  Springs.    Surface  Prosfbgt. 

Sample, — Semianthracite  coal;  analysis  No.  9092  (p.  216). 

£o<nftbn.— Ftoepect;  on  Summit  Greek  in  the  SE.  }  NW.  }  sec.  13,  T.  14  N.,  R.  10 
£.)  12  miles  east  of  Longmire  Springs,  and  about  350  feet  west  of  an  opening  on  the 
Primrose  bed. 

Cttal  bed. — ^No.  4.  The  bed  outcrops  near  the  level  of  the  creek,  and  only  the  center 
portion  of  it  was  exposed  in  the  prospect.  The  bed  belongs  to  the  same  group  as  the 
Primrose  bed.  It  is  slightly  overturned  and  has  a  dip  and  strike  practically  the  same 
as  that  of  the  Primrose. 

The  bed  was  measured  and  sampled  in  1909  by  E.  E.  Smith,  the  sample  being  taken 
from  a  1-foot  cut  of  coal  which  was  overlain  and  underlain  with  1  foot  of  bony  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  216. 

Longmire  Springs.    Davis  Prospect. 

Sample. — Subbituminous  to  anthracite  coal;  analyses  Nos.  9097,  9099,  9100,  9101, 
9102  (p.  216). 

Location. — Davis  prospect;  on  Summit  Greek  in  the  SE.  }  NW.  i  sec.  13,  T.  14  N., 
R.  10  E.,  12  miles  east  of  Longmire  Springs. 

Coal  bed. — ^This  coal  bed  is  known  as  the  No.  6  or  Primrose  bed.  It  is  about  20 
feet  in  thickness.  A  gangway  about  50  feet  long  had  been  driven  in  the  lower  part 
of  the  bed.    The  bed  is  lightly  overturned,  having  a  dip  of  98°. 

The  bed  was  measured  and  sampled  in  1909  by  E.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  Davis  prospectf  12  miles  east  of  Longmire  Springs. 


Roof,  shale. 

(1)  Coal,  with  thin  layers  of  bone  (9101) 

(2)  Coal,  bony,  with  some  graphitic  shale 

(3)  Shale,  gra]iliitlc  (9097) 

(4)  Shale,  black 

(5)  Coal  and  layers  of  bony  coal  (9102) — 

(6)  Coal  (9009  and  9100) 

(7)  Coal  and  graphitic  shale  in  alternating  layers. 
Floor,  black  shale. 

Thickness  of  bed 


Ft. 

in. 

2 

H 

2 

6 

1 

5 

0 

H 

2 

1 

4 

11 

3 

U 

18     3 


The  laboratory  numbers  of  the  samples  taken  from  the  different  portions  of  the  bed 
are  given  in  the  section  with  the  portions  included  in  the  samples.  The  section 
was  measured  and  the  samples  taken  from  the  face  of  an  open  cut  across  the  bed  at 
the  entrance  to  the  gangway. 

The  No.  1  bench,  from  which  sample  9101  was  taken,  contains  a  large  percentage 
of  hard  bright  coal  resembling  that  from  No.  6  bench,  but  there  are  numerous  thin 
layers  of  bony  coal-  scattered  throughout  the  bed  which  can  be  separated  from  the 
bed  only  with  extreme  difficulty.  No  sample  was  taken  of  No.  2  bench,  but  the 
coal  resembles  that  in  No.  5  bench  which  was  sampled. 

Sample  9097  was  taken  from  the  graphitic  shale  bench  No.  3.  The  anal3rsis  of  the 
sample  shows  that  this  bench  is  too  high  in  ash  to  be  of  economic  value. 

Sample  9102  taken  from  No.  5  bench  contains  a  high  percentage  of  ash. 

Sample  9099  was  taken  from  bench  No.  6  and  represents  the  best  bench  in  the  bed. 

Sample  9100  was  collected  from  a  6-inch  layer  of  the  best  coal  near  the  center  of 
No.  6  bench.    This  sample  should  represent  the  best  picked  coal  from  the  bed. 

Notes, — ^The  analysis  of  sample  9100  compares  favorably  with  the  analyses  of  some 
of  the  anthracite  coals  of  Pennsylvania.  The  percentage  of  volatile  matter  is 
somewhat  higher  than  in  the  average  Pennsylvania  anthracite,  but  it  is  also  lower 
than  that  of  the  semianthracite  of  Sullivan  County,  Pennsylvania. 

For  chemical  analyses  of  this  coal  see  part  I  of  tiiis  bulletin,  p.  216. 
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LONGMIRB  SpRINOS.      SUMMIT  CbBBK  PrOSPBGT. 

Sample. — Subbituminoiu  cxmJ;  ajulyas  No.  9098  (p.  216). 

Location, — Summit  Creek  prospect;  on  Summit  Greek  in  the  SE.  i  NW.  i  sec.  13, 
T.  14  N.,  R.  10  £.,  12  miles  east  of  Ix>ngmire  Springs. 

Coal  bed. — ^The  bed  is  slightly  overturned  at  this  place  and  has  the  same  dip  and 
strike  as  the  Primrose  bed.  It  is  separated  from  the  Primrose  by  25  feet  of  shale. 
A  gangway  had  been  driven  on  this  bed  a  distance  of  35  feet. 

The  bed  was  measured  and  sampled  in  1909  by  £.  £.  Snuth,  as  described  below^: 

Section  of  coal  bed  in  Summit  Creek  prospect,  12  miles  east  of  Longmire  Springs. 


LabontoiyNo 

Roof,  ahato. 

Coal 

Coal,  poors 

Shale,  black  a 

Coal,  Dony  a 

Floor  abate. 

Thiclmess  of  bed 

Thickness  of  coal  sampled 


9008 

Ft. 

im. 

2 

^ 

0 

7 

3 

0 

2 

2| 

8 

7 

2 

•i 

•  Not  induded  in  sample. 

The  sample  was  taken  firom  the  face  of  the  gangway.    The  coal  was  more  or  1 
crushed  and  mixed  with  carbonaceous  shale. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  216. 

Mbndota.    Mbndota  Mine. 

i9amp^.— Subbituminous  coal;  analyses  Nos.  10323,  10324  (p.  216). 

Mine. — ^Mendota;  a  slope  mine  in  sec.  3,  T.  14  N.,  R.  1  W.,  at  Mendota,  about  6 
miles  east  of  Centralia,  on  the  Centralia  &  Eastern  Railroad. 

Coal  bed. — Several  coal  beds  were  exposed  in  the  property  of  the  company,  but 
only  the  one  upon  which  the  mine  was  working  was  sampled.    The  bed  dips  12^  W. 

The  bed  was  measured  and  sampled  on  September  30,  1909,  by  £.  £.  Smith,  at 
two  points,  as  described  below: 

Sections  of  coal  bed  in  Mendota  mine  at  Mendota. 


10323 
Ft.   In. 

1      4 


Laboratory  No 

Coal 

Shale,  sandy 

Coal 

Shale,  sandy 

Coal 

Shale,  yellow*bnmn 

Coal 

Staato 

Coal,  lltito  stringers  of  bone. . 

Shale,  yeDow'bfvwn 

Coal 

TUeknessofbed 

Thickness  of  coal  sampled 


•  Not  Included  in  sampte. 

Sample  10324  was  collected  80  feet  above  the  gangway  at  the  first  level  north,  in 
room  2. 

Sample  10323  was  taken  at  the  foot  of  the  slope,  850  feet  from  the  entrance  of  the 
mine.    About  one-half  of  each  parting  was  included  in  the  sample. 

Notes, — ^The  coal  slacks  readily  upon  exposure  to  the  air.  Irregular  lenses  of  a  soft 
cannel-like  coal  containing  much  volatile  matter  occur  at  intervals  in  this  mine.  It 
is  black  when  first  exposed  but  very  soon  turns  to  brown.  Large  pieces  can  be  easily 
ignited  in  the  hand  with  a  match;  they  bum  with  a  long,  smoky  flame. 
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Where  the  partingsof  the  main  bed  were  laigeand  easily  separated  irom  the  coal  they 
were  removed  in  the  mine.  The  coal  was  picked  and  sized  at  the  bunkers  over  a  shak- 
ing screen  with  2-inch  perforations. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  216. 

Sulphur  Spbinos.    Barnxtt  Surface  Prosfsct. 

Sample. — ^Anthracite  coal;  analysis  No.  9090  (p.  216). 

Location. — Surface  exposure;  in  the  SE.  \  sec.  7,  T.  13  N.,  R.  10  E.,  about  2  miles 
east  of  Cowlitz  River,  and  6  miles  east  of  Sulphur  Springs. 

Coal  bed. — ^The  coal  bed  outcrops  near  the  summit  of  the  hill  and  dips  to  the  west- 
ward 32''  and  strikes  N.  5®  E.  The  bed  has  a  total  thickness  of  about  18  feet,  only  3 
feet  of  which  was  thought  to  be  pure  enough  to  be  of  any  commercial  value.  The 
remainder  of  the  bed  was  composed  almost  entirely  of  a  hard  black  shale  containing 
thin  stringers  of  coal. 

The  bed  was  measured  and  sampled  in  1909  by  E.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  Bamett  tur/aee  prospect,  6  miles  east  ofSvdphur  Springs. 


Laboratory  No , 

Boof ,  aanostone. 

Shale,  bony  o 

Coal,  Dony,  containing  stringers  of  cool , 

Shale,  bony,  carbonaceous,  with  occasional  very  thin  stringeis  of  coal «. 


Thickness  of  bed 

Thickness  of  coal  sampled . 


9000 

Ft.  In. 

8     0 

8     0 

12     0 


18     0 
8     0 


a  Not  included  in  sample. 

The  sample  was  taken  from  the  3-foot  bench  of  bony  coal,  after  removing  about 
6  inches  of  coal  from  the  face  of  the  exposure. 

Notes. — ^The  small  stringers  of  coal  are  very  hard,  jet  black,  and  break  with  a  con- 
choidal  fracture. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  216. 

PIEBCE  COTTNTY.a 
Asrtord.    Mashbl  Mine. 

Sample. — Semibituminous  coal;  analyses  Nos.  9S84,  9885  (p.  217). 

Mine. — ^Mashel;  a  drift  mine  in  sec.  22,  T.  15  N.,  R.  6  E.,  at  Ashford,  on  the  Tacoma 
Eastern  Railroad. 

Coal  bed. — One  coal  bed  was  being  worked  in  this  mine.  It  was  being  developed 
at  the  end  of  a  long  rock  tunnel  which  was  driven  to  intercept  the  lower  part  of  a  bed 
which  was  known  to  outcrop  along  the  crest  of  the  ridge  north  of  Ashford.  The  bed 
dipe  about  38^  E.,  and  is  disturbed  by  ftiulta. 

The  two  benches  of  the  bed  were  measured  and  sampled  on  January  26, 1909,  by 
£.  £.  Smith,  as  described  below: 

Sections  of  coal  bed  in  Mashel  mine  at  Ashford. 


Labocntory  No 

Roof,  broken  rtiato. 

Coal 

Shale,  black  » 

Cool 

Coal,  bony 

Cool 

Shale,  subtly  bony  * 

Coal,  with  few  Irregnlar  layers  of  shale  and  bone . 
^loor.bone. 

Thickness  of  bed 

Thickness  of  coal  sampled 


0685 

0684 

Ft.    ill. 

Ft.    *n 

0    m 

0     5 

7     6 

\  it 

0     3 

•  •         ■  • 

6    i 

10     u 
9     9} 

5     1 
5     1 

•  For  more  detailed  desoriptions  of  coals  ftom  Fierae  County  sea  U.  8.  Oeol.  Survey  BuU.  374,  pp. 
167-103. 

Not  indnded  In  samples. 
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The  samples  were  taken  at  the  end  of  the  gangway,  about  4,400  feet  from  the  entrance 
of  the  mine. 

Sample  9885  was  taken  from  the  upper  bench  of  the  bed.  The  bed  was  overlain  at 
this  point  by  shale  which  was  very  badly  crufihed,  several  feet  of  which  will  break 
during  mining  and  mix  with  the  coal. 

Sample  9884  was  taken  from  the  lower  bench  of  the  bed.  Three  inches  of  bony 
shale  above  this  bench  can  be  separated  from  the  cool. 

Note. — ^The  coal  is  good  bituminous  coal  and  if  a  laige  percentage  of  the  ash  can 
be  removed  it  should  make  good  coke. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  217. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Ann.  Rept.,  pt.  3,  pp.  399-436. 

ASHFOBD.      LONGlfIRE  PbOBPECT. 

Sample. — Semibituminous  coal;  analysis  No.  0486  (p.  217). 

Location. — Longmire  prospect;  an  open  cut  located  in  the  SW.  i  sec.  20,  T.  15  N., 
R.  7  E.,  7  miles  east  of  Ashford. 

Coal  bed. — ^The  coal  bed  is  exposed  in  an  open  cut.  It  strikes  N.  73^  W.  and  dips 
15**  SW. 

The  bed  was  measured  and  sampled  in  1908  by  J.  B.  Umpleby,  as  described  below: 

^Stciion  of  coal  bed  in  Longmire  prospeet,  7  miles  east  o/Asf^ord. 


Laboratory  No 

Roof,  shale. 

Coal 

Parting  a 

Coal 

Parting  a 

Coal 

Parting  a 

Coal 

Floor,  slaty  soft  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled , 


6186 

Ft.  Hk 
0  6 
0  2 
0  8 
0  1 
0     4 

0  10 

1  9 

4     4 

3     3 


«  Not  Included  in  sample. 

Notes. — The  ratio  of  volatile  to  fixed  carbon  of  this  coal  is  higjher  than  in  any  other  coal 
commercially  developed  in  the  State.    The  high  ash  content  reduces  the  heating  value. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  217. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Ann.  Rept.,  pt.  3,  pp.  399-436. 

BUBNEIT.      BURNBTT  MiNB. 

Sample.— BitvamnouB  coal;  analyses  Nos.  9886, 9887, 9888, 9889, 9890, 9891  (p.  217). 

Mine. — ^Burnett;  a  slope  mine  in  sec.  16,  T.  19  N.,  R.  6  E.,  at  Burnett,  Fierce 
Coimty,  on  the  Northern  Pacific  Railway. 

Coal  beds. — ^Two  coal  beds  were  being  worked  in  the  mine— the  No.  2,  which  is 
believed  to  be  the  same  as  the  Wingate  bed  at  Carbonado,  and  a  bed  which  is  believed 
to  be  the  No.  3  of  the  old  workings.  The  southern  end  of  this  bed  is  faulted  and  the 
relation  of  this  bed  to  the  other  beds  is  not  definitely  known  at  present.  The  beds 
have  a  strike  of  about  N.  20^  W.  and  a  dip  of  45°  E.  The  No.  2  bed  varies  somewhat 
in  thickness  throughout  different  parts  of  the  mine.  The  No.  3  bed  ia  about  the  same 
thickness,  but  the  partings  vary. 

The  beds  were  measured  and  sampled  on  January  19,  1910,  by  E.  E.  Smith,  as 
described  below: 

Section  of  No.  t  coal  bed  in  BwmeU  mine  at  BumeU. 


Laboratory  No 

Roof,  carbonaoeotis  shale. 

Soft  coal 

Bhale,  soft  carbonaceous  a. 

Coal 

Floor,  carbonaceous  shale. 

Thickness  of  bed , 

Thickness  of  coal  sampled . 


•  Not  Indoded  in  sample. 


washikoton:  pibboe  oovntt. 
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Seetwns  of  No,  S  eoal  bed  in  BumeU  miru  at  BwmeU, 


9890 
Ft   in, 

1      4 
aO      6| 
aO      2 

1      3 

•  *         •  • 

aO      8 

-S   J 

0  4 
aO      1 

1  3 

6     0 
4      3 

9680 

FL   te. 

1       6 

aO       5 

a'i     'i 

7       6 
1       6 

9688 

Roof,  shale. 

Coal 

Ft,  te. 
al       6 

8halA 

•  0       5 

Bhal«,  carbonamoiis  . . . . .  x .  a  ^  x .                                                 i 

Coal.. .'.V................ 

Coal,  wttb  imsnlar  IflDses  of  ahale 

5       7 

Stiaie 

Coal 

Shato 

Coal 

Bhale 

Shale 

Coal 

Floor,  shale. 

7       6 

ThipVnAfm  ^f  Aoal  sample 

6       7 

a  Not  included  in  sample. 

All  of  the  samples  taken  from  the  mine  were  obtained  from  the  second  level. 

Sample  9891  was  taken  from  the  No.  2  bed  on  the  first  crosscut,  2,200  feet  south  of 
the  rock  tunnel  to  the  No.  3  bed.  The  bed  is  overlain  with  5  inches  of  carbonaceous 
shale  which  breaks  with  the  coal  and  must  be  removed  at  the  bunkers.    ^ 

Sample  9890  was  taken  on  bed  No.  3,  15  feet  above  the  gangway,  from  the  first 
manway  to  the  south  of  the  rock  tunnel  from  No.  2  bed.  The  bed  is  overlain  with 
about  6  inches  of  shale  at  this  place.  The  shale  mixed  with  the  coal  in  mining  and 
had  to  be  removed  at  the  bunkers. 

Sample  9889  was  taken  from  the  north  end  of  the  gangway  on  bed  No.  3,  at  a  point 
1,650  feet  north  of  the  rock  tunnel,  from  the  No.  2  bed.  The  sample  was  taken  on  the 
upper  bench  of  coal,  which,  together  with  the  5  inches  of  shale  underlying  it,  is  in 
many  places  left  as  a  roof  for  the  lower  bench.  This  bench  is  overlain  with  carbona- 
ceous shale  which  is  badly  broken,  makes  a  very  poor  roof.  It  mixed  with  the  coal, 
and  had  to  be  removed  at  the  bunkers. 

Sample  9888  was  taken  from  the  place  where  sample  9889  was  obtained,  but  from 
the  lower  bench.  The  bed  contains  irregular  lenses  of  shale,  most  of  which  can  be 
removed  by  careful  picking  and  washing,  and  only  a  few  of  the  thinnest  were  included 
in  the  sample.  The  shale  underlying  the  bed  is  fairly  firm  and  does  not  mix  with  the 
coal  to  any  great  degree. 

Sample  9887  was  taken  from  the  surface  of  the  storage  bins  in  the  bunkers  by  select- 
ing about  75  pounds  of  small  lumps  at  random  over  the  sur&ce  of  the  coal.  The  coal 
of  this  sample  was  crushed  and  quartered.  The  opposite  quarters  were  discarded  and 
the  remaining  coal  mixed  and  ground  to  the  size  of  a  pea.  It  was  then  quartered  and 
reduced  in  the  usual  way  until  the  final  sample  of  about  4  pounds  was  obtained. 

Sample  9886  was  taken  from  the  surJAce  of  the  bins  and  of  one  60-ton  railroad  car. 
The  sample  consisted  of  washed  coal  direct  from,  the  washer,  which  was  still  wet.  It 
was  prepared  for  analysis  in  the  same  way  as  sample  9887,  but  was  sealed  in  the  can 
while  still  moist. 

JVbtef .— The  coal  from  the  No.  2  bed  does  not  slack  when  exposed  to  the  sun,  nor 
does  that  from  No.  3  bed.  Both  of  these  coals  were  used  in  making  gas  and  coke. 
No  attempt  was  made  to  separate  impurities  from  the  coal  in  the  mine .  At  the  bunkers 
the  coal  was  {Missed  over  a  shaking  screen  having  lHi^<^h  perforations.  The  oversize 
was  picked  on  a  Mnk-belt  picking  table  by  -six  men.  It  was  then  repicked  over 
l^inch  bar  screens  before  being  dumped  into  the  bins.  The  undersise  was  washed 
in  a  tub  washer. 

For  chonical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  217. 

For  geologic  relations  see  TJ.  S.  Geol.  Survey  Ann.  Rept.,  pt.  3,  pp.  399-436. 
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Gabbonado.    Gabbon  Bbix  Mihbb. 

Sample.— Bitxmmojia  coal;  analyses  Nob.  552-D,  2459,  2460,  9555,  9556,  9557,  9558, 
9560,  9562,  9564,  9565,  9569,  9570,  9572,  9601  (pp.  217,  218). 

Mine. — Garbon  Hill;  a  Beries  of  drift  and  slope  mines  in  sec.  4,  T.  18  N.,  R.  6  E., 
at  Garbonado,  on  the  Northern  Pacific  Railway. 

Coal  beds. — ^More  than  a  dozen  coal  beds  have  been  worked  at  dilbseBt  tiiiios  at  this 
mine.  At  the  time  of  sampling,  10  coal  beds  were  being  worked,  9  of  which  were 
sampled.  The  Garbon  River  cuts  diagonally  across  the  beds  approximatriy  along  the 
line  of  a  laige  fault  which  separates  the  more  regular  southern  part  of  the  fonoation 
from  the  folded  part  to  the  north.  The  beds  on  the  south  side  of  the  river  h#ve  a 
fairly  uniform  strike  and  dip,  the  strike  being  nearly  north  and  south,  and  the  dip 
decreasing  from  60^  near  the  north  end  to  about  20^  at  the  south  end.  North  of  the 
river  the  beds  are  somewhat  closely  folded  and  in  many  places  broken  by  small 
faults.  The  beds  were  numbered  in  an  order  that  have  no  reference  to  their  position 
in  the  series.  Three  slopes  had  been  driven — one  on  the  Wingate  bed,  on  the  south- 
west side  of  the  river,  and  known  as  the  No.  1  slope;  anoflier  on  the  Wingate  bed  on  the 
north  side  of  the  river  and  known  as  the  No.  6  slope;  and  another  on  the  No.  1  bed 
at  the  end  of  a  long  rock  tunnel  which  is  known  as  Mine  No.  1  North.  The  last- 
mentioned  slope  is  spoken  of  as  the  Electric  Slope.  The  remaining  openings  are  all 
only  slightly  above  the  river  and  are  spoken  of  as  water  levels.  Hie  beds  and  the 
I>arting8  in  the  beds  are  fairly  continuous  throughout  the  workings.  About  ^  mile 
south  of  the  No.  1  slope  on  the  Wingate  the  bed  is  offset  by  a  diagonal  dike.  To  the 
south  of  the  dike  the  bed  has  a  different  section  than  to  the  north,  as  shoiWB  by  the 
sections  given  below  of  the  Wingate  bed. 

The  beds  were  measured  and  sampled  on  December  6  and  7, 1909,  by  E.  E.  Smith 
(except  sample  552-D  which  was  taken  by  K.  M.  Way  in  1906,  and  samples  2459  and 
2460  which  were  taken  by  M.  R.  Gampbell  on  October  17, 1905),  as  shown  b^ow: 

Section  of  No.  1  coal  bed  in  Carbon  Hill  mine  at  Carbonado. 


Laboratory  No 

Roof,  black  shale. 

Coal 

Shale  and  broken  coal 

Coal 

Shale 

Coal 

Shale. 

Coal 

Shale,  hard 

Coal 

Coal,  bony 

Floor,  shale. 

Thickness  o  f  bed 

Thlckneas  of  coal  sampled. 


11579     1 

Fi. 

^1^ 

3 

f* 

•0 

sl 

0 

lU 

•0 

X 

0 

6 

ao 

9 

0 

3 

00 

1 

8 

0 

•0 

6 

7 

4 

6 

5 

3M0 

Fi.  In. 

al  0 

•0  k 

I  9 

•0  7 

i  8 

•0  f 

0  8 
ao  i 

1  3 


6     3 


a  Not  included  in  sample. 
Section  of  coking  coal  bed  No.  1  in  Carbon  EUl  mine  at  Carbomdo^ 


Laboratory  No 

Roof,  shale. 

Coal,  Impure 

Coal,  finely  Jointed  and  oraahed 

Shale,  irregular  • 

Coal,  finely  jointed  and  crushed 
Floor,  black  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


Ft*  IMi. 

0  3 

1  H 

0  1 

0  91 

3  6 

3  4 


Not  included  in  sample. 


washikoton:  pibbce  couktt. 
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Section  o/eobing  eoal  bed  No,  t  in  Carbon  BUI  mim  at  Carbonado. 


LabofstoryNo 

Boof.8lialo. 

Coal 

ShatophaniA 

Coal 

Shale* 

Coal : 

Coal,  flna-aralned  metallio 

Coal 

filiate,  htfda 

Coalp  bright,  minutely  jointed 

Shate 

Coal,  height,  minutely  jointed 

Shate  • 

Coal 

Floor,  ahate. 

Thickmmofbed 

ThickDMs  of  coal  sampled 

•  Not  todnded  in  sampte. 
Section  off  coking  coal  bed  No,  S  in  Carbon  Hill  mine  at  Carbonado 


SK7 

FL  <«. 

a  7 

0  i 

1  6 

0  1 

Q  3 

0  3h 

0  2} 

0  1 
0 
Q 
0 

0  1 

2  21 


8 
8 


"J 


a 


Lahoratory  No. 


Coal..., 
Shateo. 
Coal.... 
Shate*. 

Ova.... 

Shate*. 
Coal.... 
Shide*. 
Coal... 


lUdknessofbed 

Thidmess  of  coal  sampled. 


5S2-D 

n,  in. 

1  10 

0  4 

1  10 

0  U 

0  10 

0  1 

0  7 

0  2 

2  4 


8     U 

7     5 


*  Not  included  in  sampte. 
Section  off  upper  beneh  off  coking  coal  bed  No.  3  in  Carbon  Hill  mine  at  Carho/nado. 


LahoimtofTNo 

Roo^  hard  ahate. 

Coal 

Shate* 

Coal* 

Shate  * 

Coal* 

Coal,  hony* 

Fteqr.  ahate. 

Thlcknenofbed 

Thickneaa  of  coal  sampled. 


0906 

rt. 

to. 

1 

6 

1 

0 

2 

0 

0 

4 

3 

6 

0 

7 

8 

7i 

1 

5 

*  Not  included  in  sampte. 
Section  off  lower  bench  off  coking  coal  bed  No.  3  in  Carbon  Hill  mine  at  Carbonado. 


Laboratory  No 

Roof,  hartl  shate. 

Coal* 

Shate* 

Coal 

Shate* 

Coal 

SL5?" 

HUcknenofbed 

ThtctTwsB  of  coal  sampled 

*  Not  indudad  tnaunpte. 


0555 

Ft. 

to. 

1 

6 

1 

0 

2 

0 

0 

H 

3 

6 

0 

7 

8 

71 

6 

0 

890 
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SeeUon  of  coal  bed  No.  4  in  Carbon  Hill  mine  at  Carbonado. 


LabotBtory  No 

Roof.  carboDBOBoos  shale. 

Coal 

Shalea 

Coal,  impure 

Sbalea 

Coal 

Shale,  "sulphur"  a 

Coal 

Shale,  "sulphur"  « 

Coal 

Coal,  bony  a 

Thlckxiessofbed 

Thidmess  of  coal  sampled 


Ft. 

I 

in. 

7 

0 

i 

0 

3 

0 

1 
0 
0 

:i 

0 

1 

1 

7 

1 

3} 

6 
5 

'3 

a  Not  included  in  sample. 
Section  of  coal  bed  No.  5  in  Carbon  Hill  mint  at  Carbonado. 


Laboratory  No 

Roof,  shale. 

Coal 

Shale,  irregular  a 

Coal,  impure  « 

Coal,  crushed 

Floor,  hard  shale  and  some  ooal. 

Thickness  of  bed 

Thickness  of  coal  sampled. . 


a  Not  included  in  sample. 
Section  of  coal  bed  No.  11  in  Carbon  Hill  mine  at  Carbonado. 


Labofatorr  No 

Roof,  bla»  shale. 

Coal 

Shalea 

Coal 

Shalea 

Shale,  carbonaceous  a 

Coal 

Shalea 

CoalA 

Flow,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


•  Not  induded  in  sample. 
Seetiont  of  Wingale  coal  bed  in  Carbon  Hill  mine  at  Carbonado. 


LaboratOTT  No 

0001 
Ft,   in, 
0    10 
4     1 

4    11 
4      1 

0600 
Ft.    in. 

•  •         •  • 

4    6 

4    0 
4    6 

9400 
Ft.  in, 

«  •       •  • 

4    11 

4    11 
4    11 

0558 

RodL  hard  shale. 

Shale,  carbonaoeoos.  thin  streaks  of  ooal « 

Ft.  to. 

Coal 

5  1 

Floor,  hard  shale. 

Thickness  of  bed 

5  i 

ThlcknMs  of  coal  sampled 

5   i 

a  Not  induded  in  sample. 

Sample  9570  waa  taken  500  feet  from  the  entrance  to  the  gangway  on  No.  11  bed  and 
about  40  feet  above  the  gangway  in  chute  10  or  chute  11.  The  coal  bed  waa  disturbed 
at  thia  place  and  considerably  broken.  Both  the  roof,  the  floor,  and  the  coal  and  shale 
that  separated  the  bed  from  the  floor  were  badly  broken.  They  mixed  with  the  coal  in 
mining  and  had  to  be  removed  in  preparation  for  the  market. 

Sample  9556  included  a  3-foot  7-inch  cut  of  coal  from  the  No.  9  bed,  underlain  with 
shale,  was  taken  from  the  south  end  of  the  gangway,  about  400  feet  from  the  entrance 
of  the  water  level  on  bed  No.  9.  The  bed  is  overlain  with  black  shale,  which  is  fairly 
fixm  and  did  not  mix  with  the  coal. 
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Sample  9664  was  taken  at  the  south  end  of  the  water-level  gangway  of  bed  No.  5, 
about  3,200  feet  from  the  entrance.  The  roof  and  floor  do  not  mix  with  the  coal  in 
mining. 

Sample  9672  was  taken  from  the  first  level  on  the  No.  1  (83-inch)  bed  about  100 
feet  up  chute  No.  13,  and  600  feet  north  of  the  bottom  of  the  electric  slope.  The  bed 
contains  several  i>arting8  which  can  be  separated  in  preparation  for  the  market  and 
were  not  included  in  the  sample.  The  roof  and  floor  are  &irly  Ann,  but  in  places 
they  broke  and  mixed  with  the  coal  somewhat. 

Sample  9662  was  taken  from  the  No.  4  bed  about  200  feet  up  chute  No.  14  north  of  the 
entrance  to  the  gangway.  Pieces  of  the  roof  and  the  floor  mixed  only  slightly  with 
the  coal  and  could  be  removed  at  the  bunkers. 

Sample  9666  was  taken  at  the  south  end  of  the  gangway  on  the  No.  3  coking  bed  at 
a  point  about  1,900  feet  south  and  100  feet  west  of  the  northeast  comer  of  sec.  14, 
T.  18  N.,  R,  6  £.  It  was  taken  from  the  upper  bench  of  the  bed.  This  bench  is 
overlain  with  bony  shale,  which  makes  a  very  i>oor  roof.  Pieces  of  it  mixed  with  the 
coal  in  mining. 

Sample  9666  was  taken  from  the  lower  bench  of  the  No.  3  coking  bed  at  the  same 
place  from  which  sample  9666  was  taken.  The  lower  layer  of  the  bench  is  somewhat 
bony,  but  was  mined  with  the  rest  of  the  bench  and  was  included  in  the  sample.  This 
bench  is  separated  from  the  upper  bench  by  about  a  foot  of  shale.  The  entire  bed 
was  mined  as  one  bench  and  this  shale  parting  was  removed  at  the  bunkers. 

Sample  9667  was  taken  from  the  north  end  of  the  gangway  on  the  No.  2  coking  bed 
at  a  point  about  3,200  feet  south  and  100  feet  west  of  the  northeast  comer  of  section  14. 
Both  the  roof  and  the  floor  of  the  bed  are  of  shale  and  were  badly  broken.  They  mixed 
with  the  coal  mined  and  were  separated  at  the  bunkers. 

Sample  9669  was  taken  from  the  No.  1  coking  bed  at  the  end  of  the  rock  tunnel  from 
the  No.  2  coking  bed.  This  bed  is  believed  to  be  one  of  the  beds  worked  at  the 
Wilkeson  mine  and  is  very  much  thinner  at  this  place,  probably  on  accoimt  of  local 
movement  along  the  bed.  The  upper  part  of  the  coal  is  somewhat  impure,  but  was 
included  in  the  sample.  The  coal  in  the  two  benches  was  finely  jointed  and  crushed, 
indicating  considerable  movement.  The  floor  shale  became  mixed  with  the  coal  in 
mining. 

Sample  9660  was  composed  of  two  samples  taken  from  the  Wingate  bed  near  the 
No.  1  slope.  One-half  of  the  sample  was  taken  at  the  south  end  of  the  third  level 
gangway  about  40  feet  south  of  the  main  slope.  The  other  half  of  the  sample  was  taken 
from  the  same  water  level  at  the  end  of  the  gangway  280  feet  north  of  the  dope.  Both 
the  roof  and  the  floor  of  the  bed  are  hard  and  fimi  and  do  not  mix  with  the  coal. 

Sample  9668  was  taken  from  the  third  level  in  No.  6  mine  on  the  Wingate  bed 
about  20  feet  north  of  the  slope  in  the  first  crosscut.  Both  the  roof  and  the  floor  are 
firm  and  do  not  become  mixed  with  the  coal  except  in  places. 

Sample  9601  was  taken  from  the  No.  1  slope  on  the  Wingate  bed  in  the  tenth  cross- 
cut between  chutes  66  and  67  of  the  second  level.  The  upper  part  of  the  coal  bed 
in  this  part  of  the  mine  is  replaced  with  carbonaceous  shale  containing  thin  streaks 
of  coal.    This  broke  with  the  coal  and  had  to  be  sepaiated  at  the  bunkem. 

Sample  2460  was  taken  from  the  No.  1  bed  on  the  east  dip  at  chute  11,  halfway 
between  the  sjmclinal  point  and  the  anticlinal  end,  3,000  feet  from  tipple  at  Carbon 
River. 

Sample  2469  was  taken  from  the  Wingate  bed,  1,000  feet  from  the  slope,  on  the  level 
700  feet  below  the  river  near  a  small  fault. 

Sample  662~D  was  taken  from  the  No.  3  coking  bed  in  the  third  main  entry  of  the 
north  workings.  It  was  taken  from  the  &ce  of  the  gangway  at  a  distance  of  about 
1,400  feet  from  the  entrance  to  the  No.  1  north  tunnel. 

Notes. — ^The  coal  from  this  mine  was  prepared  for  the  market  by  three  processes. 
The  dry  coal  from  the  Wingate  bed  was  passed  over  3-inch  bar  screens.  The  over- 
flise  was  picked  and  sold  as  lump.    The  undemize  waa  picked  by  hand  and  waa  sold 
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asunwaahedcoAl,  orvasflumedtothewaBher.  The  coal  from  No.  6  mine  and  tiie  wet 
coal  ttom  the  No.  1  mine  of  the  Wingate  bed  were  handled  by  the  second  proceeB, 
being  washed  from  the  mine  cars  and  paaaed  over  bar  screens  having  2f-inch  and 
If-inch  openings.  The  oversize  was  picked  twice.  The  undersize  was  passed  through 
two  tub  washeis.  The  concentrates  were  carried  by  drags  over  draining  screens 
having  slits  about  0.06  inch  in  width  into  the  bunkers  for  the  washed  Wingate  coal. 
The  fine  coal  which  passed  through  the  slits  was  settled  in  a  special  tank.  The  fine 
coal  was  drawn  from  the  bottom  of  the  settling  tank  and  carried  by  drags  over  a  draining 
screen  having  sUts  about  0.03  inch  wide.  The  coal  which  passed  over  the  screen 
was  called  ^'birdseye  **;  that  which  passed  through  the  screen  was  separated  in  large 
settling  tanks  and  was  called  ''coal  dust.''  The  coal  dust  and  birdseye  were  sold  in 
Seattle  and  Tacoma  to  be  used  in  automatic  stoker  boilers  for  laige  heating  plants. 
About  50  tons  per  day  of  coal  dust  and  birdseye  was  saved  out  of  a  total  output  of  800 
tons.  The  coal  from  the  other  beds,  all  of  which  was  troated  by  the  third  method, 
was  passed  over  bar  screens  having  2i-inch  and  If^inch  spaces.  The  oversize  was 
picked  three  times,  and  sold  as  lump.  The  undersize  was  passed  through  a  washer 
and  was  treated  in  the  same  manner  as  the  coal  from  the  Wingate  bed.  Jig  washers 
had  been  installed  for  cleaning  the  coal  for  coking,  but  were  not  in  use  at  the  time  of 
sampling.  None  of  the  coals  slacks  when  exposed  to  the  sun.  All  compare  favorably 
with  many  of  the  bituminous  coals  of  the  eastern  part  of  the  United  States. 

For  analyses  of  these  coal  see  part  I  this  report,  pp.  217,  218.  Also  for  analysis  of 
552-D  see  Bureau  of  Mines  Bull.  5,  p.  5;  for  washing  and  coking  tests  see  Bureau 
of  Mines  Bull.  5,  pp.  32,  46. 

For  geologic  relations  see  U.  S.  (xeol.  Survey  Ann.  Kept.,  pt.  3,  pp.  309-436. 

Cabbonado.  Carbonado  No.  4  N.  Minb. 


Sample,— BituminouB  (?)  coal;  analyses  Nos.  10573,  10574, 10575  (p.  219). 

Mim. — Carbonado  No.  4  N.;  at  Carbonado. 

Coal  bed. — No.  4  north  or  Wilkeson. 

The  bed  was  measured  and  sampled  at  two  points,  on  June  8, 1910,  by  H.  M.  Wolflin, 

shown  below: 


Sections  of  coal  bed  in  Carbonado  No.  4  N.  mine  at  Carbonado. 


Laboratory  No , 

Roof,  black  sliale. 

Coal 

Black  sandstone 

Black  dule 

Light  israv  clay 

Black  carbonaceous  shale. 

Dark  grt^f  clay 

Coal 

Sandstooe 

Coal 

Black  sandy  shale 

Coal 

Floor,  shale. 

Thiclaiessofbed 

Thickness  of  coal  sampled 


10573     1 

Ft. 

in. 

1 

f 

•  0 

1 

•  • 

aO 

•  • 

4 

40 

1 

aO 

1 

1 

1 

•  0 

u 

1 

7 

aO 
0 

i4 

6 

4 

4 

7i 

10674 
Ft.  in. 

1    ai 


•0 
•0 
•0 
aO 

1 


1 
1 


•0      1 

0    a 


0 

1 


2i 


I  II 


a  Not  included  in  sample. 

Both  samples  were  taken  from  a  rib  in  chute  16,  2  blocks  below  No.  14  counter. 
The  samples  were  wet  when  taken. 

A  composite  sample  was  made  by  mixing  the  rib  samples  10573  and  10574  lor  an 
ultimate  analjnris,  the  results  of  which  are  shown  under  laboratory  No.  10575. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  219. 


washinoton:  pibbce  county. 
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Fairfax.    Fairpaz  Minb. 

Sample.— BitaminouB  coal;  analyses  Nos.  9574^  9607,  9608,  9609  (p.  219). 

Mine, — Fair&ix;  a  drift  and  slope  mine  one-fourth  mile  south  of  Fairito,  Fierce 
County,  on  the  Northern  Pacific  Railway. 

Coal  beda, — ^Three  beds  in  the  mine  were  measured  and  sampled.  The  lower  bed, 
known  as  the  Blacksmith  bed,  was  not  being  worked  at  the  time  of  sampling.  The 
middle  or  No.  3  bed  was  being  worked  on  the  first  level,  and  the  upper  or  No.  7  bed 
was  being  worked  on  the  water  level.  The  beds  strike  N.  30^  W.  and  dip  about  75^ 
NE.  Bed  No.  3  was  the  only  one  beii^  woriced  to  any  considerable  extent.  Both 
the  roof  and  floor  of  the  bed  are  very  firm,  but  they  are  not  uniform.  In  some 
places  the  bed  is  only  about  a  foot  in  thickness,  and  in  other  places  it  is  nearly  4  feet. 

The  beds  were  measured  and  sampled  on  December  16  and  18,  1910,  by  £.  £. 
Smith,  as  described  below: 

Section  of  No,  3  coal  bed  in  Fair/ax  mine  at  Fair/ax. 


Laboratory  No 

Roof,  very  bard  shale. 

Oool,  Bilghtly  bony 

Coal 

8bale,hanla 

Goal 

Coal,  bony  a 

Flo<^  hard,  flinty  shale. 

Thickness  of  Ded 

Thickness  of  coal  sampled 


9607 

Ft.  in. 

0  8 

0  6 

0  1 

2  Hi 
0  3 

3  sf 


Section  of  No.  7  coal  bed  in  Fair/ax  mine  at  Fair/ax. 


Laboratory  No 

Roof,  shale  (poor  rooO. 

Coal,  broken 

Shale,  hard  « 

Coal 

Floor,  shale  (poor  floor). 

Thickness  of  bed 

Thickness  of  coal  sampled 


9fm 

Ft, 

in. 

5 

ai 

0 

4 

2 

Si 

8 

4 

8 

0 

Section  of  Blacksmith  bed  in  Fairfax  mine  at  Fair/ax. 


Laboratory  No 

Roof,  shale. 

Shale,  carbonaoeousa 

Coal 

Vioot,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9600 
Ft.  In. 

0  2i 

1  9 

1    111 
1     9 


a  Not  included  in  sample. 

Sample  9607  was  taken  from  bed  No.  3,  80  feet  below  the  north  water  level  in 
» chute  8.    Both  roof  and  floor  are  very  hard  and  do  not  mix  with  the  coal  in  mining. 

Sample  9608  was  taken  from  bed  No.  7  at  the  end  of  the  water-level  gangway,  about 
75  feet  south  of  the  rock  tunnel,  from  bed  No.  3.  Both  roof  and  floor  are  very  poor; 
pieces  mixed  with  the  coal  and  had  to  be  removed  at  the  bunkers. 

Sample  9609  was  taken  from  the  Blacksmith  bed  at  the  south  end  of  a  short  gangway, 
from  a  rock  timnel  about  500  feet  along  the  main  gangway  from  slope  No.  3.  The 
bed  varies  in  .thickness,  and  the  coal  for  the  sample  was  taken  in  two  places  within 
a  few  feet  of  each  other.  Both  roof  and  floor  are  hard  and  did  not  mix  with  the  coal 
in  mtTiing  except  where  local  lenses  of  shale  occur  under  the  roof. 

Sample  9574  was  made  up  from  about  75  pounds  of  washed  coal  from  the  bunkers, 
which  had  stood  in  them  under  cover  for  some  time.    Small  quantities  of  coal,  all  in 
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fragments  less  than  three-fourths  of  an  inch  in  diameter,  were  taken  at  irregfular 
intervals  from  the  stirfeu;e  of  the  coal.  The  coal  was  thoroughly  mixed  and  quartered 
in  the  usual  manner  until  about  20  x>ound8  was  left;  this  was  ground  to  the  size  of 
a  pea  and  quartered  until  the  final  sample  of  4  pounds  was  obtained. 

Notes. — ^At  the  bunkers  the  coal  was  passed  over  a  shakiTig  screen  having  l}-inch 
perforations.  The  oversize  was  hand  picked  to  remove  the  shale  partings  and  other 
impurities,  then  passed  through  a  crusher,  and  thence  conveyed  to  the  crasher.  The 
undersize  was  washed  through  a  Je£fery-Robinson  washer  and  rewashed  through  two 
jigs.  Nearly  the  entire  output  was  coked  in  the  ovens  at  the  mine.  A  small  amount, 
however,  was  sold  occasionally  for  blacksmitbing  coal.  All  the  Fairfax  coal  does  not 
slack  when  exposed  to  the  air,  but  that  from  bed  No.  7  contains  a  large  amount  of  ash. 

For  chemical  analyses  of  this  coal  see  x)art  I  of  this  bulletin,  p.  219. 

Fairfax.    Montezuma  Mine. 

iSamp26.— fiemibituminous  coal;  analyses  Nos.  9602,  9603,  9604,  9605,  9606,  9613 
(p.  219). 

Mine. — ^Montezimia;  a  series  of  drifts  located  about  1  mile  south  of  Fairfax,  near 
the  Northern  Pacific  Railway. 

Coal  bede. — Four  coal  beds  were  exposed  in  this  mine  which  are  as  follows  in 
descending  order  in  the  series:  Nos.  1,  2,  3,  and  4.  No.  1  was  not  being  worked  at 
the  time  of  sampling.  The  beds  are  all  thin,  and  but  for  the  steepness  of  the  dip,  65^ 
to  70^,  would  be  very  difficult  to  work.  In  a  few  places  underneath  some  of  the  beds 
small  lenses  of  coal  occur  which  can  be  mined  with  the  bed. 

The  beds  were  measured  and  sampled  on  December  17  and  18, 1909,  by  E.  £.  Smith, 
as  described  below: 

Section  of  No.  1  coal  bed  in  Montezuma  mine^  1  mile  north  of  Fairfax, 


Labontory  No 

Roof,  soft  shale. 

Coal 

Shale,  hard  a 

Coal 

Floor,  soft  yellow  day  and  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 

Section  of  No.  t  coal  bed  in  Montezuma  mine,  1  mile  north  of  Fairfax. 

Laboratory  No 

Roof,  shale,  with  sandstone  above. 

Coal 

Shale  o 

Coal 

Shale,  carbonaoeoas,  soft* 

Coal 

Floor,  bony  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9G03 
Ft.   in. 
1     4 


0 
1 
0 
0 


1 
1 

2i 


2  a 

2      7i 


a  Not  included  in  sample. 
Section  of  No.  S  coal  bed  in  Montezuma  mine^  1  mile  north  of  Fairfax. 


Laboratory  No 

Roof,  flinty  sandstone  and  hard  shale 

c5oal,bri^t 

Coal,  Imdten 

Coal,  slightly  bony 

Shalea 

Coal  and  bone  a 

Floor,  sandstone. 

Thtekness  of  bed 

Thkskness  of  ooal  sampled 


Ft. 

h^ 

1 

S 

1 

0 

0 
0 
i± 

? 

4 

\± 

2 

n 

•  Not  iDolnded  in  sample. 
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Section  of  No.  4  eoal  bed  in  MonJtemima  mtn«,  1  miU  north  of  Fairfax. 


Laboratory  No 

Shale,  carbonaoeoosa 

Goal,  small  "Binerhead"  near  canter  (local). 

Goal,  very  slightly  bony 

Shalea 

Coala 

Thickness  of  bed 

Thickness  of  coal  sampled 


9606 

Ft. 

In. 

0 

5 

1 

11 

0 

H 

1 

0 

4 

0 

8 
2 

vt 

•  Not  included  in  sample. 

Sample  9602  was  taken  from  the  No.  1  bed  at  the  entiance  to  chute  4,  on  the  north 
water  level.  Pieces  of  the  shale  roof  and  floor  clay  mixed  with  the  coal  in  mining 
and  had  to  be  8ei>aiated  at  the  bunkers. 

Sample  9603  was  taken  from  the  No.  2  bed,  5  feet  above  the  first  counter  in  chute  36. 
Pieces  of  the  overlying  bony  coal  and  soft  shale  mixed  with  the  coal  and  had  to  be 
separated  at  the  bunkers. 

Sample  9604  was  made  up  of  165  pounds  of  coal  from  the  No.  2  bed  which  was  col- 
lected in  small  quantities  at  random  from  the  surfoce  of  the  bunker  at  the  railroad 
track.  It  was  thoroughly  mixed,  quartered,  and  reduced  until  a  sample  of  about  25 
pounds  was  obtained.  This  was  ground  to  the  size  of  a  pea,  mixed,  quartered,  and 
reduced  until  the  final  sample  of  about  4  pounds  was  obtained. 

Sample  9605  was  taken  from  the  No.  3  bed,  5  feet  above  the  gangway  in  chute  11. 
The  bed  at  this  point  is  separated  by  a  parting  of  shale  from  a  lower  bench  of  coal  and 
bone  which  was  mined  in  part  of  the  mine. 

Sample  9606  was  taken  from  No.  4  bed  just  above  the  second  counter  on  chute  6. 
At  this  place  the  bed  is  underlain  with  a  local  pocket  of  coal  about  4  feet  thick,  which 
is  an  enlargement  in  a  layer  whose  normal  thickness  is  about  6  inches. 

Sample  9613  consisted  of  about  140  pounds  of  washed  coal  collected  in  small  quan- 
tities at  random  from  the  surface  of  the  bunker  in  which  the  No.  3  and  the  No.  4  coal 
was  stored.  It  was  prepared  for  the  laboratory  in  the  same  manner  as  sample  9604  was 
prepared. 

Notet. — ^The  coal  from  the  four  beds  produces  a  very  small  amount  of  lump.  It  does 
not  weather  when  exposed  to  the  sun.  The  coal  from  the  No.  2  bed  was  considered  to 
be  a  good  coking  coal  and  was  also  used  to  a  large  extent  as  blacksmith  coal.  The  No. 
3  bed  was  considered  to  be  the  best  blacksmith  coal  in  this  mine.  The  coal  from  No.  3 
and  No.  4  beds  was  washed  and  stored  separately  from  the  coal  from  No.  2  bed.  The 
coals  from  all  the  beds  wero  passed  over  a  shaking  screen  having  l^inch  perforations. 
The  oversize  was  picked  and  used  as  domestic  and  steam  coal.  The  underslze  was 
washed  through  feldspar  jig  washers  and  flumed  to  a  bunker  at  the  railroad  track, 
where  most  of  it  was  used  in  the  manufacture  of  coke.  A  small  part  of  the  washed 
coal  was  sold  for  blacksmith  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  219. 

Melmont.    Meluomt  Mine. 

Sample. — ^Bituminous  to  semianthracite  coal;  analyses  Nos.  9576,  9577,  9578,  9579, 
9580,  10412  (p.  220). 

Mine, — Melmont,  a  slope  and  drift  mine  in  T.  18  N.,  6  £.,  at  Melmont,  Fierce 
County,  on  the  Northern  Pacific  Railway. 

Coal  beds. — ^Three  coal  beds  are  exposed  in  the  mine,  and  the  lower  two  were  being 
worked  at  the  time  the  mine  was  visited.  Bed 'No.  1  is  the  highest  in  the  series  and 
was  not  being  worked.  No.  2  is  next  lower  and  was  being  mined  on  a  short  water- 
level  gangway.  The  No.  3  is  the  main  bed  of  the  mine  and  was  being  worked  in  the 
fiistlevel.    The  beds  have  a  strike  of  N.dO^'W.  and  a  dip  of  42'' SW.    TheNo.3bed 
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is  ftdrly  uniform  in  thiclaiNn  thKNif^out  the  mine.  Hie  rocks  of  Hie  entire  regicm  in 
which  this  mine  is  situated  are  very  badly  broken.  The  joints  are  close  together  and 
extend  through  both  the  roof  and  the  floor  so  that  the  roof  pressure  is  heavy  in  all 
parts  of  the  workings. 

The  beds  were  measured  and  sampled  in  December,  1909,  by  E.  £.  Smith,  as 
described  below: 

SectUm  of  coal  bed  No.  1  in  Melmont  mine  at  Melmont. 


Laboratory  No 

RooffShak. 

Coal 

81iale« 

Coal 

Bhale,  bdirya 

Coal 

Coal,  soft,  clayey  a 

Coal....:......: 

FloqCi  sliale,  thin  lajm  of  bony  coal 

ThktaMMofbed 

Thtokiwiw  of  coal  sampled , 


9S77 

Ft.  la. 

0  7 

0  1 

0  61 

1  5 
1  11 
0  1 
0  6 

I  a 


o  Not  included  in  sample. 
Section  ef  No.  t  coal  bed  in  Melmont  mku  at  Mehnont. 


Roof,  sfaaiB  (poor). 

HhalB,  carbonaceoos,  soft 

Coal# 

Dirt>  black 

Coal> 

Shale 

CoaL 

ThJdoiMidfbed 


rtin. 
0     4| 

3     6 
0     4 
5 
0 


^ 


•     81 


a  Inehided  In  sampfe  9576.  b  inohidBd  fatotrnplBlNM. 

Sections  of  No.  S  coal  bed  in  Melmont  mine  at  Melmont. 


Laboratory  No 

Roof,  shale  (poor). 

Bhale.carbonaoeoii8,Mft 

Coal,  broken  (km«rl  foot  8)  Indies  solid) 

Coal.«.. 

Shale 

Goal 

Floor  shale. 

Thieknessorbed 

ThiokneBsofcoalsomptod 


0578 
Pi.  Hl 

•  1  5 

•  •  •  ■ 

4  0 

•  2  0 

7  S 

4  0 


•  Not  inehided  In  sample. 

Sttnple  0579  was  taken  from  the  No.  3  bed  on  the  first  level  north,  60  feet  above 
gangway  in  diute  73.  Both  the  roof  and  the  floor  of  the  bed  were  badly  jointed  at 
this  place  and  mixed  to  a  considerable  extent  with  the  coal. 

Sample  9678  was  taken  from  bed  Ko.  3  on  the  first  level  north,  about  200  feet  up 
the  dip,  in  the  pillar  between  chutes  56  and  57.  The  workings  were  subjected  to  a 
very  heavy  squeeze  at  this  point  and  only  part  of  the  bed  could  be  sampled.  The 
1}  feet  of  carbonaceous  shale  was  badly  broken  and  pieces  of  it  mixed  with  the  coal 
in  the  mining.    The  cap  rock  of  shale  was  also  badly  broken  and  made  a  poor  roof. 

Sample  9576  was  taken  from  the  upper  bench  of  No.  2  bed  on  the  first  water-levd 
gangway  north,  25  feet  above  the  entrance  to  chute  2.  The  coal  is  overlain  with  an 
irregular  layer  of  soft  carbonaceous  shale.  Pieces  of  this  and  of  the  roof  became 
mixed  with  the  coal  in  mining  and  had  to  be  separated  at  the  bunkers. 

Sample  9580  was  taken  from  the  same  place  in  the  mine  from  which  sample  9576 
was  obtained.  In  mining,  the  4  inches  of  black  dirt  between  had  to  be  separated  at 
the  bunkers.    Pieces  of  the  shale  floor  became  mixed  with  the  coal  in  mining. 


WASHINGTON:  PIERCE  COUNTY.  897 

Sample  9577  was  taken  from  the  north  end  of  the  first  water-level  gangway  on  bed 
No.  1,  about  100  feet  from  the  main  rock  tunnel.  The  roof  is  poor,  and  pieces  of  it 
became  mixed  with  the  coal  in  mining.  A  composite  sample  was  made  by  mixing 
equal  parts  of  samples  9576  and  9580  for  an  ultimate  analysis,  the  results  of  which 
are  shown  under  laboratory  No.  10412  (p.  220). 

Notes. — ^The  No.  3  bed  is  badly  broken  by  joints,  so  that  it  produces  a  small  amount 
of  lump  coal.  The  coal  does  not  weather  on  exposure  to  the  air.  All  these  coals  coke 
and  were  used  as  blacksmith  coal.  No  attempt  was  made  to  separate  impurities  from 
the  coal  in  the  mine.  At  the  bunkers  the  coal  was  passed  over  taking  screens  having 
perforations  2  inches  in  diameter.  The  oversize  from  these  screens  was  picked  on  a 
link-belt  picking  table  and  conveyed  to  the  bunkers.  The  undersize  was  sorted 
through  a  set  of  revolving  screens,  and  the  different  sizes  were  washed  through 
feldspar  jigs. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  220. 

PmsBURG.    Black  Carbon  Mine. 

Sample, — Bituminous  (7)  coal;  analjrsis  No.  9892  (p.  220). 

Mine. — Black  Carbon;  a  drift  mine  in  sec.  22,  T.  19  N.,  R.  6  E.,  on  the  Northern 
Pacific  Itailway,  )  mile  west  of  Pittsbui^. 
Coal  6erf.— Black  Carbon.    The  bed  has  a  dip  of  40**  E. 
The  bed  was  measured  and  sampled  in  1909  by  E.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  Black  Carbon  mine,  i  miU  west  of  Pittsburg. 


Laboimtory  No ^ 

Roof,  shale. 

Coal 

Shale 

Coal 

Shalea 

Coal 

Shale  (lens)  o 

Coal 

Shalea 

Coal 

Shalea 

Coal  ( very  good ) 

Coalpbonya 

Clay,  yoUowa 

Floor,  black  shale. 

Thickness  of  bed 

Thkdcness  of  coal  sampled . 


9692 

Ft. 

in. 

0 

11 

0 

• 

0 

8 

U 

0 

5 

U 

1 

1 

3 

0 

1 

0 

5 

0 
0 

4 

0 

7 

0 

3 

5 

7 

4 

n 

a  Not  included  in  sample. 

The  sample  was  taken  from  chute  2},  about  6  feet  above  the  gangway  and  1,250 
leet  from  the  entrance  to  the  mine. 

Notes. — ^No  attempt  was  made  to  separate  any  of  the  impurities  from  the  coal  in 
the  mine.  It  was  picked  at  the  bunkers  over  bar  screens  having  li-inch  openings. 
The  coal  does  not  crumble  when  exposed  to  the  sun. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  220. 

For  geologic  relations  see  U.  S.  Geol.  Survey  18th  Ann.  Rept.,  pt.  3,  pp.  399-436. 

PirrsBURG.    PirrsBUBG  Mine. 

S^ample.— Bituminous  coal;  analyses  Nos.  9894,  9895  (p.  220). 

2ftn«.— Pittsburg;   two  slope  mines  located  at  Pittsburg,  on  the  Northern  Pacific 

Railway. 

Coal  beds.— Two  coal  beds  are  worked  in  this  mine,  the  Lady  Wellington  and  the 
Pittsburg.    They  have  a  strike  of  N.  15**  W.,  and  a  dip  of  58  to  60^  W. 

Hie  beds  were  measured  and  sampled  on  January  18,  1910,  by  E.  £.  Smith,  as 
described  on  the  following  page. 

46889**— Bull.  22,  pt  2—13 37 
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Section  of  Pittsburg  coed  bed  in  Pittsburg  mine  at  Pittsburg. 


Laboratory  No 

Boof,  shale. 

Coal  (good) I       0 

Bone 

Coal 

Shale  and  bonea 

Coal 

Shale  lens  « 

Coal 

Shalea 

Coal 

Floor,  bone. 

Thickness  of  bed 

Thickness  of  ooai  sampled 


a  Not  included  in  sample. 

The  sample  was  taken  at  the  face  of  the  gangway  just  beyond  chute  No.  13},  on  the 
first  level  of  the  Pittsbuig  bed.  Both  the  roof  and  floor  of  the  bed  are  firm  and  do  not 
mix  with  the  coal. 

Sample  9895  was  taken  from  a  4-foot  11-inch  cut  of  coal  which  was  overlain  and  under- 
lain with  shale.  It  was  taken  from  the  first  croescut  between  chutes  Nos.  32)  and  33  on 
the  first  level  of  the  Lady  Wellington  bed.  Both  the  roof  and  floor  are  firm  and  do  not 
mix  with  the  coal  in  mining. 

Notes. — ^No  attempt  was  made  to  separate  the  impurities  from  the  coal  in  the  mine. 
The  coal  &om  the  Pittsbuig  bed  was  hoisted  and  dumped  immediately  on  to  l^-inch 
bar  screens.  The  oversize  was  hand  picked  and  the  undersize  was  conveyed  by 
flume  to  the  washer  at  the  bunkers.  The  coal  from  the  Lady  Wellington  bed  was 
hauled  directly  to  the  bunkers,  where  the  lump  coal  was  picked  by  hand  and  the 
fine  coal  was  washed  through  jigs. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  220. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  18th  Ann.  Rept.,  pt.  3,  pp.  399-436. 

South  Willis.    South  Willis  Mine. 

Sample. — ^Bituminous  coal;  analysis  No.  9906  (p.  220). 

Mine. — ^Willis;  a  slope  and  water-level  mine  in  sec.  22,  T.  19  N.,  R.  6  £.,  at  South 
Willis,  on  the  Northern  Pacific  Railway,  about  2  miles  from  Wilkeson. 

Coal  beds. — ^The  coal  beds  worked  in  this  mine  parallel  the  beds  worked  at  the  Wilke- 
son and  Gale  Greek  mines,  but  are  higher  in  the  series.  They  have  a  strike  of  about 
N.  10^  W.  and  a  dip  of  about  56^  to  the  east.  Two  beds,  the  No.  1  bed  and  the  Wind- 
sor bed,  were  being  worked  at  the  time  of  sampling,  but  the  higher  (No.  1)  bed  was 
not  normal  and  was  not  sampled. 

The  Windsor  bed  was  measured  and  sampled  in  December,  1909,  by  £.  £.  Smith, 
as  described  below: 

Section  of  Windsor  coal  bed  in  South  Willis  mine  at  South  Willis. 


Laboratory  No 

Roof,  shale. 

Shale,  carbonaceoosa 

Coal 

Ckwl ,  soft,  impuze  « 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


Ft. 
0 

4 
0 

in. 
3 

4 

3i 

4 
4 

»4 

4 

a  Not  included  in  sample. 

The  sample  was  taken  from  a  point  25  feet  beyond  chute  11,  on  the  lower  water-level 
gangway.  The  bed  is  overlain  with  carbonaceous  shale  and  imderlain  by  soft  impure 
coal,  both  of  which  mix  more  or  lees  with  the  coal  and  must  be  separated  at  the 
bunkers. 
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NoU$. — ^The  coal  from  the  Windsor  bed  and  from  the  No.  1  bed  was  passed  over 
li-inch  bar  screens  at  the  bunkers.  The  oversize  was  picked  and  used  solely  as 
lump  coal.    The  undersize  was  washed  in  a  tub  washer. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  221. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  18th  Ann.  Rept.,  pt.  3,  pp.  399-436. 

WiLKEBON.    Brier  Hill  Mine. 

Sample. — Bituminous  coal;  analysis  No.  9897  (p.  221). 

Mine.— Brier  Hill;  a  water-level  mine  in  sec.  28,  T.  19  N.,  R.  6  E.,  one-fourth 
mile  west  of  Wilkeson,  on  the  Northern  Pacific  Railway. 

Coal  bed. — ^The  coal  bed  upon  which  this  mine  was  worked  belongs  to  the  group 
which  occurs  at  the  Gale  Creek  mine,  but  it  lies  near  the  crest  of  the  anticline  on  the 
opposite  side  of  the  syncline  from  the  above-mentioned  mine.  The  bed  has  a  strike 
of  N.  5**  E.  and  a  dip  of  20**  W. 

The  bed  was  measured  and  sampled  in  January,  1910,  by  E.  E.  Smith,  as 
described  below: 

Section  of  coal  bed  in  Brier  Hill  Mirue,  \  mile  west  of  Wilkeson. 


Laboratory  No 

Boof,  shale. 

Shale,  bony  a 

Coal,  banded 

Bone,  fat 

Coal,  banded 

Shale,  bony 

Coal,  banded 

Shale .  bony  a 

Coal,  banded 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled , 


9607 

Ft.  in. 

0  IJ 

0  6 

0  2 

0  6 

0  2 


0 
3 


w 


4    9 
4    6 


a  Not  included  in  sample. 

The  sample  was  taken  on  the  water-level  gangway,  500  feet  south  of  the  entrance 
of  the  mine. 

Notes. — ^The  bed  has  a  low  pitch  and  some  of  the  impurities  can  be  separated  in 
the  mine.    In  preparation  for  shipment  the  coal  was  picked  at  the  bimkers. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  §21. 

For  geologic  relations  see  U.  S.  Geol.  Survey  18th  Ann.  Repl.,  pt.  3,  pp.  399-406. 

Wilkeson.    Gale  Creek  Mine. 

/S^amp20.— Bituminous  coal;  analyses  Nos.  9908,  9909,  9910  (p.  221). 

Miru. — Gale  Creek,  a  slope  mine  in  sec.  28,  T.  19  N.,  R  6  E.,  at  Wilkeson,  on  the 
Northern  Pacific  Railway. 

Coal  beds. — ^Three  coal  beds,  designated  as  the  No.  1,  the  No.  2,  and  the  Queen, 
were  being  worked  at  this  mine  at  the  time  of  sampling,  in  1909-10.  They  dip  26 
to  60°  W.  The  beds  are  uniform  in  thickness  throughout  the  mine,  and  belong  to 
the  same  group  as  those  worked  at  Wilkeson  and  Carbonado. 

The  beds  were  measured  and  sampled  on  December  22, 1909,  by  E.  E.  Smith,  as 
described  below: 

Section  of  No.  1  coal  bed  in  Gale  Creek  mine  at  Wilkeson. 


Laboratory  No 

Roof,  compact  shale. 

Shale,  8lat6H»lored,  fissile  a. 

Coal 

Coal,  soft 

Coal 


Floor,  black,  bony  shale. 
TUcknesBOf  oed. 


TUcknesB  of  ooal.  sampled . 


9908 
Ft.    in. 

0  1 

1  9 

0  i 

1  6 


3 
3 


ti 


(Not  included  in  sample. 
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Section  of  No.  2  coal  bed  in  GaU  Creek  mine  at  WUkemm. 


LabonitofT  No 

Roof,  compact  shale. 

Bone,  soft « 

Coal 

Sliale,  carbonaoeons,  "mining"  a 

FlocHT,  shale,  with  bands  of  bone  and  coal. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9909 

Ft.  in. 

0  1 

3  0 

0  6 

3  7 

3  0 


a  Not  included  in  sample. 
Section  of  Queen  coal  bed  in  Gale  Creek  mine  at  Wilkeson. 


Laboratorv  No 

Roof,  hard  shale. 

Coal 

Shale,  carbonaceous  o 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


9910 

Ft.  in. 

1  11 

0  3 

1  4 

3  6 

3  3 


oNot  included  in  sample. 

Sample  9908  was  taken  about  10  feet  to  the  south  of  the  auxiliary  slope  to  the  old 
No.  1  opening  and  in  the  first  level  air  course.  The  coal  is  overlain  with  about  an  inch 
of  fissile  shale  which  loosens  from  the  roof  after  the  coal  has  been  drawn,  and  mixes  to 
some  extent  with  the  coal.  The  floor  of  the  bed  is  of  black  bony  shale,  which  is  firm 
and  does  not  mix  with  the  coal. 

Sample  9909  was  taken  on  the  second  level  gangway  of  the  No.  2  bed  of  the  new  mine, 
about  100  feet  south  of  the  rock  tunnel  from  this  bed  to  the  Queen  bed.  The  bed  is 
overlain  with  1  inch  of  soft  bone  which  mixes  somewhat  with  the  coal.  It  is  underlain 
with  6  inches  of  carbonaceous  shale  whic;}i  was  used  as  a  *' mining ''  and  was  separated 
from  the  coal  in  preparation  for  the  market.  This  bed  had  been  considered  to  be  the 
same  as  No.  1.  The  workings  on  these  two  beds  had  not  been  connected  and  the 
relation  between  the  two  had  not  been  definitely  established. 

Sample  9910  was  taken  on  the  pillar  between  chutes  3  and  4  on  the  second  level 
gangway  north.  Both  the  roof  and  floor  of  the  bed  are  firm  and  do  not  mix  with  the 
coal. 

Notes. — ^The  coal  from  these  beds  does  not  weather  on  exposure  to  the  sun.  All  are 
somewhat  higher  in  sulphur  content  than  the  best  coals  in  this  region.  They  have 
high  heating  values  and  should  be  classed  as  high-grade  bituminous.  No  attempt  was 
made  to  separate  impurities  in  the  mine.  At  the  bunkers  the  coal  was  passed  over 
l^inch  bar  screens.  The  lump  coal  was  picked  by  hand  and  the  screenings  were 
washed  in  a  tub  washer. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  221. 

For  geologic  relations  see  U.  S.  Geol.  Survey  18th  Ann.  Rept.,  pt.  3,  pp.  399-436. 

WiLKESOK.      WiLKESON  MiNE. 

iS^amp2^.— Bituminous  coal;  analyses  Nos.  9898,  9899,  9900,  9901,  9902,  9903,  9904, 
9905  (p.  221). 

Mine. — ^Wilkeson;  a  water-level  mine  in  sec.  34,  T.  19  N.,  R.  6  E.,  at  Wilkeson, 
on  the  Northern  Pacific  Railway. 

Coal  beds. — ^The  coals  worked  in  this  mine  are  the  same  as  the  Noe.  1. 2,  and  3  (coking) 
beds  at  the  Carbon  Hill  mine.  Carbonado,  and  are  designated  the  No.  2,  the  No.  3,  and 
the  No.  7.  The  beds  are  considerably  folded  along  north-south  axes  so  that  in  some 
parts  of  the  workings  the  beds  dip.  to  the  east  and  in  others  to  the  west.  They  have  a 
strike  of  from  due  north  and  south  to  N.  30^  W.,  and  a  dip  of  from  20  to  60^  £.  in 
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the  parts  of  the  mine  worked.    They  are  fairly  uniform  in  thickness  in  different  parts 
of  the  mine  but  the  partings  are  somewhat  irregular. 

The  bedel  were  measured  and  sampled  on  January  13  and  14,  1910,  by  E.  E.  Smith, 
as  shown  below: 

Sections  of  No.  t  coal  bed  in  Wilkeson  mine  at  Wilkeson. 


Laboratory  No 

Roof:  0006,ooftl;  9904, 9903,  shale. 

Shale 

Coal 

Coal,  bony 

fihale 

Coal,  bony  and  streaks  of  coal 

Coal 

fihale,  bony 

Coal 

Shale,  bony 

Coal 

Shale,  bony 

Ooal.. 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9905 

9904 

Ft.   in. 

Ft.  in. 

aO      li 

•  •        •  • 

0      1 

•  1     7 

■  «          •  • 

al      6 

OO      1 

•  •        '«  • 

•  •         •  ■ 

1     6 

0     94 
aO       } 

•0     94 
•0      1 

0     3 

00     5 

OO     1 

aO      1 

0     6 

ol      8i 

OO     3 

«0      6 

2     3 

•  •         •  • 

4      5} 
3    10| 

7    11§ 
1      5 

9903 
Ft,   in. 


«1  7 

al  6 

a'i  "5 
0 


aO 
0 

«0 
1 

«0 


3 

1 

84 
5 


7    114 
2    11 


a  Not  included  in  sample. 
Sections  of  No.  S  ooal  bed  in  Wilkeson  mine  at  Wilkeson. 


Laboratory  No 

Roof,  bony  shale. 

Coal 

fihale 

Coal 

Coal,  bony 

Coal 

fihale  (lens) 

Bone 

Coal  

Coal,  impure 

Coal,  bony 

Floor,  hard  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9900 

9902 

Ft.  in. 

Ft,  in. 

0    11 

1     0 

oo     6 

aO     6 

1     0 

1      6 

00     1 
0     6 

aO  1 
0     8| 

•  ■         •  • 

00     1 

aO        i 

• .      . . 

0      7 

0     4 

1      94 

•  •            •  • 

00     3} 

a2     6 

5  a 

6  6f 
3     4 

9901 
Ft.  in. 


«1 
ao 
•  1 
ao 
00 
ao 


0 
6 
6 

4 


00  4 

•  •  •  • 

2  fi 

6  6} 

2  b 


a  Not  Included  in  sample. 
Section  of  No.  7  coal  bed  in  Wilkeson  mine  at  Wilkeson. 


Laboratory  No 

Coalo 

fihale,  bony  a 

Coal 

Coal,  bony  « 

Bone. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9899 

Ft. 

in. 

I 

6 

0 

6 

3 

6 

0 

7 

6 

1 

3 

6 

a  Not  included  in  sample. 

Sample  9905  was  taken  from  bed  No.  2  about  50  feet  up  chute  105,  on  the  southeast 
gangway  or  water  level.  The  roof  of  the  bed  at  the  place  where  this  sample  was  taken 
is  fairly  firm.  It  is  overlain  with  soft  shale  which  breaks  very  readily  and  necessitates 
the  use  of  this  layer  of  coal  as  a  roof.  The  bed  is  underlain  with  6  inches  of  black  shale 
which  was  used  as  a  '* mining"  and  was  removed  by  washing. 

Sample  9404  was  taken  from  the  upper  part  of  the  No.  2  bed,  at  the  face  of  the  gang- 
way on  the  east  water  level.  The  face  of  the  gangway  the  day  the  sample  was  taken 
was  1,200  feet  west  and  1,500  feet  north  of  the  southeast  corner  of  section  34,  T.  19  N., 
R.  6  E.  The  bed  is  overlain  with  about  3  feet  of  bony  coal  and  coal  which  is  badly 
broken  in  this  particular  part  of  the  mine,  and  makes  a  bad  roof. 
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Sample  9903  was  taken  at  the  Bame  place  where  sample  9904  was  obtained.  Pieces 
of  bony  coal  from  the  floor  mixed  with  the  good  coal  in  mining  and  had  to  be  removed 
at  the  bunkers. 

Sample  9902  was  taken  from  the  upper  part  of  bed  No.  3,  about  50  feet  up  chute  19, 
on  the  southeast  gangway.  The  bed  is  overlain  with  bony  shale  which  was  broken 
in  some  parts  of  the  mine  and  mixed  somewhat  with  the  coal. 

Sample  9901  was  taken  from  the  lower  part  of  bed  No.  3  at  the  same  place  from 
which  sample  9902  was  obtained.  The  bed  is  underlain  with  bony  shale,  which  was 
broken  to  some  extent  in  parts  of  the  workings  and  mixed  with  the  coal. 

Sample  9900  was  taken  from  the  south  end  of  the  east  gangway  on  bed  No.  3,  at  a 
point  about  3,000  feet  north  and  1,650  feet  west  of  the  southeast  comer  of  section 
34.  The  bed  is  overlain  and  underlain  with  bony  coal  and  shale,  which  mixed  to 
some  extent  with  the  coal  and  were  removed  at  the  bunkers. 

Sample  9899  was  taken  from  a  portion  of  bed  No.  7,  exposed  in  the  roof  of  the  gang- 
way, about  100  feet  south  of  the  rock  tunnel  from  the  west  parting  to  the  east  gang- 
ways, and  at  a  point  about  650  feet  west  and  600  feet  south  of  the  north  quarter  comer 
of  section  34.    Pieces  of  both  roof  and  floor  became  mixed  with  the  coal  in  mining 

Sample  9898  was  taken  from  the  surface  of  the  storage  bins  containing  the  rewashed 
coal  which  is  used  in  the  coke  ovens.  The  sample  consisted  of  about  100  pounds 
taken  in  small  quantities  at  random  from  the  surface  of  the  bin.  The  coal  was  wet  and 
was  sealed  in  the  can  while  still  moist.  The  coal  in  the  sample  was  broken  to  about 
|-inch  mesh  and  reduced  by  the  usual  method  of  quartering  to  a  sample  of  about  25 
pounds.  This  was  then  ground  to  about  the  size  of  a  pea  and  quartered  by  the  usual 
method  until  the  final  sample  of  about  4  pounds  was  obtained. 

Notes. — ^Most  of  the  coal  from  this  mine  is  minutely  jointed  and  crumbles  readily  so 
that  the  percentage  of  lump  is  very  small.  It  does  not  slack  on  exposure  to  the  sun. 
The  washed  coal  was  used  as  a  blacksmith  coal. 

No  attempt  was  made  to  separate  the  partings  from  the  coal  in  the  mine .  At  the  bunk- 
ers the  coal  was  passed  over  a  shaking  screen  with  l|-inch  i)ei{orations.  The  best  lump 
coal  was  passed  through  a  crusher  and  mixed  with  the  washed  coal  from  the  first  set 
of  jigs.  The  poorer  grade  of  lump  was  stored  in  a  separate  bin  and  used  for  steam  coal. 
The  screenings  were  passed  tUrough  five  feldspar-jig  washers.  They  were  then 
rewashed  through  another  set  of  jig  washers  before  being  used  for  coke.  The  tailings 
from  the  second  set  of  washers  were  stored  in  a  separate  bin  and  used  for  the  boilers. 
The  equipment  in  use  was  capable  of  handling  about  400  tons  of  coal  per  day.  A  new 
bunker  was  being  installed  having  a  revolving  dump  and  a  special  jig  washer.  In 
this  bunker  the  coal  was  passed  over  bar  screens  having  5^inch  spaces.  The  over- 
size from  this  screen  was  picked  and  used  for  domestic  coal.  The  undersize  was  passed 
over  a  shaking  screen  with  3-inch  perforations.  The  oversize  from  this  screen  was 
hand  picked  and  conveyed  to  the  bin  for  steam  coal.  The  undersize  was  again  passed 
over  a  screen  with  }-inch  mesh.  The  oversize  from  this  i-inch  screen  was  washed 
through  a  jig  washer  and  the  concentrates  were  used  for  steam  coal.  The  under- 
sized from  the  f-inch  screen  was  washed  through  an  improved  tub  washer  and  used 
for  coke.    The  capacity  of  this  plant  was  about  800  tons  per  day. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  221. 

For  geologic  relations  see  U.  S.  Geol.  Survey  18th  Ann.  Rept.,  pt.  3,  pp.  399-436. 

WiLKBSON.      SnBLL  MiNE. 

Sample. — Bituminous  coal;  analysis  No.  9896  (p.  221). 

MxTU. — Snell;  a  slope  mine  about  2  miles  southeast  of  Wilkeson. 

Coal  bed. — One  coal  bed,  designated  the  Snell,  had  been  worked  at  this  mine  when 
it  was  in  operation.  The  mine  had  been  closed  for  some  time  and  the  slope  was  flooded 
nearly  to  the  water  level.    Most  of  the  water-level  gangway  was  caved  in,  so  that  a 
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good  sample  of  the  bed  could  hardly  be  obtained.  This  bed  is  believed  to  underlie 
the  beds  worked  at  South  Willis.  It  has  a  strike  of  about  N.  10^  W.  and  a  dip  of  75° 
E.  The  bed  is  overlain  with  about  2  inches  of  carbonaceous  shale,  which  mixes  with 
the  coal  and  must  be  separated  in  preparation  for  the  market.  A  bed  of  massive 
sandstone  underlies  the  coal  at  this  point  and  is  separated  from  it  by  a  thin  parting  of 
black  shale.  This  sandstone  was  reported  to  be  a  lens  in  the  main  coal  bed  which  had 
increased  from  a  thickness  of  a  few  inches  to  the  northward  to  several  feet  in  the  mine 
so  that  only  the  upper  bench  could  be  worked.  At  the  place  where  the  sample  was 
taken  the  bed  is  somewhat  disturbed  and  a  full  sectiop  could  not  be  obtained. 

The  bed  was  measured  and  sampled  on  January  15, 1810,by  £.  E.  Smith,  as  described 
below: 

Section  of  coal  bed  in  Snell  mine^  2  miles  southwest  of  Wilheson. 


Laboratory  No 

RoojLBtiala. 

Bhale,  carbonaoeousa 

Coal 

Clay*.*, 

Coal 

Sbale,b]acka 

FloOT,  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


f 


0896 

Ft.  in. 
0 
0 

0  i 

1  5 
0  1 

2  4 
2  0 


a  Not  Included  in  sample^ 

The  sample  was  taken  bpm  the  roof  of  the  first  water-level  gangway,  75  feet  from 
the  entrance  and  about  10  feet  beyond  the  slope. 

Notes. — ^The  coal  in  this  bed  is  minutely  jointed  and  can  be  readily  crushed  in  the 
hand.    It  is  reported  to  be  one  of  the  best  blacksmith  coals  in  the  State. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  221. 

For  geologic  relations  see  U.  S.  Greol.  Survey  18th  Ann.  Rept.,  pt.  3,  pp.  399-436. 

THUBSTON  COT7NTY. 

Centralia.    Pebth  Mine. 

Sample. — Subbituminous  coal;  analysis  No.  9178  (p.  221). 

Mine, — Perth;  a  slope  mine  in  T.  15  N.,  R.  2  W.,  3  miles  north  of  Centralia,  on 
logging  road. 

Coal  bed. — ^The  coal  bed  worked  in  this  mine  dips  20^  SW.  The  roof  is  of  compact 
shale  which  broke  off  in  laige  irregular  slabs  that  became  mixed  with  the  coal  in' 
mining. 

The  bed  was  measured  and  sampled  in  1909  by  E.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  Perth  mine^  S  miles  north  of  Centralia. 


Laboratory  No 

Roof,  compact,  slste-oolored  sbalc. 

Coal 

Clav,  yellow  o 

Clay,  yellow  » 

r,  yellowa 


Floor,  black  eandy  ahale. 

ThickneoB  of  bed 

Thickness  of  coal  sampled . 


9178 

Ft.  in. 

0  10 

0  34 

0  3( 

0  3 

0  7 

0  5 

2  8} 

5  A\ 

4  5 


a  Not  included  in  sample. 
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The  sample  was  taken  at  a  point  120  feet  north  of  the  foot  of  the  slope,  and  40  feet 
up  the  dip  from  the  first  level  gangway. 

Three  partings  of  dry  yellow  clay  occur  in  the  bed.  They  are  all  of  considerable 
thickness  and  must  be  separated  in  mining.  When  exposed  to  the  air  for  a  short  time 
they  swell  to  about  1}  their  original  thickness,  becoming  very  soft  and  spongy.  All 
three  partings  were  excluded  from  the  sample. 

Notes, — ^The  coal  slacks  readily  when  exx>08ed  to  the  air.  The  shale  that  fell  from 
the  roof  was  separated  from  the  coal  in  the  mine.  At  the  bunkers  the  coal  was 
screened  and  picked  by  hand. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  221. 

HuBN  (ToNo).    Hannapord  No.  1  Mine. 

i^ompfe.— Subbituminous   coal;   analyses  Nob.  9089,  9094,  9095,  9096,   9573  (p. 
222). 

Mine. — ^Hannaford  No.  1 ;  a  slope  mine  in  sec.  21,  T.  15  N.,  R.  1 W.,  at  Hum  (Tono), 
on  a  spur  of  the  Oregon  &  Washington  Railroad  <&  Navigation  Co.,  of!  the  main  line 
near  Centralia. 

Coal  bed. — Only  one  of  the  several  coal  beds  exposed  was  mined  at  the  time  of  sam- 
pling. The  bed  is  nearly  horizontal,  having  a  dip  of  only  4^  NE.  A  slope  had  been 
driven  in  the  lower  part  of  the  bed  to  a  distance  of  about  1,500  feet,  and  two  levels 
had  been  driven  to  the  north  and  three  to  the  south.  The  mine  had  been  worked 
almost  entirely  in  the  lower  b^ch  of  the  bed.  The  upper  bench  had  been  taken 
down  in  one  or  two  rooms  on  the  second  level  south. 

The  bed  was  measured  in  July,  1909,  by  £.  E.  Smith,  as  shown  below: 

Section  of  upper  bench  of  coal  bed  in  Hannaford  No.  1  mine  at  Hwm  ( TVmo). 


Laboratory  No 

Roof,  shale. 

Coal 

Shaleo 

Coal  (lower  bench). 

Thickness  of  bed 

Thickness  of  coal  sampled 


9089,0573 

Ft.   in. 

A     6 

0     1 

4     6 
4     5 


a  Not  inchided  in  sample. 
Sections  of  lower  bench  of  coal  bed  in  Hannaford  No.  1  mine  at  Hum  (Tono), 


Laboratory  No 

Roof,  shale. 

Coal 

Shale 

Coal 

Shale,  carbonaceous 

Clay 

Coal 

Shale,  brown 

Coal 

Shale 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled. 


9094 
Ft.    in. 

1      3 
oO        i 

1      8t 


flO 
0 
0 
1 
0 
0 


3 

4 


5    11 
5     9i 


9095 

Ft.  in. 

1  3J 

aO  1 

1  9 

•  •  •  • 

0  1 

3  2i 


6     5 
6     4 


9096 
Ft.    in. 

1      2J 
aO      1 

1    lU 
aO        I 


0 

1 

«0 

0 


0    It 
9 


6 

6 


a  Not  Included  in  sample. 


Samples  9089  and  9573  were  taken  from  the  upper  bench,  about  150  feet  up  the 
slope  in  room  7  of  the  second  level  south.  Sample  9573  was  taken  by  removing  the 
surface  coal  and  cutting  a  fresh  channel  at  the  side  of  the  old  channel  from  which 
sample  9089  was  taken.  It  was  taken  nine  weeks  subsequent  to  the  time  of  taking 
sample  9089,  and  had  been  exposed  to  the  mine  atmosphere  during  the  meantime. 
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Sample  9095  was  taken  200  feet  jbrom  gangway  in  room  12  on  the  fint  level  south. 

Sample  9094  was  collected  at  the  entrance  of  room  12  on  the  first  level  north. 

Sample  9096  was  taken  at  the  entrance  to  room  8  on  the  second  level  north. 

Notes. — The  coal  weathers  readily  when  exposed  to  the  sun,  but  withstands  trans- 
portation for  some  distance  in  closed  cars.  It  was  shipped  in  mine-run  form,  and  no 
attempt  was  made  to  separate  the  shale  partings  unless  they  parted  readily  jbrom  the 
coal  in  the  mine  or  unless  they  were  of  greater  thickness  than  at  any  point  ^m  which 
the  samples  were  taken.  The  entire  output,  aside  from  the  coal  used  at  the  mine 
and  in  the  company  town,  was  used  for  steam  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  222. 

Tenino.    Black  Bear  Mine. 

Sample. — Subbituminous  coal;  analysis  No.  9939  (p.  222). 

Mine. — Black  Bear;  a  slope  mine  in  sec.  31,  T.  16  N.,  R.  1  W.,  about  2  miles  south- 
east of  Tenino,  on  a  spur  from  the  Northern  Pacific  Railway. 

Coal  bed. — The  coal  bed  from  which  the  sample  was  taken  w^  exposed  in  an  aban- 
doned mine  east  of  the  present  slope.  It  was  taken  about  30  feet  up  the  first  room  on 
the  first  level  west  of  a  slope  sunk  about  150  feet  from  the  portal  of  the  old  gang- 
way. The  face  from  which  the  coal  was  obtained  had  been  exposed  to  the  weather  for 
several  years. 

The  bed  was  measured  and  sampled  on  February  15,  1910,  by  E.  E.  Smith,  as  de- 
scribed below: 

Section  of  coal  bed  in  Black  Bear  minej  2  miles  southeast  of  Tenino, 


Laboratory  No 

Roof,  shale. 

Coal 

Shale,  spongy  (varies  from  2|  inches  to  1  inch) «. 

Coal 

Shale,  spongy  « 

Coal 

Shale  a 

Coal 

Floor,  shale. 

Tnickness  of  bed 

Thickness  of  coal  sampled 


9939 

FU 

<9I. 

2 

1 

0 

1 

0 

R| 

0 

2 

0 

6 

0 

k 

2 

6 

6 

11 

5 

71 

o  Not  Included  in  sample. 

The  sample  was  taken  from  the  old  workings  because  a  fault  had  been  encountered 
in  the  new  slope,  and  a  good  section  of  the  bed  was  not  exposed  there. 

Notes. — ^The  coal  is  brownish  black  and  has  a  reddish-brown  streak;  it  weathers  on 
exposiu^  to  the  air.  The  coal  from  the  mine  was  prepared  for  market  by  screening 
and  hand  picking. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  222. 

Teniko.    King  (Great  Western)  Mine. 

Sample. — Subbituminous  coal;  analysis  No.  9987  (p.  222). 

Mine.— King  (Great  Western);  in  sec.  35,  T.  16  N.,  R.  2  W.,  3  miles  southwest  of 
Tenino,  on  a  branch  from  the  Northern  Pacific  Railway. 

Coal  bed. — ^The  bed  lies  nearly  horizontal.  At  the  entrance  of  the  main  gangway 
the  bed  dips  slightly  (1  to  2  degrees)  eastward  and  at  the  far  end  of  the  gangway  the 
bed  has  about  the  same  dip  westward.  The  bed  is  thin,  is  subjected  to  considerable 
presBjore,  and  much  rock  work  is  necessary  to  keep  the  gangways  open. 
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The  hed  was  measured  and  sampled  on  February  18,  1910,  by  E.  E.  Smith,  as 
described  below: 

Section  of  coal  bed  in  King  (Great  Western)  mine,  S  miles  sovihwest  of  Tenino. 


Labomtory  No 

Roof,  shale,  with  sandstone  above. 

Coal 

Shale  (irregular  lenses  of  coal)  a. 

Coal 

Shale  a 

Coal 

Shale,  brown  a 

Coal. 


Floor,  soft  yellow  clay  and  shale. 
Thickness  of  bed. 


Thickness  of  coal  sampled . 


ogs7 

Ft. 

in. 

0 

7 

0 

3i 

0 

4 

0 

1 

1 

6 

0 

1 

1 

1 

3 

m 

3 

6 

a  Not  included  in  sample. 

The  sample  was  taken  in  room  10,  about  100  feet  up  the  dip  from  the  twenty-fifth 
level  north. 

Notes. — ^The  coal  is  brownish  black,  and  has  a  reddish-brown  streak .  It  slacks  on  ex- 
posure to  the  air,  although  not  so  readily  as  some  of  the  other  coals  from  the  same  region^ 
The  coal  from  the  mine  was  picked  and  washed  at  the  bunkers,  so  that  a  laige  percent- 
age of  the  impurities  was  removed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  222. 

WEST  VIRGINIA. 

BBOOKE  COUNTY. 

CoLUERs.    Patterson  Country  Bank. 

Sample. — Bituminous  coal;  Wheeling  field;  analjrsis  No.  1586  (p.  222). 

Location. — Patterson  country  bank;  Wheeling  district;  1  mile  south  of  station  at 
Colliers. 

Coal  bed. — Pittsburgh.    Carboniferous  age;  Monongahela  formation. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  222;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  275 

Colliers.    Pool  Couktrt  Bank. 

Sample. — Bituminous  coal;  Wheeling  field;  analysis  No.  1584  (p.  222). 

Location. — Pool  country  bank;  Wheeling  district,  near  Colliers,  1  mile  south  of 
station. 

Coal  bed. — Pittsbuigh.    Carboniferous  age,  Monongahela  formation. 

The  bed  was  measured  and  sampled  in  1904  by  W.  T.  Griswold.  The  sample  in- 
cluded 4  feet  7  inches  of  clear  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  222;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  136;  Bull.  341,  p.  89. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  275. 

FAYBTTB  COUNTY. 

Alaska.    Alaska  Mine. 

5ampZe.~8emibituminous  coal;  New  River  field;  analyses  Nos.  8169,  8170,  8294 
(pp.  222,223). 

ifin^.— Alaska;  Kanawha-New  River  district;  a  drift  mine;  1  mile  north  of  Alaska 
on  the  main  line  of  the  Chesapeake  &  Ohio  Railway. 
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Coal  bed. — Known  in  this  field  as  the  Fire  Creek.  Carboniferous  age,  Quinnimont 
formation.  The  coal  as  mined  ranges  in  thickness  from  3  feet  6  inches  to  4  feet  4 
inches.  The  roof  is  of  strong  blue  shale,  which  does  not  fall  in  the  rooms.  In  the 
pillar  drawing  very  little  of  the  roof  is  mixed  with  the  coal.  The  floor  is  of  hard 
smooth  underclay. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  July  8,  1909, 
as  described  below: 

Sections  of  coal  bed  in  Alaska  mine,  1  mile  north  of  Alaska. 


Section 

LaboiBtory  No 

Roofj  gray  shale. 

Motber  coal 

Coal 

Floor,  shaly  underclay. 

TnJclmessofbed 

Thickness  of  coal  sampled 


A 

8169 
Ft.  in. 
3     8i 


3      8j 
3      8 


B 

8170 

Ft.    in. 


3  7h 
0      5l 

4  l| 


Section  A  (sample  8169)  was  cut  from  a  pillar  in  Bradley's  room,  about  6,200  feet 
north  of  the  drift  mouth. 

Section  B  (sample  8170)  was  cut  from  a  pillar  in  the  Davis  entry,  about  6,500  feet 
north  of  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8169  and  8170  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8294. 

Notes. — The  coal  was  all  loaded  as  run-of-mine  coal.  Two  men  loaded  the  coal 
at  the  tipple,  picked  slate,  and  trimmed  the  cars. 

The  daily  output  of  the  mine  at  time  of  sampling  in  1909  was  150  tons .  The  life  of  the 
mine  was  expected  to  be  about  3  years. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  pp.  222, 223. 


Ansted.    Gauley  Mountain  Mine. 

Sample. — Bituminous  coal;  Kanawha  field;  (West  Virginia  No.  8)  analyses  Nos. 
1257,  1258  (p.  223). 

Mine. — Gauley  Mountain;  Kanawha-New  River  district;  a  drift  mine  about  1  mile 
from  Ansted,  on  the  Chesapeake  &  Ohio  Railroad. 

Coalbed. — Ansted  or  No.  2  Gas.  Cai'boniferous  age,  Kanawha  formation.  It  out- 
crops on  Gauley  Mountain,  where  it  averages  4  feet  thick.  There  is  a  shale  parting 
above  the  middle  of  the  bed  which  seldom  exceeds  3  inches  and  is  the  only  per- 
sistent parting  in  the  bed.    The  mine  has  several  drift  openings. 

Two  sections  were  measured  and  sampled  by  J.  S.  Burrows  in  1904,  as  follows: 

Sections  of  coal  bed  in  Gauley  Mountain  mine,  1  mile  from  Ansted. 


Section 

LalXMatory  No 

Coal 

Shale  « 

Coal 

Solphur 

CoJt. 

Thickness  of  bed 

Thickness  of  coal  sampled 

a  Not  included  in  sample. 
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Section  A  (sample  1257)  was  meaflured  in  room  27,  off  entry  9. 

Section  B  (sample  1258)  was  measured  in  room  15,  off  entry  15. 

Sample  1515  was  taken  from  35  tons  of  run-of-mine  coal. 

Notes. — ^The  coal  wsa  used  largely  for  railroad  fuel;  about  20  per  cent  of  the  output 
in  1904  was  made  into  coke.  The  rated  capacity  of  the  mine  in  1904  was  1,560  tons 
a  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  881;  Bull.  261,  p.  82;  Bureau  of  Mines 
Bull.  23,  p.  69;  producer-gas  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1258; 
Bureau  of  Mines  Bull.  13,  pp.  216,  276;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper 
48,  p.  1362;  Bull.  261,  p.  128;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Prof.  Paper 
48,  p.  1385. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  223;  also  U.  S.  Geol.  Survey 
Bull.  261,  p.  56. 

Ballingbr.    Balungbb  No.  1  Minb. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8146,  8154,  8155, 
8608,  8195  (p.  223). 

Mine. — Ballinger  No.  1;  Kanawha-New  River  district;  drift  mines,  J  mile  north 
of  Ballinger  and  ^  mile  south  of  Winona,  on  the  Keeney's  Creek  branch  of  the  Ches- 
apeake &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  fairly  uniform,  ranging  from  3  feet  2  inches  to  4  feet;  roof,  rather 
soft  light-gray  slate,  which  does  not  fall  with  the  coal;  floor,  soft  underclay  with  smooth 
surface. 

The  bed  was  measured  and  sampled  at  three  points  by  R.  Y.  Williams  on  July 
8, 1909,  and  at  one  point  by  A.  J.  Hazlewood  on  July  26, 1909,  as  described  below: 

Sections  of  coal  bed  in  Ballinger  No.  1  mine^  ^  mile  north  of  Ballinger. 


Section 

Laboratory  No 

Roof,  soft,  light-gray  shale. 

Soft,  bri^t  ooal.  short-grained 

Hard,  dense,  doll-gray  ooal 

Soft,  bright  ooal 

Hard,  dense,  dull-gray  coal 

Soft,  bright  coal  (motner-coal  streaks) 
Floor,  soft  day. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

B 

C 

8146 

8154 

8155 

Ft.    in. 

Ft.    <n. 

Ft.    M. 

0  i 

0  9 

1   8 

0  1 

0  1 

0  3i 

0  2 

0   1 

•  •    •  • 

0 

0  u 

•  «    *  • 

2  2} 

2  2 

2  3i 

\    \ 

3   2| 

3   2| 

\  3 

Ft.  la. 
1  7 
0       i 


i     U 


3 
3 


Section  A  (sample  8146)  was  cut  from  the  face  of  entry  6,  Klondike  side. 

Section  B  (sample  8154)  was  cut  from  the  face  of  drift  2,  Egypt  side,  600  feet  from 
drift  mouth. 

Section  G  (sample  8155)  was  cut  from  the  ^e  of  left  entry  6,  in  Egypt  No.  1. 

Section  D  (sample  8608)  was  cut  from  the  face  of  left  entry  6,  2,000  feet  from  drift 
mouth. 

A  composite  sample  was  made  by  mixing  samples  8154  and  8146  for  an  ultimate 
analysis,  the  results  of  which  are  ^own  under  laboratory  No.  8195. 

Notes. — ^The  coal  at  these  mines  was  cut  by  hand  in  the  upper  part  of  the  bed  and 
then  shot  down.  There  were  no  coke  ovens  at  this  plant,  the  coal  being  shipped  aa 
run-of-mine.  The  daily  output  in  July,  1909,  averaged  450  tons,  and  500  tons  was 
the  maximum  day's  run.  'the  future  output  was  to  be  derived  from  both  advance 
work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  223. 
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Bklva.    Paob  Prospect. 

Sample. — Semibituminous  coal;  Kanawha  field;  analysis  No.  10476  (p.  223). 

Location, — Page  prospect;  Kanawha-New  River  district;  on  Rush  Creek,  1  mile 
above  mouth,  3  miles  from  Belva. 

Coed  bed. — "Eagle  *'  or  No.  1  Gas.    Carboniferous  age,  Pottsville  fomuition. 

The*  bed  was  measured  and  sampled  on  May  17,  1910,  by  W.  R.  Calvert,  as  shown 
below: 

Section  of  coal  bed  in  Page  prospect ,  S  miles  from  Belva. 


lAboratiny  No. 


Crumbly  cannel  a . . 

Cannel 

Cannel  a 

Coal,  bitumJiious  a . 


10476 
Ft.  in. 

0  3 

1  4 

1  3} 

2  11 


Thickxiess  of  bed  .  ^. 

Thickness  of  coal  sisonpled . 


5     9} 
1     4 


a  Not  included  in  sample. 

The  sample  was  taken  140  feet  in  drift. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  223. 

Boone.    Boone  Mine. 

Sample. — Semibituminous  coal;  New  River  field.  Analyses  Nos.  8137,  8138,  8139, 
8193  (p.  223). 

Mine. — ^Boone;  Kanawha-New  River  district;  a  drift  mine,  i  mile  from  Boone  on  the 
Keeney's  Creek  Branch  of  the  Chesapeake  ^k  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  fairly  uniform,  ranging  as  mined  from  3  feet  2  inches  to  4  feet  10 
inches;  there  is  a  ''fault''  on  one  side  of  the  mine;  roof,  strong  blue  shale  which  does 
not  fall  with  the  coal;  floor,  fairly  hard  underclay  with  smooth  surface  and  under- 
lain with  hard  shale;  cover,  for  the  most  part,  200  to  250  feet. 

The  bed  was  measured  and  sampled  at  three  points  by  A.  C.  Ramsay  on  July  8, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Boone  mine,  \  mile  from  Boone. 


Section 

Laboratory  No 

RooffShale. 

sard  brieht  coal 

Kedium  hard  bright  coal 

Hard  gray  coal 

Hard  brieht  coal  (mother-coal  streaks) 

Medium  hard  bright  coal 

Hard  sray  coal 

Hard  m|ht  coal  (mother-coal  streaks) 

ICedium  hard  bri^t  coal 

Floor,  fiilrly  hard  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

8137 

8138 

Ft.  in. 

Ft.  in. 

1    U 

«  •        ■  • 

•  ■        •  ■ 

0    \lh 

0    2\ 

0    il 

0    7 

•  •          «  • 

«  •         •  • 

0     4 

0  u 

0     1 

2    81 

•  •            •  • 

..     .. 

2     8 

u 

4      2 
4     2 

c 

8139 
Ft.  in. 

1  I 

»  ■  •    • 

2  0 


3 
3 


Section  A  (sample  8137)  was  cut  from  the  face  of  right  entry  4,  2,000  feet  from  drift 
mouth. 

Section  B  (sample  8138)  was  cut  from  the  face  of  the  old  main  entry,  1,800  feet 
from  drift  mouth. 

Section  C  (sample  8139)  was  cut  from  right  entry  4,  2,000  feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8137,  8138,  and  8139  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  number  8193. 
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Notes. — ^The  coal  from  this  mine  was  undercut  in  the  bottom  part  of  bed  with  chain 
machines  and  was  shot  down  with  black  powder.  The  tipple  was  not  equipped  with 
screens,  so  that  the  entire  output  was  shipped  in  nm-of-mine  form.  There  was  one 
loading  track.  The  coal  was  picked  on  the  car.  The  daily  output  averaged  400  tons, 
and  500  tons  was  the  maximum  day's  run.  The  future  output  was  to  be  derived 
from  both  advance  work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin  (p.  223) . 

Carlisle.    Carlsslb  Mine. 

iSamp^^. —^emibituminous  coal;  New  Rivet  field;  analyses  Nos.  7880,  7881,  8080, 
8702,  8703,  8166,  (pp.  223,  224). 

Mine. — Carlisle;  Kanawha-New  River  district;  a  shaft  mine,  475  feet  in  depth,  at 
Carlisle,  on  the  White  Oak  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  not  very  uniform,  ranging  as  mined  from  3  feet  5  inches  to  5  feet  1 
inch;  main  roof,  sandstone  underlain  with  shale.  Floor,  shaly  underclay  of  variable 
hardness. 

The  bed  was  measured  and  sampled  at  two  points  on  June  3, 1909,  and  at  one  point 
on  July  3, 1909,  by  F.  J.  Simington,  and  at  two  points  on  August  6, 1909,  by  A.  J. 
Hazlewood,  as  described  below: 

Sections  of  coal  bed  in  Carlisle  mine  at  Carlisle. 


Section 

Laboratory  No 

Roof,  shale. 

Bonyooala 

Coal 

Pyrite 

Coal 

Hard  gray  ooal 

Coal 

Floor,  shaly  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


A 

B 

C 

D 

7880 

7881 

8060 

8702 

Ft.  in. 

Ft.  in. 

Ft.  in. 

Ft.  in. 

•  V       •  ■ 

0  3 

0  6 

■  •     •  « 

0  8 

?4 

1  8 

1  2i 

1  2 

•  •    »  • 

0  2 

0  8 

0  1 

1  6 

3  4 

1  5J 

1  lOi 

2  4i 

4  8 
4  8 

n 

3  7i 

I  \ 

B 
8708 
FC  in. 


0 

1      31 


3 
3 


3 


o  Not  included  in  sample. 

Section  A  (sample  7880)  was  cut  from  left  airway  1,  of!  main  entry,  about  3,000  feet 
northwest  of  shaft. 

Section  B  (sample  7881)  was  cut  from  right  entry  2,  off  left  entry  2,  about  2,000  feet 
south  of  shaft. 

Section  G  (sample  8080)  was  cut  from  rib  near  face  of  right  entry  6,  about  2,800  feet 
south  of  shaft. 

Section  D  (sample  8702)  was  cut  from  face  of  left  entry  1,  off  northwest  entry  1,  about 
2,500  feet  from  shaft. 

Section  E  (sample  8703)  was  cut  from  face  right  entry  3,  about  3,700  feet  southwest 
of  shaft. 

A  composite  sample  has  been  made  by  mixing  samples  7880,  7881,  and  8080  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8166. 

Notes. — ^Three  sizes  of  coal  were  prepared  at  this  mine:  Lump,  over  5-inch  open- 
ings; egg,  over  2-inch  openings,  and  slack,  under  2-inches  in  diameter.  The  lump 
and  egg  were  mixed  and  shipped  as  one  product.  The  mining  was  done  in  the  bed 
entirely  by  hand,  and  the  coal  was  shot  down  with  short-flame  explosives.  The  coal 
was  picked  on  the  car  by  two  trimmers.  The  daily  output  in  1909  averaged  350  tons, 
and  700  tons  was  approximately  the  capacity  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  223,  224. 
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Cabuble.    Oakwood  Mine. 

Sample. — SemibituminouB  coal;  New  River  field;  analyses  Nos.  7876,  7877,  8171, 
8606,  8251  (p.  224). 

Mine. — Oakwood;  Kanawha-New  Kiver  district;  a  shaft  mine  432  feet  in  depth;  at 
Carlisle,  on  the  White  Oak  Railway,  connecting  with  the  Loup  Creek  Branch  of  the 
Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness  fairly  uniform,  ranging  as  mined  from  about  3  feet  6  inches  to  about 
5  feet;  roof,  shale;  floor,  shale,  sometimes  soft.  Cover,  for  the  most  part,  more  than 
500  feet. 

The  bed  was  measured  and  sampled  at  two  points  by  F.  J.  Simington  on  June  2, 
1909,  and  at  one  point  by  A.  J.  Hazlewood  on  July  28,  1909,  as  described  below: 

Sections  of  coal  bed  in  Oakwood  mine  at  Carlisle. 


Section 

Laboratory  No 

Roof,  shale. 

Soft  coal  (mother-coal  streaks) 

Gray  granalar  coal  (much  mother  coal) . 

Hani  gray  coal 

CkwJ  (mother-coal  streaks) 

Mother  coal 

Soft  coal  (mother-coal  streaks) 

Bony  ooai« 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


D 
8606 
Ft.  in. 

0    9 


0    li 
0    6 
0 
2 
0    2 


i! 


l^ 


a  Not  included  In  sample. 

Section  A  (sample  7876)  was  cut  from  face  of  left  entry  1,  off  main  entry,  about  3,000 
feet  northeast  of  shaft. 

Section  B  (sample  7877)  was  cut  from  room  20  at  face  of  right  entry  1,  about  4,000 
feet  north  of  shaft. 

Section  C  (sample  8171)  was  cut  from  room  4  off  right  entry  2,  about  2,000  feet  from 
shaft. 

Section  D  (sample  8606)  was  cut  from  room  4  off  right  entry  2,  about  3,500  feet 
from  shaft. 

A  composite  sample  was  made  by  mixing  samples  7876  and  7877.  The  results  of 
an  ultimate  analysis  of  this  sample  are  shown  under  laboratory  No.  8251. 

Notes. — ^The  coal  was  mined  by  hand  in  the  rooms  and  by  punching  machines  in  the 
entries.  The  tipple  at  the  time  of  inspection  in  1909  was  equipped  with  screens  of 
the  fixed  diamond-bar  pattern.  Three  sizes  were  made  and  shipped  from  this  mine: 
Lump,  over  5-inch  openings;  egg,  over  2-inch  openings,  and  slack.  The  coal  was 
picked  on  the  car  by  two  trimmers.  The  daily  output  averaged  about  700  tons.  It 
was  derived  almost  entirely  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  224. 

CiABBHONT.    Beech  WOOD  Mines  Nos.  1  akd  2. 

iSomp^tf.— Semibittuninous  coal;  New  River  field;  analyses  Nos.  8059,  8060,  8063, 
8115,  8293  (pp.  224,225). 

Mine. — Beechwood  Nos.  1  and  2;  Eanawha-New  River  district;  drift  mines, 
operating  the  same  bed  but  using  separate  tipples;  i  mile  northeast  of  Claremont,  on 
the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  as  the  Fire  Chreek.  Carboniferous  age,  Quinnimont  formation. 
Thickness,  fairly  uniform,  ranging  as  mined  from  3  feet  6  inches  to  4  feet  7  inches; 
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dip,  1^  NW.;  roof,  blue  carbonaceous  slate  4  feet  to  8  feet  thick,  which  does  not  fall 
with  the  coal;  floor,  hard  clay  with  smooth  surface;  cover,  for  the  most  part,  50  to 
300  feet. 

The  bed  was  measured  and  sampled  at  three  points  by  R.  Y.  Williams  on  July  !» 
1909,  and  at  two  points  on  July  2, 1909,  as  described  below: 

Sections  of  coal  bed  in  Beechwood  mine  No.  1^  )  mile  northwest  of  Claremont. 


Section 

Laboratory  No 

Roof,  blue  carbonaceous  shale. 

Soft  bright  ooal  (mother-coal  streaks) 

Gray  band,  slishtly  bony 

Soft  bright  ooai  (mother-ooal  streaks) 

Granular,  dense,  lumpy  ooal 

Hard  gray  band,  coarse 

Clean  coal,  becoming  less  granular . . . 

Soft  bright  ooal  (mother-coal  streaks) 

Bright  hard  coal 

Soft  bright  ooal 

Bony  s£uBle 

Floor,  hard  stigmaria  clay. 

Tnickness  of  bed 

Thickness  of  ooal  sampled 


A 

B 

8000 

8062 

Ft.  in. 

Ft.  in. 

0  8i 

0  7 

0  1 
0  6f 
0  111 

•  •    •  • 

0   4 

0  Si 

?"1 

0  7 

1  H 

•  •    •  • 

0      "l 

4   7f 
4   7l 

^  ii 

c 

8063 
Ft.  in. 

0     2 

0 

1 


I 


0  2} 

•  *  «  * 

0  lOi 

0  9 

1  6 


4 
4 


St 


Section  A  (sample  8060)  was  cut  from  the  face  of  the  Simpson  entry. 
Section  B  (sample  8062)  was  cut  from  the  face  of  the  Harry  Jones  entry. 
Section  G  (sample  8063)  was  cut  from  the  face  of  the  Beechwood  main  entry. 
A  composite  sample  was  made  by  mixing  samples  8060,  8062,  and  8063  for  an  ulti- 
mate analysiB,  the  results  of  which  are  shown  tmder  laboratory  No.  8116. 

Sections  of  coal  bed  in  Beechwood  mine  No.  ;?,  i  mile  northwest  of  Claremont. 


Section 

Laboratory  No 

Roof,  blue  carbonaceous  shale. 

Soft  bright  cort 

Granular  ooal 

Mother  ooal 

Soft  bright  ooal 

Harder  gray  coal 

Soft  bright  ooal  (motherooal  streaks) 

Gray  ooal , 

Soft  bright  ooal 

Mother  ooal 

Soft  bright  ooal 

Floor,  hard  stigmaria  clay. 

Tnickness  of  bed 

Thickness  of  ooal  supplied 


A 

8060   1 

Ft. 

in. 

0 

6 

0 

li 

•  • 

0 

'4i 

0 

1 

0 

7 

•  • 

1 

3 

•  • 

0 

m  m 

7* 

3 
3 

n 

B 
8061 
Ft.  in. 

0     21 


0 
0 
0 
0 
0 
1 
0 
0 


6 

■I 


3     9 
3     9 


Section  A  (sample  8059)  was  cut  from  the  face  of  the  John  Porter  entry. 

Section  B  (sample  8061)  was  cut  from  the  face  of  the  Old  Folks  entry. 

A  composite  sample  was  made  by  mixing  samples  8059  and  8061  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8293. 

Notes. — The  coal  at  these  mines  was  undercut  by  hand  in  bottom  part  of  bed, 
and  was  shot  down  with  black  powder.  It  is  a  coking  coal,  but  there  were  no  ovens 
at  this  plant.  The  entire  output  was  shipped  in  run-of-mine  form.  The  daily  out- 
put in  July,  1909,  averaged  400  tons,  and  600  tons  was  the  maximtmi  day's  run.  The 
future  output  was  to  be  derived  from  both  advance  work  and  pillara. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  224, 225. 

Derrthalb.    Debrthale  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  5404,  5431  (James- 
town No.  7)  and  analyses  Nos.  8005,  8006,  8023,  8113  (p.  225). 

Mine. — Denyhale;  Rsnawha-New  River  district;  a  drift  mine  at  Derryhale,  1} 
miles  southeast  of  Glen  Jean,  on  the  Loup  Creek  Bianch  of  the  Chesapeake  &  Ohio 
Railway. 
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Coal  bed, — Known  in  this  field  as  the  Sewell  of  the  West  Viiguua  Geological  Survey. 
Carboniferous  age,  in  the  Sewell  formation.  At  this  mine  the  bed  lies  nearly  flat^ 
Thickness,  fairly  uniform,  ranging  as  mined  from  4  feet  6  inches  to  5  feet  6  inches; 
roof,  shale,  varying  from  0  to  6  feet  and  capped  with  a  heavy  bedded  sandstone;  roof 
rarely  falls  with  the  coal;  floor,  fairly  hard  clay  with  smooth  surface;  cover,  for  the 
most  part,  50  to  200  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  H.  M.  Wolflin,  on  June  23, 
1909,  as  described  below: 

Sections  of  coal  bed  in  DerryhdU  mine  at  Derryhale. 


BectJon 

Laboratory  No 

Roof,  shale. 

Rather  hard  bright  coal . . 

Soft  bright  ooal 

Bright  ooal 

Hard  silvery  gray  coal 

Bright  ooal 

Boneo 

Bright  coal 

Floor,  rairly  hard  clay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

8005 
Ft  In, 
1 
0 
0 
0 
2 
0 
0 


A 
V 

^ 


5      6 

5   n 


B 
8006 
Ft,   in, 
1     1 
0     74 
0    11 
0 

I  » 


6 
5 


if 
SI 


C 
8023 
Ft.  in, 

0     8i 


0 
0 
0 
2 


0 

2 

1 


4      74 
4      7| 


a  Not  Included  in  sample. 

Section  A  (sample  8005)  was  cut  from  the  face  of  right  entry  8,  off  the  new  main 
entry,  3,100  feet  south  of  drift  mouth. 

Section  B  (sample  8006)  was  cut  from  the  face  of  room  10,  on  left  entry  5,  off  the 
new  main  entry,  3,500  feet  southeast  of  drift  mouth. 

Section  0  (sample  8023)  was  cut  from  a  pillar  in  room  21,  on  Price's  air  course, 
3,800  feet  northwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  both  the  pillar  and  the  face  samples 
8005,  8006,  and  8023.  The  results  of  an  ultimate  analysis  of  this  sample  are  shown 
under  laboratory  No.  8113. 

The  bed  was  also  measured  and  sampled  at  two  points  in  the  mine  by  K.  M.  Way, 
on  September  23,  1907,  as  shown  below: 

Sections  of  coal  bed  in  Derryhale  mine  at  Derryhale. 


Section 

Laboratory  No 

Roof,  shale. 

Hard  ooal 

Coal 

Soft  coal 

Mother  coal  and  sulphur 

Hard  ooal 

Coal 

Mother  coal 

Mother  ooal  and  sulphur 

Coal 

Hard  coal 

Mother  ooal 

Soft  coal 

Coal 

Hard  ooal - 

Mother  coal 

Coal 

Ifother  ooal 

Coal 

Mother  coal , 

Coal ! 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 
5404 
Ft.   in, 
0     8 

■  • 

1 

•  • 

1 

n 

*  • 

0 

m  • 

1 

■  • 

0 

•  • 

6 

•  • 

i 

•  • 

0 

'3* 

•  • 

*  • 

«  m 

4 
4 

•  • 

B 
5431 
Ft,   ia. 


0 

•  m 

0 

■  • 

0 

■  * 

0 

•  • 

0 


n 

i 


0  8 

0  11 

8  ^t 

0  11 
0 

0  1 
0 

0  4 


t  n 


Section  A  (sample  5404)  was  measured  in  the  face  of  an  air  course,  3,500  feet  north- 
west of  the  mine  mouth. 
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Section  B  (sample  5431)  was  measured  in  left  entry  4,  off  the  new  main  entry, 
3,000  feet  southeast  of  the  drift  mouth. 

Notes. — ^The  coal  from  this  mine,  like  that  from  other  mines  in  the  field,  is  a  noted 
steam  coal,  and  the  output  in  1909  was  sold  chiefly  for  steam  production.  The  coal 
was  undercut  both  by  hand  and  with  chain  machines  in  the  bottom  part  of  the  bed, 
and  was  shot  down  with  short-flame  exploeives  and  black  powder.  The  tipple  was 
not  equipped  with  screens,  so  that  the  entire  output  was  shipped  as  run-of-mine  coal. 
This  is  a  coking  coal,  but  there  were  no  ovens  at  this  plant.  The  coal  was  picked 
on  the  car.  The  daily  output  in  June,  1909,  averaged  500  tons,  and  750  tons  was  the 
maximum  day's  run.  The  future  output  for  some  time  to  come  was  to  be  derived 
mainly  from  advance  work. 

For  results  of  briquetting  tests  of  this  coal  see  U.  S.  Oeol.  Survey  Bull.  385,  p.  21. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  225;  also  U.  S.  Geol.  Survey 
Bull.  362,  p.  15. 

DUNOLEN.      DUNOLEN  MiNE. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  7994,  S220,  8221, 
7992,  8295  (p.  225). 

Mine. — Dunglen;  Kanawha-New  River  district,  a  drift  mine  at  Dunglen,  on  the 
Loup  Greek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — ^The  principal  workings  are  in  what  is  known  in  this  field  as  the  Sewell 
bed.  The  Fire  Creek  bed  is  also  worked.  Carboniferous  age,  Sewell  and  Quinni- 
mont  formations.  Thickness,  even,  ranging  as  mined  from  4  feet  2  inches  to  4  feet 
8  inches;  roof,  sandstone,  between  which  and  the  coal  there  is  a  weak  *' slippy" 
gray  shale,  the  sandstone  in' places  coming  down  on  top  of  the  coal. 

The  bed  was  measured  and  sampled  at  one  point  by  H.  M.  Wolflin  on  June  18, 
1909,  and  at  two  points  by  H.  M.  Wolflin  on  July  14, 1909,  as  described  below. 

There  are  also  some  prospect  drifts  in  what  is  known  in  this  field  as  the  Fire 
Creek  bed,  a  bituminous  coal  of  Carboniferous  age,  Quinnimont  formation,  which 
underlies  the  Sewell  about  350  feet.  This  bed  was  measured  and  sampled  at  one 
point  by  G.  S.  Rice,  David  White,  6.  S.  Pope,  and  H.  M.  Wolflin,  June  18,  1909,  as 
described  below: 

Section  of  Fire  Creek  coal  bed  in  prospect  drift  of  Dunglen  mine  at  Dunglen. 


Laboratory  No 

Roof,  miner's  sbale  with  ooal  partings. 

Bony  ooal « 

Bri^tooal 

Hard  coal 

Floor,  hard,  smooth  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


7992 

Ft.   in. 
1      1 
1    lU 
0     ll 

i  1 


a  Not  Included  in  sample. 

Sample  7992  was  cut  from  face  of  left  entry  1,  about  600  feet  almost  east  from  drift 

mouth. 

Sections  of  Sewell  coal  bed  in  Dunglen  mine  at  Dunglen. 


Section 

Laboratory  No 

Roof,  sandstone  or  gray  shale. 

Hard  coal  (occasionally  streaked  with  pyrite) 

Mother  ooal 

Bright  grayldi  ooal 

Hard  nay  coal 

Grayish  ooal 

Bright  coal  (mother-coal  streaks) 

Fkwr.  hard  smooth  shaly  underclay. 

Thickness  of  bed 

Thickness  as  sampled 


A 

B 

7994 

8221 

Ft.    in. 

Ft.   in. 

I  n 

0  6| 

•  •  •  • 

0  9i 
0  8} 

•  •  •  • 

0  10 

0  Hi 

1  llj 

t  3 

i  ^ 

c 

8220 
Ft.   in. 
1     H 


0  11 

0  10 

1  HI 

4  4 

4  4 
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Section  A  (sample  7994)  was  cut  from  room  1  off  right  entry  2,  about  600  feet  north- 
west of  drift  mouth. 

Section  B  (sample  8221)  was  cut  from  room  3  off  left  entry  5  of!  main  entry  3,  about 
1,400  feet  approximately  N.  45®  W.  of  drift  mouth. 

Section  G  (sample  8220)  was  cut  from  face  of  left  6  off  main  4,  about  800  feet  ap- 
proximately N.  45**  W.  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  7994,  8220,  and  8221  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8295. 

Notes, — The  coal  was  undercut  in  bottom  part  of  bed  partly  with  chain  machines, 
but  principally  by  hand,  and  was  shot  down  with  black  powder  or  a  permissible 
explosive.  Tipples  at  each  bed  were  connected  by  same  gravity  plane  to  bins  load- 
ing into  railroad  cars  at  the  bottom  of  the  hill;  the  arrangement  was  such  that  the 
coal  from  the  two  beds  might  be  mixed  or  not,  as  desired .  There  were  no  screens,  and 
consequently  the  whoM  output  was  shipped  as  run-of-mine  coal.  The  daily  output, 
averaged  about  200  to  300  tons,  the  capacity  being  about  400  tons.  The  future  output 
was  to  be  derived  from  both  advance  work  and  pillars  in  the  Sewell  bed;  the  Fire 
Greek  bed  was  as  yet  not  well  developed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  225. 

DuNLoop.    Dunn  Loop  No.  2  Mine. 

Sample. — Semibitiuninous  coal;  New  River  field;  analyses  Nos.  7984,  7985,  8603, 
8604,  8605,  8744  (p.  226). 

Mine. — ^Dunn  Loop  No.  2;  Kanawha-New  River  district;  a  drift  mine  \\  miles 
southeast  of  Dunloop,  on  the  Loop'  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  nearly  uniform,  varying  as  mined  from  5  feet  4  inches  to  6  feet  3 
inches;  main  roof,  sandstone,  between  which  and  the  coal  is  a  weak  shale,  which  in 
places  falls  with  the  coal;  the  fioor  is  a  shaly  underclay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  two  points  on  June  17 «  1909,  by  J.  J.  Rut- 
ledge  and  H.  M.  Wolflin,  and  at  three  points  on  July  29,  1909,  by  A.  J.  Hazlewood, 
as  described  below: 

Sections  of  coal  bed  in  Dunn  Loop  No.  2  mine,  1\  miles  southeast  of  Dunloop. 


Section 

Laboratory  No 

Roof,  shale,  or  draw  shale. 

Bone «» 

Bright  coal 

Hard  gray  coal. 

Bright  coal 

Bony  and  bright  coal 

Clay* 

Coal  (sometimes  mother'coal  streaks) . 

Clay  streaked  with  coal  a 

Soft  bony  coal 

Floor,  shaly  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled ., 


A 

7984 
Ft.    in. 


0 
2 
0 
1 
0 
0 
0 
0 


8 
9 

!| 
i 


6 
6     9 


I 


B 

7965 

Ft.    in. 


2     3 


n 


2    10 


6 
6 


C 

8603 

Ft.    in. 

i  i 

2      6 


0     5^ 


6     8 
5     8 


1 


D 

8604 

Ft.    in. 

1      9 

1  2 

2  lOi 


6     M 
6     9t 


E 
8606 
Ft.    in. 

*  •         •  * 

2 
0 
2 


I  n 


a  Not  Included  In  sample. 

Section  A  (sample  7984)  was  cut  from  the  face  of  right  entry  1,  off  entry  4,  about 
3,550  feet  northeast  of  drift  mouth. 

Section  B  (sample  7985)  was  cut  from  rigfht  entry  10,  about  5,200  feet  east  of  drift 
mouth. 

Section  G  (sample  8603)  was  cut  from  break-through,  50  feet  from  face  of  main  entry, 
4,000  feet  from  drift  mouth. 

Section  D  (sample  8604)  was  cut  from  face  of  right  entry  2,  2,000  feet  from  second 
drift  mouth. 
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Section  E  (q^ple  8605)  was  cut  from  face  of  right  entry  1,  off  entry  4,  about 
3,600  feet  northeast  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8603,  8604,  and  8605  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  imder  laboratory  No.  8744. 

Notes. — The  coal  was  mined  entirely  by  hand — ^usually  in  the  middle  of  the  bed — 
and  was  shot  down  generally  with  black  powder,  though  sometimes  permissible 
explosives  were  used.  The  daily  output  in  July,  1909,  averaged  about  800  tons;  the 
capacity  of  the  nune  was  about  1,000  tons.  The  future  output  was  to  be  derived 
from  advance  work  for  several  years.  Dunn  Loop  No.  1  none  is  1)  miles  distant;  it 
was  nearly  exhausted  but  still  contained  some  pillar  coal.  It  was  not  working  and 
not  accessible  at  the  time  of  visiting  No.  2  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p,  226. 

East  Sewell.    Brookltk  Mine.  . 

Sample, — Semibituminous  coal;  New  River  field;  analyses  Nos.  5329  and  5432 
(Jamestown  No.  5)  and  analyses  Nos.  8092,  8093,  8094,  8159,  5329,  5432  (p.  226). 

Mine. — ^Brooklyn;  Kanawha-New  River  district;  a  drift  mine  on  New  River, 
opposite  East  Sewell  (at  Finlow  P.  0.),  on  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. At  this  mine  the  bed  lies  nearly  flat,  having  about  3)  feet  thickness.  Roof, 
sandstone,  or  sandstone  underlain  with  clay  to  which  the  coal  sticks  somewhat;  floor, 
fire  clay,  or  smooth,  soft  shale  which  does  not  mix  with  coal  in  mining. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  K.  M.  Way  on 
September  14,  1907,  as  shown  below: 


Sections 

of  Goal 

bed  in 

Brooklyn 

mine  near 

East  Sewell 

m 

Section 

A 

6329 
Ft.    ftt. 
0    lOi 
0     3 
3    10 

«  •         •  • 

3    lU 
3    \\\ 

B 

643: 
Ft. 
0 

0 
1 
0 
0 
0 
0 

4 
4 

Laboratory  No 

1 

Roof,  sandstone. 

Coal 

in. 

Hard  coal 

3 

Coal 

1 

Mother  ooal 

Coal 

10 

Mother  ooal 

\ 

Coal 

7 

Floor,  fire  clay. 

Thickness  of  bed 

0 

Thickness  of  coal  sampled 

0 

Section  A  (sample  5329)  was  measured  in  the  feice  of  left  entry  5,  3,000  feet  east  of 
the  drift  mouth. 

Section  B  (sample  5432)  was  measured  in  the  face  of  right  entry  1, 1,500  feet  west  of 
the  drift  mouth. 

The  bed  was  also  measured  and  sampled  at  three  points  by  G.  A.  Fisher  on  July  4, 
1909. 

Section  A  (sample  8092)  was  cut  from  left  heading  2,  and  represented  4  feet  2  inches 
of  coal. 

Section  B  (sample  8093)  was  cut  from  the  face  of  straight  entry  7,  and  represented 
3  feet  9  inches  of  coal. 

Section  C  (sample  8094)  was  cut  from  right  block  en  cry  1,  and  represented  3  feet  8} 
inches  of  coal. 

A  composite  sample  was  made  by  mixing  both  face  and  pillar  samples  8092,  8093, 
8904  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8159. 

Notes. — About  60 per  cent  of  the  output  of  this  mine  was  shipped  as  run-of-mine  coal. 
The  remainder  was  screened  and  the  slack  was  coked.  The  coal  was  picked  on  the 
car  by  two  trimmers.  The  daily  output  in  July,  1909,  averaf^d  about  350  tons,  and 
600  tons  was  a  maximum  day's  run.    Increase  of  capacity  was  contemplated.    The 
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probable  life  of  the  mine  was  estimated  at  20  years. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  226;  also  U.  S.  Geol. 
Survey  Bull.  362,  p.  13. 

Edmond.    Keeneys  (Ireek  Mink. 

Sample. — Semibituminouscoal;  New  River  field;  analyses  8140,  8141,  8190  (p  227). 

Mine. — Keeneys  Creek;  Kanawha-New  River  district;  a  drift  mine;  1)  miles  from 
Edmond,  on  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Sewell.  Carboniferous  age,  Sewell  formation.  The  thickness  averages 
3i  feet.  The  roof  is  a  hard  gray  shale,  between  which  and  the  coal  is  a  2-inch  layer 
of  draw  slate.  The  floor  is  a  soft  underclay  with  a  smooth  surface.  No  pieces  of  roof 
or  floor  got  mixed  with  coal  in  loading.  There  is  a  caprock  of  sandstone  20  feet  above 
the  coal. 

The  bed  was  measured  and  sampled  at  two  points  by  A.  C.  Ramsay,  July  9,  1909, 
as  described  below: 

Sections  of  coal  bed  in  Keeneys  Creek  mine^  near  Edmond. 


Section 

Laboratoiy  No 

Roof,  hard  gray  shale  and  draw  slate. 

fiony  ooal « 

Coal,  soft  bright 

Coal,  hard  grav 

Coal,  soft  bright  (mothercoal  streaks) 

Coal,  soft  bri^t 

Coal,  hard  grav 

Coal,  soft  brignt  (mother-coal  streaks). 
Flow,  soft  shoie. 

Toickness  of  bed 

Thickness  of  coal  sampled 


A 

S140      1 

Ft. 

in. 

0 

1 

0 

8 

0 

1 

0 

3 

•  • 

0 

ii 

2 

0 

3 

A\ 

3 

A 

B 

8141 
Ft.    te. 


6'  8} 

0  I 

1  u 

3  II 

3  ll 


a  Not  included  in  sample. 

Section  A  (sample  8140)  was  cut  from  entry  3,  off  Virginia  entry,  1,700  feet  from  drift 
mouth. 

Section  B  (sample  8141)  was  cut  from  straight  heading,  2,600  feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8140  and  8141  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  number  8190. 

Notts. — ^The  coal  in  this  mine  was  undercut  by  hand  in  the  bottom  of  the  bed. 
Explosives  used  for  shooting  down  the  coal  were  of  the  permissible  type  and  also 
black  blasting  powder.  The  coal  was  shipped  in  run-of-mine  form  because  the  plant 
was  not  equipped  with  screens.  The  daily  output  in  1909  averaged  125  tons  and  225 
tons  was  a  maximum  day's  run.  The  future  output  was  to  be  increased  to  250  tons. 
The  mine  had  200  acres  of  unmined  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  227. 

Elmo.    Sunntsidb  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8068,  8069,  8244, 
8287  (p.  227). 

Mine. — Sunnyside;  Kanawha-New  River  district;  a  drift  mine;  at  Elmo,  on  the 
Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  formation. 
Thickness,  nearly  uniform,  ranging  as  mined  from  about  2  feet  8  inches  to  3  feet;  roof, 
sandstone,  in  places  underlain  with  slate,  which  in  places  falls  with  the  coal;  floor, 
hard  smooth  underclay. 

The  bed  was  measured  and  sampled  at  three  points  by  C.  David  White,  C.  A. 
Fisher,  and  A.  J.  Hazlewood  on  July  3, 1909,  as  described  on  the  following  page. 
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Sections  of  coal  bed  in  SunnyMe  mine  at  Elmo. 


Section 

Labratory  No 

Roof,  sandstone  or  shale. 

Softooal 

Dense  hard  ooai 

Bony  ooai 

Oravlsh  coarse  granular  coal 

Coal  (sometimeB  mother-coal  streaks) 

Dense  bone. 

Clean  ooai 

Floor,  hard  smooth  underday. 

Thickness  of  bed 

Thickness  of  ooai  sampled 


A 
8068 

Ft.  in. 
0  lOi 

B 

8080 

Ft.    in. 

0  i 

mm             «  • 

1  111 

•  •      •  « 

2   84 

•  •    •  * 

•  •    •  • 

2  11 
2  11 

2  84 
2   84 

Section  A  (sample  8068)  was  cut  from  the  face  of  main  air  coune. 

Section  B  (sample  8069)  was  cut  from  last  room  on  Abraham  entry,  off  fourth  rig^t 
parting. 

Section  C  (sample  8244)  was  cut  from  a  pgint  4,000  feet  north  and  60  degrees  east 
of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8068,  8069,  and  8244  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8287. 

Notes. — ^The  coal  was  taken  from  the  tipple  to  bins  above  the  railroad  car.  These 
bins  were  formerly  equipped  with  bar  screens,  but  at  time  of  sampling  the  screens 
were  not  used ,  the  entire  output  being  shipped  as  run-of-mine  coal .  The  daily  ou^ut 
in  1909  averaged  about  120  tons,  and  500  tons  was  the  capacity  of  the  mine.  The 
future  tonnage  was  to  be  derived  entirely  from  advance  work  for  some  time  to  come. 
The  unmined  area  to  be  taken  out  from  the  opening  was  approximately  50  acres. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  227. 

Fatbtts.    Newltn  Minb. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Noe.  8216,  8217,  8704, 
8705,  9147  (p.  227). 

Mine. — ^Newlyn;  Kanawha-New  River  district;  a  drift  mine;  i  mile  west  of  Fayette, 
on  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  fonnation. 
The  thickness  ranges  as  mined  from  about  2  feet  to  2}  feet;  roof,  hard  blue  shale, 
usually  underlain  with  a  few  inches  of  bone,  between  which  and  the  shale  there  is 
in  places  a  few  inches  of  draw  slate;  floor,  hard  shaly  underclay,  between  which  and 
the  coal  there  is  in  places  a  few  inches  of  bone;  cover,  for  the  most  part,  100  feet  or 
more. 

The  bed  was  measured  and  sampled  at  two  points  on  July  13, 1909,  by  H.  M.  Wolflin, 
and  at  two  points  on  August  5, 1909,  by  A.  J.  Hazlewood,  as  described  below: 

Sections  of  coal  bed  in  Newlyn  mine^  \  mile  west  of  Fayette. 


Section 

Laboratonr  No 

Roof,  hard  blue  shale  or  bone. 

Coal  (sometimes  mother-coal  streaks) 

Hard  cprav  coal , 

Coal  (mother^MMl  streaks) 

Flow,  bone  or  hard  shaly  undecday. 

Thickness  of  bed 

Thickness  of  ooai  sampled 


A 

B 

C 

8216 

8217 

8704 

Ft.  in. 

Ft.  in. 

Ft.  in. 

mm                 •  * 

I  1 

1  2J 

1   0 

A  »       •  • 

1  U 

1   5 

0  Hi 

2   U 
2   ll 

2   0 

2   11 

2   p 

2   l| 

D 
8706 
Ft,  in. 

0    UH 

0  1 

1  0 


2 

2 


It 


Section  A  (sample  8216)  was  cut  from  the  face  of  entry  8,  about  2,450  feet,  approxi- 
mately southeast  of  drift  mouth. 
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Sectioi^  B  (sample  8217)  was  cut  from  croBs-cut,  near  face  of  entry  1,  about  2,600 
feet  northeast  of  drift  mouth. 

Section  G  (sample  8704)  was  cut  from  face  of  face  entry  2,  about  2,450  feet  southeast 
of  drift  mouth. 

Section  D  (sample  8705)  was  cut  from  face  of  room  8,  off  left  entry  3,  about  1,500  feet 
from  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8217,  8704,  and  8705  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  imder  laboratory  No.  9147. 

Notes. — ^The  coal  was  undercut  by  hand  in  the  bed,  and  was  shot  down  with  black 
powder.  The  tipple  was  not  equipped  with  screens,  so  the  entire  output  was  shipped 
as  run-of-mine  coal.  The  estimated  output  in  1909  was  about  275  tons  daily,  and  360 
tons  was  a  maximum  day's  run.  The  tonnage  for  some  time  to  come  was  to  be  derived 
principally  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  227. 

Gentry.    Latland  Mines  Nos.  1,  2,  and  3. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8346,  8347,  8348, 
8349,  8425,  8234,  8235,  8236,  8237,  8298,  8350  (pp.  227,  228). 

Mine. — Layland,  Nos.  1,  2,  and  3;  Kanawha-New  River  district;  drift  mines  at 
Gentry,  on  the  Laurel  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Fire  Creek  seam.  Carboniferous  age,  Quinni- 
mont  formation.  Thickness,  uniform,  ranging  from  3  feet  6  inches  to  4  feet  2  inches; 
roof,  strong  gray  shale,  which  does  not  fall  when  the  coal  is  mined;  floor,  hard  gray 
imderclay,  with  a  smooth  surface.    The  cover  is  from  50  to  600  feet. 

The  bed  was  measured  and  sampled  at  four  points  in  No.  1  mine,  four  points  in 
No.  2  mine,  and  one  point  in  No.  3  mine  by  J.  W.  Groves  and  J.  J.  Rutledge,  on  July 
13,  1909,  as  described  below: 

Sections  of  coal  bed  in  Layland  No,  1  mint  at  Gentry, 


Section , 

Laboratory  No 

Roof,  strong  gray  shate. 

Coal 

Mother  ooal 

CoaL 

Gray  band -^ 

Coal. 

Shatea 

Coalo 

Mother  coal 

Coal 

Floor,  hard  gray  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

C 

8346 

8347 

8348 

Ft.   in. 

Ft.    in. 

Ft,   in. 

0  10 

1   1 

2   4 

0  \ 
0   2 

I  4 

0   2 

■  >   ■  • 

■  ■    «  • 

2   1 

•  •   •  • 

•  •        •  B 

0  U 

•  >   •  ■ 

•  ■        •  ■ 

0  3 

■  ■   •  • 

«  «         *  • 

*  B         •  • 

0   } 

0  A 

•  •        •  ■ 

0   5 

3   7} 
3   3i 

3   84 
3  si 

4   21 
4   2} 

D 
8349 
Ft.   in, 

0     9 

0       i 
2      0 


0  1 

1  0 


3 
3 


ISI 


a  Not  included  in  sample. 

Section  A  (sample  8346)  was  cut  from  the  face  of  the  main  entry,  5,000  feet  east 
of  the  drift  mouth. 

Section  6  (sample  8347)  was  cut  from  the  face  of  left  entry  9,  3,500  feet  east  of  drift 
mouth. 

Section  C  (sample  8348)  was  cut  from  the  face  of  room  No.  14  on  left  entry  6,  2,400 
feet  east  of  the  drift  mouth. 

Section  D  (sample  8349)  was  cut  from  the  pillar  of  room  4  on  left  entry  4. 1,100  feet 
east  of  the  drift  mouth.    This  sample  is  of  pillar  coal. 

A  •composite  sample  was  made  by  mixing  samples  8346,  8347,  8348,  and  8349  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  8425. 
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Sections  of  coal  bed  in  Layland  No.  2  mine  at  Gentry. 


Section 

Laboratorv  No 

Roof,  hard  gray  abate. 

Coal 

Mother  ooal 

Coal 

Mother  ooal 

Coal 

Softsolphura 

Coal 

Mother  ooal 

Coal. 


Floor,  hard  underclay. 
Thickness  of  bed. 


Thickness  of  ooal  sampled. 


A 

B 

C 

8234 

8235 

8236 

Ft.    in. 

Ft,  in. 

Ft.    in. 

3  7| 
0   1 

3  0 

2  10 

0  h 

«  •    •  • 

0   6 

0  4 

"  *    •  • 

0  i 

0   6 

•  •    •  ■ 

..  .. 

'6  "i 

0  7 

0  4 

-- 

4   1| 

3  10 

3  9} 
3   9i 

4   ll 

3  10 

D 
8237 
Ft,   in, 

3     5 

8  4 


3    10 
3    10 


a  Not  included  in  sample. 

Section  A  (sample  8234)  was  cut  from  the  face  of  the  main  heading,  5,300  feet  north- 
east of  the  drift  mouth. 

Section  B  (sample  8235)  was  cut  from  pillar  of  left  entry  5,  2,500  feet  west  of  the 
drift  mouth. 

Section  G  (sample  8236)  was  cut  from  the  face  of  left  entry  10,  5,200  feet  west  of  the 
drift  mouth. 

Section  D  (sample  8237)  was  cut  from  the  face  of  room  16  on  right  entry  5. 

A  composite  sample  was  made  by  mixing  samples  8234,  8235,  8236,  and  8237  for  an 
ultimate  analysis;  the  results  of  the  analysis  are  shown  under  laboratory  number  8298. 

Section  of  coal  bed  in  Layland  mine  No.  3  at  OevUry. 


Laboratory  No 

Roof,  strong  gray  shale. 

Coal  ana  shate  (thin  layers)  a . 

Coal 

Mother  ooal 

Coal 

Floor,  hard  gray  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


8360 

Ft. 

l«. 

0 

2 

2 
0 

1 

0 

4 

3 

4 

3 

2 

o  Not  included  in  sampto. 

Sample  8350  was  cut  from  the  face  of  the  main  entry,  2,400  feet  east  of  the  drift 
mouth. 

Notes. — ^The  coal  was  undercut  by  hand,  and  generally  shot  down  with  black  powder. 
The  three  mines  used  the  same  tipple  and  were  to  connect  undeigroimd  in  the  future, 
eventually  making  one  mine.  The  loading  house  was  constructed  of  steel  and  was 
equipped  with  bar  screens  with  3-inch,  l}-inch,  and  }-inch  spaces,  making  it  possible  to 
load  four  sizes  of  coal,  including  run  of  mine.  The  coal  in  1909  was  all  loaded  in  run- 
of-mine  form.  It  was  picked  on  the  conveyer  and  on  the  cars.  The  capacity  of  Lay- 
land  No.  1  mine  in  1909  was  700  tons,  of  No.  2  mine,  700  tons,  and  of  No.  3, 40  tons, 
making  a  total  capacity  of  1,440  tons  daily.  The  output  was  all  to  be  derived  from 
advance  workings,  since  the  mines  were  all  new.  The  output  was  likely  to  be 
largely  and  rapidly  increased. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  227,  228. 

Gbxtbt.    Hemlock  Mine. 

Sample. — Semibituminous  to  bituminous  coal;  New  River  field;  analjrses  Nob.  5419 
and  5420  (Jamestown  No.  8)  and  analyses  Nob.  8238,  8239,  8351,  8352,  8421,  8893, 
8894  (p.  229). 

Mine, — Hemlock;  a  drift  mine  in  the  Kanawha-New  River  district,  J  mUe  north  of 
Gentry,  on  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  as  the  Fire  Creek,  and  corresponds  to  the  Quinnimont  of  the 
West  Viiginia  Geological  Survey.  Carboniferous  age,  Quinnimont  formation.  At  this 
mine  the  bed  lies  nearly  flat  and  has  an  average  thicknesa  of  3  feet  11  inches.    Roof, 
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hard,  gray  shale,  or  slate,  6  feet  thick,  capped  with  strongly  bedded  sandstone;  floor, 
shale  or  gray,  shaly  underclay  (ftkirly  hard  and  smooth). 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  K.  M.  Way  on 
September  28,  1907,  as  shown  below: 

Sections  of  coal  bed  in  Hemlock  mt7i«,  \  mile  north  of  Gentry. 


Section 

LalMNrstcHry  No 

Roof,  shale. 

Soft  coal 

Mother  coal 

Soft  coal 

Coal 

Mother  ooal 

Coal 

Mother  ooal 

Mother  ooal  and  sulphur . , 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A. 

5419 

Ft.   in. 

0     8 


0 
0 
1 
0 
0 


5 
7| 


0     7} 


3 
3 


"I 
111 


B. 
6420 
Ft.    in. 


1 
0 

•  • 

0 
0 
1 
0 


\ 


1    u 

3    10 
3    10 


Section  A  (sample  5419)  was  measured  in  the  face  of  left  entry  4,  off  drift  1, 1,600 
feet  northeast  of  ihe  mine  mouth. 

Section  B  (sample  5420)  was  measured  in  the  face  of  right  entry  2,  off  drift  4,  900 
feet  east  of  the  drift  mouth. 

The  bed  was  also  measured  and  sampled  at  two  points  by  J.  J.  Rutledge,  and  at  two 
points  by  J.  W.  Groves  on  July  14,  1909,  and  at  two  points  bv  A.  J.  Hazlewood  on 
August  10,  1909,  as  described  below: 

Sections  of  coal  bed  in  Hemlock  mine,  }  mile  north  of  Gentry, 


Rectkni 

A. 
8238 
Ft.    in, 
3     4 
0     li 
0     4 

•  *         •  • 

•  •         •  • 

3     9h 
3     9| 

B. 

8239 

Ft,   in. 

3     3 

0   4 

■  •        •  « 

3     81 

3     81 

C. 

8351 

Ft,    in. 

t    \ 

0     5 

•  «         •  ■ 

B     ■                    •     * 

■   *             mm 

4      6 
4     6 

D. 

8352 

Ft,   in. 

i  1 

2  2 

0      7} 

•  •         •  • 

3  llf 
3    llf 

E. 

8893 

Ft,    in. 

2  7} 
0      1 
0     5 

0      i 

0     4 
0     4 

3  9 
3     9 

F. 

8894 

Roof,  hard  gray  shale. 

Ft.   in, 
2    10 

Mother  ooal 

0      i 

0     5 

Coal 

Mother  coal 

Coal 

Coal  (motherooal  streaks) 

Floor,  nay  shaly  underclay,  fairly  hard. 
TnickTiMS  or  bed 

0      2 
0     5f 

•  «         «  « 

3    lot 
3    lO) 

Thtoknees  of  coal  sampled 

Section  A  (sample  8238)  was  cut  from  face  of  main  heading,  near  left  entry  11. 

Section  B  (sample  8239)  was  cut  from  neck  of  room  5,  off  left  entry  6,  about  2,500 
feet  northwest  of  drift  mouth. 

Section  0  (sample  8351)  was  cut  from  a  point  about  1,800  feet  east  of  drift  mouth. 

Section  D  (sample  8352)  was  cut  from  a  point  about  2,000  feet  north  of  drift  mouth. 

Section  £  (sample  8893)  was  cut  from  room  5,  off  left  entry  6,  about  2,500  feet  north- 
west of  drift  mouth. 

Section  F  (sample  8894)  was  cut  from  room  1,  off  entry  12,  about  3,600  feet  northeast 
of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8351,  8352,  and  8238  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8421. 

Notes, — The  coal  was  undercut  in  the  bed  and  was  shot  down  with  black  powder. 
The  tipple  was  equipped  with  bar  screens  with  l^inch  and  {-inch  openings.  The 
coal  was  picked  on  the  car  by  about  four  trimmen.  The  reported  daily  output  in 
1909  was  about  1,000  tons,  and  1,300  tons  was  the  capacity  of  the  mine.  The  future 
output  was  to  be  derived  laigely  from  pillarB.  * 

For  results  of  briquetting  tests  of  this  coal,  see  U.  S.  Greol.  Survey  Bull.  385,  p.  23. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  228;  alao  U.  S.  Geol.  Survey 
Bull.  362,  p.  16. 
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Glendale.    Glendalb  Mine. 

Sample. — ^Bituminous  coal;  New  River  field;  analyses  Nos.  8176, 8200, 8410  (p.  229). 

Mine. — Glendale;  Kanawha-New  River  district;  a  drift  mine,  at  Glendale,  on  the 
Laurel  Creek  Branch  of  the  Chesapeake  &  Ohio  Rsdlway. 

Coal  bed. — ^Enown  in  this  field  as  the  Fire  Greek.  (Whoniferous  age,  Quinnimont 
formation.  The  thickness  of  this  coal  ranges  from  3  feet  10  inches  to  4  feet  4  inches. 
The  roof  is  a  hard,  smooth,  hlack  shale.  The  floor  is  a  hard  underclay  which  has  a 
smooth 'sur&ce.    The  conditions  were  favorable  for  loading  clean  coal. 

The  bed  was  measured  and  sampled  in  two  places  by  J.  W.  Groves  on  July  9, 1909, 

as  shown  below: 

Sections  of  coal  bed  in  Olendak  mine  at  Glendale. 


Section 

Laboratory  No 

Roof,  black  shale. 

Ooal 

Mother  coal 

Coal 

Floor,  hard,  smooth  onderclay. 

Thickness  of  bed 

Thickness  of  coal  sampled. . 


A 

8176      1 

Ft. 

in. 

3 

6 

0 

1 

0 

7i 

4 
4 

w 

B 
8200 

Ft.  in, 

4       0 


4 
4 


0 
0 


Section  A  (sample  8176)  was  cut  from  room  1  on  right  entry  1,  off  daylight  entry, 
800  feet  north  of  drift  mouth. 

Section  B  (sample  8200)  was  cut  from  room  2,  Beck  Burt  entry,  1,400  feet  north  of 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8176  and  8200.  The  results  of  an 
ultimate  analysis  of  this  sample  are  shown  under  laboratory  number  8410. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  picks  and  shot  down  with  powder. 
The  entire  work  was  in  pillars,  so  very  little  shooting  was  required.  Run-of-mine 
coal  only  was  loaded.  The  mine  in  July,  1909,  had  a  capacity  of  350  tons,  and  the 
daily  average  output  was  250  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  229. 

Glen  Jeak.    Collins  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  7922,  7923,  8124, 
8125,  8192,  8650,  8651  (p.  229). 

Mine.-^^Colhna;  Eanawha-New  River  district;  a  drift  mine;  (mile  from  Glen  Jean, 
on  the  Loup  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  formation. 
The  thickness  of  the  coal  ranges  from  4}  to  5}  feet.  The  roof  is  a  hard  shale.  The 
floor  is  a  soft  shaly  underclay. 

The  bed  was  measured  and  sampled  at  four  points  by  F.  J.  Simington  on  July  9, 
1909,  and  at  two  points  by  A.  J.  Hazlewood  on  August  4,  1909,  as  described  below: 

Sections  of  coal  bed  in  the  Collins  mine,  }  mile  from  Olen  Jean. 


Section 

Laboratory  No 

Roof,  hard  shale. 

Coal  and  sulphur. . 

CJoal 

Sulphur  coal 

Coal  (gray  splint)., 

Coal 

Mother  ooal  streak . 

Bonyooala 

Coal  (gray splint).. 

Mother  ooal  streak. 

Coal,  hard 

Coal,  soft 

Coal. 


Floor,  soft  shaly  underclay. 
Thickness  of  hed 


Thickness  of  coal  sampled. 


A 

7023 
Ft.   in. 

2     i 


0     5i 


1    lOi 


4 
4 


5 
S 


B 

7022 

Ft.   in. 

*i    '2i 


0 
0 


7 

i 

1 


2    11 


6 
6 


SI 


c 

8124 
Ft.  in. 


2 


n 


5 
5 


1| 


2      8i 


D 

8125 

Ft.  in. 

0  2 

1  3J 


0     1| 


H 


3 
3 


E 
8660 
Ft,  in. 


1 
0 

•  * 

0 

■  • 

1 

i 


5 
5 


i 

4 

4 

n 


I 
1 


F 

8661 

F.  m. 

•  •  •  • 

2      ^ 


1 
1 

»  * 

0 
0 


J* 

6 


I  ^ 


a  Not  included  in  sample. 
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Section  A  (sample  7923)  was  cut  frcmi  room  14,  off  left  entry  12, 7,000  feet  north  of 
drift  mouth. 

Section  B  (sample  7922)  was  cut  from  room  2,  off  right  entry  5,  off  main  entry  21, 
7,000  feet  from  drift  mouth. 

Section  G  (sample  8124)  was  cut  from  pillar  18,  off  right  entry  9,  off  main  entry  1, 
3,300  feet  south  of  drift  mouth. 

Section  D  (sample  8125)  was  cut  from  room  2,  off  left  entry  2,  off  entry  21, 4,000  feet 
southeast  of  drift  mouth. 

Section  E  (sample  8650)  was  cut  from  face  of  right  entry  6,  off  entry  21,  4,800  feet 
southeast  of  drift  mouth. 

Section  F  (sample  8651)  was  cut  from  near  face  of  left  entry  9,  off  entry  21, 4,000  feet 
east  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  7922,  7923,  8124,  and  8125,  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  8192. 

NoUi. — ^The  coal  at  this  mine  was  undercut  in  the  lower  part  of  the  bed  by  chain 
machines.  The  tipple  was  equipped  with  screens  to  give  three  sizes  of  coal:  Lump, 
over  d-inch  screen;  egg,  over  2-inch,  an4  slack  through  2-inch.  The  screenings  were 
coked,  the  plant  having  90  ovens.  The  average  daily  output  in  July,  1909,  was 
1,100  tons. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  pp.  229,  230. 

Glen  Jean.    Nichol  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8000,  8004,  8022, 
8595,  8596,  8110  (p.  230). 

Mine. — Nichol;  Kanawha-New  River  district;  a  slope  mine,  30  feet  in  depth  at 
Glen  Jean,  on  the  Loup  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed, — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  formation. 
Thickness,  nearly  uniform,  ranging  as  mined  from  about  4}  feet  to  5}  feet;  roof,  sand- 
stone, underlain  for  the  most  part  with  hard  blue  shale;  floor,  hard  blue  shaly 
imderclay. 

The  bed  was  measured  and  sampled  at  three  points  on  Jime  21-24, 1909,  by  H.  M. 
Wolflin,  and  at  two  points  on  July  31,  1909,  by  A.  J.  Hazlewood,  as  described  below: 

Sections  of  coal  bed  in  Nichol  mine  at  Glen  Jean. 


Section 

Laboratory  No 

Ro(rf,  sandstone  or  hard  blue  shale. 

Hard  ooal  (in  places  sulphurous) . . . 

Very  soft  coal 

Bright  ooal 

Bonea 

Bony  ooal 

Coal 

Hard  gray  ooal 

Coal 

Mother  ooal 

Hard  bony  ooal 

Coal  (in  piaoes  mother-ooal  streaks). 
Floor,  hud  shaly  underclay. 

Tniclmess  of  bed 

Thickness  of  ooal  sampled 


A 

B 

C 

D 

8000 

8004 

8022 

8«»6 

Ft.     in. 

Ft.     in. 

Ft.     in. 

Ft.     in. 

0  10| 
0  10 

0  4 

."  3 

mm             •  • 

1   7 

0  11} 

1  0 

•  •    «  • 

•  «    •  • 

•  •    «  • 

m  •            mm 

0   2 

•  •    •  • 

..  .. 

mm               a  ■ 

0  u 

1   2| 

..  .. 

s  i 

0  "\\ 

1  111 

0  16 

2  \ 

0   1 
0   6| 

0   1 

•  •    •  • 

•  ■    •  ■ 

0  '4i 

i  ii 

•  •    •  • 

I  ^ 

4  lU 
4  llj 

s 

\  ^ 

E 
8596 
Ft,     in. 

"l     6 


1  0 

2  2 


4     8 
4     8 


a  Not  included  in  sample. 

Section  A  (sample  8000)  was  cut  from  face  of  left  entry  4,  about  2,800  feet  northwest 
of  slope. 

Section  B  (sample  8004)  was  cut  from  face  of  right  entry  3,  about  2,300  feet  north  of 
slope. 

Section  C  (sample  8022)  was  cut  from  &u*e  of  main  entry,  about  2,750  feet  approxi- 
mately northwest  of  dope. 

Section  D  (sample  8595)  was  cut  from  face  of  left  entry  5,  about  2,600  feet  from 
slope. 
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Section  E  (sample  8696)  was  cut  from  face  of  right  entry  5,  about  2,500  feet  from 
elope. 

A  composite  sample  was  made  by  mixing  samples  8000,  8004,  and  8022  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  number  8110. 

Notes. — ^The  coal  was  imdercut  in  the  bed  with  chain  machines  and  by  hand,  and 
was  shot  down  with  a  short-flame  explosive.  The  tipple  contained  bar  screens  with 
l^inch  and  5-inch  openings.  The  coal  was  picked  on  the  car.  The  daily  output 
averaged  about  600  tons,  and  900  tons  was  the  capacity  of  the  mine.  The  future  out- 
put for  some  time  to  come  was  to  be  derived  mainly  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  230. 

Harvet.    Harvet  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analsrses  Nos.  7920,  7921,  8085, 
8164  (pp.  230,  231). 

Mine. — ^Harvey;  Eanawha-New  River  district;  a  drift  mine  at  Harvey,  on  the  Loup 
Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  formation. 
Thickness,  nearly  uniform,  ranging  as  mined  from  3  feet  10  inches  to  5  feet  1  inch; 
roof,  sandstone,  between  which  and  the  coal  there  is  sometimes  a  shale;  floor,  soft 
shaly  underclay. 

The  bed  was  measured  and  sampled  at  two  points  on  Jime  10, 1909,  and  at  one  point 
on  June  30,  1909,  by  F.  J.  Simington,  as  described  below* 

Sections  of  coal  in  bed  in  Harvey  mine  at  Harvey. 


Soction 

Laboratorv  No 

Roof,  aandstone  or  shale. 

Coal  (in  some  places  sulphur  and  motber-ooal  streaks) 

Bony  coal 

Coal 

Hard  gray  ooal 

Coal  (m  some  places  mother-ooal  streaks) 

Mother  ooal , 

Coal : 

Floor,  soft  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

7920 
Ft.   in. 

1    7i 

B 
7921 
Ft.     M. 
1      6} 

"i  i' 

0    11} 
0     6 
0 
0    1(4 

4  H 

4    li 

3    11 
3    U 

2    10 

5      0 
5      0 


Section  A  (sample  7920)  was  cut  from  room  14  off  right  entry  19  in  No.  1  district, 
about  9,000  feet  northeast  of  drift  mouth. 

Section  B  (sample  7921)  was  cut  from  room  1  off  right  entry  10  in  No.  2  district,  about 
7,000  feet  north  of  drift  mouth. 

Section  G  (sample  8065)  was  cut  from  room  17  at  face  of  right  entry  1,  off  left  entry  4, 
8,000  feet  south  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  7920,  7921,  and  8085  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  imder  laboratory  number  8164. 

Notes. — The  coal  at  this  mine  was  undercut  by  hand  and  with  chain  machines,  and 
was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  screens  with 
6-inch  and  l}-inch  openings.  The  daily  output  at  the  time  of  sampling  averaged 
about  650  tons,  1,000  tons  being  the  capacity  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  230,  231. 

Hawks  Nest,    Mill  Creek  Mine. 

iSamp2€.— Semibituminous  (?)  coal;  New  River  field;  analyses  Nos.  8178,  8179,  8288 
(p.  231). 

Mine. — ^Mill  Creek;  Kanawha-New  River  district;  a  drift  mine  1  mile  east  of 
Hawks  Nest,  on  the  Ansted  Branch  of  the  Chesapeake  &  Ohio  Railway. 
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Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. The  coal  at  this  mine  averages  2  feet  10  inches  in  thickness,  and  has  no  partings 
to  be  thrown  out.  The  roof  is  a  strong,  solid  bony  coal  which  parts  freely  from  the 
coal;  the  floor  is  a  hard  shaly  imderclay.  The  total  cover  over  the  coal  at  the  mine 
is  from  30  to  350  feet. 

The  bed  was  measured  and  sampled  at  two  points  by  G.  S.  Rice  on  July  12, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Mill  Creek  miney  1  mile  east  of  Hawks  Nest, 


Seetloiis 

Laboratory  No 

Roof,  boDy  coal. 

Coal  (nay) 

Coal  ?duU  grey)  (sometimes  caUed  '^splint") 

Coal  (bright) 

Mother  ooal 

Coal  (bright,  clean) 

FloOT,  hard  ahalV  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled , 


A 

8179      1 

Ft, 

in. 

0 

8 

0 

3 

0 

4 

0 

1 

1 

2 

4 

2 

4 

B 

8178 
FL    in. 
0     9| 

0  ll 

1  71 


2 
2 


n 


Section  A  (sample  8179)  was  cut  from  the  face  of  room  6,  50  feet  from  left  entry  1, 
1,000  feet  west  of  the  mouth  of  the  mine.  The  sample  was  wet  and  the  coal  face  was 
dripping  moisture. 

Section  B  (sample  8178)  was  cut  from  the  face  in  crosscut  at  head  of  the  main  entry, 
1,400  feet  southeast  of  the  mouth  of  the  mine  (sample  damp). 

A  composite  sample  was  made  by  mixing  samples  8178  and  8179  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8288. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  air  punching  machines  and  shot 
down  with  a  permissible  explosive.  The  tipple  had  round-bar  screens  with  3}-inch 
spaces.  The  coal  was  picked  as  it  was  loaded  on  the  railroad  cars.  The  capacity  of 
the  mine  was  200  tons,  the  actual  average  output  being  150  tons  per  day,  the  greater 
part  of  which  was  sold  as  run-of-mine  coal.  The  mine  was  a  new  one  and  had  a  large 
acreage  ahead. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  2S1. 

Herberton.    Herberton  Mine. 

i^ampk.— Bituminous  coal;  Kanawha  field;  analyses  Nos.  8903,  8904,  8905,  8937 
(p.  231). 

Mine. — ^Herberton;  Kanawha-New  River  district;  a  drift  mine  at  Herberton,  on 
the  Virginian  ^ilway. 
'Coal  bed. — Known  in  this  field  as  the  Eagle  or  No.  1  Gas.  Carboniferous  age, 
Kanawha  formation.  The  coal  varies  in  thickness  from  4  to  5  feet,  and  has  a  sand- 
stone roof  over  a  part  of  the  mine  and  shale  over  the  other  parts.  The  floor  varies 
from  a  sandy  shale  to  a  hard  underclay. 

The  bed  was  measured  and  sampled  at  three  points  by  A.  J.  Hazelwood  on  August 
16,  1909,  as  described  below: 

Sections  of  coal  bed  in  Herberton  mine  at  Herberton. 


Section 

Laboratorv  No  

Roof,  sandstone  or  shale. 

(joala 

Mother  coal  (hard) « 

Coal  (fragile) 

Clay(blue)a 

Goal  (gray  splint) 

Coal(^agile) 

Floor,  sandy  shale  Dr  underclay. 

ThlckneBs  of  bed 

Thickness  of  coal  sampled . . 


A 

8903 

Ft.   in. 


1     H 


0 
1 


10 


3    11 
3 


111 


C 

8005 
Ft.   in. 


I    10 


0 

1 

4 
4 


8 
7 

1 
1 


a  Not  induded  in  sampia. 
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Section  A  (sample  8903)  was  cut  from  pillar  No.  1  on  right  entry  1,  400  feet  north 
of  drift  mouth. 

Section  B  (sample  8904)  was  cut  from  the  face  of  the  main  entry,  1,500  feet  north- 
west of  the  drift  mouth. 

Section  G  (sample  8905)  was  cut  from  the  face  of  room  21,  off  left  entry  1,  1,200  feet 
west  of  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8903,  8904,  and  8905.  The  results 
of  an  ultimate  analysis  of  this  sample  are  shown  imder  laboratory  No.  8937. 

Notes. — The  coal  at  this  mine  was  imdercut  with  hand  picks;  two-thirds  was  shot 
down  with  a  short-flame  explosive  and  one-third  with  black  powder.  There  were  no 
screens,  the  entire  output  being  loaded  as  run-of-mine  coal.  The  coal  was  cleaned 
by  one  picker  as  it  was  loaded  on  the  car.  The  rated  capacity  of  the  mine  in  1909 
was  630  tons  per  day,  the  average  daily  output  being  400  tons  and  the  maximimi 
day's  run  650  tons.  The  output  of  the  mine  was  to  be  gradually  increased,  the  coal  to 
be  derived  from  advance  work.    This  mine  had  1,700  acres  of  unmined  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  231. 

Kilsyth.    Kilsyth  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8058,  8089,  8090, 
8091,  8095,  8163  (p.  231). 

Mine. — Kilsyth;  Kanawha-^ew  River  district;  a  drift  mine  at  Kilsyth,  on  the 
Kanawha,  Glen  Jean  &  Eastern  Railway  connecting  with  the  Loup  Creek  Branch  of 
the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  formation. 
Thickness,  not  very  uniform,  ranging  as  mined  from  4  feet  6  inches  to  6  feet  4  inches; 
roof,  generally  a  hard,  blue,  clay  shale,  sometimes  cut  out  by  sandstone;  between 
this  main  roof  and  coal  there  is  a  draw  slate  2  inches  to  6  inches  thick,  which  ^lls  with 
the  coal;  floor,  hard,  shaly  clay,  with  smooth  surface. 

The  bed  was  measured  and  sampled  by  H.  M.  Wolflin  at  one  point  on  June  29, 1909: 
at  three  points  on  July  1,  1909,  and  at  one  point  on  July  3,  1909,  as  described  below, 

Sections  of  coal  bed  in  Kilsyth  mine,  at  Kilsyth. 


Section 

Labontorv  No 

Roof,  sandstone  or  hard  blue  shale. 
Hard  coal,  with  streaks  of  sulphur  or  bone  in  some 
places 

Hard  shaly  clay  (miner's  slate)(> 

Bright  coal 

Boneo 

Bright  coal 

Hard  gray  coal 

Bright  coal  (mother-coal  streaks) 

Hard  shaly  clay  (miner's  slate)a 

Bright  coal  (mother-coal  streaks) 

Floor,  hard  blue  shaly  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

8058 
Ft.    in. 

B 

8090 
Ft.     in. 

C 
8096 
Ft.   in. 

D 

8001 

Ft.   in. 

1   4 

0  2 

1  lOf 

«  >    •  ■ 

•  •    *  ■ 

0   1 

•  •    ■  • 

mm                 m    • 

2  2 

0  2{ 
0  6 
0   2 

0  5i 

1  10 
'  0   2 

0   6 

0  9 

•  •    •  * 

•  •    •  • 

0  7J 

1  31 

1   1 

■  *    •  • 

1  51 

0   5 

mm               ■  a 
•  •      •  * 

2  2| 

5  4 

6   6 
5  102 

J  % 

5   1} 
5   ll 

E 
8080 
FL  in, 

0 
0 
0 
0 
0 

1  1 

2  li 


7 
6 
4 


0 
0 

0 

5 


2 
5 


a  Not  included  In  sample. 

Section  A  (sample  8058)  was  cut  from  room  7  on  right  entry  13,  about  3,000  feet 
south  of  west  of  drift  mouth. 

Section  B  (sample  8090)  was  cut  from  face  of  main  entry  2,  about  6,000  feet  approxi- 
mately southeast  of  drift  mouth. 

Section  G  (sample  8095)  was  cut  from  face  of  left  entry  14,  about  4,500  feet  approxi- 
mately southeast  of  drift  mouth. 

Section  D  (sample  8091)  was  cut  from  face  of  left  entry  12,  about  5,500  feet  approxi* 
mately  southeast  of  drift  mouth. 
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Section  E  (sample  8069)  was  cut  from  room  11  on  dip  1,  about  4,500  feet  approxi- 
mately southwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8058,  8089,  8090,  8091,  and  8095, 
the  results  of  which  are  shown  under  laboratory  No.  8163. 

Notes. — ^The  coal  from  this  mine,  like  that  from  many  others  in  the  field,  is  for  the 
most  part  soft  and  friable.  It  was  undercut  almost  entirely  by  hand,  there  being 
only  one  mining  machine  at  the  mine.  It  was  shot  down  with  a  permissible  explosive. 
The  tipple  had  bar  screens  with  1-inch,  2-inch,  and  3-inch  openings.  The  estimated 
daily  output  at  the  time  of  sampling  was  about  2,000  tons;  about  2,600  tons  was  the 
capacity  of  the  mine.  The  immediate  future  output  was  to  be  derived  from  both 
advance  work  and  pillars. 

For  diemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  231. 

'       Laurel  Creek.    Laurel  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Noe.  8073,  8074,  8075, 
8119,  8892  (pp.  231,  232). 

Miru. — Laurel;  Eanawha-New  River  district;  a  drift  mine  at  Laurel  Creek,  on  the 
Laurel  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  sjb  the  Fire  Creek.  Carboniferous  age,  Quinnimont 
formation.  Thickness,  nearly  uniform,  ranging  as  mined  from  about  3  feet  4  inches  to 
4  feet  6  inches;  roof,  hard,  blue  slate,  between  which  and  the  coal  there  is  sometimes 
a  draw  slate;  floor,  hard,  smooth,  shaly  underclay. 

The  bed  was  measured  and  sampled  at  three  points  on  July  5, 1909,  by  C.  A.  Fisher, 
and  later  at  one  point  by  A.  J.  Hazlewood,  as  shown  below: 

Sections  of  coal  bed  in  Laurel  mine  at  LaureL 


Section 

LabaratoiT  No 

Roof,  hard,  blue  shale,  or  draw  slate. 

Coal  (in  some  plaoee  motber-ooal  streaks). 

Hard  gray  ooal 

Bone  a 

Coal. 


Floor,  hard,  smooth,  shaly  underolay. 
Tmckneesofbed. 


ThJckness  of  coal  sampled . 


A 

8073 

Ft.    in. 

0     6 


0 
3 

3 
3 


^\ 


9 
0 


B 

8074 

FL    in. 


3     9i 


'  SI 


3 


C 

8076 

Ft.    in. 

0     6 

6     2 
3     3 

3    11 
8     9 


D 
8892 
Ft.  in. 

1  2 
0     8 

•  *        •  • 

2  8i 


3 
8 


n 


a  Not  included  in  sample. 

Section  A  (sample  8073)  was  cut  from  left  straight  heading  1. 

Section  B  (sample  8074)  was  cut  from  left  heading  7. 

ISection  C  (sample  8075)  was  cut  from  right  heading  12. 

Section  D  (sample  8892)  was  cut  from  face  of  left  heading  1,  off  main  heading  12, 
about  4,000  feet  northeast  of  opening. 

A  composite  sample  has  been  made  by  mixing  samples  8073 
The  results  of  an  ultimate  analysis  of  this  sample  are  shown 
No.  8119. 

Notes. — ^The  coal  was  mined  by  hand  in  the  top  coal.  The  tipple 
with  screens,  so  that  the  entire  output  of  the  mine  was  shipped  as 
The  daily  output  at  the  time  of  sampling  averaged  about  400  tons, 
a  maximum  day's  run.  There  was  approximately  2,900  acres  of 
out  from  the  opening. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  231,  232. 

Lawton.    Greenwood  (Slatbb  Hollow)  Mine. 

Sample. — Semibituminous  coal.  New  River  field;  analyses  Nos.  8168,  8198,  8407, 
8177,  8212,  8408  (p.  232). 

Mine. — Greenwood  (Slater  Hollow);  Kanawha-New  River  district;  a  drift  mine, 
located  in  the  New  River  field.  West  A^irginia,  at  Lawton,  on  the  Laurel  Creek  Branch 
of  the  Chesapeake  &  Ohio  Railway. 


,  8074,  and  8075. 
under  laboratory 

was  not  equipped 
run-of-mine  coal, 
and  500  tons  was 
coal  to  be  taken 


928 


ANALYSES  OF  COALS. 


Coal  bed, — Known  in  this  field  as  the  Fire  Greek.  CarboniferouB  age,  Qoinnimont 
fonnation.  Thicknees,  very  uniform,  ranging  as  mined  from  about  3}  feet  to  4}  feet; 
roof,  strong,  dark  shale;  floor,  hard,  gray  shaly  underclay. 

The  bed  was  measured  and  sampled  at  two  points  on  July  10, 1909,  by  J.  W.  QioveSy 
and  at  two  points  July  10,  1909,  by  J.  J.  Rutledge,  as  described  below: 

Sections  of  coal  bed  in  Greenvxyod  (Slater  Hollow)  mine  at  Lawton. 


Section 

Laboratory  No 

Roof,  dark  shale. 

Bonyooal 

Coal 

Hard  gray  coal 

Motberooal 

Coal 

Floor,  hard  shaly  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

8168 
Ft,  in. 

mm  mm 

4      2 


4 
4 


2 
2 


6 

8198 

Ft.    in. 

"Z    loi 


3 
3 


^ 


C 

8177 
FL  in. 

■  •         •  • 

1  4 

0     2 

•  •         •  • 

2  4 


3    11 


iSI 


D 

8212 

Ft.  In. 
e  H 
3   0 


I 


4 

4 


Section  A  (sample  8168)  was  cut  from  last  breakthrough  in  Valentine  entry,  about 
1,100  feet  south  of  drift  mouth. 

Section  B  (sample  8198)  was  cut  from  neck  of  room  6  on  rig^t  entry  2,  off  Valentine 
entry. 

Section  G  (sample  8177)  was  cut  from  right  entry  2,  off  entry  7,  about  3,600  feet 
northwest  of  drift  mouth. 

Section  D  (sample  8212)  was  cut  from  Moss's  entry,  about  5,700  feet  northwest  of 
drift  mouth. 

Two  composite  samples  were  made:  (1)  by  mixing  samples  Nos.  8168  and  8198  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8407;  (2) 
by  mixing  samples  8212  and  8177  for  an  ultimate  analysis,  the  results  of  which  are 
shown  under  laboratory  No.  8408. 

Notes. — ^The  coal  was  undercut  in  the  bed  and  was  shot  down  with  blaick  blasting 
powder.  The  bin  was  equipped  with  bar  screens  12  feet  long  with  l^inch  and  |-inch 
openings.  The  screens  in  July,  1909,  were  not  in  use,  the  entire  output  being  shipped 
as  run-of-mine  coal.  The  coal  was  picked  on  the  car  by  four  trimmers.  The  daily 
output  in  July  1909  averaged  about  150  tons,  and  300  tons  was  the  capacity  of  the  mine. 
The  future  output  for  sometime  to  come  was  to  be  derived  almost  entirely  from  pillar 
work.    The  mine  operator  had  about  3,500  acres  practically  untouched. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  232. 

Lawton.    Quinnimont  (Lick  Branch)  Mine. 

/9amp^.— ^emibituminous  coal,  New  River  field;  analyses  Nos.  8197,  8214,  8215, 
8299  (p.  232). 

Mine, — Quinnimont  (or  Lick  Branch);  Kanawha-New  River  district;  a  drift  mine,  \ 
mile  from  Lawton,  on  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Fire  Creek.  Carboniferous  age,  Quinnimont 
formation .  Thickness,  nearly  uniform,  ranging  as  mined  from  about  3  feet  8  inches  to 
4  feet  3  inches;  roof,  strong,  dark  shale;  floor,  dark,  hard  shale. 

The  bed  was  measured  and  sampled  by  J.  J.  Rutledge  on  July  9,  1909,  at  three 
points,  as  described  below: 

Sections  of  coal  bed  in  Quinnimont  {Lick  Branch)  mine,  i  mile  from  Lawton, 


SectioD 

Laboratory  No 

Roof,  dark  shale. 

Coal 

Dark  shale  (In  some  places  sulphurous)  a 

Coal 

Floor,  dark  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

8197 

8214 

Ft.  in. 

FL  In. 

0     1 

0     6 

3     7| 

3   4 

3     9 

3     8i 

3     » 
3     81 

c 

8215 
Ft.   <n, 

0 

0 

3 


3 


i  !' 


a  Not  included  in  sample. 


WEST  VntOINIA:  FAYETTE  COUNTY. 


929 


Section  A  (sample  8197)  was  cut  from  left  entry  1,  off  right  entry  2,  about  900 
feet  north  of  drift  mouth. 

Section  B  (sample  8214)  was  cut  from  breakthrough  between  right  entry  2  and  air- 
course,  about  3,000  feet  northeast  of  drift  mouth. 

Section  G  (sample  8215)  was  cut  from  breakthrough  between  right  entry  2  and  ait- 
course,  2,000  feet  northwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8197,  8214,  and  8215,  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8299. 

Notes, — ^The  coal  was  mined  by  hand  and  was  shot  down  with  black  powder.  The 
entire  output  was  shipped  as  run-of-mine  coal.  The  daily  output  in  July,  1909,  averaged 
about  800  tons  and  that  was  also  the  capacity  of  the  mine  with  its  equipment  at  tiiat 
time.  The  future  output  was  to  be  derived  from  both  advance  work  and  from 
pillars. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  232. 

Lookout.    Blume  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8149,  8150,  8156, 
8609, 8194  (p.  233). 

Mine. — ^Blume;  Kanawha-New  Rivor  district;  a  drift  mine  at  Lookout,  8  miles  east  of 
Nuttall,  on  the  Keeneys  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  fairly  uniform,  ranging  as  mined  from  3  to  4  feet;  roof,  strong, 
gray,  fine-grained  shale,  18  feet  thick,  with  a  cap  rock  above;  floor,  hard  clay. 

The  bed  was  measured  and  sampled  at  three  points  by  R.  Y.  Williams  on  July  7, 
1909,  and  at  one  point  by  A.  J.  Hazlewood  on  July  26, 1909,  as  described  below: 

Sections  of  coal  bed  in  Blume  mine  at  LookoiU. 


Secttons 

Laboratory  No 

Roof,  stroDE  nay  fine-grained  shale. 

Soft,  hnebt,  aoft-gnlned  coal 

ICedluniliara  bright  short-grained  coal 

Jlard  gray  denae  coal 

Soft  bright  ooal 

Soft  bright  ooal  (mother-coal  streaks) . . 
Floor,  hard  clay .  smooth  surface. 

lliicknefis  orbed 

Thickness  of  coal  sampled 


A 

6 

c 

8140 

8150 

8156 

Ft.    in. 

Ft.    in. 

Ft.    in. 

1  i 

•  •    »  • 

1   1 

0  11} 

■  •    ■  ■ 

6  2} 

0  i| 

0   2 

..   8 

2  h 

1   81 

1   2 

coco 
eoco 

2  m 

2  lot 

3   1 
3   1 

D 

8609 
Ft.    in. 
0    IH 

0    ii 

'2       J 

3      U 
3      1} 


Section  A  (sample  8149)  was  cut  from  the  face  of  right  entry  10,  4,000  feet  from  drift 
mouth. 
Section  B  (sample  8150)  was  cut  from  the  face  of  main  straight  entry,  4,500  feet  from 

entry. 

Section  G  (sample  8156)  was  cut  from  the  face  of  right  entry  1,  off  left  entry  4, 
1,500  feet  &om  drift  mouth. 

Section  D  (sample  8609)  was  cut  from  the  face  of  right  entry  1,  off  left  entry  4, 1,500 
feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8149  and  8150  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8194. 

Notes. — ^The  coal  was  undercut  by  chain  machines  in  the  bottom  part  of  bed,  and  was 
shot  down  with  permissible  explosives  and  black  powder.  There  were  no  screens; 
therefore  the  entire  output  was  shipped  as  run-of-mine  coal.  This  is  a  coking  coal, 
but  there  were  no  ovens  at  this  plant.  The  coal  was  picked  on  car.  The  daily  output 
in  July,  1909,  averaged  500  tons,  and  650  tons  was  a  maximum  day's  run.  The  future 
output  for  some  time  to  come  was  to  be  derived  almost  entirely  from  advance  work, 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  233, 

45889^— Bull.  22,  pt  2—13 39 


930 


ANALYSES  OF   COALS. 


LooKOVT.    Lookout  Mine. 

Sample, — Semibituminous  coal;  New  River  field;  analyses  Nos.  8135,  8136,  8189 

(p.  233). 

Mine. — Lookout;  Kanawha-New  River  district;  a  drift  mine  at  Lookout,  on  the 
Keeneys  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  formation. 
Thickness,  fairly  uniform,  ranging  as  mined  from  3  to  4  feet;  roof,  strong,  coarse- 
grained, gray  shale  with  a  cap  rock  5  to  18  feet  above ;  the  roof  seldom  falls  with  the  coal ; 
floor,  hard  clay  with  smooth  surface,  underlain  with  slate;  cover,  for  the  most  part, 
100  to  200  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  by  A.  C.  Ramsay  on  July  6, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Lookout  mine  at  Lookout. 


Section 

LAbontory  No 

Roof,  sray  shale. 

Soft  brigh  t  ooal 

Bolt  briikl  ooal  with  mothcr-ooai  stieaks.. 

Hard  gray  coal 

Soft  bright  ooal  wttli  motheiHXMa  atnaks. . 

Soft  Ittight  ooal 

Floor,  hard  clay. 

Thloknaia  of  bod 

Thickness  of  ooal  sampled 


A 

k 

81dB      \ 

Ft. 

im. 

0 
0 

% 

0 

3 

1 

3 

0 

1 

2 

10 

2 

10 

B 

8130 

Ft,  in, 

1  0 

0  2| 

0  2 

1  4i 


2 
2 


Section  A  (sample  8135)  was  collected  from  the  face  of  left  entry  1,  600  feet  Imn 
drift  mouth. 

Section  B  (sample  8136)  was  collected  from  the  face  of  left  entry  2,  off  the  straight 
entry,  1,300  feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8135  and  8136  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8189. 

Noiti. — ^The  coal  was  imdercut  in  bottom  part  of  bed  with  a  chain  machine,  and 
waff  shot  down  with  a  permissible  explosive  and  black  powder.  The  tipple  was  not 
equipped  with  screens,  so  that  the  entire  output  was  shipped  as  run-of-mine  coal. 
The  coal  was  picked  on  car.  This  b  coking  coal,  but  there  were  no  ovens  at  this  pknt. 
The  average  daily  output  was  estimated  as  130  tons,  and  175  tons  was  the  tm^^imnin 
day's  run.  The  future  output  for  some  years  to  come  was  to  be  derived  from  ad- 
vance work  only. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  233. 

Macdokald.    Macdokald  Mine. 


Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  2359  and  2360 
(West  Virginia  No.  19)  and  analyses  Nos.  7987,  7993,  7999,  8112  (p.  233). 

Mine. — Macdonald;  a  drift  mine  in  the  Kanawha-New  River  district,  at  Macdonald, 
on  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  as  the  Sewell  of  the  West  Virginia  Geological  Survey.  Carbonif- 
erous age,  Sewell  formation.  The  dip  of  the  bed  varies  greatly,  in  places  being  as 
much  as  12  feet  in  100,  the  average  being  about  2  feet  in  100.  Thickness  of  coal,  aa 
mined,  from  about  5  feet  to  5  feet  6  inches;  roof,  gray  shale,  usually  strong,  but  occa- 
sionally weak  and  "slippy;"  floor,  hard,  gray  shaly  underclay;  cover,  for  the  moat 
part,  more  than  75  feet  thick. 
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Tfae  bed  wm  measuied  and  aampled  at  two  points  by  J.  W.  Groves  and  W.  J.  von 
Borries  on  October  24, 1905,  as  shown  bebw: 

Sections  of  coal  bed  in  Maodonald  mine  at  Macdonald, 


Section 

Laboratory  No. 
Roof,  shale. 
Coal 


Bonyooalo. 

Coal 

Mother  coal. 
Hardooal... 
Coal. 


Mother  coal 

Coal 

Shale 

Coal 

Bony  coal « 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thiekness  of  ooai  sampled. 


B 
2360 
Ft.  in. 


0 
2 


6 
1 


0 
0 
0       I 

0    10 


9 


0 
0 
0 
0 

5 

4 


7» 
I* 


a  Not  included  in  sample. 

Section  A  (sample  2359)  was  measured  in  room  11,  on  left  entry  18, 7,720  feet  in  the 
mine  opening. 

Section  B  (sample  2360)  was  measured  in  room  16,  on  right  entry  16,  7,600  feet 
southwest  of  the  mine  opening. 

The  bed  was  also  measured  and  sampled  at  three  points  on  June  16, 1909,  by  David 
White,  G.  S.  Rice,  G.  S.  Pope,  J.  J.  Rutledge,  F.  J.  Simington,  and  H.  M.  Wolflin, 
as  described  below: 

Sections  of  coal  bed  in  Macdonald  mine  at  Maodonald. 


Section 

Laboratory  No 

Roof,  strong  eray  shale  or  ''slippy  draw-slate." 

!Bone  ana  sdlphurotis  coal  a 

Coal  (mother-coal  streaks) 

Hard  grey  coal 

Coal  (mother  coal  streaks) 

Floor,  hm.  gray,  shaly  underclay. 

Tbiokness  of  bed 

Thickness  of  ooai  sampled 


A 

B 

C 

7987 

7993 

7999 

Ft.  in. 

Ft.  in. 

Ft.  in. 

•  ■    «  • 

S  4 

0   i 

2  41 
0  71 

3 

0  2 

0   5 

1   8 

2   1 

2   2} 

4  8) 

4  8| 

4   9i 
4  SJ 

5   9 

6  Si 

a  Not  included  in  sample. 

Section  A  (sample  7987)  waa  cut  from  left  entry  19,  about  7,000  feet  west  of  drift 
mouth. 

Section  B  (sample  7993)  was  cut  from  cross  entry  17,  off  left  entry  18,  about  6,000 
feet  southeast  of  drift  mouth. 

Section  G  (sample  7999)  was  cut  from  chain  pillar  opposite  room  16,  o£f  right  entry 
11,  about  4,200  feet  southwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  7987, 7993,  and  7999.  The  results 
of  an  ultimate  analjrsis  of  this  sample  are  shown  \mder  laboratory  No.  8112. 

Notea. — ^The  coal  at  this  mine  was  undercut  in  the  bed,  usually  by  hand.  The 
tipple  was  equipped  with  bar  screens  for  lump  and  revolving  screens  16  feet  by  4  feet 
witii  i-inch  and  |-inch  openings.  'Rie  slack  was  coked  in  beehive  ovens,  of  which 
in  June,  1909, 110  were  fired  and  290  idle.  The  coal  was  picked  on  the  car.  The 
daily  output  at  the  time  of  sampling  in  1909  averaged  about  425  tons;  600  tons  was  a 
maTimiim  day's  run.  Almost  the  entire  output  in  the  near  future  was  to  come  from 
pillar  work. 
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For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  216;  Bureau  of  Mines  Bull.  23,  pp.  69,  187; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  217;  Bull.  336,  pp.  26,  35,  44;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  52,  55,  58,  61,  64. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  233 ;  also  U.  S.  Creol.  Survey  Bull. 
290,  p.  216. 

Macdonald.  Sugar  Creek  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  7986,  7996,  7997^ 
8598,  8105  (pp.  233,  234). 

Mine. — Sugar  Creek;  Kanawha-New  Kiver  district;  a  drift  mine  1  mile  west  of 
Macdonald,  on  the  Loup  Creek  branch  of  the  Chesapeake  &  Ohio  Railway. 

Cixil  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  SeweU  formation. 
Thickness,  uniform,  ranging  as  mined  from  5  feet  to  5  feet  6  indies;  roof,  strong  gray 
shale;  floor,  hard  gray  shaly  underclay. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  J.  RuUedge  and  F.  J. 
Simington  on  Jime  18,  1909,  and  at  one  point  by  A.  J.  Hazlewood  on  August  2,  1909, 
as  described  below: 

Sections  of  coal  bed  in  Sugar  Creek  mine^  1  mile  west  of  Macdonald. 


Section 

Laboratonr  No 

Roof,  hard  Kray  shale. 
Coal  ana  bone 


Coal  (in  some  places  mother-coal  streaks). 

Hard  gray  ooai. 

Bone 

Coal  (in  some  places  mother-coal  streaks) . 
Floor,  hard,  smooth,  gray,  shaly  underclay. 

Thickness  of  bed , 

Thickness  of  coal  sampled 


A 

B 

C 

7966 

7996 

7997 

Ft.   in. 

Ft.   in. 

Ft.    «n. 

■  •        •  ■ 

aO     1 

0    a 

0     8 

2     31 
0     5} 

1     31 

0     21 

«  •         •  • 

•  •         •  • 

•  •         •  * 

•  0     7 

3    lOi 

a     i 

3     Z\ 

t  n 

4    10 
4     9 

\  n 

D 
8S98 
Fl   te. 

•  •        •  • 

1     8 
1     7 

•  •        ■  ■ 

1     61 

i  SI 


a  Not  Inclnded  in  sample. 

Section  A  (sample  7986)  was  cut  from  room  4  on  air  course,  about  2,200  feet  west  of 
drift  mouth. 

Section  B  (sample  7996)  was  cut  from  face  of  entry  3,  about  1,000  feet  east  of  drift 
mouth. 

Section  C  (sample  7997)  was  cut  from  room  32,  off  left  entry  4,  about  2,400  feet  west 
of  drift  month. 

Section  D  (sample  8598)  was  cut  from  face  of  room  14,  ofF  left  entry  1,  about  300  feet 
south  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  7986,  7996,  and  7997  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8105. 

Notes. — The  coal  at  this  mine  was  undercut  in  the  bed,  generally  by  hand,  and  was 
shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  screens  12  feet  long, 
with  1  H^ch  openings,  and  with  revolving  screens  12  feet  long,  with  }-inch  openings. 
The  coal  was  picked  on  the  car  by  four  trimmers.  The  daily  output  at  time  of  sampling 
in  1909  averaged  600  tons,  and  600  tons  was  the  capacity  of  the  mine.  Seventy-five 
per  cent  of  the  future  output  was  expected  to  come  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  233,  234. 

MiNDBN.      MiNDEN  No.  2  MiNE. 


Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8024,  8025,  8026, 
8881,  8882,  8107  (p.  234). 

Mine. — ^Minden  No.  2;  Kanawha-New  River  district;  a  drift  mine  at  Minden, 
about  3  miles  from  Thurmond,  on  the  Arbuckle  Creek  branch  of  the  Chesapeake  A 
Ohio  Railway. 
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Coal  bed. — Known  in  this  field  aa  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  2}  feet  to  3}  feet;  roof,  dark  shale,  between  which  and  the  coal  is 
a  3-inch  layer  of  draw  slate;  floor,  hard  gray  underclay  with  rough  surface. 

The  bed  was  measured  and  sampled  at  five  points  by  J.  J.  Rutledge  and  A.  J.  Hazle- 
wood  on  June  22,  1909,  as  described  below: 

Sections  of  coal  bed  in  Minden  No.  ^  mine  at  Minden. 


Section 

Laboratory  No 

Roof,  dark  shato. 

Coal , 

SpUntooaL 

Bulpluir  ooal 

Soft  sulphur  with  coal . 

Coal 

Mothar-ooal  stnak 

Bulphur  coal 


Bony  coal 

Coal 

Gray  splint  ooal. 


uiay 
Coal. 


Floor,  soft  underclay. 

ThickDess  of  bed 

Thickness  of  ooal  sampled. 


A 

8024 
Ft.    in. 

I     8i 
0     2 


3 
3 


111 


B 

8025 

Ft.    in. 

1      8 

0     2 


1      2 

i    i 


4      l| 


c 

8026 

Ft. 

in. 

0 

H 

•  0 

m  • 

1 

0 

ab 

i 

0 

6 

aO 

4 

0 

Sh 

0 

3 

3 

H 

5  6 

6  2 


\ 


D 
8881 
Ft.    in. 
1     0 
0     6 


0     6 


0  11 

2  0 

4  11 

4  11 


E 
8882 

Ft,  fn. 


0  9 
0  1 
0     2 


2     8i 
1     4 


6 
6 


I 


a  Not  included  in  sample. 

Section  A  (sample  8024)  was  cut  from  the  face  of  left  air  course  9, 3,200  feet  southeast 
of  drift  mouth. 

Section  B  (sample  8025)  was  cut  from  the  face  of  left  entry  1,  3,000  feet  southeast  of 
drift  mouth. 

Section  G  (sample  8026)  was  cut  from  face  of  right  air  course  6,  2,800  feet  northwest 
of  drift  mouth. 

Section  D  (sample  8881)  was  cut  from  face  of  left  entry  4,  2,100  feet  southeast  of 
drift  mouth. 

Section  E  (sample  8882)  was  cut  from  face  of  left  entry  7, 1,600  feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8024,  8025,  and  8026  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8107. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  and  machine  in  the  bottom 
part  of  the  bed,  and  was  shot  down  with  black  powder.  The  tipple  was  equipped  with 
bar  screens  with  1}  and  }  inch  openings.  The  total  output  of  the  mine  was  screened. 
It  was  picked  on  the  car  by  four  trimmers.  The  coal  is  a  coking  coal,  but  no  coke  was 
being  made  at  time  of  sampling  in  June,  1909.  The  daily  output  averaged  700  tons. 
The  future  output  was  to  be  derived  from  advance  workings. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  234. 

Minden.    Minden  Mines  Nob.  3  and  4. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8027,  8028,  8249, 
8381,  8880,  8249,  8029,  8030,  8031,  8102  (pp.  234,  235). 

Mines. — ^Minden  Nos.  3  and  4;  Eanawha-New  River  district;  drift  mines  at 
Minden,  on  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. The  thickness  of  the  coal  ranges  from  3  to  3^  feet.  The  roof  is  a  dark  shale  of 
good  quality.    The  floor  is  a  hard  underclay  with  a  smooth  surface. 

The  bed  was  measured  and  sampled  at  four  points  in  Minden  No.  3  mine,  and  at 
three  points  in  Minden  No.  4  mine  by  J.  J.  Rutledge  and  A.  J.  Hazlewood  on  July  25, 
1909,  as  described  on  the  following  page. 
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Sections  of  coal  bed  in  Mvnden  No,  S  mine  at  Minden, 


Section , 

Laboratory  Nr-^ 

Roof,  dark  shale. 

Coal 

Bony  ooala 

Coal 

Orav  splint  ooaL. 


Gray 
Coal. 


FIo<MN  hard  shalv  underlcay. 
Thickness  of  bed 


Thickness  of  ooal  sampled. 


i'n 


5     0 
4     2 


4     7 
4     7 


FL    in. 
I     B 


0  8 

2  2 

4  S 

4  S 


a  Not  inehided  hi  sample. 

Section  A  (sample  8027)  wafl  cut  from  face  of  left  entry  7,  3,000  feet  eart  of  drift 
mouth. 

Section  B  (sample  8028)  was  cut  from  face  of  right  air  course  8,  in  break-through  No.  1. 

Section  C  (sample  8381)  was  cut  from  crosscut  in  right  heading  5,  2,400  feet  wett  of 
drift  mouth. 

Section  D  (sample  8880)  was  cut  from  face  of  a  room  off  left^itry  4, 1,300  feet  south- 
east of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8027  and  8028  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8249. 

Sections  of  coal  bed  in  Minden  JVb.  4  mine  at  Minden, 


Section 

Laboratory  No 

Roof,  dark  shale. 

Poor  coal  a 

Coal 

Gray  splint  ooal. 


uray 
Coia. 


Flow,  hard,  grav  shaly  underclay. 

Thickness  of  bed 

Thicknen  of  bod  sampled 


a  Not  included  in  sample. 

Section  A  (sample  8029)  was  cut  from  face  of  left  entry  4,  3,000  feet  northwest  oi 
drift  mouth. 

Section  B  (sample  8030)  was  cut  from  face  of  room  5,  off  ri^t  entry  9,  southeast  of 
drift  mouth. 

Section  C  (sample  8031)  was  cut  from  the  face  of  main  heading,  5,000  feet  northeast  of 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8029,  8030,  and  8031  for  an  ulti- 
mate analysis,  the  results  of  which  are  fdiown  under  laboratory  No.  8102. 

Note. — The  coal  was  undercut  by  hand  in  No.  4  mine  and  by  machine  in  No.  3  mine, 
in  the  lower  part  of  the  bed,  and  was  shot  down  with  black  powder.  Both  mines 
used  the  same  tipple,  which  was  equipped  with  screens  with  }  and  1^  inch  openings. 
There  was  a  bank  of  coke  ovens  below  the  mines,  but  they  were  not  in  use  at  time  of 
sampling  in  1909.  The  estimated  daily  output  averaged  550  tons  at  No.  3  mine  and 
600  tons  at  No.  4  mine,  while  the  capacities  were  600  and  700  tons,  respectively.  The 
output  in  the  immediate  future  was  to  be  derived  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  234,  235. 

MiNDSN.    Minden  No.  5  Mink. 

i9am;>Ze.— Semibituminous  coal;  New  River  field;  analyses  Nos.  8032,  8068,  8084, 
8101  (p.  235). 

MiTie. — ^Minden  No.  5;  Kanawha-New  River  district;  a  drift  mine  at  Minden,  <m 
the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  formation. 
The  thickness  ranges  from  3  to  4}  feet.    The  roof  is  either  sandstone  or  shale  of  fairly 
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giood  quality  according  to  locality.    Hie  floor  ii  a  hard  giay  ahaly  imdeiclay  with  a 
smooth  surface. 

The  bed  was  measured  at  thrae  points  by  J.  J.  Rutledge  en  June  28,  1900,  as 
described  below: 

Section  of  coal  bed  in  Minden  No.  5  mine  at  Minden. 


Bectioii 

Laboiatorv  No 

Roof,  saadstone  or  shale. 

Goal  and  boDe« 

Hard  coal 

Sulphui  coal 

Cod 

Coal,  gray  splint 

Coal 

Coal,  vary  soft 

Floor,  hard ,  shaly  undenlay. 

Tliickxiess  of  Ded 

Thickness  of  coal  sampled . 


•  Not  Induded  fa  sample. 

Section  A  (sample  8032)  was  cut  from  face  of  left  entry  6,  1,500  feet  northwest  of 
drift  mouth. 

Section  B  (sample  8033)  was  cut  from  fiace  of  right  heading  7,  850  feet  northeast  of 
drift  mouth. 

Section  C  (sample  8034)  was  cut  from  fiace  of  main  heading,  4,000  feet  north  of  drift 
mouth. 

A  composite  sample  was  made  by  mixing  samples  8032,  8033,  and  8034  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8101. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  and  machine  at  the  bottom  of 
the  bed,  and  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  1} 
and  }  inch  screens.  There  were  no  coking  ovens  at  this  mine.  The  estimated  output 
in  1909  was  550  tons,  but  the  capacity  was  600  tons  daily.  The  future  output  wtm  to  be 
derived  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  235. 

Page.    Eagle  Mine. 

Sample. — Bituminous  coal;  Kanawha  field;  analysis  No.  6932  (p.  235). 

Mine. — Eagle;  Kanawha-New  River  district;  a  drift  mine  1^  miles  northeast  of 
Page,  on  the  Virginian  Railway,  Deepwater  Division. 

Coal  bed. — ^Eagle  or  No.  1  Gas.  Carbonifeh)us  age,  Kanawha  formation.  The  roof 
and  floor  are  shale. 

The  bed  was  measured  and  sampled  on  December  17,  1908,  by  Q.  S.  Pope  as 
described  below: 

Section  of  coal  bed  in  Eagle  nwnCf  H  miles  northeast  of  Page, 


Laboratory  No 

RooL  shale. 

Coal 

Snlphur  streak 

Coal 

Sbaie  and  flie  clay , 

Coal 

Iflxtuies6 

Coal 

Mother  coal 

Coal 

Mother-coal  streak 

Coal 

Bony  coal 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


fi. 
0 

•  ■ 

0 
•0 

1 

al 
0 
0 
1 

0 
0 
0 

8 

4 


in. 

•  m 

4] 


i!i 


a  Not  included  in  sample. 

b  Beginning  at  the  top  of  this  parting,  the  following  mixtures  were  found:  Shale  and  coal,  2^  Inches;  shale, 
I  inch:  coal  and  shale,  4  inches;  soft  blue  mud , }  inch;  soapstone  and  fire  clay,  4}  inches. 
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The  sample  was  taken  800  feet  from  opening  in  room  10,  off  airway  8,  and  waa  wet 
when  taken. 

NoUb. — ^No  machines  were  used;  coal  was  easily  shot  down  and  picked.  The  coal 
all  went  to  l^inch  screens;  that  which  passed  over  was  designated  steam  coal,  and 
that  which  went  through  was  used  in  coke  ovens. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  235. 

Page.    Ansted  Mine. 

Sample. — Bituminous  coal;  Kanawha  field;  analysis  No.  6933  (Ann  Arbor  No.  5) 
and  analysis  No.  5439  (p.  236). 

Mine, — ^Ansted;  Kanawha-New  River  district;  a  drift  mine  2i  miles  northeast  of 
Page,  on  the  Virginian  Railway. 

Coal  bed. — Ansted  or  No.  2  Gas.    The  coal  is  of  carboniferous  age,  £anawha  forma- 
tion. 
The  bed  is  about  9  feet  thick.    Roof,  shale;  floor,  shale. 

The  bed  was  measured  and  sampled  on  October  5,  1907,  by  K.  M.  Way,  aa 
described  below: 

Section  of  coal  bed  in  Ansted  minej  S{  miles  northeast  of  Page. 


Laboratory  No. 
Roof,  shale. 
Coal 


ICotharcoal. 
Coal 


liotherooal. 
Coal 


Hard  coal. 

Coal 

Shalea 

Coal 


ICotharooal. 
Coal 


ICotharcoal. 
Coal. 


Floor,  shale. 

Thickiiessofbed 

Thickness  of  coal  sampled . 


a  Not  included  in  sample. 

Sample  was  taken  in  room  16,  off  right  entry  3, 1,100  feet  northeast  of  opening. 
The  bed  was  also  measured  and  sampled  by  G.  S.  Pope  on  December  17,  1908,  aa 
shown  below: 

Section  of  bed  in  Ansted  minSj  Si  miles  northeast  of  Page. 


Laboratory  No 

Roof,  shale  and  sandstone  mixed. 

Coal 

Sulphur. 


Sulphur  «. 


Coel. 


Sulphurs... 

Coal 

Mother  coal. 

Coal 

SpUntyooal. 
Splinty  coal. 
Sulphur 


Shale  (parts  benches)  a  . . 
&;>linty  coal 

Mother  omU 

Coal 

Mother  coal 

Coal 

FloOT.  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


Ft. 
0 
0 
0 
0 
0 
0 
0 
0 
1 
1 
0 
0 
0 
0 
1 
0 
0 
0 
0 
0 

9 
8 


2i 


4 
8 

8 

6 

:i 

ij 

8 

8] 

10] 


a  Not  InoiDded  in  flunpfe. 
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The  sample  waa  taken  from  point  1 ,600  feet  northeast  of  opening  in  room  22,  off 
entry  6. 

Note», — ''  Sulphur  "  occurs  with  irregularity  but  in  considerable  quantities,  both  as 
partings  and  balls;  in  places  mixed  with  mother  ooal.  The  rejected  parting  is  a  per- 
sistent layer  of  shale  varying  from  6  inches  to  a  thickness  such  that  the  lower  coal  was 
not  worked.  The  mining  bed  is  the  top  of  above  bench;  after  being  picked  out  the 
coal  was  shot  from  shale.  Crenerally  the  shale  was  picked  and  then  the  lower  bench 
shot  up.  No  machines.  In  all,  there  were  505  ovens;  the  greater  part  of  the  coal  was 
coked.    Capacity  of  mine  was  700  tons  daily. 

For  results  of  illuminating-gas  tests  of  this  coal,  see  Bureau  of  Mines  Bull.  6,  pp.  39, 47. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  236. 

Page.    Page  No.  1  Mine. 

Sample. — ^Bituminous  coal;  Kanawha  field;  (West  Virginia  No.  14)  analyses  Nos. 
1869,  1870,  2178  (p.  236). 

Mine. — Page  No.  1;  Kanawha-New  River  district;  a  drift  mine  at  Page,  on  the  Deep 
Water  Railway  and  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Locally  known  as  the  Eagle.  Carboniferous  age,  Kanawha  formation. 
Its  thickness  is  about  7  feet,  and  it  lies  nearly  flat.  The  roof  is  a  sandy  shale.  The 
floor  is  the  same. 

The  bed  was  measured  and  sampled  at  one  point  by  J.  W.  Groves  and  W.  J.  yon 
Berries,  on  September  22,  1905,  as  shown  below: 

Section  of  coal  bed  in  Page  No,  1  mine  at  Page. 


LaboratoiyNo , 

Roof,  slate. 

Coal 

Draw  slate 

Coal 

Shale 

Coal 

Coal  and  shale 

Coal 

Shale 

Coal 

Fkxv.  slate. 

Tnlckiiessofbed 

Thfetaieas  of  ooal  sampled . 


2178 
J^.    te. 

0  2 
ao  4 

1  1 
aO  0 

1  3 
aO  2\ 
aO  3 
aO  6 

2  6 

7  } 

6  0 


a  Not  indaded  in  sample. 

Sample  2178  was  measured  in  airway  8,  1,100  feet  from  the  mine  opening. 

Sample  1869  was  taken  from  the  lower  bench  of  this  coal.  Sample  1870  was  taken 
from  the  middle  bench,  at  a  point  774  feet  from  the  mine  opening. 

Notes. — ^The  output  of  this  mine,  like  that  of  the  Page  No.  2  mine,  was  largely  made 
into  coke,  the  operator  having  in  1905  a  total  of  505  ovens  located  near  the  two  mines. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  205;  Bureau  of  Mines  Bull.  23,  pp.  69,  186; 
producer-gas  tests:  Bureau  of  Mines  Bull.  13,  pp.  221,  276;  coking  tests:  U.  S.  Greol. 
Survey  Bull.  290,  p.  206;  Bull.  336,  pp.  25,  34,  44;  cuix>la  tests  of  coke:  U.  S.  Geol. 
Survey  Bull.  336,  pp.  52,  55,  57,  61,  64. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  236;  also  U.  S.  €(eol.  Survey 
Bull.  290,  p.  204. 

Page.    Page  No.  2  Mine. 

« 

Sample. — ^Bituminous  cool;  Kanawha  field;  (West  Viiginia  No.  13)  analyses  Nos. 
1867,  1868,  and  2177  (p.  236). 

Mine. — Page  No.  2;  Kanawha-New  River  district;  a  drift  mine  at  Page,  on  the 
Chesapeake  &  Ohio  Railway  and  the  Deep  Water  Railway. 
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Coal  bed. — Locally  known  as  the  Anated  or  No.  2  Gas.  CarboniferouB  age,  Kanawha 
formation.    Thickness,  fairly  uniform,  averaging  10  feet.    The  bed  liee  nearly  flat. 

Two  mine  samples  (Nos.  1867  and  1868)  were  collected  by  E.  W.  Pailcer  in  1905,  and 
one  sample  (No.  2177)  by  J.  W.  Qroves  wad  W.  J.  von  Borries  on  S^tember  22, 1905, 
as  shown  below: 

Section  of  coed  bed  in  Page  No.  fS  rmne  at  Page. 


Laboratory  No 

Roof,  shafe. 

Coal 

Sulphur  a 

CoaJ 

Shalea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


2177 

r 

FL 

la. 

1 

4 

0 

u 

3 

7 

1 

8 

3 

5 

10 

1} 

8 

4 

a  Not  included  in  sample. 

Sample  2177  was  taken  from  entry  6,  500  feet  east  of  the  mine  opening. 

Sample  1867  was  taken  from  the  lower  bench,  from  entry  5,  302  feet  from  the  mine 
opening.    Sample  1868  was  taken  from  the  upper  bench. 

Note. — ^The  coal  from  this  mine  was  largely  made  into  coke. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  BulL  290,  p.  201 ;  Bureau  of  Mines  Bull.  23,  pp.  69, 185, 186; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  202;  Bureau  of  Mines  BuU.  13, 
pp.  219,  276;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  336;  Bull.  336,  pp.  25, 
34,  43,  44. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  236;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  201. 

Faral.    Beech  Creek  Mine. 

Sample. — Bituminous  coal;  Kanawha  field;  analysis  No.  8173  (p.  236). 

Mine. — ^Beech  Creek;  Kanawha-New  River  district;  a  drift  mine,  i  mile  northwest 
of  Paral,  on  the  White  Oak  Railroad,  connecting  with  the  Loup  Creek  Branch  of  the 
Chesapeake  &  Ohio  Railway  and  the  Virginian  Railway. 

Coal  bed. — ^Known  in  this  field  as  the  Eagle.  Carboniferous  age,  Kanawha  fonnar 
tion.  The  coal  varies  in  thickness  from  3  to  3}  feet.  The  immediate  roof  of  the 
mine  consists  of  two  layers  of  shale  and  coal,  above  which  is  shale  4  to  6  feet  in 
thickness,  and  overlying  the  shale  is  a  sandstone  cap  rock.  The  floor  is  an  underday 
with  smooth  surface.    The  coal  adheres  closely  to  the  roof. 

The  bed  was  measured  and  sampled  at  one  point  by  David  White  on  July  9, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Beech  Creek  mine,  \  mile  northwest  of  Parol. 


Laboratory  No 

Roof,  shale  and  coal. 

Coal  (bright) 

Bony  coal 

Coal  (mother-ooal  streaks) 

Coal  (soft) 

Floor,  smooth  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


8173 
Ft.  fM. 
0     6 

0  U 

0  iii 

1  7 


3 
3 


!| 


Sample  8173  was  cut  from  the  face  of  right  heading  2,  900  feet  from  the  drift  mouth. 

Notes. — ^The  coal  in  this  mine  was  undercut  in  the  bottom  part  of  the  bed  with 
puncher  machines,  and  was  shot  down  with  black  powder.  The  coal  was  all  loaded 
in  run-of-mine  form.  The  mine  waa  idle  when  aampled  in  July,  1909.  Reported 
average  output  60  tons  a  day,  the  maximum  day's  run  being  200  tons.    Coal  mostly 
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sold  for  domeetic  lue;  h«iice  the  mine  was  more  active  in  the  winter  months.    The 
acreage  of  unmined  coal  was  large.    The  near  future  output  was  to  be  from  advance 
work. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  236. 

PowBLiA<ON.    Vulcan  Mine. 

Sample. — Bituminous  coal;  Kanawha  field;  (West  Virginia  No.  9)  analyses  Nos. 
1208,  1209  (p.  237). 

Mine. — Vulcan;  Kanawha-New  River  district;  3  miles  south  of  Powellton,  on  the 
Powell  ton  &  Pocahontas  Railroad,  a  short  line  connecting  with  the  Chesapeake  &  Ohio 
Railroad. 

Coal  bed. — ^At  this  mine  a  coal  called  the  Powellton  seam  is  mined;  it  is  of  Carbon- 
iferous age,  Kanawha  formation,  and  is  near  the  geologic  position  of  the  Ansted  and 
the  Coal  Valley  beds,  but  probably  at  a  slightly  different  horizon.  This  is  a  very 
regular  bed  and  lies  nearly  horieontal.    It  is  opened  by  drifts. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  S.  Burrows  on  October  6, 
1904,  as  diown  below: 

Sections  of  coal  bed  in  Vulcan  minef  3  miles  south  of  Powellton. 


Section 

A 

1206 
Ft.  in. 
0     6 

2  1 
0     6 

3  6 

B 

l<aboratorv  No 

1209 

Boneo . ..  r , , 

Ft.  H. 
0     4 

Coal 

2     0 

Shalea 

0     4 

Coal 

2     6 

Thickness  of  bed 

8     6 
6     6 

5     1 

Thlclmwi8  of  ooftl  saiUDled 

4     6 

a  Not  Indaded  in  sample. 

Section  A  (sample  1209)  was  measured  in  an  entry  on  the  extreme  north  side  of 
the  mine. 

Section  B  (sample  1208)  was  measiued  on  the  extreme  south  side  of  the  mine. 

Notes. — ^The  coal  was  used  principally  for  making  coke.  It  was  also  used  for  gas 
making  and  for  steam  production.  The  rated  output  of  the  mine  in  1904  was  400  to 
900  tons  per  day.    Output  of  mine  in  fiscal  year  1910,  96,985  long  tons. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
testa:  XJ.  S.  Geol.  Survey  Prof.  Paper  48,  p.  889;  Bull.  261,  p.  82;  Bureau  of  Mines 
Bull.  23,  p.  69;  producer-gas  tests:  U.  S.  Geol.  Siurvey  Prof.  Paper  48,  p.  1269;  Bull. 
261,  p.  112;  Bureau  of  Mines  Bull.  13,  pp.  217,  276;  washing  tests'^  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  1472;  Bull.  261,  p.  72;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper 
48,  p.  1363;  Bull.  261,  p.  128. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  237;  also  U.  S.  Greol.  Survey 
Prof.  Paper  48,  p.  257;  Bull.  261,  p.  57. 

Pbice  Hill.    Sherwood  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  7989,  7990,  8292 

(p.  237). 

Mine. — Sherwood;  Kanawha-New  River  district;  a  shaft  mine,  119  feet  in  depth,  at 
Price  Hill,  Fayette  County,  on  the  White  Oak  Railway,  connecting  with  the  Loup 
Creek  Branch  of  the  Chesapeake  A  Otno  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Kanawha  forma- 
tion. Thickness,  as  mined,  about  2  to  4  feet;  roof,  treacherous  shale,  between  which 
and  the  coal  there  is  often  several  inches  of  bony  coal;  floor,  shaly  underclay. 

The  bed  was  measured  and  sampled  at  two  points  by  F.  J.  Simington  on  June  16, 
1909,  as  described  on  the  following  page. 
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Sections  of  coal  bed  in  Sherwood  mine  at  Price  HUl. 


Section 

Laboratorv  No. 

Roof,  shale  (poor  qaality). 

Bony 

Coal.. 


BalphtuxMucoal. 

Cod 

liothercoal 

Coal. 


Floor,  ohaly  underclay. 
Thickness  of  bed. 


Thickness  of  coal  sampled. 


A 

B 

7969 

7990 

Ft.  in. 

Ft.  in. 

0 

0  3} 
0  71 

0   7 

0 

2  6 

1  10 

0 

•  •    *  • 

1   i 

3  6 
3  6 

I  n 

a  Not  included  in  sample. 

Section  A  (sample  7989)  was  cut  from  face  of  main  west  entry,  about  3,500  feet 
southwest  of  shaft. 

Section  B  (sample  7990)  was  cut  from  face  of  left  entry  5,  about  2,500  feet  southwest 
of  shaft. 

A  composite  sample  was  made  by  mixing  samples  7989  and  7990  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8292. 

Note. — The  coal  was  undercut  by  hand  in  the  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  237. 

Prudence.    Prudence  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  7915,  7916,  8218, 
8219,  8301  (p.  237). 

MiTu. — Prudence;  Kanawha-New  River  district;  at  Prudence,  on  the  Loup  Creek 
Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  nearly  even,  ranging,  as  mined,  from  about  4  feet  2  inches  to  5  feet 
6  inches;  roof,  sandstone  underlain  for  the  most  part  with  clay,  which  varies  from 
soft  and  moist  to  hard,  dry,  and  shaly;  floor,  shale  with  smooth  surface,  which  in 
places  softened  and  became  mixed  with  the  coal  in  loading;  cover,  for  the  most  part, 
probably  less  than  100  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  by  F.  J.  Simington  on  June  9, 
1909,  and  at  two  points  by  H.  M.  Wolflin  on  July  12,  1909,  as  described  below: 

Sections  of  coal  bed  in  Prudence  mine  at  Prudence. 


Section A 

Laboratory  No 7915 

Roof,  clay.  Ft.  in. 

Hard  coal 0     2 

liothercoal 

Softcoal I  ..    .. 

Bony  coal '     0       J 

Brlghtcoal 0    U 

Hard  gray  coal !     0    11 


Bony  coal. 

Brlghtcoal 

Soft  coal  (in  some  places,  mother-coal  streaks). 
Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


,1 


1 
0 
1 

6 
5 


6i 
1 

2 
2 


B 
7916 
Ft.   in. 
0   9 

•  •    •  • 

C 
8218 
Ft.  in. 
0  9 
0   J 
0  8 

2   I 

6  6 

2   6i 

2  61 

5   4f 

5   4! 

\  n 

D 
8219 
Ft.  in. 
0 
0 
0 

1  1 

•  «        •  • 

0     2k 

mm  «  • 

*  »  *  • 

2  M 


5 
6 


I 


Section  A  (sample7915)  was  cut  from  face  of  main  entry,  1,200  feet  east  of  drift  mouth. 

Section  B  (sample  7916)  was  cut  from  face  of  main  air  course,  2,000  feet  east  of  drift 
mouth. 

Section  C  (sample  8218)  was  cut  from  face  of  left  entry  2,  off  right  entry  2,  ofif  "0* 
entry,  about  1,400  feet  approximately  south  from  opening. 
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Section  D  (aample  8219)  was  cut  from  pillar  in  room  No.  4,  off  left  entry  1,  off  right 
entry  1,  off  ''B  '*  main  entry,  about  2,600  feet  approximately  east  of  opening. 

A  composite  sample  was  made  by  mixing  samples  7915,  7916,  8218,  and  8219  for  an 
nltimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8301. 

Notes. — ^The  coal  from  this  mine,  like  that  from  many  others  in  this  field,  is  soft  and 
friable.  Owing  to  light  cover,  and  the  consequent  circulation  of  surface  waters,  it  is 
often  ''rusty''  in  appearance,  and  has  three  vertical  seams  of  clay;  it  was  undercut  in 
the  bottom  part  of  the  bed  by  hand,  and  was  shot  down  usually  with  black  powder, 
occasionally  with  short-flame  explosives.  There  were  no  screens,  so  that  the  entire 
output  was  shipped  as  run-of-mine  coal.  The  daily  output  at  time  of  sampling  and 
measmrement  in  1909  averaged  about  800  tons,  1,200  tons  being  a  maximum  day's  run. 
The  future  output  was  to  be  derived  from  both  advance  work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  237. 

Redstar.    Laura  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8001,  8002,  8003, 
8118  (p.  237). 

Mine. — ^Laura;  Eanawha-New  River  district;  a  drift  mine  at  Redstar,  on  the  Loup 
Greek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  formation. 
Thickness,  closely  uniform,  ranging  as  mined  from  about  4  feet  10  inches  to  5  feet  8 
inches;  roof,  strongly  bedded  sandstone,  locally  underlain  with  a  weak  clay  shale; 
floor,  hard,  smooth,  shaly  underclay. 

The  bed  was  measured  and  sampled  at  three  points  by  H.  M.  Wolflin  on  June  22, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Lawra  mine  at  Redstar. 


Section 

Laboratory  No 

Roof,  strongly  bedded  sandstone  underlain  locally  with  a  weak  clay  shale. 

Hard  grayish  ooaL 

Bone  a 

Bright  cool 

Hard  gray  coal 

Brishtcoal 

Mo&er  coal,  locally  harding  to  shale 

Bright  coal 

Floor,  hard,  shalY  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled..... 

a  Not  included  in  sample. 

Section  A  (sample  8001)  was  cut  from  face  of  left  air  course  4,  about  2,700  feet  east  of 
drift  mouth.    The  sample  was  very  wet. 

Section  B  (sample  8002)  was  cut  from  room  7  on  left  entry  5,  about  2,800  feet  south- 
east of  drift  mouth. 

Section  C  (sample  8003)  was  cut  from  pillar  2  on  left  entry  2,  about  1,800  feet  south- 
east of  drift  mouth. 

A  composite  sample  was  made  by  mixing  both  face  and  pillar  samples  8001,  8002, 
and  8003.  The  results  of  an  ultimate  analysis  of  this  sample  are  shown  under  labora- 
tory number  8118. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand,  ahd  was  shot  down  with  black 
powder  or  a  short-flame  explosive.  The  tipple  had  bar  screens;  these  were  not  in  use 
at  time  of  sampling,  all  coal  being  shipped  in  run-of-mine  form.  The  estimated 
daily  output  was  about  350  tons,  the  capacity  of  the  mine  being  approximately 
550  tons.    The  future  output  was  to  be  derived  from  both  advance  work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  237. 
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RiDSTAS.    Star  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  5396  and  5397 
(Jamestown  No.  6)  and  analyses  Nos.  7988,  7991,  8656,  8657,  8296  (pp.  237,  238). 

'Mine. — Star;  Kanawha-New  River  district;  a  drift  mine  at  Redstar,  on  the  Loup 
Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. ThicknesBi,  fairly  uniform,  ranging  as  mined  from  4)  to  5}  feet;  roof,  hard  gray 
shale  (good);  floor,  gray  shaly  underclay,  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  two  points  on  June  19, 1909,  by  J.  J.  Rutledge, 
and  at  two  points  on  August  4, 1909,  by  A.  J.  Hazlewood,  as  described  below: 

Sections  of  coal  bed  in  Star  mine  at  Redstar. 


Section 

Laboratory  No 

Roof,  hard  gray  shale  (good). 
.    Bone  and  coal  a 

Coal  (some  sulphur) 

COBl 

Hard  gray  coal 

COBl 

Mother  ooai 

^Coal 

"Mother  coal 

Coal 

Boft  coal  (mother-coal  gtreaks) 
Floor,  hard  gray  shaly  underclay. 

Thickness  of  bed 

Thieknesi  of  ooal  sampled. . . . . 


A 

B 

C 

7988 

7991 

8656 

Ft.    in. 

Ft.    in. 

Ft.    in. 

0     1 

0     2 

.. 

"6  ii 

i'    8' 

"l      "9 

0      2 

0     u 

3       i 

1      6 

2     4 

0      i 

■  •         •  ■ 

0     8 

•  •         •  • 

0      4 

•  •         «  • 

0     4 

•  •         •  • 

.. 

1      6 

I  n 

4      3) 
4      ij 

5      2i 

D 
8657 
Ft.  in. 

b  *6 

0  8 

2  5 

0  11 


4     5 
4     5 


a  Not  included  In  sample. 

Section  A  (sample  7988)  was  cut  from  right  entry  21,  between  rooms  15  and  16,  about 
9,0(X)  feet  northeast  of  drift  mouth. 

Section  B  (sample  7991)  was  cut  from  room  15,  of!  left  entry  16,  about  7,500 feet  south- 
west of  drift  mouth. 

Section  C  (sample  8656)  was  cut  from  face  of  room  22,  off  right  entry  18. 

Section  D  (sample  8657)  was  cut  from  face  of  main  heading,  10,800  feet  northwest  of 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  Nos.  7988  and  7991  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  number  8296. 

The  bed  was  also  measured  and  sampled  at  two  points  by  K.  M.  Way  on  September 
20,  1907,  as  shown  below: 

Sections  of  coal  bed  in  Star  mine  at  Redstar. 


BeotlOD.  •■*.•................. 

Laboratory  No 

Roof,  shale. 

Coal  and  shale  a 

Soft  coal 

Coal 

Hardeoal 

Soft  ooal 

Coal 

Sulphur 

Coal. 

Mother  ooal 

Coal 

Fk)or.  shale. 

Tniokness  of  bed 

ThiOkiiess  of  ooal  sampled 


B 

5397 
Ft.    in. 

6     3 
0    lOi 
2     6 

?  4 


5      3 
5      3 


I 


•  Not  toehided  in  sample. 

Section  A  (sample  5396)  was  measured  in  room  16,  on  right  entry  18, 7,600  feet  south- 
west of  the  drift  mouth. 
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Section  B  (sample  5907)  was  measured  in  room  12,  on  left  entry  13, 6,700  feet  south- 
west of  the  drift  mouth. 

NottB. — ^The  coal  was  undercut  in  the  bed  by  hand  and  with  chain  machines,  and  was 
shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  screens  (14  feet  by 
6  feet),  with  3-inch  and  1-inch  openings.  The  coal  was  picked  on  the  car  by  four 
trimmera.  The  estimated  average  daily  output  at  time  of  sampling  in  1909  was  950 
tons;  this  was  practically  a  maximum  day's  run.  The  future  tonnage  was  to  be  de- 
rived almost  entirely  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  237, 238;  also  U.  S. 
Geoi.  Survey  Bull.  362,  p.  14. 

Robins.    Export  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8284,  8286,  8286, 
8315,  8891  (p.  238). 

Mine, — Export;  Kanawha-New  River  district;  a  drift  mine  near  Robins  on  the 
Laurel  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Fire  Creek.  Carboniferous  age,  Quinnimont 
fonnation.  Thickness,  fairly  uniform,  varying  from  2  feet  to  4  feet;  main  roof,  tough 
shale,  particles  of  which  at  times  get  mixed  with  the  coal  in  loading;  floor,  hard  sand- 
stone or  clay  with  smooth  but  rolling  surface. 

The  bed  was  measured  and  sampled  at  four  points  by  A.  J.  Hazlewood  on  July  5, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Export  mine  near  Robins. 


Sactkm 

Labontory  No 

Roof,  toom  shale. 

cWftoft,  dirty  )fl 

Coal(frBgae) 

Floor,  sandstone  (hard). 

Tliicknessofbed 

ThickttMB  of  coat  sampled 


A 

8891 
Ft.  in. 
0     34 
3      7} 


3 
3 


'% 


B 

8285 

Ft.  in. 

2    '6} 

2     ^ 

2    di 


c 

8284 
Ft.  in. 

*  •         •  ■ 

1    11 

1    11 
1    11 


D 

8286 
Ft.  in. 

mm  •  • 

3     8 

3      8 
3      8 


a  Not  included  in  sample. 

Section  A  (sample  8891)  was  cut  from  the  face  of  right  entry  9. 

Section  B  (sample  8285)  was  cut  from  the  face  of  main  entry,  1,600  feet  from  drift 
mouth. 

Section  C  (sample  8284)  was  cut  from  the  face  of  left  entry  1, 200  feet  from  main  entry. 

Section  D  (sample  8286)  was  cut  from  the  face  of  right  entry  9,  500  feet  from  main 
entry. 

A  composite  sample  was  made  by  mixing  samples  8284  and  8285  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8315. 

Notes. — ^The  coal  at  this  mine  was  mined  by  hand  near  the  top  of  the  bed,  and  was 
shot  down  with  black  powder.  The  tipple  was  not  equipped  with  screens;  the  entire 
output  was  shipped  as  run-of-mine  coal .  This  is  a  coking  coal ,  but  there  were  no  ovens 
at  this  plant.  The  daily  output  of  the  mine  in  July,  1909,  averaged  160  tons,  and  200 
tons  was  a  maximum  day's  run.  The  future  output  was  to  be  derived  from  advance 
workings. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  238. 

Rush  Run.    Rush  Run  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  (West  Viiginia  No.  6)  analyses 
Nofl.  1175, 1176  (p.  2S9). 

Mine. — ^Rush  Run;  Kanawha-New  River  district;  a  drift  mine  at  Rush  Run  on  the 
Gheeapeid^e  A  Ohio  Railway. 
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Coal  bed. — Fire  Creek  (Quinnimont).  Carboniferous  age,  Quinnimoiit  formation. 
The  coal  is  of  fine  quality,  but  the  bed  ia  exceedingly  irregular  in  thickness.  In 
the  Rush  Run  mine  the  coal  bed  ranges  from  a  few  inches  to  7  or  8  feet  in  thickness. 
The  bed  lies  nearly  horizontal  and  is  worked  by  drifts  from  the  outcrop. 

Two  sections  of  the  bed  were  measured  and  sampled  in  the  mine  by  J.  8.  BunowB 
in  1904. 

Sample  1176,  measured  in  room  22  off  right  entry  9,  showed  5  feet  of  clean  coal,  and 
sample  1175,  measured  in  room  10  off  left  entry  10,  showed  5}  feet  of  clean  coal. 

Note8, — ^The  coal  is  classed  among  the  ''smokeless  "  coals  and  is  commercially  known 
as  a  New  River  coal.  The  lump  was  mostly  shipped  for  steam  purposes  to  laxge  cities 
having  smoke  ordinances;  some  was  exported,  and  a  small  percentage  was  used  for 
domestic  purposes.  Most  of  the  slack  was  coked  at  the  mine.  The  output  of  the  mine 
in  1904  was  800  to  1,000  tons  daily,  most  of  which  went  to  laige  cities  in  the  East  and 
the  Middle  West. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  857;  Bull.  261,  p.  82;  Bureau  of  Mines 
Bull.  23,  p.  69;  briquetting  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1450;  Bull. 
261,  p.  165;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1359;  Bull.  261,  p. 
128;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Prof.  Paper  48,  pp.  1381, 1382. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  230;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  254;  Bull.  261,  p.  55. 

SCARBBO.   SCARBBO  MiNE. 

Sample. — Semibituminous  coal;  New  River  field;  analyaes  Nos.  7896,  7896,  8128, 
8187  (p.  239). 

Mine. — Scarbro;  Kanawha-New  River  district;  a  shaft  mine,  400  feet  in  depth,  at 
Scarbro,  on  the  White  Oak  Railway,  connecting  with  the  Loup  Creek  Branch  of 
the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  fairly  imiform,  ranging  as  mined  from  about  4  feet  2  inches  to  5  feet 
8  inches;  roof,  strongly  bedded  sandstone,  sometimes  underlain  with  shale;  floor,*  hard 
shale. 

The  bed  was  measured  and  sampled  at  two  points  on  Jime  7, 1909,  and  at  one  point 
on  July  7, 1909,  by  F.  J.  Simington,  as  described  below: 

Sections  of  coal  bed  in  Scarbro  mine  at  Scarbro. 


Section 

Laboratory  No 

Roof,  sandstone  or  shale. 

Hard  grav  ooal 

Bonyooala 

Coal 

Hard  gray  ooal 

Coal 

Floor,  hard  shale. 

Tnickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

7895 

7896 

FU  in. 

FL    in. 

0     9 

•  ■        •  • 

1      0 

^ 

1     2 

2      1 

1      4 

0    U 

1      3» 

1      41 

J  8 

\  t 

c 

8128 
Ft.  in. 

"l     8 


1 
0 
2 

5 
3 


3 
7 


a  Not  included  in  sample. 

Section  A  (sample  7895)  was  cut  from  face  of  main  southwest  entry,  about  4,500  feet 
southwest  of  shaft. 

Section  B  (sample  7896)  was  cut  from  right  entry  3,  off  main  north  entry,  about 
3,500  feet  northeast  of  shaft. 

Section  C  (sample  8128)  was  cut  from  pillar  No.  2,  off  right  entry  2,  off  main  north- 
east entry,  about  4,000  feet  east  of  shaft. 

A  composite  sample  was  made  by  mixing  samples  7895,  7896,  and  8128  for  an  ulti« 
mate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8187. 
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Notes. — ^The  coal  was  undercut  in  bottom  part  of  bed  to  some  extent  by  machines, 
but  chiefly  by  hand,  and  wb6  shot  down  with  a  ahoiirflame  explosive.  Three  sizes  of 
coal  were  prepared:  lump,  over  5-inch  screens;  egg,  over  2-inch  screens,  and  slack; 
only  two  sizes,  however,  were  being  shipped  at  time  of  sampling,  the  lump  and  egg 
being  mixed  and  shipped  as  one  product.  The  screens  were  of  the  fixed  diamond- 
bar  pattern.  The  daily  output  in  1909  averaged  about  650  tons,  and  900  tons  was  a 
maximum  day's  run.  The  output  in  the  immediate  future  was  to  be  derived  almost 
entirely  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  239. 

SCARBBO.     WmOBOVE  MiNE. 

£^amp2e.— ^mibituminous  coal;  New  River  field;  analyses  Nos.  7906,  7907,  8126, 
8597, 8183  (p.  239). 

Mine. — ^Wingrove;  Kanawha^New  River  district;  a  shaft  mine,  180  feet  in  depth,  1 
mile  fnxn  Scarbro,  on  the  White  Oak  Railway,  connecting  with  the  Loup  Creek 
Branch  of  the  Chesapeake  &  Ohio  Railway  and  with  the  Virginian  Railway. 

Coal  fteef.—Enown  in  thii  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  nearly  uniform,  ranging  as  mined  from  4  feet  10  inches  to  5  feet 
5  inches;  roof,  gray  shale,  locally  indurated. 

The  bed  was  measured  and  sampled  at  two  points  on  June  8,  1909,  and  at  one 
point  on  July  7, 1909,  by  F.  J.  Simington,  and  at  one  point  July  31, 1909,  by  A.  J. 
Hazlewood,  as  described  below: 

SecUone  of  coal  bed  in  Wingrove  miney  1  mile  from  Scarbro. 


ficctton 

LabontoryNo 

Roor,8halB. 

Cotl 

SolDhur  and  shale  streak . 

ICotherooal 

Coal 

Hard  grayooal 

Coal..!. 

Fkmr.  bard,  ihaly  onderclay. 

TntekneMofped 

Tbkkoem  of  ooal  sampled 


A 

7906 

Ft.  in. 

1     0 

B 

7007 

Ft.  in. 

1     4 

C 
8126 
Ft.  in. 
2     2} 

I  4 

0       i 
2     0 

mm             •  » 

0     H 
2     5 

5      4 
5      4 

I  t 

6     0 
5     0 

D 
8597 
Ft.  in. 
0     8 

0  I 

"i    0 

1  9 
1      4i 

4    10 
4    10 


Section  A  (sample  7906)  was  cut  from  face  of  right  entry  5,  about  2,500  feet  northeast 
of  shaft. 

Section  B  (sample  7907)  was  cut  from  face  of  left  entry  4,  about  2,500  feet  northwest 
of  shaft. 

Section  C,  (sample  8126)  was  cut  from  pillar  on  main  west  entry,  about  2,600  feet 
west  of  shaft. 

Section  D  (sample  8597)  was  cut  from  face  of  right  entry  3,  off  main  northwest  entry, 
about  2,000  feet  from  shaft. 

A  composite  sample  was  made  by  mixing  samples  7906,  7907,  and  8126  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8183. 

Notes. — ^The  coal  was  mined  with  chain  machines  and  punching  machines,  in  the 
bottom  part  of  the  bed,  and  was  shot  down  with  aahort-flame  explosive.  The  tipple 
had  fixed  diamond-bar  screens  of  2-inch  and  5-inch  openings.  Three  sizes  of  coal 
were  prepared  and  shipped:  lump,  over  5-inch  openings;  egg,  over  2-inch  openings, 
and  slack  under  2-inch  openings.  The  daily  output  at  time  of  sampling  in  1909 
averaged  about  400  tons,  and  1,000  tons  was  the  capacity  of  the  mine.  The  future 
output  was  to  be  derived  from  both  advance  work  and  pillars. 

For  chemical  analyises  of  this  coal  see  part  I  of  this  bulletin,  p.  239. 
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South  Capbbton.     Sodtrbidb  Mike. 

5mnpl«.— S«mibituiiiiiiouB  coal;  New  Rivw  field;  analyses  Nob.  8151,  815;!,  8153, 
8185  (p.  239). 

Jftnf.— Southside;  Kanawha-New  River  dutrict;  a  drift  mine  at  South  G^erton, 
S  milm  below  Thurmond,  on  the  Chesapeake  h  Ohio  Railway. 

Coal  bed. — Known  in  thia  field  as  the  Sewell,  Carboniferoua  age,  Sewell  forma- 
tion.  Thickneffi,  fairly  uniform,  ranging  sa  mined  from  3  feet  4  inches  to  4  feet;  dip, 
1|°  NW.;  roof,  stony  gray  shale,  which  did  not  fall  with  the  coal;  floor,  hard  clay, 
underlain  with  shale. 

The  bed  was  measuced  and  sampled  at  three  points  by  R.  Y.  WiUiaua  on  July  9, 
190S,  aa  described  below: 

Sectumt  o/eoal  btd  in  SotUtuide  iratu  at  Sou&  CaptrUm. 


i  iii 

I  4 

ft 

n 

1      4i 

ssr:z:zz::::::::;:::z:::;;::;:: 

•? 

libea 

Section  A  (sample  81S1)  was  cut  from  the  hce  of  the  straight  entry,  5,000  feet  from 
drift  mouth. 

Section  B  (sample  8152)  was  cut  bom  the  face  of  left  entry  5,  7,000  feet  from  drift 
mouth. 

Section  C  (sample  8153)  was  cut  from  the  face  of  the  machine  entry,  6,000  feet 
from  drift  mouth. 

A  composite  sample  was  made  by  "»"'"£  samples  8151,  8152,  and  8163  (or  an 
ultimate  analysis,  the  results  of  which  are  diown  under  laboratory  No.  8185. 

ilTotu.— The  coal  at  this  mine  was  undercut  by  hand  and  dkoin  machines,  and 
was  diet  down  with  a  short-flame  explosirs  or  black  powder.  Hie  tipple  had  no 
screens,  tlie  entire  output  being  shipped  as  run-of-mine  coal.  Tliis  is  a  cokii^  cool, 
but  there  were  no  ovens  at  this  ploot.  The  coal  was  picked  on  the  car.  The  duly 
output  in  1900  at  time  of  sampling  averaged  450  tons,  and  560  tons  was  a  maximum 
day's  nin.    The  future  output  was  to  be  derived  from  both  advance  work  and  piUan. 

For  chemical  analyaea  of  this  coal  see  part  I  of  this  bulletin,  p.  239. 

South  Nuttal.    Bkown  Mink. 

SampU. — Semibituminous  cool;  New  River  field;  analyses  Nos.  8142,  8143,  8144, 
8145,  8106,  8607  (p.  240). 

Jfine.— Brown;  Eooawha-New  River  district;  a  drift  mine  at  South  Nuttal,  on  the 
Cheaapeoke  A  Ohio  Railway. 

Coal  bed.— Known  in  this  field  as  the  Sewell.  Carboniferoua  age,  Sewell  for- 
mation. Thickness  nearly  uniform,  ranging  as  mined  from  3  feet  2  iodiee  to  4  feet; 
dip,  1)°  NW.;  roof,  strong  blue  shale,  irttich  did  not  hH  with  the  cool  and  which 
had  a  cap  rock  6  feet  above;  floor,  hard  underclay  with  smooth  surface;  cover,  for 
the  most  part,  about  360  feet  thick. 

The  bed  was  measured  snd  sampled  at  four  points  by  A.  C.  Ramsay  and  B.  Y. 
Williams  on  July  10,  1909,  as  described  on  the  following  page. 
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Sections  of  coal  bed  in  Brown  mine  at  South  NuUal. 


Laboratoiy  No 

RooL  stony  bliiB  shalo. 

Bikht,  soft  coal,  tough,  short-gniiMd  coal,  with 
sliver  color 

Hard,brightcoal 

Gray,  hard,  uiortf7alned  coal 

Hard,  bright  coal 

Hard,  gray  coal 

Soft,  bright  coal,  longer  grained  (mothercoal 


ara,graycoc 
rft,  bright  c 

streaks) 

,  hard  shale. 


Flow,  hard  »«».«. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


A 

8142 

Ft,  in. 


0 
6 


1  11 


8 
8 


n 


B 

8148 
Ft.  in, 

0    10 

•  •        •  • 

0     1 


2  3 

8     2 

3  2 


C 

8144 

Ft.  in. 


0 
0 
0 


8 
3 


7* 


i 

SI 


D 

8145 

Ft.  in. 


0 
0 
0 
0 


9 


1     H 


8 
8 


I 


E 
8607 
Ft,    to. 

0   11 

0     li 


3    H 


3 
3 


3 


Section  A  (sample  8142)  was  cut  from  the  face  of  the  Wheeler  entry,  3,500  feet 
from  drift  mouth. 

Section  B  (sample  8143)  was  cut  from  the  &ce  of  entry  18,  1,000  feet  from  drift 
mouth. 

Section  G  (nmple  8144)  was  cut  from  the  hce  of  the  old  Locketto  entry,  4,000  feet 
from  drift  mouth. 

Section  D  (sample  8145)  was  cut  from  the  fatce  of  left  entry  1,  1,800  feet  from  drift 
mouth. 

Section  E  (sample  8607)  was  cut  from  the  face  of  entry  18, 1,000  feet  from  secondary 
opening. 

A  composite  sample  was  made  by  mixing  samples  8142,  8144,  and  8145  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8196. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  chain  machines  in  bottom  part 
of  bed  and  was  shot  down  with  black  powder.  The  tipple  was  not  equipped  with 
screens;  therefore  the  entire  output  was  shipped  as  nm-of-mine  coal.  This  is  a 
coking  coal,  but  there  were  no  ovens  at  this  plant.  The  daily  output  in  July,  1909, 
averaged  550  tons,  and  647  tons  was  the  maximum  day's  run.  The  output  for  some 
time  was  to  be  derived  mainly  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  240. 

SroNE  Guff.    Stone  Gliff  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  7995,  7998,  8250 
(p.  240). 

Mine. — Stone  Gliff;  Kanawha-New  River  district;  a  drift  mine  at  Stone  Gliff,  on 
the  main  line  of  the  Ghesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Fire  Greek.  Garboniferous  age,  Quinnimont 
formation.  Thickness,  rather  irregular,  due  to  local  rolls;  roof,  strongly  bedded 
sandstone,  underlain  for  the  most  part  with  blue  clay  shale;  floor,  hard,  smooth  clay; 
cover,  about  150  feet  thick.  The  bed  was  measured  and  sampled  at  two  points  by 
David  White  and  H.  M.  Wolflin  on  June  19, 1909,  as  described  below: 

Sections  of  coal  bed  in  Stone  Cliff  mine,  at  Stone  Cliff. 


Sectkn 

Laboratory  No 

Bool  sandstone  and  blue  clay  shale. 

Hard  streaked  ooal 

Bright  coal 

Clay  (shaly  and  mixed  with  ooal). 

Bright  coal 

Hard  gray  coal 

Bright  ooal 

Floor,  hard  smooth  clay. 

Thickness  of  bed 

ThieknesB  of  ooal  sampled 


A 

B 

7W6 

79g8 

Ft.  hi. 

Ft.  in. 

«  ■         »  • 

0     1 

0      4 

1     4 

I  4- 

0 

0     1 

m  •            »  • 

0 

•   «            •  • 

2     0{ 

8  m 

I  ^ 
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Section  A  (aample  7995)  was  cut  from  room  5,  off  left  entry  1,  off  main  entry,  1,400 
feet  west  of  drift  mouth. 

Section  B  (sample  7998)  was  cut  from  room  1,  off  right  entry  1,  off  main  entry,  1,600 
feet  north  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  7995  and  7998  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8250. 

Not€B. — ^The  coal  was  undercut  by  hand  in  the  bottom  part  of  bed  and  was  shot 
down  with  black  powder.  The  tipple  was  not  equipped  with  screens,  and  conse- 
quently the  entire  output  was  shipped  as  run-of-mine  coal.  The  mine  when  meas- 
ured and  sampled  in  1909  was  nmning  at  about  its  full  capacity  and  was  averaging 
from  250  to  300  tons  per  day.    No  pillar  pulling  was  done. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  240. 

Stuart.    Stuart  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  7872,  7878,  8079, 
8158  (pp.  240,  241). 

Mine. — Stuart;  Kanawha-New  River  district;  a  shaft  mine,  565  feet  in  depth,  at 
Stuart,  on  the  White  Oak  Railway,  connecting  with  the  Loop  Creek  branch  of  the 
Chesapeake  &  Ohio  Railway. 

Coal  bed, — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  fcnma- 
tion.  Thickness,  fairly  uniform  (with  exception  of  areas  where  there  are  rolls), 
varying  as  mined  from  about  3  feet  8  inches  to  4  feet  8  inches;  roof,  shale  of  varsring 
character;  floor,  hard  clay. 

The  bed  was  measured  and  sampled  at  one  point  by  P.  M.  Riefkin,  and  at  one 
point  by  F.  J.  Simington  on  Jime  1, 1909,  and  at  one  point  b^  F.  J.  Simington  on  July 
2, 1909,  as  described  below: 

Sections  of  coal  bed  in  Stuart  mine,  at  Stuuxrt. 


Laboretory  No 

Roof,abal0. 

Coal 

liothorooal * 

Hard  gray  coal 

Coal 

Mother  ooal 

Coal 

Floor,  hard  undflrday. 

TlilolaieaBofbed 

TliMkneaB  ofooaleampled 


Section  A  (sample  7872)  was  cut  from  face  of  left  entry  4,  about  2,600  feet  north* 
east  of  shaft. 

Section  B  (sample  7873)  was  cut  from  foce  of  left  entry  1,  about  1,500  feet  northeaet 
of  shaft. 

Section  C  (sample  8079)  was  cut  from  rib  near  face  of  right  entry  3,  off  main  east 
entry,  about  1,200  feet  southeast  of  shaft. 

A  composite  sample  was  made  by  mixing  samples  7872,  7873,  and  8079  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8158. 

Nolee. — ^The  coal  was  undercut  in  bed  by  punchers  and  by  hand,  and  was  shot 
down  with  a  permissible  explosive.  The  tipple  had  bar  screens  with  4-inch  and 
2-inch  spaces.  The  mine  plant  had  recently  been  damaged  by  an  explosion.  At 
time  of  sampling  in  1909  the  daily  output  averaged  from  100  to  200  tons,  but  was 
being  rapidly  increased  and  was  expected  to  reach  eventually  500  tons  or  more.  The 
coal  was  to  be  derived  from  both  advance  work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  pp.  240,  241. 
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Stuabt.    Pabbal  Mimb. 

Sample, — Semibituminous  coal;  New  River  field;  analyseB  Nos.  7874,  7875,  8084, 
8967,  8161  (p.  241). 

Mine. — ^Parral  Mine;  Eanawha-New  River  district;  a  shaft  mine,  565  feet  in  depth, 
one-half  mile  from  Stuart  on  the  White  Oak  Railway,  connecting  with  the  Loup  Creek 
bnuich  of  the  Chesapeake  A  Ohio  Railway  and  with  the  Virginian  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  formation. 
Thickness,  nearly  uniform,  ranging  as  mined  from  about  3  feet  8  inches  to  4  feet  6 
inches;  roof,  hard  shale;  floor,  hard,  black,  smooth,  shaly  underclay. 

The  bed  was  measured  and  sampled  at  one  point  on  July  1, 1909,  by  P.  M.  Riefkin, 
at  two  points  on  July  1,  1909,  by  F.  J.  Simington,  and  at  one  point  on  August  28, 
1909,  by  A.  J.  Hazlewood,  as  described  below: 

SeeHona  of  coal  bed  in  Parral  mine,  i  mile  from  Stuart. 


Section 

LaboiBtonr  No 

Boof,  hard  shale. 

Goal  (in  some  places  moiber-ooal  streaks) 

Hard  gray  coat , 

Coal 

Floor,  hard,  black,  smooth,  shaly  underclay. 

Thickness  of  bed , 

Thickness  of  coal  sampled 


A 
7876 
FL  in. 
4     5§ 

B 
7874 
FL  <n. 
4     3i 

c 

8064 

J^  in. 

1  4 

2  sf 

..    .. 

..    .. 

i  3 

t  n 

8     9 
3     0 

D  • 
8087 
FL  in. 

1     6 

i    I 


Section  A  (sample  7875)  was  cut  from  face  of  left  heading  1,  off  main  east  entry, 
about  800  feet  northeast  of  shaft. 

Section  B  (sample  7874)  was  cut  from  the  face  of  right  entry  3,  about  2,600  feet 
northwest  of  shaft. 

Section  C  (sample  8084)  was  cut  from  the  ^e  of  left  west  entry  2,  about  1,800  feet 
southwest  of  shaft. 

Section  D  (sample  8967)  was  cut  from  the  face  of  left  entry  1,  on  east  side,  about  850 
feet  northeast  of  shaft. 

A  composite  sample  was  made  by  mixing  samples  7874,  7875,  and  8084  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8161. 

Notes. — ^The  coal  was  undercut  in  the  bed,  and  was  shot  down  with  a  short-flame 
explosive.    The  daily  output  averaged  about  300  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  241. 


Sun.    Suk  No.  1  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  (West  Viiginia  No.  7)  analyseB 
Nos.  1197  and  1198,  and  analyses  Nos.  50, 51, 52, 127, 8099,  8206,  8207, 8208,  8209,  8210, 
8291,  9614,  9615  (pp.  241,  242). 

Mine. — Sun  No.  1;  Kanawha-New  River  district;  a  shaft  mine  at  Sun,  on  the  Chesa- 
peake &  Ohio  Railroad. 

Coal  bed. — Sewell.  Carboniferous  age,  Sewell  formation.  It  occurs  from  40  to  70 
feet  above  the  Raleigh  sandstone  and  from  320  to  370  feet  above  the  Quinnimont 
(Fire  Creek)  coal.  At  this  mine  the  bed  lies  nearly  horizontal  and  is  reached  by  a 
shaft  160  feet  deep. 

Two  sections  of  the  bed  were  measured  and  sampled  by  J.  S.  Burzows  in  1904. 
Section  A  (sample  1197)  was  measured  at  the  face  of  the  left  main  heading  and  section 
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B  (sample  1198)  was  measured  at  the  face  of  the  main  entry  of  ''the  Straight."    At 
both  sections  the  coal  was  5  feet  2  inches  thick,  without  shale  partings. 

The  bed  was  also  measured  and  sampled  at  six  points  by  H.  M.  Wolflin  on  July  7 
to  9,  1909,  as  described  below: 

Sections  of  coal  bed  in  Sun  No.  1  mine  at  Sun. 


Sactioii 

Laboratory  No 

Roof,  sandstone  and  clay  shale. 

Hard  coal  (in  places  sulphurous) . 

Hard  grav  coal  (in  places  bony) . 

Hard  coal 

Bony  coal 

Softooal 

Pyrite 

Soft  coal 

Bony  coal 

Grayish  coal 

Ite 

rd  grayish  coal 

Ckial  (mother-coal  streaks) 

•  Bhalea 

Soft  coal  (motheiKsoal  streaks) . . . 
Floor,  hard,  blue,  shaly  underolay. 

lliicknessof  bed 

Thickness  of  coal  sampled 


A 

8000 
Ft.   in. 
0    11 
0     2i 


0     0 


0 
0 
1 
1 


6 
6 


4    11| 
4    111 


C 

sao7 

Ft.   in. 
0     8 

S  4 

6    *5i 


2     0 


1     31 

4  m 

4    lol 


D 
8208 
Ft.   in. 
0     8 


0 
0 
0 
0 


i 


8  i 

0  10} 

"i  '71 

4  4| 


B 

8200 
Ft.   in. 
1     0 


0 
1 


5 
1 


1     3 
1    11 


6     8 
5     8 


F 

8210 

Ft.   in. 
0     0 
0     1 
0     «! 


IS 


6 
6 


I 


a  Not  included  in  sample. 

Section  A  (sample  8099)  was  cut  from  face  of  left  air  course  9,  off  main  entry,  about 
3,200  feet  approximately  southeast  of  No.  2  shaft. 

Section  B  (sample  8206)  was  cut  from  face  of  left  entry  7,  off  main  entry,  about  2,500 
feet  southeast  of  No.  2  shaft. 

Section  G  (sample  8207)  was  cut  from  face  of  left  air  course  9,  off  Carline  entry,  about 
2,600  feet  approximately  northeast  of  No.  2  shaft. 

Section  D  (sample  82(^)  was  cut  from  room  15,  off  right  entry  11,  off  main  entry,  about 
3,000  feet  northeast  of  No.  2  shaft. 

Section  £  (sample  8209)  was  cut  from  face  of  left  entry  3,  off  Simpson  entry,  about 
2,800  feet  south  of  No.  2  shaft. 

Section  F  (sample  8210)  ^as  cut  from  Tucker's  main  air  course  opposite  left  entry  10, 
off  Tucker  entry,  about  3,700  feet  southeast  of  No.  1  slope. 

A  composite  sample  was  made  by  mixing  samples  8099,  8206,  8207,  8208,  8209,  8210, 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8291. 

The  bed  was  also  measured  and  sampled  at  thrse  points  by  A.  J.  Hazlewood,  on 
August  27, 1909,  as  shown  below: 

Sections  of  coal  bed  in  Sun  No.  1  mine  at  Sun. 


Laboratory  No 

Rocrf,  hard  shale. 

Coal,  firm 

Coal,  soft 

Coal,llrm 

Sulpnur  shale,  hard  a 

Coai,frB|d]e 

Floor,  hard  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


52 
FL  In. 
1     2 
1 

S 
0 
0 


0 

1 

'4 


6     0 
«     71 


a  Not  Inoluded  in  sample. 


6* 


0614 

9616 

FU  <n. 

FL   In. 

0    11 

•  •         •  • 

*  *        •  • 

0     7^ 

'%  1 

^       \ 

0     6 

•  •        •  • 

ao 

»  m             •  • 

1      3 

.  .              •  • 

0 

■   •              •  • 

2     2| 

3     91 

1  n 
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Each  of  the  three  samples  was  taken  in  the  face  of  Simpson  entry. 

A  composite  sample  was  made  by  mixing  samples  50,  51,  and  52  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  127. 

The  bed  ¥raB  also  measured  and  sampled  at  two  points  on  December  13,  1909,  by 
P.  M.  Riefkin,  as  shown  below: 

Sections  of  coal  bed  in  Sun  No.  1  mine  at  Sun. 

Laboratory  No 

Top  coal 

Coal 

Bone 

CJoal 

BoiiB... ■ 

Coal 

Orav  splint 

ThiclmeBSofbed 

ThJokneas  of  ooal  sampled 

0  Not  included  in  sample. 

Both  samples  were  taken  from  the  face  of  Collins  heading,  off  right  entry  8.  The 
samples  were  wet  when  taken. 

Notes.— The  coal  was  undercut  in  the  bed,  usually  by  hand  and  occasionally  with 
chain  machines,  and  was  shot  down  with  black  powder.  There  were  two  tipples 
at  this  mine;  the  one  at  the  shaft  (known  as  No.  2  opening)  was  equipped  with  bar 
screens  with  1-inch,  IJ-inch,  3-inch,  and  5-inch  openings.  The  slack  was  taken  by 
belt  elevator  to  boilerhouse  where  there  was  a  large  storage  bin,  and  from  there  was 
taken  to  coke  ovens  as  needed.  The  tipple  at  the  slope  (known  as  No.  1  opening)  was 
also  equipped  with  bar  screens  with  l^inch  and  4-inch  openings,  but  these  screens 
were  not  in  use,  all  screened  coal  being  prepared  at  No .  2  tipple .  The  coal  was  picked 
on  the  car.  The  daily  output  from  both  openings  averaged  about  1,200  tons,  and  an 
increase  was  probable.  The  capacity  was  about  2,500  to  3,000  tons.  The  future 
output  was  to  be  derived  principally  from  advance  work. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  873;  Bull.  261,  p.  82;  Bureau  of  Mines 
Bull.  23,  p.  69;  producer-gas  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1248;  Bureau 
of  Mines  Bull.  13,  pp.  216,  276;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48, 
p.  1361;  Bull.  261,  p.  128;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Prof.  Paper  48, 
p.  1383. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  241,  242;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  255;  Bull.  261,  p.  56. 

Thaybr.    Ephraims  Creek  (Butpalo)  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8167,  8174,  8175, 
8199,  8213,  8290  (pp.  242,  243). 

Jlt9i€«— Ephraims  Greek  (Buffalo)  ;Eanawha-New  River  district;  a  drift  mine  at 
Thayer,  on  the  Chesapeake  &  Ohio  Railway.  • 

Coal  bed.— Known  in  this  field  as  the  Fire  Creek,  CSaiboniferous  age,  Pottsville 
formatuxn.  Thickness  from  2  feet  6  inches  to  3  feet  3  inches;  main  roof,  dark  shale 
of  good  quality  with  a  smooth  surface;  roof  has  a  thickness  of  6  feet  up  to  the  sandstone 
cap  rock;  floor,  hard  gray  underclay  with  rather  smooth  sur&ce;  cover,  from  30  to 
250  feet  thick. 
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The  bed  was  measured  and  «Lmpled  at  four  points  by  J.  J.  Rutledge  and  at  one 
point  by  J.  W.  Groves  on  July  7  and  8,  1909,  as  described  below: 

Sections  of  coal  bed  in  Ej^uraims  Creek  (Buffalo)  mine  at  Thayer. 


Section 

Laboratory  No 

Reef,  dark  shale. 

Bony  coal  ("brickie") 

Coal 

Ora  V  coal « 

Coal  (mother-coal  streaks) . 

Coal 


Floor,  hard  gray  underday. 
Thickness  of  coal  bed . . . 


Thickness  of  coal  sampled. 


A 
8167 
Ft,    in. 
2     1 

mm  *  • 

0  6 
*i  *9i 

s  lol 


B 

8174 
J^.  in. 

•  «     mm 

3  7i 


3 
3 


l\ 


C 

8176 

Ft.    in. 


6  '6i 

2  1(4 

3  U 
8  Sl 


D 

8100 

Ft.    in. 

•  •   •  • 

1   4 

0  6 

•  •    •  • 

1  8 

8  6 
3   0 


E 

8218 

Ft.    <». 

mm  mm 

0  0 


0 
3 


4 


I  3 

a      OS 


o  Not  included  in  sample. 

Section  A  (sample  8167)  was  cut  from  room  1,  off  Slater  Hill  to  Buffalo  haulway, 
2,300  feet  northeast  of  drift  mouth. 

Section  B  (sample  8174)  was  cut  from  the  face  of  room  2,  off  left  entry  2,  off  left 
entry  9,  3,200  feet  northwest  of  drift  mouth. 

Section  G  (sample  8175)  was  cut  from  point  near  face  of  ri^t  entry  9,  off  rig^t  entry  2, 
3,400  feet  north  of  drift  mouth. 

Section  D  (sample  8199)  was  cut  from  the  face,  1,000  feet  west  of  drift  mouth. 

Section  E  (sample  8213)  was  cut  from  the  ^e  of  north  heading,  5,000  feet  north  of 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8167,  8174,  8175,  8199,  and  8213 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8290. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  electric  chain  cutters  and  by  hand, 
and  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  Bcreens 
with  1}  and  }  inch  spaces.  The  coal  was  picked  on  the  cars  by  four  or  five  trimmere. 
The  daily  output  in  July,  1909,  averaged  1,100  tons,  and  1,200  tons  was  a  maximnm 
day's  run.    The  output  in  the  near  future  was  to  be  derived  laigely  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  pp.  242,  243. 

Thubmonb.    Thomas  Minb. 

Sample. — Semibituminous  coal;  New  River  field;  analysis  No.  8600  (p.  243). 

Mine. — Thomas;  Kanawha-New  River  district;  a  drift  mine,  1  mile  from  Thur- 
mond, on  the  Loup  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Fire  Creek.  Carboniferous  age,  Pottsville 
formation.  Thickness,  2  feet  8  inches;  roof,  soft  shale;  floor,  underclay  with  smooth 
Bur&ce. 

The  bed  was  measured  and  sampled  at  one  point  by  A.  J.  Haslewood  on  July  30, 
1909. 

Sample  8600  was  cut  from  the  lace  of  room  5  on  entry  2,  500  feet  west  of  the  drift 
mouth.    It  represented  2  feet  8}  inches  of  coal. 

iVbte*.— The  coal  at  this  mine  was  undercut  with  picks,  and  was  shot  down  with 
black  powder.  The  coal  was  loaded  in  run-of-mine  form,  there  being  no  screens  at 
the  tipple.  The  estimated  output  of  this  mine  in  July,  1909,  was  100  tons  per  day^ 
and  was  derived  entirely  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  243. 
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Thurmond.    Minden  No.  1  Mins. 

Sample, — Semibituminoiu  coal;  New  River  field;  analyBOs  Noe.  8241,  8240,  8300 
(p.  243). 

Mine. — ^Miiiden  No.  1;  Kanawha-New  River  district;  a  drift  mine  1^  miles  m)rtli- 
west  of  Thurmond,  on  the  Minden  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed, — Known  in  this  field  as  the  Fire  Creek.  Cazboniferous  age,  Pottsville 
fonnation.  Thickness,  fairly  uniform,  ranging  from  4}  feet  to  5}  feet.  The  roof  is 
a  dark-blue  shale,  pieces  of  which  at  times  got  mixed  with  the  coal  in  loading. 
There  is  a  cap  rock  of  sandstone  5  inches  above  the  coal.  The  floor  is  a  hard 
clay  with  a  smooth  surface. 

The  bed  was  measured  and  sampled  at  two  points  by  David  White  on  July  12, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Minden  No.  1  mine,  1{  miles  northwest  of  Thurmond. 


Section 

lAbontory  No 

Roof,  dark-blue  shale. 

Bony  ooal  (ftosen  to  rooO 

Coal  (ooazsB,  hard,  nitty) 

Coal  f  tender,  brittle) 

Coal  (brittle  mother-coal  streaks). 

Bony  coal,  hard,  gray 

Mother  ooali  I.. !..!... 

Black  shale 

Coal  (hard,  toogh) 

Coal  (bright) 

Fkxir,  hard  tmderBlay. 

ThickDessofbed 

Thicknen  of  coal  sampled 


A 
8240 

B 
8241 

Ft.  in. 

Ft.  in. 

aO     2| 

aO     1| 

•  •          ■  • 

aO     8} 

2     9 

0     2 

H 

•  0      1 
2      Of 

•  •          •  • 

•  *         >  • 

aQ        I 

1     Si 

■  «          ■  • 

•  •         *  • 

0    u 

6      11 
6    Hi 

!*J| 

a  Not  inohided  in  sample. 

Section  A  (sample  8240)  was  cut  from  pillar  in  right  entry  2,  near  right  entry  3, 
1,000  feet  from  drift  mouth. 

Section  B  (sample  8241)  was  cut  from  pillar  in  left  entry  3,  1,200  feet  southeast  of 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8240  and  8241  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8300. 

Notes. — ^The  coal  was  undercut  by  hand  at  bottom  of  bed.  It  was  not  screened 
but  was  shipped  in  run-of-mine  form  without  picking.  It  is  a  coking  coal,  but  no 
coke  was  being  made  at  the  time  of  sampling  in  1909.  The  daily  output  in  July,  1909, 
averaged  200  tons,  and  the  maximum  day's  run  was  225  tons.  The  output  was 
derived  almost  entirely  from  pillars. 

For  chemical  analyses,  see  part  I  of  this  bulletin,  p.  243;  also  U.  8.  Geol.  Survey 
Bull.  362,  p.  33. 

Thurmond.    Echo  (Bbubt)  Minb. 

iSompif.— Semibituminous  coal;  New  River  field;  analyses  Noe.  8242,  8243,  8289 
(p.  243). 

Mine. — Echo  (Beury);  Kanawha-New  River  district;  a  drift  mine  2  aiiles  west  of 
Thurmond,  on  the  main  line  of  the  Chesapeake  A  Ohio  Railway. 

Coal  bed. — ^Known  in  this  field  as  the  Fire  Creek.  Carboniferous  age,  Pottsville 
fonnation.  Thickness,  &irly  unifoim,  averaging  about  4}  feet;  roof,  heavy  blue 
diale  with  a  smooth  surface.  The  cap  rock  of  sandstone  is  24  feet  above  the  coal. 
The  floor  is  a  hard  smooth  underclay. 
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The  bed  was  measured  and  sampled  at  two  points  by  David  White  on  June  SO,  1909, 
as  described  below: 

Sections  of  coal  bed  in  Edu)  (Beury)  miney  2  miles  west  of  Thurmond, 


Section 

Laboratory  No 

Boot,  heavy  blue  shale,  smooth  surteoe. 

Coal,  owan,  brifht 

Coal,  bright,  pnsmatic 

ICother-ooal  streak 

Hard  gray  bony  coal 

Brieht  coal  (mother-coal  streak) 

Coal  (mother-ooal  streak) 

Coal,  dense,  granular 

Coal,  hard,  bright 

Coal,  tender  (mother-coal  streak). . . 

Bhale,  parting 

Coal,  cwan,  bright 

Floor,  hard  smooth  undevclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


B 
8248 
FL  in. 

0    H 

0    11 


n 


0 
0 

4 

4 


I 
3 


Section  A  (sample  8242)  was  cut  from  Baltimore  heading,  left  entry  5, 1}  miles  from 
drift  mouth. 

Section  B  (sample  8243)  was  cut  from  Echo  No.  2  or  Klondike  drift,  left  entry  1, 1,900 
feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8242  and  8243  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8289. 

Notes. — ^The  coal  at  this  mine  was  undercut  at  the  bottom  part  of  the  bed.  The  coal 
was  all  shipped  in  run-of-mine  fonn  without  being  picked .  The  daily  output  averaged 
200  tons,  and  250  tons  was  a  maximum  day's  run  in  June,  1909.  A  laige  part  of  the 
old  mine  was  abandoned  on  account  of  a  squeeze.  The  mine  was  approaching  ezhau»- 
tion  and  the  future  tonnage  was  to  be  derived  principally  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  243. 

Thurmond.    Rush  Run  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  5327  and  5328 
(Jamestown  No.  4),  and  analyses  Nos.  8096,  8097,  8100,  8160  (p.  243). 

MiTie. — ^Rush  Run;  Kanawha-New  River  district;  a  drift  mine,  3  miles  northwest 
of  Thurmond,  on  the  Chesapeake  A  Ohio  Railway. 

Coal  bed. — Locally  known  as  the  Fire  CJreek,  and  is  the  same  as  the  Quinnimont 
bed  of  the  West  Virginia  Geological  Survey.  Carboniferous  age,  Quinnimont  forma- 
tion. At  this  mine  the  bed  lies  nearly  flat,  and  has  an  average  thickness  of  about 
5  feet.  Roof,  sandstone  or  strong  gray  shale  which  does  not  fall  with  the  coal;  floor, 
shale  or  hard  underclay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  two  points  by  K.  M.  Way  on  September  12, 
1907,  as  shown  below: 

Sections  of  ooal  bed  in  Rush  Run  mine,  S  miles  north  of  Thurmond. 


Sectioo  •••••>•••••................................................ 

Laboratoi/ No. 

Roof,  sandstone. 

doal : 

Bony  coal 

Coaf. 

Mother  coal 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 

•  Not  indnded  in  mnple. 
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Sectfon  A  (sample  5^28)  was  measured  in  room  28  on  right  entry  8, 4,600  feet  south- 
west of  the  drift  mouth. 

Section  B  (sample  6327)  was  measured  in  room  18  on  right  entry  10, 5,700  feet  south 
of  the  drift  mouth. 

The  bed  was  also  measured  and  sampled  at  three  points  by  A.  G.  Ramsay  on  July  3, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Rush  Run  mine,  S  miles  northwest  of  Thunnond. 


Section 

Laboretory  No 

Roctf,  strons  gray  shale. 

Soft  brii^t  ooal  (motberooal  streakB). 

SbaleMaKl 

Gray  coal 

Soft  Mght  coal  (mother-coal  streaks) . 

Gray  coal 

Soft  bright  ooal 

Hard  gray  ooal 

Bright  ooal 

Sulphur  streak 

Soft  ooal. 


Fkxnr.  hard  underclay. 
Thickoessofbed. 


Thickness  of  coal  sampled . 


A 

B 

8006 

8007 

Ft.  in. 

Ft.  in. 

0  5 
aO   U 

S  1 

m    •               •  • 

0  3 

0  7 

0  6k 

0  2 

•  m             »  ■ 

1   9 

1   4 

•  ■    •  ■ 

0 

1   6 

1   3| 

i  i* 

0   Oi 

6  7 
5  5i 

4   74 
4   7| 

c 

8100 
Ft.  in. 
0     6 
aO     2 


0 
0 
1 
1 
0 
0 
0 

6 

6 


5 
6 
7 
0 

7 

4 


a  Not  included  in  sample. 

Section  A  (sample  8096)  was  cut  from  the  hce  of  left  entry  7. 

Section  B  (sample  8097)  was  cut  from  the  face  of  room  4  on  right  air  course  11, 5,000 
feet  from  drift  mouth. 

Section  C  (sample  8100)  was  cut  from  a  pillar  on  right  entry  7,  3,500  feet  from  drift 
mouth. 

A  composite  sample  was  made  by  mixing  both  face  and  pillar  samples  8096,  8097, 
and  8100  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
No.  8160. 

Notes. — ^The  coal  at  this  mine  was  undercut  both  by  hand  and  with  chain  machines, 
and  was  shot  down  with  a  short-flame  explosive.  The  tipple  had  bar  screens,  with 
3-inch  and  l^-inch  spaces.  The  screenings  were  coked  in  beehive  ovens.  The  coal 
was  picked  on  the  car.  The  daily  output  at  time  of  sampling  in  1909  averaged  300 
tons,  although  the  mine  had  a  larger  capacity.  The  future  output  was  to  be  derived 
from  both  advance  work  and  pilhurs  in  about  equal  proportions. 

For  chemical  analyses  of  this  coal  see  jMurt  I  of  this  bulletin,  p.  243;  also  U.  S. 
Geol.  Survey  Bull.  362,  p.  12. 


Thubmond.    Rbd  Ash  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8070,  8071,  8072, 
8108  (p.  244). 

Mine. — Red  Ash;  Kanawha-New  River  district;  a  drift  mine  3}  miles  west  of  Thur- 
mond, on  the  Chesapeake  and  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Fire  Creek.  Carboniferous  age,  Quinnimont 
formation.  Thickness  somewhat  irregular,  due  to  laige  rolls  in  the  roof,  ranging  as 
mined  from  4  feet  9  inches  to  7  feet;  roof,  strong  gray  shale,  which  does  not  ^1  with  the 
coal;  floor,  fairly  hard  clay,  with  smooth  surface. 
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The  bed  was  measured  and  sampled  at  three  poi&ts  by  R.  Y.  Williams  on  July  3, 
1909,  as  described  below: 

SecHoru  of  coal  bed  in  Red  A$h  mine,  S^  mileM  west  of  Thurmond. 


Sectkm 

Laboratory  No 

Roof,  strong  gray  shale. 

Bright  soft  coal  (mother«oal  streaks) . 

Bony  ooaL  band 

Bright  soft  coal  (motber-coal  streaks) . 

Blifhtly  grayish  coal 

Bright  soft  coal  (mother-coal  streaks) . 

Harder  grayish  coal 

Bright  soft  coal  (mothe^coal  streaks) . 
Floor,  fairly  hard  day. 

Thickness  of  bed 

Thickness  of  coal  sampled , 


A 

B 

8070 

8071 

FL    in. 

Ft.    <n. 

0     4 

0     6 

S     5 

0   4 

0    11 

0     9 

1    1 

1     81 

1     6 

0     2 

0     6 

1      9 

4     0 
4     9 

I  H 

c 

8073 
FL    in. 
0      6 


aO 
3 

1 
1 


3 
5 


6    111 
6      7 


a  Excluded  from  sample. 

Section  A  (sample  8070)  was  cut  from  the  face  of  cross  entry  1,  off  left  entry  10,  1} 
miles  from  drift  mouth. 

Section  B  (sample  8071)  was  cut  from  a  pillar  of  room  1  on  left  entry  7, 1}  miles  south 
of  drift  mouth. 

Section  C  (sample  8072)  was  cut  from  the  face  of  the  coal,  1}  miles  southwest  of  the 
drift  mouth. 

A  composite  sample  was  made  by  mixing  both  face  and  pillar  samples  8070,  8071, 
and  8072  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
No.  8108. 

Notee. — ^The  coal  at  this  mine  was  undercut  both  by  hand  and  with  chain  machines 
in  bottom  part  of  bed,  and  was  shot  down  with  a  short-flame  explosive.  The  tipple 
had  bar  screens,  with  3-inch  and  l}-inch  spaces,  and  the  screenings  were  coked  in 
beehive  ovens.  The  coal  was  picked  on  car.  The  estimated  daily  output  was  450 
tons,  and  1,000  tons  was  the  maximum  day's  run.  The  future  output  was  to  be 
derived  from  both  advance  work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  244. 

Turkey  Knob.    Tubkbt  Knob  Minb. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8035,  8036,  8047, 
8048,  8103  (p.  243). 

Mine. — ^Turkey  Knob;  Kanawha-New  River  district;  a  drift  mine  at  Turkey  Knob, 
on  the  Loup  Greek  Branch  of  the  Chesapeake  &  Ohio  Railway,  ^  mile  from  liacdonald. 

Coal  bed. — Known  as  the  Sewell.  Carboniferous  age,  Sewell  formation.  Thickneas 
rather  variable,  ranging  as  mined  from  6  feet  5  inches  to  4  feet  4  inches;  roof,  clay 
shale  (locally  of  sandstone),  underlain  with  i  inch  to  3  inches  of  draw  clay  shale;  floor, 
liA^f  S>^y>  sludy  clay  wilii  smooth  surface;  cover,  for  the  most  part,  100  to  150  feet 
thick,  possibly  more. 

The  bed  was  measured  and  sampled  at  four  points  by  H.  M.  Wolflin  on  June  25  and 
27, 1909,  as  described  below: 

Sections  ofeoal  bed  in  Turkey  Knob  mine  at  Turkey  Knob. 


Seotton 

Laboratory  No 

Roof,  clay  shale. 

Coal,  with  streaks  of  sulphur  or  of  mother  ooal  ia  plaoas 

Hard  gray  ooal 

Soft  ooal 

Hard  coal 

Hard  gray  ooal 

Coal  (motherooal  streakB) 

Floor,  mtfd  gray  shaly  olay. 

Thickness  of  bed 

Thioknea  of  ooal  sampled. 


6     6( 
6     6l 


4     7J 
4     7| 


t  S 


D 
8047 
FL    to. 
2     6 


0     1 

a    61 


6 
6 


I 
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Section  A  (sample  8086)  was  cut  from  tiie  lace  of  left  entiy  15,  about  6,000  feet  south- 
east of  diift  mouth. 

Section  B  (sample  8086)  was  cut  from  room  10,  off  right  entry  14,  about  6,000  feet 
southeast  of  drift  mouth. 

Section  G  (sample  8048)  was  cut  from  face  of  haulwsy ,  off  right  entry  7,  about  4,000 
feet  southeast  of  drift  mouth. 

Section  D  (sample  8047)  was  cut  from  pillar  in  room  19  on  left  entry  12,  5,400  feet 
east  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8035,  8036,  8047,  and  8048  for  an 
ultimate  analysb,  the  results  of  which  are  shown  under  laboratory  No.  8103. 

Nolu, — ^The  coal  from  this  mine,  like  that  from  many  others  in  thb  field,  is  soft  and 
friable,  and  in  ordinary  mining  openitions  makes  rather  a  high  percentage  of  slack. 
This  slack  was  finely  crushed  and  coked  in  beehive  ovens.  The  coal  was  undercut, 
usually  with  pick,  in  bottom  part  of  bed,  and  was  shot  down  with  black  powder.  The 
tipple  was  equipped  with  bar  and  ahairiiig  Bcreens  and  a  crusher  for  treating  the  slack. 
The  daily  output  at  time  of  sampling  in  1909  aveaged  about  625  tons,  and  the  capacity 
was  approximately  800  tons.  The  future  output  was  to  be  derived  from  both  advance 
work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  243. 

WmnLs.    Whipplb  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  7889,  7890,  8098, 
8599,  8157  (pp.  244, 245). 

Mine, — Whipple;  Eimawha-New  River  district;  a  shaft  mine,  456  feet  in  depth  at 
Whipple,  on  the  White  Oak  Railway,  connecting  with  the  Loup  Greek  Branch  of  the 
Ghesapeake  A  Ohio  Railway,  and  with  the  Virginian  Railway. 

Cool  bed, — ^Enown  in  this  field  as  the  Sewell  bed.  Giurboniferous  age,  Sewell 
fonnation.  Thickness,  &irly  uniform,  ranging  as  mined  from  about  4  feet  1  inch  to 
about  5  feet  1  inch;  roof,  sandstone,  underlain  for  the  most  i)art  with  a  hard  shale; 
floor,  hard,  smooth,  shaly  underclay. 

The  bed  was  measured  and  sampled  at  two  points  on  June  5, 1909,  and  at  one  point 
(m  July  6,  1909,  by  F.  J.  Simington,  and  at  one  point  on  August  2,  1909,  by  A.  J. 
Hazlewood,  as  described  below: 

Sedione  of  coal  bed  in  Whipple  nvine  at  Whipple. 


SdotJon... 

LabontOfT  No 

Roof,  hard  shale  or  sHidstooe. 

Coal  (pjrtte  streaks) 

Coal 

Hard  gray  coal 

Mother  coal 

CoaL 

Floor,  shaly  underclay. 

ThiekiieBS  <rf  bed 

ThJcknoss  of  coal  sampled 


A 

B 

C 

7880 

7880 

8088 

Ft.    in. 

Ft.    <n. 

Ft.    in. 

?  si 

•  •    •  • 

•  •    •  • 

2  0 

1   6 

..  8 

.'  1 

1  11 

..   1 

i  lof 

2  8 

i  i 

5  0 

4  2 

5  0 

4  2 

8600 

Ft.    tn. 


1 
1 


4 

4 


6 
6 


Section  A  (sample  7889)  was  cut  from  heading  1  in  rock  heading  district,  about 
4,000  feet  north  of  shaft. 
Section  B  (sample  7890)  was  cut  from  room  14,  off  entry  16, 3,000  feet  west  of  shaft. 
Section  C  (sample  8098)  was  cut  from  rib  near  face  of  right  entry  3,  off  main  dip 

entry. 

Section  D  (sample  8599)  waa  cut  from  face  of  left  entry  1,  off  Harvey's  entry. 

A  composite  sample  was  made  by  mixing  samples  7889,  7890,  and  8098  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  8157. 

Notes, — ^The  coal  waa  tmdercut  in  the  bed  by  punching  machines  and  chain 
machines,  and  was  shot  down  with  a  short-flame  explosive  The  tipple  had  shaking 
Bcreens.    Three  siaes  ol  coal  were  prepared  and  shipped:  Lump,  over  4-inch  openings, 
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egg,  over  If-inch  openingB,  and  alack,  under  If-inch  openings.    The  daily  avenge 
output  at  time  of  sampling  in  1909  was  about  000  tons,  and  1,000  tons  was  approxi- 
mately the  capacity  of  the  mine.    The  future  output  was  to  be  derived  from  both 
advance  wcM'k  and  pillars. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  244, 245. 

WmoNA.    Smokeless  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  5467  and  5468 
(Jamestown  No.  9),  and  analyses  Nos.  8132,  8183,  8134,  8186  (p.  245). 

Mine, — Smokeless;  Elanawha-New  River  district;  a  drift  mine,  at  Winona,  on  the 
Chesapeake  &  Ohio  Railway. 

Coal  bed. — ^Known  as  the  Sewell.  It  is  of  OarbonilerouB  age,  Sewell  formation.  The 
bed  at  this  mine  lies  nearly  flat,  and  has  an  average  thickness  of  3  feet  10  inches. 
The  roof  is  shale  or  strong  blue  shale  which  does  not  fall  with  coal;  floor,  shale  or 
hard  clay  with  smooth  surface.  The  coal  is  dean,  with  no  streaks  of  shale  or  "sul- 
phur." There  are  fairly  regular  benches  separated  by  thin  streaks  of  mother  coal. 
Ck>ver,  for  the  most  part,  150  to  300  feet  thick. 

The  bed  was  measured  and  sampled  at  two  places  in  the  mine  by  K.  M.  Way  on 
October  12,  1907,  as  shown  below: 

Sections  of  coal  bed  in  Smokeless  mine  at  Winona. 


floction.. 

Labofmtory  No 

Boot,  shale. 

Coal 

Hard  coal 

CoaL 

ICotlierooal 

Coal 

ICotlierooal 

Coal 

Motberooal 

Coal 

Floor,  shale. 

TnlokxieaBofbed 

ThiokneeB  of  coal  sampled. 


A 

M87 

Ft. 

In. 

1 

6 

0 

U 

0 

^A 

aO 

\ 

0 

6 

•  • 

\ 

0 

•  • 

10 

•  • 

3 
3 

ilil 

B 
6468 

Ft    in. 
1      4 


0 
aO 


0      14 

8  1 

3 

0    10 

3      9} 
8     8) 


a  Not  indoded  in  sample. 

Section  A  (sample  5467)  was  measured  in  left  entry  1  for  motor  hauls,  1,800  feet 
southeast  of  the  mine  opening. 

Section  B  (sample  5468)  was  measured  in  right  heading  1,  off  the  main  entry,  2,500 
feet  south  of  the  mine  opening. 

The  bed  was  also  measured  and  nmpled  at  three  points  by  A.  G.  Ramsay  on  July 
6, 1909,  as  described  below: 

Sections  of  coal  bed  in  Smokeless  mine  at  Winona. 


Laboratory  No 

Roof,  strong  blue  shale. 

Mediom  hard  bright  coal . 

Hard  gravooal 

Medium  hard  bright  ooal. 

Mother  ooal  to  gray  ooal. . 

Soft  bright  ooaL. 

Floor,  hard  day. 

ThJoImess  of  bed 

Thidmess  of  ooal  sampled 


A 

8132 
Ft.    in. 

1     4 


0 
1 
0 
0 


2 


3     8 
3     8 


B 
8133 
Ft.    in. 
1     7 


0 
2 
0 
0 


1 


c 

8134 

Ft.  in. 

1  6 

0  !{ 

0  2) 

0  1 

1  11 

3  9 

3  0 


Section  A  (sample  8132)  was  cut  from  the  face  of  the  Adams  entry,  2,200  feet  from 
drift  mouth. 

Section  B  (sample  8133)  was  cut  from  the  face  of  left  entry  3,  2,000  feet  from  drift 
mouth. 
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Section  C  (sample  8134)  was  cut  from  a  pillar  between  left  ciosb  entries  14  and  16, 
off  old  Hill  main  entry,  1,500  feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  lace  and  pillar  samples  8132,  8133,  and 
8134  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
number  8186. 

Notet, — The  coal  at  this  mine  was  undercut  with  chain  machines  in  bottom  part  of 
bed,  and  was  shot  down  with  a  short-flame  explosive  or  black  powder.  The  tipple  had 
no  screens,  and  therefore  the  entire  output  was  shipped  as  run-of-mine  coal.  This 
is  a  coking  coal,  but  there  were  no  ovens  at  this  plant.  The  dally  output  at  time  of 
sampling  averaged  about  450  tons,  and  650  tons  was  a  maximum  day's  run.  The 
future  output  was  to  be  derived  from  both  advance  work  and  piUazs. 

For  results  of  steaming  tests  of  this  coal,  see  U.  S.  Geol.  Siurvey  Bull.  385,  p.  25. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  245;  also  U.  S.  Geol.  Survey 
BuU.  362,  p.  17. 

Winona.    Dubbee  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8147,  8148,  8191 
(p.  245). 

Mine. — Dubree;  Kanawha^New  River  district;  a  drift  mine  }  mile  west  of  Winona, 
on  the  Keeneys  Oeek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. At  this  mine  the  bed  ranges  in  thickness  as  mined  from  3  feet  to  3  feet  6  inches 
and  dips  gently  NE.;  roof,  hard,  brittle  sandstone  which  does  not  ftJl  with  the  coal; 
floor,  hard  clay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  two  points  by  R.  Y.  Williams  on  July  6, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Dubree  mine,  i  mUefrom  Winona. 


Section. 

LabontoiyNo 

Boof,  hard,  brittle  sandstone. 

Soft  bright  coal 

Hard  black  ooal 

Hard,  dull,  dense  gray  coal , 

Soft  bright  ooaL 

Mothar«coai  streak 

Soft  bright  coal  (mother-ooal  stnaks) 
Flow,  hard  clay. 

lliickness  of  bed , 

Thickness  of  coal  sampled 


A 

1 

8147      1 

FL 

in. 

0 

9 

0 

1 

0 

4 

•  • 

•  • 

2 

•  • 

3 
3 

ii 

B 

8148 

Ft.  in. 

0  1(4 

•  •  •  • 

0  4 

0  9 

?  4 

i  i 


Section  A  (sample  8147)  was  cut  from  the  face  of  room  7  on  right  entry  7. 

Section  B  (sample  8148)  was  cut  from  the  face  of  left  entry  7. 

A  composite  sample  was  made  by  mixing  samples  8147  and  8148  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  number  8191. 

Notes. — The  coal  at  this  mine  was  undercut  with  chain  machines  in  bottom  part  of 
bed,  and  was  shot  down  with  black  powder.  The  tipple  was  not  equipped  with 
screens,  and  therefore  the  entire  output  was  shipped  as  run-of-mine  coal.  This  is  a 
coking  coal,  but  there  were  no  ovens  at  this  plant.  The  coal  was  picked  on  car  by  one 
trimmer.  The  estimated  daily  output  was  about  300  tons,  which  was  about  a  maxi- 
mum day's  run.  The  output  for  some  time  was  to  be  derived  almost  entirely  from 
advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  245. 
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HANCOCK  COT7KTY. 
Zalu..    CotJMTBT  Bank. 

8ai/iple. — ^BituminouB  coal;  Wheeling  field;  analysis  No.  1594  (p.  245). 

Location. — Country  bank;  Wheeling  district;  at  Zalia. 

Coal  bed, — ^liahoning.    The  coal  is  of  Carboniferous  age,  Conemaugh  fonnation. 

The  bed  was  measured  and  sampled  by  W.  T.  Qriswold  in  1904.  The  sample 
included  a  3-foot  4-inch  cut  and  represented  the  entire  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  245;  also  U.  8. 
Geol.  Survey  Prof.  Paper  48,  p.  275. 

Zalia.    Countkt  Bakk. 

Sample. — ^Bituminous  coal;  Wheeling  field;  analysis  No.  1572  (p.  245). 

Location. — Country  bank;  Wheeling  district;  at  ZaUa. 

Coal  bed. — ^Rogers  or  Lower  Freeport.  The  coal  is  of  Carboniferous  age,  All^eny 
fonnatiQn. 

The  bed  was  measured  and  sampled  by  W.  T.  Griswold  in  1904.  The  sample  was 
taken  from  a  3-foot  cut,  and  represented  the  entire  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  245;  also  U.  S.  Geol. 
Survey  Ptof .  Paper  48,  p.  274. 

HABBIBON  COT7NTT. 

ClARKBBtrRO.      PrrCAiRN  MiNB. 

Sample. — ^Bituminous  coal;  Fairmont  field;  (West  Virginia  No.  2)  analyses  Nos. 
1103,  1104  (p.  246). 

Mine. — Pitcaim;  Monongahela  district,  at  Clarksbuxg. 

Coal  bed. — Pittsburgh.  Carboniferous  age,  Monongahela  formation.  The  bed  lies 
nearly  horizontal,  and  is  worked  by  a  drift  at  this  mine,  where  it  has  a  mRTimum 
thiclmess  of  8  feet  6  inches,  and  a  minimum  thickness  of  7  feet.  The  parting  is 
extremely  variable,  being  found  anywhere  in  the  upper  part  of  the  bed. 

Sections  of  the  bed  were  measured  and  sampled  by  J.  S.  Buirows  in  1904  at  two 
points,  as  shown  below: 

Sections  of  coal  bed  in  Pitcaim  mine  at  Ckarhsburg. 


Section 

LabontoryNo 

Goal 

Shslea 

CoaL 

ThiokiiMi  of  bed 

Thlekneaa  of  ooal  8amp]e<L 


A 

1104 
Ft.   Hl 
1     1 

0       f 

6     0 


B 

1103 
Ft  in. 

I  1 

0     1 


a  Not  included  in  eample. 

Section  A  (sample  1104)  was  measured  at  the  foce  of  right  entry  3. 

Section  B  (sample  1108)  was  measured  at  the  face  of  left  entry  4. 

Notee.-— The  Pittsburgh  coal  at  this  mine  has  the  same  general  characteristics  as  at 
other  mines  in  the  district.  In  1904  the  entire  output  of  the  mine,  about  400  tons 
daily,  was  used  by  the  Pittsburg  Plate  Glass  Co. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follow»— steaming 
tests:  U.  S.  Geol.  Survey  Tiot.  Paper  48,  p.  825;  Bull.  261,  p.  82;  Bureau  of  Mines 
Bull.  23,  p.  69;  washing  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1471;  Bull.  261, 
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p.  71;  coking  tests:  U.  S.  Geol.  Survey  Plrof.  Paper  48,  p.  1364;  Bull.  261,  p.  127; 
cupola  tests  of  coke:  U.  S.  Greol.  Survey  Prof.  Paper  48,  p.  1375. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  246;  also  U.  S.  Geol.  Survey 
Bull.  261,  p.  53. 

Clarksburg.    Ocean  Mine. 

Sample. — ^Bituminous  coal;  Fairmont  field;  (West  Viiginia  No.  15)  analyses  Nos. 
2039,  2040  (p.  246). 

Mine, — Ocean;  Monongahela  district;  a  drift  mine,  3  miles  east  of  Clarksbuig,  on 
the  Baltimore  &  Ohio  Railroad. 

Coal  bed, — Pittsbuiig^.  Carboniferous  age,  Monongahela  formation.  At  this  mine, 
the  bed  lies  nearly  flat  and  ranges  from  6  to  8  feet  thick.  The  roof  is  of  shale,  but  in 
mining,  12  to  14  inches  of  coal  is  left  for  a  roof.    The  floor  is  a  hard  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  W.  J.  von  Borries  and  J.  S. 
Burrows  on  August  22,  1905,  as  shown  below: 

Sections  of  coal  bed  in  Ocean  mine,  S  miles  east  of  Clarksburg. 


Section 

LaboratonrNo 

Roof,  coaL 

Coal 

Bonea 

Coal 

Bonea 

Coal 

Floor,  fireclay. 

Thickness  of  coal  sampled. 


A 

2039 
Ft.   in. 
0     9 
0 

0     7 
0      l| 
4      9 

6      2i 


B 

2040 

Ft.   in. 
I     6 
0     2 
0     6 
0 


4 


^ 


6     H 


a  Not  included  in  sample. 

Section  A  (sample  2039)  was  measured  in  butt  entry  2,  off  face  entry  3,  2,750  feet 
northwest  of  the  mine  opening. 

Section  B  (sample  2040)  was  measured  in  room  7j  on  butt  entry  3,  off  face  entry  2, 
2,025  feet  northeast  of  the  mine  opening. 

Notes.— The  capacity  of  this  mine  in  1905  was  600  to  900  tons  daily.  The  coal 
was  hugely  sold  for  steam  production,  most  of  it  being  shipped  to  tidewater  points  in 
run-of-mine  form. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  207;  Bureau  of  Mines  Bull.  23,  pp.  69,  186; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  208;  Bull.  336,  pp.  25,  34,  44;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  52,  55,  57,  58,  61,  64. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  246;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  206. 

KANAWHA  COUNTY. 

Acme.    Keystone  Mine. 

Sample. — Bituminous  coal;  Kanawha  field;  (West  Viiginia  No.  20)  analyses  Noe. 
2375,  2376  (p.  246). 

Mine, — Keystone;  a  drift  mine  in  the  Kanawha-New  River  district,  at  Acme,  on 
the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — ^Locally  known  as  the  No.  2  Gas.  Carboniferous  age,  Kanawha  for- 
mation. The  bed  lies  nearly  flat,  having  an  average  dip  of  about  1}  feet  in  100. 
The  average  thickness  is  about  5  feet.  The  roof  is  good,  being  a  hard  gray  shale,  con- 
taining, in  places,  pyrites.    The  floor  is  a  hard  gray  shale. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  on 
October  26, 1905,  as  shown  on  the  following  page. 
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Sections  of  coal  bed  in  Keystone  mine  at  Acme. 


Section 

Lpborstory  No 

lUwf,  shale. 

Coal 

Mother  ooal 

Sulphur  a 

CoaL. 

Hard  ooal 

Coal 

Shale* 

Hard  ooal 

Coal 

Shalea 

Hard  ooal.. 

Coal 

Floor,  shale.  ' 

ThidmesB  of  bed 

Thickness  of  ooal  sampled 


A 

2375 

Ft, 

In. 

1 

10 

0 

i 

1 

3 

0 

3 

0 

4 

0 

i 

0 

1 

0 

•  • 

11 

•  * 

•  • 

4 

•  • 

9 

4 

8i 

B 

2376 
Ft.   in. 
2     0 


0  10 
0  4 
0      2 


0 
0 
0 
0 
1 

6 
5 


2 
5 

.1 


a  Not  included  in  sample. 

Section  A  (sample  2375)  was  measured  in  left  entry  8,  4,600  feet  east  of  the  drift 
mouth. 

Section  B  (sample  2376)  was  measured  in  room  16,  off  right  entry  5,  3,500  feet  east 
of  the  drift  mouth. 

Two  inches  of  draw  slate  overljring  the  coal  in  section  B  is  local.  The  bands  of  hazd 
coal  shown  in  the  sections  are  fairly  regular. 

Notes, — ^The  coal  from  this  mine,  like  that  from  many  other  mines  in  this  district, 
is  largely  used  for  steam  production. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  218;  Bureau  of  Mines  Bull.  23,  pp.  69,  187; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  220;  Bureau  of  Mines  Bull.  13, 
pp.  222,  276;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290  p.  220;  Bull.  336,  p.  12;  cok- 
ing tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  221;  Bull.  336,  pp.  26,  35,  44;  cupola  tests 
of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  52,  55,  58,  61,  64. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  246;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  218. 

Charleston.    Black  Band  No.  2  Mine. 

Sample. — Bituminous  coal;  Kanawha  field;  (West  Vuginia  No.  25)  analyses  Noe. 
4290,  4291  (pp.  246,  247). 

Mine. — Black  Band  No.  2;  Kanawha-New  River  district;  a  drift  mine  8  miles 
southeast  of  Charleston,  on  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Black  Band  or  Winifrede  of  the  West  Viiginia  Geological  Survey.  Car- 
boniferous age,  Allegheny  (?)  formation.  At  this  mine  the  bed  is  nearly  regular, 
averaging  2  feet  4  inches  in  thickness.  It  lies  nearly  flat.  The  roof  is  good,  of 
regular  sandstone.  The  floor  is  shaly  sandstone,  with  1}  to  6  inches  of  shale  be- 
tween the  coal  and  the  sandstone.    It  is  a  good  floor  to  shovel  from. 

The  bed  was^  meajsured  and  sampled  at  two  points  by  J.  W.  Groves  and  A.  K. 
Adams  on  December  4, 1906,  as  shown  below: 

Sections  of  coal  bed  in  Black  Band  No.  $  mine^  8  miles  southeast  of  Charleston. 


Seotlon 

Laboratonr  No 

Roof,  BanoBtone. 

Coal 

Hard  ooal 

Coal 

Hard  ooal 

Coal 

Floor,  shale. 

Tniclnien  of  bed 

Thickness  of  ooal  sampled . . 


■  l»J.U,    I   ■!       ,H 
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Section  A  (sample  4290)  was  measured  in  the  face  entry,  1,300  feet  south  of  the 
drift  mouth. 

Section  B  (sample  4291)  was  measured  in  the  face  entry,  800  feet  west  of  drift 
mouth. 

Notes, — ^The  approximate  daily  output  of  this  mine  in  1906  was  225  tons  per  day. 
The  thin  coal  was  washed  at  a  washery  12  miles  from  the  mine. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — producer-gas 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  283;  Bureau  of  Mmes  Bull.  13,  pp.  223,  277; 
coking  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  284;  Bull.  336,  pp.  26,  35,  45. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  246,  247;  also  U.  S.  Geol. 
Survey  Bull.  332,  p.  285. 

Hernshaw.    Marmet  Mine. 

Sample. — Bituminous  coal;  Kanawha  field;  (West  Virginia  No.  22)  analyses  Nos. 
3466,  3457  (p.  247). 

Mine. — ^Biarmet,  a  drift  mine  in  the  Kanawha-New  River  district,  at  Hernshaw,  on 
the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — The  bed  worked  at  this  mine  had  not,  at  the  time  the  mine  was  visited, 
been  definitely  correlated  with  any  of  the  well-known  coals  of  the  Kanawha  region. 
It  is  of  Carboniferous  age,  Kanawha  formation.  The  bed  lies  nearly  flat,  and  at 
this  mine  has  an  average  thickness  of  5  feet  9}  inches.  The  roof  is  a  hard  gray  shale; 
in  places  carries  streaks  of  coal.  The  floor  is  a  hard  gray  shale.  The  coal  is  in  two 
benches,  separated  by  a  band  of  shale  6  to  18  inches  thick.  The  upper  bench  is  2  to  4 
feet  thick  and  the  lower  bench  1  to  2  feet  thick. 

The  bed  was  measiu^  and  sampled  at  two  points  by  J.  W.  Groves  on  July  19, 1905, 
as  shown  below: 

Actions  of  coal  bed  in  Marmet  mine  at  Henukaw. 

Sectk»ii A  B 

LaboratonrNo 3456  3457 

Roof,  shale.  Fi.  in.  Ft.  In. 

Coal 17  16 

Hardooal 0     9  0     8 

Coal 1     2J  0     4 

Shaiea 14  0     8 

Coal, 18  11 

Floor,  dials. 

ThickoBSSofbed 6     6)  4     3 

Thiclmess  of  coal  sampled 6     2  3     7 

•  Not  Indaded  in  sample. 

Section  A  (sample  3456)  was  measured  in  a  room  400  feet  east  of  the  drift  mouth. 

Section  B  (sample  3457)  was  measured  in  a  room  1,200  feet  east  of  the  drift  mouth. 

Notes. — ^The  output  of  this  mine  was  sold  for  steam  production  and  for  domestic  use 
in  slack,  nut,  lump,  and  run-of-mine  sizes.  The  daily  output  of  the  mine  in  July,  1905, 
was  about  400  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  foHows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  280;  Bureau  of  Mines  Bull.  23,  pp.  70,  187; 
washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  281;  Bull.  336,  p.  14. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  247;  also  U.  S.  Geol.  Survey 
BuU.  332,  p.  280. 

Monarch.    Monarch  Mine. 

Sample. — ^Bituminous  coal;  Kanawha  fleld;  (West  Virginia  No.  23)  analyses  Nos. 
3458,  3459  (p.  247). 

Mine. — ^Monarch,  a  drift  mine  in  the  Kanawha-New  River  district  at  Monarch,  ou 
the  Kanawha  &  Michigan  Railroad. 
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Coal  bed. — Cedar  Grove.  Carboniferous  age,  Kanawha  formation.  The  bed  at 
this  mine  is  of  nearly  uniform  thickness,  being  about  3  feet  1}  inches.  It  lies  nearly 
flat.  The  roof  is  gray  shale,  about  6  inches  of  which — called  draw  slate — ^is  taken 
down  in  mining.    The  floor  is  a  hard  gray  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  F.  B.  Tough 
on  July  21,  1906,  as  shown  below: 

Sectiofu  of  coal  bed  in  Monarch  mine  at  Monarch. 


Section 

Laboratoiy  No 

RooffShalB. 

Coal 

.  Bone  and  shftiB 

Hard  ooal  and  shale 

Coal 

Gray  buid 

Cold. 

Floor,  shalB. 

Thickness  of  coal 

Thickness  of  coal  sampled 


A 

3458 

Ft. 

In. 

1 

1 

0 

i 

m  m 

1 

*  • 

3 

0 

1 

0 

8 

3 

n 

3 

U 

B 

34S0 
Ft.  in. 
1    10 

0  "i 

1  3 


3     2 
3      2 


Section  A  (sample  3458)  was  measured  in  right  entry  1,  1,500  feet  north  of  the  drift 
mouth. 

Section  B  (sample  3459)  was  measured  in  right  entry  5,  1,500  feet  northwest  of  the 
drift  mouth. 

Notes. — ^The  coal  produced  at  this  mine  is  a  splint,  and  is  shipped  in  run-of-mine, 
lump,  nut,  and  slack  form.  The  approximate  daily  output  of  the  mine  when  sampled 
in  1906  was  400  tons  daily. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  282;  Bureau  of  Mines  Bull.  23,  pp.  70,  188; 
washing  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  282;  Bull.  336,  p.  14. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  247;  also  U.  S.  Greol.  Survey 
Bull.  332,  p.  281. 

Winifreds.    Gas  Mine. 

Sample. — Bituminous  coal;  Kanawha  field;  (West  Virginia  No.  21)  analyses  Nos. 
2377,  2378  (p.  247). 

Mine. — Gas,  a  drift  mine  in  the  Eanawha-New  River  district,  at  Winifzede,  on  the 
Chesapeake  &  Ohio  Railroad. 

Coal  bed. — ^Locally  known  as  the  Peerless  of  the  West  Virginia  Geological  Survey. 
It  is  of  Carboniferous  age,  Kanawha  formation.  At  this  mine  the  bed  lies  nearly  flat 
and  has  an  average  thickness  of  about  2}  feet.  The  roof  is  good,  a  gray  laminated 
shale  at  the  points  where  sections  were  measured.  In  a  part  of  the  mine  the  coal  has 
a  sandstone  roof.    The  floor  is  a  gray  laminated  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  on  October  28, 
1905,  as  shown  below: 

Sections  of  coal  bed  in  gas  mine  at  Winifrede. 


Section 

Laboratory  No 

RooffShale. 

Hard  coal  a 

Coal 

Hard  coal 

Streak  of  sulphur 

Coal 

Hard  ooal 

Coal 

Sulphur 

Cod 

Floor,  shale. 

ThickxMssofbed 

Thickness  of  coal  sampled 


A 

L 

2377      1 

Ft. 

in. 

0 

h 

0 

5 

0 

6 

0 

1 

0 

9 

0 

1 

m  m 

U 

2 
2 

H 

B 
2378 
Ft.    in. 

•  •         •  • 

0     9 
0       I 


2 
2 


^ 


•  Not  iDclndod  in  sample. 
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Section  A  (sample  2377)  was  meaaured  in  room  12,  off  left  entry  3, 1,400  feet  south- 
east of  the  drift  mouth. 

Section  B  (sample  2378)  was  measured  in  room  10,  off  left  entry  1,  800  feet  southeast 
of  the  drift  mouth. 

Notes, — ^The  coal  from  this  mine,  like  that  from  other  mines  working  the  bed,  is  hard, 
brittle,  and  contains  streaks  of  mother  coal.  The  average  output  of  the  mine  in  1905 
was  about  200  tons  per  day  and  was  all  shipped  in  run-of-mine  form. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  222;  Bureau  of  Mines  Bull.  23,  pp.  69,  70, 187; 
washing  teste:  U.  S.  Geol.  Survey  Bull.  290,  p.  224;  Bull.  336,  p.  12;  coking  teste: 
U.  S.  Geol.  Survey  Bull.  290,  p.  224;  Bull.  336,  pp.  26,  35,  44;  cupola  teste  of  coke: 
U.  S.  Geol.  Survey  Bull.  336,  pp.  52,  65,  58,  61,  64. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  247;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  222. 

LOOAN  COUNTY. 

HoLDBN.    No.  3  Mine. 

Sample. — ^Bituminous  coal;  Big  Sandy  field;  (Ann  Arbor  No.  13)  analyses  Nos. 
7659,  7658  (p.  247). 

Mine. — No.  3;  Norfolk  &  Western  district;  a  drift  nune,  1  mOe  east  of  Holden,  1 
mile  up  Whitman's  Creek  Branch  of  Island  Creek. 

Coal  bed. — Island  Creek  (No,  2  Gas).     Carboniferous  age,  Kanawha  formation 
Roof,  sandy  gray  shale;  floor  same,  beneath  which  is  considerable  fire  clay. 

The  bed  was  measured  and  sampled  at  two  pointe  by  P.  M.  Riefkin  on  March  30, 
1909,  as  diascribed  below: 

Sections  of  coal  bed  in  No.  S  mine,  1  mile  east  of  Holden. 


Laboratory  No 

Roof,  sandy  gray  shale. 

Top  coal 

Coal 

Mother  coal 

Splint  coal 

Coal 

Shale 

Splint  coal 

Coal 

Shale 

Coal 

Splint 

Splint 

Coal 

Splint 

Mother  coal 

Coal 

Splint 

Bottom  coal 

Mother  coal 

Coal 

Bottom  coal 

Flo(V,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


7668 
Ft.    in. 

"  1 


0 

•  • 

1 

«6 

0 

6 
"6 

0 

1 


6 
21 

il 

il 

2 


?  1 

aO      6 

J9J 


a  Not  included  in  sampla. 

Sample  7659  was  taken  1,600  feet  northeast  of  opening,  in  face  of  left  entry  3,  of! 
main  entry  1. 

Sample  7658  was  taken  1,900  feet  northwest  of  opening,  in  face  of  right  entry  1,  of! 
main  entry. 

Notes. — ^The  mine  was  operated  to  produce  coal  for  illuminating  gas.  The  roof  is 
strong.  Sulphur  balls  are  rather  abundant  throughout  the  mine.  The  daily  output 
was  about  300  tons  at  time  of  sampling.  Output  of  mine  in  fiscal  year  1910, 150,297 
long  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  247. 
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Mcdowell  cottnty. 

Alooha.    Pinet  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8321 ,  8322,  8323, 
8324,  8428  (p.  248). 

Mine. — Finey;  Norfolk  &  Western  district;  a  drift  mine  1  mile  from  Algoma,  on  the 
Norfolk  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed, — Known  in  this  field  as  Pocahontas  No.  3.  Carboniferous  age,  Pocahontas 
formation.  Thickness,  as  mined,  about  5}  feet  to  6)  feet;  main  roof,  sandstone  under- 
lain with  2  feet  of  dark-blue  shale,  between  which  and  the  coal  there  are  about  3 
inches  of  "muck"  or  'Mraw  slate,''  which  tended  to  become  mixed  with  the  coal  in 
loading;  floor,  hard,  blue,  shaly  underclay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  four  points  on  July  20, 1909,  by  H.  M.  Woli- 
lin,  as  described  below: 

Sections  of  coal  bed  in  Piney  miney  1  mile  from  Algoma, 


Section 

LaboratorrNo 

Roof,  sandstone,  dark  blue  shale  and  draw  slate. 

Coal : 

Bonv  coal 

Bright  coal  (sometimes  mother-ooal  streaks) 

Bony  coal 

Bright  coal 

Hard  gray  coal 

Doll  waxy  coal 

Soft  coal  (mother-coal  streaks) 

Floor,  hard  shaly  underday. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

1 
C 

8324 

8323 

8322 

Ft.  in. 

Ft.  in. 

Ft.  in. 

0  Hi 

•  •     m  • 

m  9           •  • 

0   1 

•  ■     w  • 

•  •     •  • 

1   5i 

1   7 

1   4 

oO   2 
1   0 

aO  2 
0  10 
0 

aO   3i 
2   2 

9  m         •  • 

1  it 

0  11 

•  ■     mm 

1  10} 

I  n 

6   2I 

5  6 
5   3^ 

I  n 

D 
8321 
Ft.  in. 

0  10 
aO     2 

1  4 
00      3^ 

1      1 

i  '9 

1      0 

6      6| 
t      0 


a  Not  included  in  sample. 

Section  A  (sample  8324)  was  cut  from  face  of  airway  off  big  4  entry. 

Section  B  (sample  8323)  was  cut  from  face  of  main  entry. 

Section  C  (sample  8322)  was  cut  from  face  of  cross  air  course  6. 

Section  D  (sample  8321)  was  cut  from  room  31,  off  cross  entry  4. 

A  composite  sample  was  made  by  mixing  face  samples  8322,  8323,  and  8324  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8428. 

Notes. — ^The  coal  at  this  mine  was  undercut  in  bottom  part  of  bed,  and  was  shot 
down  with  black  powder.  The  tipple  was  equipped  with  bar  and  shaking  screens 
with  }-inch,  l^inch,  and  3-inch  openings.  The  slack  was  coked  in  beehive  ovens. 
Of  the  entire  output,  about  40  per  cent  was  shipped  as  nm-of-mine  coal.  The  coal 
was  picked  on  the  car  by  five  trimmers.  The  daily  output  at  time  of  inspection  and 
sampling  in  July,  1909,  averaged  about  600  tons,  and  1,350  tons  was  a  maximum  day's 
run.  Increase  of  the  output  was  planned.  The  future  output  was  to  be  derived  from 
both  advance  work  and  pillars.  Output  of  mine  should  be  considered  in  connection 
with  that  of  the  Northfork  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  248. 

An  A  WALT.    Ana  WALT  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8643,  8644,  8747 
(p.  248). 

Mine. — ^Anawalt;  Norfolk  &  Western  district.  A  drift  mine  1  mile  northwest  of 
Anawalt,  on  Tug  Fork  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fsdrly  unifarm,  ranging  as  mined  from  7  feet  9  inches  to 
9  feet  5  inches;  dip,  4®  NW.;  main  roof,  tender  grayish-blue  shale,  between  whidi 
and  the  coal  occurs  3  to  8  inches  of  draw  slate  which  fell  and  tended  to  mix  with  the 
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coal;  hence  about  6  inches  of  the  hard  bony  top  coal  was  left  up  in  many  places  as  the 
immediate  roof;  floor,  soft  clay  with  smooth  surface;  cover,  for  ttie  most  part,  40  to  150 
feet  thick.  The  bed  was  measured  and  sampled  at  two  points  by  R.  Y.  Williams  on 
July  31,  1909,  as  described  below: 

Sections  of  coal  bed  in  Anawalt  mine^  1  mile  northwest  of  AnawaU. 


Section 

Labontonr  No 

Boof.  tender  grayish  blue  shale  and  draw  slate. 

Bonv  and  sulphurous  "top  ooal" 

Soft  orictht  coal  (mothep<M)al  streaks) 

Gray  coal  to  bony  ooal 

Soft  bright  coal  (mother-coal  streaks) 

Gray  ooal  to  bony  ooal 

Soft  bright  ooal  (mother«oal  streaks) 

Harder  grayi^  ooal 

Soft  bri^t  coal 

Floor,  soft  day,  smooth  surface. 

Thickness  of  bed > 

Thickness  of  ooal  sampled 


A 

L 

8643      1 

Ft. 

in. 

aO 

6 

2 

6 

«0 

6 

1 

li 

0 

1 

1 

0 

0 

6 

1 

11 

8 
7 

Jl 

B 
8644 
Ft,   in, 
aO      6 


1 

0 

0 

aO 


7 
2 

«i 
6 


0  11 

0  3 

4  2 

8  6] 

7  71 


a  Not  included  in  sample. 

Section  A  (sample  8643)  was  cut  from  the  face  of  right  entry  1,  450  feet  from  drift 
mouth. 

Section  B  (sample  8644)  was  cut  from  the  face  of  the  main  entry,  350  feet  from  drift 
mouth. 

A  composite  sample  was  made  by  mixing  samples  8643  and  8644  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8747. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  bottom  part  of  bed  and  was 
shot  down  with  a  permissible  explosive.  The  tipple  was  equipped  with  bar  screens 
with  4)-inch  spaces;  most  of  the  coal,  however,  was  shipped  in  run-of-mine  form. 
This  is  a  coking  coal,  but  there  were  no  ovens  at  this  plant.  The  coal  was  picked  on 
car  by  two  trimmers.  The  daily  output  averaged  100  tons,  and  150  tons  was  the  maxi- 
mum day's  run.  The  future  output  for  some  time  to  come  was  to  be  derived  mainly 
from  advance  workings,  as  this  was  a  new  mine. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  248. 

Abunqton.    Abunoton  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8325,  8326,  8363, 
8364,  8365,  8418,  8419  (pp.  248,  249). 

Mine. — Arlington;  Norfolk  <&  Western  district;  a  drift  mine  al  Arlington,  on  the 
l^orfolk  Branch  of  the  Norfolk  <&  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
liontas  formation.  Thickness,  as  mined,  from  about  4f  feet  to  61  feet;  roof,  hard  blue 
shale,  between  which  and  the  coal  there  is  3  to  4  inches  of  draw  slate;  floor,  hard, 
blue,  shaly  underclay  with  smooth  surface;  cover,  for  the  most  part,  from  100  to  600 
feet  thick. 

The  bed  was  measured  and  sampled  at  five  points  on  June  23,  1909,  by  J.  J.  Rut- 
ledge  and  H.  M.  Wolflin,  as  described  below: 

Sections  of  coal  bed  in  Arlington  mine  at  Arlington. 


Section 

Laborat<M'T  No 

Roof,  hard  blue  shale  and  draw  slate. 

Snlphurousooala 

Coal  (in  places  mother<!oal  streaks). 

Bone  (in  places  sulphurous)  a 

Coal  fin  places  rootner«oal  streaks) . 

Bard  Cray  coal 

CobI  (iJD  plaoes  mother<nal  streaks). 
Floor,  hard,  Dine,  shaly  underclay. 

T hlokniess  of  bed 

ThicknesB  of  coal  sampled 


A 

8325 

Ft.  in. 


1 
0 
1 
0 
2 


1 

n 

7 

1 


5      1 
4    10| 


B 

8326 

Ft.  in. 


1 
0 
1 
0 
2 


3 
8 


4    101 

4      8 


C 

Jt363 
Ft.  in. 
0      2 


1 
0 
1 
0 
1 


I 

9 


£      2 
4      9i 


D 
8364 
Ft,  in. 


1 
0 
1 
0 
2 

5 

5 


3 
2 
9 
2 
2 

6 

4 


K 
8365 
Ft.  in. 


1 
0 


1 
2 


1  9 

0  3 

1  9J 

^  I 

4  10! 


•  Hot  included  In  sample. 
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AKALT8SS  OF  COALS. 


Section  A  (aanqile  8325)  warn  cut  irom  pillar  7,  off  room  16,  off  cion  enliy  10. 

Section  B  (aunple  8326)  waa  cut  from  pillar  7,  off  crofls  entiy  8. 

Section  €  (aunple  8363)  was  cat  from  face  of  main  entry. 

Section  D  (mmple  8364)  was  cut  from  face  of  ctosb  entry  8,  off  diagonal  entry  1. 

Section  £  (aunple  8365)  was  cut  from  face  of  ctosb  entry  12,  off  Burke's  garden 

entry. 
A  composite  sample  was  made  by  mixing  face  sunples  Nos.  8363,  8364,  and  8365  lor 

an  ultimate  analysis,  tbe  results  of  which  are  diown  under  labosatory  No.  8419. 

A  composite  sample  was  also  made  by  mixing  pillar  samples  Nos.  8325  and  8326  lor 
an  ultimate  analysis,  the  results  of  which  are  diown  under  labosatory  number  8418. 

Noie$. — ^The  coal  was  undercut  in  the  bed  entirely  by  hand,  and  was  aiiot  down 
with  black  powder.  The  tipple  was  equipped  with  bar  screens  with  l)4nch  and 
{-inch  spaces.  This  is  a  coking  coal,  and  there  were  in  all  about  150  ovens  at  the 
plant.  The  coal  was  picked  on  the  car  by  six  trimmets.  The  daily  output  avenged 
about  700  tons  (rou^y  45  per  cent  of  which  was  shipped  as  run-of-mine  coal),  and  n 
maximum  day's  run  was  about  1,020  tons.  The  future  output  was  to  be  principally 
from  advance  work.  For  some  time  to  come  not  more  than  10  to  20  per  cent  of  the 
total  output  was  to  be  pillar  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  248,  249. 

AsHLAlfB.     ASHIAIVD  MiNB. . 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8477,  8478,  8479, 
8491,  8492,  8929  (p.  249). 

Mine. — ^Ashland;  Norfolk  &  Western  district;  a  drift  mine  at  Ashland,  on  the  Nor- 
folk Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  Pocahontas  No.  3.  Oftibonilefmis  age,  Pocahontas 
formation.  Thickness,  as  mined,  from  4}  to  5}  feet;  main  roof,  exceptionally  hard 
gray  shale,  15  feet  thick,  between  which  and  the  coal  there  is  from  3  to  5  inches  of 
draw  slate,  which  falls  and  tends  to  mix  with  the  coal.  The  whole  is  capped  with 
sandstone;  floor,  hard,  blue  sbaly  underclay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  five  points  by  J.  J.  Rutledge  and  H.  M. 
Wolflin  on  July  27, 1909,  as  described  below: 

Seetums  of  coal  bed  in  AtiKUmd  mine  at  AMand. 


8f«tkm 

LabofBtoryNo a 

Roof,  fhale  and  "diaw  sUte.'' 

C(Md 

BOOTOOftlS- 

Coal. 

Snlpbiiroatoaals 

IfoCtorooal 

Coia 

Hull 


Floor,  hftrd,  Mae.  thalj  underclay. 
Ttalekne«of  bed. 


Tbk!kneai  of  ooal  Mnvled . 


A 

8477 
Ft.  in. 

I     3» 

0   6} 

B 

8478 
Ft.  in. 

1  i 
0  3 

2  4i 

c 

8470 
Ft.  to. 

1  0 

2  lol 

D 

8491 
Ft.  M. 

1  0 
0  3 

2  8 

I  4 

8  s^ 

?    i 

S  4 

S  4 

\'% 

:  n 

5   i 

4   7 

4  7 
4  3) 

B 


Ft.  te. 

1  0 
0     81 

2  10 


a  Not  included  in  sample. 

Section  A  (sample  8477)  was  cut  from  room  27,  off  entry  2,  off  Tadpole  entry. 

Section  B  (sample  8478)  was  cut  from  room  2,  off  cross  entry  1,  off  Wheeling  entry. 

Section  C  (sample  8479)  was  cut  from  room  1,  off  cross  entry  1,  off  entry  8. 

Section  D  (sample  8491)  was  cut  from  room  16,  off  cross  entry  4,  off  Ohio  Big  Moun- 
tain entry  in  the  St.  Louis  panel. 

Section  E  (sample  8492)  was  cut  from  face  of  Virginia  entry. 

A  composite  sample  was  made  by  mixing  samples  8477,  8478,  8479,  8491,  8492,  8493, 
and  8494  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
number  8929. 
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Samples  8493  and  8494  were  from  the  Monitor  mine.  The  two  mines  are  contigu- 
ous, have  like  conditions,  and  were  operated  by  the  same  company,  and  for  that  reason 
the  samples  were  mixed  for  an  ultimate  analysis. 

Notes, — ^The  coal  at  this  mine  was  partly  imdercut  by  hand  in  bottom  part  of  bed. 
The  coal  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar 
screens  with  1}  and  4  inch  openings.  The  coal  was  picked  on  the  car  by  eight 
trimmers.  A  picking  belt  was,  however,  being  installed.  The  plant  was  equipped 
with  a  washer.  The  daily  output  in  July,  1909,  averaged  about  600  tons,  about  75 
per  cent  of  which  was  shipped  as  run-of-mine  coal;  1,500  tons  was  a  maximum  day's 
run.  The  output  in  the  immediate  future  was  to  be  derived  from  advance  work  and 
pillars  in  about  equal  proportions.  The  output  of  mine  should  be  considered  in  con- 
nection with  that  of  the  Monitor  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  249. 

Ashland.  Cherokee  Mine. 

Sample. — Bituminous  coal;  Pocahontas  field;  analyses  Nos.  8526,  8527,  8528,  8529, 
8679  (p.  249). 

Mine. — Cherokee;  Norfolk  &  Western  district;  a  drift  mine  }  mile  north  of  Ashland 
on  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  from  4  feet  10  inches  to  5  feet  9  inches;  main  roof,  black 
shale  with  smooth  surface;  floor,  hard  gray  shale  with  good  surface;  cap  rock,  sand- 
stone, from  10  to  16  feet  above  the  coal. 

The  bed  was  measured  and  sampled  at  four  points  by  J.  J.  Rutledge  on  July  28, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Cherokee  mine,  \  mile  north  of  Ashland. 


Bectkm 

lAboratory  No 

Roof,  Bmootb,  black  shale. 

Coal 

Bony  coal  a 

Coal 

Black  bony  and  solphuioua  coal  a. 

Coal 

Floor,  bard  gray  underclay. 

ThickoMB  of  bed 

ThlcknesB  of  coal  aampled 


A 

B 

C 

8626 

8527 

8528 

Ft.   in. 

Ft.  in. 

Ft.   in. 

1  0 

0  11 

0  104 

0  3 

0  21 

0   2} 

3  3 

3  2 

3   7 

0 

0  i 

0   i 

0  9| 

0  7 

0   6 

6   4i 

4  11 

5   1| 

5   1 

4   8 

4  10| 

D 

8529 

Ft.  *n. 


o  Not  Included  in  sample. 

Section  A  (sample  8526)  was  cut  from  the  face  of  main  air  course  2. 

Section  B  (sample  8527)  was  cut  from  the  face  of  right  entry  4,  off  main  entry. 

Section  0  (sample  8528)  was  cut  from  the  face  of  left  entry  5,  off  main  entry  1. 

Section  D  (sample  8529)  was  cut  from  pillar  26  in  left  entry  2,  off  main  entry  1. 

A  composite  sample  was  made  by  mixing  samples  8526,  8527,  and  8528,  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8679. 

Notes. — The  coal  at  this  mine  was  undercut  by  punching  machines,  and  was  shot 
down  by  black  powder.  The  coal  was  shipped  in  run-of-mine  form.  This  is  a 
coking  coal  but  there  were  no  ovens  at  the  mine.  The  daily  output  was  600  tons, 
and  750  tons  was  a  maximum  day's  run.  The  future  output  was  to  be  derived  chiefly 
from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  249. 

Ashland.    Monftob  Mine. 

Sample, — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8493,  8494,  8495, 
8496, 8929  (pp.  249,  250). 

Mine. — Monitor;  Norfolk  A  Western  district;  a  drift  mine;  1  mile  east  of  Ashland, 
on  the  Norfolk  A  Western  Railway,  Norfolk  Branch. 
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ANALYSES  OF  COALS. 


Coal  bed. 
formation, 
shale  with 
inches  of  " 
hardshaly 

The  bed 
below: 


— Known  in  this  field  as  Pocahontas  No.  3.    Carboniferous  age,  Pocahontas 

Thickness  of  coal,  as  mined,  from  4f  to  6{  feet;  roof,  very  strong  blue 

smooth  undersurface.  between  which  and  the  coal  there  is  from  5  to  7 

muck"  or  "draw  slate  "  which  tended  to  mix  with  the  coal  in  mining;  floor, 

underclay  with  smooth  surface. 

was  measured  and  sampled  at  four  points  on  July  28,  1909,  as  described 

Sections  of  coal  bed  in  Monitor  mine^  1  mile  east  of  Ashland. 


Section 

Laboratory  No 

Roof,  strong  blue  shale  and  draw  slate. 

Hard  coal 

Bony  coal  a 

Coal  (often  soft) 

Ckial  I  duU.  waxy) 

Coal  (bright,  lustrous  streaks) 

Coal  (hard) 

Coal  (hard,  mother-coal  streaks) . . . 

Bony  coal  o 

Coal  (soft,  bright) 

Clay  parting  a 

Coal  (soft) 

Floor,  haidf  blue  shaly  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

8403 

J^.  in, 

0  11 

0  8 

»  •     •  • 

8   41 

B 
8494 
Ft,   in, 
1   0 
0  2i 
0   3 

•  •    •  • 

8   h 

C 

8495 

Ft,   in, 

1  1 
0  2i 
0   1 
0  2k 

2  6 

•  •    •  • 

0  Ih 
0  4 
0 
0   4l 

I   1 

0  2* 
0   1 
0  10 

•  •    «  • 

9  9           mm 

0  li 
0  6 

•  •    mm 

•  •    •  • 

6  M 
6  8} 

■  •    •  • 

Ft, 
1 
0 


to. 

0 

21 


4 
4 


'3 


a  Not  included  in  sample. 

Section  A  (sample  8493)  was  cut  from  face  of  Kentucky  air  course,  about  5,500  feet 
southeast  of  drift  mouth. 

Section  B  (sample  8494)  was  cut  from  face  of  Pennsylvania  entry,  about  4,800  feet 
northeast  of  drift  mouth. 

Section  0  (sample  8495)  was  cut  from  pillar  20,  off  cross  entry  3,  off  Pennsylvania 
entry,  Buffalo  panel. 

Section  D  (sample  8496)  was  cut  from  pillar  15,  off  cross  entry  3,  off  Kentucky  entry, 
Andrew  panel. 

A  composite  sample  was  made  by  mixing  the  face  samples  8477,  8478,  8479,  8491, 
8492,  8493,  and  8494  for  an  ultimate  analysis,  the  results  of  which  are  shown  under 
laboratory  No.  8929. 

The  first  five  samples  were  from  the  Ashland  mine.  The  two  mines  are  contiguous, 
have  like  conditions,  and  were  operated  by  the  same  company,  and  for  that  reason 
the  samples  were  mixed  for  an  ultimate  analysis. 

Notes. — ^The  coal  at  this  mine  was  partly  undercut  by  hand  in  bottom  part  of  bed,  and 
the  coal  was  shot  down  with  black  powder.  The  daily  output  in  July,  1909» 
averaged  about  700  tons,  while  1,000  tons  was  a  maximum  day's  run.  It  was  claimed 
that  1,500  tons  could  be  mined  with  equipment  then  on  hand.  The  output  was  to 
be  derived  principally  from  advance  work  for  some  time,  possibly  one-fourth  of  the 
total  tonnage  to  be  pillar  coal.  The  output  of  this  mine  should  be  considered  in 
connection  with  that  of  the  Ashland  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  249, 250. 

Bear  Wallow.    Roanoke  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8700,  8701,  8726, 
8727,  8792,  8793  (p.  250). 

Mine. — Roanoke;  Norfolk  &  Western  district;  a  drift  mine  at  Bear  Wallow  (Worth 
post  office),  on  the  Norfolk  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  Pocahontas  No.  3.  Carboniferous  age,  Pocahontas 
formation.  Thickness  mined,  from  5  feet  to  5}  feet;  roof,  massive,  hard,  blue  shale, 
8  feet  in  thickness,  between  which  and  the  coal  there  is  from  1  to  12  inches  of  ^  muck  ** 
or  "draw  slate,"  which  tended  to  fall  and  mix  with  the  coal  in  mining.    A  cap  rock 
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of  sandstone  lies  above  the  shale;  floor,  hazd,  blue,  shaly  underclay  with  smooth 
surface;  cover,  for  the  most  part,  from  200  to  600  feet  thick. 

The  bed  was  measured  and  sampled  at  four  points  on  August  6  and  7,  1909,  by 
H.  M.  Wolflin,  as  described  below: 

Sections  of  coal  bed  in  Roanoke  mine  at  Bear  Wallow. 


Bectfcm - 

Labontory  No 

Roof.  masslTB.  bard,  blue  sbale,  and  "muck''  or  "draw  slate/' 

Dirty  mouuBr  coal 

Hard  bright  tough  coal 


Hard  grav  coal 

Coal  (motherHioal  streaks). 


Bonvooala.... 

Bright  soft  ooal 

Toosh  ooal  (in  places  mother-coal  streaks). 
Hara  gray  coal, 
itca" " 


Bright  coal  (mother<»aI  streaks) . 
FkxNr,  hard,  bhie.  shaly  underclay. 

Thtekness  of  bed 

Thkikness  of  coal  sampled 


A 

B 

C 

8700 

8701 

8727 

Ft.  in. 

Ft.  in. 

Ft.  in. 

0  U 
0  111 

•  •    •  • 

1  li 

•  •   •  • 

•  •    •  • 

1  0 

0  *3i 

1  7i 

0  li 

m  »             mm 

0   4 

•  •   •  • 

1  u 

•  •    *  • 

1   6i 

0  u 

0  2 

0  8 

1  11 

2  0 

2   4 

5   \ 

4  llj 

t  4 

4   9 

4  10 

D 

8726 
Ft.    in. 


I 
0 

*  • 

1 
0 
2 

4 

4 


0 
3 
4 

Hi 


o  Not  included  in  sample. 

Section  A  (sample  8700)  was  cut  from  pillar  69,  off  Klondike  entry,  about  6,700 
feet  northeast  of  drift  mouth. 

Section  B  (sample  8701)  was  cut  from  face  of  entry  15,  off  diagonal  entry,  off  main 
entry,  about  6,200  feet  northeast  of  drift  mouth. 

Section  G  (sample  8727)  was  cut  from  pillar  19,  on  cross  entry  3,  off  China  entry, 
about  2,200  feet  northeast  of  drift  mouth. 

Section  D  (sample  8726)  was  cut  from  face  of  cross  air  course  6,  off  China  entry, 
about  8,600  feet  northeast  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8700  and  8727  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8793. 

A  composite  sample  was  also  made  by  mixing  samples  8701  and  8726  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8792. 

Notes. — ^The  coal  at  this  mine  was  undercut  entirely  by  hand  in  the  bottom  part  of 
bed,  and  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar 
screens  with  i,  1},  and  3  inch  openings.  The  slack  was  coked  in  beehive  ovens.  Of 
the  entire  output,  75  per  cent  was  shipped  as  run-of-mine  coal.  The  coal  was  picked 
on  the  car  by  five  trimmers.  The  estimated  daily  average  output  was  about  700 
tons,  and  800  tons  was  a  maximum  day's  run.  Plans  were  well  advanced  to  build  a 
new  tipple  and  install  new  equipment  to  increase  the  capacity  to  1,500  tons  daily. 
The  future  output  was  to  be  derived  from  both  advance  work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  250. 


BiQ  Sandy.    Big  Sandy  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  anal3rses  Nos.  1238  and  1242 
(West  Virginia  No.  12)  and  analyses  Nos.  8826,  8827,  8828,  8829,  8830,  8934 
(pp.  250,  251). 

Mine. — Big  Sandy;  Norfolk  &  Western  district;  a  drift  mine  at  Big  Sandy,  on  the 
main  line  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — ^Known  in  this  field  as  the  Sewell.  The  Tug  River  or  No.  8  bed  is  also 
worked.  Carboniferous  age,  Sewell  formation.  Thickness,  1  foot  6  inches  to  4  feet 
5  inches,  the  average  being  about  3  feet  8  inches.  It  has  a  hard  shale  roof  which  did 
not  fall  with  the  coal.  The  floor  is  a  hard  underclay  with  a  smooth  surface.  The 
cover  over  the  coal  is  from  30  to  800  feet  thick. 
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The  bed  was  measured  and  sampled  at  five  points  by  J.  W.  Groves  on  August  12, 
1909,  as  described  below: 

SectWM  of  coal  bed  in  Big  Sandy  mine  at  Big  Saruiy. 


Sectfcn 

LaboratorTNo 

Roof,  hard  gray  shale. 

deal 

Bonyooal 

Bhafe 

Coal 

Mother  coal 

Shale 

Coal 

Mother  ooal 

Coal 

Mother  ooal 

Coal. 


Floor,  hard  underday. 
ThiclEiiessofbed. 


Thickness  of  coal  sampled. 


A 

B 

C 

D 

E 

8828 

8829 

8830 

8827 

8826 

Ft.  Hl 

FL  to. 

Ft.  In. 

Ft.  to. 

J^    to. 

•  •         •  ■ 

1     7 

1     ^ 

•  •         •  ■ 

•  •         •  - 

aO     1} 

•   *               mm 

aO      2i 

•0      1 

S  1 

•0     2 

1      84 
0      li 

«  «          •  • 

•  ■             •  • 

«o  ^ 

•  •         *  • 

0     6| 

0      1 

Si 

1      7 

0     8 

2    i 

0      1 

mm            «  ■ 

0      i 

1     8 

2     8 

0     2 

*  •            mm 

1     6 

0   4 

•  •         »  • 

0     U 

mm          •  « 

•  •             mm 

»  «         •  * 

0     4 

■  «           mm 

mm             •  • 

3  2| 
3     21 

3     6} 
3     6} 

4      5 

8    10 

3     7i 

3    10 

3      7i 

3     7| 

a  Not  inoloded  hi  sample. 

Section  A  (sample  8828)  was  cut  from  the  face  of  right  entry  2,  ofiF  left  entry  2,  8,500 
feet  northeast  of  the  drift  mouth. 

Section  B  (sample  8829)  was  cut  from  a  pillar  in  cross  entry  3,  off  right  entry  1, 1,350 
feet  southeast  of  the  drift  mouth. 

Section  G  (sample  8830)  was  cut  from  a  pillar  on  right  entry  3,  2,900  feet  southeast 
of  the  drift  mouth. 

Section  D  (sample  8827)  was  cut  from  the  face  of  the  main  entry,  5,000  feet  southeast 
of  the  drift  mouth. 

Section  E  (sample  8826)  was  cut  from  the  face  of  left  entry  13,  3,500  feet  east  of  the 
drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8826,  8827,  and  8828  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8934. 

The  No.  8  or  Tug  River  bed  was  measured  and  sampled  by  J.  S.  Burrows  on  October 
12, 1904,  at  two  points. 

Section  A  (sample  1238)  was  taken  in  the  face  of  right  entry  3,  where  the  coal  was  3 
feet  4  inches  thick. 

Section  B  (sample  1242)  was  taken  at  the  face  of  right  entry  5,  where  the  coal  was  3 
feet  7  inches  thick. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  hand  picks  and  electric  chain 
machines,  and  was  shot  down  with  black  powder.  The  tipple  building  had  shaker 
screens  with  openings  as  follows:  Oblong  holes,  5  by  3}  inches,  2^  by  1}  inches,  1)  by  ] 
inches  and  round  holes,  -^inch  in  diameter.  The  capacity  of  the  mine  was  750  tons, 
the  output  being  450  tons  daily.  The  mine  was  expected  to  produce  about  50  per 
cent  from  advance  work  and  50  per  cent  from  pillars.  The  slack  and  nut  combined 
were  71  per  cent;  egg,  14  per  cent;  and  lump,  15  per  cent  of  the  output.  The  slack 
was  used  laigely  for  making  coke  in  by-product  ovens. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  913;  Bull,  261,  p.  83;  Bureau  of  Mines 
Bull.  23,  p.  69;  producer-gas  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1291;  Bull. 
261,  p.  114;  Bureau  of  Mines  Bull.  13,  pp.  219,276;  washing  tests:  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  1473;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1366; 
Bull.  261,  p.  129;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1387. 

For  chemical  anal3rses  see  part  I  of  this  bulletin,  pp.  250,  251;  also  TJ.  S.  €reoI. 
Survey  Prof.  Paper  48,  p.  260;  Bull.  261,  p.  58. 
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Garrbtta.    Oarretta  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  anal3rBeB  Nob.  8630,  8631,  8632, 
8686  (p.  251). 

Mint. — Oarretta;  Norfolk  &  WeBtem  district;  a  drift  mine,  at  Oarretta  on  the  Nor- 
folk &  Western  Railway. 

Coal  bed. — ^Known  in  this  field  as  the  Beckley.  Oarboniferous  age,  Quinnimont 
formation.  Thickness,  as  mined,  from  2  to  6  feet;  roof,  hard  clay,  5  feet  in  thickness, 
underlain  with  2  inches  of  carbonaceous  clay  and  capped  with  sandstone;  the  car- 
bonaceous clay  to  some  extent  fell  with  the  coal;  floor,  hard  clay  with  smooth 
Burtee. 

The  bed  was  measiued  and  sampled  at  three  points  by  C.  A.  Fisher,  July  28, 1909, 
as  described  below: 

Sections  of  coal  in  Carretta  mirUj  at  Carretta. 


86Cti0Il ....• 

LaboratonrNo 

Roof,  hard  cla7,  and  carbonaoeoiu  dav. 

Soft  bright  ooal  (motherooal  streaks) . 

Firm  coal  (motber-ooal  streaks) 

Hard  bonyeoala 

Motberooal 

Coal  (motber-coal  streaks) 

Floor,  bard  dark  clav. 

Thfcknessofbea. , 

Tbkknessofooal  sampled 


A 

8630 
Ft.    in. 


3      9) 
3      9 


B 

8631 
Ft.    in. 

"i     i 


4 

4 


C 

8632 
Ft.     in, 

mm  •   ■ 

1      0 


3  1 

4  l| 


a  Not  included  In  sample. 

Section  A  (sample  8630)  was  cut  from  the  face  of  the  main  butt  west  entry. 

Section  B  (sample  8631)  was  cut  from  the  face  of  the  main  butt  east  entry,  1,000  feet 
feet  from  drift  mouth. 

Section  0  (sample  8632)  was  cut  from  the  face  of  the  main  south  entry,  1,100  feet  from 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8630,  8631,  and  8632  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8696. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  bottom  part  of  bed,  and  was 
shot  down  with  a  short-flame  explosive  or  black  powder.  The  tipple  had  bar  screens, 
with  |-inch  and  4-inch  spaces,  but  in  July,  1909,  the  entire  output  was  shipped  as  run- 
of-mine  coal.  The  coal  was  picked  on  car  by  one  trimmer.  This  is  a  coking  coal, 
but  there  were  no  ovens  at  this  plant.  The  daily  output  averaged  150  tons,  the  rated 
capacity  being  300  tons.  The  future  output  for  some  time  to  come  was  to  be  derived 
mainly  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  251. 


OoALWooD.    OoALWooD  MiNEs  Nos.  1,  2,  and  4. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8503,  8504,  8505, 
8593,  8652,  8653,  8654,  8697,  8663,  8664,  8665,  8698  (p.  251). 

J/tne«.— ^Toalwood  Nos.  1,  2,  and  4,  mines;  Norfolk  &  Western  district;  drift  mines 
at  Ooalwood,  on  the  Norfolk  &  Western  Railway. 

Coal  bed. — ^Locally  termed  the  Welch.  Oarboniferous  age,  Sewell  formation. 
Thickness,  variable,  ranging,  as  mined,  from  3  feet  to  7  feet;  dip,  gentle,  to  the 
northwest;  roof,  strong  sandstone,  at  many  places  underlain  with  a  hard  clay  shale 
which  rarely  fell  with  the  coal;  floor,  hard  sandstone  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  nine  points  by  0.  A.  Fisher,  on  July  27  and 
29, 1909,  as  described  on  the  following  page. 
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Sections  of  coal  bed  in  Coalwood  No.  1  mine  at  Coalwood. 


Section 

Laboratory  No 

Roof,  top  ooal  and  bard  sandy  shale. 

Bright  ooal 

Orai^tic  earthy  ooal 

Impure  grayish  ooal 

Btightooal 

Hard  dark  bone 

Hard  ooal 

Floor,  hard  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

8503 

8504 

Ft  in. 

FU  in. 

0    11 

1     1 

«  ■        •  • 

aO      1 

oO      3 

0     6 

2     5 

3     2 

<>0      1 

.. 

0     9 

■   «             «   w 

4      5 

4      9 

4      1 

4      8 

c 

8505 

FU  In. 

0  6 

«0  1 

0  4 

3  9 


4     7 
4     6 


o  Not  included  in  sample. 

Section  A  (sample  8503)  was  cut  from  the  face  of  room  2  on  entry  4. 
Section  B  (sample  8504)  was  cut  from  the  face  of  room  17  on  cross  entry  4. 
Section  G  (sample  8505)  was  cut  from  the  face  of  room  2  on  cross  entry  8.* 
A  composite  sample  was  made  by  mixing  samples  8503,  8504,  and  8505  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No,  8593. 

Sections  of  coal  bed  in  Coalwood  No.  2  minet  \  mile  northwest  of  Coalwood. 


Section 

Laboratory  No 

Roof,  clay  shale. 

Bright  ooal 

Bone  o 

Gray  bony  coal 

Bri^tooal 

Bright  ooal  (sulphur  impurities)  <> 
Floor,  hard  sandstone 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

8054 
FU    in. 
0    10 
0     3} 

B 

8653 

Ft.  in. 
1  0 
0      4 

•  ■         •  ■ 

2     9 
0      9 

1    11 
0      8 

4      6i 
3      7 

3    11 
2    11 

c 

8552 
Fu   in. 

1  0 
0  1 
0  3 

2  4 


3     8 
3     7 


a  Not  included  in  sample. 

Section  A  (sample  8654)  was  cut  from  the  face  of  heading  7,  off  the  main  entry. 

Section  B  (sample  8653)  was  cut  from  the  face  of  right  butt  entry  1,  off  the  east  main 
entry. 

Section  G  (sample  8652)  was  cut  from  the  face  of  room  6  on  right  heading  1,  off  the 
west  main  entry. 

A  composite  sample  was  made  by  mixing  samples  8652,  8653,  and  8654  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8697. 

Sections  of  coal  bed  in  Coalwood  No.  4  mine  at  Coalwood. 


Section 

Laboratonr  No 

Roof,  hard  day  shale. 

Brightcod 

Bone  or  grayish  ooal « 

Bony  oou 

Bright  ooal 

Boneo. 

Coal 

FkMT .  hard  sandstone. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

8665 
FU  in. 
0    11 
0     4| 

B 

8664 
Fu  in. 
I     0 
0     5 

3     6 

3     7 

•  •         •  • 

4      3J 

an 

5      0 
4     7 

c 

8663 
Ft.  in. 
0     8 


0 
0 
2 
0 
0 


1 
4 
1 
1 

4 


8      7 
3     6 


•  Not  included  in  sample. 

Section  A  (sample  8665)  was  cut  from  the  face  of  right  entry  4. 
Section  B  (sample  8664)  was  cut  from  the  face  of  room  15  on  the  main  air  course. 
Section  G  (sample  8663)  was  cut  from  the  face  of  right  entry  12. 
A  composite  sample  was  made  by  mixing  samples  8663,  8664,  and  8665  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  number  8698* 
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Notes. — ^The  coal  was  undercut  by  hand  in  bottom  part  of  bed,  and  was  shot  down 
with  a  short-flame  explosive  or  black  powder.  The  three  Goal  wood  mines  had  a  central 
boiler  plant,  but  each  mine  had  a  separate  tipple.  The  tipples  were  being  equipped 
with  screens,  but  at  time  of  sampling  in  1909  the  entire  output  was  shipped  as  nm-of- 
mine  coal.  This  is  a  coking  coal,  but  there  were  no  ovens  at  this  plant.  The  coal  was 
picked  on  car  by  one  or  two  trimmers  at  each  tipple.  The  daily  output  of  this  plant 
averaged  900  tons,  and  about  1.400  tons  was  the  maximum  day's  run.  The  future 
output  was  to  be  derived  from  advance  work  and  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  251. 

Crujcpler.    Zenifh  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8645,  8646, 8602, 
8693, 8724  (p.  252). 

Mine. — ^Zenith;  Norfolk  &  Western  district;  a  drift  mine  at  Grumpier  on  the  Norfolk 
branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  Pocahontas  No.  3.  Garboniferous  age,  Pottsville 
formation.  Thickness,  as  mined,  from  4  to  4}  feet;  roof,  strong  blue  shale  (about  5 
feet  in  thickness),  between  which  and  the  coal  there  is  3  to  4  inches  of  "muck"  or 
"draw  slate/'  There  is  a  cap  rock  of  sandstone.  Some  of  the  "draw"  slate  was 
liable  to  be  mixed  with  the  coal  in  loading.  Floor,  hard  shaly  underclay,  with 
smooth  surface. 

The  bed  was  measured  and  sampled  at  four  points  on  August  3, 1909,  by  J.  J.  Hut- 
ledge  and  H.  M.  Wolflin,  as  described  below: 

Sections  of  coal  bed  in  Zenith  mine  at  Crumpler. 


Section 

Laboratory  No 

Roof,  dark,  hard  shale,  and  ''muck"  or  "draw  slate." 

Vitreous  coal  f  cubical  cleavage)  a 

Coal  (usually  iiard  and  bright) 

Bonvcoala 

Brlmtcoal  (mother-coal  streaks) 


Sulphurous  bony  ooal  a 

Soft  bright  coal  (mother-ooal  streaks) . 
Coal 


Flow,  hard,  grav.  shaly  underclay. 
Thickness  of  bed. 


Thickness  of  coal  sampled. 


A 

8645 
Ft.    in. 


0     2l 

mm  tt  • 

2  1 


B 

8046 

Ft.   in. 


1 
0 

■  • 

3 

0 


4 
4 


1 

'7i 


C 

86»3 
FL  in. 

0  f 

1  U 
0      2 

2  3| 

0      &{ 


3    lol 


D 

8603 

Ft.  in. 

"l 
0 
3 


2 
3 
1 


4 
4 


6 
3 


a  Not  included  in  sample. 

Section  A  (sample  8645)  was  cut  from  face  of  Texas  heading  2,  about  3,600  feet  east 
of  drift  mouth. 

Section  B  (sample  8646)  was  cut  from  room  20,  of!  right  entry  1,  off  main  entry,  about 
2,700  feet  southeast  of  drift  mouth. 

Section  G  (sample  8692)  was  cut  from  face  of  Pennsylvania  entry,  about  3,150  feet 
northeast  of  drift  mouth. 

Section  D  (sample  8693)  was  cut  from  face  of  Wisconsin  air  course,  about  3,000  feet 
northwest  of  drift  mcyuth. 

A  composite  sample  was  made  by  mixing  samples  Nos.  8645,  8646,  9692,  and  8693 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  8724. 

Notes. — The  coal  was  undercut,  in  bottom  part  of  bed,  entirely  by  hand,  and  was 
shot  down  with  black  blasting  powder.  The  tipple  was  equipped  with  bar  screens 
with  2i-inch  openings.  These,  however,  were  not  in  use  at  time  of  sampling,  the 
entire  output  being  shipped  as  run-of-mine  coal.  Foundations  were  being  laid  for  a 
laxge  new  tipple  and  coal  washer.  The  coal  was  picked  on  the  car  by  eight  trimmera. 
The  daily  output  at  time  of  sampling  in  1909  averaged  500  tons,  800  tons  being  a 
mftTiTniim  day's  run.  Output  was  to  be  greatly  increased  and  was  to  come  almost 
entirely  from  advance  work. 

For  chemical  analyses  q(  this  coal  see  part  I  of  this  bulletin,  p.  252. 
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Davt  (Hallbtillb  Post  Ofpicb).    BuLCBROinE  Ifnni. 

Sample, — Semibituminoufl  coal;  Pocahontafl  &M;  analyseB  Nob. 5276, 5277  (Ji 
town  No.  3),  and  analyses  Nos.  8513,  8514,  8515,  8516,  8517,  8589,  8590  Cl^.  252, 253). 

JTmf .— Blackstone;  Norfolk  A  Western  district;  a  drift  mine  i  mile  southeast  oi 
Davy  (HallsviUe  post  office),  on  the  Norfolk  &  Western  Railway. 

OwZ  5ttf.— Known  in  this  field  as  the  SeweU  or  Thin  Vein.  The  coal  is  of  Oazbon- 
ifennis  age,  Sewell  lormatuMi.  The  thirknew  of  bed  imnges  from  3  to  4}  ^^^l  ^® 
roof  is  hard  blue  shale  with  smooth  sorbce;  the  floor  is  a  hard  smooth  shale;  there  is 
a  cap  rock  of  sandstone,  about  8  feet  thick. 

The  bed  was  measured  and  sampled  at  five  poins  by  A.  C.  Ramsay  on  July  29, 1909, 
as  described  below: 


8eetion$  of  coal  bed  in  BladtsUme  miti£,  i  mUe  muAeoBt  o/Domf, 


flecUoD 

Labofatorr  No 

Roof,  hard  shale. 

Ml  bright  ooal  (moUwrooal  ctraaks) . 

Soft  bright  coal 

Boorooala 

Bofthr^teoal 

Soft  bright  ooal  (moClwr-ooal  streaks). 

IfodJnm  hard  bright  coal 

Soft  bright  coal 

Floor,  hard,  smooth  shale. 

Thfeknasofbed 

Thlcknes  of  ooal  sampled 


A 

8513 
Ft.    in. 
3      U 


0       \ 

0      8 


3      M 
3     Ol 


B 

8514 

Ft.    la. 

*  *         •  • 

0    111 

0  \ 

1  2 
1      2 


3      4J 
3      31 


C 

851S 

Ft,    la. 

1     H 


0 
0 


.1 


0  4 

1  10 

3  8 

3  71 


D 

8U7 
FU    <«. 
1      1| 

0    "l 

i  ioi 


3    111 


8515 
FL    in. 
0    11 


0 

i 


2 

3 


1 

7J 


7 


a  Not  induded  in  sample. 

Section  A  (sample  8513)  was  cut  from  the  face  of  left  entry  16,  3,700  feet  from  the 
drift  mouth. 

Section  B  (sample  8514)  was  cut  from  the  face  of  right  entry  3,  off  croas  entry  4,  off 
right  entry  6,  3,650  feet  from  drift  mouth. 

Section  C  (sample  8516)  was  cut  from  pillar  of  room  5  on  right  entry  1,  off  cross 
entry  4,  off  right  entry  6,  3,000  feet  from  drift  mouth. 

Section  D  (sample  8517)  was  cut  from  pillar  in  room  15  on  left  entry  8,  2,550  feet 
from  drift  mouth. 

Section  E  (sample  8515)  was  cut  from  the  face  of  left  entry  8,  3,650  feet  from  drift 
mouth. 

Two  composite  samples  were  made,  one  by  mixing  samples  8513,  8514,  and  8515, 
the  other  by  mixing  samples  8516  and  8517,  for  ultimate  analyses,  the  results  of  which 
are  shown  under  laboratory  Nos.  8590  and  8589,  respectively. 

The  bed  was  also  measured  and  sampled  at  two  points  in  the  mine  by  K.  M.  Way 
on  August  13, 1907,  as  shown  below: 

Secttom  of  coal  bed  in  BladaUme  mine^  \  mile  Boutheast  of  Davy. 


Section 

LaborBtOf7No 

Roof,  shafe. 

Coal 

Mother  ooal 

Coal 

Mother  ooala 

Bonycoala 

Coal 

Mother  eoal  and  sulphur  a 

Coal 

Floor,  shale. 

Thkknesiofbed 

Thickness  of  ooal  sampled 

a  Not  Indttded  In  sample. 


A 

5376     1 

Ft. 

<». 

t 

1 

0 

i 

0 

7 

0 

1 

•  ■ 

0 

0 

•  • 

1 

0 

6 

3 

H 

s 

8 

B 
5277 
Ft.   in. 


1 


0      I 

0    e 
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Section  A  (sample  5276)  was  measured  in  the  face  of  the  main  entry,  3,000  feet 
south  of  the  drift  mouth. 

Section  B  (sample  5277)  was  measured  in  the  &ce  of  right  entry  7,  2,400  feet  west 
of  the  drift  mouth. 

Note9. — ^The  coal  at  this  mine  was  undercut  by  hand  in  the  bottom  part  of  the  bed, 
and  was  shot  down  with  black  powder.  The  plant  was  equipped  with  bar  screens 
with  }-inch  openings,  but  all  coal  was  shipped  in  run-of-mine  form.  The  coal  was 
picked  on  car  and  chute  by  two  trimmers.  The  daily  output  averaged  000  tons, 
and  the  maximum  day's  run  was  960  tons.  Sixty  per  cent  of  the  future  output  was 
to  be  derived  from  advance  workings,  and  40  per  cent  from  pillars.  There  was 
approximately  180  acres  of  unmined  area  yet  to  be  taken  out  from  the  opening. 
Hie  coal,  like  that  from  other  mines  in  the  field,  is  a  noted  steam  and  coking  coal,  and 
is  classed  as  a  smokeless  coal.  The  output  of  the  mine  in  1909  was  consumed 
chiefly  at  various  manufacturing  points  along  the  Atlantic  seaboard  and  by  seago- 
ing veesols. 

For  results  of  briquetting  tests  of  this  coal  see  U.  S.  Geol.  Survey  Bull.  385,  p.  17. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin^  pp.  252,  253;  also 
U.  S.  Geol.  Survey  Bull.  362,  p.  11. 

Davt.    No.  1  Mine. 

Sample, — Semibituminouscoal;  Pocahontas  field;  analyses  Nob.  4288 and 4289 (West 
Virginia  No.  26)  (p.  253). 

Mine. — No.  l(orBlackBtone);  Norfolk  &  Western  district;  a  drift  mine  in  the  Low 
Vein  Pocahontas  district  at  Davy  (Hallsville  post  office),  on  the  Norfolk  A  Western 
Railway. 

Coal  bed. — Davy.  Cairboniferous  age,  Sewell  formation.  At  this  mine  the  bed 
lies  nearly  flat  and  averages  about  3  feet  6  inches  thick.  The  roof  is  a  gray  lami- 
nated shale.    The  floor  is  also  shale.    Both  floor  and  roof  are  good. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  A.  K.  Adams  and 
J.  W.  Groves  on  December  6, 1906,  as  shown  below: 

Sections  of  coal  bed  in  No,  1  mine  at  Davy. 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Bone 

Coal 

Bone 

Mother  coal 

Cool 

Mother  coal 

Coal 

Mother  coal 

Coal 

Bone 

Flow,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


A 

4389 

Ft. 

in. 

I 

1 

0 

i 

1 

6 

6" 

1 

>  ■ 

1 

3 
3 

•  • 

Si 

B 
4288 

Ft.  in. 

a  6* 


i 


0 
0 

1 

0 

0 

aO 

3 
3 


10 


5 
10 


i 


1 

4 


a  Not  included  iu  sample. 

Section  A  (sample  4289)  was  measured  in  room  2  on  left  entry  12, 9,700  feet  south  of 
the  drift  mouth. 

Section  B  (sample  4288)  was  measured  in  room  3  on  right  entry  6, 1,200  feet  south- 
west of  the  drift  mouth. 

Notes. — ^The  coal  from  this  mine,  like  that  from  other  mines  in  this  district,  was 
laigely  sold  for  steam  production  and  was  used  by  manufEM^turing  plants,  railroads,  and 
ocean-going  vessels.    It  was  shipped  chiefly  to  tidewater  points. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  253. 
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Dayt.    Helena  and  (New)  Davt  Cbockbtt  Mines. 

Sample, — Semibituminous  coal;  Pocahontas  field;  analyses  Nob.  8628»  8629,  8748, 
8625,  8626,  8627,  8746  (pp.  253,  254). 

Mines, — Helena  and  (New)  Davy  Crockett;  Norfolk  &  Western  district;  drift  mines, 
respectively,  }  mile  and  1  mile  north  of  Davy,  on  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion.  The  thirkriftHH  is  fairly  unifonn,  ranging  as  mined  from  3  to  3}  feet.  The  roof  is 
a  hard  blue  shale  with  a  smooth  sur&ce.  There  is  a  cap  rock  of  sandstone  about  10  feet 
above  the  coal.  The  floor  is  a  hard  shale.  The  roof  and  floor  did  not  get  mixed  with 
the  coal  in  mining. 

The  bed  was  measured  at  two  points  in  the  Helena  mine  and  at  three  points  in  the 
Davy  Crockett  mine  by  A.  C.  Ramsay  on  July  30, 1909,  as  described  below: 

SectioTu  of  coal  bed  in  Helena  mine^  i  mile  north  of  Davy. 


Soctlon 

LabontoiT  No a 

Roof,  hard  blue  shale. 

Soft  brig!ht  coal  (mothemxMl  streaks) 

Bony  coal  o 

Soft  Diight  coal  (mother«oal  streaks) 

Flow,  hard  underclay  smooth  saiface. 

Thickness  of  bed 

Thickness  of  coal  sampled 


a  Not  included  in  sample. 

Section  A  (sample  8628)  was  cut  from  the  face  of  right  entry  1,  off  left  entry  1, 
600  feet  from  drift  mouth. 

Section  B  (sample  8629)  was  cut  from  the  ^e  of  main  entry,  1,200  feet  from  drift 
mouth. 

A  composite  sample  was  made  by  mixing  samples  8628  and  8629  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8748. 

Sections  of  coal  bed  in  (New)  Davy  Crockett  miney  1  mile  north  of  Davy, 


Section 

LaboratoiT  No 

Roof,  hani  blue  shale. 

Soft  bright  coal  (mother-coal  streaks) . 

Bonycoala 

Soft  bright  coal  (mother-coal  streaks). 
FloOT.  hard  underclay,  smooth  surface. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

8625 
Ft.  in. 

0  l] 

1  1( 

3   U 
3  0 


B 

8626 
Ft,  in. 


c 

8627 
Ft,  in, 
1  1 

0  1 

1  9f 

2  11} 
2  10} 


a  Not  included  in  sample. 

Section  A  (sample  8625)  was  cut  from  the  foce  of  crosscut  3,  left  entry  1,  drift  2, 
1,100  feet  from  drift  mouth. 

Section  B  (sample  8626)  was  cut  from  face  of  right  entry  14,  drift  1, 1,850  feet  from 
drift  mouth. 

Section  C  (sample  8627)  was  cut  from  foce  of  right  entry  7,  drift  1, 1,450  feet  from 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8625, 8626,  and  8627  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8746. 

Note^. — The  coal  at  these  mines  was  undercut  by  hand  at  bottom  part  of  bed  and 
was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  screens  with 
2}-inch  openings,  which  made  screenings  equal  to  20  per  cent  of  the  output  Coal  was 
picked  on  a  picking  belt  and  on  the  cars,  two  trimmers,  in  1909,  doing  this  work.  The 
capacity  of  the  Helena  mine  in  July,  1909,  was  160  tons  a  day,  the  actual  output  being 
100  tons.    Its  capacity  was  ultimately  to  be  500  tons.    The  mine  had  1,600  acrea 
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to  work  out.  The  near  future  output  was  all  to  be  derived  from  advance  work.  The 
capacity  of  the  Davy  Crockett  (New)  mine  was  300  tons,  and  the  maTcimnm  day's  run 
was  381  tons.  The  capacity  was  ultimately  to  be  500  tons,  70  per  cent  being  derived 
from  advance  work  and  30  per  cent  from  pillars.  There  were  1|300  acres  of  unmined 
area  remaining  in  1909. 
For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  pp.  253,  254. 

Davt.    Cletus  Mine. 

Sample. — Bituminous  coal;  Tug  River  field;  analyses  Nos.  8511,  8512,  8591  (p.  254). 

Mine, — Cletus;  Norfolk  &  Western  district;  a  drift  mine,  1}  miles  southeast  of 
Davy,  on  the  Norfolk  &  Western  Railway. 

Goal  bed. — Known  in  this  field  as  the  Davy  (equivalent  to  the  Sewell).  Carbonif- 
erous age,  Sewell  formation.  Thickness  of  coal,  as  mined,  from  2  feet  11  inches  to 
3  feet  8  inches;  roof,  strong  blue  shale,  about  8  feet  thick,  capped  with  sandstone; 
floor,  hard  underclay  with  smooth  surface;  cover  averages  400  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  by  A.  C.  Ramsay  on  July  28, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Cletus  mine,  1\  miles  southeast  of  Davy. 

Section 

Laboratory  No 

Roof,  strong,  bhie  shale. 

Soft,  bright  coal  (mother-coal  streaks) 

Bony  coala 

Soft,  bright  ooal  (mother-ooal  streaks) 

Bony  a»l« 

Soft,  bright  coal  (inotherK»al  streaks) 

Floor,  hard  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 

a  Not  included  in  sample. 

Section  A  (sample  8511)  was  cut  from  the  face  of  main  drift  2,  1,000  feet  from  drift 
mouth. 

Section  B  (sample  8512)  was  cut  from  the  face  of  main  drift  1,  800  feet  from  drift 
mouth. 

A  composite  sample  was  made  by  mixing  samples  8511  and  8512  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8591. 

Notes. — The  coal  at  this  mine  was  undercut  in  the  bottom  part  of  bed  and  was  shot 
down  with  black  powder.  Although  in  July,  1909,  the  tipple  was  equipped  with  IJ 
and  2J  inch  screens  the  coal  was  then  shipped  in  run-of-mine  form.  The  daily  output 
averaged  100  tons,  this  mine  being  at  that  time  practically  new.  The  future  output 
was  to  be  derived  chiefly  from  advance  work. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  254. 

Dearing.    Black  Wolf  Mine. 

Sample. — Bituminous  coal;  Pocahontas  field;  analyses  Nos.  8518,  8519,  8520,  8594 
(p.  254). 

MiTie. — Black  Wolf;  Norfolk  &  Western  district;  a  drift  mine,  at  Dearing,  on  the 
Tug  Fork  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  4.  Carboniferous  age,  Clark 
formation.  Thickness,  as  mined,  from  6  feet  to  7  feet  6  inches;  roof  varies  in 
different  sections  from  a  clay  shale  to  a  ^^soapstone;"  it  did  not  fall  in  the  rooms,  but 
stuck  to  the  coal;  it  has  a  cap  rock  15  feet  above;  floor,  rather  soft  shaly  underclay 
with  somewhat  rough  surface;  cover,  for  the  most  part,  250  feet  thick. 


A 

B 

8511 

8512 

Ft.    in. 

Ft.    in. 

S  1 

I      2 
0      1 

0     9 

1      8 

«  •         •  • 

0 

0    11 

0     1} 

2  in 

2    10} 

3      3 

3        J 
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The  bed  was  measured  and  sampled  at  three  points  by  B.  Y.  Williams  on  July  29, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Black  Wolf  mine  at  Dearing, 


LaboraUny  No 

Roof,  "soapstone"  or  shale. 

Soft  blight  coal  (mother-coal  streaks) 

Slightly  gray  coal 

Softbng^t  coal  (mother«ooal  streaks) 

Slate 

Bright  tough  ooal 

Bone 

Soft  bright  ooal  (inother«ooal  streaks) 

Shale 

Soft  bright  coal 

FkKV,  rather  soft  shaly  tmderolay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

•      I 

\ 

C 

8518 

8519 

8520 

Ft.  in. 

J^. 

in. 

Ft.  M. 

1     1 

0  1 

1  5 

2 

5} 

2     7 

•  • 

•  • 

•  * 

•  •         •  • 

aO      4 

«0 

2 

aO      4 

0      8 

0 

7 

•      7* 

aO      5 

so 

3 

aO      3| 

1       h 

1 

2 

1     3 

aO      3 

aO 

3 

oO     2 

1      1 

0 

Oi 

0    Hi 

6      U 

5 

8 

6     2i 

5    4 

5 

0 

5      5 

a  Not  included  in  sample. 

Section  A  (sample  8518)  was  cut  from  the  face  of  right  air  course  3, 1,200  feet  from 
drift  mouth. 

Section  B  (sample  8519)  was  cut  from  the  face  of  the  Roanoke  entry,  1,200  feet  from 
drift  mouth. 

Section  C  (sample  8520)  was  cut  from  the  face  of  the  Lynchbuig  entry,  1,200  feet 
from  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8518,  8519,  and  8520  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8594. 

Notee. — ^The  coal  was  undercut  by  chain  machines  in  bottom  part  of  bed,  and  was 
shot  down  with  black  powder  or  a  short-flame  explosive.  Entire  output  of  mine  was 
shipped  as  run-of-mine.  It  was  picked  both  on  belt  and  on  car  by  four  trimmers. 
The  daily  output  averaged  375  tons,  and  450  tons  was  the  maximum  day's  run.  It 
was  planned  to  increase  the  production  to  1,000  tons  a  day.  The  output  was  to  be 
derived  from  both  advance  work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  254. 

East  Vivian.    Peerless  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8572,  8580,  8753, 
8754,  8755,  8756,  8849  (pp.  254,  255). 

Mine. — Peerless;  Norfolk  &  Western  district;  a  drift  mine  at  East  Vivian  on  the 
Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  as  mined,  from  5}  to  6}  feet;  roof,  gray  (kettle-bottom) 
shale,  2}  feet  in  thickness,  capped  by  sandstone;  floor,  hard  blue  shaly  underclay 
with  smooth  surface. 

The  bed  was  measured  and  sampled  at  two  points  on  August  2,  1909,  by  J.  J.  Rut- 
ledge  and  H.  M.  Wolflin,  and  at  four  points  on  August  12,  1909,  by  H.  M.  Wolflin,  as 
described  on  the  following  page. 
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Sections  of  coal  bed  in  Peerless  mine  at  East  Vivian. 


SectioxL 

Laboratory  No 

Roof,  gray  shale. 

CoaL 

Coal,  hard,  mottled 

Coal,  soft  (motherooal  streaks) 

Coal,  hard,  grav 

Coal,  hard,  mottled 

Coal,  tougn  (mother-ooal  streaks) 

Coal,  soft  (motheF«oal  streaks) 

Coal,  mottled 

Bonyooala 

Coal,     soft,     mottled     (mother-coal 
streaks) 

Coal,  soft,  mottled 

Coal,  tough,  mottled 

Coal,  hard,  gray 

Coal,  mottled 

Coal,     soft,     mottled     (mother-coal 
streaks) 

Coal,  hard,  gray 

Coal,  soft,  bright  (mother-coal  streaks). 

Coal 


Floor,  hard,  blue,  shaly  underclay. 
Tliicknera  of  bed 


Thickness  of  coal  sampled. 


A 

8572 
Ft.  in. 


0    10 

'6     2^ 
0    10 


0     4 


1      1 
0      H 
0      7 


0 
1 


n 


6      4 
6     0 


B 

8753 
Ft.  in, 

b  ii 

•  ■         •  ■ 

0  2 

1  1 

•  •         •  • 

0     3 


1  1 
0  8 
0      4 


1      0 
1      6J 


6 
6 


n 


C 

8754 
Ft.  in. 


0      9 
0      2 


\ 


0 
0 

1 


m  • 

0 


0     2 


0     5 
0    10 


<4 


6      li 
5     8 


D 

8755 

Ft.  in. 

'6  ioi 

0      1 


•  •  •  • 

0      8^ 
0     «{ 


1  0 

■  •  •  • 

0  IJ 

0  5 


0  9 

1  6 


6     0 
6      5| 


E 

8756 

Ft.  in. 

i  io 

'6    '2i 


0  2 

1  0 


0      li 
0     6 


0  11 

1  6i 


6 
6 


F 
8680 
Ft.  in. 

1    llj 


0     3 


3      7} 


5    II 


% 


a  Not  incladed  in  sample. 

Section  A  (sample  8572)  was  cut  from  face  of  air  course  of  entry  18,  off  entry  10. 

Section  B  (sample  8753)  was  cut  from  face  of  air  course  28,  off  entry  10. 

Section  G  (sample  8754)  was  cut  from  pillar  16,  off  entry  22,  east  side. 

Section  D  (sample  8755)  was  cut  from  face  of  entry  4  on  east  side. 

Section  E  (sample  8756)  was  cut  from  break-through  off  room  53,  off  entry  67, 
off  entry  8. 

Section  F  (sample  8580)  was  cut  from  last  break-through  in  entry  1. 

A  composite  sample  was  made  by  mixing  samples  8572,  8580,  8753,  and  8755  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8849. 

Notes. — ^The  coal  was  undercut  by  hand  in  bottom  part  of  bed,  and  was  shot  down 
with  black  powder.  The  tipple  was  equipped  with  bar  screens  with  1}  and  3} 
inch  openings,  and  with  shaker  screens  with  {  and  i  inch  openings.  The  screenings 
were  coked  in  beehive  ovens.  Of  the  entire  output  about  50  per  cent  was  shipped 
88  run-of-mine  coal.  The  coal  was  picked  on  the  car  by  four  trimmers.  The  daily 
output  at  time  of  sampling  in  1909  averaged  about  8(X)  tons,  while  1,200  tons  was  a 
maximum  day's  run.  Considerably  more  than  half  (about  two-thirds)  of  the  tonnage 
of  the  immediate  future  was  to  come  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  254,  255. 

EcKKAN.    Shawnee  Mine. 

/Samp2e.— SemibituminouB  coal,  Pocahontas  field;  analyses  Nos.  8772,  8773,  8774, 
8775,  8784,  8842  (p.  265). 

Mine. — Shawnee;  Norfolk  and  Western  district;  a  drift  mine,  at  Eckman,  on  the 
Norfolk  A  Western  Railway. 

Coal  bed. — Known  in  this  field  as  Pocahontas  No.  3.  Carboniferous  age,  Pocahontas 
formation.  Thickness,  as  mined,  from  6}  to  7}  feet;  roof,  hard  gray  clay  (locally 
ahaly)  about  10  feet  in  thickness,  capped  by  sandstone;  floor,  hard  shaly  underclay 
with  smooth  surface. 
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The  bed  was  measured  and  sampled  at  five  points  on  August  10, 1909,  and  August  11, 
1909,  by  H.  M.  Wolflin,  as  described  below: 

Sections  of  coal  bed  in  Shawnee  mine  at  Ectman. 


Section 

Laboratory  No 

Roof,  gray  "kettle>bottom"  shale. 

Bright  tough  ooal 

Solpharoos  bone  eoalo 

Tough  bright  coal  (mother-coal  streaks) . . 

Toueh  bright  ooal 

Hara  gray  coal 

Brieht  ooal  (in  places  mother«oal  streaks) 

Dufl  bony  coal 

Hard  gray  cool 

Bony  coal  a 

Bright  ooal  (in  places  mother-coal  streaks) 

Mother  coal  (dirty) 

Hard  gray  ooal 

Bright  coal  (in  places  mother-coal  streaks) 

Mother  coal  (duty) 

Dull  coal  (streaks  of  hard  gray  coal) 

Hard  gray  ooal 

Soft  coal  (mother-coal  streaks) 

Floor,  hard,  blue,  shaly  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

C 

D 

8784 

8775 

8774 

8773 

Ft,  in. 

Ft.    in. 

Ft,  in. 

Ft.  in. 

0  » 
0  2} 

0  1} 
0  If 

0  2i 
0  1 

0  11 

■  •    •  • 

■  •    •  ■ 

0  11 

•  a       a  a 

2   1 

0  m 

•  ■     m  • 

•  «      »    m 

•  *    •  • 

0   3 

0   2 

0   2 

•  ■      m  • 

0  9 

0  10 

1   2 

mm                 M  ■ 

•  •    •  • 

0  2 

■  •       •  • 

0   3 

•  •    *  • 

■  a       •  ■ 

0   3 

0   2 

0  u 

0   21 

S  1 

1   U 

1  ll 

1   6 

'.'.     i 

0  u 

«  a      ■  • 

0  6 

6   2 

0   6 

0   6i 

•  •    •  « 

0 

1   7| 

•  a       a  • 

■  •       mm 

•  •    •  • 

•  •    •  « 

0   3 

0  ioi 

-  •    •  ■ 

1   6 

2   2 

1   5J 

1  10} 

6  lU 

6   8 

6  8 

6   4 

6   6 

6   4| 

6   3i 

6   li 

E 

8772 

Ft.  in, 
0  2 
0  1 
2     4 


0 
1 

0 

0 


'I 


i* 


0  4 

1  llj 

6  0 

6  6| 


a  Not  included  in  sample. 

Section  A  (sample  8784)  was  cut  from  face  of  entry  2,  of!  entry  17,  off  main  entry, 
about  4,800  feet  south  of  drift  mouth. 

Section  B  (sample  8775)  was  cut  from  room  13,  off  Blue  Ridge  entry,  about  5,400  fee^ 
southwest  of  drift  mouth. 

Section  G  (sample  8774)  was  cut  from  face  of  right  entry  2,  off  entry  22,  of!  main 
entry,  about  6,200  feet  southwest  of  drift  mouth. 

Section  D  (sample  8773)  was  cut  from  room  50,  off  entry  13,  about  7,200  feet  southwest 
of  drift  mouth. 

Section  £  (sample  8772)  was  cut  from  room  15  (up  from  entry  22)  off  main  entry  2, 
about  6,700  feet  southwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  Nos.  8772,  8773,  8774,  8775,  and 
8784  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8842. 

Notes. — The  coal  at  this  mine  was  undercut  in  bottom  part  of  bed  entirely  by  hand, 
and  was  shot  down  with  black  blasting  powder.  The  tipple  was  equipped  with  bar 
screens  with  }-inch  and  3^inch  openings.  The  slack  was  coked  in  beehive  ovens.  Of 
the  entire  output  about  90  per  cent  was  shipped  as  run-of-mine  coal.  The  coal  was 
picked  on  the  car  by  five  trimmers.  The  daily  output  averaged  about  850  tons,  and 
1,700  tons  was  a  maximum  day's  run.  It  was  planned  to  build  a  new  tipple,  and 
increase  the  output.  Tonnage  was  to  be  derived  almost  entirely  from  advance  wo^ 
for  some  time. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  255. 

EcKHAN.    Pulaski  No.  1  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  9010,  9011,  9036 
(p.  255). 

Mine. — Pulaski  No.  1;  Norfolk  &  Western  district;  a  drift  mine,  i  mile  south  of 
Eckman,  on  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation .  The  coal  varies  in  thickness  from  5}  to  7}  feet,  has  a  hard  blue  shale, 
roof,  with  a  smooth  surface,  allowii)g  the  coal  to  jp&Tt  from  it  readily.  The  floor  is  an 
underclay  which  is  hard  in  some  places  and  in  others  soft.  It  has  a  smooth  sui&ure 
and  did  not  get  ndxed  with  the  coal. 


WEST  viboinia:  Mcdowell  county. 
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The  bed  was  measured  and  sampled  at  two  points  by  A.  G.  Ramsay,  on  Augiist  11, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Pulaski  No.  1  mine,  \  mile  south  o/Eckman, 


Section 

Laboratory  No 

Roof,  bard,  shale. 

Coal... 

Bony  coal 

Coar(mother«oal  streaks) . , 

Bony  coal 

Coar(hard) 

Coal  (mother-coal  streaks) . , 

Coal  (hard) 

Coal  (gray) 

Coal  (mother-coal  partings) 
Floor.  underc'Iay. 

Thickness  of  bed 

Thickness  of  coal  sampled . . 


a  Not  included  in  sample. 

Section  A  (sample  9010)  was  cut  from  the  pillar  of  the  main  entry,  1,000  feet  from 
the  drift  mouth. 

Section  B  (sample  9011)  was  cut  from  the  pillar  of  entry  2},  off  cross  entry  1,  off  main 
entry,  1,500  feet  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  pillar  samples  9010  and  9011  for  an 
ultimate  analysis,  the  results  of  which  are  shown  imder  laboratory  No.  9036. 

Notes. — The  coal  at  this  mine  was  undercut  with  hand  picks  and  was  shot  down  with 
black  powder.  The  tipple  was  equipped  with  bar  screens  with  l^inch  spaces  and 
with  revolving  screens  with  4-inch,  3-inch,  and  l^inch  holes.  The  coal  was  cleaned 
by  seven  trimmers  as  it  was  loaded  on  the  cars.  The  combined  output  at  time  of 
inspection  and  sampling  in  1909  was  1,050  tons  and  the  capacity  was  1,500  tons.  The 
output  was  then  obtained  wholly  from  pillars  and  promised  gradually  to  decrease- 
The  coal  was  loaded  from  the  same  tipple  as  that  from  the  Pulaski  No.  2  mine.  The 
output  of  mine  should  be  considered  in  connection  with  that  of  the  Pulaski  No.  2 
mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  255. 

EcKMAN.    Pulaski  No.  2  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  9302,  9303,  9304, 
9305,  9306,  9307,  9469,  10093,  10094,  10095,  10096,  10097,  10098,  10104  (p.  255). 

Mine. — Pulaski  No.  2;  Norfolk  and  Western  district,  1  mile  southeast  of  Eckman. 

Coal  bed. — Pocahontas  No .  3 .  Carboniferous  age,  Pocahontas  formation .  Roof,  hard 
blue  shale;  floor,  hard  smooth  underclay.  The  bed  is  from  5^  feet  to  7  feet  thick,  with 
several  partings.    The  samples  were  dry  when  taken. 

The  bed  was  measured  and  sampled  at  six  points  on  November  5  and  6,  1909,  by 
A.  C.  Bamsay,  as  described  below: 

Sections  of  coal  bed  in  Pulashi  No.  2  mine,  1  mile  southeast  of  Eckman, 


Laboratory  No 

RooL  blue  shale. 

Soft  coal 

Bony  coal 

Sulphur 

Soft  coal 

Hard  gray  ooal 

Bony  coal 

Mother  coal 

Soft  coal 

Bony  coal 

Hard  gray  ooal 

Soft  ooal 

Hard  gray  ooal 

Soft  coal 

Floor,  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


0302 
Ft.  in. 

0    ik 

oO      l| 


0     9 
0     4 


0 
«0 
0     h 

1    w 


w 


0 
2 


1 
81 


7       \ 

6     9 


8303 

FU  in. 

0     7 

o6    ij 
1  11 

«6    if 


1  0 

1  1 

1  7 

6  5i 

6  2 


9904 
Ft.  in. 

2     6 
aO      2i 

6  'ej 


0 
1 
1 

6 
6 


8 
1 
8| 

4i 

2 


9306 
Ft.  in. 

2     6 
aO       } 

i      8 
1     0 


1      6i 


\  n 


0306 
Ft.  in. 

0  7 
oO     2 

"z    6 

1  8 


1     6 


6     0 
0     4 


8307 

Ft.  in. 

0  7 

OQ  \ 

"\  ii 

•  •  •  • 

0  2 


2     0| 


•  •         «  < 


6 
5 


ti 


a  Not  included  in  sample. 
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Sample  9302  was  taken  in  last  break-through  on  main  entry  *2,  6,000  feet  from 
opening. 

Sample  9303  was  taken  in  pillar  in  room  5  on  right  entry  8,  off  main  entry  1,  4,400 
feet  from  opening. 

Sample  9304  was  taken  in  pillar  in  room  15,  cross  entry  3,  off  right  entry  7, 4,000  feet 
from  opening. 

Sample  9305  was  taken  in  room  10,  cross  entry  3,  off  entry  35, 6,000  feet  from  opening. 

Sample  9306  was  taken  in  room  10  on  left  cross  entry  1,  off  entry  34,  4,500  feet  from 
opening. 

Sample  9307  was  taken  from  pillar  12,  off  cross  entry  3,  off  entry  6, 2,800  feet  from 
opening. 

A  composite  sample  was  made  by  mixing  samples  9302,  9304,  9305,  9306,  and  9307 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  9469. 

The  bed  was  also  measured  and  sampled  at  six  points  by  J.  J.  Rutledge  on  March  10, 
1910,  as  described  below: 

Sectioni  of  coal  bed  in  PttloBki  No.  2  mine  at  Eckman. 


Laboratory  No. 


Coal 

Boneo 

Sulphur  a.., 

Coal. 

Bonea 

Coal 

Mother  ooal. 
Coal 


Thickness  of  bed 

Thtekneas  of  ooal  sampled . 


loogs 

Ft.  in. 
0     6 
0     2 

i  iu 
0    ij 

3     3 


5    11 
5      7J 


lOOM 

Ft.  in. 

0  5} 

0  i 

1  8 
0  2 
3  5 


5 
5 


^ 


10005 
Ft.  in. 

0     7 

0     6 
3      H 


10090 
Ft.  in, 
0     8 
0       I 

n 

3     6 


6     6i 
6     0 


6     9) 
6     8i 


10007 
Ft.  in, 
0     8| 


0 
1 
0 
0 
0 
S 


•I 


8 


\ 


6     6 
6     3} 


10006 

J^  in. 

0  7 

•  •  •  • 

0  2 

0  2 
4       ft 


6     0 
6     6 


a  Not  included  in  sample. 

Sample  10093  was  taken  from  barrier  pillar  between  cross  entries  2  and  3,  off  entry  6. 

Sample  10094  was  taken  on  barrier  pillar  between  cross  entries  3  and  4,  off  entry  7. 

Sample  10095  was  taken  on  barrier  pillar  between  cross  entries  7  and  8,  off  old  main 
entry. 

Sample  10096  was  taken  in  face  of  entry  34. 

Sample  10097  was  taken  in  face  of  entry  35,  off  main  entry  2. 

Sample  10098  was  taken  in  last  break-through  between  main  entry  2  and  air  course. 

The  samples  were  dry  when  taken. 

A  composite  sample  was  made  by  mixing  the  pillar  samples  10093, 10094,  and  10095 
for  an  ultimate  analysis,  the  results  of  which  are  shown  imder  laboratory  No.  10103. 

A  composite  sample  was  also  made  by  mixing  the  pillar  samples  10096,  10097,  and 
10098  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No. 
10104. 

Note. — The  daily  capacity  of  mine  at  time  of  sampling  in  1909  was  1,500  tons. 
Output  of  mine  should  be  considered  in  connection  with  that  of  the  Pulaski  No.  1 
mine. 

For  chemical  analysis  of  this  coal  see  part  I  of  this  bulletin,  p.  255. 

EcKMAN.    Eureka  Mine. 

Sample. — Semibituminous  coal ;  Pocahontas  field;  analyses  Nos.  8786,  8787,  8788, 
8789,  8837  (p.  257). 

Mine. — ^Eureka;  Norfolk  A  Western  district;  a  drift  mine  1  mile  southwest  of  £k:k- 
man,  on  the  Norfolk  A  Western  Railway. 

Coal  bed. — Known  in  this  field  as  Pocahontas  No.  3.  Carboniferous  age,  Pocahontas 
fonnation.  The  thickness  of  coal  as  mined  was  6}  to  7}  feet;  roof,  massive,  strong, 
blue  shale,  about  3  feet  in  thickness,  capped  with  sandstone;  floor,  hard,  blue,  shaly 
underday  with  smooth  surface. 


WEST  viBGiNU:  McDowell  county. 
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*rhe  bed  was  measured  and  sampled  at  four  points  on  August  10,  1909,  by  H.  M. 
Wolflin,  as  described  below: 

SectioTis  of  coal  bed  in  Eureka  mtn«,  1  mile  southwest  of  Edtnum, 


Soctton 

Laboratory  No 

Roof,  masstve  blue  clay  shale. 

Bright  hard  coal 

Sulphurous  bony  coal  a 

'Hard  bright  coal  (duU  streaks) 

Bright  coal  (mothercoal  streaks) 

Hard  gray  coal 

Bright  coal  (in  places  mothep«oal  streaks) 

Bony  coal  a 

Hard  gray  coal 

Bright  tough  coal  (in  places  motheivooal  streak?) 

Hard  gray  coal 

Bright  tough  coal 

Hard  gray  coal 

Bright  sort  coal  (mother«oaI  streakr) 

Floor,  hard,  blue,  shaly  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

C 

D 

8780 

8788 

8787 

8786 

Ft.   in. 

Ft.    in. 

Ft.    in. 

Ft.    in. 

0  8 

0  34 

1  10| 

n 

0  3| 
0  3 

0  31 
0  3 

«  •    •  • 

•  •    •  • 

•  ■   •  ■ 

6  ii 

1   0 

»  «    •  ■ 

•  •   •  ■ 

0   4 

0  3 

•  •    ■  • 

■  *   ■  • 

0  0 

0  Oi 

0  5 

0   3} 

0  3} 

0  4 

0  4 

0  6 

.  0  4 

0  5 

1   6 

1  11 

1   4 

1   3i 

0   li 

0   4 

0  H 

1   3 

0  6 

■  •    «  ■ 

0  6 

•  •    «  ■ 

0   6 

•  ■    *  • 

0  3 

«  •    •  • 

2   i 

3  3| 

2  0 

1   8 

7   6J 

7   6 

7   U 

7  U 
6   7| 

6  11 

7   If 

6  8 

a  Not  indnded  in  sample. 

Section  A  (sample  8789)  was  cut  from  face  of  entry  26,  off  cross  entry  6,  off  main  entry. 

Section  B  (sample  8788)  was  cut  from  face  of  entry  2,  off  right  entry  26,  off  cross  entry 
6,  off  main  entry. 

Section  C  (sample  8787)  was  cut  from  face  of  entry  7,  off  main  entry. 

Section  D  (sample  8786)  was  cut  from  face  of  entry  39,  off  cross  entry  6,  off  main 
entry. 

A  composite  sample  was  made  by  mixing  samples  Nos.  8786,  8787,  8788,  and  8789 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  8837. 

Notes. — ^The  coal  was  undercut  entirely  by  hand  in  the  bottom  part  of  the  bed,  and 
was  shot  down  with  black  blasting  powder.  The  tipple  was  equipped  with  bar  screens 
with  ^inch  and  3-inch  openings  and  with  revolving  screens  with  ^inch  and  l^inch 
openings.  The  slack  was  coked  in  beehive  ovens.  About  80  per  cent  of  the  total 
output  was  shipped  as  run-of-mine  coal.  The  coal  was  picked  on  the  car.  The  esti- 
mated average  daily  output  was  700  tons,  and  1,500  tons  was  a  maximum  day's  run. 
The  haulway  from  the  drift  mouth  was  being  double-tracked,  and  other  preparations 
were  being  made  to  greatly  increase  the  output.  The  future  output  was  to  be  derived 
from  both  advance  work  and  pillars  in  about  equal  proportions. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  257. 

Elkhorn.    Upland  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8228,  8229,  8230, 
8231,  8232,  8233,  8302  (p.  257). 

Jftn«.— Upland;  Norfolk  A  Western  district;  a  drift  mine  i  mile  west  of  Elkhorn, 
on  the  Norfolk  &  Western  Railway. 

Coal  bed. — Pocahontas  No.  3.  Carboniferous  age,  Pocahontas  formation.  Thick- 
ness, uniform,  ranging  as  mined  from  7  feet  to  8  feet;  roof,  strong  gray  shale,  capped 
with  sandstone  3  to  8  feet  above;  floor,  medium  hard  clay  with  smooth  surface;  cover, 
for  the  most  part,  150  to  350  feet  thick. 
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The  bed  was  meaaured  and  sampled  at  six  points  by  R.  Y.  Williams  and  A.  C. 
Ramsay  on  July  14,  1909,  as  described  below: 

Sections  of  coal  bed  in  Upland  mine^  i  mile  west  of  EUhom, 


Bection 

LatMmtory  No , 

Roof,  strong  gny  shale. 

Soft  brftnt  coal 

Sulphur  band  a 

Soft  bright  coal  (mother-coal  streaks) 

Harder  silvery  bright  coal 

Soft  bright  coal 

Bone  « 

Soft  bright  coal 

Grayish  coal  (mother-cool  streaks) . . 

Soft  brii^t  coal 

Grayish  coal 

Soft  bright  coal 

Harder  grayish  coal 

Soft  bright  coal 

Floor,  hard  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

C 

D 

E 

8228 

'8229 

8230 

8231 

8233 

Ft,    in. 

Ft.   in. 

Ft.    in. 

Ft.    in. 

Ft.   in. 

0  9 

?    1 

0  10 

0  1 

1  1 

0  8 

0  1 

1  0 

0  10 
0 

1  10 

!.3 

0   5 

0  A\ 

0  8 

•  ■    •  • 

•  ■    ■  ■ 

0  3^ 

0  5 

0  6 

•  •    *  • 

mm             •  • 

0  3 

1  2 

0  4 
0  Ak 

0  %\ 
0  9 

0  li 
2  6 

2  l4 

0   2 

0   1 

0  3i 

*  •    •  ■ 

w  •      •  • 

0   1 

0   8 

0  6 

*  •    «  • 

•  •    •  • 

0   1 

0  2 

0  1 

•  •    •  • 

•  •    •  • 

0   8 

1   0 

0   7 

•  •    •  • 

•  •    •  • 

0   3 

0  2 

0  2 

0  u 

0  1 

2   0 

2   IJ 

1   9 

2  0 

1   6 

J  1 

?  it 

6  9 
«  54 

7   4} 

7   3 

7  SJ 

7   1 

Ft.  fa. 

0  10 

0  f 

1  8 


0      4 
2      6 


0  lot 


a  Not  included  in  sample. 

Section  A  (sample  8228)  was  cut  from  a  pillar  in  room  15  on  cross  entry  6,  2,000  feet 
from  drift  mouth. 

Section  D  (sample  8229)  was  cut  from  a  pillar  in  room  44  on  cross  entry  7,  6,500  feet 
from  drift  mouth. 

Section  G  (sample  8230)  was  cut  from  a  pillar  in  room  41  on  cross  entry  10,  6,200  feet 
from  drift  mouth. 

Section  D  (sample  8231)  was  cut  from  the  face  of  room  40  on  cross  entry  13,  7,900  feet 
from  drift  mouth. 

Section  £  (sample  8232)  was  cut  from  the  face  of  the  mill  branch  entry  near  break- 
through 4,  inside  cross  entry  13,  6,500  feet  from  drift  mouth. 

Section  F  (sample  8233)  was  cut  from  the  face  of  room  51  on  cross  entry  11,  7,660  feet 
from  drift  mouth. 

A  composite  sample  was  made  by  mixing  both  face  and  pillar  samples  8228,  8229, 
8230,  8231,  8232,  8233  for  an  ultimate  analysis,  the  results  of  which  are  shown  under 
laboratory  No.  8302. 

Notes. — ^The  coal  from  this  mine,  like  that  from  many  others  in  this  field,  is  soft  and 
friable,  and  in  the  ordinary  mining  operations  about  40  per  cent  of  the  total  coal  is 
reported  as  slack.  This  slack  was  coked  in  beehive  ovens.  The  coal  was  undercut, 
in  bottom  part  of  bed,  by  hand  in  the  rooms  and  with  chain  machines  in  the  entries, 
and  it  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  and 
shaking  screens.  The  coal  was  picked  on  the  car.  The  daily  output  at  time  of 
sampling  in  1909  was  1,600  tons,  and  1,8(X)  tons  was  a  maximum  day*s  run.  The 
future  output  was  to  be  derived  from  both  advance  work  and  pillars  in  about  equal 
proportions. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  257. 

Elkhorn.    Crozbr  Mines  Nos.  1  and  2. 

^am;)2«.— Bituminous  coal;  Pocahontas  field;  analyses  Nos.  8222,  8223,  8224,  8225, 
8226,  8227,  8297,  8429,  8430,  8451,  8452,  8453,  8470,  8471  (pp.  257,258). 

Mnes.— Oozer  Nos.  1  and  2;  Norfolk  A  Western  district;  drift  mines  operating  in  the 
same  bed  and  using  same  tipple,  1  mile  east  of  Elkhorn  on  the  Norfolk  A  Western 
Railway. 

Coal  bed. — Known  as  the  Pocahontas  No.  3.  Carboniferous  age,  Pocahontas  forma- 
tion.   Thickness,  nearly  uniform,  ranging  as  mined  from  7  feet  6  inches  to  8  feet  4 
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inches;  roof,  strong  gray  shale,  3  to  8  feet  thick,  and  capped  with  sandstone;  floor,  soft 
clay  with  smooth  surface,  which  in  places  mixed  with  the  coal  in  loading;  cover, 
for  the  most  part,  175  to  480  feet  thick. 

The  bed  was  measured  and  sampled  at  six  points  in  Grozer  No.  1  mine  by  R.  Y. 
Williams  and  A.  G.  Ramsay  on  July  15, 1909,  and  at  five  points  in  Crozer  No.  2  mine 
by  A.  G.  Ramsay  on  July  17  and  19, 1909,  as  described  below: 

Sections  of  coal  bed  in  Crozer  No.  1  mine,  1  mile  ea»t  o/Elkhom. 


Section 

Laboratory  No 

Roof,  gray  shale  capped  with  sandstone. 

Soft  bright  ooaT. 

Sulphur  band 

Soft  bright  ooalt  with  mother-coal 
streaks 

Bony  ooal 

Soft  bright  ooal,  with  mother-coal 
streaks 

Dull  hard  gray  coal 

Soft  bright  ooal,  with  mother-coai 
streaks 

Hard  gray  coal 

Soft   bright   ooal,  with   motherHXMU 


Floor,  soft  underclay. 
Thickness  of  bed. 


Thickness  of  ooal  sampled. 


A 

8222 
Ft.  in, 

0     9 
aO     1 

B 

8223 
Ft.  to. 

0    lOi 
oQ      l{ 

C 
8224 
Ft.  ia. 
0     8 
ao     2 

D 

8225 

Ft.  in. 

0     8i 
0     2 

E 
8226 

Ft.  in. 
0     8} 

aO        1 

1    10 
ao      4 

1    10 
ao     3 

1    11 
ao      4 

1      8} 
ao      4} 

1      9 
ao     4i 

1      6 
0      li 

1      4 
0     3 

1      4 
0     2 

0    2! 

2      0 

0      1 

0    11 

0      li 

1    11 
0      2 

1      1 
0     2 

3      2i 

2      5| 

2      2 

2      2 

2     2 

.. 

•  •         •  • 

7      9 

7      4 

8    10} 
8      6i 

8     0 
7     6 

7     <^ 

7     2 

7      6i 
7      0 

F 

8227 

Ft.  in. 

0  9 
ao       i 

1  10 
aO     3 


1 
0 

1 
0 


2 
2 


1    lU 


7 
7 


a  Not  included  in  sample. 

Section  A  (sample  8222)  was  cut  from  a  pillar  near  the  head  of  room  33  on  cross 
entry  12,  7,500  feet  from  drift  mouth. 

Section  B  (sample  8223)  was  cut  from  a  pillar  near  the  head  of  room  19  on  cross 
entry  11,  6,800  feet  from  drift  mouth. 

Section  C  (sample  8224)  was  cut  from  a  pillar  near  the  head  of  room  4  on  cross  entry  9, 
4,500  feet  from  drift  mouth. 

Section  D  (sample  8225)  was  cut  from  the  face  of  room  13  on  cross  entry  13,  7,200 
feet  from  drift  mouth. 

Section  E  (sample  8226)  was  cut  from  the  face  of  room  10  on  cross  entry  16,  8,100 
feet  from  drift  mouth. 

Section  F  (sample  8227)  was  cut  from  the  face  of  cross  entry  20,  9,600  feet  from 
drift  mouth. 

A  composite  sample  was  made  by  mixing  both  face  and  pillar  samples  8222,  8223, 
8224, 8225, 8226,  and  8227  for  an  ultimate  analysis,  the  results  of  which  are  shown  under 
laboratory  No.  8297. 

Section  of  coal  bed  in  Crozer  No.  2  mine,  1  mile  east  ofElkhom. 


Section 

Laboratory  No 

Roof,  gray  shale. 

Soft  bright  coal 

Sulphur  o 

Soft  bright  ooal,  with  mother-coal  streaks. . 

Hard  gray  ooal 

Soft  bright  ooal,  with  mother-coal  streaks. . 

Bony  coal  a 

Soft  bright  coal,  with  mother-coal  streaks. . 

Hard  gray  coal 

Soft  bright  coal,  with  mother-coal  streaks. . 

Hard  gray  coal 

Soft  bright  coal 

Hard  gray  coal 

Soft  bright  coal,  with  mother-coal  streaks. . . 
Floor,  soft  underclay. 

Tnickness  of  bed , 

Thickness  of  coal  sampled 


0     1 
2     7i 

I  Si 


B 

8430 

Ft.  in. 

0     7 

0  1 

1  8i 


0 
1 
0 
0 
0 
0 
0 
2 

7 

7 


21 


? 


C. 

8451 
Ft.  in. 
0    lOi 
0 

i  ^ 

0 
0 
2 


0     2 
2     8i 


D 
8462 
Ft.  in. 
0    10} 

?    * 


0 
0 
0 

1 

0 

1 


4 

1 


8 


0  1 

2  i 

8  i 

7  9 


E 
8453 
Ft.    in. 

0     9} 


0 
1 
0 
0 
0 
1 
0 
0 
0 
0 
0 
2 


t 

2 

7 


4 


8     4 

7    lOi 


a  Not  included  tn  sample. 


988 


ANALYSES  OP  COALS. 


Section  A  (sample  8429)  was  cut  from  the  pillar  of  room  17  on  croes  entry  12,  6,400 
feet  from  drift  mouth. 

Section  B  (sample  8430)  was  cut  from  the  chain  pillar  between  cross  entries  11  and 
12,  6,000' feet  from  drift  mouth. 

Section  0  (sample  8451)  was  cut  from  the  face  of  room  22  on  cross  entry  15,  7,300 
feet  from  drift  mouth. 

Section  D  (sample  8452)  was  cut  from  the  face  of  room  13  on  entry  3,  8,200  feet 
from  drift  mouth. 

Section  E  (sample  8453)  was  cut  from  the  face  of  room  62  on  the  main  entry,  10,500 
feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  pillar  samples  8429  and  8430  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8470. 

A  composite  sample  was  also  made  by  mixing  the  face  samples  8451, 8452,  and  8453 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8471. 

Notes. — ^The  coal  from  these  mines,  like  that  from  many  others  in  this  field,  is  soft 
and  friable,  and  in  the  ordinary  mining  operations  about  40  per  cent  of  the  total 
coal  was  reported  as  slack.  This  slack  was  coked  in  beehive  ovens.  The  coal  was 
undercut  in  bottom  part  of  bed,  by  hand  in  the  rooms,  and  by  chain  machines  in  the 
entries;  it  was  shot  down  with  black  })owder.  The  tipple  was  equipped  with  bar 
and  cylindrical  screens.  The  coal  was  picked  on  the  car.  The  daily  output  averaged 
1,600  tons,  and  1,800  tons  was  the  maximum  day's  run.  Plans  were  being  completed 
to  increase  the  daily  output  to  2,000  tons.  The  future  output  was  to  be  derived  from 
both  advance  work  and  pillars  in  about  equal  proportions. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  257, 258. 

Elk  Ridoe.    Elk  Ridge  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8319,  8320,  8384, 
8385,  8386,  8463,  10035  (pp.  258,259). 

Mine. — ^Elk  Ridge;  Norfolk  &  Western  district;  a  drift  mine  at  Elk  Ridge  on  the 
Norfolk  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  uniform,  ranging  as  mined  from  6  to  8  feet; 
roof,  gray  shale  (in  places  rather  treacherous)  from  4  to  20  feet  in  thickness,  capped 
with  sandstone;  floor,  hard,  gray,  shaly  underclay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  five  points  by  J.  J.  Rutledge  and  H.  M. 
Wolflin  on  July  19,  1909,  as  described  below; 

Sections  of  coal  bed  in  Elk  Ridge  mine  at  Elk  Ridge. 


Section 

Laboratory  No 

Roof,  gray  day  shale. 

Coal 

SulDhurous  bone  a 

Coal  (aometimes  streaks  of  hard  mother  coal). 

Bone a 

Coal 

Hard  gray  coal 

Soft  coal  (mother-coal  streaks) 

Floor,  hard,  gray,  shaly  underclay. 

Thickness  or  bed 

Thickness  of  ooal  sampled 


A 

B 

C 

D 

831b 

8320 

8384 

8385 

Ft.    in. 

Ft.  in. 

Ft.  in. 

Ft.  in. 

0  8 

0  9} 

0  9 

0  7h 

0   f 

0   1 

0   1 

0  ll 

1   7 

1   6| 

.1   8 

1  64 

0  3h 

0   4 

0  24 

0  3} 

1   2i 

1   24 

4   i 

4   1 

1   4 

0  11 

•  •    •  • 

•  ■    «  • 

1   54 

1  101 

*  •    ■  « 

•  «    •  ■ 

0   7 
0   2} 

G   8 
6   31 

6  8^ 
6  5| 

I  n 

F.  in. 
0    10 

0  2 

1  7 
0  3 
3      9 


6      7 
6      2 


a  Not  Included  In  sample. 


Section  A  (sample  8319}  was  cut  from  pillar  38,  off  haulway  10,  off  ''old  "  drift. 
Section  B  (sample  8320)  was  cut  from  room  4,  off  entry  1. 

Section  C  (sample  8384)  was  cut  from  entry  4  between  rooms  3  and  4  (pillar 
workings). 
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Section  D  (sample  8385)  was  cut  from  face  of  entry  6}. 

Section  £  (sample  8386)  was  cut  from  entry  8,  between  rooma  21  and  22. 

A  composite  sample  was  made  by  mixing  both  &ce  and  pillar  samples  8319,  8320, 
8384,  8385,  and  8386  for  an  ultimate  analysis,  the  results  of  which  are  shown  under 
laboratory  No.  8463. 

The  bed  was  also  measured  and  sampled  at  one  point  by  J.  J.  Rutledge  on  January 
20,  1910,  as  shown  below: 

Section  of  coal  bed  in  Elk  Ridge  mine  at  Elk  Ridge, 


Laboratory  No. 


Coal... 
Bone  a. 

Coal... 


Tbicknen  of  bed 

TbicknetB  of  ooal  sampled. 


10035 

Ft. 

In. 

2 

8 

0 

2i 

4 

1 

6 

IH 

6 

D 

a  Not  induded  in  sample. 

The  sample  was  taken  in  room  46,  off  entry  6,  ''new-drift"  side.  It  was  dry  when 
taken. 

NoU9. — ^The  coal  at  this  mine  was  undercut  entirely  by  hand,  in  bottom  part  of  bed, 
and  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  screens  with 
},  },  and  1}  inch  openings,  the  screenings  were  coked  in  beehive  ovens.  There 
were  at  the  plant  200  ovens,  94  of  which  were  ** fired"  in  July,  1909.  Of  the  entire 
output  of  the  mine  about  two-thirds  was  shipped  as  run-of-mine  coal.  The  coal  was 
picked  on  the  car  by  five  trimmers.  The  daily  output  averaged  about  870  tons,  and 
1,500  tons  was  a  maximum  day's  run.  It  was  planned  to  increase  the  tonnage. 
Most  of  the  output  was  to  be  derived  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  258, 259. 

Ennis.    Turkey  Gap  Mine. 

Sample. — Semibituminous  coal;  Pocahontab  field;  analyses  Nos.  5789  and  5790 
(Jamestown  No.  13);  analyses  Nos.  8052,  8053,  8054,  8055,  8056,  8057,  8116  (p.  259). 

Mine. — ^Turkey  Gap;  Norfolk  &  Western  district;  a  drift  mine,  three-fourths  mile 
west  of  Ennis,  on  the  Norfolk  A  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  uniform,  ranging  as  mined  from  6  feet  5  inches 
to  8  feet;  roof,  strong,  gray  shale  with  a  cap  rock  15  feet  above;  the  roof  rarely  fell 
with  the  coal;  floor,  hard  gray  clay  with  smooth  surface;  cover,  for  the  most  part,  150 
to  400  feet  thick. 

The  bed  was  measiu^  and  sampled  at  six  points  by  J.  J.  Rutledge  on  June  29, 1909, 
as  described  below: 


Sectione  of  coal  bed  in  Turkey  Gap  mine,  three-fourths  mile  west 

of  Ennis 

9 

BecUon 

A 

8052 

Ft.  in. 

0    11 

•;  4 

no     3 
5      1 

7    11 
7      OJ 

B 
8053 
Ft.  in. 
9 
oO      2 
2      0 
aO      6 
4      5 

•  •         •  * 
■  •         «  * 

7    10 
7      2 

C 

8054 

Ft.   in. 

1      4 

•  •         •  ■ 

•  •         •  • 

4 

1  6 
at)      3 

2  5 

•  •          «  • 

•  *            mm 

5    10 
5      7 

P 
8055 
Ft.   in. 
1      3 

•  •          •  * 
■  ■          ■  • 

aO      2 

1  9 
0      3 

2  5 

mm             •  • 

•  *             •  • 

5    10 
5      8 

E 

8056 
Ft.  in. 
1     8i 

•  •             mm 

•J  n 

•  •     •  • 

•  •     •  • 

•  •     • » 

6     5| 
6      2 

F 

Laboratorr  No • • 

8057 

Roof,  shale. 

Coal 

Ft.   in. 
0      ?} 

(■0    iX 

Bulpbur ., 

CmT 

1     10 

Bony  coal 

«0      4i 
3      l! 

OoaT. 

Bony  ooal 

Coal 

Mother  coal 

Coal 

Floor,  hard  gray  day. 

TnicknesB  of  bed «^ . . . 

Tbickneaa  of  coal  samirfed 

■  •           mm 
«  •             mm 

0  V 

1  31 

•  Not  included  In  sample. 
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Section  A  (sample  8052)  was  cut  from  room  53,  off  entry  12, 3,500  feet  northeast  of  the 
drift  mouth. 

Section  B  (sample  8053)  was  cut  from  room  43,  off  entry  14, 3,100  feet  northeast  of 
the  drift  mouth. 

Section  C  (sample  8054)  was  cut  from  room  6,  off  entry  19,  6,300  feet  east  of  the  drift 
mouth. 

Section  D  (sample  8055)  was  cut  from  room  1,  off  entry  18,  5,200  feet  east  of  the  drift 
mouth. 

Section  £  (sample  8056)  was  cut  from  room  49,  off  entiy  16,  5,400  feet  east  of  the  drift 
mouth. 

Section  F  (sample  8057)  was  cut  from  room  49,  off  entry  10, 3,000  feet  northeast  of  the 
drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8052,  8053,  8054,  8055, 
8056,  and  8057  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
No.  8116. 

The  bed  was  also  measured  and  sampled  at  two  points  in  the  mine  by  K.  M.  Way, 
on  November  7, 1907,  as  shown  below: 

Sections  of  coal  bed  in  Turkey  Gap  mine  at  Ennis, 


Section 

Laboratory  No 

Roof,  shale. 

Coij 

Solphiir  band  o 

Mother  coal 

Coal 

Mother  coal 

Bony  coal* 

Coal 

Mother  coal 

Bony  coal  o 

Coal 

Bonvcoala 

Motner  coal 

Coal 

Bony  coalo 

Coal 

Mother  coal 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


B 
5790 
Ft.  im, 

0  2i 

■?  4 

6  "4 

1  8 


0 

1 

•  • 

0 

1 


3 
2| 

m  « 

i 


5    10] 


§1 


a  Not  Included  In  sample. 


Section  A  (sample  5789)  was  measured  in  room  57,  off  cross  entry  14, 8,000  feet  north- 
eacit  of  the  drift  mouth. 

Section  B  (sample  5790)  was  measured  in  room  46,  off  cross  entry  16,  8,100  feet  north- 
east of  the  drift  mouth. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  bottom  part  of  bed,  and  was 
shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  screens,  with 
^inchto  l^inch  spaces,  making  screenings  equal  to  25  per  cent  of  the  output;  this 
screened  coal  was  coked  in  beehive  ovens,  of  which  there  were  249.  The  coal  was 
picked  on  the  car  by  four  trimmers.  The  daily  output,  in  1909,  at  time  of  sampling, 
averaged  1,200  tons,  and  1,800  tons  was  a  maximum  day's  run.  The  future  output 
was  to  be  derived  from  pillars. 

For  results  of  briquetting  tests  of  this  coal,  see  Bureau  of  Mines  Bull.  34,  p.  15. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  259;  also  U.  S. 
Geol.  Survey  Bull.  362,  p.  21. 
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Gilliam.    Giluam  Mine. 

Sample. — Semibituminoua  coal;  Pocahontas  field;  analyses  Nos.  8366,  8367,  8368, 
8369,  8370,  8462  (p.  260). 

Mine. — Gilliam;  Norfolk  &  Western  district;  a  drift  mine  at  Gilliam  on  the  Northfork 
Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  uniform,  ranging  as  mined  from  5  to  6  feet;  roof^ 
strong  dark  shale,  underlain  with  3  inches  of  draw  slate;  it  was  reported  that  a  16-inch 
bed  of  coal  lies  15  feet  above  this  bed;  floor,  hard  shale  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  five  points  by  J.  J.  Rutledge,  on  July  20, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Gilliam  mine  at  Gilliam. 


Seetkm 

Laboratory  No 

Roof.  Btnmg  dark  shale  and  draw  slate. 

Bony,  sulphur  band 

Coal 

Ony  coal  to  bard  shale 

Coal. 

Oray  coal  to  sulphur  bond 

Floor,  hard  diale. 

Tbickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

C 

D 

8366 

8367 

8368 

8369 

Ft.  in. 

Ft.  in. 

Ft.  in. 

Ft.  in. 

1      0 

1     4i 

1     31 

1      4J 

aO      2 

aO      4 

aO      3 

aO      2 

1      & 

0      0 

1      4 

2      2i 

aO      3 

0      2 

0     u 

•  •          ■  ■ 

0    11 

0      3 

•  >          ■  ■ 

•  ■          ■  ■ 

aO 

0      4 

■    a               «    ■ 

0      1 

2      8 

2      2 

2      2 

1      5 

6      8 

5      4i 

5      IJ 

5      3 

6      2 

5        \ 

4    10} 

5      1 

E 

8370 

Ft.  in. 

1      6 
aO      3 

0      4J 
aO      1 


5 
5 


6 


3 


oNot  included  in  sample. 

Section  A  (sample  8366)  was  cut  from  the  face  of  cross  entry  2,  off  the  main  heading. 

Section  B  (sample  8367)  was  cut  from  a  chain  pillar  on  air  course  41. 

Section  C  (sample  8368)  was  cut  from  a  pillar  on  diagonal  haulway  1,  off  the  main 
entry. 

Section  D  (sample  8369)  was  cut  from  the  face  of  room  34  on  entry  10,  off  diagonal 
entry  1. 

Section  £  (sample  8370)  was  cut  from  the  iace  of  room  9  on  entry  4,  off  diagonal 
entry  1. 

A  composite  sample  was  made  by  mixing  both  face  and  pillar  samples  8366,  8367, 
8368, 8369,  and  8370  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  lab- 
oratory No.  8462. 

Notes. — The  coal  at  this  mine  was  undercut  by  hand  in  bottom  part  of  bed,  and  was 
shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  screens  with  i,  f, 
and  1}  inch  spaces.  The  screenings  were  coked  in  beehive  ovens.  The  coal  was 
picked  on  car  by  five  trimmers.  The  daily  output  averaged  800  tons,  and  1,200  tons 
was  the  maximum  day's  run.  The  future  output  was  to  be  derived  largely  from 
pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  260. 

HuGER.    North  Side  Mine. 


Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8730,  8731,  8735, 
8740,  8844  (pp.  260,  261). 

Mine. — North  Side;  Norfolk  A  Western  district;  a  shaft  mine,  at  Huger,  2  miles 
above  Welch,  on  the  main  line  of  the  Norfolk  A  Western  Railway. 


992 


ANALYSES  OF  GOALS. 


Coal  bed. — Known  in  this  field  as  Pocahontafl  No.  4.  Carboniferous  age,  Clark  forma- 
tion. The  coal  varies  in  thickness  from  4  to  5}  feet;  it  has  a  hard  sandstone  roof 
about  60  feet  thick,  and  a  hard  underclay  floor  with  a  smooth  surface.  There  is  one 
band  of  shale  and  two  bands  of  bony  coal  in  the  bed,  which  are  taken  out  of  the  coal 
and  gobbed  in  the  mining.  Neither  the  floor  nor  the  roof  got  mixed  with  the  coal. 
The  bed  lies  at  a  depth  of  180  feet  below  the  surface. 

The  bed  was  measured  and  sampled  at  four  points  on  August  7  and  9, 1909,  by  J.  W. 
Groves,  as  described  below: 

Sections  of  coal  bed  in  North  Side  mine  at  Huger, 


Section 

Laboratorv  No 

Roof,  bara  sandstone. 

Tqpooal 

Rfloh  (ooal  and  shale,  thin  layers) 

QOB\ 

Shale 

Coal 

Bony  coal 

Coal 

Bony  ooal 

Bony  ooal  and  shale 

Coal 

Floor,  hard  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

B 

C 

8735 

8730 

8731 

Ft.   in. 

Ft.   in. 

Ft.   in. 

mm               •   • 

aO      3 

a    •                 ■    • 

«0     7 

•  •          •  ■ 

■     *                  a    • 

■  •         •  • 

•  ■          •  • 

aO      3 

aO      1 

aO      1 

aO      2 

1    a 

aO      1 

aO      l| 

oO      2I 

1      4 

1      4 

1      4 

aO      3 

aO      2 

dO      l\ 

1      0 

1      0 

•  m             •  • 

1    u 

5      \\ 

4      5 

4     9 

4      1 

3      9i 

4     0 

D 
8740 
Ft.    in. 


0 
«0 

1 
«0 

1 


1 

H 
2 

4* 


oO      2^ 
1      3 


o  Not  included  in  sample. 

Section  A  (sample  8735)  was  cut  from  the  face  of  left  entry  1. 

Section  B  (sample  8730)  was  cut  from  the  face  of  left  entry  2. 

Section  C  (sample  8731)  was  cut  from  the  face  of  left  entry  3. 

Section  D  (sample  8740)  was  cut  from  the  face  of  main  entry. 

A  composite  sample  was  made  by  mixing  face  samples  8730,  8731,  8735,  and  8740 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8844. 

Notes. — ^The  coal  was  undercut  with  electric  machines,  both  chain  and  puncher 
machines  being  used,  and  was  shot  down  with  a  permissible  explosive.  The  coal  was 
picked  on  a  picking  table  and  on  the  cars.  At  the  time  of  sampling  and  inspection,  in 
August,  1909,  three  trimmers  were  on  the  picking  table  and  one  on  the  car.  The 
mine  had  no  screens  at  that  time,  but  these  were  to  be  installed  later.  The  capacity 
of  the  mine  was  400  tons  daily,  the  average  output  being  250  tons.  The  mine  was 
new,  and  its  capacity  was  to  be  largely  increased.  The  output  for  some  time  was  to 
be  entirely  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  260, 261. 

HuoER.    South  Side  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8728,  8729,  8739, 
8846  (p.  261). 

Mine. — South  Side;  Norfolk  &  Western  district;  a  shaft  mine  at  Huger,  2  miles 
above  Welch,  on  the  main  line  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  Pocahontas  No.  4.  Carboniferous  age,  Pottsville 
formation.  The  coal  varies  in  thickness  from  4  to  5^  feet;  has  a  hard  sandstone  roof 
about  60  feet  thick,  and  a  hard  underclay -floor  with  a  smooth  surface.  There  is  one 
band  of  shale  and  two  bands  of  bony  coal  in  the  bed,  which  are  taken  out  of  the  coal 
and  gobbed  in  the  mining.  Neither  the  floor  nor  the  roof  got  mixed  with  the  coal. 
The  bed  lies  at  a  depth  of  180  feet  below  the  surface. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  W.  Groves  on  August  9, 
1909,  as  described  on  the  following  page. 


WEST  vntQiKiA:  Mcdowell  county. 

Seetioni  c/eoal  hedin  South  Side  mine  at  Huger. 


993 


LobontorrNo 

Boof,  bard  nndstooe. 

Coal 

Shale 

Ofay  band 

Ooff. 

Banyooal 

Pyiites 

Bony  ooal 

Sbale 

Coal 

Bony  ooal 

Coal 

Floor,  bard  undentey  (smootb  sorfiioe). 

lliickneas  of  bed 

Tblokness  of  ooal  sampled 


A 

B 

8730 

8720 

Ft.    fn. 

Ft,   in. 

ao  2 

1  9 

•  0   1} 

■  •    •  * 

•  «    •  • 

•  0  3 

1  10 

1   34 
•  0  2i 

a  •      mm 

mm             a  « 
• 

ao   U 

a  •      ■  a 
•  a      ■  • 

1   9 

1    1 

oO   2 

mm             •  ■ 

1   1 

a  a      •  a 

5   2} 

4  7 

4   8 

4   li 

c 

8728 
Ft.    in. 
1     6 


•  0     1 

•  0     1 

•  0     U 


1 

•  0 

1 


4     5 
3    11 


a  Not  indaded  in  sample. 

Section  A  (sample  8739)  was  cut  from  the  face  of  right  entry  1. 

Section  B  (sample  8729)  was  cut  from  the  face  of  cross  entry  2. 

Section  C  (sample  8728)  was  cut  from  the  face  of  main  south  entry. 

A  composite  sample  was  made  by  mixing  samples  8728,  8729,  and  8739  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8846. 

Notes. — ^The  coal  was  undercut  with  electric  chain  machines  and  with  air  puncher 
machines,  and  was  shot  down  with  a  permissible  explosive.  The  coal  tipple  was  a 
temporary  one,  which  loaded  all  coal  in  run-of-mine  form.  Two  trimmers  cleaned 
the  coal  as  it  was  loaded  in  the  cars.  A  new  tipple,  it  was  stated  at  time  of  sampling 
in  1909,  was  soon  to  be  erected,  having  self-dumping  cages  and  three  loading  tracks; 
screens  and  a  picking  table  were  also  to  be  installed  at  this  tipple.  The  capacity 
of  the  mine  at  that  time  was  150  tons,  and  the  actual  output  100  tons  daily,  loaded  as 
run-of-mine  coal.    The  output  was  to  be  greatly  increased. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  261. 

Jed.    JeA  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8444,  8445,  8446, 
8447,  8469,  10034  (p.  261). 

Miiie. — Jed;  Norfolk  &  Western  district;  a  shaft  mine,  285  feet  in  depth,  at  Jed,  on 
the  Tug  Fork  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas series.  Thickness,  uniform,  ranging  as  mined  from  4  feet  8  inches  to  5  feet  4 
inches;  dip,  1}^  N.  45^  W.;  roof,  strong  bedded  sandstone,  underlain  with  12  to  15 
inches  of  treacherous  shale  which  did  not  regularly  fall  with  the  coal  but  was  brushed 
in  the  entries;  floor,  12  to  18  inches  of  hard  clay  with  smooth  surface;  cover,  for  the 
most  part,  300  to  600  feet  thick. 

The  bed  was  measured  and  sampled  at  four  points  by  R.  Y.  Williams  on  July  27, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Jed  mine  at  Jed. 


Beotktt 

LaboratoiTNo , 

Roof,  sandstone  and  sbato  (tender). 

Hard  briebt  coal 

Boft  bright  ooal  (mothe^€oal  streaks) 

Hard  grayisb  coal 

Soft  bngbt  ooal  (motber-coal  streaks) 

Gray  and  booy  ooal  o 

Soft  bright  ooal  (mother'Ooal  streaks) 

Dull  BBY  coal 

Boft  bri^t  coal  (motber-ooal  streaks) 
Floor,  bard  clay. 

ThldaMBB  of  bed 

Thickness  of  ooal  sampled 


D 

8447 
Ft.  in. 


I 
0 
1 
0 
0 
0 
2 

6 

5 


0 
1 
0 
4 

? 

5 

1 


a  Not  included  in  sample. 
45889''— Bull.  22,  pt  2—13 43 
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Section  A  (sample  8444)  was  cut  from  the  face  of  east  entry  2, 1,000  feet  from  the  shaft 

Section  B  (sample  8446)  was  cut  from  the  fiice  of  the  main  entry,  2,200  feet  from 
the  shaft. 

Section  0  (sample  8446)  was  cut  from  the  face  of  east  entry  3, 1,800  feet  from  the  shaft. 

Section  D  (sample  8447)  was  cut  from  the  face  of  the  main  south  entry,  700  feet 
from  shaft. 

A  composite  sample  was  made  by  mixing  samples  8444,  8446, 8446,  and  8447  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8469. 

The  bed  was  also  measured  and  sampled  at  one  point  on  January  19, 1910,  by  J.  J. 
Rutiedge,  as  described  below: 

SectUm  of  coal  bed  in  Jed  mine  at  Jed, 


Laboratory  No. 


Coal... 
Boneo. 
Coal.:. 


Thickness  of  bed 

TfaJckness  of  coal  sampled. 


10084 
Ft.  to. 

1  U 
0     2 

2  11 


6     0 
4    10 


o  Not  inoladed  In  sample. 

The  sample  was  taken  in  the  face  of  main  entry  1  and  was  dry  when  taken. 

Notea. — ^The  coal  at  this  mine  was  undercut  with  chain  machines  in  bottom  part 
of  bed  and  was  shot  down  with  a  short-flame  explosive.  The  tipple  had  bar  screens 
with  ^inch,  l}-inch,  and  SJ-inch  openings;  in  July,  1909,  however,  the  entire  output 
was  shipped  as  run-of-mine  coal.  The  coal  was  picked  on  car  by  three  trimmera. 
This  is  a  coking  coal,  but  there  were  no  ovens  at  the  plant.  The  daily  output 
averaged  400  tons,  and  600  tons  was  a  maximum  day's  run.  It  was  planned  to 
increase  the  production  to  1,000  tons  per  day.  The  future  output  was  to  be  derived 
from  both  advance  work  and  pillars  in  about  equal  proportions. 

For  chemical  analyses  of  this  coal  see  p%^  I  of  this  bulletin,  p.  261. 

Keystone.    Keystone  Mines  Nos.  1  and  2. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8709,  8710,  8711, 
8795,  8706,  8708,  8707,  8794  (pp.  261, 262). 

Minei. — Keystone  Nos.  1  and  2;  Norfolk  &  Western  district;  drift  mines,  \  mile 
southeast  of  Keystone,  on  the  Norfolk  k  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  The  thickness  ranges  from  5}  to  6}  feet.  The  roof  is  a  hard  gray 
shale  with  a  good  surface. 

The  bed  was  measured  and  sampled  at  six  points  by  A.  C.  Ramsay  on  August  6, 
1909,  as  described  below: 

SectioTis  of  coal  bed  in  Keystone  No.  1  mine^  \  mile  eoutheaet  of  Keystone. 


Section 

Laboratory  No 

Roof,  hard  gray  shale. 

Soft  bright  ooal  (mother-ooal  streaks) 

Sulphur  a 

Soft  bright  ooal  (mother-ooal  streaks) 

Hard  bright  ooal 

Soft  bright  ooal 

Soft  bright  coal  (mother'Coal  streaks) 

Bonycoalo 

Hard  bright  ooal 

Soft  bright  coal  (mother-coal  streaks) 

Hard  gray  ooal 

Soft  bright  coal  (mother-coal  streaks) 
Floor,  hard  shale  (smooth  surface). 

TUokiieBs  of  bed 

Thickness  of  ooal  sampled 


A 

B 

8700 

8710 

Ft.  in. 

Ft.  in. 

0  10 

0  M 

0  1» 

0  u 

0  7 

0  M 

0  9 

0  11 

•  •    •  * 

0  7 

6  *2| 

•  •    •  ■ 

0  2 

0  4 

0  3| 

0  8 

0  10 

0  8 

0  3 

2  2i 

2  3} 

5  Uf 
5  7} 

6   4 

5  111 

c 

8711 

Ft.  in, 

0  9 

0  U 

0  9 

0  n 


0 
0 
0 
0 
0 
2 

6 
6 


9 
61 


a  Not  Included  !n,^ample. 
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Section  A  (sample  8709)  was  cut  from  bee  of  entry  8,  11,000  feet  from  drift  mouth. 

Section  B  (sample  8710)  was  cut  from  face  of  entry  5, 10,000  feet  from  drift  mouth. 

Section  C  (sample  8711)  was  cut  from  pillar  of  room  6,  off  entry  2,  9,000  feet  from 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8709  and  8710  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8795. 

Seetuma  of  coal  bed  in  Keystone  No.  t  mine,  \  mile  aoutheaat  of  Keystone. 


Section '. 

Laboratory  No 

Roof,  bard  gray  abale. 

Soft  bright  coal 

Soft  bright  coal  (mother-ooal  streaks) . 

Solphiir  a 

Soft  bright  coal  (mother-coal  streaks). 

Hard  bright  coal 

Soft  bright  coal  (ixiotber«oal  streaks) . 

BonTcoalo 

Soft  oright  coal  (mother-coal  streaks) . 

Soft  bright  coal 

Hard  gray  coal 

Soft  bright  coal 

Soft  bright  coal  (motber«oal  streaks) . 
Fkxir,  hard  shale  (smooth  8urf^u»). 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

8706 

8706 

Ft.  in. 

Ft.  in. 

0  9 

•  •   •  • 

.. 

0  8i 

0  2 

0  3 

0  9 

1  9 

0  2 

•  •   •  • 

0  11 

0  a 

0  6 

•  •   •  • 

0  3} 

•  •   «  • 

0  Bi 

0  3 

0  2 

2  4 

"2  '7 

6  8} 

6  Si 

5  11 

c 

8707 
Ft.  in. 
0     7} 

0    n 

■  ■       •  • 

6      21 
0      7{ 

5  m 

6  7} 


o  Not  included  in  sample. 

Section  A  (sample  8706)  was  cut  from  face  of  room  10,  5,000  feet  from  drift  mouth. 

Section  B  (sample  8708)  was  cut  from  pillar  of  entry  4,  3,0(X)  feet  from  drift  mouth. 

Section  C  (sample  8707)  was  cut  from  pillar  of  room  10  on  entry  1,  1,500  feet  from 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8707  and  8708  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8794. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  at  bottom  of  bed  and  was 
shot  down  with  black  blasting  powder.  The  tipple,  which  was  used  by  mines  Nos.  1 
and  2,  was  equipped  with  bar  screens  with  |-inch  openings.  Sixty  per  cent  of  the 
coal  was  shipped  in  run-of-mine  form,  the  remainder  being  screened.  This  is  a 
coking  coal;  290  tons  of  the  screenings  was  coked  at  the  mine  daily.  The  coal  was 
picked  on  the  car  by  three  trimmers.  The  daily  output  averaged  about  375  tons  at 
No.  1  mine  and  350  tons  at  No.  2  mine,  and  the  maximum  day's  run  was  500  and  495 
tons,  respectively.  The  output  was  to  be  increased  and  derived  in  equal  amounts 
from  advance  workings  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  261,  262. 

Ktle.    Lynchburg  Mine. 

Sample, — Bituminous  coal;  Pocahontas  field;  analyses  Nos.  8666,  8667,  8668,  8669, 
8670, 8671, 8725  (p.  262). 

Mine. — Lynchburg;  Norfolk  &  Western  district;  a  drift  mine,  at  Kyle. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  The  thickness  of  the  bed  is  lairly  uniform,  averaging  7  feet,  but 
ranging  from  5  to  9  feet.  The  main  roof  is  dark-gray  clay,  between  which  and  the  coal 
is  a  layer  of  "draw  slate ''  2  to  4  inches  thick.  The  floor  is  a  hard  dark-colored  clay 
with  a  smooth  eaiface. 


996 


AKALTSE8  OF  GOALS. 


The  bed  was  meamued  and  eampled  by  C.  A.  Fisher  on  Augnat  3, 1909,  at  m  points, 
as  described  below: 

Sections  of  coal  bed  in  Lywhhvarg  mine  at  Kyle. 


Section. 

Laboratory  No 

Roof,  dark-gray  day  and  draw  slate. 

Bony  ooal  o 

Bright  coal  f  mother^oal  streakB) 

Bony  ooal  (aark-oolored  "sulphur")'- 

Bright  loose coaKmotber-ooal  streak) . . 

Bony  coal  (dark  brown  or  gray) « 

Brigntflrm  coal  (mother-coal  streak). . . 
FkxMT,  hard,  dark-gray  clay. 

ThJcknesB  of  bed , 

Thickness  of  ooal  sampled 


A 

8665 
FU  in. 


0 
0 
2 
0 

4 

7 
7 


7 
1 
0 
2 

7 

5 
2 


B 

8667 
FU  <n. 


0 
0 
2 
0 

4 

7 
7 


8 
1 

8 
6 


C 

8671 
Ft.  <«. 
0     U 


0 
0 
2 

0 

4 


8 

U 
0 

\ 

5 


7      4i 
7      1 


D 

8668 
Fu  in. 


0 
0 
2 
0 

4 


8 
2 
0 

I' 


7     3i 
7     0 


8670 

FU  In. 

•  •  •  • 

0  10 

0       \ 

2  0 

0  1 

4  0 

6  Hi 

6  10 


F 

8660 

FL   In. 


0 
0 
2 
0 
4 

7 
7 


10 
0* 

1 

2 

U 
0 


o  Not  included  in  sample. 

Section  A  (sample  8666)  was  cut  from  face  of  main  entry. 

Section  B  (sample  8667)  was  cut  from  face  of  cross  entry  11,  off  main  entry. 

Section  C  (sample  8671)  was  cut  from  room  20,  off  entry  9),  off  main  entry. 

Section  D  (sample  8668)  was  cut  from  left  upland  entry. 

Section  E  (sample  8670)  was  cut  from  North  Carolina  entry,  pillar  17. 

Section  F  (sample  8669)  was  cut  from  pillar  34,  entry  6,  off  main  entry. 

A  composite  sample  was  made  by  mixing  samples  8666,  8667,  8668,  and  8671  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8725. 

Notes. — The  coal  at  this  mine  was  undercut  by  hand  at  bottom  of  bed,  and  was  shot 
down  with  black  powder.  In  August,  1909,  the  tipple  was  being  equipped  with 
screens,  both  bar  and  revolving,  the  former  with  3-inch  spaces  and  the  latter  with 
f-inch,  f-inch,  and  l^-inch  spaces.  At  that  time  60  per  cent  of  the  coal  was  shipped  in 
run-of-mine  form,  the  screening  from  the  remaining  40  per  cent  being  coked.  A  total 
tonnage  of  150  tons  was  coked  daily.  The  coal  was  picked  on  the  car  by  four  trimmers. 
The  estimated  daily  output  was  about  1,300  tons,  and  1,500  tons  was  a  maximum  day's 
run.  The  future  output  was  to  be  derived  from  both  advance  work  and  pillars,  and 
the  tonnage  was  to  be  increased. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  262. 

Landoraff.    Empire  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  anals^ses  Nos.  8658,  8659,  8660, 
8661,8662,8699  (pp.  262,  263). 

Mint. — ^Empire;  Norfolk  &  Western  district;  a  drift  mine  at  lAndgraff,  on  the  Nor- 
folk &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  uniform,  ranging  as  mined  from  5  to  7  feet; 
dip,  slight  to  the  northwest;  roof,  strong-bedded  sandstone,  underlain  with  2  to  3 
feet  of  dark  gray  shale  which  tends  to  fall  with  the  coal;  floor,  hard  clay  with  smooth 
surface. 

The  bed  was  measured  and  sampled  at  five  points  by  C.  A.  Fisher  on  August  2, 1909, 
as  described  below: 

Sections  of  ooal  bed  in  Empire  mine  at  Landgraff. 


Section 

Laboratory  No 

Roof,  dark  gray  shale,  2  to  3  feet  thick. 
Bright  ooal. 


Hard,  dark  bone* 

Bright  ooal  (mother-ooal  streaks) 

Bone  and  crey  ooal  • 

Bright  ooal  (mothcrcoal  streaks) 
Ftoqr,  hard  clay. 

TniokneBBofbed 

Thickness  of  ooal  sampled 


A 

8662 
Ft.  in. 
0 
0 


^ 


2 
0 


li 


3      fr 


6     U 
6    111 


B 
8661 
Ft.  in. 
0     6 

?nt 

0     3 
3      6 

6     3 
6    IH 


C 

8660 

Ft.  in. 


2  1 
0  ^ 

3  7 

6  111 

6  8 


D 

OQOv 

Ft.  in. 

0  4k 

0  1 

6  2 


I  9 


E 
8668 
Ft.  in. 

3    lOi 

6     6 
6       i 


a  Not  Indnded  in  sample. 


WEST  viboinia:  Mcdowell  county. 
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Section  A  (sample  8662)  was  cut  from  the  &ce  of  the  main  entry. 

Section  B  (sample  8661)  was  cut  from  the  face  of  diagonal  entry  9. 

Section  C  (sample  8660)  was  cut  from  the  ^e  of  diagonal  entry  6. 

Section  D  (sample  8659)  was  cut  from  a  pillar  between  entries  18  and  20,  off  diagonal 
entry  1. 

Section  £  (sample  8658)  was  cut  from  a  pillar  on  entry  8,  off  diagonal  entry  1. 

A  composite  sample  was  made  by  mixing  the  face  samples  8660,  8661,  and  8662  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8699. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  bottom  part  of  bed  and  was 
shot  down  with  black  powder.  The  tipple  was  fully  equipped  with  bar  and  «>»ftlriTig 
screens.  The  screenings  were  coked  in  beehive  ovens.  The  coal  was  picked  on  car. 
The  daily  output  averaged  1,200  tons,  and  2,500  tons  was  the  maximimi  day's  run. 
The  future  output  was  to  be  derived  from  both  advance  work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  262, 263. 

McDowell.    McDowell  Mine. 

.  Sample, — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8499,  8500,  8501, 
8602,  8533,  8686,  8687  (p.  263). 

Mine, — ^McDowell;  Norfolk  A  Western  district;  a  drift  mine  at  McDowell,  on  the 
Northfork  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  imiform,  ranging  as  mined  from  5  feet  2  inches 
to  6  feet  2  inches;  dip,  1)^  NW. ;  roof,  strong  blue  shale,  underlain  with  2  to  8  inches 
of  draw  shale,  and  with  a  cap  rock  4  feet  above;  the  draw  shale  tends  to  &11  with  the 
coal;  floor,  &irly  hard  clay  shale  with  a  smooth  surfiice;  cover,  for  the  most  part,  200 
to  600  feet  thick. 

The  bed  was  measured  and  sampled  at  five  points  by  H.  M.  Wolflin  on  July  21,  23, 
and  24, 1909,  and  by  J.  J.  Rutledge  on  July  24, 1909,  as  described  below: 

SeeUone  of  coal  bed  in  MeDoweU  mine  at  McDowell, 


Section 

Laboratory  No 

Roof,  strong  blue  sbale  and  draw  shale. 

Coal  with  motlieiHwal  streak 

Bime 

Soft  ooal  with  mother-ooal  streak. . 

Ofay  bony  ooal 

Goal  with  mother-ooal  streaks 

Ffcx^  hard  day  shale. 

Thiokness  of  bed 

Thickness  of  ooal  sampled 


A 

B 

C 

D 

8480 

8600 

8501 

8502 

Ft.   in. 

Ft.  in. 

Ft,  in. 

Ft.    in. 

0  Hi 

0  11 

1     2 

1   2 

oO  3 

aO   3 

oO   2 

aO  4i 

4   i 

2   & 

2   8 

2  1 

•  «    •  • 

aO   1 

0  2 

0  2} 

■  •     mm 

1   4 

1  n 

1  6 

5  2} 

4  111 

6   U 
4  0 

1 3 

5   3§ 
4  111 

E 
8633 

J^.   in. 


1 
0 
1 
0 
2 


? 

0 


5  4 

6  0 


•  Not  inoladed  in  sample. 

Section  A  (sample  8499)  was  cut  from  the  face  of  the  Scotland  entry,  5,600  feet  south- 
east of  the  drift  mouth. 

Section  B  (sample  8500)  was  cut  from  the  face  of  the  Ohio  entry,  6,000  feet  northeast 
of  the  drift  mouth. 

Section  C  (sample  8501)  was  cut  from  the  foce  of  the  Pennsylvania  entry,  5,400  feet 
southeast  of  the  drift  mouth. 

Section  D  (sample  8502)  was  cut  from  a  pillar  of  room  24  on  the  New  York  entry, 
3,200  feet  southeast  of  the  drift  mouth. 

Section  E  (sample  8533)  was  cut  from  a  pillar. 

A  composite  sample  was  made  by  mixing  the  face  samples  8499,  8500,  and  8501  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8687. 

A  composite  sample  was  also  made  by  mixing  the  pillar  samples  8533  and  8502  for 
an  ultimate  analysis,  the  results  of  whic^  are  shown  under  laboratory  No.  8686. 
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ANALYSES  OF  COALS. 


NoUs. — ^The  coal  at  this  mine  was  undercut  with  puncher  machines,  in  bottom  part 
of  bed,  and  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar 
screens,  and  the  screenings  were  coked  in  beehive  ovens.  Of  the  entire  output,  80  per 
cent  was  shipped  in  run-of-mine  form.  The  coal  was  picked  on  car  by  eight  trimmers. 
Daily  output  averaged  1,000  tons,  1,850  tons  being  a  maximum  day's  run.  PUns 
were  being  completed  to  build  a  new  tipple  and  to  increase  the  output,  which  was 
to  be  derived  from  both  advance  work  and  piUars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  263. 

McDowell.    Ghbenbribr  Mins. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8497,  8498,  8530, 
8531,  8532,  8672  (p.  263). 

Mine. — Greenbrier;  Norfolk  A  Western  district;  a  drift  mine  about  1}  miles  east  of 
McDowell,  on  the  Norfolk  Branch  of  the  Norfolk  A  Western  Railway. 

Coal  bed, — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  as  mined,  from  5  to  7  feet;  roof,  rather  hard  but  brittle 
and  treacherous  blue  shale  from  1)  to  10  feet  in  thickness;  between  this  and  the  coal 
there  is  about  5  inches  of  ''muck  "  or  ''draw  slate, "  which  fell  and  tended  to  mix  with 
the  coal  in  mining;  there  is  a  cap  rock  of  sandstone;  floor,  hard  blue  shaly  undeiclay 
with  smooth  surface. 

The  bed  was  measured  and  sampled  at  five  points  on  July  26, 1909,  by  J.  J.  Rutledge 
and  H.  M.  Wolflin,  as  described  below: 

Sections  of  coal  bed  in  Oreenbrier  mine,  H  miU$  east  of  McDoweU. 


Section 

Laboratory  No 

Roof,  hard  blue  shale  and  muck  or  draw  slate. 

Coal 

Bone* 

Coal 

Hard  nay  ooal 

Coal  (in  places  motheivcoal  streaks) 

Sulphurous  bone  o 

Soft  coal  (motheKXMU  streaks) 

Coal. 


FloOT.  hard,  blue  shaly  underclay. 
Thtekneasofbed. 


Thickness  of  ooal  sampled . 


A 

8407 
Ft.  <n. 


1 
0 
0 
0 
2 
0 
1 


0 

I 


5     3} 
4    11 


B 


Ft,  to. 

1  0 
0  4 

2  6 


•       •  • 

I  1 


c 

8680 
Ft.  in. 


I 
0 
0 
0 
2 
0 


2« 
3 
4 
2 


1      01 
6    lo| 


D 
8531 
Ft.  in. 
1     2 


0 

4 

0 

2 

0 

H 

2 

8 

0 

i 

i 

i* 

6 

9k 

6 

5 

B 


Ft.  Hl 

I     0 


0 
0 
0 
2 
0 


8 
4 
8 

1 


1     0 


6 
6 


3 


a  Not  tndaded  in  sample. 

Section  A  (sample  8497)  was  cut  from  piUar  4,  off  cross  entry  4,  off  main  entry  1. 

Section  B  (sample  8498)  was  cut  from  pillar  3,  off  cross  entry  6,  off  main  entry  1. 

Section  C  (sample  8630)  was  cut  from  room  1,  off  cross  entry  9,  off  main  entry. 

Section  D  (sample  8531)  was  cut  from  face  of  cross  entry  3. 

Section  E  (sample  8532)  was  cut  from  face  of  cross  entry  2,  off  entry  34. 

A  composite  sample  was  made  by  mixing  samples  8498,  8530,  8531,  and  8532  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8672. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  bottom  part  of  bed,  and  was 
shot  down  with  black  blasting  powder.  The  tipple  was  equipped  with  bar  screens 
with  3-inch  and  l^inch  openings.  The  slack  was  coked  in  beehive  ovens  of  which 
there  were  200  at  the  plant,  80  being  fired  at  time  of  sampling  in  July,  1909.  The 
coal  was  picked  by  six  trimmers.  The  daily  output  averaged  about  800  tons,  and 
1,200  tons  was  a  maximum  day's  run.  It  was  planned  to  increase  the  capacity. 
The  output  was  to  be  derived  from  both  advance  work  and  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  203. 
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Marytown.    Mabytown  Mine. 

Sample, — SemibituminotiB  coal;  Pocahontas  field;  analyses  Nos.  8821,  8822,  8823, 
8824,  8825,  8933  (p.  264). 

Mine. — Marytown;  Norfolk  and  Western  district;  a  drift  mine  at  Marytown  on  the 
main  line  of  the  Norfolk  &  Western  Railway. 

Coal  bed, — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. It  varies  in  thickness  from  3)  to  4  feet,  and  has  no  partings  of  inferior  material. 
The  roof  has  a  smooth  siurface  and  is  a  hard  gray  shale,  which  did  not  fall  with  the  coal. 
The  floor  is  a  hard  imderclay.    The  cover  was  30  to  300  feet  thick. 

The  bed  was  measured  and  sampled  at  five  points  by  J.  W.  Groves  on  August  11, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Marytown  mine  at  Marytoivn. 


Sections 

Laboratorv  No 

Roof,  bard  gray  shale. 

Coal 

Mother  ooal 

Coal 

Mother  ooal 

Coal 

Mother  coaL 

Coal 

Floor,  hard  onderolay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

B 

C 

D 

8821 

8822 

8823 

8S24 

Ft.    in. 

Ft.    in. 

Ft.    in. 

Ft.    in. 

2  1(H 

0 

1   1 

1  10 

2  11 

2  9 

0   i 
0   4} 
0 

0  i 
0  3 

0   i 

0  4 

■  *    •  ■ 

■  •      •  a 

0  3 

0  3 

•  •    •  ■ 

.. 

0  8} 

0 

•  •    •  • 

..   .. 

0  2} 

•  •    ■  ■ 

3  lU 
3  111 

3  3| 
3  3} 

3  10 

3   4 

3  10 

3   4 

E 
8825 
Ft.    in. 

3     3 

0    4 


3      6 
3     6 


Section  A  (sample  8821)  was  cut  from  face  of  last  crosscut  on  main  entry,  6,100 
feet  southeast  of  drift  mouth. 

Section  B  (sample  8822)  was  cut  from  the  face  of  cross  entry  3,  o£f  left  entry  12, 
6,000  feet  southeast  of  drift  mouth. 

Section  C  (sample  8823)  was  cut  from  face  of  last  crosscut  on  right  entry  12,  4,600 
feet  southeast  of  drift  mouth. 

Section  D  (sample  8824)  was  cut  from  a  pillar  on  cross  entry  6,  off  left  entry  10, 
3,600  feet  southeast  of  drift  mouth. 

Section  E  (sample  8825)  was  cut  from  the  face  of  room  2,  off  cross  entry  7,  off  right 
entry  11, 3,600  feet  southeast  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  face  samples  8821,  8822,  8823,  and  8825  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8933. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  punching  machines  and  hand  picks 
and  was  shot  down  with  black  powder.  The  tipple  was  provided  with  shaker  screens 
and  two  loading  tracks.  The  coal  was  picked  as  it  was  loaded  on  the  cars.  The 
screenings,  about  65  per  cent  of  the  output,  went  to  by-product  coke  ovens.  The 
remainder  of  the  output  was  sold  as  lump,  egg,  and  nut  coal  in  proportions  of  11, 14, 
and  10  per  cent,  respectively.  The  capacity  of  the  mine  was  1,025  tons  daily;  the 
estimated  average  output  was  about  700  tons  daily.  The  output  was  to  be  largely  from 
advance  work,  but  eventually  about  in  equal  proportions  from  advance  work  and 
pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  ^64. 


Matbeuby.  Elkhorn  Mine. 


Sample, — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8506,  8507,  8508, 
8509,  8510,  8588  (pp.  264,  265). 

Mine, — Elkhorn;  Norfolk  and  Western  district;  a  drift  mine  near  Maybeury  on  the 
Norfolk  &  Western  Railway. 

Coal  bed. — ^Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.    Thickness,  fairly  uniform,  ranging  as  mined  from  7  to  9  feet  6 
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AVALTBBS  OF  COALS. 


iDclies;  looC,  day  Aale  of 
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The  bed 


poor  quality,  n 
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BrtBltteiMl 
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0 
S 
0 

7 


4 
7 


2 
•  0 

3 
«0 

2 

8 

7 


I 


<  1 

I     •• 

S 

•a 

a 

«a 

2 


181 

a 


1 

2 
S 
1 

2 
4 


Ft 

•  1 

«a 

2 

•a 

a 

•  a 

4 


3 

!'! 

11  I 

1  I 


a 

8 


5 

m 


8      < 


B 
SIO 

1  0 

•a  2 

2  • 

•  0    1 
2   0 

5? 


•  Not  included  in  MMple. 

Sectkm  A  (ounple  8506)  waa  cut  bom  die  face  of  room  11  on  entry  4,  off 
entry  6. 

Sectioii  B  (flunple  8507)  waa  cat  from  a  inDar  on  entry  14,  between  rooma  5  and  6. 

Section  C  (aunple  8508)  waa  cut  from  a  inDar  on  chmb  entry  16,  between  nwma 
5and6. 

Section  D  (aunple  8509)  waa  cut  from  a  pillar  at  the  head  of  entry  14. 

Section  D  (aunple  8510)  waa  cut  from  a  pillar  in  room  5  on  entry  2  of  aection  95. 

A  compoaite  aunple  waa  made  by  mixing  the  piUar  aamplea  8507,  8508,  8500,  and 
8510  for  an  ultimate  analyaiB,  the  reaolta  of  idiich  are  diown  under  laboratory  No.  8588. 

An  ulttmate  analyaia  waa  alao  made  for  the  face  aunple  8506,  the  reeulta  of  idudi 
are  diown  under  the  aune  hhoniary  No.  8506. 

NoUi. — ^The  coal  at  this  mine  waa  undercut  by  hand  in  bottom  part  of  bed,  and  waa 
diot  down  with  black  powder.  The  tipple  waa  equipped  with  bar  and  revolving 
aoeeni^  with  }-inch,  l-ipch,  and  l^-inch  apacea.  The  acreeningB  were  coked  in 
beehive  ovena.  The  coal  was  picked  on  car.  The  daOy  output  avenged  600  Uuu^ 
and  1,700  tona  was  the  maTimum  day'a  run.  The  future  output  was  to  be  derived 
from  both  advance  work  and  pillar8»  the  laiger  portion  (about  80  per  cent)  from  the 
piUara. 

For  chemlral  analyaea  of  thia  coal  see  part  I  of  this  bulletin,  pp.  264,  266. 

Matbeubt.    Anglb  Minb. 

Sample.— Semibitominoua  coal;  Pocahontaa  field;  analyaea  Noe.  8454,  8455,  8456» 
8401,  8402,  8403,  8472  (p.  265). 

Mine, — ^An^;  NorfoOc  is  Weatem  district;  a  drift  mine  2  miles  northeast  of  May- 
beory,  on  the  Norfolk  A  Western  Railway. 

Coal  bed.— Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontaa formation.  The  acreage  in  this  mine  is  separated  into  twodivisbna  by  what  la 
locally  known  aa  the  "Norfolk  Split,"  which  may  be  described  as  a  thickening  of  the 
so-called  "sulphur  band  "  into  a  rock  parting.  The  thickness  of  coal  as  mined  ranges 
from  5  feet  8  inches  under  the  above  split  to  8  feet  4  inches  in  the  undisturbed  portions; 
roof,  strong  blue  shale  underlain  with  3  inchea  of  "draw  slate"  that  fell  with  the  coal; 
floor,  hard  dark  dude  overlain  with  1  incii  of  hard  underclay  with  smooth  surface; 
cover,  for  the  most  part,  500  to  800  feet  thick. 
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The  bed  was  measured  and  sampled  at  six  points  by  R.  Y.  Willkms  and  A.  G. 
Ramsay  on  July  22, 1909,  as  described  below: 

.    Sectiom  of  coal  bed  in  Angle  mine,  t  miht  northeast  of  Mayheury, 


Sootioiia  ............................... 

Labontoiy  No 

BooT:  Strang  blue  shale  and  draw  slate. 

Boftbrifllitooal 

Hard  bright  to  gray  coal 


Sort  bright  ooal 

Booe  to  liard  gray  coal 

Soft  brMit  ooal 

Bone  to  nard  gray  ooal 

Soft  brispht  and  mother  ooal 

Hard  brwit  ooal  to  sulphur  band . 

Soft  bri^  ooal 

Floor,  bardunderclay. 

fhickness  of  bed 

Thickness  of  ooal  samikled 


A 

8454 
FL  in. 

1     11 

0 
aO 

0 

0 

0 

0 


4 
5 

21 


2    10 

0 

0 

6      2 
6      9| 


B 

8455 

FU  Hi. 


0 
0 

aO 
0 

•  0 
0 
0 
2 

aO 
1 


7 
6 

!' 
■I 

1 


5    10 
5      6| 


C 

8466 

Fl  in. 


0  11 

•  0  ^ 

0  7] 

0  2] 

3  3 


5     3i 
5      0 


D 

8403 
FU  in. 


0   101 
0     3 


0 
0 


It 


2  11 
aO      1 
0     ^ 

5      8i 
5      4 


B 

8403 
FU  iM. 


1 
•  0 


1 
4 


3  n 

0  i| 

0  7 

5  9 

6  3i 


P 

8401 

Ft  <». 
0  6| 
0     5} 

lO     3 


0    n 

0     1| 

2     9 


aO 


W 


6     6 
«      1* 


a  Not  included  in  sample. 

Section  A  (sample  8454)  was  cut  from  fece  of  the  main  air  course,  off  entry  A,  3,600 
feet  from  drift  mouth. 

Section  B  (sample  8465)  was  cut  from  a  pillar  in  room  6  on  beading  8, 4,500  feet  from 
drift  mouth. 

Section  C  (sample  8456)  was  cut  from  the  face  of  room  35  on  heading  2,  4,600  feet 
from  drift  mouth. 

Section  D  (sample  8402)  was  cut  from  the  face  of  entry  2,  off  Cherokee  heading, 
8,500  feet  from  drift  mouth. 

Section  E  (sample  8403)  was  cut  from  the  foce  of  entry  3,  8,000  feet  from  drift 
mouth. 

Section  F  (sample  8401)  was  cut  from  the  foce  of  entry  C,  8,000  feet  from  drift 
mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8454,  8456,  8401,  8402, 
and  8403  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
No.  8472. 

Notes, — ^The  coal  at  this  mine  was  undercut  with  chain  machines  in  bottom  part  of 
bed,  and  was  shot  down  with  black  powder.  The  coal  was  shipped  in  run-of-mine 
form,  and  was  picked  on  cars  by  six  trimmers.  The  estimated  daily  output  was 
about  900  tons,  and  1,300  tons  was  the  maximum  day's  run.  It  was  planned  to 
increase  the  production  50  per  cent.  The  output  was  to  be  derived  chiefly  from 
advance  work.  The  output  of  mine  should  be  considered  in  connection  wiUi  that 
of  the  Noriolk  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  265. 

Matbsttbt.    Norfolk  Minb. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  7103,  7194,  8404, 
8405,  8406,  8330,  8331,  8332,  8420  (p.  265). 

Min€. — ^Norfolk;  Noriolk  &  Western  district;  a  drift  mine  2  miles  northeast  of  May- 
beury  on  the  Norfolk  &  Western  Railway. 

Chal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  uniform,  ranging  as  mined  from  8  feet  6  inches  to  9 
feet  6  inches;  roof,  tender  gray  shale  which  frequently  necessitated  the  leaving  up  of  12 
inches  of  "top  coal "  for  the  immediate  roof  in  advance  work;  the  gray  shale  has  a  cap 
rock  from  2  to  8  feet  above;  floor,  hard  slate  with  smooth  sur&ce;  cover,  for  the  most 
part,  300  to  600  feet  thick. 
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The  bed  waa  measured  and  sampled  at  six  points  by  R.  Y.  Wi] 
Ramsay  on  July  23, 1909,  as  described  below: 

Sections  of  coal  bed  in  Norfolk  mine,  t  mtZet  noiikeast  of  Mayheury, 


and  A.  C. 


Labontonr  No 

Boot,  tender  nay  diale. 

"Top  cod*' 

"Salphur"  band 

Bright  goaI 

Bard  gray  ooal 

Soft  bright  coal  (mother-ooal  stiealEB) 

Hard  gray  ooal 


Soft  bright  ooal  (mothor-ooal  atreaka.. 

Hard  gray  ooal 

Soft  bright  ooal  (motber-«oal  atnaka). 

Hard,  dense,  diill  giay  ooal 

Soft  bright  ooal 


Thlcknenofbed 

ThldmeBB  of  ooal  aampled. 


A 

B 

•    c 

D 

E 

84M 

8406 

8406 

8332 

8331 

FU   in. 

FL   to. 

Ft.   fn. 

FL    fti. 

Ft.   te. 

1      2| 

1      6 

1     3 

..    10 

31       0 

aO      1 

aO     2 

•  0     2 

aO     3 

'0     2 

0      1 

0      4 

•  •         •  • 

•  ■         •  ■ 

•  •         •  « 

0      1 

^  ^ 

0     3 

•  •         •  • 

•  •         ■  * 

1    11 

1      7 

1    H 

2     0 

2     3 

•  •         •  • 

0     6 

0     ? 

*  ■         •  • 

•  •         ■  • 

aO      5 

aO     S| 

aO      4 

•  0     8 

aO     3 

0      8 

0    10 

0'   8 

2     4 

0     7 

«0  If 
2      81 

I  ^ 

0     21 
3     3 

0  8 

1  lOi 

0     2 
2     6 

aO      1 

•  •         •  • 

3  0      11 

■  •         •  • 

?  n 

1      3 

•   ■                 mm 

0    111 

..     .. 

8  9} 
8      1 

1  'a 

o      Of 

1  !| 

f  I 

8     0 
7     4 

Fi.  Hu 

•  1  0 

•  0  2 
0  0 

"i  2 

0  4 

•  0  6 
0  10 

0  1} 

4  0 


8 

7 


H 


•  Not  Indaded  In  sample. 

Section  A  (sample  8404)  was  cut  from  the  &ce  of  cross  rig^t  entry  2, 4,600  feet  from 
drift  mouth. 

Section  B  (sample  8406)  was  cut  from  the  fajce  of  room  7  on  entry  C-4,  4,000  feet 
from  drift  mouth. 

Section  G  (sample  8406)  was  cut  from  a  pillar  of  roran  9  on  entry  B-1, 2,600  feet  from 
drift  mouth. 

Section  D  (sample  8332)  was  cut  from  the  old  main  chain  pillar,  3,200  feet  from 
drift  mouth. 

Section  E  (sample  8331)  was  cut  from  the  face  of  cross  right  entry  1,  4,000  feet  from 
drift  mouth. 

Section  F  (sample  8330)  was  cut  from  the  face  of  heading2, 4,600  feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  both  face  and  pillar  samples  8404,  8405, 
8406,  8330,  8331,  and  8332  for  an  ultimate  analysis,  results  of  which  are  shown  under 
lab<»ratory  No.  8420  (p.  266). 

The  bed  was  also  measured  and  sampled  at  two  points  by  G.  S.  Pope  on  January  11, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Norfolk  mine,  i  miles  northeast  of  Maybeury. 


Laboratory  No... 

Roof,  gray  ahale. 

Coal. 


Gray  ooal. 
Bony  ooal. 
Coal. 


Gray  coal... 
Brlmtooal. 
Motberooal. 
Coal. 


Gray  coal. 
Bony  coal. 
Coal. 


•  0 
0 
0 
0 
0 
aO 
0 

Bony  coal •. «0 

Soft  ooal j     0 

Gray  ooal .. 

Bony  ooal "0 

Soft  coal I    .. 

Brightooal )     2 

Gray  coal 0 

Brightooal 


7193 
Ft.   Hi. 

I       i 

0     1 


unci 
Coal 


Mother  ooal 

Coal 

Mother  coal 

Coal 

FloOT,  gray  ahale. 
Tluelmeesofbed. 
ThJoknen  ot  ooal  ampled. 


0 
0 


8 
7 


7 
6 
5 
2 


8 
3 

•  • 

9 

ut 


3 


7194 
Ft   in. 


0     3{ 


0     6 


0     4i 


0 
0 


•  •         •  • 


e  Not  indadedi  n  sample. 
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Sample  7193  was  taken  3,180  feet  southwest  of  opening,  400  feet  off  left  entry  I,  in 
room  3,  parallel  to  entry  13. 

Sample  7194  was  taken  1 ,  100  feet  south  by  2,600  feet  east  of  opening  in  air  coune  0-S. 

Notes. — Parting  No.  3  is  locally  termed  a  ''sulphur  band  "  but  it  is  really  a  soft  bone. 
Directly  opposite  the  side  of  aircourse  near  the  point  where  section  7194  was  taken 
was  a  sulphur  band  that  does  not  show  in  sample  taken.  The  coal  at  this  mine  was 
undercut  with  chain  machines  in  bottom  part  of  bed,  and  was  shot  down  with  black 
powder.  The  tipple  was  situated  in  a  narrow  valley  and  served  for  both  the  Norfolk 
and  the  Angle  mines  which  are  located  in  opposite  hillsides.  The  tipple  was  well 
equipped  with  screens  of  both  the  revolving  and  the  bar  types,  with  ^inch,  {-inch, 
l}-inch,  2-inch,  2}-inch,  2^inch,  3-inch,  4-inch,  and  6-inch  spaces.  The  coal  from 
the  Norfolk  mine  was  all  screened,  and  the  screenings,  which  amounted  to  25  per  cent 
of  the  whole  output,  were  coked  in  beehive  ovens.  The  coal  was  picked  on  the  car 
by  three  trimmers.  The  daily  output  of  the  mine  at  time  of  sampling  averaged  1,600 
tons,  and  2,500  tons  was  a  maximum  day's  run.  It  was  planned  to  increase  the  pro- 
duction 50  per  cent.  The  future  output  was  to  be  derived  from  both  advance  work 
and  pillars  in  about  equal  proportions.  The  output  of  mine  should  be  considered 
in  connection  with  that  of  the  Angle  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  265. 

NORTHFORK.   NoRTHFORK  MiNE. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8776,  8777  (p.  266). 

Miru. — Northfork;  Norfolk-Western  district;  a  drift  mine  at  Northfork,  on  the  main 
line  of  the  Norfolk  A  Western  Railway. 

Coal  bed. — Known  in  this  field  as  Pocahontas  No.  3.  Carboniferous  age,  Pocahontas 
formation.  The  thickness  ranges  as  mined  from  5  to  6^  feet;  roof,  hard  gray  shale, 
underlain  with  about  18  inches  of  ''draw  slate,*'  which  did  not  in  all  places  &11  with 
the  coal;  floor,  hard  shaly  underclay,  between  which  and  the  coal  there  is  in  places  a 
layer  of  soft  clay,  which  tended  to  mix  with  the  coal  in  loading. 

The  bed  was  measured  and  sampled  at  two  points  on  August  13,  1909,  by  H.  M. 
Wolflin,  as  described  below: 

Sections  of  coal  bed  in  Northfork  mine  at  Northfork, 


Section 

Laboratorv  No 

Roof,  hard  gray  ahale  (quality  variable)  and  "draw  slate." 

Hard  bri^t  coal 

Softbrif^ooal 

Solphnrouflcoal 

Hard  Cray  ooal 

Bright  mottled  ooal 

Hard  gray  coal 

Soft  oMl  (in  places  motherHXwl  streaks) 

Bony  ooal 

Soft  coal  (mother-ooal  streaks) 

Oraycoal 

Soft  coal  (mother-ooal  streaks) 

Floor,  soft  day  or  hard  shaly  onderday. 

Tmokneasofbed 

Thickness  of  ooal  sampled 


A 

8776 

Ft, 

in. 

0 

7f 

•  • 

•  0 

"i 

0 

n 

0 

3 

0 

10| 

aO 

3} 

0 

n 

0 

4 

2 

4 

6 

4 

5 

111 

B 

8777 
FL   hL 

■  •  mm 

0     6 


0 
0 
0 


7 
1 


0    10 
0     2 


I 

1 

6 

5 


4 
0 

0 


a  Not  Indnded  In  ample. 

Section  A  (sample  877o;  was  cut  from  the  &ce  of  Burke  entry,  about  900  feet  from 
drift  mouth. 

Section  B  (sample  8777)  was  cut  from  pillar  11  on  dip  entry. 

Notes, — ^The  coal  was  undercut  by  hand  in  bottom  part  of  bed,  and  was  shot  down 
with  black  powder.  The  tipple,  which  supplied  the  Norfolk  &  Western  coaling 
station  only,  was  connected  to  the  bins  over  the  track  by  a  long  chute,  and  was  not 
equipped  with  screens.    This  mine  was  connected  with  the  Piney  mine,  and  coal  was 
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BometimeB  hauled  through  the  mine  and  dumped  from  the  Piney  tipple,  but  this  was 
not  being  done  in  August,  1909,  when  the  mine  was  sampled.  The  daily  output  at 
that  time  averaged  about  70  tons,  and  122  tons  was  a  maximum  day's  run.  The  entire 
output  at  that  time  went  to  the  railroad  coaling  station .  The  future  tonnage  was  to  be 
derived  almost  entirely  from  pillars,  for  the  mine  was  nearing  exhaustion.  The  out- 
put of  mine  should  be  considered  in  connection  with  that  of  the  Piney  mine. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  266. 

Paoeton.    Paob  Nos.  1,  2,  and  3  Mines. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8521,  8522,  8528, 
8541,  8678,  8535,  8536,  8537,  8684,  8538,  8539,  8540,  8685  (p.  266). 

Mines. — Page  Nos.  1,  2,  and  3;  Norfolk-Western  district;  drift  mines  near 
Pageton,  on  the  Tug  Fork  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No .  3.  Carboniferous  age,  Pocahon- 
tas formation.  Thickness,  nearly  uniform,  ranging  as  mined  from  7  feet  6  inches  to 
8  feet  6  inches;  dip,  2}^  NW.;  roof,  gray  shale,  about  15  feet  thick  with  projecting 
knobs;  below  the  main  roof  is  4  to  8  inches  of  "draw  slate"  which  does  not  £all  inmie- 
diately  with  the  coal;  above  the  gray  shale  there  is  sandstone;  floor,  hard  underclay; 
cover,  for  the  most  part,  200  to  400  feet  thick. 

The  bed  was  measured  and  sampled  at  ten  points  by  R.  Y.  Williamis  on  July  29  and 
30, 1909,  as  described  below: 

Sections  of  coal  bed  in  Page  No,  1  ndne^  /}  miUi  north  of  Pageton. 


Seotton 

Laboratory  No 

Roof,  gray  diale  and  "draw  slate." 

Bolt  bright  coal 

Sulphur  band 

Soft  bright  coal  (mother-coal  streaks) 

Hard  gray  to  bony  coal 

Soft  bright  coal 

Hard  dense  gray  coal 

Hard  gray  to  bony  coal 

Soft  bright  coal  (mother-coal  streaks) 

Hard  gray  to  bony  coal 

Soft  bright  coal 

Harder  gray  coal 

Soft  coal. 

Floor,  hard  underday. 

T  Dickness  of  bed 

Thickness  of  coal  sampled. 


A 

B 

C 

8521 

8522 

8523 

^L   In. 

Ft.  in. 

Ft.  Hl 

0  5| 

0  6^ 

0  7 

•  0     1 

aO  1 

•  0  1 

1   3 

1  11) 

1   If 

0  3 

aO   l| 

0  8 

0  7 

0  6 

0  8 

0  1 

■  •    •  • 

aO  2 

0  1 

6  3} 

0  SI 

1   1 

1  6 

0  2 

aO  2 

1   1 

0  8 

0  64 

0  4 

0  2^ 

0  3 

2   7 

1  11 

2   1 

7  6 
7  3 

7  ^ 

7     2 

I  n 

D 

8541 

FL  in. 
0     6 

aO  2 
0  10 
0  4 
0     6 


•  0 
0 
0 
1 
0 
2 


3 

? 

8 
8 
2 


I  1 


a  Not  induded  In  sample. 

Section  A  (sample  8521)  was  cut  from  a  pillar  in  room  32  on  right  cross  entry  1, 2,700 
feet  from  drift  mouth. 

Section  B  (sample  8522)  was  cut  from  the  face  of  room  33  on  right  cross  entry  4, 3,300 
feet  from  drift  mouth. 

Section  C  (sample  8523)  was  cut  from  the  face  of  room  21  on  right  cross  entry  6, 3,800 
feet  from  drift  mouth. 

Section  D  (sample  8541)  was  cut  from  the  face  of  left  entry  6,  2,400  feet  from  drift 
mouth. 

A  composite  sample  was  made  by  mixing  face  samples  8522,  8523,  and  8541  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8678. 


WEST  vntGiNiA:  Mcdowell  cot7ntt. 
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Seetiont  of  coal  bed  in  Page  No:  2  mtne,  \  mUe  mmthwett  ofPageton, 


Section 

Laboratory  No 

Roof,  gray  dude  and  draw  olatc,  4  to  8  inchee. 

Soft  bright  ooal.... 

Sotoborband 

Soft  bright  ooal  (mothei^ooal  streaks) 

Hard  gray  ooal 

Soft  bright  ooal 


Soft  bright  ooal  (mother-ooal  streaks). 

Hard  gray  ooal 

Soft  bright  ooal 

Hard  giaj  ooal 

Soft  bright  ooal  (mother-coal  streaks) . 
Floc^  hard  onderday. 

ThickDeasofbed 

Thickness  of  ooal  sampled 


A 

8537 
Ft,  in. 

0 
aO 

2 

0      1 

0     2 
aO     8 


Hi. 

1 


0  2 

0  3 

4  3 

7  9} 

7  0 


B 

8536 

FL  in, 

0     6 


•  0 
1 
0 
1 


3* 


Tiaoe. 

•  *        •  • 

0      4 
2 
»0 


8 

7 


a  Not  indnded  In  sample. 

Section  A  (sample  8537)  was  cut  from  the  lace  of  cross  entry  2,  1,700  feet  from  drift 
mouth. 

Section  B  (sample  8536)  was  cut  from  the  face  of  the  main  entry,  1,800  feet  from  drift 
mouth. 

Section  C  (sample  8535)  was  cut  from  the  face  of  room  9  on  cross  entry  1,  1,200 
feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  face  samples  8535,  8536,  and  8537  for  an 
ultimate  analysis,  the  results  of  which  are  ehown  under  laboratory  No.  8684. 


Sections  of  ooal  bed  in  Page  No.  S  mtn«,  f  miles  north  o/PageUm. 


SeotioD 

Laboratory  No 

Boof.  nay  sbate  and  draw  slate. 

Bpght  ftpri 

Sulphur  and  bony  band 

Son  bright  coal  (motber-ooal  streaks) 

Gray  to  bony  ooal 

Soft  bri^t  ooal  (mother-coal  streaks) 

Bone  to  hard  gray  ooal 

Soft  bright  ooal  (moCherooal  streaks) 

nvd  gray  coal 

Soft  bright  ooal 

Floor:  hard  underclay. 

Tliicknessofbed 

Thickness  of  ooal  sampled 


C 
8638 
J^.  <«. 

0     7 


aO 
2 


2 
4 


•  0  1 

1  2 

•  •  •  • 

0  6 

0  8 

1  0 

6  1 

6  10 


a  Not  included  in  sample. 

Section  A  (sample  8540)  was  cut  from  the  face  of  the  main  entry,  2,300  feet  from  drift 
mouth. 

Section  B  (sample  8539)  was  cut  from  the  face  of  room  9,  on  cross  entry  4, 1,700  feet 
from  drift  mouth. 

Section  0  (sample  8538)  was  cut  from  the  face  of  right  cross  entry  2,  2,100  feet  from 
drift  mouth. 

A  composite  sample  was  made  by  mixing  face  samples  Nos.  8538,  8539,  and  8540 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8685. 

Notes, — ^The  coal  at  these  mines  was  undercut  with  puncher  machines  in  bottom 
part  of  bed  and  was  shot  down  with  black  powder  and  a  short-flame  explosive.  The 
tipple  had  bar  screens  with  3-inch  and  |-inch  spaces  and  shaker  scroens  with  1}- 
inch,  |-inch,  ^inch,  and  |-inch  holes.  The  screenings,  which  amounted  to  20  per 
cent  of  the  whole  output,  were  coked  in  beehive  ovens.  The  coal  was  picked  on 
car  by  four  trimmers.  The  daily  output  at  time  of  sampling  in  July,  1909,  averaged 
1,600  toDSi  and  2,000  tons  was  a  maximum  day's  run.    It  was  plimned  to  increase 
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the  output,  which  was  to  be  derived  from  advance  work  and  pillars  in  about  equal 
proportioDfi. 
For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  266. 

Powhatan.    Powhatan  Mine. 

Sample, — Semibituminous  coal;  Pocahontas  field;  analyses  Noe.  8327,  8328,  8329, 
8448,  8449,  8450,  8427  (p.  267). 

Miiu. — ^Powhatan;  Norfolk  &  Western  district;  a  drift  mine  at  Powhatan,  on  the 
Norfolk  &  Western  Bailway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  uniform,  ranging  as  mined  from  6  feet  2  inches 
to  9  feet;noof,  sandstone,  imderlain  with  ''draw  slate'';  floor,  hard  slaty  underclay; 
cover,  for  the  most  part,  about  300  feet  thick. 

The  bed  was  measured  and  sampled  at  six  points  by  R.  Y.  Williams  and  A.  C. 
Ramsay  on  July  20,  1909,  as  described  below: 

Sections  of  coal  bed  in  Powhatan  mine  at  Powhatan. 


SectioD.... 

Laboratory  No 

Roof,  sandstone,  draw  slate. 

Soft  bright ''top  ooal" 

Bony  and  sulpnur  band 

StMtt  Dright  ooal  (mother-coal  streaks) . 

Medium  hard  bright  ooal 

Bony  coal 

Soft  Dright  coal  (mother-coal  streaks) . 

Hard  gray  coal 

Soft  bright  ooal 

Hard  gray  ooal 

Soft  bright  coal  (mother-coal  streaks) . 

Hard  gray  ooal 

Soft  bright  ooal  (mother-coal  streaks) . 
Flow,  hard  slaty  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

8329 
Ft.   in. 

0    11 
ao     3 

0     8 

0     4 
ao      4 


0 
0 
0 
0 
2 

6 
6 


9 
4 

? 

6 


B 

8328 

Ft.  in. 

0  lU 
•0     l| 

1  7 

•  •         •  • 

ao     6 


1 
0 
0 

0 
2 


0 
3 

I* 

7 


7     5} 
6    U 


C 

8327 

Ft.  in. 

a\        0 

ao       2 


0 
0 
0 
ao 
1 
0 
2 


10 

4 
5 
4 
0 
4 
11 


7       4 
6      10 


D 

8448 

Ft.   in. 

0  9i 
ao      2 

1  3J 


0     2 
ao      3 


1 
ao 
2 


6      6 
5 


F 

8450 
Ft.  in. 
al      0 
al      2 

1     81 

a'o    'i\ 
1      0 


0 
0 
0 
2 


2i 
6 


8     4i 
5    Hi 


a  Not  included  in  sample. 


Section  A  (sample  8329)  was  cut  from  a  pillar  of  room  3  on  left  entry  5, 1,800  feet 
from  drift  mouth. 

Section  B  (sample  8328)  was  cut  from  the  face  of  left  entry  8},  2,400  feet  from  drift 
mouth. 

Section  C  (sample  8327)  was  cut  from  the  face  of  left  entry  12,  5,700  feet  from  drift 
mouth. 

Section  D  (sample  8448)  was  cut  from  a  pillar  in  room  9  on  right  entry  7,  3,300  feet 
from  drift  mouth. 

Section  E  (sample  8449)  was  cut  from  the  face  of  room  25  on  right  entry  8},  3,800 
feet  from  drift  mouth. 

Section  F  (sample  8450)  was  cut  from  the  face  of  right  entry  12,  5,600  feet  from 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8327,  8328,  8449,  and  8450  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8427. 

Notei. — ^The  coal  at  this  mine  was  undercut  both  by  hand  and  with  chain  machines 
in  bottom  part  of  bed,  and  was  shot  down  with  black  powder.  The  tipple  was 
equipped  with  bar  screens  with  3-inch  and  }-inch  spaces,  and  revolving  screens  with 
l^-inoh,  1-inch,  and  }-inch  holes.  The  screenings,  which  formed  25  per  cent  of  the 
whole  output,  were  coked  in  beehive  ovens.  The  coal  was  picked  on  car  by  six 
trimmers.  The  daily  output  at  time  of  inspection  and  sampling  in  July,  1909,  aver- 
aged 900  tons,  and  1,650  tons  was  a  maximum  day's  run.    It  was  planned  to  increasf 
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the  output,  whidi  was  to  be  derived  from  advance  work  and  pillan  in  equal  pro« 
portions. 
For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  267. 

RODBRFIELD.      PKEKIEB  PoCAHONTAS  No.  1  MiNE. 

Sample.— Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  649^  650  (p.  267). 

Mine. — ^Premier  Pocahontas  No.  1;  Norfolk  &  Western  district;  a  drift  mine,  three- 
fourths  mile  northwest  of  Premier  (formerly  known  as  Flanigan),  or  6  miles  southeast 
of  Roderfield,  on  the  Spice  Greek  branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed, — Known  in  this  field  as  the  Welch  or  No.  6.  It  is  of  Carboniferous  age, 
Pocahontas  formation.  The  bed  as  mined  ranges  in  thickness  from  3  feet  1  inch  to  3 
feet  7  inches.  The  coal  is  free  from  partings  save  for  a  characteristic  gray  splint 
which  occurs  near  the  top  of  the  bed.  The  roof  is  of  smooth  hard  shaly  sandstone, 
variable  in  thickness.  The  floor  is  of  hard  smooth  sandstone.  Neither  roof  nor 
floor  got  mixed  with  the  coal  in  loading.  Miners  and  pickers  had  little  difficulty 
in  discarding  the  gray  splint  (shale). 

The  bed  was  measured  and  sampled  at  two  points  by  P.  M.  Riefkin  and  A.  A. 
Straub  on  April  30, 1910,  as  described  below: 

Sections  of  coal  bed  in  Premier  PocahonUu  No,  1  mint,  6  miles  southeast  of  Roderfield. 


Section 

Laboratory  No 

Rocrf^dialy  sandfltone. 

Mother  coai  '('BtreakV. 
Spllnto 


A 

660 
Ft.  in. 
0     6| 


0     6 


OrayBpUnta., 0     4 

Coal. '     2     4i 


Floor,  hard  saDdstone.  I 

Thlckneai  of  bed 3 

ThickneBB  of  coal  sampled 3 


li 


B 
610 

Ft.   in. 
0   101 

"6    '2| 

2    i 


3      1 
2    10| 


•  Not  Included  In  aample. 

Section  A  (sample  650)  was  cut  from  face  of  right  entry  1,  off  left  entry  2, 1,150  feet 
southeast  of  drift  mouth. 

Section  B  (sample  649)  was  cut  from  face  of  right  entry  3,  off  main  heading,  1,300 
feet  south  of  drift  mouth. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  hand  pick  in  the  lower  part  of 
the  bed,  and  was  shot  down  with  black  blasting  powder.  There  were  no  screens,  the 
entire  output  being  shipped  as  run-of-mine  coal.  The  coal  was  picked  by  two  trim- 
mers as  it  was  loaded  on  the  care.  At  the  time  of  sampling  and  inspection  in  April, 
1910,  the  mine  had  a  capacity  of  200  tons  per  day,  the  average  daily  output  being  125 
tons,  all  of  which  was  taken  from  advance  work.  Premier  Nos.  1,  2,  and  3  were 
practically  new  mines  with  a  total  of  3,000  acres  of  land.  The  output  of  mine  shoidd 
be  considered  in  connection  with  that  of  Nos.  2  and  3  mines.  Output  of  three 
mines  in  fiscal  year  1910, 107,967  long  tons. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  267. 

RoDBRnsLD.    Pbbmibb  Pocahontas  No.  2  Minb. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  651,  652  (p.  267). 

Mine. — Premier  Pocahontas  No.  2;  Norfolk  &  Western  district;  a  drift  mine,  \ 
mile  west  of  Premier  (formerly  known  as  Flanigan),  or  6  miles  southeast  of  Roder- 
field, on  the  Spice  Creek  branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Welch  or  No.  6.  Carboniferous  age,  Sewell 
formation.  The  bed  as  mined  ranges  in  thickness  from  4  feet  2  inches  to  4  feet  7 
inches.  The  roof  is  of  smooth  sandstone  of  good  quality  and  does  not  fall  with  the 
coal.  The  floor  is  of  hard  sandstone  which  did  not  get  mixed  with  the  coal  in  load- 
ing.   The  coal  is  tree  from  partings  save  for  a  characteristic  gray  splint  which  occurs 
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at  variable  diBtances  firom  the  top.  The  minen  and  pickers  had  little  difficulty  in 
discarding  this  gray  splint  (shale)  in  loading  cars.  Output  of  mine  should  be  con^ 
sidered  in  connection  with  that  of  Nos.  1  and  3  mines. 

The  bed  was  measured  and  sampled  at  two  points  by  P.  M.  Riefkin  and  A.  A. 
Straub  on  April  30, 1910,  as  described  below: 

Sectioru  of  coal  bed  in  Premier  PocahonUu  No.  t  minej  6  miles  southeatt  of  Roderfidi. 


SectlaD 

LaboratorrNo , 

Roof,  sanaitoiie. 

Bilshtoo*! 

CoJT... 

Shale  (stnaka) 

Brightooal 

it(gray)a 

Hotlmr-ooal  stnaikB 

Coal 

Tloor,  aandatone. 

Thickness  of  bed 

ThickneBB  of  coal  nmpled 


A 

851 
Ft,  in. 
0     7i 


8  1 

1  6 

4  5 

4  4i 


B 

662 
Ft,  la. 

'6  iii 


0 
8 


1 


8    l3 


a  Not  Indoded  In  sample. 

Section  A  (sample  651)  was  cut  from  face  of  slope  of  left  entry  2,  1,800  feet  east  of 
drift  mouth. 

Section  B  (sample  662)  was  cut  from  face  of  left  entry  1, 1,400  feet  east  of  drift  mouth. 

Notes. — Notes  given  under  Premier  Pocahontas  No.  1  mine  apply,  except  that  the 
tipple  of  this  mine  was  provided  with  {-inch  and  3-inch  bar  screens.  The  mine  had 
a  capacity  of  300  tons  per  day,  the  average  daily  output  at  the  time  of  sampling 
being  250  tons,  all  of  which  was  taken  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  267. 

RODBRFIELD.      PbEMIER  PoCAHONTAS   No.  3  MiNE. 

Sample. — ^Bituminous  coal,  Pocahontas  field;  analyses  Nos.  653,  654,  655  (p.  267). 

Mine. — ^Premier  Pocahontas  No.  3;  Norfolk  &  Western  district;  a  drift  mine,  1  mile 
northeast  from  Premier  (formerly  known  as  Flanigan),  or  7  miles  southeast  of  Roder* 
field,  on  the  Spice  Greek  Branch  of  the  Norfolk  A  Western  Railway. 

Coal  bed. — Same  as  for  Pocahontas  No.  1  mine  (p.  1007). 

The  bed  was  measured  and  sampled  at  two  points  by  P.  M.  Riefkin  and  A.  A. 
Straub  on  April  30, 1910,  as  described  below: 

Sections  of  coal  bed  in  Premier  Pocahontas  No.  3  mine^  7  miles  southeast  of  Roderfield. 


Section 

LahoratocrNo 

Roof,  sandstone. 

Coal(soft) 

aSfffil::::::::::::: 

Btdint. 

®S^'.&::::::: 

Floor,  sandstone. 

TnioknesBofbed 

ThicknesB  of  coal  sampled 


A 

653 
Ft.  tn. 


•  0 


"A 


2     3 
0    10 

J  1 


B 
6M 
Ft.  In. 
0     H 

1P 


i"? 


•  Not  Inchided  In  sample. 


Section  A  (sample  653)  was  cut  from  the  &ce  of  slope  of  left  entry  1, 900  feet  northeart 
of  drift  mouth. 

Section  B  (sample  654)  was  cut  from  face  of  left  entry  2, 1,360  feet  east  of  drift  mouth. 

A  composite  sample  waa  made  by  mixing  the  face  samples  649,  650,  651»  652,  653, 
and  654  for  an  ultimate  analyris,  the  results  of  which  are  shown  under  laboratory 
No.  655. 


WEST  viboikia:  Mcdowell  cotjnty. 


1009 


Notes, — ^Notes  given  under  Premier  Pocahontas  No.  2  mine  apply  to  this  mine. 
Output  of  mine  should  be  considered  in  connection  with  that  of  Noe.  I  a&d  2  mines. 
For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  268. 

Switchback.    Delta  Mxnb. 

Sample, — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8411,  8412,  8413, 
8414, 8415, 8416, 8417  (p.  268). 

Mine, — Delta;  Norfolk  &  Western  district;  a  drift  mine  one-fourth  mile  northeast 
of  Switchback,  on  the  Norfolk  &  Western  Railway. 

Coal  bed, — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  The  acreage  in  this  mine  is  separated  into  two  divisions  by  what  is 
known  locally  as  the  '* Norfolk  Split,"  which  may  be  described  as  a  thickening  of 
the  so-called  *' sulphur  band  "  into  a  rock  parting.  The  thickness  of  the  coal  as  mmed 
ranges  from  5  feet  3  inches  under  the  above  split  to  8  feet  10  inches  in  the  undisturbed 
portions.  Main  roof  is  of  rather  soft  gray  shale,  between  which  and  the  coal  lies  a 
draw  slate  about  24  inches  thick,  which  tends  to  fall  and  mix  with  the  coal;  floor, 
hard  gray  shale  with  smooth  surface;  cover,  for  the  most  part,  150  to  400  feet  thick. 

The  bed  was  measured  and  sampled  at  six  points  by  R.  Y.  Williams  and  A.  G. 
Ramaay,  on  July  26,  1909,  as  described  below: 

Seetums  of  coal  bed  in  Delta  mine,  \  mile  northeast  ofStoitchback. 


Section 

Laboratory  No 

Boof.  gray  shale  and  draw  slate. 

Top  coal  (mother-coal  streaks) 

Snlphur  band 

Soft  bright  coal  (mother-coal  streaks) . . 

Hard  to  soft  gray  ooal 

Soft  bright  coal 

Hard  gray  coal  to  bone 

Soft  to  hard  bright  coal 

Hard  gray  coal  to  bone 

Soft  bright  coal  (mother-coal  stresks) . . 

Hard  gray  to  bony  coal 

Soft  bright  coal  (mother-ooal  streaks) . . 
Floor,  hard  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

C 

D 

E 

Mil 

8412 

8413 

8414 

8415 

FL  in. 

FL  in. 

FL  in. 

FL  in. 

FL  in. 

0    U 

0    11 

aO    11 

•  •         •  • 

•  •        •  • 

oO     3 

aO      U 
1     3) 
0     8 

aO     2 

•  •           mm 

mm          •  • 

1     8 
1    10 

0     % 

1     6i 

•  •         •  « 

1     7 

•  •         •  • 

mm             •  • 

0     H 

•  •         •  • 

•  •         •  • 

•  •         •  • 

0     2 

0     4 

•  •         •  • 

•  •         •  • 

•  •         •  • 

0     U 

0     4 

0     6 

0    10 

•  •         •  • 

0     1} 

•  •         •  • 

0     7 

oO     54 
1    10} 

•  0     8 

1    10 

1    10 

1    10 

1    10 

aO     3 

aO     4 

aO      6 

aO     3 

oO     3 

2     2 

2     8 

2     3 

2      2i 

2     6 

8    11 

8     6i 

8     3 

7      2 

6     5 

8     5 

8      1 

6     8 

6     H 

5    11 

F 

8416 

FL  in. 

1     0 
aO     2i 

1     7 


0 

0 

aO 

1 


4 
0 


aO     3 
0     3 
0 
2 


i 


8     2} 
7     5 


a  Not  included  in  sample. 

Section  A  (sample  8411)  was  cut  from  the  chain  pillar  on  cross  entry  3,  4,500  feet 
from  drift  mouth. 

Section  B  (sample  8412)  was  cut  from  the  face  of  entry  8, 7,000  feet  from  drift  mouth. 

Section  C  (sample  8413)  was  cut  from  the  face  of  entry  8-2,  4,500  feet  from  drift 
mouth. 

Section  D  (sample  8414)  was  cut  from  the  face  of  the  main  entry,  7,800  feet  horn 
drift  mouth. 

Section  E  (sample  8415)  was  cut  from  the  face  of  the  dip  entry,  7,000  feet  from  drift 
mouth. 

Section  F  (sample  8416)  was  cut  from  a  pillar  in  room  3  on  cross  entry  5,  2,000  feet 
from  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8411,  8412,  8413,  8414,  8415,  and 
8416  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8417. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  chain  machines  in  bottom  part  of  bed, 
and  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  screens 
with  2-inch  spaces.  Ordinarily  the  screenings  were  coked  in  beehive  ovens,  but  at 
the  time  of  sampling  (July,  1909)  the  ovens  had  been  ottt  of  blast  for  60  days,  and  the 
entire  output  was  shipped  as  run-of-mine  coal.    The  daily  average  output  was  about 

46889®— BuU.  22,  pt  2—13 44 
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1,200  tons,  and  2,048  tons  waa  the  maxiTniiTn  day's  output.    The  future  output  was  to 
be  derived  from  both  advance  work  and  pillars  in  about  equal  proportions. 
For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  268. 

Switchback.    Shahokin  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8398,  8399,  8400, 
8441,  8442,  8443,  8474,  8475  (pp.  268,269). 

Mine. — Shamokin;  Norfolk  &  Western  district;  a  drift  mine,  i  mile  southeast  of 
Switchback,  on  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  uniform,  ranging  as  mined  from  7  to  8«feet;  roof, 
strong  bedded  sandstone,  underlain  with  8  to  14  inches  of  draw  slate,  which  fell  with 
the  coal  in  the  rooms,  in  the  entries  14  inches  of  top  coal  was  left  up  as  the  immediate 
roof;  floor,  hard  clay  with  smooth  surface;  cover,  for  the  most  part,  120  to  300  feet 
thick. 

The  bed  was  measured  and  sampled  at  six  points  by  R.  Y.  Williams  and  A.  C.  Ram- 
say on  Jime  21, 1909,  as  described  below: 

Sections  of  coal  bed  in  Shamohin  mine,  \  mile  southeast  of  Switchback. 


Section 

LaboratoiT  No 

Roof,  saiidstone  and  draw  slate. 

Soft,  bright  ooal 

Sulphur  oand 

Soft,  bright  ooal  (mother-coal  streaks). 

Hard,  gray  coal 

Soft,  bright  ooal  (mother-coal  streaks). 

Bone 

Soft,  bright  coal 

Hard ,  gray  coal 

Soft,  bright  cool  (mother-coal  stxeaks). 

Hard,  gray  coal  to  bone 

Soft,  bright  coal 

Hard,  gray  coal 

Soft,  bright  ooal 

Floor,  hard  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

8441 

Ft.   in. 

0    10 


aO 
1 
0 
0 


I 

5 

1« 
5 


0      I 

0 

1 

0 

0 

0 

2 


I 

2 

3 


8       i 

7      8i 


r% 


aO      7i 


1 
oO 
0 
0 
2 


6 

U 
1 

1 

7 


7    Hi 
7     0 


D 

8398 

Ft.    in. 

0  11 
aO     2 

1  91 


•  0     8 


E 


Ft.   in. 
aO    10 
aO      2 
1      8 


aO 


3} 


0  8 

2  0 

7  5i 

6  2 


F 
8490 

Ft.  in. 

0    11 

•  0     2 


1 

0 

0 

•0 


7 
8 

4 
4 


2  0 

■  •  •  • 

■  •  »  • 

2  '2i 

7  0| 

7  si 


a  Not  included  in  sample. 

Section  A  (sample  8441)  was  cut  from  a  pillar  on  the  St.  Louis  entry,  4,200  feet  from 
drift  mouth. 

Section  B  (sample  8442)  was  cut  from  face  of  room  4  on  new  drift,  3,000  feet  from 
drift  mouth. 

Section  C  (sample  8443)  was  cut  from  a  pillar  in  room  14  on  the  Coney  Island  entry, 
2,000  feet  from  drift  mouth. 

Section  D  (sample  8398)  was  cut  from  the  face  of  the  old  main  entry,  6,400  feet  from 
drift  mouth. 

Section  £  (sample  8399)  was  cut  from  the  face  of  entry  14-1,  6,400  feet  from  drift 
mouth. 

Section  F  (sample  8400)  was  cut  from  the  chain  pillar  at  room  8  on  left  entry  12. 

A  composite  sample  was  made  by  mixing  face  and  pillar  samples  8398,  8399,  8400, 
and  8442  for  an  idtimate  analysis,  the  results  of  which  are  shown  imder  laboratory 
No.  8474.  A  composite  sample  was  also  made  by  mixing  the  pillar  samples  8441  and 
8443  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No. 
8475. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  chain  machines  in  bottom  part  of 
bed  and  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar 
screens  with  2-inch  and  4-inch  spaces.    The  screenings,  amounting  to  10  per  cent  of 
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the  whole  output,  were  coked  in  beehive  ovens.    The  coal  was  picked  on  the  car  by 
three  trimmerB.    The  daily  output  at  time  of  sampling  in  1909  averaged  1,000  tons, 
and  1,600  tons  was  a  maximum  day's  run.    The  futtu*e  output  was  to  be  derived  from 
both  advance  work  and  pillars  in  about  equal  proportions. 
For  chemical  analyses  of  thid  coal,  see  part  I  of  this  bulletin,  pp.  268,  269. 

Switchback.    Lick  Branch  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analysis  No.  5706  (Jamestown 
No.  12)  and  analyses  Nos.  8378,  8379,  8380,  8457,  8358,  8359,  8458  (p.  269). 

Mine. — Lick  Branch;  a  drift  mine,  in  the  Norfolk  &  Western  district,  }  mile  south 
of  Switchback,  on  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  The  thickness  of  the  bed  varies  from  7}  to  9}  feet.  It  lies  nearly 
flat.  The  roof  is  a  hard  shale,  2  to  8  inches  of  which  is  ''draw  slate."  There  is  a 
cap  rock  of  sandstone.  The  floor  is  a  fairly  hard  underclay  with  a  smooth  surface, 
to  which  the  coal  sticks  in  places. 

The  bed  was  measured  and  sampled  at  five  points  by  R.  Y.  Williams  and  G.  S.  Rice 
on  Jidy  19,  1909,  as  described  below: 

Sections  of  coal  bed  in  Lick  Branch  mine,  }  mile  south  of  Switchback. 


Section 

lAboiatorv  No 

Roof,  hard  shale  and  draw  slate. 

Coal,  hard 

Soft,  bright  coal 

Sulphur  and  boneo 

Coal  (mother-coal  streaks) 

Soft,  bright  coal 

Gray,  hard  ooal 

Soft,  bright  coal 

Soft,  brigbt  ooal  (mother-coal  streaks) . 

Bonyooua 

Soft,  brlfht  ooal  (mother-coal  streaks) 

Soft,  slightly  grayish  ooal 

Soft,  bright  ooal 

Hard,  gray  coal 

Soft,  bright  coal 

Flow,  smoom  shale. 

Thickness  of  bed. 

Thickness  of  coal  sampled 


A 

8378 
Ft.    in. 


0 
0 


0 
0 
0 
1 
0 


9 

4 
3 


1  10 
0      2 

2  7| 


8 
7 


9 


B 

8379 

Ft.    <n. 

0  ii 

0      1 


1 

0 
0 

6 

2 


4 

2 


0  4 

2  8 

8  4 

7  lOJ 


C 

8380 

Ft.    in. 

'6   io) 

0  1 

•  •         ■  • 

1  Hi 


0 

1 

0 
0 
0 
2 


4 

1* 


8      3} 
7    11 


D 

8359 

Ft.   in. 

0    10 

•  •         •  • 

0  2 

1  3 

•  •         «  • 

0     8 
0     5 


1  11 
0     2 

2  9| 


8 

7 


n 


E 
8358 

Ft.   in. 
0    10 

0  2 

1  11 


0     4 


1 
0 
2 

7 
7 


0 
4 
4 

8 
2 


a  Not  included  in  sample. 

Section  A  (sample  8378)  was  cut  from  face  of  room  3,  off  entry  2, 1,500  feet  from  drift 
mouth. 

Section  B  (sample  8379)  was  cut  from  face  of  straight  entry  8,  2,500  feet  from  drift 
mouth. 

Section  C  (sample  8380)  was  cut  from  face  of  room  19,  entry  8-1,  3,500  feet  from  drift 
mouth. 

Section  D  (sample  8359)  was  cut  from  chain  pillar,  left  entry  9,  opposite  room  28, 
6,200  feet  southeast  of  drift  mouth. 

Section  E  (sample  8358)  was  cut  from  pillar  of  room  13,  off  left  entry  9,  5,200  feet 
southeast  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8378,  8379,  and  8380  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8457. 

A  composite  sample  was  also  made  by  mixing  the  pillar  samples  8358  and  8359  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8458. 

The  bed  was  also  measured  and  sampled  at  one  point  in  the  mine  by  K.  M.  Way  on 
November  6, 1907,  as  shown  on  the  foUowing  page. 
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Section  of  coal  bed  in  the  Lick  Branch  mine,  }  miU  narih  of  Switchback, 


Laboratory  No 

Roof,  sbale. 

Coal 

Mother  coal 

Coal 

Mother  coal 

Coal 

Mother  coal 

Coal 

Bony  coal « 

Coal 

Floor,  shale. 

Thicknees  of  bed 

Thickness  of  coal  sampled 


a  Not  included  in  sample. 

The  section  was  measured  in  the  face  of  entry  9,  5,280  feet  west  of  the  drift  mouUi. 

Notee. — ^The  coal  at  this  mine  was  undercut  with  chain  machine  in  bottom  part  of 
bed,  and  was  shot  down  with  black  blasting  powder.  The  tipple  was  equipped  wiUi 
bar  and  revolving  screens  with  6-inch,  4-inch,  and  2-inch  openings.  Seventy-five 
per  cent  of  the  coal  was  screened,  the  screenings  being  coked.  The  coal  was  picked 
on  the  car  by  five  trimmers.  The  daily  output  averaged  500  tons  and  a  maximum  day's 
run  was  1,500  tons.  Normally  450  tons  of  coal  was  coked  at  the  plant.  The  future 
output  was  to  be  derived  in  equal  proportions  from  advance  work  and  piUan.  The 
output  was  to  be  increased. 

For  results  of  briquetting  tests  of  this  coal,  see  TJ.  S.  Geol.  Survey  Bull.  3S5,  p.  29. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  269;  also  TJ.  S.  Geol.  Survey 
Bull.  362,  p.  20. 

Twin  Branch.    Twin  Branch  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Noe.  8850,  8851,  8852, 
8853,  8935  (p.  269). 

Jft7i6. — ^Twin  Branch;  Norfolk  &  Western  district;  a  drift  mine  at  Twin  Branch,  on 
the  Norfolk  &  Western  Railway. 

Coal  bed, — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. The  coal  varies  in  thickness  from  3  feet  to  3  feet  8  inches.  It  has  some 
mother-coal  streaks,  but  practically  no  impurities.  Roof,  hard  gray  shale,  having  in 
places  2  inches  of  draw  slate  that  comes  down  with  the  coal;  floor,  hsJxl  tinderclay  with 
a  smooth  surface. 

The  bed  was  measured  and  sampled  at  four  points  by  J.  W.  Groves  on  August  13, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Twin  Branch  mine  at  Twin  Branch. 


Section • 

LaboratOTTNo 

Roof,  hard  erav  shale. 

Coal  and  snale  a 

Coal 

Mother  coal.. 

Coal 

Shale  and  mother  coal  a. 

Mother  coal 

Pyritesa 

Coal 

Mother  coal 

Coal. 


Floor,  hard  nndefclay. 
Thickness  of  bed. 


Thickness  of  coal  sampled . 


A 

8850 

Ft.  in. 

0     2 

0     6 

0       i 
2     5 

•  •         •  * 

0       i 

6    '6J 


3     8 
8     6 


B 

8851 

Ft,  in. 


0     4f 


8      2 
S    11 


C 

8852 

Ft.  in. 

•  •        •  • 

1     6 


0 
0 
0 
0 


^ 


3    H 

3     6 


D 
8863 

FL   in. 


2 
0 
0 

•  * 

0 

m  m 

0 


4 

m  m 

I 


8     2 
3     2 


a  Not  included  in  sample. 
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Section  A  (aample  8850)  was  cut  from  a  pillar  on  right  entry  4,  off  main  entry,  2,800 
feet  northeast  of  drift  mouth. 

Section  B  (sample  8851)  was  cut  from  the  face  of  right  entry  8,  off  main  entry,  3,800 
feet  northeast  of  the  drift  mouth. 

Section  G  (sample  8852)  was  cut  from  the  face  of  main  entry,  3,200  feet  northeast  of 
the  drift  mouth. 

Section  D  (sample  8853)  was  cut  from  the  face  of  entry  32,  4,100  feet  northeast  of 
the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8851,  8852,  and  8853  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8935. 

NbUs. — ^The  coal  at  this  mine  was  undercut  by  punchers  and  by  hand  and  was  shot 
down  with  black  powder.  The  tipple  was  provided  with  bar  screens  with  If-inch 
spaces.  The  coal  passing  through  this  screen  was  sold  as  "smithing"  coal.  The  coal 
was  cleaned  by  two  trimmers  as  it  was  loaded  on  the  can.  The  tipple  had  a  storage- 
bin  capacity  of  100  tons.  The  average  daily  output  of  the  mine  at  time  of  sampling 
in  1909  was  450  tons,  55  per  cent  of  which  was  from  advance  work.  About  85  per  cent 
of  the  coal  was  sold  as  run-of-mine.  The  output  was  to  be  increased  with  the  demand. 
The  company  has  at  this  place  five  mines,  which  had  a  combined  capacity  of  1,400 
tons  and  were  capable  of  producing  2,000  tons. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  269. 

Twin  Branch.    J.  B.  No.  2  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8854,  8855,  8856, 
8857,  8858,  8936  (p.  270).      . 

JVtn€.— J.  B.  No.  2;  Norfolk  &  Western  district;  a  drift  mine  i  mile  west  of  Twin 
Branch,  on  the  Norfolk  &  Western  Railway. 

Coal  bed, — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. The  coal  varies  in  thickness  from  3  to  4  feet.  It  has  some  mother-coal  streaks. 
The  roof  is  a  hard  gray  shale.    The  floor  is  a  hard  underclay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  five  points  by  J.  W.  Groves  on  August  13, 
1909,  as  described  below: 

Sections  of  coal  bed  in  J.  B,  No.  i  mine^  \  mile  west  of  Twin  Branch, 


Btetiaa , 

LabonttcMrv  No , 

Roof,  bard  gray  sbale. 

Coal 

Mother  coal 

FI^Eesulpliur.... 

Coal 

liotherooal 

Coal 


Floor,  hard  underclay. 
Tntekneasofbed. 


ThfiekneaB  of  coal  sampled . 


A 

B 

0 

D 

8854 

8855 

8856 

8857 

Ft.    in. 

Ft.    in. 

Ft.    in. 

Ft.    in. 

0   6 

2  10 

0  8 

3  0 

0   J 

0   1 

•  •     mm 

0   i 

■  •    •  • 

*  •    •  • 

oO   1 

0  8 
3   h 

*  ■    •  • 

2   8i 

0  3 

0   4 

«  -    *  • 

3   2| 
3   2i 

m  »             m  • 

3   U 

I   Jt 

8   ll 

3  0 

E 
8858 

Ft.  in, 

I  1 

0  CJ 

0  1 

0  8 


3 
3 


n 


a  Not  included  in  aample. 


Section  A  (sample  8854)  was  cut  from  the  face  of  left  entry  4, 1,500  feet  west  of  the 
drift  mouth. 

Section  B  (sample  8855)  was  cut  from  the  face  of  the  main  entry,  2,300  feet  west  of 
the  drift  mouth. 

Section  G  (sample  8856)  was  cut  from  the  face  of  right  entry  6,  of!  entry  7,  2,400 
feet  northwest  of  the  drift  mouth. 

Section  D  (sample  8857)  was  cut  from  the  face  of  right  entry  1,  off  entry  7,  2,600 
feet  northwest  of  the  drift  mouth. 


1014 


ANALYSES  OF  COALS. 


Section  E  (sample  8858)  was  cut  from  a  pillar  in  left  entry  1,  off  the  main  entry,  60O 
feet  south  west  of  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8854,  8855,  8856,  and 
8857  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8936. 

Note*. — ^The  coal  at  this  mine  was  undercut  with  electric  machines  and  air  punchen 
and  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  screens 
with  Ij-inch,  2-inch,  and  Scinch  openings.  The  coal  was  picked  by  two  trimmerB 
as  it  was  loaded  on  the  cars.  The  capacity  of  the  mine  was  700  tons,  the  output  being 
400  tons  daily.  The  future  output  was  to  be  derived  from  advance  work  and  pillars 
in  about  equal  proportions.  The  company  had  five  mines  at  this  place,  all  working  in 
the  Sewell  bed.    The  combined  output  was  1,400  tons,  and  the  capacity  2,000  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  270. 

Vivian.    Bottom  Creek  Mine. 

Sample, — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8571,  8581,  8582, 
8583,  8584,  8673,  8674  (p.  271). 

Mine, — ^Bottom  Creek;  Norfolk  and  Western  district;  a  drift  mine  at  Vivian,  on  the 
main  line  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  The  thickness  ranges  as  mined  from  about  5}  to  6i  feet;  roof, 
treacherous  gray  shale,  about  15  feet  thick,  between  which  and  the  coal  there  is  about 
2  to  10  inches  of  ''  draw  slate '';  the  whole  is  capped  with  sandstone;  floor,  hard  gray 
shaly  underclay,  with  rather  rough  surface,  but  does  not  mix  with  the  coal  in  loading. 

The  bed  was  measured  and  sampled  at  three  points  on«July  31,  1909,  by  J.  J.  Rut- 
ledge,  and  at  two  points  on  August  2,  1909,  by  J.  J.  Rutledge  and  H.  M.  Wolflin,  aa 
described  below: 

Sections  of  coal  bed  in  Bottom  Creek  mine  at  Vivian, 


Section 

Laboratory  No 

Roof,  treacberoaii  gray  shale  and  draw  slate. 

Coal 

Sulphurous  bone  a 

Bonyooal 

Coal 

Gray  coal 

Coal. 

Bone  (in  places  with  8late)a 

Bright  hard  coal 

Bard  gray  coal 

Soft  coal  (mother-coal  streaks).*. 

Coal 

Floor,  hard  shalv  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

B 

C 

D 

8571 

8584 

8581 

8582 

Ft.    in. 

Ft.    in. 

Ft.    in. 

Ft.    in. 

1  H 

I  1 

2   1 

0  3 

•  «    ■  ■ 

0   i 

6  ij 

«  «    •  « 

•  •      mm 

•  •   •  « 

i  5 

.. 

0  11 

*  •   •  • 

■  •      mm 

■  ■    •  • 

0   2 

•  •   •  • 

•  •      ■  • 

. 

0  9| 
0  3] 

0  2| 

1  6i 
0   2 

0   4 

0   2i 

•  w     mm 

'.!  V. 

2  n 

■  •      •  • 

• "   •  • 

«  •    •  • 

mm             «  • 

3   6 

3   9i 

3   2i 

5  lOf 

5   7} 
5   3| 

6   1 

6   8 

5   8 

5  lOi 

5   4 

£ 
8588 

Ft.  in. 

%  1 

i  'tj 

i  6 

5  lOi 

6  5 


a  Not  Included  in  sample. 

Section  A  (sample  8571)  was  cut  from  pillar  8,  opposite  siding  on  cross  entry  1, 
about  650  feet  southeast  of  drift  mouth. 

Section  B  (sample  8584)  was  cut  from  chain  pillar  8  in  entry  opposite  room  45,  about 
9,300  feet  northeast  of  drift  mouth. 

Section  C  (sample  8581)  was  cut  from  last  room  off  main  entry,  about  7,300  feet 
northeast  of  drift  mouth. 

Section  D  (sample  8582)  was  cut  from  face  of  cross  entry  12,  about  8,700  feet  north- 
east of  drift  mouth. 

Section  E  (sample  8583)  was  cut  from  last  break-through  in  cross  entry  9,  about 
12,500  feet  northeast  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  pillar  samples  8571  and  8584  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8673. 
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A  composite  sample  was  also  made  by  mixing  face  samples  8581,  8582,  and  8583 
for  an  ultimate  analysis,  the  results  of  which  aie  shown  under  laboratory  No.  8674. 

NoUs. — ^The  coal  at  this  miue  was  undercut  principally  by  hand  in  bottom  part  of 
bed,  and  was  shot  down  with  black  powder  or  with  a  permissible  explodve.  The 
tipple  had  bar  screens  with  |-inch  and  3-inch  openings,  and  revolving  screens  with 
^inch  and  1^-inch  openings.  The  egg  coal  was  picked  on  a  table  by  three  trimmers; 
the  other  sizes  were  picked  in  the  car  by  four  trimmers.  The  daily  output  aver- 
aged about  750  tons  (approximately  80  per  cent  of  which  was  shipped  aa  run-of-mine 
coal);  1,000  tons  was  a  maximum  day's  run. 

This  mine  had  a  large  territory  opened  up,  and  the  future  output  was  to  come 
largely  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  271. 

Vivian.    Tidewateb  Minb. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8573,  8574,  8575, 
8576,  8577,  8524,  8681,  8680  (p.  271). 

Mine. — ^Tidewater;  Norfolk  &  Western  district;  a  drift  mine  at  Vivian,  on  the  Nor- 
folk &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  as  mined,  from  5  to  5}  feet;  roof,  massive  gray  "  kettle 
bottom"  shale,  about  2  to  4  feet  in  thickness,  with  a  cap  rock  of  sandstone;  floor, 
massive  hard  blue  underclay  (shaly  in  places)  with  smooth  siu^ace. 

The  bed  was  measured  and  sampled  at  six  points  on  July  30, 1909,  by  J.  J.  Rutledge 
and  H.  M.  Wolflin,  as  described  below: 

Seetiona  of  coal  bed  in  Tidewater  mine,  at  Vivian. 


Section 

Laboratory  No 

Roof,  massive  "kettle-bottom''  shale.. 

Hard  cool  (streaks  of  sulphur) 

Bright  coal 

Hard  gray  ooal 

Dull  waxy  ooal 

Bright  coal 

Hother  ooal 

Bright  ooal 

Mother  ooal 

Coal 

Bony  ooal  a 

Bright  ooal 

Mother  ooal 

Brieht  ooal 

CoiJ  (mother-coal  streaks) 

Hard  gray  coal 

Bright  ooal 

Hard  gray  ooal 

Soft  coal  (mother-coal  streaks) 

Floor,  hard  blue  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

8573 
Ft.  in. 

1  n 

B 

8574 

Ft.  in. 

•  ■    •  • 

0  11 

0  H 

C 

8675 

Ft.  in. 

0  ii 

•  •     •  • 

D 

8576 

Ft.  in. 

•  •    •  • 

I   3i 

E 

8577 

Ft.  in. 

•  •    •  • 

1   3} 

0  'sj 

•  •   •  • 

•  •   •  ■ 

0   1 
0  9i 

•  •    •  • 

•  •      mm 

•  •      •  • 

•  •    •  • 

0   f 

0  3 

^       \ 
0  31 

0   3 

•  •    •  • 

•  •    •  • 

•  •    •  « 

0   f 

0  7 

0    '3J 

*  •   ■  ■ 

0  H 

0  lOi 

0  '3i 

"6  M 

1  Si 

•  •       •  • 

0   2 
0   3 
0   3i 
2   0 

•  •      •  • 

•  •      •  > 

0  2 

•  •    •  ■ 

•  •    •  • 

2   U 

3  ij 

Z     2 

5   3i 
5   1 

5   7 
5   3} 

5   4} 

«  i! 

5   3^ 
5   i 

5  4J 

5   U 

F 
8524 
Ft.  in. 

i     H 


0     3 

2  1 


2     6} 


I  4 


a  Not  included  in  sample. 

Section  A  (sample  8573)  was  cut  from  pillar  2,  o£f  cross  entry  1. 

Section  B  (pample  8574)  was  cut  from  chain  pillar,  near  room  16,  in  cross  entry  3, 
off  main  entry. 

Section  C  (sample  8575)  was  cut  from  pillar  10,  off  cross  entry  9,  off  main  entry. 

Section  D  (sample  8576)  was  cut  from  face  of  main  entry. 

Section  E  (sample  8577)  was  cut  from  face  of  north  entry  3,  off  cross  entry  11. 

Section  F  (sample  8524)  was  cut  from  face  of  north  entry  7,  off  cross  entry  10. 

A  composite  sample  was  made  by  mixing  pillar  samples  Nos.  8573,  8574,  and  8575 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8681 
(p.  271). 
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A  composite  sample  was  also  made  by  mixing  face  samples  Nos.  8576, 8577,  and  8524 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8680 
(p.  271). 

NoUs.—-The  coal  at  this  mine  was  undercut  entirely  by  hand  in  bottom  part  of 
bed,  and  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  bar 
screens  with  f-inch  openings.  The  slack  was  coked  in  beehive  ovens.  Of  the  entire 
output  about  75  per  cent  was  shipped  an  run-of-mine  coal.  The  coal  was  picked  on 
belt  by  four  trimmers  and  on  the  car  by  two  trimmers.  The  daily  output  averaged 
about  1,000  tons,  and  1,500  tons  was  a  maximum  day's  run.  The  future  output 
was  to  be  derived  from  both  advance  work  and  pillara,  probably  60  per  cent  of  the 
coal  coming  from  the  latter. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  271. 

West  Vivian.    Kino  Mikb. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8647,  8648,  8649, 
8688,  8694,  8695,  8723  (p.  271). 

Mine.—'Kmg;  Norfolk  &  Western  dbtrict;  a  slope  mine  (slope  740  feet  long,  28  de- 
grees from  horizontal)  i  mile  west  of  West  Vivian,  on  the  Norfolk  &  Western  Railway. 

Coal  bed.  —Known  in  this  field  as  Pocahontas  No.  3.  Carboniferous  age,  Pocahontas 
formation .  Thickness  as  mined,  from  5}  to  6}  feet ;  roof,  gray  shale,  about  2}  feet  thick, 
capped  with  sandstone.  Between  the  shale  and  the  coal  there  is  sometimes  about 
6  inches  of  ''draw  slate''  or  ''muck;"  floor,  hard  gray  shaly  underclay  with  smooth 
surface. 

The  bed  was  measured  and  sampled  at  six  points  on  August  3, 4,  and  5, 1909,  by  G.  S. 
Rice,  J.  J.  Rutledge,  and  H.  M.  Wolflin,  as  described  below: 

Sections  of  coal  bed  in  King  minef  ^  mile  west  of  West  Vivian, 


Section 

Laboratory  No 

Roof,  gray  shale. 

Bard  gray  coal  (mother-coal  streaks). 

Gray  coai  (hmxl,  splinty) 


oray 
Coal. 


Mottled  coal  (mother-ooal  streaks) 

Bonyooala 

Oray  bony  coal,  hard 

Shale  a 

Soft  coal  (mother-ooal  streaks) 

Hard  gray  coal 

Hard  gray  coal  (mother-coal  streaks) . . 
Soft  mottled  oou  (mother-coal  streaks). 

Coal,  mottled 

Hard  coal 

Hard  coal  (mother«oal  streaks) 

Coal 

Ifother-coal  streak 

Coal 

Floor,  hard  gray  shaly  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

8688 
Ft.  «n. 
1      74. 
0     2\ 


0      H 


1      4i 

1  Hi 


5     3 


n 


B 

seM 

Ft.  in. 
0  lU 
0       \ 

'6    *7 

6      2 

0       } 
0      8 
0      2 


0      4 

0      U 
2      1} 


5  2\ 

6  2 


C 

8605 

Ft,  in. 

1    n 


0     3 


1  1 
0     2 

2  \ 


5     2 
4      11 


D 

8647 

Ft,  <n. 


1 
6 


10 


H 


3i 


5  5 

6  14 


E 
8648 

Ft,  in. 


1     9i 
0     3 


0  84 

0  \ 

2  10 

I  3 


F 
86«» 
Ft.  in. 


1    11 
0 


n 


8 


6     9| 
6     7 


a  Not  Included  in  sample. 

Section  A  (sample  8688)  was  cut  from  face  of  south  air  course  2,  off  cross  entry  1, 
off  main  entry,  about  2,900  feet  east  of  slope.  ^ 

Section  B  (sample  8C94)  was  cut  from  face  of  cross  entry  1,  about  4,600  feet  northeast 
of  slope. 

Section  C  (sample  8695)  was  cut  from  face  of  main  air  course,  about  5,200  feet  north- 
east of  slope. 
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Section  D  (sample  8647)  was  cut  from  room  12,  off  north  entry  3,  off  switchback 
entry,  about  5,300  feet  southeast  of  slope. 

Section  E  (sample  8648)  was  cut  from  face  of  north  entry  4,  off  switchback  entry, 
about  4,600  feet  southeast  of  slope. 

Section  F  (sample  8649)  was  cut  from  room  31,  off  north  entry  3,  off  switchback  entry, 
about  4,700  feet  southeast  of  slope. 

A  composite  sample  was  made  by  mixing  samples  8648,  8688,  8694,  and  8695  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8723. 

Notes. —The  coal  was  undercut  in  the  bottom  part  of  bed  by  chain  machines,  punch- 
ing machines,  and  by  hand,  and  was  shot  down  with  a  permissible  explosive.  The 
tipple  had  bar  screens  with  l^inch  and  ^inch  openings.  This  is  a  coking  coal,  but 
ovens  were  not  completed.  The  coal  was  picked  on  the  car  by  five  trimmers.  The 
daily  output  averaged  about  1,000  tons,  and  1,100  tons  was  a  maximum  day's  run. 
The  future  output  was  to  be  derived  almost  entirely  by  advance  work. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  271. 

Worth.    Indian  Ridob  Minb. 

i9amp2e.— Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8360,  8361,  8362, 
8525,  8592  (p.  272). 

Mine. — Indian  Ridge;  Norfolk  &  Western  district;  a  drift  mine  i  mile  northwest  of 
Worth,  on  the  Norfolk  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.    Carboniferous  age,  Poca- 
hontas formation.    Thickness,  from  3  feet  11  inches  to  4  feet  11  inches,  with  some 
rolls;  main  roof,  black  shale  with  smooth  siu^ace;  floor,  dark  sandy  underclay. 
.    The  bed  was  measured  and  sampled  at  four  points  by  J.  J.  Rutledge  on  July  22, 
1909,  as  described  below: 

Sectiom  of  coal  bed  in  Indian  Ridge  minef  i  miU  northwest  of  Worth. 


Scctioo 

Labontory  No 

Boof,  black  shale. 

Coal 

Bony  and  sulphurous  ooal  • 

Coal 

Black  sulphurous  ooal  a. . . . 

Coal 

Black  sulphurous  ooal «. . . . 

Coal 

Floor,  dark  sandy  shale. 

Thiokiiess  of  oed 

Thickness  of  coal  sampled. . 


A 

B 

C 

8360 

8361 

8525 

Ft.    in. 

Ft.    in. 

Ft.    M. 

1   1 

1   2 

1   li 

0   1 

0   4 

0   2 

2  8} 

!  1 

0   1 

1  10 
1 

«  •      •  w 

1   2 

1  31 

3  lOf 
3   9} 

\  % 

4  6 
4  31 

D 
8362 
Ft.    in. 

1     1 

0  4 

1  11 

0       i 
7 
0 
..    11, 


4    11 

4      6 


J 


a  Not  included  in  sample. 

Section  A  (sample  8360)  was  cut  from  pillar  106,  off  cross  entry  3. 

Section  B  (sample  8361)  was  cut  from  mouth  (right  rib)  of  the  butt  entry  3,  off  Salem 

air  course. 

Section  G  (sample  8525)  was  cut  from  the  face  of  the  north  heading  4. 

Section  D  (sample  8362)  was  cut  from  the  last  butt  entry  of  the  Roanoke  heading. 

A  composite  sample  was  made  by  mixing  samples  8360,  8361,  8525,  and  8362  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  number  8592. 

JV6te8.~The  coal  at  this  mine  was  undercut  with  machines  and  with  hand  picks 
in  the  bottom  part  of  bed  and  was  generally  shot  down  with  black  powder,  or  a 
penniasible  explosive.  The  tipple  was  equipped  with  bar  screens  with  ^-inch  and 
l^inch  openings.  This  is  a  coking  coal,  and  100  tons  was  coked  per  day.  The 
coal  was  picked  on  car  by  two  trimmers.    The  daily  output  in  July,  1909,  averaged 
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850  tons;  1,600  ton^  was  a  maximum  day 'd  run.    The  output  was  curtailed  ccHisiderably 
by  the  rigid  inspection  of  the  selling  agent's  inspectors.    The  future  tonnage  was  to  be 
derived  mainly  from  pillan. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  272. 

Zenith.    Zenhh  Mines  Nos.  1  and  2. 

Sample. — Semibituminous  coal;  Pocahontas  field;  (West  Virginia  No.  11)  analyses 
Noa.  1234,  1235  (p.  272). 

Mina. — Zenith  Nos.  1  and  2,  in  the  Norfolk  &  Wentern  district,  at  Zenith,  4  miles 
northeast  of  McDowell,  on  the  Norfolk  &  Western  Railroad. 

Coal  bed. — ^Pocahontas  No.  3.  Carboniferous  age,  Pocahontas  formation.  The 
bed  lies  nearly  horizontal  and  is  opened  by  drifts  from  the  outcrop.  In  mining,  the 
undercut  was  made  just  below  the  bone,  and  the  coal  shot  from  the  roof. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  S.  Burrows  on  October  11, 
1904,  as  shown  below: 

Sections  of  coal  in  Zenith  Nos.  1  and  S  mines,  at  Zenith. 

Seotion 

laboratory  No 

Coal 

Clay  "muck"  (4}  inches). 

Bone  a 

Coal 

Bone  a 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled 

a  Not  induded  in  sample. 

Section  A  (sample  1234)  was  measured  in  No.  1  mine. 

Section  B  (sample  1235)  was  measured  in  No.  2  mine. 

JVbte«.— The  capacity  of  the  mines  in  1904  was  about  300  tons  per  day.  Total  output 
of  both  mines  in  fiscal  year  1910,  76,906  long  tons. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  905;  Bull.  261,  p.  83;  Bureau  of  Mines 
Bull.  23,  p.  69;  producer-gas  tedts:  U.  S.  Geol.  Survey  Bull.  332,  p.  278;  Bureau  of 
Mines  Bull.  13,  pp.  217,  276;  coking  testa:  U.  S.  Geol.  Survey  Bull.  261,  p.  129;  cupola 
tests  of  coke:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1365. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  272;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  259;  Bull.  261,  p.  58;  Bull.  332,  p.  278. 

MABION  COUNTY. 

KiNQMONT.   KlNGMGNT  MiNE. 

Sample. — ^Bituminous  coal;  Fairmont  field;  (West  Virginia  No.  1)  analyses  Nob. 
1088,  1089  (p.  272). 

Mine. — Kingmont;  Monongahela  district;  a  drift  mine  in  the  Fairmont  district,  on 
the  west  bank  of  the  Tygart  River  at  Kingmont,  on  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — Pittsburgh.  Carboniferous  age,  Monongahela  formation.  At  Kingmont 
the  bed  lies  nearly  flat,  and  is  reached  by  drift  from  below  the  outcrop.  The  thickness 
averages  a  little  over  7  feet.  The  bed  carries  well-defined  thin  partings  of  shale.  The 
principal  impurity  is  pyrite  in  blades. 

Two  sections  were  measured  and  sampled  by  J.  S.  Burrows  in  1904,  as  shown 
on  the  following  page . 


r 
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Sections  of  coal  bed  in  Kingmont  mine  at  Kingmont. 


Section 

Laboratory  No 

Cool 

Shalea 

CJoal 

Shalea 

Coal 

Sbaleo 

CoaL 

Thickness  of  bed 

Thickness  of  coal  sampled 


•  Not  included  in  sample. 

Section  A  (sample  1088)  was  measured  in  room  20  on  the  second  right  entry. 

Section  B  (sample  1089)  was  measured  in  room  14  on  the  fourth  left  entry. 

Notes. — ^The  coal  from  this  mine  has  the  general  characteristics  of  the  Pittsburgh 
coal  in  the  Fairmont  district.  When  sampled  in  1904  the  mine  was  shipping  lump, 
nut,  and  slack  sizes.  The  last  was  used  at  the  mine  for  making  coke.  The  coal  was 
also  sold  for  steam  production,  gas  making,  domestic  use,  and  foreign  export.  The 
rated  capacity  of  the  mine  in  1904  was  1,500  tons  per  day.  The  larger  part  of  the 
product  was  shipped  to  Philadelphia  as  a  distributing  center,  though  a  considerable 
part  went  to  western  cities. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  817;Bull.  261,  p.  82;  Bureau  of  Mines  Bull. 
23,  p.  69;  producer-gas  tests:  TJ.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1226;  Bull.  261,  p. 
109;  Bureau  of  Mines  Bull.  13,  pp.  215,  276;  coking  tests:  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  1353;  Bull  261,  p.  126;  cupola  tests  of  coke:  TJ.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  1374. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  272;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  248;  Bull.  261,  p.  53. 

MONONQAH.   MONOKGAH  No.  6  MiNB. 

Sample. — Bituminous  coal;  Fairmont  field;  (West  Virginia  No.  16)  analyses  Nos. 
2041,  2042  (p.  273). 

Mine. — ^Monongah  No.  6;  Monongahela  district;  a  drift  mine  at  Monongah,  on  the 
Baltimore  &  Ohio  Railroad. 

Coal  bed. — Pittsburgh  bed  of  Pennsylvania  and  West  Virginia.  Carboniferous  age, 
Monongahela  formation.  At  this  mine  it  lies  nearly  flat  and  is  from  6  to  8  feet  thick. 
The  roof  is  of  sandy  shale  or  slate,  but  in  mining  from  8  to  12  inches  of  coal  was  left  for  a 
roof.    The  floor  is  a  fire  clay,  soft  in  places. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  W.  J.  von  Berries 
and  J.  S.  Burrows  on  August  22, 1905,  as  shown  below: 

Sections  of  coal  bed  in  Monongah  No.  6  mine  at  Monongah. 


Section 

Laboretorv  No 

Roof:  section  A,  coal;  section  B,  slate. 

Top  coal 

Coal 


A 

2041 
Ft.  in. 

I      6 
0     6 


Bony  coal i     0 

Coal I     0 

Bony  ooal i  o  0 

Coal !     0 

Bony  coal «  0 

Coal 0 


Bony  coal 

Coal 

Floor,  Are  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled. 


aO 
4 


3 
1] 

2J 

3] 
1 

6i 


7      7 
7      4 


B 

2042 
Ft.  in. 


2 
aO 

0 
aO 

0 
aO 

4 


1 

2 
1 

34 


7      8 
7     H 


a  Not  included  in  sample. 
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Section  A  (sample  2041)  was  measured  in  room  2  on  right  butt  entry  3,  o£F  face  entry 
^'F'',  5,000  feet  southwest  of  the  mine  opening. 

Section  B  (sample  2042)  was  measured  in  room  1,  off  left  butt  entry  3,  off  face  entry 
"Ey**  5,000  feet  northwest  of  the  mine  opening. 

Notes. — In  1905  the  coal  from  this  mine  was  laigely  sold  for  steam  production. 
Part  was  sold  for  domestic  use  and  part  was  made  into  coke,  the  company  having  200 
beehive  ovens  near  the  mine. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  279;  Bureau  of  Mines  Bull.  23,  pp.  69,  186; 
producer-gas  tests:  U.  S.  Greol.  Survey  Bull.  290,  p.  209;  Bureau  of  Mines  Bull.  13,  pp. 
221,  276;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  209;  Bull.  336,  p.  12;  coking 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  dlO;  Bull.  336,  pp.  25, 26,  34,  35, 44;  cupola  tests 
of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  52,  55,  58,  61,  64. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  273;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  208;  Bull.  332,  p.  279. 

MONONOAH.   MONONGAH  No.  8  MlNE. 

Sample. — Bituminous  coal;  Fairmont  field;  (Ann  Arbor  No.  14)  analyses  Nos.  7586, 
7588,  7418,  7419  (p.  273). 

MiTu. — ^Monongah  No.  8;  Monongahela  district;  a  drift  mine  about  1  mile  north  of 
Monongah,  on  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — Pittsburgh.  Carboniferous  age,  Monongahela  formation.  The  roof  is 
shale  with  10  inches  of  top  coal,  and  the  floor  is  shale  and  fire  clay. 

The  bed  was  measured  and  sampled  at  four  points  by  P.  M.  Riefkin  (samples  7586 
and  7588)  in  April,  1909,  and  by  G.  S.  Pope  (samples  7418  and  7419)  in  January,  1909, 
as  described  below: 

Sectione  of  coal  bed  in  Monongah  No.  8  mine,  1  mile  north  of  Monongah. 


Laboratory  No 

Roof,  shale,  top  ooal. 

doaL.. 

Mother  coal 

Bonea 

Coal 

Bonaa 

Coal 

Bone« 

Coal 

Bonea 


Sulphur. 
Cod 


Sulphurs. 
Coal. 


Bonea , 

Coal 

Mother  ooal. 
Coal 


Sulphur  « 


mipi 

Coal. 

Floor,  shale. 

Thickness  of  bed. 


Thickness  of  coal  sampled. 


7586 
Ft.    in. 


7     »A 
7     6A 


7588 
Ft.  in. 


2 
0 

»  • 

0 
0 
0 
0 
2 


3i 

i 

21 

? 

8i 


0  i 

1  6 


7       I 

6    10 


7418 

Ft.  in. 

1     3 


2 


0 
0 
0 
0 
0 
0 


0     2} 


rji 


7419 
Ft.  in. 

1 


0 
0 
0 
0 
0 
0 


1 

3 
1 


1      8} 


1      • 
0       \ 

0    10 


\'% 


a  Not  included  in  sample. 

Sample  7586  was  taken  1^  miles  north  of  opening  in  face  of  north  heading  3. 

Sample  7588  was  taken  1^  miles  south  of  opening  in  face  of  right  entry  3,  ofif  south 
entry  2. 

Sample  7418  was  taken  3,900  feet  north-northwest  of  opening,  from  £ace  of  north 
entry  3. 

Sample  7419  was  taken  3,400  feet  northwest  of  opening  from  air  course  3,  off  south 
heading  2. 
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Notes, — The  coal  was  machine  mined.  Several  market  sizes  of  coal  were  produced 
by  screening.  Eighty  per  cent  of  the  coal  was  sold  in  run-of-mine  form.  Ninety-nine 
coke  ovens  operated  near  the  mine.    The  daily  output  of  the  mine  was  1,200  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  273. 

MBBCBB  COUNTY. 

GOALDALE.   GOALDALE  MiNE. 

Sample, — Semibituminous  coal;  Pocahontas  field;  analjrses  Nos.  8387,  8388,  8389, 
8390,  8391,  8468  (p.  273). 

Mine. — Goaldale;  Norfolk  &  Western  district;  a  drift  mine  at  Goaldale,  on  the  Nor- 
folk &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Garboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  uniform,  ranging  as  mined  from  8  to  11  feet  and 
dipping  gently  to  the  northwest;  roof,  clay  shale  imderlain  with  3  to  15  inches  of 
draw  slate  and  with  a  cap  rock  15  to  20  feet  above;  floor,  rather  soft  imderclay  with 
smooth  surface. 

The  bed  was  measured  and  sampled  at  five  points  by  G.  A.  Fisher  on  July  23, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Coaldale  mine  at  Coaldale. 


Section 

Laboratory  No 

Boof ,  clay  shale  and  draw  slate. 

Coal 

Bone,  sulphur 

Coal 

Oravcoel 

Coal. 

Bone 

Coal 

Sulphur  bone 

Coal. 

Floor,  rather  soft  clar. 

lliickneasofbea. 

Thickness  of  coal  sampled. . 


A 

B 

C 

D   . 

8387 

8388 

8389 

8391 

Ft.  in. 

Ft.  in. 

Ft.  in. 

Ft.  in. 

1   6 

1   0 

1    2 

m  •          •  • 

•0   i 

oO   i 

«0   i 

•  •    •  • 

2  6 

2   6 

2  8 

1  10 

1   6 

1   7 

1  6 

1   0 

2  4 

2  7 

3  0 

3   6 

0   H 
2  0 

10   h 

0    10 

«0   i 

1  6 

1  io| 

oO   1 

aO   4 
0   4} 

•   m               •  • 

■  •    •  • 

0  10 

mm             •  « 

■  •    •  • 

10  IM 
10   9} 

9   0 

9  4 

8  3 

8  lOi 

9  3 

8  21 

E 
8390 
Ft.  in, 

1    6 
00 

2 

1 

2 

0 

2 
aO 

0 


I* 

9 
I 

4 


10   9 
ID    8 


a  Not  included  in  sample. 

Section  A  (sample  8387)  was  cut  from  a  pillar  in  room  8  on  entry  5. 

Section  B  (sample  8388)  was  cut  from  a  pillar  in  room  16  on  left  entry  9. 

Section  G  (sample  8389)  was  cut  from  a  pillar  in  room  10  on  left  entry  12. 

Section  D  (sample  8391)  was  cut  from  a  pillar  in  room  1  on  right  entry  13. 

Secti(m  E  (sample  8390)  was  cut  from  a  pillar  in  room  17,  on  right  entry  5^. 

A  composite  sample  was  made  by  mixing  the  pillar  samples  8387,  8388,  8389,  8390, 
and  8391  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
No.  8468. 

Notes, — ^The  coal  at  this  mine  was  imdercut  by  hand  in  bottom  x)art  of  bed,  and  was 
shot  down  with  black  powder.  The  tipple  was  equipped  with  bar  screens  with  4-inch 
l}-inch,  and  {-inch  spaces.  The  fine  screenings,  to  the  extent  of  75  tons  per  day, 
were  removed  from  the  run-of-mine  coal  and  coked  in  beehive  ovens.  The  coal  was 
picked  on  car.  The  daily  output  averaged  800  tons,  which  was  derived  entirely  from 
pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  273. 

Coopers.    East  Mill  Greek  and  West  Mill  Creek  Mines. 

/Sample.— Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8392,  8393,  8394, 
8395,  8396,  8397,  8476  (p.  274). 

Mines.— EBBt  Mill  Creek  and  West  Mill  Creek;  Norfolk  &  Western  district;  drift 
mines  1  mile  n<»:thwest  of  Coopers,  on  the  Norfolk  &  Western  Railway. 
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Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  as  mined,  from  7  to  14  feet;  roof,  clay  shale,  underlain 
with  6  to  10  inches  of  *'  draw  slate,"  which  tended  to  fall  with  the  coal,  and  capped 
15  feet  to  20  feet  above  with  sandstone;  it  was  ci^^tomary  to  leave  1  foot  of  top  coal  as 
the  immediate  roof  in  advance  work;  floor,  rather  soft  clay  shale,  with  smooth 
surface. 

The  bed  was  measured  and  sampled  at  six  points  by  C.  A.  Fisher  on  July  21  and  22, 
1909,  as  described  below: 

Sections  of  coal  bed  in  East  Mill  Creek  mine,  1  mile  northwest  of  Coopers. 

Sectfcm 

Laboratory  No 

Roof,  clay  shale. 

Top  coal 

Suiphur  bono 

Cod. 

Sulphur  boae 

Gray  coal 

Bone 

Coal 

Sulphur  bone 

Coal. 

Floor,  soft  clay  ahale. 

Thickness  of  bed 

ThicknesB  of  coal  sampled 

a  Not  Included  in  sample. 

Section  A  (sample  8397)  was  cut  from  a  pillar  of  room  4  on  cross  entry  2. 
Section  B  (sample  8396)  was  cut  from  the  face  of  the  Taber  entry,  800  feet  north 
of  the  Brickey  Taylor  entry. 

Sections  of  coal  bed  in  West  Mill  Creek  mine,  1  mile  northwest  of  Coopers. 


Section 

Laboratory  No 

Roof,  clay  shale  and  draw  slate. 

Top  coal 

Bone  and  sulphur 

Coal 

Orav  graphitic  coal 

Bone  and  suiphur 

Coal 

Floor,  clay  shale. 

TnicknesB  of  bed 

Thickness  of  coal  sampled . . 


A 

83M 

Ft. 

in. 

ol 

0 

aO 

1 

2 

10 

1 

2 

3 

10 

aO 

h 

1 

4 

10 

3i 

9 

2 

B 

8396 

Ft.  «n. 

1     2 


aO 
2 
0 
2 

aO 
1 


i 


9 
9 
8 


8     9 
8     8 


C 

8302 
Ft.  in. 

1      2 
aO 

2 

1 

3 
aO 

1 


2 
4 
0 


9      2 
b      1 


D 
8393 
Ft.  in. 

0    10 
aO 


•  0 
0 


tI 


2 

1     S 
8     7t 


i 


9      k 
8    lU 


a  Not  included  in  sample. 


k 


Section  A  (sample  8394)  was  cut  from  a  pillar  in  room  16  on  the  Gammons  entry. 

Section  B  (sample  8395)  was  cut  from  a  pillar  in  room  17  on  the  Keystone  entry. 

Section  C  (sample  8392)  was  cut  from  the  face  of  the  tunnel  entry,  or  the  heading 
for  entry  7. 

Section  D  (sample  8393)  was  cut  from  the  pillar  in  room  9  on  the  Jackson  entry 
in  what  is  known  as  the  West  Fork  Mill  Creek  drift. 

A  composite  sample  was  made  by  mixing  both  the  face  and  the  pillar  samples  8392, 
8394,  and  8395  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory 
No.  8476. 

Notes. — ^The  coal  at  these  mines  was  undercut  by  hand  in  bottom  part  of  bed,  and 
was  shot  down  with  black  powder.  The  tipple,  which  was  used  jointly  by  the  three 
mines,  was  equipped  with  bar  screens  with  }-inch,  Ij^inch,  and  4-inch  spaces. 


f 


^ 
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Approximately  25  per  cent  of  the  output  was  shipped  as  run-of-mine  coal;  the 
remainder  was  what  passed  over  the  screens,  the  screenings  being  coked  in  beehive 
ovens.  The  coal  was  picked  on  car.  The  daily  output  averaged  250  tons,  and  400 
tons  was  the  maximum  day's  run.  The  future  output  was  to  be  derived  from  both 
advance  work  and  pillars  in  the  proportion  of  1  to  2. 
For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  274. 

Goodwill.    Goodwill  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  anal3r8e8  Nos.  8712,  8713,  8718, 
8834  (p.  274). 

Mine. — Goodwill;  Norfolk  &  Western  district;  a  drift  mine,  one-half  mile  north  Qf 
Goodwill,  on  the  Flipping  Creek  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed.— ^Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  The  coal  at  the  mine  averages  4  feet  9  inches  in  thickness;  has  a 
hard  gray  shale  roof,  overlain  with  a  cap  rock  of  sandstone.  There  is  a  rash  or  draw 
slate  3  to  5  inches  thick  which  come6  down  with  the  coal.  The  floor  is  a  soft  under- 
clay.    The  cover  over  the  coal  is  from  30  to  300  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  W.  Groves  on  August  4, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Goodwill  mine,  \  mile  north  o/Goodivill. 


Section 

LaboratokT  No 

Roof,  hard  shale  (in  part)  and  draw  slate. 

Coal 

Sulphur  a 

Coal 

Gray  coal 

Mother  coal 

Coal 

Mother  coal 

Coal 


Floor,  soft  underclay. 
Thickness  of  bed. 


ThicknesB  of  coal  sampled . 


A 

B 

8718 

8n2 

Ft.  in. 

Ft.  in. 

1     1 

1      1 

0      i 

0      h 

2     0 

mm             •   • 

•  •             mm 

0     2 

0        f 

•  •         •  • 

0    10 

3     2i 

0     21 

..     .. 

«   *               mm 

\  ^ 

4     6 
4     51 

c 

8713 

Ft.  in. 

1  34  • 
0     1 

0   i; 

0  2 

mm  mm 

2  7 

t  9 


a  Not  included  in  sample. 

Section  A  (sample  8718)  was  cut  from  the  face  of  cross  entry  3,  off  Jewell's  haulway, 
2,200  feet  north  of  the  drift  mouth. 

Section  B  (sample  8712)  was  cut  from  the  face  of  Smith's  entry,  2,900  feet  northeast 
of  the  drift  mouth. 

Section  C  (sample  8713)  was  cut  from  the  pillar  in  room  1,  off  middle  drift,  2,500 
feet  N.  80**  E.  of  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8712  and  8718  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8834  (p.  274). 

XoUs. — ^The  coal  at  this  mine  was  imdercut  with  puncher  machines  and  hand 
picks,  and  was  shot  down  with  black  powder.  In  August,  1909,  the  coal  was  being 
loaded  in  run-of-mine  form.  The  tipple  had  bar  screens  with  1-inch  openings  for 
taking  out  slack  to  supply  the  coke  ovens.  These  ovens  were  not  in  operation,  and 
the  coal  consequently  was  not  being  screened  at  the  time  of  sampling.  It  was 
picked  by  two  trimmers  as  it  was  loaded  on  the  cars.  The  capacity  of  the  mine 
was  600  tons  with  an  output  at  that  time  of  300  tons  daily.  The  future  output  of  this 
mine  was  for  some  time  to  be  derived  from  advance  work.  Output  of  mine  should  be 
considered  in  connection  with  that  of  Louisville  Nos.  2  and  3  mines. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  274. 
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Goodwill.    Louisvillb  No.  2  and  No.  3  BfiNBS. 

Sample. — Semibitiiminous  coal;  Pocahontas  field;  analjrses  No6.  8714,  8715,  8716, 
8717,  8719,  8720,  8721,  8790,  8791  (p.  275). 

Mines. — Louisville  Nos.  2  and  3;  Norfolk  &  Western  district;  drift  mines,  }  mile 
and  1  mile,  respectively,  northwest  of  Goodwill  on  the  Flipping  Creek  Branch  of  the 
Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  It  varies  in  thickness  from  4  to  5^  feet,  having  one  sulphur  and  one 
gray  band  parting.  In  a  part  of  the  mine  there  is  a  "draw  elate"  that  came  down  with 
the  coal.  The  roof  is  a  hard  gray  shale.  The  floor  is  a  hard  underclay  with  a  smooth 
surface.    The  cover  over  the  coal  is  from  30  to  500  feet  thick. 

The  bed  was  measured  and  sampled  at  five  points  in  No.  2  mine  and  at  two  points 
in  No.  3  mine  on  July  31, 1909,  and  August  3, 1909,  by  J.  W.  Groves,  as  described  below: 

Sections  of  coal  bed  in  Louisville  No.  2  mine^  i  mile  from  Goodwill. 


Section 

Labontorr  No 

Roof,  hard  sbale,  or  draw  slate. 

Coal 

Pyrites 

Bony  coal 

Sulpotir  and  shale 

Bulphur  and  bony  coal 

Gray  band 


oray 
Coal. 


Mother  coal 

Coal 

Floor,  hard  underclay. 

Thickness  of  bed 

Thiclmess  of  coal  sampled . 


A 

8717 
Ft.   in. 
1     8 


aO     2} 


■  •  •  • 

1  llf 

?  li 

i  3 


B 

8731 

Ft.   in. 

1     1* 


aO 


3 
0 
1 

4 
4 


? 


C 
871A 
Ft,    in. 
1     1* 


•  0     1| 
0     2 
8     0 


4     5 
4     ^ 


D 

8719 

Ft.   in. 

1     8 


•  0     ^ 
8     8 


4    101 
4     8 


8730 
FL   in. 

-h  1 

•  0     8 


t  •        •• 


8 


i  i 


a  Not  included  in  sample. 


Section  A  (sample  8717)  was  cut  from  the  face  of  room  11,  o£f  left  entry  6,  4,300 
feet  northeast  of  the  drift  mouth. 

Section  B  (sample  8721)  was  cut  from  a  pillar  in  room  22,  off  left  entry  4,  3,350  feet 
northeast  of  the  drift  mouth. 

Section  G  (sample  8715)  was  cut  from  the  fsLce  of  left  air  course  7, 4,500  feet  northeast 
of  drift  mouth. 

Section  D  (sample  8719)  was  cut  from  the  face  of  3^  left  entry  cut  off,  2,750  feet 
north  of  drift  mouth. 

Section  E  (sample  8720)  was  cut  from  a  pillar  of  room  3,  on  right  entry  5, 3,300  feet 
northeast  of  the  drift  mouth. 

Composite  samples  were  made  by  mixing  the  face  samples  8715,  8717,  and  8719, 
and  by  mixing  the  pillar  samples  8720  and  8721  for  ultimate  analyses,  the  results  of 
which  are  given  under  laboratory  numbers  8791  and  8790,  respectively. 

Sections  of  coal  bed  in  Louisville  No.  S  mine,  1  mile  northwest  of  Goodwill. 


Section 

Laboratory  No 

Roof,  hard  gray  shale. 

Coal 

Pyrites* 

Sulphur  and  bony  coal  a. 


suipi 
Coal. 


Mother  coal 

Coal 

Shalea 

Coal 

Floor,  hard  underclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled. 


B 
8716 
Ft. 

1 

•  * 

0 
0 
0 
8 


8 

4 


in. 

2 


0 
91 


•  Not  indaded  in  aampli^ 


WEST  yibgiioa:  meboeb  county. 
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Section  A  (sample  8714)  was  cut  from  the  £ace  ol  right  entry  4, 1,700  feet  northwest 
of  the  drift  mouth. 

Section  B  (sample  8716)  was  cut  from  the  pillar  of  left  entry  3, 1,400  feet  northwest 
of  the  drift  mouth. 

Notes. — ^The  coal  at  these  mines  was  undercut  with  hand  picks  and  shot  down  with 
black  powder.  The  tipple  was  provided  with  bar  screens  having  4-inch,  l^inch, 
and  1-inch  openings,  making  possible  the  loading  of  five  sizes  of  coal,  viz,  lump,  egg, 
nut,  slack,  and  run-of-mine.  About  150  tons  of  slack  was  used  pec  day  in  the  coke 
ovens.  The  capacity  of  the  two  mines  was  about  1,100  tons,  the  output  being  then 
about  750  tons.  The  output  of  the  two  mines  is  given/ together  for  the  reason  that  the 
haulage  outside  the  mine,  the  tipple  and  loading  arrangements  were  used  in  conmion 
and  the  coal  was  mixed  at  it  was  loaded.  The  future  supply  of  coal  was  to  be  from 
advance  wwk  and  piUais  in  about  equal  proportions.  Output  of  mines  should  be 
considered  in  connection  with  that  of  Goodwill  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  275. 

Hiawatha.    Huwatha  Mine. 

Sample, — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8374,  8375,  8876, 
8377,  8461  (p.  275). 

Mine, — ^Hiawatha;  Norfolk  &  Western  district;  a  drift  mine  at  Hiawatha,  on  the  Wide- 
mouth  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  uniform,  ranging  as  mined  from  4  feet  9  inches 
to  5  feet  4  inches;  roof,  medium  hard  shale  underlain  with  from  3  to  6  inches  of  soft 
draw  slate  which  fell  with  the  coal  and  therefore  was  liable  to  become  mixed  with  it; 
floor,  hard  shale  with  smooth  suifoce. 

The  bed  was  measured  and  sampled  at  four  points  by  J.  W.  Groves  on  July  23, 
1909,  as  described  below: 

Section  of  coal  bed  in  Hiawatha  mine  at  Hiawatha, 

Section 

Laboratory  No 

Roof,  meaium  hard  shale  and  draw  elate. 

Cube  coal 

CJoal 

Bandy  shale 

Coal 

Oravooal 

Coal 

Mother  coal 

Coal 

Mother  coal 

Coal 

Floor,  hard  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 

•  Not  included  in  sample. 

^tion  A  (sample  8374)  was  cut  from  the  face  of  the  left  air  course  1, 1,300  feet  north 
of  drift  mouth. 

Section  B  (sample  8375)  was  cut  from  the  face  of  room  3  on  left  entry  2,  1,400  feet 
northeast  of  drift  mouth. 

Section  0  (sample  8376)  was  cut  from  the  face  of  the  main  entry,  2,400  feet  northeast 
of  drift  mouth. 

Section  D  (sample  8377)  was  cut  from  a  pillar  in  room  12  on  right  entry  2, 1,800  feet 
east  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  both  hce  and  pillar  samples  8374,  8375, 
8376.  and  8377  for  an  tdtimate  analysis,  the  results  of  which  are  shown  under  laboratory 
No  8461. 
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Notts, — ^The  coal  at  this  mine  was  undercut  by  hand  in  bottom  part  of  bed  and  was 
shot  down  with  black  powder.  The  tipple  was  equipped  with  screens  of  both  the 
revolving  and  bar  types,  with  J-inch,  f-inch,  1-inch,  l^inch,  and  2i-inch  spaces.  The 
screenings  that  passed  through  the  2}-inch  spaces  formed  60  per  cent  of  the  entire 
output  and  were  then  sized  and  washed  after  screening.  This  Ib  a  coking  coal,  bat 
there  were  no  ovens  at  this  plant.  The  coal  was  picked  on  car  by  five  trimmers. 
The  daily  output  averaged  400  tons,  and  600  tons  was  the  maximum  day's  run. 
The  future  output  was  to  be  derived  from  both  advance  work  and  pillais. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  275. 

Mora.    Experimental  Drift. 

Sample. — Semibituminous  coal;  Pocahontas  field;  (West  Virginia  No.  10)  aaalyBes 
Nos.  1240,  1244  (p.  275). 

ifine.— Experimental  drift;  Norfolk  &  Western  district;  at  Mora  (McOomas), 
on  the  Norfolk  &  Western  Railroad. 

Coal  bed. — ^The  bed  opened  was  designated  by  the  owner  the  No.  6  coal.  It  lies 
above  the  Pocahontas  bed  and  is  part  of  the  Clark  formation,  of  Carboniferous  age. 

The  bed  was  measiued  and  sampled  by  J.  S.  Burrows  on  October  10, 1904,  as  shown 

below: 

Sections  of  coal  bed  in  experimental  mine  at  Mora. 


Section 

Laboratory  No 

Coal 

Bone  and  sulphura 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled . 


A 
1944 
Ft,  in. 
0     2 
0     2 
2    lU 


3      8| 
3      1} 


B 

1240 

Ft.  in, 
0  2 
0  2 
3     0 


4     1 

3   11 


a  Not  included  in  sample. 

Section  A  (sample  1244)  was  measured  at  a  point  midway  between  the  entrance 
and  the  face  of  the  drift. 

Section  B  (sample  1240)  was  measured  at  the  face  of  the  drift. 

Notes. — ^The  coal  of  this  bed  had  not  been  worked  commercially  in  1904,  and  the 
drift  was  opened  to  determine  the  quality  of  the  coal. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming  tests: 
U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  897;  Bull.  261,  p.  83;  Bureau  of  Mines  Bull.  23, 
p.  69;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1364;  Bull.  261,  p.  128; 
cupola  tests  of  coke:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1386. 

For  chemical  analyses  see  part  1  of  this  bulletin,  p.  275;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  258;  Bull.  261,  p.  57. 

Mora.    Crane  Orbek  No.  1  and  No.  2  Mines. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  10413,  10414, 
'10415,  10416.  10417,  10436  (p.  276), 

Mines. — Crane  Creek  No.  1  and  No.  2  mines;  Norfolk  &  Western  district;  slope  mines 
)  mile  west  of  Mora,  on  the  Pocahontas  division  of  the  Norfolk  &  Western  Railroad. 

Coal  bed. — Known  as  Pocahontas  No.  3.  Carboniferous  age,  the  Pocahontas  forma- 
tion. The  coal  in  these  mines  varies  in  thickness  from  4  to  6  feet  6  inches.  The 
looia  and  floors  of  the  bed  are  of  good  quality.  A  "rash"  varying  from  1  to  4  inches 
in  thickness  overlies  the  coal;  this  was  removed  from  all  run-of-mine  coal  at  the  tipple. 

The  bed  was  measured  and  sampled  on  May  2,  1910,  by  P.  M.  Riefkin  and  A.  A. 
Straub,  as  shown  on  the  following  page. 


WEST  vntaiNiA:  mbbceb  county. 


1027 


Sectiona  of  coal  bed  in  Crane  Creek  Nos.  1  and  t  minee,  }  mile  west  of  Mora. 


Section 

Laborotorv  No 

Boof ,  sandBtone  and  soft  rash. 

Coal 

Mother  ooal 

Bone  and  sulidiur 

Bony  ooal 

Coal 

Bone  and  slate 

Mother  ooal 

Bony  ooal 

Coal 

Mother  ooal 

Bhale 

Coal 

Mother  ooal 

Coal 

Mother  ooal 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


A 

10413 
Ft.  In. 


1 


0 
oO 


0    11 
0 


\ 


0  u 

?  ) 

aO  i 

1  0 

1  ^ 


B 
10414 
Ft.  <ll. 
0     Of 

«6    '31 

0  2 
Streak* 

■j"i 

1  »i 


t  n 


C 

10416 
Ft.  in. 
0     5i 

Streak. 


0     41 


aO 
0 
0 

•  ■ 

0 
0 
2 
0 
0 

4 
4 


1 
I 


a 


3 


3 


D 
10415 
Ft.  in. 
0    lOi 


«0     2} 

0  6l 

Streak' 

■  •        «  ■ 

1  71 
a  6    "f 

0  lol 

Streak. 
0     7| 


4     H 
4     6 


E 
10417 
Ft.    In. 

0     Of 


aO 
2 


Streak;' 

•  •        •  • 

1     11 


4      6 
4     81 


a  Not  included  in  sample. 

Section  A  (sample  10413)  was  cut  from  the  face  of  crofls  entry  14,  3,200  feet  north- 
west of  drift  mouth  of  the  No.  1  mine. 

Section  B  (sample  10414)  was  cut  from  the  face  of  main  heading  1,  4,300  feet  north 
of  drift  mouth. 

Section  G  (sample  10416)  was  cut  from  the  chain  pillar  at  room  10  between  No.  1 
and  No.  2  cross  entries  of  main  heading,  1,400  feet  northeast  of  drift  mouth  of  the  No. 
2  mine. 

Section  D  (sample  10416)  was  cut  from  the  face  of  Ozark  heading,  4,400  feet  north- 
east of  drift  mouth. 

Section  E  (sample  10417)  was  cut  from  the  face  of  pen  entry,  4,800  feet  north  of  drift 
mouth. 

A  composite  sample  was  made  by  mixing  samples  10413,  10414,  10415,  10416,  and 
10417  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No. 
10436. 

Notes. — Crane  Creek  Nos.  1  and  2  mines  were  supplying  the  same  tipple.  The  coal 
in  these  mines  was  tmdercut  with  hand  with  picks  in  the  bottom  part  of  the  bed  and 
shot  down  with  black  powder.  The  tipple  was  equipped  with  a  4-inch  bar  screen.. 
2-inch,  l^inch,  1-inch,  and  f-inch  revolving  screens,  a  washer,  and  a  picking  table. 
All  coal  passing  over  the  4-inch  screen  was  shipped  as  run  of  mine  and  passed  over 
a  picking  table  before  going  into  the  railroad  cars.  The  commercial  sizes  shipped 
besides  run  of  mine  were  egg  coal  and  stoker  coal.  All  the  coal  which  passed  through 
the  f-inch  mesh  of  the  revolving  screen  was  washed.  Little  of  the  washed  coal  was 
shipped,  most  of  it  being  coked.  The  average  output  of  the  two  mines  was  1,000  tons 
per  day  with  a  capacity  of  1,750  tons  daily.    The  unmined  area  was  about  3,800  acres. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  276. 

Mora.    Pinnacle  Minx. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  10418, 10419, 10420, 
10421,  10422,  10437  (pp.  276,  277). 

Mine. — Pinnacle;  1  mile  north  of  Mora;  Norfolk  &  Western  district;  a  slope  mine 
on  the  Pocahontas  Division  of  the  Norfolk  &  Western  Railway. 

Coal  bed, — Known  as  Pocahontas  No.  3.  Carbonifeit>us  age,  Pocahontafl  formation. 
The  coal  in  this  mine  is  4  feet  to  5  feet  6  inches  thick.  The  roof  and  floor  are  good; 
a  "rash "  varying  from  1  to  4  inches  occurs  above  the  coal,  but  b  eliminated  from 
the  run-of-mine  coal  at  the  tipple  by  4-inch  bar  screens. 
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The  bed  was  measured  and  sampled  on  May  3,  1910,  by  P.  M.  Biefkin,  as  shown 
below: 

SeeHons  of  coal  bed  in  Pin/naeU  mine,  1  mUe  north  of  Mora. 


Section 

Laboratory  No 

Roof,  aandstooe  and  radi. 

Goal 

Bone  and  sulphur  a. . . 

Mothorcoal 

Coal 

Mothorcoal 

Mother  coal  and  bone. 

Sulphur  and  bonea. 


Sulphi 
CoaL. 


Mother  coal  and  bone  a .. . 

Mother  coal 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sanpled. 


A 

10418 
Ft  M. 
0 
0 


i 


1     6 
Streak. 


0  11 

0  i 

•  *  •  • 

0  0 

3  Sl 


B 

10410 

Ft.  in. 

1     1 

0     4i 

"i    6 
0      i 


1     8 
1     0 

i  SI 


c 

10420 

Ft.  in. 

1     1 


0 

■  • 

1 
0 

■  • 

1 

*  • 

0 
0 


5 

i 


4 


D 

10431 

Ft.  in, 

0    10 

•  «        •  • 

0     i 
0    a 


0 

1 


0     I 

0    10 

i  H 


Fu  in, 

0  10 

•  •  •  a 

0  1 


0  4 

1  10 

1  91 

4  0 


a  Not  tnctaded  to  lainpla. 


Section  A  (sample  10418)  was  cut  from  the  face  of  crofls  entry  1,  3,300  feet  east  of 
drift  moutk. 

Section  B  (sample  10419)  was  cut  from  the  pillar  on  right  entry  4,  off  entry  13, 1,500 
feet  northeast  of  drift  month. 

Section  0  (sample  10420)  was  cut  from  the  face  of  Thomas  heading,  3,600  feet  north 
of  drift  mouth. 

Section  D  (sample  10421)  was  cut  bom  the  face  oi  Gobbler  heading,  off  main  heading 
2,  2,900  feet  east  of  drift  mouth. 

Section  E  (sample  10422)  was  cut  from  pillar  2  on  cross  left  entry  8,  off  main  heading 
1,  2,400  feet  southeast  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samplea  10418,  10419,  10420,  10421,  and 
10422  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No. 
10437  (p.  277), 

Notes, — ^The  coal  in  this  mine  was  undercut  in  bottom  part  of  bed  by  hand  with 
picks,  and  was  shot  down  with  black  powder.  The  tipple  was  equipped  with  a  4-inch 
bar  screen  and  with  2-inch,  IJ-inch,  1-inch,  and  f-inch  revolving  screens,  a  Jeffrey 
washer,  and  a  picking  table.  The  coal  was  picked  on  a  picking  table  and  on  the 
cars  after  passing  over  the  4-inch  bar  screen.  The  coal  which  passed  through  the 
4-inch  screen  fell  into  a  revolving  screen  of  2-inch,  IJ-inch,  1-inch,  and  f-inch  meshes, 
and  the  screened  coal  was  shipped  in  egg  and  stoker  form.  All  the  coal  which  passed 
through  the  f-inch  mesh  revolving  screen  was  washed.  Little  of  the  washed  coal  was 
shipped,  practically  all  of  it  being  coked.  The  average  output  of  this  mine  was 
about  1,000  tons  dsdly,  with  a  capacity  of  1,000  tons  per  day.  The  unmined  area  was 
about  1,700  acres. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  270,  277. 

Simmons.    Buckeye  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8564,  8565,  8566, 
8567,  8568,  8569,  8570,  8675  (p.  277). 

Mine, — Buckeye;  Norfolk  &  Western  district;  a  drift  mine  1}  miles  northwest  of 
Simmons,  on  the  Simmons  Branch  of  the  Norfolk  db  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Garboniieroua  age,  Poca- 
hontas fonnation.  The  bed  at  this  mine  has  an  average  thickness  of  5  feet  10  inches 
with  a  good  hard  shale  roof  and  a  hard  underclay  floor.  The  floor  has  a  smooth  sur- 
face, so  that  very  little  of  it  got  mixed  with  the  coal.  The  cover  over  the  coal  varies 
from  30  to  300  feet. 
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The  bed  was  meamired  and  Bampled  at  seven  pomts  by  J.  W.  Gfovee  on  July  30, 
1909,  as  described  below: 

Sedums  of  eoal  bed  in  Buckeye  mine,  1\  mxU$  northweH  of  Simmons. 


Section 

LabontorvNo 

Rool  hard  gray  shale. 

Coal 

liothtfooal 

Coal 

Pyritos  and  bonv  coal  a  . . . 

Pyrites  and  ahalea 

Coal 

Bony  coal  and  solphor  «  . . . 

Bony  coal  • 

Mother  ooal 

Coal 

Floor,  hard  underdiiy. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


A 
8fi64 

Ft.  in. 


6 
6 


3 

1 


B 
tt65 

Ft.  in. 

J  1 

1  1 
0  2 

mm  •  • 

0  8 

•  *  •  • 

0  8 

2  ii 

6  11 

6  6 


C 
8566 

FL  in. 

1     0 
0 

1 

0 

«  « 

0 

«  • 

0 

8 

6 
6 


D 

8670 
Ft.   in. 
2     8 


0     8| 
2     6 


0  I 

0  11 

6  11 

8  71 


E 
8567 
Ft.    in. 
2     1 

0      4 


0     4* 

8     2 


6 
B 


M 


Ft.   in. 
2     8i 


0 
0 


i 


3      8 


5 
6 


8! 

8 


Ft.  in. 

1  n 


0     li 

3  3 

4  lo| 


a  Not  iDclndfld  ia  sample. 

• 

Section  A  (sample  8564)  was  cut  imn  the  face  of  the  Sunmons  entry. 

Section  B  (sample  8565)  was  cut  from  the  face  of  cross  entry  7,  o£F  the  Simmons 
entry. 

Section  0  (sample  8566)  was  cut  from  the  i&ce  of  room  10,  o£f  cross  entry  5. 

Section  D  (sample  8570)  was  cut  from  a  pillar  of  room  11,  off  the  Newman  entry. 

Section  E  (sample  8567)  was  cut  from  the  face  of  room  8  on  the  Bennetts  entry. 

Section  F  (sample  8568)  was  cut  from  the  &ce  of  the  Price  entry. 

Section  G  (sample  8569)  was  cut  from  the  face  of  room  11,  off  cross  entry  3. 

A  composite  sample  was  made  by  mixing  the  face  samples  8564,  8565,  8566,  8567, 
8568,  and  8569  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  labo- 
ratory No.  8675  (p.  277). 

Nbtee. — ^The  coal  at  this  mine  was  undercut  with  hand  picks  and  shot  down  with 
black  powder.  A  permissible  explosive  was  also  used  to  some  extent.  The  tipple 
was  provided  with  bar  screens  with  spaces  of  6  inches,  4  inches,  2  inches,  and  1  inch, 
making  possible  the  loading  of  the  following  six  sizes  of  coal:  Lump,  egg,  nut,  steam 
coal,  slack,  and  run-of-mine.  About  150  tons  of  slack  was  used  daily  in  making  coke,  x 
There  were  at  this  mine  160  ovens,  60  of  which  were  in  operation  in  July,  1909.  Sev- 
enty per  cent  of  the  output  of  the  mine  was  sold  as  run-of-mine  coal.  The  coal  was 
picked  by  three  trimmers  as  it  was  loaded  on  the  cars.  The  capacity  of  the  mine 
was  1,000  tons  daily,  and  the  actual  output  at  that  time  was  400  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  277. 

Sdimons.    Booth-Bowbn  Mine. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nob.  8549,  8550,  8551, 
8552,  8553,  8554,  8682,  8683  (p.  277). 

Mine. — Booth-Bowen;  Norfolk  &  Western  district;  a  drift  mine  2  miles  northwest 
of  Simmons,  on  the  Simmons  Creek  Branch  of  the  Norfolk  &  Western  Railway. 

Coal  bed.— Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  The  thickness  of  coal  as  mined  tangee  from  4  feet  to  10  feet.  It  has 
a  "gray  band,"  which  is  a  small  band  of  coal  higher  in  ash  content  harder  than  the 
main  body  of  the  coal .  It  also  has  a  bony  coal  band  accompanied  with ' '  sulphur. ' '  The 
roof  in  a  part  of  the  mine  is  shale  and  in  the  other  part  is  sandstone.  It  has  a  smooth 
Bur&ce,  is  hard,  and  did  not  fall  with  the  coal.    The  floor  is  a  hard  underclay. 
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The  bed  was  meaflured  and  sampled  at  six  points  by  J.  W.  Groves  on  Jtdy  26  and  27, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Booth-Bowen  mine,  i  miUa  northtoest  ofSimmon$. 


Sectiodi..... 

LaboratonrNo 

Boof.  sandstone,  and  hard  gray  sihala. 

Coal 

Bonyooala 

Coal 

Mother  coal 

CoaL 

Shale  and  coal  (mizad)  a 

Bony  ooal>..« 

Coal    

Bony  ooal  a.... 

CmtV 

Bonyooala 

Floor,  hard  underday. 
Thickness  oi  bed. 


I  *  •  «  •  •  I 


••••••••••••• 


Thickness  of  coal  sampled.. 


A 

8549 
FL  in. 
1     ^ 
0     1 
3     7i 


4 
4 


11 
10 


t% 


D 
8552 
Ft.  in. 
0    11} 

0  2} 

1  5 

0  k 

1  0 


0     8 
3     7| 


7     « 
7       « 


B 
8563 

FL  in. 


1 
0 
1 
0 
1 


1 


8   4 


8 
8 


3 


0 
0 
0 
0 
0 
2 

7 
7 


n 
1 


a  Not  included  in  sample. 

Section  A  (sample  8549)  was  cut  from  the  face  of  entry  9,  off  Bird  Hunter's  entry. 

Section  B  (sample  8550)  was  cut  from  the  fsce  of  entry  6,  off  Bird  Hunter's  entry. 

Section  G  (sample  8551)  was  cut  from  the  face  of  No.  9  butt  entry,  off  Kansas  City 
entry. 

Section  D  (sample  8552)  was  cut  from  the  pillar  of  room  9  on  Yukon  entary. 

Section  E  (sample  8553)  was  cut  from  pillar  3  on  entry  35. 

Section  F  (sample  8554)  was  cut  hx)m  the  pillar  of  room  21  on  Meadow's  entry. 

Composite  samples  for  ultimate  analyses  were  made  by  mixing  the  face  samples 
Nos.  8549,  8550,  and  8551,  the  results  of  which  are  shown  under  laboratory  No. 
8683  (p.  277),  and  the  pillar  samples  Nos.  8552,  8553,  and  8554,  the  results  of  which 
are  shown  under  laboratory  No.  8682  (p.  277). 

Notes. — ^The  coal  at  this  mine  was  undercut  with  hand  picks  and  shot  down 
with  black  powder.  The  tipple  was  provided  with  bar  screens  with  spaces  of  3 
inches,  1)  inches,  and  i  inch,  so  that  it  was  possible  to  load  five  sizes  of  coal,  which 
were  lump,  egg,  nut,  slack,  and  run-of-mine.  The  coal  was  picked  on  the  loaded 
cars,  five  pickers  being  employed  for  this  purpose.  There  was  150  tons  of  screenings 
used  per  day  at  the  mine  for  making  coke.  The  capacity  of  the  mine  was  1,100 
tons  per  day,  with  an  output  of  1,000  tons,  83  per  cent  of  which  was  sold  as  run-of-mine 
coal.  The  mine  had  a  large  territory  of  coal  and  65  per  cent  of  the  output  was  to 
be  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  277. 

Simmons.    Casweix-Elkhorn  and  Cabwbll-Hemlock  Minbs. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8555,  8556,  8557, 
8558,  8559,  8677,  8560,  8561,  8562,  8563,  8676  (p.  278). 

iftnes.— Caswell-Elkhom  and  Caswell-Hemlock;  Norfolk  &  Western  district; 
drift  mines  2  miles  west  of  Simmons  (Freeman  post  office),  on  the  Simmons  Branch 
of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Potts- 
ville  formation.  The  thickness  of  the  coal  as  mined  ranges  from  6}  to  8  feet;  the 
roof  is  a  gray  shale  which,  in  places,  is  soft,  but  in  general  about  a  foot  of  coal  was  left 
as  a  roof,  thus  preventing  any  shale  from  getting  into  the  coal.  The  floor  is  an 
underclay  with  smooth  surfoce. 
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The  bed  was  meaeuied  and  sampled  at  five  points  in  the  CaflweU-Elkhom  mine 
on  July  27  and  28,  1909,  and  at  four  points  in  the  Caswell-Hemlock  mine  on  July 
28  and  29, 1909,  by  J.  W.  Groves,  as  described  below: 

Sections  of  coal  in  Caswdl-Elkhom  mine,  t  miUa  west  ofSimmona, 


SOOtlOD 

Laboratonr  No 

Roof,  hard  shale,  and  coaL 

doal 

Qrayband 

Coal. 

Bony  ooal  and  nilptaar  a. . , 

8alpliiir« 

Bonyooala , 

CoaL 

Hard  coal  (good) 

Bony  ooal  and  salpluir  a. . , 
BbalA  and  aolphur  «. 

Coal 

BoD/ooaia 

MotnercoaL 

Ooal. 


■  «  •    •    •   V  4 


Floor,  hard  underclay. 
Thickness  of  hed. 


Thickness  of  ooal  sampled. 


A 
8665 

2     6^ 


0  3 

0  10 

0  3 

0  2 

■  ft  •  • 

2  ^ 

0  1 


1      8 

7     7 
7     4 


B 
8556 
Ft,  in, 
1    10 
0     2^ 
0     9} 


0 

•  • 

8 


e 

6 


8 


? 


C 

8557 

FL  in, 

«  • 
ft  • 

•  « 

2 

■  • 

1 

•  ft 

1 
7 

4 


0 
3 

7 


D 
8668 

fL  in, 
2     0 


0       » 

•  •  ft  ft 

0     8 


0     1| 
4     8 


7     6 
7     8 


B 

8669 
FL  in. 
2     10 


0 

•  • 

0 

•  ft 
ft  • 
ft  • 

0 

ft  • 

8 

7 
6 


8 
8 


4 

ft  • 

0 


ft  Not  Included  In  sample. 

Section  A  (sample  8555)  was  cut  from  the  &ce  of  left  entry  6,  3,800  feet  northwest 
of  the  drift  mouth. 

Section  B  (sample  8556)  was  cut  from  the  &ce  of  room  1,  o£F  right  entry  4,  2,400 
feet  northwest  of  the  drift  mouth. 

Section  G  (sample  8557)  was  cut  from  the  face  of  the  right  entry  1, 1,400  feet  north 
of  the  drift  mouth. 

Section  D  (sample  8558)  was  cut  from  the  face  of  the  border  line  entry  o£f  right 
entry  3,  2,800  feet  north  of  the  drift  mouth. 

Section  £  (sample  8559)  was  cut  from  pillar  12  on  left  entry  3,  2,400  feet  west  of 
the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  &ce  samples  8555,  8556,  8557,  and 
8558  for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No. 
8677  (p.  278). 

Sectiona  of  coal  bed  in  Castoell-HemJock  mine,  i  miles  west  of  Simmons, 


Section 

Laboratory  No. 

Roof,  hard  shale  and  ooaL 

Coal 

Bonyooala 

Gray  band 

CoaL 

Bonyooala 

Motner  ooal 

Coal 

Bonyooala 

Coal 

Shalea 

Coala. 


FkKv,  smooth  hard  underolay. 
Thickness  of  bed. 


Thickness  of  ooal  sampled.^ 


A 

8660 
Ft.  in, 
2    10 
0     li 


0 
0 

•  « 

0 
0 
3 


9 

•  • 

6 
3 
6 


7    11 
7     6 


B 

8561 

FL  in. 

3     7 


0  i 

0  7\ 

0  2 

3  6 


7    10 

7     8 


C 

8662 

Ft.  in. 

2     3 


0 
0 


2 

7i 


0 

li 

0 

8 

0 

3 

3 

* 

0 

1 

0 

1 

7     8 
6    10 


D 

8663 
Ft,    in, 

6  8 

aO  2 

•  •  •  • 

3  6 


8     10 

8       8 


a  Not  included  in  sample. 

Section  A  (sample  8560)  was  cut  from  the  face  of  the  Charleston  entry,  4,800  feet 
south  of  the  drift  mouth. 

Section  B  (sample  8561)  was  cut  from  the  pillar  of  room  4  on  the  straight  entry, 
5,600  feet  south  of  the  drift  mouth. 
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Sectkm  C  (sample.  8562)  was  cut  from  pilUur  of  room  18,  off  Deacoii'a  entry,  7»000 
itot  Bontiieaert  of  the  drift  moutii. 

Section  D  (sample  8563)  was  cut  from  tiie  pillar  t4  rcxrin  8  on  ciobb  entry  3,  6,700 
feet  south  of  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  pillar  samples  Nos.  8561,  8562,  and 
8563  for  an  ultimate  analysis,  the  resultB  of  which  are  shown  under  laboratory  No. 
8676  (p.  278). 

Notes. — ^The  coal  at  these  mines  was  undercut  with  air-pundier  madiines  and 
with  hand  picks,  and  was  shot  down  with  black  powder.  The  coal  was  hauled  out 
to  the  railroad  tipple,  which  had  f-indi  bar  screens  for  taking  out  the  slack  to  supply 
120  ovens.  These  were  not  in  operation  in  July,  1900;  the  coal  in  consequence  was 
not  screened  and  was  sold  in  run-of-mine  form.  Twenty  per  cent  of  the  coal  would 
pass  through  a  f-inch  screen.  The  coal  from  the  two  mines  was  mixed  in  the  load- 
ing chutes,  the  output  from  each  being  about  550  tons,  making  a  combined  output 
of  1,100  tons  daily.  The  greater  part  of  the  coal  from  the  CasweU-Elkhom  mine 
was  taken  from  advance  work,  and  that  from  the  Oaswell-Hemlock  mine  was  taken 
from  pillars. 

For  cheniical  analytos  of  this  coal  see  part  I  of  this  bulletin,  p.  278. 

SpsmeroN.    SpuNe  Minb. 


Sample. — Semibituminoua  coal;  Pocahontas  field;  analyaee  Nos.  8434,  8435,  8436, 
8437,  8438,  8473  (p.  279). 

Mine. — Spring;  Norfolk  &  Western  district;  a  drift  mine  }  mile  east  of  Springton 
on  the  Wide  Mouth  Branch  of  the  Norfolk  &  Western  Eailway. 

Coal  bed. — ^Known  in  this  field  as  the  Pocahontas  No.  3.  Carboniferous  age,  Poca- 
hontas formation.  Thickness,  fairly  uniform,  varying  from  4  feet  3  inches  to  4  feet  11 
inches;  dip  slight  to  the  west;  roof,  shale  of  good  quality;  floor,  shale  with  thin  layers 
of  coal. 

The  bed  was  measured  and  sampled  at  five  points  by  A.  J.  Hazlewood  on  July  28, 
1909,  as  described  below: 

Sections  of  coal  bedin  Spring  mine,  |  ndle  ea»t  of  Springton. 


Section 

Laboratory  No 

Roof,  shale. 

Cabecoal 

Sulphur  coal 

Coal,  fragile ' 

Shale 

Coal,  hard 

Bony  coal 

Coal,  fragile. 

noor.  shale,  contahiing  thin  layefs  of  oooL 

Thidcnessofbed 

Tbldmess  of  coal  sampled 


A 

own 

.A.  In. 


1 
•  0 

0 
oO 

2 


? 


4     9| 
4     6 


B 

S436 

Ft.  in. 

aO     2 

0  2| 

1  8 


0     8 
2     9 


4 

4 


n 


C 

8436 

Ft.  In. 

oO     1 

0  2| 

1  ft 


0 

2 

4 
4 


•  « 

St 


D 

S487 
FL  ta. 


I     7 


0     4 
2     S| 


B 

841 

FLtn. 

•  »        •  • 

•0    H 

0     8 
t     6 

«     7 
4     H 


•  Not  Indnded  in  samptoi 

Section  A  (sample  8434)  was  cut  from  the  face  of  left  heading  2, 8,000  feet  from  the 
drift  mouth. 

Section  B  (sample  8435)  was  cut  from  the  face  of  the  Franklin  entry  (right  entry  2, 
off  left  heading  2),  3,400  feet  from  the  drift  mouth. 

Section  0  (sample  8436)  was  cut  from  the  face  of  the  main  heading,  3,600  feet  from 
the  drift  mouth. 

Section  D  (sample  8437)  was  cut  from  the  face  of  the  Tazewell  entry,  3,600  feet  from 
the  drift  mouth. 
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Section  E  (sample  8438)  was  cut  from  the  face  of  left  heading  1,  3,600  feet  from  the 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8434,  8435,  8436,  8437,  and  8438 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8473 
(p.  279). 

Notes. — ^The  coal  at  this  mine  was  undercut  with  punching  machines  in  bottom  part 
of  bed  and  was  shot  down  with  black  blasting  powder  and  djrnamite.  There  were 
no  screens  at  the  mine,  all  of  the  coal  being  shipped  in  run-of-mine  form.  The  coal 
was  picked  on  the  car  by  three  trimmers.  The  daily  output  in  1909^  at  time  of 
sampling,  averaged  700  tons,  and  900  tons  was  a  maximum  day's  run.  The  output 
was  to  be  increased  and  was  to  be  derived  largely  from  advance  workings. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  279. 

Wbnonah  (Dorr  Post  Office).    Wbnonah  Minx. 

Sample. — Semibituminous  coal;  Pocahontas  field;  analyses  Nos.  8888,  8334,  8336, 
8336,  8424  (p.  279). 

Mine. — ^Wenonah;  Norfolk  &  Western  district;  a  drift  mine  at  Wenonah  (Dott  poet 
office),  33  miles  northwest  of  Bluefield  on  the  Wide  Month  Brandi  of  the  Norfolk  & 
Western  Kailway. 

Coal  bed. — ^Known  in  this  field  as  Pocahontas  No.  3.  Carboniferous  age,  Pocahontas 
formation.  Thickness,  from  3  feet  9  inches  to  4  feet  4  inches;  dip,  1^  W.;  roof,  hard, 
firm  shale  or  sandstone;  there  are  layers  of  shale  and  bony  coal,  as  shown  in  the  section, 
which  stuck  to  the  coal  and  caused  a  considerable  loss  of  coal ;  floor,  soft  clay.  Containing 
thin  layers  of  coal.    Some  clay  became  mixed  with  the  coal  in  loading. 

The  bed  was  measured  and  sampled  at  four  points  by  A.  J.  Hazlewood  on  July  22, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Wenonah  mine  at  Wenonah. 


B6Ctl0ll , 

Laboratorv  No , 

Boot,  hard  shiile. 

Coal 

Shalea 

Coal,  hard 

Bonyooala 

Cod 

Floor,  soft  undorclay  with  smooth  surfiuw. 

TnlckiiesBofbea 

ThicknwB  of  eoal  sampled 


A 

8336 
Ft.  in. 
0   m 
0     3{ 
0     " 
0 
2 

4 

3 


B 


Ft.  in. 
0    101 


0 
0 
0 
1 


2 
4 


3    IM 
3      31 


C 
8336 

Ft.  in. 
0    12 
0     3 
0     6 
0     3 

2  2) 

3  S 


D 

8334 

Ft.  in. 

0  111 

0  4 

0  4 

S  1 


4 

3 


4 


a  Not  included  in  sample. 

Section  A  (sample  8336)  was  cut  from  the  face  of  left  heading  2,  off  main  entry  2, 
2,000  feet  from  the  drift  mouth. 

Section  B  (sample  8333)  was  cut  from  the  fiace  of  left  heading  2,  off  main  entry  1. 

Section  C  (sample  8335)  was  cut  from  the  face  of  left  heading  4,  off  main  entry  1. 

Section  D  (sample  8334)  was  cut  from  face  of  main  entry  1. 

A  composite  sample  was  made  by  mixing  samples  8333,  8334,  8336,  and  8336  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8424  (p.  279). 

Notes. — ^The  coal  at  this  mine  was  undercut  with  chain  machines  in  bottom  part  of 
bed,  and  was  shot  down  with  black  powder.  There  were  no  screens  at  this  mine,  all 
of  the  coal  being  shipped  in  run-of-mine  form.  This  is  a  coking  coal ,  but  there  were  no 
ovens  at  this  plant.  The  coal  wa^  picked  on  a  table  and  on  the  car  by  five  trim- 
mers. The  daily  output  averaged  300  tons,  and  550  tons  was  the  maximum  day's  run. 
The  output  for  the  immediate  future  was  to  be  derived  from  advance  workiqgii 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  279. 
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WiDEMOUTH.    Piedmont  Mine. 

Sample, — SemibituminoiiB  coal;  Pocahontas  field;  analyaee  Noe.  10423, 10424, 10426, 
10426, 10438  (p.  279). 

Mine. — Piedmont;  Norfolk  &  Western  district;  a  dope  mine  }  mile  west  of  Wide- 
mouth,  on  the  Pocahontas  division  of  the  Norfolk  &  Western  Railway. 

Coal  bed. — Known  as  the  Pocahontas  No.  4  (7).  Carboniferous  age,  Clark  (7)  forma- 
tion. The  coal  in  this  mine  varies  from  4  feet  8  inches  to  5  feet  1  inch  in  thickness. 
The  roof  and  floor  of  this  bed  are  of  good  quality.  A  ' '  rash  **  varying  from  1  to  4  inches 
occurs  above  the  coal,  but  this  is  eliminated  from  run-of-mine  coal  at  the  tipple  by 
passing  the  coal  over  a  4-inch  bar  screen.  The  coal  from  this  bed  is  of  a  very  good 
quality,  and  can  easily  be  cleaned  from  the  parHngs. 

The  bed  was  measured  and  sampled  May  3,  1910,  by  A.  A.  Straub,  as  shown  below: 

Section  of  coal  bed  in  Piedmont  mine^  i  mile  west  of  Widemouth. 


Section 

LaboAtory  No 

Roof,  sandstone  and  soft  rash. 

CoaL 

Cube  ooal  a 

Shalea 

Coal 

Bone  a 

CoaL 

Mother  ooal 

Coal 

Shalea 

Coal 

Mother  ooal 

Coal 

Mother  coal 

Coal 

Shalea 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled. 


A 
10423 
Ft.  in. 

1  2 

0    '61 

6      "i 

2  G 
Streak. 

0     4 


4 
4 


? 


B 
10424 
FL  in. 
1     2 

•  •         «  • 

0     7 
3        i 


\  St 


C 

1042S 
Ft.     in. 


0 
1 


2i 

2* 


0 
0 

0  6] 

1  0 
Streak. 

1     H 


6     3i 
4     6i 


D 
10426 
FL  in. 

6      2 

6    '7i 


a  Not  Included  In  sample. 

Section  A  (sample  10423)  was  cut  from  the  face  of  room  2,  off  right  heading  10, 2,600 
feet  southwest  of  the  drift  mouth. 

Section  B  (sample  10424)  was  cut  from  the  face  of  left  entry  8,  off  main  entry  1, 3,600 
feet  southwest  of  the  drift  mouth. 

Section  G  (sample  10425)  was  cut  from  the  face  of  left  entry  2,  off  main  entry  in  No.  3 
mine,  900  feet  north  of  the  drift  mouth. 

Section  D  (sample  10426)  was  cut  from  face  of  main  heading  2, 1,100  feet  northeast 
of  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  10423, 10424, 10425,  and  10426  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  10438. 

Notes. — The  coal  in  this  mine  was  undercut  with  air  punching  machines,  and  was 
shot  down  with  black  powder.  The  tipple  was  equipped  with  a  4-inch  bar  screen, 
with  2-inch,  l^-inch,  and  If-inch  revolving  screens,  a  washer,  and  a  picking  table. 
The  coal  was  picked  on  a  picking  table,  and  also  on  the  car.  The  coal  was  screened 
over  a  4-inch  bar  screen,  all  passing  over  this  screen  being  shipped  in  run-of-mine 
form.  The  average  output  of  the  mine  was  about  500  tons  daily,  with  a  capacity  of 
700  tons  per  day.    The  unmined  area  was  about  2,200  acres. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  279. 
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Elk  Gabden.    Tybon  No.  10  Mine. 

Sample. — Semibituminous  coal;  Elk  Garden  field;  analyses  Nos.  472,  473,  483, 
10458  (p.  280). 

Mine. — Tyson  No.  10;  Potomac  district;  a  drift  mine  at  Elk  Garden,  on  the  Elk 
Garden  Branch  of  the  Western  Maryland  Railroad. 

Coal  bed. — Known  in  this  field  as  the  Sewickley.  Carboniferous  age,  Monongahela 
formation.  The  bed  as  mined  has  an  average  thickness  of  5  feet  4  inches,  and  varies 
from  5  feet  4  inches  to  5  feet  10  inches.  The  roof  is  a  soft  sandstone  with  smooth  sur- 
face, which  breaks  readily  during  the  robbing  of  pillars.  The  floor  is  shale  and  fire 
day,  with  smooth  but  rolling  surface.  In  places  pieces  of  the  floor  became  mixed 
with  the  coal  in  mining. 

The  bed  was  measured  and  sampled  at  three  points  by  P.  M.  Riefkin  on  April  20, 
1910,  as  described  below: 

SectUms  of  coal  bed  in  Tyson  No.  10  mine  at  Elk  Oarden. 


Section 

Laboratorr  No. . 
RooftOmastoiie. 

Bone  a 

Charooal 

Coal 

Charooal 

Coal  (bony).. 

Coal 

Soli 


Soli^iir. 
CoaT.... 


Sulphur. 


CoaT. 


Shale  and  coal  a 

Coal 

Floor,  soft  shale. 

lliickness  of  bed 

Thickness  of  ooal  sampled . 


6  10A 
6    8A 


^  a  Not  included  in  sample. 

Section  A  (sample  472)  was  cut  from  pillar  off  room  4,  off  right  heading,  160  feet  north- 
west of  drift  mouth. 

Section  B  (sample  473)  was  cut  from  pillar  6,  off  main  air  course,  430  feet  southeast 
of  drift  mouth. 

Section  C  (sample  483)  was  cut  from  heading  pillar  in  neck  of  room  8  on  right  air 
course,  440  feet  northwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  pillar  samples  472,  473,  and  483  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  10468. 

Notes. — The  coal  at  this  mine  was  mined  with  pick  and  shovel,  no  explosive  being 
used.  There  were  no  screens  at  the  tipple,  the  entire  output  being  loaded  as  run- 
of-mine  coal.  The  mine  was  nearly  worked  out,  and,  at  time  of  sampling  in  April, 
1910,  had  a  daily  output  of  150  tons,  derived  from  pillars  entirely. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  280. 

Elk  Garden.    Ott  No.  20  Mine. 

Sample. — Semibituminous  coal;  Elk  Garden  field;  analyses  Nos.  484,  485,  10457 
(p.  280). 

Min£. — Ott  No.  20;  Potomac  district;  a  drift  mine,  1  mile  north  of  Elk  Garden, 
on  the  Western  Maryland  Railroad. 

Coal  bed. — Known  in  this  field  as  the  Upper  Freeport.  Carboniferous  age,  Alle- 
gheny formation.    The  bed  as  mined  has  an  average  thickness  of  4  feet  4  inches  and 
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varies  from  3}  to  5  feet.    The  roof  is  good,  a  shale  which  did  not  fall  and  get  mixed 
with  the  coal.    The  floor  is  a  hard  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  Geoige  S.  Pope  on  April  20, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Ou  No.  tO  mine,  1  mile  north  of  Elk  Oarden. 


Section 

LabontoiT  No 

Roof.  BandiBtone  and  draw  slate. 

Bonea 

Coal  (vei  y  hard) 

Bony  coal« 

Shale  « 

Coal 

Black  flidpfaar 

Coal 

Coal  (dull  gray) 

Floor,  hard  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled. . 


A 

B 

484 

486 

Ft,  in. 

FL    la. 

^ 

0     1 

0     5 

0     5} 

0      1 

.  •     •• 

0     41 

2     9i 
0       { 

2     6 

0  n 

9    a 

«  «          •  > 

0    10 

•  •         •  > 

^    ^ 

3     61 

1    4 

3     1 

•  Not  tai^dea  in  samjde. 

Section  A  (sample  484)  was  cut  from  the  face  of  the  Baldwin  heading. 

Section  B  (sample  485)  was  cut  from  the  face  of  the  Atlantic  heading. 

A  composite  sample  was  made  by  mixing  the  face  samples  484  and  485  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  number  10457. 

Notes. — The  coal  at  this  mine  was  undercut  in  the  bottom  part  of  bed  with  hand 
picks,  and  was  shot  down  with  permissible  explosives.  There  were  no  screens  at 
the  tipple,  the  entire  output  of  coal  being  loaded  in  run-of-mine  form.  The  mine 
had  a  capacity  of  300  tons,  and  an  average  daily  output  of  150  tons,  whidi  was  derived 
principally  from  advance  work.    Another  opening  was  projected. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  280. 

Elk  Garden.  Elk  Garden  No.  6  Mine. 

i8^omp2«.— Semibituminouscoal;  Elk  Garden  field;  analyses  Nos.  7626,  7627  (p.  280). 

Mine, — ^Elk  Garden  No.  6;  Potomac  district;  a  drift  mine,  1  mile  southwest  of 
Elk  Garden,  on  the  Western  Maryland  Railroad. 

Co€d  bed. — Big  Vein  (Georges  Creek  or  Pittsburgh).  Carboniferous  age,  Mononga- 
hela  formation.     Roof  and  floor,  shale. 

The  bed  was  measured  and  sampled  at  two  points  by  P.  M.  Riefkin  on  April  21, 
1909. 

Sections  of  coal  bed  in  Elk  Garden  No.  6  mine,  1  mile  southwest  of  Eli  Oarden. 


LaboiatoryNo 

Roof,  shale. 

Coal 

Spintooal 

Mother  coal 

Coal 

Salphur 

Bpltat 

Coal 

Mother  coal 

Coal 

Sulphur 

Coal 

Shale  a 

Coal 

Coal 

Mother  coal 

Coal 

Shale  a 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thiokneas  ofooal  sampled 


.0     ^ 


•  Not  Included  in  sample. 
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Sample  7626  was  taken  in  room  5,  off  heading  3, 1,200  feet  aoutheaat  of  opening. 

Sample  7627  was  taken  in  room  2,  off  right  heading  2,  700  feet  south  of  opening. 

Notea. — ^At  time  of  inspection  pillars  were  being  pulled,  and  it  was  estimated  that 
the  mine  would  be  worked  out  in  within  a  year.  Daily  output,  300  tons.  No  men 
employed  to  pick  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  280. 

Oakmont.    KrrrANHiNQ  No.  14  Minb. 

Sample, — Semibituminous  coal;  Elk  garden  field;  analyses  Nos.  492,  494,  10453 
(pp.  280,  281). 

M%7ie. — Kittanning  No.  14;  a  drift  mine,  located  in  the  Upper  Potomac  field, 
Potomac  district;  1^  miles  northwest  of  Oakmont,  on  the  Elk  Garden  Branch  of  the 
Western  Maryland  Railroad. 

Coal  bed. — Known  in  this  field  as  the  Upper  Freeport.  Carboniferous  age,  Alle- 
gheny fonnation.  The  bed  as  mined  has  an  average  thickness  of  4  feet  4  inches,  and 
varies  from  4  feet  2  inches  to  4  feet  6  inches.  The  roof  is  shale  or  bone.  The  floor  is 
a  hard  fire  clay  or  shale  with  an  occasional  roll. 

The  bed  was  measured  and  sampled  at  two  points  by  P.  M.  Riefkin,  on  April  21, 
1910,  as  shown  below: 

SeetionB  of  coal  bed  in  KiUantwng  No.  14  minef  H  miU»  north  of  Oakmont 


A 

B 

492 

494 

Ft.  in. 

Ft.  in. 

0     ^ 

mm             mm 

..    i 

0     9 

•  •        •  • 

0     1 

0    10 

0     2 

0    H 

0     9 

0     8{ 

1      7 

0      i 

0 

2       I 

0     9 

3    4 

3^  % 

Section 

Laboratory  No 

Roof.aha]e. 

Bony  coal  a 

Coal  (80ft.  brl^t) 

Bonyooaia 

Coal  (sonj  brikht) 

Bony  coal  ana  dialer 

Coal  (firm) 

Charcoal 

CoaL 

Floor,  fire  clay. 

Tnicknenofbed 

TbJckacM  of  coal  aampled. 


a  Not  Inchided  in  sample. 

Section  A  (sample  492)  was  cut  from  the  &ce  of  room  6,  off  line  heading  on  dip 
entry  2. 

Section  B  (sample  494)  was  cut  from  the  &ce  of  right  heading  2,  o£f  the  Harrison 
heading,  off  the  main  heading. 

A  composite  sample  was  made  by  mixing  the  face  samples  492  and  494  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  10453  (p.  281). 

Notes. — The  coal  at  this  mine  was  undercut  in  bottom  part  of  bed  with  hand  picks, 
and  was  shot  down  with  a  permissible  explosive.  There  were  no  screens,  the  entire 
output  being  shipped  as  run-of-mine  coal.  The  trimmers  picked  the  coal  as  it  was 
loaded  on  the  cars.  In  April,  1910,  the  mine  had  a  daily  average  of  210  tons,  the 
greater  part  of  which  was  from  pillar  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  280,  281. 

Wabash.    Wabash  No.  9  Kinb. 

Sample. — Semibituminous  coal:  Elk  Garden  field;  analyses  Nos.  493,  495,  10431 
(p.  281). 

JA'n^.— Wabash  No.  9;  Potomac  district;  a  drift  mine  at  Wabash,  on  the  Elk  Garden 
Branch  of  the  Western  Maryland  Railroad. 

Coal  bed. — Known  in  this  field  as  the  Geoiges  Creek  or  Pittsburgh.  Carboniferous 
age,  Monongahela  fonnation.  The  bed  as  mined  has  an  average  thickness  of  10^  feet, 
varying  from  10  to  12  feet.    The  bed  has  a  good  shale  roof  witli  smooth  surface.    The 
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floor  ifl  a  hard  shale  with  smooth  surfoce  and  did  not  get  mixed  with  the  coal  in 
mining. 

The  bed  was  sampled  and  measured  at  two  points  by  George  S.  Pope  on  April  21, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Wabash  No.  9  mine  at  Wabash. 


Section 

Laboratory  No 

Roof,  smooth  shale. 

Bonea 

Goal 

CobH.  (curly) 

Coal 

Coal  (dull  gray). 

Coal(bricht).... 

Coal  (dull  gray). 

Coal 

Sulphur  o. 


Shaleo 

Coal 

Shale 

Coal 

Shale  and  bonea 

Floor,  hard  smooth  shale. 

ThJckneas  of  bed 

Thldmess  of  ooal  sampled. 


A 
403 
Ft.  in. 
0     U 


2 

0 
2 
0 
0 
0 
3 
0 
0 
0 
1 
0 
1 
0 


0 

6 

3 

II 

* 

3 

4 

? 

11 


11      U 
10    11} 


B 
406 
Ft,  in. 

0  3 

1  7 


0    H 

3     0 


0  4 

1  3 
0  1* 
0  lli 
0  3 


10 
10 


1 


a  Not  included  in  sample. 

Section  A  (sample  493)  was  cut  from  pillar  in  room  2,  ofif  opening  12. 

Section  B  (sample  495)  was  cut  from  face  of  opening  9,  on  the  right  of  the  main 
air  course. 

A  composite  sample  was  made  by  mixing  the  face  samples  493  and  495  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  10431  (p.  281). 

Notes. — ^The  coal  at  this  mine  was  all  dug  with  pick  and  shovel,  no  explosive  being 
used.  The  mine  was  in  the  top  of  a  hill  and  had  a  number  of  openings.  There  were 
no  screens  at  the  tipple,  the  coal  being  loaded  in  run-of-mine  form.  The  mine  at 
time  of  sampling  in  April,  1910,  was  approaching  exhaustion,  the  entire  output  being 
derived  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  281. 

MINOO  COUNTY. 
GiiBN  Alttm.    Glen  Alum  Mine. 

Sample. — Bituminous  ooal;  Big  Sandy  field;  (West  Viiiginia  No.  18)  analyses 
Nob.  2348,  2349  (p.  281). 

Mine. — Glen  Alum;  a  drift  mine  in  the  Norfolk  &  Western  district,  at  Glen  Alum, 
on  the  Norfolk  &  Western  Railway. 

Coal  bed. — Locally  known  as  the  War  Eagle.  Carboniferous  age,  Kanawha  forma- 
tion. At  this  mine  the  bed  lies  nearly  flat  and  has  an  average  thickness  of  about 
5^  feet.  Roof,  in  places,  gray  laminated  shale  and  in  places  sandstone;  floor,  hard 
wet  fire  clay,  shaly  in  places. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J.  von 
Berries  on  October  20,  1905,  as  shown  below: 

Sections  of  coal  bed  in  Glen  Alum  mine  at  Glen  Alum. 


Section 

Laboratory  No. 

Roof:  Sec.  A,  shale;  sec.  B,  sandstone. 

Coal 

Mother  coal 

Coal 

Floor,  flre  clay. 

ThlckneMofbed 

Thicknev  of  ooal  sampled. 


A 

2348     1 

Ft. 

in. 

0 

11 

0 

k 

4 

4 

6 
5 

H 

B 
2349 

Ft.  in. 

1  2 

0  k 

5  0 

6  3 
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Section  A  (sample  2348)  was  measured  in  a  crosBcut,  900  feet  from  the  drift  mouth. 

Section  B  (sample  2349)  was  measured  in  room  19,  off  entry  20,  3,000  feet  from  the 
drift  mouth. 

The  upper  bench  shown  in  the  two  sections  is  softer  than  the  lower  bench. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  213;  Bureau  of  Mines  Bull.  23,  pp.  69, 187;  pro- 
ducer-gas tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  214;  Bureau  of  Mines  BuU.  13,  pp. 
221,  276;  coking  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  215;  Bull.  336,  pp.  26,  36,  44; 
cupola  tests  of  coke:  U.  S.  Geol.  Survey  Bull.  336,  pp.  52,  55,  58,  61,  64. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  281;  also  U.  S. 
Geol.  Survey  Bull.  290,  p.  213. 

MONONGALIA  COUNTY. 

MOROANTOWN.      RiCHARD  MiNE. 

Sample. — Bituminous  coal;  (West  Virginia  No.  3)  analyses  Nos.  1108, 1109  (p.  281). 

Mine, — Richard;  a  drift  mine  in  the  Monongahela  district,  ^  miles  southeast  of 
Moigantown,  on  the  Morgantown  &  Ejngwood  Railroad. 

Coal  6ei .— rUpper  Freeport.  Carboniferous  age,  Allegheny  formation .  At  this  mine 
the  bed  is  broken  into  several  benches  by  shale  and  fire  clay,  as  shown  by  the  follow- 
ing section  given  in  West  Virginia  Geological  Survey,  volume  2,  p.  417: 

Section  of  coal  bed  in  Richard  minCf  4  miles  sotuheast  of  Morgantown. 


Orayihale 

Bla^  slate 

Impure  cannel  coal. .. 

Bony  oo&l 

Coai,  "main  bench '\ . 
"Little  slate,"  gray... 
Goal,  ''mining  ply". . 
<' Big  slate  "(&re  clay) 
Coal  "bottom" 

Thickness 


Ft.  in. 


2 
0 
0 


4 

6 
8 


2    10 
0     2 


1 
4 
1 


2 
0 
4 


13     0 


The  bed  lies  nearly  flat  and  is  worked  from  the  outcrop. 

The  portion  mined  corresponds,  as  shown  by  sections  below,  to  the  "main  bench" 
and  the  "mining  ply"  of  the  above  section. 
Two  sections  were  measured  and  sampled  by  J.  S.  Burrows  in  1904,  as  shown  below: 

Sections  of  coal  bed  in  Richard  mine,  near  Morgantoum. 


Section 

Laboratory  No 

Roof.  Iwne. 

Coal 

Shaleo 

Coal 

Thickness  of  benches 

Thickness  of  coal  sampled 


A 

1109      1 

Ft. 

in. 

2 

8 

0 

u 

1* 

0 

3 

Oi 

3 

8 

\  n 


a  Not  included  in  sample. 

Section  A  (sample  1109)  was  measured  in  right  entry  4,  off  the  main  entry,  and  sec- 
tion B  (sample  1108)  was  measured  in  tho  air\7ay  near  left  entr^"  4. 

Notes.— In  1904  about  half  the  output  of  this  mme,  which  averaged  about  225  tons 
daily,  was  made  into  coke.  The  larger  part  of  the  remainder  was  shipped  to  large 
eastern  cities,  and  some  was  used  by  locomotives  on  the  Moigantown  &  Kingwood 
Railroad. 
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For  results  of  tests  of  this  coal  see  mentioii  of  specific  tests  as  follows— steaming  tests: 
U.  S.  Geol.  Survey  Bull.  261,  p.  82;  Bureau  of  Mines  BuU.  23,  p.  69;  producer-gas  tests: 
U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  833;  briquettiug  tests:  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  1450;  Bull.  261,  p.  165;  washing  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48, 
pp.  1450,  1472;  Bull.  261,  p.  71;  coking  tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p. 
1355;  Bull.  261,  p.  127;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Prof.  Paper  48, 
p.  1376. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  281;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  250;  BuU.  261,  p.  54. 

NICHOLAS  OOXJNTf. 

Delphi.    Oxttcbop. 

^amp2<.— Bituminous  coal;  Elk  River  field;  analyses  Nos.  1233, 1236  (p.  281). 

Location, — ^Fresh  exposure  (waterfall)  Kanawha-New  River  district;  on  branch  of 
Righthand  Fork  of  Muddlety  Greek,  3  miles  northwest  of  Delphi. 

Coal  bed. — "WattsviUe;"  x>osBibly  same  as  No.  5  block  of  Eanawha  River;  Alle- 
gheny formation,  about  horizon  of  Lower  Kittanning  coal  of  Pennsylvania;  mostly 
splint,  very  hard.  The  roof  is  shale,  4  feet  thick,  overlain  with  sandstone;  the  floor  is 
dark,  drab  clay. 

The  bed  was  measured  and  sampled  by  Geoige  H.  Ashley  and  W.  C.  Phalen  on 
October  4, 1904,  as  described  below: 

Sections  of  coal  bed  in  country  bank,  S  miles  northwest  of  Delphi. 


Laboratory  No 

Boof,  shale. 

Coal 

Shale , 

Coal,8idlht 

Shale 

Coal 

Floor,  dark,  drab  clay. 

Thiokneasofbed.. 


1233,1236 

6  1 

0  4 

1  7 
0  7 

2  10 

11  6 


Sample  1233  was  taken  from  the  middle  and  bottom  benches,  5-foot  cut. 
Sample  1236  was  taken  from  the  upper  bench,  67-inch  cut. 
For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  281;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  274. 

GiLBOA.    Country  Bank. 

SampU.^Bitaadncm  coal;  Elk  River  field;  analysis  No.  1363  (p.  281). 

Location. — Country  bank;  Eanawha-New  River  district;  head  of  Rader  Fork  of 
Twentymile  Creek,  about  3  miles  northwest  of  Gilboa. 

Coal  bed. — ''Wattsville."    Carboniferous  age,  AUegheny  formation.    The  loof  is 
drab  shale  and  the  floor  is  clay.    The  coal  appears  to  be  a  typical  splint  coal. 

The  bed  was  measured  and  sampled  by  W.  C.  Phalen  on  October  24, 1904,  as  diown 
below: 

Section  of  coal  bed  in  country  bank,  S  miles  northioest  qf  Gilboa. 


Laboratory  No 

Roof,  drab  ahato. 

Coal,  spUnty  a 

Bonea 

Goal,  spUnty  • 

Coal,  very  eplinty 

Floor,  clay. 

TnJckneas  of  bed 

Thiokneas  of  ooal  aamplod 


1363 

FL 

in. 

0 

9 

0 

If 

1 

1 

2 

10 

4 

H 

a 

11 

a  Not  included  in  sample. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletm,  p.  281 ;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  274. 

HOOKERSVILLE.      HUTCHINBON  BaNK. 

Sample. — ^Bituminous  coal;  Elk  River  field;  analysis  No.  1362  (p.  281). 

Location. — Hutchinson  bank;  Eanawha-New  River  district  (stripping  on  outcrop) 
near  Wood's  field,  east  of  Hookersville. 

Coal  bed. — ^"Wattsville,**  probably  same  as  No.  6  block  coal  of  Kanawha  River. 
Oarboniferous  age,  Allegheny  formation,  near  position  of  Lower  Kittanning.  The 
coal  contains  many  clay  and  bone  partings. 

The  bed  was  measured  and  sampled  by  W.  C.  Phalen  on  October  19, 1904,  as  shown 
below: 

Section*^  of  coal  bed  in  Hutchinson  bankj  east  of  Hookersville. 


Laboratonr  No 

Boof,  hard,  massive  sandstone. 
Coal 


Cla: 


may 

Cou,  sidlnty. 

Clay 

Coal 

Bone... 


Coal,8plinty.. 
Boneorspltnt. 
CoalySpUntT.. 
Boneorsplfitt. 
Coal,8pllnty.. 

Clay 

Coal 

Cla: 


uiay.... 
Coal,  good. 

Clay 

Coal 


Thickness  of  bed. 


1363 

Ft, 

in. 

0 

6 

1 

9i 

0 

1 

0 

1 

0 

3 

0 

9 

1 

8 

0 

1 

0 

9i 

0 

1 

0 

5 

0 

2 

0 

2 

0 

5 

0 

6 

0 

i 

0 

7 

8     3i 


o  It  is  assumed  that  the  clay  and  the  bone  partings  were  rejected  in  cutting  the  sample. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  281;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  274. 

SUMMEBSVILLE.     McRaDSJI  CoVNTBT  BaNK. 

5amp2«.— Bituminous  coal;  Elk  River  field;  analysis  No.  1581  (p.  282). 

Locati(m. — ^McRader  country  bank;  Kanawha-New  River  district;  on  Buck  Grarden 
Greek,  northeast  of  Gilboa  and  near  Summersville. 

Coal  bed. — ^No.  2  Qaa.  Carboniferous  (Potts^dlle)  age,  Kanawha  formation.  The 
coal  has  a  shale  roof  and  a  clay  fioor. 

The  bed  was  measured  and  sampled  by  W.  C.  Phalen  on  November  2,  1904,  as 
described  below:  « 

Section  of  coal  bed  in  McRader  country  bank  near  Summenville. 


Laboratory  No 

Boof,  shale. 

Coal* 

Bonea 

Coal 

Floor,  clay. 

Thiokneas  of  bed 

Thickness  of  coal  sampled . 


1681 
Ft.  in. 

0  9 

0  3 

1  11 

2  11 
1  11 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  282;  also  U.  S. 
<3eol.  Survey  Prof.  Paper  48,  p.  274. 

45889°— Bull.  22,  pt  2—13 W 
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SUXMBBSYILLE.      COUNTRY  BaNK. 

Sample.— BitomhiouB  coal;  Elk  River  field;  analysis  No.  1679  (p.  282). 

Location. — Country  bank  on  J.  E.  Sims  farm,  three-fourths  mile  from  Sununennrille. 

Coal  bed. — No.  2  Gas.  Carboniferous  (Pottsville)  age,  Kanawha  formation.  Over 
the  coal  is  4  to  10  feet  of  shale,  underlain  with  40  feet  of  sandstone;  below  the  coal 
is  clay. 

The  bed  was  measured  and  sampled  by  W.  C.  Phalen  on  November  4,  1904,  as 
shown  below: 

Section  of  coal  bed  in  Sims  country  bank  near  Summereville. 


Laboratory  No. 
Roof,  shale. 

Coala 

Bones 

Coal 


Floor,  day. 

Tblcknessof  bed. 


Thickness  of  coal  sampled . 


1579 
FU  In. 

1      1 

0 

2 


ill 


4    ,2 
2    111 


•  Not  included  in  sample. 

The  sample  was  taken  from  the  entrance  of  the  mine. 

Notes. — ^The  opening  supplies  a  wagon  trade  for  a  short  time  in  the  fall,  producing 
then  about  12  tons  a  day,  most  of  which  was  hauled  to  Summersville.  The  sandstone 
over  this  coal  is  massive  and  needs  little  timbering. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  282;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  274. 

SUMMBRSVILLE.      DuNBAR  COUNTRY  BaNK. 

Sample. — ^Bituminous  coal;  Elk  River  field;  analysis  No.  1582  (p.  282). 

Location. — ^Dunbar  country  bank;  Kanawha-New  Biver  district;  on  Fitzwater 
branch  of  Peters  Creek,  west  of  Sunmiersville. 

Coal  bed. — ^No.  2  Cras.  Carboniferous  (Pottsville)  age,  Kanawha  formation.  The 
coal  has  a  shale  roof  and  clay  floor. 

The  bed  was  measured  and  sampled  by  W.  C.  Phalen  on  November  1,  1904,  as 
described  below: 

Section  of  coal  bed  in  Dunbar  country  bank  west  of  SummersviUe. 


Laboratory  No 

Roof,  shale. 

Goal,  splinty  a 

Bone • 

Coal,  splinty ^.. 

Floor,  clay. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


US2 
FL  In. 

1  1 
0    U 

2  2 

8    41 

2    2 


o  Not  inctaded  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  282;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  274. 

Summersville.    Backus  Country  Bank. 

Sample. — Bituminous  coal;  Elk  River  field;  analysis  No.  1578  (p.  282). 
Location, — Country  bank;  Kanawha-New  River  district;  on  a  farm,  1  mile  south 
of  Summersville. 
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Coal  bed. — ^No.  2  Gas.    Carboniferous  (Pottsville)  age,  Kanawha  formation;  roof, 
5  feet  of  brown  sandstone;  floor,  drab  clay. 
The  bed  was  measured  by  Geoige  H.  Ashley  on  October  20,  1901,  as  shown  below: 

Section  of  coal  bed  in  Backus  country  6anib,  1  mile  south  of  Summer sville. 


Roof,  brown  sandstone. 

Goal 

Qaypartfnga 


Floor,  drab  clay. 
Thickness  of  bed. 


Thickness  of  coal  sampled. 


Ft.  to. 
1  0 
0       i     ' 

3  3 

*      3i 

4  3 


«  Not  included  in  sample. 

Sample  1578  was  obtained  from  a  pile  at  stripping  by  throwing  together  about  a 
bushel  and  quartering  down. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  282;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  274. 

SUMMERSVILLE.      NeFF  StRIFPINO. 

Sample. — ^Bituminous  coal;  Elk  River  field;  analysis  No.  1583  (p.  282). 

Location. — Stripping;  Kanawha-New  River  district;  on  a  farm  at  head  of  McKee 
Creek,  1  mile  west  of  Summersville. 

Coal  bed. — No.  2  Gas.  Carboniferous  (Pottsville)  age,  Kanawha  formation.  Over 
bed  is  4  feet  of  dark-drab  shale,  overlain  with  6  inches  of  light-brown  shale.  The  floor 
is  clay. 

The  bed  was  measured  and  sampled  by  George  H.  Ashley  on  November  4, 1904,  as 
follows: 

Section  of  coal  bed  in  Neff  stripping  ^  1  mile  west  of  Summ^rsviUe. 


Laboratory  No 

Roof,  dark-drab  shale. 

Coal 

Bonea 

Coal 

Floor,  day. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


1683 
Ft.  in. 
1     8 
0     21 

3  7 

5       k 

4  10 


a  Not  included  in  sample. 

Sample  1583  includes  a  small  stripping  cutting  taken  only  a  few  feet  back  from 
outcrop. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  282;  also  U.  S.  Geol. 
Survey  Prof.  Paper  48,  p.  274. 

PRESTON  ooxnnrr. 

Bretz.    Bretz  Mine. 

Sample. — Bituminous  coal;  Tygart  River  field;  (West  Virginia  No.  4)  analyses  Nob. 
1116  and  1117,  and  analyses  Nob.  2054,  2055  (p.  282). 

Mine. — ^Brotz;  Monongahela  district;  a  drift  mine  at  Brotz,  7  miles  northwest  of 
Kingwood,  on  the  Moigantown  &  Kingwood  Railroad. 

Coal  bed. — Upper  Freeport.  Carboniferous  age,  Allegheny  formation.  Thickness 
and  partings  about  the  same  as  in  Richards  mine;  roof,  sandstone. 
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The  bed  waa  measured  and  aampled  at  two  poiiite  by  J.  S.  Burrows  on  September  13, 
1904,  as  described  below: 

Seetums  of  coal  bed  in  Brett  mine  at  Bretx. 


Section 

Labomtorv  No 

Roof.  saiMUtone. 

Dnw  slate 

Coal 

Bone 

Goal 

Coal 

Shale  ft 

Sbaleft 

Coal 

Coal 

Sbale 

Shale 

Coal 

Shale 

Goal 

Thickness  of  bed 

TMekness  of  eoal  sampled 


o  Part  worked. 


ft  Not  indaded  in  sample. 


Section  A  (sample  1117)  was  measured  in  the  first  left  room,  off  the  main  entry. 
Section  B  (aamf^e  1116)  was  measured  in  the  first  rif^ht  room,  off  the  main  entry. 
The  bed  was  also  sampled  at  two  points  by  W.  J.  von  Boiries  and  J.  W.  Groves  on 
August  25,  1905,  as  shown  below: 

Sections  of  coal  bed  in  Bretz  mine  at  Bretz. 


Section 

Laboratory  No 

Roof,  sec.  C,  sandstone  and  sbale;  sec.  D,  shale 

Coal 

Mother  coal. 

Shalea 

Coal 

Mother  ooal 

Coal 

Shale* 

Coal 

Shale* 

Goal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


c 

90M 

FL  in. 

0 

8 

0 

i 

•  • 

1 

3 

0 

k 

0 

10 

0 

2 

1 

1 

0 
0 

4 

4 

n 

Ft.  fo. 
2     8 

0  2 

1  0 


s   s 
a  8 


a  Not  included  in  sample. 

Section  C  (sample  2054)  was  measured  in  left  heading  2,  off  the  main  entry,  1,300 
feet  from  the  mine  opening. 

Section  D  (sample  2055)  was  measured  in  the  right  butt  entry  3,  off  the  main  entry, 
800  feet  southeast  of  the  mine  opening. 

Notes. — ^The  benches  worked  carry  bright,  clean  coal  that  is  somewhat  soft  and 
friable.  When  the  mine  was  inqtected  in  1904,  it  had  been  in  operation  only  a  little 
over  a  year. 

For  results  of  tests  of  this  coal,  see  mention  of  q>ecific  tests  as  follows — steaming 
tests:  U.  S.  Qeol.  Survey  Prof.  Paper  48,  p.  841;  Bull.  261,  p.  82;  Bureau  of  Mines 
Bull.  23,  p.  69;  producer-gas  tests:  U.  8.  Geol.  Survey  Pmf .  Paper  48,  p.  1289;  Bull. 
261,  p.  Ill;  Bureau  of  Mines  BuU.  13,  p.  216,  276;  washing  tests:  U.  6.  Geol.  Survey 
Prof.  Paper  48,  p.  1472;  Bull.  261,  p.  71;  Bull.  290,  p.  200;  Bull.  836,  p.  12;  coking 
tests:  U.  S.  Geol.  Survey  Prof.  Paper  48,  p.  1357;  Bull.  261,  p.  127;  Bull.  290,  p.  200; 
Boll.  336,  pp.  25,  34,  43;  cupola  tests  of  coke:  U.  S.  Geol.  Survey  Ptof.  Paper  48, 
pp.  1377,  1378;  Bull.  836,  pp.  51,  52,  55,  57,  61,  64. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  282;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  251;  Bull.  261,  p.  54;  Bull.  290,  p.  199. 
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Sample. — Bituminou8  coal;  Tygart  River  field;  (Weet  Vizginia  No.  17)  analyses 
Nos.  2056,  2057  (p.  283). 

Location. — ^Prospect  hole  one-fourth  mile  from  the  country  bank,  from  which  car 
sample  was  shipped;  Monongahela  district,  2^  miles  above  Bretz,  on  the  Morgantown 
A  Kingwood  BAilroad. 

Coal  bed. — Bakerstown  of  the  West  VirgiQia  Geological  Survey.  Carboniferous  age, 
Conemaug^  formation.  At  thia  mine  it  lies  nearly  flat,  and  is  more  than  3  feet  6 
inches  thick.    The  roof  ia  a  sandy  shale,  and  the  floor  is  fire  clay. 

The  bed  was  measured  and  sampled  at  two  points  by  J.  W.  Groves  and  W.  J.  von 
Berries  on  August  26,  1905. 

Section  A  (sample  2056)  represented  3  feet  4  inches  of  coal.  It  was  measured  at  the 
head  of  the  main  entry,  200  feet  from  the  mine  opening. 

Section  B  (sample  2057)  represented  3  feet  7  incbes  of  coal.  It  was  measured  in 
rig^t  offset  1, 175  feet  from  the  mine  opening. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  211;  Bureau  of  Mines  Bull.  23,  pp.  69,  186; 
waahing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  212;  Bull.  336,  p.  12;  coking  tests: 
U.  S.  Geol.  Survey  Bull.  290,  p.  212;  Bull.  336,  pp.  26>  35,  44;  cupola  tests  of  coke: 
U.  S.  Geol.  Survey  Bull.  336,  pp.  52,  55,  68,  61,  64. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  283;  also  U.  S. 
Geol.  Survey  Bull.  290,  p.  211. 

KAUBIOa  CX>XniTT. 

Becklby.    Spraoub  Minb. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8015,  8016,  8017, 
8104,  8899,  8900  (p.  283). 

Mine. — Sprague;  Eanawha-New  River  district;  a  drift  mine  one-half  mile  from 
Beckley,  on  the  Cranberry  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell-.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  uniform,  ranging  as  mined  from  4  feet  1  inch  to  4  feet  10{  inches; 
roof,  slate;  floor,  hard  shaly  underclay. 

The  bed  was  measured  and  sampled  at  three  points  by  F.  J.  Simington,  on  June  24, 
1909,  and  at  two  points  by  A.  J.  Hazlewood  on  August  14,  1909,  as  described  below: 

Sections  of  coal  bed  in  Sprague  mine,  \  mUefrcfm  BeMey, 


Seotlui 

Laboratory  No 

Roof,  aliale;  aectioiis  D  and  B,  '*  draw  slate." 

Bonyooal 

Clay  or  shale 

Coal 

Motbfircoal 

Gray  splint 

Coal  (m  plaoes  thin  sulphur  and  motbeisxial 
streaks) 

Bone  ana  sulphur 

Floor,  bard  shaly  undexclay;  section  £,  soft. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

B 

C 

D 

8015 

8016 

8017 

oovv 

Ft.    in. 

Ft.    in. 

Ft.    in. 

Ft.    in. 

oo  1| 

m    •                 •  • 

•  0     3 

aO   1 
aO 

•  •    >  ■ 

•  •       •  • 

aO   1 
3  llf 

0  i 

1  11 

1  101 

1  Hi 

6   4 

6  i 

•  a       *  • 

6  i6i 

2   1| 

>  *    •  ■ 

1  lOi 
aO   3} 

..   8i 

1   54 

4   6 
*   4» 

a  lol 

4  10) 
4   8 

4   5 
4   3 

E 
8900 
Ft.   in. 
aO      3 
aO 

1 


.4 


0  6 

1  7J 


4     21 
4     0 


•  Not  ineliniwl  in  sample. 

Section  A  (sample  8015)  was  cut  from  the  rib  near  the  face  of  the  main  entry,  3,000 
feet  from  drift  mouth. 

Sectbn  B  (sample  8016)  was  cut  frcun  the  face  of  left  entry  3,  3,000  feet  from  drift 
mouth. 
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Section  C  (sample  8017)  was  cut  from  the  foce  of  ri^t  entry  4,  2,500  feet  from  drift 
mouth. 

Section  D  (sample  8899)  was  cut  from  the  &ce  of  left  entry  5,  4,000  feet  from  drift 
mouth. 

Section  E  (sample  8900)  was  cut  from  the  is^e  of  left  entry  2,  2,500  feet  from  drift 
mouth. 

A  composite  sample  was  made  by  mixing  samples  8015,  8016,  and  8017  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8104. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  and  shot  down  with  a  per- 
missible explosive.  The  tipple  had  screens,  the  openings  of  the  screens  being  4 
inches  and  If  inches,  producing  lump,  egg,  and  slack.  The  daily  output,  at  time  of 
sampling  in  1909,  averaged  500  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  283. 

Becklsy.    Raleigh  No.  5  Mine. 


Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8259,  8260,  8261, 
8310  (p.  283). 

Mine. — Raleigh  No.  5;  Eanawha-New  River  district;  a  drift  mine  one-half  mile 
west  of  Beckley,  on  the  Piney  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Average  thickness,  as  mined,  3^  feet;  dip,  2^  W.;  main  roof,  soft  shale  of  poor 
quality,  6  to  8  inches  being  "  draw  slate;''  floor,  soft  underclay  with  smooth  but  roll- 
ing surface;  cover,  80  to  180  feet. 

The  bed  was  measured  and  sampled  at  three  points  by  A.  J.  Hazlewood  on  July  16, 
1909,  as  described  below: 

Sectione  of  coal  bed  in  Raleigh  No.  5  mine^  ^  mile  west  of  Beckley. 


Section 

Laboratory  No 

Roof,  soft  shale,  poor  quality. 

soft  bony  coalo 

Coalffraglle) 

Floor,  soft  shale  with  smooth  surflMe. 

Tnickness  of  bed 

Thickiieas  of  coal  sampled 


a  Not  included  in  sample. 

Section  A  (sample  8261)  was  cut  from  face  of  left  entry  4, 1,800  feet  from  drift  mouth. 

Section  B  (sample  8260)  was  cut  from  face  of  right  entry  4,  1,800  feet  from  drift 
mouth. 

Section  C  (sample  8259)  was  cut  from  face  of  left  entry  3, 1,400  feet  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8259,  8260,  and  8261  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8310. 

Notes. — ^The  coal  at  this  mine  was  mined  by  hand  at  top  of  bed  and  was  shot  down 
with  permissible  explosives.  The  plant  had  no  screens,  the  total  output  being  shipped 
as  ruu-of-mine  coal.  The  average  daily  output  at  the  time  of  sampling  was  250  tons, 
and  500  tons  was  a  maximum  day's  run.  The  output  for  the  immediate  future  was 
to  be  about  the  same  and  was  to  be  derived  from  advance  workings. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  283. 

Bboklet.    Becklet  Mine. 

^amp2«.— Semibituminous  coal;  New  River  field;  analyses  Nos.  8013,  8014,  8043, 
8044,  8045,  8106  (pp.  283,  284). 

J/in«.-  Beckley;  Kanawha-New  River  district;  a  slope  mine  1}  miles  from  Beck- 
ley, on  the  Piuey  Branch  of  the  Chesapeake  &  Ohio  Railway. 
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Coal  bed, — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  fonna- 
tion.  Thickness,  unifonn,  ranging  as  mined  from  about  3  feet  10  inches  to  4  feet 
11  inches; main  roof,  sandstone;  immediate  roof,  generally  shale;  floor,  shaly  underclay. 

The  bed  was  measured  and  sampled  at  two  points  on  Jime  23,  and  at  three  points  on 
June  28,  1909,  by  F.  J.  Simington,  as  described  below: 

Sections  of  coal  bed  in  Beckley  mine^  li  miles  from  Beckley, 


Section 

lAboratoiy  No 

Roof,  sandstone  and  shale 

Sulphuroos  bone 

Coal  (motbeiwxial  streaks  tn  places) . 

Pyrite 

Hfurd  gray  coal 

Sulphur 

Coal 

Mother  coal 

Bone 

Coal 

Bone  and  ooal 

Coal 


Fkx^  shaly  underclay. 
Thickness  of  bed. 


Thickness  of  coal  sampled . 


A 


1  IM 
oo  I 

•  •  •  • 

2  3* 


aO        I 


4      2| 
4      2 


B 

8014 
Ft.   in. 
oo 


0 
0 


! 


1     9i 


ao 
2 


\'n 


c 

8043 
FU    in. 


2 

0 

"i 


i 


2 
4 


ao      6i 


3    11 
3 


^ 


D 

8044 
Ft.   in. 

"o    k 

b     61 

aO       I 

0      7| 

a'b      if 

2      2 


3  m 

3     81 


B 

8046 

Ft    in. 

o  0     1 

2     3i 

•  *  •  m 

0     1 

•  •  •  ■ 

6    *74 


t  n 


a  Not  included  in  sample. 

Section  A  was  cut  from  room  23,  off  south  entry  1,  off  right  entry  6,  about  4,200  feet 
south  of  the  slope. 

Section  B  (sample  8014)  was  cut  from  face  of  the  main  entry,  about  4,600  feet  south 
of  the  slope. 

Section  G  (sample  8043)  was  cut  from  rib  near  face  of  north  entry  3,  off  dip  entry, 
about  3,500  feet  west  of  slope. 

Section  D  (sample  8044)  was  cut  from  face  of  south  entry  3,  off  right  entry  6,  about 
4,000  feet  southwest  of  slope. 

Section  E  (sample  8045)  was  cut  from  rib  near  face  of  rock  heading,  about  3,500  feet 
southwest  of  slope. 

A  composite  sample  was  made  by  mixing  samples  8013,  8014,  8043,  8044,  and  8045 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8106. 

Notes. — The  entire  output  of  this  mine  was  shipped  as  rim-of-mine  coal.  All  mining 
was  done  by  hand,  the  coal  being  shot  down  with  permissible  explosives.  The  daily 
output  at  time  of  sampling  was  said  to  average  about  600  tons,  1,000  tons  being  about 
the  capacity  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  283,  284. 


Beckley.    Mabscot  and  Mabscot  No.  2  Mines. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8011,  8012,  8046, 
8895,  8896,  8111  (p.  284). 

Mines. — ^Mabscot  and  Mabscot  No.  2;  Eanawha-New  River  district;  drift  mines, 
operating  in  the  same  bed  and  dumping  over  the  same  tipple,  1^  miles  from  Beckley 
(Mabscot  P.  0.),  on  the  Piney  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  Sewell.  GarboniferouB  age,  Sewell  formation. 
Thickness  of  the  coal  as  mined,  3  feet  9  inches  to  4  feet  6  inches  (except  in  the  vicinity 
of  rolls);  roof,  sometimes  underlain  with  a  few  inches  of  "draw  date;"  floor,  soft 
shaly  underday. 

The  bed  was  measured  and  sampled  at  two  points  on  June  22, 1909,  and  at  one  point 
on  June  28, 1909,  by  F.  J.  Simington,  and  later  at  two  points  by  A.  J.  Hazlewood,  as 
described  on  the  following  page. 
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Sections  of  coed  bed  in  Mabseot  and  Mabteot  No.  9  minM,  H  miles  from  Beekley. 


Seotioo 

Laboratory  No 

Roof,  shale;  section  E,  "draw  slate.'' 

Bone 

"Topooal" 

Stdpnur 

Coal 

Bone 

Coal 

Hard  gray  coal 

Coal  (motber-oiDal  streaks) 

Bone  (In  places  motheiKXMl  streaks) . 
Floor,  soft,  shaly  nndeiclay. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

8011 
Ft.   in. 


1 

aO 

1 


11 
21 


aO      3i 


4 

3 


1 

7i 


B 

8012 
Ft   in. 
aQ     2i 


1    10| 
aO      2 
1      91 


aO        \ 

4      1 
3      8 


C 

8046 

Ft.   in. 


3     71 


8895 
Ft.   in. 


2     2 


oO     1 
2     1 


1 


4     6 

4      H 


B 

8896 
FL   in. 


1     8 
aO     2 
1     4 


H 


3     9i 
3     7{ 


a  Not  Included  In  sample. 

Section  A  (sample  8011)  was  cut  from  the  face  of  the  main  entry,  about  4,000  feet 
south  of  drift  mouth. 

Section  B  (sample  8012)  was  cut  from  room  2,  off  left  entry  3,  off  rig^t  entry  3,  about 
3,500  feet  southwest  of  drift  mouth. 

Section  G  (sample  8046)  was  cut  from  pillar  17,  off  left  entry  8,  about  2,500  feet 
southeast  of  drift  mouth. 

Section  D  (sample  8895)  was  cut  from  face  of  the  main  entry  in  Mabscot  No.  2  mine, 
about  100  feet  west  of  drift  mouth. 

Section  E  (sample  8896)  was  cut  from  the  face  of  right  air  course  2,  about  800  feet 
southwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8011,  8012,  and  8046  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  imder  laboratory  No.  8111. 

Notes. — ^Mabscot  No.  2  mine  at  the  time  of  sampling  was  a  new  opening;  it  was  to 
be  eventually  connected  underground  to  No.  1  mine.  The  coal  was  mined  entirely 
by  hand,  and  was  shot  down  with  permissible  explosives.  The  tipple  wasnot  equipx)ed 
with  screens,  and  consequently  the  entire  output  was  shipped  as  run-of-mine  coal. 
The  daily  output  at  the  time  of  sampling  averaged  about  350  tons,  and  500  tons  was 
the  capacity  of  the  mines. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  284. 

C&A.NBEBRT.      CrANBERBT  MiNE. 

/9(imp2e.— Semibituminous  coal;  New  River  field;  analyses  Nob.  8037,  8038,  8039, 
8897,  8898,  8114  (pp.  284,  285). 

Mine. — Cranberry;  Kanawha-New  River  district;  a  shaft  mine,  470  feet  in  depth, 
at  Cranberry,  on  the  Cranberry  Branch  of  the  Chesapeake  A  Ohio  Railway. 

Coal  bed, — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  as  mined,  about  3  feet  8  inches  to  4  feet  10  inches;  roof,  shale, 
between  which  and  the  coal  there  is  in  places  a  "draw  slate;''  floor,  soft  shaly 
underclay. 

The  bed  was  measured  and  sampled  at  two  points  on  June  26,  1909,  and  at  one 
])oint  on  June  28,  1909,  by  F.  J.  Simington,  and  at  two  points  on  August  12,  1909,  by 
A.  J.  Hazlewood,  as  described  below: 

Sections  of  coal  bed  in  Cranberry  mine  at  Cranberry. 


Section 

Laboratory  No 

Boof,  shale;  sections  B  and  D,  "draw  slate." 

Coal  (in  places  mother-ooal  streaks) 

Hard  gray  ooal 

Coal 

Bone  a 

Floor,  soft  shaly  underclay. 

Thickness  of  bed 

Thickness  as  sampled 


A 

8037 
Ft.    in. 

i  ?i 

2    10 


4     W 
4      9} 


B 
8098 
Ft.   in. 
1       8 
0       3 
3       1 


4 
4 


0 
0 


Ft.  in. 

1  8 
0  2 

2  71 


4 
4 


n 


4      74 
4      7| 


E 


Ft.    In. 

i  ^ 

0    10 
0     1 

3     9 

3     8 


o  Not  Included  in  sample. 
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Section  A  (sample  8037)  was  cut  from  face  of  mam  east  entry,  about  2,500  feet  east 
of  abaft. 

Section  B  (sample  8038)  was  cut  from  fskce  of  left  entry  3,  about  2,000  feet  northeast 
of  shaft. 

Section  G  (sample  8039)  was  cut  from  face  of  right  entry  4,  about  2,500  feet  south- 
east of  shaft. 

Section  D  (sample  8897)  was  cut  from  face  of  right  air  course  3,  about  200  feet  south- 
east of  shaft. 

Section  E  (sample  8898)  was  cut  from  room  5,  off  left  air  course  2,  about  1,500  feet 
northeast  of  shaft. 

A  composite  sample  was  made  by  mixing  samples  8037,  8038,  and  8039  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8114. 

Notes. — ^The  coal  was  undercut  in  the  bed  with  punching  machines,  and  was  shot 
down  with  a  permissible  explosive.  The  tipple  had  bar  screens  with  2-indi  openings. 
The  daily  output  at  the  time  of  sampling  averaged  about  400  tons,  500  tons  being  the 
capacity  of  the  mine. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  pp.  284,  285. 

Cranberry.    pRosPERmr  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8008,  8009,  8010, 
8109,  (p.  285). 

Mine. — Prosperity;  Kanawha-New  River  district;  a  shaft  mine,  535  feet  in  depth; 
i  mile  from  Cranberry,  on  the  Cranberry  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  fairly  imiform,  ranging  as  mined  from  3  feet  6^  inches  to  4  feet  4} 
inches;  roof,  fairly  strong  shale;  floor,  hard  shaly  underclay. 

The  bed  was  measured  and  sampled  at  three  points  by  F.  J.  Simington  on  June 
25,  1909,  88  described  below: 

Sections  of  coal  bed  of  Prosperity  mine,  J  mile  from  Cranberry, 


Section 

Laboratory  No 

Roof,  shale. 

Coal 

Mother  ooal 

Coal 

Gray  "splint"  coal 

Bony  ooal  a 

Ck)al 

Floor,  shale. 

Tniclmess  of  bed 

Thickness  of  ooal  sampled . 


A 

B 

8009 

SOW 

Ft.    in. 

Ft.    i«. 

0     7 

•  •         ■  ■ 

lit 

'a  '6i 

•  •        •  * 

0      2 

1      8i 

0      7| 

4      ll 

\  n 

c 

8010 
Ft.    in. 


1     6J 
0     3 


3 
8 


91 


a  Not  included  in  sample. 

Section  A  (sample  8008)  was  cut  from  the  face  of  the  dip  entry,  1,000  feet  from 
ahaft  bottom. 

Section  B  (sample  8009)  was  cut  from  the  face  of  the  main  north  entry,  2,000  feet 
from  shaft  bottom. 

Section  C  (sample  8010)  was  cut  from  the  ^e  of  the  main  rise  entry,  1,500  feet 
from  shaft  bottom. 

A  composite  sample  was  made  by  mixing  samples  8008,  8009,  and  8010  for  an  ulti, 
mate  analysis,  the  results  of  which  are  shown  iinder  laboratory  No.  8109. 

Notes. — The  coal  from  this  mine  was  undercut  in  the  bottom  part  of  bed  with 
machines,  and  was  shot  down  with  permissible  explosives.  The  tipple  was  equipped 
with  bar  screens  with  l)-inch  openings.  The  daily  output  at  time  of  sampling 
and  measurement  in  1909  averaged  200  tons,  and  250  tons  was  a  maximum  day's  run. 
The  future  output  was  to  be  derived  from  both  advance  work  and  pillars. 

For  chemical  analsrses  of  this  coal  see  part  I  of  this  bulletin,  p.  285. 
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EocLKS.    EocLBs  No.  1  Minx. 

Sample. — Semibituminous  coal;  New  River  field;  analyseB  Nos.  8279,  S280,  828L 
8314  (p.  285). 

Mine, — Eccles  No.  1;  Eanawlia-New  River  district;  a  shaft  mine,  130  feet  in  depth 
at  Eccles,  on  the  Piney  Creek  Branch  of  the  Chesapeake  A  Ohio  Raflway  and  on  the 
Virginian  Railway. 

Coal  bed. — ^Enown  in  this  field  as  the  Sewell.  Carboniferous  age,  Sew^  fonna- 
tion.  Thickness,  fairly  uniform,  ranging  as  mined  from  6  to  6  feet  and  dipping  gently 
to  the  west;  roof,  fairly  hard  blue  shale  underlain  with  "draw  slate"  and  capped 
with  strong  bedded  sandstone  5  feet  above;  floor,  fairly  hard  underclay  with  smcwth 
surfoce;  cover  for  most  port  more  than  150  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  A.  J.  Hazlewood  on  July  9, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Eeeles  No.  1  mine  at  Eccles. 


Section 

Laboratory  No 

Roof,  draw  slate. 

Coal 

Bonyooala 

Coal 

Floor,  fairly  bard  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


a  Not  incliided  in  sample. 

Section  A  (sample  8280)  was  cut  from  the  face  of  the  main  north  entry,  431  feet 
rom  shaft. 

Section  B  (sample  8279)  was  cut  from  the  face  of  room  1  on  the  southeast  entry,  210 
feet  from  shaft. 

Section  C  (sample  8281)  was  cut  from  the  face  of  the  main  south  entry. 

A  composite  sample  was  made  by  mixing  samples  8279, 8280,  and  8281  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8314. 

Notes. — ^This  was  a  new  mine  at  the  time  of  sampling.  The  coal  was  undercut  by 
hand  in  bottom  part  of  bed,  and  was  shot  down  with  a  permissible  explosive.  The 
entire  output  was  being  shipped  as  run-of-mine  coal.  This  is  a  coking  coal  but 
there  were  no  ovens  at  the  plant.  The  coal  was  picked  on  car  by  one  trimmer. 
The  daily  output  averaged  250  tons,  but  a  much  laiger  output  was  planned.  The 
tonnage  for  some  time  was  to  be  derived  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  285. 


A 

B 

8280 

8379 

Ft.    in. 

Ft.    in. 

2     H 

1    HI 

1      1 

1     ^ 

3     &\ 

2     6 

*  ^ 

\  it 

Glen  Whitb.    Glen  White  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8901,  8902,  8938 
(p.  285). 

Mine. — Glen  White;  Kanawha-New  River  district;  a  shaft  mine,  310  feet  in  depth, 
at  Glen  White,  on  the  Shockley  Branch  of  the  Virginia  Railway. 

Coal  bed. — Known  in  this  field  as  the  Beckley.  Carboniferous  age,  Quinnimont  for- 
mation. The  coal  bed  averages  8  feet  in  thickness  and  has  at  this  place  a  sandstone 
roof,  between  which  and  the  coal  is  a  ''draw  slate"  of  10  inches  in  thickness.  The 
floor  Ib  a  hard  sandstone.    The  cover  over  the  coal  is  300  to  400  feet  thick. 

The  bed  was  measured  and  sampled  at  two  points  by  A.  J.  Hazlewood  on  August  13, 
1909,  as  described  on  the  following  page. 
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Sections  of  coal  bed  in  Glen  White  mine  at  Olen  WMte, 


Secti<m 

LaborstoiyNo 

Roof,  sandstone  and  "  draw  slate." 
Bonyooala 

Coal  (fragile) 

Bonyooala 

Coal  rfragile) 

Coal  (spmit,  good) 

Coal  (fragile) 

Bony  COM  (ooal  and  shale  layers) « 

Coal(fra^) 

Floor,  hard,  sandy  underclay. 

Thickness  of  bed 

ThJcksess  of  coal  sampled 


A 

8901 

Fi. 

in. 

0 

2 

1 

10 

0 

2 

1 

0 

1 

0 

1 

10 

2 

8 

3 

3 

11 

11 

8 

11 

B 

8902 

Ft.    in. 

"2     0 

0   4 

1  5 

1  6 

0  10 

3  2| 

0     0 
8    lOi 


a  Not  included  in  sample. 

Section  A  (sample  8901)  was  cut  from  the  face  of  entry  1,  250  feet  from  No.  1  shaft. 

Section  B  (sample  8902)  was  cut  from  the  face  of  main  air  course,  400  feet  east  of 
shaft  No.  2. 

A  composite  sample  was  made  by  mixing  the  face  samples  8901  and  8902  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8938. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand,  and  was  shot  down  with 
a  permissible  explosive.  The  tipple  in  use  in  July,  1909,  was  a  temporary  one  and 
the  coal  was  being  shipped  in  run-of-mine  form.  The  output  was  375  tons  daily. 
This  was  a  new  mine.  The  output  for  some  time  was  to  be  derived  from  advance 
work,  and  was  expected  to  increase.  A  shaft  house  with  oscillating  bar  screens  was 
being  erected. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  285. 

Gbahah.    Gbaham  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8086,  8087,  8088, 
8165  (pp.  285, 286). 

Mine. — Graham;  Kanawha-New  River  district;  a  drift  mine,  at  Graham,  on  the 
Kanawha,  Glen  Jean  &  Eastern  Railway,  contributory  to  the  Loup  Creek  Branch 
of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  uniform,  ranging  as  mined  from  4  feet  to  5  feet  4  inches;  roof,  clay 
shale  capped  with  strongly  bedded  sandstone;  floor,  hard,  blue,  shaly  underclay. 

The  bed  was  measured  and  sampled  at  three  points  by  H.  M.  Wol^jn  on  July  2, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Graham  mine  at  Graham. 


Section 

Laboratory  No 

Roof,  blue  shale. 

Soft  ooal 

Grayish  coal 

Hard  my  ooal 

Grayish  ooal 

Brimt  coal  (mother-coal  streaks) 

Mother  coal 

Bright  coal  (mother-coal  streaks) 

Momercoal 

Briditooal 

Shale  a 

Soft  dirty  coal  a 

Flow,  hard,  Dhie.  shaly  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


C 
8068 
Ft.  in. 

0     6 

1 

0 

0 

1 


6 


0     9 
0     8i 


5 
3 


n 


a  Not  included  in  sample. 
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Section  A  (sample  8086)  was  cut  from  face  of  left  air  coune  5,  about  3,600  feet 
approximately  southwest  of  drift  mouth. 

Section  B  (sample  8087)  was  cut  from  room  32,  off  left  entry  2,  about  2,900  feet 
approximately  south  of  drift  mouth. 

Section  C  (sample  8088)  was  cut  from  room  2,  off  air  course  of  Sidney  entry,  about 
200  feet  approximately  northwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8086,  8087,  and  8088  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  imder  laboratory  No.  8165. 

Notes. — ^The  coal  at  this  mine  was  imdercut  in  bottom  part  of  bed  with  electric 
punchers  and  by  hand,  and  was  shot  down  with  a  permissible  explosiye.  The 
tipple  was  equipped  with  bar  screens  with  }-inch,  l^inch,  and  3-inch  openings. 
The  coal  was  picked  on  the  car.  The  daily  output  averaged  about  300  tcms,  550  tons 
being  a  maximum  day's  run.  This  was  a  new  mine,  and  large  increase  of  capacity 
was  planned.  The  output  for  some  time  was  to  be  derived  almoet  entirely  from  ad- 
vance work. 

For  chemical  analyses  of  this  ccal  see  part  I  of  this  bulletin,  pp.  285, 286. 

Gbaham.    Tambot  Min£. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8129,  8130,  8131, 
8184  (p.  286). 

Miru. — ^Tamroy;  Kanawha-New  River  district;  a  drift  mine  1  mile  from  (jraham 
(Tamroy  P.  O.)  on  the  Kanawha,  Glen  Jean  &  Eastern  Railway,  connecting  with  the 
Loup  Greek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  as  the  Sewell.  Carboniferous  age,  Sewell  formation.  Thick- 
ness, nearly  uniform,  ranging  as  mined  from  4  feet  2  inches  to  4  feet  11  inches;  roof, 
sandstone,  imderlain  with  shale,  between  which  and  the  coal  is  in  places  a  few 
inches  of  clay  which  fell  with  the  coal  and  mixed  with  it  to  some  extent  in  loading; 
floor,  bard,  blue  shale  which  did  not  mix  with  coal  in  loading;  cover  for  the  most 
part  more  than  300  feet  thick. 

The  bed  was  measured  and  sampled  at  three  points  by  H.  M.  Wolflin  on  July  6, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Tamroy  mine^  1  mile  from  Graham. 


Section 

I<aboratory  No 

Roof:  Section  A,  ahale;  awtioiu  B  and  C,  dzaw  daj. 

Soft  coal 

Qrayooal 

Hard  gra  v  coal 

Gray  coal. 

Briffht  coal  (mother-coal  streaks) 

Mother  ooal , 

Bright  ooal  (mother-coal  streaks) 

Floor,  hard,  blue,  shaly  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


A 

B 

8129 

8130 

Ft.   to. 

Ft.   <«. 

0  8 

0  h\ 

1  1 

0  u 

0   li 

0  10 

0  & 

0  m 

2   4 

0  1 

•  •    *  « 

1  sj 

.. 

4  101 

J  Jl 

4  10| 

c 

8131 
Ft.  Hi. 

0      \\ 


1 
1 


4 
4 


0 

7* 


4i 
4* 


Section  A  (sample  S129)  was  cut  from  face  of  main  entry  1,  about  1,200  feet  approxi- 
mately southeast  of  drift  mouth. 

Section  B  (sample  8130)  was  cut  from  face  of  west  entry  2,  about  500  feet  southwest 
of  opening. 

Section  0  (sample  8131)  was  cut  from  face  of  main  air  course  3,  about  750  feet  south- 
east of  opening. 

A  composite  sample  was  made  by  mixing  samples  8129, 8130,  and  8131  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8184. 

Notes. — ^Thc  coal  was  undercut  by  hand  in  the  bottom  part  of  bed,  and  was  shot 
down  with  a  permissible  explosive.    The  tipple  had  no  screens,  and  consequently 
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the  eatire  output  was  shij^^ed  m  run-ol-imne  ooal.  The  co^  waa  picked  on  the  car. 
The  daily  output  at  time  of  samplisg  iu  1Q09  averaged  about  200  tons,  a  TnaTimnm 
day's  run  being  about  250  tons,  but  a  much  larger  output  was  planned.  The  output 
for  some  time  to  come  was  to  be  derived  entirely  ^m  advance  work.  Output  of 
mine  in  fiscal  year  1910,  38,456  long  tons. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  286. 

Lanark.    Lanark  No.  3  and  No.  4  Mines. 

Sample. — Semibitummous  coal;  New  Biver  field;  analyses  Nos.  8366,  8357,  8422, 
8303, 8304,  8305,  8316  (pp.  286, 287). 

Mines. — Lanark  No.  3  and  No.  4;  Kanawha-New  River  district;  drift  mines  1  mile 
west  of  Lanark,  on  the  Piney  Creek  Branch  of  the  Chesapeake  &  Ohio  R«iilway. 

Ckxd  bed. — ^Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness  of  the  coal  as  mined  from  4  feet  6  inches  to  5  feet  4  inches;  roof, 
'"slippy"  shale,  which  in  places  came  down  as  a  ''draw  slate"  and  in  a  part  of  the 
mine  was  so  soft  for  about  an  inch  immediately  above  the  coal  as  to  make  mud  that 
came  down  with  the  coal;  floor,  hard  gray  underclay;  cover  for  the  most  part  from 
30  feet  to  150  feet  thick. 

The  bed  was  measured  and  sampled  in  five  places  by  A.  J.  Hazlewood  and  J.  W. 
Groves  on  July  19, 1909,  as  described  below: 

Sections  of  coal  bed  in  Lanark  No.  3  miney  1  mile  west  of  Lanark. 

Section 

laboratory  No 

Roof,  gray  shale. 

Coal...^ 

Hard  ooal -• 

Coal 

Sulphur  ball « 

Coal 

Mother  ooal 

Coal 

Floor,  hard  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 

o  Not  Included  In  sample. 

Section  A  (sample  8367)  was  cut  from  a  pillar  in  right  entry  3,  1,700  feet  northeast 
of  the  drift  mouth. 

Section  B  (sample  8356)  was  cut  from  a  pillar  in  eight  entry  2, 1,500  feet  east  of  the 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8356  and  8357  for  an  ultimate 
analysis,  the  results  of  whi^  are  shown  under  lalxMutory  No.  8422. 

Siunple  8305  represented  4  feet  11}  inches  of  coal.  It  was  cut  from  a  pillar  near  the 
face  of  right  entry  3, 1,500  feet  southeast  of  the  drift  mouth  of  Lanark  No.  4  mine. 

Sample  8303  represented  4  feet  5}  inches  of  coal.  It  was  cut  from  a  crosscut  near 
the  face  of  the  main  entry,  2,500  feet  west  of  the  drift  nu>uth  of  Lanark  No.  4  mine. 

Sample  8304  represuited  4  feet  7  inches  of  coal.  It  was  cut  from  room  18  off  right 
entry  5, 2,400  feet  from  the  drift  mouth  of  Lanark  No.  4  mine. 

A  composite  sample  was  made  by  mixing  the  samples  8303,  8304,  and  8305  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8316. 

Notes. — ^The  coal  at  these  two  mines  was  undercut  with  hand  picks,  and  was  shot 
down  with  black  powder.  The  coal  was  not  screened,  the  output  being  sold  as  run  of 
mine.  It  was  picked  as  it  was  loaded  on  the  cars.  The  daily  output  of  Lanark  No.  4 
mine  was  350  tons,  and  its  capacity  was  550  tons.  It  had  an  unmined  area  of  80  acres 
and  most  of  the  coal  was  to  be  from  advance  work.  Lanark  No.  3  was  a  small  mine 
working  pillar  coal  entirely.    The  average  daily  output  was  100  tons.    The  coal  from 
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Lanark  No.  3  and  No.  4  mines  was  mixed  at  the  dnim  house  and  was  loaded  together 
on  the  railroad  cars.    The  estimated  output  of  the  two  mines  was  450  tons  daily 
and  the  capacity  650  tons. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  286, 287 

Oswald.    Oswald  Mms. 

Samplei — Semibituminous  coal;  New  River  field;  analyses  Nos.  8081,  8082,  8083, 
8245, 8162, 8691  (p.  287). 

Mine. — Oswald;  Kanawha-New  River  district;  a  drift  mine,  at  Oswald,  on  the 
Kanawha,  Glen  Jean,  and  Eastern  Railway,  connecting  with  the  Loup  Greek  Branch 
of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed, — Known  in  this  field  as  the  Sewell.  Carboniferous  age;  Sewell  forma- 
tion. Thickness,  as  mined,  from  about  3  to  4|  feet;  roof,  sandstone,  underlain  with  a 
massive,  blue  shale,  between  which  and  the  coal  there  is  in  places  a  thin  layer  of 
bone;  floor,  hard,  blue,  shaly  underclay  with  smooth  surface. 

The  bed  was  measured  and  sampled  at  four  i)oints  on  June  26  to  30, 1909,  by  H.  M . 
Wolflin,  and  at  one  point  on  August  5, 1909,  by  A.  J.  Hazlewood,  as  described  below: 

Sections  of  coal  bed  in  Oswald  mine  at  Oswald, 


Sectioii 

Laboratory  No 

Roof,  secuon  A.  shale  and  bone;  eeotiaiifl  B,  D,  and 
E,  shale;  sectum  C,  sandstone. 

Coal 

Sulphuroos  coal 

Mother  coal 

Coal 

Hard  gray  ooal 

Coal  (m  places  mother-coal  streaks) 

Boneo 

Coal  (slate  streaks) 

Coal  (In  places  mother-coal  streaks) 

Floor,  hard,  olue.  shaly  tmderday,  smooth  sor&oe. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 
8081 

Ft.  in. 
0    11} 


0       t 

0     8 


3 
3 


0 
0 


B 
8082 

Ft.  in. 

1      7J 


0  10 

1  2 


0 
0 

4 

4 


2 

3 
3 


C 
8063 

Ft.  in. 

0  ii) 

°   J 

0      7 

0  7 

1  7i 


3     9 
3     9 


D 
8946 

FL  in. 
1      7 


0     1 

I  4 

0  'h 

4   ^ 

4      5 


E 

8601 

Ft  in, 

0  8 

*i    0 

1  2 
1      1* 


3    111 
3    Ul 


o  Not  included  in  sample. 

Section  A  (sample  8081)  was  cut  from  the  face  of  right  air  course  7  (Peters  place),  off 
new  main  entry,  about  2,500  feet  approximately  southeast  of  drift  mouth. 

Section  B  (sample  8082)  was  cut  from  room  8,  of!  left  entry  7,  about  2,500  feet  ap- 
proximately northeast  of  drift  mouth. 

Section  0  (sample  8083)  was  cut  from  room  10,  off  left  entry  4,  about  1,700  feet 
approximately  northeast  of  drift  mouth. 

Section  D  (sample  8245)  was  cut  from  room  4,  off  left  entry  9,  off  new  main  entry, 
approximately  3,300  feet  east  of  drift  mouth. 

Section  £  (sample  8691)  was  cut  from  room  12,  off  left  entry  4. 

A  composite  sample  was  made  by  mixing  samples  8081,  8082,  8083,  and  8245  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8162. 

Notes. — ^The  coal  was  mined  both  by  hand  and  with  chain  machines  in  the  upper 
part  of  the  bed,  and  was  shot  down  with  black  powder  and  a  short-flame  explosive. 
The  tipple  also  served  the  Sidney  mine  in  the  hill  opposite.  It  was  not,  at  time  of 
sampling  and  inspection  in  1909,  equipped  with  screens,  but  bar  screens  with  5-inch 
and  2-inch  spaces  were  to  be  installed  shortly.  The  coal  was  picked  on  the  car.  The 
daily  output  of  the  Oswald  mine  averaged  about  600  tons,  and  the  capacity  was 
700  tons.    The  future  output  was  to  be  derived  chiefly  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  287. 
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Price  Hill.    Price  Hill  Mine 

i^omjofe.— Semibituminous  coal;  New  River  field;  analyses  Nos.  7931,  7932,  8127, 
8689,  8690,  8188  (p.  287). 

Mine. — Price  Hill;  Eanawlia-New  River  district;  a  shaft  mine,  120  feet  in  depth, 
at  Price  Hill,  2  miles  southwest  of  Macdonald,  on  the  White  Oak  Railway,  connecting 
with  the  Loup  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  forma- 
tion. Thickness,  nearly  uniform  (except  where  there  are  rolls),  ranging,  as  mined, 
from  about  3  feet  8  inches  to  4  feet  6  inches;  roof,  sandstone,  underlain  locally  with 
shale;  floor,  rather  soft  shaly  underclay. 

The  bed  was  measured  and  sampled  at  two  points  on  June  14, 1909,  and  at  one  point 
on  July  8,  1909,  by  F.  J.  Simington,  and  at  two  points  on  August  5,  1909,  by  A.  J. 
Hazlewood,  as  described  below: 

Sections  of  coal  bed  in  Price  Hill  mine  at  Price  Hill. 


Section 

Laboratory  No 

Roof,  sbale. 

JDony  coal  .•• 

Coal 

Sulphoroas  coal 

Coal 

Pyrlte 

Coal 

Hard  gray  ooal 

Coal  (m  some  places  mother-ooal  streaks) . . 
Floor,  soft  shaly  underclay. 

Tnickness  of  bed , 

Thickness  of  ooal  sampled , 


A 

B 

C 

D 

7931 

7932 

8127 

8689 

Ft.  in. 

Ft.  in. 

Ft.  in. 

Ft.  in. 

^ 

oo  3 

■  ■    •  ■ 

0  3 

1   2 

0   7} 
OO   4} 

0   i 

■  ■    •  • 

0  3 

»   m               mm 

mm               mm 

0  i 

mm              •  • 

mm               *  • 

I     3 

■  •      •  • 

i     6 

0   6 

0   4 

0   If 

0   2 

1   2 

1  11 

2   4 

2   9 

1   5 

t  1 

3  101 

4   5 

4   1 

3   ?} 

4   5 

3  H 

E 

8690 

Ft.  in. 


1      6i 
1      4 
0    10 


3 
3 


II 


9  Not  induded  in  sample. 

Section  A  (sample  7931)  was  cut  from  face  of  main  entry,  about  2,600  feet  southwest 
of  shaft. 

Section  B  (sample  7932)  was  cut  from  room  8,  off  ri^t  entry  8,  about  1,200  feet 
northwest  of  shaft. 

Section  G  (sample  8127)  was  cut  from  room  19,  off  left  entry  2,  about  2,300  feet  south 
of  shaft. 

Section  D  (sample  8689)  was  cut  from  room  19,  off  left  air  course  2,  about  2,500  feet 
south  of  shaft. 

Section  E  (sample  8690)  was  cut  from  face  of  left  entry  4,  about  3,000  feet  from  shaft. 

A  composite  sample  was  made  by  mixing  samples  7931,  7932,  and  8127  for  an  ulti- 
mate! analysis,  the  results  of  which  are  shown  under  laboratory  No.  8188. 

Notes. — The  coal  was  undercut  in  bottom  part  of  bed,  usually  by  hand,  but  punching 
and  chain  machines  were  used  to  some  extent.  The  tipple  was  not  equipped  with 
screens,  the  entire  output  being  shipped  as  run-of-mine  coal.  The  estimated  daily 
output  at  time  of  sampling  and  measurement  was  about  500  tons,  and  1,000  tons  was 
the  capacity  of  the  mine. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  287. 

Raleioh.    Ralbioh  No.  6  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8263,  8264,  8265, 
8266,  8309  (pp.  287,288). 

Mine. — Raleigh  No.  6;  Eanawha-New  River  district;  a  drift  mine,  near  Raleigh, 
on  the  Piney  Creek  branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Beckley.  Carboniferous  age,  Quinnimont  for- 
mation.    Thickness,  fairly  unifonn,  averaging  about  4}  feet;  main  roof,  shale  of  good 
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quality,  between  widch  and  the  ooal  is  from  3  to  10  inches  of  ''  draw  alate  "  ^i^ch 
tended  to  mix  with  the  coal;  floor,  soft  shale  with  a  smooth  surface. 

The  bed  was  measured  and  sampled  at  four  points  by  A.  J.  Hazlewood  on  July  12, 
1909,  as  described  below: 

Seetiong  of  coal  bedin  Raleigh  No.  6  mine  near  Raleiffh, 


Section 

LsbontoryNo 

Roof,  ahato  and  "dr»w  alate." 

Coal,  soft 

Hard  bony  ooal 

Coal,  soft 

Coal,  hard 

Coal,aoft 

Floor,  soft  clay,  smooth  softeoe. 

TnJelmww  of  bed 

Thidmeas  of  ooal  sampled. . 


A 

B 

C 

82B4 

8866 

8883 

Ft,   in. 

Fl.   ia. 

Ft,   Is. 

2    10 

4  H 

•  •    •  • 

«0  H 

•  •   •  • 

•  0  3 

2   4 

•  •   •  • 

1   2 

. .  . . 

m  »               m  » 

1  H 

-.  -. 

•  *    •  • 

1   6 

6    H 

5   2 

t  s 

J  1 

Ft, 
8     7J 
8     2 
1     3 
0    U\ 


4  in 
4  nj 


a  Not  included  in  sample. 

Section  A  (sample  8264)  was  cut  from  the  face  of  west  parallel  entry  1, 1,400  feet  from 
drift  mouth. 

Section  B  (sample  8265)  was  cut  from  the  face  of  main  south  entry  1,  2,100  feet  from 
drift  mouth. 

Section  G  (sample  8263)  was  cut  from  the  face  of  left  entry  4,  1,800  feet  from  drift 
mouth. 

Section  D  (sample  8266)  was  cut  from  the  face  of  south  entry  4. 

A  composite  sample  was  made  by  mixing  samples  8263,  8264,  8265,  and  8206  for  an 
ultimate  analysis,  the  results  of  which  are  shown  imder  laboratory  No.  6300. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  chain  machines  and  was  shot 
down  with  a  permissible  explosive.  No  screening  was  done,  the  coal  being  shipped 
in  run-of-mine  form.  The  average  daily  output  at  the  time  of  sampling  in  1909 
was  600  tons,  and  800  tons  was  a  maximum  day's  run.  The  future  output  was  to  be 
derived  from  advance  workings,  and  the  tonnage  was  to  be  increased. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  287, 288. 

Raleigh .    Rai/Sigh  No.  1  and  No.  2  Kinbs. 


iSompfe.— Semifoituminous  coal;  New  River  field;  analyses  Nos.  8252,  8253,  8254, 
8255,  8306,  8307  (p.  288). 

Mkiei. — Raleigh  No.  1  and  No.  2;  Kanawha-New  River  district;  drift  mines,  at 
Raleigh,  on  the  Piney  Creek  branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Beckley.  Carboniferoufl  age,  Quinnimont 
fonnataon.  Thickness,  fairly  uniform,  ranging  as  mined  from  4}  to  5  feet;  main  roof, 
blue  aigillaceous  shale  with  smooth  surface;  floor,  shale  which  is  rath^  soft. 

The  bed  was  measured  and  sampled  at  two  points  in  Raleigh  No.  1  mine  and  at 
two  points  in  Raleigh  No.  2  mine  by  C.  A.  Fisher  on  July  6, 1909,  as  described  below: 

Sections  of  coal  bed  in  Raleigh  No,  1  mine  at  Raleigh. 


Laboratonr  No 

Eoof,  aaadtfODe  and  blue  argUlaoeoos  shale 

Bony  ooal  a 

Coal 

Floor,  aoft  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled 


A 

8252   1 

FL 

fa. 

0 

11 

4 

7 

' 

4 

84 

4 

7 

B 

RS53 
FL    in. 
0      3 
4    10 

8      0 
4    10 


a  Not  induded  In  sample. 
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Section  A  (sample  8252)  was  cut  from  the  face  of  right  haulway  4. 
Section  B  (sample  8253)  was  cut  from  the  face  of  right  haulway  7,  in  room  1. 
A  composite  sample  was  made  by  mixing  foce  samples  8252  and  8253  for  an  ultimate 
ImalysiB,  the  results  of  which  are  shown  under  laboratory  No.  8306.   * 

Sections  of  coal  bed  in  Raleigh  No,  2  mine  at  Raleigh. 


Seotioii A  B 

LaboratorrNo 8254  8255 

Roof,  sandstone  and  blue  argUlaoeoas  shale.  Ft.  in.  Ft.  in, 

Bonycoal* 0     2  0     1 

Coal 6     2  3    11 

Floor,  soft  shale. 

Thickness  of  bed 5     4  4     0 

Thickness  of  coal  sampled 5     2  3    11 

a  Not  included  in  sample. 

Section  A  (sample  8254)  was  cut  from  a  pillar  in  right  entry  2. 

Section  B  (sample  8255)  was  cut  from  room  18,  off  right  entry  1. 

A  composite  sample  was  made  by  mixing  samples  8254  and  8255  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8307. 

Notes, — The  coal  at  this  mine  was  mined  by  hand  at  the  top  of  the  bed.  There 
were  no  screens  at  the  mine,  all  of  the  coal  being  shipped  in  run-of-mine  form.  The 
daily  output  of  the  mine  at  time  of  sampling  in  1909  averaged  1,000  tons,  and  1,150 
tons  was  a  maximum  day's  run.  The  output  for  some  time  was  expected  to  come 
from  advance  workings,  tiie  tonnage  remaining  about  the  same. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  288. 

Raleigh.    Raleigh  No.  3  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8256,  8257,  8258, 
8308  (pp.  288,  289). 

Mine. — Raleigh  No.  3;  Kanawha-New  River  district;  a  drift  mine  at  Raleigh,  on 
the  Piney  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed, — Known  in  this  field  as  the  Beckley.  Carboniferous  age,  Quinnimont 
formation.  Average  thickness,  about  4§  feet;  roof,  hard  shale  the  lower  2  inches  of 
which  came  down  in  places  as  a  *'draw  slate";  floor,  soft  underclay,  some  of  which  in 
parts  of  the  mine  got  mixed  with  the  coal  in  mining. 

The  bed  was  measured  and  sampled  at  three  points  by  A.  J.  Hazlewood  on  July  6, 
1909,  as  described  below: 

Section  A  (sample  8257)  was  taken  from  a  3-foot  10-inch  cut  of  coal.  It  was  cut 
from  the  fsLce  of  right  entry  14,  5,000  feet  from  the  drift  mouth. 

Section  B  (sample  8258)  was  taken  from  a  5-foot  4-inch  cut  of  coal.  It  was  cut 
from  the  face  of  left  entry  7, 4,200  feet  from  the  drift  mouth. 

Section  C  (sample  8256)  was  taken  from  a  4-foot  5-inch  cut  of  coal.  It  was  cut  from 
the  face  of  new  right  entry  6,  1,800  feet  from  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8256,  8257,  and  8258  lor 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8308. 

Notes. — The  coal  at  this  mine  was  undercut  in  bottom  part  of  the  bed  with  chain 
machines  and  waa  shot  down  with  a  permissible  explosive.  The  loading  house  had 
bar  screens  of  1-inch  and  3-inch  spaces.  The  output  of  the  mine  at  the  time  of 
sampling  was  750  tons  daily,  run-of-mine  coal;  the  capacity  was  1,100  tons,  and  a 
maximum  day's  run  was  1,400  tons.  The  mine  had  1,500  acres  of  cold,  and  the 
expectation  was  that  tonnage  would  gradually  increase  and  be  derived  from  advance 
work  lor  a  number  of  years. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  288,  289. 

45889*»— Bull.  22,  pt  2—13 47 


1058 


ANALYSES  OF  GOALS. 


Raleigh.    Blue  Jay  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8272,  8273,  8274, 
8312  (p.  289). 

Mine. — ^Blue  Jay;  Kanawha-New  River  district;  a  drift  mine  near  Blue  Jay,  1  mile 
from  Raleigh,  on  the  Piney  Creek  branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed, — Known  in  this  field  as  the  Beckley.  Carboniferous  age,  Quinnimont 
formation.  Average  thickness,  as  mined,  5  feet;  main  roof,  soft  blue  shale,  some  of 
which  in  places  got  mixed  with  the  coal  in  loading;  floor,  soft  clay  with  smooth 
surface. 

The  bed  was  measured  and  sampled  at  three  points  by  A.  J.  Hazlewood  on  July  8, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Blue  Jay  mine,  1  mile  from  Raleigh. 


Section 

Laboratory  No 

Roof,  soft,  blue  shale 

Coal  (soft,  fhigile) 

Bony  coal « 

Coal  (soft,  fragile) 

Floor,  soft  clay,  smooth  surface. 

Tliickness  of  bed 

Thidmess  of  coal  sampled . . 


a  Not  included  in  sample. 

Section  A  (sample  8274)  was  cut  from  the  face  of  right  entry  1,  500  feet  from  drift 
mouth. 

Section  B  (sample  8272)  was  cut  from  the  face  of  the  main  entry,  600  feet  from 
drift  mouth. 

Section  C  (sample  8273)  was  cut  from  the  foce  of  the  main  entry,  600  feet  southeast 
of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8272,  8273,  and  8274  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8312. 

Notes. — ^The  coal  at  this  mine  was  mined  by  hand  at  top  of  bed,  and  was  shot  down 
with  a  permissible  explosive.  The  coal  was  shipped  in  run~of-mine  form.  The  daily 
output  was  300  tons,  and  4(X)  tons  was  a  maximum  day's  run.  The  output  was  to  be 
derived  mainly  from  advance  workings,  and  the  tonnage  was  to  be  increased. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  289. 


Slab  Fork.    Slab  Fork  No.  1,  No.  2,  and  No.  3  Mines. 

Sampie. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8337,  8338,  8339, 
8373,  8371,  8372,  8459,  8460  (p.  289). 

Mines.— Slab  Fork  No.  1,  No.  2,  and  No.  3;  Eanawha-New  River  district;  drift  mines 
at  Slab  Fork,  on  the  Virginian  Railway. 

Coal  bed. — Known  in  this  field  as  the  Beckley.  Carboniferous  age,  Quinnimont 
formation.  Thickness  of  coal,  as  mined,  from  about  3  feet  7  inches  to  5  feet  10 
inches;  roof,  sandstone  underlain  with  a  gray  shale  (usually  less  than  1  foot  in  thick- 
ness) between  which  and  the  coal  there  is  in  places  a  few  inches  of  ''draw  slate;" 
floor,  smooth  shaly  underclay  (fairly  hard). 
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The  bed  was  measured  and  sampled  at  two  points  in  the  No.  1  opening,  and  at  one 
point  in  the  No.  3  opening  by  J.  W.  Groves  on  July  20,  1909,  and  at  three  points  in 
the  No.  2  opening  by  A.  J.  Hazlewood  on  July  20,  1909,  as  described  below: 

Sections  of  coal  bed  in  Slab  Fork  No.  1  mine  at  Slab  Fork. 


Section 

Labwatory  No 

Roof,  gray  shate. 

Bonyooala 

CoaL 

Mother  coal  (in  places  shale) , 

CoaL 

Bony  coal 

Bulpnuro 

CoaL 

Floor,  gray  shaly  underclay. 

Thickness  01  bed 

Thickness  of  coal  sampled. . . 


B 

8372 

Ft,  in. 


1    n 

0 
3 
0      1 


4    10 
4    10 


a  Not  included  in  sample. 

Section  A  (sample  8371)  was  cut  from  a  room  off  the  main  air  course,  about  1,800 
feet  northwest  of  drift  mouth. 

Section  B  (sample  8372)  was  cut  from  room  4,  about  500  feet  west  of  drift  mouth. 

A  comx>o6ite  sample  was  made  by  mixing  samples  8371  and  8372  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8459. 

Sections  of  coal  bed  in  Slab  Fork  No.  2  mine  at  Slab  Fork. 


Section 

LSpboratoiy  No 

Roof:  Secnon  D,  sandstone;  section  E,  ''draw  slate;''  section  F,  shale. 

Coal  (clean) 

Shale 

Coal. 


Floor,  smooth  shaly  underclay. 
Thickness  of  bed. 


Thickness  of  coal  sampled . 


D 
8337 
FL  in. 

£ 

8338 

FL  in. 

3  '71 

h    *3| 

3  7J 
3   7i 

5  31 
5   31 

F 
8339 
Ft.  in. 
aO     2} 
aO      2 

4      U 

4      61 
4      ij 


a  Not  included  in  sample. 

Section  D  (sample  8337)  was  cut  from  face  of  right  entry  1. 

Section  E  (sample  8338)  was  cut  from  face  of  left  entry  2. 

Section  F  (sample  8339)  was  cut  from  face  of  main  entry,  about  1,400  feet  from 
drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8337,  8338,  and  8339  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8460. 

Section  of  coal  bed  in  Slab  Fork  No.  3  mine  at  Slab  Fork. 


Section 

Laboratory  No 

Roof,  gray  shale. 

Cwd 

Mother  ooaL « 

Coal 

Mother  ooaL 

Coal 

Bone 

Coal 

Floor,  sray  shaly  underclay. 

Thickness  or  coal 

Thickness  of  coal  sampled 


C 

8373 

Ft. 

in. 

0 

1 

0 

i 

2 

5 

0 

i 

0 

8 

0 

U 

0 

11 

4 

3 

4 

3 
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Section  C  (sample  8373)  was  cut  from  main  entry,  about  600  feet  east  of  drift  mouth. 

Notes. — ^The  coal  was  undercut  in  bottom  part  of  bed  with  chain  machines,  and 
wad  shot  down  with  a  permissible  explosive.  The  Slab  Fork  mines  at  time  of  sampling 
consisted  of  five  drift  openings  each  called  a  mine,  which  supplied  coal  to  one  tipple. 
Four  of  the  drifts  were  being  worked  and  all  were  probably  to  be  connected  under- 
ground. The  tipple  had  bar  screens,  with  1-inch  openings,  but  the  entire  output 
was  shipped  as  run-of-mine  coal.  The  daily  output  averaged  about  750  tons,  and 
850  tons  was  a  maximum  day's  run.  The  mines  were  new,  and  the  production  was 
to  be  steadily  increased.  The  output  was  to  be  derived  chiefly  from  advance  work 
for  some  years. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  289. 

Sophia.    Wood  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analysis  No.  8906  (p.  289). 

Mine. — ^Wood;  Kanawha-New  River  district;  a  drift  mine  near  Sophia  (no  railroad 
connections)  on  Winding  Gulf  Greek. 

Coal  bed. — Known  in  this  field  as  the  Beckley.  Carboniferous  age,  Quinnimont 
formation.  It  is  about  4  feet  10  inches  in  thickness;  has  a  shale  roof  and  hard  under- 
clay  floor. 

The  bed  was  measured  and  sampled  at  one  point  by  A.  J.  Hazlewood  on  August  14, 
1909,  as  described  below: 

Section  of  coal  bed  in  Wood  minty  near  Sophia. 

Section 

Laboratorv  No 

Roof,  sandBtone  and  hard  and  soft  "draw  slate." 

Coalo 

Claya 

Coal  (fragile) 

Coal  (hard) 

Coal 

Bonyooal 

Coal 

Floor,  carbonaceous  shale  and  hard  underolay. 

Tnicknees  of  bed 

Thickness  of  coal  sampled 

a  Not  Included  in  sample. 

Section  A  (sample  8906)  was  cut  from  the  face  of  the  main  entry,  96  feet  from  the 
drift  mouth. 

Notes. — ^The  coal  was  undercut  with  picks  and  shot  down  with  black  powder. 
This  mine  was  a  single  drift  driven  about  100  feet  and  the  coal  waa  used  in  driving 
a  railroad  tunnel.  The  sample  was  taken  in  order  to  ascertain  the  character  of  this 
coal,  since  several  mines  were  soon  to  be  opened  on  Winding  Gulf  Creek  on  the 
Beckley  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  289. 

Sophia.    Comfbessob  Mine. 

• 

Sample. — Semibituminous  coal;  New  River  field;  analysis  No.  8907  (p.  289). 

Jftn^.^Gompressor;  Kanawha-New  River  district;  a  drift  mine  1  mile  up  Winding 
Gulf  from  Sophia  post  office  (not  on  a  railroad). 

Coal  bed. — Known  in  this  field  as  the  Beckley.  Carboniferous  age,  Quinnimont 
formation.  The  thiclmess  of  the  coal  is  5  feet  5  inches;  has  a  shale  roof  and  floor  of 
hard  underclay. 


A 

8906 

Ft. 

in. 

0 

1 

0 

i 

0 

» 

1 

3 

1 

1 

0 

5 

1 

3 

5 

0 

4 

101 
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The  bed  was  measured  and  sampled  at  one  point  by  A.  J.  Hazlewood  in  August, 
1909,  as  described  below: 

Section  of  coal  bed  in  Compressor  mine,  1  mile  from  Sophia. 


LaboratorvNo.. 
Roof,  bard  shale. 

Coal 

Coal  (hard).. 

Coal 

Bonyooala.. 

Coal. 


Floor,  hard  underolay. 
TnicknesB  of  bed . . 


ThicknesB  of  coal  sampled . 


8907 
Ft.  in. 


1 
1 
1 
0 
1 

5 
5 


3i 

0 

5 

I* 


a  Not  included  in  sample. 

Section  A  (sample  8907)  was  cut  from  the  face  of  the  main  entry,  200  feet  from  drift 
mouth. 

Notes. — This  sample  was  taken  from  a  drift  which  had  been  opened  to  procure 
coal  for  an  air-compressor  plant  in  dri^dng  a  railroad  tunnel.  The  sample  was  taken 
because  several  mines  were  soon  to  be  opened  on  Winding  Gulf  Creek  on  the  Beckley 
bed  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  289. 

Stanaford.    Piney  No.  1  Mine  (No.  6  Drift). 

Sample. — Semibituminous  coal;  New  River  field;  (Jamestown  No.  10)  analyses 
Nos.  5502,  5503  (p.  289). 

Mine. — ^Piney  No.  1,  No.  6  drift;  Kanawha-New  River  district;  a  drift  mine  at 
Stanaford,  on  tJie  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Beckley.  It  is  of  Carboniferous  age,  Quinnimont  formation.  At  this 
mine  the  bed  lies  nearly  flat  and  is  of  fairly  uniform  thickness,  averaging  about  6 
feet.  The  roof  and  floor  are  of  shale.  The  coal  carries  irregular  partings  of  bony 
coal,  or  shale,  and  sulphur. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  E.  M.  Way  on 
October  16,  1907,  as  shown  below: 

Sections  of  coal  bed  in  Piney  No.  1  mine^  No.  6  drift  y  at  Stanaford. 


Section 

I/aboratory  No 

Roof,  shale. 

Coal 

B<me  and  shale  a 

Sulphur  a 

Coal 

Sulphur  • 

Mother  ooal 

Coal 

Mother  ooal 

Bone  and  shale  a 

Cool 

Sulphur 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  ooal  sampled. 


B 

5503 
Ft.  in. 
0     4 

*  ■         •  • 

0      5| 

•  •  •  » 

S  4 

0  ioi 

0     9 

2    4 


a  Not  included  in  sample. 

Section  A  (sample  5502)  was  measured  in  the  face  of  left  entry  2,  2,700  feet  south- 
west of  the  drift  mouth. 

Section  B  (sample  5503)  was  measured  in  the  face  of  right  entry  2,  2,700  feet  west 
of  the  drift  mouth.  > 
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Notes. — ^The  coal  from  this  mine,  like  that  from  other  mines  in  the  district,  was 
used  for  steam  production  by  railroads  and  manufacturing  plants  and  also  for  domes- 
tic piuposes.  The  output,  which  in  1907  was  about  300  tons  per  day,  was  shipped 
by  water  to  points  on  the  Ohio  and  Mississippi  Rivers  and  by  ndl  and  water  to  points 
on  the  Atlantic  seaboard. 

For  results  of  briquetting  tests  of  this  coal  see  U.  S.  Geol.  Survey  Bull.  385,  p.  26; 
also  Bureau  of  Mines  Bull.  33,  p.  17. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  289;  also  U.  S.  .Geol.  Survey 
Bull.  362,  p.  18. 

Stanaford.    Stanaford  No.  1  and  No.  2  Mines. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8267,  8268,  8269, 
8311,  8270,  8271  (p.  290). 

Miiies. — Stanaford  No.  1  and  No.  2;  Kanawha-New  River  district;  drift  mines  near 
Stanaford,  on  the  Piney  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Beckley.  Carboniferous  age,  Quinnimont 
formation.  The  thickness  of  the  coal  averages  6  feet  in  No.  1  mine  and  5}  feet  in 
No.  2  mine.  The  roof  is  a  shale  of  good  quality  with  a  thickness  of  18  feet.  Six 
to  10  inches  of  it  came  down  in  No.  1  mine  as  ''draw  slate,"  parts  of  which  got 
mixed  with  the  coal  in  loading.  The  floor  is  a  shale  with  a  slightly  rough  surface, 
but  little  of  the  shale  got  mixed  with  the  coal. 

The  bed  was  measured  and  sampled  at  three  points  in  No.  1  mine  and  at  two  points 
in  No.  2  mine  by  A.  J.  Hazlewood  on  July  13,  14,  and  15,  1909,  as  described  below: 

Sections  of  coal  bed  in  Stanaford  No.  1  mine  near  Stanaford. 


Section 

Laboratory  No 

Roof,  shale  and  "draw  slate." 

Coal,  soft,  clean 

Coal,  bony 

Coal,  soft 

Coal,  firm 

Floor,  hard,  curly  shale. 

Thlclmess  of  bed 

Thickness  of  coal  sampled 


A 

B 

8267 

8268 

Ft.  in. 

Ft.  in. 

.. 

0  9 

•  ■     m  • 

0  9 

^        ^ 

2   4 

6  11 

•  *    •  » 

6  11 

3  10 

6  11 

3  10 

C 
t26( 
Ft.  in. 

6   ii 

6    11 
6    11 


Se<.*tion  A  (sample  8267)  was  cut  from  the  face  of  main  entry,  3,900  feet  from  drift 
mouth. 

Section  B  (sample  8268)  was  cut  from  the  face  of  left  entry  2. 

Section  C  (sample  8269)  was  cut  from  the  face  of  main  entry,  3,900  feet  southwest 
of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8267,  8268,  and  8269  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8311. 

Sections  of  coal  bed  in  Stanaford  No.  t  mine  near  Stanaford. 


Section , 

Laboratorv  No 

Roof,  hara  shale. 

Coal  (poor,  partly  bone)  a . 

Bonyooala 

Coal 

Floor,  hard,  curly  shale. 

Tnlokness  of  bed 

Thickness  of  coal  sampled 


A 

B 

8270 

82n 

Ft.  in. 

Ft.   <«. 

1  lOt 

•  •     mm 

8  8 

4  at 

6  8 
3  3 

U 

a  Not  included  in  sample. 

Section  A  (sample  8270)  was  cut  from  the  face  of  main  entry,  1,000  feet  southwest 
of  the  drift  mouth. 
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Section  B  (aample  8271)  waa  cut  from  the  face  of  main  entry,  2,900  feet  southwest 
of  the  drift  mouth. 

A  composite  sample  for  this  mine  was  not  made,  but  an  ultimate  analysis  is  given 
on  sample  8270. 

Notes. — ^The  coal  at  these  two  mines  was  undercut  by  hand,  and  was  shot  down  with 
a  permiaBible  explosive.  There  was  a'  common  tipple  for  the  two  mines,  but  no 
screens,  the  total  output  being  shipped  as  run-of-mine  coal. 

'  The  daily  output  of  No.  1  and  No.  2  mines  at  time  of  sampling  in  lodo  was  750  tons, 
and  850  tons  was  a  maximum  day's  run.  These  mines  were  comparatively  new  and 
the  future  output  for  many  years  was  to  be  derived  chiefly  from  advance  workings. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  290. 

Stanapord.    Stanapord  (Piney)  No.  3  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8275,  8276,  8277, 
8313  (pp.  290,291). 

Mine. — Stanaford  (Piney)  No.  3;  Eanawha-New  River  district;  a  drift  mine,  IJ 
miles  from  Stanaford  (Riley  P.  O.),  on  the  Piney  Creek  Branch  of  the  Chesax)eake  & 
Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Sewell.  Carboniferous  age,  Sewell  format 
tion.  The  thickness  of  the  coal  as  mined  averages  4|  feet.  The  roof  is  a  hard  sand- 
stone, between  which  and  the  coal  occurs  4  to  8  inches  of  ''draw  slate,"  some  of  which 
in  places  got  mixed  with  the  coal  in  mining.  The  floor  is  a  soft  shale  with  a  smooth 
surface. 

The  bed  was  measured  and  sampled  at  three  points  by  A.  J.  Hazlewood  on  July  14, 
1909. 

Section  A  (sample  8275)  was  taken  from  a  4-foot  3}-iAcb  cut  of  coal.  It  was  cut 
from  the  face  of  left  entry  6,  2,070  feet  northwest  of  drift  mouth. 

Section  B  (sample  8276)  was  taken  from  a  4-foot  2i-inch  cut  of  coal.  It  was  cut 
from  the  face  of  right  entry  7,  2,160  feet  northwest  of  drift  mouth. 

Section  C  (sample  8277)  was  taken  from  a  3-foot  5}-ii>c^  cut  of  coal.  It  was  cut  from 
the  fsuce  of  main  entry,  3,200  feet  northwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  samples  8275,  8276,  and  8277  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  8313. 

Notes. — ^The  coal  at  the  mine  was  undercut  by  hand,  and  was  shot  down  with  per- 
missible explosives.  The  coal  w^fi  lowered  to  the  No.  4  tipple,  which  was  not  equipped 
with  screens.  The  coal  was  shipped  in  run-of-mine  form.  The  daily  average  output 
in  1909  at  time  of  sampling  was  300  tons,  and  a  maximum  day's  run  was  500  tons. 
There  were  approximately  1,200  acres  of  unmined  coal  to  be  taken  out  through  the 
opening. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  290,  291. 

Stanaford.    Stanaford  (Piney)  No.  4  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analjrsis  No.  8278  (p.  291). 

Mine. — Stanaford  (Piney)  No.  4  mine;  Kanawha-New  River  district;  a  drift  mine, 
1}  miles  south  of  Stanaford,  on  the  Piney  Creek  Branch  of  the  Chesapeake  &  Ohio 
Railway. 

Coal  bed. — Known  in  this  field  as  the  Beckley.  Carboniferous  age,  Quinnimont  for- 
mation. The  thickness  of  the  coal  as  mined  averages  about  4  feet.  The  impurities 
consist  of  occasional  ''sulphur"  balls.  The  roof  is  a  hard  sandstone.  The  floor  is  a 
soft  shale  with  a  slightly  rough  surface,  but  little  of  the  shale  got  mixed  with  the  coal. 

The  bed  was  measured  and  sampled  at  one  point  by  A.  J.  Hazlewood  on  July  13, 
1909.  The  sample  (No.  8278)  was  taken  from  a  4-foot  1-inch  cut  of  coal.  It  was  cut 
from  the  face  of  main  entry,  1,600  feet  southwest  of  drift  mouth. 
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An  ultimate  analysis  was  made  on  sample  8278  which  is  reported  under  the  same 
number. 

Notes, — ^The  coal  was  undercut  by  hand,  and  was  shot  down  with  permissible  expU^ 
sives.  The  tipple  had  no  screens.  The  average  daily  output  at  time  of  sampling  was 
350  tons,  and  4(M)  tons  was  a  maximum  day's  run.  The  future  output  was  to  be 
derived  from  advance  workings.  The  unmined  area  of  No.  1,  No.  2,  and  ^o.  4  mines 
approximated  6,400  acres. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  291. 

Stonewall.    Stonewall  No.  2  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analysis  No.  8345  (p.  291). 

Mine. — Stonewall  No.  2;  Kanawha-New  River  district;  a  drift  mine  at  Stonewall, 
on  the  Piney  Greek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Fire  Creek.  Carboniferous  age,  Quinnimont 
formation.  The  coal  varies  in  thickness  from  2  to  3  feet.  It  has  a  gray  shale  roof, 
which,  for  the  greater  portion  of  the  mine,  is  good.    The  floor  is  a  gray  underclay. 

The  bed  was  measured  and  sampled  at  one  point  by  J.  W.  Groves  on  July  19, 1909. 

The  section  (sample  8345)  was  taken  from  a  2-foot  10-inch  cut  of  coal.  It  was  cut 
from  face  of  left  entry  1,  500  feet  north  of  drift  mouth. 

Notes. — ^The  coal  was  undercut  with  hand  picks,  and  was  shot  down  with  a  per- 
missible explosive.  The  tipple  had  bar  screens,  and  could  load  dump,  slack,  and  run- 
of-mine  coal.  The  coal  was  practically  all  shipped  in  run-of-mine  form.  The  average 
daily  output  in  1909,  at  time  of  sampling,  was  40  tons,  but  should  be  considered 
in  connection  with  that  of  the  Stonewall  No.  3  mine,  because  the  output  of  the  two 
mines  was  mixed  before  shipment. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  291. 

Stonewall.    Stonewall  No.  3  Mine. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8343,  8344,  8341, 
8342,  8426  (p.  291). 

Mine. — Stonewall  No.  3;  Kanawha-New  River  district;  a  drift  mine  1)  miles  west 
of  StonewaU  Station,  on  the  Piney  Creek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Fire  Creek.  Carboniferous  age,  Quinnimont 
formation.  It  varies  in  thickness  from  4  feet  to  5  feet  2  inches;  the  roof  is  a  gray 
shale,  which  disintegrates  upon  exposure  to  air  and  moisture.  Immediately  above 
the  coal  there  was  in  a  part  of  the  mine  a  clay  band  about  2  inches  thick,  which  came 
down  with  the  coal  and  some  of  it  got  in  the  loaded  coal.  The  floor  is  a  hard  under- 
clay with  a  fairly  smooth  sur&u^e.    The  cover  over  the  mine  is  from  30  to  200  feet. 

The  bed  was  measured  and  sampled  at  four  places  by  J.  W.  Groves  on  July  16, 1909, 
as  described  below: 

Sections  of  coal  bed  in  Stonewall  No.  S  mine,  1\  miles  west  of  Stonewall  Station. 


Section 

LftboistoryNo , 

Boot  soft  gray  shale  and  clay. 

Mother  ooal , 

Bony  coal  0 

Coal 

Floor,  hard  underclay. 

Thioknessofbed 

Thioknesi  of  ooal  sampled 


A 

8343 

Ft.    in. 

3  5 
0   i 

B 

8344 

Ft,  in. 

3  9i 

0  1 

C 

8341 

Ft.   in. 

1   3i 

0  ioi 

1  It 

\  n 

4   M 

4   9i 

D 
8342 

Ft.  in. 

0      41 

1 1 


a  Not  included  in  sample. 
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Sectton  A  (sample  8343)  was  cut  from  room  3  on  entry  34,  2,700  feet  west  of  the  drift 
mouth. 

Section  B  (sample  8344)  was  cut  from  room  9  on  entry  32,  2,300  feet  southwest  of 
the  drift  mouth. 

Section  C  (sample  8341)  was  cut  from  a  pillar  in  entry  29§,  2,000  feet  west  of  the 
drift  mouth. 

Section  D  (sample  8342)  was  cut  from  the  face  of  entry  24, 1,700  feet  west  of  the  drift 
mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8342,  8343,  and  8344  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  8426. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  hand  picks  in  bottom  part  of  bed, 
and  was  shot  down  with  a  permissible  explosive.  The  railroad  tipple  had  bar  screens, 
and  could  load  lump,  slack,  and  run-of-mine  coal.  The  coal  was  practically  all 
shipped  in  run-of-mine  form.  The  daily  output  at  time  of  sampling  in  1909  was  250 
tons,  "the  mine  having  a  capacity  of  350  tons.  The  future  output  of  this  mine  was 
to  be  practically  all  derived  from  pillar  coal.  This  output,  however,  should  be  con- 
sidered in  connection  with  that  of  the  Stonewall  No.  2  mine,  since  the  output  of 
the  two  mines  was  mixed  before  it  was  loaded  on  the  cars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  291. 

Sullivan.    Sullivan  Mines. 

Sample. — Semibituminous  coal;  New  River  field;  analyses  Nos.  8282,  8283,  8409 
(p.  291). 

Mines. — Sullivan;  Eanawha-New  River  district;  drift  mines,  at  Sullivan,  on  a  stub 
from  the  Piney  Greek  branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Beckley.  Carboniferous  age,  Quinnimont 
formation.  Thickness,  uniform,  ranging  as  mined  from  4  feet  1}  inches  to  4  feet 
10)  inches;  roof,  strong  shale  which  did  not  fall  with  the  coal;  floor,  hard,  slaty  under- 
clay  with  smooth  surface  and  underlain  10  feet  below  with  sandstone. 

The  bed  was  measured  and  sampled  at  two  points  by  A.  J.  Hazlewood  on  July  10, 
1909,  as  described  below: 

Sections  of  coal  bed  in  Sullivan  mines  at  Sullivan. 


LaboratoiyNo 

Roof,  bard  shale. 

Coal 

Hardmothorooal 

Fragile  coal 

Btilphur 

Coal 

Floor,  bard,  slatv  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


8282 

Ft. 

in. 

2 

lU 

0 

1 

0 

8) 

0 

1 

0 

3J 

4 
4 

11 

8283 
Ft.    in. 
4     5i 


0 
0 


1 
4 


4    104 
4    10} 


Sample  8282  was  cut  from  the  face  of  the  main  south  entry,  320  feet  from  drift  mouth 
of  the  south  mine. 

Sample  8283  was  cut  from  the  face  of  main  entry  2,  200  feet  from  drift  mouth  of  the 
north  mine. 

A  composite  sample  was  made  by  mixing  samples  8282  and  8283  for  an  ultimate 
analysis,  the  results  of  which  are  shown  under  laboratory  No.  8409. 

Notes.— The  coal  from  these  mines  was  undercut  in  bottom  part  of  bed  by  hand,  and 
was  shot  down  with  a  short-flame  explosive  or  black  powder.  The  tipple  had  no 
screens,  so  that  the  entire  output  was  shipped  as  run-of-mine  coal.  The  daily  output 
at  time  of  sampling  in  1909  averaged  500  tons.  These  were  practically  new  mines  and 
the  output  was  to  be  increased  gradually.  The  output  for  some  time  was  to  be  derived 
entirely  from  advance  work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  291. 
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Tebbt.    Tebbt  Mine. 

Sample. — ^Bituminous  coal;  New  River  field;  analyses  Nos.  8353,  8354,  8355,  8423 
(p.  291). 

Mine. — ^Terry;  KanawharNew  River  district;  a  drift  mine  at  Teiry,  on  the  Piney 
Greek  Branch  of  the  Chesapeake  &  Ohio  Railway. 

Coal  bed. — Known  in  this  field  as  the  Fire  Creek.  Carboniferous  age,  Quinnimont 
formation.  The  coal  varies  considerably  in  thickness,  ranging  from  2  to  5  feet.  The 
roof  is  fairly  good  in  places  and  in  others  is  rather  bad,  being  a  '* slippy  "  shale.  Some 
of  it  fell  and  got  mixed  with  the  coal  in  mining.  The  floor  is  a  gray  underclay,  which 
in  general  presents  a  fairly  good  surface  for  shoveling. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  W.  Groves  on  July  15, 
1909,  as  described  below: 

Sectums  of  coal  bed  in  Terry  mine  at  Terry. 


Section 

Laboratory  No 

Roof,  gray  shale  (soft). 

(Xwd 

Mother  coal 

Coal 

Mother  coal 

Coal 

Oraybando 

Coal. 

BonyooaU 

Floor,  hard  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled 


• 

A 

B 

8363 

8354 

Ft.    in. 

Ft.    in. 

4      2 

*   a               •    • 

0 

0     5 
0 

0     3 

0     5i 

•  •         •  • 

0     3 

•  •         •  • 

1      4i 

•  •         •  * 

0     6 

4    lU 

4   u! 

!  SI 

3 
3 


1 
1 


a  Not  included  in  sample. 

Sample  A  (sample  8353)  was  cut  from  the  face  of  room  11,  off  right  entry  2,  2,200  feet 
north  from  the  drift  mouth. 

Section  B  (sample  8354)  was  cut  from  the  face  of  main  entry  2, 2,000  feet  west  of  the 
drift  mouth. 

Section  C  (sample  8355)  was  cut  from  the  face  of  left  entry  1,  in  room  3,  1,000  feet 
south  of  the  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8353,  8354,  and  8355  for 
an  ultimate  analjrsis,  the  results  of  which  are  shown  under  laboratory  No.  8423. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  picks  and  shot  down  with  black 
powder.  The  tipple  was  equipped  with  bar  screens  with  2*inch  spaces.  It  was 
capable  of  loading  lump,  screenings,  and  run-of-mine  coal,  and  had  a  storage-bin 
capacity  of  100  tons.  The  coal  was  cleaned  by  two  pickers  as  it  was  loaded  on  the 
railroad  cars.  The  daily  output  of  the  mines  at  the  time  of  sampling  in  1909  was 
350  tons,  derived  laigely  from  pillars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  291. 

West  Raleigh.    Raleigh  No.  1  and  No.  2  Mines. 

Sample. — Semibituminous  coal;  New  River  field;  (Jamestown  No.  11)  analyses 
Nos.  5547,  5548  (p.  291). 

Mines. — ^Raleigh  No.  1  and  No.  2;  KanawharNew  River  district;  drift  mines  at 
West  Raleigh,  on  the  Chesapeake  &  Ohio  Railway. 

Coal  bed.— The  Beckley  of  the  West  Virginia  Geological  Survey.  It  is  of  Cacbonif- 
erous  age,  Quinnimont  formation.  At  these  mines,  the  bed  lies  nearly  flat^  and  is 
rather  uniform  in  thickness,  averaging  about  5  feet.  The  bed  cairies  a  few  n^gular 
streaks  of  bony  coal  and  shale. 
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The  bed  was  measured  and  sampled  at  two  points  in  the  mines  by  E.  M.  Way  on 
October  22,  1907,  as  shown  below: 

Sections  of  coal  bed  in  West  Raleigh  No.  1  and  No.  2  mines  at  West  Raleigh. 


Section 

LabontoryNo. 

Roof,  shale. 

Bony  ooal  and  sbale  a. 

CoaL 

coal 

Sntphur. 


Mother  coal 

Bony  coal 

CoaL 

Mother  coal 

Coal 

Mother  coal 

CoaL 

FlOOT,  shale. 

Tliicknesi  of  bed 

Thickness  of  coal  sampled. 


K 

5647 

Ft.  in. 

0 

2| 

3 

0 

0 

f 

•  • 

0 
0 

•  • 

"1 

•  • 

0 

•  • 

1 

0 

\ 

0 

•  • 

3 

m  • 

•  • 

4 
4 

•  • 

3 

B 
fi548 
Ft,  in. 

•  «       •  • 

?  4 


0 
0 
0 
0 
0 
0    11 


I 

h 

2 


ra 


a  Not  included  in  sample. 

Section  A  (sample  5547)  was  measured  in  a  pillar  between  right  entries  5  and  5} 
in  No.  2  mine,  1,800  feet  northeast  of  the  drift  mouth. 

Section  B  (sample  5548)  was  measured  in  the  face  of  right  entry  7  in  No.  1  mine, 
3yl50  feet  northwest  of  the  drift  mouth. 

Notes. — The  coal  from  these  mines,  like  that  from  other  mines  in  this  district,  is 
friable,  and  was'  used  for  steam  production.  It  was  shipped  in  run-of-mine  form. 
The  average  daily  output  in  1907  was  about  700  tons  per  day.  A  amall  quantity 
of  slack  was  made  into  coke  in  beehive  ovens  at  the  mine. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— eteaming 
tests:  U.  S.  Geol.  Survey  Bull.  403,  p.  17;  briquetting  tests:  U.  S.  Geol.  Survey 
Bull  386,  p.  27. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  291;  also  U.  8. 
Geol.  Survey  Bull  362,  p.  19. 

BANDOLFH  00T7NTY. 

COALTON.   COALTON  MiNE. 

Sample. — Bituminous  coal:  Tygart  River  field;  (West  Viiginia  No.  5)  analyses  Nos. 
1144, 1147  (p.  292). 

Mine. — Goalton;  Kanawha-New  River  district;  a  drift  mine  at  Coalton,  on  the  Coal 
&  Coke  Railroad. 

Coal  bed. — ''  Lower  Kittanning,"  locally  known  as  the  Roaring  Creek.  It  is  of  Car- 
boniferous age,  Allegheny  (?)  formation.  The  bed  lies  nearly  flat  and  is  worked  by 
a  drift  from  the  outcrop.  The  bed  contains  several  partings,  but  by  boring  in  just 
above  the  lower  shale,  and  by  shooting  the  bottom  and  the  top,  it  is  possible  to 
obtain  the  entire  face  of  good  coal. 

Two  sections  were  measured  and  sampled  in  the  mine  by  J.  S.  Bunows  in  1904, 
as  shown  below: 

Sections  of  coal  bed  in  Coalton  mine  at  Coalton, 


Section 

Laboratory  No. 


Bone a. 
Coal.... 
Shale  a. 

CoaL... 
Shale  a. 

Coal.... 


Thickness  of  bed 

Thickness  of  ooal  sampled. 


A 

.    1 

1144      1 

Ft. 

<n. 

04^    1 

2 

0 

0 

k 

3 

4 

0 

3| 

1 

6 

7 

8% 

6 

9 

7     3 
6     5 


A  Not  Included  in  sample. 
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Section  A  (sample  1144)  was  measured  at  the  face  of  right  heading  5. 

Section  B  (sample  1147)  was  measured  at  the  face  of  left  heading  6. 

Notes. — ^The  rated  capacity  of  the  mine  in  1904  was  1,500  tons  per  day.  Most  of 
the  product  was  shipped  to  Eastern  cities  for  steam  production.  Nearly  all  the  slack 
separated  from  the  coal  was  made  into  coke  at  the  mine. 

For  results  of  tests  of  this  coal  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  S.  Geol.  Survey  Ptof .  Paper  48,  p.  849;  Bull.  261,  p.  82;  washing  tests:  XJ.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  1472;  Bull.  261,  p.  72;  coking  tests:  U.  S.  Geol.  Sur- 
vey Prof.  Paper  48,  p.  1358;  Bull.  261,  p.  127;  cupola  tests  of  coke:  U.  S.  Geol.  Survey 
Prof.  Paper  48,  pp.  1379,  1380. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  292;  also  U.  S.  Geol.  Survey 
Prof.  Paper  48,  p.  252;  Bull.  261,  p.  55. 

TTJCKEB  COUNTY. 

Thomas.    Thomas  No.  23  Mine. 

Sample. — Semibituminous  coal;  Upper  Potomac  field;  analyses  Nos.  393,  394,  395, 
396,  397,  10450  (pp.  292,  293). 

Mine. — ^Thomas  No.  23;  Potomac  district;  a  drift  mine  at  Thonuis,  on  the  Western 
Maryland  Railroad  and  the  Baltimore  &  Ohio  Railroad. 

Coal  bed. — Known  in  this  field  as  the  Upper  Freeport.  Carboniferous  age,  Alle- 
gheny series.    The  bed  as  mined  has  an  average  thickness  of  5  feet  9  inches,  varying 

from  4}  to  7  feet.    The  roof  is  a  shale  of  good  quality.    The  floor  is  a  hard  shale  which 
did  not  get  mixed  with  the  coal  in  mining. 

The  bed  was  measured  and  sampled  at  five  points  by  P.  M.  Riefkin  on  April  19, 

1910,  as  described  below: 

Sections  of  coal  bed  in  Thomas  No,  2S  mine  at  Thomas. 


Section 

Laboratory  No 

Roof.shalet 

Bonyooal 

Coal 

Shale 

Coal 

Bony  coal 

Coal 

Bone  and  slate 

Coal 

Coal  (gray) 

Coal  (bright) 

Mother  ooal 

Coal 

Floor,  hard  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


4      4A 

2    llA 


5    4 


E 

997 

Ft.  in. 

aO     2 


6     9H 

4      8A 


a  Not  included  in  sample. 

Section  A  (sample  393)  was  cut  from  last  crosscut,  near  face  of  Pendleton  headix^, 
2,000  feet  from  drift  mjDuth. 

Section  B  (sample  394)  was  cut  from  Thomas  air  course,  near  the  face  of  Huber  air 
course,  8,600  feet  northeast  of  drift  mouth. 

Section  C  (sample  395)  was  cut  from  face  of  Layman  heading,  7,800  feet  northeast  of 
drift  mouth.  • 

Section  D  (sample  396)  was  cut  from  face  of  dip  5,  6,800  feet  northwest  of  drift  mouth. 

Section  E  (sample  397)  was  cut  from  face  of  butt  entry  8. 

A  composite  sample  was  made  by  mixing  samples  393,  394,  395,  396,  and  397  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboaratory^No.  10450. 

Notes. — ^The  coal  was  cut  in  bottom  part  of  the  bed  with  electric  coal-cutting 
machin&i,  and  was  shot  down  with  a  permissible  explosive  and  black  powder.  The 
tipple  had  bar  screens  16  feet  long  with  2-inch  spaces,  and  revolving  screens  with 
'-inch  holes.    The  coal  was  screened,  75  jper  cent  of  the  whole  output  being  screen- 
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iDgB.  About  500  tons  of  screeniDgB  was  coked  daily.  The  coal  shipped  was  picked 
on  the  car  by  three  trimmerB. 

The  mine,  at  the  time  of  sampling  in  April,  1910,  had  a  capacity  of  1,600  tons  and 
an  estimated  average  daily  output  of  800  tons,  which  was  derived  chiefly  from  ad- 
vance work. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUe&i,  pp.  292,  293. 

Thomas.    Thomas  No.  34  Mine. 

Sample. — Semibituminous  coal;  Upper  Potomac  field;  analyses  Nos.  474, 475,  476, 
10456  (p.  293). 

Miru. — Thomas  No.  34;  Potomac  district;  a  shaft  mine,  186  feet  in  depth,  at 
Thomas,  on  the  Western  Maryland  Railroad. 

Coal  bed, — Known  in  this  field  as  the  Lower  Kittanning  or  Davis.  Carboniferous 
age,  Allegheny  formation.  The  bed  at  the  mine  has  an  average  thickness  of  5  feet, 
and  varies  from  3}  to  6  feet.  The  roof  is  a  hard  gray  shale  with  an  occasional  sand- 
stone roll.  The  shide  has  rather  a  smooth  surface  and  comes  down  in  few  places. 
A  hard  underclay  forms  the  floor.    It  is  smooth  and  did  not  get  mixed  with  the  coal. 

The  bed  was  measured  and  sampl^  at  three  poiats  by  Henry  Hinds  on  April  20, 
1910,  as  described  below: 

Sections  of  coal  bed  in  Thomas  No.  34  mine  at  Thomas. 


Seotkm 

LaboratoxrNo 

Roof,  saiuutone  and  shale. 


Topooal... 
Bony  coal. 

Coal 

Shale 

Coal 


Shale ■ 

Bone 

Coal 

Coal 

Floor.  Are  clay. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


A 

474 
Ft.  in. 

«  •         •  • 

0      5i 
aO      7 

0 

0 

.0 

«0 

•  0 

2 

0 

5 
4 


6 
5 


'^1 


3      6i 


5      3] 
5      0 


a  Not  included  in  sample. 

Section  A  (sample  474)  was  cut  from  face  of  Birge  heading. 

Section  B  (sample  475)  was  cut  from  room  6,  off  Roberts  heading. 

Section  C  (sample  476)  was  cut  from  face  of  right  heading  2,  off  Foreman  heading. 

A  composite  sample  was  made  by  mixing  face  samples  474,  475,  and  476  for  an  ulti- 
mate analysis,  the  results  of  which  are  shown  under  laboratory  No.  10456. 

Notes. — The  coal  at  this  mine  was  undercut  with  hand  picks  in  the  bottom  part  of 
the  bed,  and  was  shot  down  with  black  blasting  powder.  There  was  a  16-foot  bar 
screen  with  l^inch  spaces  between  bars,  but  was  not  in  use.  The  coal  was  loaded  in 
run-of-mine  form.  Tlie  mine  had  a  capacity  of  600  tons  x>er  day  at  time  of  sampling 
in  April,  1910,  but  the  actual  average  daily  output  was  300  tons.  Increase  of  the 
daily  capacity  of  the  mine  to  1,000  tons  was  contemplated,  the  greater  part  of  the 
tonnage  to  be  derived  from  advance  work.  There  was  1,000  acres  of  coal  to  be 
taken  out  by  this  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  293. 

Thomas.    Cokbton  No.  26  Mine. 

Sample. — Semibituminous  coal;  Upper  Potomac  field;  anal3rses  Nos.  477,  478,  479, 
10430  (p.  293). 

Mine, — Coketon  No.  26;  Potomac  district;  a  drift  mine  H  miles  southwest  of  Thomas, 
on  the  Western  Maryland  Railroad. 

Coal  bed, — Known  in  this  field  as  the  Upper  Freeport.  Carboniferous  age,  Alle- 
gheny formation.  The  bed  at  the  mine  has  an  average  thickness  of  6  feet,  and  varies 
from  2  to  7}  feet.  The  roof  is  a  gray  shale  with  a  smooth  surface.  A  hard  fire  clay  or 
shale  forms  the  floor.    It  is  smooth  and  did  not  get  mixed  with  the  coal  in  shoveling. 
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The  bed  w»b  measured  and  sampled  at  three  points  by  H.  Hinds  on  April  20, 1910, 
as  described  below: 

Sections  of  coal  bed  in  Coheton  No,  26  mine,  1\  miles  southwest  of  Thomas. 


Seotkni 

LabontoirNo 

R<xrf.  sandstone  and  shale. 

Topooal 

Bonyooalo 

Bone  a. 

Coala 


Boneo. 
Coal-o.. 
Bone  A. 
Coal... 
Boneo. 
Goal... 
Bone  a. 
Coal. 


Fkxv.  shale  and  fire  clay. 

Thickness  of  bed. 

llildmess  of  ooal  sampled. 


A 

B 

C 

477 

478 

479 

Ft.  in. 

FL  in. 

i^te. 

1    7 

1     1\ 

•  •        tt  • 

0    1 

0     7 

•  «        •• 

0    1 

•  •        •  ■ 

«  •        ■  • 

0 

•  •        •• 

«  •        *  » 

0    7 

•  •        •  • 

0   41 

0   2 

0     8i 

•  •        «  • 

0    4 
0    4 
0    3 

•  •         •  • 

•  •        •  • 

0    101 

si 

0  *9lk 

0    3 

0   2 

0    3| 

0     II 

%i 

2    9{ 

3     3 

5    5{ 

7  3 
6     4\ 

if 

a  Not  induded  in  sample. 

Section  A  (sample  477)  was  cut  from  face  of  room  3,  off  east  heading. 

Section  B  (sample  478)  was  cut  from  face  of  left  heading  3. 

Section  G  (sample  479)  was  cut  from  face  of  right  heading  3. 

A  composite  sample  was  made  by  mixing  face  samples  477,  478,  and  479  for  an 
ultimate  analysis,  the  results  of  which  are  8ho¥m  under  laboratory  No.  10430. 

Notes. — ^The  coal  at  this  mine  was  undercut  with  hand  picks  in  the  bottom  coal,  and 
was  shot  down  with  black  blasting  powder.  The  coal  was  loaded  as  run-of-mine,  and 
was  picked  on  car  by  three  trimmers.  The  daily  output  of  the  mine  in  April,  1910 
was  350  tons,  and  a  maximum  day's  output  was  600  tons,  derived  from  both  piUar  and 
advance  work.    There  were  800  acres  of  coal  to  be  taken  out  by  this  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  293. 

Thomas.    Gokston  No.  36  (Old  No.  2)  Mine. 

i9(zmp2e.— Semibituminous  coal;  Upper  Potomac  field;  analyses  Nob.  396, 399, 400, 
401,  402, 10432  (p.  293). 

Mn^.— Ooketon* No.  36  or  Old  No.  2;  Potomac  district;  adrift  mine  1)  miles  smth- 
west  of  Thomas,  on  the  Western  Maryland  Railroad. 

Coai  bed. — ^Known  in  this  field  as  the  Lower  Kittanning.  Oarboniferous  age, 
Allegheny  formation.  The  bed  at  this  time  has  an  average  thickness  of  4  feet  7  inches, 
and  varies  from  3}  feet  to  5  feet  3  inches.  The  roof  is  a  fragile  draw  slate  that  causes 
considerable  trouble.  A  hard  fire  clay  generally  forms  the  floor.  However,  in  places 
are  shale  and  bony  coal  of  variable  smoothness  and  quality.  Both  the  roof  and  floor 
become  mixed  more  or  less  with  the  coal. 

The  bed  was  measured  and  sampled  at  four  points  by  G.  S.  Pope  on  April  19, 1910, 
as  described  below: 

Sections  of  coal  bed  in  Coheton  No.  S6  {or  Old  No.  i)  mine,  1\  viiles  southwest  of  Thomas. 


Section. 

Laboratoiy  No. 

Roof,  sandstooe  and  shale. 

CoaL 

Suh^ur 

Coal. 

Hard  black dialeo 

CoaL 

Sulphur. 

Coi 

Floor,  bastard  coaL 

Thickness  of  bed 

Thickiiess  of  ooal  sampled. 


A 

B 

C 

808,399 

400 

401 

FL  in. 

Ft.  in. 

Ft.  in. 

0    9 

0     8 

0     4 

0 

«  •             m  • 

?u| 

2    9 

I    lOi 

3    7 

2     7 

1    a 

0    4 

•  •         «  • 

•  •      •  • 

0     t 

•  ■         «  • 

*  •      •  • 

1    2i 

3      5 

3    ei 

8  n 

mm             «  • 

8     9i 
6    ll{ 

7     0 
5     9 

D 

402 

FL  in. 

0  7 

1  10 

1    ai 
I   1 


a  Not  inehxded  in  sample. 


J 


WEST  vibginia:  tucker  county. 
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Section  A  (samples  398  and  399)  was  cut  from  near  face  of  etnight  bullwheel 
heading.  Two  samples  were  taken :  398  from  the  upper  bench,  and  399  from  the  lower 
bench.    Sample  398  included  a  43f-inch  cut;  sample  399  included  an  18i-inch  cut. 

Section  B  (sample  400)  was  cut  from  face  of  Arthiur  heading,  2  miles  from  drift 
mouth. 

Section  C  (sample  401)  was  cut  from  face  of  Ryan  heading,  2  miles  from  drift  mouth. 

Section  D  (sample  402)  was  cut  from  southeast  heading  pillar  in  shaft  working  of  No. 
34  mine,  900  feet  from  Arthur  heading  and  2  miles  from  drift  mouth. 

A  composite  sample  was  made  by  mixing  face  samples  398,  399,  400,  401,  and  402 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  10432. 

NoU9. — ^The  coal  at  this  mine  was  undercut  in  the  bottom  part  of  the  bed  with  hand 
picks,  and  was  shot  down  with  black  blasting  powder.  Very  little  explosive  was  used 
as  most  of  the  coal  was  mined  with  pick.  The  tipple,  which  was  of  steel,  was 
equipped  with  bar  screens  20  feet  in  length  with  l^inch  spaces.  About  50  per  cent  of 
the  coal  was  screened,  the  remainder  being  loaded  as  run  of  mine.  An  average  of  225 
tons  of  screenings  was  coked  daily .  The  coal  was  picked  on  the  cars  by  three  trimmers. 
The  mine  had  a  capacity  of  2,000  tons,  and  the  estimated  average  daily  output  was 
700  tons,  which  was  derived  from  both  advance  work  and  pillars.  The  output  was  to 
be  gradually  increased  in  the  future.  The  mine  promised  to  continue  to  produce 
coal  for  12  years. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  293. 

Thomas.    Coketon  N,o.  37  Mine. 

Sample. — Semibituminous  coal;  Upper  Potomac  field;  analyses  Nos.  480, 481,  482, 
10449  (p.  294). 

Mine. — Coketon  No.  37;  Potomac  district;  a  drift  mine,  1}  miles  southwest  of 
Thomas,  on  the  Western  Maryland  Railroad. 

Coal  bed. — ^Known  in  this  field  as  the  Lower  Kittanning  or  Davis.  Carboniferous 
age,  Allegheny  formation.  The  bed  at  the  mine  has  an  average  thickness  of  5  feet  2 
inches,  and  varies  from  3§  to  6  feet.  The  roof  is  a  gray  fossiliferous  shale  with  smooth 
surface.  A  fire  clay  of  medium  hardness  forms  the  fioor.  It  is  smooth  and  does  not 
get  mixed  with  the  coal. 

The  bed  was  measured  and  sampled  at  three  points  by  H.  Hinds  on  April  21, 1910, 
as  described  below: 

Sections  of  coal  bed  in  Coketon  No.  S7  mine,  1\  miles  southwest  of  Thomas. 


Section 

Laboratonr  No 

Roof,  aanostone  and  shale. 

Bony  ooal 

Coal 

Bony  coal 

Coal 

Btaato 

Coal 

Bhato 

Coal ; 

BhalB 

Coal 

Floor,  fln  clay. 

TnicknesBofbed 

ThlckneM  of  ooal  sampled 


6     U 

6    10{ 


a  Not  Included  in  sample. 


Section  A  (sample  481)  was  cut  from  face  of  left  heading  1,  off  Pratt  entry. 
Section  B  (sample  480)  was  cut  from  face  of  north  heading  4. 
Section  C  (sample  482)  was  cut  from  face  of  room  2,  off  Clark  heading. 
A  composite  sample  was  made  by  mixing  the  face  samples  480,  481,  and  482  for  an 
ultimate  analysis,  the  reeults  of  which  are  shown  under  laboratory  No.  10449. 
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Notes. — ^The  coal  at  this  mine  was  undercut  with  hand  picks  in  the  bottom  part  of 
the  bed ,  and  was  shot  down  with  black  blasting  powder.  There  were  l^inch  screens; 
the  screenings  were  coked.  The  mine  had  a  capacity  of  600  tons,  but  at  the  time  of 
sampling  the  actual  daily  output  was  300  tons,  derived  mainly  from  advance  work. 
There  was  1,000  acres  to  be  worked. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  294. 

Thomas.    Thomas  No.  24  Mine. 

Sample. — Semibituminous  coal;  Upper  Potomac  field;  analyses  Nos.  407,  408,  409, 
10433  (p.  294). 

Mine. — ^Thomas  No.  24;  Potomac  district;  a  drift  mine,  1}  miles  southwest  of 
Thomas,  on  the  Western  Maryland  and  the  Baltimore  &  Ohio  railroads. 

Coal  bed. — Known  in  this  field  as  the  Upper  Freeport .  Carboniferous  age ,  Allegheny 
formation.  The  bed  as  mined  has  an  average  thickness  of  7  feet,  and  varies  from  4§  to 
7}  feet.  The  roof  is  of  shale  of  good  quality  with  smooth  surface.  The  floor  is  a  hard 
shale  with  smooth  and  rolling  surface. 

The  bed  was  measured  and  sampled  at  three  points  by  P.  M.  Riefkin  on  April  18, 
1910,  as  described  below: 

Secticns  of  coal  bed  in  Thomas  No.  24  mine,  li  miles  southwest  of  Thomas. 


Section 

Laboratory  No 

Roof,  shale. 

•     CoaKKtay) 

Coal  (bright) 

Coal  (hard  nay) 

Mother  coal. 

Coal 

Bony  coal 

Coal 

Shale  and  bony  coal 

Coal  (gray) 

Coal  (bright) 

Coal 

Mother  coal 

Coal 

Floor,  bard  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


a  Not  included  in  sample. 

Section  A  (sample  407)  was  cut  from  crosscut  between  right  heading  1  and  air  course, 
1,100  feet  southwest  of  drift  mouth. 

Section  B  (sample  409)  was  cut  from  face  of  main  heading,  850  feet  southwest  of  drift 
mouth. 

Section  C  (sample  408)  was  cut  from  face  of  room  7  of!  left  entry  1 ,  800  feet  southeast 
of  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  407,  408,  and  409  for  an 
ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  10433. 

Notes. — ^The  coal  at  this  mine  was  overcut  in  the  top  part  of  the  bed  with  hand  picks, 
and  was  lifted  with  black  powder.  There  were  no  screens  at  the  tipple,  the  entire 
output  being  loaded  as  run-of-mine  coal.  Three  trimmers  picked  the  coal  as  it  was 
loaded  on  the  car.  The  capacity  of  the  mine  at  time  of  sampling  in  April,  1910,  was 
600  tons,  and  the  average  daily  output  was  170  tons.  The  tonnage  was  derived  from 
both  advance  work  and  pillars  in  equal  proportions.  It  was  intended  to  install  motor 
haulage  at  an  early  date  and  to  increase  the  output  greatly. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  294. 


WEST  vibginia:  upshub  county. 

I 

Thomas.    Tbomas  No.  25  Mine. 
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Sample, — Semibituminous  coal;  Upper  Potomac  field;  analjrsed  Nos.  403,  404,  405, 
406, 10434  (pp.  294, 295). 

Mine. — ^Thomas  No.  25;  Potomac  district;  a  slope  mine  1§  miles  from  Thomas,  on 
the  Western  Maryland  Railroad. 

Coal  bed. — Known  in  this  field  as  the  Upper  Freeport.  Carboniferous  age,  Allegheny 
formation.  The  bed  at  this  mine  has  an  average  thickness  of  6  feet  7  inches,  and  varies 
from  2  to  8  feet.  The  roof  is  a  gray  fossiliferons  shale  with  smooth  surface.  The  floor 
is  fairly  hard  fire  clay  and  shale  which  have  a  smooth  surface  and  do  not  get  mixed 
with  the  coal. 

The  bed  was  measured  and  sampled  at  four  points  by  H.  Hinds  on  April  19,  1910, 
as  described  below: 

Sections  of  coal  bed  in  Thomas  No.  £5  mine,  JJ  miles  from  Thomas. 


Section 

Laboratory  No 

Roof,  Bhale. 

Bone 

Coal(diin) 

Coal  (bony) 

Bonyooaf. 

Bony  ooal  and  bone 

Coal  (bright) 

Charooal 

Bone 

Coal  (bright) 

Sulphur 

Bone 

Sulphur 

Coal  (hard) 

Coal  (gray  band) 

CJoal(8oft) 

Floor,  fire  day  and  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled.. 


D 
406 
Ft,  to. 

•  ■        *  • 

1 
•  0 
aO 
oO 
oO 

o'o 
0 
0 


1 
0 
1 

6    11} 
5      1 


a  Not  indoded  in  sample. 

Section  A  (sample  403)  was  cut  from  face  of  Stuart  heading. 

Section  B  (sample  404)  was  cut  from  face  of  room  13,  off  Weaver  heading. 

Section  C  (sample  405)  was  cut  from  face  of  room  1,  off  Roundhouse  heading. 

Section  D  (sample  406)  was  cut  from  face  of  room  5,  off  left  entry  7. 

A  composite  sample  was  made  by  mixing  the  face  samples  403,  404,  405,  and  406 
for  an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  10434. 

Notes. — ^The  coal  at  this  mine  was  undercut  by  hand  in  the  bottom  part  of  bed,  and 
was  shot  down  with  permissible  explosives  and  with  black  blasting  powder.  There 
were  no  screens  at  the  tipple,  the  coal  being  loaded  in  run-of-mine  form .  Three  pickers 
were  on  the  car  while  loading.  The  mine  had  loaded  800  tons  in  one  day,  but  at  the 
time  of  sampling  in  April,  1910,  the  actual  daily  output  was  500  tons,  derived  from  both 
advance  and  pillar  work.  Increase  of  the  daily  output  to  1,000  tons  was  contemplated. 
There  was  1,000  acres  of  coal  to  be  taken  out  by  this  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  294, 295. 

tTPSUUK  OOUNTY. 
Adrian.    Florence  Mine. 

/Sompttf.— Bituminous  coal;  Tygart  River  field;  analyses  Nos.  8986,  8987,  8988, 
9033  (p.  295). 

Mine, — Florence;  Monongahela  district;  a  drift  mine  at  Adrian,  on  the  Goal  &  Coke 
Railroad. 

46889^— Bull.  22,  pt  2—13 48 
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Coal  bed. — Known  in  this  field  as  the  Upper  Freeport.  Carboniferous  age,  Allegheny 
formation.  The  coal  at  this  mine  averages  5}  feet  in  thickness,  and  has  a  bony-coal 
band  and  a  shale  band  which  are  persistent.  The  roof  is  a  hard  gray  shale  with  smooth 
surface,  is  5  feet  in  thickness,  and  overlain  with  a  sandstone.  The  floor  is  a  hard  gray 
underclay  with  smooth  surface  to  which  the  coal  does  not  stick. 

The  bed  was  measured  and  sampled  at  three  points  by  J.  J.  Rutledge  on  September 
1,  1909,  as  described  below: 

Sectiona  of  coal  bed  in  Florence  mine  at  Adrian. 


Section 

Laboratory  No 

Roof:  sanastone  and  hard  shale. 

Coal 

Bonyooala 

Coal 

Shale,  gray  a 

Coal 

Bony  ooal 

Coal 

Floor:  hard  underclay. 

Thickness  of  bed 

Thickness  of  coal  sampled . . 


A 

B 

8967 

QftPO 

ovoo 

Ft,   in. 

Ft.   in. 

0     »i 

0     9 

0     9 

1      1 

I  .1 

2     8} 
0     2 

1      3 

S    t 

•    •                 »    m 

*    •                 «    ' 

1      0 

5    11} 
5      1 

I  n 

Ft.  in. 

0  9 

0  9 

3  2 

0  2 

0  11 


5     9 

4    10 


a  Not  included  in  sample. 

Section  A  (sample  8987)  was  cut  from  the  face  of  room  1,  off  main  entry,  500  feet 
southeast  of  the  drift  mouth. 

Section  B  (sample  8988)  was  cut  from  the  face  of  room  19,  off  main  entry,  800  feet 
southeast  of  the  drift  mouth. 

Section  C  (sample  8986)  was  cut  from  the  face  of  butt  entry  l,off  flat  left  entry  1, 
900  feet  southwest  of  drift  mouth. 

A  composite  sample  was  made  by  mixing  the  face  samples  8986,  8987,  and  8988  for 
an  ultimate  analysis,  the  results  of  which  are  shown  under  laboratory  No.  9033. 

Notes. — ^The  coal  at  this  mine  was  imdercut  by  hand,  and  was  shot  down  with  black 
powder.  It  was  all  shipped  in  run-of-mine  form,  and  was  not  picked  after  it  came 
from  the  mine.  The  capacity  of  the  mine  was  500  tons,  the  average  daily  output  being 
300  tons.  The  mine  had  a  large  area  of  coal.  The  output  for  the  near  future  was  to 
be  derived  entirely  from  advance  work.    A  larger  tipple  was  to  be  built. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  295. 


WEBSTEB  COUNTY. 

CowEN.    Hoover  Country  Bank. 

Sample. — Bituminous  coal;  Elk  River  field;  analysis  No.  1237  (p.  295). 

Location. — Hoover  country  bank;  just  north  of  Devils  Gate,  at  h^ul  of  Birch  River, 
2  miles  northwest  of  Cowen. 

Coal  bed. — Possibly  the  same  as  Eagle  coal  of  Kanawha  River,  about  the  age  of 
Sharon  coal  of  the  Pottsville  of  Ohio  and  Pennsylvania.  Dip,  to  northwest;  roof, 
cannel  shale  8  feet  thick,  separated  from  the  coal  by  3  feet  of  coal  and  shale;  floor, 
light-drab  clay. 

The  bed  was  measured  and  sampled  by  G.  H.  Ashley  on  October  7,  1904. 

The  sample  was  obtained  from  a  pile  of  several  tons  at  the  mouth  of  the  drift.  About 
a  bushel  of  coal  from  various  parts  of  the  pile  was  thrown  together,  broken  down,  and 
quartered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  295;  also  U.  S.  Geo!. 
Survey  Plt)f .  Paper  48,  p.  274. 


WYOMING:  BIQHOBN  COUNTY.  1075 

WYOMING. 

BIOHOBN  COUirrY.a 

Cody.    Cody  Minb. 

Sample. — Subbituminous  coal;  Bighorn  Basin  field;  analysis  No.  5766  (p.  295). 
Mine.— Cody.    A  drift  mine,  3  mOes  northeast  of  Cody,  in  sec.  22,  T.  53  N .,  R.  101 W. 
Coal  bed. — This  bed  is  of  Cretaceous  age;  Montana  group.    The  bed  dips  56°  £. 
The  bed  was  sampled  and  measured  by  £.  G.  Woodruff  on  September  20,  1907,  as 
shown  below: 

Section  of  coal  bed  in  Cody  mine,  S  miles  northeast  of  Cody, 


Laboratory  No 

Coal 

Partings 

Coal 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


5760 

Ft.   in. 
2     6 
0      1 
2     0 


4      7 
4      6 


a  Not  included  in  sample. 

The  sample  was  taken  175  feet  from  the  opening. 

Notes. — The  coal  is  black  with  a  pitchy  luster  and  is  moderately  hard.  Horse- 
power machinery  was  installed,  and  a  few  hundred  tons  of  coal  had  been  taken  out 
before  the  mine  closed  in  1907. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  295;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  217. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  202. 

Cody.    Allison  Mine. 

Sample. — Subbituminous  coal;  Bighorn  Basin  field;  analysis  No.  5763  (p.  295). 

iftTW.— Allison.  A  slope  mine  in  the  NE.  i  SE.  }  sec.  25,  T.  55  N.,  R.  102  W.,  on 
the  east  side  of  Skull  Creek,  a  branch  of  Pat  O'Hara  Creek,  15  miles  northwest  of  Cody. 

Coal  bed. — ^The  bed  is  Cretaceous  age,  Eagle  sandstone.  The  bed  dips  23°,  and 
is  about  4  feet  4  inches  thick.    The  roof  is  thin  shale  overlain  with  massive  sandstone. 

The  bed  was  measured  and  sampled  by  £.  G.  Woodruff  in  1907,  as  shown  below: 

Section  of  coal  bed  in  Allison  mine,  15  miles  northwest  of  Cody. 


Laboratory  No 

Roof,  shale  under  sandstone. 

Coal 

8hale« 

Coal 

Shalea , 

Coal 

Shalea 

Coal 

Thickness  of  bed 

ThloknesB  of  ooal  sampled . 


6763 

FUin. 

0 

6 

0 

2 

0 

6 

0 

7 

0 

9 

0 

2 

1 

8 

4 

4 

8 

6 

Notes. — ^The  coal  is  a  good  subbituminous  coal  suitable  for  domestic  purposes.  About 
250  tons  had  been  taken  out  for  use  at  neighboring  ranches  at  time  of  sampling. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  295;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  217. 

For  geologic  relations  see  U.  S.  Oeol.  Survey  Bull.  341,  p.  202. 

0  Certain  cities  and  towns  now  induded  to  Park  County  are  here  listed  under  Bighorn  County. 
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KiBBT.    Price  and  Jones  Mink. 

Sample. — Subbituminous  coal;  Bighorn  Basin  field;  analysis  No.  5788  (p.  295). 

Mine.— Trice  and  Jones,  near  Kirby,  in  the  SW.  i  sec  22,  T.  44  N.,  R.  95  W. 

Coal  bed. — ^The  bed  is  Cretaceous  age;  Eagle  sandstone.  The  bed  is  6  feet  of  coal 
with  1  foot  of  shale  for  roof. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  on  September  11, 1907. 
The  sample  was  taken  from  a  6-foot  cut  of  coal,  150  feet  from  the  mine  opening. 

Notes. — The  mine  was  opened  about  7  years  previous  to  the  time  of  sampling,  and 
was  operated  during  the  fall,  winter,  and  early  spring.  About  1,000  tons  had  been 
taken  from  it  and  sold  locally  for  |2.50  per  ton. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  295;  also  U.  8. 
Geol.  Survey  Bull.  341,  p.  217. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  202. 

KiRBT.    Gbbo  Mine. 

Sample. — Subbituminous  coal;  Bighorn  Basin  field;  analysis  No.  5787  (p.  295). 

Mine. — Gebo.  A  drift  mine.  Pit  No.  1,  2  miles  souUiwest  of  Kirby,  in  the  S.  } 
sec.  11,  T.  44  N.,  R.  95  W. 

Coal  bed. — ^The  bed  is  Cretaceous  age,  Eagle  sandstone.  The  bed  is  about  11  feet 
thick  and  dips  22^.    Roof  is  6  inches  of  sandstone  overlain  with  shale. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  on  September  11,  1907, 
the  sample  being  taken  ^m  an  11-foot  1-inch  cut  of  coal. 

Notes. — ^From  20  to  65  men  had  been  employed  in  the  mine  since  its  opening  in 
November,  1906.  About  8,000  tons  had  been  mined,  but  most  of  this  was  the  product 
of  development  work  previous  to  the  construction  of  the  Burlington  Railroad.  A  spur 
track  had  been  completed  to  the  mine  at  time  of  sampling  and  was  being  extended  to 
mine  No.  2,  |  mile  southeast.  A  laige  tipple  had  been  constructed  and  the  mine  was 
expected  to  produce  500  tons  per  day,  which  was  to  be  supplied  to  railroads  and 
shipped  to  various  places  in  the  Bighorn  Basin  and  adjacent  areas. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  295;  also  U.  8. 
Geol.  Survey  Bull.  341,  p.  217. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  202. 

Kirby.    Crosby  Minb. 

Sample. — Subbituminous  coal;  Bighorn  Basin  field;  analysis  No.  6707  (p.  295). 

iftn«.— Oosby;  in  sec.  18,  T.  44  N.,  R.  94  W.,  2  miles  southwest  of  Kirby. 

Coal  bed. — In  the  Eagle  sandstone.  Cretaceous  age.    Cover,  150  feet. 

The  bed  was  measured  and  sampled  in  1908  by  E.  G.  Woodruff.    The  sample 

represented  a  7^foot  cut  of  coal.    It  was  taken  in  the  main  entry,  600  feet  in  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  295. 

For  a  description  of  the  geologic  relations  of  the  coal  bed  see  U.  S.  Geol.  Survey 

BuU.  381,  p.  177. 

Kirby.    Eades  Mine. 

Sample. — Subbituminous  coal ;  Bighorn  Basin  (Gebo)  field ;  analysis  No.  5765  (p.  295). 

J/m«.— Eades;  11  miles  southwest  of  Kirby,  in  sec.  33,  T.  44  N.,  R.  96  W.,  Bighorn 
County. 

Coal  bed. — ^The  bed  is  Cretaceous  age;  Eagle  sandstone.  The  bed  dips  9^.  The 
bed  is  about  45  inches  thick.  The  bed  was  measured  and  sampled  by  E.  L.  De  Golyer 
on  September  7,  1907,  the  sample  being  taken  from  a  3}-foot  cut  of  coal. 

Notes. — The  main  entry  was  150  feet  long,  with  2  rooms,  from  which  about  200  tons 
of  coal  had  been  removed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  295;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  217. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  202. 
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KiRBY.      No  WATER  MiNE. 

i9amp26.— ^ubbituminouB  coal;  Bighorn  Baain  field;  analysu  No.  6708  (p.  295). 

Mine.—K  drift  mine  on  Nowater  Creek,  in  aec.  19,  T.  44  N.,  R.  90,  24  miles  east  of 
Kirby. 

Coal  bed. — ^The  bed  is  Cretaceous  age,  Eagle  sandstone.  The  bed  is  about  6  feet 
thick  with  a  7-inch  shale  parting  near  the  top.    Bed  dips  23®  N. 

The  bed  was  measured  and  sampled  on  August  29, 1908,  by  E.  G.  Woodruff,  as 
shown  below: 

Section  of  coal  bed  in  Nowater  mine,  24  miles  east  of  Kirby. 


Laboratory  No. 


Coal... 
Shales. 

Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


C708 

PL  in, 
0  6 
0  7 
4    11 


6     0 
6     5 


o  Not  included  in  sample. 

The  sample  was  taken  100  feet  from  surface,  at  end  of  entry. 

Notes. — ^About  150  tons  had  been  mined  at  time  of  sampling  and  conditions  at  the 
mine  were  favorable  to  more  extensive  development,  but  the  region  is  uninhabited 
and  reached  only  over  poor  roads.  The  coal  is  pitch-black  with  a  vitreous  luster, 
moderately  hard,  shows  a  dark-brown  streak  on  glazed  porcelain,  and  seems  to  slack 
slowly  on  exposure. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  295;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  183. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  173. 

Manderson.  Rogers  and  Gapin  Mine. 

Sample, — Subbituminous  coal ;  Bighorn  Basin  field ;  analysis  No.  5778  (p.  296). 

Mine. — Rogers  and  Grapin;  1}  miles  north  of  Manderson;  and  7  miles  southeast  of 
Basin,  in  sec.  19,  T.  50  N.,  R.  92  W. 

Coal  bed. — ^The  bed  is  Tertiary  age;  Fort  Union  formation.  The  bed  is  about  6  feet 
2  inches  thick. 

The  bed  was  measured  and  sampled  by  C.  A.  Fisher  in  1907,  as  shown  below: 

Section  of  bed  in  Rogers  and  Oapin  mine^  H  miles  north  of  Manderson. 


Laboratory  No. 


Coal 

Shale,  impure,  coaly  a. 

Coal 

Shale,  black  a 

Coal 

Clav,darkgraya 

Shale,  coalyo 

Coal 

Clay,  dark  gray  a 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled. .. 


6778 

FL 

in. 

1 

1 

0 

1 

0 

8 

0 

2 

0 

7 

0 

6 

0 

6 

0 

2 

0 

11 

0 

2 

1 

3 

6 

0 

4 

11 

A  Not  inotoded  in  sample. 

Notes. — ^The  thin  partings  of  shale  are  hard  to  remove  in  mining  and  make  the  com- 
mercial product  dirty.    The  coal  is  too  friable  to  be  well  adapted  to  washing. 
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For  chemical  analysefl  of  this  coal  see  part  I  of  this  bulletin,  p.  296;  also  U.  S. 
Greol.  Survey  Bull.  341,  p.  198. 
For  geologic  relatioiu  see  U.  S.  Greol.  Survey  Bull.  341,  p.  167. 

Meetbbtse.    Black  Diamond  Minb. 

Sample, — Subbituminous  coal;   Bighorn  Basin  field;  analysis  No.  5768  (p.  296). 

ifuM.— Black  Diamond;  in  sec.  28,  T.  49  N.,  R.  100  W.,  3  miles  northwest  of  Meet- 
eetse. 

Coal  bed. — ^The  bed  is  Cretaceous  age,  Eagle  sandstone.  The  bed  dips  20^  E.  and 
is  42  inches  thick,  with  no  continuous  partings. 

The  bed  was  measiured  and  sampled  by  E.G.  Woodruff  on  August  14,  1907,  aa 
shown  below: 

Section  of  bed  in  Black  IHamond  mine,  S  miles  northwest  of  MeeUeUe. 


Laboratory  No. 


Bone  a. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


S7« 

FU  ta. 
0  % 
3     6 


3     8 

3     6 


a  Not  Included  in  sample. 

Notes. — The  mine  consisted  of  one  gangway  400  feet  long,  with  8  rooms.  One 
man  was  employed  during  summer  months  and  five  during  winter.  It  was  estimated 
that  5,000  tons  had  been  taken  out  since  opening.  The  coal  had  been  sold  to  local 
ranchmen  along  Grey  Bull  Valley  and  in  Meeteetse.  It  is  moderately  hard,  black, 
ignites  readily,  and  makes  an  excellent  fuel ;  but  slacks  when  exposed  to  the  air. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  296;  also  XT.  S.  Geo]. 
Survey  Bull.  341,  p.  217. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  202. 

Mbbteetse.    Gbet  Bull  or  Erskine  Mine. 

Sample. — Subbituminous  coal;  Bighorn  Basin  field;  analysis  No.  5769  (p.  296). 

iftn^.— Grey  Bull  or  Erskine;  2§  miles  southwest  of  Meeteetse,  in  the  SE.  }  sec.  13, 
T.  48  N.,  R.  101  W.,  Bighorn  County. 

Coal  &e(f.— The  bed  is  Cretaceous  age;  Eagle  sandstone.  The  bed  dips  12^  NE.» 
and  is  about  6  feet  4  inches  thick. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  on  August  14, 1907,  aa 
shown  below: 

Section  of  Grey  Bull  or  Erskine  mivu,  2\  miles  southwest  of  Meeteetse. 


Laboratory  No. 


Coal... 
Bhalea. 
C3oal... 
Bone*. 
Coal... 
Shales, 

Coal... 


Thldoiflflsofbed 

Thickness  of  ooal  sampled. 


fi709 
JFV.  la. 
0   10 

0  6 

1  S 

0    a 

0     7 
0     9 

2  4 


6     4 
fi     0 


«  Not  included  In  sample. 

Notes, — ^The  mine  is  near  a  river,  and  Uie  bed  dips  below  water  level,  making  it 
difficult  to  keep  the  mine  dry.    At  time  of  sampling,  about  4,500  tons  bad  been 
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mined  and  sold  chiefly  for  domestic  use.    The  coal  is  medium  hard.    As  mined  it 
included  considerable  dirt. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  296;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  217. 

Meeteetse.    Obb  Mine. 

Sample, — Subbituminous  coal;  Bighorn  Basin  field;  analysis  No.  5764  (p.  296). 

Mine. — Orr.  A  drift  mine  about  10  miles  northwest  of  Meeteetse,  3  miles  northwest 
of  Gray's  ranch,  on  Horse  Creek,  in  the  NE.  J  sec.  7,  T.  49  N.,  R.  101  W. 

Coal  bed. — ^The  bed  is  Cretaceous  age;  Eagle  sandstone.  The  bed  dips  21°  E. ;  con- 
tains 48  inches  of  coal  in  two  benches  of  about  equal  thickness,  the  upi>er  bench  being 
22  inches  and  the  lower  26  inches  thick. 

The  bed  was  measured  and  sampled  by  E.  6.  Woodruff  on  August  14, 1907,  the 
sample  being  taken  from  a  4-f6ot  cut  of  coal.  The  sample  was  taken  125  feet  from 
mine  opening. 

Notes. — ^The  coal  is  brownish-black  and  t3rpical  of  the  Eagle  coals.  When  fresh  it  has 
a  bright  luster,  well-developed  joints,  and  makes  a  d  esirable  domestic  fuel.  If  a  market 
were  accessible,  this  mine  could  be  extended  and  a  large  amount  of  coal  taken  out. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  296;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  217. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  202. 

Meeteetse.    Mayfield  Pbospect. 

Sample. — Subbituminous  coal;  Bighorn  Basin  field;  analysis  No.  5770  (p.  296). 

Mine. — ^Majrfield  prospect;  on  Grass  Creek,  19  miles  southeast  of  Meeteetse,  and  8 
miles  west  of  Ilo,  in  sec.  26,  T.  46  N.,  R.  99  W. 

Coal  bed. — ^The  bed  is  Tertiary  age;  Fort  Union  (?)  formation.  The  bed  is  about 
32  feet  thick. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  in  1907,  the  sample  being 
taken  from  a  32-foot  cut  of  coal,  slightly  weathered. 

Notes. — ^This  district  had  been  extensively  prospected  but  was  wholly  undeveloped 
owing  to  inaccessibility  to  market.  The  coal  is  moderately  hard,  bums  well,  seems 
to  stand  exposure  to  the  air,  and  as  a  domestic  coal  is  satisfactory. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  296;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  217. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  202. 

Tbnsleep.    Unopebated  Mine. 

iSompZe.— iSubbituminous  coal;  Bighorn  Basin  field;  analysis  No.  6709  (p.  296). 

Mine. — ^Unoperated;  in  the  badlands  at  head  of  north  fork  of  Bud  Kimball  Draw, 
in  sec.  33,  T.  46,  R.  89  W.;  12  miles  southwest  of  Tensleep. 

'^Coal  bed.— 'The  bed  is  Tertiary  age,  Fort  Union  formation.  Bed  is  about  5  feet  8 
inches  thick;  cover  50  feet  thick. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  on  August  29, 1908,  as 
shown  below: 

Section  of  coal  bed  in  unoperated  mine,  12  miles  southwest  of  Tensleep. 


LaboffttoryNo 

CkMl 

Sandstone  o 

Coal 

Thkduiess  of  bed 

Thiokness  of  coal  sampled 


6709 

FU  in. 
0  2 
0  2 
5     6 


5    10 
5      8 


a  Not  indluded  In  sample. 
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The  sample  was  taken  150  feet  from  opening,  in  side  of  main  entry. 

Notes, — ^More  coal  had  been  taken  out  of  this  mine  than  from  any  other  in  the  80ut}i- 
eastern  part  of  this  field,  but  at  time  of  sampling  it  was  abandoned  on  account  of  dis- 
tance from  settlements.  Though  the  ^e  from  which  sample  was  taken  had  been 
exposed  for  several  months,  there  was  no  visible  evidence  of  weathering.  The  coal  was 
dry  and  the  mine  dusty,  consequently  the  analysis  probably  shows  result  of  oxidation 
and  less  moisture  than  will  be  found  when  the  mine  is  extended  deeper. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  296;  also  U.  8.  GeoL 
Survey  Bull.  381,  p.  183. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  173. 

Wiley.    Wbst  Wiley  Mine. 

Sample. — Subbituminous  coal;  Bighorn  Basin  field;  analysis  No.  5767  (p.  296). 

Mine, — ^West  Wiley.  A  slope  mine  southwest  of  Oregon  Basin,  at  base  of  Frost 
Ridge,  in  the  S£.  \  sec.  34,  T.  51  N.,  R.  101  W.,  4  miles  southwest  of  Wiley. 

Coalhed. — ^The  bed  is  Cretaceous  age;  Eagle  sandstone.  The  bed  dips  28®,  and  con- 
tains about  5  feet  of  coal  at  the  mine. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  in  1907,  as  shown  below: 


Section  of  coal  bed  in  West  Wiley  mine,  4  miles  southwest  of  Wiley. 

T  Ahwatonr  No  . . , 

5787 

Coal 

0     6 

Rhftl^a . 

0     8 

Coal 

3     2 

T|if<^kii^^ofh^ • 

4      4 

Thiclmww  of  coal  mmplod ,  ,    ...     

3      8 

A  Not  included  In  sample. 

Notes. — ^The  mine  was  operated  chiefly  to  supply  coal  to  the  company  that  was  con- 
structing  irrigation  works  in  the  vicinity.  A  small  ]>art  was  sold  for  domestic  use. 
The  coal  has  been  badly  crushed  by.  the  uplift  of  the  beds,  and  as  a  consequence 
breaks  irregularly  and  yields  a  high  percentage  of  fine  coal  in  mining.  The  annual 
output  was  about  150  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  296;  also  U.  S.  Geo!. 
Survey  Bull.  341,  p.  217. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  202. 

Wiley.    East  Wiley  Mine. 

Sample. — Subbituminous  coal;  Bighorn  Basin  (Cody)  field;  analysis  No.  5762 
(p.  296). 

Mine. — East  Wiley.  A  slope  mine  on  the  east  side  of  the  Oregon  Basin,  6  miles  east 
of  Wiley,  m  sec.  10,  T.  51  N.,  R.  100  W. 

Coal  bed. — ^The  bed  is  Cretaceous  age;  Eagle  sandstone.  The  bed  is  about  42  inches 
thick. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  on  August  7, 1907,  as  shown 
below: 

Section  of  coal  bed  in  East  Wiley  mine,  6  miles  east  of  Wiley. 


Laboratory  No. 


Coal 

Sbatoa 

Coal 

Sbato  parting. 
Ck«l 


ThiokneHofbed 

ThiekneM  of  ooal  aampied . 


5702 

FU  ia. 
1  4 
0     2 

0  6 
•  ■    *• 

1  9 


8     8 

8     6 


a  Not  included  in  nmple. 
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Notes, — It  was  estimated  that  200  tons  of  good  subbituminous  coal  had  been  taken 
out  of  this  mine  to  supply  the  local  ranch  trade. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  296;  also  XT.  S.  Geol. 
Survey  Bull.  341,  p.  217. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  202. 

OABBON  COUNTY. 

Arlington.    Cottontail  Mine. 

Sample. — Subbituminous  coal;  Rock  Creek  field;  analysis  No.  6641  (p.  296). 

Mine.—CotUmtaiM)  in  the  SW.  i  NW.  \  sec.  2,  T.  18  N.,  R.  78  W.,  4  miles  southwest 
of  Arlington. 

Coal  bed. — ^The  coal  bed  is  7  feet  6  inches  thick;  it  is  a  local  one  in  the  "  Upper 
Laramie"  formation;  Cretaceous  or  Tertiary  age,  and  at  time  of  sampling  had  not 
been  traced  for  any  great  distance. 

The  bed  was  measured  and  sampled  in  October,  1907,  by  M.  W.  Ball,  as  shown 
below: 

Section  of  coal  bed  in  Cottontail  mine,  4  miles  southwest  of  Arlington, 


Laboratory  No 

Roof,  coarse  white  aandatone. 

Bluish  white  shales 

Coal 

Floor,  light  blue  shale. 

ThlcknesB  of  bed 

Thickness  of  ooal  sampled. 


8641 

Ft.  in. 
2  6 
5     0 

5     0 
5     0 


a  Not  included  In  sample. 

The  sample  was  taken  150  feet  in  on  the  entry. 

Notes. — The  coal  had  been  mined  only  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  296. 

Bagos.    Coal  Gulch  Opening. 

Sample, — Subbituminous  coal;  Little  Snake  River  field;  analysis  No.  6447  (p.  297). 

Location.— O)o\  Gulch  opening;  in  the  SW.  \  sec.  24,  T.  13  N.,  R.  91  W.,  4}  miles 
northeast  of  Baggs. 

Coal  bed. — ^The  bed  is  a  local  one  in  the  "Upper  Laramie"  formation;  Tertiary  age. 

The  bed  was  measured  and  sampled  by  Max  W.  Ball  in  September,  1907,  as  eliown 
below: 

Section  of  coal  bed  in  Coal  Gulch  opening,  4i  miles  northeast  of  Baggs. 


Laboratory  No 

BooL  clayey  sandstone. 

Dirty  coala 

Bone  a 

Dirty  ooal  a 

Bonea 

Coal* 

Coal 

Floor,  coal. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


5447 

Ft. 

in. 

3 

2 

0 

3 

0 

10 

0 

2 

6 

0 

6 

0 

16 

5 

6 

0 

a  Not  Included  in  sample. 

The  sample  was  taken  145  feet  from  the  entrance  of  the  opening  on  the  east  wall. 
Note, — ^The  coal  was  mined  only  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  297;  also  U.  S.  Geol. 
Survey  BulL  341,  p.  25. 
For  geologic  relations  see  IT.  S.  Geol.  Survey  Bull.  341,  p.  245. 
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Baogs.    Cut-ofp  Gulch  Opening. 

Sample. — Bituminous  coal;  Little  Snake  River  field;  analysis  No.  5448  (p.  297). 

Location.— Cut-o&  Gulch  opening;  in  the  NE.  i  NE.  i  sec.  23,  T.  13  N.,  R.  91  W., 
5  miles  northeast  of  Baggs. 

Coul  bed. — ^The  bed  is  local,  occurring  in  the  "Upper  Laramie"  formation,  Creta- 
ceous or  Tertiary  age,  and  at  time  of  sampling  had  not  been  traced  for  any  great 
distance. 

The  bed  was  measured  and  sampled  by  Max  W.  Ball  in  September,  1907,  as  shown 
below: 

Section  of  coal  bed  in  opening  5  miles  northeast  of  Baggs. 


Laboratory  No.. 
Roof,  gray  shale. 

Bonea 

Dirty  coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


5448 

Ft. 

in. 

0 

4 

6 

0 

6 

4 

6 

0 

a  Not  included  in  sample. 

The  sample  was  taken  40  feet  from  the  entrance  of  the  opening,  on  the  north  wall. 
Note. — ^The  coal  was  mined  only  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  297;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  251. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  245. 

Baggs.    Muddt  Bridge  Mine. 

Sample. — Subbituminous  coal;  Little  Snake  River  field;  analyses  Nos.  5298,  5342 
(p.  297). 

Mine. — ^Muddy  Bridge.  An  untimbered  opening  about  40  feet  deep,  sloping 
about  25*»,  in  the  NW.  i  SW.  i  sec.  12,  T.  15  N.,  R.  92  W.,  20  miles  north  of  Baggs. 

Coal  bed. — ^The  bed  is  of  Cretaceous  or  Tertiary  age;  *' Upper  Laramie"  formation. 

The  bed  was  measured  and  sampled  in  1907  by  Max  W.  Ball,  as  shown  below: 


Sections  of  coal  bed  in  Muddy  Bridge  miru,  SO  miles  north  of  Baggs. 

Laboratory  No 

5298 
Ft.  in. 
2     1 
aO     9 
a2     5 
aO      2 
•  2     4 

6342 

Roof,  shale. 

Coal 

FL   in. 
•  2     1 

Shale 

•  0     9 

Coal 

2     5 

Shale 

•  0     2 

Coal 

2      4 

Thickness  of  bed 

•7      9 
2      1 

7     9 

ThioinMWW  of  co^U  sampled , 

4     9 

a  Not  included  in  sample. 

The  samples  were  taken  in  main  entry,  about  40  feet  from  mouth  of  mine. 

Note. — ^The  ''  Upper  Laramie  "  coals  are  not  so  compact,  clean,  or  black  as  those  of 
the  Mesaverde,  and  they  weather  much  more  rapidly. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  297;  also  IT.  8. 
Geol.  Survey  Bull.  341,  p.  251;  Bull.  381,  p.  200. 

For  geologic  relations  see  IT.  S.  Geol.  Survey  Bull.  341,  p.  253;  Bull.  381,  pp.  206, 210. 

Baggs.    Prospect. 

Sample. — Subbituminous  coal;  Little  Snake  River  field;  analysis  No.  5299  (p.  297). 
Location. — A  prospect  east  of  Corlett  ranch;  in  the  SE.  i  SE.  i  sec.  4,  T.  16  N.^ 
R.  92  W.,  27  miles  north  of  Baggs. 


WYOMING:  CABBOK  COUNTY. 
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Coal  bed. — Tbe  coal  bed  is  an  unnamed  or  unnumbered  one  in  the  "  Upper  Lara- 
mie'' formation;  Cretaceous  or  Tertiary  age. 

The  bed  was  measured  and  sampled  by  M.  W.  Ball  in  August,  1907,  as  shown 
below: 

Section  of  coal  bed  in  prospect  ^  £7  miles  north  ofBaggs. 


Laboratory  No 

Roof.  clay. 

Coal,  burned  a 

Shalea 

Coal 

(Bottom  not  exposed. ) 

Thickness  of  bed 

Thickness  of  coal  sampled 


&29tf 

Ft. 

in. 

16 

0 

3 

0 

2 

2 

20 

2 

2 

2 

a  Not  included  in  sample. 

The  sample  was  taken  25  feet  from  the  entrance  of  the  prospect,  on  the  wall. 

Notes. — ^The  coal  was  mined  only  at  long  intervals  for  local  use.  The  bed  was 
separated  by  3  feet  of  shale  from  15  feet  of  burned  coal,  and  had  by  alteration  become 
of  considerably  higher  grade  than  near-by  coals. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  297;  also  XT.  S. 
Geol.  Survey  Bull.  341,  p.  251. 

For  geologic  relations  see  IT.  S.  Geol.  Survey  Bull.  341,  p.  245. 

Carbon.    Carbon  No.  2  Mine. 

• 

Sample. — Subbituminous  coal;  Hanna  field;  analyses  Nos.  3735,  3664, 3739  (p.  297). 

Mine. — Carbon  No.  2;  in  the  southeast  part  of  the  town  of  Carbon,  in  the  SW.  J 
SE.  i  sec.  26,  T.  22  N.,  R.  80  W. 

Coal  bed. — ^Main  Carbon;  Cretaceous  or  Tertiary  age;  "Upper  liaramie''  formation. 

The  bed  was  measured  and  sampled  at  three  points  by  A.  C.  Veatch,  on  August  29, 
1906,  as  shown  below: 

Sections  of  coal  bed  in  Carbon  No.  2  mine  at  Carbon. 


Laboratory  No 

Roof,  shale. 

Coal 

Shale 

Coal 

Shale 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


3664 

3736 

Ft.   in. 

Ft.   in. 

3     0 

3      0 

aO        } 

aO       } 

2      6 

2      6 

aO        } 

aO       f 

1      6 

1      6 

7      U 

7      IJ 

7      0 

7      0 

3739 
Ft.    in. 
a3 
00 

2 
aO 

1 


h 


6 


f 


6 


7      U 
4      0 


a  Not  included  in  sample. 

Sample  3664  was  taken  in  an  unused  room,  60  feet  east  of  slope,  280  feet  in  mine. 

Sample  3735  was  taken  300  feet  in  mine;  part  of  the  bed  was  not  sampled 
because  too  much  weathered. 

Sample  3739  was  taken  50  feet  off  slope,  150  feet  in  mine. 

Notes. — ^The  coal  mined  was  rather  dirty,  but  seven  mines  were  operated  near 
Carbon  before  1902  to  procure  coal  for  the  Union  Pacific  Railroad.  The  railroad's 
removal  to  the  north  caused  the  abandonment  of  the  mines  opened  to  supply  it. 
The  natural  commercial  market  for  coal  from  this  district  is  small. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  297;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  267. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  245. 
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Carbon.    Union  Pacdic  Prospect. 

Sample. — Subbitiiminous  coal;  Hanna  field;  analyses  Nos.  3740, 3741  (p.  297). 

Location.— 'Vmou  Pacific  prospect;  in  the  NE.  J  SE.  i  sec.  27,  T.  22  N.,  R.  80  W., 

one-fourth  mile  west  of  Carbon. 

Coal  bed. — ^Main  Carbon .    Cretaceous  or  Tertiary  age ; '  ^  Upper  Laramie  "  formation . 

The  bed  was  measured  and  sampled  by  A.  C.  Veatch  on  August  23, 1906,  u  shown 

below: 

Section  of  coal  bed  in  prospect,  i  mUe  west  of  Carbon. 


Laborstoiy  No. 
Roof,  shale. 
Cc 


JoaL.. 
Shale  a. 

Coal... 


Dirty  coal  a. 
Coal. 


Floor,  abate. 

Tliickiiessofbed 

Thickness  of  coal  sampled . 


3740 

Ft. 

to. 

0 

8 

0 

1 

a 

3 

0 

6 

1 

2 

4 

7i 

4 

1 

a  Not  inoladed  in  sample. 

Sample  3741  was  taken  140  feet  from  mouth  of  slope. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  297;  also  U.  S. 

Geol.  Survey  Bull  316,  p.  257. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  316,  p.  245. 

• 
Carbon.    Carbon  No.  7  Mine. 

Sample. — Subbituminous  coal;  Hanna  field;  analyses  Nos.  3742,  3743  (p.  297). 

ifirkJ.— Carbon  No.  7;  2J  miles  southeast  of  Carbon,  in  the  SW.  i  SE.  i  sec.  36, 
T.22N.,  R.  SOW. 

Coal  bed. — ^Main  Carbon .    Cretaceous  or  Tertiary  age ;  * '  Upper  Laramie '  *  formation . 

The  bed  wsus  measured  and  sampled  by  A.  C.  Veatch  on  August  30,  1906,  as  shown 
below: 

Section  of  coal  bed  in  Carbon  No.  7  mine,  2\  miles  southeast  of  Carbon. 


Laboratory  No. 
Roof,  shale. 

Coal 

Shale 

Coal 

Dirty  coal.. 

Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled. 


3743 
Ft.  in. 
3     0 


ao 
2 


1 
2 


10     6 
2     0 


7     9 
7     2 


3742 
Ft.  in. 

5     2 
aO      8 

2    10 


8     8 
8     0 


a  Not  included  in  sample. 

Sample  3742  was  taken  850  feet  from  mine'  entrance. 
Sample  3743  was  taken  800  feet  from  mouth  of  slope. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  297;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  257. 
For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  316,  p.  250. 

Carbon.    Prospect. 

Sample. — Subbituminous  coal;  Hanna  field;  analysis  No.  3647  (p.  297). 

Location. — Prospect;  near  Johnson's  sheep  camp;  in  the  SE.  \  SE.  \  sec.  20,  T.  21 
N.,  R.  79  W.,  6  miles  southeast  of  Carbon.    No  railroad  connection. 

Coal  bed. — ^The  bed  is  of  Cretaceous  or  Tertiary  age;  ''Upper  Laramie''  formation. 

The  bed  was  measured  and  sampled  on  August  21, 1906,  by  Max  A.  Piahel,  as  ahown 
on  the  following  page. 
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Section  of  coal  bed  in  prospectf  6  miles  Kmtkeast  of  Carbon. 


Laboratory  No. 

Bonea 

Coal 


Shale  «s « 

Coal« 


Bone a 

Coal 

Sbaleo 

Coala 

Bone* 

Thickness  of  bed. 


Thickness  of  coal  sampled . 


3647 

Ft. 

in. 

0 

4» 

1 

9 

0 

2 

0 

0 

1 

0 

0 

0 

6 

5 

3^ 

3      3 


a  Not  included  in  sample. 

The  sample  was  probably  weathered. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  297;  also  U.  S. 
Geol.  Survey  BulL  316,  p.  255. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  245. 

Carbon.    Prospect. 

Sample. — Bituminous  (?)  coal;  Carbon  field;  analysis  No.  3649  (p.  297). 
Z/OcxKion.— Prospect;  in  the  SE.  i  NW.  i  sec.  34,  T.  21  N.,  R.  79  W.,  9  miles  south- 
east  of  Carbon. 
Coal  bed. — ^The  bed  is  Cretaceous  age;  Mesaverde  formation. 
The  bed  was  measured  and  sampled  in  1906  by  A.  C.  Veatch,  as  shown  below: 

Section  of  coal  bed  in  prospect ^  9  miles  southeast  of  Carbon. 


Laboratory  No. 
Roof,  shale. 
Coal 


Dirt  a. 
Coal.. 
Dirin. 

Coal.. 


T hickness  of  bed 

Thickness  of  coal  sampled . 


3649 
Ft.  in. 

1      6 

0 

2 

0 

1 


3 
i 


4      7i 
4      6 


a  Not  included  in  sample. 

Notes. — ^The  best  coals  of  the  Carbon  field  are  in  the  Mesaverde  formation,  which 
contains  the  high-grade  coals  of  the  Routt  County,  Colo.,  field.  They  are  as  a  rule 
bright,  brittle,  and  noncoking.  These  Mesaverde  coals  are  not  so  good  as  the  Frontier 
coals  of  Uinta  County,  Wyo.,  mined  at  Cumberland,  Diamond villc,  and  Frontier. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  297;  also  U.S.  Geol. 
Survey  Bull.  316,  p.  256. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  316,  p.  246. 

Carbon.    Abandoned  Mine. 

Sample. — Subbituminous  coal;  Hanna  field;  analyses  Nos.  3648,  3645  (p.  297). 

Mine. — ^Abandoned  mine;  12  miles  south  of  Carbon,  in  the  SW.  }  NW.  }  sec.  28, 
T.  21  N.,  R.  80  W. 

Coal  bed. — ^The  bed  is  of  Cretaceous  or  Tertiary  age;    ''  Upper  Laramie  "  formation. 

The  bed  was  measured  and  sampled  by  A.  C.  Veatch  on  August  24, 1906,  as  shown 
on  the  following  page. 
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Sections  of  coal  bed  in  abandoned  mine,  12  mile$  south  o/  Carbon. 


Roof,  sandstone. 
CoaI« 


Parting  shale. 

Coal« 

Shale 

Coal 

Shale 

Coal« 

Shale 

Coalft 

Shale 

Coalb 


Floor,  shale. 

Tbickness  of  bed 


3  0 

0  z 

1  0 
0  1 
3  0 
0  4 
3  0 

0  3 

1  0 
0  I 


12    111 


a  Included  in  sample  3648.  ^  Indaded  in  samfde  3645. 

The  samples  were  taken  280  feet  from  opening.  Sample  3648  represents  the  upper 
bench  and  sample  3645  the  lower  bench. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  297*  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  257. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  246. 

CoMO.    Prospect. 

Sample. — Subbituminous  coal;   Hanna  field;  analysis  No.  3736  (p.  297). 

Xocaiion.— Prospect;  in  the  SW.  i  NW.  J  sec.  32,  T.  23  N.,  R.  80  W.,  2  miles  west  of 

Como. 

Coal  bed. — ^The  bed  is  Tertiary  age;  "Upper  Laramie"  formation. 

The  bed  was  measured  and  sampled  on  August  29,  1910,  by  A.  C.  Veatch.  as  shown 

below: 

Section  of  coal  bed  in  prospect,  2  miles  west  of  Como. 


Laboratory  No 

Roof,  shale. 

Coal 

Shale  a 

Goal  (soft  and  some  dirt). 

Dirty  coal  a 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


3738 

FL 

in. 

3 

6 

0 

1 

0 

8 

0 

8 

1 

3 

6 

1 

5 

4 

a  Not  included  in  sample. 

The  sample  was  taken  6  feet  from  mouth  of  drift. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  297;  also  U.  S.  Geol. 

Survey  Bull.  316,  p.  258. 

Como.    Prospect. 

Sample. — Subbituminous  coal;   Hanna  field;  analyses  Nos.  3737,  3738  (p.  298). 

Z/Ocation.— Prospect;  in  the  SE.  i  NW.  i  sec.  32,  T.  23  N.,  R.  80  W.,  2  miles  west 
of  Como. 

Coal  bed, — ^The  bed  is  of  Cretaceous  or  Tertiary  age;   "Upper  Laramie"  formation. 

The  bed  was  measured  and  sampled  at  one  point  on  August  29,  1906,  by  A.  C. 
Veatch,  as  shown  below: 

Section  of  coal  bed  in  prospect  j  t  miles  west  of  Como. 


Laboratory  No. 


Coal.  .. 

Parting. 

Coal.... 

Shale... 

Coal.... 

Shale.... 

Coal.... 


3738 
FU  im. 
az     2 


Thickness  of  bed 

Thickness  of  ooal  sampled. 


A  Not  included  in  sample. 
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The  samples  were  taken  6  feet  from  opening  (surfiice  samples). 
The  samples  probably  consisted  of  weathered  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  298;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  258. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  246. 

CoMo.    PnospEcr. 

Sample. — Subbituminous  (?)  ^oal;  Hanna  field;  analysis  No.  3739  (p.  298). 

J/tn«.— Prospect;  in  the  SW.  i  S£.  i  sec.  26,  T.  22  N.,  R.  80  W.,  2  miles  west  of 
Como. 

Coal  bed, — ^Ifain  Carbon.    Tertiary  age;  ''Upper  Laramie"  formation. 

The  bed  was  measured  and  sampled  on  August  29,  1906,  by  A.  C.  Veatch,  as  shown 
below: 

Section  of  coal  bed  in  prospect^  2  miles  west  of  Como. 


Laboratory  No. 


Coal  a 

Parting  o. 

Coal 

Parting  a. 
Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


3739 

Ft. 

M. 

3 

0 

0 

« 

2 

6 

0 

1 

1 

6 

7 

U 

4 

0 

o  Not  included  in  sample. 

The  sample  was  obtained  in  mine,  lower  bench,  150  feet  from  entrance. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  298;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  257. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  246. 

COPPERTON.      CaRBONDALB  MiNE. 

Sample. — Bituminous  coal;  Little  Snake  River  field;  analysis  No.  6642  (p.  298). 

JfirMJ.— Carbondale;  in  the  SE.  i  SW.  i  sec.  7,  T.  13  N.,  R.  87  W.,  5  miles  southwest 
of  Copperton. 

Coal  bed. — ^The  coal  bed  is  a  local  one.  Cretaceous  age;  Mesaverde  formation.  Roof, 
sandy  shale;  floor,  clay. 

The  bed  was  measured  and  sampled  by  Max  W.  Ball  in  July,  1908;  the  sample  was 
taken  from  a  2-foot  10-inch  cut  of  coal.  It  was  obtained  from  the  wall  of  room  about 
20  feet  from  main  entry. 

Notes. — ^The  coal  is  a  good-grade  bituminous;  attempts  at  coking  had  not  been  suc- 
cessful, probably  due  to  inexperienced  management.  The  coal  was  used  in  a  small 
way,  and  some  was  hauled  by  wagon  to  the  Encampment  copper  district. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  298. 

Copperton.    Stbmp  Springs  Mine. 

Sample. — Bituminous  coal;  Little  Snake  River  field;  analysis  No.  6644  (p.  298). 

Mine.— Stemp  Springs;  in  the  NE.  i  SW.  i  sec.  13,  T.  13  N.,  R.  88  W.,  6  miles  south- 
west  of  Copperton. 

Coal  bed. — ^The  coal  bed  is  a  local  one.  Cretaceous  age;  Mesaverde  formation.  The 
bed  had  not  been  traced  for  any  great  distance.    Roof,  sandy  shale;  floor,  bone. 

The  bed  was  measured  and  sampled  by  Max  W.  Ball  in  July,  1908,  the  sample  being 
taken  from  a  3-foot  1-inch  cut  of  coal. 

The  sample  was  obtained  from  wall  of  a  regular  room  about  10  feet  from  minor  entry. 

Note. — ^The  coal  is  good-grade  bituminous,  and  may  be  a  coking  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  298. 
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Dixon.    Anoier  Minb. 

Sample, — ^Bituminous  coal;  Little  Snake  River  field;  analyeis  No.  5445, 5446  (p.  298). 
Jfin«.— Angier  (old  entry);  in  the  SE.  J  SE.  J  sec.  6,  T.  12  N.,  R.  89  W.,  at  mouth 
of  Savery  Greek,  5  miles  east  of  Dixon. 
Coal  bed, — ^The  coal  bed  is  a  local  one.    Cretaceous  age;  Mesaverde  formation. 
The  bed  was  measured  by  M.  W.  Ball  in  September,  1907,  as  shown  below: 

Sections  of  bed  in  Angier  mine,  5  miles  east  of  Dixon. 


SectioD 

Laboratory  No 

Roof,  gray  shale. 

Coal , 

Coalo 

Floor,  ooal  and  shaly  aandaUme. 

Thickness  of  bed 

Thickness  of  coai  sampled . . , 


A 
6445 

03     0 
8     0 

B 
5446 
Ft.    hi. 
«4     0 
7     0 

11      0 
8     0 

11      0 
7      0 

a  Not  included  in  sample. 

Section  A  (sample  5445)  was  taken  440  feet  in  on  the  main  entry  on  the  west  wall. 
Section  B  (sample  5446)  was  taken  about  210  feet  from  the  mine  mouth,  in  north 
opening  from  drift  driven  to  left. 
Note. — ^The  coal  is  a  good-grade  bituminous  coal,  and  may  be  a  coking  coal. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  298. 

Dixon.    Darling  Mine. 

Sample. — Bituminous  coal;  Little  Snake  River  field;  analysis  No.  5449  (p.  298). 
Jfin«.— Darling;  in  the  SW.  i  SE.  J  sec.  5,  T.  12  N.,  R.  89  W.,  near  Dixon. 
Coal  bed. — The  coal  bed  is  a  local  one.    Cretaceous  age;  Mesaverde  formation. 
The  bed  was  measured  and  sampled  by  M.  W.  Ball  in  September,  1907. 

Section  of  coal  bed  in  Darling  mine,  near  Dixon. 


laboratory  No 

Roof,  brown  shale. 

Coal,  good  a 

Sbalea 

Coal,  good 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled 


5449 

Ft.    in. 

7  0 

1  0 

7  6 

15  6 

7  • 


a  Not  included  in  sample. 

The  sample  was  taken  from  the  face  of  drift  running  northeast  from  a  point  in  the 
main  entry  about  265  feet  from  the  mouth. 
Note. — The  coal  is  a  good-grade  bituminous  coal  and  may  be  a  coking  coal. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  298. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  190. 

Dixon.    Mabtin  Mine. 


Sample. — Bituminous  coal;  Little  Snake  River  field;  analysis  No.  5444  (p.  298). 

iftn€.— Martin;  in  the  SW.  J  N W.  J  sec.  9,  T.  12  N .,  R.  89  W.,  7  miles  east  of  Dixon, 
and  4  miles  northwest  of  Slater,  Colo. 

Coal  bed. — ^The  coal  bed  is  a  local  one.  Cretaceous  age ;  Mesaverde  formation.  Roof, 
soft  bituminous  coal;  floor,  gray  or  brown  shale. 

The  bed  was  measured  and  sampled  by  M.  W.  Ball  in  September,  1907.  The 
sample  represented  the  upper  7  feet  of  an  8-foot  coal  bed.  It  was  obtained  430  feet 
from  the  main  entry. 
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Notes, — The  coal  is  a  good-grade  bituminous  coal,  and  may  be  a  coking  coal.    It  waa 
mined  in  a  small  way  for  local  use. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  298. 

Dixon.    Linde  Opening. 

Sample. — Bituminous  coal;  Little-Snake  River  field;  anal3r8is  No.  6803  (p.  298). 

Mn€.~Linde  opening;  in  the  SE.  i  SW.  i  sec.  8,  T.  12  N.,  R.  88  W.,  12  miles  east 
of  Dixon. 

Coal  bed. — ^The  coal  bed  is  a  local  one  in  the  Mesaverde  formation,  Cretaceous  age, 
and  had  not  been  traced  for  any  great  distance.    Roof,  sandy  shale;  floor,  bone. 

The  bed  was  measured  and  sampled  by  M.  W.  Ball  in  July,  1908,  the  sample  being 
taken  from  an  8-foot  cut  of  coal.  It  was  obtained  about  40  feet  in,  on  the  main 
entry. 

Notes. — ^The  coal  is  a  good-grade  bituminous  coal,  and  may  be  a  coking  coal.  It 
was  mined  only  for  local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  298. 

Elk  Mountain.    Pbospect. 

Sample. — Subbituminous  coal;  Hanna  field;  analysis  No.  3644  (p.  299). 

Location. — Prospect;  1}  miles  south  of  Elk  Mountain,  in  lot  3,  sec.  4,  T.  20  N.,  R. 
80  W. 

Coal  bed. — Lower  bed,  Carbon  group .  Cretaceous  or  Tertiary  age ;  *  *  Upper  Laramie  " 
formation. 

The  bed  was  measured  and  sampled  by  A.  C.  Veatch,  on  August  25,  1906,  as  shown 
below: 

Section  of  coal  bed,  1^  miles  south  of  Elk  Mountain. 


Laboratory  No 

Roof,  shale,  overlain  with  sandstonie. 

CoaU 

Shale  a 

Coal  a 

Bhalea 

Coal« 

Shalea ! 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Shalea 

Coal 

Floor,  shale. 

Thickness  of  be<L 

Thickness  of  coal  sampled 


3644 

FU  In. 

1  0 
0  6 
0  10 
0  7 

2  2 

0  4 

1  6 

0  2i 

1  6 
0  4 

2  0 
0  4 
2  0 

13  2| 

7  0 


a  Not  included  in  sample. 

The  sample  was  taken  in  entry,  11  feet  from  mouth. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  299;  also  U.  S.  Gecl. 
Survey  Bull.  316,  p.  254. 

Elk  Mountain.    Prospect. 

Sample. — Subbituminous  coal;  Hanna  field;  analyses  Nos.  3650,  3651  (p.  299). 

Zocoeion.— Prospect;  in  the  NW.  J  NE.  \  sec.  6,  T.  20,  R.  80  W.,  2  miles  southwest 
of  Elk  Mountain. 

Coal  &€(/.— Lower  bed  of  Carbon  group.  Cretaceous  or  Tertiary  age;  "Upper  Lara- 
mie ''  formation. 

The  bed  was  measured  and  sampled  on  August  24,  1906,  by  Spencer  Logan  for 
A.  C.  Veatch,  as  shown  on  the  following  page. 
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Sectiona  of  coal  bed  in  prospect^  2  miles  toiUhwest  of  Elk  MoutUain. 


Hoot,  sandstone. 

Coala 

Bone 

CoaU 

Coal,  dirty 

Coalo 

Bone 

Coal 

Bone 

Coal 

Bone 

Coal  6 ,. 

Bone 

Coalfr : 

Thickness  of  bed 


FLin. 

1  2 
0  6 

2  2 

0  1 

1  6 
0  2 
0  6 

0  3 

1  3 
0  1 

2  4 
0  3 
2  11 


13     1 


a  Included  In  sample  3(^1.  b  Included  In  sample  3660. 

Sample  3650  represented  weathered  coal. 

For  chemical  analysee  of  this  coal  see  part  I  of  this  bulletin,  p.  299;  also  XT.  8.  G€ol. 
Survey  Bull.  316,  p.  257. 

Fort  Steele.    Prospect. 

Sample. — Subbituminous  coal;  Haima  field;  analysis  No.  3924  (p.  299). 

Zocfl/ton.— Prospect;  in  the  NW.  i  NE.  i  sec.  2,  T.  22  N.,  R.  84  W.,  10  miles  nOTth- 
east  of  Fort  Steele. 

Coal  bed. — Not  named.    Cretaceous  or  Tertiary  age;  "Upper  Laramie*'  formation. 

The  bed  was  measured  and  sampled  on  October  11,  1906,  by  Max  A.  Pishel.  The 
sample  was  taken  from  a  5-foot  cut  of  coal  from  the  upper  part  of  the  bed.  The  base 
of  the  bed  was  not  exposed.  The  sample  was  taken  near  surface  and  the  coal  was 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  299;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  255. 

Fort  Steele.    Prospect. 

Sample. — Subbituminous  coal;  Hanna  field;  analysis  No.  3927  (p.  299). 

1/OcatMm.— Prospect;  in  the  SW.  J  SW.  i  sec.  36,  T.  23  N.,  R.  84  W.,  lOi  miles  north- 
east of  Fort  Steele. 

Coal  bed. — Not  named.    Cretaceous  or  Tertiary  age;  ''Upper  Jjaramie''  formation. 

The  bed  was  measi^red  and  sampled  on  October  11, 1906,  by  M.  A.  Pishel.  The 
sample  was  taken  from  a  10-foot  cut  of  coal.  The  base  of  the  bed  was  not  exposed. 
The  sample  was  obtained  near  the  surface  and  the  coal  was  considerably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  299;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  255. 

Fort  Steele.    McCord  Prospect. 

Sample, — Bituminous  coal;  Kindt  Basin  field;  analysis  No.  3480  (p.  299). 

Location.— McCord  prospect;  in  the  SW.  i  NE.  i  sec.  19,  T.  19  N.,  R.  85  W.,  Carbon 
County,  12  miles  southwest  of  Fort  Steele. 

Coal  bed. — Not  named.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  July  26,  1906,  by  A.  C.  Veatch.  The  coal 
bed  is  5  feet  2  inches  thick.  The  sample  represented  the  entire  bed  and  was  obtained 
in  mine  100  feet  from  entrance.    The  coal  was  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  299;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  253. 
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Fort  Steele.    Prospect. 

Sample, — Bituminous  coal;  Kindt  Basin  field;  analysis  No.  3481  (p.  299). 

/xHw/ion.— Prospect;  in  the  SE.  J  NW.  \  sec.  19,  T.  19  N.,  R.  85  W.,  12}  miles  south- 
west of  Fort  Steele. 

Coal  bed. — Not  named.  Cretaceous  age;  Mesaverde  formation.  The  bed  was 
measured  and  sampled  in  1906  by  A.  C.  Veatch,  as  shown  below: 

Section  of  coal  bed  in  prospect ^  Iti  miles  southwest  of  Fort  Steele, 


Laboratory  No, 


Coal... 
Shale  a. 
Coal.... 


TtaJckness  of  bed , 

Thickness  of  ooal  sampled . 


3481 
FU  in, 
2     2 

0  4 

1  8 


4     2 
3    10 


•  Not  inoluded  in  sample. 

The  sample  was  obtained  in  main  entry,  200  feet  from  entrance.  The  coal  was 
probably  slightly  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  299;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  253. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  pp.  247,  253. 

Fort  Steele.    Miller  Prospect. 

Sample. — Bituminous  (?)  coal;  Hanna  field;  analysis  No.  3931  (p.  299). 

Z/Ocotum.— Miller  prospect;  in  the  SE.  \  NE.  \  sec.  18,  T.  23  N.,  R.  85  W.,  13  miles 
northwest  of  Fort  Steele. 

Coal  bed. — Not  named.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  September  23,  1906,  by  A.  C.  Veatch,  as 
shown  below: 

Section  of  coal  bed  in  Miller  prospect^  IS  miles  northtvest  of  Fort  Steele. 


Laboratory  No. 


Bones. 
Coal... 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


3831 

Ft. 

In. 

I 

2 

4 

1 

6 

8 

4 

1 

a  Not  incladed  in  sample. 

The  sample  was  a  surface  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  299;  also  IT.  8.  Geol. 
Survey  Bull.  316,  p.  253. 

Fort  Steele.    LARSEir  Mine. 

Sample. — Bitiuninous  coal;  Hanna  field;  analysis  No.  3501  (p.  299). 

Mn«.— Larsen;  in  the  NE.  J  NE.  i  sec.  28,  T.  19  N.,  R.  85  W.,  14  miles  south  ef 
Fort  Steele. 

Coal  bed. — Not  named.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1906  by  A.  C.  Veatch.  The  sample  included 
1  foot  4  inches  of  coal  which  was  underlain  with  4}  inches  of  bone. 

The  sample  was  obtained  in  main  entry,  60  feet  from  entrance.  The  coal  was 
probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  299;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  253. 
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Fort  Steele.    Petty  Mine. 

Sample. — ^Bituminous  coal;  Hanna  field;  analysis  No.  3509  (p.  299). 

Mine.— Petty;  in  the  NW.  i  SW.  i  sec.  26,  T.  19  N.,  R.  85  W.,  14  miles  south  of 
Fort  Steele. 

Coal  bed. — Not  named.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  July  30,  1906,  by  A.  C.  Veatch.  The 
sample  included  2  feet  6  inches  of  clear  coal.  It  was  taken  in  room  4,  300  feet  from 
entrance,  and  200  feet  to  right  of  main  gangway. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  299;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  253. 

Fort  Steele.    Phillips  Mine. 

Sample. — Bituminous  coal;  Hanna  field;  analysis  No.  3507  (p.  299). 

ifirw.— Phillips;  in  the  SW.  i  NE.  i  sec.  35,  T.  19  N.,  R.  85  W.,  15  miles  south  d 
Fort  Steele. 

Coal  bed. — Not  named.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  August  1,  1906,  by  A.  C.  Veatch.  The 
sample  included  2  feet  8  inches  of  coal  which  was  underlain  with  4}  inches  of  bone. 
The  sample  was  obtained  in  mine,  400  feet  from  entrance.  The  coal  was  probably 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  299;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  253. 

Fort  Steele.    Abandoned  Mine. 

Sample. — Bituminous  coal;  Hanna  field;  analysis  No.  3508  (p.  299). 

Mine.—An  abandoned  slope;  in  the  NW.  i  SW.  J  sec.  36,  T.  19  N.,  R.  86  W.,  16 
miles  south  of  Fort  Steele. 

Coal  bed. — ^Not  named.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  August  1,  1906,  by  A.  C.  Veatch.  The 
sample  included  1  foot  4  inches  of  coal,  which  was  underlain  with  1  foot  of  bone. 
The  sample  was  obtained  in  mine,  150  feet  from  entrance.  The  coal  was  probably 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  299;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  263. 

Hanna.    Hanna  No.  1  Mine. 

/SampZtf.—Subbituminouscoal;  Hanna  field;  analyses  Nos.  3606,  3606,  3607,3608, 
3609  (pp.  299,  300). 

Jftrw!.— Hanna  No.  1;  in  the  SW.  }  NW.  Jsec.  20,  T.  22  N.,  R.  81  W.,  at  Hanna, 
on  the  Union  Pacific  Railroad. 

Coal  bed. — Hanna  No.  1.    Cretaceous  or  Tertiary  age;  ** Upper  Laramie"  formation. 

The  bed  was  measured  and  sampled  in  August,  1906,  by  A.  C.  Veatch,  as  shown 

below: 

Generalised  section  of  coal  bed  in  Hanna  No.  1  mine  at  Hanna. 


Coal 

Coala 

Cofd,  dirty. 
Cofdftc... 

Cofd  • 

Coal,  dirty. 

Coal  e 

Coel,  bony 

Coald 

Coal,  dirty 
Coald 


Thickness  of  bed 


1  7 

5  0 

1  2 

6  0 

2  0 
6  0 
1  0 
1  4 

3  0 

0  3 

1  0 


21 


a  Included  in  sample  3605.  c  Included  in  sample  3609. 

b  Included  in  sample  3608.  d  Included  in  samite  3607. 
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Sample  3608  was  taken  in  entry  6  on  east  side,  1,200  feet  south  of  slope  and  repre- 
sented the  upper  5  feet  of  middle  bench. 

Sample  3609  was  taken  in  entry  19  on  west  side  and  represented  an  8-foot  cut. 

Sample  3605  was  taken  in  entry  6  on  east  side,  1,200  feet  south  of  slope,  and  repre- 
sented a  79-inch  cut  from  the  upper  7-foot  bench. 

Sample  3607  represented  bottom  bench  where  it  is  4  feet  thick  in  entry  7,  725  feet 
from  slope.  <> 

Sample  3606  was  taken  in  entry  20, 4,000  feet  south  of  slope  and  represented  middle 
bench  where  it  is  9  feet  4  inches  thick. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  pp.  299,  300;  also 
U.  S.  Geol.  Survey  Bull.  316,  p.  255. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  250. 

Hanna.    Hanna  No.  2  Mine. 

Sample. — Subbituminous  coal;  Hanna  field;  analyses  Nos.  3162  and  3163  (Wyoming 
No.  4),  analyses  Nos.  7130  and  7131  (Ann  Arbor  No.  7),  and  analyses  Nos.  3160,  3161, 
3610,  3611  (pp.  300,  301). 

Mine. — Hanna  No.  2,  a  slope  mine  in  Carbon  County  in  sec.  20,  T.  22  N.,  R.  81 W.,  at 
Hanna,  on  the  Union  Pacific  Railroad. 

Coal  bed. — ^The  bed  worked  at  this  mine  is  known  as  the  Hanna  No.  2.  Cretaceous 
or  Tertiary  age,  "Upper  Laramie''  formation.  At  this  mine  the  bed  dips  about  17® 
SE.  The  coal  averages  34  feet  thick  and  carries  two  bright  bands,  one  about  15  and 
the  other  about  12  inches  thick.  There  are  three  benches  of  coal,  averaging  5  feet, 
19  feet,  and  6  feet  thick.  These  benches  are  free  from  shale  or  other  partings.  The 
bed  lies  about  390  feet  below  surface.    The  roof  and  floor  are  coarse  yellow  sandstone. 

The  bed  shows  the  following  section: 

Section  of  coal  bed  in  Hanna  No.  2  mine  at  Hanna. 


Roof,  shale,  overlaid  with  sandstone. 

Coal 

Shale  and  bone 

Coal 

Bony  coal 

Shale 

Coal 

Clay 

Coal 

Floor,  shale  underlaid  with  sandstone. 

Thickness  of  bed 


Ft. 

in. 

5 

S 

1 

3 

19 

1 

0 

4 

0 

8 

6 

6 

0 

2h 

1 

0 

34      3^ 


The  benches  were  sampled  at  four  points  in  the  mine  by  J.  W.  Groves  on  April  16 
and  17,  1906,  as  shown  below. 

Sample  3160  was  taken  in  the  middle  bench,  18  feet  8  inches  thick,  in  room  17,  o£f 
entry  4,  1,900  feet  south  of  the  slope  opening.  At  this  point  the  roof  of  the  bench  is 
bone  coal,  and  the  floor  is  7  inches  of  bone  coal  with  10  inches  of  shale. 

Sample  3161  was  taken  in  the  top  bench,  5  feet  3  inches  thick,  in  dark  entry  4, 
2,000  feet  south  of  the  slope  opening.  The  roof  of  the  coal  in  this  bench  is  a  slicken- 
sided  shale  4  inches  thick,  with  sandstone  above.  The  floor  consists  of  layers  of  bone 
coal  and  shale  with  a  total  thickness  of  15  inches. 

Sample  3162  was  taken  in  the  bottom  bench,  6  feet  6  inches  thick,  in  room  14,  off 
entry  4,  1,700  feet  south  of  the  slope  opening.  The  roof  of  the  coal  in  this  bench  is  a 
parting  shale  6  inches  thick.  The  floor  is  fire  clay,  2}  inches  thick,  below  which  is  said 
to  be  a  1-foot  bed  of  coal. 

Sample  3163  was  taken  from  the  middle  bench,  19  feet  6  inches  thick,  in  room  14,  o£f 
entry  4, 1,700  feet  south  of  the  slope  opening.  The  roof  of  this  bench  at  this  point  is 
shale.    The  floor  is  a  shale  7  inches  thick. 
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The  bed  was  also  measured  and  sampled  at  two  points  on  December  31,  1906,  by 
K.  M.  Way,  as  described  below: 

Sections  of  coal  bed  in  Hanna  No.  f  mine  at  Hanna. 


LabontoryNo 

Roof,  top  ooal. 

Coal 

8bale«s 

C50Bl 

Floor,  shale. 

Tnickness  of  bed 

Thickness  of  ooal  sampled 


7iao 

Ft.   in. 
0     8 
0     5 
4     9 

7131 
Ft.    te. 
5      0 
0      1} 
3      7 

5    10 
5      5 

8      U 
8      6 

a  Not  included  in  sample. 

Sample  7130  was  taken  in  room  37,  off  entry  2,  2,500  feet  southwest  of  opening. 
Sample  7131  was  taken  in  room  40,  off  entry  5,  5,000  feet  southwest  of  opening. 
The  bed  was  also  measured  and  sampled  on  August  15,  1906,  by  A.  G.  Yeatch,  as 
shown  below: 

Section  of  coal  bed  in  Hanna  No.  2  mint  at  Hanna. 


Coal 

Ft.  t». 
8     0 

Bone 

0      5 

Coalo 

8      0 

Coal 

8      0 

Bone 

0      5 

Coal  6 

8      0 

'Thioknww  of  hfld .        , 

32    10 

a  Included  in  sample  3611. 


b  Included  in  sample  3610. 


Sample  3611  represented  an  8-foot  cut  of  weathered  coal  from  the  middle  bench. 
It  was  taken  in  entry  6 

Sample  3610  represented  an  8-foot  cut  of  coal  from  a  lower  bench  than  that  from 
which  sample  3611  was  taken.    The  sample  was  obtained  in  room  16,  off  entry  4. 

Notes. — ^The  coal  from  this  mine,  like  that  from  other  mines  in  this  field,  had  been 
used  largely  for  locomotive  supply.  The  capacity  of  the  mine  at  time  of  sampling  in 
1908  was  1,000  tons  daily. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steamin^^ 
tests:  TJ.  S.  Geol.  Survey  Bull.  332,  p.  285;   Bureau  of  Mines  Bull.  23,  pp,  70, 189; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  285;  Bureau  of  Mines  Bull.  13, 
pp.  224,  277;  illuminating  gas  tests:  Bureau  of  Mines  Bull.  6,  pp.  40,  47. 

For  chemical  analyses  see  part  I  of  this  bulletin,  pp.  300,  301;  also  U.  S.  Greol. 
Survey  Bull.  316,  p.  255;  Bull  332,  p.  284. 

Hanna.    Hanna  No.  3  Mine. 

Sample, — Subbituminous  coal;  Hanna  field;  analyses  Nos.  3612, 3613,  3614  (p.  301). 

ifin«.— Hanna  No.  3,  at  Hanna,  in  the  NW.  \  SE.  i  sec.  18,  T.  22  N.,  R.  81  W., 
on  the  Union  Pacific  Railroad. 

Coal  bed, — ^Hanna  No.  1.    Cretaceous  or  Tertiary  age,  "Upper  Laramie  "  formation. 

The  bed  was  measured  and  sampled  on  August  17,  1906,  by  A.  C.  Veatch.  The 
samples  were  taken  from  middle  bench  of  coal  bed  19  to  40  feet  thick. 

Sample  3612  was  obtained  in  entry  No.  1, 1,500  feet  from  inouth  of  mine  where  the 
middle  bench  was  7  feet  6  inches  thick. 

Sample  3613  was  obtained  in  entry  4, 1,000  feet  from  the  mouth  of  mine  where  the 
middle  bench  was  6  feet  2  inches  thick. 

Sample  3614  was  obtained  in  entry  4,  1,410  feet  from  mouth  of  mine  where  the 
middle  bench  was  7  feet  3  inches  of  clear  coal. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetiii,  p.  SOI;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  255. 

Hanna.    Prospect. 

Sample. — Subbitiuninous  coal;  Hanna  field;  analysis  No.  3617  (p.  301). 
Location, — Prospect;  in  sec.  18,  T.  22  N.,  R.  81  W.,  J  mile  north  of  Hanna. 
Coal  bed. — No  name.    Cretaceous  or  Tertiary  age;  ''Upper  Laramie"  formation. 
The  bed  was  measured  and  sampled  on  August  17,  1906,  by  A.  C.  Veatch,  as  shown 
below: 

Section  of  middle  bench  of  coal  bed  in  prospect^  i  mile  north  of  Hanna, 


Laboratory  No. 


Coal  a.. 
Shale  o. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


3617 

Ft, 

in. 

8 

0 

0 

8 

7 

0 

15 

8 

7 

0 

o  Not  included  in  sample. 

The  sample  was  taken  40  feet  in.    The  coal  was  probably  weathered. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  301;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  255. 

Hanna.    Prospect. 

Sample. — Subbituminous  coal;  Hanna  field:  analysis  No.  3615  (p.  301). 

Z/Ocaiion.— Prospect:  in  the  SW.  J  sec.  17,  T.  22  N.,  R.  81  W.,  1  mile  northeast  of 
Hanna. 

Coal  bed. — No  name  (bed  between  Nos.  1  and  2).  Cretaceous  or  Tertiary  age; 
"Upper  Laramie"  formation. 

The  bed  was  measured  and  sampled  on  August  18,  1906,  by  A.  0.  Veatch.  The 
sample  included  5  feet  of  coal,  under  which  was  1  foot  of  bone.  The  sample  was  taken 
in  main  entry,  140  feet  from  entrance.  '  The  coal  was  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  301;  also  U.  S.  Creol. 
Survey  Bull.  316,  p.  255. 

Hanna.    Prospect. 

Sample. — Subbituminous  coal;  Hanna  field;  analysis  No.  3616  (p.  301). 

Xoca/io/i.— Prospect  in  the  SE.  }  NW.  }  sec.  24,  T.  22  N.,  R.  82  W.,  1  mile  southwest 
of  Hanna. 

Coal  bed. — ^No  name  (first  bed  below  Hanna  bed).  Cretaceous  or  Tertiary  age; 
"Upper  Laramie"  formation. 

The  bed  was  measured  and  sampled  on  August  16, 1906,  by  A.  C.  Veatch,  as  shown 
below:' 

Section  of  coal  bed  in  prospect ,  1  mils  southwest  of  Hanna. 


Laboratory  No. 


Coal... 

Shale  a. 

Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . . 


3616 
Ft.  in. 

1  0 
0     3 

2  6 


3     9 
3      6 


o  Excluded  from  sample. 

The  sample  was  taken  in  main  entry,  40  feet  from  mine  mouth.  The  coal  was 
probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  301;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  255. 
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Hanna.    Prospect. 

Sample, — Subbituminous  coal;  Hanna  field;  analysis  No.  3822  (p.  301). 

Xoootton.— Prospect  in  the  NW.  i  NW.  i  sec.  31,  T.  23  N.,  R.  81 W.,  4  miles  north  of 
Hanna. 

Coal  bed, — ^No  name.    Cretaceous  or  Tertiary  age;  ''Upper  Laramie"  formation. 

The  bed  was  measured  and  sampled  on  September  12, 1906,  by  Max  A.  Pishel.  The 
sample  included  5  feet  of  clear  coal.    The  sample  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  301;  also  U.  S.  Creol. 
Survey  Bull.  316,  p.  255. 

Hanna.    Prospect. 

Sample, — Subbituminous  coal;  Hanna  field;  analysis  No.  3929  (p.  301). 

l^pcation.— Prospect;  in  the  NE.  J  NW.  J  sec.  2,  T.  22  N.,  R.  85  W.,  8  miles  north  of 
Hanna  and  about  15  miles  northeast  of  Rawlins. 

Coal  bed, — ^No  name.    Cretaceous  age,  ''Lower  Laramie"  formation. 

The  bed  was  measured  and  sampled  in  1906  by  A.  C.  Veatch.  The  sample  included 
3  feet  8  inches  of  clear  coal .    The  sample  was  weathered . 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  301;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  249,  254. 

Hanna.    Rock  Crossing  Mine. 

Sample, — Subbituminous  coal;  Hanna  field;  analyses  Nos.  3779,  3781  (p.  301). 

Mine, — Rock  Crossing;  on  Medicine  Bow  River,  in  the  NE.  }  SE.  }  sec.  33,  T.  24  N., 
R.  81 W.,  10  miles  north  of  Hanna. 

Coal  bed. — ^No  name.    Cretaceous  or  Tertiary  age,  "Upper  Laramie"  formation. 

The  bed  was  measured  and  sampled  on  September  15,  1906,  by  A.  C.  Veatch,  as 
shown  below: 

Section  of  coal  bed  in  Rock  Crossing  minCf  20  miles  north  of  Hanna. 


Laboratory  No. 


Goal 

Shale  a 

Goal 

Coal,  dirty. 

Shaleo 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


8779.3781 

Ft. 

m. 

2 

6 

0 

2 

0 

7 

0 

6 

0 

2 

0 

6 

4 

6 

4 

1 

o  Excluded  from  samptoi 

Both  samples  were  taken  in  a  room  80  feet  from  the  mouth  of  mine,  but  sample  3779 
was  taken  in  southeast  comer  of  room,  about  75  feet  south  of  where  No.  3781  was  taken. 
No.  3781  was  taken  in  northeast  corner  of  the  room.  Mine  had  not  been  worked  for 
some  time,  and  the  coal  was  probably  slightly  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  301;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  255. 

For  geologic  relations  see  U.  S.  Geol.  Siu^ey  Bull.  316,  p.  250. 

Banna.    Coulter  Mine. 

Sample. — Subbituminous  coal;  Hanna  field;  analysis  No.  3780  (p.  301). 

ifiTie.— Coulter;  in  sec.  35,  T.  24  N.,  R.  81  W.,  about  11  miles  northeast  of  Hanna. 

Coal  bed, — ^No  name.    Cretaceous  or  Tertiary  age,  "Upper  Laramie"  formation. 
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The  bed  was  measured  and  sampled  on  September  5, 1906,  by  A.  G.  Veatch,  aa  shown 

below: 

Section  of  coal  bed  in  Coulter  mine,  11  miles  northeast  of  Hanna. 


Laboratory  No. 


Coal... 
Bbaleo. 
Coal... 
Dlrta.. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


3780 

Ft. 

in. 

1 

6 

0 

4 

0 

11 

0 

i 

1 

7 

4 

4i 

4 

0 

o  Not  Included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  301;  also  U.  S.  Geol. 

Survey  Bull.  316,  p.  255. 

Hanna.    Prospect. 

Sample. — Subbituminous  coal;  Hanna  field;  analysis  No.  3790  (p.  301). 
Lo«itMm.— Prospect;  in  the  SW.  J  NE.  J  sec.  11,  T.  24  N.,  R.  83  W.,  16  miles  north- 
west of  Hanna,  Carbon  County. 
Coal  bed. — No  name.    Cretaceous  af?e,  "Lower  Laramie"  formation. 
The  bed  was  measured  and  sampled  in  1906  by  A.  C.  Veatch,  as  shown  below: 

Section  of  coal  bed  in  prospect ,  16  miles  northwest  of  Hanna. 


Laboratory  No. 


Coal... 
Shale  a. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


3790 
Ft,  tn. 

4     3 

0  k 

1  2 


5  6| 

6  5 


<s  Not  included  in  sample. 

The  sample  was  obtained  in  mine,  40  feet  from  entrance.  The  coal  was  probably 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  301;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  254. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  249. 

Iron.    Kronkheit  Mine. 

Sample, — Subbituminous  coal;  Hanna  field;  analyses  Nos.  3920,  3922  (p.  301). 

Jftn^.—Kronkheit;  in  the  N\V.  J  SW.  i  sec.  17,  T.  25  N.,  R.  85  W.,  1  mile  southeast 
of  Iron  and  about  30  miles  northwest  of  Hanna. 

Coal  beds. — Upper  and  Lower.    Cretaceous  age,  ''Lower  Laramie"  formation. 

The  beds  were  measured  and  sampled  on  October  1, 1906,  by  A.  C.  Veatch.  Sample 
3920  included  6  feet  6  inches  of  coal,  which  was  overlain  with  2  feet  of  coal.  The 
sample  was  taken  from  the  Upper  bed. 

Sample  3922  included  8  feet  of  coal.  It  was  taken  in  the  Lower  bed,  in  the  main 
entry  of  the  mine,  240  feet  from  mouth. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  301;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  254. 

Iron.    Burunoton  Prospect. 

Sample, — Subbituminous  coal;  Hanna  field;  analysis  No.  3916  (p.  302). 
Looo^ion.— Burlington  prospect;  in  the  NW.  }  SE.  i  sec.  20,  T.  25  N.,  R.  85  W.,  1} 
miles  Boutheaflt  of  Iron,  and  about  29  miles  northwest  of  Hanna. 
Coal  bed, — No  name.    Cretaceous  age,  Lewis  formation. 
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The  bed  was  measured  and  sampled  on  October  2,  1906,  by  A.  C.  Veatch.  The 
sample  included  5  feet  3  inches  of  clear  coal,  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  302;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  254. 

Iron.    Pen n- Wyoming  Mine. 

Sample, — Subbituminous  coal;  Hanna  field;  analysis  No.  3919  (p.  302). 

Jftn«.— Penn-Wyoming;  in  the  SW.  J  SE.  i  sec.  20,  T.  25  N.,  R.  85  W.,  2  miles 
southeast  of  Iron  and  about  29  miles  northwest  of  Hanna. 

Coal  bed. — No  name.  Cretaceous  age;  Lewis  formation.  The  bed  was  measured 
and  sampled  on  October  6,  1906,  by  A.  C.  Veatch.  The  sample  included  4  feet  10 
inches  of  clear  coal.    It  was  obtained  in  main  entry,  200  feet  from  mouth  of  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this, bulletin,  p.  302;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  254. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  249. 

Iron.    Prospect. 

Sample. — Subbituminous  coal;  Hanna  field;  analysis  No.  3923  (p.  302). 

Lo«i/ion.— Prospect;  in  the  NW.  i  NW.  J  sec.  20,  T.  25  N.,  R.  85  W.,  2i  miles 
southeast  of  Iron  and  about  29  miles  northwest  of  Hanna. 

Coal  bed. — No  name.    Cretaceous  age;  Lewis  formation. 

The  bed  was  measured  and  sampled  on  October  2, 1906,  by  A.  C.  Veatch,  as  shown 
below: 

Section  of  coal  bed  in  prospect,  2^  miles  southeast  of  Iron. 


Laboratory  No. 


Goal... 
Shale  a 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


3023 
Ft.  fn. 
3     6 

0  1 

1  3 


4    10 
4      9 


a  Not  Included  in  sample. 

•  • 

The  coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  302;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  254. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  249. 

Iron.    Fibldhousb  Prospect. 

Sample. — ^Bituminous  (?)  coal;  Hanna  field;  analysis  No.  3925  (p.  302). 

iftne.— Fieldhouse  prospect,  in  the  SE.  i  N£.  i  sec.  23,  T.  25  N.,  R.  86  W.,  3) 
miles  southwest  of  Iron. 

Coal  bed. — No  name.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  October  10, 1906,  by  Max  W.  Ball,  as  shown 
below: 

Section  of  coal  bed  in  Fieldhouse  prospect,  S\  miles  southwest  of  Iron. 


Laboratory  No. 


Coal 

Shale  a 

Coal 

Coal,  dirty  a. 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


J*^  ill. 

0 

8 

0 

1 

3 

6 

3 

8 

7 

11 

4 

2 

a  Excluded  Ihim  sample. 
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The  sample  was  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  3Q2;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  253;  Bull.  341,  p.  237. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  248. 

Ibon.    Miller  Mine. 

Sample. — Subbituminouscoal;  Hanna  field;  analyses  Nos.  3915,  3917,  3918(p.  302). 

Jfine.— Miller;  in  the  NE.  i  SW.  J  sec.  35,  T.  25  N.,  R.  85  W.,  6  miles  southeast  of 
Iron. 

Coal  bed. — ^No  name.    Cretaceous  age;  Lewis  formation. 

The  bed  was  measured  and  sampled  on  October  1,  1906,  by  Max  A.  Pishel,  ac 
shown  below: 

Sections  of  coal  bed  in  Miller  mine,  6  miles  southeast  of  Iron. 


Laboratory  No. 


Coal 

Coal,  bony. 

Bone 

CoaL 


Thickness  of  bed 

ThickneaB  of  ooal  sampled. 


3917,3918 

3915 

Ft.  in. 

Ft.  in. 

4     0 

2     6 

1     0 

•  •        •  • 

*  •         •  • 

a3     0 

6     6 

•  •         *  ■ 

11      6 

4      6 

•  •         •  « 

2     6 

a  Not  Included  in  sample. 

Sample  3917  represented  the  entire  bed  (lOJ-foot  cut)  except  the  bony  coal,  and 
was  taken  80  feet  from  the  foot  of  the  shaft. 

Sample  3918  represented  the  lower  bench  (6i-foot  cut),  and  was  taken  40  feet  from 
the  foot  of  the  shaft. 

Sample  3915  was  collected  300  feet  higher  in  the  series  than  samples  3918  and  3917. 

Note. — ^This  mine  consisted  of  a  shaft  120  feet  deep. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  302;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  253. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  253. 

Iron.    O'Brien  Springs  Openinq. 

Sample. — Bituminous  (?)  coal;  Carbon  field;  analysis  No.  3921  (p.  302). 

Location. — O'Brien  Springs  opening;  7}  miles  southeast  of  Iron  and  23  miles  north 
of  Fort  Steele,  in  NE.  J  SW.  J  sec.  9,  T.  24  N.,  R.  85  W. 

Coal  bed. — The  bed  is  of  Cretaceous  age;  Mesaverde  formation.    Dip  36°  S.  20°  E. 

The  bed  was  measured  and  sampled  on  October  1,  1906,  by  A.  C.  Veatch,  as  shown 
below: 

Section  of  coal  bed  in  0*Brien  Springs  opening,  7J  miles  southeast  of  Iron. 


LaboratoiT  No . . 
Roof,  sandstone. 

iJirtvooal... 

Sandstoneo. 

Coal 

Boneo 

Coal 

Dirty  ooal «  . 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled. 


3021 

Ft. 

M. 

0 

6 

0 

8 

1 

8 

0 

3 

0 

8 

0 

8 

0 

10 

4 

9 

3 

2 

a  Not  included  in  samite. 
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The  sample  was  taken  40  feet  in  from  opening. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  302;  also  TJ.  S.  GeoL 
Survey  BuU.  316,  p.  256. 

Iron.    Bttbunoton  Prospect. 

Sample. — Subbituminous  coal;  Hanna  field;  analysis  Nos.  3926,  3928  (p.  302). 
Xocotion.— Burlington  prospect;  in  the  NE.  J  NW.  J  sec.  26,  T.  24  N.,  R.  86  W.,  10 
miles  south  of  Iron. 

Coal  bed. — No  name.    Cretaceous  age;  Lewis  formation. 

The  bed  was  measured  and  sampled  in  1906  by  A.  C.  Veatch,  as  shown  below: 

Generalized  section  of  coal  bed  in  Burlington  prospect^  10  miles  sotUh  of  Iron, 


Goal.... 
Parting. 
Coal.... 


Thickness  of  bed. 


Ft. 

in. 

4 

8 

0 

6 

5 

2 

10 


Sample  3926  included  the  lower  62  inches  and  sample  3928  the  upper  4f  feet.    Both 

samples  were  taken  20  feet  in  and  consisted  of  weathered  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  302;  also  U.  S.  Geol. 

Survey  Bull.  316,  p.  263. 

Iron.    Prospect. 

Sample. — Subbituminous  coal;  Hanna  field;  analysis  No.  3930  (p.  303). 

Locatian.—Prospect  in  the  SW.  J  SE.  J  sec.  26,  T.  24  N.,  R.  86  W.,  10  miles  south 
of  Iron. 

Coal  bed. — ^No  name.    Cretaceous  age;  Lewis  formation. 

The  bed  was  measured  and  sampled  in  1906  by  A.  C.  Veatch.  The  sample  included 
5  feet  8  inches  of  coal,  under  which  was  4  feet  4  inches  of  coal  not  included  in  sample. 
The  sample  was  taken  25  feet  from  mouth  of  slope. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  303;  also  U.  S. 
Geol.  Survey  Bull.  316,  p.  253. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  249. 

Iron.    Prospect. 

Sample. — Subbituminous  coal;  Hanna  field;  analyses  Nos.  3807  and  3824  (p.  303). 

location.— Prospect;  in  the  NW.  J  NW.  J  sec.  7,  T.  24  N.,  R.  83  W.,  14  miles  south- 
east of  Iron  and  about  22  miles  northwest  of  Hanna. 

Coal  bed. — No  name.    Cretaceous  age;  "Lower  Laramie''  formation. 

The  bed  was  measured  and  sampled  at  one  point  on  September  18,  1906,  by  A.  C. 
Veatch,  as  shown  below: 

Section  of  coal  bed  in  prospect^  14  miles  southeast  of  Iron. 


CoaI« 

Ft.  in. 
4       4 

Shale 

1        6 

Sandstone 

1        2 

Coal* 

4        8 

Thl<^knwi!i  of  bed 

11        8 

o  Included  In  sample  3834.  &  Included  in  sample  3807. 

Both  samples  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  303;  also  U.  S. 
Geol.  Survey  Bull.  .  16,  p.  254. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  249. 
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Ibon.    Old  Spbter  Mine. 

Sample, — SabbituminouB  coal;  Great  Divide  Basin  field;  analysis  No.  5818  (p.  303). 

JAVm!.— Old  Speyer  (abandoned);  in  the  SW.  J  NW.  }  sec.  8,  T.  27  N.,  R.  89  W., 
27  miles  northwest  of  Iron. 

Coal  bed, — ^No name.    Cretaceous  age;  "  Laramie  **  formation. 

The  bed  was  measured  and  sampled  in  1907  by  E.  E.  Smith.  The  sample  included 
4}  feet  of  coal)  over  which  was  7}  feet  of  coal  not  included.  The  sample  was  obtained 
in  mine,  96  feet  from  entrance.    The  coal  was  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  303;  also  U.  S.  Geol. 
Survey.  Bull.  341,  p.  237. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  233. 

Rawlins.    Dillon  Mine. 

Sample. — ^Bituminous  coal;  Hanna  field;  analyses  Nos.  3477,  3478,  5297  (p.  303). 

Jfine.— Dillon;  in  the  NE.  i  NW.  i  sec.  36,  T.  21 N.,  R.  88  W.,  3  miles  southwest 
of  Rawlins. 

CotU  bed, — ^No  name.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  at  two  points  on  July  26, 1906,  by  A.  C.  Veatch, 
and  at  one  point  in  July,  1907,  by  M.  W.  Ball,  as  shown  below: 

Sections  ofcgal  bed  in  Old  Dillon  mine^  S  miles  southweet  of  Rawlins. 


Laboratory  No. 


Coal 

Coal,  dirty  «. 
Coal 


Thickness  of  bed 

Thickness  of  coal  sampled. 


3477 

3478 

Ft.    in. 

Ft.    in. 

3     0 

2      10 

0     2 

0       2 

1    10 

1       6 

5     0 

4       6 

4    10 

4       4 

o  Not  included  in  sample. 

Sample  3477  was  taken  in  room  2,  360  feet  from  entrance. 

Sample  3478  was  taken  in  room  1,  300  feet  from  entrance. 

Sample  6297  was  taken  from  the  new  entry  in  a  room  30  feet  in  on  the  first  drift 
turning  to  the  left.    The  sample  represented  the  whole  of  a  4^foot  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  303 ;' also  U.  S.  Geol. 
Survey  Bull.  316,  p.  263. 

For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  316,  p.  248. 

Rawlins.    Prospect. 

Sample. — Bituminous  (?)  coal;  Hanna  field;  analysis  No.  3479  (p.  303). 

Z/Ocaiion.— Prospect  in  the  SE.  i  SE.  i  sec.  13,  T.  20  N.,  R.  87  W.,  7  miles  southeast 
of  Rawlins. 

Coal  bed. — No  name.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  July  26, 1906,  by  A.  C.  Veatch.  The  sample 
included  4  feet  6  inches  of  coal.    It  was  obtained  near  surface.   The  coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  303;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  253. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  248. 

Rawlins.    Nebraska  Mine. 

Sample. — Subbituminous  coal;  Little  Snake  River  field;  analysis  No.  5324  (p.  303). 
Mn«.— Nebraska;  8  miles  southeast  of  Rawlins,  in  the  NE.  i  SW.  i  sec.  6,  T.  20  N., 
R.88W. 
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Coal  bed. — The  coal  bed  is  a  local  one  of  Cretaceous  age ; ' '  Laramie  "  f  oniiation.    The 
bed  had  not  been  traced  for  any  great  distance. 
The  bed  was  measured  and  sampled  by  M.  W.  Ball  in  July,  1907,  as  shown  below: 

Section  of  coal  bed  in  Nebraska  mine,  8  miles  southwest  of  Rawlins, 


Laboratory  No 

I, firm , 
,  slightly  crambly 

Coal 

Goal,  onimbly 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


6324 

1 

FU 

te. 

4 

0 

1 

6 

3 

0 

0 

6 

8 

0 

8 

0 

The  sample  was  taken  180  feet  in  on  right  wall  of  main  entry. 
Notes, — The  coal  was  mined  only  for  local  use  at  Rawlins. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  303;  also  U.  S.  Greol. 
Survey  Bull.  341,  p.  251. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  245. 

Rawlins.    Prospect. 

Sample. — Subbituminous  (?)  coal;  Great  Divide  Basin;  analysis  No.  5815  (p.  303). 

Xocation.— Prospect;  in  the  SW.  J  SW.  i  sec.  12,  T.  21  N.,  R.  89  W.,  8  miles  west  of 
Rawlins. 

CkMl  bed. — No  name.    Cretaceous  or  Tertiary  age;  ''Upper  Laramie"  formation. 

The  bed  was  measured  and  sampled  in  1907  by  £.  E.  Smith.  The  sample  was  taken 
from  a  6-foot  cut  made  near  the  surface.    The  coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  303;  also  U.  S.  €reol. 
Survey  Bull.  341,  p.  238. 

For  geologic  relations  see  U.  S.  Geol.  Survey  BuU.  341,  p.  234. 

Rawlins.    Robertson  Mine. 

Sample. — Bituminous  coal;  Little  Snake  River  field;  analysis  No.  5340  (p.  303). 

iftn^.— Robertson;  in  the  SE.  }  sec.  4,  T.  17  N.,  R.  90  W.,  li  miles  east  of  Sulphur 
Stage  station,  and  27  miles  southwest  of  Rawlins. 

Coal  bed. — ^The  coal  is  of  Cretaceous  age,  Mesaverde  formation.  Roof,  shaly 
sandstone. 

The  bed  was  measured  and  sampled  by  M.  W.  Ball  in-  August,  1907;  the  sample 
included  8  feet  of  coal  cut  from  the  lower  part  of  a  coal  stratum  11  feet  thick.  The 
floor  was  not  exposed  but  was  seemingly  dialy .  The  sample  was  taken  in  the  iu  face 
of  chamber,  100  feet  west  of  opening. 

Note. — The  coal  is  bituminous  and  is  supposed  to  be  noncoking. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  303;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  251. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  245. 

Walcott.    Buckley  and  Rtan  Mine. 

^amp2«.— Subbituminous  coal;  Hanna  field;  analyses  Nos.  3538,  3544  (p.  303). 

Jfm«.— Buckley  and  Ryan;  in  the  SE.  i  SW.  i  sec.  14,  T.  21  N.,  R.  84  W..  about20 
miles  east  of  Rawlins  and  2}  miles  north  of  Walcott. 

Coal  bed. — The  coal  is  of  Cretaceous  age,  "Lower  Laramie"  formation. 

The  bed  was  measured  and  sampled  on  August  9,  1906,  by  A.  C.  Veatch.  The 
samples  included  4  feet  of  coal,  over  which  was  8  inches  of  dirty  coal. 

Sample  3538  was  taken  in  mine,  290  feet  northeast  of  mouth  of  dope. 

Sample  3544  was  taken  in  mine,  375  feet  from  entrance,  in  entry  5. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  303;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  254. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  249. 

Walcott.    Pbospect. 

Sample. — Subbituminous  coal;  Hanna  field,  analysis  No.  3548  (p.  303). 

ifm«.— Prospect;  in  the  NW.  }  SE.  i  sec.  1,  T.  20  N.,  R.  83  W.,  8  miles  southeast 
of  Walcott,  and  about  22  miles  southwest  of  Hanna. 

Coal  bed. — The  coal  is  of  Cretaceous  age;  ''Lower  Laramie"  formation. 

The  bed  was  measured  and  sampled  on  August  10,  1906,  by  A.  C.  Veatch.  The 
sample  included  7}  feet  of  coal,  over  which  was  1}  feet  of  dirty  coal  not  included  in 
the  sample.  The  sample  was  obtained  near  the  mouth  of  slope  and  was  probably 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  303;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  264. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  249. 

Walcott.    Abandoned  Mine. 

Sample. — Subbituminous  coal;  Hanna  field;  analyses  Nos.  3806,  3826  (p.  303). 

JAVm;.— Abandoned  mine;  in  the  SE.  {  SW.  i  sec.  25,  T.  23  N.,  R.  84  W.,  12  miles 
north  of  Walcott  and  i  mile  east  of  Platte  River. 

Coal  bed. — No  name.    Cretaceous  or  Tertiary  age;  ''Upper  Laramie''  formation. 

The  bed  was  measured  and  sampled  on  September  24, 1906,  by  A.  C.  Veatch.  The 
measurement  showed  the  coal  to  contain  7  feet  of  clear  coal. 

Sample  3806  was  taken  in  mine,  80  feet  from  entrance.    The  coal  was  weathered. 

Sample  3826  was  taken  in  mine,  374  feet  from  entrance.  The  coal  was  probably 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  303;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  255. 

Walcott.    Abandoned  Mine. 

Sample. — Subbituminous  coal;  Hanna  field;  analysis  No.  3808  (p.  304). 

.irtn€.— Abandoned  mine;  in  the  NW.  }  SW.  i  sec.  25,  T.  23  N.,  R.  84  W.,  about 
12)  miles  north  of  Walcott. 

Coal  bed. — ^The  coal  is  of  Cretaceous  or  Tertiary  age;  "Upper  Laramie''  formation. 

The  bed  was  measured  and  sampled  on  September  24, 1906,  by  A.  C.  Veatch.  The 
measurement  showed  the  bed  to  be  7)  feet  of  coal.  The  sample  was  taken  in  main 
entry,  130  feet  from  mouth  of  mine.    The  coal  was  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  304;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  255. 

CONVERSE  COUNTY. 

Bio  Muddy.    Cole  Creek  Mine. 

Sample. — Subbituminous  coal;  Glenrock  field;  analyses  Nos.  5325,  5326  (p.  304). 

Mine. — Cole  Creek;  a  slope  mine,  in  sec.  26,  T.  34  N.,  R.  77  W.,  2  miles  north  of  Big 
Muddy,  on  a  spur  of  the  Chicago  &  Northwestern  Railroad. 

Coal  bed. — Coal  bed  is  one  of  two  lower  beds  of  the  Glenrock-Big  Muddy  group,  of 
coals  and  is  near  the  base  of  the  Fort  Union  formation;  Tertiary  age.  The  dip  is  5^ 
or  6^  N.    Thickness  is  fairly  uniform. 

The  bed  was  measured  and  sampled  at  two  points  by  C.  T.  Lupton  on  September  11, 
1907. 

Sample  5325  included  3}  feot  of  clear  coal.  It  was  taken  from  the  lower  bed  650 
feet  from  the  mine  opening. 
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Sample  5326  included  4}  feet  of  clear  coal.  It  was  taken  from  the  upper  bed,  960 
feet  from  mine  opening. 

Notes. — Little  is  being  done  with  the  coal  in  the  Glenrock  field  because  of  the 
scarcity  of  thick  beds;  the  cost  of  mining,  due  to  thinness  of  bed,  the  price  of  labor 
and  timber,  poor  roofs,  and  presence  of  water,  is  high;  and  inability  to  utilize  the 
coal  as  locomotive  fuel.  In  1907  much  more  than  half  of  the  product  went  to 
Nebraska,  where  it  was  used  as  steam  and  domestic  fuel. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  304;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  162. 

Bio  Muddy.    Outcrop. 

Sample. — Subbituminouscoal;  Glenrock  field;  analysis  No.  5422  (p.  304). 

Location. — Outcrop;  14  miles  north  of  Big  Muddy,  in  sec.  36,  T.  36  N.,  R.  77  W. 

Coal  bed. — ^The  coal  is  of  Fort  Union  formation;  Tertiary  age.  Probably  a  local 
lens,  but  belongs  in  the  group  of  beds  which  carry  several  persistent  coals.  Roof, 
shale;  fioor,  shaly  clay.  The  bed  was  measured  and  sampled  by  £.  W.  Shaw  on 
September  25, 1907.    The  sample  included  2^  feet  of  weathered  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  304;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  162. 

Douglas.    Pbospbct. 

Sample. — Subbituminous  coal;  Glenrock  field;  analysis  No.  5318  (p.  304). 

Mine. — Prospect;  IJ  miles  west  of  Douglas,  in  sec.  7,  T.  32  N.,  R.  71 W.,  near  the 
Chicago  &  Northwestern  Railroad. 

Coal  bed. — It  is  in  the  lower  part  of  the  Inez  group  of  coals  which  have  been  worked 
at  Inez.  The  coal  is  of  Tertiary  age;  Fort  Union  formation.  Thickness,  variable, 
but  persistent.  It  dips  5^  to  10°  NE.  The  roof  is  of  shale  and  the  floor  of  soft  clay. 
Thickness  of  bed,  22  inches. 

The  bed  was  sampled  and  measured  by  £.  W.  Shaw  on  September  11,  1907.  The 
sample  was  taken  70  feet  from  the  mouth  of  the  prospect.  It  included  22  inches  of 
weathered  coal. 

Notes. — ^The  prospect  was  worked  in  winter,  a  small  amount  of  coal  being  taken  out 
for  domestic  purposes.  The  coal  is  subbituminous  and  slacks  readily  on  exposure. 
It  was  mined  extensively  at  Inez  for  a  short  time.  The  beds  are  there  6  to  8  feet 
thick,  but  the  mines  had  been  abandoned  and  the  land  sold  for  agricultural  purposes. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  304;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  162. 

Douglas.    Prospect. 

Sample. — Subbituminous  coal;  Glenrock  field;  analysis  No.  5321  (p.  304). 

Location. — Prospect;  in  sec.  27,  T.  33,  R.  72  W.,  6  miles  northwest  of  Douglas, 
about  3  miles  soutii  of  the  Chicago  &  Northwestern  Railway. 

Coal  bed. — La  Preh,  the  lower  bed  of  the  Inez  group  of  coals.  Fort  Union  formation ; 
Tertiary  age.  The  thickness  is  somewhat  variable,  but  the  bed  is  persistent  and  dips 
here  5**  to  8**  NE. 

The  bed  was  measured  and  sampled  by  E.  W.  Shaw  on  September  12,  1907.  The 
sample  was  taken  about  70  feet  northeast  of  the  opening,  and  included  1}  feet  of  clear 
coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  304;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  162. 

Glenrock.    Glenrock  No.  1  Mine. 

Sample. — Subbituminous  coal;  Glenrock  field;  analysis  No.  5330  (p.  304). 
Mine. — Glenrock  No.  1;  a  slope  mine  at  Glenrock,  in  sec.  4,  T.  33  N.,  R.  75  W.,  on 
the  Chicago  &  Northwestern  Railroad. 
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Coal  bed. — Glenrock;  Big  Muddy  group  of  coals  of  Fort  Union  formation;  Tertiary 
age.  The  thicknees  is  fairly  uniform.  The  dip  is  3^  or  4^  NE.  The  roof  is  of  sand- 
stone, and  the  floor  of  clay. 

The  bed  was  measured  and  sampled  2,600  feet  north  and  50  degrees  east  of  the  opening 
by  £.  W.  Shaw  on  September  13, 1907.  The  sample  included  5  feet  6  inches  of  clear 
coal. 

Notes. — ^The  coal  produced  at  Glenrock  and  Big  Muddy  is  the  best  in  the  Glenrock 
field.    It  is  subbituminous  but  of  high  quality  for  that  class. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  304;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  162. 

Glenbock.  Glenrock  No.  2  Mine. 

Sample. — Subbituminous  coal;  Glenrock  field;  analysis  No.  5322  (p.  304). 

Mine. — Glenrock  No.  2;  J  mile  southeast  of  Glenrock,  in  sec.  4,  T.  33  N.,  R.  75  W., 
on  the  Chicago  &  Northwestern  Railway. 

Coal  bed. — Glenrock.  Tertiary  age;  Fort  Union  formation.  The  thickness  is 
fairly  uniform  and  the  dip  is  3°  or  4^  NE.  The  roof  is  of  heavy,  bedded  sandstone  and 
floor  of  sandy  clay. 

The  bed  was  measured  and  sampled  1,100  feet  and  80  degrees  east  of  the  opening 
by  E.  W.  Shaw  on  September  12,  1907.    The  sample  included  6  feet  of  clear  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  304;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  162. 

Glenrock.    Prospect. 

Sample. — Subbituminous  coal;  Glenrock  field;  analysis  No.  5320  (p.304). 

Location. — ^An  abandoned  prospect,  4  miles  southwest  of  Glenrock,  in  sec.  12, 
T.  33N..R.  76W. 

Coal  bed. — The  coal  is  of  Cretaceous  age;  Montana  formation;  probably  a  local  lens. 
Dip,  7**  or  8**  NE.    Roof,  sandstone. 

The  bed  was  measured  and  sampled  by  E.  W.  Shaw  on  September  11, 1907.  The 
sample  included  3  feet  of  weathered  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  304;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  162. 

Glenrock.    Surface  Outcrop. 

Sample. — Subbituminous  coal;  Glenrock  field;  analysis  No.  5317  (p.  304). 

Location. — Surface  outcrop;  25  miles  northwest  of  Douglas,  in  sec.  30,  T.  36  N.,  R. 
75  W.,  16|  miles  from  the  railroad  and  14  miles  north  of  Glenrock. 

Coal  bed. — ^This  is  one  of  the  upper  beds  of  the  Inez  group  of  coals.  Tertiary  age; 
Fort  Union  formation.  It  is  in  places  5  or  6  or  more  feet  thick,  but  ia  absent  in  many 
places.    The  dip  is  2**  or  3°  NE. 

The  bed  was  measured  and  sampled  by  R.  A.  Branson  on  September  11, 1907.  The 
sample  included  4  feet  2  inches  of  clear  coal,  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  304;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  162. 

OBOOK  OOITNTY. 

Aladdin.    Stilwell  Mine. 

Sample. — ^Bituminous  coal;  Black  Hills  region;  (Wyoming  No.  3)  analyses  Nos. 
1976  and  1977  and  analyses  Nos.  9320  and  9321  (p.  305). 
Mine. — Stilwell:  at  Aladdin,  on  the  Wyoming  &  Missouri  River  Railroad. 
Coal  bed. — At  base  of  Lakota  sandstone,  Lower  Cretaceous  age, 

46889''— Bull.  22,  pt  2—13 50 
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The  bed  was  measured  and  sampled  on  August  10,  1905,  by  M.  R.  Campbell.  Sam- 
ple 1976  was  taken  in  room  1,  off  entry  4,  or  east  entry  2  in  new  works,  750  feet  from 
the  mouth  of  the  mine,  where  the  bed  measured  3  feet  9}  inches  in  thickness.  Sam- 
ple 1977  was  taken  from  the  face  of  entry  2,  850  feet  tem  the  mouth  of  the  mine, 
where  the  bed  was  3  feet  2  inches  thick. 

The  bed  was  also  measured  and  sampled  by  R.  W.  Stone  on  June  29, 1909.  Sample 
9320  included  23  inches  of  bitmninous  coal,  and  sample  9321  included  23  inches  of 
splint  coal  underlying  the  coal  included  in  sample  9320. 

Notes, — ^At  time  of  sampling  in  1909  this  mine  had  been  driven  about  1,300  feet 
north,  down  a  3®  to  7®  dip.  The  inner  half  of  the  drift  was  caved  and  samples  9320 
and  9321  were  taken  700  feet  from  the  entry  at  a  fresh  working  face.  They  were 
contained  in  Mason  glass  fruit-jars  (sealed  with  rubber  washers)  from  June  29  until 
November,  1909,  when  they  were  transferred  to  regular  coal-sample  cans  and  were 
sealed  with  wax.  Judged  by  agate-mortar  test,  sample  9320  represented  a  coking 
coal  and  sample  9321  represented  a  noncoking,  bituminous  coal.  A  car  sample  of 
run-of-mine  coal  sent  to  the  St.  Louis  testing  plant  produced  no  coke. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follow — steaming 
tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  227;  Bureau  of  Mines  Bull  23,  pp.  70,  188; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  228;  Bureau  of  Mines  Bull.  13, 
pp.  224,  228;  washing  tests:  U.  S.  Geol.  Survey  Bull.  290,  p.  229;  coking  tests:  U.  S. 
Geol.  Survey  Bull.  290,  p.  229. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  305;  also  U.  S.  Geol.  Survey 
Bull.  290,  p.  227. 

Croton.    Crotok  Mtne. 

Sample » — Subbituminous  coal;  Powder  River  field;  analysis  No.  6432  (p.  305). 

Jft7i«.— Croton;  in  the  NE.  i  sec.  2,  T.  62  N.,  R.  76  W.,  at  Croton,  on  the  Chi- 
cago, Burlington  &  Quincy  Railroad. 

Coal  bed, — Felix.  Tertiary  age:  Fort  Union  formation.  The  bed  has  a  total  thick- 
ness of  11  feet  of  subbituminous  coal. 

The  bed  was  measured  and  sampled  by  C.  T.  Lupton,  in  September,  1908.  The  sam- 
ple included  6  feet  of  coal,  over  which  was  5  feet  of  coal  not  included  in  the  sample. 
The  sample  was  taken  120  feet  from  entrance. 

Notes. — ^A  single  entry  had  been  driven  about  120  feet  but  no  mining  had  been  done 
for  several  years. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  305. 

ECHETA.      ECHETA    MiNE. 

Sample. — Subbituminous  coal;  Powder  River  field;  analjrsis  No.  6448  (p.  305). 

Location, — Old  entry  in  draw  \  mile  south  of  Echeta,  in  the  NW.  J  NE.  J  sec.  28, 
T.  52  N.,  R.  75  W.,  on  the  Chicago,  Burlington  &  Quincy  Railroad. 

Coal  bed. — Felix.  Tertiary  age;  Fort  Union  formation.  The  bed  at  Echeta  con- 
sists of  30  feet  of  clean  solid  subbituminous  coal. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone,  in  September,  1908.  The 
sample  was  taken  from  an  8-foot  cut  near  the  middle  of  a  30-foot  bed. 

Notes. — The  entry  from  which  the  sample  was  taken  had  been  driven  a  number  of 
years  previously  in  the  middle  of  the  bed,  and  was  about  60  feet  long.  The  sample 
was  taken  15  feet  from  the  face  of  this  entry  and  although  the  sur&ce  was  cleaned  to 
remove  all  checked  coal,  the  sample  was  probably  more  or  less  weathered  by  its  long 
exposure  to  the  air. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  305. 
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Gillette.    Barker  Mine. 

Sample. — SubbituminouB  coal;  Powder  River  field;  analysis  No.  6542  (p.  305). 

JftTMJ.— Barker;  in  the  SW.  J  sec.  17,  T.  50  N.,  R.  72  W.,  1  mile  west  of  the  Chicago, 
Burlington  &  Quincy  Railroad  at  Gillette. 

Coal  bed. — ^Felix.    Tertiary  age;  Fort  Union  formation. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone,  in  September,  1908.  The 
bed  is  in  slightly  consolidated  shales  and  sands  and  has  the  following  section: 

Section  of  coal  bed  in  Barker  mine^  1  mile  wai  o/GiUette. 


Laboratory  No 

Coal 

Shale,  carbonaoeous. 
Coal 

Thickness  of  bed. 


6542 

Ft.  in. 

13     0 

4      0 

9     0 


26      0 


The  sample  was  taken  from  a  7-foot  cut  made  at  a  working  face  150  feet  in,  from  the 
lower  part  of  the  upper  13-foot  bench  of  coal. 

Notes. — ^The  mine  is  a  single  drift  in  the  lower  portion  of  the  upper  bench.  As  coal 
was  mined  here  throughout  tlie  year  the  sample  represents  fairly  fresh  coal  of  the 
better  part  of  the  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  305. 

Gillette.    Hulbert  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  6602  (p.  305). 

Jfinif.— Hulbert  open  pit  mine;  in  the  NE.  J  sec.  10,  T.  51  N.,  R.  72  W.,  9  miles 
north  of  Gillette,  Crook  County,  on  the  Chicago,  Burlington  &  Quincy  Railroad. 

Coal  bed. — This  bed  is  probably  the  Lower  IJlm,  Tertiary  age;  Fort  Union  formation. 
It  carries,  at  the  point  of  sampling,  22  feet  of  clean,  subbituminous  coal  overlain  with 
6  feet  of  coal  and  shale. 

The  bed  was  measured  and  sampled  by  C.  T.  Lupton  in  September,  1908.  The 
sample  was  from  a  part  of  the  bed  but  as  there  is  no  apparent  difference  throughout 
the  entire  22  feet  the  sample  is  presimied  to  be  fairly  representative  of  the  entire 
thickness.    The  coal  was  weathered. 

Notes. — Coal  is  taken  from  this  mine  at  short  intervals,  so  the  face  from  which  the 
sample  was  taken,  although  exposed  to  the  open  air,  was  not  badly  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  305. 

Oxus.    Kendbick  Prospect. 

Sample, — Subbituminous  coal;  Powder  River  field;  analjrsis  No.  5402  (p.  305). 
Location. — Prospect  of  J.  B.  Kendrick  on  Ponder  River  in  sec.  21,  T.  57  N.,  R.  76 
W.,  5  miles  southwest  of  Oxus. 
Coal  bed. — Powder  River.    Tertiary  age;  Fort  Union  formation. 
The  bed  was  measured  and  sampled  in  1907  by  Jo8e]fh  A.  Ta£f,  as  shown  below: 

Section  of  coal  bed  in  Kendrick  prospect,  5  miles  southeast  of  Oxus, 


Laboratory  No. 


Coal 

Shale  « 

Coal 

Shalea 

Coala 

8ha]fi« 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


5402 

FU 

M. 

4 

0 

0 

6 

5 

4 

0 

8 

32 

4 

32 

10 

0 

4 

a  Not  included  in  sample. 
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The  coal  included  in  the  sample  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  305;  also  U.  S.  Creol. 
Survey  Bull.  341,  p.  136. 
For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  341,  pp.  126,  143. 

Rockefeller  Ranch.    Prospect. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  9219  (p.  305). 

Location. — Prospect;  1  mile  east  of  Rockefeller  ranch,  on  south  side  of  Elk  Creek, 
in  T.  56  N.,  R.  72  W.,  Citwk County . 

Coal  bed. — Rockefeller.  It  is  of  Tertiary  age;  Fort  Union  formation.  Nothing 
definite  can  be  said  regarding  the  uniformity  of  the  thickness  of  the  bed,  as  it  was 
examined  only  at  this  place  on  a  reconnaissance  trip .  The  roof  is  a  gray  and  dark-diab 
shale,  and  probably  would  require  considerable  propping.  The  floor  is  a  yellowish 
sandstone. 

The  bed  was  measured  and  sampled  by  Charles  T.  Lupton  and  Henry  Hinds  on 
October  18, 1909,  as  shown  below: 

Section  of  coal  bed  in  prospect,  1  mile  east  of  Rockefeller  ranch. 


Laboratory  No 

Main  roof,  shale,  gray  and  dark  drab. 

Coala 

Shale,  carbonaceous  a. 

Coal« 

Coal 

Floor,  yellowish  sandstone. 

Thickness  of  bed 

Thickness  of  coal  sampled 


9219 

Ft. 

in. 

1 

6 

1 

2 

9 

U 

7 

0 

19 

7 

7 

0 

a  Not  included  In  sample. 

Notes. — ^The  coal  was  slightly  weathered  but  dry.    Ranchers  nearby  obtained  their 
fuel  supply  from  this  prospect.    Only  the  lower  7  feet  of  this  bed  was  sampled. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  305. 

FBEKONrr  COUNTY. 
Hudson.    Indian  Mine. 

Sample. — Subbituminous  coal;  Hudson  field  of  the  Wind  River  coal  region;  ansdy- 
sis  No.  6712  (p.  305). 

Mine. — Indian;  in  sec.  2,  T.  2  S.,  R.  2  E.,  west  of  Hudson,  Fremont  County.  The 
mine  is  located  within  the  Shoshone  Indian  Reservation  and  is  reached  by  a  spur  of 
the  Wyoming  &  Northwestern  Railroad,  Chicago  &  Northwestern  system. 

Coal  bed. — The  bed  from  which  the  sample  was  taken  has  not  been  designated  by 
name  chiefly  because  the  beds  in  this  region  are  lenticular.  This  individual  bed, 
however,  was  found  to  be  somewhat  exceptional  in  this  particular,  and  was  traced 
from  the  Indian  mine  for  a  distance  of  5  miles  to  the  southeast.  The  mine  is  situated 
on  the  edge  of  a  small  syncline  which  rises  sharply  to  the  southwest.  At  the  point 
where  the  sample  was  taken  the  beds  were  found  to  dip  14°.  Roof,  hard  drab  shale; 
floor,  shale. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  in  1908. 

The  sample  included  7  feet  2  inches  of  coal,  and  was  taken  600  feet  down  slope  in 
west  entry  3.  The  entire  bed  was  included  in  the  sample  taken,  no  impurities  being 
excluded  from  the  sample.  The  mine  was  in  operation  at  the  time  and  a  sample  was 
procured  from  a  fresh  face.  At  the  point  where  the  sample  was  taken  the  bed  is 
under  sufficient  cover  to  protect  it  from  atmospheric  weathering;  hence,  it  is  believed 
that  the  analysis  is  representative  of  the  subbituminous  coal  in  this  field. 


WYOMING:  FBXMONT  COUNTY.  1109 

Notes. — ^The  operator  was  produdng  coal  commercially  for  the  general  market  in 
Wyoming  and  Nebraska  along  the  line  of  the  Wyoming  &  Northwestern  Railroad. 
The  quantity  of  coal  produced  varied  greatly  with  the  season.  Since  the  coal  is  a 
variety  that  will  not  stock,  the  coal  of  the  mine  was  taken  out  chiefly  in  the  winter, 
when  20  cars  a  day  were  shipped. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  305. 

Hudson.    Wyoming  Central  Mine. 

Sample. — Subbituminous  coal;  Hudson  field  of  the  ^nd  River  region;  analysis 
No.  6711  (p.  305). 

Aftne.— Wyoming  Central;  in  sec.  28,  T.  34  N.,  R.  98  W.;  1  mile  south  of  Hudson. 

It  is  a  drift  mine  which  had  been  opened  and  then  allowed  to  cave  in,  but  had 
recently  been  reopened,  the  entry  extending  beyond  the  old  workings,  and  at  the 
time  of  sampling  was  yielding  un weathered  coal. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  in  1908. 

The  sample  included  63  inches  of  coal,  and  was  taken  in  room  1,  south  entry  2,  about 
500  feet  from  the  mouth  of  the  mine.  The  mine  was  wet  at  the  time  of  sampling; 
hence,  the  coal  as  received  probably  contained  an  abnormal  amount  of  moisture. 
Water  in  mine  was  derived  tiom  an  irrigation  ditch  which  ran  immediately  above 
the  entry.    The  mine  roof  is  drab  shale  and  the  floor  is  carbonaceous  shale. 

Notes. — The  mine  was  not  equipped  with  railroad  shipping  facilities;  hence,  the 
larger  part  of  the  product  was  sold  on  the  local  market  which  was  reached  by  wagon 
haulage.  A  small  quantity  was  shipped  from  Hudson  to  which  point  the  coal  was 
hauled  in  wagons  and  there  loaded  on  the  cars. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  305. 

Hudson.    MrrcHELL  Mine. 

Sample. — Subbituminous  coal;  Hudson  field.  Wind  River  region;  analysis  No. 
9773  (p.  305). 

Mine. — Mitchell;  a  drift  mine,  about  240  feet  deep  at  the  time  of  sampling,  with  one 
room  turned  off  from  the  main  entry  near  the  end  of  the  incline.  The  mine  is  situated 
in  the  Shoshone  Indian  Reservationi  sec.  22,  T.  1  S.,  R.  2  E.,  5  miles  northwest  of 
Hudson. 

Coal  bed. — ^The  coal  bed  has  not  been  designated  by  name  chiefly  because  most  of 
the  beds  in  this  region  are  lenticular.  It  occurs  in  the  Mesaverde  formation.  Creta- 
ceous age,  and  at  approximately  the  same  horizon  as  the  coal  bed  mined  by  the  same 
operator  2  miles  to  tiie  southeast.  The  beds  dip  gently  to  the  northeast  at  an  angle 
of  15^. 

The  bed  was  measured  and  sampled  in  July,  1908,  by  E.  Q.  Woodruff,  as  shown 
below: 

Section  of  coal  bed  in  Mitchell  mt'ne,  5  miles  northwest  of  Hudson. 


Laboratory  No 

Roof,  sandy  shale. 

Coal 

Shale  a , 

Coal 

Shale  o 

Coal 

Floor,  shale. 

Thioknessofbed 

Thickness  of  ooal  sampled . 


9773 

Ft. 

in. 

0 

4 

0 

i 

0 

9 

0 

\ 

2 

5 

3 

7 

3 

6 

a  Not  included  in  sample. 
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The  aample  was  taken  in  room  1,  240  feet  from  the  mine  entrance. 

Noiu. — ^A  small  amount  of  development  work  was  being  done  at  the  time  of  sam- 
pling. The  &u»  sampled  had  been  exposed  for  several  months;  hence  the  &u»  was 
cleaned  as  thoroughly  as  possible  before  the  sample  was  taken.  The  i)oint  from  which 
the  samplewas  taken  is  under  sufficient  cover  so  that  previous  to  opening  the  mine, 
the  coal  had  probably  not  suffered  from  weathering.  The  coal  from  the  mine  had 
been  produced  chiefly  for  development  work  and  was  sold  locally  only. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  305. 

Landeb.    Bio  Mine. 

Sample. — Subbituminous  coal;  Lander  field;  analysis  No.  4354  (p.  305). 

Jfine.— Big.  A  slope  mine  in  the  NW.  J  SW.  J  sec.  3,  T.  33  N.,  R.  98  W.,  5 miles 
northeast  of  Lander,  on  the  Chicago  &  Northwestern  Railway. 

Coal  bed, — No  name.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  August  19,  1906,  by  N.  H.  Darton.  The 
sample  included  8  feet  of  coal,  and  was  obtained  in  mine,  500  feet  from  entrance. 

Notes. — ^The  mine  was  worked  entirely  by  hand.  The  room-and-pillar  method  of 
mining  was  used.    The  roof  is  a  sandy  shale,  which  requires  little  timbering. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  305;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  243. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  242. 

Lander.    LrrrLE  Mine. 

Sample. — Subbittiminous  coal;  Lander  field;  analysis  No.  4355  (p.  306). 

Jfin«.~Little;  in  the  SW.  i  S£.  i  sec.  33,  T.  34  N.,  R.  98  W.,  6  miles  northeast  of 
Lander. 

Coal  bed. — No  name.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  August  19,  1906,  by  N.  H.  Darton.  The 
sample  included  4  feet  of  clear  coal.  It  was  obtained  in  southwest  drift  500  feet  from 
entrance. 

Notes. — ^There  is  a  500-foot  incline,  with  numerous  rooms.  In  places  in  this  mine 
the  dip  increases  to  16°. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  306;  also  U.  S.  Geol. 
Survey  Bull.  316,  p.  243. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  242. 

Liberty.    Prospect. 

Sample, — Subbituminous  coal;  Muddy  Creek  field.  Wind  River  region;  analysis 
No.  9131  (p.  306). 

Location. — Small  prospect;  in  sec.  34,  T.  6  N.,  R.  2  E.,  8  miles  southwest  of  Liberty, 
and  about  35  miles  northwest  of  Riverton. 

Coal  bed. — ^The  bed  is  Cretaceous  age;  Mesaverde  formation.  The  prospect  was 
only  about  12  feet  deep  on  a  bed  which  dips  7°  SE.  Roof,  shale;  floor,  carbonaceous 
shale. 

The  bed  was  measured  and  sampled  by  £.  G.  Woodruff  in  June,  1909.  The  sample 
included  3  feet  2  inches  of  coal.  It  was  taken  at  the  end  of  the  prospect  where  the 
coal  was  still  somewhat  weathered. 

For  chemical  ailaljrses  of  this  coal  see  part  I  of  this  buUetin,  p.  306. 

Liberty.    Le  Clair  Mine. 

Sample. — Subbituminous  coal;  Muddy  Creek  field.  Wind  River  region;  analysifl 
No.  6706  (p.  306). 


wyomikq:  fbsmont  coukty. 
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Mine.'—Ije  Clair;  see.  30,  T.  6  N.,  R.  2  £.,  8^  miles  southwest  of  Liberty,  Fremont 
Ck>unty. 

Coal  bed, — ^The  bed  is  Cretaceous  age;' Mesa verde  formation.  Very  lenticular  in 
character.    Dip,  about  eo""  SW. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  in  1908,  as  described  below: 

Section  of  coal  bed  in  Le  Clair  mine^  8^  miles  southwest  of  Liberty. 


LaboratoiT  No 

Roof,  sandstone. 

Coal 

Shale,  sandy  a 

Coal 

Floor,  shale. 

TnicknesB  of  bed 

Thickness  of  ooal  sampled . 


6706 

Ft. 

in. 

4 

7 

1 

5 

1 

6 

7 

6 

6 

1 

a  Not  Included  ki  sample. 

The  sample  was  taken  at  the  end  of  slope  about  50  feet  deep. 
Note. — ^The  mine  was  not  in  operation  at  the  time  of  sampling. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  306. 

Liberty.    Muddy  Creek  Mine. 

Sample. — Subbituminous  coal;  Muddy  Creek  field.  Wind  River  region;  analysis 
No.  9132  (p.  306). 

Mine. — ^Muddy  Creek;  in  sec.  20,  T.  G  N.,  R.  1 E.,  14  miles  southwest  of  Liberty,  and 
about  35  miles  northwest  of  Shoshone. 

Coal  bed. — ^The  bed  is  Tertiary  age,  Fort  Union  formation.  This  bed  is  extremely 
variable  in  thickness.    Dip,  28°  £. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  in  June,  1909,  as  shown 
below: 

Section  of  coal  bed  in  Muddy  Creek  minCy  14  miles  southwest  of  Liberty. 


LaboratorrNo 

Roof,  sandstone. 

Ck»l 

Shale 

Coal 

Bone 

Ck»l 

Bone 

Coal 

Floor,  bone. 

Thickness  of  bed 


9132 
Ft.  in. 
0     8 


0 
0 
0 
3 
0 
G 


4 
4 

8 
6 

4 
4 


12      2 


The  lower  45  inches  of  the  lower  bench  of  coal  was  included  in  the  sample,  which ' 
was  taken  at  the  end  of  the  slope,  75  feet  from  the  mouth  of  the  opening. 

Notes. — ^The  mine  was  idle  at  the  time  of  sampling.  The  coal  was  dry  and  in  a 
fairly  good  state  of  preservation. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  306. 

RiVEBTON.      ShIPTON  MiNE. 

Sample. — Subbituminous  coal;  Alkali  Butte  field,  Wind  River  region;  analysis 
No.  9772  (p.  306). 

jf{n«.— Shipton;  in  sec.  5,  T.  2  S.,  R.  6  E.,  about  15  miles  southeast  of  Riverton. 

Coal  bed. — ^This  mine  was  being  opened  on  one  of  the  several  beds  in  the  Meeaverde 
formation;  Cretaceous  age.    The  bed  at  the  end  of  the  entry  dips  12^  N. 

The  bed  was  measured  and  sampled  by  Dean  E.  Winchester  in  August,  1909,  aa 
shown  on  the  following  page. 
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Section  of  coal  bed  in  Shipton  miney  15  miles  southeast  o/Riverton. 


Lftboratory  No 

Shale  with  some  ooal  a , 

COBl 

Bone  a 

Coal 

Floor,  shale. 

Tnic3me9s  of  hed 

Thickness  of  ooal  sampled . 


9772 

FU 

in. 

1 

4 

0 

8 

0 

8 

4 

10 

7 

6 

5 

6 

>  Not  Included  in  sample. 

The  sample  was  taken  45  feet  from  opening. 

Note, — This  mine  was  just  being  opened  at  the  time  of  examinatiqn,  and  the  sample 
showed  some  trace  of  surface  weathemg. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  306. 

RlVBRTON.      KiNNEAR  MiNB. 

Sample. — Subbituminous  coal;  Pilot  Butte  field,  Wind  River  r^ion;  analysis  No. 
9133  (p.  306). 

Mine. — Kinnear;  in  sec.  13,  T.  3  N.,  R.  1 W.,  about  30  miles  northwest  of  Rivorton. 

Coal  hed. — Kinnear.  Cretaceous  age;  Mesaverde  formation.  Roof,  shale;  floor, 
shale.    The  bed  dips  IQ""  E. 

The  bed  was  measured  and  sampled,  the  sample  including  2  feet  9  inches  of  coal. 
The  sample  was  taken  in  the  side  entry  where  the  coal  was  bright  on  June  26, 1909, 
by  E.  G.  Woodruff, 

Notes. — ^This  mine  consisted  of  a  slope  300  feet  long,  from  which  one  side  entry 
40  feet  long  had  been  turned  near  the  bottom.  The  mine  was  worked  periodically 
to  supply  local  trade. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  306. 

RoNois.    Speyer  Prospect. 

Sample. — Subbituminous  coal;  Great  Divide  Basin  field;  analysis  No.  5816  (p.  306). 

Loca/ion.— Speyer  prospect;  in  the  SW.  }  SE.  }  sec.  6,  T.  27  N.,  R.  89  W.,  Fremont 
County,  18  miles  southeast  of  Rongis.    No  railroad  connection. 

Coal  bed. — No  name.  Cretaceous  age ;  * '  Laramie  "  formation .  Dip,  22^ ;  roof,  shale ; 
floor,  sandstone. 

The  bed  was  measured  and  sampled  in  1907  by  E.  E.  Smith,  the  sample  including 
6  feet  of  lower  part  of  16-foot  bed  of  coal. 

Notes. — Blocks  of  coal  taken  from  a  mine  of  this  field  in  1905,  and  kept  in  a  shed 
with  open  windows  until  October,  1907,  were  laige  and  firm,  but  the  surface  of  the 
coal  had  lost  its  luster  and  was  in  places  slightly  checked.  The  specific  gravity  of  the 
coal  was  considerably  less  than  that  of  fresh  coal  from  the  same  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  306;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  237. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  232. 

JOHNSON  COUNTY. 

Barber.    Surface  Prospect. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  6444  (p.  306). 

Location. — Surface  prospect;  in  sec.  29,  T.  53  N.,  R.  77  W.,  about  8  miles  south  of 
the  Chicago,  Burlington  &  Quincy  Railroad  at  Arvada,  and  15  miles  north  of  Barber. 

Coal  bed. — Lower  Ulm  or  Healy  coal  at  the  base  of  the  Ulm  group  of  the  Fort  Union 
formation;  Tertiary  age. 


WYOMIirc:  JOHKBOK  COUKTT. 
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The  bed  waa  measured  and  sampled  by  R.  W.  Stone  and  C.  T.  Lupton  in  August, 
1908,  as  shown  below: 

Section  of  coal  bed^  15  miles  north  of  Barber. 


liSboratory  No 

C3oal« 

Claya 

Coal 

Claya 

Coala 

Thickness  of  bed 

Thickness  of  coal  sampled 


M44 

Ft. 

in. 

2 

6 

2 

0 

11 

0 

1 

0 

1 

6 

18 

0 

11 

0 

a  Not  included  in  sample. 

The  sample  was  taken  from  a  natural  exposure  which  must  necessarily  have  been 
more  or  less  weathered .  All  checked  coal  was  removed  in  order  to  get  as  fresh  material 
as  possible. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  306. 

Buffalo.    MrrcHELL  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analyses  Nos.  6469,  6470 
(p.  306). 

if ine.— Mitchell;  in  the  NE. }  sec.  26,  T.  51 N.,  R.  82  W.,  1  mile  northeast  of  Buffalo. 

Coal  bed. — ^The  bed  is  Cretaceous  age;  Piney  formation.  The  roof  is  shale.  Cover 
is  about  110  feet  thick,  and  consists  in  a  great  part  of  coaJ  and  shale  beds. 

The  bed  was  measured  and  sampled  in  1908  by  H.  S.  Gale,  as  shown  below: 

Section  of  coal  bed  in  Mitchell  mine,  1  mile  northeast  of  Buffalo. 


Coala 

Shale 

Coala 

Shale 

Bone 

Coal 

Shale 

Bone 

Coal6 

Shale 

Coal6 

Shale 

Coal 

Shale 

Coalft 

Shale 

Coalft 

Thickness  of  bed 


Ft.  in. 

I  1 

2     8 

0     4 

2    11 

1      7 

0      6 

1    10 

3      3 

0      1 

0    11 

0      2 

0      2 

0      h 

0      7 

0      2 

1      8 

18      7i 


o  Included  in  sample  6469. 


b  Included  in  sample  6470. 


The  mine  had  been  opened  the  year  before  the  time  of  taking  sample  6470,  but  coal 
had  been  mined  at  this  particular  place  (20  feet  north  of  slope)  only  a  few  days  before 
the  samples  were  taken.  The  face  of  the  coal  showed  no  sign  of  weathering  and  no 
moisture  was  seen  at  this  place.  It  is  believed  that  the  coal  was  practically  un- 
weathered. 

Sample  6469  was  taken  from  the  wall  of  the  slope  near  its  foot.  The  coal  had  been 
exposed  to  the  air  for  some  months,  but  as  there  was  considerable  moisture  present 
the  face  of  the  bed  was  as  firm  as  when  freshly  mined.  About  3  inches  of  the  face 
was  removed  before  the  sample  was  cut. 

Notes. — ^The  coal  of  the  Powder  River  field  is  dark  brown  or  black,  in  contrast  to  the 
more  woody  brown  of  lignite.    The  coal  is  more  brittle  than  lignite.    Its  calorific 
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value  averages  about  10,000  Brituh  thennal  unite.  A  coal  clean  at  one  point  may  be 
continuous  with  and  meige  into  a  bony  coal  or  carbonaceous  shale  which  is  worthless. 
In  certain  places  along  the  outcrop  is  observed  a  thin  parting  of  shalci  which  thickens 
in  passing  along  the  strike,  separating  the  coal  bed  into  benches  in  such  a  manner  aa 
to  render  worthless  a  bed  that  in  other  localities  is  valuable.  In  1908  the  field  was 
distant  from  lines  of  transportation  and  therefore  there  was  little  demand  for  its  coal. 
A  few  mines  supplied  fuel  for  local  consumption. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  160. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  141. 

Buffalo.    Munkre  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  6410  (p.  307). 

Ifin4!.— Munkre;  in  the  SW.  i  sec.  36,  T.  51  N.,  R.  82  W.,  1  mile  east  of  Buffalo. 

Coal  bed. — ^Tho  bed  is  Cretaceous  age;  Piney  formation.  The  bed  is  18  feet  5  inches 
thick,  but  only  the  6-foot  bench  was  worked  at  time  of  sampling.  This  bench  carries 
a  thin  bone  parting  in  some  parts  of  the  mine.  There  is  about  85  feet  of  cover,  con- 
sisting of  shale  and  coal  beds  with  a  little  alluvium  at  the  surface. 

The  bed  was  measured  and  sampled  in  1908  by  0.  H.  Wegemann,  as  shown  below: 

Section  of  coal  bed  in  Munkre  mine^  1  mile  east  of  Buffalo. 


Lftboratory  No 

Coal« 

Shalea 

Coala 

Shalea 

Coel 

Bone  a , 

Coal« 

Thickness  of  bed 

Thickness  of  coal  sampled , 


6410 
Ft.  in. 

5  0 
0  7 
0  6 

0  4 

6  0 

1  0 
5  0 


18    6 
6    0 


a  Not  included  in  sample. 

Notes. — ^This  was  an  old  mine,  but  the  sample  was  obtained  from  a  face  of  coal 
which  had  been  worked  recently  about  200  feet  from  the  foot  of  the  slope.  No  moisture 
was  to  be  seen  and  it  is  believed  that  the  coal  was  practically  unweathered.  The 
output  of  the  mine  during  the  winter  was  about  27  tons  a  day. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  150. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  141. 

Hamilton.    Prospbgt. 

Sample. — Bituminous  coal;  Powder  River  field;  analyses  Nob.  6434,  6435  (p.  307). 

Location. — Surface  prospect;  in  the  SE  }  see.  3,  T.  52  N.,  R.  82  W.,  4  miles  south- 
west of  Hamilton  and  about  12  miles  north  of  Buffalo. 

Coal  bed. — ^Healy.  Cretaceous  age;  Piney  formation.  The  bed  is  about  10  feet 
10  inches  thick,  and  was  sampled  by  H.  S .  Gale  in  1908.    Goal  is  imder  8  feet  of  cover. 
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SeotionM  of  coal  bed  in  nar/aee  pro»pect,  4  miU$  9outhweat  of  EamiUon. 


Laboratory  No ^ 

Coal 

Sbale 

Coal 

Shale 

Coal 

Sbale 

Coal 

Sbale 

Coal 

Sbale 

Coal 

Sbale 

Coal 

Sbale 

Coal 

Thloknessofbed 

Thiokness  of  ooal  sampled 


0434 

FU  in. 

a2 

0 

«0 

4 

2 

6i 

•0 

1 

«0 

7 

•  0 

1 

al 

7 

ao 

h 

aO 

4 

aO 

\ 

oO 

U 

ao 

3 

ol 

0 

«0 

1 

al 

0 

10 
2 

't 

6435 
Ft.  in. 


a2 
aO 
a2 
•0 
aO 
ao 

1 
ao 
aO 
ao 

0 
ao 

1 
ao 
al 


0 

4 

? 

7 
1 

7 

h 

4 

11* 

3 
0 
1 
0 


10    lOi 
3      6 


a  Not  included  in  sample. 

Sample  6435  was  taken  from  lower  part  of  bed,  and  sample  6434  from  the  upper 
part.  Coal  from  this,  place  had  been  mined  on  day  before  samples  were  taken,  but 
the  face  of  the  coal  had  already  begun  to  check.  About  3  inches  of  surface  was  removed 
before  samples  were  taken. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307;  also  U.  S. 
Geol.  Survey  Bull.  381,  p.  150. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  141. 
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Casper.    Prospect. 

Sample. — Subbituminous  coal;  Glenrock  field;  analyses  No.  5319  (p.  307). 

Location. — Prospect;  8  miles  southeast  of  Casper,  in  sec.  20,  T.  33  N.,  R.  78  W. 

Coal  bed. — ^The  coal  bed  is  found  in  the  lowest  part  of  the  sandstone  of  Montana 
formation;  Cretaceous  age.  The  thickness  varies  from  1  foot  to  4  feet,  but  the  bed  is 
persistent.  The  roof  is  of  shale  2  feet  thick,  overlain  with  sandstone.  The  floor  is  of 
clay,  locally  of  sandstone. 

The  bed  was  measured  and  sampled  by  E.  W.  Shaw  on  July  8,  1907.  The  coal 
where  sampled  was  3  feet  thick.    The  coal  sampled  was  weathered. 

Notes, — The  coal  was  mined  in  several  small  banks.  No  coal  was  shipped  from  this 
bed. 

The  coal  is  black,  but  when  it  is  exposed  to  the  weather  it  cracks  and  the  surface 
becomes  slightly  brown. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  162. 

Casper.    Prospect. 

iSamp2«.— Subbituminous  coal;  Glenrock  field;  analysis  No.  5323  (p.  307). 

Location. — Prospect;  3  miles  southwest  of  Big  Muddy,  and  13  miles  east  of  Casper, 
in  sec.  4,  T.  33  N.,  R.  77  W. 

Coal  bed. — ^The  coal  bed  is  of  Montana  formation  somewhat  above  the  middle; 
Cretaceous  age.  The  thickness  varies  from  6  inches  to  3  feet.  The  dip  is  2^  to  5^ 
NE.  The  roof  and  floor  are  of  heavy,  bedded,  white  sandstone.  Thickness  of  the 
bed  22  inches. 

The  bed  was  measured  and  sampled  by  E.  W.  Shaw  on  September  1,  1907.  The 
sample  included  1  foot  10  inches  of  clear  coal,  weathered. 
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Note, — ^This  coal  is  probably  of  somewhat  better  quality  than  the  Fort  Union  coals. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  162. 

Efell.    Efell  Mine. 

Sample. — Subbituminous  coal;  Powder  Eiver  field,  Wind  Biver  region;  analysis 
No.  9149  (p.  307). 

ifine.—Efell;  Efell  district;  in  sec.  8,  T.  33  N.,  R.  83  W.,  3  miles  northwest  of 
Efell. 

Coal  bed, — One  of  the  several  beds  in  the  Mesaverde  formation;  Cretaceous  age. 
Dip  62«  SE. 

The  bed  was  measured  and  sampled  by  Dean  E.  Winchester  in  September,  1909, 
as  shown  below: 

Section  of  coal  bed  in  Efell  mine  at  EfelL 


Laboratory  No 

Roof,  bone. 

Goal 

Sandstone  a 

Goal 

Floor,  bone. 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


9149 
Ft.  in. 

3  4 
1  1 
1  2 

6  7 

4  6 


a  Not  included  in  sample. 

Notes. — ^The  mine  consisted  of  a  single  entry  or  tunnel  driven  200  feet  along  the 
strike  of  the  bed.  The  mine  was  worked  during  the  winter  to  supply  the  demands 
of  a  few  nearby  ranchers. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307. 

Oil  Cmr.    Local  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field,  Wind  River  region;  analysis 
No.  9145  (p.  307). 

Mine.— Small  local  mine;  in  sec.  27,  T.  34  N.,  R.  86  W.,  about  2}  miles  northwest 
of  Oil  City. 

Coal  bed. — ^The  bed  is  Cretaceous  age ;  Mesaverde  formation.  The  bed  dips  18°  NE. , 
and  the  prospect  is  driven  along  the  strike  of  the  bed. 

The  bed  was  measured  and  sampled  by  E.  G.  Woodruff  in  1909,  as  shown  below: 

Section  of  coal  bed  in  local  mincy  2\  miles  northwest  of  OH  City. 


Laboratory  No. 
Roof,  shale. 

Coalo 

Shalea 

Coal 

Shalea 

Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


9145 

Ft. 

to. 

3 

4 

2 

3 

2 

11 

14 

10 

2 

a  Not  included  in  sample. 

The  sample  was  taken  at  the  end  of  the  main  entry,  90  feet  from  the  opening. 

Notes. — ^No  work  was  being  done  at  the  time  the  mine  was  visited,  although  it  was 
worked  periodically  to  supply  local  trade.  The  coal  included  in  the  sample  was  in  a 
good  state  of  preservation. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307. 
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PowDEB  River.    Local  Mine. 

Sample. — SubbituminouB  coal;  Powder  River  field,  Wind  River  region;  analysis 
No.  9183  (p.  307). 

Mine.— Small  mine  (not  worked);  2}  miles  southwest  of  Powder  River,  in  sec.  14, 
T.  35  N.,  R.  85  W. 

The  bed  was  measured  and  sampled  by  D.  E.  Winchester  in  October,  1909,  as  shown 
below: 


LaboratorvNo 

Roof,  sandstone. 

Bones 

Coal 

Sandstone  > 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled , 


9183 

Ft.  in. 

0  3 

4  1 

0  1 

0  4 

4  9 

4  5 


«  Not  included  in  sample. 

The  sample  was  measured  at  the  end  of  the  main  entry,  350  feet  from  the  mouth  of 
the  mine. 
The  coal  included  in  the  sample  was  in  a  fairly  good  state  of  preservation. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307. 

PARK  COUNTT. 

Certain  towns  and  mines  now  included  in  Park  County  are  in  this  report  listed, 
under  Bighorn  County. 

SHERIDAN  COUNTY. 

Arvada.    Arvada  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analyses  Noe.  6459, 6461  (p.  307). 

Mine. — ^Arvada;  on  the  bank  of  Powder  River,  in  the  NE.  }  NW.  }  sec.  21,  T.  54  N., 
R.  77  W.,  i  mile  south  of  the  Chicago,  Burlington  &  Quincy  Railroad  at  Arvada. 

Coal  bed. — Arvada,  in  the  lower  portion  of  the  Intermediate  group  of  the  Fort  Union 
formation;  Tertiary  age.  This  coal  bed  has  roof  and  floor  of  clay.  The  coal  is  10  feet 
8  inches  thick  with  thin  streaks  of  charcoal.  The  upper  hall  of  the  bed  is  thinly 
bedded,  and  the  lower  half  is  massive. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  and  C.  T.  Lupton  in  July,  1908. 

Sample  6459  represented  10  feet  8  inches  of  weathered  coal ,  or  the  entire  bed .  Sample 
6461  represented  the  lower  half  of  the  bed  and  consisted  of  solid  block  coal,  weathered. 
The  samples  were  taken  about  100  feet  from  the  entry,  and  as  no  mining  had  been  done 
for  several  months  represented  somewhat  weathered  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307. 

Carneyville.    Carney  Mine. 

Sample, — Subbituminous  coal;  Powder  River  field;  analyses  Nos.  5387, 5388  (p.  307). 

Mine. — Carney;  1  mile  east  of  Caraeyville,  in  sec.  16,  T.  57  N.,  R.  84  W.,  Sheridan 
County. 

Coal  bed. — Carney.  Tertiary  age;  Fort  Union  formation.  The  bed  is  about  15  feet 
thick  with  a  shale  roof  and  carbonaceous  shale  floor. 

The  bed  was  measured  and  sampled  at  two  points  in  1907.  Sample  5387  represented 
4  feet  6  inches  of  coal  in  the  upper  bench.  Sample  5388  represented  10  feet  9  inches 
of  coal  in  the  lower  bench.  There  is  a  shale  parting,  2  to  4  inches  thick,  between  the 
benches. 

Note. — ^The  coal  is  distinctly  black  and  has  a  shiny  luster  when  fresh. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307 ;  also  U.  8.  Qeol. 
Survey  Bull.  341,  p.  135. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  126. 
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Oarnetyillb.    Evans  Minb. 

Sample. — Subbituminous  coal;  Powder  River  field;  analyeiB  No.  5377  (p.  307). 

Mine. — Evans;  on  Tongue  River,  in  the  S.  }  sec.  2,  T.  57  N.,  R.  S4  W.,  3}  miles 
northeast  of  Gameyville. 

Coal  bed. — Evans.  Tertiary  age;  Fort  Union  formation.  The  bed  is  about  17 
feet  thick,  with  a  light-blue  shale  roof  16  feet  thick. 

The  bed  was  measured  and  sampled  by  J.  A.  Ta£f  in  1907,  as  shown  below: 

Section  of  coal  bed  in  Evans  minct  3^  miles  northeast  of  CameyviUe. 


LaboratorvNo 

Roof.  Usht-blue  shale. 

Coal  and  shale,  alternate  layen  o. 

Coal 

Bony  shale,  thin  parting 

Coal  to  level  of  river 

Base  of  coal  bed  concealed. 

Thickness  of  bed 

Thickness  of  coal  sampled 


5877 

FL  te. 

2  10 

6  2 

•  •  •  • 

9  2 

17  2 

14  4 


>  Not  included  in  sample. 

The  sample  was  taken  60  feet  in  the  mine,  and  included  7  feet  of  coal  from  the 
middle  part  of  the  bed. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307;  also  U.  8. 
Geol.  Survey  Bull.  341,  p.  135. 

For  geologic  relations  see  U.  S.  Survey  Bull.  341,  p.  126. 

• 

Carneyville.    Evans  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5382  (p.  907). 

lfiri«.— Evans.  On  Badger  Creek  in  the  NE.  J  sec.  2*9,  T.  68  N.,  R,  82  W.,  13 
miles  northeast  of  Carneyville  and  3  miles  southeast  of  Decker. 

Coal  bed. — No  name.    Tertiary  age;  Fort  Union  formation. 

The  bed  was  measured  and  sampled  in  1907  by  Joseph  A.  Taff.  The  sample  was 
taken  in  mine,  30  feet  from  entrance,  and  represented  6  feet  of  clear  coal  in  the  middle 
of  the  9-foot  bed.    The  sample  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  136. 

For  geologic  relations  see  U.  S.  Geol.  Siu^ey  Bull.  341,  p.  142. 

Carroll.    Betheurem  Prospect. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  6748  (p.  307). 

Location. — Betheurem  prospect;  in  sec.  14,  T.  64  N.,  R.  83  W.,  IJ  miles  north  of 
Carroll. 

Coal  bed. — Lower  Ulm.  Tertiary  age;  Fort  Union  formation.  The  bed  is  about 
6  feet  2  inches  thick,  overlain  with  shale. 

The  bed  was  measured  and  sampled  by  J.  A.  Taff  in  October,  1907,  as  shown  below: 

Section  of  coal  bed  in  Betheurem  prospect  j  H  miles  north  of  Carroll. 


Laboratory  No 

Roof,  shale. 

Coal,  bony 

Shale,  carbonaoeoos  ». 

Coal 

Shale,  blue« 

Coal,  bony 


Thickness  of  bed 

Thickness  of  coal  sampled , 


S7tf 

2  4 

0  « 

1  0 
0  4 

2  0 


6     2 
6     4 


a  Not  Included  in  sample. 
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The  sample  was  taken  about  75  feet  in. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  136. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  126. 

DiETZ.    DiETZ  No.  1  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5381,  (p.  307). 
i/tn«.— Dietz  No.  1;  at  Dietz,  in  sec.  34,  T.  57  N.,  R.  84  W. 
Coal  bed. — Dietz  No.  1.    Tertiary  age;  Fort  Union  formation.    The  bed  is  about 
12  feet  1  inch  thick.    Roof  and  floor,  shale. 
The  bed  was  measured  and  sampled  by  J.  A.  Taff  in  August,  1907,  as  shown  below: 

Section  of  coal  bed  in  Dietz  No.  1  mine  at  Dietz. 


Laboratory  No 

Roof,  gray  shale. 

CoaJa 

Shale,  gray  « 

CJoal 

Shale  a 

Coal 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled , 


5381 

Ft. 

in. 

2 

0 

1 

6 

7 

10 

0 

1 

0 

9 

12 

2 

8 

7 

a  Not  included  in  sample. 

Sample  5381  was  taken  2,800  feet  from  the  mine  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  307;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  135. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  126. 

Dietz.    Dietz  No.  4  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5378  (p.  308). 

Mine. — ^Dietz  No.  4;  at  Dietz,  in  sec.  34,T.  57N.,R.84W.,  Sheridan  County,  on  the 
Chicago,  Burlington  &  Quincy  Railroad. 

Coal  bed. — ^DietzNo.  2.  Tertiary  age;  Fort  Union  formation;  8  feet  6  inches  of  clear 
coal. 

The  bed  was  measured  and  sampled  in  1907  by  Joseph  A.  Taff.  The  sample  was 
taken  in  mine,  600  feet  from  entrance. 

Note. — If  protected  from  the  weather,  the  coal  will  not  slack  for  an  indefinite  time. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  308;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  135. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  140. 

DiETZ.    DiETZ  No.  3  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5379  (p.  308). 

Mine.— Dietz  No.  3;  }  mile  south  of  Dietz, in  sec.  3,  T.  56  N.,  R.  84  W.,  Sheridan 
County,  on  the  Chicago,  Burlington  &  Quincy  Railroad. 

Coal  bed. — ^DietzNo.  2.    Tertiary  age;  Fort  Union  formation. 

The  bed  was  measured  and  sampled  in  1907  by  Joseph  A.  Taff.  The  measurement 
showed  5}  feet  of  coal  separated  by  a  shale  parting  from  3  feet  of  coal  below.  The  sam- 
ple was  taken  in  mine,  400  feet  from  entrance. 

Note. — ^If  protected  from  the  weather,  the  coal  will  not  slack  for  an  indefinite  time. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  308;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  135. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  140. 
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DisTZ.    DiETZ  No.  2  Mine. 

Sample, — Subbituminous  coal;  Powder  River  field;  analysea  Nob.  5385, 7591  (p.  90B). 

Mine:— hieiz  No.  2;  1  mile  east  of  Dietz,  in  sec.  35,  T.  57  N.,  R.  84  W.,  Sheridan 
County,  on  the  Chicago,  Burlington  &  Quincy  Railroad. 

Coal  bed. — Dietz  No.  2.  Tertiary  age;  Fort  Union  formation.  Thickneas,  8  feet  6 
inches  of  clear  coal. 

The  bed  was  measured  and  sampled  in  August,  1907,  by  Joseph  A.  Ta£f.  The 
sample  (No.  5385)  ihcluded  an  S^foot  cut,  and  was  taken  2,000  feet  from  mouth  oC 
mine. 

The  bed  was  also  measured  and  sampled  by  K.  M.  Way  in  1909.  The  sample  (No. 
7591)  included  5  feet  11}  inches  of  coal,  and  was  taken  from  face  of  south  entry  1,  off 
new  east  entry. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  buUetin,  p.  306;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  135. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  140. 

Dietz.    Dietz  No   5  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5384  (p.  308). 

Mine. — Dietz  No.  5;  IJ  miles  north  of  Dietz,  in  sec.  27,  T.  57  N.,  R.  84  W.,  Sheridan 
County,  on  Chicago,  Burlington  &  Quincy  Railroad. 

Coal  bed. — Dietz  No.  2.  Tertiary  age;  Fort  Union  formation.  The  bed  was  meas- 
ured and  sampled  in  August,  1907,  by  Joseph  A.  Taff.  The  sample  included  an  8^ 
foot  cut  of  clear  coal. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  308;  also  U.S.  Geol. 
Survey  Bull.  341,  p.l35. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  141. 

Dietz.    Prospect. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5383  (p.  308). 

Location. — Prospect;  on  Goose  Creek  in  the  NE.  J  sec.  22,  T.  57.  N.,R.  84  W.,  2 
miles  north  of  Dietz. 

Coal  bed. — Dietz  No.  3.    Tertiary  age;  Fort  Union  formation. 

The  bed  was  measured  and  sampled  in  1907  by  Joseph  A.  Taff.  The  sample  in- 
cluded a  6-foot  cut  of  coal  from  the  bed  which  was  reported  to  be  about  14  feet  thick. 
The  sample  was  taken  in  prospect,  80  feet  from  mouth.  The  coal  was  probably 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  308;  also  U.  S.  Geol. 
Siurvey  Bull.  341,  p.  135. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  140. 

Dietz.    Roland  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5380  (p.  308). 

Mn«.— Roland;  in  sec.  25,  T.  57  N.,  R.  84  W.,  2  miles  northeast  of  DieU. 

Coal  bed. — Roland.    Tertiary  age;  Fort  Union  formation. 

The  bed  was  measured  and  sampled  in  1907  by  Joseph  A.  Taff.  The  sample  was 
taken  from  a  7i-foot  cut  of  coal,  under  which  was  5  feet  6  inches  of  coal.  The  nmple 
was  taken  in  prospect,  60  feet  from  entrance.    The  coal  was  probably  weathered. 

Note. — If  protected  from  the  weather,  the  coal  will  adhere  together  for  an  indefinite 
time. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  308;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  136. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  142. 
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Kendrick.    Sweat's  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analyses  Nos.  7374, 6798  (p.  308). 

IftTkJ.— Sweat's;  a  drift  mine  in  sec.  13,  T.  55  N.,  R.  78  W.,  1}  miles  north  of  the 
Chicago,  Burlington  &  Quincy  Railroad  at  Kendrick. 

Coal  bed, — ^Arvada.    Tertiary  age ;  Intermediate  group  of  the  Fort  Union  formation . 

The  bed  was  measured  and  sampled  at  two  points. 

Sample  7374  was  taken  by  J.  N.  Sweat,  under  the  direction  of  R.  W.  Stone,  and 
represented  9  feet  of  absolutely  fresh  coal  from  the  face  of  a  drift  100  feet  long. 

Sample  6798  was  taken  from  the  face  of  a  drift  about  40  feet  long,  and  represented 
the  entire  thickness  of  the  bed,  which  is  9  feet  of  clean  solid  subbituminous  coal. 
The  sample  was  taken  by  R.  W.  Stone  and  C.  T.  Lupton  in  November,  1908.  This 
coal  should  have  been  fresh,  for  the  face  had  been  mined  the  previous  day  and  there 
were  no  indications  of  surface  weathering. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bidletin,  p.  308. 

Kendrick.    Surface  Outcrop. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  6460  (p.  308). 

Location, — Outcrop;  on  bank  of  Clear  Creek  near  Culture  ranch,  in  the  NW. 
i  NW.  i  sec.  12,  T.  55  N.,  R.  78  W.,  3  miles  north  of  the  Chicago,  Burlington  &  Quincy 
Railroad  at  Kendrick. 

Coal  bed. — Smith.  Fort  Union  formation;  Tertiary  age.  The  bed  has  a  sandstone 
roof  and  floor,  and  a  thickness  of  10  feet  of  clean  coal. 

The  bed  was  measured  and  sampled  by  R.  W.  Stone  in  July,  1908.  The  sample 
was  taken  from  a  10-foot  cut  of  clean  coal.  It  was  taken  at  a  clean  washed  outcrop 
in  the  bank  of  the  creek,  and  although  exposed  constantly  to  the  air,  represented 
fairly  fresh  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  308. 

Kendrick.    Wyomino  Smokeless  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5922,  (p.  309). 

Mine.— Wyoming  Smokeless;  a  shaft  mine,  in  the  NE.  J  SE.  J  sec.  24,  T.  55  N., 
R.  78  W.,  at  Kendrick. 

Coal  bed. — Kendrick.    Tertiary  age;  Fort  Union  formation. 

The  bed  was  measured  and  sampled  on  January  23, 1908,  the  sample  representing 
the  entire  bed  of  12  feet  of  clear  coal.  The  sample  was  taken  at  bottom  of  shaft  150 
feet  deep. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  309;  also  U.  S.  Geol.  Survey 
Bull.  341,  p.  136. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  126. 

Monarch.    Monarch  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  (Wyoming  No.  1)  analyses 
Nos.  1368,  1369,  5386,  5395,  (p.  309). 

Mine. — ^Monarch;  in  sec.  19,  T.  57  N.,  R.  84  W.,  at  Monarch,  9  miles  northwest  of 
Sheridan,  on  the  Burlington  &  Missouri  River  Railroad. 

Coal  bed. — Monarch.  Tertiary  age ;  Fort  Union  formation,  about  500  feet  above  the 
bottom  of  it.  It  IB  thought  to  be  the  fourth  in  a  series  of  25  beds.  At  Dietz, 
4  miles  southeast  of  Monarch,  beds  Nos.  9  and  10  are  mined.  The  twenty-fifth  bed 
outcrops  at  Gillette.  The  coal  is  free  from  partings,  and  is  28  to  32  feet  thick. 
Usually  the  upper  6  feet  of  coal  are  interbedded  with  shale,  leaving  a  workable  thick- 
ness of  from  22  to  26  feet. 

The  working  faces  about  1,600  feet  from  the  shaft  were  measured  and  sampled  by 
F.  W.  de  Wolf,  in  1904.    Analyses  appear  under  laboratory  Noe.  1368  and  1369. 
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The  bed  was  also  measured  and  sampled  at  two  points  in  1907  by  Joseph  A.  TafiF. 
The  samples  (Nos.  5386  and  5395)  were  obtained  3,000  feet  from  mine  entrance,  where 
the  bed  is  said  to  be  18  feet  thick.  Sample  5395  was  taken  near  the  outcrop  and  the 
coal  may  have  been  slightly  weathered. 

Note9. — The  output  in  1904  was  about  1,000  tons  daily,  of  which  about  one-third 
was  used  by  locomotives,  the  remainder  being  equally  divided  between  factories 
and  household  use.    This  coal  is  black  and  pitchy-looking. 

For  steaming  tests  of  this  coal  see  U.  S.  Geol.  Survey  Bull.  261,  p.  83;  Prof. 
Paper  48,  p.  929;  for  briquetting  tests,  see  U.  S.  Geol.  Survey  Bull.  26l',  p.  165. 
Prof.  Paper  48,  p.  1451. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  309;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  pp.  138,  262;  Bull  261,  p.  59;  Bull.  341,  p.  138. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  138. 

Monarch.    Kennedy  Prospect. 

Sample, — Subbituminous  coal;  Powder  River  field;  analysis  No.  5393  (p.  309). 

Mine, — Kennedy  prospect,  in  sec.  24,  T.  57  N.,  R.  85  W.,  1  mile  northwest  of 
Monarch. 

Coal  bed, — Monarch.  Tertiary  age;  Fort  Union  formation.  The  entire  bed  is 
reported  to  be  34  feet  thick. 

The  bed  was  measured  and  sampled  in  1907  by  Joseph  A.  Ta£f.  The  sample  repre- 
sented 6  feet  of  coal,  and  was  obtained  from  the  lower  part  of  the  bed  100  feet  from 
the  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  309;  also  XJ.  S. 
Geol.  Survey  Bull.  341,  p.  135. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  138. 

Monarch.    Masters  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5389  (p.  309). 
Jftn«.— Masters;  IJ  miles  west  of  Monarch,  in  sec.  14,  T.  57  N.,  R.  85  W. 
Coal  bed, — Upper  Masters.    Tertiary  age;  Fort  Union  formation.    The  bed  is 
about  6  feet  thick. 
The  bed  was  measured  and  sampled  by  J.  A.  Taff  in  August,  1907,  as  shown  below: 

Section  of  coal  bed  in  the  Masters  mine,  1\  miles  west  of  Monarch. 


Laboratory  No 

Roof,  soft,  drab  sbale. 

Coal 

Shalea 

Coalo 


Thickness  of  bed 

Tlfickness  of  coal  sampled , 


5389 

Ft. 

in. 

4 

10 

0 

3 

0 

11 

6 

0 

4 

10 

a  Not  included  in  sample. 

The  sample  was  taken  300  feet  from  the  mine  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  309;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  135. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  126. 

Monarch.    Kooi  Mine. 

Sample, — Subbituminous  coal;  Powder  River  field;  analysis  No.  5391  (p.  309). 
Mine.— ^Kooi\  in  sec.  23,  T.  57  N.,  R.  85  W.,  2  miles  northwest  of  Monarch,  Sheridan 
County,  on  the  Chicago,  Burlington  <&  Quincy  Railroad. 
Coal  bed, — ^Monarch.    Tertiary  age;  Fort  Union  formation. 
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The  bed  was  measured  and  sampled  in  August,  1907  by  Joseph  A .  Ta£F.  The  coal  was 
reported  to  be  15  feet  thick,  the  lower  part,  7  feet  4  inches,  being  mined.  The  sample 
was  obtained  from  this  part,  150  feet  from  the  entrance  of  the  mine. 

Notes, — If  protected  from  the  weather  this  coal  will  not  slack  for  an  indefinite  time 
and  for  this  reason  it  is  preferably  shipped  in  box  cars.  Its  efficiency  as  a  fuel  is 
greater  than  that  of  the  lignites. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  309;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  135. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  126. 

MoNABCH.    Con  ABLE  Pbobfect. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5394  (p.  309). 
Location. — Gonable  prospect;  in  sec.  12,  T.  57  N.,  R.  85  W.,  near  Monarch. 
Coal  bed. — Carney.    Tertiary  age;  Fort  Union  formation. 
The  bed  was  measured  and  sampled  in  August,  1907,  by  Joseph  A.  Taff. 

Section  of  coal  bed  in  Conable  prospect  near  Monarch. 


Laboratory  No. 

Coala 

Bhalea 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


53M 

Ft. 

in. 

6 

0 

1 

0 

8 

0 

14 

0 

8 

0 

«  Not  Included  in  sample. 

The  sample  was  taken  in  mine,  150  feet  from  entrance,  and  was  probably  weathered. 

Notes. — If  protected  from  the  weather  the  coal  will  not  slack.    Its  efficiency  as  a 
fuel  is  greater  than  that  of  the  lignites. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  309;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  135. 

Sheridan.    Smtth  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5545  (p.  309). 

Mine.Smith;  in  the  NW.  i  NE.  i  sec.  10,  T.  56  N.,  R.  84  W.,  3  miles  north  of 
Sheridan. 

Coal  bed. — Smith.    Tertiary  age;  Fort  Union  formation. 

The  bed  was  measured  and  sampled  in  October,  1907,  by  Joseph  A.  Taff,  as  shown 
below: 

Section  of  coal  bed  in  Smith  minCf  near  Sheridan. 


Laboratory  No 

Roof,  shale. 

Ooal,  bonya 

Coal 

Floor,  shale. 

Thiokneas  of  bed 

ThiCknoM  of  ooal  sampled . 


5545 
Ft.  in. 
0     6 

4  11 

5  5 
4    11 


a  Not  inchided  in  sample. 

The  sample  was  taken  in  mine  200  feet  from  entrance. 

Notes. — ^In  1907  coal  was  hauled  from  this  mine  in  wagon  to  Sheridan,  for  domestic 
use.  If  protected  from  the  weather  this  coal  will  not  slack  for  an  indefinite  time. 
Its  efficiency  as  a  fuel  is  greater  than  that  of  the  lignites. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  309;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  136. 

For  geologic  relations  see  U.  S.  Geol.  Survey  BuU.  341,  p.  141. 
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Sheridan.    Mabtin  Prospect. 

Sample. — Subbituminous  coal;  Powder  River  field;  an&lysis  No.  5546  (p.  309). 

Location.— Martin  prospect;  in  the  SW.  }  NW.  }  eec.  7,  T.  55  N.,  R.  83  W.,  3}  milee 
southeast  of  Sheridan. 

Coal  bed. — No  name.  Tertiary  age;  Fort  Union  formation.  The  bed  was  measured 
and  sampled  by  Joseph  A.  Taff  in  October,  1907. 

Section  of  coal  bed  in  Martin  prospect,  near  Sheridan. 


Laboratory  No.. 
Roof,  shale. 

Coal,  bony  «. 

Shalea 

Ck>al,  bony... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


5546 

Ft. 

in. 

3 

6 

2 

0 

4 

10 

10 

4 

4 

10 

«  Not  included  in  sample. 

The  sample  was  taken  100  feet  from  the  prospect  entrance.  It  was  probably 
weathered. 

Notes. — If  protected  from  the  weather  the  coal  will  adhere  together  for  an  indefinite 
time.    Its  efficiency  as  a  fuel  is  greater  than  that  of  the  lignites. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  309;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  136. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  144. 

Sheridan.    Black  Diamond  Mine. 

Sample, — Subbituminous  coal;  Powder  River  field;  analysis  No.  5392  (p.  309). 
Mine. — Black  Diamond;  in  sec.  3,  T.  55  N.,  R.  85  W.,  Sheridan  Coimty,  north  side 
of  Big  Goose  Creek,  6  miles  southwest  of  Sheridan. 
Coal  bed. — ^Monarch  (7).    Tertiary  age,  Fort  Union  formation. 
The  bed  was  measured  and  sampled  by  Joseph  A.  Taff  in  August,  1907,  as  follows: 

Section  of  coal  bed  in  Black  JHamoend  mine,  6  miles  from  Sheridan. 


Laboratory  No. 


Coal 

Coal  and  shale  a. 


Thickness  of  bed 

Thickneas  of  coal  sampled . 


5392 

Ft.  in. 

12 

0 

3 

« 

15 

« 

12 

0 

a  Not  included  in  sam]^ 

The  sample  was  taken  in  main  entry,  325  feet  from  entrance. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  309;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  135. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  139. 

Sheridan.    Nelson  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5390  (p.  309). 

iftn«.— Nelson;  in  the  SE.  }  sec.  14,  T.  55  N.,  R.  85  W.,  on  Beaver  Oraek,  6^  miles 
southwest  of  Sheridan.    No  railroad  connection. 

Coal  bed. — ^Monarch  (7).  Tertiary  age;  Fort  Union  fonnation.  The  bed  was 
measured  and  sampled  in  August,  1907,  by  Joseph  A.  Taff,  as  shown  on  the  following 
page: 
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Section  of  coal  bed  in  NeUon  mine,  6  miles  from  Sheridan. 


Laboratory  No. 


Coala.. 
Shales. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6390 

Ft.  in. 

6    6 

1    0 

12    0 


19    6 
12    0 


o  Not  included  in  sample. 

The  sample  was  taken  in  main  entry,  650  feet  from  entrance. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  309;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  135. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  139. 

Sheridan.    Moore  Mine. 

Sample. — Subbituminous  coal;  Powder  River  field;  analysis  No.  5747  (p.  309). 

Mine. — ^Moore  (local);  in  south  i  of  sec.  11,  T.  55  N.,  R.  85  W.,  8  miles  southwest  of 
Sheridan.    No  railroad  connection. 

Coal  bed. — ^Monarch  (?).    Tertiary  age;  Fort  Union  formation. 

The  coal  was  measured  and  sampled  by  Joseph  A.  Taff  in  October,  1907,  as  described 
below: 

Section  of  coal  bed  in  Moore  mine,  8  miles  southwest  of  Sheridan, 


Laboratory  No. 


Coals. 
Coal.. 


Thickness  of  bed 

Thickness  of  coal  sampled . 


S747 

FLin. 

2 

0 

9 

0 

11 

0 

9 

0 

a  Not  included  In  sample. 

The  sample  was  taken  150  feet  from  entrance  of  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  309;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  136. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  139. 

SWBBTWATBB  COtJNTY. 

Alkali  Butte.    Signor  Mink. 

Sample. — Subbituminous  coal;  Alkali  Butte  field;  Wind  River  region;  analysis 
No.  6710  (p.  310). 
lftn«.— Signor;  in  sec.  25,  T.  34  N.,  R.  95  W.,  south  of  Alkali  Butte. 
The  bed  was  measured  and  sampled  in  1908  by  E.  G.  Woodruff  as  described  below: 

Section  Of  coal  bed  in  Signor  mine,  south  of  Alkali  BtUte. 


Lab<M«tonr  No 

Roof,  sandy  shale. 

Bone  a 

Shalea 

Bonea 

Coal 


Thickness  of  bed 

Thickness  of  coal  sampled . 


eno 

Ft,  in. 
0  3 
0  6 
0  4 
4    2 


6    3 
4    2 


a  Not  included' in  sample. 
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The  sample  was  taken  in  first  south  entry,  about  100  feet  from  opening. 
Notes. — ^The  mine  was  worked  periodically  on  a  small  scale.    The  coal  was  in  a 
fairly  good  state  of  preservation. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  310. 

Black  Buttes.    Black  Buttbs  Mine. 

Sample. — Subbituminous  coal;  Rock  Springs  field;  analysis  No.  5952  (p.  310). 

ifiin€.— Black  Buttes  (abandoned);  in  sec.  16,  T.  18  N.,  R.  100  W.,  at  Black  Butteo. 

Coal  bed. — ^The  bed  is  Cretaceous  age,  '' Laramie"  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz.  The  sample  repre- 
sented 5  feet  6  inches  of  clear  coal,  and  was  taken  250  feet  from  entarance  of  mine. 

Notes. — The  coal  is  jet  black,  has  a  bright  or  even  glassy  luster.  The  coal  is  dense 
in  texture  and  somewhat  brittle.  The  streak  ranges  in  color  from  brownish-black  to 
black.  The  coal  on  exposure  to  air  remains  firm  and  compact  and  stands  ship- 
ment without  breaking  down. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  310;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  272. 

Black  Buttes.    Rock  Spbings-Gibraltar  Mink. 

Sample. — Subbituminous  coal;  Rock  Springs  field;  analysis  Nos.  5808,  5811,  7170, 
7093,  7096,  7097,  7103  (p.  310). 

Mtu;.— Rock  Springs-Gibraltar;  in  sec.  20,  T.  18  N.,  R.  100  W.,  1  mile  south  of 
Black  Buttes,  on  the  Union  Pacific  Railway. 

Coal  bed. — Not  named.    Cretaceous  age,  Laramie  formation. 

The  bed  was  measured  and  sampled  in  1907  at  seven  places  by  V.  H.  Bamett,  as 
described  below: 

Sections  of  coal  beds  in  Rock  Springs-Gibraltar  mine. 


Laboratory  No 

Coal,  upper  bed 

Interval,  78  feet. 
Coal,  lower  bed 

ThicknesB  of  bed  and  ooal  sampled. 


fiSQS 

Ft,  in. 
6     « 


6     « 


6811 


4     e 


4     e 


Sample  5808  was  taken  150  feet  from  entrance  of  mine. 

Sample  5811  was  taken  140  feet  from  entrance  of  mine. 

Samples  7170,  7093,  7096,  7097,  and  7103  represented  6}  feet  of  coal,  and  were 
taken  to  show  effect  of  weathering. 

Sample  7170  was  taken  in  mine,  100  feet  from  entrance. 

Sample  7103  was  taken  in  mine,  50  feet  from  entrance;  coal  weathered. 

Sample  7097  was  taken  in  mine,  150  feet  from  entrance. 

Sample  7096  was  taken  in  mine,  225  feet  from  entrance. 

Sample  7093  was  taken  in  the  NE.  i  NE.  i  sec.  20,  T.  18  N.,  R.  100  W.;  70i-inch 
cut;  tsJcen  in  mine,  355  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  310;  also  IJ.  S.  Geol. 
Survey  Bull.  341,  p.  272,  and  Bull.  381,  p.  244. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  293. 

Black  Buttes.    Rock  Sprinos-Sioux  Cnr  Mine. 

Sample. — Subbituminous  coal;  Rock  Springs  field;  analysis  No.  5930  (p.  310). 
2ftn€.— Rock  Springs-Sioux  City;  in  the  NE.  J  NE.  }  sec.  28,  T.  19  N.,  R.  100  W., 
3  miles  north  of  Black  Buttes. 

Coal  bed.—'Not  named.    Tertiary  age,  Wasatch  formation. 
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The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz.  The  bed  is  21  feet 
thick,  of  which  8  feet  of  clear  coal  was  sampled. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  310;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  272. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  pp.  261,  276. 

Black  Buttes.    Prospect  Pit. 

Sample, — Subbituminous coal;  Rock  Springs  field;  analyses  Nos.  5810, 5951  (p. 310). 

Mine, — Prospect  pit;  in  sec.  31,  T.  19  N.,  R.  100  W.,  3  miles  northwest  of  Black 
Buttes.    No  railroad  connection. 

Coal  bed, — ^The  bed  is  Cretaceous  age,  *'  Laramie ''  formation. 

The  bed  was  measured  and  sampled  at  two  places  in  1907  by  A.  R.  Shultz  and 
V.  H.  Bamett. 

Sample  5810  represented  5}  feet  of  clear  coal.  It  was  taken  in  prospect,  175  feet 
from  entrance. 

Sample  5951  represented  6^  feet  of  coal.  It  was  taken  in  prospect,  90  feet  from 
entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  310;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  272. 

Creston.    Latham  Prospect. 

Sample, — Subbituminous  coal;  Great  Divide  Basin  field;  analysis  No.  5949  (p.  311). 
ifin^.— Latham  prospect;  a  prospect  in  the  SE.  J  SE.  {  aec.  14,  T.  20  N.,  R.  93  W., 
4  miles  west  of  Creston. 
Coal  bed, — ^The  coal  bed  is  Tertiary  age,  Wasatch  formation. 
The  bed  was  measured  and  sampled  in  1907  by  E.  E.  Smith,  as  described  below : 

Section  of  coal  bed  in  Latham  prospect ^  4  miles  west  of  Creston. 


Laboratory  No. 


Coal 

Partlnga. 

Coal 

Parting  «. 
Coal 


Thickness  of  bed 

Thlcknefls  of  coal  sampled . 


50« 

► 

Ft. 

in. 

1 

0 

0 

1 

6 

0 

0 

i 

0 

8 

6 

»i 

6 

8 

o  Excluded  from  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  311 ;  also  U.S.  Geol. 
Survey  Bull.  341,  p.  238. 

Creston.    Cherokee  Abandoned  Prospect. 

Sample, — Subbituminous  coal;  Great  Divide  Basin  field;  analysis  No.  5817  (p.  311). 
Location, — Cherokee  abandoned  prospect;  in  the  NW.  }  SE.  J  sec.  10,  T.  20  N., 
R.  91  W.,  7  miles  east  of  Creston. 
Coal  bed, — ^The  bed  is  of  Cretaceous  or  Tertiary  age,  ''Upper  Laramie''  formation. 
The  bed  was  measured  and  sampled  in  1907  by  E.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  Cherokee  abandoned  prospect. 


Laboratory  No 


Coal... 
Bone  a. 
Coal... 


TtaioknesB  of  bed 

Thiokness  of  coal  sampled . 


5817 
Ft,    in, 
4     3 

0  3 

1  5 


6    11 
5     8 


o  Not  included  in  sample. 
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The  sample  was  taken  100  yards  north  of  Cherokee  siding. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  311;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  238. 

GUNN.      GUNN-QUEALY  **A*'  AND   "B"   MiNBB. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analyses  Nos.  5805, 5806,  7089, 7090, 
7091,  7092,  8534  (p.  311). 

2fin«.— Gunn-Quealy  "A"  and  "B, "  at  Gunn,  in  the  NW.  J  SE.  J  sec.  8,  T.  19  N., 
R.  104  W.,  on  the  Union  Pacific  Railway. 

Coal  bed. — Upper  and   Lower  Vandyke.    Cretaceous  age,  Meaaverde  formation. 

The  Upper  Van  Dyke  bed  was  measured  and  sampled  at  two  points  on  November 
1,  1907,  by  A.  R.  Schulz. 

Sample  5805  was  taken  in  main  slope  of  the  *'A"  mine,  200  feet  from  entrance, 
and  represented  a  4}-foot  cut. 

Sample  5806  was  taken  300  feet  from  entrance  of  the  '^  B  "  mine  in  the  main  slope, 
from  a  6-foot  cut. 

The  beds  were  also  measured  and  sampled  at  five  points  in  1908  to  show  effects  of 
weathering. 

Four  samples,  each  representing  a  70-inch  cut,  were  taken  from  the  Upper  Vandyke 
bed  in  the  *'  B ''  mine,  as  described  below: 

Sample  7991  was  taken  800  feet  in. 

Sample  7090  was  taken  10  feet  from  entrance.    Coal  very  much  weathered. 

Sample  7089  was  taken  80  feet  from  entrance;  weathered. 

Sample  7092  was  taken  in  room  7,  off  second  entry,  150  feet  from  entrance. 

Sample  8534  was  taken  from  the  Lower  Vandyke  bed,  in  main  entry,  1,100  feet 
from  entrance,  in  9)°  slope. 

The  sample  represented  a  70-inch  cut. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  pp.  311,  313;  also  U.  S. 
Geol.  Survey  Bull.  381,  p.  242. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  289. 

Lost  Soldier.    Prospect. 

Sample. — Subbituminous  coal;  Great  Divide  Basin  field;  analysis  No.  5826  (p.  311). 
Zoco^Mm.— Prospect;  in  the  NE.  J  NW.  J  sec.  16,  T.  26  N.,  R.  90  W.,  IJ  miles  east 
of  Lost  Soldier  tunnel.    No  railroad  connection. 

Coal  bed. — ^The  coal  bed  is  Cretaceous  age,  '' Laramie"  formation. 

The  bed  was  measured  and  sampled  in  1907  by  £.  £.  Smith,  as  described  below: 

Section  of  coal  bed  in  prospect  near  Lost  Soldier. 


Laboratory  No. 


Coala. 
Coal.. 


Thickness  of  bed 

Thiolmess  of  coal  sampled . 


5830 
FL    <«. 
9     9 
10     0 


19     9 
10     0 


o  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  311 ;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  237. 

Mazon.    McCourt  Mine. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  6797  (p.  311). 
Mine. — McCourt;  4  miles  east  of  Maxon,  in  the  NE.  i  NE.  i  sec.  25,  T.  14  N  , 
R.  104  W. 
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Coal  bed. — Almond  g^roup.  The  coal  is  of  CretaceouB  age,  upper  part  of  Meaaverde 
formation.    The  bed  is  6  feet  6  inches  thick,  with  a  sandy  clay  roof  and  shale  floor. 

The  bed  was  measured  and  sampled  by  J.  L.  Rich  on  October  26, 1908.  The  sample 
represented  6}  feet  of  coal.    It  was  taken  30  feet  in  the  mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  311;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  243. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  230. 

Maxon.    Koskib  Prospect. 

Sample, — Subbituminous  coal;  Bock  Springs  field;  analysis  No.  6795  (p.  311). 
Loeadon. — Koekie  prospect;  on  Canyon  Creek,  in  sec.  7  or  8,  T.  12  N.,  R.  101  W., 
15  miles  southeast  of  Maxon.    No  railroad  connection. 
Coal  bed, — ^The  bed  is  Tertiary  age,  Wasatch  formation. 
The  bed  was  measured  and  sampled  in  1908  by  £.  E.  Smith,  as  described  below: 

Section  of  coal  bed  in  Koshie  prospect^  15  miles  southeast  of  Maxon. 


Laboratory  No. 
Roof,  shale. 

Coal 

Sbalea 

Coal 

Shalea 

Coal 


Thickxiess  of  bed 

Thlcknesi  of  coal  sampled . 


679£ 

1 

Ft. 

in. 

2 

0 

0 

2 

2 

6 

0 

.2 

2 

4 

7 

1 

6 

9 

a  Not  included  in  sample. 

The  sample  was  taken  50  feet  from  the  entrance  to  the  prospect.  The  coal  was 
somewhat  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  311;  also  U.  S.  Geol. 
.Survey  Bull.  381,  p.  245. 

Point  of  Rocks.    Point  of  Rocks  Mine. 

Sample, — ^Bituminous  coal;  Rock  Springs  field;  analyses  Noe.  5351,  5352,  7087,  7088, 
7094,  7095,  7102  (pp.  311,  312). 

lftn«.— Point  of  Rocks;  in  the  SW.  }  SW.  J  sec.  26,  T.  20  N.,  R.  101  W.,  at  Point 
of  Rocks,  on  the  Union  Pacific  Railway. 

Coal  bed. — Upper,  except  sample  5352,  which  is  Lower.  Cretaceous  age,  Mesaverde 
formation. 

Samples  5351  and  5352  were  taken  by  John  L.  Rich  on  November  12, 1907. 

Samples  7087,  7088,  7095,  and  7102  were  taken  on  November  12,  1908,  by  B.  L. 
Johnson,  who  measured  the  following  section: 

Section  of  Upper  coal  bed  at  Point  of  Rocks  mine. 


Coal.. 
Bone.. 
Coal.. 
Bone.. 
Coal.. 


Tbicknessofbed. 


Ft.  in. 

2  8 

0  2 

1  3J 
0 
3 


7     U 


Sample  5351  was  taken  from  new  crosscut,  75  feet  below  surface  and  225  feet  from 
'entrance  and  included  a  6}-foot  cut. 

Sample  5352  was  taken  at  end  of  old  entry,  575  feet  from  entrance,  and  included  a 
5-foot  1-inch  cut  of  clear  coal. 
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The  samples  represented  the  entire  bed  except  the  bone  partings. 

Sample  7088  was  taken  50  feet  from  entrance  and  represented  a  6|-foot  cut. 

Sample  7095  was  taken  150  feet  from  entrance  and  represented  an  86-inch  cut. 

Sample  7087  was  taken  300  feet  from  north  of  entrance,  main  heading. 

Sample  7094  was  taken  500  feet  from  entrance,  main  heading. 

Sample  7102  was  taken  1,000  feet  from  entrance,  main  heading,  and  represented  a 
61-inch  cut. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  311;  also  IT.  S.  Geol. 
Survey  Bull.  341,  p.  272;  Bull.  381,  pp.  243,  246,  291. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  275;  Bull.  341,  p.  277. 

Rock  Springs.    Union  Pacific  No.  1  Mine. 

Sample. — Bitiuninous  coal;  Rock  Springs  field;  analysis  No.  5358  (p.  312). 

Mine, — Union  Pacific  No.  1;  at  Bock  Springs,  Sweetwater  Ck)unty,  in  sec.  35y  T. 
19  N.,  R.  105  W.,  on  the  Union  Pacific  Railway. 

Coal  bed, — No.  1.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  September  17,  1909,  by  John  L.  Rich,  aa 
shown  below: 

Section  of  coal  bed  in  Union  Pacific  No.  1  mine  at  Rock  Springg. 


Laboratory  No. 


Coala.. 
Boneo. 
Coal... 


TbJcknesBofbed , 

Thickness  of  coctl  sampled , 


5358 

Ft. 

in. 

1 

10 

0 

9 

« 

U 

9 

6 

6 

11 

a  Not  included  in  sample. 

The  sample  was  taken  in  room  66. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  312;  also  U.  S^Geol. 
Survey  Bull.  341,  p.  270. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  276. 

Rock  Springs.    Sweetwater  No.  2  Mine. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5359  (p.  312).^ 

Mine. — Sweetwater  No.  2;  1±  mile  nearly  east  of  Rock  Springs,  in  sec.  26,  T. 
19  N.,  R.  105  W.,  on  the  Union  Pacific  Railway. 

Coal  bed. — ^No.  7.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  September  17, 1907,  by  A.  R.  Schultz.  The 
sample  included  5  feet  4  inches  of  clear  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  312;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  270. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  276. 

Rock  SpRmas.    Union  Pacific  Old  No.  5  Mine. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5357  (p.  312.) 

Mine. — Union  Pacific  Old  No.  5;  1  mile  east  of  Rock  Springs,  in  sec.  26,  T.  19  N., 
R.  105  W.,  on  the  Union  Pacififc  Railway. 

Coal  bed. — ^No.  5.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  September  17, 1907,  by  A.  R.  Schultz.  The 
sample  included  3  feet  2  inches  of  clear  coal.  It  was  taken  in  the  mine,  20  feet 
from  the  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  312;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  276. 
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Rock  Springs.    Union  Pacific  No.  3  Mine. 

Sample. — ^Bituminous  coal;  Rock  Springs  field;  analysis  No.  5363  (p.  312). 

2fin<.— Union  Pacific  No.  3;  in  sec.  25,  T.  19  N.,  R.  105  W.,  IJ  miles  northeast  of 
Rock  Springs. 

Coal  bed. — ^No.'  7.    The  coal  is  of  Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1907 Jt>y  A.  R.  Schultz;  the  sample  was  taken 
at  point  where  the  bed  measured  29  inches  (upper  bench). 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  312;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  259. 

Rock  Springs.    Union  Pacific  No.  8  Mine. 

Sample. — ^Bituminous  coal;  Rock  Springs  field;  analysis  No.  5361  (p.  312). 

MiTU. — Union  Pacific  No.  8.  A  shaft  mine  1^  miles  northeast  of  Rock  Springs,  in 
sec.  25,  T.  19  N.,  R.  105  W.,  on  the  Union  Pacific  Railway. 

Coal  bed. — No.  7.    Cretaceous  age;  Mesaverde  formation. 

Below  the  coal  there  is  6  feet  or  more  of  brown  shale  containing  in  places  a  little  coal. 
Below  this  is  a  sandstone  layer.  The  roof  of  the  mine  is  a  bluish  to  chocolate-colored 
shale  locally  carrying  fossils.  Where  fossils  are  present  the  roof  is  not  so  good  as  else- 
where. In  mining,  a  thin  layer  of  coal  is  left  to  form  the  roof,  as  it  is  better  than  shale, 
which  is  liable  to  flake  off. 

The  bed  was  measured  and  sampled  on  September  17,  1907,  by  John  L.  Rich,  as 
shown  below: 

Section  of  coal  bed  in  Union  Pacific  No.  8  minCj  i}  milea  northeast  of  Rock  Springs. 


Laboratory  No 

Coal 

Shalea 

Coal 

Thickness  of  bed 

Thickness  of  coal  sampled . 


5361 
Ft.    in. 

I  1 

5      5 


7      7 
7     6i 


a  Excluded  from  sample. 

The  sample  was  taken  in  room  13,  off  the  second  entry. 

Notest — Entries  are  driven  on  each  side  of  the  slopes  and  rooms  are  turned  off  parallel 
to  the  slopes.    The  coal  is  very  clean  and  needs  no  sorting  after  leaving  the  mine. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  312;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  270. 

For^eologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  265. 

Rock  Sprinqs.    Union  Pacific  No.  9  Mine. 

^ompZ^.— bituminous  coal;  Rock  Springs  field;  analysis  No.  5362  (p.  312). 

Mine.— JJoion  Pacific  No.  9.  A  slope  mine  in  sec.  25,  T.  19  N.,  R.  105  W.,  1 J  miles 
north  of  Rock  Springs,  on  the  Union  Pacific  Railway.  The  main  entry  is  12,700  feet 
long,  and  the  coal  is  brought  to  it  through  three  slopes  driven  to  the  rise. 

Coal  bed. — No.  7.  Cretaceous  age;  Mesaverde  formation.  The  bed  is  7  feet  thick, 
clear  coal. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz.  The  sample  rep- 
resented the  entire  thickness  of  the  7'foot  bed  and  was  taken  in  room  23. 

For  chemical  analyses  of  thb  coal  see  part  1  of  this  bulletin,  p.  312;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  270. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull*.  381,  p.  266. 
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Bock  Spbings.    Union  Pacific  No.  10  Mine. 

Sample, — ^Bituminous  coal;  Rock  Springs  field;  (Wyoming  No.  5)  analyses  Noe. 
3164,  3165,  5360  (pp.  312,  313). 

Mine, — ^Union  Pacific  No.  10;  a  slope  mine  in  sec.  25,  T.  19  N.,  R.  105  W.,  1^  miles 
northeast  of  Rock  Springs,  on  the  Union  Pacific  Railroad. 

Coal  bed, — ^The  bed  worked  at  this  mine  is  known  as  the  Rock  Springs,  or  No.  7,  and 
has  been  so  designated  by  the  United  States  Geological  Survey.  It  is  of  Cretaceous 
age,  Mesaverde  formation.  At  this  mine  the  bed  is  slightly  inclined,  dipping  about 
15^  NW.  The  coal  averages  7  feet  6  inches  thick,  and  the  cover  is  about  500  feet  thick. 
The  roof  is  a  hard  gray  shale.  The  floor  is  the  same.  The  bed  carries  only  one  regular 
parting,  a  layer  of  sandstone  2  feet  from  the  top  that  varies  from  ^  inch  to  1  foot  thick. 

The  bed  was  measured  and  sampled  at  two  points  in  the  mine  by  J.  W.  Groves  on 
April  20,  1906,  as  shown  below: 

SectioTU  of  coal  bed  in  Union  Pacific  No.  10  mine,  1^  miles  northeast  of  Rock  Springs. 


Section A  B 

Laboratory  No 8164  3166 

Roof,  shale.  Ft.    in.  Ft.    in. 

Coal 0    3  2     1 

Shalea 0     A        .... 

Sandyshaleo 0  } 

Coal 7    3  6  1 

Floor,  shale. 

Thickness  of  bed 7    6^  7  2J 

Thickness  of  coal  sampled 7   6  7  2 

«  Not  included  in  sample. 

Section  A  (sample  3164)  was  measured  in  room  41  in  entry  5,  5,200  feet  north  of  the 
slope. 

Section  B  (sample  3165)  was  measured  in  room  76  in  entry  4,  7,000  feet  north  of  the 
slope. 

The  bed  was  also  measured  and  sampled  on  September  17,  1907,  by  A.  R.  Schultz. 
The  sample  (No.  5360)  was  taken  from  a  5f-foot  cut  of  clear  coal.  It  was  taken  in 
room  11,  off  north  entry  6. 

Notes. — ^The  output  of  this  mine  was  used  for  locomotive  supply,  steam  production, 
and  domestic  purposes,  and  was  distributed  to  various  points  along  the  railroad. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — ^producer-gas 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  286;  Bureau  of  Mines  Bull.  13,  pp.  225,  277; 
coking  tests:  U.  S.  Geol.  Survey  Bull.*332,  p.  287;  Bull.  336,  pp.  26,  35,  45. 

For  chemical  analyses  see  part  I  of  this  bulletin,  p.  312;  also  U.  S.  Geol.  Survey 
Bull.  332,  p.  286;  Bull.  341,  p.  270. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  259. 

Rock  Spbinos.    Blairtowx  Mink. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  6772  (p.  313). 

2ftn€.— Blairtown.  A  slope  mine,  in  the  NW.  J  NW.  }  sec.  2,  T.  18  N.,  R.  105  W., 
1  mile  southwest  of  Rock  Springs,  on  the  Union  Pacific  Railway. 

Coal  bed. — ^No.  3.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  November  10,  1908,  by  B.  L.  Johnson. 
The  sample  included  5  feet  4  inches  of  clear  coal.  It  was  taken  from  the  end  of  entry, 
1,100  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  312;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  242. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  271. 
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Rock  Sprinos.    Old  No.  6  Minb. 

Sample. — ^Bitmninous  coal;  Rock  Springs  field;  analyses  Nos.  6042,  6773  (p.  313). 

Mine. — Old  No.  6  mine;  3  miles  north  of  Rock  Springs  in  the  NE.  J  SE.  j  sec.  22, 
T.  19  N.,  R.  105  W. 

Coal  bed. — No.  6.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  September  17,  1907,  by  A.  R.  Schultz  and 
on  November  10, 1908,  by  B.  L.  Johnson,  as  shown  below:  ^ 

Sections  of  coal  bed  in  Old  No.  6  mine  3  miles  north  of  Rock  Springs. 


Laboratory  No. 


Coal 

Boob 

Coal 

Sbak) 

Coal 

Coal,  bony., 
Coal 


ThickDess  of  bed 

Thickoess  of  coal  sampled. 


6773 

i^ 

Efl. 

1 

2 

aO 

6 

2 

1 

ol 

6 

1 

6 

ttO 

6 

1 

11 

9 

1 

6 

8 

e042 

•  •         •  • 

8     0 

8   4 


6     4 
6     4 


a  Not  included  in  sample. 

Sample  6773  was  taken  from  main  slope,  300  feet  from  entrance  to  mine.  The  coal 
was  probably  weathered. 

For  chemical  analysed  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

* 

Rock  Springs.    Nos.  3,  4,  and  5  Mines. 

Sample. — ^Bituminous  coal;  Rock  Springs  field;  analyses  Nos.  5364,  5365,  5366 
(p.  313). 

Mines. — ^Nos.  3, 4,  and  5;  in  sec.  11,  T.  18  N.,  R.  105  W.,  3  miles  south  of  Rock  Springs, 
on  the  Union  Pacific  Railway. 

Coal  bed. — ^No.  7.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  September  and  October,  1907,  by  A.  R. 
Schultz,  as  described  below: 

Sections  of  coal  bed  in  Nos.  J,  4,  5  mines  near  Rock  Springs. 


Mine  No 

Laboratory  No. 


Coal... 

Sbale«. 

Coal... 


Thkdmess  of  bed 

Thickness  of  coal  sampled. 


5 
5365 
Ft.   in. 
7     9 


7     9 
7     9 


4 
5306 

Ft.   in. 

2     3 
ao 

3 


n\ 


6      3 
«     2* 


3 
5364 

Ft.   M. 


6 
6 


^ 


a  Not  inchided  in  sample. 

Sample  5366  was  taken  in  room  2,  No.  4  mine. 

Sample  5365  was  taken  in  room  5,  off  No.  2  dip  slope,  back  entry,  of  No.  5  mine. 

Sample  53'64  was  taken  at  end  of  entry  5  of  No.  3  mine,  and  represented  part  of  a 
12-foot  bed  that  was  mined. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  XT.  S.  €^1. 
Survey  Bull.  341,  p.  270. 
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Rock  Spbings.    Prospect  Pit. 

Sample. — Bituminous  coal;  Southern  Rock  Springs  field;  analysis  No.  6771  (p.  313). 

Location. — ^Prospect  pit;  3  miles  southwest  of  Rock  Springs,  in  the  NE.  }  SE.  J  sec. 
4,  T.  18  N.,  R.  105  W. 

Coal  bed. — ^The  bed  is  Tertiary  age,  Wasatch  formation,  Black  Rock  group.  The  bed 
is  about  8  feet  5  inches  thick,  with  several  bone  partings. 

The  bed  was  sampled  on  November  10,  1908,  by  B.  L.  Johnson,  aa  shown  below: 

Section  of  coal  bed  in  prospect  pit,  S  miles  southwest  of  Rock  Springs. 


Laboratory  No 


Coal... 
Bone  a. 

Coal... 
Bone  a. 
Coal... 
Boneo. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled , 


em 

Ft*   ku 


2 
0 
3 
0 
0 
0 
i 


7 
1 
8 
2 
8 
2 
1 


8 
8 


5 
0 


a  Not  Inchided  In  sample. 

The  sample  was  taken  50  feet  from  the  entrance  of  the  mine. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  Oeol. 
Survey  Bull.  381,  p.  245. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  236. 

Rock  Spbinos.    Prospect  Pit. 

Sample. — ^Bituminous  coal;  Rock  Springs  field;  analysis  No.  6775  (p.  313). 
Mine. — Prospect  pit  east  of  Interstate  mine  (local);  in*  the  NE.  J  SE.  }  sec.  10,  T. 
19  N.,  R.  105  W.,  3i  miles  north  of  Rock  Springs. 
Coal  bed. — The  bed  is  Cretaceous  age,  Mesaverde  formation. 
The  bed  was  measured  and  sampled  in  1908  by  John  L.  Rich,  as  described  below: 


Section  of  coal  bed  in  prospect  pit  near  Rock  Springs. 


Laboratory  No. 


Coal.. 
Clay  a 

Coal.. 


Thickness  of  bed 

Thickness  of  coal  sampled . 


vns 

Ft.  in. 

2  1 

3     0 


4     6 

4    H 


a  Not  Included  in  sample. 

Sample  taken  in  mine,  100  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  313;  also  U.  S.  €^1. 
Survey  Bull.  381,  p.  243. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  231. 

Rock  Sprinos.    Interstate  Mine. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  6774  (p.  813). 

Mine. — Interstate;  3)  miles  north  of  Rock  Springs,  in  the  SW.  i  S£.  i  sec.  10,  T. 
19  N.,  R.  105  W. 

Coal  bed. — Interstate.  Tertiary  age,  Wasatch  fcMrmation,  Black  Rock  group.  The 
bed  is  6  feet  8  inches  thick  with  two  bone  partings.  * 

The  bed  was  measured  and  sampled  on  November  9,  1908,  by  B.  L.  Johnmm  as 
^  on  the  following  page. 
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Sedum  of  coal  bed  in  TnUrsUUe  mtn«,  Si  mites  north  of  Rock  Springs, 


Laboratory  No. 


Goal... 
Bone  a 
Coal... 
Bone  a 

Goal... 


Thickness  of  bed 

Thickness  of  coal  sampled , 


0774 

Ft, 

to. 

3 

10 

0 

2 

0 

7 

0 

1 

2 

0 

6 

8 

0 

6 

a  Not  included  in  sample. 

The  sample  was  taken  at  point  54  feet  west  and  40  feet  south  of  opening. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  245. 
For  geologic  relations  see  U.  S.  (jeol.  Survey  Bull.  381,  p.  236. 

Rock  Spbinos.    Kappes  Mine. 

Sample, — Bituminous  (?)  coal;  Rock  Springs  field;  analysis  No.  6791  (p.  313). 

2ftw€.— Kappes;  in  the  SE.  J  SW.  J  sec.  14,  T.  17  N.,  R.  105  W.,  10  miles  south  of 
Rock  Springs.    No  railroad  connection. 

Coal  bed. — The  bed  is  Cretaceous  age,  Mesaverde  formation.    Thickness,  4  feet. 

The  bed  was  measured  and  sampled  by  A.  R.  Schulz  in  1908.  The  sample  included 
3^  feet  of  clear  coal.    It  was  taken  in  mine  40  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  243. 

For  geologic  relationis  see  U.  S.  Geol.  Survey  Bull.  381,  p.  228. 

Rock  Springs.    Kent  Mine. 

Sample, — Bituminous  coal;  Rock  Springs  field;  analysis  No.  6799  (p.  313). 

Jftne.—Kent;  in  the  NE.  }  NE.  }  sec.  14,  T.  17  N.,  R.  105  W.,  10  miles  south  of 
Rock  Springs. 

Coal  bed. — ^The  bed  is  Cretaceous  age,  Mesaverde  formation.  Roof,  shale;  fioor, 
sandstone. 

The  bed  was  measured  and  sampled  by  A.  R.  Schulz  in  1908.  The  sample  included 
3  feet  6  inches  of  clear  coal.    It  was  taken  in  south  entry,  75  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  242. 

Rock  Springs.    Prospectts. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analyses  Nos.  5372,  5373  (p.  313). 

Locotion.—Prospects;  in  the  SW.  i  SE.  J  sec.  34,  T.  21  N.,  R.  104  W.,  11  miles  north- 
east of  Rock  Springs.    No  railroad  connection. 

Coal  bed. — ^No  name.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  August  1, 1907,  by  A.  R.  Schultz. 

Sample  5372  was  taken  30  feet  in  prospect  where  the  coal  bed  measured  4  feet  8 
inches. 

Sample  5373  was  taken  6  feet  in  another  prospect  pit  where  the  coal  measured  4  feet 
in  thickness. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

For  geologic  relations  see  TJ.  S.  Geol.  Survey  Bull.  341,  p.  262. 
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Rock  Springs.    Prospect  Pit. 

Sample.— BitummovLB  coal;  Southern  Rock  Springs  field;  analysis  No.  6771  (p.  313). 

Location. — ^Prospect  pit;  3  miles  southwest  of  Rock  Springs,  in  the  NE.  J  SE.  }  sec. 
4,  T.  18  N.,  R.  106  W. 

Coal  bed.— The  bed  is  Tertiary  age,  Wasatch  formation,  Black  Rock  group.  The  bed 
is  about  8  feet  5  inches  thick,  with  several  bone  partings. 

The  bed  was  sampled  on  November  10,  1908,  by  B.  L.  Johnson,  as  shown  below: 

Section  of  coal  bed  in  prospect  pit^  S  miles  southwest  of  Rock  Springs. 


Laboratory  No 


Coal... 
Bone  a. 

Coal... 
Bone  a. 
Coal... 
Bone  a. 

Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6771 

Jt 

<». 

2 

7 

0 

1 

3 

8 

0 

2 

0 

8 

0 

2 

1 

1 

8 

6 

8 

0 

a  Not  included  In  sample. 

The  sample  was  taken  50  feet  from  the  entrance  of  the  mine. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  Geol. 
Suri'ey  Bull.  381,  p.  245. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  236. 

Rock  Springs.    Prospect  Pit. 

Sample, — Bituminous  coal;  Rock  Springs  field;  analysis  No.  6775  (p.  313). 
Mine. — Prospect  pit  east  of  Interstate  mine  (local);  in" the  NE.  J  SE.  {  sec.  10,  T. 
19  N.,  R.  105  W.,  3}  miles  north  of  Rock  Springs. 
Coal  bed. — ^The  bed  is  Cretaceous  age,  Mesaverde  formation. 
The  bed  was  measured  and  sampled  in  1908  by  John  L.  Rich,  as  described  below: 

Section  of  coal  bed  in  prospect  pit  near  Rock  Springs. 


Laboratory  No. 


Coal.. 
Clays 
Coal.. 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6776 
Ft.   in, 

S  1 

3     9 


4      6 

4      6| 


o  Not  Included  In  sample. 

Sample  taken  in  mine,  100  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  313;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  243. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  231. 

Rock  Springs.    Interstate  Mine. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  6774  (p.  313). 

Mine, — Interstate;  3)  miles  north  of  Rock  Springs,  in  the  SW.  i  SE.  }  sec.  10,  T. 
19  N.,  R.  105  W. 

Coal  bed, — Interstate.  Tertiary  age,  Wasatch  formation.  Black  Rock  group.  The 
bed  is  6  feet  8  inches  thick  with  two  bone  partings.  - 

The  bed  was  measured  and  sampled  on  November  9,  1908,  by  B.  L.  Johnson  as 
shown  on  the  following  page. 
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SeetUm  of  coal  bed  in  InUrtUUe  miney  S^  milea  north  of  Rock  Springs, 


Laboratory  No. 


Goal... 
Bones 
Coal... 
Bone  a 

Coal... 


Thickness  of  bed 

Tblcknees  of  coal  sampled , 


0774 

Ft, 

to. 

3 

10 

0 

3 

0 

7 

0 

1 

2 

0 

6 

8 

6 

5 

a  Not  included  in  sample. 

The  nample  was  taken  at  point  54  feet  west  and  40  feet  south  of  opening. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin^  p.  313;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  245. 
For  geologic  relations  see  U.  S.  (jeol.  Survey  Bull.  SSI,  p.  236. 

Rock  Springs.    Kappes  Mine. 

Sample. — Bituminous  (7)  coal;  Rock  Springs  field;  analysis  No.  6791  (p.  313). 

Jftn«.— Kappes;  in  the  SE.  J  SW.  J  sec.  14,  T.  17  N.,  R.  105  W.,  10  miles  south  of 
Rock  Springs.    No  railroad  connection. 

Coal  bed. — The  bed  is  Cretaceous  age,  Mesaverde  formation.    Thickness,  4  feet. 

The  bed  was  measured  and  sampled  by  A.  R.  Schulz  in  1908.  The  sample  included 
3^  feet  of  clear  coal.    It  was  taken  in  mine  40  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  243. 

For  geologic  relationis  see  U.  S.  Geol.  Survey  Bull.  381,  p.  228. 

Rock  Sprinqs.    Kent  Mine. 

Sample, — Bituminous  coal;  Rock  Springs  field;  analysis  No.  6799  (p.  313). 

Mine.— Kent;  in  the  NE.  }  NE.  }  sec.  14,  T.  17  N.,  R.  105  W.,  10  miles  south  of 
Rock  Springs. 

Coal  bed. — ^The  bed  is  Cretaceous  age,  Mesaverde  formation.  Roof,  shale;  floor, 
sandstone. 

The  bed  was  measured  and  sampled  by  A.  R.  Schulz  in  1908.  The  sample  included 
3  feet  6  inches  of  clear  coal.    It  was  taken  in  south  entry,  75  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  Geol. 
Survey  Bull.  381,  p.  242. 

Rock  Springs.    Prospects. 

5amp2^ .^Bituminous  coal;  Rock  Springs  field;  analyses  Nos.  5372,  5373  (p.  313). 

Locofion.— Prospects;  in  the  SW.  }  SE.  J  sec.  34,  T.  21  N.,  R.  104  W.,  11  miles  north- 
east of  Rock  Springs.    No  railroad  connection. 

Coal  bed. — ^No  name.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  August  1,  1907,  by  A.  R.  Schultz. 

Sample  5372  was  taken  30  feet  in  prospect  where  the  coal  bed  measured  4  feet  8 
inches. 

Sample  5373  was  taken  6  feet  in  another  prospect  pit  where  the  coal  measured  4  feet 
in  thickness. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  262. 
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Rock  Sprinos.    Pbosfbct  Prr. 

Sample. — Subjbituminous  coal;  Rock  Springs  field;  analysis  No.  5367  (p.  313). 

Loeo^um.— Prospect  pit;  in  the  SE.  i  NE.  i  sec.  30,  T.  21  N.,  R.  104  W.,  12  miles 
north  of  Rock  Springs.    No  railroad  connection. 

Coal  bed, — No  name.    Tertiary  age;  Wasatch  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz.  The  sample  repre- 
sented 1  foot  6  inches  of  coal.  In  order  to  procure  sample,  3  feet  of  weathered  coal 
was  removed.    The  sample  was  probably  slightly  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  313;  also  U.  S.  GeoL 
Survey  Bull.  341,  p.  272. 

Rock  Spbings.    Miller  Mine. 

Sample, — ^Bituminous  coal;  Rock  Springs  field;  analysis  No.  6796  (p.  313). 

Jfiw.— Miller;  in  the  NW.  }  NW.  i  sec.  24,  T.  17  N.,  R.  105  W.,  12  miles  south  of 
Rock  Springs.    No  railroad  connection. 

Coal  bed. — The  bed  is  of  Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  October  26,  1908,  by  A.  R.  Schnlts^ 
described  below: 

Section  of  coal  bed  in  Miller  mine,  12  miles  south  of  Rock  Springs. 


Laboratory  No. 


Cool 

Parting  a 
Coal 


Thickness  of  ooal  bed 

Thickness  of  ooal  sampled . 


Q7M 

1 

n. 

(n. 

1 

0 

0 

1 

2 

H 

s 

6 

3 

51 

a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin^  p.  318;  also  U.  S.  G^oL 
Survey  Bull.  381,  p.  242. 

Rock  Springs.    Menkinnet  Mine.  . 

Sample, — Subbituminous  coal;  Rock  Springs  field;  analysis  No.  6794  (p.  313). 

JfirMj.— Menkinney ;  in  the  NW.  J  SW.  J  sec.  13,  T.  15  N.,  R.  105  W.,  23  miles  south 
of  Rock  Springs.   No  railroad  connection. 

Coal  bed.— The  bed  is  Tertiary  age,  Wasatch  formation.    The  bed  dips  5**. 

The  bed  was  measured  and  sampled  on  September  29,  1908,  by  A.  R.  Schultz,  as 
described  below: 

Section  of  coal  bed  in  Menkinney  mine,  tS  miles  south  of  Rock  Springs, 


Laboratory  No. 


Coal.. 
Claya. 
Cool.. 


Thickness  of  bed 

Thickness  of  coal  sampled . 


6794 
Ft.   in, 

2  6 
0       9 

3  2 


4       9 
4       8 


a  Not  included  in  sample. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  313;  also  TJ.  S.  GeoL 
Survey  Bull.  381,  p.  245. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  381,  p.  238. 
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SuPEBiOB.    Superior  C  Minb. 

Sample,— 'BitummouB  coal;  Rock  Springs  field;  axutlyses  Nos.  5596,  5695,  7474 
(p.  314). 

2ftn€.-— Superior  C.  A  elope  mine  in  sec.  20,  T.  21 N.,  R.  102  W.,  near  Superior,  on 
the  Union  Pacific  Railroad.  The  room-and-pillar  system  was  employed,  the  rooms 
being  driven  up  the  rise.  Timbers  were  used  in  all  rooms  and  in  entries  where  the 
roof  was  shale.  A  coal  roof  was  left  in  many  of  the  entries.  The  coal  was  imder- 
mined  and  all  shot  down  in  the  rooms. 

Coal  bed. — ^No.  1.  The  coal  is  of  Cretaceous  age,  Mesaverd«  formation.  Thickness, 
41  to  9|  feet;  dip,  30^;  roof,  sandy  shale;  floor,  bone  and  shale. 

The  bed  was  measured  and  sampled  at  two  points  on  October  29,  1907,  by  V.  H. 
Bamett,  as  descril^ed  below: 

Sections  of  coal  bed  in  Superior  C  mine  near  Superior. 


Laboratory  No. 


Goal... 

BOIMA 

Coal... 
Boiie« 
Coal... 


Thlokoflssof  bed 

Thickness  of  coal  sampled . 


5506 

Ft. 

in. 

2 

6 

0 

2 

0 

5 

0 

5 

3 

10 

7 

4 

6 

9 

5605 

FLin, 
2  0 
0  2 
6     0 


8     2 
8     0 


a  Not  included  in  sample. 

Sample  5596  was  taken  in  entry  1,  1,400  feet  from  mouth  of  mine. 
Sample  5695  was  taken  in  main  entry  of  mine  1,845  feet  from  entrance. 
The  bed  was  also  measured  and  sampled  at  one  point  in  the  mine  by  G.  S.  Rice,  on 
February  14, 1909,  as  shown  below: 

Section  of  coal  bed  in  Superior  C  mine  near  Superior, 


Laboratory  No 

Roof,  sandy  sbale. 
Coal 


Black  shale  a 

Coal 

Black  shale  lenses 

Coal 

Floor,  bone  or  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


7474 

Ft. 

in. 

1 

6 

0 

2 

6 

0 

0 

3 

0 

4 

8 

3 

7 

10 

a  Not  included  in  sample. 

The  sample  was  taken  from  face  of  room  1,  off  north  level  4, 1,500  feet  northeast  of 
drift  mouth. 

Notes. — ^The  coal  is  a  hard,  tough  coal.  The  principal  use  is  for  locomotive  coal 
on  the  Union  Pacific  Railroad  and  for  domestic  fuel  along  the  lines  of  the  Union  Pacific 
Railroad  from  Omaha  to  San  Francisco.  The  output  of  this  mine  was  about  1,000  tons 
a  day  at  time  of  sampling. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  314;  also  U.  S.  Geol. 
Survey  Bull.  341,  pp.  270,  278. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  278. 

Superior.    Superior  D  Mine. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analyses  Nos.  5598,  5786  (p.  314). 

Mine. — Superior  D;  a  drift  mine  in  sec.  20,  T.  21  N.,  R.  102  W.,  at  Superior,  on  the 
Union  Pacific  Railroad.  The  mine  is  driven  on  the  strike  of  the  coal.  The  rooms 
are  timbered,  and  in  the  entries  a  coal  roof  is  left. 

Coal  bed. —'No.  1.    Cretaceous  age,  Mesaverde  formation. 

45889**— Bull.  22,  pt  2—13 52 


1138 


ANALYSES  OF  COALS. 


The  bed  was  mewnzed  and  aampled  on  October  29, 1907,  by  A.  R.  Schnlts 
Noifember  2, 1907,  by  V.  H.  Bamett,  as  ahown  below: 

SeeUcnM  of  coal  bed  in  Superior  D  mine  at  Superior. 


Lftbontory  No... 


Coal... 
Booeo. 
Coal... 


of  bad. 

of  ooal  sampled... 


5S0B      1 

FL 

te. 

6 

0 

0 

2 

2 

0 

8 

2 

8 

0 

6 
0 
1 


4 
7 
8 


8      2 
8      O 


•  Not  induded  in  8aiiq>le. 

Sample  5598  was  taken  in  mine,  380  feet  from  entrance. 

Sample  5786  was  taken  in  main  entry  of  mine,  400  feet  from  entrance. 

Notes. — ^The  output  was  about  300  tona  per  day.  The  coal  was  used  wfaoOy  by  the 
Union  Pacific  Railroad.  The  Rock  Springs  coal,  as  a  locomotive  fud  or  steam  coal, 
has  few  superiors  in  the  West.  It  operates  under  a  forced  draft  without  heavy  qiarkix^ 
and  is  a  quick  steamer,  leaving  but  little  ash. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  314;  also  XJ.  8.  Geol. 
Survey  Bull.  341,  p.  270. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  341,  p.  279. 

Superior.    Prospect. 

Sample. — ^Bituminous  coal;  Rock  Springs  field;  analysis  No.  6043  (p.  314). 

Xooatian.— Prospect;  on  west  side  of  valley  in  sec.  20,  T.  21  N.,  R.  102  W.,  at  Su- 
perior.   No  railroad  connection. 

Coal  bed. — No.  3.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  December  10, 1907,  by  A.  R.  Schultz.  The 
sample  represented  7  feet  of  clear  coal. 

For  chemical  anal3r8e8  of  this  coal  see  part  X  of  this  bulletin,  p.  314;  also  U.  S.  GeoL 
Survey  Bull.  341,  p.  271. 

Superior.    Superior  A  Mine. 

5amp2^.— Bituminous  (?)  coal;  Rock  Springs  field;  analyses  Noe.  5926,  5928,  7475 
(p.  314). 

Mine. — Superior  A;  a  slope  mine  in  sec.  27,  T.  21  N.,  R.  102  W.,  |  mile  southeast 
of  Superior,  on  the  Union  Pacific  Railroad. 

Coal  bed$. — No.  1  and  No.  7.  Cretaceous  age,  Mesaverde  formation.  The  No.  1 
bed  is  250  feet  above  the  No.  7. 

The  No.  7  bed  was  measured  and  sampled  by  A.  R.  Shultz,  in  1907,  and  by  G.  S. 
Rice,  on  February  14,  1909,  as  shown  below: 

Sections  of  coal  bed  in  Superior  A  mine,  \  mile  southeast  of  Superior. 


Laboratory  No 

Roof,  strong,  shaly  sandstone. 

Boneo 

Coal 

Sbale 

CoaL 

Flow,  hard  sbale. 

Thickness  of  bed 

Thickness  of  ooal  sampled. 


7475 

Ft.  in. 

0  li 

0  10 

?    * 

6  4 

6  31 

0  ^ 


5038 
Ft.  in. 

2    ii 

0      3 

4       0 


7 
6 


2 
U 


a  Not  Incladed  In  sample. 
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Sample  6928  waa  taken  in  main  entry,  1,000  feet  from  entrance. 
Sample  7476  was  taken  from  face  of  dip  room  off  north  entry  2, 800  feet  northeast  of 
entrance. 
The  No.  1  bed  .was  measured  and  sampled  in  1907  by  A.  R.  Scholtz,  as  shown  below: 

Section  of  No,  1  coal  bed  in  Lower  A  mine,  eotUheast  of  Superior, 


Laboratory  No. . 


Goal 

Ooia 


ThUkDMBofbod. 

TbldhaflM  of  ooal  Munided . 


6026 
Ft,    in. 
2     0 

0       i 

4      6 


6     6i 
6      6 


•  Not  indaded  in  sample. 

Sample  6926  was  taken  in  entry  No.  2. 

Notes. — ^The  coal  is  a  hard,  tough  coal.  The  principal  use  was  for  locomotive  coal 
on  the  Union  Fadfic  Railroad  and  for  domestic  fuel  along  the  lines  of  the  Union  Pacific 
Railroad  from  Omaha  to  San  Francisco.  The  output  of  the  Superior  A  mine  was  300 
to  400  tons  a  day. 

For  chemical  analyses  of  the  coal  see  part  I  of  this  bulletin^  pp.  314,  315,  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  270. 

For  other  mention  of  this  mine  see  U.  S.  Geol.  Survey  Bull.  341,  pp.  259,  277-278. 

SuPBBioR.    Prospects. 

Sample. — ^Bituminous  coal;  Rock  Springs  field;  analyses  Nos.  5597,  5599  (p.  314). 

iHMXittbn.— Prospects;  in  the  NE.  i  N£.  i  sec.  10,  T.  21  N.,  R.  102  W.,  2  miles  north 
of  Superior.    No  railroad  connection. 

Coal  bed, — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  beds  in  the  prospects  were  measured  and  sampled  on  October  28, 1907,  by  V.  H. 
Bamett,  as  shown  below: 

Sectione  of  coal  beds  in  two  prospects^  2  miles  north  of  Superior. 


LabofatoryNo. 


Clay  a. 
OoaL.. 
Gtoya. 
CM... 


ThidknasBofbed 

Thlcknaas  of  ooal  sampled. . 


5607 

Ft. 

in. 

2 

4 

0 

i 

3 

10 

0 

li 

1 

1 

7 

4i 

6 

3 

5500 

Ft.,  in. 
1     4 
0     2 
3    10 

u 

6      6i 
5      3 


a  Not  inctaded  in  sample. 

Sample  5597  was  taken  in  prospect,  00  feet  from  entrance. 
Sample  5599  was  taken  from  another  prospect,  50  feet  from  entrance. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  314 ;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  272. 

SuPBBiOR.    B  Mine. 

Sample.— BitandmniB  coal;  Rock  Springs  field;  analysis  No.  10067  (p.  315). 
Mine.—B  mine;  in  sec.  29,  T.  21 N.,  R.  102  W.,  2  miles  northeast  of  Superior. 
Coal  M.~No.  1.    The  coal  is  of  Cretaceous  age,  Mesaverde  fonnation. 
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The  bed  was  measured  and  sampled  by  W.  D.  Bieiman  on  Febmary  17,  1910.  The 
sample  represented  100  inches,  near  face  of  air  course,  the  point  at  which  sample 
was  taken. 

Note,— The  daily  capacity  of  the  mine  at  time  of  sampling  was  1,20Q  tons. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  315. 

Superior.    Superior  B  Mine. 

Sample, — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5785  (p.  315). 

Mine. — Superior  B;  2  miles  south  of  Superior,  in  sec.  28,  T.  21 N.,  R.  102  W.,  on  Hie 
Union  Pacific  Railroad. 
'  Coal  bed. — No.  7.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz.  The  sample  repre- 
sented 6  feet  of  clear  coal.    It  was  taken  in  mine,  120  feet  from  entrance. 

For  chemical  anal3rBes  of  this  coal  see  part  I  of  this  bulletin,  p.  314;  also  U.  S.  Greol. 
Survey  Bull.  341,  p.  270. 

For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  341,  p.  259. 

Superior.    Prospect  Pits. 

Sample, — Bituminous  coal;  Rock  Springs  field;  analyses  Nos.  5698,  5696  (p.  S15). 

Location, — Prospect  pits;  in  sec.  3,  T.  21  N.,  R.  103  W.,  5  iniles  northwest  of  Supe- 
rior.   No  railroad  connection. 

Coal  bed. — No  name.  Cretaceous  age,  Mesaverde  formation.  The  bed  was  meastued 
i^d  sampled  on  October  25  and  November  2, 1907,  by  V.  H.  Bamett,  as  shown  below: 

Sectione  of  coal  bed  in  prospect,  5  miles  northwest  of  Superior, 


Laboratory  No. 


Coal.... 
Parting. 
Coal.... 


Thickness  of  bed 

Thiokness  of  ooal  sampled. 


5008 

MM 

Ft.    M. 

Ft,    in. 

4     0 

a4      0 

0       \ 

*  *          •  * 

4      0 

0      0 

1    1 

10     0 

6      0 

o  Not  included  in  sample. 

Sample  5698  was  taken  in  prospect,  270  feet  from  entrance. 

Sample  5696  was  taken  in  prospect,  90  feet  from  entrance.  The  coal  was  probably 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  315;  also  U.  S.  Geol. 
Survey  Bull.  341,  pp.  270,  271. 

Sample, — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5348  (p.  315). 

Zooofion.— Prospect  pit;  in  Pine  Canyon,  in  sec.  24,  T.  22  N.,  R.  103  W.,  6  miles 
northwest  of  Superior.    No  raUroad  connection. 

Coal  bed, — ^No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz,  as  shown  below: 

Section  of  coal  bed  in  prospect  pit,  6  mUes  northwest  of  Superior. 


Laboratory  No. 


Coal 

Parting  a. 

Coal 

Clay*... 

Coal 

Partings 
Coal 


ThiekoBBsofbed 

Thlekness  of  ooal  sampled , 


5348 

Ft.    in. 
0     2 


0 
4 

0 
2 
0 
1 


u 

6 
3 
8 
1 
6 


9 

7 


8i 
10 


«  Not  tnolyded  in  sample. 
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The  sample  was  taken  in  prospect,  15  feet  from  entrance.    The  coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  315;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  272. 

Sample, — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5697  (p.  315). 

Location, — Ftospect;  in  sec.  9,  T.  21  N.,  R.  103  W.,  6^  miles  northeast  of  Superior. 
No  railroad  connection. 

Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  September  23,  1907,  by  V.  H.  Bamett. 
The  sample  represented  6  feet  9  inches  of  clear  coal.  The  sample  was  taken  in  pros- 
pect, 250  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  315;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

Sample, — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5699  (p.  315). 

Locoium.— Prospect;  in  the  NW.  J  sec.  8,  T.  21  N.,  R.  103  W.,  7  miles  northwest  of 
Superior.    No  railroad  connection. 

Coal  bed, — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  October  28,  1907,  by  V.  H.  Bamett.  The 
sample  represented  5  feet  4  inches  of  clear  coal.  It  was  taken  in  prospect,  100  feet 
from  entrance.    The  coal  was  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  315;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

Sample, — ^Bituminous  coal;  Rock  Springs  field;  analysis  No.  5694  (p.  315). 

Location. — Prospect;  in  the  SE.  J  sec.  5,  T.  21  N.,  R.  103  W.,  7i  miles  northwest  of 
Superior.    No  railroad  connection. 

Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  October  28, 1907,  by  V.  H.  Bamett,  as  shown 
below: 

Section  of  coal  bed  in  prospect^  7 J  miles  northwest  of  Superior. 


Laboratory  No. 


Coal.. 
Coal  a 


T  hiclmess  of  bed 

Thickness  of  cool  sampled . 


5flM 

Ft, 

fn. 

5 

0 

1 

0 

6 

0 

5 

0 

a  Not  included  in  sample. 

The  sample  was  taken  in  prospect,  150  feet  from  entrance.  The  coal  was  probably 
weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  315;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  270. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5371  (p.  315). 

Location. — Prospect  pit;  in  sec.  12,  T.  21  N.,  R.  104  W.,  8  miles  northwest  of  Supe- 
rior.   No  railroad  connection. 

Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  August  27,  1907,  by  V.  H.  Bamett.  The 
sample  represented  4  feet  5  inches  of  clear  coal.  It  was  obtained  in  prospect,  10  feet 
from  entrance.    The  coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  315;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5950  (p.  315). 

lk)ca«u>n.~Prospect  pit;  in  the  NE.  J  NE.  J  sec.  6,  T.  22  N.,  R.  103  W.,  9  miles 
northwest  of  Superior.    No  railroad  connection. 

Coal  bed, — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz,  as  shown  on  the 
following  page. 
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Section  of  coal  bed  in  pro9pect,  9  miles  northwest  of  Superior. 


Laboratory  No. 


Coal 

Parting  a. 

Coal 

Parting^., 

Coal 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


fiasc 

\ 

Ft. 

in. 

2 

6 

0 

H 

1 

2 

0 

2} 

2 

0 

6 

0 

5 

8 

a  Not  indnded  in  sample. 

The  sample  was  taken  in  prospect,  20  feet  from  entrance. 

For  chemical  analyBes  of  this  coal  see  part  I  of  this  bulletin,  p.  315;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  272. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5376  (p.  315). 

Location. — Prospect  pit;  in  sec.  34,  T.  21 N .,  R.  104  W.,  9  miles  southwest  of  Superior. 
No  railroad  connection. 

Coal  bed. — ^The  bed  is  Cretaceous  age,  Meeaverde  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz.  The  sample  repre- 
sented 5  feet  of  coal.  It  was  taken  in  prospect,  20  feet  from  entrance.  The  upper 
part  of  the  bed  only  was  availably  the  lower  part  being  in  water.  The  sample  was 
wet  and  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  315;  also  XJ.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analjrsis  No.  5370  (p.  315). 

Location. — Prospect;  in  sec.  23,  T.  21 N.,  R.  104  W.,  9  miles  west  of  Superior.  No 
railroad  connection. 

Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz.  The  sample  repre- 
sented 4  feet  of  clear  coal .  The  sample  was  obtained  in  prospect,  20  feet  from  entrance. 
Eight  inches  of  weathered  coal  was  removed  before  sample  was  cut,  but  the  sample 
was  probably  somewhat  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  315;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5353  (p.  315). 

Xocaiion.— Prospect;  in  Pine  Canyon  in  the  NE.  J  NE.  J  sec.  6,  T.  22  N.,  R.  103  W., 
10  miles  northwest  of  Superior.    No  railroad  connection. 

Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz,  as  shown  below: 

Section  of  coal  bed  in  prospect  pit,  10  miles  northwest  of  Superior. 


Laboratory  No. 


Coala.. 
Bhalea. 
Coal... 
Coala.. 


Thickness  of  bed 

Thickness  of  ooal  sampled. 


5358 

J^.  in. 
3     9 

3  0 

4  10 

5  2 


16     9 
4    10 


•  Not  included  In  sample. 

The  sample  was  taken  in  prospect,  20  feet  from  entrance.    The  coal  was  weathered. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  315;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 
j^omp^c.— Bituminous  coal;  Rock  Springs  field;  analysis  No.  6347  (p.  815). 
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Loeoeion.— ProBpect;  in  Pine  Canyon  in  the  N£.  i  N£.  i  sec.  6,  T.  22  N.,  R.  103 
W.,  11  miles  northwest  of  Superior. 
Coal  bed. — No  name.    Cretaceous  age;  Mesaverde  formation. 
The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz,  as  shown  below: 

Section  of  coal  bed  in  prospect  pit,  11  miles  northwest  of  Superior. 


laiioniory  No. 


Coal... 
Shale  a. 

Coal... 
Shaleo. 
Coal... 


Thickness  oX  bed 

Thickness  of  coal  sampled . 


£347 

r 

Ft. 

in. 

2 

6 

0 

li 

1 

2 

0 

n 

2 

0 

6 

0 

5 

8 

a  Not  indaded  In  sample. 

The  sample  was  obtained  in  prospect,  20  feet  from  entrance.  The  coal  was  weath- 
ered. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  315;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  272. 

Sample. — Bitimiinous  coal;  Rock  Springs  field;  analysis  No.  5349  (p.  315). 

Xoca^ton.— Prospect;  in  NE.  J  NE.  J  sec.  6,  T.  22  N.,  R.  103  W.,  11  miles  northwest 
of  Superior. 

Coal  bed. — No  name.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz,  as  shown  below: 

Section  of  coal  bed  in  prospect  pit,  11  miles  northwest  of  Superior. 


Laboratory  No. 


Coal 

Parting  a. 

Coal 

Parting  a. 
Coal 


Thickness  of  bed 

Thickness  of  coal  measured . 


5349 
Ft.  in. 
4     0 

0  IJ 

1  0 
0  1 
0    10 


6       \ 

6    10 


a  Not  included  in  sample. 

The  sample  was  taken  in  prospect,  20  feet  from  entrance.    The  coal  was  weathered. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  315;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  272. 

Sample. — Bitimiinous  coal;  Rock  Springs  field;  analysis  No.  5368  (p.  315). 

Locotion.— Prospect;  in  the  SE.  J  NW.  J  sec.  14,  T.  21  N.,  R.  104  W.,  11  miles  west 
of  Superior. 

Coal  bed. — No  name.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1907  by  V.  H.  Bamett.  The  sample  repre- 
sented 7  feet  10  inches  of  coal,  which  was  overlain  with  shale  and  underlain  with 
sandstone.    The  sample  was  taken  in  the  prospect,  100  feet  from  entrance. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  815;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  271. 

For  geologic  relations,  see  U.  S.  Geol.  Survey  Bull.  341,  p.  262. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5369  (p.  315). 

Location.— Prospect;  in  the  SE.  i  SE.  i  sec.  10,  T.  21  N.,  R.  104  W.,  U)  miles  west 
of  Superior. 

Ooal  bed, — ^No  name.    Cretaceous  age;  Mesaverde  formation. 


1144  ANALYSES  OF  COALS. 

The  bed  was  measured  and  sampled  on  August  27,  1907,  by  V.  H.  Bamett.  The 
sample  represented  3  feet  of  clear  coal .  1 1  was  taken  in  prospect,  20  feet  from  entrance . 
The  coal  was  weathered. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  316;  also  U.  8. 
Geol.  Survey  Bull.  341,  p.  271. 

Sample. — Bituminous  coal;  Rock  Springs  field;  analysis  No.  5350  (p.  316). 

lk)oation.^Prospect;  in  the  NE.  i  SE.  i  sec.  34,  T.  22  N.,  R.  104  W.,  12  miles  north- 
west of  Superior. 

Coal  bed. — No  name.    Cretaceous  age;  Mesaverde  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz.  The  sample  repre- 
sented 4  feet  6  inches  of  clear  coal.  It  was  taken  in  the  prospect,  40  feet  from 
entrance.    The  coal  was  probably  weathered. 

For  chemical  analyses  of  this  coal,  see  part  I  of  this  bulletin,  p.  316;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  272. 

iS^arnp^^.— Subbituminous  coal;  Rock  Springs  field;  analysis  No.  5375  (p.  316). 

Location.— Prospect;  in  the  SW.  1  NE.  J  sec.  17,  T.  21  N.,  R.  104  W.,  12  miles  wert 
of  Superior. 

Coal  bed. — No  name.    Tertiary  age,  Wasatch  formation. 

The  bed  was  measured  and  sampled  in  1907  by  A.  R.  Schultz.  The  sample  repre- 
sented 4  feet  of  clear  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  316;  also  XJ.  S.  Geol. 
Survey  Bull.  341,  p.  272. 

Sample. — Subbituminous  coal;  Rock  Springs  field;  analysis  No.  5374  (p.  316). 

jLocation.— Prospect  pit;  in  the  NW.  J  SE.  J  sec.  29,  T.  21  N.,  R.  104  W.,  12J  miles 
west  of  Superior. 

Coal  bed. — No  name.    Tertiary  age,  Wasatch  formation. 

The  bed  was  measured  and  sampled  by  A.  R.  Schultz  in  1907.  The  sample  repre- 
sented the  entire  bed,  5  feet  6  inches  thick. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  316;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  272. 

For  geologic  relations  see  U.  S.  Geol.  Survey  B\ill.  341,  p.  264. 

SUPEBIOR.     HOOTEN  PrOSPBCT. 

Sample. — ^Bituminous  coal;  Rock  Springs  field;  analysis  No.  5804  (p.  316). 

Location. — Hooten  prospect;  in  sec.  21,  T.  23  N.,  R.  103  W.,  13  miles  northwest  of 
Superior.    No  railroad  connection. 

Coal  bed. — Crookston.    Cretaceous  age,  Mes&verde  formation. 

The  bed  was  measured  and  sampled  on  November  11, 1907,  by  A.  R.  Schultz.  The 
sample  represented  5  feet  of  clear  coal.  The  sample  was  taken  in  the  prospect,  60 
feet  from  entrance.    The  coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  316;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

SupEBiOR.    Hooten  Mine. 

Sample, — Subbituminous  coal;  Rock  Springs  field;  analyses  Nos.  5802, 5803  (p.816  ). 

Mine. — Hooten;  in  sec.  24,  T.  23  N.,  R.  104  W.,  15  miles  northwest  of  Superior. 
No  railroad  connection. 

Coal  bed.— No  name.    Tertiary  age,  Wasatch  formation. 

The  bed  was  measured  and  sampled  on  November  11, 1907,  by  A.  R.  Schultz. 

Sample  5802  included  a  5-foot  cut  of  coal  taken  from  the  upper  bench  of  an  8-foot 
bed. 

Sample  5803  included  a  3-foot  cut  of  coal  taken  from  the  lower  bench  of  8-foot  bed. 

The  samples  were  taken  in  the  mine,  65  feet  from  entrance.    The  coal  was  weathered . 

For  chemical  analjrses  of  this  coal  see  part  I  of  this  bulletin,  p.  316;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  272. 


WYOMING:  SWEETWATER  .COUNTY.  1145 

SWEBTWATBR.      SWBSTWATER  MiNB. 

Sample. — Bituminous  coal;  Bock  Springs  field;  (Denver  No.  33)  analyses  Nos. 
94e-D,  945-D  (p.  316). 

Mine, — Sweetwater;  a  drift  mine  at  Sweetwater,  on  the  Union  Pacific  Railroad. 

Coal  bed. — No.  7.  The  bed  is  Cretaceous  age.  Thickness,  fairly  uniform;  roof, 
shale;  floor,  sandstone. 

The  bed  was  measured  and  sampled  at  two  points,  as  described  below: 

Section  of  coal  bed  in  Sweetwater  mine  at  Sweetwater. 


Section A  B 

Laboratorv  No 946-D  94&-D 

Roof,  sandy  shale.  Ft.   in.  Ft,   in. 

Coal f 1    11  1    11 

Shale 0      i  0      * 

Coal 3    111  *      I 

Floor,  sandstone. 

Thickness  of  bed 5    11  6     0 

Thickness  of  coal  sampled 5    11  6     0 

Section  A  (sample  94&-D)  was  meajsured  in  entry  10,  approximately  H  miles  north 
of  the  drift. 

Section  B  (sample  946-D)  was  measured  in  room  off  entry  4^,  1}  miles  north  of  the 
drift. 

Note. — ^The  rated  capacity  of  the  mine  at  time  of  sampling  was  1,200  tons  per  day. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — ^washing 
t^ts:  Bureau  of  Mines  Bull.  5,  p.  32;  coking  tests:  Bureau  of  Mines  Bull.  5,  p.  57. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  316. 

Stcahore.    Outcrop. 

Sample, — ^Bituminous  coal;  Bock  Springs  field;  analysis  No.  5813  (p.  316). 

£oca<ion.— Outcrop  in  raihxMui  cut  in  the  SE.  i  SW.  J  sec.  23,  T.  20  N.,  R.  102  W., 
near  Sycamore.    No  railroad  connection 

Coal  bed. — No  name.    Cretaceous  age,  Mesavcrde  formation. 

The  bed  was  measured  and  sampled  on  November  21, 1907,  by  V.  H.  Bamett.  The 
sample  included  4  feet  of  coal,  which  was  overlain  and  underlain  with  shale. 
The  sample  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  316;  also  U.  S.  Geol. 
Survey  Bull.  341,  p.  271. 

Stcamore.    Outcrop. 

Sample. — ^Bituminous  coal;  Rock  Springs  field;  analysis  No.  5809  (p.  316). 

Location. — Outcrop;  in  sec.  29,  T.  20  N.,  R.  102  W.,  1  mile  west  of  Sycamore. 
No  railroad  connection. 

Coal  bed. — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measured  and  sampled  on  November  20, 1907,  by  V.  H.  Bamett.  The 
sample  represented  2  feet  4  inches  of  coal,  which  was  overlain  and  underlain  with 
shale.    The  sample  was  badly  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  316;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  271. 

Stcahore.    Prospect  Pit. 

Sample. — ^Bituminous  coal;  Rock  Springs  field;  analysis  No.  5814  (p.  317). 
Location. — Prospect  pit;  in  sec.  16,  T.  20  N.,  R.  102  W.,  3  miles  northeast  of  Syca- 
more.   No  railroad  connection. 
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Coal  bed. — ^No  name.    Cretaceous  age,  Mesaverde  fonnation. 

The  bed  was  measured  and  sampled  on  November  15, 1907,  by  V.  H.  Bamett.  The 
sample  represented  3  feet  6  inches  of  clear  coal.  It  was  taken  in  the  prospect,  5  feet 
from  entrance.    The  coal  was  badly  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  271. 

Sycamore.    Pbospbct  Pit. 

Sample. — ^Bituminous  coal;  Bock  Springs  field;  analysis  No.  5812  (p.  317). 

Location. — Prospect  pit;  in  sec.  18,  T.  20  N.,  R.  102  W.,  3  miles  northwest  of  Syca- 
more.   No  railroad  connection. 

Coal  bed, — No  name.    Cretaceous  age,  Mesaverde  formation. 

The  bed  was  measiured  and  sampled  on  November  15, 1907,  by  V.  H.  Bamett.  The 
sample  represented  1  foot  7  inches  of  coal,  which  was  overlain  with  clay  and  under- 
lain with  shale.  The  sample  was  taken  in  the  prospect,  6  feet  from  entrance.  The 
coal  was  badly  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.  S. 
Geol.  Survey  Bull.  341,  p.  271. 

UINTA  COUNTY. 

Almt.    No.  5  Mine. 

Sample. — Subbituminous  coal;  Kenmierer  field;  analysis  No.  2325  (p.  317). 

Mine.— So.  5;  at  Ahny,  in  the  SE.  J  sec.  30,  T.  16  N.,  R.  120  W.,  on  the  Oregon 
Short  Line  Railroad. 

Coal  bed. — ^Main  Almy.    Cretaceous  or  Tertiary  age,  Evanston  formation. 

The  bed  was  measured  and  sampled  in  1905  by  A.  C.  Veatch.  The  sample  repre- 
sented the  lower  8  feet  of  a  24-foot  bed.  The  upper  part  of  the  bed  contains  numerous 
partings.  The  sample  was  taken  in  room  5,  off  entry  12,  3,000  feet  from  mouth  of 
mine. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.  S. 
Geol.  Survey  Prof.  Paper  66,  p.  135;  Bull.  285,  p.  339. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  285,  p.  339. 

Almt.    MicHiaAN-WYOMiNO  Mine. 

Sample. — Subbituminous  coal;  Kemmerer  field;  analysis  No.  2326  (p.  317). 
Mrw?.— Michigan-Wyoming;  in  the  NW.  J  sec.  33,  T.  17  N.,  R.  120  W.,  7  miles 
north  of  Almy.    No  railroad  connection. 
Coal  bed. — No  nam^.    Cretaceous  or  Tertiary  age,  Evanston  fonnation. 
The  bed  was  measured  and  sampled  in  1905  by  A.  C.  Veatch,  as  shown  below: 

Section  of  coal  bed  in  Michigan- Wyoming  mine,  7  miles  north  of  Almy. 


Laboratory  No. 


Coal... 
Boneo. 
Coal... 
Bone  a. 
Coal... 


Thickness  of  bed 

Thickness  of  coal  sampled . 


2326 

Fi.  in. 
0  0 
0  1 
0  11 
0  4 
2     3 


4     0 
3      7 


a  Not  included  in  sample. 

The  sample  was  taken  in  mine,  40  feet  from  entrance. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.  S.  Geol. 
Survey  Prof.  Paper  56,  p.  136;  Bull.  285,  p.  339. 
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BONDURANT.      PbOSPECTS. 

Sample. — Bituzninous  coal;  Snake  River  field;  anal3rsia  No.  3892  (p.  317). 

Location.— Vroepect;  in  the  NW.  J  NE.  i  sec.  31,  T.  38  N.,  R.  113  W.,  2  miles  south- 
west of  Bondurant.    No  railroad  connection. 

Coal  bed. — Fall  River.    Cretaceous  or  Tertiary  age,  Evanston  formation. 

The  bed  was  measured  and  sampled  on  September  22,  1906,  by  A.  R.  Schultz. 
The  sample  represented  1  foot  of  coal,  which  was  overlain  and  underlain  with  shale. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  229. 

Sample. — Subbituminous  (?)  coal;  Snake  River  field;  analysis  No.  3893  (p.  317). 

Xoco/ion.—Prospect;  in  the  NW.  J  SE.  }  sec.  31,  T.  38  N.,  R.  113  W.,  2i  miles 
southwest  of  Bondurant.    No  railroad  connection. 

Coal  bed. — Fall  River.    Cretaceous  age,  *' Laramie"  formation. 

The  bed  was  measured  and  sampled  on  September  22,  1906,  by  A.  R.  Schultz. 
The  sample  represented  3  feet  of  coal,  which  was  underlain  and  overlain  with  shale. 
The  prospect  was  shallow,  and  the  coal  sampled  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  229. 

Sample. — Bituminous  coal;  Snake  River  field;  analysis  No.  4303  (p.  317). 

Location.— Prospect  pit;  on  Willow  Creek  in  the  NW.  J  NW.  J  sec.  33,  T.  37  N.,  R. 
115  W.,  13  miles  southwest  of  Bondurant. 

Coal  bed. — Not  named.    Cretaceous  age.  Frontier  formation. 

The  bed  was  measured  and  sampled  in  1906  by  A.  R.  Schultz,  as  shown  below: 

Section  of  coal  bed  in  prospect ,  13  miles  southwest  of  Bondurant, 


habontOTf  No 

CkMil,  dirty  o 

Cotd 

Thickness  of  bed 

Thickness  of  ooai  sampled 


4303 

Ft.  in. 
2  10 
2     8 


6     6 
2      8 


a  Not  included  in  sample. 

The  prospect  was  shallow  and  the  coal  sampled  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  229. 

Sample. — Bituminous  coal;  Snake  River  field;  analysis  No.  4300  (p.  317). 

looafion.— Prospect  pit;  on  Willow  Creek  in  the  NE.  J  NE.  }  sec.  32,  T.  37  N., 
R.  115  W.,  14  miles  southwest  of  Bondurant.    No  railroad  connection. 

Coal  bed. — Not  named.    Cretaceous  age.  Frontier  formation. 

The  bed  was  measured  and  sampled  in  1906  by  A .  R.  Schultz .  The  sample  included 
a  2-foot  cut  of  coal,  below  which  was  3  feet  6  inches  of  coal  and  shale.  The  prospect  was 
shallow  and  the  coal  sampled  was  weathered. 

For  chemical  analjrses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  229. 

Sample. — Bituminous  coal;  Snake  River  field;  analysis  No.  4006  (p.  317). 

JLocatum.—Piospect;  in  the  SE.  J  SW.  i  sec.  32,  T.  37  N.,  R.  115  W.,  15  miles 
southwest  of  Bondurant.    No  railroad  connection. 
•    Coal  bed. — Not  named.    Cretaceous  age.  Frontier  formation. 

The  bed  waa  measured  and  sampled  on  October  2,  1906,  by  E.  E.  Smith.  The 
sample  represented  a  2)-foot  cut  of  coal,  which  was  overlain  with  sandstone.  The 
prospect  was  shallow  and  the  coal  sampled  was  weathered. 
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For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.  S.  G^l. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  229. 

Sample. — Bituminous  coal;  Snake  River  field;  analysis  No.  4005  (p.  317). 

Location.— Prospect;  in  the  NW.  J  NE.  i  sec.  11,  T.  36  N.,  R.  116  W.,  15i  milee 
southwest  of  Bondurant. 

Coal  bed. — Not  named.    Cretaceous  age,  Frontier  formation. 

The  bed  was  measured  and  sampled  on  October  1, 1906,  by  A.  R.  Schultz,  as  shown 
below: 

Section  of  coal  bed  in  proapectf  15i  miles  southweet  of  Bondurant. 


Laboratory  No 

Roof,  shale. 

Coala 

Blialea 

Coal 

FloOT.  shale. 

llilekDess  of  bed 

Thickness  of  ooal  sampled . 


4005 

Ft. 

<». 

1 

% 

8 

0 

2 

3 

11 

5 

2 

3 

a  Not  included  in  sample. 

The  prospect  was  shallow  and  the  coal  sampled  was  weathered. 

For  diemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  317;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Greol.  Survey  Bull.  316,  p.  228. 

Sample. — Bituminous  coal;  Snake  River  field;  analysis  No.  4299  (p.  317). 

J!k)ca/um.— Prospect;  on  Willow  Creek,  in  the  SW.  i  NE.  }  sec.  11,  T.  36  N.,  R.  116 
W.,  16  miles  southwest  of  Bondurant.    No  railroad  connection. 

Coal  bed. — Not  named.  Cretaceous  age,  Frontier  formation.  The  bed  is  6  feet 
thick,  including  three  partings  which  aggregate  18  inches  in  thickness.  The  ix)ei- 
tion  of  these  partings  in  the  section  is  unknown. 

The  bed  was  measured  and  sampled  in  1906  by  A.  R.  Schultz. 

The  sample  included  a  4i-foot  cut  and  was  taken  in  the  prospect,  100  feet  from 
entrance.    The  coal  was  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  239. 

Sample. — Bituminous  coal;  Snake  River  field;  analysis  No.  4003  (p.  317). 

Xoca^ion.— Prospect;  in  the  SW.  }  SE.  }  sec.  1,  T.  37  N.,  R.  116  W.,  16  miles  west 
of  Bondurant.    No  railroad  connection. 

Coal  bed. — Not  named.    Cretaceous  age,  Frontier  formation. 

The  bed  was  measured  and  sampled  on  September  27,  1906,  by  E.  E.  Smith,  as 
shown  below: 

Section  of  coal  bed  in  prospect,  16  miles  weM  of  Bondurant. 


Laboratory  No 

Coal  and  shale  a 

Claya 

Coal 

Claya 

Thickness  of  bed 

Thickness  of  ooal  sampled . 


4008 

Ft.  fn. 
1  0 
1  6 
8  0 
0     1 


6     7 
3     0 


a  Not  included  in  sample. 

The  prospect  was  shallow  and  the  coal  sampled  was  weathered. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  317;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 
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For  geologic  relatioiiB  see  U.  S.  Geol.  Survey  Bull.  316,  p.  229. 

Sample. — Bituminous  coal;  Snake  River  field;  analysis  No.  4302  (p.  317). 

Xocarton.— Prospect;  on  Willow  Creek,  in  the  SW.  J  SE.  i  sec.  1,  T.  37  N.,  R.  116 
W.|  16  miles  west  of  Bondurant.    No  railroad  connection. 

Coal  bed. — ^The  bed  is  Cretaceous  age,  Frontier  formation. 

The  bed  was  measured  and  sampled  in  1906  by  A .  R.  Schultz.  The  sample  included 
a  2-foot  cut  of  coal,  which  was  underlain  by  1}  feet  of  dirty  coal.  The  prospect  was 
shallow  and  the  coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p. 317;  also  U.  S.  Geol. 
Siurvey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  pp.  229. 
^  Sample. — ^Bituminous  coal;  Snake  River  field;  analysis  No.  4301  (p.  818). 

Zoorfton.— Prospect;  in  the  SW.  J  SE.  J  sec.  1,  T.  37  N.,  R.  116  W.,  16  miles  west  of 
Bondurant.    No  railroad  connection. 

Coal  bed. — ^Upper  Frontier.  Cretaceous  age;  Frontier  formation.  Bed  39  inches 
thick,  including  7  inches  of  parting.  Parting  was  excluded  from  sample;  its  lo- 
cation in  the  bed  was  not  recorded. ' 

The  bed  was  measured  and  sampled  in  1906  by  A.  R.  Schultz.  The  prospect  was 
shallow  and  the  coal  sampled  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  318;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  229. 

Sample. — ^Bituminous  coal;  Snake  River  field;  analysis  No.  4001  (p.  318). 

IkHSfltion.— Prospect;  in  the  NW.  J  NE.  J  sec.  11,  T.  36  N.,  R.  116  W.,  17  miles  west  of 
Bondurant.    No  railroad  connection. 

Coal  bed.    Not  named.    Cretaceous  age;  Frontier  formation. 

The  bed  was  measured  and  sampled  on  October  20, 1906,  by  A.  R.  Schultz,  as  shown 
below: 

Section  of  coal  bed  in  prospect^  17  miles  west  of  Bondwrant. 


LAboratoET  No 

Roof,  aandBtone. 

Coal 

Shaleo 

Coal 

F]o(v,Bhale. 

ThiokneaBOfbed 

Thickness  of  coal  sampled . 


4001 
^.  In. 

2  0 

0  6 

1  4 

3  9 
8  4 


a  Not  included  In  sample. 

The  prospect  was  shallow  and  the  coal  sampled  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  318;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  229. 

Sample. — Bituminous  coal;  Snake  River  field;  analysis  No.  4323  (p.  318). 

Location. — Prospect;  in  T.  36  N.,  R.  118  W.,  25  miles  southwest  of  Bondurant. 
No  railroad  connection. 

Coal  bed. — Not  named.    Cretaceous  age;  Frontier  formation. 

The  bed  was  measured  and  sampled  in  1906  by  A.  R.  Schultz.  The  sample  rep- 
resented 3  feet  of  clear  coal.  The  prospect  sampled  was  shallow  and  the  coal  included 
in  the  sample  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  318;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  229. 
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GUMBBRLAND.      CXTMBBRLAND  No.  1  MiNB. 

Sample, — ^Bituminous  coal;  Kemmerer  field;  analysis  No.  2245  (p.  318). 

Mine. — Cumberland  No.  1;  1  mile  west  of  Cumberland,  in  the  NE.  }  SW.  }  sec.  31, 
T.  19  N.  R.  116  W.,  on  the  Oregon  Short  Line  Railway. 

Coal  bed. — ^Main  Kemmerer.    Cretaceous  age;  Frontier  formation. 

The  bed  was  measured  and  sampled  in  1905  by  A.  C.  Veatch.  The  sample  repre- 
sented 8  feet  of  clear  coal.  It  was  taken  in  south  entry  7, 2, 100  feet  west  and  2,000  feet 
south  of  mine  mouth. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  318;  also  U.  S.  Geol. 
Survey  Prof.  Paper  56,  p.  136;  Bull.  285,  p.  339. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Prof.  Paper  56,  pp.  116, 124. 

DlAUONDVILLB.      No.  1  MiNE. 

Sample, — ^Bituminous  coal;  Kemmerer  field;  analysis  No.  2284  (p.  318). 
Mine, — ^No.  1;  at  Diamondville  in  sec.  25,  T.  21  N.,  R.  116  W.,  on  the  Oregon 
Short  Line  Railway. 
Coal  bed.—MBm  Kemmerer.    Cretaceous  age;  Frontier  formation. 
The  bed  was  measured  and  sampled  in  1905  by  A.  C.  Veatch,  as  shown  below: 

Section  of  coal  bed  in  No.  1  mine  at  Diamondville. 


Laboratory  No. 


Coal.. 

Clay  a. 
Goal.. 


Thiekneas  of  bed 

Tblokneai  of  ooal  sampled , 


SM 

Ft. 

M. 

1 

0 

0 

4 

5 

8 

7 

0 

6 

8 

a  ^ot  included  in  sample. 

The  sample  was  taken  in  room  45,  off  the  first  north  entry,  160  feet  west  and  3,460 
feet  north  of  the  mine  mouth. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  318;  also  U.  S.  Geol. 
Survey  Prof.  Paper  56,  p.  136;  Bull.  285,  p.  339. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Prof.  Paper  56,  p.  121. 

Frontier.    Kehherbr  No.  1  Mine. 

Sample. — Bituminous  coal;  Kemmerer  field;  analyses  Nos.  2286,  2287  (p.  318). 
Jfin«.— Kemmerer  No.  1,  at  Frontier,  in  the  SE.  J  NW.  J  sec.  12,  T.  21  N.,  R. 
116  W.,  on  the  Oregon  Short  Line  Railway. 
Coal  beds. — Lower  or  A  and  Main  Kemmerer.    Cretaceous  age;  Frontier  formation. 
The  bed  was  measured  and  sampled  in  1905  by  A.  C.  Veatch,  as  shown  below: 

Section  of  Kemmerer  No.  1  mine  at  Frontier. 


Laboratory  No. 


Coal.. 
Dirt  a. 
Coal.. 


ThIckneflB  of  bed 

ThidmesB  of  coal  nmpled . 


Ft. 

III. 

2 

0 

0 

6 

4 

0 

6 

6 

6 

0 

•  Not  indaded  in  ample. 
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Sample  2286  was  taken  from  the  Lower  or  A  bed,  850  feet  from  mine  entrance. 

Sample  2287  was  taken  from  the  Main  Kemmerer  bed,  in  room  46,  o£f  south  entry 
3,  600  feet  west  and  2,850  feet  south  of  mine  mouth.  The  sample  included  a  9-foot 
cut  of  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  318;  also  U.  S. 
Geol.  Survey  Prof.  Paper  56,  p.  136. 

Forgeolog:ic  relations  see  U.  S.  Geol.  Survoy  Bull.  285,  p.  339;  Prof.  Paper  56,  p.  120. 

Fkonher.    Willow  Greek  Opening. 

Sample, — ^Bituminous  coal;  Kemmerer  field;  analysis  No.  2285  (p.  318). 
Location.— Willow  Creek  opening;  in  the  SW.  J  NW.  \  sec.  19,  T.  22  N.,  R.  115  W., 

5  miles  north  of  Frontier.    No  railroad  connection. 

Coal  bed. — ^Willow  Creek.    Cretaceous  age,  Frontier  formation. 

The  bed  was  measured  and  sampled  in  1905  by  A.  C.  Veatch.  The  sample  repre- 
sented 3  feet  of  clear  coal.  It  was  taken  at  end  of  main  entry,  150  feet  from  mine 
mouth. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  318;  also  U.  S. 
Geol.  Survey  Prof.  Paper  56,  p.  136;  Bull.  285,  p.  339. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Prof.  Paper  56,  p.  120. 

Fbontibb.    Willow  Creek  Mine. 

Sample. — Bituminoub  coal;  Kemmerer  field;  analysis  No.  3572  (p.  318). 

Mne.— Willow  Creek;  in  the  SW.  J  NW.  \  sec.  2,  T.  23  N.,  R.  116  W.,  12  miles 
north  of  Frontier.    No  railroad  connection. 

Coal  bed, — ^No  name.    Cretaceous  age,  Frontier  formation. 

The  bed  was  measured  and  sampled  on  November  17, 1906,  by  A.  R.  Shultz.  The 
sample  included  6  feet  5  inches  of  coal  which  was  overlain  and  underlain  with  shale. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  318;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  226. 

Jackson.    Surface  Prospect. 

Sample. — Bitiuninous  (?)  coal;  Snake  River  field;  analysis  No.  4002  (p.  319). 
hoeaiion. — Surface  prospect;  on  the  east  side  of  Snake  River,  south  of  Game  Creek, 

6  miles  south  of  Jackson,  in  the  SW.  \  N£.  \  sec.  34,  T.  40  N.,  R.  116  W.    No  railroad 
connection. 

Coal  bed. — Not  named.    Greologic  age  and  formation  unknown. 

The  bed  was  measured  and  sampled  on  October  8,  1906,  by  A.  R.  Schultz.  The 
sample  represented  1  foot  5  inches  of  coal,  which  was  overlain  with  shale  and  imderlain 
with  clay.    The  prospect  was  shallow  and  the  coal  sampled  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  319;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  229. 

Kemmerer.    Adaville  Mine. 

Sample. — Subbituminous  coal;  Kemmerer  field;  (Wyoming  No.  6)  analyses  Nos. 
3202,  3203,  2283  (p.  319). 

Jfin«.— Adaville,  a  drift  mine,  3  miles  west  of  Kemmerer,  in  the  NE.  J  SW.  }  sec. 
20,  T.  21  N.,  R.  116  W.,  on  the  Union  Pacific  Raiboad. 

Coal  bed. — ^The  bed  wcvked  at  this  mine  is  of  Cretaceous  age,  ' '  Laramie ' '  formation. 
The  bed  is  83  feet  thick  and  dips  west  about  30  feet  in  100. 
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No  complete  sectdon  of  the  bed  was  obtained.  Sectiona  were  measured  and  sam- 
pled by  J.  W.  Groves  on  May  3,  1906,  at  two  points  in  the  mine. 

Sample  3202  was  taken  from  rooms  1  and  2,  150  feet  north  of  the  drift  opening, 
where  the  worked  section  of  the  bed  was  12  feet  thick. 

Sample  3203  was  taken  from  rooms  7  and  8, 180  feet  north  of  the  drift  opening,  where 
the  worked  section  of  the  bed  was  11  feet  thick. 

The  two  samples  together  represent  about  23  feet  of  the  bed.  The  bed  itself  is 
said  to  be  clean  coal  through  its  thickness  of  83  feet. 

The  bed  was  also  sampled  and  measured  in  1905  by  A.  0.  Veatch.  The  sample 
(2283)  was  taken  from  an  84-foot  bed,  and  represents  less  than  half  the  thicknesa  of 
the  bed.  The  coal  was  uniform  with  no  partings.  The  sample  was  obtained  by  taking 
fragments  of  coal  at  intervals  along  an  entry  that  was  driven  diagonally  through  the 
bed. 

Notes. — The  coal  produced  at  this  mine,  like  that  from  other  mines  in  the  district, 
is  a  black  lignite,  and  had  been  used  by  locomotives,  by  manufacturing  plants,  and 
for  domestic  purposes.  At  the  time  the  samples  wero  collected  the  mine  was  being 
cleaned  out  after  having  been  abandoned  for  several  years. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows— eteaming 
tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  288;  Bureau  of  Mnes  Bull.  23,  pp.  70,  189; 
producer-gas  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  288;  Bureau  of  Mines  BuU.  13, 
pp.  225,  277;  briquetting  tests:  U.  S.  Geol.  Survey  Bull.  332,  p.  289. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  319;  also  17.  S. 
Geol.  Survey  Prof.  Paper  56,  p.  136;  Bull.  285,  p.  339;  Bull.  332,  p.  287. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Prof.  Paper  56,  p.  131. 

Merna.    Prospect. 

Sample. — ^Bituminous  coal;  Snake  River  field;  analysis  No.  3891  (p.  319). 

Mine. — ^Prospect;  a  drift  mine  on  MacDougal  Mountain  in  the  NW.  }  SE.  i  sec.  33, 
T.  34  N.,  R.  115  W.,  14  miles  west  of  Merna.    No  railroad  connection. 

Coal  bed. — Not  named.    Cretaceous  age.  Frontier  formation. 

The  bed  was  measured  and  sampled  on  September  7, 1906,  by  A.  R.  Schultz.  The 
sample  represented  6  feet  2  inches  of  coal,  which  was  underlain  and  overlain  with 
shale.  The  sample  was  taken  in  the  prospect,  20  feet  from  entrance.  The  coal  was 
fresh. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  319;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  228. 

Merna.    Lander  Peak  Surface  Prospect. 

Sample. — Bituminous  coal;  Snake  River  field;  analysis  No.  3778  (p.  319). 

Location.— Laxidei  Peak  surface  prospect;  in  the  SE.  J  SE.  J  sec.  34,  T.  33  N., 
R.  115  W.,  18  miles  southwest  of  Merna.    No  railroad  connection. 
•  Coal  bed. — Not  named.    Cretaceous  age,  Frontier  formation. 

The  bed  was  measured  and  sampled  on  September  6,  1906,  by  E.  E.  Smith.  The 
sample  represented  2  feet  of  coal  which  was  overlain  with  sandstone  and  underlain 
with  shale.    The  prospect  was  shallow  and  the  sample  included  weathered  coal. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  319;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  228. 

Merna.    Wyoming  Range  Prospect. 

i9amp20.— Bituminous  (7)  coal;  Snake  Biver  field;  analysis  No.  3890  (p.  319). 
Location.— Prospect;  in  the  NW.  J  SE.  J  sec.  2,  T.  34  N.,  R.  116  W.,  19  miles  weet 
of  Merna.    No  railroad  connection. 
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Coal  bed. — ^The  bed  is  of  Cretaceous  age,  Frontier  formktion. 

The  bed  was  measured  and  sampled  on  September  12, 1906,  by  A.  R.  Schultz.  The 
sample  represented  10  feet  2  inches  of  coal,  which  vas  overlain  with  shale.  The 
prospect  was  shallow  and  the  coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  319;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Qeol.  Survey  Bull.  316,  p.  228. 

Mebna.    Surface  Prospect. 

Sample. — Bituminous  (?)  coal;  Snake  River  field;  analysis  No.  4004  (p.  319). 

JDoca^Ton.-r-Surface  prospect;  near  southwest  comer  of  tract  in  NE.  J  NW.  i  sec.  35, 
T.  35  N.,  R.  116  W.,  19 J  miles  west  of  Mema.    No  railroad  connection. 

Coal  bed. — Not  named.    Cretaceous  age,  Frontier  formation. 

The  bed  was  measured  and  sampled  on  October  4,  1906,  by  A.  R.  Schultz.  The 
sample  represented  4  feet  of  coal,  which  was  overlain  with  sandstone.  The  prospect 
was  shallow  and  the  coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  319;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  228. 

Merna.    Surface  Prospect. 

Sample. — Bituminous  coal;  Snake  River  field;  analysis  No.  4000  (p.  319). 

Location. — Surface  prospect;  in  Wyoming  range,  near  northwest  comer  of  tract,  in 
the  NE.  J  NW.  i  sec.  35,  T.  35  N.,  R.  116  W.,  20  miles  west  of  Mema.  No  raih-oad 
connection. 

Coal  bed. — Not  named.    Cretaceous  age.  Frontier  formation. 

The  bed  was  measured  and  sampled  on  October  4,  1906,  by  A.  R.  Schultz.  The 
sample  represented  6  feet  of  coal,  which  was  overlain  with  sandstone.  The  prospect 
was  shallow  and  the  coal  was  badly  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  319;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  228. 

Spring  Valley.    Richardson  Mine. 

Sample. — Bituminous  coal;  Kemmerer  field;  analysis  No.  2212  (p.  319). 

ifin«.— Richardson;  in  the  NW.  i  sec.  12,  T.  15  N.,  R.  118,  3}  miles  northeast  of 
Spring  Valley. 

Coal  bed.— Spring  Valley.  Cretaceous  age,  Frontier  formation.  Bed  is  5  feet  thick 
Roof,  gray  clay. 

The  bed  was  measured  and  sampled  in  1905  by  A.  C.  Veatch,  as  shown  below: 

Section  of  coal  bed  in  Richardson  miney  3^  miles  northeast  of  Spring  Valley. 


Laboratory  No.. 
Roof,  gray  shale. 

CmX 

Shales 

Coal 


Thickness  of  bed 

Tbiokness  of  coal  sampled . 


2212 

Ft. 

in. 

2 

3 

0 

2 

2 

7 

5 

0 

4 

10 

oNot  included  in  sample. 
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The  sample  was  taken  150  feet  west  and  50  feet  north  of  opening. 
For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  319;  also  U.  8.  Oeol. 
Survey  Prof.  Paper  56,  p.  136. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Ptof.  Paper  56,  p.  65. 

Spring  Valley.    Lazbart  Mine. 

Sample. — Subbituminous  coal;  Kemmerer  field;  analysis  No.  2211  (p.  319). 

Mn«.— Lazeart;  in  the  SE.  J  SW.  J  sec.  8,  T.  16  N.,  R.  118  W.,  4  miles  northwest  of 
Spring  Valley.    No  railroad  connection. 

Coal  beds, — ^AdaviUe.    Cretaceous  age,  Adaville  formation. 

The  bed  was  measured  and  sampled  in  1905  by  A.  G.  Veatch.  The  sample  included 
a  13-foot  cut  of  coal,  which  was  underlain  with  17  feet  of  coal.  The  sample  was  taken 
in  mine,  15  feet  from  mouth.    The  coal  waa  probably  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  319;  also  U.  S.  GreoL 
Survey  Prof.  Paper  56,  p.  136.    Bull.  285,  p.  339. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Prof.  Paper  56,  p.  720. 

Stanley.    Prospect  Pit. 

Sample. — Subbituminous  coal;  Labarge  Mountain  field;  analysis  No.  3695  (p.  320). 

Location.— Prospect  pit;  in  the  NE.  J  NW.  J  sec.  1,  T.  28  N.,  R.  114  W.,  8  miles 
south  of  Stanley  and  about  12  miles  north  of  Viola. 

Coal  bed. — ^Not  named.    Cretaceous  age,  Adaville  formation. 

The  bed  was  measiured  and  sampled  on  August  26,  1906,  by  A.  R.  Schultz.  The 
sample  included  2|  feet  of  coal,  which  was  overlain  with  shaly  sandstone  and  under- 
lain with  shale.    The  coal  sampled  was  weathered. 

Notes. — ^The  coal  was  mined  for  local  use.    On  exposure  to  the  air  it  slacks  readily. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  320;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  228. 

Stanley.    Prospect  Drift. 

Sample. — Subbituminous  coal;  Labarge  Mountain  field;  analysis  No.  3700  (p.  320). 

Zoca^ion.— Prospect  drift  in  the  SW.  i  NW.  J  sec.  1,  T.  28  N.,  R.  114  W.,  8i  milee 
south  of  Stanley  and  about  12  miles  north  of  Viola.    No  railroad  connection. 

Coal  bed. — Not  named.    Cretaceous  age,  Adaville  formation. 

The  bed  was  measured  and  sampled  on  August  26,  1906,  by  A.  R.  Schultz.  The 
sample  included  3|  feet  of  coal,  which  was  overlain  with  sandstone  and  underlain  with 
shale.    The  sample  was  taken  at  end  of  drift,  210  feet  from  entrance. 

Notes. — The  coal  was  mined  for  local  use;  on  exposure  to  air,  it  slacks  readily. 

For  chemical  analyses  of  this  coal  see  part  1  of  this  bulletin,  p.  320;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  228. 

Stanley.    Prospect. 

Sample. — Subbituminous  coal;  Labaige  Mountain  field;  analysis  No.  3694  (p.  820). 

Location.— Prospect  pit;  in  the  S^.  i  SE.  J  sec.  12,  T.  28  N.,  R.  114  W.,  9  miles 
south  of  Stanley,  and  about  12  miles  north  of  Viola. 

Coal  bed. — Not  named.    Cretaceous  age,  Adaville  formation. 

The  bed  was  measured  and  sampled  on  August  28,  1906,  by  A.  R.  Schults.  The 
sample  included  4  feet  2  inches  of  clear  coal.  The  prospect  was  shallow  and  the  coal 
was  badly  weathered. 
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Notes. — The  coaJ  was  mined  for  local  use.    It  slacks  readily  on  exposure  to  air. 
r^^  For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  320;  also  17.  S.  Geol. 

Survey  Bull.  316,  pp,  232,  236, 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  228. 

Stanley.    Griogs  Prospect. 

^'  Sample. — Subbituminous  coal;  Labarge  Mountain  field;  analysis  No.  3699  (p.  320). 

■-^*  Location,— Griggs  prospect;  in  the  SE.  i  SE.  i  sec.  12,  T.  28  N.,  R.  114  W.,  9  miles 

south  of  Stanley  and  about  12  miles  north  of  Viola. 

Coal  bed. — Labarge  Mountain.    Cretaceous  age,  Adaville  formation. 
The  bed  was  measured  and  sampled  on  August  26,  1906,  by  A.  R.  Schultz.    The 
^''  sample  represented  8  feet  of  coal,  which  was  overlain  with  ahale.    The  sample  was 

taken  in  the  prospect,  125  feet  from  entrance.    The  coal  was  probably  weathered. 
'  Notes. — The  coal  was  mined  for  local  use.    When  exposed  to  thaair  it  slacks  readily. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  320;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  228. 

Viola.    Sayley  Mine. 

j:  Sample. — Subbituminous  coal;  Labarge  Mountain  field;  analysis  No.  3698  (p.  320). 

Mw^.— Sayley;  in  the  SE.  J  NW.  J  sec.  7,  T.  26  N.,  R.  113  W.,  about  2  miles  northeast 
of  Viola. 

Coal  bed. — No  name.    Cretaceous  age,  Adaville  formation. 
:  The  bed  was  measured  and  sampled  on  August  28,  1906,  by  A.  R.  Schultz,    The 

sample  represented  6  feet  of  coal,  which  was  overlain  with  shale  and  imderlain  with 
sandstone.    The  sample  was  taken  in  prospect,  180  feet  from  entrance.  "^The  coal  was 
f  probably  weathered. 

Notes. — The  coal  was  mined  for  local  use.    It  slacks  readily  when  exposed  to  air. 
P'or  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  320;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 
For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  227. 


Viola.    Pbospectt  Prr. 

Sample. — Subbituminous  coal;  Labarge  Mountain  field;  analjrsis  No.  3693  (p.  320). 

Xocaeion.— Prospect  pit;  in  the  SE.  J  SW.  J  sec.  32,  T.  27  N.,  R.  113  W.,  about  4  miles 

northeast  of  Viola. 

Coal  bed. — ^Not  named.    Cretaceous  age,  Adaville  formation. 

The  bed  was  measured  and  sampled  on  August  28, 1906,  by  A.  R.  Schultz,  as  shown 

below: 

Section  of  coal  bed  in  prospect  pt7,  4  miles  northeast  of  Viola. 


Laboratory  No 

Roof,  shale. 

Coal 

Shale  a 

Coal  a 

Floor,  shale. 

Thickness  of  bed 

Thickness  of  coal  sampled . 


3693 

Ft. 

in. 

8 

3 

3 

2 

3 

0 

11 

5 

8 

3 

o  Not  included  In  sample. 

Notes. — The  coal  slacks  readily  when  exposed  to  the  air.  It  was  mined  only  for 
local  use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  320;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Smrvey  Bull.  316,  p.  227. 
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VioiA.    Surface  OriNiNe. 

Sample. — Subbituminous  coal;  Labarge  Mountain  field;  analysis  No.  3697  (p.  320). 

Location.— Surface  opening;  in  the  SW.  ^  NE.  ^  sec.  29,  T.  27  N.,  R.  113  W.,  about  5 
miles  northeast  of  Viola. 

Coal  bed. — Labarge  Mountain.    Cretaceous  age,  Adaville  formation. 

The  bed  was  measured  and  sampled  on  August  28,  1906,  by  A.  R.  Schultz.  The 
sample  represented  3^  feet  of  coal,  which  was  overlain  and  underlain  with  shale.  The 
prospect  was  shallow  and  the  coal  was  weathered. 

JVb^.— The  coal  slacks  readily  when  exposed  to  air.  It  was  mined  only  for  local 
use. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  320;  also  U.  S.  Geol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  227. 

Viola.    PRoePBcr  Prr. 

Sample. — Subbituminous  coal;  Kemmerer  field;  analysis  No.  3696  (p.  320). 

Location.— Prospect  pit;  in  the  SW.  J  SW.  i  sec.  17,  T.  25  N.,  R.  115  W.,  about  12 
miles  southwest  of  Viola. 

Coal  bed. — No  name.    Cretaceous  age,  Adaville  formation. 

The  bed  was  measured  and  sampled  on  August  28,  1906,  by  A.  R.  Schultz.  The 
sample  represented  3  feet  of  coal,  which  was  overlain  with  shalo.  The  prospect  was 
shallow  and  the  coal  was  weathered. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  320:  also  U.  S.  Creol. 
Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  227. 

Viola.    Prospect  Prr. 

Sample. — Bituminous  coal;  Kemmerer  field;  analysis  No.  3570  (p.  321). 

Ix)oa/um.— Prospect  pit;  in  the  NE.  J  SE.  J  sec.  16,  T.  25  N.,  R.  115  W.,  about  11 
miles  southwest  of  Viola. 

Coal  6«(f.^!V^illow  Creek.    Cretaceous  age;  Frontier  formation. 

The  bed  was  measured  and  sampled  on  November  17, 1906,  by  A.  R.  Schultz.  The 
sample  represented  4}  feet  of  coal,  which  was  overlain  and  underlain  with  shale. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  321;  also  U.  S. 
Geol.  Survey  Bull.  316,  pp.  232,  236. 

For  geologic  relations  see  U.  S.  Geol.  Survey  Bull.  316,  p.  227. 

WBSTON  OOTJKTY. 

Cambria.    Antelopb  No.  1  and  No.  3  and  Jumbo  Mines. 

Sample. — Bituminous  coal;  Black  Hills  region;  (Wyoming  No.  2)  analyses  Nos. 
1376, 1377  (p.  321). 

Mine. — ^Antelope  Nos.  1  and  3  and  Jumbo  mines,  all  delivering  coal  to  one  tipple; 
drift  openings  in  sec.  29,  T.  46  N.,  R.  61 W.,  at  Cambria,  on  a  branch  line  of  the  Bur- 
lington &  Missouri  River  Railroad. 

Coal  bed. — ^The  coal  occurs  in  the  Lakota  sandstone,  near  the  base  of  the  Cretaceous 
system.  It  is  probably  a  local  bed,  limited  to  this  general  locality.  Thickness, 
variable;  dip,  slight;  roof,  sandstone,  in  places  underlain  with  black  shale;  floor,  clay. 
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The  bed  was  meamired  and  sampled  at  four  points  by  F.  W.  deWoH,  in  1904,  as 
described  below: 

Sections  of  coal  bed  in  Antelope  Nos,  1  and  S  and  Jumho  mines  at  Cambria. 


Section 

Laboratory  No 

Koof:  Sees.  A,  C,  and  D,  sandstone;  sec.  B,  black  shale. 

Coal 

Coal  (cannel?) 

Shale,  black 

Shale 

Coal,  splint 

Coal 

Clay  a 

Bone 

Coal 

Coal,  splint 

Bone 

Coal,  splint 

Coal 

Clayo 

Clay 

Coal 

Claya 

Coal,  splint 

Coal 

Sulphur  a 

Coal 

Coal,  splint 

Coal 

Clay  a 

Coal,  splint 

Coal 

Clay  « 

Coal 

Floor,  fire  clay. 

Thickness  of  bed 

Thickness  of  coal  samf^ed 


A 

B 

1376 

1377 

i; 

Ft. 

in. 

Ft. 

in. 

Ft. 

2 

0 

•  • 

. 

•  ■ 
>  • 

0 

2 

6 

'6 

*7 

•  - 

0 

2 

'i 

6 

•  • 

6 

»  • 

6 

7 

'6 

'6 

*  • 

2 

•  • 

0 

io 

i 

io 

i 

. , 

0 

i* 

6 

10 

-- 

0 

3 

'6 

1 

0 

6 

0 

3 

0 

S 

•  • 

a  « 

1 

2h 

K      • 

,  . 

•  ■ 

6 

■     * 

■  • 

0 

8 

*     * 

.. 

0 

4 

i 

.. 

•  * 

0 

2 

•• 

•  - 

1 

0 

6 

8 

5 

6 

7 

6 

8 

6 

^ 

4 

c 

1376 
in. 


D 
Ft.    in. 


0     3 


0 
6 


3 


7      7i 
4    1(4 


1 
6 


0 
2 


7 

•  * 

21 


1 
9 


4    10} 


a  Not  included  in  sample. 

Section  A  was  measured  in  room  6,  off  northwest  entry  3,  in  Antelope  No.  3  mine; 
section  B  (sample  1377)  was  measured  in  room  9,  off  northwest  entry  8,  in  Jumbo  mine; 
section  C  was  measured  in  room  7,  off  northwest  entry,  in  Antelope  No.  1  mine;  and 
section  D  was  measured  in  room  14  in  Antelope  No.  1  mine.  Sample  No.  1376  was 
composed  of  cuttings  from  sections  A  and  G.    No  sample  was  taken  at  section  D. 

Notes. — ^The  coal  was  largely  used  as  engine  coal  by  the  Burlington  &  Missouri 
River  Railroad.  The  slack  coal  (that  passing  through. ^-inch  screen)  was  generally 
coked  at  the  mine,  yielding  a  coke  high  in  ash.  In  1904  about  30  per  cent  of  the  output 
was  slack. 

For  results  of  tests  of  this  coal,  see  mention  of  specific  tests  as  follows — steaming 
tests:  U.  8.  Greol.  Survey  Prol.  Piapar  48,  p.  037;  Bull.  261,  p.  83;  Bull.  290,  p.  225; 
Bureau  of  Mines  Bull.  23,  pp.  70,  188;  producer-gas  tests:  U.  S.  Geol.  Survey  Prof. 
Paper  48,  p.  1304;  Bull.  261,  p.  115;  Bull,  290,  p.  226;  Bureau  of  Mines  Bull.  13, 
pp.  223,  277. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  321;  also  U.  S. 
Geol.  Survey  Prof.  Paper  48,  p.  263;  Bull.  261,  p.  59;  Boll.  290,  p.  225. 

HORTON.      HOLWELL  PeOBPBOTS  NoS.   1  AND  2. 

^amp^.— Bituminous  coal;  Black  HiUs  field;  analyses  Nos.  6747,  6743,  6744,  6746 
(p.  321). 

Location.— Holwell  prospect  Nos.  1  and  2;  in  the  SE.  J  sec.  31,  T.  48  N.,  R.  62  W.; 
7  miles  west  of  Horton  and  about  20  miles  nortJiwest  of  the  Chicago,  Burlington  & 
Quincy  Railroad  at  Cambria. 

Coal  bed. — ^At  the  base  of  the  Lakota  sandstone  of  Lower  Cretaceous  age. 


1158  ANALYSES  OF  COALS. 

The  bed  in  Holwoll  prospect  No.  1  was  measured  and  sampled  by  R.  W.  Stone 
and  G.  T.  Lupton^  as  shown  below: 

Section  of  coal  bed  at  Holwell  prospect  No.  1,  7  miles  west  of  Horton. 


Bone 

Coal,  bitominoas,  with  dull  and  bright  streaks. 

Coal,  bituminous,  bright 

CoalyCannel 

Coal,  bituminous,  bright 

Coal,oannel 

Coal,  bony,  ahaly 

Thickness  of  bed 


Ft. 

in. 

1 

2 

2 

0 

0 

7 

1 

6 

1 

9 

1 

4 

0 

8 

9     0 


The  prospect  was  a  drift  about  55  feet  long,  which  had  not  been  worked  for  a  number 
of  years.  The  sample  was  taken  at  the  breast  and  although  representing  as  fresh  coal 
as  could  be  obtained  by  cleaning  the  sur&ce,  it  was  probably  slightly  weathered .  The 
analyses  represent  the  various  parts  of  the  bed  as  follows: 

Sample  6747  represented  whole  thickness  of  bed.    It  was  taken  55  feet  in. 

Sample  6743  represented  18  inches  of  cannel  coal  in  the  middle  part  of  the  bed. 
The  sample  was  taken  55  feet  in. 

Sample  6744  represented  14  inches  of  bone  at  the  top  of  bed.  The  sample  was  taken 
at  end  of  entry  1. 

Sample  6746  represented  7-inch  and  21-inch  benches  of  bright  and  cannel  coal  mixed. 

The  bed  in  Holwell  prospect  No.  2  was  measured  and  sampled  by  R.  W.  Stone,  as 
shown  below: 

Section  of  coal  bed  in  Holwell  prospect  No.  2^7  miles  west  of  Horton. 


Laboratory  No. 


Bone 

Bone,  with  streaks  of  bituminous  coal 

Coal,  bright,  bituminous 

Coal,  bony 

Coal,  bright,  bituminous 

Coal,  duO,  bituminous 

Coal,  cannel 

Coal,  bony 

Coal,  bright,  bituminous 

Coal,  splint 

Bone 


Thickness  of  bed 

Thickness  of  ooal  sampled . 


6745 

Ft.  in. 

0  6 

1  1 
0  3 
0 
0 
0 
0  6' 

0  9 

1  0 
0  6 


6      0 

5      0 


This  prospect  was  a  single  drift  95  feet  long,  which  had  not  been  worked  for  several 
months.  The  sample,  taken  at  the  face,  represented  the  whole  thickness  of  the  bed, 
and  probably  included  only  slightly  weathered  coal. 

Notes. — ^The  coal  for  the  most  jMurt  is  bituminous,  and  some  of  the  benches  would 
coke. 

For  chemical  analyses  of  this  coal  see  part  I  of  this  bulletin,  p.  321. 

BIBLIOGRAPHY. 

Under  the  description  of  each  sample  in  this  report  reference  has 
been  made  to  the  publication  of  the  United  States  Geological  Survey 
containing  a  description  of  the  geologic  relations  of  the  coal  bed  or 
the  composition  of  the  coal. 

A  bibliographical  list  of  the  United  States  Geological  Survey  publi- 
cations dealing  with  coal  is  given  in  ^'Mineral  Resources  of  the 
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Unite'd  States,  1910"  (U.  S.  Geol.  Survey,  1911),  pages  226-242. 
This  list  is  also  published  as  a  separate  by  the  United  States  Geo- 
logical Survey. 

The  references  given  below  are  chiefly  the  publications  of  State 
surveys,  and  refer  to  papers  of  a  general  nature  rather  than  to 
descriptions  of  separate  localities.  The  list  is  incomplete,  but  it  is 
believed  to  contain  the  more  important  references,  other  than  those 
in  reports  of  the  Geological  Survey,  to  the  composition  and  geologic 
relations  of  the  various  coals  in  this  country. 

ALABAMA. 

Gibson,  A.  M.  Report  on  the  Coal  Measures  of  Blount  Mountain,  with  map  and 
sections.  Ala.  Geol.  Survey,  1893,  pp.  7-^.  Describes  the  topography  and 
geologic  structiure  of  the  region  and  the  stratigraphy  of  the  lower  and  upper  coal 
measures,  with  a  detailed  description  of  the  coal  seams.  Gives  chemical  analyses 
of  some  of  the  coals. 

McCallet,  Henry.  Report  on  the  coal  measures  of  the  plateau  region  of  Alabama. 
Ala.  Geol.  Surv.,  1891,  238  pp. 

Report  on  the  Tennessee  Valley  region.    Ala.  Geol.  Surv.  Rept.,  pt.  1, 1896, 

436  pp.    Describes  the  general  features  of  the  stratigraphy,  and  the  occurrence  of 
coal,  etc.    Gives  local  geologic  details  by  counties. 

Report  on  the  Warrior  coal  basin.    Ala.  Geol.  Surv.,  1900,  327  pp.    Gives 


numerous  sections  of  coal  beds. 
Squire,  Joseph.    Report  on  the  Gahaba  coal  field.    Ala.  Geol.  Surv.,  1890,  187  pp. 

ABKAN8A8. 

Steel,  A.  A.    Coal  mining  in  Arkansas.    Geol.  Surv.  of  Ark.,  vol.  1,  1910,  632  pp; 

vol.  2,  1910,  383  pp. 
WiNSLOW,  Arthur.    The  geology  of  the  coal  regions.    Ann.  Rept.  Geol.  Surv.  of 

Ark.  for  1888,  vol.  3, 1888, 122  pp.    Gives  geologic  sections,  also  analyses  of  coals. 

COLORADO. 

Colorado  State  Bureau  of  Mines.    Report  of  the  State  Bureau  of  Mines  for  the 

years  1905-6.    1907.    127  pp. 
Headden,  W.  p.    a  study  of  some  Colorado  coals — a  comparison  of  some  coals  from 

Boulder,  Routt,  and  Delta  Counties.    Colo.  Sci.  Soc.  Proc.,  vol.  8,  May,  1907, 

pp.  281-300. 

An  examination  of  some  coals  from  Routt  County,  Colo.    Colo.  Sci.  Soc. 

Proc.,  vol.  8,  March,  1907,  pp.  ^57-280. 

Parsons,  H.  F.,  and  Liddell.  C.  A.    The  coal  and  mineral  resources  of  Routt 
County.    Colorado  School  of  Mines  Bull.,  vol.  1,  no.  4,  1903,  pp.  47-69. 

GEOBGIA. 

McCalue,  S.  W.    a  preliminary  report  on  the  coal  deposits  of  Geozgia.    Geol.  Surv. 
Ga.  Bull.  12, 1904, 121  pp. 

A  preliminary  report  on  the  mineral  resources  of  Geoigia.    Geol.  Surv.  Ga. 

Bull.  23, 1910,  pp.  67-75. 

ILLINOIS. 

Bain,  H.  F.,  and  others.    Studies  of  Illinois  coals.    Am.  Inst.  Min.  Eng.  Bull.  24, 
1908,  pp.  1099-1170. 

Studies  of  Illinois  coal.    lU.  State  Geol.  Surv.  Bull.  14, 1909,  pp.  18S-253. 
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Bement,  A.  Difltributioii  of  the  coal  beds  of  the  State  [of  Illinois].  111.  State  Geol- 
Surv.  Bull.  3,  1906,  pp.  19-25.  Discusses  the  occurrence  and  mining  of  the 
workable  seams  of  Illinois. 

■ The  Illinois  coal  field.    111.  State  Geol.  Surv.  Bull.  16,  1910,  pp.  182-202. 

Cady,  G.  H.  The  geology  and  coal  recources  of  the  West  Frankfort  quadrangle.  111. 
State  Geol.  Surv.  Bull.  16, 1910,  pp.  244-265. 

De  Wolf,  F.  W.  Coal  investigations  in  Saline  and  Williamson  Coimties,  111.  Hi. 
State  Geol.  Surv.  Bull.  8,  1908,  pp.  230-245.  Describes  the  stratigraphy  and 
structure  of  the  field,  and  the  occurrence  and  chatacter  of  the  coals. 

Coal  investigations  in  the  Saline-Gallatin  field,  Illinois,  and  the  adjoining 

area.    111.  State  Geol.  Surv.  Bull.  8,  1908,  pp.  211-229. 

The  coal  resources  of  Illinois.    Am.  Inst.  Min,  Eng.  Bull.  24,  November, 

1908,  pp.  1103-1112. 

The  coal  resources  of  Illinois.    111.  State  Geol.  Surv.  Bull.  14,  1909,  pp. 


189-196. 
De  Wolf,  F.  W.,  and  othebs.    Studies  of  Illinois  coal.    111.  State  Geol.  Surv.  Bull. 

16, 1910,  pp.  177-301. 
LiNDOREN,  J.  M.    The  sampling  and  analysis  of  Illinois  coals.    111.  State  Geol.  Surv. 

Bull.  14, 1909,  pp.  196-203.    Gives  analyses  of  coals  from  various  parts  of  the  State. 
Parr,  S.  W.    Chemical  analyses  of  certain  coals.    III.  State  Geol.  Surv.  Bull.  4, 

1907,  pp.  188-197. 
Composition  and  character  of  Illinois  coals.    111.  State  Geol.  Surv.  Bull.  3, 

1906,  pp.  27-78. 

The  chemical  composition  of  Illinois  coal.    111.  State  Geol.  Surv.  Bull.  16, 


1910,  pp.  203-243. 
Savaqe,  T.  E.    The  geology  and  coal  resources  of  the  Herrin,  111.,  quadrangle. 

111.  State  Geol.  Surv.  Bull.  16,  1910,  pp.  266-286. 
Shaw,  E  .  W.    The  geology  and  coal  resources  of  the  Murphysboro  quadrangle,  Illinois. 

111.  State  Geol.  Surv.  Bull.  16,  1910,  pp.  286-294. 
Udden,  J.  A.    Coal  deposits  and  possible  oil  field  near  Duquoin,  111.    111.  State 

Geol.  Surv.  Bull.  14, 1909,  pp.  254-262. 
Udden,  J.  A.,  and  Db  Wolf,  F.  W.    Notes  on  the  Belleville-Breese  area.    111.  State 

Geol.  Surv.  Bull.  8, 1908,  pp.  313-334. 

INDIANA 

Ashley,  G.  H.  Supplementary  report  [to  report  of  1898]  on  the  coal  deposit-s  oi 
Indiana.    Ind.  Dept.  Geol.  and  Nat.  Res.,  33d  Ann.  Kept.,  1909,  pp.  13-150. 

The  coal  deposits  of  Indiana.    Ind.  Dept.  Geol.  and  Nat.  Res.,  23d  Ann. 

Rept.,  1899,  pp.  1-1428.  Describes  general  geologic  occuirence  and  distribution 
of  coal,  the  general  geology  of  the  coal  measures  of  Indiana,  and  the  detailed 
geology  in  various  counties.    Presents  analyses  of  certain  coals. 

Notes,  W.  A.  Composition  of  Indiana  coals.  Ind.  Dept.  of  Geol.  and  Nat.  Hist., 
2l8t  Ann.  Rept.,  1897,  pp.  97-107.  Describes  the  methods  of  analyses  and  in 
tabular  form  shows  the  chemical  composition  of  coal  from  various  mines. 

IOWA. 

Arey,  M.  F.    Geology  of  Davis  County.    Iowa  Geol.  Surv.,  vol.  20, 1910,  pp.  487-524. 

Geology  of  Wayne  County.    Iowa  Geol.  Surv.,  vol.  20,  1910,  pp.  199-236. 

Beyer,  S.  W.    Coal  statistics  [Iowa].    Iowa  Geol.  Surv.,  vol.  19, 1909,  pp.  591-597. 
■ Mineral  production  in  Iowa  in  1905.    Iowa  Geol.  Surv.,  vol.  16,  1906,  pp. 

17-36. 
Beyer,  S.  W.,  and  Youno,  L.  E.    Geology  of  Monroe  County  [Iowa].    Iowa  Geol. 
Surv.,  vol.  13, 1903,  pp.  355-422.    Describes  the  character  aiM  occurrence  of  coal 
seams  and  the  coal-mining  operations  in  the  county,  and  gives  analyses  of  certain 
coals. 
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KANSAS. 

Crane,  W.  R.  Geography  and  detailed  stratigraphy  of  the  Kansas  Coal  Measures; 
description  of  mines,  mining  methods,  and  mining  machinery;  chemical  and 
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The  stratigraphy  of  the  Kansas  Coal  Measures.    Kans.  Univ.  Quart.,  vol.  3, 

1895,  pp.  271-290. 

Lano worthy,  a.  E.  The  Atchison  [Kansas]  diamond-drill  prospect  hole.  Kans. 
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KENTUCKY. 

Cr  and  ALL,  A.  R.    Coals  of  the  Licking  Valley  region.    Ky.  Geol.  Surv.  Bull.  10, 

1910,  90  pp. 

The  coals  of  the  Big  Sandy  Valley  south  of  Louisa  and  between  Tug  Fork 

and  the  headwaters  of  the  north  fork  of  the  Kentucky  River.  Ky.  Geol.  Surv. 
Bull.  4,  1905, 141  pp.  Describes  the  general  geology  and  topography  of  the  area, 
the  occurrence,  character,  thickness,  and  relations  of  the  coal  seams,  giving 
numerous  sections,  and  the  character  and  composition  of  the  coals. 

FoHS,  F.  J.    Coals  of  the  region  drained  by  the  Quicksand  Creeks  in  Breathitt,  Floyd, 

and  Knott  Counties.    Ky.  Geol.  Surv.  Bull.  18,  1912,  79  pp.    Discusses  geology 
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Geol.  Surv.  Bull.  11,  1910,  280  pp.    Presents  analyses  and  discusses  the  geology. 

Summary  of  report  on   the  region  drained  by  the   three  forks  of  the 

Kentucky  River.  Ky.  Geol.  Surv.  Rept.  of  Progress  for  1906  and  1907,  1908, 
pp.  36-45.  Includes  an  account  of  the  distribution  and  character  of  the  coal  beds 
in  this  area. 

The  Big  Stone  Gap  coal  field.    Trans.  Am.  Inst.  Min.  Eng.,  vol.  21,  1893, 

pp.  922-938,  1005-1006.  Describes  the  geology  of  the  region,  illustrated '  by 
sections  oi  Little  and  Big  Black  Moimtain  and  the  geologic  position  of  the  di£ferent 
coal  beds  with  a  statement  of  the  character  of  the  coal  found  in  each  bed. 
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This  index  gives  the  names  of  places  at  or  near  which  the  samples  of  coal  mentioned 
in  this  bulletin  were  collected.  In  addition,  it  gives  the  names  of  many  coal  beds, 
including  names  of  geological  significance  as  well  as  some  that  are  merely  local,  and 
the  names  of  most  of  the  mines. 

Attention  is  called  to  the  fact  that  many  beds  opened  by  prospect  pits,  country 
banks,  or  even  mines,  especially  beds  in  the  Rocky  Mountain  province,  have  no 
names,  even  local  ones.  Moreover,  such  local  names  as  "A,"  "B,"  **1,"  '*2,** 
"Upper,"  "Lower,"  have  been  omitted  in  the  case  of  beds  that  have  not  been  corre- 
lated with  other  beds  similarly  designated  in  the  same  State,  the  purpose  in  omitting 
such  names  being  to  reduce  the  length  of  the  index  and  to  avoid  the  confusion  that 
would  result  from  applying  the  same  designation  to  different  beds.  Mines  that  in  the 
text  have  no  other  title  than  a  number,  as  ''Mine  No.  1,"  are  not  included,  for 
similar  reasons. 


A. 

Pa£6. 

A  <b  E  mine  ^Wash.).  coal  from  analysis  of. . .     213 

description  of 872 

Abed,  Fa.,  coal  from.analysisof 162,105,166,167 

description  of 729,733,736 

sections  of. 729,733,736 

See  Brookville  bed,  Pa. 

Abbott ,  W .  L. ,  on  value  of  coal  analyses 6 

Aberdeen  mine  (Utah),  coal  from,  analysis  of.      191 

description  of 799 

Abemant,  Ala.,  coal  from  near,  analysis  of . . .       39 

description  of 352 

Abemant  mine  ( Ala. ).    See  Abernant,  Ala. 
Acheson,  Pa.^  coal  from  near,  analysis  of 180 

description  of 772 

Acheson  mine  (Pa.).    i$m  Acheson,  Pa. 

Acme ,  W .  Va. ,  coal  from  near,  analysis  of —     246 

description  of 961,962 

Acme  mine,  coal  from,  analysis  of (Colo.),  55; 

(Pa.),  166 

description  of (Colo.),  399;  (Pa.),  732 

Acme  No.  2  nune  ( Pa. ),  coal  from,  analysis  of.      107 

description  of 737 

Acton  No.  2  mine  (Ala.),  coal  from,  analysis  of      39 

description  of 350 

Ada,  Mont. ,  coal  from  near,  analysis  of 128 

description  of 585 

Adamar.  Va. .  ooal  from  near,  analysis  of 198 

aescription  of 823 

Adams  bed.  Ores.    See  Kureka  bed ,  Oreg. 
Adams  mine  (Ck>lo.),  coal  from,  analysis  of. . .       77 

description  of 471 

Adaville  bed ,  Wyo. ,  coal  from,  analysis  of . . .     319 

description  of 1154 

Adaville  mine  (Wyo.),  cool  from,  analysis  of. .     319 
Adger,  Ala.,  coal  from  near,  analysis  of 35 

descrip  tionof 337,338 

Adrian,  W.  Va.,  ooal  from  near,  analysis  of . .     295 

description  of 1073,1074 

Adrian  mine  (Pa.),  coal  from,  analysis  of 171 

description  of 750 

Agnes  mine  (Pa.),  coal  from,  analysis  of 182 

description  of 777 

Agallar,  Colo.,  coal  from  near,  analysis  of 68 

description  of 446 

Air  drying  of  ooal  samples,  method  of 11 

purpose  of 11 

45889®— Bull.  22,  pt.  2—13 54 


Fago. 

Aladdin,  Wyo.,  ooal  from  near,  analysis  of. . .      305 

description  of 1105, 1106 

Alaska,  W.  Va..  ooal  from  near,  analysis  of.  222,223 

description  of 907 

Alaska  mine  (W.  Va.).    See  Alaska,  W.  Va. 
Alaska  Packers'  Association  mine  (Alaska), 

ooal  from,  analysis  of 41 

description  of 358 

Albee  bed,  Oreg.,  ooal  from,  analysis  of 152 

description  of 686 

section  of 686 

Albee  mine  (Ore|.),  coal  from,  analysis  of 192 

Albertson  mine  (Mont.),  coal  from,  analysis 

of 125 

description  of 586 

Aloott  mine  (Mont.),  coal  from,  analysis  of . .      129 

description  of 601 

Aldrich,  Ala.,  ooal  from  near,  analysis  of 38. 39 

description  of 348 

Aldrich  mine  (Ala.),    See  Aldrich,  Ala. 
Aldridge,  Mont.,  ooal  from  near,  analysis  of. .      134 

description  of 626 ,  627 

Aldridge  mine  ( Mont. ) .    See  Aldridge,  Mont. 
AlgodonG6,N.Mex.,ooalfromnear,anal3rsisof.     141 

description  of 650 

Algona,  W.  Va.,  ooal  from  near,  analysis  of. .     24S 

description  of 966 

Alkali  Butte,  Wyo.,  ooal  from  near,  analysis 

of 310 

descriptfon  of 1125, 1126 

Allen  bed,  Colo.,  ooal  from,  analysis  of. .  60, 61 ,  75, 76 

description  of..  418,419,420,421,422.467,468 

sections  of. 419, 420. 467 

Allison  mine  (Wyo.).  coal  from,  analysis  of. .     295 

description  of 1075 

Almy,  Wyo.,  ooal  from  near,  analysis  of 317 

description  of 1146 

Almy  bed,  Wyo.,  ooal  from,  analysis  of 317 

description  of 1146 

Alpine  mine  (Colo.),  coal  from,  analysis  of . . .       64 

description  of 429 

Altoona,  Iowa,  ooal  from  near,  analysis  of 100 

description  of 532 

Altus,  Ark. ,  ooal  from  near,  analysis  of 47 

description  of 379 

Ames  bed,  Pa.,  ooal  fh)m,  analysis  of 1R3 

description  of 779 
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Anaconda  mine  (Mont.)f  ooal  from,  analysis 

of...: 127,133 

description  of 590,023 

Analyses  of  coal,  dJlflculties  of  making 6 

interpretation  of 27-82 

value  of 6,6,7 

Analysis  of  coal,  method  of 11-26 

Anawalt.  W.  Va.,  ooal  from  near,  analysis  of.     248 

description  of 066,967 

Anawalt  mine  (W.  Va.).    8u  Anawalt,  W. 

Va. 
Anchor  No.  2  mine  (Iowa),  ooal  from,  analy- 

sis  of 100 

description  of 532 

Andenon,  Pa.,  ooal  from  near,  analyst  of. . .     181 

descriptions  of 773 

Anderson  bed,  Colo.,  ooal  firom,  analysis  of..  60,76 

description  of 418,419,468 

section  of 419 

Angler  mine  ( Wyo.),  coal  from,  analysis  of. .     296 

de8crh>tion  of 1068 

Angle  mine  ( W.  Va. ) .  coal  from,  analysis  of. .     265 

description  of 1000 

Angora,  Colo.,  coal  from  near,  analysis  of 77 

description  of 469 

Ansted,  W.  Va.,  ooal  from  near,  analysis  of. .     223 

descrip  tion  of 907,906 

Ansted  bed.  W.Va.  i9feNo.2gasbed.W.Va. 
Ansted  mine  (W.  Va.).  See  Ansted,  W.  Va. 
Antelope  No.  1,  No.  3  mines  (Wyo.),  coal 

from,  analysis  of 321 

description  of 1156 

Anthracite,  Colo.,  ooal  from  near,  analyste  of.       78 

description  of 474 

Argyle  No.  3  mine  (Pa.),  ooal  from,  analysis  of     162 

description  of 718 

Arkansas  anthracite  bed.  ^  5m  Bp^ra  bed. 

Ark. 
Arlington,  W.  Va.,  coal  from  near,  analysis 

of 248  249 

desoiption  of !!!!!!!!!!!!  967l  968 

Arlington  mine  (W.  Va.).    See  Arlington, 

w .  va. 
Arlington,  Wto. ,  coal  from  near,  analysis  of. .     296 

description  of 1081 

Armington.  Mont.,  coal  from  near,  analysis 

of 126,127 

description  of 588,580 

Arvada,  Wyo. ,  coal  from  near,  analysis  of 307 

description  of 1117 

Arvada  bed,  Wyo.,  coal  from,  analysis  of. .  307,306 

descriptJon  of. 1117, 1121 

A.rvada  mine  c  Wyo.).    See  Arvada,  Wyo. 

Ash,  composition  of 13, 30 

deflnftion  of 29 

determination  of 12, 13 

sources  of. 30 

Ashford ,  Wash. ,  coal  from  near,  analysis  of . . .     217 

description  of 886, 887 

Ashland.  W.  Va.,  ooal  from  near,  analysis  of  249,250 

description  of 968,960,970 

Ashland  mine  (Ky.).    8u  Ashland,  Ky. 
Atchison,  Kans. ,  ooal  ftom  near,  analv^  of. .      101 

Auburn,  Ark. ,  coal  from  near,  analysis  of 49 

description  of. 386 

Auburn,  HI. ,  coal  from  near,  analysis  of 91 

description  of. 508, 600 

Auburn-Alton  mine  (HI.),  coal  from,  analysis 

of 91 

description  of 508 

Avery,  Iowa,  coal  firom  near,  analysis  of 100 

description  of 531 

Axial,  Colo.,  coal  from  near,  analysis  of 78, 79 

description  of. 475, 476, 477 

A  y rshire,  Ind. ,  coal  ftom  near,  analysis  of 96 

description  of 619 

Ayrshire  No.  4  mine  (Ind.).    See  Ayrshire, 
Ind. 

B. 

B  bed,  Pa.,  coal  from, analysis  of. .  155, 156. 157, 161, 
162, 166, 167, 169, 170, 171, 173, 174, 180 

description  of 604,605,606,607,606,700, 

702, 703, 704, 706, 707, 708, 700, 710, 712, 
713, 716, 716^  717, 718, 710, 720, 721, 722, 
723, 724, 725, 726, 727, 728, 731, 733, 734, 
736, 736, 737, 746, 746, 747, 748, 740, 750, 
765, 756, 767, 768, 760, 761. 782, 763. 764, 
766, 766, 767, 768, 760,770,771,78^,784 


B  bed,  Fft.,  eeotlons  of 604,606,607,608, 

700, 702, 704, 708, 700, 710, 712, 713, 716,  m, 
717, 710, 721, 722, 723, 724, 725, 727, 728, 731, 
736, 737, 746, 746, 747, 748, 749. 760, 756  7S7! 
7«,  761, 762, 768,  766, 767,  TW,  770, 771, 7© 
8u  Lower  Kittaniung  bed.  Pa. 

B  mine  (Tenn.).  ooal  from,  analysis  of 187 

aesoripUon  of 791 

Baby  Pocahontas  mine  (Va.),  ooal  from, 

analysisof lOO 

description  of 825 

Backus  prospect  (W.  Va.),  ooal  from,  analy- 
sis of 282 

description  of 1042 

Badgertown  mine  (Ohio),  ooal  from,  analgia 

of 145 

description  of 663 

Baggs,  Wyo.,  coal  from  near,  analysis  of 297 

descrintion  of. 1061 ,  1062, 1063 

Bac^ey  bed.  Wash. ,  coal  firom,  analysis  of 203 

description  of 842,843,844 

sections  of 843 

Ba(d0y  mine  (Wash.),  ooal  firom,  analysis  of. .     263 
Bauey  mine  (Colo.),  coal  from,  analysis  of . . .       72 

description  of 458 

Bakerstown  bed,  W.  Va.,  coal  from,  analysis 

of 283 

description  of 1045 

Bakerton,  Pa.,  ooal  from  near,  analysis  of. .  164, 156 

description  of 696,607,606 

Baldauf  No.  1  mine  (Pa.),  ooal  from,  analysis 

of 166 

description  of 733 

Baldwin,  Colo.    Su  Mount  Carbon,  Cdo. 

Ballard  mine  (Utah),  ooal  from,  analysis  of. .      193 

description  of 805 

Bellinger,  W.  Va. ,  ooal  from  near,  analysis  of.     223 

description  of. 908 

Ballinger  mine  (Wash.).  See  Balllnger,  Wash. 
Bandon  seam,  Oreg.    See  Tlmon  bed,  Oreg. 
Banner  mine  ( ArkO,  coal  from,  analysis  of. . .       51 

description  of 389 

Barber,  Wyo. ,  ooal  from  near,  analysis  of 306 

description  of. 1112, 1113 

Barker  mine  (Wyo.),  coal  from,  analysis  of. .     305 

description  or 1107 

Barnard  mine  (Mich.),  ooal  from,  analysis  of. .      113 

description  of 661 

Barnes  mine  (Colo.) ,  coal  from,  analysis  of . . .       79 

description  of 481 

Bamesboro,  Pa. ,  coal  from  near,  analysis  of.  165, 156 

description  of 608,600 

Bameston,  Wash.,  ooal  tsom  near,  analysis  of.     210 

descriptfon  of. 832, 833 

Bamett,  Mo. ,  ooal  from  near,  analysis  of 121, 122 

description  of. 676 

Bamett  bed.  Pa. ,  ooal  from,  analysis  of 168 

description  of. 742 

section  of 742 

Bamett  mine  (Pa.).    See  Bamett,  Pa. 
Bamett  prospect  (Wash.),  ooal  from,  analysis 

of 216 

description  of 886 

Bamsley,  Ky. ,  coal  from  near,  analysis  of 104 

description  of. 538,639 

Bamsley  mine  (Ky.).    See  Bamsley.  Ky. 
Barrott  mine  (Mont),  ooal  from,  analysis  of..     129 

description  of. 603 

Barthell,  Ky. ,  ooal  ITom  near,  analysis  of 106 

description  of 640 

Bates,  Ark. ,  coal  from  near,  analysis  of 49 

description  of. 384,386 

Bates  &  Mo  Williams  mine  (Ark.),  coal  from, 

analysis  of 51 

description  of 390 

Battle  Creek  oed,  Tenn.,  ooal  from,  analysis 

of 188 

description  of 792 

sections  of. 792 

Battle  Creek  mine  (Tenn.),  ooal  from,  analy- 

slsof 188 

Bayfield,  Colo. ,  ooal  from  near,  analysis  of —       66 

descrlptkm  of. 439 

Bayne,  Wash.,  coal  from  near,  analysis  of —    201, 

202,203 

deseriptionof..  833.834,835,836.837,838,839 

Bayne  mine  (Wash.),  ooal  from,  analjrsis  of. .     201 

Beach,  N.  Dak.,  ooal  hom  near,  analysis  of. . .     142 

d«orlp&mof. 664,655,656 


INDEX. 


1171 


BeaUsviUe,  Pa. ,  coal  from  near,  anal3^is  of 181 

description  of. 773 

Bean  prospect  (Utah),  coal  from,  analysis  of..      191 
description  of 799 

Bear  Creek,  Hont.,  coal  from  near,  analysis 

of 124,125 

description  of. 582,583,584,585 

Bear  Creek  mine  (Mont),  coal  from,  analysis 

of 583 

Bear  Gulch  prospect  (Utah.)  coal  from,  analy- 

sisof.rrr 192 

description  of 802 

Bear  Wallow,  W.  Va.,  coal  from  near,  analysis 

of 250 

description  of. 970,971 

Beaver  Hill,  Orrf . ,  coal  trom  near,  analysis  of.      152 

description  of 684 

Beaver  HHi  Ded,  Oreg.    See  Newport  bed, 

Oreg. 
Beaver  HiU  mine  (Oreg.),  coal  from,  analysis 

of 152 

description  of 684 

Beckley,  W.  Va.,  coal  trom  near,  analysis  of.  283, 284 

description  of. 1045. 1046, 1047, 1048 

Beckley  bed,  W.  Va.,  coal  from,  analysis  of. .    251. 

285,287,288,289.290,291 

description  of.  973, 1050, 1051, 1055,1056.1057, 

1059, 1060, 1061, 1062, 1063, 1065,1066, 106i 

sections  of 973 ,  1051 , 

1056, 1057, 1058, 1059, 1060, 1061, 1062, 1065, 1067 
Beckeley    mine    (w.    Va.),    See    Beckley, 

W.  Va. 
Beech  Creek  mine  (W.  Va.),  coal  from,  analy- 
sis of 236 

description  of 938 

Beechwood  No.  l.  No.  2  mines  (W.  Va.),  coal 

from,  analysis  of 224 

description  of 911 

Beede  &  Bailey  mine  (Mont.),  coal  from, 

analysis  of 133 

description  of 623 

Beekman,  Wash.,  coal  from  near,  analysis 

of 209,210 

description  of. 863, 864, 865 

Beekman    mine    (Wash.).    See    Beekman, 

Wash. 
Bell  bed,  Ky.    See  No.  1  bed,  Ky. 
Bellaire,  OtUo,  coal  from  near,  analysis  of. .  144, 145 

description  of 663 

Belle  Ellen,  Ala.,  coal  from  near,  analysis  of.       33 

description  of. 331,332 

Belle  Ellen  No.  2  mine  (Ala.).    See  Belle 

Ellen,  Ala. 
BeUevflle  bed,  111.    See  Herrtn  bed,  HI.,  and 
No.  6  bed,  lU. 

Belt,  Mont. ,  coal  from  near,  analysis  of 127 

description  of. 589,590,591 

Belt  Creek  bed,  Mont. ,  coal  Arom,  analysis  of  126, 127 
description  of. .  588, 589, 590, 591, 592, 598, 594 

sectionsof. 589,590,591,692,593,594 

Belva,  W.  Va. ,  coal  from  near,  analysis  of —      223 

description  of 909 

Ben  Hill  mine  (Mont.),  coal  ftom,  analysis  of.     131 

description  of 612 

Bennett  mine  (Colo. ),  coal  firom,  analysis  of. .       56 

description  of. 403 

Benton,  III. ,  coal  from  near,  analysis  of 83 

description  of. 493 

Bering  Lake,  Alaska,  coal  from  near,  analysis 

of 41 

description  of 360 

Bemal  mine  Qi.  Mex.),  coal  from,  analysis  of.      141 

description  of 653 

Bemice,  Pa.,  coiU  from  near,  analysis  of 180 

description  of 770, 771 

Berthamine(Fa.),ooal  from,  analysis  of 153 

descnptionof 693 

Berwind,  Colo.,  coal  from  near,  analysis  of. . .       68 

description  of 446, 447 

Berwind  bed.  Colo.,  coal  from,  analysis  of 68 

deBcription  of 440,447 

section  of 446 

Berwind  No.  3  mine  (Colo.).   See  Berwind, 

Colo. 
Bethesda,  Ohio,  coal  from  near,  analysis  of. .      146 

description  of 663,664 

Bethenrem  prospect  ( Wyo. ) ,  coal  lh>m ,  analy- 

sisof 307 

descriptkmof. 1118 
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Beury  mine  (W.Va.),  coal  firom,  analysis  of..     243 

description  of. 953 

Bevier,  Mo.,  coal  from  near,  analysis  of 120, 121 

desOTption  of 573,574,575,578 

Bevier  bed,  Mo.,  coal  from,  analysis  of 114, 

115, 116, 118, 120, 121, 122, 123, 124 

description  of 562,564,565,566,567i68, 

569, 670, 673, 574, 575, 576, 577, 578, 580, 581 

sections  of 662, 

563, 564, 565, 566, 573, 574, 575, 577. 578, 581 
Bickett  mine  (Mont. ),  coal  from,  analysis  of. .      127 

description  of 591 

Bicknell.  Ind.,  coal  from  near,  analysis  of 94 

description  of 517 

Big  bed,  Ala.    See  Mary  Lee  bed,  Ala. 

Big  Black  Mountain,  Ky.,  coal  from  near, 

analysis  of 103 

description  of 537 

Big  Brushy  No.  1,  No.  2  mines  (Tenn.),  coal 

from,  analysis  of 188 

description  of 793 

Big  Creek  No.  2  mine  (111.),  coal  from,  analysis 

of -• '     85 

description  of |  495 

Big  Dirty  bed,  Mont.,  coal  from,  analysis  of. .      137 

description  of. 637, 638 

section  of 638 

Big  Four  mine  (Ind. ).  coal  from,  analysis  of. .       98 

description  of. 628 

Big  Lump  mine  ( Tex. ),  coal  from,  analysis  of.      189 
description  of 796 


Big  mine  (Wyo.),  coal  fh)m,  analysis  of 305 

rip 
^yo.,coa 
d  escripUon  of ...  _ ...  UOH ,  1 104 


descrmtion  of 1110 

Big  Muddy,  Wyo. ,  coal  from  near,  analysis  of .     304 


Big  Muddy  bed.  111.  i9«f  Herrin  Coal  bed.  111., 

and  No.  6  bed,  111. 
Big  Sandy,  Mont.,  coal  from  near,  analysis  of.      128 

description  of 595,596 

Big  Sandy,  w.  Va.,  coal  from  near,  analysis 

of 250,261 

description  of 971, 972 

Big  Sandymine  (W.  Va.).    See  Big  Sandy, 

Big  Seam,  Ala.    See  Mary  Lee  bed,  Ala. 

Big  Seam,  Va.,  coal  from,  analysis  of 197 

descr  ip  tion  of 820,821 

sections  of. 821 

Big  Six  mine  (Wash.),  coal  from,  analysis  of..      203 

description  of 839 

Big  Vein,  Iowa,  coal  from,  analysis  of 99 

description  of 531 

sections  of. 53 1 

Big  Vein,  Md.,  coal  from, analysis  of 108, 

109,111,112 

description  of 550, 

551, 563, 554, 555, 656, 557, 558, 569, 560. 56l 

sectfonsof 550,551.553,554,555,556,558,561 

See  Pittsburgh  bed,  Md. 

Big  Vein,  Mont.,  coal  from,  analysis  of 128 

description  of 595, 596 

section  of 596 

Big  Vein,  Pa.    See  Pittsburgh  bed,  Pa. 

Big  Vein,  Tenn.,  coal  from,  analysis  of 189 

description  of 796 

''Big  Vein"  mine  (Va.),  coal  from,  analysis 

of 197 

Big  Vein,  W.  Va.    See  Pittsburgh  bed,  W. 

Va. 
Bimey ,  Mont.,  ooal  from  near,  analysis  of. . .      135 

description  of 628 

Black  Baby  mine  (Utah),  coal  from,  analysis 

of 193 

description  of 804 

Black  Band  bed,  W.  Va.,  ooal  from,  analysis 

of 247 

description  of 962,963 

sectfonsof. 962 

Black  Band  No.  2  mine  (W.  Va.),  ooal  from, 

analysis  of 247 

description  of. 962 

Black  Bear  mine  (Wash.),  ooal  from,  analysis 

of 222 

descriptton  of. 905 

Black  Buttes,  Wyo.,  coal  tmm  near,  analysis 

of 310 

description  of 1126, 1127 

Black    Buttes    mine    (Wyo.).    See    Black 
Buttas,  Wyo. 
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Black  Carbon  bed,  Wash.,  coal  from,  analysis 

of 220 

description  of 808 

Black  Carbon  mine  (Wash.),  coal  from,  analy- 
sis of 220 

Black  Creek  bed.  Ala.,  coal  from,  analysis  of..  35, 38 

descriptkMi  of 336,346,347 

section  of 336, 347 

Black  Creek  mine  (Ind.),  coal  from,  analysis 

of »3 

description  of 516 

Black  Dlamond,Wash.,  coal  from  near,  analy- 
sis of 203 

description  of 839 

Black  Diamond  bed,  Colo.,  coal  from,  anal^is 

of 69 

description  of 417, 418, 839, 840, 841 

sections  of 418 

Black  Diamond  mine,  coal  from,  analysis  of.  (Ark.), 
48:  (Cal.),53;  (Colo.),  59, 74,  77;(Mo.),  118; 
(Mont),  132;  (N  Dak.),  144;  (Wyo.),296. 
309 

description  of. (Ark.),  381 ;  (CaU,  396; 

(Colo.).  417, 462, 471;  (Mo.),  570;  (Mont.), 
616;    (N.  Dak.),  662;    (Wyo.),  1078,1124 
Black  Mountain  mine  (Va.),  coal  from,  analy- 
sis of 197 

description  of 819 

Black  Oak  mine  (Ohio),  coal  from,  analysis  of.     145 

description  of 664 

Black  Shale  bed,  Ala.,  coal  from,  analysis  of. .  34, 39 

description  of 334,335,349 

sections  of. 334 

Black  Wolf  mine  (W.  Va.),  coal  from,  analysis 

of 254 

description  of 979 

Blackrock,  N.  Mex.,  coal  from  near,  analysis 

of 139 

description  of 646 

Blacksburg,  V  a.,  coal  from  near,  analysis  of. .      197 

description  of 820, 821 

Blacksmith  bed,  Wash.,  coal  from,  analysis  of.     219 

description  of 894, 895 

section  of 894 

Blackstone  mine  ( W.  Va.),  coal  from,  analysis 

of 252,253 

description  of 976 

Blairtown  mine  (Wyo.),ooal  from,  analysis  of     313 

description  of 1132 

Blanche  mine  (Pa. ),  coal  from,  analysis  of. . .      ISl 

description  of 773 

Blazing  Rag  mine  (Colo.),  coal  from,  analysis 

of 59 

description  of 415 

Blocton,  Ala.,  coal  from  near,  analysis  of 33 

description  of 332 

Blocton  No.  1  bed,  Ala.    Sec  Clark  bed,  Ala. 
Blocton  No.  7  mine  (Ala.).    See  Blocton,  Ala. 
Blossburg,  N.  Hex.,  coal  from  near,  analysis  of     137 

description  of 639 

Blue  Ball  Station,  Pa.,  coal  from  near,  analy- 
sis of 165 

description  of 729 

Blue  Creek  bed,  Ala.,  coal  from,  uialysis  of. .  35,36 

description  of 337, 338, 340, 341 

sections  of 337,340,341 

Blue  Creek  No.  3  mine  (Ala.),  coal  from,  anal- 
ysis of 35 

Blue  Jay  mine  (W.  Va.),  coal  from,  analysis 

of 280 

description  of 1058 

Bluff  Springs  mine  (Colo.),  coal  from,  analysis 

of. 59 

description  of 415 

Blume  mine  (w .  Va. ),  coal  fh>m,  analysis  of.     233 

description  of 929 

Bob  Cat  mine  (Colo. ) .  coal  from,  analysis  of. .       74 

description  of. 463 

Boissevain,  Va.,  coal  from  near,  analysis  of.  198, 199 

description  of 824,825 

Boissevain  mine  (Va.).    See  Boissevain,  Va. 
Bolen-Damall  mine  (Okla.),  coal  itom,  analy- 
sis of 150 

description  of 680 

Bonania,  Ark.,  coal  from  near,  analysis  of . . .  49, 50 

description  of 385.386,387 

Bondurant,  wyo.,  coal  from  near,  analysis 

of 317,318 

descriptton  of 1147, 1148, 1149 


Book  Clifls  bed,  Utah,  ooal  from,  analysis  of. .     191 

description  of 799 

Book  Cliff  mine  (Colo. ),  coal  from,  analysis  of.       73 

description  of 461 

Boone,  W.  Va.,  coal  from  near,  analysis  of. . .      223 

description  of 909,910 

Boone  prospect  (W.  Va.).    See  Boone,  W.  Va. 
Boonvule,  Ind.,  coal  from  near,  analysis  of...  08,90 

description  of 528 

Booth-Bowen  mine  (W.  Va.),  coal   from, 

analysis  of 277 

description  of 1029 

Boswell,  Pa.,  coal  from  near,  analysis  of 172 

description  of 753, 754 

Bottom  Creek  mine  ( W.  Va.),  coal  Itom,  anal- 
ysis of 271 

dcocription  of. 1014 

Boulder  Creek,  Alaska,  coal  from  near,  analy- 
sis of 45 

description  of 373 

Bowen,  Colo.,  coal  from  near,  analysis  of 60 

description  of 447 

Bowcn  bed,  Mo.,  ooal  from,  analysis  of 117 

description  of 569 

sections  of 560 

Bowen  mine  (Colo.),  coal  from,  analysis  of . . .       72 

description  of 456 

Bowen  No.  4  mine  (Mo.),    See  Bowen  bed, 
Mo. 

Bowie,  Colo.,  coal  from  near,  analysis  of 55 

description  of 400,401,402 

Bradley,  Ohio,  coal  fk-om  near,  analysis  of.  146, 147 

description  oL 669 

Bimnner  mine  (Ark  J.  coal  from,  analysis  of. .       53 

description  of. 304 

Brasil,  Ind. ,  coal  from  near,  analysis  of 03 

description  of. 514,515 

Brazil  Block  oottom  bed,  Ind.,  coal  from, 

analysis  of. 93 

desca'iption  of 514,515 

sections  of 514 

Brazil  Blook  upper  bed,  Ind.,  ooal  from, 

analysis  of. 94 

description  of. 517,518 

sections  of 518 

Breckenridge,  L.  P. ,  on  value  of  coal  analyses        7 

work  of. 8,4 

Brets,  W.  Va.,  ooal  from  near,  analysis  of. .  282,283 

description  of 1043, 1044, 1045 

Bretz  mine  ( W.  Va.).    See  Bretz,  W.  Va. 
Brew  it  Parson  mine  (Mont.),  coal  from, 

analysis  of 131 

description  of 615 

Bridger,  Mont.,  ooal  from  near,  analysis  of. .     125 

description  of. 585 

Bridger  bed,  Mont.,  ooal  from,  analysis  of. .  136, 126 

description  of. 585,586,587 

section  of 585,586,567 

Bridger  mine  (Mont.).    See  Bridger,  Mont. 

Brier  Hill  mine  (Wash.),  ooal  from,  analysis  of     231 

description  of. 899 

Brilliant.  N.  Mex. ,  coal  tram  near,  analysis  of.      137 

deseriptfon  of. 639, 640 

Brilliant,  Ohio,  ooal  from  near,  analysis  of. .     147 

description  of. 669 

Brilliant  mine  (Colo.),  coal  ftom,  analysis 

of 58 

description  of 41 4 

British  thermal  unit,  definition  of 31 

Broadhead  No.  4  bed,  Colo.,  coal  from,  analy- 
sis of 68 

description  of. 446 

Broadway  mine  ( Ky . ),  coal  from,  analj'sis  of.     106 

description  of 543 

Brooklyn  mine  (W.  Va.),  coal  from,  analysis 

of 228 

deocrip  tk>n  of. 916 

Brooks  mine  (Ark.),  coal  from,  analysis  of . . .       48 

descriptk>n  of 380 

Brookside  bed,  Colo.    Su  Upper  bed,  Colo. 
Brookrille   bed,    Pa.,  coal   irom,   analysis 

of. 162,165,166,167 

desoriptioa of 729,733,736 

section  of 729, 733, 736 

^xwkwood,  Ala.,  coal  from  near,  analysis  of.       40 

description  of. 352, 353 

Brookwood  bed,  Ala.,  ooal  from,  analysis  of. .       40 

descriptton  of. 353,354,355 

section  of 353,354,355 
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Brookwood  No.  7,  No.  10,  No.  12 mines  (Ala.). 

See  Brookwood,  Ala. 
Brown  mine,  coal  from,  analysis  of. . .  (Mont.),  120: 

(W.  Va  J  240 

description  of .  (ICont.),  603;  (W.*  Va.),' 940 
Brown  prospect  (Pa.),  ooal  firom,  analysis  of.     160 

description  of. 711 

Bruceton,  Pa. ,  coal  from  near,  analysis  of 153 

de»ription  of. 693 

Bruegger  mine  (Mont. ),  coal  from,  analysis  of.     135 

description  of 690 

Brushy  Mountain  bed,  Tenn.,  coal  fhMn, 

analysis  of. 188 

description  of 793 

sections  of 793 

Buck,  Okla.,  coal  from  near,  analysis  of.,..      150 

description  of 070 

Buck  bed,  Ala.    See  Clark  bed,  Ala. 
Buck  No.  6  mine  ( Okla. ).    See  Buck,  Okla. 
Buckey,  Mont.,  coal  from  near,  analysis  of.  135, 136 

description  of. 630,631 

Buckey  bed,  Mont,  ooal  from,  analysis  of..  130, 137 

description  cf. 634,635,636 

Buckeye  mine  (W.Va.),  ooal  Ikom,  analysis  of     277 

desoriptfon  of 1028 

Buckhom  mine  (Mo.),  ooal  fh>m,  analysis  of.     119 

description  of. 672 

Buckley  A  Ryan  mine  (Wyo.),  ooal  from, 

analysis  of 303 

description  of 1102 

Buffalo,  Mont.,  ooal  from  near,  analysis  of..      131 

description  of 611 

Buffalo,  Pa.,  coal  from  near,  analysis  of 181 

description  of 773 

Buffalo,  Wyo.,  ooal  from  near,  analysis  of. .  306,307 

description  of 1113,1114 

Buffalo  mine  ( W.  Va. ),  ooal  fhnn,  analysis  of.     242 

desoription  of. 951 

Bulkley  mine  (Colo. ) .  ooal  finom,  analysis  of . .       63 

descriptfon  of «I27 

Bunker  bed ,  Oreg. ,  coal  from,  analysis  of —      153 

description  of 692 

section  of 692 

Burdick  mine  (Colo.),  ooal  firom,  analysis  of. .       56 

description  of 408 

Bureau  of  Mines,  work  of 3 

Burley ,  Idaho,  coal  from  near,  analysis  of 82 

desoription  of. 490 

Burlington  mme  (Wyo.),  ooal  from,  analysis  of     302 

description  of. 1097 

Burma,  Ark. ,  ooal  fk^m  near,  analysis  of. 60, 51 

description  of. 387,3^^ 

Burnett,  Wash. ,  coal  from  near,  analysis  of . .     21 7 

description  of. 880, 887 

Burnett  bed  (wash.).    See  Burnett,  Wash. 
Bums-Biggs  mine  (N.  Mex.),  ooal  from,  anal- 

ysisof 140 

description  of 649 

Burrows,  J.  8.,  work  of 7 

Bush,  111.,  ooal  from  near,  analysis  of 91 

description  of 510, 511 

Bush  No  1  mme  (111.).    See  Bush,  111. 

Busy  Bee  mine  ( Wash. ),  coal  from,  analysis  of     214 

description  of 875 

Butler  mine  (w  Va.),  coal  from,  analysis  oi..     247 

C. 

C  bed,  Pa.,  ooal  from,  anal>'sis  of 167, 168 

description  of 736 

section  of 734 

See  Middle  Klttannlng  bed.  Pa. 

C*  bed.  Pa.,  ooal  from,  analysis  of 156, 157, 159, 

161, 165, 166, 160, 172,  IH,  175, 177, 179 

description  of 700, 708, 705, 706, 

707,711,718,726,727,728,729,730,731,732, 
738,  745,  753, 754,  755, 760, 761, 764, 769, 770 

sections  of 705, 

706, 707, 71 1, 718, 725. 728. 730,  781, 733, 
738, 745, 753, 754, 755,760,761,764,769 
See  Upper  Kittanning  bed,  Pa. 
Caldwell  mme  (Mo.),  ooal  from,  analysis  of —     116 

description  of 567 

Calhan,  Colo. .  coal  from  near,  analysis  of. 67 

description  of. 408 

Calorie,  definition  of 81 

Calorific  power,  definition  of. 81 


Caloriflo  Talue,  detsrmlnatkm  of 17,18 

apparatus  used  in 17 

corrections  applied  in 20 

time  required  for 18 

of  bencoio  acid 23 

ofcamphw 23 

of  cane  sugar 23 

of  hippurio  acid 28 

of  napnthaloie 23 

Calorimeter,  water  equivalent  value  of 21 

Mahler  bomb,  standardization  of. .  21-23 
Calorimeter  readings,  caienlating  result  from, 

method  of 19 

Calvert,  Tex. .  ooal  from  near,  analysis  of 190 

description  of 797 

Calvert  mine  (Tex.).    See  Calvert,  Tex. 
Cambria.  Wyo.,  coal  fhmi  near,  analysis  of. .     321 

description  of. 1150, 1157 

Cambria  mine  ( Pa. ),  coal  from,  analysis  of. . .      158 

descr  lptk>b  of 708 

Camden.  Mo. .  coal  from  near,  analysis  of. 123 

description  of 578,579 

Cameo, Colo.,  coal  from  near,  analysis  of 72, 73 

description  of 458 

Cameo  bed,  Colo.,  coal  fh>m,  analysis  of. 72, 73, 

74,75 

description  of 458, 

450, 460, 401, 462, 463, 464, 466, 466 

sectionsof 458,469,460,461,464,466 

Cameo  mine  (Colo.).    See  Cameo,  Colo. 
Cameron  bed.  Colo.,  coal  from,  analysis  of..  65,70,72 
descriptton  of. .  435, 436, 452, 454, 466, 456, 457 

sections  of. 435,436,452,464,457 

Campbell,  M.  R.,  work  of 3,4,7,324 

Cannel  beid,  Ky.,  ooal  from,  analysis  of 106 


description  of. 540 

sections  of 540 

Cannel  King  prospect  (Utah),  coal  from. 


Lmg  prospect  (Utah),  coal  irom, 

analysis  of 194 

description  of 811 

Canon  City,  Colo. ,  coal  fh>m  near,  analj^  of.       58 

description  of 412,413,414 

Canyon  Creek,  Alaskar,  coal  from  near,  analy- 
sis of 42 

description  of 361 

Carbon,  fixed,  determination  of 28 

See  Fixed  carbon. 
Carbon,  Okla. ,  coal  from  near,  analysis  of . . . .      150 

description  of 679,680 

Carbon,  Wyo.,  ooal  from  near,  analysis  of 297 

description  of 10^,1064,1065,1086 

Carbon  mine  (wash.),  coal  from,  analysis  of. .     203 

description  of 837 

Carbon  No.  2,  No.  7  mines  (Wyo.),  coal  from, 

analvsis  of 297 

desoription  of 1083, 1084 

Carbon  Creek,  Alaska,  ooal  fh>m  near,  anoly- 

sis  of 42 

description  of. 361 

Carbon  Hill,  Ala.,  coal  firom  near,  analysis  of.  40, 41 

description  of. 366,357 

Carbon  Hill  mhies  (Wash.),  ooal  from,  analy- 
sis of 217,218 

description  of 888-801 

Carbon  Mountain,  Alaska,  coal  from  near, 

analysis  of 42, 43 

description  of 361, 362, 363 

Carbonado,  Wash.,  coal  from  near,  analysis 

of. 217,218,219 

description  of. 888,889,890,891,802 

Carbonado  No  4  North  mine  (We^.),  coal 

from,  analysis  of 219 

description  of 892 

Carbondale  mine  (Wyo.),  coal  from,  analysis 

of 298 

description  of 1087 

Carbonera,  Colo.,  coal  from  near,  analysis  of .       59 

description  of. 416, 417 

Carbonero  bed,  Colo. ,  coal  from,  analysis  of . .       68 

description  of. 444,446 

section  of 445 

Carbonero  bed,  N.  Mex.,  coal  ftom,  analysis 

of. 141 

descriptlonof 651 

section  of 651 

Cardiff,  Ala^ooal  from  near,  analyds  of 85 

dflsoriptioii  of. 338 
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Cardiff,  Colo.,  ooal  ftom  near,  analysis  of. 59, 60 

description  of 417,418 

Cardiff  mine  ( Pa.) >  coal  from,  analysis  of 150 

description  of 709 

Carlisle,  W.  Va..coal  fh)m  near,  analysis  of.  223, 224 

deeoilpuon  of 910,911 

Carlisle  mine  fw.  Va.).    See  Carlisle,  W.  Va. 
Carlton  mine  (Colo.)i  coal  from,  analysis  of. .       57 

description  of 411 

Carnegie  Technical  Schools,  Pittsburgh,  Pa., 

work  at 29 

Carney  bed,  Wyo.,  ooal  from,  analysis  of.. .  307, 309 

description  of. 1117,1123 

section  of 1123 

CameyininefWvo.),  ooal  from,  analysis  of....     307 

description  of 1117 

CameyylUe,  Wyo.,  ooal  from  near,  analysis  of.     307 

description  of. 1117,1118 

Carpenter  bed,  Mont.,  coal  from,  analysis  of. .      136 

description  of. 633 

section  of 633 

Carpenter  Creek  bed,  Mont.,  coal  from,  analy- 

sis  of 136 

description  of. 634,635 

section  of 635 

CarrNo.  3  mine  (Tez.),  ooal  from,  analysis  of.      189 

description  of 795 

Carretta.  W.  va.,  coal  fh>m  near,  analysis  of.     251 

description  of. 973 

Carretta  mine  ( W.  Va.).    8u  Carretta,  W.  Va. 

Carroll,  Wyo.,  ooal  from  near,  analysis  of 307 

description  of 1118 

Carter  bed,  Ala.,  ooal  from,  analysis  of 40 

description  of. 352,353 

section  of 352' 

Carterville,  111.,  coal  from  near,  analysis  of . . .  91, 92 

description  of 511,512 

Carterville  boa^  111.    See  Herrin  coal  bed,  111. 
Carthage,  N.  Mex. ,  coal  from  near,  analysis  of.      141 

description  of. G53-,654 

Carthage  bed,  N.  Mex.,  coal  from,  analysis  of.      141 

description  of 653,654 

sections  of 654 

Cartvrright,  N.  Dak.,  coal  from  near,  analysis 

of 142 

description  of 659 

Carv ill  mine  f  Mont. ) ,  coal  from,  analysis  of . . .      127 

description  of 592 

Casper,  Wyo. ,  coal  from  near,  analysis  of. 307 

descrmticm  of. 1115 

Castlegate,  Utah,  coal  from  near,  analysis 

of 190,191 

description  of 798,799 

Castlegate  bea,  Utah,  coal  from,  analysis  of. .     190 

description  oi. 798 

Castleeate  mine  (Utah).   <9feCastlogate,Utah. 
Caswell-Elkhom  mine  (W.  Va.),  coal  from, 

analysis  of 278 

description  of 1030 

Caswoll-Hemlock  mine  (W.  Va.),  coal  from, 

analysis  of 278 

deeoription 1030 

Cave  Hills,  8.  Dak.,  coal  from  near,  analysis 

of 185 

description  of 786 

Cedar  City,  Utah,  coal  from  near,  analysis  of.      193 

description  of 806,807,808 

Cedar  Orove  bed,  W.  Va.,  coal  from,  analysis 

of. 247 

description  of 964 

sections  of 964 

Cedaredge,  Colo. ,  coal  from  near,  analysis  of. .       56 

description  of. 402,403 

C-ellmine(Colo.),  coal  from,  analysis  of 57 

description  of 410 

Cement  bed ,  Pa.    See  Upper  Kittannlng  bed. 

Pa.,  and  C  bed.  Pa. 
Centerville,  Iowa,  coal  from  near,  analysis  of.       09 

description  of 529 

Central  mine,  coal  from,  analysis  of (Ala.),  40; 

(Ky.),  106;  (Okla.),  150 

descripttonof (Ala.),354; 

(K:y.),542;  (Okla.), 679 
Central  No.  61  mine  (Mo.),  coal  from,  analysis 

of 121 

description  of 574 

CeBtnl  City,  Ky . ,  coal  trcm  near,  analysis  of.     106 
desoripikm  of 542,643 


Centralia,  111. .  ooal  from  near,  analysis  of. 88 

description  of. 503, 501 

Centralia,  Wash.,  ooal  from  near,  analysis 

of 214,221 

description  of. 875,876.903,004 

Chambers,  Okla. , ooal  from  near,  analysis  of. .     150 

descriptionof 6B0 

Chambers  mine  (Okla.).  See  Chambers.Okla. 
Chandler,  Colo.,  ooal  from  near,  analysis  of . . .       58 

description  of 414 

Chandler  bed ,  (?olo. ,  coal  from,  analysis  of . . .       58 

description  of 414 

section  of 414 

Chandler  mine  (Colo.).    See  Chandler,  Colo. 
Chant,  Okla..  coal  ftom  near,  analysis  of 140 

description  of 075,676 

Charlton,  Iowa,  ooal  from  near,  analysis  of . . .       00 

descriptionof 510 

Charleroi,  Pa. ,  ooal  from  near,  analysis  of . . . .      181 

deseriptkmof 774 

Charleroi  mine  (Pa.).    See  Charleroi,  Pa. 
Charleston,  W.  Va.,  ooal  from  near,  analysis 

of 246,247 

desoripttonof 062,063 

Charleston  bed,  Ark ..  ooal  from,  analysis  of. .       40 

description  of. 385 

Charley  Creek,  Alaska,  ooal  from  near,  analy- 

sisof 47 

descriptionof 378 

Chase  &  Damron  mine  (Va.),  coal  from,  analy- 

sisof 196 

description  of 816 

Chaves,  N.  Mex..  coal  from  near,  analjrsls  of. .      ISO 

description  of 646. 647 

Chehalis,  Wash.,  ooal  from  near,  analysisof .  214,215 

descriptionof 876.877,878 

Chehalis  mhie  ( Wash. ) .    See  Chehalis,  Wash. 
Chenoa,  111.,  coal  from  near,  analysis  of 85 

desmptionof 

Chtnoa  mine  fill.).    See  Chenoa,  111. 
Cherokee  bed,   Kans.    See  Weir-Pittsboxg 

(Sierokee  mine  (W.Va.),  coal  from,  analysisof     249 

descriptionof 060 

Cherokee  No.  6  mine  (Ark.),  coal  from,  analy- 
sis of 53 

descrlptton  of 304 

Cherokee  prospect  (Wyo.),  coal  from,  analysis 

of 311 

descrlptton  of 1127 

Chestnut,  Mont. ,  ooal  from  near,  analysis  of .      133 

description  of 623 

Chicago  Creek,  Alaska,  ooal  from  near,  analy- 
sis of 46,47 

description  of 377, 378 

Chlckaloon  Creek,  Alaska,  ooal  from  near, 

analysis  of 45 

descriptionof 372,373,374 

Chtokasaw  mine  (Ala.),  coal  from,  analysis 

of 40 

description  of 856 

Chignik  Bay,  Alaska,  ooal  from  near,  analysis 

of. <1 

descriptton  of 358,350 

Chimney  Rock,  Mont.,  ooal  from  near,  analy- 

sisof 134 

descriptton  of 627 

Chinook ,  Mont . ,  coal  from  near,  analysis  of . .      128 

<iescripttonof 506,807,506,600,000 

Christopher  prospect  (Alaska),  coal  from, 

analysis  of 43 

descriptionof 364 

Clack  mine  (Mont.),  coal  from,  analysis  of. . .      129 

descriptton  of *  605 

Clallam,  Wash.,  coal  from  near,  analysis  of . .     201 

descriptton  of 832 

Claremont.  w .  Va.,  coal  from  near,  analysis 

of 224,225 

descriptton  of 011,012 

Clarion,  Ohto,  coal  from  near,  analysis  of 148 

description  of 678,074 

Clarion ,  Pa. ,  coal  from  near,  analysis  of 166 

descriptton  of ''^O 

Clarion  bed ,  Pa. .  ooal  from,  analysis  of IM 

description  of 25 

seottonof WO 

Clarion  mine  (Ohto).   5m  Clarion,  Ohto. 


CI»tklMd,AIa.,n«llna,ualnk<>t.....  M,St,N 

dMCtlpflanal a34.3&&,a« 

MCtlmuoir! 3U 

CbAbed.N.  UeK.,ooa1&om,ui^yihot....      131 

dnolptloUDl. U7 

■action  01. M7 

Clarkmliie(N.Kiii.),ocnllrom,mTialfitoa(..      IM 

dnoiptllBi  of it! 

Clark  pnwpact  (Colo.),  Mial[Tora,vwly9ij  of..        73 

dncriptlDOor 4S7 

Cl>rksbur(.w.Va.,ca>lIroaiw>r,u>lTil>of    3« 

dMorlptlanol MO,»n 


CkrkiTD]*,  Ark.,  coal  Irom  neai,  analriki  o(. 
daacrlptlon  of 


OarkvlUe.  tt.  Uu.,  ooal  bum  a 
ot 

[0.?,  No.  >;  NoVJ 


ual]^  of. .     HI 

..  Bi6.§as.MT,ae8 


I,  dobI  from  near,  aiulyah 


Clear  Creak  b«d,  Utah,  coal  trom,  anatTila  dI. 

'-lonor. 

IS  (UtaH).    S«  Cl«ac  Crsak, 

3  miDea  (Pa.),  ooaltrem, 


'liitioniM'... 


n,  ualysltaf 
e  (Alaska),   ooal    tn>m, 


Ooar  Croak 

UUh. 
CUaifloM  Mo.  1,  Ni 

iltHfiiTitlfni^f,""  """"""""""""  J3J[jj» 

Chicago  Ci«£  

aoalysb  t 

dnoriptlon  ot. iT7 

cure  mine  (Uodi.),  ooal  Irom.  analyiii  of. . . .     ISI 

docrlpUoDaf «14 

CIIR,  Ala.,  coal  from  new,  wiaI;tlloI M 

docrlptkni  of. S3> 

Clittmliio(Als.),    «MCUR,Ala. 

CUftr,  Tami.,  ooal  from  Beat,  aualTsla  of.  —     18> 

dncrbtfcnof TH.JW 

lo.  1  num  <  ■      ~        - 


CllDcbllaidmme(VaO,coallhjiii,aDat]'Bl>o(. 

dracriptlmi  of ...,., . ... ...... 

CllntoD,  Pa. ,  ooal  from  near,  BualTtli  of. 


Cllntwood,  Va.,  coal  from  ni 

doscrtpllon  of 

CUntwood  bed.  Va.,  i: 


deectlptiou  of. . . 


J-,  analyilaof... 


ClTmer,  Pa.,  ccal  Irom  near,  analyah  of. las 

desoripttonol 7*4 

Coal.heattau:  valua  of,  method  of  detvnnlnliifi        31 

Coalaah.    5«  Alfa.  ooal. 

Coal  Basin.  Colo., ooal  from  near,  snalyalaol.  7fi,7S 

demrlptionof M7,4M 

Coal  Basin  bed,  Colo.,  oo^  ftom,  analyela  of . .        70 

descriptkmof. «!.«» 


Coal  Basin  mine  (Colo.).    S«  Coal  Baatai, 

aar.analysbof.       u 

■r,  analrill  ol.       77 

*fe 

near,  anatr'la 

doKripikinof.^ilili^^il^l^^  8«,8«;bm 
Coal  Oukih  prospect  (Wvo,),  ooal  from,  ihbIt- 

sfiof 2B7 

dmcrlplkm  of. lOU 

Coal  Harbor.  Alaika,  ooal  Irom  near.  analTilt 


Coal  Creak,  Alaska ,  ooal  from  I 

dmoripUon  of 

Coal  Croak,  Coki.,  coal  from  i 

Coal  CiMkT^sh.,  oi»i  iroa 


Cosi  Harbor  b«d.  AlaOa,  a 
dauilptlonol 


Coal  BUI,  Ark.,  ooal  from  near,  analvala  of.. .       48 

daorlptkoiaf. 180,381 

Coat   Rldca   mtne,  ooal  from,  analysto  of, 

(Aik.),w:(CaL>.),ai 

dojcrlplkm  of. (Arit.),  fej;  (Colo..)  til 

Coal  fUdfa  TelD,  Ark.    8tt  Chariealon  bed. 
Ark. 

Coal  Mmplca,  analfsla  of,  preparatloa  lot 11 

ooUadUoaaf. 3,327.  J» 

mathud  of  air  drjrtni. . . 


Coal  tamplet  and 

ootncarlaoa  ol,  d 
CoaldalD  W.  V^.nallnHi 

deanlptkin  ol 

CoaldalemlnstW.  Va.).  :S«Coaldale,W.VB. 
Coalgata.  OUa.,  coal  from  near,  aoalysla  of. . 
Coalinont,  Ala.j  ooal  trom  near,  analysis  ol. . 


Coabnont,  Tom.,  coal  Irom  near,  analysis 


diacrlption  o(. , 

CoallonmhielW.  Va.).    £m  Coaltoa.  W.  Va. 
Coalville,  Hani.,  coal  from  near,  analysis  of. .      115 

dwjpUDnof. SBS 

Coalvm*.  Utah,  ooal  b«m  near,  analyrisol...      IW 

dtBTlplkinof 812.813 

"--■  "-bed.Utah.  »«  Wasatch  bod,  Utah. 


Coalwood,  W*.  Va.,  ooal  b 


.  281,261 


Coalwood  No.  1.  No.  3,  No.  4  nUnu  (W.  Vs 

5«  Coalwood.  W.Va. 
Cabam  mine  <  Va.).  coal  bom,  analysis  of. . . 


from,  aiulysls  of .  ■  -  -  -  ■ 
If. 331 

Ba  Upper  Freeport  be 


Coleman,  Okla.,  coal  from  Dear,  snalyilsof. .  ISS 

dwUptlon  of. 680 

Coloman  mine  (Ky,),  cool  from,  ajulysb  of. ..  107 

deeoiptlon  of fits 

Colliers,  W.Va., coal  ftomnear,ana]felsof..  222 

deaeriplian  of. Me 

Colllnimlne(w.VB.),coalfrom,MialysbDf..  m 

dmcrtpttonof. m 

ColUniTlUe,  In.,  coal  from  near,  anaiysb  of. .  80,37 

dMCrtpflonof.... 4«e.4M 

Collom  mine  (Cola.),  ooal  from,  analyjib  of...  97 

d<9(Tlptlon  of 47fi 

Odorado  Springs,  Colo.,  cool  from  near,  analy- 


iie(UoE 


^ONo.  4*" 
analysbol 


-},  ooal  fn>m,  analysis 
w  (Pa.),  ooal  tram. 


ioe.4oe 


Como,  Wyo.,  ooal  tram  neai.an^Ai^ 207.11 

diMriptkool. 10W,tOI 
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Page. 

C^ompresaor  mine  (W.  Va.)p  ooal  from,  analy- 

sisof 280 

descriptkm  of lOflO 

Conable  mine  ( Wyo.)>  coal  from,  analysis  of. .     309 

description  of 1123 

Conemaugh  slope  ( Pa. ) ,  ooal  from,  analysis  of.      156 

description  of 700 

Conine  mine  (Colo. ),  coal  from,  analysis  of . . .       66 

description  of 404 

Connell  mine  ( Pa.),  coal  from,  analysis  of 180 

description  of 770 

Connellsville,  Pa.^  coal  from  neat,  analysis  of.     168 

description  of. 738,738,740 

Consolidated  Antliraclte  No.  1  mine  (Ark.)f 

coal  from,  analysis  of 48 

description  of 381 

Cook  mine  (Pa.),  coal  from,  analysis  of 165 

description  of 729 

Cooperative  mine  (Colo.),  ooal  from,  analysis 

of 55 

description  of 401 

Coopers,  W.  va..  coal  fh>m  near,  analysis  of. .     274 

descriptkm  of. 1021,1022,1023 

(^opperton,  Wyo.,  ooal  from  near,  analysis  of.     298 

description  of. 1087 

Coqullle,  Ores.,  coal  near,  analysis  of 152 

description  of. 684,685 

Corder,  Mo.,  ooal  from  near,  analysis  of 118, 119 

description  of 670 

Cony  mine  (Utah),  coal  from,  analysis  of 193 

descriptton  of 806 

Coryell  mine  (Colo.),  coal  from,  analysis  of...       60 

description  of 420 

Cottontail  mine  ( Wyo. )>  coal  from,  analysis  of     296 

description  of 1081 

(>ottonwood  mine  (Mont.),  ooal  from,  analysis 

of 12T 

description  of 504 

Coulter  mine  ( Wyo.) ,  coal  from,  analysis  of. .      301 

description  of 1096 

C>ow  Gulch  prospect  (Mont.),  coal  from,  anal- 
ysis of 136 

description  of 632 

Cowen,  W.  Va. .  ooal  from  near,  analysis  of. . .     295 

description  of. 1074 

Cowles  bed,  N.  Mex..  coal  lh>m,  analysis  of. .      141 

description  of. 652.653 

Cowles  mine  (N.  Mex.),  coal  from,  analysisof.      141 

description  of 652,653 

Crab  Orchard,  Va.,  coal  fh)m  near,  analysis 

of 196,197 

description  of. 816,817,818 

Crabapple  mine  ( Pa. ) ,  coal  from,  analysis  of . .      168 

description  of 741 

Craig,  Colo. ,  coal  from  near,  analysis  of 79 

description  of 478, 479 

Craig,  Okla. ,  coal  from  near,  analysis  of lii 

description  of. fcSO 

Cranberry,  W.  Va.,  ooal  ttom  near,  analysis 

of 284.285 

description  of 1048, 1049 

Cranberry  mme  (W.  Va.).    See  Oanberry, 

W.  Va. 
Crane  C^eekNo.'l  and  No.  2  mines  (W.  Va.), 

coal  from,  analysis  of 276 

descriptton  of 1026 

Oanston,  R .  I. .  coal  from  near,  analysis  of. . .      185 

description  of 785 

Crawford,  Tenn.,  coal  from  near,  analysis  of. .      1 88 

description  of. 794 

Crawford  bed,  C>olo.,  coal  from,  analysis  of. . .       78 

description  of. 474 

Crawford  mine,  coal  from,  analysis  of.  (Colo.),  78; 

(Tenn.),  188 

description  of —  (Colo.),  474;  (Tenn.),  794 
Oeighton,  Pa.,  coal  fh>m  near,  uialysis  of. . .     154 

description  of 604,605 

Creighton  mine  (Pa.).    See  Creighton,  Pa. 
Crescent  mine  ( W ash . ) ,  coal  from,  analysis  of.      215 

description  of 882 

Crested  Butte,  Colo.,  coal  from  near,  analysis 

of 63 

description  of. 425,426,427, 428 

Crested  Butte  mine  (Colo.).    See  Crested 

Butte,  Colo. 
Creston,  Wyo. ,  coal  ftt>m  near,  analysis  of. . .     311 

description  of 1127 


Crockett.  Tex.,  ooal  from  nsar,  analysis  of . . .  189 

description  of. 3M 

Crookston  bed,  Wyo..  ooal  ftom,  analysis  of..  316 

desoiiption  of liu 

(^osby  mine  (Wto.),  coal  from,  analysis  of...  296 

description  of 1076 


Croton,  Wyo.,  ooal  ftom  near,  analysis  of. . . 

description  of. 1106 

Croton  mine  (wyo.).    See  Croton,  Wyo. 
Crow  HoUow  mine  (Ohio),  coal  from,  analysis 

of 146 

description  of 609 

Crown  Point  bed,  N.  Mex.,  coal  firom,  analy- 
sis of 139 

description  of. 648 

sections  of 648 

Crosier  No.  1,  2  mines  (W.  Va.),  coal  from, 

analysisof 357,258 

description  of 966,067 

Crumpler,  W.  Va.,  coal  from  near,  analysis  of  225 

description  of 975 

Culbertson,  Mont. ,  ooal  firom  near,  analysis  of  135 

description  of. 630 

Chilver  mine  ( u  tah) ,  coal  from,  analysis  of. . .  193 

description  of 809 

Cumberland,  wash.,  coal  firom  near,  analysis 

of 204,205 

description  of 844.845.846,847 

Cumberland,  wyo.,  ooal  from  near,  analysis 

of '...  318 

description  of. 1 150 

Cumberland  No.  1  mine  (Wyo.).    See  (Cum- 
berland, Wyo. 

(Cummer  mine  ( Wash.),  ooal  from,  analysis  of.  206 

description  of 851 

(Cunningham  prospect  (Alaska),  coal  from, 

analysis  of 44 

description  of 370 

Curtis,  (Colo.,  ooal  from  near,  analysis  of. 57 

description  of 410 

(Curtis  mine  ((Colo.).    See  (Curtis,  Colo. 

Curtis  Creek,  (Colo. ,  coal  from  near,  analysis  of.  77 

description  of 470 

Caster  bed,  M:ont.,  ooal  from,  analysisof —  136 

description  of. 633,634 

section  of 634 

(Custer  prospect  (Mont.),  coal  from,  analysis  of  136 

descript  bn  of 634 

"(Cut," definition  of 27 

(Cutoff  Gulch  prospect  (Wyo.),  coal  from,  anal- 
ysis of 297 

descriptton  of 1081 


D. 


D  bed,  Pa.,  coal  from,  analysis  of 167 

description  of. 600,703,704,706, 

7a),  721, 734, 735, 736, 738, 745, 746, 756, 757 

sections  of 699, 704, 706, 720, 734, 738, 746, 756 

See  Moshannon  bed,  Pa.,  and  Lower  Free- 
port  bed,  Pa. 
Dacono,  Colo. ,  coal  from  near,  analysis  of 81 

description  of 487 

Dale,  Pa. ,  coal  from  near,  analysis  of 1S6 

description  of. 700 

Dale  mine  (Pa.).    See  Dale,  Pa. 

Daley  mine  ( Ala.) ,  coal  from,  analysis  of 34 

description  of 334 

Danford,  Ohio,  coal  from  near,  analysis  of 145 

description  of 666 

Dante,  Va.,  coal  from  near,  analysis  of. 198 

description  of. 821,822,823 

Danville  Junction,  Wash.,  coal  fh>m  near, 

analysis  of. 206 

description  of 847,848 

Danville  mine,  coal  from,  analysis  of. . .  ((Colo.),  57; 

(Wash.),  205 

descriptton of....  (Colo.),  410:  (Wash.),  847 
Darby,  Mont.,  ooal  from  near,  analysis  of . . . .     135 

description  of 628 

Darby,  Va. ,  coal  from  near,  analysis  of 197 

description  of. 818,819 

Darby  bed,  Va.,  coal  from,  analysis  of 197 

description  of 818,819 

sections  of 816 

Darby  bed,  Va.    5e«  No.  5  bed,  Va. 
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Pago. 

Darby  mine  ( Va. ) .    8ee  Darby.  Va. 

DarbyviUe,  va..  coal  from  near,  analysis  of. .      197 

description  of. 819, 820 

Darling  mine  ( Wyo.).  ooal  from,  analysis  of. .     aW 

description  of. 1088 

Davies  mine  (Colo.),  ooal  from,  analysis  of 57 

description  of 411 

Davis,  Ala.,  coal  from  near,  analysis  of 38 

description  of. 347,348 

Davis  prospect  (Wash.),  coal  from,  analysis  of     216 

description  of 883 

Davis  bed,  w.  Va.    See  Lower  Kittanning 

bod.W.  Va. 
Davy,  W.    va.,  coal  firom  near,  analysis 

of 262,253,254 

description  of 976,977,078,979 

Davy  bed,  W.  Va.    See  SeweU  bed,  W.  Va. 
Davy  Oockett  No.  1  mine  (W.  va.),  coal 

from,  analysis  of 252 

description  of 976,977 

Daw  mine  (111.),  coal  from,  analysis  of 91 

description  of 511 

Dawson,  N.  Max. ,  coal  from  near,  analysis  of.     138 

description  of. 640 

Dead  Easy  mme  (N.  Mex.),  ooal  from,  analy* 

sis  of 138 

description  of 642 

Dean,  Mont. ,  ooal  from  near,  analysis  of 125 

description  of 586 

Dean  bed,  Tenn. ,  coal  from,  analysis  of 185 

description  of. 786 

sections  of 786 

Dearing,  W.  Va. ,  coal  from  near,  analysis  of. .     254 

description  of. 979,960 

Decatur  No.  1  mine  (Ohio),  coal  from,  analy- 
sis of 146 

description  of 667 

Deems,  J.  F.,  on  value  of  OQttl  analyses 7 

Deep  Vein  mine  (Ind.),  coal  from,  analysisof.       97 

description  of 526 

Delagua,  Colo. ,  coal  from  near,  analysis  of . . . .       60 

description  of. 448 

Delflgua  No.  2  mine  (Ck>lo.).    See  Delagua, 

Colo. 
Delphi,  W .  Va. ,  coal  from  near,  analysis  of. . .     281 

description  of. 1040 

Delta  mine,  coal  from,  analysis  of (Pa.),  155: 

(W.Va.),aJ8 

description  of... .  (Pa.),  699;  ( W.  Va.),  1009 
Denman  mine  ( Ark. ).  coal  from ,  analysis  of . .       51 

description  of. 388 

Denning.  Ark. ,  coal  from  near,  analysis  of 48 

description  of. 379,380 

Denning  bed.  Ark., coal  from,  analysis  of 48 

description  of. 379,380,381 

sections  of 380,381 

Denny-Renton  mine  (Wash.),  coal  from, 

analysis  of 208, 209 

description  of 859, 861 

Derryhaie,  W .  Va. ,  coal  from  near,  analyds  of.     225 

description  of. 912,913,914 

Derryhaie  mine  (W.  Va.).    See  Derryhaie, 

W.Va. 
Diamond,  Ind.,  ooal  from  near,  analysisof. ..       94 

description  of. 517,518 

Diamond  bed.  Pa.,  coal  from,  analjrsis  of 171 

description  of 751, 752 

section  of 752 

Diamond  mine  (Colo. ),  coal  from,  analysis  of.       58 

descriptton  of 413 

Diamondville,  Wyo.,  coal  from  near,  analysis 

of 318 

description  of 1150 

Diets,  Wyo. ,  coal  from  near,  analysis  of 306 

description  of. 1 1 19, 1 120 

Diets  No.  1  bed,  Wyo.,  coal  ftom,  analysis  of.      308 

description  of 1119 

section  of 1119 

Diets  No.  2  bed,  Wyo.,  coal  fh>m,  analysis  of.     306 

description  of. 1119,1120 

Diets  No.  3  bed.  Wyo.,  coal  fh>m,  analysis  of.     306 

description  of 1120 

Dillon  mine  (wyo.),  coal  from,  analysisof...      303 

description  of 1101 

Dixie,  Ohio,  ooal  from  near,  analysis  of. 147 

description  of. 671, 672 

Dixie  mine  ((>hio).    See  Dixie,  Ohio. 

Dixon,  Colo. ,  coal  from  near,  analysis  of 68 

description  of. 445, 446 


Paga. 
Dixon,  Wyo.,  ooal  Aram  near,  analysis  of 298 

description  of 1068,1069 

Dolomite,  Ala.,  coal  from  near,  analysis  of . . .       36 

description  of 830,340 

Domlny  bed,  Mont ,  coal  from,  analysis  of . . .      130 

desolption  of 606 

section  of 606 

Donkville,  Ul. ,  ooal  from  near,  analysis  of 87 

description  of 409,500 

Dorrity  bed,  Mont,  coal  from,  analysis  of 135 

description  of. 630, 63 1 

section  of 630 

Dorsey ,  Mont. ,  ooal  from  near,  analjrsis  of. 134 

description  of. 625 

Dougherty  bed,  Mont.,  coal  from,  analysis  of.      136 

description  of. 632 

sections  m 632 

Douglas,  Wyo.,  coal  from  near,  analysis  of. . .     304 

description  of. 1104 

Dow,  Okla.,  coal  from  near,  analysis  of 151 

description  of 681 

Drummond,  Mont.,  coal  from  near,  analysis 

of 134 

description  of 625 

Dry  Creek  mine  (Colo.),  coal  from,  ansJysis 

of. 79 

description  of 482 

Dubree  mine  ( W.  Va. ),  coal  from,  analysis  of.     245 

description  of. 959 

Dugger,  Ind.,  coal  ttom  near,  analysis  of 96 

description  of 521 

Dunbar  prospect  ( W.  Va.),  coal  fh>m,  analy- 
sis of 282 

description  of 1042 

Duncan  bed,  va.,  coal  from,  analysis  of 196 

description  of 824 

section  of 824 

Dun^n.  W.  Va. ,  coal  from  near,  analysis  of  225, 226 

description  of 914,915 

Dunglen    mine    (W.    Va.).    See    Dunglen, 

W.  Va. 
Dunlap  mine  (Ohio),  coal  fh>m,  analysis  of. .      145 

description  of. 666 

Dunioop,  W .  V  a. ,  ooal  from  near,  analysis  of. .      226 

description  of 915,916 

Dunn  Loop  No.  2  mine  (W.  Va.),  coal  from, 

analysis  of 226 

description  of 915 

Durango,  Colo. ,  coal  from  near,  analysis  of 67 

description  of 439,440,441,442 

Durbin,  Pa. ,  &O0I  from  near,  analysis  of 168 

description  of 741 

Dutchman  mme  (N.  Mex.),  coal  fk'om,  analy- 
sts of 137 

description  of. G39 

£. 


B  bed,  Pa.,coalf1rom,analy8isof 161, 162, 170 

description  of 604,605,702, 

703, 704, 716, 719, 720, 746, 747, 748, 740, 750 

secUons  of 604, 702, 704, 716, 719, 747, 748, 750 

See  Upi)er  Freeport  bed.  Pa. 
Eades  mine  (Wyo.),  coal  from,  analysis  of. .     205 

description  of. 1076 

Eagle  bed,  Mont. ,  coal  from,  analysis  of 134 

description  of 625,626 

sections  of 625,620 

Eagle  bed,  W.  Va.,  ooal  fh>m,  analysis  of 223, 

231,235,236,205 

description  of 909, 

925, 926, 936, 936, 937, 938, 1074 

sectionsof 900,925.935,937,038 

Eagle  mine  ( W .  Va. ).  coal  from,  analysis  of. .      235 

description  of 032 

Earlington,  Ky ..  coal  from  near,  analysis  of. . .      104 

description  of 539 

East  Conemaugh,  Pa.,  ooal  from  near,  anal- 
ysis of 156 

description  of 700 

East  Creek-Ladd  mine  (Wash.),  coal  from, 

analysis  of 216 

description  of. 879 

East  Millsboro,  Pa.,  coal  finom  near,  analysis 

of 168 

description  of 740 

East  Pocahontas  mine  (Va.),  coal   from, 

analysis  of. 190 

description  of. 825 
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Pftge. 
East  Sewell,  W.  Va.,  ooal  from  near,  analyaia 

of 226,227 

description  of 016,017 

East  Vivian,  West  Va.,  ooal  tram  near,  analy- 

sisof 254,266 

description  of. 960, 061 

East  Wiley  mine  (Wyo.)i  ooal  firom,  analysis 

of. 206 

description  of. 1060 

Eastmill  Creek  mine  (W.  Va.)f  coal  from, 

analysis  of. 274 

description  of. 1021 

Eaton,  Cdo.,  ooal  fh>m  near,  analysis  of. 81 

description  of 487 

Eccles,W.Va.,coalfrom  near,  analysis  of.....     285 

description  of 1060 

Eecles  No.  f  mine  (W.  Va.),  coal  from, 

anal]rsisof 285 

description  of. 1050 

Eecles  No.  1  mine.  W.  Va.  See  Eodes.  W.  Va. 
Echeta,  Wyo.,  ooalfirom  near,  analyst!  of 305 

description  of. 1106 

Echeta  mine jWyo.).    See  Echeta,  Wyo. 

Echo  mine  ( W.  Va.).  coal  from,  analysis  of. .     243 

descrip  t  ion  of. 053 

Eckhart.Md..  ooal  from  near,  analysis  of...  106,109 

descrfetionof. 550,551,552 

Eckman,W.va.,  ooal  from  near,  analysis  of..    255, 

256,257 

description  of 081,062,063,084,085 

Eddy,  Colo.,  coal  from  near,  analysis  of 70 

description  of 480 

Eden,  Mont.,  coal  from  near,  analysis  of 127 

description  of 501, 502 

Edmond,  W.  Va.,  coal  from  near,  analysis  of. .     227 

description  of. 017 

Edwards,  Okla.,  coal  from  near,  analysis  of...      151 

description  of 681 


144 
69 


Efell,  Wyo.,  coal  from  near,  analysis  of 307 

descr* 
I  (Wyo.). 
Egerla  mine  (Colo,),  coal  from',  analysis  of. . .       81 


[ascription  of 1116 

Efell  mine  (Wyo.).    See  Efell,  Wyo. 


description  of. 486 

Ehrenfeld,  Pa.,  coal  from  near,  analysis  of 156 

description  of 700, 701 

Electric,  Mont.,  coal  from  near,  analysis  of. .  134, 135 

description  of. 627 

Electric  mine,  coal  from,  analysis  of (Ind. ),  08 

iMont.),  129 
.  ,  font..),  602 
Elk  Garden,  W.  Va.,  ooal  from  near,  analysis 

of. 280 

description  of 1035,1086,1037 

Elk  Garden  No.  6  mine  (W.  Va.).    See  Elk 
Garden.  W.  Va. 

Elk  Lick,  Pa.,  coal  from  near,  analysis  of 172 

description  of. 754 

Elk  Lick  No.  1,  No.  2  mine  (Pa.),  coal  from, 

analvsis  of. 174 

description  of 759 

Elk  Momitain,  Wyo.,  coal  from  near,  analysis 

of 200 

description  of 1089, 1090 

Elk  Ridge,  w.  Va.,  coal  from  near,  analysis 

of 258,259 

description  of. 088,980 

Elk  Ridge  mine  (W.  Va.).    See  Elk  Ridge, 

W.  Va. 
Elkhom.  W.  Va.,  ooal  from  near,  analsrsis  of  257, 258 

description  of 085,086,087,088 

Elkhom  mine  ( W.  Va.),  coal  from,  analysis  of     264 

description  of 999 

Ellsworth,  Pa.,  ooal  from  near,  analjrsis  of 181 

description  of 774, 7?5 

Ellsworth  No.  l,  No.  2  mines,  (Pa.).    See 
Ellsworth,  Pa. 

Elmo,  W.  Va. ,  coal  from  near,  analysis  of 227 

description  of 917,918 

Emeigh,  Pa. ,  coal  from  near,  analysis  of. 156 

description  of 701 

Emery  Utah,  coal  fh>m  near,  analysis  of. 192 

descrmtion  of 802 

Emery  bed,  Utah,  ooal  from,  analysis  of 192 

description  of 802 

Emery    mine    (Utah).    See  Emery,  Utah. 
Empire  mine  ( w.  Va. ),  ooal  from,  analysis  of.     262 
description  of. 906 


Empire  No.  1  mine  (Ohio),  ooal  from,  analysis 

of. 

description  of. __ 

Engle  mine  ((^o.),  coal  from,  analysis  oL.ll 

description  of. 

Engleville,  Ccuo.,  ooal  fhun  near,  analyaiB  of. .        «r 

description  of 449 

Engleville  bed,  Colo.,  coal  from,  analysis*  of  1  .*  I        69 

description  of 450 

section  of 450 

Ennis,  W.  Va. ,  coal  from  near,  analysis  of. .  2S9, 260 

description  of. 999  990 

Bphraims  Creek  mine  (W.  Va.),  coal  from,    ' 

analysisof. 942 

description  of. gsi 

Erie,  Colo.,  coal  from  near,  analysis  of. 81 

description  of 487,488 

Eschka  method,  description  of 14, 15 

Eschka  mixture,  use  of 14, 15 

Eska  Creek,  Alaska,  coal  from  near,  analyiaia 

,of. 46 

description  of 374,375 

Eureka  bed,  Cal.,  coal  from,  analysis  ojf 53 

description  of 395 

Eureka  bed,  (>reg.,  ooal  firom,  analysis  of 153 

description  of. 090,691 

section  of 69i 

Eureka  mine,  coal  fh>mj(analysis  of (Ark.),  49: 

(Oreg.),  153:  (Wash.;,  203;   (W.  Va.),  257 
description  of. . . .  (Ark.),  382;  (Oreg.),  60O; 
(Wash.),  838;  (W.  Va.5, 084 
Eureka  No.  22,  No.  30,  No.  31,  No.  32,  No.  33. 
No.  34,  N0.35,  No.  36  C*;  No.  37,  No. 
37  C;  No.  30,  No.  40.  No.  42,  No. 
42  Ci  mines  (Pa.),  coal  from,  analy- 

sisof 163-165,167,175-179 

description  of. 724-728, 738, 761-769 

Evans  bed,  Wyo.,  ooal  from,  analysis  of 307 

description  of. ms 

section  of mg 

Evans  mina  (Wyo.),  ooal  from,  analysis  of. .      307 
Excelsior  mine  (Colo. ),  ooal  from,  analysis  of.       74 

descrip  non  of. 463 

Expedit.  Pa.,  ooal  fh>m  near,  analysis  of 157 

descrmtion  of. 702 

Export  mine  (W.  Va.),  coal  from,  analysis  of.      238 
description  of 043 

F. 

Fairchild  mine  (Ala. ),  ooal  from,  analysis  of. .       35 

descripuon  of. 336 

Fairfax,  Wash.,  coal  from  near,  analysis  of. .      219 

description  of 893,894,896 

Fairfiuc  mine  (Wash.).    See  Fairfox.  Wash. 
Fairfield  mine  (Colo.),  coal  fh>m,  aoaiysis  of.       77 

description  of 470 

Fairmount  City,  Pa.,  coal  from  near,  analysis 

of 166 

description  of 730, 731 

Fairmount  No.  11,  No.  12  mines  (Pa.).    See 

Fairmount  City,  Pa. 
Fairview  mine  (Colo.),  coal  from,  analysis  of.       56 

description  of. 406 

Fall  River  bed,  Wyo.,  coal  from,  analysis  of. .      317 

description  of. 1147 

Fallen  Timber,  Pa.,  coal  from  near,  analyads 

of 157 

description  of 702, 708 

Falliston,  Ala. ,  coal  from  near,  analysis  of 39 

description  of 340 

Falliston  mine  (Ala.).    See  Falliston,  Ala. 
Fallon,  Mont. ,  coal  from  near,  analysis  of 120 

description  of 606 

Falls  Creek,  Alaska,  coal  from  near,  analysis 

of. 43 

description  of 364,365 

Farmer  mine  (Colo.),  coal  from,  analysis  of. .       82 

description  of 480 

Fa]rette,  W.  Va..  coal  from  near,  analysis  of. .      237 

description  of 018,010 

Felix  bed,  Wyo.,  coal  flrom,  analysis  of 305 

description  of 1106,1107 

Fentress  mine  (Tenn.),  coal  from,  analysis  of.      187 

description  of. TOO 

Femald,R.  H.fWorkof 3,4 


Femdale  mliM  (Pa.),  coal  from,  uulrsia  ol.. 

dracriplion  ol 

Flelillxiu*spia8p«>:C(Wyci.}.»nlIroin,aD«ly- 

de9crlption  ol 

Flaldiwr.A.  C.,worltol... 

Flnlay  bed,  Oblo,  coal  tram,  uulyaliol 

deibriptlon  dI 


05l'll$2',»3',  9 


eH,Sl» 

FUed  carboik,  composition  of 

determintttlon  of 

Flaberty  mine  (Mont.),  coal  Irom.  analysis  of. 

description  of. 

Flambeau,  K;.,  coal  Irom  near,  analysb  ol. . 

deacriptlon  of. . . 


rwDUflg,  &BUB.,HJB1  ijum  ueiu-,  BUfluyuH  UJ 

deacrlptlon  of. 

Florence  mine,  coal  from,  enalysla  of (I 

fW. 

, ■PB.).7S0;  <W,  V 

Floieala,  Colo.,  coal  from  dbbt,  analytia  ol. . 


dcscrlplloi 

^-.■iptiiin  of. 
Fluotaiue,  Ohio,  ooal  f 
dtacrlplloD  of. 


u,  Mialyala  of. .  115 
aa4,M£,«e«,efl7 

a,  uialysU  of .  - .  304 

M2 

mnear,aDaIysla 

W'.W'y.. ]].'.'.'..  «W 

iear,analyaiB0f.  187 


Fork  Ridge, 'feoQ.,  cot 

descrlpllon  of. 

Forsytho  mine  lOhlo),  coal  (rom,  onaljsia  of. 

description  ol. 

FartLupton,ColQ,,coa)fiDEiiDeu'.Bnal;ilaor 


dcKrititionot.. 

desCTlptionoi. 

Br  Oulrh  mine  (Unut.), 


1,  analysis  of. . 


Fourth  Berg  l^ke,  Alaska,  cod  IrDm  ua 
Biwlysls  of. 

description  ol 

FranCTvllle,  Colo,,  coal  from  near,  analysis i 

description  of. 

Francisco  mine  (Colo.),  coal  from,  analysis  i 

deacrlptlon  of. 


FiaaldOrt,  Ps.,coall 

description  of 

Franklin,  Pa..cmlfrom 
description  of 


Franklin  No. 

Pa, 

FranlLlin  Slot 


jalysLiot.. 
description  of. 
Fromber^,  M  onl,,  coal 


analysis  of. .  IM, 

69S, 

analysis  of 

im  near,  nnalyaii  oi, . 

mine  (Pa.),    sVi-"  Franklin, 


.,.,',. 'sse,s8; 

n  near,  analysis 


Frontanac,  Kans,, 

,1—  u' —   „ — ' ''^'"  """".analTsisof...     "° 

nsi,____ 

aDaIysls(rf..  100,110 


FroDller,  Wyo.,  coal  from  n( 

Froalburg,  Ud,  coalfroti 
dacrlptlcm  of. . . 


Fruita,  C<do^  coal  from  near,  analysis  ol. , , 


mine  ( Wash,  ),coaJ 

nbed,  I^    ooalfrt 
deecriptiDD  oC. . 


Gage  mine  (Oreg,),  coal  from,  analysis  of 

description  of. 

Oage  No.  1  mine  (Ulch,|,  coal  from,  analysis 


Gale  Creek  m 


le  (Wash.),  ooal  Irom,  analy^ 


description  of.. 
□allup,N.Uei„coalfr 

deacrlpiionol.. 
Oartsld  mine  (Colo. ),( 

ducrlptlon  of. 

Qarrlti  mine  (Ark.), « 
description  of. 

Gartman  mine  (Colo.), 
description  of.. 

Gas  mine  (W.  Va.l.co 
description  ol. . . 

I  of... 


larnsey,  Ala.,  cwl  from  n 


...' '.  6t 

am,  analysis  of. . 

.r,  anilyiis  of — 


analysis  of,. 

bo  mine  (Wru.),  coii  from,  aiialyiiioC 

dworlptionol 1 

bo  No.  i  mine  (llont,).  coal  from,  analysis 

description  of. 

m  bed,  Wash.,  coal  Irom,  analysis 

mlBe(W 

Geniry,   W.  Va.,  coal  from  near,  analysis 

of. air,  228,  K» 

description  ol 0!»,  ea).921 

Qeorgel,  Va,  cold  from  near,  analysis  ol 201 

descrlpticm  ol 820 

Georges  Creek  bed,  W.  Va.   8ie  Plllaburgh 

Georges  Run,  bhio,!^  from  near.aaalyslsaf.     147 

descT^tionof , .,      6T0 

Gerber  mine  (Hoot.)^  coal  from,  analysis  of         '~ 

Geyser,  Uont,,  coal  from  n( 

description  of... ...-.-,......  ooi, 

Gholsonbed,  Ala 

Sf  Black  Shsle  bed,  Ala. 
GJbbltt  mine  (Mont.),  coal  from,  analysis  of . 

description  ol 

Oibaon  mhie  n'tah),  coal  from,  analysis  ol. . . 

description  of. 

Gibson  prospect  (Utah),  coal  from,  analysis 

1,  analysis  ol. 


Gilboa,  W.  Va,,C5alfromnear,flnily3lsoI.., 

dncriptian  of 

Gillette,  Wyo.,  coal  Irom  near,  analysis  of. . . 


or,  analysis  of. . . 
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Oiltedge.  Mont. ,  ooal  from  new,  analyidB  of. .     131 

description  of 613, 614 

Oln  Creelc  prospect  (Va.),  coal  from,  analysis 

oT 197 

description  of. 810,820 

Olen  Alum,  w  .Va. ,  coal  from  near,  analysis  of     281 

description  of 1038, 1039 

Glen  Alum  mine  (W.  Va.).    8u  Olen  Alum, 

W.Va. 
Olen  Campbell,  Pa.,  ooal  fh>m  near,  analysis 

of 169 

description  of 745,746 

Glen  Carbon,  Ala.,  coal  from  near,  analysis  of.       39 

description  of 349 

Olen  Carbon  mine  (Ala.).    See  Olen  Carbon, 

Ala. 
Olen  Jean,  W.  Va.,  coal  from  near,  analysis 

of 229,230 

description  of 922,923,924 

Olen  White,  W.  Va.,  ooal  from  near,  analysis 

of 286 

description  of 1050,1051 

Olen  White  mine  ( W.  Va.).    See  Olen  White, 

W.  Va. 
Olenavon,  Wash.,  coal  from  near,  analysis  of.     216 

description  of 879 

Olendale,  Utah,  coal  from  near,  analysis  of. .     194 

description  of 810,811 

Olendale,  W.  Va.,  coal  from  near,  analysis  of. .     229 

description  of 922 

Olendale  mine  (Utah).    See  Olendale,  Utah. 

G  lendive,  Mont. .  coal  from  near,  analysis  of.  130, 131 

description  of 610 

Olenrock,  Wyo.,  ooal  from  near,  analysis  of. .     304 

descrtption  of 1104, 1106 

Olenrock  bed,  Wyo. ,  coal  from,  analysis  of . . .     304 

description  of 1105 

Olenrock  No.  1,  No.  2  mines  (Wyo.).     Su 

Olenrock,  Wyo. 
Olenwood  No.  9  mine  (ra.),  coal  from,  analy- 
sis of 169 

description  of 744 

Oold  King  Consolidated  mine  (Colo.),  coal 

Irom,  analysis  of 67 

description  of 439 

Oold  Prince  mine  (Colo.),  coal  from,  analysis 

of 67 

description  of 440 

Oold  Reef  mine  (Mont.),  coal  from,  analysis 

of 131 

description  of 614 

Oolden,  Colo.,  coal  from  near,  analysis  of 66 

descriptbn  of 438 

Oolden  Ash  mine  (Colo.),  coal  from,  analysis 

of. 81 

description  of 487 

Goodwill,  W.  Va.,  coal  from  near,  analysis 

of 274.275 

description  of 1023, 1024, 1026 

Goodwill  mine  (W.  Va.).    Su  Goodwill,  W. 

Va. 
Gosline  &  Barbour  mine  (Ohio),  coal  from, 

analysis  of. 147 

description  of 672 

Goss,  W.  F.  M.,  on  value  of  coal  analyses 6 

Goes  mine  (Pa.),  coal  from,  analysis  of. 165 

description  of 729 

Gould  bed,  Ala.,  ccal  from,  analysis  of 37, 39 

description  of 343,351,352 

section  of 343,351 

Oraddy  mine  (Mo.),  coal  from,  analysis  of. . .      119 

description  of 671 

Graham,  Pa.,  ooal  fk-om  near,  analysis  of 167 

description  of 736 

Oraham.W.Va.,  ooal  from  near,  analysis  of.  285. 286 

description  of.'. 1051, 1062, 1063 

Graham  mine  (W.  Va.).    See  Graham,  W. 

Va. 
Grampian,  Pa.,  coal  from  near,  analysis  of. . .     167 

description  of 735 

Grampian  No.  3  mine  (Pa.).    Su  Grampian, 

Pa. 
Grand  Junction,  Colo.,  coal  from  near,  analy- 
sis of 73.74 

description  of 461,462,463 

Grand  Ridge,  wash.,  coal  from  near,  analysis 

of 205 

description  of 849 


Grand  Ridmmine(Waah.).  See  Grand  Ridge, 
Grant  prospect  (Mont),  ooal  ftaok,  analysis 


proroeot 


136 

description  of. 633, 634 

Grass  Creek  bed,  Utah.    Su  Wasatch  bed, 
Utah. 

Grey  mine  (Utah),  coal  firom,  analj^sis  of 196 

descrip  tion  of. 815 

Great  Northern  No.  21  mine  (Mo.),  coal  from, 

analysis  of. 115 

desoriptkmof 565 

Great   Western   mine   (Okla.),  coal   from, 

analysis  of. 152 

desoriptton  of 683 

Greeley,  O)lo. ,  ooal  from  near,  analysis  of —       82 

description  of 406, 489 

Green  bed,  Colo.,  coal  from,  analysis  of 80 

description  of 462, 48S 

Green  mine  (Colo. ),  coal  firom,  analysis  of. . . . 


80 


description  of. 
Green  River,  Utah,  coal  from  near,  analysis 

of 198 

description  of 804,805 

Greenbrier  mme  (W.  Va.),  coal  firom,  analysis 

of 268 

description  of. 998 

Oreensbui^,  ra..  coal  from  near,  analysis  of. .      183 

densription  of 781 

OreenhUl  mine  (Pa. ),  coal  from,  analysis  of. .      167 

description  of. 705 

Oreenoueh  mine  (Ky. ),  coal  fh>m,  analysis  of.      106 

description  of 644 

O  reenwood ,  Ark . ,  coal  from  near,  analysis  of. .       51 

description  of 389.390 

Greenwood  mine  (W.  Va.),  coal  ftom,  analysis 

of 232 

description  of 927 

Greenwood  No.  1  mine  (Ark.).    See  Green- 
wood, Ark. 
Grey  Bull  mine  (Wyo.),  coal  from,  analysis  of.      296 

desoriptionof 1078 

BfWyo.) 
crip  tion  i 
Gross  mine  (Colo.),  coal  from,  analysis  of. 


iption  o 
Griggs  mine  (Wyo. ),  coal  from,  analysis  of. . .      321 

descrip  tion  of 1 155 

73 
460 


description  of 

Guion  mine  ( Pa. ),  ooal  ftom,  analysis  of 167 

description  of. 734 

Gulch,  Colo. ,  ooal  fkom  near,  analysis  of 78 

description  of 468 

Gunn,  Wyo.,  ooal  firom  near,  analysis  of 311 

description  of 1 128 

Gunn-Quealy  mine  (Wvo.),  coal  fh>m,  analy- 

sisof 311 

description  of. 1128 

H. 

Tlackett ,  Ark. ,  ooal  from  near,  analysis  of —       51 

description  of 390 

Hackett,  Pa.,  coal  from  near,  analysis  of 181 

description  of 776 

Hackett  City  mine  (Ark.).    See  Hackett,  Ark. 
Hagan  mine  (N.  Mex.),  coal  fh>m,  analysis 

of (N.  Mex.),  141;  (Va.),  198 

description  of...  (N.  Mex.),  650;  (Va.),  823 
HagBnprospect(Va.),  coal  from,  analysis  of.      196 

description  of 824 

Hailey-Ola  mine  (Okla.),  coal  from,  analysis 

of 149 

description  of. 678 

Haller  mine  (Colo. ),  coal  from,  analysis  of. . .       75 

description  of 466 

Hamilton,  Colo.,  coal  fh>m  near,  analysis  of. .       79 

description  of 480,481 

Hamilton,  Iowa,  coal  from  near,  analysis  of. .       99 

description  of 681 

Hamflton,  Mo.,  coal  from  near,  analysis  of.  116,117 

description  of 567 ,  518 

Hamilton,  Wyo.,  ooal  from  near,  analysis  of. .      307 

description  of 1114, 1115 

Hamilton  mine  (Colo.),  coal   from,  analysis 

of. (Colo.),  79;  (Mont.).  132 

description  of.. . .  (Colo.),  480;  (Mont.),  616 
Hanna,  Wyo.,  coal  fh)m  near,  analyst  of —    299, 

300.301 

description  of 1099. 

1093, 1094, 1095, 1096, 1007 


INDEX. 


1181 


Page. 

Hanna  No.  1  bed,  Wyo.,  ooal  fhun,  analysis 

of 299,301 

description  of 1093,1093,1004 

section  of 1092 

Hanna  No.  1 ,  No.  2,  No.  3  mines  ( Wyo. ).    See 

Hanna,  wyo. 
Hannaford  No.  1  mine  (Wash.),  ooal  from, 

analysis  of. 221 

description  of. 904 

Happy  Hooligan  mine  (Oreg.),  coal  from, 

analysis  of 162 

description  of. 685 

Harkley  mine  ( Pa. ),  coal  from,  analysis  of . . .     167 

description  of 735 

Harkness  bed ,  Ala. ,  coal  from,  analysis  of —       38 

description  of 347,348 

section  of 348 

Harlem,  Mont.,  coal  from  near,  Mialysis  of. . .      129 

description  of 600,601 

Harlowton,  Mont.,  coal  from  near,  analysis 

of 134 

description  of 626,626 

Harrisburg,  lu.,  coal  from  near,  analysis  of. .       90 

description  of 507,508 

Hartford,  Ark.,  coal  from  near,  analysis  of. . .       51 

description  of 390 

Hartshome,  OkJa.,  cc^al  from  near,  analysis 

of 151 

description  of 681, 682 

Hartshome  bed,  Ark.,  coal  from,  analysis  of. .      49, 

50.51,52.53 

description  of 379, 

384,386,386,387,388,389,300,391,393,394 

sections  of 385, 

386.389.390,391,392,393,394 
Hartshome  bed  (Okla.),  coal  from,  analysis 

of. 149-162 

description  of. 675-677 

sections  of 674-«76 

Hartwell,  Ind.,  ooal  from  near,  analysis  of. . .       95 

description  of 519.520 

Hartwell  No.  5  mine  (Ind.).    See  Hartwell, 

Ind. 
Hartzel  mine  (N.  Mex.),  coal  from,  analysis 

of 138 

description  of 641 

Harvey,  W.  Va.,  coal  from  near,  analysis  of.  230, 231 

description  of 924 

Harvey  mine  ( W.  Va. ).    See  Harvey,  W.  Va. 
Hastings,  Colo.,  coal  from  near,  analysis  of. . .       69 

description  of 449, 460 

Hastings,  Pa.,  ooal  from  near,  analysis  of 157 

description  of 703, 704 

Hastings  mine  (Colo.).    See  Hastings.  Colo. 
Haubrich  mine  (Colo. ) ,  coal  fh)m,  analysis  of.       79 

description  of 478 

Havre,  Mont.,  coal  from  near,  analysis  of 129 

description  of 601. 602, 603, 604, 605 

Havre  mine  (Mont.).    See  Havre,  Mont. 
Hawk's  Nest  mine  (Colo.),  coal  from,  analysis 

of 64 

description  of 431 

Hawks' Nest,  w.  Va.,  coal  from  near,  analy- 
sis of 231 

description  of 924, 925 

Hayden,  Colo.,  coal  from  near,  analysis  of. . .  79, 80 

description  of 481. 482, 483 

Healy  bed,  Wyo.,  coal  from,  analysis  of.  305, 306, 307 

description  of 1112, 1113, 1114, 1115, 1118 

sections  of. 1113,1116,1118 

Heat  loss  in  calorimeter,  correction  for 20 

computation  of 20 

Heating  value,  calculating  of,  formula  for 26 

Heating  value,  definition  of 31 

ofcoal.  method  of  determining 31 

Hedges  mine  (Mont. ).  ooal  from,  analysis  of. .     129 

description  of. 606 

Hegg  mine  (Mont.),  coal  fh>m,  analysis  of. . . .      124 

description  of 581 

Helena,  Ala.,  coal  from  near,  analysis  of 39 

description  of aiSO 

Helena  bed,  Ala.,  coal  from,  analysis  of 39 

description  of 350 

section  of 350 

Helena  mine  ( W.  Va. ),  coal  fkom,  analjrsis  of.     268 

description  of 978 

Hellier,  Ky.,  coal  from  near,  analysis  of... .  106, 107 
descr^tfonof 644,545,546 
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Hemlock  mine  (W.  Va.),  coal  &t>m,  analysis 

of 228 

description  of. 920 

Henry ellen,  Ala. ,  coal  from  near,  analysis  of . .       36 

description  of 340 

Henryetla,  Okla. ,  coal  from  near,  amUysis  of. .     160 

description  of 677,678,679 

Henryetta  bed,  Okla. ,  coal  from,  analysis  of. .     160 

description  of 678, 679 

sections  or 678 

Henryetta  No.  1  mine  (Okla.).    See  Henry- 
etta, Okla. 
Herberton,  W .  Va. ,  coal  from  nev,  analysis  of     231 

description  of 925, 926 

Herberton  mme  (W.  Va.).    See  Herberton, 

W.Va. 
Herendeen   Bay,   Alaska,  coiU  from   near, 

analysis  of 41 

description  of 359,360 

Herminie,  Pa.,  coal  from  near,  analysis  of 183 

description  of 782 

Hernandez,  Cal..  coal  from  near,  analysis  of. .       63 

description  of 396 

Hemshaw,  w.  Va. ,  coal  from  near,  analysis  of     247 

description  of 963 

Herrin,  111.,  coal  from  near,  analysis  of 92, 93 

description  of 612 

Herrin  bed,  111.,  coal  from,  analysis  of 83, 

84, 85,  to,  87, 88, 80, 91 ,  92, 93 

descrtpttonof 491,492,493,404, 

495, 498,499, 500, 501, 502, 603, 504, 505, 
606, 607, 608, 509, 510, 611,  5li,  613,514 

sections  of 491,492,493, 

494, 498, 499,600. 501, 502,603,604, 
605,506,509,  610,511,512,613,614 
See  No.  6  bed.  111. 
Hesperus,  Clolo.,  coal  from  near,  analysis  of. .       67 

description  of 442,443 

Hesperus  bed,  Colo.,  coal  from,  analysis  of. . .       67 

description  of 442, 443 

sections  of. 442 

Hespems  mine  (Colo.).    See  Hesperas,  Colo. 
Hiawatha,  W .  V  a. ,  coal  from  near,  analysis  of.     275 

descrtetion  of 1025, 1026 

Hiawatha  mme  (W.  Va.).    See  Hiawatha, 

W.Va, 
Hicks  Creek,  Alaska,  coal  from  near,  analysis 

of 45 

description  of 372 

Higbee,  Mo.,  coal  from  near,  analysis  of 122 

description  of 576, 577 

Higginsville,  Mo.,  ooal  from  near,  analysis  of. .      119 

description  of 570, 571 

High  Splint  bed,  Ky.,  coal  from,  analysis  of. .      108 

description  of 537 

sections  of 537 

Hill  mine  (Mont.),  coal  from,  analysis  of 127 

description  of 589 

Hilton  mine  (N.  Mex. ),  coal  from,  analysis  of.      141 

description  of 664 

Hocking  bed,  Ohio,  coal  from,  analysis  of. .  146, 147 

description  of 667. 671-672 

Hodson  mine  (Mont.),  coal  from,  analysis  of .      131 

description  oi 612 

.Hoffman  mine  (Mont. ),  coal  from,  analysis  of.      133 

description  of 623 

Holden,  W.  Va..  coal  from  near,  analysis  of. .     247 

description  of 965 

Holwell  prospects  (Wyo.),  coal  from,  analysis 

of 321 

description  of 1157 

Home  mine,  coal  from,  analysis  of (Ind.),  98; 

(Mo.),  121 

description  of (Ind.),  527;  (Mo.),  576 

Homer  City,  Pa.,  coal  from  near,  analysis  of  160, 170 

description  of 746,747 

Homestead  bed,  Mont.,  ooal  from,  analysis  of.      132 

description  of 620, 621 

section  of 620 

Hook  Bay  mine  (Alaska),  coal  from,  analysis 

of 41 

description  of. 358 

Hookersville,  w.  Va.,  coal  from  near,  analysis 

of 281 

description  of 1041 

Hooligan  bed .  Oreg. ,  coal  from,  an^ysis  of. . .      152 

desonptlonof 685 

section  of 686 
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Hooten  mine  ( Wyo.).  coal  from,  analysis  of. .     316 

description  or 1144 

Hoover  prospect  (  W.  Va.)r  coal  fromi  analysis 

of 296 

description  of . . .-. 1074 

Hopewell  bed,  N.  Mez.,  coal  from,  analysis  of.     141 

deacr4>tion  of 650 

section  of 650 

Horn  prospect  (Pa.)i  coal  from,  analysis  of. . .     183 

description  of 781 

Horse  Canyon  bed,  Utah,  coal  from,  analysis 

of 192 

description  of 804 

section  of 804 

Horse  Canyon  mine  (Utah),  coal  from,  anal- 
ysis of 192 

description  of. 804 

Horse  Creek  bed ,  Ala.,  ooal  from,  analysis  of . .       41 

See  Mary  Lee  bed,  Ala. 
Horton,  Wyo.,  coal  from  near,  analysis  of 321 

description  of 1167,1168 

Hotchkiss,  Colo.,  ooal  from  near,  andysis  of. .       66 

deacription  of 403, 404 

Howe,  N.  DaK.,  coal  from  near,  analyste  of . .      143 

description  of 660 

Howe,  Okla.,  ooal  from  near,  analysis  of 149 

description  of 677 

Hoyt,  Tex.,  ooal  from  near,  analysis  of 190 

description  of 797, 798 

Hudson,  Wyo.,  coal  from  near,  analysis  of. . .     305 

description  of 1108, 1109, 1110 

Hudson  prospect  (Wash.),  ooal  from,  analysis 

of 206 

description  of 862 

Huff,  Pa.,  coal  from  near,  analysis  of 183 

Huff  mine  ( Ohio),  coal  from,  analysis  of 148 

description  of 673 

Huger,  W .  Va. ,  coal  from  near,  analysis  of. .  260, 261 

description  of 091 ,  992 

Hughes,  Okla.,  coal  from  near,  analysis  of 149 

description  of 676,677 

Hughes  mine  (Mont. ),  coal  from,  analysis  of . .     133 

deacription  of 622 

Hulbert  mine  (Wyo.),  coal  from,  analysis  of..     305 

description  of. 1107 

Hunter  mine  (Colo.),  coal  from,  analysis  of . . .       73 

description  of 460 

Huntington,  Ark.,  coal  from  near,  analysis  of.       61 

description  of 391,392 

Huntington  bed.  Ark.    Set  Hartshome  bed, 

Ark. 
Huntington ,  Utah,  coal  from  near,  analysis  of.     192 

description  of 802 

Huntington  Beach  bed,   Colo.,  coal  from, 

analysis  of 79 

deacription  of 479 

section  of 479 

Huntley .  Mont. ,  coal  from  near,  analysis  of. .      136 

description  of 632 

Iluntsville,  Mo. ,  coal  from  near,  analysis  of . . .      122 

deacriptton  of 577 

Hum,  Wash.,  coal  from  near,  analysis  of. . .  221, 222 

description  of 904, 906 

Hustead  mine  (Pa.),  coal  from,  analysis  of. . .     168 

description  of. 740 

Hutchinson  mine  (C<^o.),  coal  from,  analysis 

of (Colo.),79;  (W.Va.),281 

description  of. .  (Colo.),  480;  (W.  Va.),  1041 
Hydrogen,  proportion  of,  hi  volat  tie  matter . .  30 
Hymera,  Ind.,  coal  from  near,  analysis  of 96 

description  of 622, 523 


Idaho  Creek,  Colo. ,  coal  from  near,  analysis  of.  82 

description  of 489 

Ideal  mine  (Ck>lo.),  coal  from,  analysis  of 81 

description  of 487 

Imboden  bed .  Va. ,  coal  from,  analysis  of 201 

description  of *. 830 

section  of 830 

Imhofl  mine  ( Pa. ),  ooal  from,  analysis  of 1 81 

description  of 773 

Independence  mine  (Mo.),  ooal  from,  analysis 

of 119 

description  of 671 

Independent  mine  (Wash.),  ooal  from,  analy- 
sis of 204 

description  of 844 


Indian  mine  ( Wvo.),  ooal  from,  analysis  of. . . 

description  of 1 106 

Indian  Ridge  mine  ( W .  Va. ),  ooal  from,  analy- 
sis of 272 

description  of. 1017 

Indian  Springs  mine  (Ckdo.),  coal  from,  analy- 
sis of m 

description  of 445 

Indiana  No.  2,  No.  3  mines  (Pa.),  ooal  from, 

analysisof \m 

description  of. 745 

Industrial  mine  (Colo.),  ooal  from,  analysis  of        65 

description  of 400 

Ingleside  mine  (Pa.),  ooal  from,  analysis  of . . .       163 

description  of 723 

Inland  No.  1  mine  (Iowa),  coal  from,  analyalB 

of go 

description  of S30 

International  mine  (Mont.),  ooal  from,  analy- 
sis of 134 

description  of. 682 

Interstate  bed,  Wyo.,  coal  from,  analyaia  of. . .      313 

description  of 1134, 1135 

section  of 113s 

Interstate  mine  ( Wyo. ) .  coal  from ,  analysis  ol     313 

description  of 1135 

Iron,  Wyo.,  coal  from  near,  analysis  of.  301, 302, 303 

description  of 1097, 1098, 1099, 1100, 1101 

Island  Creek ,  Ohio,  coal  from  near,  analysis  of.      147 

description  of ©70 

Island  Creek  bed,  W.  Va.    See  No.  2  gas  bed, 

W.  Va. 
Issaquah ,  Wash. .  coal  from  near,analysis  of.  305, 206 

description  of 850, 851 

Issaquah     mme    (Wash.).    Set   Issaquah, 
Wash. 

J. 

7.  B.  No.  2  mine  ( W.  Va.),  ooal  from,  analysts 

of 270 

description  of 1013 

Jackson,  Ohio,  coal  from  near,  analysis  of 146 

description  of 667 

Jackson,  Wyo. ,  coal  from  near,  analysis  of 319 

description  of 1151 

Jacobs,  Pa.,  coal  from  near,  analysis  of 168, 160 

description  of 741, 742, 743 

Jacobs  mine  (Fa.).    See  Jacobs,  Pa. 

Jagger  bed  (Ala.)  coal  from,  analysis  of 30, 40 

desoriptian  of 352, 3M 

section  of 354,356 

James  mine  (Colo. ),  coal  from,  analysis  of 79 

description  of 476 

Jamison  No.  2mhie  (Pa.),  coal  from,  analyris 

of 183 

description  of Tffl 

"  Jaw  Bone  "  bed,  Va. ,  ooal  from ,  analysis  of. .      301 

description  of 831,832 

section  of 831 

Jed,  W .  Va. ,  coal  from  near,  analysis  of 361 

description  of 993, 994 

Jed  mine  ( W.  Va.).    See  Jod,  W.  Va. 

Jefferson  bed .  A  la. ,  coal  from ,  analysis  of 38 

description  of 346,347 

section  of 346 

Jellico  bed,  Ky ..  coal  from,  analysis  of 108 

description  of 549 

Jenner,  Pa. ,  coal  from  near,  analysis  of 172 

description  of 754 

Jenner  No.  1.  No.  2  mines  (Pa.),  ooal  from, 

analyBiB  of 172, 175 

description  of 754, 761 

Jenny  Lind,  Ark.,  coal  from  near,  analysis  of.  51.  S3 

deacription  of 392, 3n 

Jenny  Lind  bed ,  Ark. ,  coal  from ,  analyais  of . .       52 

description  of 392,398 

sections  of 393 

Jerome,  Pa. ,  coal  from  near,  analysis  of 173 

description  of TfA 

Jerome  No.  1  mine  ( Pa.).    See  Jerome,  Pa. 

Jewel,  Kv.,  ooal  from  near,  analysis  of 105 

oescription  of 642 

Jewett,  Kans. ,  coal  from  near,  analysis  of 102 

descript  ion  of 535, 536 

Jobs,  Ohio,  ooal  from  near,  analysis  of 146 

description  of 667 

Johns,  Ala.,  ooal  from  near,  analysis  of 36 

deecriptton  of 340,341 

Johns  mhie  (Ala.).   Set  Johns,  Ala. 


[ohiuitDwn,  P&.,ociairrDmDMr,uialTtisot.  157,1U 
d»cripllono( JM,706,7M,707 

UcHil.,ci»irrom  iinr,  uulyik  at 12S 

d«CTlpHon  ol B87 

Una  (Unit.).    «« lolUt,  Hmt. 

iliie,c<Bl[ioiii,anal;>iaor...  (N.llai.),l4l: 


nNo. 


(Utah),  1S3 

(N.  ilai.),aEi:  (uuta),gcrT 

— ■'- l7abo(.      113 


1  mEDe(Ui>.),  coal  [rem, 

BuiTacfc  miiie  (tlWi),  coal  Itchd, 

'.BnalTaiioi.... 


..  ,  l.fCoaWrom 

deocriptton  oT 

uilt«  bed,  Colo.,  coal  fr 

deaetiptkn  or 

Mctknu  of 

mbQmliu(Wyct.),  DoalfronirUialyiilfli 
deecrlpUoD  of 


daacriptton  of 

ira  mine  (Utah),  mol  from,  m 


deacrlptkinof... 


UfUulTflto  dif. 


EuumvUlBiniDefirtaii).    dee  EBnunTlllB, 

Dtab. 
Kapp8mIiHi(Wta.),  coal  trom,  analrsl*  of. . . 

desenptfcin  of- 

Keeoeys  Cre^  mbifl  (W.  Vs.),  coal  iRim, 
anBlyata  ol 


Kallel miDB (Colo,),  coal  Itom.anslyiisof....  78 

descripllon  ol «4 

Es]l«r  mine  (lU,),  coal  Irom,  analyala  of 83 

description  o(. 1M 

Kellerman,  Ala.,  coal  from  near,  onalfSia  or. .  4D 

dmorlplion  of 3H 

Knminerer,  Wyo.,ooHl  from  near,  uialysl*  of,  31V 

dMcrlptkinol 1IM,11U 

"\  1  miiiB  (Wyo.).    Sa  Kent- 

.-™or,  Wyo. 

Kendrtck  bed,  UoDt.,  coal  Irom,  aoalyifa  of. .  liS 

descrlptlOD  ol 628 

Kendilck  mloe  (Hmt.),  coal  Irom,  analvalKtf  IX 

deacription  of. ea 

Kendilck.  Wyo.,coal  from  near,  BDBlyBli  of.  308,3011 

d»cilplionot 1121 

Kendrlck  bed.  WTD..«iBltrDni.analyBBof...  mo 

description  ol liai 

Kendrlck  pregpect  (Wyo.),  coal  from,  analy- 


ir,  analysiK  of. 
1. 1,  coal  from,  aaai;- 


deacription  of... 
Kennedy  proipect  (Wy 

docrlpUon  of. . . 
Kenseo.Ky.,  coal  from  i 


I,  ULalysiBof . ... 
im,  analyBliiol... 


Scot  mliw  (Wyo.), 

KccT  mine  (lionl.),  coal  from,  analyiisc^ —     lis 

deecrlptkn  ol. SK 

Keystone,  W.  Vb..  coal  from  Dear,  analyiii 

ol asi.aoa 

descriptloa  of. VM.DM 

Keyitene bed, Colo., coal Inmi.analyila  of...       M 


M  No.  1  bed,  Colo. ,  coal  Irom.  uiilyda 


BripUoa  of. 
[o.^bed,C 


Colo.,  coal  Irom,  analyila 


rtmorlptloii  of. 

Keyitme  mine,  coal  trom,  »nBly«ta  of.. 
Kh  (Pl.l    IKS'  '» 

deeiTlptkra  c< 


Keygtone  No.  1,  No.  2  mines  (W.  Va.),  ooal 
Irom.  analyals  of. 

docrlptlonol 

Ktytuae  proipect  (Coki.),  coal  Irom,  analf- 

deaoription  of... 
"■  ■    ■    ^coTo.),     ■- 


KUayth, 


lieecriptloa  of. . . 
Ihmtaefw.V..). 


.),  ohI  from,  anal  ^di  Df. . . 


iZyMof..      171 
ibnol. 7SI1,TW 

a(Pa.).    5« KImmdton. Fa. 


dsKriptlonol {Colo,),  400, '«1; 

(Wsih.),  M6;  (W.  Va.),  ir" 
Klncmont,  W.Va,,coalfromiMar,aiiaIi^o[    2 


Kln^  Creek,  Alaska,  ooal  from  nt 


ii,aDalyBlao<.. 
ii,aiulr^<i.. 

'."in" 

analyala  of.  - 


..  «(M,«ff,70S,SC 

fl06,6O7,M8,« 

n,  aualyalaof..      i; 


■ioViiii  ftlin,   '^ 

m,aii8lyel.ot. 

a 

,anal;)iaof... 

^^"ii::::: 

m.aaaiysiaoi! 

300 
1123 
I3S 

s 

iiiy^oi::::: 

IW 

om,  aualyalaof 

,ana]y>laot... 

m.Bnaljalaot.        M 

i;-aii-^-oi:   ^ 

al  from  Mar, 

insly^ol... 


I«Plalamlne(Colo.),coalfrom,anBlyaiaof..  07 

deacilplkDDl. «0 

I«  Preh  bed,  Wyo., ooal  from. analyalaol....  3M 

description  of. "** 

Labarje   Ifountaln  bed,  W/c.  ooal   Irom,      

•  TMliraU   isf  320 

".'.'..'. lIS6,ilS« 
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Labor  Exchanffe  Braadi  No.  305  mine  (Mo.)i 

coal  from,  analysis  of 120 

description  of 572 

Lackawazma  iio.  4  mine  (Pa.),  coal  from, 

analysis  of 171 

description  of 748 

Ladd,  Wash. .  coal  from  near,  analysis  of 316 

description  of. 879, 880. 881, 882 

Laddsdale,  Iowa,  coal  from  near,  analysis  oi .      100 

description  of. 532 

Lady    Wellington  bed,  Wash.,  coal  from, 

analysis  of 220 

description  of 898, 899 

Lafayette,  Colo.,  coal  from  near,  analysis  of. .  54, 55 

description  of. 397,398,399 

LafoUette,  Tenn.,  coal  from  near,  analysis  of     186 

description  of. 788 

Lakedale  mine  (Wash. ),  coal  from,  analysis  of     210 

description  of. 864 

Lampa,  Oreg.,  coal  from  near,  analysis  of 152 

dascription  of 685,686 

Lanark,  W.  Va. ,  coal  from  near,  analysis  of.  286, 287 

description  of. 1053 

Lanark  No.  3,  No.  4  mines  (W.  Va.).    See 

Lanark,  W.  Va. 
Lancashire  No.  10,  No.  12  mines  (Pa.),  coal 

from,  analysis  of 155 

description  of 698 

Lander,  Wyo.,  coal  from  near,  analysis  of. .  305,306 

description  of 1110 

Lander  Peak  prospect  (Wyo.),  coal  from, 

analysis  of 319 

description  of 1152 

Landgrafl,  W.  Va.,  coal  from  near,  analysis 

of. 262,263 

descriptiomof. 996,997 

Lane  prospect  (Colo. ),  coal  from,  analysis  of. .       73 

description  of 460 

Larsen  bed,  Utah, coal  from,  analysis  of 192 

description  of 802 

Larsen  mine,  coal  from,  analysis  of (Utah),  192; 

(Wyo.),  299 

description  of . . .  (Utah),  802;  (Wyo.),  1091 
Larson  mine  (Mont. ),  coal  from,  analysis  of . .     127 

description  of 594 

La  Salle,  111. ,  coal  from  near,  analysis  of 85 

description  of. 496 

La  Salle  mine  (111.).    See  La  Salle,  111. 

Las  Animas  No.  4  mine  (Colo.),  coal  from, 

EUialysis  of 68 

description  of 446 

Las  Vega  mine  (Colo. ),  coal  from,  analysis  of .       71 

description  of 455 

Latham  mine  (111. ),  coal  from,  an^ysis  of 85 

description  of 497 

Latham  prospect  (Wyo.),  coal  from,  analysis 

of 311 

description  of 1127 

Latimore  prospect  (N.  Hex.),  coal  from,  anal- 
ysis of 138 

description  of 642 

Laura  mine  ( W .  Va. ),  cool  from,  analysis  of. .     237 

description  of. 941 

Laurel  Creek,  w.  Va., coal  from  near,  analysis 

of 231,232 

description  of. 927 

Laurel  mine  ( W.  Va. ),  coal  from,  analysis  of. .     231 

description  of 927 

La  Veta,  Colo. ,  coal  from  near,  analysis  of . . .       65 

description  of. 435 

Lawson  mine  ( Wash. ),  coal  from,  analysis  of.     203 

description  of 840 

Lawton,  W .  va. , coal  from  near,  analysis  of.  232, 233 

description  of. 927,928,929 

Lay,  Colo. ,  coal  from  near,  analysis  of 80 

dencriptlon  of 483 ,  484 

Layland  No.  1.  No.  2,  No.  3  mines  (W.  Va.)^^ 

coal  from,  analysis  of 227,228 

description  of 919,920 

Lazeart  mine  (Wyo. ).  coal  from,  analysis  of. .     319 

description  of. 1154 

Le  Clair  mine  (Wyo.),  coal  from,  analysis  of. .     306 

description  of 1110 

Leabos  mine  (Mont. ).  coal  from,  analysis  of. .      128 

description  of. 697 

Leeper  Creek,  Alaska,  coal  from  near,  analysis 

of 43 

description  of. 367 


Pagew 
Lehigh,  Ala.,  ooal  from  near,  analysis  of 35 

description  of. 336 

Lehigh,  N.  Dak.,  ooal  from  near,  analysis  of.      143 

description  of. 660,661 

Lehigh,  O&la.,  coal  from  near,  analysis  of. .  148, 149 

description  of. 674,675 

Lehigh  mine,  coal  from,  analysis  of (Colo. ),  81; 


(N.  Dak.),  143 
J;  (N.  Dak.),  660 


description  of . .  (Colo.},488 
Lehigh  No.  8  mine  (Okla.),  coal  from,  analysis 

of. 148 

description  of. 675 

Leisenring  mine  (Pa.), coal  from,  analysis  of . .     168 

descriptionoi 738 

Lemon  bed ,  Pa.    See  Upper  Freeport  bed.  Pa . 
Lesley,  Ky.,  coal  from  near,  analysis  of 105 

description  of. 540 

Lesley  bed,  Ky..  coal  from,  analysis  of 105 

description  of. 540 

Lesley  mine  (Ky.).    See  Lesley,  K^. 

Lester,  Ark. ,  coal  from  near,  analysis  of. 49 

description  of. 383 

Lester  mine  No.  2  (Ark.).    See  Lester,  Ark. 
Lewisburg,  Ala.,  coal  from  near,  analysis  of.  36,37 

description  of 341, 342 

Lewistown,  Mont.,  ooal  from  near,  analysis 

of. 131,132 

deacripUon  of. 614, 615, 616, 617, 618 

Lexington,  Mo. ,  coal  from  near,  analysis  of . .      1 19 

description  of 57 1 ,  572 

Lexington  bed.  Mo.,  ooal  from  near,  analysis 

of. 114,117,118,119,120,123 

description  of. 563, 568, 

570, 571, 572, 573, 678, 579, 680 

sections  of 563,579 

Libby ,  Oreg. ,  coal  from  near,  analysis  of 152 

description  of. 686 

Libby  bed,  Oreg.    See  Newport  bed,  Oreg. 
Liberty,  Wyo. ,  coal  from  near,  analysis  of. . .     306 

description  of. 1110,1111 

Lick  Branch  mine  (W.  Va.),  coal  from. 

analysis  of 232,269 

description  of 928,1011 

Ligonier.  Pa. .  coal  from  near,  analysis  of 184 

description  of. 782, 783 

Ligonier  mine  (Pa.).    See  Ligonier,  Pa. 

"  Lillian  vein, "  Oreg. ,  coal  from,  analysis  of. .      153 

description  of- 688 

sec  tion  of 688 

Lillian  mine  ( Oreg. ) ,  ooal  from,  analysis  of . . .      153 

description  of 688 

Lilly,  Pa.,  coal  from  near,  analysis  of. 158 

description  of 707, 708 

Lincoln,  111.,  coal  from  near,  analysis  of. 85 

description  of 497 

Lincohi  mine  ( Pa. ),  coal  from,  analysis  of 159 

description  of 710 

Linde  prospect;  ( Wyo. ),  coal  from,  analysis  of.      296 

description  of 1080 

Linn  mine  ( Ind. ) ,  coal  from,  analysis  of. 94 

deacription  of 517 

Linton,  Ind.,  coal  i^om  near,  anafysis  of 93. 94 

description  of. 515 

Lipsinger  mine  ( Pa. ).  coal  from,  analysis  of. .      157 

description  of. 705 

Listie,  Pa.,  coal  fh>m  near,  analysis  of 1 73 

description  of 756 

Littell,  Wash. ,  coal  from  near ,  analysis  of. . . .      215 

description  of. 882 

Littell  mine  (Colo. ),  coal  from,  analysis  of —       58 

description  of 413 

Little  mine  ( wyo. ) ,  coal  from,  analysis  of —      306 

deacription  of 1110 

Little  McKay  bed.  Wash. ,  coal  from,  analysis  of     203 

description  of. 839,840,841 

sections  of. 840,841 

Little  R iver  bed.  Ga. ,  coal  firom,  analysis  of. .       82 

deacriptton  of 490 

sections  of. 490 

Littles,  Ind.,  coal  from  near,  analysis  of. 05 

description  of. 620,521 

Littles  mme  (Ind.).    See  Littles,  Ind. 

Littleton,  Ala. ,  coal  ftom  near,  analysis  of.. . .       37 

description  of 342 

Livingston,  III. .  coal  from  near,  analysis  of. . .       87 

description  of. 600 

Uvlngaton,  Mont. ,  coal  lh>m  near,  analysis  of.      1 35 

description  of. , 628 


Llvtufitoti  mine  (Umt.).    Bee  LIvlngBUu, 


LknraUrom 


e(N.ll 


lae 


dncrlpUon  ol _ _  _ 

LloTdBl],  Pa.,  coitl  from  iietr,  anslysla  ol 158 

descrfotkm"'  ■™  '™ 

deserlptlco' 

deacrlpUoQ  of. 38 


LondoD  BcIumI,  Pa.,  coiu  tram  ni 


Iprinn,  Waab.,  oool  Irom  mai, 

aualygu  al. ilS 

dcKilpUoD  or. Sg2, 883,884 

' ' —  (Wiah.),  ooal  (torn,  uialTab 

™ 317 

da«%Uaoo(. S86 

gnt.W,  Va,,ml  from  unr,  uulysls  oT. .      233 

dawrlpUon  of «2»,93a 

—*—'--'"-. jpOoaHnnd.analyalBOl.  (aa.),82; 
(W.Va.>,JSa 

deKriptknot. (aa.),4S0;<W.Va.),a30 

Lopv,  Pa.,<xiklfromnear, uialfMsof.......      ISA 

description  ol 771 

Lord,  N.  W.,  work  o(. *,I0,12 

Loid.Md.,  coal  from  DMT,  uialj^ar..  110,111,112 

descripdon  of. BS4,M6,Bi«,M7.6Sg 

Ixxd  bed,  Coro.,  ooaJ  Itddi,  aoalyelB  of 77 

deKripWD  of. .-.  .— 


Lot  Ml 


.""^mSj 


CBi.,aiiiJfroiiiiii 
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Loubrlllfl,  Colo. ,  coal  from  Dear,  aiial^lfl  of. .  &5 

deBCTiplkin  of. 3M 

Looiaville  No.  2,  No.  3  mluw  (W.  Va.),  otnl 

from,  anftlyiis  of 37fi 

dewilptloQ  of 1034 

"-'-'  "o.  3  mlDC  (HI.),  coal  from,  uial- 


denxlpticu  of. 4«8 

Lorlck,  Ala.,  cool  from  ueai,  anilyslB  of 37 

d««rtptlODOf 3M 

Loim  Baniwr  b«d,  Va.,«ta]  from,Bj]alyrifl  of .      198 

dncrlptkatDl 821,822 


LomrBumer  No.  SmtnelVa.).    SeeLomr 

Bamurbed.Va. 
Lomr  Elkhom  bed,  Ey,,  ooal  from,  aoalysla 


Smti. 


Lower  Fneport  bid,  Ph.,  ooal  from,  a 
of....  iu,lM,i3T,iea,ia2,ie 

deacrlpUoD  of , , 

701,703,704,506,713, 714, 7M,  721, 7»4, 
73£,73e,73S,S4E,8te,8J0,7M,TM,  767 

ncUonaol 6w.en,7D4,7i», 

713. 714. 720,732, 734 .  738, 746, 7S0. 761 ,  7s£ 
Low«iPramortbed,W.Va.    AaRocmbed, 

Lowd  BartdionM  bed,  Okb.iCcal  from, anal- 

yrtsot 1N),IE1,1II2 

dMerlDtion<tf. 636,e7T,e7V,Bai,«82,CB3 

Lower  F' :;"-i*-V;L--._v.;.-""i--." 


»"— Bull.  22,  pt.  2—13 55 


KHeslybedVwyo^ 


■la  of. 
Lucenw  No.  1,  No. 


dwcriptlon  oL 1128 

-\o.l,No.3  mlnn  (Pa.),  coal  from, 

analyela  o( ISO 

diawlptlonof. 748,747 

LackaEnger  pnapect  (Colo.),  coal  from,  anal;- 


Lykena  bed,  IhL.coal  rrom,  aoalyala  of. .. . 
dcacripUHi  of. 

Lynchbuix  mine  ( W.  Va. ),  ooal  from,  uul 

deaorlpuin  01, 

L  jm  Canyon  mbw  (Colo.),  ooal  bom,  anal 

daaolptkiiot 

Lytle,  Tei.,  oool  from  near,  atmlfaia  of. . 


UcAlestai  bed,   i 


UcAlcsler,  Okla.,ooal  from  near,  analyela  of.     Itl 

dncriptloDof... 083 

...  1 — 1    ni.1.     ujj  from,  analytli 

I4S,IA,IW,1SI 

, B74,67B,6JB,680,«81,«82,fl8a 

atcUofiaof. B74,fl7S.  881,882 


Ul 


UcCaoiland  prapecc  (Pa.),  coal  from,  analy- 

daaerlpiiii'ti!';"!""!!;!!!!!!!!'!!  7B0 

UcCleaty  bed,  Uont.,  coal  bom,  analyala  o(. .  131 

description  ot 831,038 

seoUonol S3S 

ItoClear^A  Oka  pn>apect(U<at.),  coal  Iran, 

analyela  of IM 

dwTlpUanol 831 

UcClnre  pilne  (N.  Dak.),  coal  from,  analyala 


bed.  Va.,  ooal  tii 


UcCordprcapM'('wj^),'aHl'frDmVanalyidB 

daialptkn  t*. 1 

UeCourt  mine  (Wyo.),  ooal  from,  analyila  of. 

dH^ptlanof.... 1 

UcCroakey  mhe  (Colo.),  coal  from,  analyida 


dflflcrlptkn  of. . . 

UcDcwell.  w!Va. .  ooal  from  1 

dcacrlptionof........ 

McDowell   mbe  (W.Va.). 

W.Va. 
MoGrud«mliia(Cala.),ooaltrtan,  analyala  of. 

deacrlptkm  <i. 

MoOnlre,  Colo.,  coat  from  near,  anslyaii  of. . . 


T,  ^-OHJ.,  c«u  ova 
dcacTlptloD  of. . . . 
IbHauT,  KT..ooal  flan 
dasmptlon  of.... 


1186 


INDEX. 


Fsce. 

Mclntyre  mine  (Wash.),  coal  from,  analysis  of  207 

description  of. 857 

ICcKay  bed.  Wash. ,  coal  from,  analysis  of 203, 

205,207 

description  of 839, 840, 841, 848, 854, 856 

sections  of 839,841,854 

McKay  mine  (Wash.),  coal  from,  analsrsia  of.  207 

McLain  mine  ( Pa. ),  coal  from,  analysis  of 182 

description  of 779 

ICcLeam  mine  (Colo.),  coal  from,  analysis  at.  61 

description  of. 421 

McRader  prospect  (W.  Va.),ooal  from,  analy- 
sis of 282 

description  of. 1041 

liabsoot  No.  2  mine  (W.  Va.),  coal  from, 

analysisof. 284 

description  of. 1047 

Macdonald,  W.  Va.,  coal  from  near,  analysis 

of. 233,234 

description  of. 980, 931, 932 

ICacdcBiald  mine  (W.  Va.).    See  Macdonald, 

W.Va. 
MacDonaldton,  Pa.,  ooal  fh>m-near,  analysis 

of. 173,174 

description  of. 757,758 

Mace  mine  (Mont. ),  coal  from,  analysis  of 132 

description  of 618 

Mack  mine  (Mont.),  coal  from,  analysis  of 128 

description  of 596 

Macksville,  Ind..  coal  from  near,  analysis  of. .  97 

description  of. 525 

Mackton  mine  (Mont.),  ooal  from,  analysis  of.  128 

description  of 595 

Maoon,  Mo.,  ooal  ftom  near,  analysis  of 121 

description  of. 576 

Madera,  Pa. ,  ooal  from  near,  analysis  of 167 

description  of. 736 

Madrid,  N.  Mez.,  ooal  from  near,  analysis  of. .  141 

description  of 653 

Madrid  No.  1  mine  (N.  Mex.).    See  Madrid, 
N.  Mez. 

Magnet  bed,  Colo. ,  coal  from,  analysis  of 59 

description  of 416 

sections  of 416 

Magnet  mine  (Colo.),  coal  ftom,  analysis  of. .  59 
Mahler  bomb  calormieter.    See  Calorimeter, 

Mahler  bomb. 

Mahoning  bed,  W.  Va.,  ooal  from,  analysis  of.  245 

description  of 960 

Maiden,  Mont. ,  ooal  from  near,  analysis  of . . .  132 

description  of 618 

Main  Carbon  oed,  Wyo.,  ooal  ftom,  analysis 

of 297,298 

description  of 1083,1064,1087 

sections  of. 1063.1064,1067 

Main  Jellico  mine  ( Md.),  ooal  from,  analysisof.  106 

descriptiotn  of. 549 

Main  Kemmerer  bed,  Wyo.,  ooal  from,  anal- 
ysis of 318 

description  of 1150 

sections  of 1150 

Mammoth  bed,  Ala.,  coal  from,  analysis  of. .  36 

description  of. 340 

section  of 340 

Mammoth  bed,  Ark.,  ooal  from,  analysis  of. .  50 

description  of. 387 

section  of 387 

Mammoth  bed,  Mont.,  ooal  from,  analysis  of  135, 136 

description  of. 631,632 

sections  of 632 

Manmioth  bed ,  Pa. ,  coal  from,  analysis  of 172 

description  of. 752 

sections  of 752 

Mammoth  Vein  mine  (Ark.),  coal  from,  analy- 
sis of 52 

description  of. 393 

Mammoth  Vem  No.  1  mine  (Ark.),  ooal  from, 

analysis  of 50 

description  of. 387 

Mancos,  CJolo. ,  ooal  from  near,  analysis  of 75 

description  of 466,467 

Manderson ,  w  jro. ,  ooal  from  near,  analjrsis  of.  296 

description  of. 1077 

Manifold,  Pa.,  ooal  from  near,  analysis  of 181 

description  of. 777 

Manifold  mine  ( Pa.).    See  Manifold,  Pa. 
Margaret  No.  1  mine  (Ala.),  coal  from,  analy- 
sis of 38 

description  of 347 


Marianna,  Pa.,  ooal  from  near,  analysis  of.  .  181,  is 

description  of 777,  77R,  779 

Marianna  mine  (Pa.).    See  Marianna,  Pa. 

Marion,  Colo.,  coal  from  near,  analysis  of. GO 

description  of 418, 419 

Marion  mine  (Colo.).    See  Marion,  Cola 

Marion,  HI.,  coal  from  near,  analysis  of 93 

description  of. 513, 514 

Marmetmine(W  Va.), ooal ftom,  analysis  of       247 

descrtptlonof 963 

Marshall.  Colo.,  ooal  from  near,  analysis  of 55 

description  cf 399,400 

Marshfleld,  Oreg. ,  coal  from  near,  analysis  of.      153 

description  of 686,687,688 

Martin  mine  (Wyo. ) ,  coal  from,  analysis  of. .  .      2S^S 

description  of. 1068 

Martin  prospect,  coal  from,  analysis  of .  .(Ky.),  107; 

(Wyo.),309 

description  of (Ky.).546;  (Wyo.),  1124 


Marvel,  Ala.,  coal  from  near,  analysis  of..... .  34,35 

description  of. 334,  335 

Marvel  mine  (Ala. ).   See  Marvel ,  Ala. 

Mary  Lee  bed,  Ala.,  ooal  from,  uuilysis  of.  36, 37, 41 

description  of. 341,342,844,345,357,358 

sections  of. 341, 342. 344, 357 

Mary  Lee  mine  (Ala.),  ooal  from,  analysis  of.        36 

description  of 341 

Marytown,  W.  Va.,  ooal  from  near,  analysis 

of. 264 

description  of. 

Marytown  mine  (W.  Va.).    See  Marytown, 

W.Va. 
Maryville,  HI. ,  ooal  from  near,  analysis  of 87 

description  of. 501 

Mascot  mine  (Cok>. ),  ooal  from,  analysis  of . . .       62 

description  of. 423 

Mashel  mine  (Wash. ) ,  ooal  from,  analysis  of. .      21 7 

de8Crq)tion  of 885 

Masters  mine  ( Wyo. ),  ooal  from,  analysis  of. .     300 

description  of. 1122 

Matannska  Valley,  Alaska,  ooal  from,  analysis 

of. 46 

description  of. 375, 376 

Matchett  mine  ( Pa. ) ,  coal  fTom,  analysis  of . . .      182 

description  of 776 

Matchett  prospect  (Pa.),  coal  from,  analysis 

of 183 

description  of. 780 

Matheson  prospect  (Mont.),  oosl  from,  anal- 
ysisof      128 

description  of 509 

Maxey  bed,  Mont. ,  ooal  flrom,  analysk  of 134 

description  of. 627 

section  of 6B7 

Maxey  mine  (Mont).   See  Maxey.  Mont. 

Maxon,  Wyo. ,  coal  from  near,  analysis  of . . . .     311 

description  of 1128,1129 

Maxwell .  Oreg. ,  ooal  from  near,  analysis  of. . .     153 

aescriptton  of 688^669 

Maybem'y,  w.  Va.,  ooal  from  near,  analysis 

of 264,285 

description  of. 999. 1000, 1001, 1002, 1003 

Mayfield  prospect  (Wyo.),  ooal  from,  analy- 
sis oi 206 

description  of 1079 

Maylene.  Ala. ,  ooal  from  near,  analysis  of 39 

description  of. 351 

Maylene  bed,  Ala. ,  ooal  from,  analysis  of. 88 

description  of. 351 

section  of 351 

Meadowlands,  Pa. ,  ooal  from  near,  analysis  of    182 

description  of 779 

Medora,  N.  Dak. ,  ooal  from  near,  analysis  of.     142 

description  of. 666 

Medora  mine  (N.  Dak.).    See  Medora,  N. 

Dak 
Meeker,  Ck>lo. ,  ooal  from  near,  analysis  of —      77 

description  of 470, 471, 472 

Meeteetse,  Wvo.,  coal  from  near,  analysisof.     290 

descrtptlonof. 1078,1079 

Meigs  Creek  bed,  Ohio,  coal  from,  analysis  of.     145 

descrtptlonof. 6ra,664,666,M7 

sections  of 664,667 

Melmont,  Wash. ,  coal  from  near,  analysis  of. .     220 

description  of. 806,806^807 

Melmont    mEae    (Wash.).    See    Melmont, 

Wash. 
Mendota,  Mo.,  ooal  from  near,  analysis  of —     122 
Mendota  bed.  Mo.,  coal  from,  analysisof 122 


idoU,  'WaslL,  coal  [lom  nav,  mnal^sii  of . .      21S 

deacriplion  or. 8SS 

idoU     mfae     (Wuta.)-    8tt     Umdau, 

WmIi. 
iktnney  mine  (Wyo,)>  cool  from,  analf- 

alior 313 

dMcriptlon  of. 1136 

Llo,  Oa.|  ooftj  from  near,  analysis  of. ..       B2 

deacrtptlODOf 4B0 

-— "-  ■■mine(Pft.},ooal  (rom.analj- 


deacriptkHi  of 

lathmtne(UonL),a 

description  erf. . . 
a,  Wyo..  coal  trr-" 


rom.uulyalaol. 

''  dwoi^on'S!!'™' .'"iis!, 

Uetrimec,  Va.,  coal  from  dbbt,  amilyala  of. . . 
Ifukan-Ouir  mme  (OUs.),  ooal  from,  analy- 

dflnarlpticiii  of. 

_j...  n.    — I, ir.analysis 
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174,  r. 


lUctJgan-Wyomlng  mine  (Wyo.).  coal  fiom, 

aoalyib  of 317 

(toBcripllon  of 11 W 

If  Iddla  Klttumfng  b«d,  OhJa.  coal  from,  anal- 

y»l«of 1*6,1*7 

dcaortptknof.... »7,«7l,»7S 

■setkmior. ««7,(I7I,B73 

Ulddla  Elttannlns  bed.  Pa.,  on]  trom,  analy- 

Haal. 1«7 

dMcrlpUon  of 731 


KiddM    t 


dMctlpllan  of. 


Tvua.,  coal   In 


daacrlpHoo  of 
Jld.  l(d.,ooa]fr 

dajcripttooof H«,aH 

LDd  mine  (Calo.),  ooal  trom,  analysb  of. . 

doMXIpUaniH.... 
ind  No.  a  mhM  (Pi 


),  coal  from,  analy- 


dodlptloa  of. . . 


r,  aoalytls  ol 

linby  &  Don  mine  (Okla.),<x>al  tram,  aualy- 

dMCi^tion  of. 

HUdnd,  Ind.,  ooal  from  near,  aualyiii  of i 

deacriptlon  of. S23 

UUdied  mine  (Ind.).    £«  Mlldrad,  Ind. 
Miles, Mont,, i»alInimnear,anB]yiliol.,..  UB 

descripUan  of.. 800,007,008 

MDl  Cieek  mho  (W.  Va.),  coal  rrom,  aiuUy- 


deacrtoUon  of : 324 

HUlani  bed,  Ky.,  coal  from,  analvAol......      107 

dncrtptlDn  ot «*• 


llIliudmlDe(UoDt),oaBllrom,«Ds)y^oir.. 
diHCrtslkHi  iH. . . 

Mindale  bed,  Ala.,  ooal  fi 


70a.7«e,70e,71O,71l,712,713,ri4,71B,71 
717, 719, 721,  722,  T23, 73*,  72S,  727, 728, 71 
733, 7M,  738, 737, 744, 7*9, 7M,  787, 738, 71 
782,  7M,  706,  788,  187,  788,  770,  771,  7 

8tt  Lovec  KltUniuiig  bed,  and  B  bed, 
Ps. 
Miller  mines  (Wyo.), 


ol  from,  uialyais of.  301,313 


descrtpthni  ol. . . 


.),coBlfn 


Uiller  proapect  (Wyo,),  coal  from,  snalysis  of.     190 


HJIeiCnekbed,Ky.,a»tlrom,uialy>i90(.  105 

descrlptfon  a/. 340,Ml 

secUoni  of. Ml 

Hlller  Creek  prospect  {Ky.},  coal  Iram,  snaly- 


ducrtptloDOi Ma 

Hilloy  pRKpect  (Pa.),  ooal  tram,  analyilg  of. .  ISO 

deeertpUo""'  "* 

UllQeTbed,^^c 


,  uialysiB  of. . . 

UHner  prospect  (Va. ),  coal  tnun,  analyiia 
dcflcrteCkin  of.  - .  -  -  - 

MInden,  W.  va.,co*lfromDe 

Ulnden  No,  1,  No.'i,  No.'si  N 
(W.  Va.),eoal  troi 


Mineral  Cin,  Oblo,  coal  fnii 

deaoipUonof 

Mineral  BprtDgs,  A  b. ,  coal  tn 


naly^of.  234,239 

No.GmliiBS    ' 
ulyglsof...     23^ 
335,243 
933-034,  B&3 


ripUo-.- 

MlnersvUle,  Fa.,  coal  IromncHi,  uibi/sdui..  m 

deacrlpoon  of. 711 

Ifljl^l^    •■■ 11 1 — I.  .J  m 


deenlpUon  trf. 

'""  r,  amlyiisol.. 

I,  Temi.,  ooal  Inon,  aoaiysb  c^. .  ■ 

MissonilClty,  Mo,,  coal  ^om near,  analyidicJ. 

deacnpUon  of. . . 
Mkaoarl  City  No.  1  b- 

'  "'tjj  •* 

Wyo, 


itKcrtf^kMoi"^'^'.'"^v".'^'.'.'.'.'.'.'.  at» 

Mohneyproapecl  (I^), ooal  from,  analyib  of.      180 
diiialptlon  of. 733 


b^  w,Va,, ooal trom Dew,  anaJyilstrf.. 


I,  Wyo.,  ooal  from, analyid*  at...      300 

rjptloiiof 1121,1122, 1123, 113*,  1128 

aecoonsof. 1124,1128 

Moiuichdilne,coa]from,BnaIyiko[.  (W.Va,),3*''; 

<Wyo,S,309 

deacrtptkoiar..  (W.Va,),MI3;  (Wyo,), 1121 

MoneiD,  N,  Mei,,  ooal  trom  near,  Boalyiu  of  1*0.1*1 

deecrlpUtm ot. e4D,0SO 

MonllormJMiW  Vo.),  coal  from,  analysli  of.      340 

|ali,wrya.,  coal  from  near,  analy^  of.      373 


bKa'.(>,Smi»«(W.Vs.).    SmMo- 
noDfaD,  W.  Va. 
UoDtana  ^Bltumtnoui  mljoe   (Mmt.),  ooal 


r.anaiyalK^. 
(Ark,),  eoal  from, 


Montreal,  Ark.,  coal  from  near,  analysis ot. , . 

dasorlptton  of. 

Monument  Valley  mine  (Colo,),  coal  tron 

deaorlptiiin  ol 
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Psce. 

ICoore  miae,  ooal  from,  analysis  of (Colo.  )i  79; 

Oijsmi.),l32;  (Wyo.)»a09 

descrtotion  of (Colo.),  478; 

(lCont),619;  (Wyo.),1125 
lioore  prospect  ( Ky. )>  ooal  from,  analysis  of. .     107 

dosciriptKni  of. 547 

lioose  Creek,  Alaska,  ooal  firom  near,  analysis 

of. 46 

description  of. 376 

Ifboween  mine  (Pa.),  ooal  ftom,  analysis  of. . .     171 

description  of. 749 

Mora,  W.  Va.,  ooal  from  near,  analsrsis  of 275, 

276,277 

description  of 1026.1027,1028 

Morgan  mine,  ooal  firom,  analysis  of (Colo.),  79; 

(Wash.),  203 
description  of . . . .  (Colo.),  477;  (Wash.),  841 
Morgantown,  w.  Va.,  ooal  from  near,  analsrris 

of. 281 

description  of 1039 

Morley,Cok>.,  ooal  from  near,  analsrsis  of 60 

description  of. 450 

Morley  mine  (Cok>.).    See  Morley,  Colo. 

Morris  prospect  ( Va.),  ooal  fkom,  analysis  of. .     196 

description  of. 816 

Morrison,  Colo. .  coal  from  near,  analsrsis  of . . .       66 

description  of. 438 

Morrison  mine  (Utah),  ooal  finom,  analysis  of.     195 

description  of. 812 

Morristown.  S.  Dak.,  ooal  fh>m  near,  analyris 

of. 185 

description  of 785 

Morrow  Township,  Mo.,  coal  firom,  analysis 

of 114 

description  of. 563 

Moshannon,  Fa. .  ooal  from  near,  analysis  of. .      167 

description  of. 736 

Moshannon  bed,  P.a. ,  ooal  from,  analysis  of. . .      167 

description  of 736 

See  ttUo  Lower  Freeport  bed,  Pa. 
Moshannon  No.  33  mme  (Pa.),  ooal  frank, 

analysis  of. 150 

descrtotion  of 711 

Mosley  mine  (Colo.),  ooal  from,  analysis  of . . .       65 

description  of. 433,434 

Mount  (}arbon,  Colo.,  ooal  from  near,  analysis 

of. 64 

description  of 429,430,431 

See  al90  Baldwin,  Colo. 
Mount  Hamilton,  Alaska,  ooal  fhwn  near, 

analysisof. 43 

description  of. 367 

Mount  Pleasant,  Utah,  ooal  from  near,  analy- 
sis of 192 

description  of. 802,803 

Mountain  House  mine  (Mont.),  ooal  from, 

analysisof 135 

description  of. 627 

Mountainside  mine  (Mont.),  ooal  fkom,  analy- 
sis of 133 

description  of 623 

Muddy  Bridee  prospect  (Wyo.),  ooal  firom, 

analysisof 297 

description  of 1082 

Muddy  Creek  mine  (Wyo.),  ooal  firom,  analy- 
sis of 306 

description  of. liil 

Muldoon  bed.  Wash.,  ooal  from,  analysis  of. .     204 

description  of 842,843,844 

sections  of. 842 

Mulga,  Ala. ,  ooal  firom  near,  analysis  of 37 

descrlptton  of 343,844 

Mulea  mine  (Ala. ).   See  Mulga,  Ala. 

Mulky  bed,  Mo.,  ooal  firom,  analysis  of 116, 121 

description  of 566,576 

section  of 566 

Munkre  mine  (Wyo.),  coal  from,  analysis  of..     307 

description  of. 1114 

Murder  Cove,  Alaska,  ooal  tkom  near,  analysis 

of 47 

description  of 878 

Murdocksville,  Pa.,  ooal  from  near,  analysis 

of 183 

description  of 770 

Murphysboro  bed,  111.    8u  No.  2  bed,  111. 
Musgrove  prospect  (Ky.),  coal  from,  analy- 
sisof       107 

description  of 6tf 


Musselshell,  Mont.,  ooal  firom  near,  analysis 

of - 132,136,137 

description  of 620,621,633,634,635,636 

Myersburg,  Mont.,  ooal  ftom  near,  analysis  of.     135 

description  of 628 

Mystic  bed,  Iowa,  ooal  ftom,  analysis  of 09 

description  of 529,530 

sections  of 530 

Mystic  bed.  Mo.   See  Mendota  bed,  Mo. 


N. 


Nanty  Qlo,  Pa.,  ooal  finom  near,  analysis  of. .     159 

description  of 709,710 

Napoleon,  Mo.,  coal  from  near,  analysis  of. . .     119 

description  of 671,572 

description  of 545 

Naval  mine  (wash.),  coal  firom,  analysisof...     205 

description  of. 847 

Nearing  mine  ((3olo. )  coal  from,  analysis  of . . .       73 

description  of. 4S9 

Nebraska  mine  (Wyo. ),  coal  ftom,  analysis  of.     303 

description  of 1101 

Needmore  mine  (Ark.),  ooal  fkom,  analysis  of.      49 

description  of 382 

Neer  mine  (Colo.),  ooal  from,  analysis  of. 57 

description  of. 400 

NefiT  No.  1  mine  (Ohio),  ooal  from,  analysis  of.     145 

description  of. 665 

Nell  prospect  ( W.  Va. ),  coal  finom,  analysis  of.     283 

description  of 1043 

Nefb,  Ohio,  ooal  ftom  near,  analysis  of 145 

description  of 665 

Nelson  mine,  coal  fh>m,  analysisof..  (Mont.),  125; 

(Wyo.),  300 

description  of...  (MQnt),584;  (Wyo.),1124 
Nevada   Creek,   Alaska,   ooal   from   near, 

analysisof 44 

descriptioa  of 367,368 

Nevin  mine  (Mont.),  ooal  firom,  analysis  of. . .     132 

descrtotion  of 61 7 

Nevorbig  &  Todd  mine  (Mont.),  coal  from, 

analvsisof. 130 

description  of 633 

New  mine  (Mont.),  ooal  from,  analysis  of.....     134 

description  of 

New   Alexandria,   Ohio,   ooal  firom   near, 

analysisof 147 

deserljptlan  of 670 

New  Baden,  111.,  ooal  from  near,  aniOyslB  of. .       83 

description  of 401,492 

New  Bethlehem,  Pa.,  ooal  firom  near,  analy- 
sis of 166 

description  of 731, 732 

New  Castle  mme  (Oreg.),  ooal  from,  analysis 

of. 153 

description  of 602 

New  Harmony,  Utah,  ooal  firom  near,  analy- 
sis of 104 

descrlptioQ  of 800,810 

New  Home,  Mo.,  ooal  from  near,  analysis  of. .     110 

description  of 507 

New  Home  Ko.  1  mine  (Mo.).   See  New 

Home,  Mo. 
New  Hominy  mine  (Utah),  ooal  from,  analy- 

slBof 194 

description  of 800 

New  Staunton  mine  (111.),  ooal  from,  analysis 

of. 87 

descriptioa  of 500 

Newcastle,  (}oio.,  ooal  tkom  near,  analysis  of.  00, 61 

description  of 420,421 

Newcastle  bed,  Oreg.,  ooal  firom,  analysis  of.     153 

descriptioa  of 002,003 

section  of 603 

Newlyn  mine  (W.Va.),  ooal  from,  analjrsis  of.     237 

description  of 918 

Newman  mine  (Colo.),  coal  from,  analysis  of.       56 

descriptioa  of 403 

NewTxnt  bed,  Oreg.,  coal  firom,  analysis  of.  158, 153 

description  of 684,685,667 

sections  of. 684,685,687 

Newton  mine  (Mont.),  ooal  from,  analysis  of.     134 

description  of. 627 

Niblock  mine  ( Wash. ),  ooal  from,  analysk  of.     209 

descriptioa  of 860 
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Nickel  Plate  bed,  Ala.,  ooal  from,  analysis  of.  35,37 

descriptknof 338,343,345 

section  of 338.343,345 

Nichol  mine  ( W .  Va.),  cool  from,  analysis  of .     230 

description  of. 923 

Nicholson  mine  (Heat.),  coal  tram,  analysis     135 

of  description  of 628 

Nineveh  Township,  Ho.,  ooal  from,  analysis 

of 114,115 

description  of 564 

Nisqually  prospect  (Wash.),  coal  from,  analy- 
sis of. 215 

description  (tf. 881 

Nitrogen,  determination  of 14 

proportion  of,  in  volatile  matter 30 

Nollar  mine  (Hont.),  ooal  from,  analysis  of. . .     127 

description  of. 502 

Nonac  mine  (Colo. ),  coal  from,  analysis  of. . . .       58 

description  of. 412 

Nonpareil  bea.  Pa.   See  Lower  Kittanning 

bed.  Fa. 
Nonpareil  No.  1  and  No.  3  mines  (Pa.),  coal 

from,  analysis  ^. 157 

description  of 702 

Norfolk  mine  ( W.  Vs.),  ooal  from,  analysis  of.     265 

description  of. 1001 

North  Bend,  Oreg.,  ooal  from  near,  analysis 

of 158 

description  of 689,600 

North  Bend  no.  1  bed,  Oreg.,  ooal  finom, 

analysis  of 153 

desoription  of 680,600 

section  of 689 

North  Bend  No.  3  bed,  Oreg.,  ooal  fini»n, 

analjrsis  of 153 

descriptian  of 680,600 

North  Side  mme  (W.  Va.),  coal  firom,  analy- 

sisof 960 

description  of. 901 

Northecn  mine  (Pa.),  ooal  from,  analysta  of. .     180 

description  of. 771 

Northfork,  w.  Va.,  ooal  from  near,  analy^ 

of..  .  .      366 

descaiption of .V.'.V.V.V." .".'.' .'  '.'.'.'. "i6o3, 1004 
Northfork  mine  (W.  Va.).    See  Northfork, 

W.Va. 
Northwestern  Improvement  mine  (Mont.), 

coal  from,  analysis  of 126 

description  of. 587 

Norton,  Va.,  ooal  from  near,  analysis  of 201 

desdiption  of 830 

Norwood  mine  (Cdko.),  ooal  from,  analjrsls  of.       74 

desoription  of 463 

Nottingham  mine  (Pa,),  ooal  from,  analysis  of     181 

description  of. 776 

Novinger,  Mo.,  ooal  from  near,  analysis  of . . .     1 15 

description  of 564,566,666 

No.  1  bed,  Kv.   See  Miller  Creek  bed,  Ky. 

No.  1  bed,  Onio,  ooal  fh>m,  analysis  of 146 

description  of 667 

No.  1  Oas  bed,  W.  Va.   See  Eagle  bed,  W.Va. 

No.  2  bed.  111.,  ooal  from,  analysis  of 86 

desoription  of 406,407 

sections  of. 496 

No.  2bed,  K7.,coalfrom,anal3rsisof 108 

descnptionof 549 

section  of 549 

No.  2  Oas  bed,  W.  Va.,  ooal  from,  analysis 

of 223,236,346,347,283 

descriptian  of 907,908, 

986, 937,938,961,962,966. 1041, 1043, 10^ 

sections  of 908.963,965, 1041, 1043, 1043 

No.  3  bed,  Ind..  coal  from,  analysis  of 94,07 

description  of 618, 519. 536 

seottonsof. 518,686 

No.  4  bed,  Ind. ,  ooal  from,  analysis  of 93. 96, 97 

description  of 515,581,536,527 

sections  of. 515,531 

No.  4  bed,  Ohio,  ooal  from,  analysis  of 146, 148 

description  of 668,673,674 

sections  of. 668,674 

No.  4  bed,  Va.,  ooal  from,  analysis  of 3fX) 

description  of 888,839 

sections  of. 839 

No.  5  bed,  111.,  ooal  from,  analysis  of 85,90,91 

description  of . .  495, 407, 507, 508, 600, 510 

sections  of. 406,407,807.608,510 

See  Springfield  bed,  HI. 


Page. 

No.  5  bed,  Ind.,  ooal  finom,  analysis  of. .  04,96,96,96 

desoription  of 516, 

519, 530, 521, 533, 533, 538, 539 

sections  of 516,519,520,533,533,530 

No.  5  bed,  Ohio,  ooal  finom,  analysis  of 146, 148 

desoription  of 668,673 

sections  of. 668,673 

No.  5  bed,  Pa.   See  Lykens  bed.  Pa. 

No.  5  bed,  Va.,  coal  from,  analysis  of 197 

description  of 819 

No.  6  bed.  111.,  coal  from,  analysis  of 83, 

84, 85, 86, 87, 88, 89, 91, 93, 93 

description  of 491, 403, 

493, 494, 495. 498, 499, 500, 501, 503, 503, 504, 
506,506,507,508,509,510,511,513,513,514 

sections  of 491,492,403.494,498,499.500.501, 

502, 503, 504, 506, 506, 509, 510, 511, 512, 513, 514 
See  Renin  bed,  IlL 
No.  6  bed,  Ind.,  coal  finom,  analysis  of.  94,96,97,98 

description  of 517,523,524,527 

seotionsof. 517,523,524,527 

No.  6  bed,  Ohio,  coal  from,  analysis  of 146, 147 

description  of 667,671,672 

seotkmsof. 667,071,672 

No.  6  bed,  W.  Va.    See  Welch  bed,  W.  Va. 

No.  7  bed,  Ind.,  coal  from,  analysis  of 97 

descrfotion  of 535 

sections  of 535 

No.  7  bed,  Ohio,  coal  ftom,  analysis  of 145 

description  of 666 

sections  of 666 

No.  8  bed,  Ohio,  coal  from ,  analysis  of. .  144, 145, 146 

desortotionof 633,664,665,660,670,671 

seotionsof. 663,664,665,660,671 

See  Pittsburg^  bed,  Ohio. 

No.  9  bed,  Ky. ,  coal  from,  analysis  of 104, 106 

description  of 538,530,543,543 


losoripi 
onsof.. 


seotionsof. 538,543,543 

No.  9  bed,  Va.,  ooal  from,  analysis  of 197 

description  of 819 

section  of 819 

No.  10  bed,  Va. ,  coal  from,  analysis  of 197 

desoription  of 819,830 

section  of 830 

No.  11  bed,  Ky.,  ooal  from,  analysis  of 104, 

107,108,318 

description  of 539,548,549 

sectk>nsof 539,548,549 

No.  13  bed,  Va.,  coal  from,  analysis  of 197 

description  of 830 

section  of 830 

No.  1,  No.  2,  No.  3,  No.  5,  No.  6,  No.  7  beds 
(Rock  Snings),  Wyo.  See  Rock 
Sprfaigs,  Wyo. 

Nugent  mine  (Colo.),  ooal  from,  analysis  of . .  78 

description  of. 469 

Nye,  Mont. ,  coal  from  near,  analysis  of 136 

desoription  of 630 

O. 

O'Boyle  &  Fay  mine  (Pa.),  ooal  from,  analy- 
sis of 180 

descriptian  of 771 

O'Brien  Springs  prospect  (Wyo.),  ooal  from, 

analysisof 809 

description  of 1000 

0*Fallon,  III. .  coal  from  near,  analysis  of 80 

descnptionof 506 

Oak  Oeek,  Colo. ,  coal  tkom  near,  analysis  of.  81 

description  of 484,488 

Oak  Cnek  mine  (Ckdo.).    See  Oak  Cnek, 

Colo. 
Oak  Ridge  No.  1  mine  (Pa.),  coal  from,  analy- 

sis  of 166 

description  of 780 

Oakdale  mine  (Colo.),  coal  from,  analysis  of. .  66 

description  of. 435 

Oakmont,  W.Va. ,  ooal  from  near,  analysis  of.  281 

description  of 1037 

Oakwood  mine(W.Va.),coal  from, analysisof  334 

description  of 911 

Occidental  mine  (Wash.),  coal  from,analysis  of  309 

description  of 835 

Ocean  mine  (W.Va.),  coal  from,  analysis  of..  346 

description  of 961 

Ocean  No.  1.  No.  3,  No.  3|,  No.  7,  No.  8  mines 

(Md.),  coal  from,  analysisof 113 

description  of 560 
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Ocean  No.  2  mliie^Pa.)|Ooal  from,  analysis  of.  154 

description  of. 605 

Ohkraut  mine  (Colo.},  coal  from,  analysis  of.  61 

desorlption  of. 421 

Oil  City,  Wyo.,ooal  from  near,  analysis  of...  307 

description  of 1116 

Old  Weaver  mine  (Mont),  coal  from,  analy- 
sis of 180 

description  of. 607 

Oliver  Springs,  Tenn.,  coal  from  near,  analy- 

slsof 185,186 

description  of 786 

Ollmn  prospect  ( Pa. ).  coal  from,  analsrsis  of. .  181 

description  of. 776 

Olsen,  Tex. ,  coal  from  near,  analysis  of 189 

description  of 79G 

Olsen  mine  (Tex.).   See  Olsen,  Tex. 

Oraibi,  Ariz. ,  coal  from  near,  analysis  of 47 

description  of 379 

Oialbl   Indian   School   mine   (Aria.).   8u 

Oraibi,  Arts. 

Orderville,  Utah,  coal  from  near,  analysis  of.  194 

description  of 811 

Oienda  No.  2  mine  (Pa.),  coal  Ikom,  analysis 

of. 172 

description  of. 758 

Orme,  Tenn..  coal  from  near,  analysis  of 188 

descnpt  ion  of 792 

Orr  mine,  coal  from,  analysis  of (Mont.),  127: 

(Wyo.),29i 

description  of. . .  (Mont.),  501:  ( wyo.),  1079 

Osceola  Mills.  Pa. ,  coal  from  near,  analysis  of.  165 

description  of 729,736 

Oswald,  W.  va. .  coal  fh>m  near,  analjrsis  of. .  287 

description  of 1054 

Oswald  mine  (W.Va.).   ^ee  Oswald,  W.  Va. 

Otero  bed,  N.  Mex. ,  coal  from,  analysia  of. . .  140 

descrh)  tion  of 648 

sections  of 648 

Otero  mine  (N.  Mex.),  ooal  from,  analysis  of.  139 
Ott  Na  20  mine  (W.  Va.),  ooal  fkom,  analysis 

of. 280 

description  of 1085 

Oven ,  constant-temperature ,  description  of . .  12 

Owen  bed,  Ky.    See  No.  11  bed.  Ky. 

Oxns,  Wyo. ,  coal  from  near,  analysis  of 305 

description  of 1107 

Oxygen,  proportion  of ,  in  volatile  matter ...  30 

Oione,  Tenn. ,  coal  firom  near,  analysis  of 187 


P. 


Page,  W.  Va. ,  ooal  from  near,  analysis  of. .  235, 236 

descriptionof 935.936,937,938 

Page  No.  1,  No.  2,  No.  8  mines  ( W.  Va.)20oal 

from,  analysis  of. 236,266,287 

descriptionof. 937,1004,1005 

Page  prospect  ( W.  Va. ),  ooal  fh>m,  analysis  of    223 

description  of. 909 

Pageton.  W.  V  a. .  coal  from  near,  analysis  of.  266, 267 

desoriptfonof 1004, 1005 

Pagosa  Springs,  O>lo.,  ooal  from  near,  analy- 
sis of 54 

description  of 397 

Paintsvilie,  Ky. .  coal  from  near,  analysis  of. .     105 

descriptionof 540,541 

Paisley,  ni^  coal  from  near,  analysis  of 89 

Palisades,  Ck>lo. ,  coal  from  near,  analysis  of. .  74, 75 

descriptionof 463,464.465,466 

Palisades  bed,  Colo. ,  ooal  from,  analysis  of.  73, 74, 75 

descriptionof 460,462,463,464,465 

sectlonsof 460,462,464,466 

Palisades  mine  (Colo. ),  coal  from,  analysis  of.       74 

descriptionof. 463 

Palmer  mine  (Colo. ),  ooal  from,  analysis  of. . .      67 

descriptionof. 442 

Palmer  Junction,  Wash. ,  coal  from  near,  anal- 
ysis of 2fv\ 

descriptionof 852,853 

Palos,  Ala. ,  coal  from  near,  analysis  of 37 

description  of 344, 345 

Palos  mine  (Ala.),  ooal  from,  analysis  of 37 

descriptionof. 344 

Panama,  Okla. ,  coal  from  near,  analysis  of. . .      149 
Paonia,  Colo. ,  ooal  from  near,  analysis  of 56 

descrq>tionof 404,405 

Paral,  W.  Va. ,  coal  from  near,  analysis  of 236 

descriptionof 938,939 


Pardee  No.  27  mine  (Pa.),  ooal  Ikom,  analysis 

.  of. 160 

desoriptionoL 714 

Paris,  Ark.,  coal  from  near,  analysis  of 49 

descriptionof 383 

Paris,  Pa.,  ooal  from  near,  analysis  of 1S3 

descriptionof. 779,790 

Paris  bed,  Ark.,  ooal  from,  analysis  of 49 

description  of. 3S3 

Paris  mine  (ArkJ.   ^««  Paris,  Ark. 

Parkdale  mine  (CoioX  coal  fIrom,  analysis  of.      54 

descriptionof. 397 

Parker,  E.  wr,wprk  of 3,4,324 

Farral  mine  (w.Va.),  coal  from,  anaijTsis  of..     241 

descriptton  of. 949 

Patrick-Mackay  mine  (Wash.),  ooal  from, 

analysis  of. 213 

descriptionof. 873 

Patterson  nUne,  coal  ftom,  analysis  of. .  (Ark.),  51; 

(Colo.),  75;  (Mont.),  127 

descriptionof (Ark.),  390; 

(Colo.),  465;  (Mont.),582 
Patterson  prospect  ( W.  Va.),  coal  Ikom,  analy- 
sis of. 222 

desQriptkmof. 906 

Patton,  Pa.,  ooal  Irom  near,  analysis  of 159 

description  of. 71 1 

Peacock  bed,  Colo. ,  coal  from,  analysis  of . . . .       80 

descriptionof. 483 

section  of 483 

Peart  Bros,  mine  (Oreg.),  ooal  lh>m,  analysis 

of. 182 

descriptionof. 684 

Pecos,  N.  Mex..  ooal  from  near,  analysis  of. . .     141 

descripticm  of. 652,563 

Peerless  bed,  Colo.,  coal  from,  analysis  of . . . .      68 

descriptionof. 446 

Peerless  bed,  W.  Va.,  coal  from,  analysis  of. .     247 

descriptkmof. 964,965 

sections  of. 964 

Peerless  mine  ( W.  Va. ),  coal  from,  analysisof .     254 

descriptionof. 960 

Peerless  No.  1,  No.  2,  No.  4  mines  (Pa.),  ooal 

fh>m,  analjrsis  of. 157,162 

descriptionof. 702,719,720 

Peerless-Annex  mine  (Colo.),  ooal  from,  analy- 
sis of 68 

descriptionof. 446 

Pelper  mine  (Mont.),  ooal  from,  analysis  of. .     132 

descriptionof. 617 

Pen  Mar  No.  2,  No.  8  mines  (Pa.),  ooal  from, 

analysisof. 173 

descriptionof. 757,758 

Pendleton,  N.  Mex.,  ooal  from  near,  analysis 

of 141 

description  of 661 

Penn-Mary  No.  1  mtaie  (Pa.),  ooal  from,  an- 
alysis of 169 

description  of 744 

Penn-Wyoming  mine  (Wyo.),  ooal  from, 

analysisof. 302 

descriptkmof. 1096 

Perins,  Colo. ,  coal  from  near,  analysis  of 67 

description  of 443 

Perins  Peak  mine  (Colo.),  ooal  from,  analysis 

of. 67 

desoriptfonof. 443 

Perry  bed,  Mont.,  ooal  from,  analysis  of 137 

description  of. 637 

section  of 637 

Perth  mine  (Wash. ),  ooal  from,  analysis  of. . .     221 

description  of 903 

Peterson  prospect  (Utah),  ooal  from,  analysis 

of. 192 

descriptionof. 803 

Petros,  Tenn.,  coal  from  near,  analysis  of 188 

description  of 793 

Petty  mine  (wyo. ),  coal  from,  analysis  of.. ..     299 

desoriptfon  of 1092 

Philips  mine  (Wyo. ),  coal  from,  analysis  of . .     299 

descriptionof. 1092 

Phllllpsbux^g,  Pa. ,  ooal  from  near,  analysis  of.     167 

description  of. 737 

Phoenix  Park  No.  8  mine  (Pa.),  ooal  from, 

analysisof. 171 

description  of. 751 

Piedmont  mine,  coal  lh>iii,  analysis  of. .  JColo.),  71 ; 

(W.  Va.),  279 
desoriptfonof..  (Ck)lo.), 453;  (W.Va.),1034 


Pike  mine  (Ky.V  cnl  from,  uuUTila  ol lot 

imaiplioaoL U4 

Plkerlvw, CalD.,cwl  fcomaear,  analfsii  of..       £7 

descTiptlon  o(. 41 1,  (12 

FtneymlnefW.  VB.),ccH]bi>m,BiulTsi3or..      2t8 

iesitaaaDot. »M 

Ptney  No.  l.Ko.  2,  No.  a,  No.  4  mluea  (W. 

V».),c<«l  from,  analysis  of 2aB,M0 

dompthm  at. 10Sl-IOe3 

Plnkiwy,  Ala,,  coal  from  nnr.uulyslaol 37,38 

dcscriptliBi  ol. MS 

Piiuncl«iiLtne<W,  Va,),coBltroiii,analTlbol     ITU 


dflKTiptioD  of 


).  coal  Iroin,  aiial^toof.... 
(Colo.),  ooaJ  tram,  aiialysla 

analysis  of 

,.    J«P 

Vs.).  ooal  B 


deacrf  ptioa  ot. 

Flpa,  Ala.,  coal  fiom  . 

doaiTlptitm  of 

^iwNoJ^inliM^(Al».j,    S«PIpar,AlB 


I,  Wash.,  coal  fri 


dMorlptlin 
Plttabme,  OUa.,i 
dtactiptton  at. 
Pllbbun:,  Wash 

PKlsburelwdTWBsh.Vcaal 

doetlptlon  of - 

Hctbm  ol 

Pittsburg    rnlna    (Wash.).    Set    Flttaburg, 


D,  analTSis  of.      130 


100, 11  j 

tuu,»l,»B,»M.Hl 

.  HI.Hd,t73,S7E,  677,178,181 


Plttsbuigh  b«d,  0 

dEaolptbn  o(. tU 

wctloiiB  at 

Plttibmvh  bad,  Pa.,  coal  Crom,  analysis  al. . . 
IM,  lU.  173, 174,  ISO,  181, 18!^  IS 


PttUbnrgh  bed, 

dncrlptkmol 


«D, /4,  '«!,  lO^,  iOV,  iKW.  t  it,  lii,  1 1*. 

Vb,  770, 777, 778, 77S,  780, 781,  WO.  7SJ 
1,  W.  Va.,  coal  rrom,  analTil* 
222,3t6,372,»3.380.»l 


B6a,eGi,'t6ii'iDi!i,'i6iD,'i63a,'i63T,io 
r iie(i,gai,ioi>,ioia,i(»e,i(t 

^a-),co^  from,  analyslaof...,,.      \* 

____riptlon  ol. I 

FlatlevtUe,  CAa.,  on]  fr 
descriptkm  ot.. . 


IT,  analysis  ol. 

. «B 

PlatteTlIle    mine    (Cola.).    Sa    PlattevUIe, 

Colo. 
PocBbontas,  Va.,  coal  trom    near,  anabili 

ol 199 

descripnon  ot. sas.safl.sm 

recahoalaibed,  Waali.,c(*llhm.aiulrsliat. 
desiTfpllon  of 


ilDtlonoI.... 
mine  (CoIolJ 


Pollard  mine  (Colo.),  coal  tram,  aoalyjlj  o[ 

dfscTiptlon  of 471 

Pool,  Colo.,  ooal  from  neai,  analysis  at 81 

detcrtplton  of 4S6 

Pool  praaptct  ( W.  Va.),  coal  from,  analysis  ot.  221 

d«or*ptlon  ot 90l( 

Poor  Fork,  Ky., ooal  from D«r,analyBlsDl.  103, IM 

deacriptlon  ot. 138 


Pope,  0.8  ,     

Fort  Graham,  Alaska,  ooal  tn 

ot 

description  of.. 


Ar.aoBlysIs 


',  analysis  ot. . .  159,  IN) 
Porter,  Colo. ,  coal  Irom  nnr,  analysis  of 67,«g 

Fartv  mine  (Colo.),  ooal  troia.  uialysb  of. . .    '63 
dBacriptlon  of 430 

PorterNo.l,No.2,No.3niinc«(Calo.).    3ti 
Porter,  lilo. 

Porter  prospect  (Colo.),  coal  Irom,  analysts  ot.       S5 
dwcrtptlonot..... 433 

Portsmoutb,  R.  I.,  coal  Ihim  mar,  analysis 


PotlBIch  bed.  Wash^  coal  fintn,  analysb  Dt. .      314 


, it(Kj.l . _._ 

dfocrlption  M. 143 

PoTWty  mine  (Va.),  coal  tram,  analysis  of . . .  "" 
deacriptlon  at. 

PawdB-Rlrer,  Wya.,aiallhima(ar.Biialysis 

dwriptUm  of. ] 

Powder  River  iMd,  Wyo.,  ooal  from,  analysli 


Powers  Creek,  Alaska,  mal  IT 

stool 

descriptkui  of 

Powhatan,  w.  Va.,  coal  fron 


D,  analysis  of. 


PiBlt  bed,  Ala.,  ooal  from,  analysis  ot.  35,36,37,38 

d«ocriptton  of. MS, 

339,340,343,344,34S,346,347 

secllonaol 338,339, 340, 341,3*5,346,347 

Pt  ■ ■rom.anJyslsol.        38 


'om,  analysto  ol. 
u,  analysis  at. . . 


Fi 

ol. 

descripUan  at. . . 
Price  UlU  mbe  (W.  V 

w.va. 
Price  A  Jones  mine  (Wj 

dncriptlmioL.. 


;'  Sw'Price  HiU. 
,  coal  ftom^  analy- 
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Pace. 

Primero,  Colo.,  ooal  from  near,  analysis  of. . .       70 

description  of 450, 451 

Primero  bed ,  Colo. ,  coal  from,  analysis  of 69 

description  of 450. 451 

sections  of. T    450 

Primero  mine  (Colo.)i  coal  from,  analysis  of. .       69 

description  of 450 

Primrose,  Colo.,  coal  firom  near,  analysis  of. .       70 

description  of. 451 

Primrose  mine  (Colo.),  ooal  from,  analysis  of.       70 

description  of. 451 

Prisdlla  No.  1  mine  (Pa.),  coal  from,  analysis 

of 161 

description  of. 715 

Prosperity  mine  (W.  Va.),  ooal  from,  analysis 

of 285 

description 1049 

Proximate  analysis,  definition  of 27 

Prudence,  W .  Va. ,  coal  from  near,  analysis  of.     237 

description  of 939,940 

Prudence  mine  (W.  Va.).    See  Prudence, 

W.Va. 
Pruitt  mine  (Colo.),  coal  from,  analysis  of 68 

description  of 444 

Pryor,  (3olo.,  coal  from  near,  analysis  of 65 

description  of 435,436 

Pryor  bed,  C<mo.,  coal  from,  analysis  of 65 

description  of 435,436 

section  of 436 

Pryor  mine  (OAo.).    See  Pryor,  Colo. 
Pueblo  Bonita  mine  (N.  Mex.),  cool  firom, 

analjTSis  of 141 

description  of. 661 

Pulaski  No.  f,  No.  2  mines  (W.  Va.),  coal 

from,  analysis  of. 255 

description  of 982-983 

Pnnxsutawney,  Pa.,  coal  from  near,  analysis 

of 171 

description  of. 750, 751 

Purdon  mine  (Colo.),  ooal  irom,  analysis  of. .       57 

description  of 408 

"Pure"  coal,  discussion  of 25 

Puritan  mine  ((^lo.).  coal  from,  analysis  of. .       82 

description  of 489 

Puritan  No.  1  mine  (Pa.),  coal  firom,  analysis 

of 160 

description  of 712 

Putnam,  N.  Mex.,  coal  from  near,  anal3rsis  of.      141 

description  of 651,652 

Q. 

Quaker  Mountain,  Colo.,  ooal  from  near, 

analysis  of 81 

description  of 486 

Queen  bed,  wash.,  coal  from,  analysis  of 221 

description  of 900,901 

section  of 901 

Queen  Creek,  Alaska,  coal  from  near,  analysis 

of 44 

descriptton  of 368, 369 

Quinnimont  bed,  W.Va.    i8«e  Fire  Creek  bed, 

W.Va. 
Quinnimont  mine  (W.  Va.),  coal  from,  analy- 
sis of 232 

description  of. 928 

R. 

Rachel  mine  (Pa.),  coal  from,  analysis  of —      182 

description  of 777 

Radiant,  Colo.,  coal  from  near,  analysis  of 58 

description  of 414,415 

''ileiEb,  W.  va.,  coal  from  near,  analysis  of. .    287, 

288,289 

descrtotkmof. 1055,1056,1057,1058 

elgh  No.  1,  No.  2,  No.  3,  No.  5,  No.  6 
mines  (W.  Va.),  ooal  from,  anaty- 

slsof 283,287-288.291 

description  of. 1046, 1055-1067, 1066 

iphton.  Pa.,  ooal  from  near,  analysis  of. . .      175 

deacriptlon  of 760,761 

■ialphton  No.  1  mine  (Pa.).    See  Kalphton, 

Pa. 
Ralston  bed,  Tenn.    See  Mingo  bed,  Tenn. 
Ralston  Creek  mine  (Colo.),  ooal  from,  analy- 

sisof 66 

description  of 438 


Rand  mine  (Mont.),  coal  firom,  analysis  of . . .      132 

description  of. 620 

Randall  &  Shaad  mine  (Pa.),  coal  from,  analy- 
sis of 180 

description  of 771 

Rangely .  Coio. ,  coal  firom  near,  analysis  of. . .       77 

description  of 472 

Rankin  mine  (Colo.),  coal  from,  analysis  of. .        54 

descriptlcm  of 807 

Rapson  mine  (Ck>lo.),  coal  from,  analysis  of. .  67, 70 

description  of. 409,452 

Ratdiff  mine  (Colo.),  coal  firom,  analysis  of. .        79 

description  of. 47* 

Raton,  N.  Mex.,  ooal  from  near,  analysis  of. .      138 

description  of 641,642,613 

'*  Raton "  bed,  N.  Mex.,  coal  from,  analysis  of.     137, 

138,  U» 

description  of 630,640,642,643,644 

sections  of. 639,640,643,644 

Rayenadale,  Wash.,  coal  from  near,  analysis 

of a07 

descriptkmof 854,855,856,857 

Ravensdale  No.  1  mine  (Wash.).    See  Ra- 

vensdale.  Wash. 
Rawlins,  Wyo.,  ooal  from  near,  analysis  of . . .      303 

desdrtotton  of 1101,1108 

Rector  mine  (Colo.),  coal  from,  analysis  of. . .       77 

description  of 472 

Red  Ashmine(W.Va.),ooalfinom,  analysis  of.      314 

description  of 055 

Red  Bird  mtaie  (Ind.),  ooal  fh>m,  analysis  of.       97 

deaoription  of 535 

Red  Lodge,  Mont. ,  coal  from  near,  analysis  <tf .      126 

description  of 587,688 

Red  Robin  mme(Colo.),coal  from,  analy^  of.        72 

description  of 457 

Red  Rock  mine  (Ark. ),  ooal  firom,  analysis  of.       51 


description  of. 
Redstar,  W.  va..  coal  from  near,  analysis  of.  237, 338 

description  of. 941,942,943 

Redstone  bed,  Pa.,  coal  from,  analjrsls  of. . .  174, 181 

description  of 750,760 

sections  of 750, 760 

Rees  mine  (Mont.),  coal  ihmi,  analysis  of 134 

•  description  of. 62S 

Regal  Block  bed.  Tenn.,  ooal  from,  analysis  of      186 

desorto  tion  of 787 

sections  of 787 

Regal  mine  (Tenn. ),  coal  from,  analysis  of. . .      186 

description  of 787 

Regina,  Ky.,  coal  from  near,  analysis  of. 107 

descriptton  of 546,647 

Renton,  Wash.,  coal  from  near,  anal3rsis  of. . .     307, 

208,309 

descriptton  of 857,858,859,860 

Renton  No.  1  bed,  Wash.,  ooal  from,  analysii 

of 208 

description  of 850 

Renton  No.  2  oed.  Wash.,  coal  from,  analysis 

of 

descriptton  of 857,858,889 

sectton  of 857 

Renton  No.  3  bed.  Wash.,  ooal  from,  analysis 

of 307.308 

desCTiptionof 857,858,859 

sections  of. 868 

Renton  mine  (Wash.).    See  Renton,  Wash. 
Republto,  Ala.,  coal  from  near,  analysis  of . . .       38 

descripttonof 346 

Republic  No.  1,  No.  3« mines  (Mont.),  coal 

firom,  analysis  of 137 

description  of 636 

Rex  bed.  Tenn..  coal  from,  anal3rsis  of 186 

aescriptton  of. 788 

secttons  of 788 

Rex  No.  2  mine  (Tenn.),  coal  from,  analysis 

of 186 

descripttonof. 788 

Reynolds  mine  (N.  Mex.),  ooal  from,  analy- 
sis of 139 

description  of. 646 

Rtee,  O.  8.,  work  of 331 

Rich  mine  (Utah),  coal  from,  analysis  of 196 

description  of 814 

Richard  mine  ( W .  Va. ),  coal  fh>m,  analysis  of.     381 

description  of 1039 

Richardson  mine,    coal   it'om,  analysis 

of (Mont.),  126;  (Wyo.),  319 

description  of...  (Mont.), 588;  (Wyo.),  1158 


INDEX. 
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Rlchlands,  Vs.,  ooal  from  near,  analjrsis  of . . .     200 

deaortption  of. 828,829 

Richlands  mine  (Va.).    See  Richlands,  Va. 
Richmond,  Ho.,  ooal  from  near,  anal3rato  of. .     123 

description  of 670,580 

sections  of 580 

Richmond  mine  (Wash.),  ooal  from,  analysis 

of 214 

description  of 875 

Rifle  Creek,  Colo. ,  coal  firom  near,  analysis  of. .       01 

description  of 421 

Rimersburg,  Pa.,  coal  from  near,  analysis  of.     106 

descrtotioia  of 732 

Rio  Arriba  mme  (N.  Hex.),  ooal  from,  analy- 
sis of 141 

description  of. 660 

Riverside  mine,  coal  from,  analjrsis  of... (Colo.),  74; 

(Mich-),  113 

description  of (Colo.),  464;  (Mich.),  662 

Riverton,  Oreg.,  coal  from  near,  analysis  of. .     153 

description  of. 600.601,602 

Riverton,  Wyo.,  coal  from  near,  analysis  of. .     300 

description  of 1111,1112 

Roanoke  mine  ( W . Va.),  coal  from,analyais  of.     250 

description  of. 070 

Roaring  Creek  bed,  W.  Va.    See  Lower  Kit- 
tanning  bed,  W.  Va. 
Robbins  prospect  (Mont.),  coal  from,  analy- 
sis of 136 

description  of 633 

Roberts  prospect  (Mont),  ooal  from,  analysis 

of 130 

description  of. 600 

Robertson  mme  (Wyo.),  ooal  fh>m,  analysis 

of 303 

description  of. 1102 

Robins,  W.  Va.,  ooal  from  near,  analysis  of.  238, 230 

description  of 043 

Robinson  bed,  Colo.,  coal  firom,  analysis  of. .      66 

description  of 438 

Robinson  mine  (()olo.),  coal  frxun,  analysis  of.  63, 66 

description  of 428,438 

Rock  Castle,  Ala.,  coal  from  near,  analysis  of.      40 

description  of 364 

Rock  Castle  mine  (Ala.).    8u  Rock  Castle, 

Ala. 
Rock  (tossing  (Wyo.),  coal  lh>m,  analysis  of.     301 

descnption  of. 1006 

Rock  Springs,  Wyo.,  coal  from  near,  analysis 

^ 312,313 

description  of 1130, 

1131, 1132, 1133, 1134, 1136, 1136 
Rock  Springs-Oibraltar  mine  (Wyo.),  coal 

finom,  analysis  of. 310 

description  of 1126 

Rock  Springs^ioux  C\ij  mine  (Wyo.),  ooal 

from,  analysis  of 310 

description  of. 1126 

Rockdale,  Tex.,  ooal  from  near,  analysis  of. . .     180 

description  of 796,707 

Rockefeller  bed.  Wyo. ,  coal  fkom,  analysis  of.     306 

description  of 1108 

Rockefeller  Ranch,  Wyo.,  ooal  lh>m  near, 

analysis  of. 305 

description  of. 1108 

RoekTBle,  Colo. ,  coal  from  near,  analysis  of . .       59 

description  of. 416,416 

Rockrale  bed,  Colo. ,  coal  fh>m,  analysis  of. . .       59 

description  of 415,416 

section  of 416 

Rockrale  mine  (Colo.).    8u  Rockvale,  Colo. 
Rocky  Ford  No.  1  mine  (Mo.),  coal  from, 

analysis  of. 114 

description  of. 662 

Roder  mine  (Mont.),  ooal  fkom,  analysis  of. . .     128 

desmptionof. 608 

Roderfleld,  w.  Va.,  ooal  frt>m  near,  analysis 

of 267,268 

descriptfon  of. 1007,1008 

Rodkey  mine  (Pa.),  coal  fh)m,  analysis  of 160 

description  of. 744 

Rogers  bed,  w.  Va.,  ooal  from,  analysis  of. .     245 

description  of 960 

Rogers  &  Oapin  mine  (Wyo.),  coal  fh)m,  anal- 
ysis of 296 

description  of 1077 

Rolandbed,  Wyo., coal  from,  analysis  of....     308 
description  of. 1120 


Page. 

Roland  mine  (Wyo.),  coal  from,  analysis  of.     306 

description  of 1120 

Rolling  Mill  mine  ( Pa. ),  coal  from,  analysis  of.     167 

description  of 705 

Rollins,  Colo.,  coal  ttom.  near,  analysis  of 56, 57 

descrtotion  of 405,406,407 

Rollins  mine  (Colo.).    See  Rollins,  Colo. 
Rombauer  No.  2,  No.  3  mines  (Mo.),  coal 

from,  analysis  of 115 

description  of 564,565 

Rongis,  Wyo. ,  ooal  from  near,  analysis  of 306 

description  of 1112 

Rosa  bed,  Ala.    See  Swansea  bed,  Ala. 

Rosedale,  Ind.,  coal  from  near,  uialysls  of..  94,95 

description  of. 618,519 

Rosedale  mine  (Ind.).    See  Roaedale,  Ind. 
Rose-Marshall   mine    (Wash.),   coal   from, 

analysis  of 205 

description  of 846 

Roslyn,   Wash,  ooal   fh)m  near,   anaysls 

of 211,2i2,213,214 

deBCiiption  of. .  869, 870, 871, 872, 873, 874, 875 

Roslyn  bed.  Wash.,  coal  from,  analysis  of 209, 

211,212,213 

description  of 863,864,866,866. 

867, 868, 869, 870, 871, 872, 8"^,  874, 875 

sections  of 863,864,865, 

866, 867, 868. 860, 870, 871 .  872, 873, 874, 876 
Roslyn  No.  2  Slope.  No.  2,  No.  3.  No.  4,  No. 
5,  No.  6,  No.  7  mines  (Wash.).    3u 
Roslyn,  Wash. 
Rosslter,  Pa.,  coal  ftom  near,  analysis  of. . .  170, 171 

description  of. 748 

Roundup,  Mont.,  ooal  from  near,  analysis 

of 133,137 

description  of. 621,636,637 

Roundup  bed,  Mont.,  coal  from,  analysis 

of 1^,136,137 

deacription  of 631,636,637 

sections  of 636,637 

Rouse,  Colo. ,  coal  from  near ,  analysis  of 66 

description  of. 436,437 

Rousebed,  Colo.,  ooal  from,  analysis  of 65 

description  of. 436,437 

sections  of 436 

Rouse  mine  (Oreg.),  coal  from,  an^ysis  of . .      153 

description  of 692 

Rouse  seam,  Oreg.    8u  Bunker  bed,  Oreg. 
Royal  Blue  mine  (Utah),  ooal  from,  analysis 

of 191 

description  of 800 

Royal  Oor^e  mine  (O>lo.),  coal  from,  analysis 

of 58 

deacription  of 412 

Ruby  mine  (Colo.),  coal  from,  analysis  of . . .       64 

description  of 428 

Rugby,  Colo.,  ooal  ftom  near,  analysis  of 70 

description  of. 452 

Rush  Run,  Ohio,  ooal  from  near,  analysts  of.     147 

desodption  of 670,671 

Rush  Run,  w.  Va.,  coal  ftom  near,  analysis 

of 239 

description  of 943,944 

Rush  Run  mine  (W.  Va.).    See  Rush  Run, 

W.  Va. 
Rush  Run  No.  1  mine  (Ohio).    Su  Rush 

Run,  Ohio. 
Russell  mine  (Pa.),  coal  from,  analysis  of —     181 

description  of 776 

Russell ville.  Ark. ,  ooal  from  near,  analysis  of.       49 

deacriptkm  of. 384 

RussellyiUe  mine  (Ark.).    See  Russellville, 

Ark. 
Rutlifle  mine  (Ala.),  coal  from,  analjrsis  of. .       37 

deacription  of 343 

Ryder,  Mo.,  coal  from  near,  analysis  of 123 

description  of 678 

Ryerson  Station,  Pa.,  ooal  from  near,  analy- 
sis of 168 

description  of 741 

8. 

Sfiager  Canyon  mine  (Mont.),  coal  from, 

analysis  of 131 

description  of 611 

Saginaw,  Mich.,  coal  from  near,  analysis  of. .      113 

description  of 561, 562 


Buloaw  bed,  lUcb..  coal  trom,  subIjsI]  oI 

ilwcrlptkHi  of 

Sunpling  cobT  In  mine,  mrtbod  of 


emd  Coulee,  i 
Sud  Creek,  N 


ton'of. 

Dsk.,awl  m 


r,  analysis  of 


dfscrlptloD  of & 

md  0%eet  mine  (Hoat.),  coal  Inm, 

analysis  ol i; 

descrlplloD  d[ SI 

bfd ,  Colo. ,  coal  Irom,  aaalysls  of 

dworlption ol. tS7,V 


BBvanna  No.  1  mine  (01tl«.)-    Set  Savanna, 

Okla, 

Bayle;  mine  (Wro.),«wlltom,  analysis  of..  320 

description  ol IIM 

Baylor  prospect  ( Pa.],  coal  [rom,  analysis  ol. .  106 

desfTiptton  of. 7J3 

Scammon,  Kans. ,  coal  from  atai,  analysla  ol.  101 

dfficrlptlon  of. S3S 

Scattto.  W.  Va.,  coal  tnnn  nnr,  analysis  ol.  23S 

description  of. W4,M5 

SearbromlneJw.Va.).    5«Scarbro,W. Va. 
Scbean  proapect  (Honl.),  coal  Irom,  analysis 

ol 129 

doicriptlonof tOi 

Soc>apmiDe(N.  Uei.),  coal  from,  analysis  of. .  !3S 

doscrtpUon  of M2 

Beott  prospect  (Ohio),  coal  from,  analysis  of. .  HT 

dwcrlptlonol. 670 

BcoKHaven,  Fb.,  coal  from  n(w,  analysis  of.  IM 

dracHptlonol. W5 

6craDbin,N.DsLk.,coBlfn}mn«ar,BnBlysisof.  112 

description  of. U8,658 

geranloii,  Fa.,cosl  tram  near,  analysis  ol....  171 
Scractoa   mine  (N.    Dak.).    8a  ScraDlon, 

N.  Dak- 

SearlH,  Ala.,  coat  Irom  near,  aoalysis  ot. W 

dncripllon  of Si6 

Scaries  mine  (Ala,).   S«  Bevies,  Ala. 
Becond  Bvg  Lake,  AISLska,  coal  from  near, 

aDalrsls  of. U 

dacijptloii  of. Sflfl 

SeelyrlUe,  Ind,,  ooal  from  near,  analysb  of. .  0T 

dfecrlption  ol. 526 

Seloca,  Ala.,  coal  from  near,  analysis  of 3S 

Seman  mine  (UoDt.),  coal  from,  analysis  of. .  133 

description  ol (22 

SentlDd  Butte,   N.   Dak.,  ooal  from  near, 

analysis  of. IC 

description  of M7,6M 

Sever,  HI.,  coal  Irom  near,  analysis  of. 63 

descrl^ionof. »M 

Bewai]eel«d,Teoii.,caaltrom,analysi3of.  1)17.189 

docriptioa  of. TBI,  TB!,  T94, 7«5 

sectkmsol. 794 

Seward,  Pa.,  coal  Irom  near,  analysis  of. If*4 

dracriptkin  of. 783,784 

Seward  mine  (Pa.).    8ei  Seward.  Pa. 
SeweU   bed,    W.   Va.,  coal 


2S4, 269, 270, 2 
docrlptioD  ol 

l»fi,038,»40,M 

ei7,MB,M9,M 

1013,  10^4,  l6i 

icUonsof....  ia8,edB,9i 


>7,BGS,a»,»; 

nz,  1013,  lOE 


Sewickley  bed,  W.  Va.,  ooalbion,  analysle  of . 

deecrlptioo  of i 

Seymour  mine  (Ark,),  ccal  from,  an^yils  of. . 

deecrlpttan  oi 

Sbafer  mine  (Colo,),  coal  Irom,  analysis  ol 

dSflcnptionof 

Bhamoklnmlne(W.  Va.),ooairrom,analyslB 

deecrlptlon  of 1 

Sbarpmlne<llDnt.),co^fn)m,  analysisol..  131, 

description  of 01S, 

Shawnee,  Ohio,  ooal  from  nw,  analyaia  of. . . 

description  ol 

Shawnee  mine  (W.  Va.),  coal  fiom,  analysis 

description  of 

StMldon  mine  (Wash.),  coal  froi 
description  of... 


,  analysis  of.      21j 


dsectipli«i  of .        ,  - 

Sherman  mine  (Ucmt.},  ooal  from,  analysis o(. 

description  ol 

Sherwood  mine  (W.Va.),coaU  from,  aitalysii 

deocriptlion  ol 


',analystsof 

Shlnn  Basin  bed.  Ark.,  ooal  from,  analysis  of. 
dssotptlOQ  ol 


oiptioa  ol 


Showan 


descriptkiD 
raft  prospect  ( 

ducriptloa  of. 


n,  analysle  of. 


Pa.),coalinH 

illotiol..- 

Monl.Vof 


m,  analysis  of 146 

from,  aDSlyiis  ol. .       U3 

mi 

'ay,  Colo,,c(Blfrom  near,  analyaia  of. .        6S 

Bhnster  mine  (Colo.),  coal  niim,  analysis  of..  81 

description  of 4BS 

Signer  mine  (Wyo.),  coal  Irom,  analysis  of..  310 

description  of 1135 

Silver  Brook  mlin  (Colo.),  coal  from,  analyaia 

dracrlption  of M7 

Shumona,  W.  Vs.,  oati  from  near,  analyaia  of.     277. 

.,1029,1030,1031, 
._..,.  im,  analysis  of. 

description  of 

Simpson  mine  (t?(do.),  ccal  from,  anaiy^ol. . 

eix-root  bed,  Md.    flfj'PittsbarghbedVMd: ' 
Sky  vein,  Ark.    SuCharleeton  Tied,  Ark. 
Slab  Fork.  W.  Va.,  coal  from  near,  anslysla  ol. 

description  ol 1058,1059, 

Slab  Pork  No.  I,  No.  2,  No.  3  mints  (W.  Va.). 

«M  Slab  Fork,  W.Va. 
Slater,  Colo.,  coal  from  near,  analysis  of 

description  of... 


Sligo,  F».,coa!lroranear,a 

dencrlptlon  of 732,731 

Pa.>.    '--    "- 

,N.  Men  „ 

Smith  b^,W>o,, coal  from,  anaiyalsol...  306,309 

deBcriptlon  ol 1121,112 

■ootfon  ol 1123 

Smith  mine,  coal  Irom,  aoalysis  of (Colo.).  79: 

(Mont.),  130;  (Wyo.),  300 

description  ol. (CoIo.>,47S: 

(Mont.),  609:  (Wyo.),  im 
Smith  it  Power  mine  (Oref,),  coal  from, 

analysisol U3 

description  ol <SS 

Smokeless  mine  (W.  Va.), coal  Irom,  analysis 
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Smokerun,  Pa.,  coal  from  near,  analysis  of. . .     167 

description  of 738 

Smoky  Hollow  No.  6  mine  (Iowa),  coal  from, 

analysis  of 100 

description  of 531 

Snellbed,  Wash.,  coal  from,  analysis  of 221 

description  of 003, 904 

section  of * 904 

Snell  mine  ( Wash.),  coal  from,  analysis  of 221 

description  of 902 

Snoqualmie,  Wash.,  coal  from  near,  analysis 

of.... 209 

description  of 860, 861 

Snow  mine  ( wash. ) ,  coal  from,  analysis  of 215 

description  of 881 

Snyder  bed,  Mont.    ;9««  Carpenter  bed « Mont. 
Snyder  mine  (Mont.),  coal  from,  analysis  of. .     130 

description  of 610 

Sodom  School,  Pa. ,  coal  from  near,  analysis  of    183 

desoriptton  of 780 

Somenneier,  £.  £.,  wcvkof 10 

Somerset,  Ck>lo.,  coal  from  near,  analysis  of . .  64, 66 

desoriptkmof 431,432,433,434 

Somerset  &  Clambria  mine  (Pa.),  coal  from, 

analysis  of 179 

description  of 770 

Sonman  No.  2  mine  (Pa.),  coal  from,  analysis 

of 168 

description  of 707 

Sophia,  W.  Va.,  ooal  from  near,  analjrsis  of . . .     289 

description  of lOeo^lOOl 

Sopris,  Colo.,  coal  from  near,  analysis  of 70,  fl 

description  of 462,453,464,456 

Sopris  bed,  Colo.    8u  Cameron  bed,  Ck>lo. 

Sopris  mine  ((}olo. ).    See  Sopris,  Colo. 

South  mine  (IlL),  ooal  from,  analysis  of 88 

description  of 503 

Soath  (Canyon,  Colo.,  ooal  from  near,  analysis 

of 61 

description  of 421,422 

South  Canyon  mine  (Colo.).    See  South  Can- 
yon, Colo. 
South  Caperton.  W.  Va.,  ooal  from  near, 

analysisof 239 

description  of 946 


sis  of-. 162 

description  of 683 

South  Harshneld  mine  (Oreg.),  coal  from, 

analysisof 153 

description  of 686 

South  Nuttal,  W.  Va.,  ooal  from  near,  analysis 

of 240 

description  of 946,947 

South  Side  nune  (W.  Va.),  coal  from,  analysis 

of 961 

description  of 992 

South  Trenton  mine  (HI.),  coal  from,  analysis 

of 83 

descrtption  of 492 

South  Willis,  Wash.,  coal  from  near,  analjrsis 

of 220 

descrh>tion  of 898,899 

South    Willis   mine    (Wash.).   See    South 

Willis,  Wash. 
Southern  mine  (Ark.),  coal  from,  analysis  of. .       49 

description  of 384 

Southern  No.  9,  No.  10,  mines  (HI.),  ooal  from, 

analysisof 83 

description  of 49 1 

Southport  bed,  Oreg.    See  Newport  bed, 

Oreg. 
Southside  mine  (W.  Va.),  coal  from,  analysis 

of 239 

description  of 946 

Spadra,  Ark.,  coal  from  near,  analysis  of 48, 49 

description  of 381,382.383 

Spadra  bed,  Ark.,  ooal  from,  analysis  of 48, 49 

descriptkmof 380,381,382,383 

sections  of. 380,382,383 

Spencer  bed,  Colo.,  coal  from,  analysis  of 75 

description  of 466 

section  of 466 

Spencer  mine  (Colo. ).  ooal  from,  analysis  of. .       75 
description  of 466 


Page. 

Speyer  mine  ( Wyo.),  coal  from,  analysis  of . .     303 

description  of lioi 

Speyer  prospect  (Wyo.),  ooal  from,  analysis 

of 306 

description  of 1112 

SpionKop,  Mont.,  coal  from  near,  analysis  of.      127 

description  of 594 

Sprague  mine  ( W .  Va. ),  coal  from,  analysis  of.     283 

description  of 1045 

Spring  mine  ( w .  Va. ),  coal  from,  analysis  of. .     279 

descnption  of 1032 

Spring  Creek,  Colo. ,  coal  from  near,  analysis  of      77 

description  of 473 

Spring  Creek  mine  (Mont.),  coal  from,  analy- 
sis of 131 

description  of 614 

Spring  Gulch  mine  (Colo.),  coal  from,  analysis 

of 76 

description  of 468 

Spring  Valley,  Wyo.,  coal  from  near,  analyids 

of 319 

description  of 1 1 53 , 1 164 

Spring  Valley  bed,  Wyo.,  ooal  from,  analysis 

of 319 

description  of 1153 

Springfield ,  111. ,  coal  from  near,  analysis  of 91 

description  of 509,510 

Springfield  bed,  Ill.,coal from,  analysis  of.  85,90,92 

description  of 496, 497, 607, 606. 509, 510 

sections  of. 496,497,607,608,510 

Springfield  bed.  HI.    See  No.  6  bed ,  111. 
Springton,  W.  Va. ,  coal  from  near,  analysis  of.     279 

descrtotionof 1032,1033 

St.  Benedict,  ra. ,  coal  from  near,  analysis  of . .     1 60 

descrfotion  of 713,714 

St.  Bonifaoe,  Pa. .  ooal  from  near,  analysis  of.  160, 161 

description  of 714 

St.  (Charles,  Mich. ,  ooal  from  near,  analysis  of.     113 

description  of 562 

St.  David,  111.,  ooal  from  near,  analysis  of 86 

deBcriptkm  of 495 

St.  James  mine  (Colo.),  coal  from,  analysis  of.       66 

description  of 438 

St.  Michaels  Didian  School  mine  (N.  Mex.), 

ooalfrom,  analysisof 139 

description  of 647 

St.  Nicholas,  Pa.,  coal  from  near,  analysis  of. .     172 

description  of. 762 

St.  Nicholas  mine  (Pa.).    See  St.  Nicholas, 

Pa. 
Stanaford,  W.  Va.,  ooal  from  near,  analysis 

of aw,a90,281 

description  of 1061, 1062, 1063, 1064 

Stanaford  No.  1.  No.  2,  No.  3,  No.  4,  mines 
(W.  Va.).    See  Stanaford,  W.  Va. 
Standard  mine  (Mo.),  coal  from,  analysis  of. .     116 

description  of 666 

Stanley,  Wyo.,  coal  from  near,  analysis  of . . .     320 

description  of 1164,1156 

Stanton,  F.M.,workof 8,10 

Star  mine,  coal  from,  analysis  of (Colo. ),  81 ; 

(w.  Va.)  237 

description  of...  (Colo.),  487;  (w!va!))942 
Star  No.  1  mine  (Mo.) ,  coal  from,  analysis  of. .      1 14 

description  of •. 502 

Star-Cahaba  No.  1,  No.  2  mines  (Ala.),  ooal 

from,  analysis  of 39 

description  of 351 

Star  City ,  Ind.,  coal  from  near,  analysis  of . . .       97 

descriptton  of 624,526 

StarkvUle,  Colo.,  coal  from  near,  analysis  of. .       71 
Starr  mine  ( Pa. ),  coal  from,  analysis  of 169 

description  of 743 

States  mine  (Colo. ),  coal  from,  analysis  of 57 

descrintion  of 407 

Staton  mine  (Mont.),  coal  from,  analysis  of. .     129 

description  of C04 

Staufler  No.  1  mine  (Pa.),  coal  from,  analysis 

of 173 

description  of 756 

Staunton,  111.,  ooal  ttom.  near,  analysis  of —  86. 86 

description  of. 498 

Steel  mine  (Colo. ),  coal  Itom,  analysis  of.  —       74 

description  of. 462 

Stemp  Springs  mine  (Wyo.),  coal  fk-om,  analy- 
sis of  298 

description  of. 1087 
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Sterling,  Utah., ooal from  near, analysiB of..  166,195 

description  of. 812 

Sterling  bed,  u  tah ,  coal  firom,  analysis  of 105 

description  of 812 

Sterling  No.  1,  No.  6,  No.  6  mines  (Pa.),  coal 

from,  analysis  of. 154, 166 

description  of. 005,096 

Steva  bed,  Oreg.,  coal  from,  analysis  of 153 

description  of. 690 

section  of 090 

Stevens  mine  (N.Mex.),ooal  from,  analysis  of.      141 

description  of. 661 

Stilwell  mine  (Wyo.).  coal  from,  analysis  of..     305 

description  of. 1106 

Stineman  No.  1,  No.  2,  No.  4,  No.  5,  No.  6 

mines  (Pa.),  coal  from,  analysis  of.      161 

description  of. 716-718 

Stockett.  Hont. .  coal  lh>m  near,  analysis  of . . .     127 

aescripuon  of 504 

Stone  (3anyon,Cal.,  coal  fh>m  near,  analysis  of      63 

description  of 390 

Stone  Ganyon  mine  (CU.).    8u  Stone  (Can- 
yon, Cal. 
Stone  cniii,  w.  Va. ,  coal  from  near,  analysis  of     240 

description  of 947,048 

Stone  Clifr  mme  (W.  Va.).    8u  Stone  CUff, 
W.  Va. 

Stonega,  Va.,  coal  fkx>m  near,  analysis  of 201 

description  of 830 

Stonega  mine  (Va.).    8u  Stonega,  Va. 
Stonewall,  W.  Va.,  coal  from  near,  analysis  of.     291 

description  of. 1064,1066 

Stonewall  No.  2,  No.  3  mines  (W.  Va.).    8u 

Stonewall,  W.  Va. 
Stony  Creek  prospect  (Pa.),  coal  from,  analy- 
sis of 167 

descrip  tion  of. 706 

Storrs,  Mont. .  coal  from  near,  analysis  of 1 33 

description  of 623, 624 

Storrs  No.  3  nune  (Mont.).    See  St<XTs,  Mont. 
Stoughton,  Pa.,  coal  fh>m  near,  analysis  of. . .      176 

description  of. 781 

Straight  Creek,  Ky.,  coal  from  near,  analysis 

of 108 

description  of 636,537 

Straight  Creek  bed,  Ky .,  coal  lh>m,  analysisof .     103 

description  of. 536,637 

sections  of 536 

Straight    Creek    No.    2   mine    (Ky.).    See 

Straijdit  Creek,  Ky. 
Strattonville,  Pa.,  coal  from  near,  analysis  of.     166 

description  of 738, 734 

Straven,  Ala.,  coal  from  near,  analysis  of. 39 

description  of 361 

Straven  mine  (Ala.).    See  Straven,  Ala. 

Strong,  Colo.,  coal  from  near,  analysis  of 66 

description  of. 437 

Stuart,  W.  Va.,  coal  fh>m  near,  analysis  of. .  240, 241 

description  of. 948,949 

Stuart  mine  ( W.  Va.).    Su  Stuart,  W.  Va. 
Stacker  mine  (Colo.),  coal  fh>m,  amdysis  of. .       66 

description  of. 404 

Stuigla,  Ky.,  coal  from  near,  analysis  of 107 

description  of. 647 

Suffleld  mfrie  (Cdo. ),  coal  fh>m,  analysis  of. .       60 

description  of. 447 

Sugar  Oeek  mine  (W.  Va.),  coal  fh>m,  analy- 
sis of.... 233 

description  of. 932 

Sugarite  bed,  M.  Mex.,  coal  lh>m,  analysis  of.     138 

description  of. 641 

sections  oi. 641 

ugarite  mine  (N.  Mex.),  coal  fh)m,  analysis 

of. 138 

description  of. 641 

ullivan.  W.  va.,  coal  fh>m  near,  analysis  of.     291 

description  of. 1066, 1066 

alphur,  determination  of 14, 16 

.ulphur  Creek,  O>lo.,  coal  ttom  near,  analysis 

of 77,78 

deecription  of 473 

Sulphur  Creek  mine  (Colo.).    See  Sulphur 

Creek,  C<do. 
Sulphur  Springs,  Wash.,  coal  fh>m   near, 

Analysis  of 216 

description  of. 885 

"  Sulphur  vein,''  Pa.    See  Clarion  bed ,  Pa. 


SummerBvflle,  W.  Va.,  ooal  from  near,  analysiB 

of 282 

description  of 1041,1042,1043 

Summit  bed,  Cal.    See  Eureka  bed,  Cal. 
Summit  No.  1  bed.  Pa.    Su  Pittsburgh  bed. 

Pa. 
Summit  No.  2  bed.  Pa.    See  Redstone  bed. 
Pa. 

Summit  mine,  coal  ttom,  analysis  of (Mo.),  110: 

rwash.),  2U 

description  of. (Mo.),  671;  (Wash.),  86S 

Summit  No.  i,  No.  2  mines  (Pa.),  ooal  from^ 

analysisof. 174 

description  of. 7S9 

Summit  C^eek  prospect  (Wash.),  ooal  ftom, 

analyasof. 216 

description  of. 884 

Sumner,  Oreg. ,  coal  lh>m  near,  analysis  of. . .      153 

description  of 602, 003 

Sun,  W.  Va.,  coal  lh>m  near,  analysis  of. . .  241, 242 

description  of 049,060.061 

Sun  No.  1  mine  (W.  Va.).    Su  Sun,  W.  Va. 
Sunlight.  Colo.,  ooal  firom  near,  analysis  of. . .  62, 63 

description  of 423,424,425 

Sunlight  mine  (Colo.).    See  Sunlight,  Colo. 
Sunnyside,  Utah,  ooal  lh>m  near,  analysts  of.      191 

description  of. 800,801 

Sunnyside  mine,  ooal  from,  analysis  of  .(Colo.),  60; 

<W.  Va.),  227 
description  of..  (Colo.),  437;  (W.  Va.),017 
Sunnyside  No.  2  mine  (Pa.),  ooal  fh>m,  analy- 
sis of 157 

description  of 706 

Sunset  mine  (Wash.),  ooal  lh»m,  analysis  of.     204 

description  of. 846 

Sunshine  bed,  Colo.    Su  Allen  bed,  C^lo. 
Sunshine  mine  (Ark.),  coal  lh>m,  analjrsis  of.       60 

description  of. 387 

Superior.  Colo. ,  ooal  fh>m  near,  analysis  of . . .       65 

description  of. 400 

Superior,  Wyo.,  ooal  firom  near,  analysis  of . . . .    314, 

315,316 

description  of 1137, 

1138, 1139, 1140, 1141. 1142, 1143, 1144 
Superior  C  bed,  Wyo. ,  ooal  from,  analysis  of. .     314 

description  of. 1137 

sections  of. 1137 

Superior  mine  (Wash.),  ooal  fhmi,  analysis  of.     206 

description  of 860 

Superior  No.  1,  No.  2  mines  (Wash.),  ooal IhNn, 

analysis  of. 214 

description  of. S76 

Superior  A,  B,  C.  D  mines  (Wyo.),  ooal  fhnn. 

analysisof. 314,815 

description  of. 1137,1140 

Sutherland,  Mo.,  ooal  ttoxn.  near,  analysis  of. .     1 18 

description  of. 600, 670 

Swansea.  Ala.,  ooal  fh>m  near,  analysis  of —       35 

description  of 336,337 

Swansea  bed,  Ala.,  ooal  firom,  analjrsia  of 35, 

30,40,41 

description  of. 336, 337, 852, 364, 356, 357 

sectixmof 337,364,356 

Swansea  mine  (Va.),  coal  fkom,  analysis  of. ..     201 

description  of. 820 

Sweat  mine  ( Wvo.),  ooal  frmn,  analysis  of. . .     808 

description  of. 1121 

Sweeney  bed,  Colo. ,  ooal  fh>m,  analysis  of 80 

description  of. 484 

section  of 484 

Sweeney  prospect  (Colo.),  ooal  from,  analysis 

of 80 

description  of 484 

Sweetwater,  wyo. ,  ooal  firom  near,  analysis  of.     316 

description  of. 1 1 45 

Sweetwater  mine  (Wyo.).    See  Sweetwater, 

Wyo. 
Sweetwater  No.  2  mine  (Wyo.),  ooal  fntai, 

analysisof. 312 

description  of. 1130 

Switchback,  W.  Va.,  coal  firom  near,  analysis 

of^ ! 268.200 

description  of. 1000, 1010, 1011 .  1012 

Sycamore,  Wyo., ooal  from  near,  analysisof.  316, 317 

description  of 1145,1146 

Sydenton,  Ala. ,  coal  ftom  near,  analysis  of . . .       30 
deecriptionof 351,352 
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Sylvania  No.  1  mine  (Pa.)f  ooal  fh>m,  aaaly- 

,            slsof 167 

description  of. 736 

Sylvester  prospect  (Colo.)r  OMd  from,  analjrsia 

of M 

description  of 481 

T. 

Tabaaoo.  Colo.,  coal  firom  near,  analysia  of —       71 

Tacoa,  Ala^,  ooal  fipom  near,  analyns  of 39 

description  of. 352 

Tamroy  mine  ( W. Va.),  coal  fhim,  analysis  of.     286 

description  of. 1062 

Tasker,  N.  DA.,  coal  ftx>m  near,  analysis  of. .     143 

description  of 661 

Taylor,  Wash.,  coal  from  near,  analysis  of —     209 

description  of. 861,862,863 

Tebo  bed,  Mo.,  coal  lh>m,  analysis  of 117 

description  of 566 

Ten-Foot  bed,  Utah.   i9m  Wasatch  bed,  Utah. 
Tenino,  Wash.,  coal  ftx>m  near,  analysis  of —     222 

description  of. 905,906 

Tensleep,  Wyo.,  ooal  fh>m  near,  analysis  of. .     296 

descdptionof. 1079,1080 

Tercio,  Colo.,  ooal  from  near,  analysis  of 71. 72 

description  of 466 

Terre  Haute,  Ind.,  ooal  from  near,  analysis 

of.. 97,98 

description  of. 626,627 

Terry,  W.  Va. ,  ooal  fh>m  near,  analysis  of 291 

description  of 1066 

Terry  mine  (W.  Va.).    5e«  Terry.  W.  Va. 

Tesla,  Cal.,  ooal  from  near,  analystt  of 68 

description  of 396 

Tesla  mine  (Cal.).    8u  Testa.  Cal. 
Thatcher  bed,  N.  Hex.,  ooal  from,  analysis 

of.... 139,140 

description  of. 048 

sections  of. 048 

Thayer,  W.  Va. .  ooal  from  near,  analysis  of.  242, 243 

description  of. 961,962 

"Thin  Vein,''  W.   Va.    8t€  SoweU  bed, 

W.Va. 
"  Third  Seam,"  Iowa,  ooal  from,  analysis  of. .     100 

description  of. 631 

Thomas,  W.  va.,  ooal  from  near,  anidysis 

of 292,298,294,296 

de6oaripti(m  of. 1068. 

1069,1070,1071,1072,1073 
Thomas  mine,  ooal  Ihmi,  analysis  of. . .  (Ala.),  37; 

(W.  Va.)  243 
description  of...  (Ala.),  342;  ( w!  Va.),' 962 
Thomas  No.  S,  No.  24,  No.  26,  No.  34  mines 

(W.  va.),  ooal  fhmi,  analysis  of.. . .    292, 

208  294 

description  of 1068,1069.1072,1073 

Thompson  bed,  Ala.,  ooal  from,  analysis  of. .       33. 

36«39 

description  of 332,333,335,349,360 

sections  of. 332,333,335,349,360 

Thompsons.  Utah,  ooal  fkom  near,  amdysis 

ol: 193 

description  of 806,806 

Thombun?,  Colo.,  ooal  from  near,  analysis  of. .       78 

description  of. 478,474 

Thurmond,  W.  Va.,  ooal  from  near,  analysis 

of  .  248  244 

desciiptkai of.'. W.'.'.'.W  iw^iB.^M, 9661 966 

Tidewater,  Ala.,  ooal  from  near,  analysis  of. .      40 

desoripnon  of • .     365 

Tidewater  mine,  ooal  fkom,  analysis  of...  (Ala.),^ 

(W.Va.),  271 

description  of. .  (Ala.),  365;  (W.  Va.),  1015 

Tiejen  mine  (N.  Max.),  ooal  Ikom,  analysis  of.     139 

descnption  of. 646 

Tiger  Ridge  mine  (Mont),  ooal  from,  analy- 

dsof 128 

description  of 595 

Timon  bed,  Oree.,  ooal  from,  analysis  of 153 

description  of 091 

section  of 091 

Timothy  mine  (Utah),  coal  ftom,  analysis  of.     196 

description  of. 815 

"Tinpan"  bed,  N.  Max.,  ooal  from,  analysis 

of 137 

description  of 639,640 

seotioosof. MO 
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Tis  Natzin,  N.  Max.,  ooal  from  near,  analysis 

of 141 

description  of 652 

Todd  mine  (Colo.),  coal  ikom,  analysis  of 75 

descriptlcn  of. 467 

Tokun  Creek,  Alaska,  ooal  ikom  near,  analysis 

of 44 

description  of 369, 370 

ToUar  mine  (Colo. ),  ooal  from,  analysis  of . . . .  68 

descnption  of. 447 

Tomlinson  mine  (Colo.),  coal  from,  analysis  of  73 

description  of. 460 

Toms  Creek,  va.,  ooal  frt>m  near,  analysis  of. .  201 

desoiption  of. 830, 831 

Tower  City,  Pa.,  ooal  tkom  near,  analysis  of. .  172 

description  of 752 

Trafton  bed,  Cal.,  ooal  tkom,  analysis  of 63 

description  of 396 

section  of 396 

Tnifton  mine  (Cal.),  cool  from,  analysis  of . . .  53 

description  of. 396 

Trenton,  111.,  ooal  from  near,  analysis  of 83 

description  of 492,403 

Trenton,  Mo.,  ooal  from  near,  analysis  of. 117 

description  of. 568 

Trenton  No.  3  mine  ( Mo. ).    8u  Trenton,  Mo. 

Trinidad,  Colo.,  ooal  finom  near,  analysis  of. .  72 

description  of. 456,457 

Trout  CJreek,  Alaska,  ooal  from  near,  analysis 

of. 44 

description  of 370 

Troy,  111.,  coal  from  near,  analysis  of 87,88 

description  of 601,502,503 

Tuba,  Aris.,  ooal  from  near,  analysis  of 47 

description  of 378 

Tuba  Indian  school  mine  (Aris.).    8u  Tuba, 

Aria. 
Tug  River  bed,  W.  Va.,  ooal  from,  analysis 

of 251 

description  of 971 

Tumbler  proroeot  (Mont.),  ooal  fh>m,  analy- 
sis of 128 

description  of. 599 

Turkey  Creek  mine  (Okla.),  ooal  from,  analy- 

slsof 149 

description  of. 676 

Turkey  Chip  mine  (W.  Va.),  ooal  fkt>m,  analy- 

sbof 259 

descriptlcn  of 989 

Turkey  Knob,  W.  Va.,  ooal  from  near,  analy- 

sisof 244 

description  of 956,967 

Turkey  Knob  mine  iyi,  Va.).    8u  Turkey 

Knob,  W.  Va. 
Turner  bed.  Colo.    8f  Savage  bed,  Colo. 
Tutweiler  No.  3  mine  (Ala.),  ooal  from,  analy- 
sis of 37 

description  of 345 

Twin  Branch,  W.  Va.,  ooal  fh>m  near,  analy- 
sis of 269.270 

description 1012,1013,1014 

Twin  Branch  mine  (W.  Va.).    8u  Twin 

Branch,  W.  va. 
Twin  City  mine  (Wash.),  coal  fkt>m,  analysis 

of 215 

description  of. 877 

Tyonek,  Alaska,  ooal  from  near,  analysis  of. .  45 

description  of. 371 

Tyson  bed,  Md.   8u  Upper  Sewiekley  bed, 

Tyson  mine  (Md.),  ooal  frxim,  analysis  of. . . .  100 

descriptiaii  of. 663 

Tyson  No.  7,  No.  8.  No.  9  mines  (Md.),  ooal 

from,aDfliysisof. 109,111,112 

description  of. 552,657,569 

Tyson  No.  10  mine  (W.  Va.),  ooal  ftom,  anal- 

^           ysisof.... 280 

description  of 1035 

U. 

Uinta  mine  (Colo.),  coal  from,  analysis  of. . . .  59 

description  of. 417 

Underwood  bed,  Ala.   8u  Thompson  bed, 

Ala. 

Union  No.  3  mine  ( Pa.) .  ooal  frxim,  analyab  of.  167 

dcBCflptkmc^. 736 


Union  Padflc  N«.  1,  No.  3,  No.  fi  Na.  S  Ne. 


No.  1 


a.No.fi  Na.S  No.S, 
I  (Wyo.),  coal  (rom. 


dcaortptloa  or. lUO-1131 

Union  Ptclflo  prarocct  (Wyo.),  coal  ftom, 

uulyili  of. 197 

dtsorlptUm  ol. lOSl 

U&IladBtaUeaeologicalSuTy«7,iroikol...  10,331 

Bt  at.  Louk,  Uo 10,331 

Upland  mliM  (W.  Va,),  coal  trom,  uialysls  ol.     257 

dncilpUaii  ol. Xi 

Upper  BaoiMir  bed.  Vt.,  coal  (rom,  analyila 

of. 198,301 

description  or 833, 823. 8»,  330,831 

HWtlonsor! 821.  S33, 830,831 

Upper  Burner  No.  3  mine  (Vs.),  coal  bum, 

analysis  of. 108 

description  at. SM 

Upper  Elkboni  bed,  Ey.,  coal  from,  analyilB 


Upper  PmntiaT  bed.  ^Vyo.,  ooal  troin,  unly-  ' 

descrlptloti  ol 

Upper  Herttiuime  bed,  Okla.,  ooal  trom, 


Upper  Etttanning  bed,  Pa.,  aoel  riam.enily- 

—  -1 1S8,167, 

l«.lS1,lU,lSa,ie0.171.1T3.17E.i;7.1TS 

■     -  j.Toe, 

1,732, 

v.ttA 

...     70B, 

18,738.738,710,731,732, 


deecrlptlon  of. 830,840, 

■eottonaof. S40, 

Upper  Mutera  bed,  Wyo., coal  froni,  enalyiii 


doCTlptimc^l 551,U1,U3.KS7,U«;U0 

seodonsor. M1,«S2,S'"  "" 

Upper  Van  Dyke  bed,  Wyo,,  ooal  rrom,  anal. 

yalso'. 

deairlptlon  ol. 

Utlca,  llont^  coat  from  dcu,  analysis  of 


Valley  nine  (Okla.),  col  trom,  analysla  d.. 

deeerlptloa  ol 

Van  Houlen,  N.  Hex.,  ooal  Irom  near,  analy- 


Iptlonoi... 
'    No.  1,  I- 
5m  Van 


Van  Lear  No.  1,  No.  1,  No. 


la 


Van  Ormerbed,  Pa.,  mal  hom,  analysla  ol. .      162 

description  ol 71B,  720,721 

VandoUa,  Mo.,  coal  from  near,  analysts  ol. . .      1 16 

deacrlptlon  of se6 

Venud,UtBb,a>altnnnnaar,aaalyslaor..  105,  ion 

description al 8li,SM.gls 

Victor  No,  8,  No.  10,  No.  IS  mtnea  (Pa.),  coal 

[rom,  analysla  ol. ISO,  lea 

desrajption  of. 701,713, 7H 

Victoria  No.   1   mine  (OUa.),   coal  trem, 
analysis  of. 

description  ol 

Vteti  No.  I,  No,  1,  No.  3,  No.  4,  No.  5  nUnea 

(Wto.),  cwllrom.analyeiaol 30S 

deBcrlptlm  of. 1110 

Vtntou  mine  (111.),  ccal  Irom,  analysla  of S3 

deKTiplicnof. tSl 

Vtntcoi  No.  1,  No.  S  mbUB  (Pa.),  coal  nrom, 

analyila  of 181 

daecriptlcm  of ..................... .  721 ,  721 

Vintondale,Pa.,ooalfiom  nearaDslyabol.  1S3,16J 

deacrlptionof....... 721,732,738 

Viola.  Wyo.,  ooal  tioni  near,  analysts  of. . .  """  — 

Virginia  aty,Sr 


al  Irom  near,  aaalyab  of-. 


VYBOasa,  rr.  va.,E«Hiin 

oescilptlon  ol. 

Wabaeb  No.  S  mbe  (W.  Va.),  ooal  b 
analysis  of. 


Waco,  HDnt.-coallninne 


deecrlptko  of. 

HDnt.,coallni 

doscriptiini  of 

Wadge  bed,  Colo.,  coal  Irom,  analysla  of 

descrlpOMi  of. 

Wadge  mtne  (Colo,),  ooal  from,  analysis  of. 

description  U. 

Wadsworth  bed,  Ala^  ooal  from,  analy^  of 

descriptloQ  or 

Waloott,  Wyo., ooal  (rwn 

desralption  ol. _ 

Waldenaia,  Tenn.,  mal  bom  near,  analy^  of. 

descrlpttoD  ol. 

Wales,  Utah,  coal  from  near,  analysis  of 

description  ol 

WalM  bed,  Utah,  coat  from,  analyris  of. 


1101,11 


WalaaU,  Pb, _ 

descripUou  of. 

Walien  bed,  Colo,,  ooa 
deacrlptlon  of. 


(UUh)^«*(  Waioi.  Utah. 

Mn,  analysis  <rf 

(rom,  analysts  ot.. 


le  VColo.),  coft 
[,  Colo.,  coal  fr 

nsicrtptton  of.... 
ar  Eagle  bed,  W,Va.,e< 

(iBscriptianaf.... 

■  nsof. 


Ward  mine  (Ccdo.),  coal  trnn,  an 


